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1. Introduction
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]In this contribution, we provide the TP to 38.423 based on the discussion in [1].
[bookmark: _Toc423019950][bookmark: _Toc423020279][bookmark: _Toc423020296]2. TP to 38.423 



-------------------------------------------Start of changes-------------------------------------------

[bookmark: _Toc98868024][bookmark: _Toc105174308][bookmark: _Toc106109145][bookmark: _Toc113824966][bookmark: _Toc138863097]8.3	Procedures for Dual Connectivity

[bookmark: _Toc20955108][bookmark: _Toc29991295][bookmark: _Toc36555695][bookmark: _Toc44497373][bookmark: _Toc45107761][bookmark: _Toc45901381][bookmark: _Toc51850460][bookmark: _Toc56693463][bookmark: _Toc64447006][bookmark: _Toc66286500][bookmark: _Toc74151195][bookmark: _Toc88653667][bookmark: _Toc97904023][bookmark: _Toc98868049][bookmark: _Toc105174333][bookmark: _Toc106109170][bookmark: _Toc113824991][bookmark: _Toc138863122]8.3.6	M-NG-RAN node initiated S-NG-RAN node Release
[bookmark: _Toc20955109][bookmark: _Toc29991296][bookmark: _Toc36555696][bookmark: _Toc44497374][bookmark: _Toc45107762][bookmark: _Toc45901382][bookmark: _Toc51850461][bookmark: _Toc56693464][bookmark: _Toc64447007][bookmark: _Toc66286501][bookmark: _Toc74151196][bookmark: _Toc88653668][bookmark: _Toc97904024][bookmark: _Toc98868050][bookmark: _Toc105174334][bookmark: _Toc106109171][bookmark: _Toc113824992][bookmark: _Toc138863123]8.3.6.1	General
The M-NG-RAN node initiated S-NG-RAN node Release procedure is triggered by the M-NG-RAN node to initiate the release of the resources for a specific UE.
The procedure uses UE-associated signalling.
[bookmark: _Toc20955110][bookmark: _Toc29991297][bookmark: _Toc36555697][bookmark: _Toc44497375][bookmark: _Toc45107763][bookmark: _Toc45901383][bookmark: _Toc51850462][bookmark: _Toc56693465][bookmark: _Toc64447008][bookmark: _Toc66286502][bookmark: _Toc74151197][bookmark: _Toc88653669][bookmark: _Toc97904025][bookmark: _Toc98868051][bookmark: _Toc105174335][bookmark: _Toc106109172][bookmark: _Toc113824993][bookmark: _Toc138863124]8.3.6.2	Successful Operation


Figure 8.3.6.2-1: M-NG-RAN node initiated S-NG-RAN node Release, successful operation
The M-NG-RAN node initiates the procedure by sending the S-NODE RELEASE REQUEST message. Upon reception of the S-NODE RELEASE REQUEST message the S-NG-RAN node shall stop providing user data to the UE.
The S-NG-RAN node UE XnAP ID IE shall be included if it has been obtained from the S-NG-RAN node. The M-NG-RAN node shall provide appropriate information within the Cause IE. The M-NG-RAN node may also provide appropriate information per PDU session resource within the Cause IE of the PDU Session Resources To Be Released List IE.
Upon reception of the S-NODE RELEASE REQUEST message containing UE Context Kept Indicator IE set to "True", the S-NG-RAN node shall, if supported, only initiate the release of the resources related to the UE-associated signalling connection between the M-NG-RAN node and the S-NG-RAN node.
If the S-NG-RAN node confirms the request to release S-NG-RAN node resources, it shall send the S-NODE RELEASE REQUEST ACKNOWLEDGE message to the M-NG-RAN node.
If the S-NODE RELEASE REQUEST message contains a PDU session resource to be released which is configured with the SCG bearer option within the PDU Session Resources To Be Released List IE, the S-NG-RAN node shall include the RLC Mode IE within the DRBs To Be Released List IE in the S-NODE RELEASE REQUEST ACKNOWLEDGE message. The RLC Mode IE indicates the RLC mode used in the S-NG-RAN node for the DRB.
If the S-NODE RELEASE REQUEST ACKNOWLEDGE message includes the SCG UE History Information IE, the M-NG-RAN node shall, if supported, use the information to update UE History Information with PSCell history.
If the SCG QMC Information IE is contained in the S-NODE RELEASE REQUEST ACKNOWLEDGE message, the M-NG-RAN node may use it to release or keep the management-based QoE as specified in TS 37.340 [8].

Interaction with the Xn-U Address Indication procedure
If the S-NG-RAN node provides data forwarding related information in the S-NODE RELEASE REQUEST ACKNOWLEDGE message for QoS flows mapped to DRBs configured with an SN terminated bearer option in the PDU Sessions To Be Released List - SN terminated IE, the M-NG-RAN node may decide to provide data forwarding addresses to the S-NG-RAN node and trigger the Xn-U Address Indication procedure as specified in TS 37.340 [8].
If the S-NODE RELEASE REQUEST message concerns a UE for which a Conditional PSCell Change has been triggered, the S-NG-RAN node shall, if supported, consider that the triggered Conditional PSCell Change has been executed, and M-NG-RAN node triggers the Xn-U Address Indication procedure as specified in TS 37.340 [8].
Interaction with the SN Status Transfer procedure
If the UE Context Kept Indicator IE set to "True" and the DRBs transferred to MN IE are included in the S-NODE RELEASE REQUEST message, the S-NG-RAN node shall, if supported, provide the uplink/downlink PDCP SN and HFN status for the listed DRBs, as specified in TS 37.340 [8].
-------------------------------------------Next change-------------------------------------------

[bookmark: _Toc20955113][bookmark: _Toc29991300][bookmark: _Toc36555700][bookmark: _Toc44497378][bookmark: _Toc45107766][bookmark: _Toc45901386][bookmark: _Toc51850465][bookmark: _Toc56693468][bookmark: _Toc64447011][bookmark: _Toc66286505][bookmark: _Toc74151200][bookmark: _Toc88653672][bookmark: _Toc97904028][bookmark: _Toc98868054][bookmark: _Toc105174338][bookmark: _Toc106109175][bookmark: _Toc113824996][bookmark: _Toc138863127]8.3.7	S-NG-RAN node initiated S-NG-RAN node Release
[bookmark: _Toc20955114][bookmark: _Toc29991301][bookmark: _Toc36555701][bookmark: _Toc44497379][bookmark: _Toc45107767][bookmark: _Toc45901387][bookmark: _Toc51850466][bookmark: _Toc56693469][bookmark: _Toc64447012][bookmark: _Toc66286506][bookmark: _Toc74151201][bookmark: _Toc88653673][bookmark: _Toc97904029][bookmark: _Toc98868055][bookmark: _Toc105174339][bookmark: _Toc106109176][bookmark: _Toc113824997][bookmark: _Toc138863128]8.3.7.1	General
This procedure is triggered by the S-NG-RAN node to initiate the release of the resources for a specific UE.
The procedure uses UE-associated signalling.
[bookmark: _Toc20955115][bookmark: _Toc29991302][bookmark: _Toc36555702][bookmark: _Toc44497380][bookmark: _Toc45107768][bookmark: _Toc45901388][bookmark: _Toc51850467][bookmark: _Toc56693470][bookmark: _Toc64447013][bookmark: _Toc66286507][bookmark: _Toc74151202][bookmark: _Toc88653674][bookmark: _Toc97904030][bookmark: _Toc98868056][bookmark: _Toc105174340][bookmark: _Toc106109177][bookmark: _Toc113824998][bookmark: _Toc138863129]8.3.7.2	Successful Operation


Figure 8.3.7.2-1: S-NG-RAN node initiated S-NG-RAN node Release, successful operation.
The S-NG-RAN node initiates the procedure by sending the S-NODE RELEASE REQUIRED message to the M-NG-RAN node.
Upon reception of the S-NODE RELEASE REQUIRED message, the M-NG-RAN node replies with the S-NODE RELEASE CONFIRM message.
For each SN-terminated PDU session resource, the M-NG-RAN node may include the DL Forwarding UP Address IE and the UL Forwarding UP Address IE within the PDU Session Resources To Be Released Item IE to indicate that it requests data forwarding of uplink and downlink packets to be performed for that bearer.
The S-NG-RAN node may start data forwarding and stop providing user data to the UE upon reception of the S-NODE RELEASE CONFIRM message,
If the S-NODE RELEASE REQUIRED message contains an PDU session resource to be released which is configured with the SCG bearer option within the PDU sessions to be released List – SN terminated IE, the S-NG-RAN node shall include the RLC Mode IE within the DRBs To Be Released List IE in the PDU Session to be released List – SN terminated IE in the S-NODE RELEASE REQUIRED message. The RLC Mode IE indicates the RLC mode used in the S-NG-RAN node for the DRB.
If the S-NODE RELEASE CONFIRM message includes the DRB IDs taken into use IE, the S-NG-RAN node shall, if applicable, act as specified in TS 37.340 [8].
If the S-NG-RAN node to M-NG-RAN node Container IE is included in the S-NODE RELEASE REQUIRED message, the M-NG-RAN node may use the contained information to apply delta configuration.
[bookmark: _Toc20955116][bookmark: _Toc29991303][bookmark: _Toc36555703][bookmark: _Toc44497381][bookmark: _Toc45107769][bookmark: _Toc45901389][bookmark: _Toc51850468][bookmark: _Toc56693471][bookmark: _Toc64447014][bookmark: _Toc66286508][bookmark: _Toc74151203][bookmark: _Toc88653675][bookmark: _Toc97904031]If the S-NODE RELEASE REQUIRED message includes the SCG UE History Information IE, the M-NG-RAN node shall, if supported, use the information to update UE History Information with PSCell history.
If the SCG QMC Information IE is contained in the S-NODE RELEASE REQUIRED message, the M-NG-RAN node may use it to release or keep the management-based QoE as specified in TS 37.340 [8].

[bookmark: _Toc98868057][bookmark: _Toc105174341][bookmark: _Toc106109178][bookmark: _Toc113824999][bookmark: _Toc138863130]8.3.7.3	Unsuccessful Operation
Not applicable.
[bookmark: _Toc20955117][bookmark: _Toc29991304][bookmark: _Toc36555704][bookmark: _Toc44497382][bookmark: _Toc45107770][bookmark: _Toc45901390][bookmark: _Toc51850469][bookmark: _Toc56693472][bookmark: _Toc64447015][bookmark: _Toc66286509][bookmark: _Toc74151204][bookmark: _Toc88653676][bookmark: _Toc97904032][bookmark: _Toc98868058][bookmark: _Toc105174342][bookmark: _Toc106109179][bookmark: _Toc113825000][bookmark: _Toc138863131]8.3.7.4	Abnormal Conditions
Void.

[bookmark: _Toc44497478][bookmark: _Toc45107866][bookmark: _Toc45901486][bookmark: _Toc51850565][bookmark: _Toc56693568][bookmark: _Toc64447111][bookmark: _Toc66286605][bookmark: _Toc74151300][bookmark: _Toc88653772][bookmark: _Toc97904128][bookmark: _Toc98868193][bookmark: _Toc105174477][bookmark: _Toc106109314][bookmark: _Toc113825135][bookmark: _Toc138863266]9	Elements for XnAP Communication
>>>>>>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<<<<<<

-------------------------------------------Next change-------------------------------------------

[bookmark: _Toc98868216][bookmark: _Toc105174500][bookmark: _Toc106109337][bookmark: _Toc113825158][bookmark: _Toc138863289]9.1.2	Messages for Dual Connectivity Procedures
[bookmark: _Toc20955206][bookmark: _Toc29991401][bookmark: _Toc36555801][bookmark: _Toc44497511][bookmark: _Toc45107899][bookmark: _Toc45901519][bookmark: _Toc51850598][bookmark: _Toc56693601][bookmark: _Toc64447144][bookmark: _Toc66286638][bookmark: _Toc74151333][bookmark: _Toc88653805][bookmark: _Toc97904161][bookmark: _Toc98868231][bookmark: _Toc105174515][bookmark: _Toc106109352][bookmark: _Toc113825173][bookmark: _Toc138863304]9.1.2.15	S-NODE RELEASE REQUEST ACKNOWLEDGE
This message is sent by the S-NG-RAN node to the M-NG-RAN node to confirm the request to release S-NG-RAN node resources.
Direction: S-NG-RAN node  M-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	O
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	PDU sessions To Be Released List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources To Be Released List – SN terminated
	O
	
	PDU Session List with data forwarding request info
9.2.1.24
	
	–
	

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	SCG UE History Information
	O
	
	9.2.3.151
	
	YES
	ignore

	SCG QMC Information
	O
	
	9.2.3.x6
	
	YES
	ignore




[bookmark: _Toc20955208][bookmark: _Toc29991403][bookmark: _Toc36555803][bookmark: _Toc44497513][bookmark: _Toc45107901][bookmark: _Toc45901521][bookmark: _Toc51850600][bookmark: _Toc56693603][bookmark: _Toc64447146][bookmark: _Toc66286640][bookmark: _Toc74151335][bookmark: _Toc88653807][bookmark: _Toc97904163][bookmark: _Toc98868233][bookmark: _Toc105174517][bookmark: _Toc106109354][bookmark: _Toc113825175][bookmark: _Toc138863306]9.1.2.17	S-NODE RELEASE REQUIRED
This message is sent by the S-NG-RAN node to request the release of all resources for a specific UE at the S-NG-RAN node.
Direction: S-NG-RAN node  M-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	PDU sessions To Be Released
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources to be released List – SN terminated
	O
	
	PDU session List with data forwarding request info
9.2.1.24
	
	–
	

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	S-NG-RAN node to M-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the CG-Config message as defined in TS 38.331 [10].
	YES
	ignore

	SCG UE History Information
	O
	
	9.2.3.151
	
	YES
	ignore

	SCG QMC Information
	O
	
	9.2.3.x6
	
	YES
	ignore




[bookmark: _Toc20955211][bookmark: _Toc29991406][bookmark: _Toc36555806][bookmark: _Toc44497516][bookmark: _Toc45107904][bookmark: _Toc45901524][bookmark: _Toc51850603][bookmark: _Toc56693606][bookmark: _Toc64447149][bookmark: _Toc66286643][bookmark: _Toc74151338][bookmark: _Toc88653810][bookmark: _Toc97904166][bookmark: _Toc98868236][bookmark: _Toc105174520][bookmark: _Toc106109357][bookmark: _Toc113825178][bookmark: _Toc138863309]9.1.2.20	RRC TRANSFER
This message is sent by the M-NG-RAN-NODE to the S-NG-RAN-NODE to transfer an RRC message or from the S-NG-RAN-NODE to the M-NG-RAN-NODE to report the DL RRC message delivery status.
This message is also sent by the new NG-RAN-NODE to the old NG-RAN-NODE or from the old NG-RAN-NODE to the new NG-RAN-NODE to transfer an RRC message containing the SDT SRB in case of RACH based SDT without UE context relocation.
This message is also sent by the M-NG-RAN-NODE to the S-NG-RAN node or from the S-NG-RAN node to the M-NG-RAN node to forward the QoE measurement results received from the UE.
Editor’s Note: The use of this message is to be confirmed.

Direction: M-NG-RAN node  S-NG-RAN node or S-NG-RAN node  M-NG-RAN node (Dual Connectivity).
Direction: new NG-RAN node  old NG-RAN node or old NG-RAN node  new NG-RAN node (SDT).
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Split SRB
	
	0..1
	
	
	YES
	reject

	>RRC Container
	O
	
	OCTET STRING
	Contains a PDCP-C PDU encapsulating an RRC message as defined in subclause 6.2.1 of TS 38.331 [10] or TS 36.331 [14] and ciphered with the key of the M-NG-RAN node
	–
	

	>SRB Type
	M
	
	ENUMERATED (srb1, srb2, ...)
	The SRB type to be used
	–
	

	>Delivery Status
	O
	
	9.2.3.45
	DL RRC delivery status of split SRB
	–
	

	UE Report
	
	0..1
	
	
	YES
	reject

	>RRC Container
	M
	
	OCTET STRING
	For NGEN-DC and NR-DC, includes the UL-DCCH-Message as defined in subclause 6.2.1 of TS 38.331 [10] containing the MeasurementReport message or the RRCReconfigurationComplete message or the FailureInformation message or the UEAssistanceInformation message. For NR-DC, includes the UL-DCCH-Message as defined in subclause 6.2.1 of TS 38.331 [10] containing the IABOtherInformation message.
For NE-DC, includes the UL-DCCH-Message as defined in subclause 6.2.1 of TS 36.331 [14] containing the MeasurementReport message.
	–
	

	Fast MCG Recovery via SRB3 from SN to MN
	
	0..1
	
	
	YES
	ignore

	>RRC Container
	M
	
	OCTET STRING
	For NR-DC, includes the UL-DCCH-Message as defined in subclause 6.2.1 of TS 38.331 [10] containing the MCGFailureInformation, message.
For NGEN-DC, includes the UL-DCCH-Message as defined in subclause 6.2.1 of TS 36.331 [14] containing the MCGFailureInformation message.
	–
	

	Fast MCG Recovery via SRB3 from MN to SN
	
	0..1
	
	
	YES
	ignore

	>RRC Container
	M
	
	OCTET STRING
	For NR-DC, includes the DL-DCCH-Message as defined in subclause 6.2.1 of TS 38.331 [10] containing the RRCReconfiguration message, or the RRCRelease message, or the MobilityFromNRCommand message.
For NGEN-DC, includes the DL-DCCH-Message as defined in subclause 6.2.1 of TS 36.331 [14] containing the RRCConnectionReconfiguration message, or the RRCConnectionRelease message, or the MobilityFromEUTRACommandmessage.
	–
	

	SDT SRB between New NG-RAN node and Old NG-RAN node
	
	0..1
	
	
	YES
	ignore

	>RRC Container
	M
	
	OCTET STRING
	Contains a PDCP-C PDU encapsulating an RRC message as defined in subclause 6.2.1 of TS 38.331 [10].
	–
	

	>SRB ID
	M
	
	9.2.3.165
	In this version of the specification, values "0", "1", "3", and "4" are not set by the sender and ignored by the receiver.
	–
	

	QoE measurement report
	
	0..1
	
	
	YES
	ignore

	[bookmark: _Hlk99778236]>Measurement Configuration Application Layer ID
	M
	
	INTEGER 
(0..15, ...)
	This IE indicates the identity of the application layer measurement configuration, and corresponds to information provided in the MeasConfigAppLayerId IE as defined in TS 38.331 [10].
	
	

	>RRC Container for RAN Visible QoE Report
	O
	
	OCTET STRING
	Contains RVQoE measurement results in the RAN-VisibleMeasurements IE of the MeasurementReportAppLayer message as defined in 38.331 [10]. [FFS]
	–
	

	>RRC Container for QoE Report
	O
	
	OCTET STRING
	Contains measConfigAppLayerContainer-r17 IE of the MeasurementReportAppLayer message as defined in 38.331 [10]. [FFS]
	–
	

	
	
	
	
	
	
	



>>>>>>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<<<<<<

[bookmark: _Toc98868426][bookmark: _Toc105174711][bookmark: _Toc106109548][bookmark: _Toc113825369][bookmark: _Toc138863500]9.2.3	General IE definitions

>>>>>>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<<<<<<

9.2.3.x1	QMC Initial Coordination Request
This IE contains the information that the S-NG-RAN node needs to provide to the M-NG-RAN node or the information that the M-NG-RAN node needs to provide to the S-NG-RAN node, for managing configuration and reporting of one or more QoE and/or RAN visible QoE measurements.  
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	QMC Configuration List
	
	
	
	

	>QMC Configuration List Item
	
	1..<maxnoofUEAppLayerMeas>
	
	

	>>QoE Reference
	M
	
	OCTET STRING (SIZE(6))
	

	>>Measurement Configuration Application Layer ID
	O
	
	INTEGER 
(0..15, ...)
	This IE could only be sent by the MN.

	>>Measurement Collection Entity IP Address
	O
	
	Transport Layer Address
9.2.3.29
	The IP address of the entity receiving the QoE measurement report. 

	>>QoE Configuration Sending Request
	O
	
	BOOLEAN
	This IE could only be sent by the SN.

	>>QoE Reporting Option Preference
	O
	
	ENUMERATED (SRB4, SRB5[FFS], ...)
	FFS whether this IE can only be sent by the SN.

	>>RVQoE Reporting Option Request
	O
	
	ENUMERATED (SRB4,…)
	This IE could only be sent by the SN.



	Range bound
	Explanation

	maxnoofUEAppLayerMeas
	Maximum no. of simultaneous QoE measurement configurations at a UE. In this version of the specification, the value is 16.



Editor’s Note: Whether to also include QoE configuration container in the IE is FFS.

9.2.3.x2	QMC Initial Coordination Response
Editor’s Note: The messages used to convey this IE are FFS.
This IE contains the information that the M-NG-RAN node needs to provide in response to the S-NG-RAN node or the information that the S-NG-RAN node needs to provide in response to the M-NG-RAN node, for the QMC initial coordination.  
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	QMC Response List
	
	
	
	

	>QMC Response List Item
	
	1..<maxnoofUEAppLayerMeas>
	
	

	>>QoE Reference
	M
	
	OCTET STRING (SIZE(6))
	

	>>Measurement Configuration Application Layer ID
	O
	
	INTEGER 
(0..15, ...)
	

	>>QoE Configuration Sending Option Response
	O
	
	ENUMERATED (MN, SN, …).
	This IE could only be sent by the MN.

	>>QoE Reporting Option
	O
	
	ENUMERATED (SRB4, SRB5, …)
	

	>>RVQoE Reporting Option Response
	O
	
	ENUMERATED (SRB4, …)
	This IE could only be sent by the MN.



	Range bound
	Explanation

	maxnoofUEAppLayerMeas
	Maximum no. of simultaneous QoE measurement configurations at a UE. In this version of the specification, the value is 16.



9.2.3.x3	QMC Modification Request
This IE contains the information that the S-NG-RAN node needs to provide to the M-NG-RAN node or the information that the M-NG-RAN node needs to provide to the S-NG-RAN node, for requesting modification of one or more QoE and/or RAN visible QoE measurements.  

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	QMC Modification Request List
	
	
	
	

	>QMC Modification Request Item
	
	1..<maxnoofUEAppLayerMeas>
	
	

	>>QoE Reference
	M
	
	OCTET STRING (SIZE(6))
	

	>> Container for Application Layer Measurement Configuration
	O
	
	OCTET STRING (SIZE(1..8000))
	Contains the QoE measurement configuration, see Annex L in TS 26.247 [47], clause 16.5 in TS 26.114 [53] and clause 9 in TS 26.118 [54].
This IE could only be sent by the SN.

	>>Measurement Configuration Application Layer ID
	O
	
	INTEGER 
(0..15, ...)
	This IE could only be sent by the MN.

	>>Measurement Collection Entity IP Address
	O
	
	Transport Layer Address
9.2.3.29
	

	>>QoE Reporting Modification Request
	O
	
	BOOLEAN
	This IE indicates the request to switch the SRB used for receiving of QoE reports. 

	>>RAN Visible QoE Reporting Modification Request
	O
	
	ENUMERATED (true, ...)
	

	>>Available RAN Visible QoE Metrics
	O
	
	9.2.3.158
	

	>>RAN Visible QoE Configuration Preference
	O
	
	9.2.3.x5
	



	Range bound
	Explanation

	maxnoofUEAppLayerMeas
	Maximum no. of simultaneous QoE measurement configurations at a UE. In this version of the specification, the value is 16.



9.2.3.x4	QMC Modification Response
This IE contains the information that the S-NG-RAN node or the information that the M-NG-RAN node needs to provide in the response to the QMC modification request.  
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	QMC Modification Response List
	
	
	
	

	>QMC Modification Response Item
	
	1..<maxnoofUEAppLayerMeas>
	
	

	>>QoE Reference
	M
	
	OCTET STRING (SIZE(6))
	

	>>QoE Reporting Modification response
	O
	
	ENUMERATED (accepted, rejected, …)
	

	>>RVQoE Reporting Modification response
	O
	
	ENUMERATED (accepted, rejected, …)
	FFS whether the code points should be refined, to reflect the agreement about the response from non-RVQoE configuring node.

	>>RAN Visible QoE Configuration Preference
	O
	
	9.2.3.x5
	



	Range bound
	Explanation

	maxnoofUEAppLayerMeas
	Maximum no. of simultaneous QoE measurement configurations at a UE. In this version of the specification, the value is 16.




9.2.3.x5	RAN Visible QoE Configuration Preference
This IE provides information of RAN visible QoE configuration.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Available RAN visible QoE Metrics
	O
	
	9.2.3.158
	

	Reporting periodicity
	O
	
	ENUMERATED (ms120, ms240, ms480, ms640, ms1024)
	

	Event trigger [FFS]
	O
	
	
	



Editor’s Note: The naming and coding of all the new defined IEs in the above tables could be further refined.

9.2.3.x6	SCG QMC Information
This IE provides information of management based QoE measurement received by SN.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	QoE Reference
	M
	
	OCTET STRING (SIZE(6))
	QoE Reference, as defined in clause 5.2 of TS 28.405 [55]. It consists of MCC+MNC+QMC ID, where the MCC and MNC are coming with the QMC activation request from the management system to identify one PLMN containing the management system, and QMC ID is a 3 bytes Octet String.

	QoE Measurement Status
	O
	
	ENUMERATED
(ongoing, ...)
	Indicates whether the QoE measurement has started.





-------------------------------------------Next change-------------------------------------------
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-- ASN1START
-- **************************************************************
--
-- PDU definitions for XnAP.
--
-- **************************************************************

XnAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS

	ActivationIDforCellActivation,

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
	SRB-ID,
	AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated,
	HashedUEIdentityIndexValue,
QMCInitialCoordinationRequest,
QMCInitialCoordinationResponse,
QMCModificationRequest,
QMCModificationResponse





FROM XnAP-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerList{},
	ProtocolIE-ContainerPair{},
	ProtocolIE-ContainerPairList{},
	ProtocolIE-Single-Container{},
	XNAP-PRIVATE-IES,
	XNAP-PROTOCOL-EXTENSION,
	XNAP-PROTOCOL-IES,
	XNAP-PROTOCOL-IES-PAIR
FROM XnAP-Containers


	id-ActivatedServedCells,

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
	id-S-NG-RANnodeUE-Slice-MBR,
	id-ManagementBasedMDTPLMNModificationList,
	id-F1-terminatingIAB-donorIndicator,
	id-AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated,
	id-HashedUEIdentityIndexValue,
id-QMCInitialCoordinationRequest,
id-QMCInitialCoordinationResponse,
id-QMCModificationRequest,
id-QMCModificationResponse,
id-RVQoE-measurement-report,




	maxnoofCellsinNG-RANnode,
	maxnoofDRBs,
	maxnoofPDUSessions,
	maxnoofQoSFlows,
	maxnoofServedCellsIAB,
	maxnoofTrafficIndexEntries,
	maxnoofTLAsIAB,
	maxnoofBAPControlPDURLCCHs,
	maxnoofServingCells

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
-- **************************************************************
--
-- S-NODE ADDITION REQUEST
--
-- **************************************************************

SNodeAdditionRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeAdditionRequest-IEs}},
	...
}

SNodeAdditionRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID				CRITICALITY reject		TYPE NG-RANnodeUEXnAPID								PRESENCE mandatory}|
	{ ID id-UESecurityCapabilities				CRITICALITY reject		TYPE UESecurityCapabilities						PRESENCE mandatory}|
	{ ID id-s-ng-RANnode-SecurityKey			CRITICALITY reject		TYPE S-NG-RANnode-SecurityKey					PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUE-AMBR					CRITICALITY reject		TYPE UEAggregateMaximumBitRate					PRESENCE mandatory}|
	{ ID id-selectedPLMN						CRITICALITY ignore		TYPE PLMN-Identity									PRESENCE optional }|
	{ ID id-MobilityRestrictionList				CRITICALITY ignore		TYPE MobilityRestrictionList						PRESENCE optional }|
	{ ID id-indexToRatFrequSelectionPriority	CRITICALITY reject		TYPE RFSP-Index										PRESENCE optional }|
	{ ID id-PDUSessionToBeAddedAddReq			CRITICALITY reject		TYPE PDUSessionToBeAddedAddReq					PRESENCE mandatory}|
	{ ID id-MN-to-SN-Container					CRITICALITY reject		TYPE OCTET STRING									PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID				CRITICALITY reject		TYPE NG-RANnodeUEXnAPID								PRESENCE optional }|
	{ ID id-ExpectedUEBehaviour					CRITICALITY ignore		TYPE ExpectedUEBehaviour							PRESENCE optional }|
	{ ID id-requestedSplitSRB					CRITICALITY reject		TYPE SplitSRBsTypes									PRESENCE optional }|
	{ ID id-PCellID								CRITICALITY reject		TYPE GlobalNG-RANCell-ID							PRESENCE optional }|
	{ ID id-DesiredActNotificationLevel			CRITICALITY ignore		TYPE DesiredActNotificationLevel				PRESENCE optional }|
	{ ID id-AvailableDRBIDs						CRITICALITY reject		TYPE DRB-List										PRESENCE conditional}
 -- The IE shall be present if there is at least one  PDUSessionResourceSetupInfo-SNterminated included --|
	{ ID id-S-NG-RANnodeMaxIPDataRate-UL		CRITICALITY reject		TYPE BitRate										PRESENCE optional }|
	{ ID id-S-NG-RANnodeMaxIPDataRate-DL		CRITICALITY reject		TYPE BitRate										PRESENCE optional }|
	{ ID id-LocationInformationSNReporting		CRITICALITY ignore		TYPE LocationInformationSNReporting			PRESENCE optional }|
	{ ID id-MR-DC-ResourceCoordinationInfo		CRITICALITY ignore		TYPE MR-DC-ResourceCoordinationInfo			PRESENCE optional }|
	{ ID id-MaskedIMEISV						CRITICALITY ignore		TYPE MaskedIMEISV									PRESENCE optional }|
	{ ID id-NE-DC-TDM-Pattern					CRITICALITY ignore		TYPE NE-DC-TDM-Pattern								PRESENCE optional }|
	{ ID id-S-NG-RANnode-Addition-Trigger-Ind	CRITICALITY reject		TYPE S-NG-RANnode-Addition-Trigger-Ind		PRESENCE optional }|
	{ ID id-TraceActivation						CRITICALITY ignore		TYPE TraceActivation								PRESENCE optional }|
	{ ID id-RequestedFastMCGRecoveryViaSRB3		CRITICALITY ignore		TYPE RequestedFastMCGRecoveryViaSRB3			PRESENCE optional }|
	{ ID id-UERadioCapabilityID					CRITICALITY reject		TYPE UERadioCapabilityID							PRESENCE optional }|
	{ ID id-SourceNG-RAN-node-ID				CRITICALITY ignore		TYPE GlobalNG-RANNode-ID							PRESENCE optional }|
	{ ID id-ManagementBasedMDTPLMNList			CRITICALITY ignore		TYPE MDTPLMNList									PRESENCE optional }|
	{ ID id-UEHistoryInformation				CRITICALITY ignore		TYPE UEHistoryInformation							PRESENCE optional }|
	{ ID id-UEHistoryInformationFromTheUE		CRITICALITY ignore		TYPE UEHistoryInformationFromTheUE				PRESENCE optional }|
	{ ID id-PSCellChangeHistory					CRITICALITY ignore		TYPE PSCellChangeHistory							PRESENCE optional }|
	{ ID id-IABNodeIndication					CRITICALITY reject		TYPE IABNodeIndication								PRESENCE optional }|
[bookmark: _Hlk94696615]	{ ID id-NoPDUSessionIndication				CRITICALITY ignore		TYPE NoPDUSessionIndication						PRESENCE optional }|
	{ ID id-CHOinformation-AddReq				CRITICALITY reject		TYPE CHOinformation-AddReq						PRESENCE optional }|
	{ ID id-SCGActivationRequest				CRITICALITY ignore		TYPE SCGActivationRequest							PRESENCE optional }|
	{ ID id-CPAInformationRequest				CRITICALITY reject		TYPE CPAInformationRequest						PRESENCE optional }|
	{ ID id-S-NG-RANnodeUE-Slice-MBR				CRITICALITY reject		TYPE UESliceMaximumBitRateList					PRESENCE optional }|
[bookmark: _Hlk142646011]	{ ID id-F1-terminatingIAB-donorIndicator		CRITICALITY reject		TYPE F1-terminatingIAB-donorIndicator			PRESENCE optional }|
	{ ID id-QMCInitialCoordinationRequest		CRITICALITY ignore		TYPE QMCInitialCoordinationRequest				PRESENCE optional },
	...
}

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
-- **************************************************************
--
-- S-NODE ADDITION REQUEST ACKNOWLEDGE
--
-- **************************************************************

SNodeAdditionRequestAcknowledge ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeAdditionRequestAcknowledge-IEs}},
	...
}

SNodeAdditionRequestAcknowledge-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID				CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID				CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-PDUSessionAdmittedAddedAddReqAck	CRITICALITY ignore		TYPE PDUSessionAdmittedAddedAddReqAck		PRESENCE mandatory}|
	{ ID id-PDUSessionNotAdmittedAddReqAck		CRITICALITY ignore		TYPE PDUSessionNotAdmittedAddReqAck		PRESENCE optional }|
	{ ID id-SN-to-MN-Container					CRITICALITY reject		TYPE OCTET STRING								PRESENCE mandatory}|
	{ ID id-admittedSplitSRB					CRITICALITY reject		TYPE SplitSRBsTypes								PRESENCE optional }|
	{ ID id-RRCConfigIndication					CRITICALITY reject		TYPE RRCConfigIndication						PRESENCE optional }|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore		TYPE CriticalityDiagnostics					PRESENCE optional }|
	{ ID id-LocationInformationSN				CRITICALITY ignore		TYPE Target-CGI									PRESENCE optional }|
	{ ID id-MR-DC-ResourceCoordinationInfo		CRITICALITY ignore		TYPE MR-DC-ResourceCoordinationInfo		PRESENCE optional }|
	{ ID id-AvailableFastMCGRecoveryViaSRB3		CRITICALITY ignore		TYPE AvailableFastMCGRecoveryViaSRB3		PRESENCE optional }|
	{ ID id-DirectForwardingPathAvailability	CRITICALITY ignore		TYPE DirectForwardingPathAvailability		PRESENCE optional }|
	{ ID id-SCGActivationStatus					CRITICALITY ignore		TYPE SCGActivationStatus						PRESENCE optional }|
	{ ID id-CPAInformationAck					CRITICALITY ignore		TYPE CPAInformationAck							PRESENCE optional }|
	{ ID id-QMCInitialCoordinationResponse		CRITICALITY ignore		TYPE QMCInitialCoordinationResponse		PRESENCE optional },
	...
}

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
-- **************************************************************
--
-- S-NODE MODIFICATION REQUEST
--
-- **************************************************************

SNodeModificationRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeModificationRequest-IEs}},
	...
}

SNodeModificationRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID								PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID								PRESENCE mandatory}|
	{ ID id-Cause									CRITICALITY ignore		TYPE Cause												PRESENCE mandatory}|
	{ ID id-PDCPChangeIndication					CRITICALITY ignore		TYPE PDCPChangeIndication							PRESENCE optional }|
	{ ID id-selectedPLMN							CRITICALITY ignore		TYPE PLMN-Identity										PRESENCE optional }|
	{ ID id-MobilityRestrictionList					CRITICALITY ignore		TYPE MobilityRestrictionList						PRESENCE optional }|
	{ ID id-SCGConfigurationQuery					CRITICALITY ignore		TYPE SCGConfigurationQuery							PRESENCE optional }|
	{ ID id-UEContextInfo-SNModRequest				CRITICALITY reject		TYPE UEContextInfo-SNModRequest					PRESENCE optional }|
	{ ID id-MN-to-SN-Container						CRITICALITY ignore		TYPE OCTET STRING										PRESENCE optional }|
	{ ID id-requestedSplitSRB						CRITICALITY ignore		TYPE SplitSRBsTypes										PRESENCE optional }|
	{ ID id-requestedSplitSRBrelease				CRITICALITY ignore		TYPE SplitSRBsTypes										PRESENCE optional }|
	{ ID id-DesiredActNotificationLevel				CRITICALITY ignore		TYPE DesiredActNotificationLevel					PRESENCE optional }|
	{ ID id-AdditionalDRBIDs						CRITICALITY reject		TYPE DRB-List											PRESENCE optional }|
	{ ID id-S-NG-RANnodeMaxIPDataRate-UL			CRITICALITY reject		TYPE BitRate											PRESENCE optional }|
	{ ID id-S-NG-RANnodeMaxIPDataRate-DL			CRITICALITY reject		TYPE BitRate											PRESENCE optional }|
	{ ID id-LocationInformationSNReporting			CRITICALITY ignore		TYPE LocationInformationSNReporting				PRESENCE optional }|
	{ ID id-MR-DC-ResourceCoordinationInfo			CRITICALITY ignore		TYPE MR-DC-ResourceCoordinationInfo				PRESENCE optional }|
	{ ID id-PCellID									CRITICALITY reject		TYPE GlobalNG-RANCell-ID								PRESENCE optional }|
	{ ID id-NE-DC-TDM-Pattern						CRITICALITY ignore		TYPE NE-DC-TDM-Pattern								PRESENCE optional }|
	{ ID id-RequestedFastMCGRecoveryViaSRB3			CRITICALITY ignore		TYPE RequestedFastMCGRecoveryViaSRB3				PRESENCE optional }|
	{ ID id-RequestedFastMCGRecoveryViaSRB3Release	CRITICALITY ignore		TYPE RequestedFastMCGRecoveryViaSRB3Release	PRESENCE optional }|
	{ ID id-SNTriggered								CRITICALITY ignore		TYPE SNTriggered										PRESENCE optional }|
[bookmark: _Hlk94696641]	{ ID id-TargetNodeID							CRITICALITY ignore		TYPE GlobalNG-RANNode-ID								PRESENCE optional }|
	{ ID id-PSCellHistoryInformationRetrieve		CRITICALITY ignore		TYPE PSCellHistoryInformationRetrieve			PRESENCE optional }|
	{ ID id-UEHistoryInformationFromTheUE			CRITICALITY ignore		TYPE UEHistoryInformationFromTheUE				PRESENCE optional }|
	{ ID id-CHOinformation-ModReq					CRITICALITY ignore		TYPE CHOinformation-ModReq							PRESENCE optional }|
	{ ID id-SCGActivationRequest					CRITICALITY ignore		TYPE SCGActivationRequest							PRESENCE optional }|
	{ ID id-CPAInformationModReq					CRITICALITY ignore		TYPE CPAInformationModReq							PRESENCE optional }|
	{ ID id-CPCInformationUpdate					CRITICALITY ignore		TYPE CPCInformationUpdate							PRESENCE optional }|
	{ ID id-S-NG-RANnodeUE-Slice-MBR					CRITICALITY ignore		TYPE UESliceMaximumBitRateList						PRESENCE optional }|
	{ ID id-ManagementBasedMDTPLMNModificationList	CRITICALITY	ignore		TYPE MDTPLMNModificationList						PRESENCE optional }|
	{ ID id-QMCInitialCoordinationRequest			CRITICALITY ignore		TYPE QMCInitialCoordinationRequest				PRESENCE optional }|
	{ ID id-QMCModificationRequest					CRITICALITY ignore		TYPE QMCModificationRequest							PRESENCE optional },
	...
}

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
-- **************************************************************
--
-- S-NODE MODIFICATION REQUEST ACKNOWLEDGE
--
-- **************************************************************

SNodeModificationRequestAcknowledge ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeModificationRequestAcknowledge-IEs}},
	...
}

SNodeModificationRequestAcknowledge-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID								PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID								PRESENCE mandatory}|
	{ ID id-PDUSessionAdmitted-SNModResponse		CRITICALITY ignore		TYPE PDUSessionAdmitted-SNModResponse			PRESENCE optional }|
	{ ID id-PDUSessionNotAdmitted-SNModResponse		CRITICALITY ignore		TYPE PDUSessionNotAdmitted-SNModResponse		PRESENCE optional }|
	{ ID id-SN-to-MN-Container						CRITICALITY ignore		TYPE OCTET STRING										PRESENCE optional }|
	{ ID id-admittedSplitSRB						CRITICALITY ignore		TYPE SplitSRBsTypes										PRESENCE optional }|
	{ ID id-admittedSplitSRBrelease					CRITICALITY ignore		TYPE SplitSRBsTypes										PRESENCE optional }|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore		TYPE CriticalityDiagnostics							PRESENCE optional }|
	{ ID id-LocationInformationSN					CRITICALITY ignore		TYPE Target-CGI											PRESENCE optional }|
	{ ID id-MR-DC-ResourceCoordinationInfo			CRITICALITY ignore		TYPE MR-DC-ResourceCoordinationInfo				PRESENCE optional }|
	{ ID id-PDUSessionDataForwarding-SNModResponse	CRITICALITY ignore		TYPE PDUSessionDataForwarding-SNModResponse	PRESENCE optional }|
	{ ID id-RRCConfigIndication						CRITICALITY reject		TYPE RRCConfigIndication								PRESENCE optional }|
	{ ID id-AvailableFastMCGRecoveryViaSRB3			CRITICALITY ignore		TYPE AvailableFastMCGRecoveryViaSRB3				PRESENCE optional }|
	{ ID id-ReleaseFastMCGRecoveryViaSRB3			CRITICALITY ignore		TYPE ReleaseFastMCGRecoveryViaSRB3				PRESENCE optional }|
	{ ID id-DirectForwardingPathAvailability		CRITICALITY ignore		TYPE DirectForwardingPathAvailability			PRESENCE optional }|
	{ ID id-SCGUEHistoryInformation					CRITICALITY ignore		TYPE SCGUEHistoryInformation						PRESENCE optional }|
	{ ID id-SCGActivationStatus						CRITICALITY ignore		TYPE SCGActivationStatus								PRESENCE optional }|
	{ ID id-CPAInformationModReqAck					CRITICALITY ignore		TYPE CPAInformationModReqAck						PRESENCE optional }|
	{ ID id-QMCInitialCoordinationResponse			CRITICALITY ignore		TYPE QMCInitialCoordinationResponse				PRESENCE optional }|
	{ ID id-QMCModificationResponse					CRITICALITY ignore		TYPE QMCModificationResponse						PRESENCE optional },
	...
}
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
-- **************************************************************
--
-- S-NODE MODIFICATION REQUIRED
--
-- **************************************************************

SNodeModificationRequired ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeModificationRequired-IEs}},
	...
}

SNodeModificationRequired-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-Cause									CRITICALITY ignore		TYPE Cause											PRESENCE mandatory}|
	{ ID id-PDCPChangeIndication					CRITICALITY ignore		TYPE PDCPChangeIndication						PRESENCE optional }|
	{ ID id-PDUSessionToBeModifiedSNModRequired		CRITICALITY ignore		TYPE PDUSessionToBeModifiedSNModRequired	PRESENCE optional }|
	{ ID id-PDUSessionToBeReleasedSNModRequired		CRITICALITY ignore		TYPE PDUSessionToBeReleasedSNModRequired	PRESENCE optional }|
	{ ID id-SN-to-MN-Container						CRITICALITY ignore		TYPE OCTET STRING									PRESENCE optional }|
	{ ID id-SpareDRBIDs								CRITICALITY ignore		TYPE DRB-List										PRESENCE optional }|
	{ ID id-RequiredNumberOfDRBIDs					CRITICALITY ignore		TYPE DRB-Number										PRESENCE optional }|
	{ ID id-LocationInformationSN					CRITICALITY ignore		TYPE Target-CGI										PRESENCE optional }|
	{ ID id-MR-DC-ResourceCoordinationInfo			CRITICALITY ignore		TYPE MR-DC-ResourceCoordinationInfo			PRESENCE optional }|
	{ ID id-RRCConfigIndication						CRITICALITY reject		TYPE RRCConfigIndication							PRESENCE optional }|
	{ ID id-AvailableFastMCGRecoveryViaSRB3			CRITICALITY ignore		TYPE AvailableFastMCGRecoveryViaSRB3			PRESENCE optional }|
	{ ID id-ReleaseFastMCGRecoveryViaSRB3			CRITICALITY ignore		TYPE ReleaseFastMCGRecoveryViaSRB3			PRESENCE optional }|
	{ ID id-SCGIndicator							CRITICALITY ignore		TYPE SCGIndicator									PRESENCE optional }|
	{ ID id-SCGUEHistoryInformation					CRITICALITY ignore		TYPE SCGUEHistoryInformation					PRESENCE optional }|
	{ ID id-SCGActivationRequest					CRITICALITY ignore		TYPE SCGActivationRequest						PRESENCE optional }|
	{ ID id-CPACInformationModRequired				CRITICALITY ignore		TYPE CPACInformationModRequired				PRESENCE optional }|
	{ ID id-SCGreconfigNotification					CRITICALITY ignore		TYPE SCGreconfigNotification					PRESENCE optional }|
	{ ID id-QMCInitialCoordinationRequest			CRITICALITY ignore		TYPE QMCInitialCoordinationRequest			PRESENCE optional }|
	{ ID id-QMCModificationRequest					CRITICALITY ignore		TYPE QMCModificationRequest						PRESENCE optional },
	...
}
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
-- **************************************************************
--
-- S-NODE MODIFICATION CONFIRM
--
-- **************************************************************

SNodeModificationConfirm ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeModificationConfirm-IEs}},
	...
}

SNodeModificationConfirm-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-PDUSessionAdmittedModSNModConfirm		CRITICALITY ignore		TYPE PDUSessionAdmittedModSNModConfirm		PRESENCE optional }|
	{ ID id-PDUSessionReleasedSNModConfirm			CRITICALITY ignore		TYPE PDUSessionReleasedSNModConfirm			PRESENCE optional }|
	{ ID id-MN-to-SN-Container						CRITICALITY ignore		TYPE OCTET STRING									PRESENCE optional }|
	{ ID id-AdditionalDRBIDs						CRITICALITY reject		TYPE DRB-List										PRESENCE optional }|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore		TYPE CriticalityDiagnostics						PRESENCE optional }|
	{ ID id-MR-DC-ResourceCoordinationInfo			CRITICALITY ignore		TYPE MR-DC-ResourceCoordinationInfo			PRESENCE optional }|
	{ ID id-QMCInitialCoordinationResponse			CRITICALITY ignore		TYPE QMCInitialCoordinationResponse			PRESENCE optional }|
	{ ID id-QMCModificationResponse					CRITICALITY ignore		TYPE QMCModificationResponse					PRESENCE optional },
	...
}

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
-- **************************************************************
--
-- RRC TRANSFER
--
-- **************************************************************

RRCTransfer ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ RRCTransfer-IEs}},
	...
}

RRCTransfer-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-SplitSRB-RRCTransfer					CRITICALITY reject		TYPE SplitSRB-RRCTransfer						PRESENCE optional }|
	{ ID id-UEReportRRCTransfer						CRITICALITY reject		TYPE UEReportRRCTransfer							PRESENCE optional }|
	{ ID id-FastMCGRecoveryRRCTransfer-SN-to-MN		CRITICALITY ignore		TYPE FastMCGRecoveryRRCTransfer				PRESENCE optional }|
	{ ID id-FastMCGRecoveryRRCTransfer-MN-to-SN		CRITICALITY ignore		TYPE FastMCGRecoveryRRCTransfer				PRESENCE optional }|
	{ ID id-SDT-SRB-between-NewNode-OldNode			CRITICALITY ignore		TYPE SDT-SRB-between-NewNode-OldNode			PRESENCE optional }|
	{ ID id-RVQoE-measurement-report				CRITICALITY ignore		TYPE RVQoE-measurement-report					PRESENCE optional },
	...
}

SplitSRB-RRCTransfer ::= SEQUENCE {
	rrcContainer					OCTET STRING						OPTIONAL,
	srbType							ENUMERATED {srb1, srb2, ...},
	deliveryStatus					DeliveryStatus						OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {SplitSRB-RRCTransfer-ExtIEs} } OPTIONAL,
	...
}

SplitSRB-RRCTransfer-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

UEReportRRCTransfer::= SEQUENCE {
	rrcContainer					OCTET STRING,
	iE-Extensions					ProtocolExtensionContainer { {UEReportRRCTransfer-ExtIEs} } OPTIONAL,
	...
}

UEReportRRCTransfer-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

FastMCGRecoveryRRCTransfer::= SEQUENCE {
	rrcContainer					OCTET STRING,
	iE-Extensions					ProtocolExtensionContainer { { FastMCGRecoveryRRCTransfer-ExtIEs} } OPTIONAL,
	...
}

FastMCGRecoveryRRCTransfer-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

SDT-SRB-between-NewNode-OldNode::= SEQUENCE {
	rrcContainer					OCTET STRING,
	srb-ID							SRB-ID,
	iE-Extensions					ProtocolExtensionContainer { { SDT-SRB-between-NewNode-OldNode-ExtIEs} } OPTIONAL,
	...
}

SDT-SRB-between-NewNode-OldNode-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

RVQoE-measurement-report ::= SEQUENCE {
	rrcContainer					OCTET STRING,
	iE-Extensions						ProtocolExtensionContainer { {RVQoE-measurement-report-ExtIEs} } 	OPTIONAL,
	...
}

RVQoE-measurement-report-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
-------------------------------------------Next change-------------------------------------------
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


	id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,
	id-Additional-UL-NG-U-TNLatUPF-List,
[bookmark: _Hlk36619637]	id-ConfiguredTACIndication,
	id-AlternativeQoSParaSetList,
	id-CurrentQoSParaSetIndex,
	id-DefaultDRB-Allowed,
	id-DLCarrierList,
	id-EndpointIPAddressAndPort,
	id-ExtendedReportIntervalMDT,
	id-ExtendedTAISliceSupportList,
	id-FiveGCMobilityRestrictionListContainer,
	id-SecondarydataForwardingInfoFromTarget-List,
	id-LastE-UTRANPLMNIdentity,
	id-IntendedTDD-DL-ULConfiguration-NR,
	id-MaxIPrate-DL,
	id-SecurityResult,
	id-OldQoSFlowMap-ULendmarkerexpected,
	id-PDUSessionCommonNetworkInstance,
	id-PDUSession-PairID,
	id-BPLMN-ID-Info-EUTRA,
	id-BPLMN-ID-Info-NR,
	id-DRBsNotAdmittedSetupModifyList,
	id-Secondary-MN-Xn-U-TNLInfoatM,
	id-ULForwardingProposal,
	id-DRB-IDs-takenintouse,
	id-SplitSessionIndicator,
	id-NonGBRResources-Offered,
	id-MDT-Configuration,
	id-TraceCollectionEntityURI,
	id-NPN-Broadcast-Information,
	id-NPNPagingAssistanceInformation,
	id-NPNMobilityInformation,
	id-NPN-Support,
	id-LTEUESidelinkAggregateMaximumBitRate,
	id-NRUESidelinkAggregateMaximumBitRate,
	id-ExtendedRATRestrictionInformation, 
	id-QoSMonitoringRequest,
	id-QoSMonitoringDisabled,
	id-QosMonitoringReportingFrequency,
	id-DAPSRequestInfo, 
	id-OffsetOfNbiotChannelNumberToDL-EARFCN,
	id-OffsetOfNbiotChannelNumberToUL-EARFCN,
	id-NBIoT-UL-DL-AlignmentOffset,
	id-TDDULDLConfigurationCommonNR,
	id-CarrierList,
	id-ULCarrierList,
	id-FrequencyShift7p5khz,
	id-SSB-PositionsInBurst,
	id-NRCellPRACHConfig,
[bookmark: _Hlk34814094]	id-Redundant-UL-NG-U-TNLatUPF,
	id-Redundant-DL-NG-U-TNLatNG-RAN,
	id-CNPacketDelayBudgetDownlink,
	id-CNPacketDelayBudgetUplink,
	id-ExtendedPacketDelayBudget,
	id-Additional-Redundant-UL-NG-U-TNLatUPF-List,
	id-RedundantCommonNetworkInstance,
	id-TSCTrafficCharacteristics,
	id-RedundantQoSFlowIndicator,
	id-Additional-PDCP-Duplication-TNL-List,
	id-RedundantPDUSessionInformation,
	id-UsedRSNInformation,
	id-RLCDuplicationInformation,
	id-CSI-RSTransmissionIndication,
	id-UERadioCapabilityID,
	id-secondary-SN-UL-PDCP-UP-TNLInfo,
	id-pdcpDuplicationConfiguration,
	id-duplicationActivation,
	id-NPRACHConfiguration,
	id-QoSFlowsMappedtoDRB-SetupResponse-MNterminated,
	id-DL-scheduling-PDCCH-CCE-usage,
	id-UL-scheduling-PDCCH-CCE-usage,
	id-SFN-Offset,
	id-QoS-Mapping-Information,
	id-AdditionLocationInformation,
	id-dataForwardingInfoFromTargetE-UTRANnode,
[bookmark: _Hlk89168732]	id-Cause,
	id-SecurityIndication,
	id-RRCConnReestab-Indicator,
	id-SourceDLForwardingIPAddress,
	id-SourceNodeDLForwardingIPAddress,
	id-M4ReportAmount,
	id-M5ReportAmount,
	id-M6ReportAmount,
	id-M7ReportAmount,
	id-BeamMeasurementIndicationM1,
	id-Supported-MBS-FSA-ID-List,
	id-MBS-SessionAssociatedInformation,
	id-MBS-SessionInformation-List,
	id-SliceRadioResourceStatus-List,
	id-CompositeAvailableCapacitySupplementaryUplink,
	id-SSBOffsets-List,
	id-NG-RANnode2SSBOffsetsModificationRange,
	id-NR-U-Channel-List,
	id-NR-U-ChannelInfo-List,
	id-MIMOPRBusageInformation,
	id-UEAssistantIdentifier,
	id-IAB-MT-Cell-List,
	id-NoPDUSessionIndication,
	id-permutation,
	id-UL-GNB-DU-Cell-Resource-Configuration,
	id-DL-GNB-DU-Cell-Resource-Configuration,
	id-tdd-GNB-DU-Cell-Resource-Configuration,
	id-Additional-Measurement-Timing-Configuration-List,
	id-SurvivalTime,
	id-Local-NG-RAN-Node-Identifier,
	id-Neighbour-NG-RAN-Node-List,
	id-FiveGProSeUEPC5AggregateMaximumBitRate,
	id-Redcap-Bcast-Information,
	id-UESliceMaximumBitRateList,
	id-PositioningInformation,
	id-ServedCellSpecificInfoReq-NR,
	id-TAINSAGSupportList,
	id-earlyMeasurement,
	id-BeamMeasurementsReportConfiguration,
	id-CoverageModificationCause,
	id-UERLFReportContainerLTEExtension,
	id-ExcessPacketDelayThresholdConfiguration,
	maxEARFCN,
	maxnoofAllowedAreas,
	maxnoofAMFRegions,
	maxnoofAoIs,
	maxnoofBPLMNs,
	maxnoofCAGs,
	maxnoofCAGsperPLMN,
	maxnoofCellsinAoI,
	maxnoofCellsinNG-RANnode,
	maxnoofCellsinRNA,
	maxnoofCellsinUEHistoryInfo,
	maxnoofCellsUEMovingTrajectory,
	maxnoofDRBs,
	maxnoofEPLMNs,
	maxnoofEPLMNsplus1,
	maxnoofEUTRABands,
	maxnoofEUTRABPLMNs,
	maxnoofForbiddenTACs,
	maxnoofMBSFNEUTRA,
	maxnoofMultiConnectivityMinusOne,
	maxnoofNeighbours,
	maxnoofNIDs,
	maxnoofNRCellBands,
	maxnoofPDUSessions,
	maxnoofPLMNs,
	maxnoofProtectedResourcePatterns,
	maxnoofQoSFlows,
	maxnoofQoSParaSets,
	maxnoofRANAreaCodes,
	maxnoofRANAreasinRNA,
	maxnoofSCellGroups,
	maxnoofSCellGroupsplus1,
	maxnoofSliceItems,
	maxnoofExtSliceItems,
	maxnoofSNPNIDs,
	maxnoofsupportedTACs,
	maxnoofsupportedPLMNs,
	maxnoofTAI,
	maxnoofTAIsinAoI,
	maxnoofTNLAssociations,
	maxnoofUEContexts,
	maxNRARFCN,
	maxNrOfErrors,
	maxnoofRANNodesinAoI,
	maxnooftimeperiods,
	maxnoofslots,
	maxnoofExtTLAs,
	maxnoofGTPTLAs,
	maxnoofCHOcells,
	maxnoofPC5QoSFlows,
	maxnoofSSBAreas,
	maxnoofNRSCSs,
	maxnoofPhysicalResourceBlocks,
	maxnoofRACHReports,
	maxnoofAdditionalPDCPDuplicationTNL,
	maxnoofRLCDuplicationstate,
	maxnoofBluetoothName,
	maxnoofCellIDforMDT,
	maxnoofMDTPLMNs,
	maxnoofTAforMDT,
	maxnoofWLANName,
	maxnoofSensorName,
	maxnoofNeighPCIforMDT,
	maxnoofFreqforMDT,
	maxnoofNonAnchorCarrierFreqConfig,
	maxnoofDataForwardingTunneltoE-UTRAN,
	maxnoofUEIDIndicesforMBSPaging,
	maxnoofMBSFSAs,
	maxnoofMBSQoSFlows,
	maxnoofMRBs,
	maxnoofCellsforMBS,
	maxnoofMBSServiceAreaInformation,
	maxnoofTAIforMBS,
	maxnoofAssociatedMBSSessions,
	maxnoofMBSSessions,
	maxnoofSuccessfulHOReports,
	maxnoofPSCellsPerSN,
	maxnoofNR-UChannelIDs,
	maxnoofCellsinCHO,
	maxnoofCHOexecutioncond,
	maxnoofServingCells,
	maxnoofBHInfo,
	maxnoofTLAsIAB,
	maxnoofTrafficIndexEntries,
	maxnoofBAPControlPDURLCCHs,
	maxnoofServedCellsIAB,
	maxnoofDUFSlots,
	maxnoofSymbols,
	maxnoofHSNASlots,
	maxnoofRBsetsPerCell,
	maxnoofChildIABNodes,
	maxnoofIABSTCInfo,
	maxnoofPSCellCandidates,
	maxnoofTargetSNs,
	maxnoofUEAppLayerMeas,
	maxnoofSNSSAIforQMC,
	maxnoofCellIDforQMC,
	maxnoofPLMNforQMC,
	maxnoofTAforQMC,
	maxnoofMTCItems,
	maxnoofCSIRSconfigurations,
	maxnoofCSIRSneighbourCells,
	maxnoofCSIRSneighbourCellsInMTC,
	maxnoofNeighbour-NG-RAN-Nodes,
	maxnoofSRBs,
	maxnoofSMBR,
	maxnoofNSAGs,
	maxnoofRBsetsPerCell1,
	maxnoofTargetSNsMinusOne,
	maxnoofThresholdsForExcessPacketDelay

FROM XnAP-Constants

	Criticality,
	ProcedureCode,
	ProtocolIE-ID,
	TriggeringMessage
FROM XnAP-CommonDataTypes

	ProtocolExtensionContainer{},
	ProtocolIE-Single-Container{},
	
	XNAP-PROTOCOL-EXTENSION,
	XNAP-PROTOCOL-IES
FROM XnAP-Containers;


-- A

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
-- Q


QMCConfigInfo ::= SEQUENCE {
	uEAppLayerMeasInfoList			UEAppLayerMeasInfoList,
	iE-Extensions					ProtocolExtensionContainer { {QMCConfigInfo-ExtIEs} }	OPTIONAL,
	...
}

QMCConfigInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

UEAppLayerMeasInfoList ::= SEQUENCE (SIZE(1..maxnoofUEAppLayerMeas)) OF UEAppLayerMeasInfo-Item

UEAppLayerMeasInfo-Item ::= SEQUENCE {
	uEAppLayerMeasConfigInfo	UEAppLayerMeasConfigInfo,
	iE-Extensions				ProtocolExtensionContainer { { UEAppLayerMeasInfo-Item-ExtIEs} } 	OPTIONAL,
	...
}

UEAppLayerMeasInfo-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

QMCInitialCoordinationRequest ::= SEQUENCE {
	qMCConfigurationList			QMCConfigurationList,
	iE-Extensions					ProtocolExtensionContainer { {QMCInitialCoordinationRequest-ExtIEs} }	OPTIONAL,
	...
}

QMCInitialCoordinationRequest-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

QMCConfigurationList ::= SEQUENCE (SIZE(1..maxnoofUEAppLayerMeas)) OF QMCConfigurationList-Item

QMCConfigurationList-Item ::= SEQUENCE {
	qOEReference					QOEReference,
	qOEMeasConfigAppLayerID			QOEMeasConfAppLayerID				OPTIONAL,
	measCollectionEntityIPAddress	MeasCollectionEntityIPAddress		OPTIONAL,
	qoEConfigurationSendingRequest	BOOLEAN								OPTIONAL,
	rVQoEReportingOptionPreference	ENUMERATED{srb4, srb5, ...}			OPTIONAL, -- FFS for the codepoint srb5
	rVQoEReportingOptionRequest		ENUMERATED{srb4, ...}				OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {QMCConfigurationList-Item-ExtIEs} }	OPTIONAL,
	...
}

QMCConfigurationList-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


QMCInitialCoordinationResponse ::= SEQUENCE {
	qMCResponseList			QMCResponseList,
	iE-Extensions				ProtocolExtensionContainer { {QMCInitialCoordinationResponse-ExtIEs} }	OPTIONAL,
	...
}

QMCInitialCoordinationResponse-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

QMCResponseList ::= SEQUENCE (SIZE(1..maxnoofUEAppLayerMeas)) OF QMCResponseList-Item

QMCResponseList-Item ::= SEQUENCE {
	qOEReference								QOEReference,
	qOEMeasConfigAppLayerID						QOEMeasConfAppLayerID							OPTIONAL,
	qOEConfigurationSendingOptionResponse		ENUMERATED {mn,sn,...}							OPTIONAL,
	qOEReportingOption							ENUMERATED{srb4, srb5,...}						OPTIONAL,
	rVQoEReportingOptionResponse				ENUMERATED{srb4,...}							OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {QMCResponseList-Item-ExtIEs} }	OPTIONAL,
	...
}


QMCResponseList-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


QMCModificationRequest ::= SEQUENCE {
	qMCModificationRequestList			QMCModificationRequestList,
	iE-Extensions					ProtocolExtensionContainer { {QMCModificationRequest-ExtIEs} }	OPTIONAL,
	...
}

QMCModificationRequest-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

QMCModificationRequestList ::= SEQUENCE (SIZE(1..maxnoofUEAppLayerMeas)) OF QMCModificationRequestList-Item

QMCModificationRequestList-Item ::= SEQUENCE {
	qOEReference						QOEReference,
	qOEMeasConfigAppLayerID				QOEMeasConfAppLayerID				OPTIONAL,
	measCollectionEntityIPAddress		MeasCollectionEntityIPAddress		OPTIONAL,
	qOEReportingModificationRequest		BOOLEAN								OPTIONAL,
	ranVisibleQoEReportingModRequest	ENUMERATED {true, ...}				OPTIONAL,
	availableRANVisibleQoEMetrics		AvailableRVQoEMetrics				OPTIONAL,
	rVQoEConfigPreference				RVQoEConfigPreference				OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {QMCModificationRequestList-Item-ExtIEs} }	OPTIONAL,
	...
}


QMCModificationRequestList-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


QMCModificationResponse ::= SEQUENCE {
	qMCModificationResponseList			QMCModificationResponseList,
	iE-Extensions					ProtocolExtensionContainer { {QMCModificationResponse-ExtIEs} }	OPTIONAL,
	...
}

QMCModificationResponse-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

QMCModificationResponseList ::= SEQUENCE (SIZE(1..maxnoofUEAppLayerMeas)) OF QMCModificationResponseList-Item

QMCModificationResponseList-Item ::= SEQUENCE {
	qOEReference							QOEReference,
	qoEReportingModificationResponse		ENUMERATED {accepted, rejected,...}			OPTIONAL,
	rVQoEReportingModificationResponse		ENUMERATED {accepted, rejected,...}			OPTIONAL,
	rVQoEConfigPreference					RVQoEConfigPreference						OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {QMCModificationResponseList-Item-ExtIEs} }	OPTIONAL,
	...
}


QMCModificationResponseList-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

RVQoEConfigPreference ::= SEQUENCE {
	availableRANVisibleQoEMetrics		AvailableRVQoEMetrics			OPTIONAL,
	reportingPeriodicity				RVQoEReportingPeriodicity		OPTIONAL,
	eventTrigger						OCTET STRING					OPTIONAL, -- name and type defintion FFS
	iE-Extensions						ProtocolExtensionContainer { {RVQoEConfigurationPreference-ExtIEs} },
	...
}

RVQoEConfigurationPreference-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

RVQoEReportingPeriodicity ::= ENUMERATED {
	ms120,
	ms240,
	ms480,
	ms640,
	ms1024,
	...
}



<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>


-------------------------------------------Next change-------------------------------------------
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-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

XnAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
id-earlyMeasurement																					ProtocolIE-ID ::= 366
id-BeamMeasurementsReportConfiguration																ProtocolIE-ID ::= 367
id-CoverageModificationCause																			ProtocolIE-ID ::= 368
id-AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated									ProtocolIE-ID ::= 369
id-UERLFReportContainerLTEExtension																ProtocolIE-ID ::= 370
id-ExcessPacketDelayThresholdConfiguration															ProtocolIE-ID ::= 371
[bookmark: _Hlk138181653]id-HashedUEIdentityIndexValue																		ProtocolIE-ID ::= 372
id-QMCInitialCoordinationRequest																	ProtocolIE-ID ::= aaa
id-QMCInitialCoordinationResponse																	ProtocolIE-ID ::= bbb
id-QMCModificationRequest																			ProtocolIE-ID ::= ccc
id-QMCModificationResponse																			ProtocolIE-ID ::= ddd
id-RVQoE-measurement-report																			ProtocolIE-ID ::= eee




END
-- ASN1STOP
-------------------------------------------End of changes-------------------------------------------


3. Reference
[1] R3-235660, Further discussions on the support for QoE in NR-DC, Huawei
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