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1 Introduction
This contribution provides response to R3-235337 in the form of an alternative version of a CR to 38.473
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	rev
	-
	Current version:
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	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
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	Radio Access Network
	X
	Core Network
	


x
	

	Title:	
	Corrections on multiple traces for Xn

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R3

	
	

	Work item code:
	NR_ENDC_SON_MDT_enh-Core
	
	Date:
	2023-10-04

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
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Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
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Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	Procedural text clarifying precedence rule on choosing the Trace Activation IE to be forwarded when multiple traces are available

	
	

	Summary of change:
	Add procedural text clarifying that if multiple trace activation IEs are available only the most recent trace activation IE is to be forwarded within the relevant message.

Impact assessment towards the previous version of the specification (same release):
This CR has no impact on the protocol.
This CR has limited functionality impact. The fucntioanlity impact can be considered isolated because the change affects only clarifying procedural text changes 

	
	

	Consequences if not approved:
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[bookmark: _Toc367182965][bookmark: _Toc534721101][bookmark: _Toc36555637][bookmark: _Toc29991237][bookmark: _Toc20955050][bookmark: _Toc14207353][bookmark: _Toc14207483][bookmark: _Toc534900663]<<<<<<<<<<<<<<<<<<<< Start of the 1st Set of Changes >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955048][bookmark: _Toc29991235][bookmark: _Toc36555635][bookmark: _Toc44497298][bookmark: _Toc45107686][bookmark: _Toc45901306][bookmark: _Toc51850385][bookmark: _Toc56693388][bookmark: _Toc64446931][bookmark: _Toc66286425][bookmark: _Toc74151120][bookmark: _Toc88653592][bookmark: _Toc97903948][bookmark: _Toc98867961][bookmark: _Toc105174245][bookmark: _Toc106109082][bookmark: _Toc113824903][bookmark: _Toc146227502]8.2.1	Handover Preparation
-- TEXT OMITTED –

[bookmark: _Toc44497300][bookmark: _Toc45107688][bookmark: _Toc45901308][bookmark: _Toc51850387][bookmark: _Toc56693390][bookmark: _Toc64446933][bookmark: _Toc66286427][bookmark: _Toc74151122][bookmark: _Toc88653594][bookmark: _Toc97903950][bookmark: _Toc98867963][bookmark: _Toc105174247][bookmark: _Toc106109084][bookmark: _Toc113824905][bookmark: _Toc120033061]8.2.1.2	Successful Operation
-- TEXT OMITTED –
If the Trace Activation IE is included in the HANDOVER REQUEST message the target NG-RAN node shall, if supported, initiate the requested trace function as specified in TS 32.422 [23]. If multiple Trace Activation IEs are available only the most recent Trace Activation IE shall be forwarded within the HANDOVER REQUEST message.
<<<<<<<<<<<<<<<<<<<< End of the 1st Set of Changes >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< Start of the 2nd Set of Changes >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc44497313][bookmark: _Toc45107701][bookmark: _Toc45901321][bookmark: _Toc51850400][bookmark: _Toc56693403][bookmark: _Toc64446946][bookmark: _Toc66286440][bookmark: _Toc74151135][bookmark: _Toc88653607][bookmark: _Toc97903963][bookmark: _Toc98867976][bookmark: _Toc105174260][bookmark: _Toc106109097][bookmark: _Toc113824918][bookmark: _Toc146227517]8.2.4	Retrieve UE Context
-- TEXT OMITTED –

[bookmark: _MON_1561451001][bookmark: _Toc20955065][bookmark: _Toc29991252][bookmark: _Toc36555652][bookmark: _Toc44497315][bookmark: _Toc45107703][bookmark: _Toc45901323][bookmark: _Toc51850402][bookmark: _Toc56693405][bookmark: _Toc64446948][bookmark: _Toc66286442][bookmark: _Toc74151137][bookmark: _Toc88653609][bookmark: _Toc97903965][bookmark: _Toc98867978][bookmark: _Toc105174262][bookmark: _Toc106109099][bookmark: _Toc113824920][bookmark: _Toc120033076][bookmark: _Toc14207368]8.2.4.2	Successful Operation
-- TEXT OMITTED –
[bookmark: _Hlk134305831]If the Trace Activation IE is included in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, initiate the requested trace function as specified in TS 32.422 [23]. If multiple Trace Activation IEs are available only the most recent Trace Activation IE shall be forwarded within the RETRIEVE UE CONTEXT RESPONSE message.
<<<<<<<<<<<<<<<<<<<< End of the 2nd Set of Changes >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< Start of the 3rd Set of Changes >>>>>>>>>>>>>>>>>>>>
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-- TEXT OMITTED –

[bookmark: _Toc20955085][bookmark: _Toc29991272][bookmark: _Toc36555672][bookmark: _Toc44497350][bookmark: _Toc45107738][bookmark: _Toc45901358][bookmark: _Toc51850437][bookmark: _Toc56693440][bookmark: _Toc64446983][bookmark: _Toc66286477][bookmark: _Toc74151172][bookmark: _Toc88653644][bookmark: _Toc97904000][bookmark: _Toc98868026][bookmark: _Toc105174310][bookmark: _Toc106109147][bookmark: _Toc113824968][bookmark: _Toc120033124]8.3.1.1	General
-- TEXT OMITTED –
[bookmark: _Hlk134305853][bookmark: _Hlk134305774]If Trace Activation IE has previously been received for this UE, it shall be included in the S-NODE ADDITION REQUEST message. If the Trace Activation IE is included in the S-NODE ADDITION REQUEST message, the S-NG-RAN node shall, if supported, initiate the requested trace function as described in TS 32.422 [23]. If multiple Trace Activation IEs are available only the most recent Trace Activation IE shall be forwarded within the S-NODE ADDITION REQUEST message.
<<<<<<<<<<<<<<<<<<<< End of the 3rd Set of Changes >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< Start of the 4th Set of Changes >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc534720390][bookmark: _Toc29991332][bookmark: _Toc36555732][bookmark: _Toc44497410][bookmark: _Toc45107798][bookmark: _Toc45901418][bookmark: _Toc51850497][bookmark: _Toc56693500][bookmark: _Toc64447043][bookmark: _Toc66286537][bookmark: _Toc74151232][bookmark: _Toc88653704][bookmark: _Toc97904060][bookmark: _Toc98868086][bookmark: _Toc105174370][bookmark: _Toc106109207][bookmark: _Toc113825028][bookmark: _Toc146227627]8.3.14	Trace Start
-- TEXT OMITTED –

[bookmark: _Toc534720393][bookmark: _Toc29991334][bookmark: _Toc36555734][bookmark: _Toc44497412][bookmark: _Toc45107800][bookmark: _Toc45901420][bookmark: _Toc51850499][bookmark: _Toc56693502][bookmark: _Toc64447045][bookmark: _Toc66286539][bookmark: _Toc74151234][bookmark: _Toc88653706][bookmark: _Toc97904062][bookmark: _Toc98868088][bookmark: _Toc105174372][bookmark: _Toc106109209][bookmark: _Toc113825030][bookmark: _Toc120033186]8.3.14.2	Successful Operation
-- TEXT OMITTED –
[bookmark: _Hlk1139371][bookmark: _Hlk134305873]The Trace Start procedure is initiated by the M-NG-RAN sending the TRACE START message to the S-NG-RAN for that specific UE. Upon reception of the TRACE START message, the S-NG-RAN node shall initiate the requested trace session as described in TS 32.422 [23].  If multiple Trace Activation IEs are available only the most recent Trace Activation IE shall be forwarded within the TRACE START message.
<<<<<<<<<<<<<<<<<<<< End of the 4th Set of Changes >>>>>>>>>>>>>>>>>>>>
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>

