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This TP is to provide the text proposals to capture the following agreements achieved this meeting for CB: # IAB3:

The MT’s ULI (NR CGI + TAI) is passed to the DU’s CU via F1 signaling. 

CB: # IAB3

Agree to R3-235782

Agree to Reply LS to R3-230032 in R3-235786 

Agree to Reply LS to R3-233730 in R3-235787 

(moderator - ZTE)

Reply LS to R3-230032 in R3-235786 (Qualcomm)

Reply LS to R3-233730 in R3-235787 (Qualcomm)
Annex: Text Proposal for TS 38.473

START OF CHANGES

8.2.3.2
Successful Operation
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Figure 8.2.3.2-1: F1 Setup procedure: Successful Operation

>>>>>>>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<<<<<<<
If the TAI NSAG Support List IE is included in the Served Cell Information IE in the F1 SETUP REQUEST message, the gNB-CU shall, if supported, use this information as specified in TS 23.501 [21].

If the RRC Terminating IAB-Donor Related Info IE is included in the F1 SETUP REQUEST message, the gNB-CU shall, if supported, use this information for the subsequent IAB Transport Migration Management procedure as specified in TS 38.423 [28].
If the F1 SETUP REQUEST message contains the Mobile IAB-MT User Location Information IE, the gNB-CU shall, if supported, take into account when reporting UE location information to the AMF.

NEXT CHANGE
8.2.4.2
Successful Operation
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Figure 8.2.4.2-1: gNB-DU Configuration Update procedure: Successful Operation

>>>>>>>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<<<<<<<
If the gNB-DU Name IE is included in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU may store it or update this IE value if already stored, and use it as a human readable name of the gNB-DU. If the Extended gNB-DU Name IE is included in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU may store it or update this IE value if already stored, and use it as a human readable name of the gNB-DU and shall ignore the gNB-DU Name IE if also included.

If the GNB-DU CONFIGURATION UPDATE message contains the Mobile IAB-MT User Location Information IE, the gNB-CU shall, if supported, take it into account when reporting UE location information to the AMF for a UE served by the mobile IAB node.

NEXT CHANGE

9.2.1.4
F1 SETUP REQUEST

This message is sent by the gNB-DU to transfer information associated to an F1-C interface instance.

NOTE:
If a TNL association is shared among several F1-C interface instances, several F1 Setup procedures are issued via the same TNL association after that TNL association has become operational.

Direction: gNB-DU ( gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	gNB-DU ID
	M
	
	9.3.1.9
	
	YES
	reject

	gNB-DU Name
	O
	
	PrintableString(SIZE(1..150,...))
	
	YES
	ignore

	gNB-DU Served Cells List
	
	0.. 1
	
	List of cells configured in the gNB-DU
	YES
	reject

	>gNB-DU Served Cells Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>>Served Cell Information
	M
	
	9.3.1.10
	Information about the cells configured in the gNB-DU
	-
	

	>>gNB-DU System Information
	O
	
	9.3.1.18
	RRC container with system information owned by gNB-DU
	-
	

	gNB-DU RRC version 
	M
	
	RRC version 9.3.1.70
	
	YES
	reject

	Transport Layer Address Info
	O
	
	9.3.2.5
	
	YES
	ignore

	BAP Address
	O
	
	9.3.1.111
	Indicates a BAP address assigned to the IAB-node.
	YES
	ignore

	Extended gNB-DU Name
	O
	
	9.3.1.205
	
	YES
	ignore

	RRC Terminating IAB-Donor Related Info
	O
	
	9.3.1.x3
	Indicates the information related to a mobile IAB-node’s RRC-terminating IAB-donor. 
	YES
	ignore

	Mobile IAB-MT User Location Information
	O
	
	9.3.1.x
	
	YES
	ignore


NEXT CHANGE
9.2.1.7
GNB-DU CONFIGURATION UPDATE

This message is sent by the gNB-DU to transfer updated information associated to an F1-C interface instance.

NOTE:
If F1-C signalling transport is shared among several F1-C interface instances, this message may transfer updated information associated to several F1-C interface instances.

Direction: gNB-DU ( gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Served Cells To Add List
	
	0..1
	
	Complete list of added cells served by the gNB-DU
	YES
	reject

	>Served Cells To Add Item
	
	1 .. <maxCellingNBDU>
	
	
	EACH
	reject

	>>Served Cell Information
	M
	
	9.3.1.10
	Information about the cells configured in the gNB-DU
	-
	

	>>gNB-DU System Information
	O
	
	9.3.1.18
	RRC container with system information owned by gNB-DU
	-
	

	Served Cells To Modify List
	
	0..1
	
	Complete list of modified cells served by the gNB-DU
	YES
	reject

	>Served Cells To Modify Item
	
	1 .. <maxCellingNBDU>
	
	
	EACH
	reject

	>>Old NR CGI
	M
	
	NR CGI 9.3.1.12
	
	-
	

	>>Served Cell Information
	M
	
	9.3.1.10
	Information about the cells configured in the gNB-DU
	-
	

	>>gNB-DU System Information
	O
	
	9.3.1.18
	RRC container with system information owned by gNB-DU
	-
	

	Served Cells To Delete List
	
	0..1
	
	Complete list of deleted cells served by the gNB-DU
	YES
	reject

	>Served Cells To Delete Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>>Old NR CGI
	M
	
	NR CGI 9.3.1.12
	
	-
	

	Cells Status List
	
	0..1
	
	Complete list of active cells
	YES
	reject

	> Cells Status Item
	
	0 .. <maxCellingNBDU>
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>Service Status
	M
	
	9.3.1.68
	
	-
	

	Dedicated SI Delivery Needed UE List
	
	0..1
	
	List of UEs unable to receive system information from broadcast
	YES
	ignore

	> Dedicated SI Delivery Needed UE Item
	
	1 .. <maxnoofUEIDs>
	
	
	EACH
	ignore

	>>gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	-
	

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	gNB-DU ID
	O
	
	9.3.1.9
	
	YES
	reject

	gNB-DU TNL Association To Remove List 
	
	0..1
	
	
	YES
	reject

	>gNB-DU TNL Association To Remove Item IEs
	
	1..<maxnoofTNLAssociation>
	
	
	EACH
	reject

	>>TNL Association Transport Layer Address
	M
	
	CP Transport Layer Address

9.3.2.4
	Transport Layer Address of the gNB-DU.
	-
	-

	>>TNL Association Transport Layer Address gNB-CU
	O
	
	CP Transport Layer Address

9.3.2.4
	Transport Layer Address of the gNB-CU
	-
	-

	Transport Layer Address Info
	O
	
	9.3.2.5
	
	YES
	ignore

	Coverage Modification Notification
	O
	
	9.3.1.213
	
	YES
	Ignore

	gNB-DU Name
	O
	
	PrintableString(SIZE(1..150,...))
	Human readable name of the gNB-DU.
	YES
	ignore

	Extended gNB-DU Name
	O
	
	9.3.1.205
	
	YES
	ignore

	Mobile IAB-MT User Location Information
	O
	
	9.3.1.x
	
	YES
	ignore


NEXT CHANGE

9.3.1.x4 Mobile
IAB-MT User Location Information
This IE contains the user location information of mobile IAB-MT which is co-located with the mobile IAB-DU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NR CGI
	M
	
	9.3.1.12
	The NR CGI of the serving cell of the mobile IAB-MT co-located with the mobile IAB-DU 

	TAI
	O
	
	9.3.1.x5
	The TAI of the serving cell of the mobile IAB-MT co-located with the mobile IAB-DU 


9.3.1.x5 TAI

This IE is used to uniquely identify a Tracking Area.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PLMN Identity
	M
	
	9.3.1.14
	

	5GS TAC
	M
	
	9.3.1.29
	


NEXT CHANGE

9.4.4
PDU Definitions

-- ASN1START 

-- **************************************************************

--

-- PDU definitions for F1AP.

--

-- **************************************************************

F1AP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


BroadcastMRBs-FailedToBeModified-Item,


BroadcastMRBs-FailedToBeSetup-Item,


BroadcastMRBs-FailedToBeSetupMod-Item,


BroadcastMRBs-Modified-Item,


BroadcastMRBs-Setup-Item,


BroadcastMRBs-SetupMod-Item,


BroadcastMRBs-ToBeModified-Item,


BroadcastMRBs-ToBeReleased-Item,


BroadcastMRBs-ToBeSetup-Item,


BroadcastMRBs-ToBeSetupMod-Item,


Candidate-SpCell-Item,


Cause,


Cells-Failed-to-be-Activated-List-Item,


Cells-Status-Item,


Cells-to-be-Activated-List-Item,


Cells-to-be-Deactivated-List-Item, 

CellULConfigured,


CriticalityDiagnostics, 

C-RNTI,


CUtoDURRCInformation, 

DRB-Activity-Item,


DRBID,


DRBs-FailedToBeModified-Item,


DRBs-FailedToBeSetup-Item,


DRBs-FailedToBeSetupMod-Item,


DRB-Notify-Item,


DRBs-ModifiedConf-Item,


DRBs-Modified-Item,


DRBs-Required-ToBeModified-Item,


DRBs-Required-ToBeReleased-Item,


DRBs-Setup-Item,


DRBs-SetupMod-Item,


DRBs-ToBeModified-Item,


DRBs-ToBeReleased-Item,


DRBs-ToBeSetup-Item,


DRBs-ToBeSetupMod-Item,


DRXCycle,


DRXConfigurationIndicator,


DUtoCURRCInformation,


EUTRANQoS,


ExecuteDuplication,


FullConfiguration,


GNB-CU-MBS-F1AP-ID,

GNB-CU-UE-F1AP-ID,


GNB-DU-MBS-F1AP-ID,

GNB-DU-UE-F1AP-ID,


GNB-DU-ID,


GNB-DU-Served-Cells-Item,


GNB-DU-System-Information, 


GNB-CU-Name,


GNB-DU-Name,


InactivityMonitoringRequest,


InactivityMonitoringResponse,


LowerLayerPresenceStatusChange,


MBS-Area-Session-ID,


MBS-CUtoDURRCInformation,


MBSMulticastF1UContextDescriptor,

MBS-Session-ID,



MBS-ServiceArea,


MulticastF1UcontextReferenceCU,

MulticastF1Ucontext-ToBeSetup-Item,


MulticastF1Ucontext-Setup-Item,


MulticastF1Ucontext-FailedToBeSetup-Item,


MulticastMBSSessionList,


MulticastMRBs-ToBeSetup-Item,


MulticastMRBs-Setup-Item,


MulticastMRBs-FailedToBeSetup-Item,


MulticastMRBs-ToBeSetupMod-Item,


MulticastMRBs-ToBeModified-Item,


MulticastMRBs-ToBeReleased-Item,


MulticastMRBs-SetupMod-Item,


MulticastMRBs-FailedToBeSetupMod-Item,


MulticastMRBs-Modified-Item,


MulticastMRBs-FailedToBeModified-Item,

BroadcastAreaScope,

NotificationControl,


NRCGI,


NRPCI,


UEContextNotRetrievable,

Potential-SpCell-Item,


RAT-FrequencyPriorityInformation,


RequestedSRSTransmissionCharacteristics,


ResourceCoordinationTransferContainer,


RRCContainer,


RRCContainer-RRCSetupComplete,


RRCReconfigurationCompleteIndicator,


ScellIndex,


Scell-ToBeRemoved-Item,


Scell-ToBeSetup-Item,


Scell-ToBeSetupMod-Item,


Scell-FailedtoSetup-Item,


Scell-FailedtoSetupMod-Item, 

ServCellIndex,


Served-Cell-Information,


Served-Cells-To-Add-Item,


Served-Cells-To-Delete-Item,


Served-Cells-To-Modify-Item,


ServingCellMO,


SNSSAI,

SRBID,


SRBs-FailedToBeSetup-Item,


SRBs-FailedToBeSetupMod-Item,


SRBs-Required-ToBeReleased-Item,


SRBs-ToBeReleased-Item,


SRBs-ToBeSetup-Item,


SRBs-ToBeSetupMod-Item,


SRBs-Modified-Item,


SRBs-Setup-Item,


SRBs-SetupMod-Item,


TimeToWait,


TransactionID,


TransmissionActionIndicator,


UE-associatedLogicalF1-ConnectionItem,


UEIdentity-List-For-Paging-Item,

DUtoCURRCContainer,


PagingCell-Item, 


Sitype-List,


UEIdentityIndexValue,


GNB-CU-TNL-Association-Setup-Item,


GNB-CU-TNL-Association-Failed-To-Setup-Item,


GNB-CU-TNL-Association-To-Add-Item,


GNB-CU-TNL-Association-To-Remove-Item,


GNB-CU-TNL-Association-To-Update-Item,


MaskedIMEISV,


PagingDRX,


PagingPriority,


PagingIdentity,


Cells-to-be-Barred-Item,


PWSSystemInformation,


Broadcast-To-Be-Cancelled-Item,


Cells-Broadcast-Cancelled-Item,


NR-CGI-List-For-Restart-Item,


PWS-Failed-NR-CGI-Item,


RepetitionPeriod,


NumberofBroadcastRequest,


Cells-To-Be-Broadcast-Item,


Cells-Broadcast-Completed-Item,


Cancel-all-Warning-Messages-Indicator,


EUTRA-NR-CellResourceCoordinationReq-Container,


EUTRA-NR-CellResourceCoordinationReqAck-Container,

RequestType,


PLMN-Identity,


RLCFailureIndication, 


UplinkTxDirectCurrentListInformation,


SULAccessIndication,


Protected-EUTRA-Resources-Item,


GNB-DUConfigurationQuery,


BitRate,


RRC-Version,


GNBDUOverloadInformation,


RRCDeliveryStatusRequest,


NeedforGap,


RRCDeliveryStatus,


ResourceCoordinationTransferInformation,


Dedicated-SIDelivery-NeededUE-Item,


Associated-Scell-Item,


IgnoreResourceCoordinationContainer,


PagingOrigin,


UAC-Assistance-Info,

RANUEID,


GNB-DU-TNL-Association-To-Remove-Item,


NotificationInformation,


TraceActivation,


TraceID,


Neighbour-Cell-Information-Item,


SymbolAllocInSlot,


NumDLULSymbols,


AdditionalRRMPriorityIndex,


DUCURadioInformationType,


CUDURadioInformationType,


Transport-Layer-Address-Info,


BHChannels-ToBeSetup-Item,


BHChannels-Setup-Item,


BHChannels-FailedToBeSetup-Item,


BHChannels-ToBeModified-Item,


BHChannels-ToBeReleased-Item,


BHChannels-ToBeSetupMod-Item,


BHChannels-FailedToBeModified-Item,


BHChannels-FailedToBeSetupMod-Item,


BHChannels-Modified-Item,


BHChannels-SetupMod-Item,


BHChannels-Required-ToBeReleased-Item,


BAPAddress,


BAPPathID,


BAPRoutingID,


BH-Routing-Information-Added-List-Item,


BH-Routing-Information-Removed-List-Item,


Child-Nodes-List,


Child-Nodes-List-Item,


Child-Node-Cells-List,


Child-Node-Cells-List-Item,


Activated-Cells-to-be-Updated-List,


Activated-Cells-to-be-Updated-List-Item,


UL-BH-Non-UP-Traffic-Mapping,


IABTNLAddressesRequested,


IABIPv6RequestType,


IAB-TNL-Addresses-To-Remove-Item,


IABTNLAddress,


IAB-Allocated-TNL-Address-Item,


IABv4AddressesRequested,


TrafficMappingInfo,


UL-UP-TNL-Information-to-Update-List-Item,


UL-UP-TNL-Address-to-Update-List-Item,


DL-UP-TNL-Address-to-Update-List-Item,


NRV2XservicesAuthorized,


LTEV2XservicesAuthorized,


NRUESidelinkAggregateMaximumBitrate,


LTEUESidelinkAggregateMaximumBitrate,


SLDRBs-SetupMod-Item,


SLDRBs-ModifiedConf-Item,


SLDRBID,


SLDRBs-FailedToBeModified-Item,


SLDRBs-FailedToBeSetup-Item,


SLDRBs-FailedToBeSetupMod-Item,


SLDRBs-Modified-Item,


SLDRBs-Required-ToBeModified-Item,


SLDRBs-Required-ToBeReleased-Item,


SLDRBs-Setup-Item,


SLDRBs-ToBeModified-Item,


SLDRBs-ToBeReleased-Item,


SLDRBs-ToBeSetup-Item,


SLDRBs-ToBeSetupMod-Item,


GNBCUMeasurementID,


GNBDUMeasurementID,


RegistrationRequest,


ReportCharacteristics,


CellToReportList,


HardwareLoadIndicator,


CellMeasurementResultList,


ReportingPeriodicity,


TNLCapacityIndicator,


RACHReportInformationList,


RLFReportInformationList,


ReportingRequestType,


TimeReferenceInformation,


ConditionalInterDUMobilityInformation,


ConditionalIntraDUMobilityInformation,


TargetCellList,


MDTPLMNList,


PrivacyIndicator,


TransportLayerAddress,


URI-address,


NID,


PosAssistance-Information,


PosBroadcast,


PositioningBroadcastCells,


RoutingID,


PosAssistanceInformationFailureList,


PosMeasurementQuantities,


PosMeasurementResultList,


PosReportCharacteristics,


TRPInformationTypeItem,


TRPInformationItem,


LMF-MeasurementID,


RAN-MeasurementID,


SDT-Termination-Request,

SRSResourceSetID,


SpatialRelationInfo,


SRSResourceTrigger,

SRSConfiguration,


TRPList,


E-CID-MeasurementQuantities,


MeasurementPeriodicity,


E-CID-MeasurementResult,


Cell-Portion-ID,


LMF-UE-MeasurementID,


RAN-UE-MeasurementID,


RelativeTime1900,


SystemFrameNumber,


SlotNumber,


AbortTransmission,


TRP-MeasurementRequestList,


MeasurementBeamInfoRequest,


E-CID-ReportCharacteristics,


Extended-GNB-CU-Name,


Extended-GNB-DU-Name,


F1CtransferPath,


SCGIndicator,

SpatialRelationPerSRSResource,


MeasurementPeriodicityExtended,

SuccessfulHOReportInformationList,


Coverage-Modification-Notification,


CCO-Assistance-Information,


CellsForSON-List,


IABCongestionIndication,


IABConditionalRRCMessageDeliveryIndication,


F1CTransferPathNRDC,


BufferSizeThresh,


IAB-TNL-Addresses-Exception,


BAP-Header-Rewriting-Added-List-Item,


Re-routingEnableIndicator,


NonF1terminatingTopologyIndicator,


EgressNonF1terminatingTopologyIndicator, 


IngressNonF1terminatingTopologyIndicator,


Neighbour-Node-Cells-List,


Neighbour-Node-Cells-List-Item,


NA-Resource-Configuration-List,


NA-Resource-Configuration-Item,


Serving-Cells-List,


Serving-Cells-List-Item,


RBSetConfiguration,


PDCMeasurementPeriodicity,


PDCMeasurementQuantities,


PDCMeasurementResult,


PDCReportType,


RAN-UE-PDC-MeasID,

SCGActivationRequest,


SCGActivationStatus,

TRP-MeasurementUpdateList,


PRSTRPList,


PRSTransmissionTRPList,


ResponseTime,



TRP-PRS-Info-List,


PRS-Measurement-Info-List,


PRSConfigRequestType,


MeasurementCharacteristicsRequestIndicator,


MeasurementTimeOccasion,


UEReportingInformation,


PosConextRevIndication,


NRRedCapUEIndication,

NRPagingeDRXInformation,


NRPagingeDRXInformationforRRCINACTIVE,


QoEInformation,


CG-SDTQueryIndication,


CG-SDTKeptIndicator,


CG-SDTSessionInfo,

SDTInformation,


FiveG-ProSeAuthorized,


UuRLCChannelToBeSetupList,


UuRLCChannelToBeModifiedList,


UuRLCChannelToBeReleasedList,


UuRLCChannelSetupList,


UuRLCChannelFailedToBeSetupList,


UuRLCChannelModifiedList,


UuRLCChannelFailedToBeModifiedList,


UuRLCChannelRequiredToBeModifiedList,


UuRLCChannelRequiredToBeReleasedList,


PC5RLCChannelToBeSetupList,


PC5RLCChannelToBeModifiedList,


PC5RLCChannelToBeReleasedList,


PC5RLCChannelSetupList,


PC5RLCChannelFailedToBeSetupList,


PC5RLCChannelFailedToBeModifiedList,


PC5RLCChannelRequiredToBeModifiedList,


PC5RLCChannelRequiredToBeReleasedList,


PC5RLCChannelModifiedList,


RemoteUELocalID,


PathSwitchConfiguration,


SidelinkRelayConfiguration,


PagingCause,

PEIPSAssistanceInfo,


UEPagingCapability,


GNBDUUESliceMaximumBitRateList,


MDTPollutedMeasurementIndicator,


UE-MulticastMRBs-ConfirmedToBeModified-Item,


UE-MulticastMRBs-RequiredToBeModified-Item,


UE-MulticastMRBs-RequiredToBeReleased-Item,


UE-MulticastMRBs-Setup-Item,


UE-MulticastMRBs-Setupnew-Item,


UE-MulticastMRBs-ToBeReleased-Item,


UE-MulticastMRBs-ToBeSetup-Item,


UE-MulticastMRBs-ToBeSetup-atModify-Item,


PosMeasurementAmount,

BAP-Header-Rewriting-Removed-List-Item,


SLDRXCycleList,


MDTPLMNModificationList,

ActivationRequestType,


PosMeasGapPreConfigList,


PosMeasurementPeriodicityNR-AoA,

SRSPosRRCInactiveConfig,

SDTBearerConfigurationQueryIndication,


SDTBearerConfigurationInfo,


ServingCellMO-List-Item,


ServingCellMO-encoded-in-CGC-List,


PosSItypeList,

DAPS-HO-Status,

UuRLCChannelID,


UplinkTxDirectCurrentTwoCarrierListInfo,

SRSPosRRCInactiveQueryIndication,


MC-PagingCell-Item,

UlTxDirectCurrentMoreCarrierInformation,


CPACMCGInformation,


ExtendedUEIdentityIndexValue,

HashedUEIdentityIndexValue,


GlobalGNB-ID,


Activated-Cells-Mapping-List-Item,


RRC-Terminating-IAB-Donor-Related-Info,


Mobile-IAB-MTUserLocationInformation,


TAI
FROM F1AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerPair{},


ProtocolIE-SingleContainer{},


F1AP-PRIVATE-IES,


F1AP-PROTOCOL-EXTENSION,


F1AP-PROTOCOL-IES,


F1AP-PROTOCOL-IES-PAIR

FROM F1AP-Containers


id-BroadcastMRBs-FailedToBeModified-List,


id-BroadcastMRBs-FailedToBeModified-Item,


id-BroadcastMRBs-FailedToBeSetup-List,


id-BroadcastMRBs-FailedToBeSetup-Item,


id-BroadcastMRBs-FailedToBeSetupMod-List,


id-BroadcastMRBs-FailedToBeSetupMod-Item,


id-BroadcastMRBs-Modified-List,


id-BroadcastMRBs-Modified-Item,


id-BroadcastMRBs-Setup-List,


id-BroadcastMRBs-Setup-Item,


id-BroadcastMRBs-SetupMod-List,


id-BroadcastMRBs-SetupMod-Item,


id-BroadcastMRBs-ToBeModified-List,


id-BroadcastMRBs-ToBeModified-Item,


id-BroadcastMRBs-ToBeReleased-List,


id-BroadcastMRBs-ToBeReleased-Item,


id-BroadcastMRBs-ToBeSetup-List,


id-BroadcastMRBs-ToBeSetup-Item,


id-BroadcastMRBs-ToBeSetupMod-List,


id-BroadcastMRBs-ToBeSetupMod-Item,

id-Candidate-SpCell-Item,


id-Candidate-SpCell-List,


id-Cause,


id-Cancel-all-Warning-Messages-Indicator,


id-Cells-Failed-to-be-Activated-List,


id-Cells-Failed-to-be-Activated-List-Item, 


id-Cells-Status-Item,


id-Cells-Status-List,


id-Cells-to-be-Activated-List,


id-Cells-to-be-Activated-List-Item,


id-Cells-to-be-Deactivated-List,


id-Cells-to-be-Deactivated-List-Item,


id-ConfirmedUEID,


id-CriticalityDiagnostics,


id-C-RNTI,


id-CUtoDURRCInformation,


id-DRB-Activity-Item,


id-DRB-Activity-List,


id-DRBs-FailedToBeModified-Item,


id-DRBs-FailedToBeModified-List,


id-DRBs-FailedToBeSetup-Item,


id-DRBs-FailedToBeSetup-List,


id-DRBs-FailedToBeSetupMod-Item,


id-DRBs-FailedToBeSetupMod-List,


id-DRBs-ModifiedConf-Item,


id-DRBs-ModifiedConf-List,


id-DRBs-Modified-Item,


id-DRBs-Modified-List,


id-DRB-Notify-Item,


id-DRB-Notify-List,


id-DRBs-Required-ToBeModified-Item,


id-DRBs-Required-ToBeModified-List,


id-DRBs-Required-ToBeReleased-Item,


id-DRBs-Required-ToBeReleased-List,


id-DRBs-Setup-Item,


id-DRBs-Setup-List,


id-DRBs-SetupMod-Item,


id-DRBs-SetupMod-List,


id-DRBs-ToBeModified-Item,


id-DRBs-ToBeModified-List,


id-DRBs-ToBeReleased-Item,


id-DRBs-ToBeReleased-List,


id-DRBs-ToBeSetup-Item,


id-DRBs-ToBeSetup-List,


id-DRBs-ToBeSetupMod-Item,


id-DRBs-ToBeSetupMod-List,


id-DRXCycle,


id-DUtoCURRCInformation,


id-ExecuteDuplication,


id-FullConfiguration,


id-gNB-CU-MBS-F1AP-ID,

id-gNB-CU-UE-F1AP-ID,


id-gNB-DU-MBS-F1AP-ID,


id-gNB-DU-UE-F1AP-ID,


id-gNB-DU-ID,


id-GNB-DU-Served-Cells-Item,


id-gNB-DU-Served-Cells-List, 


id-gNB-CU-Name,


id-gNB-DU-Name,


id-Extended-GNB-CU-Name,


id-Extended-GNB-DU-Name,


id-InactivityMonitoringRequest,


id-InactivityMonitoringResponse,


id-MBS-Area-Session-ID,


id-MBS-CUtoDURRCInformation,

id-MBS-Session-ID,


id-MBS-ServiceArea,


id-MBSMulticastF1UContextDescriptor,


id-MC-PagingCell-Item,


id-MC-PagingCell-List,

id-MulticastF1UContextReferenceCU,

id-MulticastMBSSessionSetupList,

id-MulticastMBSSessionRemoveList,

id-MulticastMRBs-FailedToBeModified-List,


id-MulticastMRBs-FailedToBeModified-Item,


id-MulticastMRBs-FailedToBeSetup-List,


id-MulticastMRBs-FailedToBeSetup-Item,


id-MulticastMRBs-FailedToBeSetupMod-List,


id-MulticastMRBs-FailedToBeSetupMod-Item,


id-MulticastMRBs-Modified-List,


id-MulticastMRBs-Modified-Item,


id-MulticastMRBs-Setup-List,


id-MulticastMRBs-Setup-Item,


id-MulticastMRBs-SetupMod-List,


id-MulticastMRBs-SetupMod-Item,


id-MulticastMRBs-ToBeModified-List,


id-MulticastMRBs-ToBeModified-Item,


id-MulticastMRBs-ToBeReleased-List,


id-MulticastMRBs-ToBeReleased-Item,


id-MulticastMRBs-ToBeSetup-List,


id-MulticastMRBs-ToBeSetup-Item,


id-MulticastMRBs-ToBeSetupMod-List,


id-MulticastMRBs-ToBeSetupMod-Item,


id-MulticastF1UContext-ToBeSetup-List,


id-MulticastF1UContext-ToBeSetup-Item,


id-MulticastF1UContext-Setup-List,


id-MulticastF1UContext-Setup-Item,


id-MulticastF1UContext-FailedToBeSetup-List,


id-MulticastF1UContext-FailedToBeSetup-Item,


id-BroadcastAreaScope,

id-new-gNB-CU-UE-F1AP-ID,


id-new-gNB-DU-UE-F1AP-ID,

id-oldgNB-DU-UE-F1AP-ID,


id-PLMNAssistanceInfoForNetShar,

id-Potential-SpCell-Item,


id-Potential-SpCell-List,


id-RAT-FrequencyPriorityInformation, 


id-RedirectedRRCmessage,

id-ResetType,


id-RequestedSRSTransmissionCharacteristics,


id-ResourceCoordinationTransferContainer,


id-RRCContainer,


id-RRCContainer-RRCSetupComplete,


id-RRCReconfigurationCompleteIndicator,


id-SCell-FailedtoSetup-List,


id-SCell-FailedtoSetup-Item,


id-SCell-FailedtoSetupMod-List,


id-SCell-FailedtoSetupMod-Item,


id-SCell-ToBeRemoved-Item,


id-SCell-ToBeRemoved-List,


id-SCell-ToBeSetup-Item,


id-SCell-ToBeSetup-List,


id-SCell-ToBeSetupMod-Item,


id-SCell-ToBeSetupMod-List,


id-SDT-Termination-Request,


id-SelectedPLMNID,

id-Served-Cells-To-Add-Item,


id-Served-Cells-To-Add-List,


id-Served-Cells-To-Delete-Item,


id-Served-Cells-To-Delete-List,


id-Served-Cells-To-Modify-Item,


id-Served-Cells-To-Modify-List,


id-ServCellIndex,


id-ServingCellMO,


id-SNSSAI,

id-SpCell-ID,


id-SpCellULConfigured,


id-SRBID,


id-SRBs-FailedToBeSetup-Item,


id-SRBs-FailedToBeSetup-List,


id-SRBs-FailedToBeSetupMod-Item,


id-SRBs-FailedToBeSetupMod-List,


id-SRBs-Required-ToBeReleased-Item,


id-SRBs-Required-ToBeReleased-List,


id-SRBs-ToBeReleased-Item,


id-SRBs-ToBeReleased-List, 


id-SRBs-ToBeSetup-Item,


id-SRBs-ToBeSetup-List,


id-SRBs-ToBeSetupMod-Item,


id-SRBs-ToBeSetupMod-List,


id-SRBs-Modified-Item,


id-SRBs-Modified-List,


id-SRBs-Setup-Item,


id-SRBs-Setup-List,


id-SRBs-SetupMod-Item,


id-SRBs-SetupMod-List,


id-TimeToWait,


id-TransactionID,


id-TransmissionActionIndicator, 


id-UEContextNotRetrievable,

id-UE-associatedLogicalF1-ConnectionItem,


id-UE-associatedLogicalF1-ConnectionListResAck,


id-UEIdentity-List-For-Paging-List,


id-UEIdentity-List-For-Paging-Item,

id-UE-MulticastMRBs-ConfirmedToBeModified-List,


id-UE-MulticastMRBs-ConfirmedToBeModified-Item,


id-UE-MulticastMRBs-RequiredToBeModified-List,


id-UE-MulticastMRBs-RequiredToBeModified-Item,


id-UE-MulticastMRBs-RequiredToBeReleased-List,

id-UE-MulticastMRBs-RequiredToBeReleased-Item,


id-UE-MulticastMRBs-Setup-List,


id-UE-MulticastMRBs-Setup-Item,


id-UE-MulticastMRBs-Setupnew-List,


id-UE-MulticastMRBs-Setupnew-Item,


id-UE-MulticastMRBs-ToBeReleased-List,


id-UE-MulticastMRBs-ToBeReleased-Item,


id-UE-MulticastMRBs-ToBeSetup-atModify-List,

id-UE-MulticastMRBs-ToBeSetup-atModify-Item,

id-UE-MulticastMRBs-ToBeSetup-List,


id-UE-MulticastMRBs-ToBeSetup-Item,


id-DUtoCURRCContainer,


id-NRCGI,


id-PagingCell-Item,


id-PagingCell-List,


id-PagingDRX,


id-PagingPriority,


id-SItype-List,


id-UEIdentityIndexValue,


id-GNB-CU-TNL-Association-Setup-List,


id-GNB-CU-TNL-Association-Setup-Item,


id-GNB-CU-TNL-Association-Failed-To-Setup-List,


id-GNB-CU-TNL-Association-Failed-To-Setup-Item,


id-GNB-CU-TNL-Association-To-Add-Item,


id-GNB-CU-TNL-Association-To-Add-List,


id-GNB-CU-TNL-Association-To-Remove-Item,


id-GNB-CU-TNL-Association-To-Remove-List,


id-GNB-CU-TNL-Association-To-Update-Item,


id-GNB-CU-TNL-Association-To-Update-List,


id-MaskedIMEISV,


id-PagingIdentity,


id-Cells-to-be-Barred-List,


id-Cells-to-be-Barred-Item,


id-PWSSystemInformation,


id-RepetitionPeriod,


id-NumberofBroadcastRequest,


id-Cells-To-Be-Broadcast-List,


id-Cells-To-Be-Broadcast-Item,


id-Cells-Broadcast-Completed-List,


id-Cells-Broadcast-Completed-Item,


id-Broadcast-To-Be-Cancelled-List,


id-Broadcast-To-Be-Cancelled-Item,


id-Cells-Broadcast-Cancelled-List,


id-Cells-Broadcast-Cancelled-Item,


id-NR-CGI-List-For-Restart-List,


id-NR-CGI-List-For-Restart-Item,


id-PWS-Failed-NR-CGI-List,


id-PWS-Failed-NR-CGI-Item,


id-EUTRA-NR-CellResourceCoordinationReq-Container,


id-EUTRA-NR-CellResourceCoordinationReqAck-Container,


id-Protected-EUTRA-Resources-List,


id-RequestType,


id-ServingPLMN,


id-DRXConfigurationIndicator,


id-RLCFailureIndication,


id-UplinkTxDirectCurrentListInformation,


id-SULAccessIndication,


id-Protected-EUTRA-Resources-Item,


id-GNB-DUConfigurationQuery,


id-GNB-DU-UE-AMBR-UL,


id-GNB-CU-RRC-Version,


id-GNB-DU-RRC-Version,


id-GNBDUOverloadInformation,


id-NeedforGap,


id-RRCDeliveryStatusRequest,


id-RRCDeliveryStatus,


id-Dedicated-SIDelivery-NeededUE-List,


id-Dedicated-SIDelivery-NeededUE-Item,


id-ResourceCoordinationTransferInformation,


id-Associated-SCell-List,


id-Associated-SCell-Item,


id-IgnoreResourceCoordinationContainer,


id-UAC-Assistance-Info,

id-RANUEID,


id-PagingOrigin,


id-GNB-DU-TNL-Association-To-Remove-Item,


id-GNB-DU-TNL-Association-To-Remove-List,


id-NotificationInformation,


id-TraceActivation,


id-TraceID,


id-Neighbour-Cell-Information-List,


id-Neighbour-Cell-Information-Item,


id-SymbolAllocInSlot,


id-NumDLULSymbols,


id-AdditionalRRMPriorityIndex,


id-DUCURadioInformationType,


id-CUDURadioInformationType,


id-LowerLayerPresenceStatusChange,


id-Transport-Layer-Address-Info,


id-BHChannels-ToBeSetup-List,


id-BHChannels-ToBeSetup-Item,


id-BHChannels-Setup-List,


id-BHChannels-Setup-Item,


id-BHChannels-ToBeModified-Item,


id-BHChannels-ToBeModified-List,


id-BHChannels-ToBeReleased-Item,


id-BHChannels-ToBeReleased-List,


id-BHChannels-ToBeSetupMod-Item,


id-BHChannels-ToBeSetupMod-List,


id-BHChannels-FailedToBeSetup-Item,


id-BHChannels-FailedToBeSetup-List,


id-BHChannels-FailedToBeModified-Item,


id-BHChannels-FailedToBeModified-List,


id-BHChannels-FailedToBeSetupMod-Item,


id-BHChannels-FailedToBeSetupMod-List,


id-BHChannels-Modified-Item,


id-BHChannels-Modified-List,


id-BHChannels-SetupMod-Item,


id-BHChannels-SetupMod-List,


id-BHChannels-Required-ToBeReleased-Item,


id-BHChannels-Required-ToBeReleased-List,


id-BAPAddress,


id-ConfiguredBAPAddress,


id-BH-Routing-Information-Added-List,


id-BH-Routing-Information-Added-List-Item,


id-BH-Routing-Information-Removed-List,


id-BH-Routing-Information-Removed-List-Item,


id-UL-BH-Non-UP-Traffic-Mapping,


id-Child-Nodes-List,


id-Activated-Cells-to-be-Updated-List, 


id-IABIPv6RequestType,


id-IAB-TNL-Addresses-To-Remove-List,


id-IAB-TNL-Addresses-To-Remove-Item,


id-IAB-Allocated-TNL-Address-List,


id-IAB-Allocated-TNL-Address-Item,


id-IABv4AddressesRequested,


id-TrafficMappingInformation,


id-UL-UP-TNL-Information-to-Update-List,


id-UL-UP-TNL-Information-to-Update-List-Item,


id-UL-UP-TNL-Address-to-Update-List,


id-UL-UP-TNL-Address-to-Update-List-Item,


id-DL-UP-TNL-Address-to-Update-List,


id-DL-UP-TNL-Address-to-Update-List-Item,


id-NRV2XServicesAuthorized,


id-LTEV2XServicesAuthorized,


id-NRUESidelinkAggregateMaximumBitrate,


id-LTEUESidelinkAggregateMaximumBitrate,


id-PC5LinkAMBR,


id-SLDRBs-FailedToBeModified-Item,


id-SLDRBs-FailedToBeModified-List,


id-SLDRBs-FailedToBeSetup-Item,


id-SLDRBs-FailedToBeSetup-List,


id-SLDRBs-Modified-Item,


id-SLDRBs-Modified-List,


id-SLDRBs-Required-ToBeModified-Item,


id-SLDRBs-Required-ToBeModified-List,


id-SLDRBs-Required-ToBeReleased-Item,


id-SLDRBs-Required-ToBeReleased-List,


id-SLDRBs-Setup-Item,


id-SLDRBs-Setup-List,


id-SLDRBs-ToBeModified-Item,


id-SLDRBs-ToBeModified-List,


id-SLDRBs-ToBeReleased-Item,


id-SLDRBs-ToBeReleased-List,


id-SLDRBs-ToBeSetup-Item,


id-SLDRBs-ToBeSetup-List,


id-SLDRBs-ToBeSetupMod-Item,


id-SLDRBs-ToBeSetupMod-List,


id-SLDRBs-SetupMod-List,


id-SLDRBs-FailedToBeSetupMod-List,


id-SLDRBs-SetupMod-Item,


id-SLDRBs-FailedToBeSetupMod-Item,


id-SLDRBs-ModifiedConf-List,


id-SLDRBs-ModifiedConf-Item,


id-gNBCUMeasurementID,


id-gNBDUMeasurementID,


id-RegistrationRequest,


id-ReportCharacteristics,


id-CellToReportList,


id-CellMeasurementResultList,


id-HardwareLoadIndicator,


id-ReportingPeriodicity, 


id-TNLCapacityIndicator, 


id-RACHReportInformationList,


id-RLFReportInformationList,


id-ReportingRequestType,


id-TimeReferenceInformation,


id-ConditionalInterDUMobilityInformation,


id-ConditionalIntraDUMobilityInformation,


id-targetCellsToCancel,


id-requestedTargetCellGlobalID,


id-TraceCollectionEntityIPAddress,


id-ManagementBasedMDTPLMNList,


id-PrivacyIndicator,


id-TraceCollectionEntityURI,


id-ServingNID,


id-PosAssistance-Information,


id-PosBroadcast,


id-PositioningBroadcastCells,


id-RoutingID,


id-PosAssistanceInformationFailureList,


id-PosMeasurementQuantities,


id-PosMeasurementResultList,


id-PosMeasurementPeriodicity,


id-PosReportCharacteristics,


id-TRPInformationTypeListTRPReq,


id-TRPInformationTypeItem,


id-TRPInformationListTRPResp,


id-TRPInformationItem,

id-LMF-MeasurementID,


id-RAN-MeasurementID,


id-SRSType,


id-ActivationTime,


id-AbortTransmission,


id-SRSConfiguration,


id-TRPList,


id-E-CID-MeasurementQuantities,


id-E-CID-MeasurementPeriodicity,


id-E-CID-MeasurementResult,


id-Cell-Portion-ID,


id-LMF-UE-MeasurementID,


id-RAN-UE-MeasurementID,


id-SFNInitialisationTime,


id-SystemFrameNumber,


id-SlotNumber,


id-TRP-MeasurementRequestList,


id-MeasurementBeamInfoRequest,

id-E-CID-ReportCharacteristics,

id-F1CTransferPath,

id-SCGIndicator,


id-SRSSpatialRelationPerSRSResource,

id-PosMeasurementPeriodicityExtended,


id-SuccessfulHOReportInformationList,


id-Coverage-Modification-Notification,


id-CCO-Assistance-Information,


id-CellsForSON-List,


id-IABCongestionIndication,


id-IABConditionalRRCMessageDeliveryIndication,


id-F1CTransferPathNRDC,


id-BufferSizeThresh,


id-IAB-TNL-Addresses-Exception,


id-BAP-Header-Rewriting-Added-List,


id-BAP-Header-Rewriting-Added-List-Item,


id-Re-routingEnableIndicator,


id-NonF1terminatingTopologyIndicator,


id-EgressNonF1terminatingTopologyIndicator, 


id-IngressNonF1terminatingTopologyIndicator,


id-Neighbour-Node-Cells-List,


id-Serving-Cells-List,

id-MDTPollutedMeasurementIndicator,

id-PDCMeasurementPeriodicity,


id-PDCMeasurementQuantities,


id-PDCMeasurementResult,

id-PDCReportType,


id-RAN-UE-PDC-MeasID,


id-SCGActivationRequest,


id-SCGActivationStatus,


id-TRP-MeasurementUpdateList,


id-PRSTRPList,


id-PRSTransmissionTRPList,


id-ResponseTime,


id-TRP-PRS-Info-List,


id-PRS-Measurement-Info-List,


id-PRSConfigRequestType,


id-MeasurementCharacteristicsRequestIndicator,


id-MeasurementTimeOccasion,


id-UEReportingInformation,


id-PosConextRevIndication,


id-NRRedCapUEIndication,


id-RANUEPagingDRX,


id-CNUEPagingDRX,


id-NRPagingeDRXInformation,


id-NRPagingeDRXInformationforRRCINACTIVE,


id-QoEInformation,

id-CG-SDTQueryIndication,


id-CG-SDTKeptIndicator,


id-CG-SDTSessionInfoOld,


id-SDTInformation,

id-FiveG-ProSeAuthorized,


id-FiveG-ProSePC5LinkAMBR,


id-FiveG-ProSeUEPC5AggregateMaximumBitrate,


id-UuRLCChannelToBeSetupList,


id-UuRLCChannelToBeModifiedList,


id-UuRLCChannelToBeReleasedList,


id-UuRLCChannelSetupList,


id-UuRLCChannelFailedToBeSetupList,


id-UuRLCChannelModifiedList,


id-UuRLCChannelFailedToBeModifiedList,


id-UuRLCChannelRequiredToBeModifiedList,


id-UuRLCChannelRequiredToBeReleasedList,


id-PC5RLCChannelToBeSetupList,


id-PC5RLCChannelToBeModifiedList,


id-PC5RLCChannelToBeReleasedList,


id-PC5RLCChannelSetupList,


id-PC5RLCChannelFailedToBeSetupList,


id-PC5RLCChannelModifiedList,


id-PC5RLCChannelFailedToBeModifiedList,


id-PC5RLCChannelRequiredToBeModifiedList,


id-PC5RLCChannelRequiredToBeReleasedList,


id-SidelinkRelayConfiguration,


id-UpdatedRemoteUELocalID,


id-PathSwitchConfiguration,

id-PagingCause,

id-PEIPSAssistanceInfo,


id-UEPagingCapability,


id-GNBDUUESliceMaximumBitRateList,

id-PosMeasurementAmount,

id-BAP-Header-Rewriting-Removed-List,


id-BAP-Header-Rewriting-Removed-List-Item,


id-SLDRXCycleList,

id-ManagementBasedMDTPLMNModificationList,


id-ActivationRequestType,


id-PosMeasGapPreConfigList,


id-PosMeasurementPeriodicityNR-AoA,


id-SRSPosRRCInactiveConfig,


id-SDTBearerConfigurationQueryIndication,


id-SDTBearerConfigurationInfo,


id-ServingCellMO-List,


id-ServingCellMO-List-Item,


id-ServingCellMO-encoded-in-CGC-List,


id-PosSItypeList,


id-DAPS-HO-Status,

id-SRBMappingInfo,

id-UplinkTxDirectCurrentTwoCarrierListInfo,

id-SRSPosRRCInactiveQueryIndication,


id-UlTxDirectCurrentMoreCarrierInformation,

id-CPACMCGInformation,


id-ExtendedUEIdentityIndexValue,


id-HashedUEIdentityIndexValue, 


id-Target-gNB-ID,


id-Target-gNB-IP-address,


id-Target-SeGW-IP-address,


id-Activated-Cells-Mapping-List,


id-Activated-Cells-Mapping-List-Item,


id-F1SetupOutcome,


id-RRC-Terminating-IAB-Donor-Related-Info,

id-Mobile-IAB-MTUserLocationInformation,

maxCellingNBDU,


maxnoofCandidateSpCells,


maxnoofDRBs,


maxnoofErrors,


maxnoofIndividualF1ConnectionsToReset,


maxnoofPotentialSpCells,

maxnoofSCells,


maxnoofSRBs,


maxnoofPagingCells,


maxnoofTNLAssociations,


maxCellineNB,


maxnoofUEIDs,


maxnoofBHRLCChannels,


maxnoofRoutingEntries,


maxnoofChildIABNodes,


maxnoofServedCellsIAB,


maxnoofTLAsIAB,


maxnoofULUPTNLInformationforIAB,


maxnoofUPTNLAddresses,


maxnoofSLDRBs,


maxnoofTRPInfoTypes,


maxnoofTRPs,


maxnoofMRBs,


maxnoofUEIDforPaging,

maxnoofNeighbourNodeCellsIAB,


maxnoofMRBsforUE,

maxnoofServingCellMOs

NEXT CHANGE

-- **************************************************************

--

-- F1 Setup Request

--

-- **************************************************************

F1SetupRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {F1SetupRequestIEs} },


...

}

F1SetupRequestIEs F1AP-PROTOCOL-IES ::= {


{ ID id-TransactionID




CRITICALITY reject
TYPE TransactionID





PRESENCE mandatory
}|


{ ID id-gNB-DU-ID





CRITICALITY reject
TYPE GNB-DU-ID






PRESENCE mandatory
}|


{ ID id-gNB-DU-Name





CRITICALITY ignore
TYPE GNB-DU-Name





PRESENCE optional
}|


{ ID id-gNB-DU-Served-Cells-List

CRITICALITY reject
TYPE GNB-DU-Served-Cells-List


PRESENCE optional
}|


{ ID id-GNB-DU-RRC-Version



CRITICALITY reject
TYPE RRC-Version





PRESENCE mandatory
}|


{ ID id-Transport-Layer-Address-Info
CRITICALITY ignore
TYPE Transport-Layer-Address-Info

PRESENCE optional
}|


{ ID id-BAPAddress





CRITICALITY ignore
TYPE BAPAddress






PRESENCE optional
}|


{ ID id-Extended-GNB-DU-Name


CRITICALITY ignore
TYPE Extended-GNB-DU-Name



PRESENCE optional
}|


{ ID id-RRC-Terminating-IAB-Donor-Related-Info
CRITICALITY ignore
TYPE RRC-Terminating-IAB-Donor-Related-Info
PRESENCE optional }|


{ ID id-Mobile-IAB-MTUserLocationInformation
CRITICALITY ignore
TYPE Mobile-IAB-MTUserLocationInformation 

PRESENCE optional
},


...

} 

GNB-DU-Served-Cells-List 
::= SEQUENCE (SIZE(1.. maxCellingNBDU)) OF ProtocolIE-SingleContainer { { GNB-DU-Served-Cells-ItemIEs } }

GNB-DU-Served-Cells-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-GNB-DU-Served-Cells-Item

CRITICALITY reject
TYPE

GNB-DU-Served-Cells-Item
PRESENCE mandatory
},


...

}

NEXT CHANGE

-- **************************************************************

--

-- GNB-DU CONFIGURATION UPDATE

--

-- **************************************************************

GNBDUConfigurationUpdate::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {GNBDUConfigurationUpdateIEs} },


...

}

GNBDUConfigurationUpdateIEs F1AP-PROTOCOL-IES ::= {


{ ID id-TransactionID






CRITICALITY reject
TYPE TransactionID











PRESENCE mandatory
}|


{ ID id-Served-Cells-To-Add-List



CRITICALITY reject
TYPE Served-Cells-To-Add-List







PRESENCE optional
}|


{ ID id-Served-Cells-To-Modify-List



CRITICALITY reject
TYPE Served-Cells-To-Modify-List






PRESENCE optional
}|


{ ID id-Served-Cells-To-Delete-List



CRITICALITY reject
TYPE Served-Cells-To-Delete-List






PRESENCE optional
}|


{ ID id-Cells-Status-List





CRITICALITY reject
TYPE Cells-Status-List










PRESENCE optional
}|

{ ID id-Dedicated-SIDelivery-NeededUE-List

CRITICALITY ignore
TYPE Dedicated-SIDelivery-NeededUE-List




PRESENCE optional
}|


{ ID id-gNB-DU-ID







CRITICALITY reject
TYPE GNB-DU-ID












PRESENCE optional
}|


{ ID id-GNB-DU-TNL-Association-To-Remove-List
CRITICALITY reject
TYPE GNB-DU-TNL-Association-To-Remove-List



PRESENCE optional
}|


{ ID id-Transport-Layer-Address-Info


CRITICALITY ignore
TYPE Transport-Layer-Address-Info






PRESENCE optional
}|


{ ID id-Coverage-Modification-Notification

CRITICALITY ignore
TYPE Coverage-Modification-Notification




PRESENCE optional
}|


{ ID id-gNB-DU-Name







CRITICALITY ignore
TYPE GNB-DU-Name











PRESENCE optional
}|


{ ID id-Extended-GNB-DU-Name




CRITICALITY ignore
TYPE Extended-GNB-DU-Name









PRESENCE optional
}|


{ ID id-Mobile-IAB-MTUserLocationInformation

    CRITICALITY ignore
TYPE Mobile-IAB-MTUserLocationInformation 

PRESENCE optional
},


...

} 
Served-Cells-To-Add-List

::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Served-Cells-To-Add-ItemIEs } }

Served-Cells-To-Modify-List
::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Served-Cells-To-Modify-ItemIEs } }

Served-Cells-To-Delete-List
::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Served-Cells-To-Delete-ItemIEs } }

Cells-Status-List
::= SEQUENCE (SIZE(0.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Cells-Status-ItemIEs } }

Dedicated-SIDelivery-NeededUE-List::= SEQUENCE (SIZE(1.. maxnoofUEIDs))
OF ProtocolIE-SingleContainer { { Dedicated-SIDelivery-NeededUE-ItemIEs } }

GNB-DU-TNL-Association-To-Remove-List
::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))
OF ProtocolIE-SingleContainer { { GNB-DU-TNL-Association-To-Remove-ItemIEs } }

Served-Cells-To-Add-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-Served-Cells-To-Add-Item

CRITICALITY reject
TYPE
Served-Cells-To-Add-Item



PRESENCE mandatory
},


...

}

Served-Cells-To-Modify-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-Served-Cells-To-Modify-Item


CRITICALITY reject
TYPE

Served-Cells-To-Modify-Item






PRESENCE mandatory
},


...

}

Served-Cells-To-Delete-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-Served-Cells-To-Delete-Item



CRITICALITY reject
TYPE

Served-Cells-To-Delete-Item




PRESENCE mandatory
},


...

}

Cells-Status-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-Cells-Status-Item



CRITICALITY reject
TYPE

Cells-Status-Item




PRESENCE mandatory
},


...

}

Dedicated-SIDelivery-NeededUE-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-Dedicated-SIDelivery-NeededUE-Item

CRITICALITY ignore
TYPE
Dedicated-SIDelivery-NeededUE-Item



PRESENCE mandatory
},


...

} 

GNB-DU-TNL-Association-To-Remove-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-GNB-DU-TNL-Association-To-Remove-Item

CRITICALITY reject
TYPE
 GNB-DU-TNL-Association-To-Remove-Item


PRESENCE mandatory
},


...

}

NEXT CHANGE

9.4.5
Information Element Definitions

>>>>>>>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<<<<<<<
-- I

IAB-Barred
::=
ENUMERATED {barred, not-barred, ...}

IABConditionalRRCMessageDeliveryIndication ::= ENUMERATED {true, ...}

IABCongestionIndication ::= SEQUENCE {


iAB-Congestion-Indication-List


IAB-Congestion-Indication-List,


iE-Extensions
ProtocolExtensionContainer { { IAB-Congestion-Indication-List-ExtIEs } } OPTIONAL

}

IAB-Congestion-Indication-List-ExtIEs
F1AP-PROTOCOL-EXTENSION ::= {


...

}

IAB-Congestion-Indication-List ::= SEQUENCE (SIZE(1..maxnoofIABCongInd)) OF IAB-Congestion-Indication-Item

IAB-Congestion-Indication-Item ::= SEQUENCE {


childNodeIdentifier



BAPAddress,
    bHRLCCHList

                BHRLCCHList
    OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { IAB-Congestion-Indication-ItemExtIEs } }
OPTIONAL

}

IAB-Congestion-Indication-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= { 


...

}

IAB-Info-IAB-donor-CU ::=
SEQUENCE{


iAB-STC-Info
IAB-STC-Info
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { IAB-Info-IAB-donor-CU-ExtIEs } } OPTIONAL

}

IAB-Info-IAB-donor-CU-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

IAB-Info-IAB-DU ::=
SEQUENCE{


multiplexingInfo

MultiplexingInfo
OPTIONAL,


iAB-STC-Info

IAB-STC-Info
OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { IAB-Info-IAB-DU-ExtIEs } } OPTIONAL

}

IAB-Info-IAB-DU-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

IAB-MT-Cell-List ::= SEQUENCE (SIZE(1..maxnoofServingCells)) OF IAB-MT-Cell-List-Item

IAB-MT-Cell-List-Item ::= 
SEQUENCE {


nRCellIdentity



NRCellIdentity,


dU-RX-MT-RX




DU-RX-MT-RX,


dU-TX-MT-TX




DU-TX-MT-TX,


dU-RX-MT-TX




DU-RX-MT-TX,


dU-TX-MT-RX




DU-TX-MT-RX,


iE-Extensions



ProtocolExtensionContainer { { IAB-MT-Cell-List-Item-ExtIEs } } OPTIONAL

}

IAB-MT-Cell-List-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


{ ID id-DU-RX-MT-RX-Extend


CRITICALITY ignore
EXTENSION DU-RX-MT-RX-Extend
PRESENCE optional
}|


{ ID id-DU-TX-MT-TX-Extend


CRITICALITY ignore
EXTENSION DU-TX-MT-TX-Extend
PRESENCE optional
}|


{ ID id-DU-RX-MT-TX-Extend


CRITICALITY ignore
EXTENSION DU-RX-MT-TX-Extend
PRESENCE optional
}|


{ ID id-DU-TX-MT-RX-Extend


CRITICALITY ignore
EXTENSION DU-TX-MT-RX-Extend
PRESENCE optional
},


...

}

IAB-MT-Cell-NA-Resource-Configuration-Mode-Info
::=
CHOICE {


fDD

IAB-MT-Cell-NA-Resource-Configuration-FDD-Info,


tDD

IAB-MT-Cell-NA-Resource-Configuration-TDD-Info,


choice-extension


ProtocolIE-SingleContainer { { IAB-MT-Cell-NA-Resource-Configuration-Mode-Info-ExtIEs} }

}

IAB-MT-Cell-NA-Resource-Configuration-Mode-Info-ExtIEs F1AP-PROTOCOL-IES ::= {


...

}

IAB-MT-Cell-NA-Resource-Configuration-FDD-Info ::= SEQUENCE {


gNB-DU-Cell-NA-Resource-Configuration-FDD-UL



GNB-DU-Cell-Resource-Configuration,


gNB-DU-Cell-NA-Resource-Configuration-FDD-DL



GNB-DU-Cell-Resource-Configuration,


uL-FreqInfo






NRFreqInfo




OPTIONAL,


uL-Transmission-Bandwidth


Transmission-Bandwidth

OPTIONAL,


uL-NR-Carrier-List  



NRCarrierList



OPTIONAL,


dL-FreqInfo






NRFreqInfo




OPTIONAL,


dL-Transmission-Bandwidth


Transmission-Bandwidth

OPTIONAL,


dL-NR-Carrier-List  



NRCarrierList



OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { {IAB-MT-Cell-NA-Resource-Configuration-FDD-Info-ExtIEs} } OPTIONAL,


...

}

IAB-MT-Cell-NA-Resource-Configuration-FDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

IAB-MT-Cell-NA-Resource-Configuration-TDD-Info ::= SEQUENCE {


gNB-DU-Cell-NA-Resourc-Configuration-TDD



GNB-DU-Cell-Resource-Configuration, 


nRFreqInfo






NRFreqInfo  
OPTIONAL,


transmission-Bandwidth


    Transmission-Bandwidth  
  OPTIONAL,


nR-Carrier-List   

  
        NRCarrierList  
OPTIONAL,  


iE-Extensions




    ProtocolExtensionContainer { {IAB-MT-Cell-NA-Resource-Configuration-TDD-Info-ExtIEs} } OPTIONAL,


...

}

IAB-MT-Cell-NA-Resource-Configuration-TDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

IAB-STC-Info
::=
SEQUENCE{


iAB-STC-Info-List
IAB-STC-Info-List,


iE-Extensions

ProtocolExtensionContainer { { IAB-STC-Info-ExtIEs } } OPTIONAL

}

IAB-STC-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

IAB-STC-Info-List ::= 
SEQUENCE (SIZE(1..maxnoofIABSTCInfo)) OF IAB-STC-Info-Item

IAB-STC-Info-Item::=
SEQUENCE {


sSB-freqInfo





SSB-freqInfo,


sSB-subcarrierSpacing



SSB-subcarrierSpacing,


sSB-transmissionPeriodicity


SSB-transmissionPeriodicity,


sSB-transmissionTimingOffset

SSB-transmissionTimingOffset,


sSB-transmissionBitmap



SSB-transmissionBitmap,


iE-Extensions

ProtocolExtensionContainer { { IAB-STC-Info-Item-ExtIEs } } OPTIONAL

}

IAB-STC-Info-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

IAB-Allocated-TNL-Address-Item
::= SEQUENCE {


iABTNLAddress



IABTNLAddress,


iABTNLAddressUsage


IABTNLAddressUsage
 
OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { { IAB-Allocated-TNL-Address-Item-ExtIEs } } OPTIONAL

}

IAB-Allocated-TNL-Address-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

IAB-DU-Cell-Resource-Configuration-Mode-Info
::=
CHOICE {


fDD

IAB-DU-Cell-Resource-Configuration-FDD-Info,


tDD

IAB-DU-Cell-Resource-Configuration-TDD-Info,


choice-extension


ProtocolIE-SingleContainer { { IAB-DU-Cell-Resource-Configuration-Mode-Info-ExtIEs} }

}

IAB-DU-Cell-Resource-Configuration-Mode-Info-ExtIEs F1AP-PROTOCOL-IES ::= {


...

}

IAB-DU-Cell-Resource-Configuration-FDD-Info ::= SEQUENCE {


gNB-DU-Cell-Resource-Configuration-FDD-UL



GNB-DU-Cell-Resource-Configuration,


gNB-DU-Cell-Resource-Configuration-FDD-DL



GNB-DU-Cell-Resource-Configuration,


iE-Extensions




ProtocolExtensionContainer { {IAB-DU-Cell-Resource-Configuration-FDD-Info-ExtIEs} } OPTIONAL,


...

}

IAB-DU-Cell-Resource-Configuration-FDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


{ID id-uL-FreqInfo




CRITICALITY reject
EXTENSION
NRFreqInfo




PRESENCE optional}|


{ID id-uL-Transmission-Bandwidth
CRITICALITY reject
EXTENSION
Transmission-Bandwidth

PRESENCE optional}|


{ID id-uL-NR-Carrier-List


CRITICALITY reject
EXTENSION
NRCarrierList



PRESENCE optional}|


{ID id-dL-FreqInfo




CRITICALITY reject
EXTENSION
NRFreqInfo  



PRESENCE optional}|


{ID id-dL-Transmission-Bandwidth
CRITICALITY reject
EXTENSION
Transmission-Bandwidth

PRESENCE optional}|


{ID id-dL-NR-Carrier-List


CRITICALITY reject
EXTENSION
NRCarrierList



PRESENCE optional},


...

}

IAB-DU-Cell-Resource-Configuration-TDD-Info ::= SEQUENCE {


gNB-DU-Cell-Resourc-Configuration-TDD



GNB-DU-Cell-Resource-Configuration,


iE-Extensions




ProtocolExtensionContainer { {IAB-DU-Cell-Resource-Configuration-TDD-Info-ExtIEs} } OPTIONAL,


...

}

IAB-DU-Cell-Resource-Configuration-TDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


{ID id-nRFreqInfo



CRITICALITY reject
EXTENSION  NRFreqInfo  



PRESENCE optional}|


{ID id-transmission-Bandwidth
CRITICALITY reject
EXTENSION  Transmission-Bandwidth  
PRESENCE optional}|


{ID id-nR-Carrier-List


CRITICALITY reject
EXTENSION  NRCarrierList  


PRESENCE optional},


...

}

IABIPv6RequestType
 ::= CHOICE {


iPv6Address





IABTNLAddressesRequested,


iPv6Prefix





IABTNLAddressesRequested, 


choice-extension



ProtocolIE-SingleContainer { { IABIPv6RequestType-ExtIEs} }

}

IABIPv6RequestType-ExtIEs F1AP-PROTOCOL-IES ::= {


...

}

IABTNLAddress ::= CHOICE {


iPv4Address





BIT STRING (SIZE(32)), 


iPv6Address





BIT STRING (SIZE(128)), 


iPv6Prefix





BIT STRING (SIZE(64)), 


choice-extension



ProtocolIE-SingleContainer { { IABTNLAddress-ExtIEs} }

}

IABTNLAddress-ExtIEs F1AP-PROTOCOL-IES ::= {


...

}

IABTNLAddressesRequested ::= SEQUENCE {


tNLAddressesOrPrefixesRequestedAllTraffic
INTEGER (1..256) 
OPTIONAL,


tNLAddressesOrPrefixesRequestedF1-C


INTEGER (1..256) 
OPTIONAL,


tNLAddressesOrPrefixesRequestedF1-U


INTEGER (1..256) 
OPTIONAL,


tNLAddressesOrPrefixesRequestedNoNF1

INTEGER (1..256) 
OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { { IABTNLAddressesRequested-ExtIEs } } OPTIONAL

}

IABTNLAddressesRequested-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

IAB-TNL-Addresses-To-Remove-Item ::= SEQUENCE {


iABTNLAddress


IABTNLAddress,


iE-Extensions


ProtocolExtensionContainer { { IAB-TNL-Addresses-To-Remove-Item-ExtIEs} } OPTIONAL

}

IAB-TNL-Addresses-To-Remove-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

IAB-TNL-Addresses-Exception ::= 
SEQUENCE {


iABTNLAddressList


IABTNLAddressList,


iE-Extensions



ProtocolExtensionContainer { { IAB-TNL-Addresses-Exception-ExtIEs} } OPTIONAL

}

IAB-TNL-Addresses-Exception-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

IABTNLAddressList ::= SEQUENCE (SIZE(1.. maxnoofTLAsIAB)) OF IABTNLAddress-Item

IABTNLAddress-Item ::= SEQUENCE {


iABTNLAddress

IABTNLAddress
,


iE-Extensions
ProtocolExtensionContainer { { IABTNLAddress-ItemExtIEs } }
OPTIONAL

}

IABTNLAddress-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

IABTNLAddressUsage ::= ENUMERATED {


f1-c,


f1-u,


non-f1,


...

}

IABv4AddressesRequested ::= SEQUENCE {


iABv4AddressesRequested


IABTNLAddressesRequested,


iE-Extensions

ProtocolExtensionContainer { { IABv4AddressesRequested-ExtIEs} } OPTIONAL

}

IABv4AddressesRequested-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

Mobile-IAB-MTUserLocationInformation ::= SEQUENCE {


nRCGI






NRCGI,

tAI                             TAI                    OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { { Mobile-IAB-MTUserLocationInformation-ExtIEs} }
OPTIONAL

}

Mobile-IAB-MTUserLocationInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

NEXT CHANGE
-- T

>>>>>>>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<<<<<<<
TAI ::= SEQUENCE {


pLMN-Identity



         PLMN-Identity,


fiveGS-TAC




         FiveGS-TAC,

iE-Extensions




ProtocolExtensionContainer { {TAI-ExtIEs} } OPTIONAL,


...

}

TAI-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

NEXT CHANGE
9.4.7
Constant Definitions

>>>>>>>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<<<<<<<
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Cause










ProtocolIE-ID ::= 0

id-Cells-Failed-to-be-Activated-List



ProtocolIE-ID ::= 1

id-Cells-Failed-to-be-Activated-List-Item


ProtocolIE-ID ::= 2

id-Cells-to-be-Activated-List





ProtocolIE-ID ::= 3

id-Cells-to-be-Activated-List-Item




ProtocolIE-ID ::= 4

id-Cells-to-be-Deactivated-List





ProtocolIE-ID ::= 5

id-Cells-to-be-Deactivated-List-Item



ProtocolIE-ID ::= 6

id-CriticalityDiagnostics






ProtocolIE-ID ::= 7

id-CUtoDURRCInformation







ProtocolIE-ID ::= 9

id-DRBs-FailedToBeModified-Item





ProtocolIE-ID ::= 12

id-DRBs-FailedToBeModified-List





ProtocolIE-ID ::= 13

id-DRBs-FailedToBeSetup-Item





ProtocolIE-ID ::= 14

id-DRBs-FailedToBeSetup-List





ProtocolIE-ID ::= 15

id-DRBs-FailedToBeSetupMod-Item





ProtocolIE-ID ::= 16

id-DRBs-FailedToBeSetupMod-List





ProtocolIE-ID ::= 17

id-DRBs-ModifiedConf-Item






ProtocolIE-ID ::= 18

id-DRBs-ModifiedConf-List






ProtocolIE-ID ::= 19

id-DRBs-Modified-Item







ProtocolIE-ID ::= 20

id-DRBs-Modified-List







ProtocolIE-ID ::= 21

id-DRBs-Required-ToBeModified-Item




ProtocolIE-ID ::= 22

id-DRBs-Required-ToBeModified-List




ProtocolIE-ID ::= 23

id-DRBs-Required-ToBeReleased-Item




ProtocolIE-ID ::= 24

id-DRBs-Required-ToBeReleased-List




ProtocolIE-ID ::= 25

id-DRBs-Setup-Item








ProtocolIE-ID ::= 26

id-DRBs-Setup-List








ProtocolIE-ID ::= 27

id-DRBs-SetupMod-Item







ProtocolIE-ID ::= 28

id-DRBs-SetupMod-List







ProtocolIE-ID ::= 29

id-DRBs-ToBeModified-Item






ProtocolIE-ID ::= 30

id-DRBs-ToBeModified-List






ProtocolIE-ID ::= 31

id-DRBs-ToBeReleased-Item






ProtocolIE-ID ::= 32

id-DRBs-ToBeReleased-List






ProtocolIE-ID ::= 33

id-DRBs-ToBeSetup-Item







ProtocolIE-ID ::= 34

id-DRBs-ToBeSetup-List







ProtocolIE-ID ::= 35

id-DRBs-ToBeSetupMod-Item






ProtocolIE-ID ::= 36

id-DRBs-ToBeSetupMod-List






ProtocolIE-ID ::= 37

id-DRXCycle










ProtocolIE-ID ::= 38

id-DUtoCURRCInformation







ProtocolIE-ID ::= 39

id-gNB-CU-UE-F1AP-ID







ProtocolIE-ID ::= 40

id-gNB-DU-UE-F1AP-ID







ProtocolIE-ID ::= 41

id-gNB-DU-ID









ProtocolIE-ID ::= 42

id-GNB-DU-Served-Cells-Item






ProtocolIE-ID ::= 43

id-gNB-DU-Served-Cells-List






ProtocolIE-ID ::= 44

id-gNB-DU-Name









ProtocolIE-ID ::= 45

id-NRCellID










ProtocolIE-ID ::= 46

id-oldgNB-DU-UE-F1AP-ID







ProtocolIE-ID ::= 47

id-ResetType









ProtocolIE-ID ::= 48

id-ResourceCoordinationTransferContainer


ProtocolIE-ID ::= 49

id-RRCContainer









ProtocolIE-ID ::= 50

id-SCell-ToBeRemoved-Item






ProtocolIE-ID ::= 51

id-SCell-ToBeRemoved-List






ProtocolIE-ID ::= 52

id-SCell-ToBeSetup-Item







ProtocolIE-ID ::= 53

id-SCell-ToBeSetup-List







ProtocolIE-ID ::= 54

id-SCell-ToBeSetupMod-Item






ProtocolIE-ID ::= 55

id-SCell-ToBeSetupMod-List






ProtocolIE-ID ::= 56

id-Served-Cells-To-Add-Item






ProtocolIE-ID ::= 57

id-Served-Cells-To-Add-List






ProtocolIE-ID ::= 58

id-Served-Cells-To-Delete-Item





ProtocolIE-ID ::= 59

id-Served-Cells-To-Delete-List





ProtocolIE-ID ::= 60

id-Served-Cells-To-Modify-Item





ProtocolIE-ID ::= 61

id-Served-Cells-To-Modify-List





ProtocolIE-ID ::= 62

id-SpCell-ID









ProtocolIE-ID ::= 63

id-SRBID










ProtocolIE-ID ::= 64

id-SRBs-FailedToBeSetup-Item





ProtocolIE-ID ::= 65

id-SRBs-FailedToBeSetup-List





ProtocolIE-ID ::= 66

id-SRBs-FailedToBeSetupMod-Item





ProtocolIE-ID ::= 67

id-SRBs-FailedToBeSetupMod-List





ProtocolIE-ID ::= 68

id-SRBs-Required-ToBeReleased-Item




ProtocolIE-ID ::= 69

id-SRBs-Required-ToBeReleased-List




ProtocolIE-ID ::= 70

id-SRBs-ToBeReleased-Item






ProtocolIE-ID ::= 71

id-SRBs-ToBeReleased-List






ProtocolIE-ID ::= 72

id-SRBs-ToBeSetup-Item







ProtocolIE-ID ::= 73

id-SRBs-ToBeSetup-List







ProtocolIE-ID ::= 74

id-SRBs-ToBeSetupMod-Item






ProtocolIE-ID ::= 75

id-SRBs-ToBeSetupMod-List






ProtocolIE-ID ::= 76

id-TimeToWait









ProtocolIE-ID ::= 77

id-TransactionID








ProtocolIE-ID ::= 78

id-TransmissionActionIndicator





ProtocolIE-ID ::= 79

id-UE-associatedLogicalF1-ConnectionItem 


ProtocolIE-ID ::= 80

id-UE-associatedLogicalF1-ConnectionListResAck

ProtocolIE-ID ::= 81

id-gNB-CU-Name









ProtocolIE-ID ::= 82

id-SCell-FailedtoSetup-List






ProtocolIE-ID ::= 83

id-SCell-FailedtoSetup-Item






ProtocolIE-ID ::= 84

id-SCell-FailedtoSetupMod-List





ProtocolIE-ID ::= 85

id-SCell-FailedtoSetupMod-Item





ProtocolIE-ID ::= 86

id-RRCReconfigurationCompleteIndicator 



ProtocolIE-ID ::= 87

id-Cells-Status-Item







ProtocolIE-ID ::= 88

id-Cells-Status-List







ProtocolIE-ID ::= 89

id-Candidate-SpCell-List






ProtocolIE-ID ::= 90

id-Candidate-SpCell-Item






ProtocolIE-ID ::= 91

id-Potential-SpCell-List






ProtocolIE-ID ::= 92

id-Potential-SpCell-Item






ProtocolIE-ID ::= 93

id-FullConfiguration







ProtocolIE-ID ::= 94

id-C-RNTI










ProtocolIE-ID ::= 95

id-SpCellULConfigured







ProtocolIE-ID ::= 96

id-InactivityMonitoringRequest





ProtocolIE-ID ::= 97

id-InactivityMonitoringResponse





ProtocolIE-ID ::= 98

id-DRB-Activity-Item







ProtocolIE-ID ::= 99

id-DRB-Activity-List







ProtocolIE-ID ::= 100

id-EUTRA-NR-CellResourceCoordinationReq-Container
ProtocolIE-ID ::= 101

id-EUTRA-NR-CellResourceCoordinationReqAck-Container
ProtocolIE-ID ::= 102

id-Protected-EUTRA-Resources-List




ProtocolIE-ID ::= 105

id-RequestType 









ProtocolIE-ID ::= 106

id-ServCellIndex








ProtocolIE-ID ::= 107 

id-RAT-FrequencyPriorityInformation




ProtocolIE-ID ::= 108

id-ExecuteDuplication







ProtocolIE-ID ::= 109

id-NRCGI










ProtocolIE-ID ::= 111

id-PagingCell-Item








ProtocolIE-ID ::= 112

id-PagingCell-List








ProtocolIE-ID ::= 113

id-PagingDRX









ProtocolIE-ID ::= 114

id-PagingPriority 








ProtocolIE-ID ::= 115

id-SItype-List









ProtocolIE-ID ::= 116

id-UEIdentityIndexValue







ProtocolIE-ID ::= 117

id-gNB-CUSystemInformation






ProtocolIE-ID ::= 118

id-HandoverPreparationInformation




ProtocolIE-ID ::= 119

id-GNB-CU-TNL-Association-To-Add-Item



ProtocolIE-ID ::= 120

id-GNB-CU-TNL-Association-To-Add-List



ProtocolIE-ID ::= 121

id-GNB-CU-TNL-Association-To-Remove-Item


ProtocolIE-ID ::= 122

id-GNB-CU-TNL-Association-To-Remove-List


ProtocolIE-ID ::= 123

id-GNB-CU-TNL-Association-To-Update-Item


ProtocolIE-ID ::= 124

id-GNB-CU-TNL-Association-To-Update-List


ProtocolIE-ID ::= 125

id-MaskedIMEISV









ProtocolIE-ID ::= 126

id-PagingIdentity








ProtocolIE-ID ::= 127

id-DUtoCURRCContainer







ProtocolIE-ID ::= 128

id-Cells-to-be-Barred-List






ProtocolIE-ID ::= 129

id-Cells-to-be-Barred-Item






ProtocolIE-ID ::= 130

id-TAISliceSupportList







ProtocolIE-ID ::= 131

id-GNB-CU-TNL-Association-Setup-List



ProtocolIE-ID ::= 132

id-GNB-CU-TNL-Association-Setup-Item



ProtocolIE-ID ::= 133

id-GNB-CU-TNL-Association-Failed-To-Setup-List

ProtocolIE-ID ::= 134

id-GNB-CU-TNL-Association-Failed-To-Setup-Item

ProtocolIE-ID ::= 135

id-DRB-Notify-Item








ProtocolIE-ID ::= 136

id-DRB-Notify-List








ProtocolIE-ID ::= 137

id-NotficationControl







ProtocolIE-ID ::= 138

id-RANAC










ProtocolIE-ID ::= 139

id-PWSSystemInformation







ProtocolIE-ID ::= 140

id-RepetitionPeriod








ProtocolIE-ID ::= 141

id-NumberofBroadcastRequest






ProtocolIE-ID ::= 142

id-Cells-To-Be-Broadcast-List





ProtocolIE-ID ::= 144

id-Cells-To-Be-Broadcast-Item





ProtocolIE-ID ::= 145

id-Cells-Broadcast-Completed-List 




ProtocolIE-ID ::= 146

id-Cells-Broadcast-Completed-Item 




ProtocolIE-ID ::= 147

id-Broadcast-To-Be-Cancelled-List 




ProtocolIE-ID ::= 148

id-Broadcast-To-Be-Cancelled-Item 




ProtocolIE-ID ::= 149

id-Cells-Broadcast-Cancelled-List 




ProtocolIE-ID ::= 150

id-Cells-Broadcast-Cancelled-Item 




ProtocolIE-ID ::= 151

id-NR-CGI-List-For-Restart-List 





ProtocolIE-ID ::= 152

id-NR-CGI-List-For-Restart-Item 





ProtocolIE-ID ::= 153

id-PWS-Failed-NR-CGI-List 






ProtocolIE-ID ::= 154

id-PWS-Failed-NR-CGI-Item 






ProtocolIE-ID ::= 155

id-ConfirmedUEID








ProtocolIE-ID ::= 156

id-Cancel-all-Warning-Messages-Indicator


ProtocolIE-ID ::= 157

id-GNB-DU-UE-AMBR-UL







ProtocolIE-ID ::= 158

id-DRXConfigurationIndicator





ProtocolIE-ID ::= 159

id-RLC-Status









ProtocolIE-ID ::= 160

id-DLPDCPSNLength








ProtocolIE-ID ::= 161

id-GNB-DUConfigurationQuery






ProtocolIE-ID ::= 162

id-MeasurementTimingConfiguration




ProtocolIE-ID ::= 163

id-DRB-Information








ProtocolIE-ID ::= 164

id-ServingPLMN









ProtocolIE-ID ::= 165

id-Protected-EUTRA-Resources-Item




ProtocolIE-ID ::= 168

id-GNB-CU-RRC-Version







ProtocolIE-ID ::= 170

id-GNB-DU-RRC-Version







ProtocolIE-ID ::= 171

id-GNBDUOverloadInformation






ProtocolIE-ID ::= 172

id-CellGroupConfig
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