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1	Introduction
This document provide a TP on NRPPa TP for BL CR according RAN3#121 bis agreement 
[bookmark: _Hlk142494367]TP for 38.455 
<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
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For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
ARP	Antenna Reference Point
BDS	BeiDou Navigation Satellite System
CG-SDT	Configured Grant Small Data Transmission
CID	Cell-ID (positioning method)
DL-PRS	Downlink Positioning Reference Signal 
E-CID	Enhanced Cell-ID (positioning method)
EGNOS	European Geostationary Navigation Overlay Service
GAGAN	GPS Aided Geo Augmented Navigation
GLONASS	GLObal'naya NAvigatsionnaya Sputnikovaya Sistema (Engl.: Global Navigation Satellite System
GNSS	Global Navigation Satellite System
GPS	Global Positioning System
LMF	Location Management Function
LPHAP	Low Power High Accuracy Positioning
LPP	LTE Positioning Protocol
MSAS	Multi-functional Satellite Augmentation System
NavIC	NAVigation with Indian Constellation
NRPPa	NR Positioning Protocol A
OTDOA	Observed Time Difference of Arrival
posSIB	Positioning SIB
PRS	Positioning Reference Signal (for E-UTRA)
QZSS	Quasi-Zenith Satellite System
RSRP	Reference Signal Received Power
RSSI	Received Signal Strength Indicator
RSTD	Reference Signal Time Difference
SBAS	Space Based Augmentation System
SRS	Sounding Reference Signal
TEG	Timing Error group
TRP	Transmission-Reception Point
UE	User Equipment
UL-AoA	Uplink Angle of Arrival 
UL-RSCP	UL Reference Signal Carrier Phase
UL-RTOA	Uplink Relative Time of Arrival
UL-SRS	Uplink Sounding Reference Signal
UL SRS-RSRPP	UL SRS reference signal received path power
WAAS	Wide Area Augmentation System
Z-AoA	Zenith Angles of Arrival
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The NRPPa protocol provides the following functions:
-	E-CID Location Information Transfer. This function allows the NG-RAN node to exchange location information with LMF for the purpose of E-CID positioning and NR E-CID positioning.
-	OTDOA Information Transfer. This function allows the NG-RAN node to exchange information with the LMF for the purpose of OTDOA positioning.
-	Reporting of General Error Situations. This function allows reporting of general error situations, for which function specific error messages have not been defined.
-	Assistance Information Transfer. This function allows the LMF to exchange information with the NG-RAN node for the purpose of assistance information broadcasting.
-	Positioning Information Transfer. This function allows the NG-RAN node to exchange positioning information with the LMF for the purpose of positioning. 
-	Measurement Information Transfer. This function allows the LMF to exchange measurement information with the NG-RAN node for the purpose of positioning.
-	TRP Information Transfer. This function allows an LMF to obtain TRP related information from an NG-RAN node.
-	PRS Information Transfer. This function allows the LMF to exchange PRS related information with the NG-RAN node.
-	Measurement Preconfiguration Information Transfer. This function allows the LMF to request the NG-RAN node to preconfigure and activate measurement gap and/or PRS processing window.
-    LPHAP Information Transfer. This function allows the LMF to notify the NG-RAN of SRS related information for the purpose of LPHAP with validity area.
The mapping between the above functions and NRPPa EPs is shown in the table below.
Table 7-1: Mapping between NRPPa functions and NRPPa EPs
	Function
	Elementary Procedure(s)

	E-CID Location Information Transfer
	a) E-CID Measurement Initiation
b) E-CID Measurement Failure Indication
c) E-CID Measurement Report
d) E-CID Measurement Termination

	OTDOA Information Transfer
	OTDOA Information Exchange

	Assistance Information Transfer
	a) Assistance Information Control
b) Assistance Information Feedback

	Reporting of General Error Situations
	Error Indication

	Positioning Information Transfer
	a) Positioning Information Exchange
b) Positioning Information Update
c) Positioning Activation
d) Positioning Deactivation

	TRP Information Transfer
	TRP Information Exchange

	Measurement Information Transfer
	a) Measurement
b) Measurement Update
c) Measurement Report
d) Measurement Abort
e) Measurement Failure Indication

	PRS Information Transfer
	PRS Configuration Exchange

	Measurement Preconfiguration Information Transfer
	Measurement Preconfiguration
Measurement Activation

	LPHAP Information Transfer
	SRS Information Reservation Notification
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In the following tables, all EPs are divided into Class 1 and CSlass 2 EPs.
Table 8.1-1: Class 1 Elementary Procedures
	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	E-CID Measurement Initiation
	E-CID MEASUREMENT INITIATION REQUEST
	E-CID MEASUREMENT INITIATION RESPONSE
	E-CID MEASUREMENT INITIATION FAILURE

	OTDOA Information Exchange
	OTDOA INFORMATION REQUEST
	OTDOA INFORMATION RESPONSE
	OTDOA INFORMATION FAILURE

	Positioning Information Exchange
	POSITIONING INFORMATION REQUEST
	POSITIONING INFORMATION RESPONSE
	POSITIONING INFORMATION FAILURE

	TRP Information Exchange
	TRP INFORMATION REQUEST
	TRP INFORMATION RESPONSE
	TRP INFORMATION FAILURE

	Measurement
	MEASUREMENT REQUEST
	MEASUREMENT RESPONSE
	MEASUREMENT FAILURE

	Positioning Activation
	POSITIONING ACTIVATION REQUEST
	POSITIONING ACTIVATION  RESPONSE
	POSITIONING ACTIVATION 
FAILURE

	PRS Configuration Exchange
	PRS CONFIGURATION REQUEST
	PRS CONFIGURATION RESPONSE
	PRS CONFIGURATION FAILURE

	Measurement Preconfiguration
	MEASUREMENT PRECONFIGURATION REQUIRED 
	MEASUREMENT PRECONFIGURATION CONFIRM
	MEASUREMENT PRECONFIGURATION REFUSE



Table 8.1-2: Class 2 Elementary Procedures
	Elementary Procedure
	Initiating Message

	E-CID Measurement Failure Indication
	E-CID MEASUREMENT FAILURE INDICATION

	E-CID Measurement Report
	E-CID MEASUREMENT REPORT

	E-CID Measurement Termination
	E-CID MEASUREMENT TERMINATION COMMAND

	Error Indication
	ERROR INDICATION

	Assistance Information Control
	ASSISTANCE INFORMATION CONTROL

	Assistance Information Feedback
	ASSISTANCE INFORMATION FEEDBACK

	Positioning Information Update
	POSITIONING INFORMATION UPDATE

	Measurement Report
	MEASUREMENT REPORT

	Measurement Update
	MEASUREMENT UPDATE

	Measurement Abort
	MEASUREMENT ABORT

	Measurement Failure Indication
	MEASUREMENT FAILURE INDICATION

	Positioning Deactivation
	POSITIONING DEACTIVATION

	Measurement Activation
	MEASUREMENT ACTIVATION

	SRS Information Reservation Notification
	SRS INFORMATION RESERVATION NOTIFICATION 
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8.2	Location Information Transfer Procedures
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The Positioning Information Exchange procedure is initiated by the LMF to request to the NG-RAN node positioning information for the UE. This procedure applies only if the NG-RAN node is a gNB.
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Figure 8.2.6.2-1: Positioning Information Exchange procedure, successful operation
The LMF initiates the procedure by sending a POSITIONING INFORMATION REQUEST message to the NG-RAN node.
If the Requested SRS Transmission Characteristics IE is included in the POSITIONING INFORMATION REQUEST message, the NG-RAN node may take this information into account when configuring SRS transmissions for the UE, and it shall include the SRS Configuration IE and the SFN Initialisation Time IE in the POSITIONING INFORMATION RESPONSE message.
[bookmark: _Toc51775924][bookmark: _Toc56772946][bookmark: _Toc64447575][bookmark: _Toc74152231]If the Spatial Relation Information per SRS Resource IE and the Periodicity List IE are both included in the Requested SRS Transmission Characteristics IE, the NG-RAN node shall consider that the Spatial Relation per SRS Resource Item IE and the Periodicity List Item IE have one-to-one mapping relation.
[bookmark: _Toc88654084]If the UE Reporting Information IE is included in the POSITIONING INFORMATION REQUEST message, the NG-RAN node may take this information into account for allocating proper CG-SDT resources when positioning a UE.
If the UE TEG Information Request IE is included in the POSITIONING INFORMATION REQUEST message and set to "onDemand", the NG-RAN node shall, if supported, provide the UE Tx TEG association in the POSITIONING INFORMATION RESPONSE message.
[bookmark: _Toc99056133][bookmark: _Toc99959066][bookmark: _Toc105612247][bookmark: _Toc106109463]If the UE TEG Information Request IE is set to "periodic", the NG-RAN node shall, if supported, reply with the POSITIONING INFORMATION RESPONSE message without including any UE Tx TEG association in this message. The NG-RAN node shall then take the UE TEG Reporting Periodicity IE into account when configuring the UE’s periodic UE Tx TEG association reporting and initiate the Positioning Information Update procedure for reporting the UE Tx TEG association received from the UE, if any.
If the LPHAP Assistance Information IE within the Requested SRS Transmission Characteristics IE  is included in the POSITIONING INFORMATION REQUEST message, the NG-RAN node may take this information into account for configuring SRS transmissions for the UE in the indicated validty area, and it shall include SRS Configuration IE the SFN initialisation time IE and the LPHA P Validity Area Cells IE in the POSITIONING INFORMATION RESPONSE message.

Editor’s note:  If the SRS Configuration could be re-use is FFS
Editor’s Note: If the recommended validity area is not modified by the gNB, whether to include LPHAP Validity Are a Cells in the Response message is FFS.
      Editor’s note:  the procedural text needs further refinement.
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Figure 8.2.6.3-1: Positioning Information Exchange procedure, unsuccessful operation
If the Requested SRS Transmission Characteristics IE is included in the POSITIONING INFORMATION REQUEST message and the NG-RAN node is unable to configure any SRS transmissions for the UE, it shall respond with a POSITIONING INFORMATION FAILURE message. If a handover of the target UE has been triggered, the NG-RAN node shall send a POSITIONING INFORMATION FAILURE message with an appropriate cause value.
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Void.
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8.2.x	SRS Information Reservation Notification
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The purpose of the SRS Information Reservation Notification procedure is to allow the LMF to notify the NG-RAN node to reserve or release SRS resources in the positioning validity area. 
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Figure 8.2.x.2-1: SRS Information Reservation Notification procedure, successful operation
The LMF initiates the procedure by sending a SRS INFORMATION RESERVATION NOTIFICATION message to the NG-RAN node. 
If the SRS Reservation Request IE is set to "reserve", the NG-RAN node shall reserve the indicated SRS LPHAP configuration for LPHAP in the indicated Validity Area Cells. If SRS Reservation Request IE is set to "release", the NG-RAN node shall release the previous SRS configuration in all the validity area.
Editor’s note:  If the SRS Configuration could be re-use is FFS
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Not Applicable.
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Void.
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9.1	Message Functional Definition and Content
9.1.1	Messages for Location Information Transfer Procedures
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This message is sent by the LMF to request positioning information.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	Requested SRS Transmission Characteristics
	O
	
	9.2.27
	
	YES
	ignore

	UE Reporting Information
	O
	
	9.2.70
	
	YES
	ignore

	UE TEG Information Request
	O
	
	ENUMERATED(onDemand, periodic, stop, …)
	
	YES
	ignore

	UE TEG Reporting Periodicity
	C-ifUeTegInfoReqPeriodic
	
	ENUMERATED (160ms, 320ms, 1280ms, 2560ms, 61440ms, 81920ms, 368640ms, 737280ms, …)
	
	YES
	reject



	Condition
	Explanation

	ifUeTegInfoReqPeriodic
	This IE shall be present if the UE TEG Information Request IE is set to the value "periodic".




<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc51775995][bookmark: _Toc56773017][bookmark: _Toc64447646][bookmark: _Toc74152302][bookmark: _Toc88654155][bookmark: _Toc99056217][bookmark: _Toc99959150][bookmark: _Toc105612336][bookmark: _Toc106109552][bookmark: _Toc112766444][bookmark: _Toc113379360][bookmark: _Toc120091913][bookmark: _Toc138758539]9.1.1.11	POSITIONING INFORMATION RESPONSE
This message is sent by the NG-RAN node to provide positioning information.
Direction: NG-RAN node  LMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	[bookmark: _Hlk50141307]SRS Configuration
	O
	
	9.2.28
	
	YES
	ignore

	SFN Initialisation Time
	O
	
	Relative Time 1900 
9.2.36
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.2
	
	YES
	ignore

	UE Tx TEG Association List
	O
	
	9.2.78
	
	YES
	ignore

	LPHAP Validity Area Cells
	O
	
	9.2.A3
	
	YES
	ignore



Editor’s note:  If the SRS Configuration could be re-use is FFS

<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>
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This IE contains the requested SRS configuration for the UE.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Number Of Periodic Transmissions
	C-ifResourceTypePeriodic
	
	INTEGER (0..500,…)
	The number of periodic SRS transmissions requested. The value of ‘0’ represents an infinite number of periodic SRS transmissions.
	
	

	Resource Type
	M
	
	ENUMERATED (periodic, semi-persistent, aperiodic, …)
	
	
	

	CHOICE Bandwidth
	M
	
	
	
	
	

	>FR1
	
	
	ENUMERATED (5mHz, 10mHz, 20mHz, 40mHz, 50mHz, 80mHz, 100mHz, ...)
	
	
	

	>FR2
	
	
	ENUMERATED (50mHz, 100mHz, 200mHz, 400mHz,…)
	
	
	

	SRS Resource Set List
	
	0.. 1
	
	
	
	

	>SRS Resource Set Item
	
	1..< maxnoSRS-ResourceSets>
	
	
	
	

	>>Number of SRS Resources Per Set
	O
	
	INTEGER (1..16,...)
	The number of SRS Resources per resource set for SRS transmission. 
	
	

	>>Periodicity List
	
	0.. 1
	
	
	
	

	>>>Periodicity List Item
	
	1..<maxnoSRS-ResourcePerSet>
	
	
	
	

	>>>>PeriodicitySRS
	M
	
	ENUMERATED (0.125, 0.25, 0.5, 0.625, 1, 1.25, 2, 2.5, 4, 5, 8, 10, 16, 20, 32, 40, 64, 80, 160, 320, 640, 1280, 2560, 5120, 10240, …)
	Milli-seconds
	
	

	>>Spatial Relation Information
	O
	
	9.2.34
	This IE is ignored if the Spatial Relation Information per SRS Resource IE is present.
	
	

	>>Pathloss Reference Information
	O
	
	9.2.53
	
	
	

	>>Spatial Relation Information per SRS Resource
	O
	
	9.2.60
	
	
	

	SSB Information
	O
	
	9.2.54
	
	
	

	SRS Frequency
	O
	
	INTEGER(0..3279165)
	NR ARFCN 
The carrier frequency of SRS transmission bandwidth.
	YES
	ignore

	LPHAP Assistance Information
	O
	
	9.2.A1
	
	YES
	ignore



	Condition
	Explanation

	ifResourceTypePeriodic
	This IE shall be present if the Resource Type IE is set to the value "Periodic".



	Range bound
	Explanation

	maxnoSRS-ResourceSets
	Maximum no of requested SRS Resource Sets for SRS transmission. Value is 16.

	maxnoSRS-ResourcePerSet  
	Maximum no of SRS Resources per set. Value is 16.
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This message is sent by the LMF to notify the NG-RAN node to reserve or release SRS resources for LPHAP.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	SRS Reservation Request 
	M
	
	ENUMERATED(reserve, release, …)
	
	YES
	ignore

	SRS Configuration FFS
	M
	
	9.2.28 FFS
	
	YES
	ignore

	LPHAP Validity Area Cells
	M
	
	9.2.A3
	
	YES
	reject



[bookmark: _Hlk147951370]Editor’s Note: Whether the SRS configuration or alternative IE should be sent for reservation by the LMF is FFS
Editor’s note: the details of the SRS Configuration IE are FFS
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<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>
9.2.A1  LPHAP Assistance Information 
This IE is used to indicate the recommended SRS Characteristics for LPHAP with validity area.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	LPHAP Validity Area Cells
	M
	
	9.2.A3
	

	LPHAP SRS Parameters
	M
	
	9.2.A4
	




<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>
[bookmark: _Hlk147948880]9.2.A3  LPHAP Validity Area Cells
This IE is used to indicate the cells belong to the validity area.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Positioning Validity Area Cell List
	
	1
	
	

	>LPHAP Validity Area Cell Item
	
	1 .. <maxnoVACell>
	
	

	>>NR CGI 
	O
	
	9.2.6
	

	>>NR PCI FFS
	O
	
	INTEGER (0..1007)
	



	Range bound
	Explanation

	maxnoVACell
	FFS




[bookmark: _Hlk147951522]9.2.A4  LPHAP SRS Parameters (FFS)
[bookmark: _Hlk147951532]This IE is used to indicate the set of recommended SRS LPHAP parameters for the Validity Area.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	TransmissionComb
	FFS
	
	
	

	CHOICE Transmission Comb
	M
	
	
	

	>Comb Two
	
	
	
	

	>>Comb Offset
	M
	
	INTEGER(0..1)
	

	>>Cyclic Shift
	M
	
	INTEGER(0..7)
	

	>Comb Four
	
	
	
	

	>>Comb Offset
	M
	
	INTEGER(0..3)
	

	>>Cyclic Shift
	M
	
	INTEGER(0..11)
	

	>Comb Eight
	
	
	
	

	>>Comb Offset
	M
	
	INTEGER(0..7)
	

	>>Cyclic Shift
	M
	
	INTEGER(0..5)
	

	ResourceMapping
	FFS
	
	
	

	Resource Mapping
	M
	
	
	

	>Start Position
	M
	
	INTEGER(0..13)
	Start Position

	>Number of Symbols
	M
	
	ENUMERATED(n1,n2,n4, n8, n12}
	Number of Symbols

	>repetitionFactor
	
	
	
	

	FreqDomainShif/c-SRS
	
	
	
	

	Frequency Domain Shift
	M
	
	INTEGER(0..268)
	Frequency Domain Shift

	C-SRS
	M
	
	INTEGER(0..63)
	

	PeriodicityAndOffset
	FFS
	
	
	

	CHOICE Resource Type
	M
	
	
	

	>Periodic
	
	
	
	

	>>Periodicity
	M
	
	ENUMERATED(slot1, slot2, slot4, slot5, slot8, slot10, slot16, slot20, slot32, slot40, slot64, slot80, slot160, slot320, slot640, slot1280, slot2560, …)
	

	>>Offset
	M
	
	INTEGER(0..2559, …)
	

	>Semi-persistent
	
	
	
	

	>>Periodicity
	M
	
	ENUMERATED(slot1, slot2, slot4, slot5, slot8, slot10, slot16, slot20, slot32, slot40, slot64, slot80, slot160, slot320, slot640, slot1280, slot2560, …)
	

	>>Offset
	M
	
	INTEGER(0..2559, …)
	

	>Aperiodic
	
	
	
	

	>>Aperiodic Resource Type
	M
	
	ENUMERATED(true,…)
	

	SequenceId
	FFS
	
	
	

	Sequence ID
	M
	
	INTEGER(0..1023)
	



  <<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>
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