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1	Introduction
This document provides a TP on F1AP TP for BL CR according RAN3#121 bis agreement 
TP for TS 38.473 
<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
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For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
5GC	5G Core Network
5QI	5G QoS Identifier
AMF	Access and Mobility Management Function
ARP	Antenna Reference Point
ARPI	Additional RRM Policy Index
BH	Backhaul
CAG	Closed Access Group
CN	Core Network
CG	Cell Group
CG-SDT	Configured Grant-Small Data Transmission
CGI	Cell Global Identifier 
CHO	Conditional Handover
CP	Control Plane 
CPA	Conditional PSCell Addition
CPC	Conditional PSCell Change
DAPS	Dual Active Protocol Stack
DL	Downlink 
DL-PRS	Downlink Positioning Reference Signal
EN-DC	E-UTRA-NR Dual Connectivity
EPC	Evolved Packet Core
FSA ID	MBS Frequency Selection Area (FSA) ID
IAB	Integrated Access and Backhaul
IMEISV	International Mobile station Equipment Identity and Software Version number
LMF	Location Management Function
LPHAP			Low Power High Accuracy Positioning
MBS	Multicast/Broadcast Service
NID	Network Identifier
NPN	Non-Public Network
NSAG	Network Slice AS Group
NSSAI	Network Slice Selection Assistance Information
PDC	Propagation Delay Compensation
PEIPS	Paging Early Indication with Paging Subgrouping
posSIB	Positioning SIB
PNI-NPN	Public Network Integrated NPN
PTP	Point to Point
PTM	Point to Multipoint
QMC	QoE Measurement Collection
QoE	Quality of Experience
RANAC	RAN Area Code
RedCap	Reduced Capability
RIM	Remote Interference Management
RIM-RS	RIM Reference Signal
RRC	Radio Resource Control
RSPP	Ranging/Sidelink Positioning Protocol
RSRP	Reference Signal Received Power
SDT	Small Data Transmission
SNPN	Stand-alone Non-Public Network
S-NSSAI	Single Network Slice Selection Assistance Information
SUL	Supplementary Uplink
TAC	Tracking Area Code
TAI	Tracking Area Identity
TEG	Timing Error Group
TRP	Transmission-Reception Point
U2N	UE-to-Network
UL-AoA	Uplink Angle of Arrival 
UL-RTOA	Uplink Relative Time of Arrival
UL-SRS	Uplink Sounding Reference Signal
UL-RSCP	UL Reference Signal Carrier Phase
Z-AoA	Zenith Angles of Arrival
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In the following tables, all EPs are divided into Class 1 and Class 2 EPs (see subclause 3.1 for explanation of the different classes):
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Table 2: Class 2 procedures
	Elementary Procedure
	Message

	Error Indication
	ERROR INDICATION

	UE Context Release Request (gNB-DU initiated)
	UE CONTEXT RELEASE REQUEST

	Initial UL RRC Message Transfer
	INITIAL UL RRC MESSAGE TRANSFER

	DL RRC Message Transfer
	DL RRC MESSAGE TRANSFER

	UL RRC Message Transfer
	UL RRC MESSAGE TRANSFER

	UE Inactivity Notification 
	UE INACTIVITY NOTIFICATION

	System Information Delivery
	SYSTEM INFORMATION DELIVERY COMMAND

	Paging
	PAGING

	Notify
	NOTIFY

	PWS Restart Indication
	PWS RESTART INDICATION

	PWS Failure Indication
	PWS FAILURE INDICATION

	gNB-DU Status Indication
	GNB-DU STATUS INDICATION

	RRC Delivery Report
	RRC DELIVERY REPORT

	Network Access Rate Reduction
	NETWORK ACCESS RATE REDUCTION

	Trace Start
	TRACE START

	Deactivate Trace
	DEACTIVATE TRACE

	DU-CU Radio Information Transfer
	DU-CU RADIO INFORMATION TRANSFER

	CU-DU Radio Information Transfer
	CU-DU RADIO INFORMATION TRANSFER

	Resource Status Reporting
	RESOURCE STATUS UPDATE

	Access And Mobility Indication
	ACCESS AND MOBILITY INDICATION

	Reference Time Information Reporting Control
	REFERENCE TIME INFORMATION REPORTING CONTROL

	Reference Time Information Report
	REFERENCE TIME INFORMATION REPORT

	Access Success
	ACCESS SUCCESS

	Cell Traffic Trace
	CELL TRAFFIC TRACE

	Positioning Assistance Information Control
	POSITIONING ASSISTANCE INFORMATION CONTROL

	Positioning Assistance Information Feedback
	POSITIONING ASSISTANCE INFORMATION FEEDBACK

	Positioning Measurement Report
	POSITIONING MEASUREMENT REPORT

	Positioning Measurement Abort
	POSITIONING MEASUREMENT ABORT

	Positioning Measurement Failure Indication
	POSITIONING MEASUREMENT FAILURE INDICATION

	Positioning Measurement Update
	POSITIONING MEASUREMENT UPDATE

	Positioning Deactivation
	POSITIONING DEACTIVATION

	E-CID Measurement Failure Indication
	E-CID MEASUREMENT FAILURE INDICATION

	E-CID Measurement Report
	E-CID MEASUREMENT REPORT

	E-CID Measurement Termination
	E-CID MEASUREMENT TERMINATION COMMAND

	Positioning Information Update
	POSITIONING INFORMATION UPDATE

	Multicast Group Paging
	MULTICAST GROUP PAGING

	Broadcast Context Release Request
	BROADCAST CONTEXT RELEASE REQUEST

	Multicast Context Release Request
	MULTICAST CONTEXT RELEASE REQUEST

	PDC Measurement Report
	PDC MEASUREMENT REPORT

	PDC Measurement Termination
	PDC MEASUREMENT TERMINATION COMMAND

	PDC Measurement Failure Indication
	PDC MEASUREMENT FAILURE INDICATION

	PDC Measurement Termination
	PDC MEASUREMENT TERMINATION COMMAND

	Measurement Activation 
	MEASUREMENT ACTIVATION 

	QoE Information Transfer
	QOE INFORMATION TRANSFER

	Positioning System Information Delivery
	POSITIONING SYSTEM INFORMATION DELIVERY COMMAND

	SRS Information Reservation Notification
	SRS INFORMATION RESERVATION NOTIFICATION 
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[bookmark: _MON_1318314392][bookmark: _MON_1318314530][bookmark: _MON_1318271543]The Positioning Information Exchange procedure is initiated by the gNB-CU to indicate to the gNB-DU the need to configure the UE to transmit SRS signals and to retrieve the SRS configuration from the gNB-DU. The procedure uses UE-associated signalling.
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Figure 8.13.9.2-1: Positioning Information Exchange procedure, successful operation
The gNB-CU initiates the procedure by sending a POSITIONING INFORMATION REQUEST message to the gNB-DU.
[bookmark: _Hlk51140749]If the Requested SRS Transmission Characteristics IE is included in the POSITIONING INFORMATION REQUEST message, the gNB-DU may take this information into account when configuring SRS transmissions for the UE, and it shall include the SRS Configuration IE and the SFN Initialisation Time IE in the POSITIONING INFORMATION RESPONSE message. If the SRS Positioning INACTIVE Query Indication IE is also included in the POSITIONING INFORMATION REQUEST message and set to ‘true’, the gNB-DU shall, if supported, include the SRS-PosRRC-InactiveConfig IE in the POSITIONING INFORMATION RESPONSE message.
[bookmark: _Toc534730101][bookmark: _Toc51763546][bookmark: _Toc64448712][bookmark: _Toc66289371][bookmark: _Toc74154484][bookmark: _Toc81383228][bookmark: _Toc88657861]If the Spatial Relation Information per SRS Resource IE and the Periodicity List IE are both included in the Requested SRS Transmission Characteristics IE, the gNB-DU shall consider that the Spatial Relation per SRS Resource Item IE and the Periodicity List Item IE have one-to-one mapping relation.
If the UE Reporting Information IE is included in the POSITIONING INFORMATION REQUEST message, the gNB-DU may take this information into account for allocating proper CG-SDT resources when positioning a UE.
If the LPHAP Assistance Information IE within the Requested SRS Transmission Characteristics IE is included in the POSITIONING INFORMATION REQUEST message, the gNB-DU shall, if supported, take this information into account for configuring SRS transmissions for the UE in the indicated validty area, and shall include the SRS-PosRRC-InactiveValidityAreaConfig IE, the SFN initialisation time IE and the LPHAP Validity Area Cells IE in the POSITIONING INFORMATION RESPONSE message.
[bookmark: _Hlk148086289]Editor’s note:  the procedural text and IE details are FFS
Editor’s Note: If the recommended validity area is not modified by the gNB-DU, whether to include LPHAP Validity Area Cells is FFS.

Interaction with the UE Context Modification Required (gNB-DU initiated) procedure:
The UE Context Modification Required (gNB-DU initiated) procedure may be performed before the POSITIONING INFORMATION RESPONSE message.
[bookmark: _Toc97910773][bookmark: _Toc99038412][bookmark: _Toc99730674][bookmark: _Toc105510793][bookmark: _Toc105927325][bookmark: _Toc106109865][bookmark: _Toc113835302][bookmark: _Toc120124145][bookmark: _Toc121161145]8.13.9.3	Unsuccessful Operation


Figure 8.13.9.3-1: Positioning Information Exchange procedure, unsuccessful operation
If the Requested SRS Transmission Characteristics IE is included in the POSITIONING INFORMATION REQUEST message and the gNB-DU is unable to configure any SRS transmissions for the UE, the gNB-DU shall respond with a POSITIONING INFORMATION FAILURE message with an appropriate cause value.
If the gNB-DU is unable to provide any of the requested information, the gNB-DU shall respond with a POSITIONING INFORMATION FAILURE message with an appropriate cause value.


<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>
8.13.x	SRS Information Reservation Notification
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The purpose of the SRS Information Reservation Notification procedure is to allow the gNB-CU to request the gNB-DU to reserve or release SRS resources in the positioning validity area [FFS]. 
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Figure 8.13.x.2-1: SRS Information Reservation Notification procedure, successful operation
The gNB-CU initiates the procedure by sending a SRS INFORMATION RESERVATION NOTIFICATION message to the gNB-DU 
If the SRS Reservation Request IE is set to "reserve", the gNB-DU shall reserve the indicated SRS configuration for LPHAP in the indicated Validity Area Cells. If the SRS Reservation Request IE is set to "release", the gNB-DU shall release the previous SRS configuration in all the validity area.
Editor’s Note: the procedural details are FFS, especially the structure of the validity area and whether it should be signalled over F1
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Not Applicable.
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Void.
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This message is sent by the gNB-CU to indicate to the gNB-DU the need to configure the UE to transmit SRS signals for uplink positioning measurement and also to retrieve the SRS configuration from the gNB-DU.
Direction: gNB-CU  gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	M
	
	9.3.1.5
	
	YES
	reject

	Requested SRS Transmission Characteristics
	O
	
	9.3.1.175
	
	YES
	ignore

	UE Reporting Information
	O
	
	9.3.1.255
	
	YES
	ignore

	SRS Positioning INACTIVE Query Indication
	O
	
	ENUMERATED (true, ...)
	Applicable only if the Requested SRS Transmission Characteristics IE is present
	YES
	ignore
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This message is sent by the gNB-DU to provide the configured SRS information to the gNB-CU.
Direction: gNB-DU  gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	M
	
	9.3.1.5
	
	YES
	reject

	SRS Configuration
	O
	
	9.3.1.192
	
	YES
	ignore

	SFN Initialisation Time
	O
	
	Relative Time 1900
9.3.1.183
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore

	SRS-PosRRC-InactiveConfig
	O
	
	OCTET STRING
	Includes the SRS-PosRRC-InactiveConfig IE as defined in TS 38.331 [8]
	YES
	ignore

	[bookmark: _Hlk146731013]SRS-PosRRC-InactiveValidityAreaConfig
	O
	
	OCTET STRING
	Includes the SRS-PosRRC-InactiveValidityAreaConfig IE as defined in TS 38.331 [8]
	YES
	ignore

	LPHAP Validity Area Cells(FFS)
	O
	
	9.3.1.A2
	
	YES
	ignore



Editor’s Note: whehter gNB-DU needs to be awre of the validity area cells need further discussion
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This IE contains the requested SRS configuration for the UE for positioning purposes.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Number Of Periodic Transmissions
	C-ifResourceTypePeriodic
	
	INTEGER (0..500,…)
	The number of periodic SRS transmissions requested. The value of ‘0’ represents an infinite number of SRS transmissions.
	-
	

	Resource Type
	M
	
	ENUMERATED (periodic, semi-persistent, aperiodic, …)
	
	-
	

	CHOICE Bandwidth SRS
	M
	
	
	
	-
	

	>FR1
	
	
	
	
	-
	

	>>FR1 Bandwidth
	M
	
	ENUMERATED (5, 10, 20, 40, 50, 80, 100, ...)
	
	-
	

	>FR2
	
	
	
	
	-
	

	>>FR2 Bandwidth
	M
	
	ENUMERATED (50, 100, 200, 400,…,800,1600, 2000)
	
	-
	

	SRS Resource Set List
	
	0.. 1
	
	
	-
	

	>SRS Resource Set Item
	
	1..< maxnoSRS-ResourceSets>
	
	
	-
	

	>>Number of SRS Resources Per Set
	O
	
	INTEGER (1..16,...)
	The number of SRS Resources per resource set for SRS transmission. 
	-
	

	>>Periodicity List
	
	0.. 1
	
	
	-
	

	>>>Periodicity List Item
	
	1..<maxnoSRS-ResourcePerSet>
	
	
	-
	

	>>>>PeriodicitySRS
	M
	
	ENUMERATED (0.125, 0.25, 0.5, 0.625, 1, 1.25, 2, 2.5, 4, 5, 8, 10, 16, 20, 32, 40, 64, 80, 160, 320, 640, 1280, 2560, 5120, 10240, …)
	Milli-seconds
	-
	

	>>Spatial Relation Information
	O
	
	9.3.1.181
	This IE is ignored if the Spatial Relation Information per SRS Resource IE is present.
	-
	

	>>Pathloss Reference Information
	O
	
	9.3.1.201
	
	-
	

	>>Spatial Relation Information per SRS Resource
	O
	
	9.3.1.210
	
	YES
	ignore

	SSB Information
	O
	
	9.3.1.202
	
	-
	

	SRS Frequency
	O
	
	INTEGER(0..3279165)

	NR ARFCN 
The carrier frequency of SRS transmission bandwidth.
	YES
	ignore

	LPHAP Assistance Information
	O
	
	9.3.1.A1
	
	YES
	ignore



	Condition
	Explanation

	ifResourceTypePeriodic
	This IE shall be present if the Resource Type IE is set to the value "Periodic".



	Range bound
	Explanation

	maxnoSRS-ResourceSets
	Maximum no of requested SRS Resource Sets for SRS transmission. Value is 16.

	maxnoSRS-ResourcePerSet
	Maximum no of SRS Resources per set. Value is 16.
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This message is sent by the gNB-CU to notify the gNB-DU to reserve or release SRS resources for LPHAP.
Direction: gNB-CU  gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	-
	

	SRS Reservation Request 
	M
	
	ENUMERATED(reserve, release, …)
	
	YES
	ignore

	SRS Configuration FFS
	M
	
	9.3.1.129
	
	YES
	ignore

	LPHAP Validity Area Cells
	M
	
	9.3.1.A2
	
	YES
	reject



[bookmark: _Hlk147951370]Editor’s Note: Whether the legacy SRS configuration IE or alternative IE should be sent for reservation by the gNB-DU is FFS
Editor’s note: the details of the signalled LPHAP Validity Area Cells IE in this message are FFS
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9.3.1.A1  LPHAP Assistance Information
This IE is used to indicate the recommended SRS Characteristics for LPHAP with validity area.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	LPHAP Validity Area Cells
	M
	
	9.3.1.A2
	

	LPHAP SRS Parameters
	M
	
	9.3.1.A3
	



9.3.1.A2  LPHAP Validity Area Cells
This IE is used to indicate the cells belong to the validity area.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Positioning Validity Area Cell List
	
	1
	
	

	>LPHAP Validity Area Cell Item
	
	1 .. <maxnoPACell>
	
	

	>>NR CGI 
	O
	
	9.3.1.12
	

	>>NR PCI FFS
	O
	
	INTEGER (0..1007)
	



	Range bound
	Explanation

	maxnoPACell
	FFS


Editor’s note: the details of the IE structure are FFS
9.3.1.A3  LPHAP SRS Parameters (FFS)
This IE is used to indicate the set of recommended SRS for LPHAP Configuration in the Validity Area.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Transmission Comb
	M
	
	
	

	>Comb Two
	
	
	
	

	>>Comb Offset
	M
	
	INTEGER(0..1)
	

	>>Cyclic Shift
	M
	
	INTEGER(0..7)
	

	>Comb Four
	
	
	
	

	>>Comb Offset
	M
	
	INTEGER(0..3)
	

	>>Cyclic Shift
	M
	
	INTEGER(0..11)
	

	>Comb Eight
	
	
	
	

	>>Comb Offset
	M
	
	INTEGER(0..7)
	

	>>Cyclic Shift
	M
	
	INTEGER(0..5)
	

	Resource Mapping
	M
	
	
	

	>Start Position
	M
	
	INTEGER(0..13)
	Start Position

	>Number of Symbols
	M
	
	ENUMERATED(n1,n2,n4, n8, n12}
	Number of Symbols

	>repetitionFactor
	
	
	
	

	Frequency Domain Shift
	M
	
	INTEGER(0..268)
	Frequency Domain Shift

	C-SRS
	M
	
	INTEGER(0..63)
	

	CHOICE Resource Type
	M
	
	
	

	>Periodic
	
	
	
	

	>>Periodicity
	M
	
	ENUMERATED(slot1, slot2, slot4, slot5, slot8, slot10, slot16, slot20, slot32, slot40, slot64, slot80, slot160, slot320, slot640, slot1280, slot2560, …)
	

	>>Offset
	M
	
	INTEGER(0..2559, …)
	

	>Semi-persistent
	
	
	
	

	>>Periodicity
	M
	
	ENUMERATED(slot1, slot2, slot4, slot5, slot8, slot10, slot16, slot20, slot32, slot40, slot64, slot80, slot160, slot320, slot640, slot1280, slot2560, …)
	

	>>Offset
	M
	
	INTEGER(0..2559, …)
	

	>Aperiodic
	
	
	
	

	>>Aperiodic Resource Type
	M
	
	ENUMERATED(true,…)
	

	Sequence ID
	M
	
	INTEGER(0..1023)
	



EN: All the IEs above are FFS

  <<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>
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