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1 Introduction
This contribution includes miscellaneous Correction on the BL CR.
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The purpose of the Handover Resource Allocation procedure is to reserve resources at the target eNB for the handover of a UE.
[bookmark: _Toc20953426][bookmark: _Toc29390603][bookmark: _Toc36551340][bookmark: _Toc45831537][bookmark: _Toc51762490][bookmark: _Toc64381542][bookmark: _Toc73964060][bookmark: _Toc88646668][bookmark: _Toc97882617][bookmark: _Toc98531192][bookmark: _Toc105517264][bookmark: _Toc106108155][bookmark: _Toc113656740][bookmark: _Toc114051959][bookmark: _Toc120011348]8.4.2.2	Successful Operation


Figure 8.4.2.2-1: Handover resource allocation: successful operation
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]The MME initiates the procedure by sending the HANDOVER REQUEST message to the target eNB. The HANDOVER REQUEST message may contain the Handover Restriction List IE, which contains roaming or access restrictions.
UNCHANGED PART OMITTED
If the Source SN ID IE is included in the Source eNB to Target eNB Transparent Container IE within the HANDOVER REQUEST message, the target eNB shall, if supported, use it to decide whether direct forwarding path is available between the target eNB and this source RAN node. If the direct forwarding path is available, the target eNB shall include the Direct Forwarding Path Availability IE in the Target eNB to Source eNB Transparent Container IE within the HANDOVER REQUEST ACKNOWLEDGE message.
If the Direct Forwarding Path Availability IE is included in the Source eNB to Target eNB Transparent Container IE within the HANDOVER REQUEST message, the target eNB may use the information to assign tunnel endpoints in case of inter-system handover.
If the HANDOVER REQUEST message contains within the Source eNB to Target eNB Transparent Container IE the Time Based Handover Information IE, the target eNB may use this information to allocate necessary resources for the incoming handover.


<<<<<< NEXT CHANGE >>>>>>
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The Source eNB to target eNB Transparent Container IE is an information element that is produced by the source eNB and is transmitted to the target eNB. For inter-system handovers to E-UTRAN, the IE is transmitted from the external handover source to the target eNB.
This IE is transparent to the EPC.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	RRC Container
	M
	
	OCTET STRING
	Includes the HandoverPreparation Information message as defined in subclause 10.2.2 of TS 36.331 [16].
	-
	

	E-RABs Information List
	
	0..1
	
	
	-
	

	>E-RABs Information Item
	
	1 .. <maxnoof E-RABs>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.1.2
	
	-
	

	>>DL Forwarding
	O
	
	9.2.3.14
	
	-
	

	>>DAPS Request Information
	O
	
	9.2.1.155
	
	YES
	ignore

	>>Source Transport Layer Address
	O
	
	9.2.2.1
	Identifies the TNL address used by the sending node for direct data forwarding
towards the target eNB
	YES
	ignore

	>>Security Indication
	O
	
	9.2.1.163
	
	YES
	ignore

	>>Source Node Transport Layer Address
	O
	
	9.2.2.1
	Identifies the TNL address used by the source SN node for direct data forwarding
towards the target eNB
	YES
	ignore

	Target Cell ID
	M
	
	E-UTRAN CGI
9.2.1.38
	
	-
	

	Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.1.39
	
	-
	

	UE History Information
	M
	
	9.2.1.42
	
	-
	

	Mobility Information
	O
	
	BIT STRING (SIZE (32))
	Information related to the handover; the external handover source provides it in order to enable later analysis of the conditions that led to a wrong HO.
	YES
	ignore

	UE History Information from the UE
	O
	
	OCTET STRING
	Includes the VisitedCellInfoList IE contained in the UEInformationResponse message (TS 36.331 [16])
	YES
	ignore

	IMS voice EPS fallback from 5G
	O
	
	ENUMERATED (true, …)
	
	YES
	ignore

	Additional RRM Policy Index
	O
	
	9.2.1.39a
	
	YES
	ignore

	UE Context Reference at Source
	O
	
	9.2.1.144
	
	YES
	ignore

	Inter-system measurement Configuration
	O
	
	9.2.1.151
	
	YES
	ignore

	Source Node ID
	O
	
	9.2.1.152
	
	YES
	ignore

	Emergency Indicator
	O
	
	ENUMERATED (true, …)
	Indicates an emergency EPS voice fallback
	YES
	ignore

	UE Context Reference at Source eNB
	O
	
	eNB UE S1AP ID
9.2.3.4
	This IE is used for NTN operation.
	YES
	ignore

	Source SN ID
	O
	
	Global RAN Node ID
9.2.1.131
	
	YES
	ignore

	Direct Forwarding Path Availability
	O
	
	9.2.3.15
	Indicates whether a direct forwarding path between the source RAN node and the target eNB is available
	YES
	ignore

	Time Based Handover Information
	
	0..1
	
	This IE only applies to IoT NTN.
	YES
	ignore

	>Handover Window Start
	M
	
	INTEGER (0..549755813887)
	Corresponds to information provided in t1-Threshold as defined in TS 36.331 [16]
	-
	

	>Handover Window Duration
	M
	
	INTEGER (1..6000)
	Corresponds to information provided in duration in the condEventT1 IE as defined in TS 36.331 [16]
	
	



	Range bound
	Explanation

	maxnoofE-RABs
	Maximum no. of E-RABs for one UE. Value is 256.
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