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1. Overall Description:
SA2 is currently discussing the MBSR (i.e., mobile IAB-node) authorization state changed from authorized to non-authorized (e.g., due to subscription data update for the MBSR). The AMF notifies the Mobile IAB-node authorization status via the N2 message. SA2 noticed that when the AMF indicates the mobile IAB node is authorized, the mobile IAB-node integrates into the network. The donor-gNB communicates with IAB-MT via RRC messages to setup the backhaul, F1-C connection (i.e., as specified in TS 38.401 clause 8.12).

However, when an MBSR is no longer authorized as indicated to the gNB by AMF by N2 message, it’s not clear what is the gNB behaviour.

SA2 would like to check whether this is a correct understanding:

1) The gNB attempts to perform handover of all the UEs served by the MBSR 
2) When the step 1 completes, the gNB releases the F1-C

Q1: is the understanding above correct? 
Q2: Whether and how is the Mobile IAB-DU indicated to refrain from setting up a F1-C connection to the donor CU immediately after the F1-C release (is there an indication in the F1-C release instructing the DU to not try again)? 


2. Actions:
To RAN3
ACTION: 	SA2 kindly asks RAN3 to provide input information related to above questions and assumptions. 

3. Date of Next SA2 Meeting:
SA2#158                   August 21 - 25, 2023                                    Gothenburg, Sweden
SA2#159                   October 09 - 13, 2023                                       Xiamen, China
