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1. Introduction
This document draft a reply LS to R3-235031/S5-235777. The original LS R3-235031/S5-235777 raised four questions as copied in the annex.
[bookmark: _GoBack]The answer to the first question is based on the discussion in previous RAN3 meetings. The answer to the second/third question is based on our analysis. And the answer to the fourth question is based on R3-235140 we raised this meeting.
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1. Overall Description:
RAN3 thanks SA5’s reply LS on the Energy Cost index.
RAN3 confirms that SA5’s understanding is correct, and would like to provide answer to the questions listed in the LS:
1. Who should be responsible for defining the unified mapping rule: 3GPP / NG-RAN node vendor / Operator / Other? 
[RAN3]: The operator should be responsible. The phrase “unified” means that the rule in each gNB should be the same with the rule in its neighbours, regardless of their vendors.
2. Should the calculation of the Energy Cost be based on instantaneous power consumption measurement (in W) (implying that the Energy Cost can be constantly updated) or on min/max/mean energy consumption measurements (in KwH) made over a past period (whose duration can be configured by the Operator)?
3. Should the Energy Cost be calculated in near-real time or non-real time (see above)?
[RAN3]: RAN3 want to clarify that the averaging window length, if applicable, should be at magnitude of second, which may make this measurement as a near-real-time one. In addition, min/max energy consumption is useless for this use case.
4. What is your view on how to apply this Energy Cost concept to split NG-RAN nodes, where NG-RAN node components can be geographically distributed and/or virtualized?
[RAN3]: In this release RAN3 considers only the Energy Cost at gNB-DUs.

2. Actions:

To SA5:
ACTION: RAN3 respectfully asks SA5 to take the above feedback into account, and provide feedbacks if any.

3. Date of Next TSG-RAN3 Meetings:
TSG-RAN3 Meeting #122	13th – 17th November 2023	Chicago, US
TSG-RAN3 Meeting #123	26th February – 1st March 2024	Athens, Greece

