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[bookmark: _Ref189809556][bookmark: _Ref174151459]1 Introduction
During the RAN3 #120 meeting [1], potential mobility enhancements for mobile IAB were discussed and the following agreement was achieved,
· WA: As an enhancement to legacy handovers, the IAB-node may provide to the source DU’s CU a mapping between the source DU’s activated cells and the target DU’s activated cells so that the source DU’s CU can perform handover for the connected UEs. This agreement does not relate to the configuration sharing between two logical collocated mIAB-DUs
To be continued: 
It is FFS whether such mapping information is needed for all activated cells.
· The mIAB-DU’s NCGI is configured by OAM, and, e.g. to avoid CGI collision, it may be re-configured by the donor CU via F1 based on a list of NCGIs that has been configured on this donor CU by OAM or by pre-configuration. This should not affect the existing procedure of configuring NCGI of cells served by a stationary DU via OAM. 
The underlying assumption is that the DU´s OAM has visibility on the result of the CU-based CGI re-configuration. It needs to be further discussed how to ensure that such observability is supported. 

This contribution mainly focuses on the remaining issues of mobility enhancement for mobile IAB.
2 Discussion
2.1 Pre-configuration and cell mapping for mobile IAB 
2.1.1 PCI pre-configuration for mobile IAB-node
For the PCI collision mitigation, RAN3 #119b marked [2] “Whether PCI collision between mobile IAB cells can be predicted based on existing UE measurement report.” In our view, the UE may fail to report the cell information (if same PCI as the mobile IAB-DU) correctly, because this cell will cause great interference to the UE, and the UE cannot distinguish it, as shown in Figure 1.
[image: ]
Figure 1. UE-based PCI collision detection
Observation 1: If PCI collision occurs, the UE measurement report may not be helpful for PCI collision detection due to strong interference. 
However, we see that the mobile IAB-node detects the PCI collision based on the MT’s measurement, considering that the co-located DU’s transmission will not impact the IAB-MT’s measurement with proper duplex design. The IAB-MT can measure a neighbour cell, and know the cell’s PCIs. When the MT find a neighbour cell’s PCI is same as its co-located DU’s cell, the MT can detect the PCI collision.
To make the whole PCI collision avoidance mechanism work, a list of PCIs can be pre-configured to the mobile IAB-node. Such pre-configured PCI list doesn’t mean the mobility route should also be pre-configured, but acts as a backup PCI resource pool. That is, the pre-configured PCI list includes the PCIs that can be used to replace the collided one if a PCI collision happens. 
Proposal 1: A list of PCIs can be pre-configured to the mobile IAB node, and the mobile IAB node select a new one if detects potential confliction.
2.1.2 Cell mapping between the two logical DUs
RAN3 agreed in the last meeting that the IAB-node may provide to the source F1 terminating CU a mapping between the source DU’s activated cells and the target DU’s activated cells. In normal handover, the source CU chooses the target cell based on the UE’s measurement report. But in the mobile IAB-DU migration scenario, the relative positions between the UE and the two logical DUs do not change. UE’s handover is not because of the UE’s mobility, but the requirement of DU migration. The benefit of the source CU knowing the cell mapping is clear: The UE’s target cell can be directly assigned based on the source cell and the target cell mapping, without the measurement report. That will be helpful for UE energy saving, and simplify the UE HO procedure in case of IAB-DU migration. It is proposed:
Proposal 2: Based on the mapping of the source DU’s activated cells and the target DU’s activated cells, the network can acquire the UE’s target cell without the UE measurement report.
2.2 NCGI re-configuration
RAN3 agreed that the mIAB-DU’s NCGI can be re-configured by the donor CU via F1AP. Since the NCGI is used by the activated cells under the target logical DU, the donor CU here should be the target F1 terminating CU, and the message for the NCGI configuration should be the F1 SETUP RESPONSE. It is proposed:
Proposal 3: Target F1 terminating CU reconfigures the mobile IAB-DU cells’ NCGIs in F1 SETUP RESPONSE message if necessary.
The LS from SA5 also confirmed our proposal above, which is excerpted as the following:
SA5 doesn’t see any issue about CU-based NCI reconfiguration via F1AP, provided that the OAM is notified that the change of cellLocalId has taken place SA5 will add clarification in TS 28.541[2] to specify that the change of cellLocalId is notified to OAM system in case of CU-based NCI reconfiguration. 
[bookmark: _GoBack]In the Annex, we provide the TP for TS 38.473 for including the NCGI in F1 SETUP RESPONSE, and the stage 2 TP for TS 38.401 has been captured in [4].
2.3 TAC/RANAC issues 
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Figure 2. TAC update in the Mobile IAB scenario
According to the RAN3 119 agreement [3], we have,
· Capture on stage 2 that the TAC/RANAC broadcast by the mobile IAB-DU can be changed in order to reflect the mIAB-node’s physical location. It needs to be further discussed how the mobile IAB-DU’s TAC/RANAC is changed and what Stage 3 impacts are (if any).
According to the progress in RAN3-119bis-e, we have the further agreement [2]:
· The IAB-DU’s TAC can have the same or a different value than the TAC of the mIAB-MT’s serving cell. 
First, we believe the above principle for the TAC configuration of mobile IAB-DU should also apply to the RANAC configuration.
Proposal 4: The mobile IAB-DU’s RANAC can have same or different value than the RANAC of the mobile IAB-MT’s serving cell.
As for how to update the TAC/RANAC of a mobile-IAB cell, the OAM configuration should be the baseline, and the F1-terminating CU can reconfigure the TAC/RANAC of the mobile-IAB cell when necessary. This may be beneficial for flexibility.  For the case where the mobile IAB-DU and mobile IAB-MT connect to different donor-CUs, the RRC-terminating CU can provide a proper TAC/RANAC value to the F1-terminating CU for reconfiguration.
It is proposed,
Proposal 5: Besides the OAM based configuration which is baseline, the F1-terminating CU can provide new TAC/RANAC to the mobile IAB-DU via F1AP signaling.
Proposal 6: RRC-terminating CU can provide TAC/RANAC which can be used by the mobile IAB-node to the F1-terminating CU. 
One of the advantages of the dynamic TAC/RANAC scheme is to avoid the frequent TAU/RNAU of surrounding UEs. However, this may trigger the TAU/RNAU of on-board UEs, which may be unnecessary in some cases. For example, in the consecutive partial migration case, the CU serves UE keeps the same, while the mIAB-MT moves to a new area served by different donor CUs, an on-board UE can be paged even if it does not perform TAU/RNAU. Solutions should be investigated to mitigate the impact of dynamic TAC/RANAC on on-board UEs. In a possible manner, the network may indicate that the TAU/RNAU procedure of the R18 UEs is suspended, to avoid impact on the on-board UEs.
Observation 2: There are some cases that on-board UEs do not need to perform the TAU/RNAU procedure even if the TAC/RANAC is updated, e.g., during mobile IAB consecutive partial migration.
Proposal 7: In mobile IAB cells, to reduce the impact on the on-board UEs, the network can indicate the suspending of the TAU/RNAU procedure for R18 UEs when such operation is unnecessary.
2.4 Additional ULI
Driven by SA2 LS, when the F1 terminating CU transmits the mobile IAB-DU’s served UE’s ULI to the AMF, the mobile IAB-MT’s ULI (additional ULI) is to be included. For the scenario that the mobile IAB-MT and mobile IAB-DU connects to different donor CU, the additional ULI should be notified to the F1 terminating CU. RAN3 #119b agreed the following two options [2]:
· Option A, the cell ID of IAB-MT’s serving cell is passed from the IAB-MT’s donor-CU to IAB-DU’s donor CU.
· Option B, the cell ID of IAB-MT’s serving cell is passed from IAB-DU to IAB-DU’s donor CU.
We prefer Option A, for the reason that the user location information is maintained by the network side, and exchanged between the NG-RAN node and the AMF. There is not a precedent that a UE’s ULI is sent by the UE itself to somewhere. Although theoretically feasible, the ULI is not expected to be sent by the path of mIAB-MT->mIAB-DU->F1 terminating CU.
Proposal 8: For the scenario that the mobile IAB-MT and mobile IAB-DU connects to different donor CU, the additional ULI will be notified to the IAB-DU’s CU by the IAB-MT’s CU.
3 Conclusion
This paper mainly discusses the remaining issues of mobility enhancement for mobile IAB, and we provide the following observations and proposals:
Issue of pre-configuration and cell mapping for mobile IAB
Observation 1: If PCI collision occurs, the UE measurement report may not be helpful for PCI collision detection due to strong interference. 
Proposal 1: A list of PCIs can be pre-configured to the mobile IAB node, and the mobile IAB node select a new one if detects potential confliction.
Proposal 2: Based on the mapping of the source DU’s activated cells and the target DU’s activated cells, the network can acquire the UE’s target cell without the measurement report.

NCGI re-configuration
Proposal 3: Target F1 terminating CU reconfigures the mobile IAB-DU cells’ NCGIs in F1 SETUP RESPONSE message if necessary.

Issue of TAC/RANAC
Proposal 4: The mobile IAB-DU’s RANAC can have same or different value than the RANAC of the mobile IAB-MT’s serving cell.
Proposal 5: Besides the OAM based configuration which is baseline, the F1-terminating CU can provide new TAC/RANAC to the mobile IAB-DU via F1AP signaling.
Proposal 6: RRC-terminating CU can provide TAC/RANAC which can be used by the mobile IAB-node to the F1-terminating CU. 
Observation 2: There are some cases that on-board UEs do not need to perform the TAU/RNAU procedure even if the TAC/RANAC is updated, e.g., during mobile IAB consecutive partial migration.
Proposal 7: In mobile IAB cells, to reduce the impact on the on-board UEs, the network can indicate the suspending of the TAU/RNAU procedure for R18 UEs when such operation is unnecessary.

Issue of additional ULI
Proposal 8: For the scenario that the mobile IAB-MT and mobile IAB-DU connects to different donor CU, the additional ULI will be notified to the IAB-DU’s CU by the IAB-MT’s CU.

It is also proposed to:
· Agree the TP to TS 38.473 in the Annex.
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The purpose of the F1 Setup procedure is to exchange application level data needed for the gNB-DU and the gNB-CU to correctly interoperate on the F1 interface. This procedure shall be the first F1AP procedure triggered for the F1-C interface instance after a TNL association has become operational.
NOTE:	If F1-C signalling transport is shared among multiple F1-C interface instances, one F1 Setup procedure is issued per F1-C interface instance to be setup, i.e. several F1 Setup procedures may be issued via the same TNL association after that TNL association has become operational.
NOTE:	Exchange of application level configuration data also applies between the gNB-DU and the gNB-CU in case the DU does not broadcast system information other than for radio frame timing and SFN, as specified in the TS 37.340 [7]. How to use this information when this option is used is not explicitly specified.
The procedure uses non-UE associated signalling.
This procedure erases any existing application level configuration data in the two nodes and replaces it by the one received. This procedure also re-initialises the F1AP UE-related contexts (if any) and erases all related signalling connections in the two nodes like a Reset procedure would do. 
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Figure 8.2.3.2-1: F1 Setup procedure: Successful Operation
The gNB-DU initiates the procedure by sending a F1 SETUP REQUEST message including the appropriate data to the gNB-CU. The gNB-CU responds with a F1 SETUP RESPONSE message including the appropriate data.
The exchanged data shall be stored in respective node and used as long as there is an operational TNL association. When this procedure is finished, the F1 interface is operational and other F1 messages may be exchanged.
If the F1 SETUP REQUEST message contains the gNB-DU Name IE, the gNB-CU may use this IE as a human readable name of the gNB-DU. If the F1 SETUP REQUEST message contains the Extended gNB-DU Name IE, the gNB-CU may use this IE as a human readable name of the gNB-DU and shall ignore the gNB-DU Name IE if included.
If the F1 SETUP RESPONSE message contains the gNB-CU Name IE, the gNB-DU may use this IE as a human readable name of the gNB-CU. If the F1 SETUP RESPONSE message contains the Extended gNB-CU Name IE, the gNB-DU may use this IE as a human readable name of the gNB-CU and shall ignore the gNB-CU Name IE if included.
If the F1 SETUP REQUEST message contains the gNB-DU Served Cells List IE, the gNB-CU shall take into account as specified in TS 38.401 [4].
For NG-RAN, the gNB-DU shall include the gNB-DU System Information IE and the TAI Slice Support List IE in the F1 SETUP REQUEST message.
The gNB-CU may include the Cells to be Activated List IE in the F1 SETUP RESPONSE message. The Cells to be Activated List IE includes a list of cells that the gNB-CU requests the gNB-DU to activate. The gNB-DU shall activate the cells included in the Cells to be Activated List IE and reconfigure the physical cell identity for cells for which the NR PCI IE is included. 
If Cells to be Activated List Item IE is included in the F1 SETUP RESPONSE message, and the information for the cell indicated by the NR CGI IE includes the IAB Info IAB-donor-CU IE, the gNB-DU shall, if supported, apply the IAB STC Info IE therein to the indicated cell.
For NG-RAN, the gNB-CU shall include the gNB-CU System Information IE in the F1 SETUP RESPONSE message.
For NG-RAN, the gNB-DU may include the RAN Area Code IE in the F1 SETUP REQUEST message. The gNB-CU may use it according to TS 38.300 [6].
For NG-RAN, the gNB-DU may include Supported MBS FSA ID List IE in the Served Cell Information IE in the F1 SETUP REQUEST message. The gNB-CU may use it according to TS 38.300 [6].
For NG-RAN, the gNB-CU may include Available PLMN List IE, and optionally also Extended Available PLMN List IE in the F1 SETUP RESPONSE message, if the available PLMN(s) are different from what gNB-DU has provided in F1 SETUP REQUEST message, gNB-DU shall take this into account and only broadcast the PLMN(s) included in the received Available PLMN list(s). 
For NG-RAN, the gNB-CU may include Available SNPN ID List IE in the F1 SETUP RESPONSE message. If the available SNPN(s) are different from what gNB-DU has provided in F1 SETUP REQUEST message, gNB-DU shall take this into account and only broadcast the SNPN(s) included in the received Available SNPN ID list.
The Latest RRC Version Enhanced IE shall be included in the F1 SETUP REQUEST message and in the F1 SETUP RESPONSE message.
If in F1 SETUP REQUEST message, the Cell Direction IE is present, the gNB-CU should use it to understand whether the cell is for UL or DL only. If in F1 SETUP REQUEST message, the Cell Direction IE is omitted in the Served Cell Information IE it shall be interpreted as that the Cell Direction is Bi-directional.
If the Intended TDD DL-UL Configuration IE is present in the F1 SETUP REQUEST message, the receiving gNB-CU shall use the received information for Cross Link Interference management and/or NR-DC power coordination. The gNB-CU may merge the Intended TDD DL-UL Configuration information received from two or more gNB-DUs. The gNB-CU shall consider the received Intended TDD DL-UL Configuration content valid until reception of an update of the IE for the same cell(s).
If the Aggressor gNB Set ID IE is included in the Served Cell Information IE in the F1 SETUP REQUEST message, the gNB-CU shall, if supported, take it into account.
If the Victim gNB Set ID IE is included in the Served Cell Information IE in the F1 SETUP REQUEST message, the gNB-CU shall, if supported, take it into account.
If the F1 SETUP REQUEST message contains the Transport Layer Address Info IE, the gNB-CU shall, if supported, take into account for IPSec tunnel establishment.
If the SFN Offset IE is contained in the Served Cell Information IE in the F1 SETUP REQUEST message, the gNB-CU shall, if supported, use this information to deduce the SFN0 offset of the reported cell.
If the F1 SETUP RESPONSE message contains the Transport Layer Address Info IE, the gNB-DU shall, if supported, take into account for IPSec tunnel establishment.
If the F1 SETUP RESPONSE message contains the Uplink BH Non-UP Traffic Mapping IE, the gNB-DU shall, if supported, consider the information therein for mapping of non-UP uplink traffic.
If the BAP Address IE is included in the F1 SETUP REQUEST, the receiving gNB-CU shall, if supported, consider the information therein for discovering the collocation of an IAB-DU and an IAB-MT.
If the F1 SETUP REQUEST message is received from an IAB-donor-DU, the gNB-CU shall, if supported, include the BAP Address IE in the F1 SETUP RESPONSE message. 
NOTE:	How to identify the IAB-donor-DU is up to gNB-CU implementation.
If the F1 SETUP RESPONSE message contains the BAP Address IE, the gNB-DU shall, if supported, store the received BAP address and use it as specified in TS 38.340 [30].
[bookmark: _Toc20955744][bookmark: _Toc29892838][bookmark: _Toc36556775][bookmark: _Toc45832151][bookmark: _Toc51763331][bookmark: _Toc64448494][bookmark: _Toc66289153][bookmark: _Toc74154266][bookmark: _Toc81383010][bookmark: _Toc88657643][bookmark: _Toc97910555]If the NR PRACH Configuration List IE is included in the Served Cell Information IE contained in the F1 SETUP REQUEST message, the gNB-CU may store the information, and forward it to other RAN nodes for RACH optimisation. If the L139 Info IE included in the NR PRACH Configuration List IE is present, it shall contain the Root Sequence Index IE.
If the RedCap Broadcast Information IE is included in the Served Cell Information IE in the F1 SETUP REQUEST message, the gNB-CU may use this information to determine a suitable target in case of subsequent outgoing mobility involving RedCap UEs.
[bookmark: _Toc99038194][bookmark: _Toc99730455]If the TAI NSAG Support List IE is included in the Served Cell Information IE in the F1 SETUP REQUEST message, the gNB-CU shall, if supported, use this information as specified in TS 23.501 [21].
If Cells NCGI to be Updated List Item IE is included in the F1 SETUP RESPONSE message, the gNB-DU shall, if supported, change the NCGI of the cell from the NCGI indicated by the Old NCGI IE to the NCGI indicated by the New NCGI IE.
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Figure 8.2.3.3-1: F1 Setup procedure: Unsuccessful Operation
If the gNB-CU cannot accept the setup, it should respond with a F1 SETUP FAILURE and appropriate cause value.
If the F1 SETUP FAILURE message includes the Time To Wait IE, the gNB-DU shall wait at least for the indicated time before reinitiating the F1 setup towards the same gNB-CU.
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Not applicable.
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UNCHANGED PARTS OMMITED
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This message is sent by the gNB-CU to transfer information associated to an F1-C interface instance.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	gNB-CU Name
	O
	
	PrintableString(SIZE(1..150,...))
	Human readable name of the gNB-CU. 
	YES
	ignore

	Cells to be Activated List
	
	0.. 1
	
	
	YES
	reject

	>Cells to be Activated List Item
	
	1.. <maxCellingNBDU>
	
	List of cells to be activated
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	

	>> NR PCI 
	O
	
	INTEGER (0..1007)
	Physical Cell ID
	-
	

	>>gNB-CU System Information
	O
	
	9.3.1.42
	RRC container with system information owned by gNB-CU 
	YES
	reject

	>>Available PLMN List
	O
	
	9.3.1.65
	
	YES
	ignore

	>>Extended Available PLMN List
	O
	
	9.3.1.76
	This is included if Available PLMN List IE is included and if more than 6 Available PLMNs is to be signalled. 
	YES
	ignore

	>>IAB Info IAB-donor-CU
	O
	
	9.3.1.105
	IAB-related configuration sent by the IAB-donor-CU.
	YES
	ignore

	>>Available SNPN ID List
	O
	
	9.3.1.163
	Indicates the available SNPN ID list.
If this IE is included, the content of the Available PLMN List IE and Extended Available PLMN List IE if present in the Cells to be Activated List Item IE is ignored.
	YES
	ignore

	>>MBS Broadcast Neighbour Cell List
	O
	
	9.3.1.226
	
	YES
	ignore

	gNB-CU RRC version 
	M
	
	RRC version 9.3.1.70
	
	YES
	reject

	Transport Layer Address Info
	O
	
	9.3.2.5
	
	YES
	ignore

	Uplink BH Non-UP Traffic Mapping
	O
	
	9.3.1.103
	
	YES
	reject

	BAP Address
	O
	
	9.3.1.111
	Indicates a BAP address assigned to the IAB-donor-DU.
	YES
	ignore

	Extended gNB-CU Name
	O
	
	9.3.1.206
	
	YES
	ignore

	Cells NCGI to be Updated List
	
	0..1
	
	
	YES
	ignore

	>Cells to be Updated List Item
	
	1.. <maxCellingNBDU>
	
	List of cells to be updated the NCGI
	-
	

	>> Old NCGI
	M
	
	NR CGI 
9.3.1.12
	Old NCGI of cells under the mobile IAB-DU
	-
	

	>> New NCGI
	M
	
	NR CGI
9.3.1.12
	New NCGI of cells under the mobile IAB-DU
	-
	



	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.
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-- ASN1START 
-- **************************************************************
--
-- PDU definitions for F1AP.
--
-- **************************************************************

F1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	BroadcastMRBs-FailedToBeModified-Item,
	BroadcastMRBs-FailedToBeSetup-Item,
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FROM F1AP-Constants;


NEXT CHANGE
-- **************************************************************
--
-- F1 Setup Response
--
-- **************************************************************

F1SetupResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {F1SetupResponseIEs} },
	...
}


F1SetupResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID						PRESENCE mandatory	}|
	{ ID id-gNB-CU-Name						CRITICALITY ignore	TYPE GNB-CU-Name						PRESENCE optional	}|
	{ ID id-Cells-to-be-Activated-List		CRITICALITY reject	TYPE Cells-to-be-Activated-List			PRESENCE optional	}|
	{ ID id-GNB-CU-RRC-Version				CRITICALITY reject	TYPE RRC-Version						PRESENCE mandatory	}|
	{ ID id-Transport-Layer-Address-Info	CRITICALITY ignore	TYPE Transport-Layer-Address-Info		PRESENCE optional	}|
	{ ID id-UL-BH-Non-UP-Traffic-Mapping	CRITICALITY reject	TYPE UL-BH-Non-UP-Traffic-Mapping		PRESENCE optional	}|
	{ ID id-BAPAddress						CRITICALITY ignore	TYPE BAPAddress							PRESENCE optional	}|
	{ ID id-Extended-GNB-CU-Name			CRITICALITY ignore	TYPE Extended-GNB-CU-Name				PRESENCE optional	}|
	{ ID id-Cells-NCGI-to-be-Updated-List	CRITICALITY ignore	TYPE Cells-NCGI-to-be-Updated-List	PRESENCE optional	},
	...
}


Cells-to-be-Activated-List	::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Cells-to-be-Activated-List-ItemIEs } }

Cells-to-be-Activated-List-ItemIEs	F1AP-PROTOCOL-IES::= {
	{ ID id-Cells-to-be-Activated-List-Item				CRITICALITY reject	TYPE Cells-to-be-Activated-List-Item						PRESENCE mandatory},
	...
}

Cells-NCGI-to-be-Updated-List	::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Cells-NCGI-to-be-Updated-List-ItemIEs } }

Cells-NCGI-to-be-Updated-List-ItemIEs	F1AP-PROTOCOL-IES::= {
	{ ID id- Cells-NCGI-to-be-Updated-List-Item				CRITICALITY reject	TYPE Cells-NCGI-to-be-Updated-List-Item						PRESENCE mandatory},
	...
}


NEXT CHANGE
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UNCHANGED PARTS OMMITED
-- C
Cells-NCGI-to-be-Updated-List-Item ::= SEQUENCE {
	oLDNCGI		NRCGI,
	nEWNCGI		NRCGI,
	iE-Extensions				ProtocolExtensionContainer { { Cells-NCGI-to-be-Updated-List-ItemExtIEs} }	OPTIONAL,
	...
}

Cells-NCGI-to-be-Updated-List-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


NEXT CHANGE
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-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

F1AP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	ProcedureCode,
	ProtocolIE-ID

FROM F1AP-CommonDataTypes;


-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

id-Reset									ProcedureCode ::= 0
id-F1Setup									ProcedureCode ::= 1
id-ErrorIndication							ProcedureCode ::= 2
id-gNBDUConfigurationUpdate					ProcedureCode ::= 3
id-gNBCUConfigurationUpdate					ProcedureCode ::= 4
id-UEContextSetup							ProcedureCode ::= 5
id-UEContextRelease							ProcedureCode ::= 6
id-UEContextModification					ProcedureCode ::= 7
id-UEContextModificationRequired			ProcedureCode ::= 8
id-UEMobilityCommand						ProcedureCode ::= 9
id-UEContextReleaseRequest					ProcedureCode ::= 10
id-InitialULRRCMessageTransfer				ProcedureCode ::= 11
id-DLRRCMessageTransfer						ProcedureCode ::= 12
id-ULRRCMessageTransfer						ProcedureCode ::= 13
id-privateMessage							ProcedureCode ::= 14
id-UEInactivityNotification					ProcedureCode ::= 15
id-GNBDUResourceCoordination				ProcedureCode ::= 16
id-SystemInformationDeliveryCommand			ProcedureCode ::= 17
id-Paging									ProcedureCode ::= 18
id-Notify									ProcedureCode ::= 19
id-WriteReplaceWarning						ProcedureCode ::= 20
id-PWSCancel								ProcedureCode ::= 21
id-PWSRestartIndication						ProcedureCode ::= 22
id-PWSFailureIndication						ProcedureCode ::= 23
id-GNBDUStatusIndication 					ProcedureCode ::= 24
id-RRCDeliveryReport		 				ProcedureCode ::= 25
id-F1Removal								ProcedureCode ::= 26
id-NetworkAccessRateReduction				ProcedureCode ::= 27
id-TraceStart								ProcedureCode ::= 28
id-DeactivateTrace							ProcedureCode ::= 29
id-DUCURadioInformationTransfer				ProcedureCode ::= 30
id-CUDURadioInformationTransfer				ProcedureCode ::= 31
id-BAPMappingConfiguration					ProcedureCode ::= 32
id-GNBDUResourceConfiguration				ProcedureCode ::= 33
id-IABTNLAddressAllocation					ProcedureCode ::= 34
id-IABUPConfigurationUpdate					ProcedureCode ::= 35
id-resourceStatusReportingInitiation		ProcedureCode ::= 36
id-resourceStatusReporting					ProcedureCode ::= 37
id-accessAndMobilityIndication				ProcedureCode ::= 38
id-accessSuccess							ProcedureCode ::= 39
id-cellTrafficTrace 							ProcedureCode ::= 40 
id-PositioningMeasurementExchange			ProcedureCode ::= 41
id-PositioningAssistanceInformationControl	ProcedureCode ::= 42
id-PositioningAssistanceInformationFeedback	ProcedureCode ::= 43
id-PositioningMeasurementReport				ProcedureCode ::= 44
id-PositioningMeasurementAbort				ProcedureCode ::= 45
id-PositioningMeasurementFailureIndication	ProcedureCode ::= 46
id-PositioningMeasurementUpdate				ProcedureCode ::= 47
id-TRPInformationExchange					ProcedureCode ::= 48
id-PositioningInformationExchange			ProcedureCode ::= 49
id-PositioningActivation					ProcedureCode ::= 50
id-PositioningDeactivation					ProcedureCode ::= 51
id-E-CIDMeasurementInitiation				ProcedureCode ::= 52
id-E-CIDMeasurementFailureIndication		ProcedureCode ::= 53
id-E-CIDMeasurementReport					ProcedureCode ::= 54
id-E-CIDMeasurementTermination				ProcedureCode ::= 55
id-PositioningInformationUpdate				ProcedureCode ::= 56
id-ReferenceTimeInformationReport			ProcedureCode ::= 57
id-ReferenceTimeInformationReportingControl	ProcedureCode ::= 58
id-BroadcastContextSetup					ProcedureCode ::= 59
id-BroadcastContextRelease					ProcedureCode ::= 60
id-BroadcastContextReleaseRequest			ProcedureCode ::= 61
id-BroadcastContextModification				ProcedureCode ::= 62
id-MulticastGroupPaging						ProcedureCode ::= 63
id-MulticastContextSetup					ProcedureCode ::= 64
id-MulticastContextRelease					ProcedureCode ::= 65
id-MulticastContextReleaseRequest			ProcedureCode ::= 66
id-MulticastContextModification				ProcedureCode ::= 67
id-MulticastDistributionSetup				ProcedureCode ::= 68
id-MulticastDistributionRelease				ProcedureCode ::= 69
id-PDCMeasurementInitiation					ProcedureCode ::= 70
id-PDCMeasurementReport						ProcedureCode ::= 71
id-PDCMeasurementInitiationRequest			ProcedureCode ::= 72
id-PDCMeasurementInitiationResponse			ProcedureCode ::= 73
id-PDCMeasurementInitiationFailure			ProcedureCode ::= 74
id-pRSConfigurationExchange					ProcedureCode ::= 75
id-measurementPreconfiguration				ProcedureCode ::= 76
id-measurementActivation					ProcedureCode ::= 77
id-QoEInformationTransfer					ProcedureCode ::= 78
id-PDCMeasurementTerminationCommand			ProcedureCode ::= 79
id-PDCMeasurementFailureIndication 			ProcedureCode ::= 80
id-PosSystemInformationDeliveryCommand		ProcedureCode ::= 81



-- **************************************************************
--
-- Extension constants
--
-- **************************************************************

maxPrivateIEs							INTEGER ::= 65535
maxProtocolExtensions					INTEGER ::= 65535
maxProtocolIEs							INTEGER ::= 65535
-- **************************************************************
--
-- Lists
--
-- **************************************************************

maxNRARFCN								INTEGER ::= 3279165
maxnoofErrors							INTEGER ::= 256
maxnoofIndividualF1ConnectionsToReset	INTEGER ::= 65536
maxCellingNBDU							INTEGER ::= 512
maxnoofSCells							INTEGER ::= 32
maxnoofSRBs								INTEGER ::= 8
maxnoofDRBs								INTEGER ::= 64
maxnoofULUPTNLInformation				INTEGER ::= 2
maxnoofDLUPTNLInformation				INTEGER ::= 2
maxnoofBPLMNs							INTEGER ::= 6
maxnoofCandidateSpCells					INTEGER ::= 64
maxnoofPotentialSpCells					INTEGER ::= 64
maxnoofNrCellBands						INTEGER ::= 32
maxnoofSIBTypes							INTEGER ::= 32
maxnoofSITypes							INTEGER ::= 32
maxnoofPagingCells						INTEGER ::= 512
maxnoofTNLAssociations					INTEGER ::= 32
maxnoofQoSFlows							INTEGER ::= 64
maxnoofSliceItems						INTEGER ::= 1024
maxCellineNB							INTEGER ::= 256
maxnoofExtendedBPLMNs					INTEGER ::= 6
maxnoofUEIDs							INTEGER ::= 65536
maxnoofBPLMNsNR							INTEGER ::= 12
maxnoofUACPLMNs							INTEGER ::= 12
maxnoofUACperPLMN						INTEGER ::= 64
maxnoofAdditionalSIBs					INTEGER ::= 63
maxnoofslots							INTEGER ::= 5120
maxnoofTLAs								INTEGER ::=	16
maxnoofGTPTLAs							INTEGER ::=	16
maxnoofBHRLCChannels					INTEGER ::= 65536
maxnoofRoutingEntries					INTEGER ::= 1024
maxnoofIABSTCInfo						INTEGER ::= 45
maxnoofSymbols							INTEGER ::= 14
maxnoofServingCells						INTEGER ::= 32
maxnoofDUFSlots							INTEGER ::= 320
maxnoofHSNASlots						INTEGER ::= 5120
maxnoofServedCellsIAB					INTEGER ::= 512 
maxnoofChildIABNodes					INTEGER ::= 1024
maxnoofNonUPTrafficMappings				INTEGER ::= 32
maxnoofTLAsIAB							INTEGER ::= 1024
maxnoofMappingEntries					INTEGER ::= 67108864
maxnoofDSInfo							INTEGER ::= 64
maxnoofEgressLinks						INTEGER ::= 2
maxnoofULUPTNLInformationforIAB			INTEGER ::= 32678
maxnoofUPTNLAddresses					INTEGER ::= 8
maxnoofSLDRBs							INTEGER ::= 512
maxnoofQoSParaSets						INTEGER ::= 8
maxnoofPC5QoSFlows						INTEGER ::= 2048
maxnoofSSBAreas							INTEGER ::=	64
maxnoofPhysicalResourceBlocks			INTEGER ::= 275
maxnoofPhysicalResourceBlocks-1			INTEGER ::= 274
maxnoofPRACHconfigs						INTEGER ::= 16
maxnoofRACHReports						INTEGER ::= 64
maxnoofRLFReports						INTEGER ::= 64
maxnoofAdditionalPDCPDuplicationTNL		INTEGER ::=	2
maxnoofRLCDuplicationState				INTEGER ::=	3
maxnoofCHOcells							INTEGER ::= 8
maxnoofMDTPLMNs							INTEGER ::=	16
maxnoofCAGsupported						INTEGER ::= 12
maxnoofNIDsupported						INTEGER ::= 12
maxnoofNRSCSs							INTEGER ::= 5
[bookmark: _Hlk47004989]maxnoofExtSliceItems					INTEGER ::= 65535 
maxnoofPosMeas							INTEGER ::=	16384
maxnoofTRPInfoTypes						INTEGER ::=	64 
maxnoofTRPs								INTEGER ::=	65535 
maxnoofSRSTriggerStates					INTEGER ::= 3
maxnoofSpatialRelations					INTEGER ::= 64
maxnoBcastCell							INTEGER ::= 16384
maxnoofAngleInfo						INTEGER ::= 65535
maxnooflcs-gcs-translation				INTEGER ::= 3
maxnoofPath								INTEGER ::= 2
maxnoofMeasE-CID						INTEGER ::= 64
maxnoofSSBs								INTEGER ::= 255
maxnoSRS-ResourceSets					INTEGER ::= 16
maxnoSRS-ResourcePerSet					INTEGER ::= 16
maxnoSRS-Carriers						INTEGER ::= 32
maxnoSCSs								INTEGER ::= 5
maxnoSRS-Resources						INTEGER ::= 64
maxnoSRS-PosResources					INTEGER ::= 64
maxnoSRS-PosResourceSets				INTEGER ::= 16
maxnoSRS-PosResourcePerSet				INTEGER ::= 16
maxnoofPRS-ResourceSets					INTEGER ::= 2
maxnoofPRS-ResourcesPerSet				INTEGER ::= 64
maxNoOfMeasTRPs							INTEGER ::= 64
maxnoofPRSresourceSets					INTEGER ::= 8
maxnoofPRSresources						INTEGER ::= 64
maxnoofSuccessfulHOReports				INTEGER ::= 64
maxnoofNR-UChannelIDs					INTEGER ::= 16
maxServedCellforSON						INTEGER ::= 256
maxNeighbourCellforSON					INTEGER ::= 32
maxAffectedCells						INTEGER ::= 32
maxnoofMRBs								INTEGER ::= 32
maxnoofMBSQoSFlows						INTEGER ::= 64
maxnoofMBSFSAs 							INTEGER ::= 256
maxnoofUEIDforPaging 					INTEGER ::= 4096
maxnoofCellsforMBS						INTEGER ::= 512
maxnoofTAIforMBS						INTEGER ::= 512
maxnoofMBSAreaSessionIDs				INTEGER ::= 256
maxnoofMBSServiceAreaInformation		INTEGER ::= 256
maxnoofIABCongInd						INTEGER ::= 1024
maxnoofNeighbourNodeCellsIAB			INTEGER ::= 1024 
maxnoofRBsetsPerCell					INTEGER ::= 8
maxnoofRBsetsPerCell-1					INTEGER ::= 7
maxnoofMeasPDC							INTEGER ::= 16
maxnoARPs								INTEGER ::=	16
maxnoofULAoAs							INTEGER ::= 8
maxNoPathExtended						INTEGER ::= 8
maxnoTRPTEGs							INTEGER ::= 8
maxFreqLayers							INTEGER ::= 4
maxNumResourcesPerAngle					INTEGER ::= 24
maxnoAzimuthAngles						INTEGER ::= 3600
maxnoElevationAngles					INTEGER ::= 1801
maxnoofPRSTRPs							INTEGER ::= 256
maxnoofQoEInformation					INTEGER ::= 16
maxnoofUuRLCChannels					INTEGER ::= 32
maxnoofPC5RLCChannels					INTEGER ::= 512
maxnoofSMBRValues						INTEGER ::= 8
maxnoofMRBsforUE						INTEGER ::= 64
maxnoofMBSSessionsofUE					INTEGER ::= 256
maxnoofSLdestinations					INTEGER ::= 32
maxnoofNSAGs							INTEGER ::= 256
maxnoofSDTBearers						INTEGER ::= 72
maxnoofServingCellMOs					INTEGER ::= 16
maxNrofBWPs								INTEGER ::= 8
maxnoofPosSITypes						INTEGER ::= 32




-- **************************************************************
--
-- IEs
--
-- **************************************************************

id-Cause											ProtocolIE-ID ::= 0
id-Cells-Failed-to-be-Activated-List				ProtocolIE-ID ::= 1
id-Cells-Failed-to-be-Activated-List-Item			ProtocolIE-ID ::= 2
id-Cells-to-be-Activated-List						ProtocolIE-ID ::= 3
id-Cells-to-be-Activated-List-Item					ProtocolIE-ID ::= 4
id-Cells-to-be-Deactivated-List						ProtocolIE-ID ::= 5
id-Cells-to-be-Deactivated-List-Item				ProtocolIE-ID ::= 6
id-CriticalityDiagnostics							ProtocolIE-ID ::= 7
id-CUtoDURRCInformation								ProtocolIE-ID ::= 9
id-DRBs-FailedToBeModified-Item						ProtocolIE-ID ::= 12
id-DRBs-FailedToBeModified-List						ProtocolIE-ID ::= 13
id-DRBs-FailedToBeSetup-Item						ProtocolIE-ID ::= 14
id-DRBs-FailedToBeSetup-List						ProtocolIE-ID ::= 15
id-DRBs-FailedToBeSetupMod-Item						ProtocolIE-ID ::= 16
id-DRBs-FailedToBeSetupMod-List						ProtocolIE-ID ::= 17
id-DRBs-ModifiedConf-Item							ProtocolIE-ID ::= 18
id-DRBs-ModifiedConf-List							ProtocolIE-ID ::= 19
id-DRBs-Modified-Item								ProtocolIE-ID ::= 20
id-DRBs-Modified-List								ProtocolIE-ID ::= 21
id-DRBs-Required-ToBeModified-Item					ProtocolIE-ID ::= 22
id-DRBs-Required-ToBeModified-List					ProtocolIE-ID ::= 23
id-DRBs-Required-ToBeReleased-Item					ProtocolIE-ID ::= 24
id-DRBs-Required-ToBeReleased-List					ProtocolIE-ID ::= 25
id-DRBs-Setup-Item									ProtocolIE-ID ::= 26
id-DRBs-Setup-List									ProtocolIE-ID ::= 27
id-DRBs-SetupMod-Item								ProtocolIE-ID ::= 28
id-DRBs-SetupMod-List								ProtocolIE-ID ::= 29
id-DRBs-ToBeModified-Item							ProtocolIE-ID ::= 30
id-DRBs-ToBeModified-List							ProtocolIE-ID ::= 31
id-DRBs-ToBeReleased-Item							ProtocolIE-ID ::= 32
id-DRBs-ToBeReleased-List							ProtocolIE-ID ::= 33
id-DRBs-ToBeSetup-Item								ProtocolIE-ID ::= 34
id-DRBs-ToBeSetup-List								ProtocolIE-ID ::= 35
id-DRBs-ToBeSetupMod-Item							ProtocolIE-ID ::= 36
id-DRBs-ToBeSetupMod-List							ProtocolIE-ID ::= 37
id-DRXCycle											ProtocolIE-ID ::= 38
id-DUtoCURRCInformation								ProtocolIE-ID ::= 39
id-gNB-CU-UE-F1AP-ID								ProtocolIE-ID ::= 40
id-gNB-DU-UE-F1AP-ID								ProtocolIE-ID ::= 41
id-gNB-DU-ID										ProtocolIE-ID ::= 42
id-GNB-DU-Served-Cells-Item							ProtocolIE-ID ::= 43
id-gNB-DU-Served-Cells-List							ProtocolIE-ID ::= 44
id-gNB-DU-Name										ProtocolIE-ID ::= 45
id-NRCellID											ProtocolIE-ID ::= 46
id-oldgNB-DU-UE-F1AP-ID								ProtocolIE-ID ::= 47
id-ResetType										ProtocolIE-ID ::= 48
id-ResourceCoordinationTransferContainer			ProtocolIE-ID ::= 49
id-RRCContainer										ProtocolIE-ID ::= 50
id-SCell-ToBeRemoved-Item							ProtocolIE-ID ::= 51
id-SCell-ToBeRemoved-List							ProtocolIE-ID ::= 52
id-SCell-ToBeSetup-Item								ProtocolIE-ID ::= 53
id-SCell-ToBeSetup-List								ProtocolIE-ID ::= 54
id-SCell-ToBeSetupMod-Item							ProtocolIE-ID ::= 55
id-SCell-ToBeSetupMod-List							ProtocolIE-ID ::= 56
id-Served-Cells-To-Add-Item							ProtocolIE-ID ::= 57
id-Served-Cells-To-Add-List							ProtocolIE-ID ::= 58
id-Served-Cells-To-Delete-Item						ProtocolIE-ID ::= 59
id-Served-Cells-To-Delete-List						ProtocolIE-ID ::= 60
id-Served-Cells-To-Modify-Item						ProtocolIE-ID ::= 61
id-Served-Cells-To-Modify-List						ProtocolIE-ID ::= 62
id-SpCell-ID										ProtocolIE-ID ::= 63
id-SRBID											ProtocolIE-ID ::= 64
id-SRBs-FailedToBeSetup-Item						ProtocolIE-ID ::= 65
id-SRBs-FailedToBeSetup-List						ProtocolIE-ID ::= 66
id-SRBs-FailedToBeSetupMod-Item						ProtocolIE-ID ::= 67
id-SRBs-FailedToBeSetupMod-List						ProtocolIE-ID ::= 68
id-SRBs-Required-ToBeReleased-Item					ProtocolIE-ID ::= 69
id-SRBs-Required-ToBeReleased-List					ProtocolIE-ID ::= 70
id-SRBs-ToBeReleased-Item							ProtocolIE-ID ::= 71
id-SRBs-ToBeReleased-List							ProtocolIE-ID ::= 72
id-SRBs-ToBeSetup-Item								ProtocolIE-ID ::= 73
id-SRBs-ToBeSetup-List								ProtocolIE-ID ::= 74
id-SRBs-ToBeSetupMod-Item							ProtocolIE-ID ::= 75
id-SRBs-ToBeSetupMod-List							ProtocolIE-ID ::= 76
id-TimeToWait										ProtocolIE-ID ::= 77
id-TransactionID									ProtocolIE-ID ::= 78
id-TransmissionActionIndicator						ProtocolIE-ID ::= 79
id-UE-associatedLogicalF1-ConnectionItem 			ProtocolIE-ID ::= 80
id-UE-associatedLogicalF1-ConnectionListResAck		ProtocolIE-ID ::= 81
id-gNB-CU-Name										ProtocolIE-ID ::= 82
id-SCell-FailedtoSetup-List							ProtocolIE-ID ::= 83
id-SCell-FailedtoSetup-Item							ProtocolIE-ID ::= 84
id-SCell-FailedtoSetupMod-List						ProtocolIE-ID ::= 85
id-SCell-FailedtoSetupMod-Item						ProtocolIE-ID ::= 86
id-RRCReconfigurationCompleteIndicator 				ProtocolIE-ID ::= 87
id-Cells-Status-Item								ProtocolIE-ID ::= 88
id-Cells-Status-List								ProtocolIE-ID ::= 89
id-Candidate-SpCell-List							ProtocolIE-ID ::= 90
id-Candidate-SpCell-Item							ProtocolIE-ID ::= 91
id-Potential-SpCell-List							ProtocolIE-ID ::= 92
id-Potential-SpCell-Item							ProtocolIE-ID ::= 93
id-FullConfiguration								ProtocolIE-ID ::= 94
id-C-RNTI											ProtocolIE-ID ::= 95
id-SpCellULConfigured								ProtocolIE-ID ::= 96
id-InactivityMonitoringRequest						ProtocolIE-ID ::= 97
id-InactivityMonitoringResponse						ProtocolIE-ID ::= 98
id-DRB-Activity-Item								ProtocolIE-ID ::= 99
id-DRB-Activity-List								ProtocolIE-ID ::= 100
id-EUTRA-NR-CellResourceCoordinationReq-Container	ProtocolIE-ID ::= 101
id-EUTRA-NR-CellResourceCoordinationReqAck-Container	ProtocolIE-ID ::= 102
id-Protected-EUTRA-Resources-List					ProtocolIE-ID ::= 105
id-RequestType 										ProtocolIE-ID ::= 106
id-ServCellIndex									ProtocolIE-ID ::= 107 
id-RAT-FrequencyPriorityInformation					ProtocolIE-ID ::= 108
id-ExecuteDuplication								ProtocolIE-ID ::= 109
id-NRCGI											ProtocolIE-ID ::= 111
id-PagingCell-Item									ProtocolIE-ID ::= 112
id-PagingCell-List									ProtocolIE-ID ::= 113
id-PagingDRX										ProtocolIE-ID ::= 114
id-PagingPriority 									ProtocolIE-ID ::= 115
id-SItype-List										ProtocolIE-ID ::= 116
id-UEIdentityIndexValue								ProtocolIE-ID ::= 117
id-gNB-CUSystemInformation							ProtocolIE-ID ::= 118
id-HandoverPreparationInformation					ProtocolIE-ID ::= 119
id-GNB-CU-TNL-Association-To-Add-Item				ProtocolIE-ID ::= 120
id-GNB-CU-TNL-Association-To-Add-List				ProtocolIE-ID ::= 121
id-GNB-CU-TNL-Association-To-Remove-Item			ProtocolIE-ID ::= 122
id-GNB-CU-TNL-Association-To-Remove-List			ProtocolIE-ID ::= 123
id-GNB-CU-TNL-Association-To-Update-Item			ProtocolIE-ID ::= 124
id-GNB-CU-TNL-Association-To-Update-List			ProtocolIE-ID ::= 125
id-MaskedIMEISV										ProtocolIE-ID ::= 126
id-PagingIdentity									ProtocolIE-ID ::= 127
id-DUtoCURRCContainer								ProtocolIE-ID ::= 128
id-Cells-to-be-Barred-List							ProtocolIE-ID ::= 129
id-Cells-to-be-Barred-Item							ProtocolIE-ID ::= 130
id-TAISliceSupportList								ProtocolIE-ID ::= 131
id-GNB-CU-TNL-Association-Setup-List				ProtocolIE-ID ::= 132
id-GNB-CU-TNL-Association-Setup-Item				ProtocolIE-ID ::= 133
id-GNB-CU-TNL-Association-Failed-To-Setup-List		ProtocolIE-ID ::= 134
id-GNB-CU-TNL-Association-Failed-To-Setup-Item		ProtocolIE-ID ::= 135
id-DRB-Notify-Item									ProtocolIE-ID ::= 136
id-DRB-Notify-List									ProtocolIE-ID ::= 137
id-NotficationControl								ProtocolIE-ID ::= 138
id-RANAC											ProtocolIE-ID ::= 139
id-PWSSystemInformation								ProtocolIE-ID ::= 140
id-RepetitionPeriod									ProtocolIE-ID ::= 141
id-NumberofBroadcastRequest							ProtocolIE-ID ::= 142
id-Cells-To-Be-Broadcast-List						ProtocolIE-ID ::= 144
id-Cells-To-Be-Broadcast-Item						ProtocolIE-ID ::= 145
id-Cells-Broadcast-Completed-List 					ProtocolIE-ID ::= 146
id-Cells-Broadcast-Completed-Item 					ProtocolIE-ID ::= 147
id-Broadcast-To-Be-Cancelled-List 					ProtocolIE-ID ::= 148
id-Broadcast-To-Be-Cancelled-Item 					ProtocolIE-ID ::= 149
id-Cells-Broadcast-Cancelled-List 					ProtocolIE-ID ::= 150
id-Cells-Broadcast-Cancelled-Item 					ProtocolIE-ID ::= 151
id-NR-CGI-List-For-Restart-List 						ProtocolIE-ID ::= 152
id-NR-CGI-List-For-Restart-Item 						ProtocolIE-ID ::= 153
id-PWS-Failed-NR-CGI-List 							ProtocolIE-ID ::= 154
id-PWS-Failed-NR-CGI-Item 							ProtocolIE-ID ::= 155
id-ConfirmedUEID									ProtocolIE-ID ::= 156
id-Cancel-all-Warning-Messages-Indicator			ProtocolIE-ID ::= 157
id-GNB-DU-UE-AMBR-UL								ProtocolIE-ID ::= 158
id-DRXConfigurationIndicator						ProtocolIE-ID ::= 159
id-RLC-Status										ProtocolIE-ID ::= 160
id-DLPDCPSNLength									ProtocolIE-ID ::= 161
id-GNB-DUConfigurationQuery							ProtocolIE-ID ::= 162
id-MeasurementTimingConfiguration					ProtocolIE-ID ::= 163
id-DRB-Information									ProtocolIE-ID ::= 164
id-ServingPLMN										ProtocolIE-ID ::= 165
id-Protected-EUTRA-Resources-Item					ProtocolIE-ID ::= 168
id-GNB-CU-RRC-Version								ProtocolIE-ID ::= 170
id-GNB-DU-RRC-Version								ProtocolIE-ID ::= 171
id-GNBDUOverloadInformation							ProtocolIE-ID ::= 172
id-CellGroupConfig									ProtocolIE-ID ::= 173
id-RLCFailureIndication								ProtocolIE-ID ::= 174
id-UplinkTxDirectCurrentListInformation				ProtocolIE-ID ::= 175
id-DC-Based-Duplication-Configured					ProtocolIE-ID ::= 176
id-DC-Based-Duplication-Activation					ProtocolIE-ID ::= 177
id-SULAccessIndication								ProtocolIE-ID ::= 178
id-AvailablePLMNList								ProtocolIE-ID ::= 179
id-PDUSessionID										ProtocolIE-ID ::= 180
id-ULPDUSessionAggregateMaximumBitRate				ProtocolIE-ID ::= 181
id-ServingCellMO									ProtocolIE-ID ::= 182
id-QoSFlowMappingIndication							ProtocolIE-ID ::= 183
id-RRCDeliveryStatusRequest							ProtocolIE-ID ::= 184
id-RRCDeliveryStatus								ProtocolIE-ID ::= 185
id-BearerTypeChange									ProtocolIE-ID ::= 186
id-RLCMode											ProtocolIE-ID ::= 187
id-Duplication-Activation							ProtocolIE-ID ::= 188
id-Dedicated-SIDelivery-NeededUE-List				ProtocolIE-ID ::= 189
id-Dedicated-SIDelivery-NeededUE-Item				ProtocolIE-ID ::= 190
id-DRX-LongCycleStartOffset							ProtocolIE-ID ::= 191
id-ULPDCPSNLength									ProtocolIE-ID ::= 192
id-SelectedBandCombinationIndex						ProtocolIE-ID ::= 193
id-SelectedFeatureSetEntryIndex						ProtocolIE-ID ::= 194
id-ResourceCoordinationTransferInformation			ProtocolIE-ID ::= 195
id-ExtendedServedPLMNs-List							ProtocolIE-ID ::= 196
id-ExtendedAvailablePLMN-List						ProtocolIE-ID ::= 197
id-Associated-SCell-List							ProtocolIE-ID ::= 198
id-latest-RRC-Version-Enhanced						ProtocolIE-ID ::= 199
id-Associated-SCell-Item							ProtocolIE-ID ::= 200
id-Cell-Direction									ProtocolIE-ID ::= 201
id-SRBs-Setup-List									ProtocolIE-ID ::= 202
id-SRBs-Setup-Item									ProtocolIE-ID ::= 203
id-SRBs-SetupMod-List								ProtocolIE-ID ::= 204
id-SRBs-SetupMod-Item								ProtocolIE-ID ::= 205
id-SRBs-Modified-List								ProtocolIE-ID ::= 206
id-SRBs-Modified-Item								ProtocolIE-ID ::= 207
id-Ph-InfoSCG										ProtocolIE-ID ::= 208
id-RequestedBandCombinationIndex					ProtocolIE-ID ::= 209
id-RequestedFeatureSetEntryIndex					ProtocolIE-ID ::= 210
id-RequestedP-MaxFR2								ProtocolIE-ID ::= 211
id-DRX-Config										ProtocolIE-ID ::= 212
id-IgnoreResourceCoordinationContainer				ProtocolIE-ID ::= 213
id-UEAssistanceInformation							ProtocolIE-ID ::= 214
id-NeedforGap										ProtocolIE-ID ::= 215
id-PagingOrigin										ProtocolIE-ID ::= 216
id-new-gNB-CU-UE-F1AP-ID							ProtocolIE-ID ::= 217
id-RedirectedRRCmessage								ProtocolIE-ID ::= 218
id-new-gNB-DU-UE-F1AP-ID							ProtocolIE-ID ::= 219
id-NotificationInformation							ProtocolIE-ID ::= 220
id-PLMNAssistanceInfoForNetShar						ProtocolIE-ID ::= 221
id-UEContextNotRetrievable							ProtocolIE-ID ::= 222
id-BPLMN-ID-Info-List								ProtocolIE-ID ::= 223
id-SelectedPLMNID									ProtocolIE-ID ::= 224
id-UAC-Assistance-Info								ProtocolIE-ID ::= 225
id-RANUEID											ProtocolIE-ID ::= 226
id-GNB-DU-TNL-Association-To-Remove-Item			ProtocolIE-ID ::= 227
id-GNB-DU-TNL-Association-To-Remove-List			ProtocolIE-ID ::= 228
id-TNLAssociationTransportLayerAddressgNBDU			ProtocolIE-ID ::= 229
id-portNumber										ProtocolIE-ID ::= 230
id-AdditionalSIBMessageList							ProtocolIE-ID ::= 231
id-Cell-Type										ProtocolIE-ID ::= 232
id-IgnorePRACHConfiguration							ProtocolIE-ID ::= 233
id-CG-Config										ProtocolIE-ID ::= 234
id-PDCCH-BlindDetectionSCG							ProtocolIE-ID ::= 235
id-Requested-PDCCH-BlindDetectionSCG				ProtocolIE-ID ::= 236
id-Ph-InfoMCG										ProtocolIE-ID ::= 237
id-MeasGapSharingConfig								ProtocolIE-ID ::= 238
id-systemInformationAreaID							ProtocolIE-ID ::= 239
id-areaScope										ProtocolIE-ID ::= 240
id-RRCContainer-RRCSetupComplete					ProtocolIE-ID ::= 241
id-TraceActivation									ProtocolIE-ID ::= 242
id-TraceID											ProtocolIE-ID ::= 243
id-Neighbour-Cell-Information-List					ProtocolIE-ID ::= 244
id-SymbolAllocInSlot								ProtocolIE-ID ::= 246
id-NumDLULSymbols									ProtocolIE-ID ::= 247
id-AdditionalRRMPriorityIndex						ProtocolIE-ID ::= 248
id-DUCURadioInformationType							ProtocolIE-ID ::= 249
id-CUDURadioInformationType 						ProtocolIE-ID ::= 250
id-AggressorgNBSetID								ProtocolIE-ID ::= 251
id-VictimgNBSetID									ProtocolIE-ID ::= 252
id-LowerLayerPresenceStatusChange					ProtocolIE-ID ::= 253
id-Transport-Layer-Address-Info						ProtocolIE-ID ::= 254
id-Neighbour-Cell-Information-Item					ProtocolIE-ID ::= 255
id-IntendedTDD-DL-ULConfig							ProtocolIE-ID ::= 256
id-QosMonitoringRequest								ProtocolIE-ID ::= 257
id-BHChannels-ToBeSetup-List						ProtocolIE-ID ::= 258
id-BHChannels-ToBeSetup-Item						ProtocolIE-ID ::= 259
id-BHChannels-Setup-List							ProtocolIE-ID ::= 260
id-BHChannels-Setup-Item							ProtocolIE-ID ::= 261
id-BHChannels-ToBeModified-Item						ProtocolIE-ID ::= 262
id-BHChannels-ToBeModified-List						ProtocolIE-ID ::= 263
id-BHChannels-ToBeReleased-Item						ProtocolIE-ID ::= 264
id-BHChannels-ToBeReleased-List						ProtocolIE-ID ::= 265
id-BHChannels-ToBeSetupMod-Item						ProtocolIE-ID ::= 266
id-BHChannels-ToBeSetupMod-List						ProtocolIE-ID ::= 267
id-BHChannels-FailedToBeModified-Item				ProtocolIE-ID ::= 268
id-BHChannels-FailedToBeModified-List				ProtocolIE-ID ::= 269
id-BHChannels-FailedToBeSetupMod-Item				ProtocolIE-ID ::= 270
id-BHChannels-FailedToBeSetupMod-List				ProtocolIE-ID ::= 271
id-BHChannels-Modified-Item							ProtocolIE-ID ::= 272
id-BHChannels-Modified-List							ProtocolIE-ID ::= 273
id-BHChannels-SetupMod-Item							ProtocolIE-ID ::= 274
id-BHChannels-SetupMod-List							ProtocolIE-ID ::= 275
id-BHChannels-Required-ToBeReleased-Item			ProtocolIE-ID ::= 276
id-BHChannels-Required-ToBeReleased-List			ProtocolIE-ID ::= 277
id-BHChannels-FailedToBeSetup-Item					ProtocolIE-ID ::= 278
id-BHChannels-FailedToBeSetup-List					ProtocolIE-ID ::= 279
id-BHInfo											ProtocolIE-ID ::= 280
id-BAPAddress										ProtocolIE-ID ::= 281
id-ConfiguredBAPAddress								ProtocolIE-ID ::= 282
id-BH-Routing-Information-Added-List				ProtocolIE-ID ::= 283
id-BH-Routing-Information-Added-List-Item			ProtocolIE-ID ::= 284
id-BH-Routing-Information-Removed-List				ProtocolIE-ID ::= 285
id-BH-Routing-Information-Removed-List-Item			ProtocolIE-ID ::= 286
id-UL-BH-Non-UP-Traffic-Mapping						ProtocolIE-ID ::= 287
id-Activated-Cells-to-be-Updated-List				ProtocolIE-ID ::= 288
id-Child-Nodes-List									ProtocolIE-ID ::= 289
id-IAB-Info-IAB-DU									ProtocolIE-ID ::= 290
id-IAB-Info-IAB-donor-CU							ProtocolIE-ID ::= 291
id-IAB-TNL-Addresses-To-Remove-List					ProtocolIE-ID ::= 292
id-IAB-TNL-Addresses-To-Remove-Item					ProtocolIE-ID ::= 293
id-IAB-Allocated-TNL-Address-List					ProtocolIE-ID ::= 294
id-IAB-Allocated-TNL-Address-Item					ProtocolIE-ID ::= 295
id-IABIPv6RequestType								ProtocolIE-ID ::= 296
id-IABv4AddressesRequested							ProtocolIE-ID ::= 297
id-IAB-Barred										ProtocolIE-ID ::= 298
id-TrafficMappingInformation						ProtocolIE-ID ::= 299
id-UL-UP-TNL-Information-to-Update-List				ProtocolIE-ID ::= 300
id-UL-UP-TNL-Information-to-Update-List-Item		ProtocolIE-ID ::= 301
id-UL-UP-TNL-Address-to-Update-List					ProtocolIE-ID ::= 302
id-UL-UP-TNL-Address-to-Update-List-Item			ProtocolIE-ID ::= 303
id-DL-UP-TNL-Address-to-Update-List					ProtocolIE-ID ::= 304
id-DL-UP-TNL-Address-to-Update-List-Item			ProtocolIE-ID ::= 305
id-NRV2XServicesAuthorized							ProtocolIE-ID ::= 306
id-LTEV2XServicesAuthorized							ProtocolIE-ID ::= 307
id-NRUESidelinkAggregateMaximumBitrate				ProtocolIE-ID ::= 308
id-LTEUESidelinkAggregateMaximumBitrate				ProtocolIE-ID ::= 309
id-SIB12-message									ProtocolIE-ID ::= 310
id-SIB13-message									ProtocolIE-ID ::= 311
id-SIB14-message									ProtocolIE-ID ::= 312
id-SLDRBs-FailedToBeModified-Item					ProtocolIE-ID ::= 313
id-SLDRBs-FailedToBeModified-List					ProtocolIE-ID ::= 314
id-SLDRBs-FailedToBeSetup-Item						ProtocolIE-ID ::= 315
id-SLDRBs-FailedToBeSetup-List						ProtocolIE-ID ::= 316
id-SLDRBs-Modified-Item								ProtocolIE-ID ::= 317
id-SLDRBs-Modified-List								ProtocolIE-ID ::= 318
id-SLDRBs-Required-ToBeModified-Item				ProtocolIE-ID ::= 319
id-SLDRBs-Required-ToBeModified-List				ProtocolIE-ID ::= 320
id-SLDRBs-Required-ToBeReleased-Item				ProtocolIE-ID ::= 321
id-SLDRBs-Required-ToBeReleased-List				ProtocolIE-ID ::= 322
id-SLDRBs-Setup-Item								ProtocolIE-ID ::= 323
id-SLDRBs-Setup-List								ProtocolIE-ID ::= 324
id-SLDRBs-ToBeModified-Item							ProtocolIE-ID ::= 325
id-SLDRBs-ToBeModified-List							ProtocolIE-ID ::= 326
id-SLDRBs-ToBeReleased-Item							ProtocolIE-ID ::= 327
id-SLDRBs-ToBeReleased-List							ProtocolIE-ID ::= 328
id-SLDRBs-ToBeSetup-Item							ProtocolIE-ID ::= 329
id-SLDRBs-ToBeSetup-List							ProtocolIE-ID ::= 330
id-SLDRBs-ToBeSetupMod-Item							ProtocolIE-ID ::= 331
id-SLDRBs-ToBeSetupMod-List							ProtocolIE-ID ::= 332
id-SLDRBs-SetupMod-List								ProtocolIE-ID ::= 333
id-SLDRBs-FailedToBeSetupMod-List					ProtocolIE-ID ::= 334
id-SLDRBs-SetupMod-Item								ProtocolIE-ID ::= 335
id-SLDRBs-FailedToBeSetupMod-Item					ProtocolIE-ID ::= 336
id-SLDRBs-ModifiedConf-List							ProtocolIE-ID ::= 337
id-SLDRBs-ModifiedConf-Item							ProtocolIE-ID ::= 338
id-UEAssistanceInformationEUTRA						ProtocolIE-ID ::= 339
id-PC5LinkAMBR										ProtocolIE-ID ::= 340
id-SL-PHY-MAC-RLC-Config							ProtocolIE-ID ::= 341
id-SL-ConfigDedicatedEUTRA-Info						ProtocolIE-ID ::= 342
id-AlternativeQoSParaSetList						ProtocolIE-ID ::= 343
id-CurrentQoSParaSetIndex							ProtocolIE-ID ::= 344
id-gNBCUMeasurementID								ProtocolIE-ID ::= 345
id-gNBDUMeasurementID								ProtocolIE-ID ::= 346
id-RegistrationRequest								ProtocolIE-ID ::= 347
id-ReportCharacteristics							ProtocolIE-ID ::= 348
id-CellToReportList									ProtocolIE-ID ::= 349
id-CellMeasurementResultList						ProtocolIE-ID ::= 350
id-HardwareLoadIndicator							ProtocolIE-ID ::= 351
id-ReportingPeriodicity								ProtocolIE-ID ::= 352
id-TNLCapacityIndicator								ProtocolIE-ID ::= 353
id-CarrierList										ProtocolIE-ID ::= 354
id-ULCarrierList									ProtocolIE-ID ::= 355
id-FrequencyShift7p5khz								ProtocolIE-ID ::= 356
id-SSB-PositionsInBurst								ProtocolIE-ID ::= 357
id-NRPRACHConfig									ProtocolIE-ID ::= 358
id-RACHReportInformationList						ProtocolIE-ID ::= 359
id-RLFReportInformationList							ProtocolIE-ID ::= 360
id-TDD-UL-DLConfigCommonNR							ProtocolIE-ID ::= 361
id-CNPacketDelayBudgetDownlink						ProtocolIE-ID ::= 362
id-ExtendedPacketDelayBudget						ProtocolIE-ID ::= 363
id-TSCTrafficCharacteristics						ProtocolIE-ID ::= 364
id-ReportingRequestType								ProtocolIE-ID ::= 365
id-TimeReferenceInformation							ProtocolIE-ID ::= 366
id-CNPacketDelayBudgetUplink						ProtocolIE-ID ::= 369
id-AdditionalPDCPDuplicationTNL-List				ProtocolIE-ID ::= 370
id-RLCDuplicationInformation						ProtocolIE-ID ::= 371
id-AdditionalDuplicationIndication					ProtocolIE-ID ::= 372
id-ConditionalInterDUMobilityInformation			ProtocolIE-ID ::= 373
id-ConditionalIntraDUMobilityInformation			ProtocolIE-ID ::= 374
id-targetCellsToCancel								ProtocolIE-ID ::= 375
id-requestedTargetCellGlobalID						ProtocolIE-ID ::= 376
id-ManagementBasedMDTPLMNList						ProtocolIE-ID ::= 377
id-TraceCollectionEntityIPAddress 					ProtocolIE-ID ::= 378
id-PrivacyIndicator									ProtocolIE-ID ::= 379
id-TraceCollectionEntityURI							ProtocolIE-ID ::= 380
id-mdtConfiguration									ProtocolIE-ID ::= 381
id-ServingNID										ProtocolIE-ID ::= 382
id-NPNBroadcastInformation							ProtocolIE-ID ::= 383
id-NPNSupportInfo									ProtocolIE-ID ::= 384
id-NID												ProtocolIE-ID ::= 385
id-AvailableSNPN-ID-List							ProtocolIE-ID ::= 386
id-SIB10-message									ProtocolIE-ID ::= 387
id-DLCarrierList									ProtocolIE-ID ::= 389
	id-ExtendedTAISliceSupportList					ProtocolIE-ID ::= 390
id-RequestedSRSTransmissionCharacteristics			ProtocolIE-ID ::= 391
id-PosAssistance-Information						ProtocolIE-ID ::= 392
id-PosBroadcast										ProtocolIE-ID ::= 393
id-RoutingID										ProtocolIE-ID ::= 394
id-PosAssistanceInformationFailureList				ProtocolIE-ID ::= 395
id-PosMeasurementQuantities							ProtocolIE-ID ::= 396
id-PosMeasurementResultList							ProtocolIE-ID ::= 397
id-TRPInformationTypeListTRPReq						ProtocolIE-ID ::= 398
id-TRPInformationTypeItem							ProtocolIE-ID ::= 399
id-TRPInformationListTRPResp						ProtocolIE-ID ::= 400
id-TRPInformationItem								ProtocolIE-ID ::= 401
id-LMF-MeasurementID								ProtocolIE-ID ::= 402
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id-AbortTransmission								ProtocolIE-ID ::= 405
id-PositioningBroadcastCells						ProtocolIE-ID ::= 406
id-SRSConfiguration									ProtocolIE-ID ::= 407
id-PosReportCharacteristics							ProtocolIE-ID ::= 408
id-PosMeasurementPeriodicity						ProtocolIE-ID ::= 409
id-TRPList											ProtocolIE-ID ::= 410
id-RAN-MeasurementID								ProtocolIE-ID ::= 411
id-LMF-UE-MeasurementID								ProtocolIE-ID ::= 412
id-RAN-UE-MeasurementID								ProtocolIE-ID ::= 413
id-E-CID-MeasurementQuantities						ProtocolIE-ID ::= 414
id-E-CID-MeasurementQuantities-Item					ProtocolIE-ID ::= 415
id-E-CID-MeasurementPeriodicity						ProtocolIE-ID ::= 416
id-E-CID-MeasurementResult							ProtocolIE-ID ::= 417
id-Cell-Portion-ID									ProtocolIE-ID ::= 418
id-SFNInitialisationTime							ProtocolIE-ID ::= 419
id-SystemFrameNumber								ProtocolIE-ID ::= 420
id-SlotNumber										ProtocolIE-ID ::= 421
id-TRP-MeasurementRequestList						ProtocolIE-ID ::= 422
id-MeasurementBeamInfoRequest						ProtocolIE-ID ::= 423
id-E-CID-ReportCharacteristics						ProtocolIE-ID ::= 424
id-ConfiguredTACIndication							ProtocolIE-ID ::= 425
id-Extended-GNB-CU-Name								ProtocolIE-ID ::= 426
id-Extended-GNB-DU-Name								ProtocolIE-ID ::= 427
id-F1CTransferPath									ProtocolIE-ID ::= 428
id-SFN-Offset										ProtocolIE-ID ::= 429
id-TransmissionStopIndicator						ProtocolIE-ID ::= 430
id-SrsFrequency										ProtocolIE-ID ::= 431
id-SCGIndicator										ProtocolIE-ID ::= 432
id-EstimatedArrivalProbability						ProtocolIE-ID ::= 433
id-TRPType											ProtocolIE-ID ::= 434
id-SRSSpatialRelationPerSRSResource					ProtocolIE-ID ::= 435
id-PDCPTerminatingNodeDLTNLAddrInfo					ProtocolIE-ID ::= 436
id-ENBDLTNLAddress									ProtocolIE-ID ::= 437
id-PosMeasurementPeriodicityExtended				ProtocolIE-ID ::= 438
id-PRS-Resource-ID									ProtocolIE-ID ::= 439
id-LocationMeasurementInformation					ProtocolIE-ID ::= 440
id-SliceRadioResourceStatus							ProtocolIE-ID ::= 441
id-CompositeAvailableCapacity-SUL					ProtocolIE-ID ::= 442
id-SuccessfulHOReportInformationList				ProtocolIE-ID ::= 443
id-NR-U-Channel-List								ProtocolIE-ID ::= 444
id-NR-U												ProtocolIE-ID ::= 445
id-Coverage-Modification-Notification				ProtocolIE-ID ::= 446
id-CCO-Assistance-Information						ProtocolIE-ID ::= 447
id-Neighbor-node-CCO-Assistance-Information-List	ProtocolIE-ID ::= 448
id-CellsForSON-List									ProtocolIE-ID ::= 449
id-MIMOPRBusageInformation							ProtocolIE-ID ::= 450
id-gNB-CU-MBS-F1AP-ID								ProtocolIE-ID ::= 451
id-gNB-DU-MBS-F1AP-ID								ProtocolIE-ID ::= 452
id-MBS-Area-Session-ID								ProtocolIE-ID ::= 453
id-MBS-CUtoDURRCInformation							ProtocolIE-ID ::= 454
id-MBS-Session-ID									ProtocolIE-ID ::= 455
id-SNSSAI											ProtocolIE-ID ::= 456
id-MBS-Broadcast-NeighbourCellList					ProtocolIE-ID ::= 457
id-BroadcastMRBs-FailedToBeModified-List			ProtocolIE-ID ::= 458
id-BroadcastMRBs-FailedToBeModified-Item			ProtocolIE-ID ::= 459
id-BroadcastMRBs-FailedToBeSetup-List				ProtocolIE-ID ::= 460
id-BroadcastMRBs-FailedToBeSetup-Item				ProtocolIE-ID ::= 461
id-BroadcastMRBs-FailedToBeSetupMod-List			ProtocolIE-ID ::= 462
id-BroadcastMRBs-FailedToBeSetupMod-Item			ProtocolIE-ID ::= 463
id-BroadcastMRBs-Modified-List						ProtocolIE-ID ::= 464
id-BroadcastMRBs-Modified-Item						ProtocolIE-ID ::= 465
id-BroadcastMRBs-Setup-List							ProtocolIE-ID ::= 466
id-BroadcastMRBs-Setup-Item							ProtocolIE-ID ::= 467
id-BroadcastMRBs-SetupMod-List						ProtocolIE-ID ::= 468
id-BroadcastMRBs-SetupMod-Item						ProtocolIE-ID ::= 469
id-BroadcastMRBs-ToBeModified-List					ProtocolIE-ID ::= 470
id-BroadcastMRBs-ToBeModified-Item					ProtocolIE-ID ::= 471
id-BroadcastMRBs-ToBeReleased-List					ProtocolIE-ID ::= 472
id-BroadcastMRBs-ToBeReleased-Item					ProtocolIE-ID ::= 473
id-BroadcastMRBs-ToBeSetup-List						ProtocolIE-ID ::= 474
id-BroadcastMRBs-ToBeSetup-Item						ProtocolIE-ID ::= 475
id-BroadcastMRBs-ToBeSetupMod-List					ProtocolIE-ID ::= 476
id-BroadcastMRBs-ToBeSetupMod-Item					ProtocolIE-ID ::= 477
id-Supported-MBS-FSA-ID-List						ProtocolIE-ID ::= 478
id-UEIdentity-List-For-Paging-List 					ProtocolIE-ID ::= 479
id-UEIdentity-List-For-Paging-Item 					ProtocolIE-ID ::= 480
id-MBS-ServiceArea									ProtocolIE-ID ::= 481
id-MulticastMRBs-FailedToBeModified-List			ProtocolIE-ID ::= 482
id-MulticastMRBs-FailedToBeModified-Item			ProtocolIE-ID ::= 483
id-MulticastMRBs-FailedToBeSetup-List				ProtocolIE-ID ::= 484
id-MulticastMRBs-FailedToBeSetup-Item				ProtocolIE-ID ::= 485
id-MulticastMRBs-FailedToBeSetupMod-List			ProtocolIE-ID ::= 486
id-MulticastMRBs-FailedToBeSetupMod-Item			ProtocolIE-ID ::= 487
id-MulticastMRBs-Modified-List						ProtocolIE-ID ::= 488
id-MulticastMRBs-Modified-Item						ProtocolIE-ID ::= 489
id-MulticastMRBs-Setup-List							ProtocolIE-ID ::= 490
id-MulticastMRBs-Setup-Item							ProtocolIE-ID ::= 491
id-MulticastMRBs-SetupMod-List						ProtocolIE-ID ::= 492
id-MulticastMRBs-SetupMod-Item						ProtocolIE-ID ::= 493
id-MulticastMRBs-ToBeModified-List					ProtocolIE-ID ::= 494
id-MulticastMRBs-ToBeModified-Item					ProtocolIE-ID ::= 495
id-MulticastMRBs-ToBeReleased-List					ProtocolIE-ID ::= 496
id-MulticastMRBs-ToBeReleased-Item					ProtocolIE-ID ::= 497
id-MulticastMRBs-ToBeSetup-List						ProtocolIE-ID ::= 498
id-MulticastMRBs-ToBeSetup-Item						ProtocolIE-ID ::= 499
id-MulticastMRBs-ToBeSetupMod-List					ProtocolIE-ID ::= 500
id-MulticastMRBs-ToBeSetupMod-Item					ProtocolIE-ID ::= 501
id-MBSMulticastF1UContextDescriptor					ProtocolIE-ID ::= 502
id-MulticastF1UContext-ToBeSetup-List				ProtocolIE-ID ::= 503
id-MulticastF1UContext-ToBeSetup-Item				ProtocolIE-ID ::= 504
id-MulticastF1UContext-Setup-List					ProtocolIE-ID ::= 505
id-MulticastF1UContext-Setup-Item					ProtocolIE-ID ::= 506
id-MulticastF1UContext-FailedToBeSetup-List			ProtocolIE-ID ::= 507
id-MulticastF1UContext-FailedToBeSetup-Item			ProtocolIE-ID ::= 508
id-IABCongestionIndication							ProtocolIE-ID ::= 509
id-IABConditionalRRCMessageDeliveryIndication		ProtocolIE-ID ::= 510
id-F1CTransferPathNRDC								ProtocolIE-ID ::= 511
id-BufferSizeThresh 								ProtocolIE-ID ::= 512
id-IAB-TNL-Addresses-Exception						ProtocolIE-ID ::= 513
id-BAP-Header-Rewriting-Added-List					ProtocolIE-ID ::= 514
id-BAP-Header-Rewriting-Added-List-Item				ProtocolIE-ID ::= 515
id-Re-routingEnableIndicator						ProtocolIE-ID ::= 516
id-NonF1terminatingTopologyIndicator				ProtocolIE-ID ::= 517
id-EgressNonF1terminatingTopologyIndicator			ProtocolIE-ID ::= 518
id-IngressNonF1terminatingTopologyIndicator			ProtocolIE-ID ::= 519
id-rBSetConfiguration 								ProtocolIE-ID ::= 520
id-frequency-Domain-HSNA-Configuration-List			ProtocolIE-ID ::= 521
id-child-IAB-Nodes-NA-Resource-List					ProtocolIE-ID ::= 522
id-Parent-IAB-Nodes-NA-Resource-Configuration-List	ProtocolIE-ID ::= 523
id-uL-FreqInfo										ProtocolIE-ID ::= 524
id-uL-Transmission-Bandwidth						ProtocolIE-ID ::= 525
id-dL-FreqInfo										ProtocolIE-ID ::= 526
id-dL-Transmission-Bandwidth						ProtocolIE-ID ::= 527
id-uL-NR-Carrier-List								ProtocolIE-ID ::= 528
id-dL-NR-Carrier-List								ProtocolIE-ID ::= 529
id-nRFreqInfo										ProtocolIE-ID ::= 530
id-transmission-Bandwidth							ProtocolIE-ID ::= 531
id-nR-Carrier-List									ProtocolIE-ID ::= 532
id-Neighbour-Node-Cells-List						ProtocolIE-ID ::= 533
id-Serving-Cells-List								ProtocolIE-ID ::= 534
id-permutation										ProtocolIE-ID ::= 535
id-MDTPollutedMeasurementIndicator					ProtocolIE-ID ::= 536
id-M5ReportAmount 									ProtocolIE-ID ::= 537
id-M6ReportAmount 									ProtocolIE-ID ::= 538
id-M7ReportAmount 									ProtocolIE-ID ::= 539
id-SurvivalTime										ProtocolIE-ID ::= 540
id-PDCMeasurementPeriodicity						ProtocolIE-ID ::= 541
id-PDCMeasurementQuantities							ProtocolIE-ID ::= 542
id-PDCMeasurementQuantities-Item					ProtocolIE-ID ::= 543
id-PDCMeasurementResult								ProtocolIE-ID ::= 544
id-PDCReportType									ProtocolIE-ID ::= 545
id-RAN-UE-PDC-MeasID								ProtocolIE-ID ::= 546
id-SCGActivationRequest								ProtocolIE-ID ::= 547
id-SCGActivationStatus								ProtocolIE-ID ::= 548
id-PRSTRPList										ProtocolIE-ID ::= 549
id-PRSTransmissionTRPList							ProtocolIE-ID ::= 550
id-OnDemandPRS										ProtocolIE-ID ::= 551
id-AoA-SearchWindow									ProtocolIE-ID ::= 552
id-TRP-MeasurementUpdateList						ProtocolIE-ID ::= 553
id-ZoAInformation									ProtocolIE-ID ::= 554
id-ResponseTime										ProtocolIE-ID ::= 555
id-ARPLocationInfo									ProtocolIE-ID ::= 556
id-ARP-ID											ProtocolIE-ID ::= 557
id-MultipleULAoA									ProtocolIE-ID ::= 558
id-UL-SRS-RSRPP										ProtocolIE-ID ::= 559
id-SRSResourcetype									ProtocolIE-ID ::= 560
id-ExtendedAdditionalPathList						ProtocolIE-ID ::= 561
id-LoS-NLoSInformation								ProtocolIE-ID ::= 562
id-NumberOfTRPRxTEG									ProtocolIE-ID ::= 564
id-NumberOfTRPRxTxTEG								ProtocolIE-ID ::= 565
id-TRPTxTEGAssociation								ProtocolIE-ID ::= 566
id-TRPTEGInformation								ProtocolIE-ID ::= 567
id-TRPRx-TEGInformation								ProtocolIE-ID ::= 568
id-TRP-PRS-Info-List								ProtocolIE-ID ::= 569
id-PRS-Measurement-Info-List						ProtocolIE-ID ::= 570
id-PRSConfigRequestType								ProtocolIE-ID ::= 571
id-MeasurementTimeOccasion							ProtocolIE-ID ::= 573
id-MeasurementCharacteristicsRequestIndicator		ProtocolIE-ID ::= 574
id-UEReportingInformation							ProtocolIE-ID ::= 575
id-PosConextRevIndication							ProtocolIE-ID ::= 576
id-TRPBeamAntennaInformation						ProtocolIE-ID ::= 577
id-NRRedCapUEIndication 							ProtocolIE-ID ::= 578
id-Redcap-Bcast-Information							ProtocolIE-ID ::= 579
id-RANUEPagingDRX									ProtocolIE-ID ::= 580
id-CNUEPagingDRX									ProtocolIE-ID ::= 581
id-NRPagingeDRXInformation							ProtocolIE-ID ::= 582
id-NRPagingeDRXInformationforRRCINACTIVE			ProtocolIE-ID ::= 583
id-NR-TADV											ProtocolIE-ID ::= 584
id-QoEInformation									ProtocolIE-ID ::= 585
id-CG-SDTQueryIndication							ProtocolIE-ID ::= 586
id-SDT-MAC-PHY-CG-Config							ProtocolIE-ID ::= 587
id-CG-SDTKeptIndicator								ProtocolIE-ID ::= 588
id-CG-SDTindicatorSetup								ProtocolIE-ID ::= 589
id-CG-SDTindicatorMod								ProtocolIE-ID ::= 590
id-CG-SDTSessionInfoOld								ProtocolIE-ID ::= 591
id-SDTInformation									ProtocolIE-ID ::= 592
id-SDTRLCBearerConfiguration						ProtocolIE-ID ::= 593
id-FiveG-ProSeAuthorized							ProtocolIE-ID ::= 594
id-FiveG-ProSeUEPC5AggregateMaximumBitrate			ProtocolIE-ID ::= 595
id-FiveG-ProSePC5LinkAMBR	 						ProtocolIE-ID ::= 596
id-SRBMappingInfo									ProtocolIE-ID ::= 597
id-DRBMappingInfo									ProtocolIE-ID ::= 598
id-UuRLCChannelToBeSetupList						ProtocolIE-ID ::= 599
id-UuRLCChannelToBeModifiedList						ProtocolIE-ID ::= 600
id-UuRLCChannelToBeReleasedList						ProtocolIE-ID ::= 601
id-UuRLCChannelSetupList							ProtocolIE-ID ::= 602
id-UuRLCChannelFailedToBeSetupList					ProtocolIE-ID ::= 603
id-UuRLCChannelModifiedList							ProtocolIE-ID ::= 604
id-UuRLCChannelFailedToBeModifiedList				ProtocolIE-ID ::= 605
id-UuRLCChannelRequiredToBeModifiedList				ProtocolIE-ID ::= 606
id-UuRLCChannelRequiredToBeReleasedList				ProtocolIE-ID ::= 607
id-PC5RLCChannelToBeSetupList						ProtocolIE-ID ::= 608
id-PC5RLCChannelToBeModifiedList					ProtocolIE-ID ::= 609
id-PC5RLCChannelToBeReleasedList					ProtocolIE-ID ::= 610
id-PC5RLCChannelSetupList							ProtocolIE-ID ::= 611
id-PC5RLCChannelFailedToBeSetupList					ProtocolIE-ID ::= 612
id-PC5RLCChannelFailedToBeModifiedList				ProtocolIE-ID ::= 613
id-PC5RLCChannelRequiredToBeModifiedList			ProtocolIE-ID ::= 614
id-PC5RLCChannelRequiredToBeReleasedList			ProtocolIE-ID ::= 615
id-PC5RLCChannelModifiedList						ProtocolIE-ID ::= 616
id-SidelinkRelayConfiguration						ProtocolIE-ID ::= 617
id-UpdatedRemoteUELocalID							ProtocolIE-ID ::= 618
id-PathSwitchConfiguration							ProtocolIE-ID ::= 619
id-PagingCause										ProtocolIE-ID ::= 620
id-MUSIM-GapConfig									ProtocolIE-ID ::= 621
id-PEIPSAssistanceInfo								ProtocolIE-ID ::= 622
id-UEPagingCapability								ProtocolIE-ID ::= 623
id-LastUsedCellIndication							ProtocolIE-ID ::= 624
id-SIB17-message									ProtocolIE-ID ::= 625
id-GNBDUUESliceMaximumBitRateList					ProtocolIE-ID ::= 626
id-SIB20-message									ProtocolIE-ID ::= 627
id-UE-MulticastMRBs-ToBeReleased-List				ProtocolIE-ID ::= 628
id-UE-MulticastMRBs-ToBeReleased-Item				ProtocolIE-ID ::= 629
id-UE-MulticastMRBs-ToBeSetup-List					ProtocolIE-ID ::= 630
id-UE-MulticastMRBs-ToBeSetup-Item					ProtocolIE-ID ::= 631
id-MulticastMBSSessionSetupList						ProtocolIE-ID ::= 632
id-MulticastMBSSessionRemoveList					ProtocolIE-ID ::= 633
id-PosMeasurementAmount								ProtocolIE-ID ::= 634
id-SDT-Termination-Request							ProtocolIE-ID ::= 635
id-pathPower										ProtocolIE-ID ::= 636
id-DU-RX-MT-RX-Extend								ProtocolIE-ID ::= 637
id-DU-TX-MT-TX-Extend								ProtocolIE-ID ::= 638
id-DU-RX-MT-TX-Extend								ProtocolIE-ID ::= 639
id-DU-TX-MT-RX-Extend								ProtocolIE-ID ::= 640
id-BAP-Header-Rewriting-Removed-List				ProtocolIE-ID ::= 641
id-BAP-Header-Rewriting-Removed-List-Item			ProtocolIE-ID ::= 642
id-SLDRXCycleList									ProtocolIE-ID ::= 643
id-TAINSAGSupportList								ProtocolIE-ID ::= 644
id-SL-RLC-ChannelToAddModList						ProtocolIE-ID ::= 645
id-BroadcastAreaScope								ProtocolIE-ID ::= 646
id-ManagementBasedMDTPLMNModificationList 			ProtocolIE-ID ::= 647
id-SIB15-message									ProtocolIE-ID ::= 648
id-ActivationRequestType							ProtocolIE-ID ::= 649
id-PosMeasGapPreConfigList							ProtocolIE-ID ::= 650
id-InterFrequencyConfig-NoGap						ProtocolIE-ID ::= 651
id-MBSInterestIndication							ProtocolIE-ID ::= 652
id-UE-MulticastMRBs-ConfirmedToBeModified-List		ProtocolIE-ID ::= 653
id-UE-MulticastMRBs-ConfirmedToBeModified-Item		ProtocolIE-ID ::= 654
id-UE-MulticastMRBs-RequiredToBeModified-List		ProtocolIE-ID ::= 655
id-UE-MulticastMRBs-RequiredToBeModified-Item		ProtocolIE-ID ::= 656
id-UE-MulticastMRBs-RequiredToBeReleased-List		ProtocolIE-ID ::= 657
id-UE-MulticastMRBs-RequiredToBeReleased-Item		ProtocolIE-ID ::= 658
id-L571Info											ProtocolIE-ID ::= 659
id-L1151Info										ProtocolIE-ID ::= 660
id-SCS-480											ProtocolIE-ID ::= 661
id-SCS-960											ProtocolIE-ID ::= 662
id-SRSPortIndex										ProtocolIE-ID ::= 663
id-PEISubgroupingSupportIndication					ProtocolIE-ID ::= 664
id-NeedForGapsInfoNR								ProtocolIE-ID ::= 665
id-NeedForGapNCSGInfoNR								ProtocolIE-ID ::= 666
id-NeedForGapNCSGInfoEUTRA							ProtocolIE-ID ::= 667
id-procedure-code-668-not-to-be-used				ProtocolIE-ID ::= 668
id-procedure-code-669-not-to-be-used				ProtocolIE-ID ::= 669
id-procedure-code-670-not-to-be-used				ProtocolIE-ID ::= 670
id-Source-MRB-ID									ProtocolIE-ID ::= 671
id-PosMeasurementPeriodicityNR-AoA					ProtocolIE-ID ::= 672
id-RedCapIndication									ProtocolIE-ID ::= 673
id-SRSPosRRCInactiveConfig							ProtocolIE-ID ::= 674
id-SDTBearerConfigurationQueryIndication			ProtocolIE-ID ::= 675
id-SDTBearerConfigurationInfo						ProtocolIE-ID ::= 676
id-UL-GapFR2-Config									ProtocolIE-ID ::= 677
id-ConfigRestrictInfoDAPS							ProtocolIE-ID ::= 678
id-UE-MulticastMRBs-Setup-List						ProtocolIE-ID ::= 679
id-UE-MulticastMRBs-Setup-Item						ProtocolIE-ID ::= 680
id-MulticastF1UContextReferenceCU					ProtocolIE-ID ::= 681
id-PosSItypeList									ProtocolIE-ID ::= 682
id-DAPS-HO-Status									ProtocolIE-ID ::= 683
[bookmark: _Hlk120276272]id-UplinkTxDirectCurrentTwoCarrierListInfo			ProtocolIE-ID ::= 684
id-UE-MulticastMRBs-ToBeSetup-atModify-List			ProtocolIE-ID ::= 685
id-UE-MulticastMRBs-ToBeSetup-atModify-Item			ProtocolIE-ID ::= 686
id-MC-PagingCell-List								ProtocolIE-ID ::= 687
id-MC-PagingCell-Item								ProtocolIE-ID ::= 688
id-SRSPosRRCInactiveQueryIndication					ProtocolIE-ID ::= 689
id-UlTxDirectCurrentMoreCarrierInformation	        ProtocolIE-ID ::= 690
id-CPACMCGInformation								ProtocolIE-ID ::= 691
id-TwoPHRModeMCG									ProtocolIE-ID ::= 692
id-TwoPHRModeSCG									ProtocolIE-ID ::= 693
id-ExtendedUEIdentityIndexValue						ProtocolIE-ID ::= 694
id-ServingCellMO-List								ProtocolIE-ID ::= 695
id-ServingCellMO-List-Item							ProtocolIE-ID ::= 696
id-ServingCellMO-encoded-in-CGC-List				ProtocolIE-ID ::= 697
id-HashedUEIdentityIndexValue						ProtocolIE-ID ::= 698
id-UE-MulticastMRBs-Setupnew-List					ProtocolIE-ID ::= 699
id-UE-MulticastMRBs-Setupnew-Item					ProtocolIE-ID ::= 700
id-ncd-SSB-RedCapInitialBWP-SDT						ProtocolIE-ID ::= 701
id-nrofSymbolsExtended								ProtocolIE-ID ::= 702
id-repetitionFactorExtended							ProtocolIE-ID ::= 703
id-startRBHopping									ProtocolIE-ID ::= 704
id-startRBIndex										ProtocolIE-ID ::= 705
id-transmissionCombn8								ProtocolIE-ID ::= 706
id-ServCellInfoList                                 ProtocolIE-ID ::= 707
id-Cells-NCGI-to-be-Updated-List						ProtocolIE-ID ::= xxx
id-Cells-NCGI-to-be-Updated-List-Item					ProtocolIE-ID ::= yyy
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