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1	Introduction
This contribution contains the TP for SON BLCR for TS38.423 to capture the following agreements during the meeting
1:To Specify the maximum number of RA Report Indications in the RACH Indication message to be 64.
2.Update the name as maxnoofUEsforRAReportIndications。
2	Text Proposal for BLCR for TS 38.423
[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>
8.3.x	RACH Indication
8.3.x.1		General
This message is sent by the S-NG-RAN node to the M-NG-RAN node to inform of one or more performed random access procedures at the S-NG-RAN, due to which one or more RA reports are available at the UE.
8.3.x.2		Successful Operation


Figure 8.3.x.2-1: RACH Indication procedure.
The S-NG-RAN node initiates the procedure by sending the RACH INDICATION message to M-NG-RAN node.
The RACH INDICATION message contains information concerning one or more performed random access procedures and existence of one or more RA report at the UE.
Upon reception of the RACH INDICATION message the M-NG-RAN node may fetch the RA report from the UE.
Editor’s note: The procedure text can be updated further based on the agreements.
8.3.x.3 	Abnormal Conditions
Not applicable.
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.1.2.x	RACH INDICATION
This message is sent by the S-NG-RAN node to inform the M-NG-RAN node that one or more RA reports are available at the UE.
Direction: S-NG-RAN node  M-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	RA Report Indication List
	
	1
	
	
	YES
	reject

	>RA Report Indication List Item
	
	1 .. <maxnoofUEsforRAReportIndications>
	
	
	EACH
	ignore

	>>M-NG-RAN UE Assistant Identifier
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject



	Range bound
	Explanation

	[bookmark: _Hlk148003698]maxnoofUEsforRAReportIndications
	Maximum number of UEs from which S-NG-RAN node is interested to collect RA reportRA Report indications in the message. Value is 64FFS.



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
maxnoofRBsetsPerCell1,
	maxnoofTargetSNsMinusOne,
	maxnoofThresholdsForExcessPacketDelay,
	maxnoofSuccessfulPSCellChangeReports,
[bookmark: _Hlk133929443]	maxnoofUEsforRAReportIndications,
	maxnoofPSCellsinCPAC,
	maxnoofCPACexecutioncond

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
RaReportIndicationList ::= SEQUENCE (SIZE(1..maxnoofUEsforRAReportIndications)) OF RaReportIndication-Item


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
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-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

XnAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
maxnoofNSAGs								INTEGER ::= 256
maxnoofTargetSNsMinusOne					INTEGER ::= 7
maxnoofThresholdsForExcessPacketDelay		INTEGER ::= 255
maxnoofSuccessfulPSCellChangeReports		INTEGER ::= FFS
maxnoofUEsforRAReportIndications			INTEGER ::= 64
maxnoofPSCellsinCPAC						INTEGER ::= 8
maxnoofCPACexecutioncond					INTEGER ::= 2

[bookmark: _GoBack]<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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