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Introduction
This TP is to provide the text proposals to capture the following agreements achieved this meeting:

Option B: The gNB-ID of the MT’s CU and the MT-ID is passed over F1AP is selected as the option to adopt for MT migration.

WA: Use the BAP address as the identifier for the MT in the initial TMM message sent by the DU’s CU to the MT’s CU.
If the WA is turned into an agreement, the following is also agreed: the non-F1 terminating donor XnAP UE ID field in the initial TMM message is set to a dummy value.

CB: # IAB1

Agree to R3-235776

Agree to R3-235775

Agree to R3-235781

(moderator - QC)
Annex: Text Proposal for TS 38.423

<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

8.5.2.2
Successful Operation


[image: image1.emf]F1-terminatingIAB

donor

IABTRANSPORTMIGRATIONMANAGEMENT

REQUEST

Non-F1-terminating

IAB-donor

IABTRANSPORTMIGRATIONMANAGEMENT

RESPONSE


Figure 8.5.2.2-1: IAB Transport Migration Management triggered by the F1-terminating IAB-donor, successful operation

The F1-terminating IAB-donor initiates the procedure by sending the IAB TRANSPORT MIGRATION MANAGEMENT REQUEST message to the non-F1-terminating IAB-donor.

The non-F1-terminating IAB-donor may respond with the IAB TRANSPORT MIGRATION MANAGEMENT RESPONSE message by indicating:

-
Traffic accepted for offloading, within the Traffic Added List IE;

-
Already offloaded traffic accepted for modification, within the Traffic Modified List IE;

-
Traffic not accepted for offloading, within the Traffic Not Added List IE;

-
Already offloaded traffic not accepted for modification within the Traffic Not Modified List IE.

If the Traffic To Be Released Information IE is contained in the IAB TRANSPORT MIGRATION MANAGEMENT REQUEST message, the non-F1-terminating IAB-donor should release all offloaded traffic if the All Traffic Indication IE in the Traffic to Be Released Information IE is set to "true", or release only the offloaded traffic indicated by the Traffic to Be Released Item IE in the Traffic to Be Released Information IE. 

If the IAB TRANSPORT MIGRATION MANAGEMENT REQUEST message contains the Traffic to Be Released Information IE, the non-F1-terminating IAB-donor shall include the Traffic Released List IE in the IAB TRANSPORT MIGRATION MANAGEMENT RESPONSE message.

If the IAB TRANSPORT MIGRATION MANAGEMENT REQUEST message contains the IAB IPv4 Addresses Requested IE or the IAB IPv6 Request Type IE in the IAB TNL Address Request IE, the non-F1-terminating IAB-donor shall, if supported, provide the allocated TNL address via the IAB TNL Address Response IE in the IAB TRANSPORT MIGRATION MANAGEMENT RESPONSE message. If the IAB TRANSPORT MIGRATION MANAGEMENT REQUEST message contains the IAB TNL Address To Remove List IE in the IAB TNL Address Request IE, the non-F1-terminating IAB-donor shall consider that the TNL address(es) are no longer used by the F1-terminating IAB-donor.

If the IAB TNL Address Exception IE is contained in the IAB TRANSPORT MIGRATION MANAGEMENT REQUEST message, the non-F1-terminating IAB-donor shall, if supported, configure the related IAB-donor-DU to enable traffic re-routing over the inter-IAB-donor-DU tunnel.

If the IAB QoS Mapping Information IE is contained in the IAB TRANSPORT MIGRATION MANAGEMENT RESPONSE message, the F1-terminating IAB-donor, shall, if supported, use it to set DSCP and/or IPv6 flow label fields for the downlink IP packets of the offloaded traffic.
If the Mobile IAB-MT BAP Address IE is contained in the IAB TRANSPORT MIGRATION MANAGEMENT REQUEST message, the non-F1-terminating IAB-donor, shall, if supported, use it to identify the mobile IAB-MT. In this case, the non-F1-terminating IAB-donor shall ignore the Non-F1-Terminating IAB-donor UE XnAP ID IE and allocate an XnAP UE ID for the mobile IAB-MT to be used in the subsequent executions of the procedure for this mobile IAB-MT.  
Editor’s Note: it is a working assumption to use the BAP address as the identifier for the MT in the initial TMM message sent by the DU’s CU to the MT’s CU.

9.1.4.2
IAB TRANSPORT MIGRATION MANAGEMENT REQUEST

This message is sent by an F1-terminating IAB-donor to a non-F1-terminating IAB-donor of a boundary IAB-node, for the purpose of setting up, modifying, or releasing (e.g., for the purpose of revoking) the configuration for the migration of boundary and descendant node traffic between two IAB-donors.

Direction: F1-terminating IAB-donor ( non-F1-terminating IAB-donor.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	F1-Terminating IAB-donor UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	This IE refers to the Source NG-RAN node UE

XnAP ID or to the M-NG-RAN node UE XnAP

ID, or to the S-NG-RAN node UE XnAP

ID.
	YES
	reject

	Non-F1-Terminating IAB-donor UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	This IE refers to the Target NG-RAN node UE

XnAP ID or to the S-NG-RAN node UE XnAP

ID, or to the M-NG-RAN node UE XnAP

ID. If the Mobile IAB-MT BAP Address IE is present in the message, this IE is ignored.
	YES
	reject

	Traffic To Be Added List
	
	0..1
	
	
	YES
	reject

	>Traffic To Be Added Item
	
	1 .. <maxnoofTrafficIndexEntries>
	
	
	–
	

	>>Traffic Index
	M
	
	9.2.2.80
	
	–
	

	>>Traffic Profile
	M
	
	9.2.2.81
	
	–
	

	>>F1-terminating Topology BH Information
	O
	
	9.2.2.82
	
	–
	

	Traffic To Be Modified List
	
	0..1
	
	
	YES
	reject

	>Traffic To Be Modified Item
	
	1 .. <maxnoofTrafficIndexEntries>
	
	
	–
	

	>>Traffic Index
	M
	
	9.2.2.80
	
	–
	

	>>Traffic Profile
	O
	
	9.2.2.81
	
	–
	

	>>F1-terminating Topology BH Information
	O
	
	9.2.2.82
	
	–
	

	Traffic To Be Released Information
	O
	
	9.2.2.84
	
	YES
	reject

	IAB TNL Address Request 
	O
	
	9.2.2.85
	
	YES
	reject

	IAB TNL Address Exception 
	O
	
	9.2.2.98
	
	YES
	reject

	Mobile IAB-MT BAP Address
	O
	
	BAP Address

9.2.2.89
	This IE may be present in this message at the first time this message is sent from the F1-terminating donor to the non-F1-terminating donor of this mIAB-node.
	YES
	reject


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.3.4
PDU Definitions

-- ASN1START

-- **************************************************************

--

-- PDU definitions for XnAP.

--

-- **************************************************************

XnAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ActivationIDforCellActivation,


AMF-Region-Information,


AMF-UE-NGAP-ID,


AS-SecurityInformation,

>>>>>>>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<<<<<<<

AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated,


HashedUEIdentityIndexValue,

MIAB-MT-BAP-Address
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>


id-ActivatedServedCells,


id-ActivationIDforCellActivation,

>>>>>>>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<<<<<<<

id-AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated,


id-HashedUEIdentityIndexValue,

id-MIAB-MT-BAP-Address,
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

--

-- IAB TRANSPORT MIGRATION MANAGEMENT REQUEST

--

-- **************************************************************

IABTransportMigrationManagementRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container
{{ IABTransportMigrationManagementRequest-IEs}},


...

}

IABTransportMigrationManagementRequest-IEs XNAP-PROTOCOL-IES ::= {


{ ID id-F1-Terminating-IAB-DonorUEXnAPID

CRITICALITY reject

TYPE NG-RANnodeUEXnAPID





PRESENCE mandatory}|


{ ID id-nonF1-Terminating-IAB-DonorUEXnAPID

CRITICALITY reject

TYPE NG-RANnodeUEXnAPID





PRESENCE mandatory}|


{ ID id-TrafficToBeAddedList




CRITICALITY reject

TYPE TrafficToBeAddedList




PRESENCE optional }|


{ ID id-TrafficToBeModifiedList




CRITICALITY reject

TYPE TrafficToBeModifiedList



PRESENCE optional }|


{ ID id-TrafficToBeReleaseInformation


CRITICALITY reject

TYPE TrafficToBeReleaseInformation

PRESENCE optional }|


{ ID id-IAB-TNL-Address-Request




CRITICALITY reject

TYPE IAB-TNL-Address-Request



PRESENCE optional }|


{ ID id-IABTNLAddressException




CRITICALITY reject

TYPE IABTNLAddressException




PRESENCE optional }|


{ ID id-MIAB-MT-BAP-Address                      CRITICALITY reject

TYPE BAPAddress




            PRESENCE optional},


...

}

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.3.7
Constant definitions

>>>>>>>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<<<<<<<
id-AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated








ProtocolIE-ID ::= 369

id-UERLFReportContainerLTEExtension















ProtocolIE-ID ::= 370

id-ExcessPacketDelayThresholdConfiguration














ProtocolIE-ID ::= 371

id-HashedUEIdentityIndexValue

















ProtocolIE-ID ::= 372
id-MIAB-MT-BAP-Address

















      ProtocolIE-ID ::= XXX
END

-- ASN1STOP

<<<<<<<<<<<<<<<<<<<<End of Changes >>>>>>>>>>>>>>>>>>>>

3GPP


_1234567890.doc


Non-F1-terminating IAB-donor











F1-terminating IAB donor







IAB TRANSPORT MIGRATION MANAGEMENT REQUEST







IAB TRANSPORT MIGRATION MANAGEMENT RESPONSE












