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[bookmark: _Toc99038170][bookmark: _Toc99730431][bookmark: _Toc105510550][bookmark: _Toc105927082][bookmark: _Toc106109622][bookmark: _Toc113835059][bookmark: _Toc120123902][bookmark: _Toc121160902]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
5GC	5G Core Network
5QI	5G QoS Identifier
AMF	Access and Mobility Management Function
ARP	Antenna Reference Point
ARPI	Additional RRM Policy Index
BH	Backhaul
CAG	Closed Access Group
CN	Core Network
CG	Cell Group
CG-SDT	Configured Grant-Small Data Transmission
CGI	Cell Global Identifier 
CHO	Conditional Handover
CP	Control Plane 
CPA	Conditional PSCell Addition
CPC	Conditional PSCell Change
DAPS	Dual Active Protocol Stack
DL	Downlink 
DL-PRS	Downlink Positioning Reference Signal
EN-DC	E-UTRA-NR Dual Connectivity
EPC	Evolved Packet Core
FSA ID	MBS Frequency Selection Area (FSA) ID
IAB	Integrated Access and Backhaul
IMEISV	International Mobile station Equipment Identity and Software Version number
LMF	Location Management Function
MBS	Multicast/Broadcast Service
NID	Network Identifier
NPN	Non-Public Network
NSAG	Network Slice AS Group
NSSAI	Network Slice Selection Assistance Information
PDC	Propagation Delay Compensation
PEIPS	Paging Early Indication with Paging Subgrouping
posSIB	Positioning SIB
PNI-NPN	Public Network Integrated NPN
PTP	Point to Point
PTM	Point to Multipoint
QMC	QoE Measurement Collection
QoE	Quality of Experience
RANAC	RAN Area Code
RedCap	Reduced Capability
RIM	Remote Interference Management
RIM-RS	RIM Reference Signal
RRC	Radio Resource Control
RSPP	Ranging/Sidelink Positioning Protocol
RSRP	Reference Signal Received Power
SDT	Small Data Transmission
SNPN	Stand-alone Non-Public Network
S-NSSAI	Single Network Slice Selection Assistance Information
SUL	Supplementary Uplink
TAC	Tracking Area Code
TAI	Tracking Area Identity
TEG	Timing Error Group
TRP	Transmission-Reception Point
U2N	UE-to-Network
UL-AoA	Uplink Angle of Arrival 
UL-RTOA	Uplink Relative Time of Arrival
UL-SRS	Uplink Sounding Reference Signal
UL-RSCP	UL Reference Signal Carrier Phase
Z-AoA	Zenith Angles of Arrival

<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc20955773][bookmark: _Toc29892867][bookmark: _Toc36556804][bookmark: _Toc45832190][bookmark: _Toc51763370][bookmark: _Toc64448533][bookmark: _Toc66289192][bookmark: _Toc74154305][bookmark: _Toc81383049][bookmark: _Toc88657682][bookmark: _Toc97910594][bookmark: _Toc99038233][bookmark: _Toc99730494][bookmark: _Toc105510613][bookmark: _Toc105927145][bookmark: _Toc106109685][bookmark: _Toc113835122][bookmark: _Toc120123965][bookmark: _Toc121160965]8.3.1	UE Context Setup 
[bookmark: _Toc20955774][bookmark: _Toc29892868][bookmark: _Toc36556805][bookmark: _Toc45832191][bookmark: _Toc51763371][bookmark: _Toc64448534][bookmark: _Toc66289193][bookmark: _Toc74154306][bookmark: _Toc81383050][bookmark: _Toc88657683][bookmark: _Toc97910595][bookmark: _Toc99038234][bookmark: _Toc99730495][bookmark: _Toc105510614][bookmark: _Toc105927146][bookmark: _Toc106109686][bookmark: _Toc113835123][bookmark: _Toc120123966][bookmark: _Toc121160966]8.3.1.1	General
The purpose of the UE Context Setup procedure is to establish the UE Context including, among others, SRB, DRB, BH RLC channel, Uu Relay RLC channel, PC5 Relay RLC channel, and SL DRB configuration. The procedure uses UE-associated signalling.
[bookmark: _Toc20955775][bookmark: _Toc29892869][bookmark: _Toc36556806][bookmark: _Toc45832192][bookmark: _Toc51763372][bookmark: _Toc64448535][bookmark: _Toc66289194][bookmark: _Toc74154307][bookmark: _Toc81383051][bookmark: _Toc88657684][bookmark: _Toc97910596][bookmark: _Toc99038235][bookmark: _Toc99730496][bookmark: _Toc105510615][bookmark: _Toc105927147][bookmark: _Toc106109687][bookmark: _Toc113835124][bookmark: _Toc120123967][bookmark: _Toc121160967]8.3.1.2	Successful Operation
[image: ]
[bookmark: _Hlk44097902]Figure 8.3.1.2-1: UE Context Setup Request procedure: Successful Operation
The gNB-CU initiates the procedure by sending UE CONTEXT SETUP REQUEST message to the gNB-DU. If the gNB-DU succeeds to establish the UE context, it replies to the gNB-CU with UE CONTEXT SETUP RESPONSE. If no UE-associated logical F1-connection exists, the UE-associated logical F1-connection shall be established as part of the procedure. Except for RACH based SDT, the gNB-CU shall perform RRC Reconfiguration or RRC connection resume to send UE to the RRC_CONNECTED state as described in TS 38.331 [8], and in this case, the CellGroupConfig IE shall transparently be signaled to the UE as specified in TS 38.331 [8]. In the case of RACH based SDT procedure, the CellGroupConfig IE shall be ignored by the gNB-CU.
<<<<<<<<<<<<<<<<<<< Omitted text unchanged >>>>>>>>>>>>>>>>>>>>
If the TwoPHRModeMCG IE or the TwoPHRModeSCG IE is contained in the DU to CU RRC Information IE that is included in the UE CONTEXT SETUP RESPONSE message, the gNB-CU shall, if supported, use this value as described in TS 38.331 [8].
If the MBSInterestIndication IE is included in the CU to DU RRC Information IE in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall, if supported, take it into account when configuring resources for the UE.
If the ncd-SSB-RedCapInitialBWP-SDT IE is contained in the DU to CU RRC Information IE that is included in the UE CONTEXT SETUP RESPONSE message, the gNB-CU shall, if supported, use it as described in TS 38.331 [8].
If the Ranging and Sidelink Positioning Service Information IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall, if supported, take it into account for the UE’s Ranging and Sidelink Positioning service.

<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc20955786][bookmark: _Toc29892880][bookmark: _Toc36556817][bookmark: _Toc45832203][bookmark: _Toc51763383][bookmark: _Toc64448546][bookmark: _Toc66289205][bookmark: _Toc74154318][bookmark: _Toc81383062][bookmark: _Toc88657695][bookmark: _Toc97910607][bookmark: _Toc99038246][bookmark: _Toc99730507][bookmark: _Toc105510626][bookmark: _Toc105927158][bookmark: _Toc106109698][bookmark: _Toc113835135][bookmark: _Toc120123978][bookmark: _Toc121160978]8.3.4	UE Context Modification (gNB-CU initiated)
[bookmark: _Toc20955787][bookmark: _Toc29892881][bookmark: _Toc36556818][bookmark: _Toc45832204][bookmark: _Toc51763384][bookmark: _Toc64448547][bookmark: _Toc66289206][bookmark: _Toc74154319][bookmark: _Toc81383063][bookmark: _Toc88657696][bookmark: _Toc97910608][bookmark: _Toc99038247][bookmark: _Toc99730508][bookmark: _Toc105510627][bookmark: _Toc105927159][bookmark: _Toc106109699][bookmark: _Toc113835136][bookmark: _Toc120123979][bookmark: _Toc121160979]8.3.4.1	General
The purpose of the UE Context Modification procedure is to modify the established UE Context, e.g., establishing, modifying and releasing radio resources or sidelink resources. This procedure is also used to command the gNB-DU to stop data transmission for the UE for mobility (see TS 38.401 [4]). The procedure uses UE-associated signalling.
[bookmark: _Toc20955788][bookmark: _Toc29892882][bookmark: _Toc36556819][bookmark: _Toc45832205][bookmark: _Toc51763385][bookmark: _Toc64448548][bookmark: _Toc66289207][bookmark: _Toc74154320][bookmark: _Toc81383064][bookmark: _Toc88657697][bookmark: _Toc97910609][bookmark: _Toc99038248][bookmark: _Toc99730509][bookmark: _Toc105510628][bookmark: _Toc105927160][bookmark: _Toc106109700][bookmark: _Toc113835137][bookmark: _Toc120123980][bookmark: _Toc121160980]8.3.4.2	Successful Operation
[image: ]
Figure 8.3.4.2-1: UE Context Modification procedure. Successful operation
The UE CONTEXT MODIFICATION REQUEST message is initiated by the gNB-CU.
<<<<<<<<<<<<<<<<<<< Omitted text unchanged >>>>>>>>>>>>>>>>>>>>
If the TwoPHRModeMCG IE or the TwoPHRModeSCG IE is contained in the DU to CU RRC Information IE that is included in the UE CONTEXT MODIFICATION RESPONSE message, the gNB-CU shall, if supported, use this value as described in TS 38.331 [8].
If the MBSInterestIndication IE is included in the CU to DU RRC Information IE in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall, if supported, take it into account when configuring resources for the UE.
If the ncd-SSB-RedCapInitialBWP-SDT IE is contained in the DU to CU RRC Information IE that is included in the UE CONTEXT MODIFICATION RESPONSE message, the gNB-CU shall, if supported, use it as described in TS 38.331 [8].
If the Ranging and Sidelink Positioning Service Information IE is contained in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall, if supported, update its service information for the UE accordingly. If the Ranging and Sidelink Positioning Authorized IE within the Ranging and Sidelink Positioning Service Information IE is set to "not authorized", the gNB-DU shall, if supported, initiate actions to ensure that the UE is no longer accessing the Ranging and Sidelink Positioning service.

<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc88657858][bookmark: _Toc81383225][bookmark: _Toc99038409][bookmark: _Toc64448709][bookmark: _Toc97910770][bookmark: _Toc99730671][bookmark: _Toc74154481][bookmark: _Toc51763543][bookmark: _Toc105510790][bookmark: _Toc66289368][bookmark: _Toc105927322][bookmark: _Toc106109862][bookmark: _Toc113835299][bookmark: _Toc120124142][bookmark: _Toc138795508][bookmark: _Toc534730099]8.13.9	Positioning Information Exchange
[bookmark: _Toc51763544][bookmark: _Toc66289369][bookmark: _Toc74154482][bookmark: _Toc81383226][bookmark: _Toc88657859][bookmark: _Toc97910771][bookmark: _Toc99038410][bookmark: _Toc64448710][bookmark: _Toc99730672][bookmark: _Toc113835300][bookmark: _Toc106109863][bookmark: _Toc105927323][bookmark: _Toc120124143][bookmark: _Toc105510791][bookmark: _Toc138795509]8.13.9.1	General
[bookmark: _MON_1318314392][bookmark: _MON_1318271543][bookmark: _MON_1318314530]The Positioning Information Exchange procedure is initiated by the gNB-CU to indicate to the gNB-DU the need to configure the UE to transmit SRS signals and to retrieve the SRS configuration from the gNB-DU. The procedure uses UE-associated signalling.
[bookmark: _Toc534730100][bookmark: _Toc51763545][bookmark: _Toc64448711][bookmark: _Toc66289370][bookmark: _Toc81383227][bookmark: _Toc74154483][bookmark: _Toc88657860][bookmark: _Toc97910772][bookmark: _Toc106109864][bookmark: _Toc99038411][bookmark: _Toc105510792][bookmark: _Toc99730673][bookmark: _Toc105927324][bookmark: _Toc138795510][bookmark: _Toc113835301][bookmark: _Toc120124144]8.13.9.2	Successful Operation


Figure 8.13.9.2-1: Positioning Information Exchange procedure, successful operation
The gNB-CU initiates the procedure by sending a POSITIONING INFORMATION REQUEST message to the gNB-DU.
[bookmark: _Hlk51140749]If the Requested SRS Transmission Characteristics IE is included in the POSITIONING INFORMATION REQUEST message, the gNB-DU may take this information into account when configuring SRS transmissions for the UE, and it shall include the SRS Configuration IE and the SFN Initialisation Time IE in the POSITIONING INFORMATION RESPONSE message. If the SRS Positioning INACTIVE Query Indication IE is also included in the POSITIONING INFORMATION REQUEST message and set to ‘true’, the gNB-DU shall, if supported, include the SRS-PosRRC-InactiveConfig IE in the POSITIONING INFORMATION RESPONSE message.
If the Spatial Relation Information per SRS Resource IE and the Periodicity List IE are both included in the Requested SRS Transmission Characteristics IE, the gNB-DU shall consider that the Spatial Relation per SRS Resource Item IE and the Periodicity List Item IE have one-to-one mapping relation.
If the UE Reporting Information IE is included in the POSITIONING INFORMATION REQUEST message, the gNB-DU may take this information into account for allocating proper CG-SDT resources when positioning a UE.
If the Time Window Information for SRS IE is included in the POSITIONING INFORMATION REQUEST message, the gNB-DU shall, if supported, configure the UE to start transmitting its UL SRS transmission at the indicated time instance.
Interaction with the UE Context Modification Required (gNB-DU initiated) procedure:
The UE Context Modification Required (gNB-DU initiated) procedure may be performed before the POSITIONING INFORMATION RESPONSE message.


[bookmark: _Toc20955873][bookmark: _Toc29892985][bookmark: _Toc36556922][bookmark: _Toc45832353][bookmark: _Toc51763606][bookmark: _Toc64448772][bookmark: _Toc66289431][bookmark: _Toc74154544][bookmark: _Toc81383288][bookmark: _Toc88657921][bookmark: _Toc97910833][bookmark: _Toc99038553][bookmark: _Toc99730816][bookmark: _Toc105510945][bookmark: _Toc105927477][bookmark: _Toc106110017][bookmark: _Toc113835454][bookmark: _Toc120124301][bookmark: _Toc121161301]9.2.2.1	UE CONTEXT SETUP REQUEST
This message is sent by the gNB-CU to request the setup of a UE context.
Direction : gNB-CU  gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	O
	
	9.3.1.5
	
	YES
	ignore

	<<<<<<<<<<<<<<<<<<< Omitted rows unchanged >>>>>>>>>>>>>>>>>>>>


	Ranging and Sidelink Positioning Service Information
	O
	
	9.3.1.x1
	
	YES
	ignore



<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc20955879][bookmark: _Toc29892991][bookmark: _Toc36556928][bookmark: _Toc45832359][bookmark: _Toc51763612][bookmark: _Toc64448778][bookmark: _Toc66289437][bookmark: _Toc74154550][bookmark: _Toc81383294][bookmark: _Toc88657927][bookmark: _Toc97910839][bookmark: _Toc99038559][bookmark: _Toc99730822][bookmark: _Toc105510951][bookmark: _Toc105927483][bookmark: _Toc106110023][bookmark: _Toc113835460][bookmark: _Toc120124307][bookmark: _Toc121161307]9.2.2.7	UE CONTEXT MODIFICATION REQUEST
This message is sent by the gNB-CU to provide UE Context information changes to the gNB-DU.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	<<<<<<<<<<<<<<<<<<< Omitted rows unchanged >>>>>>>>>>>>>>>>>>>>

	Ranging and Sidelink Positioning Service Information
	O
	
	9.3.1.x1
	
	YES
	ignore




<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc105927546][bookmark: _Toc99038622][bookmark: _Toc64448841][bookmark: _Toc106110086][bookmark: _Toc97910902][bookmark: _Toc105511014][bookmark: _Toc113835523][bookmark: _Toc51763672][bookmark: _Toc138795736][bookmark: _Toc99730885][bookmark: _Toc120124370][bookmark: _Toc74154613][bookmark: _Toc81383357][bookmark: _Toc66289500][bookmark: _Toc88657990][bookmark: _Toc534730135]9.2.12.13	POSITIONING INFORMATION REQUEST
This message is sent by the gNB-CU to indicate to the gNB-DU the need to configure the UE to transmit SRS signals for uplink positioning measurement and also to retrieve the SRS configuration from the gNB-DU.
Direction: gNB-CU  gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	M
	
	9.3.1.5
	
	YES
	reject

	Requested SRS Transmission Characteristics
	O
	
	9.3.1.175
	
	YES
	ignore

	UE Reporting Information
	O
	
	9.3.1.255
	
	YES
	ignore

	SRS Positioning INACTIVE Query Indication
	O
	
	ENUMERATED (true, ...)
	Applicable only if the Requested SRS Transmission Characteristics IE is present
	YES
	ignore

	Time Window Information for SRS (FFS)
	O
	
	9.3.1.x3
	
	YES
	reject



<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc534722251][bookmark: _Toc99730875][bookmark: _Toc105927536][bookmark: _Toc106110076][bookmark: _Toc88657980][bookmark: _Toc74154603][bookmark: _Toc51763662][bookmark: _Toc64448831][bookmark: _Toc81383347][bookmark: _Toc105511004][bookmark: _Toc113835513][bookmark: _Toc66289490][bookmark: _Toc99038612][bookmark: _Toc97910892][bookmark: _Toc120124360][bookmark: _Toc138795726]9.2.12.3	POSITIONING MEASUREMENT REQUEST
This message is sent by the gNB-CU to request the gNB-DU to configure a positioning measurement.
Direction: gNB-CU  gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	LMF Measurement ID
	M
	
	INTEGER (1..65536, …)
	
	YES
	reject

	RAN Measurement ID
	M
	
	INTEGER (1..65536, …)
	
	YES
	reject

	TRP Measurement Request List
	
	1
	
	
	YES
	reject

	>TRP Measurement Request Item
	
	1..<maxnoofMeasTRPs>
	
	
	
	

	>>TRP ID
	M
	
	9.3.1.197
	
	
	

	>>Search Window Information
	O
	
	9.3.1.204
	
	
	

	>>NR CGI
	O
	
	9.3.1.12
	The Cell ID of the TRP identified by the TRP ID IE.
	YES
	ignore

	>>AoA Search Window Information
	O
	
	UL-AoA Assistance Information 9.3.1.238
	
	YES
	ignore

	>>Number of TRP Rx TEGs
	O
	
	ENUMERATED (2, 3, 4, 6, 8, …)
	
	YES
	ignore

	>>Number of TRP RxTx TEGs
	O
	
	ENUMERATED (2, 3, 4, 6, 8, …)
	
	YES
	ignore

	Positioning Report Characteristics
	M
	
	ENUMERATED (OnDemand, Periodic, …)
	
	YES
	reject

	Positioning Measurement Periodicity
	C-ifReportCharacteristicsPeriodic
	
	ENUMERATED (120ms, 240ms, 480ms, 640ms, 1024ms, 2048ms, 5120ms, 10240ms, 1min, 6min, 12min, 30min, …, 20480ms, 40960ms, extended)
	The codepoint 120ms, 240ms, 480ms, 1024ms, 2048ms, 1min, 6min, 12min, and 30min are not applicable.
	YES
	reject

	Positioning Measurement Quantities
	
	1
	
	
	YES
	reject

	>Positioning Measurement Quantities Item
	
	1..<maxnoofPosMeas>
	
	
	EACH
	

	>>Positioning Measurement Type
	M
	
	ENUMERATED (gNB RX-TX, UL-SRS-RSRP, UL AoA, UL RTOA, …, Multiple UL AoA, UL SRS-RSRPP, UL-RSCP) 
	
	
	-

	>>Timing Reporting Granularity Factor
	O
	
	INTEGER (0..5)
	TS 38.133 [38]

This IE is ignored when the Timing Reporting Granularity Factor Extended IE is included.
	
	

	>>Timing Reporting Granularity Factor Extended
	O
	
	FFS
	FFS
	
	

	SFN Initialisation Time
	O
	
	Relative Time 1900
9.3.1.183
	If this IE is not present, the TRP may assume that the value is same as its own SFN initialisation time.
	YES
	ignore

	SRS Configuration
	O
	
	9.3.1.192
	
	YES
	ignore

	Measurement Beam Information Request
	O
	
	ENUMERATED (true, ...)
	This IE is ignored when the Measurement characteristics Request Indicator IE is included.
	YES
	ignore

	[bookmark: OLE_LINK17]System Frame Number
	O 
	
	INTEGER(0..1023)
	
	YES
	ignore

	Slot Number
	O
	
	INTEGER(0..79)
	
	YES
	ignore

	Measurement Periodicity Extended
	C-ifMeasPerExt
	
	ENUMERATED (160ms, 320ms, 1280ms, 2560ms, 61440ms,
81920ms, 368640ms, 737280ms, 1843200ms, …)
	
	YES
	reject

	Response Time
	O
	
	9.3.1.242
	This IE is ignored when the Positioning Report Characteristics IE is set to “Periodic”.
	YES
	ignore

	Measurement Characteristics Request Indicator
	O
	
	9.3.1.254
	
	YES
	ignore

	Measurement Time Occasion
	O
	
	ENUMERATED (o1, o4,…)
	
	YES
	ignore

	Positioning Measurement Amount
	O
	
	ENUMERATED (0, 1, 2, 4, 8, 16, 32, 64)
	This IE is ignored if the Positioning Report Characteristics IE is set to ‘OnDemand’. 
Value 0 represents an infinite number of periodic reporting.
	YES
	ignore

	Time Window Information for Measurement (FFS)
	O
	
	9.3.1.x4
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofPosMeas
	Maximum no. of measured quantities that can be configured and reported with one message. Value is 16384.

	maxnoofMeasTRPs
	Maximum no. of TRPs that can be included within one measurement message. Value is 64.



	Condition
	Explanation

	ifReportCharacteristicsPeriodic
	This IE shall be present if the Positioning Report Characteristics IE is set to the value "Periodic".

	ifMeasPerExt
	This IE shall be present if the Positioning Measurement Periodicity IE is set to the value "extended".



Editor’s Note: It is FFS if a Time Window Information for Measurement is needed, or if the existing SFN Initialisation Time (System Frame Number and Slot Number) can be re-used.
Editor’s note: whether the Timing Reporting Granularity Factor Extended IE should be extendable, cover the previous value and the coding could start by (-1...) need further check.
<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
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[bookmark: _Hlk50384006]The purpose of this information element is to provide the measurement result(s).
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Positioning Measured Result Item
	
	1 .. <maxnoofPosMeas>
	
	
	-
	

	>CHOICE Measured Results Value
	M
	
	
	
	-
	

	>>UL Angle of Arrival
	
	
	
	
	
	

	>>>UL Angle of Arrival
	M
	
	9.3.1.167
	
	-
	

	>>UL SRS-RSRP
	
	
	
	
	
	

	>>>UL SRS-RSRP
	M
	
	INTEGER (0..126)
	
	-
	

	>>UL RTOA
	
	
	
	
	
	

	>>>UL RTOA
	M
	
	UL RTOA Measurement
9.3.1.168
	
	-
	

	>>gNB Rx-Tx Time Difference
	
	
	
	
	
	

	>>>gNB Rx-Tx Time Difference
	M
	
	9.3.1.170
	
	-
	

	>>Zenith Angle of Arrival Information
	
	
	
	
	
	

	>>>Zenith Angle of Arrival Information
	M
	
	9.3.1.239
	
	YES
	reject

	>>Multiple UL AoA
	
	
	
	
	
	

	>>>Multiple UL AoA
	M
	
	9.3.1.245
	
	YES
	reject

	>>UL SRS-RSRPP
	
	
	
	
	
	

	>>>UL SRS-RSRPP
	M
	
	9.3.1.246
	
	YES
	reject

	>>UL RSCP (FFS)
	
	
	
	
	
	

	>>>UL RSCP
	M
	
	9.3.1.x5
	
	YES
	reject

	>Time Stamp
	M
	
	9.3.1.171
	
	-
	

	>Measurement Quality
	O
	
	TRP Measurement Quality
9.3.1.172
	
	-
	

	>Measurement Beam Information
	O
	
	9.3.1.173
	
	-
	

	>ARP ID
	O
	
	9.3.1.244
	
	YES
	ignore

	>SRS Resource type
	O
	
	9.3.1.247
	
	YES
	ignore

	>LoS/NLoS Information
	O
	
	9.3.1.249
	
	Yes
	ignore



	Range bound
	Explanation

	maxnoofPosMeas
	Maximum no. of measured quantities that can be configured and reported with one message. Value is 16384.



<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc51763856][bookmark: _Toc64449026][bookmark: _Toc66289685][bookmark: _Toc74154798][bookmark: _Toc81383542][bookmark: _Toc88658175][bookmark: _Toc97911087][bookmark: _Toc99038847][bookmark: _Toc99731110][bookmark: _Toc105511241][bookmark: _Toc105927773][bookmark: _Toc106110313][bookmark: _Toc113835750][bookmark: _Toc120124598][bookmark: _Toc121161598]9.3.1.168	UL RTOA Measurement 
This information element contains the uplink RTOA measurement.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	CHOICE UL RTOA Measurement
	M
	
	
	
	-
	

	>k0
	
	
	
	
	
	

	>>k0
	M
	
	INTEGER (0.. 1970049)
	TS 38.133 [38]
	-
	

	>k1
	
	
	
	
	
	

	>>k1
	M
	
	INTEGER (0.. 985025)
	TS 38.133 [38]
	-
	

	>k2
	
	
	
	
	
	

	>>k2
	M
	
	INTEGER (0.. 492513)
	TS 38.133 [38]
	-
	

	>k3
	
	
	
	
	
	

	>>k3
	M
	
	INTEGER (0.. 246257)
	TS 38.133 [38]
	-
	

	>k4
	
	
	
	
	
	

	>>k4
	M
	
	INTEGER (0.. 123129)
	TS 38.133 [38]
	-
	

	>k5
	
	
	
	
	
	

	>>k5
	M
	
	INTEGER (0.. 61565)
	TS 38.133 [38]
	-
	

	>kminus1
	
	
	
	
	
	

	>>kminus1
	M
	
	INTEGER (0.. 3940097)
	TS 38.133 [38]
	YES
	ignore

	>kminus2
	
	
	
	
	
	

	>>kminus2
	M
	
	INTEGER (0.. 7880193)
	TS 38.133 [38]
	YES
	ignore

	Additional Path List
	O
	
	9.3.1.169
	This IE is ignored if the Extended Additional Path List IE is included
	-
	

	Extended Additional Path List
	O
	
	9.3.1.248
	
	YES
	ignore

	TRP Rx TEG Information
	O
	
	9.3.1.280
	
	YES
	ignore



Editor’s Notes: The values of k and the value range of the granularity factor are FFS.
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This information element contains the additional path results of time measurement.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Additional Path Item
	
	1..<maxnoofPath>
	
	
	-
	

	>CHOICE Relative Path Delay
	M
	
	
	
	-
	

	>>k0
	
	
	
	
	
	

	>>>k0
	M
	
	INTEGER(0..16351)
	
	-
	

	>>k1
	
	
	
	
	
	

	>>>k1
	M
	
	INTEGER(0..8176)
	
	-
	

	>>k2
	
	
	
	
	
	

	>>>k2
	M
	
	INTEGER(0..4088)
	
	-
	

	>>k3
	
	
	
	
	
	

	>>>k3
	M
	
	INTEGER(0..2044)
	
	-
	

	>>k4
	
	
	
	
	
	

	>>>k4
	M
	
	INTEGER(0..1022)
	
	-
	

	>>k5
	
	
	
	
	
	

	>>>k5
	M
	
	INTEGER(0..511)
	
	-
	

	>kminus1
	
	
	
	
	
	

	>>kminus1
	M
	
	INTEGER (0.. 32701)
	TS 38.133 [38]
	YES
	ignore

	>kminus2
	
	
	
	
	
	

	>>kminus2
	M
	
	INTEGER (0.. 65401)
	TS 38.133 [38]
	YES
	ignore

	>Path Quality
	O
	
	TRP Measurement Quality
9.3.1.172
	
	-
	

	>Multiple UL AoA
	O
	
	9.3.1.245
	
	YES
	ignore

	>Path Power
	O
	
	UL SRS-RSRPP
9.3.1.246
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofPath
	Maximum no. of additional path measurements. Value is 2.



Editor’s Notes: The values of k and the value range of the granularity factor are FFS.
[bookmark: _Toc51763858][bookmark: _Toc64449028][bookmark: _Toc66289687][bookmark: _Toc74154800][bookmark: _Toc81383544][bookmark: _Toc88658177][bookmark: _Toc97911089][bookmark: _Toc99038849][bookmark: _Toc99731112][bookmark: _Toc105511243][bookmark: _Toc105927775][bookmark: _Toc106110315][bookmark: _Toc113835752][bookmark: _Toc120124600][bookmark: _Toc121161600]9.3.1.170	gNB Rx-Tx Time Difference
This information element contains the gNB Rx-Tx Time Difference measurement.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	CHOICE gNB Rx-Tx Time Difference Measurement
	M
	
	
	
	-
	

	>k0
	
	
	
	
	
	

	>>k0
	M
	
	INTEGER (0.. 1970049)
	TS 38.133 [38]
	-
	

	>k1
	
	
	
	
	
	

	>>k1
	M
	
	INTEGER (0.. 985025)
	TS 38.133 [38]
	-
	

	>k2
	
	
	
	
	
	

	>>k2
	M
	
	INTEGER (0.. 492513)
	TS 38.133 [38]
	-
	

	>k3
	
	
	
	
	
	

	>>k3
	M
	
	INTEGER (0.. 246257)
	TS 38.133 [38]
	-
	

	>k4
	
	
	
	
	
	

	>>k4
	M
	
	INTEGER (0.. 123129)
	TS 38.133 [38]
	-
	

	>k5
	
	
	
	
	
	

	>>k5
	M
	
	INTEGER (0.. 61565)
	TS 38.133 [38]
	-
	

	>kminus1
	
	
	
	
	
	

	>>kminus1
	M
	
	INTEGER (0.. 3940097)
	TS 38.133 [38]
	YES
	ignore

	>kminus2
	
	
	
	
	
	

	>>kminus2
	M
	
	INTEGER (0.. 7880193)
	TS 38.133 [38]
	YES
	ignore

	Additional Path List
	O
	
	9.3.1.169
	
	-
	

	Extended Additional Path List
	O
	
	9.3.1.248
	
	YES
	ignore

	TRP TEG Information
	O
	
	9.3.1.253
	
	YES
	ignore



Editor’s Notes: The values of k and the value range of the granularity factor are FFS.
<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
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This IE contains the requested SRS configuration for the UE for positioning purposes.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Number Of Periodic Transmissions
	C-ifResourceTypePeriodic
	
	INTEGER (0..500,…)
	The number of periodic SRS transmissions requested. The value of ‘0’ represents an infinite number of SRS transmissions.
	-
	

	Resource Type
	M
	
	ENUMERATED (periodic, semi-persistent, aperiodic, …)
	
	-
	

	CHOICE Bandwidth SRS
	M
	
	
	
	-
	

	>FR1
	
	
	
	
	-
	

	>>FR1 Bandwidth
	M
	
	ENUMERATED (5, 10, 20, 40, 50, 80, 100, ...)
	
	-
	

	>FR2
	
	
	
	
	-
	

	>>FR2 Bandwidth
	M
	
	ENUMERATED (50, 100, 200, 400,…,800,1600, 2000)
	
	-
	

	SRS Resource Set List
	
	0.. 1
	
	
	-
	

	>SRS Resource Set Item
	
	1..< maxnoSRS-ResourceSets>
	
	
	-
	

	>>Number of SRS Resources Per Set
	O
	
	INTEGER (1..16,...)
	The number of SRS Resources per resource set for SRS transmission. 
	-
	

	>>Periodicity List
	
	0.. 1
	
	
	-
	

	>>>Periodicity List Item
	
	1..<maxnoSRS-ResourcePerSet>
	
	
	-
	

	>>>>PeriodicitySRS
	M
	
	ENUMERATED (0.125, 0.25, 0.5, 0.625, 1, 1.25, 2, 2.5, 4, 5, 8, 10, 16, 20, 32, 40, 64, 80, 160, 320, 640, 1280, 2560, 5120, 10240, …)
	Milli-seconds
	-
	

	>>Spatial Relation Information
	O
	
	9.3.1.181
	This IE is ignored if the Spatial Relation Information per SRS Resource IE is present.
	-
	

	>>Pathloss Reference Information
	O
	
	9.3.1.201
	
	-
	

	>>Spatial Relation Information per SRS Resource
	O
	
	9.3.1.210
	
	YES
	ignore

	SSB Information
	O
	
	9.3.1.202
	
	-
	

	SRS Frequency
	O
	
	INTEGER(0..3279165)

	NR ARFCN 
The carrier frequency of SRS transmission bandwidth.
	YES
	ignore

	Bandwidth Aggregation Request Information (FFS)
	O
	
	ENUMERATED(true, …) [FFS]
	
	YES
	ignore



Editor Notes: the detail information in the Bandwidth Aggregation Request Information is FFS.
Editor Notes: It is FFS if the Measurement procedure need to indicate explicit SRS aggregation ID

	Condition
	Explanation

	ifResourceTypePeriodic
	This IE shall be present if the Resource Type IE is set to the value "Periodic".



	Range bound
	Explanation

	maxnoSRS-ResourceSets
	Maximum no of requested SRS Resource Sets for SRS transmission. Value is 16.

	maxnoSRS-ResourcePerSet
	Maximum no of SRS Resources per set. Value is 16.



<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
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This information element indicates a positioning SRS resource set in the UE for UL SRS transmission.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Positioning SRS Resource Set ID
	M
	
	INTEGER(0..15)
	

	Positioning SRS Resource ID List
	
	1..<maxnoSRS-PosResourcePerSet>
	
	

	>Positioning SRS Resource ID
	M
	
	INTEGER (0..63, ...)
	

	CHOICE Resource Type
	M
	
	
	

	>Periodic
	
	
	
	

	>>PosperiodicSet
	M
	
	ENUMERATED(true,…)
	

	>Semi-persistent
	
	
	
	

	>>Possemi-persistentSet
	M
	
	ENUMERATED(true,…)
	

	>Aperiodic
	
	
	
	

	>>SRS Resource Trigger List
	M
	
	INTEGER(1..3)
	

	Positioning SRS Resource Aggregation ID (FFS)
	O
	
	INTEGER(0..FFS)
	



Editor Notes: It is FFS if the SRS Resource Set are also impacted by SRS Bandwidth aggregation.
	Range bound
	Explanation

	maxnoSRS-PosResourcePerSet
	Maximum no of positioning SRS resources per positioning SRS resource set. Value is 16.



<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
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This IE contains the extended additional path results of time measurement.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Additional Path Item
	
	1..< maxNoPathExtended>
	
	

	>CHOICE Relative Path Delay
	M
	
	
	

	>>k0
	
	
	
	

	>>>k0
	M
	
	INTEGER(0..16351)
	

	>>k1
	
	
	
	

	>>>k1
	M
	
	INTEGER(0..8176)
	

	>>k2
	
	
	
	

	>>>k2
	M
	
	INTEGER(0..4088)
	

	>>k3
	
	
	
	

	>>>k3
	M
	
	INTEGER(0..2044)
	

	>>k4
	
	
	
	

	>>>k4
	M
	
	INTEGER(0..1022)
	

	>>k5
	
	
	
	

	>>>k5
	M
	
	INTEGER(0..511)
	

	>kminus1
	
	
	
	

	>>kminus1
	M
	
	INTEGER (0.. 32701)
	TS 38.133 [38]

	>kminus2
	
	
	
	

	>>kminus2
	M
	
	INTEGER (0.. 65401)
	TS 38.133 [38]

	>Path Quality
	O
	
	TRP Measurement Quality
9.3.1.172
	

	>Path Power
	O
	
	UL SRS-RSRPP
9.3.1.246
	

	>Multiple UL AoA
	O
	
	9.3.1.245
	



	Range bound
	Explanation

	maxNoPathExtended
	Maximum no. of additional path measurement. Value is 8.



Editor’s Notes: The values of k and the value range of the granularity factor are FFS.
<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.3.1.x1	Ranging and Sidelink Positioning Service Information
This IE provides information for the UE’s Ranging and Sidelink Positioning service.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Sidelink Positioning and Ranging Authorized
	M
	
	ENUMERATED (authorized, not authorized, …)
	

	RSPP Transport QoS Parameters
	O
	
	9.3.1.x2
	



[bookmark: _Toc99123634][bookmark: _Toc99662439][bookmark: _Toc105152506][bookmark: _Toc105174312][bookmark: _Toc106109310][bookmark: _Toc107409768][bookmark: _Toc112756957][bookmark: _Toc120537451]9.3.1.x2 RSPP Transport QoS Parameters (FFS)
This IE provides information on the RSPP Transport QoS Parameters.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	RSPP Transport QoS Flow List
	
	1
	
	

	>RSPP Transport QoS Flow Item
	
	1..<maxnoofRSPPQoSFlows>
	
	

	>>PQI
	M
	
	INTEGER (0..255, …)
	PQI is a special 5QI as specified in TS 23.501 [9].

	>>RSPP Transport Bit Rates
	
	0..1
	
	Only applies for GBR QoS flows.

	>>>Guaranteed Flow Bit Rate
	M
	
	Bit Rate
9.3.1.4
	Guaranteed Bit Rate for the RSPP QoS flow. Details in TS 23.501 [9].

	>>>Maximum Flow Bit Rate
	M
	
	Bit Rate
9.3.1.4
	Maximum Bit Rate for the RSPP QoS flow. Details in TS 23.501 [9].

	>>Range
	O
	
	ENUMERATED (m50, m80, m180, m200, m350, m400, m500, m700, m1000, …)
	Only applies for groupcast.

	RSPP Transport Link Aggregate Bit Rates
	O
	
	Bit Rate
9.3.1.4
	Only applies for Non-GBR QoS flows.




	Range bound
	Explanation

	maxnoofRSPPQoSFlows
	Maximum no. of RSPP QoS flows allowed towards one UE for NR Ranging and Positioning sidelink communication, the maximum value is 2048.



EN: the IE details above is FFS
9.3.1.x3	Time Window Information of SRS (FFS)
This IE contains the time window(s) when UL SRS transmission is requested.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	[FFS]
	
	
	
	



9.3.1.x4	Time Window Information of Measurement (FFS)
This IE contains the time window(s) when UL SRS measurement is requested.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	[FFS]
	
	
	
	



9.3.1.x5	UL RSCP(FFS)
This IE contains the UL Reference Signal Carrier Phase (RSCP) measurement.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	[FFS]
	
	
	
	




<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
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-- ASN1START 
-- **************************************************************
--
-- PDU definitions for F1AP.
--
-- **************************************************************

F1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
<<<<<<<<<<<<<<<<<<< Omitted text unchanged >>>>>>>>>>>>>>>>>>>>

	UuRLCChannelID,
	UplinkTxDirectCurrentTwoCarrierListInfo,
	SRSPosRRCInactiveQueryIndication,
	MC-PagingCell-Item,
	UlTxDirectCurrentMoreCarrierInformation,
	CPACMCGInformation,
	ExtendedUEIdentityIndexValue,
	HashedUEIdentityIndexValue,
	SLPositioning-Ranging-Service-Info,
	TimeWindowInformation-SRS,
	TimeWindowInformation-Measurement

<<<<<<<<<<<<<<<<<<< Omitted text unchanged >>>>>>>>>>>>>>>>>>>>
	id-SRSPosRRCInactiveQueryIndication,
	id-UlTxDirectCurrentMoreCarrierInformation,
	id-CPACMCGInformation,
	id-ExtendedUEIdentityIndexValue,
	id-HashedUEIdentityIndexValue,
	id-SLPositioning-Ranging-Service-Info,
	id-TimeWindowInformation-SRS,
	id-TimeWindowInformation-Measurement,
	maxCellingNBDU,
	maxnoofCandidateSpCells,

<<<<<<<<<<<<<<<<<<< Omitted text unchanged >>>>>>>>>>>>>>>>>>>>
	maxnoofSLdestinations,
	maxnoofNSAGs,
	maxnoofSDTBearers,
	maxnoofPosSITypes,
	maxnoofMRBs,
	maxNrofBWPs,
	maxnoofRSPPQoSFlows


<<<<<<<<<<<<<<<<<<< Omitted text unchanged >>>>>>>>>>>>>>>>>>>>
-- **************************************************************
--
-- UE CONTEXT SETUP REQUEST
--
-- **************************************************************

UEContextSetupRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { UEContextSetupRequestIEs} },
	...
}

UEContextSetupRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID									PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID						CRITICALITY ignore	TYPE GNB-DU-UE-F1AP-ID									PRESENCE optional 	}|
	{ ID id-SpCell-ID								CRITICALITY reject	TYPE NRCGI												PRESENCE mandatory	}|
	{ ID id-ServCellIndex							CRITICALITY reject	TYPE ServCellIndex										PRESENCE mandatory	}|
	{ ID id-SpCellULConfigured						CRITICALITY ignore	TYPE CellULConfigured									PRESENCE optional	}|
	{ ID id-CUtoDURRCInformation					CRITICALITY reject	TYPE CUtoDURRCInformation								PRESENCE mandatory}|
	{ ID id-Candidate-SpCell-List					CRITICALITY ignore	TYPE Candidate-SpCell-List							PRESENCE optional	}|
	{ ID id-DRXCycle								CRITICALITY ignore	TYPE DRXCycle											PRESENCE optional	}|
	{ ID id-ResourceCoordinationTransferContainer	CRITICALITY ignore	TYPE ResourceCoordinationTransferContainer		PRESENCE optional	}|
	{ ID id-SCell-ToBeSetup-List					CRITICALITY ignore	TYPE SCell-ToBeSetup-List								PRESENCE optional	}|
	{ ID id-SRBs-ToBeSetup-List						CRITICALITY reject	TYPE SRBs-ToBeSetup-List								PRESENCE optional	}|
	{ ID id-DRBs-ToBeSetup-List						CRITICALITY reject	TYPE DRBs-ToBeSetup-List								PRESENCE optional	}|
	{ ID id-InactivityMonitoringRequest				CRITICALITY reject	TYPE InactivityMonitoringRequest					PRESENCE optional	}|
	{ ID id-RAT-FrequencyPriorityInformation		CRITICALITY reject	TYPE RAT-FrequencyPriorityInformation				PRESENCE optional	}|
	{ ID id-RRCContainer							CRITICALITY ignore	TYPE RRCContainer										PRESENCE optional	}|
	{ ID id-MaskedIMEISV							CRITICALITY ignore	TYPE MaskedIMEISV										PRESENCE optional	}|
	{ ID id-ServingPLMN								CRITICALITY ignore	TYPE PLMN-Identity										PRESENCE optional	}|
	{ ID id-GNB-DU-UE-AMBR-UL						CRITICALITY ignore	TYPE BitRate											PRESENCE conditional }|
	{ ID id-RRCDeliveryStatusRequest				CRITICALITY ignore	TYPE RRCDeliveryStatusRequest						PRESENCE optional }|
	{ ID id-ResourceCoordinationTransferInformation	CRITICALITY ignore	TYPE ResourceCoordinationTransferInformation	PRESENCE optional	}|
	{ ID id-ServingCellMO							CRITICALITY ignore	TYPE ServingCellMO										PRESENCE optional	}|
	{ ID id-new-gNB-CU-UE-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID									PRESENCE optional }|
	{ ID id-RANUEID									CRITICALITY ignore	TYPE RANUEID											PRESENCE optional	}|
	{ ID id-TraceActivation							CRITICALITY ignore	TYPE TraceActivation									PRESENCE optional	}|
	{ ID id-AdditionalRRMPriorityIndex				CRITICALITY ignore	TYPE AdditionalRRMPriorityIndex						PRESENCE optional }|
	{ ID id-BHChannels-ToBeSetup-List				CRITICALITY reject	TYPE BHChannels-ToBeSetup-List						PRESENCE optional	}|
	{ ID id-ConfiguredBAPAddress					CRITICALITY reject	TYPE BAPAddress											PRESENCE optional	}|
	{ ID id-NRV2XServicesAuthorized					CRITICALITY ignore	TYPE NRV2XServicesAuthorized							PRESENCE optional }|
	{ ID id-LTEV2XServicesAuthorized				CRITICALITY ignore	TYPE LTEV2XServicesAuthorized						PRESENCE optional }|
	{ ID id-NRUESidelinkAggregateMaximumBitrate		CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate			PRESENCE optional }|
	{ ID id-LTEUESidelinkAggregateMaximumBitrate	CRITICALITY ignore	TYPE LTEUESidelinkAggregateMaximumBitrate		PRESENCE optional }|
	{ ID id-PC5LinkAMBR								CRITICALITY ignore	TYPE BitRate											PRESENCE optional}|
	{ ID id-SLDRBs-ToBeSetup-List					CRITICALITY reject	TYPE SLDRBs-ToBeSetup-List							PRESENCE optional	}|
	{ ID id-ConditionalInterDUMobilityInformation	CRITICALITY reject	TYPE ConditionalInterDUMobilityInformation		PRESENCE optional}|
	{ ID id-ManagementBasedMDTPLMNList				CRITICALITY ignore	TYPE 		MDTPLMNList									PRESENCE optional }|
	{ ID id-ServingNID								CRITICALITY reject	TYPE NID												PRESENCE optional }|
	{ ID id-F1CTransferPath							CRITICALITY reject	TYPE F1CTransferPath									PRESENCE optional }|
	{ ID id-F1CTransferPathNRDC						CRITICALITY reject	TYPE F1CTransferPathNRDC								PRESENCE optional }|
	{ ID id-MDTPollutedMeasurementIndicator			CRITICALITY ignore	TYPE MDTPollutedMeasurementIndicator				PRESENCE optional }|
	{ ID id-SCGActivationRequest					CRITICALITY ignore	TYPE SCGActivationRequest								PRESENCE optional }|
	{ ID id-CG-SDTSessionInfoOld					CRITICALITY ignore	TYPE CG-SDTSessionInfo									PRESENCE optional }|
	{ ID id-FiveG-ProSeAuthorized					CRITICALITY ignore	TYPE FiveG-ProSeAuthorized							PRESENCE optional }|
	{ ID id-FiveG-ProSeUEPC5AggregateMaximumBitrate	CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate			PRESENCE optional }|
	{ ID id-FiveG-ProSePC5LinkAMBR					CRITICALITY ignore	TYPE BitRate											PRESENCE optional}|
	{ ID id-UuRLCChannelToBeSetupList				CRITICALITY reject	TYPE UuRLCChannelToBeSetupList						PRESENCE optional}|
	{ ID id-PC5RLCChannelToBeSetupList				CRITICALITY reject	TYPE PC5RLCChannelToBeSetupList						PRESENCE optional}|
	{ ID id-PathSwitchConfiguration					CRITICALITY ignore	TYPE PathSwitchConfiguration				 			PRESENCE optional	}|
	{ ID id-GNBDUUESliceMaximumBitRateList			CRITICALITY ignore  TYPE GNBDUUESliceMaximumBitRateList 				PRESENCE optional }|
	{ ID id-MulticastMBSSessionSetupList			CRITICALITY reject	TYPE MulticastMBSSessionList							PRESENCE optional }|
	{ ID id-UE-MulticastMRBs-ToBeSetup-List			CRITICALITY reject	TYPE UE-MulticastMRBs-ToBeSetup-List				PRESENCE optional	}|
	{ ID id-ServingCellMO-List						CRITICALITY ignore	TYPE ServingCellMO-List									PRESENCE optional	},}|
	{ ID id-SLPositioning-Ranging-Service-Info		CRITICALITY ignore	TYPE SLPositioning-Ranging-Service-Info						PRESENCE optional	},
	...
} 

<<<<<<<<<<<<<<<<<<< Omitted text unchanged >>>>>>>>>>>>>>>>>>>>
-- **************************************************************
--
-- UE CONTEXT MODIFICATION REQUEST
--
-- **************************************************************

UEContextModificationRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { UEContextModificationRequestIEs} },
	...
}

UEContextModificationRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID									PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID									PRESENCE mandatory	}|
	{ ID id-SpCell-ID								CRITICALITY ignore	TYPE NRCGI												PRESENCE optional	}|
	{ ID id-ServCellIndex							CRITICALITY reject	TYPE ServCellIndex										PRESENCE optional	}|
	{ ID id-SpCellULConfigured						CRITICALITY ignore	TYPE CellULConfigured									PRESENCE optional	}|
	{ ID id-DRXCycle								CRITICALITY ignore	TYPE DRXCycle											PRESENCE optional	}|
	{ ID id-CUtoDURRCInformation					CRITICALITY reject	TYPE CUtoDURRCInformation								PRESENCE optional	}|
	{ ID id-TransmissionActionIndicator				CRITICALITY ignore	TYPE TransmissionActionIndicator					PRESENCE optional	}|
	{ ID id-ResourceCoordinationTransferContainer	CRITICALITY ignore	TYPE ResourceCoordinationTransferContainer		PRESENCE optional	}|
	{ ID id-RRCReconfigurationCompleteIndicator		CRITICALITY ignore	TYPE RRCReconfigurationCompleteIndicator			PRESENCE optional	}|
	{ ID id-RRCContainer							CRITICALITY reject	TYPE RRCContainer										PRESENCE optional	}|
	{ ID id-SCell-ToBeSetupMod-List					CRITICALITY ignore	TYPE SCell-ToBeSetupMod-List							PRESENCE optional	}|
	{ ID id-SCell-ToBeRemoved-List					CRITICALITY ignore	TYPE SCell-ToBeRemoved-List 							PRESENCE optional }|
	{ ID id-SRBs-ToBeSetupMod-List					CRITICALITY reject	TYPE SRBs-ToBeSetupMod-List							PRESENCE optional	}|
	{ ID id-DRBs-ToBeSetupMod-List					CRITICALITY reject	TYPE DRBs-ToBeSetupMod-List							PRESENCE optional	}|
	{ ID id-DRBs-ToBeModified-List					CRITICALITY reject	TYPE DRBs-ToBeModified-List							PRESENCE optional	}|
	{ ID id-SRBs-ToBeReleased-List					CRITICALITY reject	TYPE SRBs-ToBeReleased-List							PRESENCE optional	}|
	{ ID id-DRBs-ToBeReleased-List					CRITICALITY reject	TYPE DRBs-ToBeReleased-List							PRESENCE optional	}|
	{ ID id-InactivityMonitoringRequest				CRITICALITY reject	TYPE InactivityMonitoringRequest					PRESENCE optional	}|
	{ ID id-RAT-FrequencyPriorityInformation		CRITICALITY reject	TYPE RAT-FrequencyPriorityInformation				PRESENCE optional	}|
	{ ID id-DRXConfigurationIndicator				CRITICALITY ignore	TYPE DRXConfigurationIndicator						PRESENCE optional	}|
	{ ID id-RLCFailureIndication					CRITICALITY ignore	TYPE RLCFailureIndication								PRESENCE optional	}|
	{ ID id-UplinkTxDirectCurrentListInformation	CRITICALITY ignore	TYPE UplinkTxDirectCurrentListInformation		PRESENCE optional	}|
	{ ID id-GNB-DUConfigurationQuery				CRITICALITY reject	TYPE GNB-DUConfigurationQuery						PRESENCE optional	}|
	{ ID id-GNB-DU-UE-AMBR-UL						CRITICALITY ignore	TYPE BitRate											PRESENCE optional	}|
	{ ID id-ExecuteDuplication						CRITICALITY ignore	TYPE ExecuteDuplication									PRESENCE optional}|
	{ ID id-RRCDeliveryStatusRequest				CRITICALITY ignore	TYPE RRCDeliveryStatusRequest						PRESENCE optional }|
	{ ID id-ResourceCoordinationTransferInformation	CRITICALITY ignore	TYPE ResourceCoordinationTransferInformation	PRESENCE optional	}|
	{ ID id-ServingCellMO							CRITICALITY ignore	TYPE ServingCellMO										PRESENCE optional	}|
	{ ID id-NeedforGap								CRITICALITY ignore	TYPE NeedforGap											PRESENCE optional	}|
	{ ID id-FullConfiguration						CRITICALITY reject	TYPE FullConfiguration									PRESENCE optional	}|
	{ ID id-AdditionalRRMPriorityIndex				CRITICALITY ignore	TYPE AdditionalRRMPriorityIndex						PRESENCE optional }|
	{ ID id-LowerLayerPresenceStatusChange			CRITICALITY ignore	TYPE LowerLayerPresenceStatusChange				PRESENCE optional	}|
	{ ID id-BHChannels-ToBeSetupMod-List			CRITICALITY reject	TYPE BHChannels-ToBeSetupMod-List					PRESENCE optional	}|
	{ ID id-BHChannels-ToBeModified-List			CRITICALITY reject	TYPE BHChannels-ToBeModified-List					PRESENCE optional	}|
	{ ID id-BHChannels-ToBeReleased-List			CRITICALITY reject	TYPE BHChannels-ToBeReleased-List					PRESENCE optional	}|
	{ ID id-NRV2XServicesAuthorized					CRITICALITY ignore	TYPE NRV2XServicesAuthorized							PRESENCE optional }|
	{ ID id-LTEV2XServicesAuthorized				CRITICALITY ignore	TYPE LTEV2XServicesAuthorized						PRESENCE optional }|
	{ ID id-NRUESidelinkAggregateMaximumBitrate		CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate			PRESENCE optional }|
	{ ID id-LTEUESidelinkAggregateMaximumBitrate	CRITICALITY ignore	TYPE LTEUESidelinkAggregateMaximumBitrate		PRESENCE optional }|
	{ ID id-PC5LinkAMBR								CRITICALITY ignore	TYPE BitRate											PRESENCE optional}|
	{ ID id-SLDRBs-ToBeSetupMod-List				CRITICALITY reject	TYPE SLDRBs-ToBeSetupMod-List						PRESENCE optional	}|
	{ ID id-SLDRBs-ToBeModified-List				CRITICALITY reject	TYPE SLDRBs-ToBeModified-List						PRESENCE optional	}|
	{ ID id-SLDRBs-ToBeReleased-List				CRITICALITY reject	TYPE SLDRBs-ToBeReleased-List						PRESENCE optional	}|
	{ ID id-ConditionalIntraDUMobilityInformation	CRITICALITY reject	TYPE ConditionalIntraDUMobilityInformation		PRESENCE optional}|
	{ ID id-F1CTransferPath							CRITICALITY reject	TYPE F1CTransferPath									PRESENCE optional }|
	{ ID id-SCGIndicator							CRITICALITY ignore	TYPE SCGIndicator										PRESENCE optional	}|
	{ ID id-UplinkTxDirectCurrentTwoCarrierListInfo		CRITICALITY ignore	TYPE UplinkTxDirectCurrentTwoCarrierListInfo	PRESENCE optional	}|
	{ ID id-IABConditionalRRCMessageDeliveryIndication				CRITICALITY reject	TYPE IABConditionalRRCMessageDeliveryIndication							PRESENCE optional	}|
	{ ID id-F1CTransferPathNRDC							CRITICALITY reject	TYPE F1CTransferPathNRDC								PRESENCE optional }|
	{ ID id-MDTPollutedMeasurementIndicator				CRITICALITY ignore	TYPE MDTPollutedMeasurementIndicator				PRESENCE optional }|
	{ ID id-SCGActivationRequest						CRITICALITY ignore	TYPE SCGActivationRequest							PRESENCE optional }|
	{ ID id-CG-SDTQueryIndication						CRITICALITY ignore	TYPE CG-SDTQueryIndication							PRESENCE optional	}|
	{ ID id-FiveG-ProSeAuthorized						CRITICALITY ignore	TYPE FiveG-ProSeAuthorized							PRESENCE optional }|
	{ ID id-FiveG-ProSeUEPC5AggregateMaximumBitrate		CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate		PRESENCE optional }|
	{ ID id-FiveG-ProSePC5LinkAMBR						CRITICALITY ignore	TYPE BitRate											PRESENCE optional}|
	{ ID id-UpdatedRemoteUELocalID						CRITICALITY ignore	TYPE RemoteUELocalID				 					PRESENCE optional	}|
	{ ID id-UuRLCChannelToBeSetupList					CRITICALITY reject	TYPE UuRLCChannelToBeSetupList						PRESENCE optional}|
	{ ID id-UuRLCChannelToBeModifiedList				CRITICALITY reject	TYPE UuRLCChannelToBeModifiedList					PRESENCE optional}|
	{ ID id-UuRLCChannelToBeReleasedList				CRITICALITY reject	TYPE UuRLCChannelToBeReleasedList					PRESENCE optional}|
	{ ID id-PC5RLCChannelToBeSetupList					CRITICALITY reject	TYPE PC5RLCChannelToBeSetupList					PRESENCE optional}|
	{ ID id-PC5RLCChannelToBeModifiedList				CRITICALITY reject	TYPE PC5RLCChannelToBeModifiedList				PRESENCE optional}|
	{ ID id-PC5RLCChannelToBeReleasedList				CRITICALITY reject	TYPE PC5RLCChannelToBeReleasedList				PRESENCE optional}|
	{ ID id-PathSwitchConfiguration						CRITICALITY ignore	TYPE PathSwitchConfiguration				 		PRESENCE optional	}|
	{ ID id-GNBDUUESliceMaximumBitRateList				CRITICALITY ignore	TYPE GNBDUUESliceMaximumBitRateList				PRESENCE optional }|
	{ ID id-MulticastMBSSessionSetupList				CRITICALITY reject	TYPE MulticastMBSSessionList						PRESENCE optional }|
	{ ID id-MulticastMBSSessionRemoveList				CRITICALITY reject	TYPE MulticastMBSSessionList						PRESENCE optional }|
	{ ID id-UE-MulticastMRBs-ToBeSetup-atModify-List	CRITICALITY reject	TYPE UE-MulticastMRBs-ToBeSetup-atModify-List	PRESENCE optional	}|
	{ ID id-UE-MulticastMRBs-ToBeReleased-List			CRITICALITY reject	TYPE UE-MulticastMRBs-ToBeReleased-List			PRESENCE optional	}|
	{ ID id-SLDRXCycleList								CRITICALITY ignore  TYPE SLDRXCycleList 										PRESENCE optional }|
	{ ID id-ManagementBasedMDTPLMNModificationList		CRITICALITY ignore	TYPE MDTPLMNModificationList						PRESENCE optional }|
	{ ID id-SDTBearerConfigurationQueryIndication		CRITICALITY ignore	TYPE SDTBearerConfigurationQueryIndication		PRESENCE optional }|
	{ ID id-DAPS-HO-Status								CRITICALITY ignore	TYPE DAPS-HO-Status										PRESENCE optional }|
	{ ID id-ServingCellMO-List							CRITICALITY ignore	TYPE ServingCellMO-List								PRESENCE optional	}|
	{ ID id-UlTxDirectCurrentMoreCarrierInformation	    CRITICALITY ignore	TYPE UlTxDirectCurrentMoreCarrierInformation	PRESENCE optional	}|
	{ ID id-CPACMCGInformation						CRITICALITY ignore	TYPE CPACMCGInformation									PRESENCE optional },}|
	{ ID id-SLPositioning-Ranging-Service-Info		CRITICALITY ignore	TYPE SLPositioning-Ranging-Service-Info						PRESENCE optional	},
	...
} 

<<<<<<<<<<<<<<<<<<< Omitted text unchanged >>>>>>>>>>>>>>>>>>>>
-- **************************************************************
--
-- POSITONING MEASUREMENT EXCHANGE ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Measurement Request
--
-- **************************************************************

PositioningMeasurementRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningMeasurementRequestIEs} },
	...
}

PositioningMeasurementRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID							CRITICALITY reject	TYPE TransactionID									PRESENCE mandatory}|
	{ ID id-LMF-MeasurementID						CRITICALITY reject	TYPE LMF-MeasurementID								PRESENCE mandatory}|
	{ ID id-RAN-MeasurementID						CRITICALITY reject	TYPE RAN-MeasurementID								PRESENCE mandatory}|
	{ ID id-TRP-MeasurementRequestList				CRITICALITY reject	TYPE TRP-MeasurementRequestList					PRESENCE mandatory}|
	{ ID id-PosReportCharacteristics				CRITICALITY reject	TYPE PosReportCharacteristics					PRESENCE mandatory}|
	{ ID id-PosMeasurementPeriodicity				CRITICALITY reject	TYPE MeasurementPeriodicity						PRESENCE conditional }|
	-- The above IE shall be present if the PosReportCharacteristics IE is set to “periodic” --
	{ ID id-PosMeasurementQuantities				CRITICALITY reject	TYPE PosMeasurementQuantities					PRESENCE mandatory}|
	{ ID id-SFNInitialisationTime					CRITICALITY ignore	TYPE RelativeTime1900	PRESENCE optional	}|
	{ ID id-SRSConfiguration						CRITICALITY ignore	TYPE SRSConfiguration								PRESENCE optional}|
	{ ID id-MeasurementBeamInfoRequest				CRITICALITY ignore	TYPE MeasurementBeamInfoRequest	PRESENCE optional	}|
	{ ID id-SystemFrameNumber						CRITICALITY ignore	TYPE SystemFrameNumber		PRESENCE optional}|
	{ ID id-SlotNumber								CRITICALITY ignore	TYPE SlotNumber				PRESENCE optional}|
	{ ID id-PosMeasurementPeriodicityExtended		CRITICALITY reject	TYPE MeasurementPeriodicityExtended			PRESENCE conditional }|
	-- The IE shall be present the MeasurementPeriodicity IE is set to the value "extended"

	{ ID id-ResponseTime							CRITICALITY ignore	TYPE ResponseTime									PRESENCE optional}|
	{ ID id-MeasurementCharacteristicsRequestIndicator			CRITICALITY ignore	TYPE MeasurementCharacteristicsRequestIndicator	PRESENCE optional}|
	{ ID id-MeasurementTimeOccasion					CRITICALITY ignore	TYPE MeasurementTimeOccasion	PRESENCE optional	}|
	{ ID id-PosMeasurementAmount					CRITICALITY ignore	TYPE PosMeasurementAmount	PRESENCE optional	},}|
	{ ID id-TimeWindowInformation-Measurement		CRITICALITY ignore	TYPE TimeWindowInformation-Measurement	PRESENCE optional	},
	...
} 
<<<<<<<<<<<<<<<<<<< Omitted text unchanged >>>>>>>>>>>>>>>>>>>>
-- **************************************************************
--
-- POSITIONING INFORMATION EXCHANGE ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Information Request
--
-- **************************************************************

PositioningInformationRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningInformationRequestIEs} },
	...
}

PositioningInformationRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID									PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID									PRESENCE mandatory	}|
	{ ID id-RequestedSRSTransmissionCharacteristics	CRITICALITY ignore	TYPE RequestedSRSTransmissionCharacteristics	PRESENCE optional}|
	{ ID id-UEReportingInformation					CRITICALITY ignore	TYPE UEReportingInformation							PRESENCE optional}|
	{ ID id-SRSPosRRCInactiveQueryIndication		CRITICALITY ignore	TYPE SRSPosRRCInactiveQueryIndication				PRESENCE optional},}|
	{ ID id-TimeWindowInformation-SRS				CRITICALITY ignore	TYPE TimeWindowInformation-SRS						PRESENCE optional},
	...
} 

<<<<<<<<<<<<<<<<<<<< No change >>>>>>>>>>>>>>>>>>>>
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-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<<<<<<<<<<<<<<<<<<< Omitted text unchanged >>>>>>>>>>>>>>>>>>>>
	id-TwoPHRModeMCG,
	id-TwoPHRModeSCG,
	id-ncd-SSB-RedCapInitialBWP-SDT,
	id-nrofSymbolsExtended,
	id-repetitionFactorExtended,
	id-startRBHopping,
	id-startRBIndex,
	id-transmissionCombn8,
	id-ServCellInfoList,
	id-UL-RSCP,
	id-BW-Aggregation-Request-Information,
	id-PosSRSResourceAggregationID,
	id-ReportingGranularitykminus1,
	id-ReportingGranularitykminus2,
	id-TimingReportingGranularityFactorExtended,
	maxNRARFCN,
	maxnoofErrors,
	maxnoofBPLMNs,
	maxnoofBPLMNsNR,
	<<<<<<<<<<<<<<<<<<< Omitted text unchanged >>>>>>>>>>>>>>>>>>>>

Broadcast-Cell-List-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BufferSizeThresh ::= INTEGER(0..16777215)

BurstArrivalTime ::= OCTET STRING

BW-Aggregation-Request-Information ::= ENUMERATED  {true,...} -- FFS

<<<<<<<<<<<<<<<<<<< Omitted text unchanged >>>>>>>>>>>>>>>>>>>>

GNBRxTxTimeDiffMeas ::= CHOICE {
	k0			INTEGER (0.. 1970049),
	k1			INTEGER (0.. 985025),
	k2			INTEGER (0.. 492513),
	k3			INTEGER (0.. 246257),
	k4			INTEGER (0.. 123129),
	k5			INTEGER (0.. 61565),
	choice-extension		ProtocolIE-SingleContainer { { GNBRxTxTimeDiffMeas-ExtIEs } } 
}

GNBRxTxTimeDiffMeas-ExtIEs		F1AP-PROTOCOL-IES ::= {
	{ID id-ReportingGranularitykminus1 	CRITICALITY ignore EXTENSION ReportingGranularitykminus1 PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus2 	CRITICALITY ignore EXTENSION ReportingGranularitykminus2 PRESENCE mandatory },
	...
}

<<<<<<<<<<<<<<<<<<< Omitted text unchanged >>>>>>>>>>>>>>>>>>>>

MeasuredResultsValue ::= CHOICE {
	uL-AngleOfArrival	UL-AoA,
	uL-SRS-RSRP			UL-SRS-RSRP,
	uL-RTOA				UL-RTOA-Measurement,
	gNB-RxTxTimeDiff	GNB-RxTxTimeDiff,
	choice-extension	ProtocolIE-SingleContainer { { MeasuredResultsValue-ExtIEs } }
}

MeasuredResultsValue-ExtIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-ZoAInformation	CRITICALITY reject TYPE ZoAInformation	PRESENCE mandatory}|
	{ ID id-MultipleULAoA	CRITICALITY reject TYPE MultipleULAoA	PRESENCE mandatory}|
	{ ID id-UL-SRS-RSRPP	CRITICALITY reject TYPE UL-SRS-RSRPP	PRESENCE mandatory},}|
	{ ID id-UL-RSCP			CRITICALITY reject TYPE UL-RSCP			PRESENCE mandatory},
	...
}
<<<<<<<<<<<<<<<<<<< Omitted text unchanged >>>>>>>>>>>>>>>>>>>>
RelativePathDelay ::= CHOICE {
	k0					INTEGER (0..16351),
	k1					INTEGER (0..8176),
	k2					INTEGER (0..4088),
	k3					INTEGER (0..2044),
	k4					INTEGER (0..1022),
	k5					INTEGER (0..511),	 
	choice-extension			ProtocolIE-SingleContainer { { RelativePathDelay-ExtIEs } }
}

RelativePathDelay-ExtIEs F1AP-PROTOCOL-IES ::= {

	...
}

	{ID id-ReportingGranularitykminus1 	CRITICALITY ignore EXTENSION ReportingGranularitykminus1AdditionalPath PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus2 	CRITICALITY ignore EXTENSION ReportingGranularitykminus2AdditionalPath PRESENCE mandatory },
	...
}

ReportingGranularitykminus1 ::= INTEGER(0..3940097)

ReportingGranularitykminus2 ::= INTEGER(0..7880193)

ReportingGranularitykminus1AdditionalPath ::= INTEGER(0..32701)

ReportingGranularitykminus2AdditionalPath ::= INTEGER(0..65401)

<<<<<<<<<<<<<<<<<<< Omitted text unchanged >>>>>>>>>>>>>>>>>>>>


PosMeasurementQuantities ::= SEQUENCE (SIZE(1.. maxnoofPosMeas)) OF PosMeasurementQuantities-Item

PosMeasurementQuantities-Item ::= SEQUENCE {
	posMeasurementType					PosMeasurementType,
	timingReportingGranularityFactor	INTEGER (0..5) OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { PosMeasurementQuantities-ItemExtIEs} } OPTIONAL
}

PosMeasurementQuantities-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {

	{ID id-TimingReportingGranularityFactorExtended	CRITICALITY ignore EXTENSION TimingReportingGranularityFactorExtended PRESENCE optional},
	...
}

PosMeasurementResult ::= SEQUENCE (SIZE (1.. maxnoofPosMeas)) OF PosMeasurementResultItem 

PosMeasurementResultItem ::= SEQUENCE {
	measuredResultsValue				MeasuredResultsValue,
	timeStamp							TimeStamp,
	measurementQuality					TRPMeasurementQuality	OPTIONAL,
	measurementBeamInfo					MeasurementBeamInfo		OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { PosMeasurementResultItemExtIEs } }	OPTIONAL
}

PosMeasurementResultItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-ARP-ID				CRITICALITY ignore EXTENSION ARP-ID 					PRESENCE optional}|
	{ ID id-SRSResourcetype		CRITICALITY ignore EXTENSION SRSResourcetype 			PRESENCE optional}|
	{ ID id-LoS-NLoSInformation	CRITICALITY ignore EXTENSION LoS-NLoSInformation		PRESENCE optional },
	...
}

PosMeasurementResultList ::= SEQUENCE (SIZE(1.. maxNoOfMeasTRPs)) OF PosMeasurementResultList-Item

PosMeasurementResultList-Item ::= SEQUENCE {
	posMeasurementResult			PosMeasurementResult,
	tRPID							TRPID,
	iE-Extensions					ProtocolExtensionContainer { { PosMeasurementResultList-ItemExtIEs} } OPTIONAL
}

PosMeasurementResultList-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-NRCGI	CRITICALITY ignore EXTENSION NRCGI		PRESENCE optional },
	...
}

PosMeasurementType ::= ENUMERATED {
	gnb-rx-tx,
	ul-srs-rsrp,
	ul-aoa,
	ul-rtoa, 
	... ,
	multiple-ul-aoa,
	ul-srs-rsrpp,
	ul-rscp
}


<<<<<<<<<<<<<<<<<<< Omitted text unchanged >>>>>>>>>>>>>>>>>>>>

PosSRSResourceSet-Item ::= SEQUENCE {
	possrsResourceSetID				INTEGER(0..15),
	possRSResourceID-List			PosSRSResourceID-List,
	posresourceSetType				PosResourceSetType,
	iE-Extensions		ProtocolExtensionContainer { { PosSRSResourceSet-Item-ExtIEs} }	OPTIONAL
}

PosSRSResourceSet-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

	{ ID id-PosSRSResourceAggregationID	CRITICALITY reject TYPE PosSRSResourceAggregationID	PRESENCE mandatory},
	...
}

PosSRSResourceAggregationID ::= INTEGER(0..16) --FFS


<<<<<<<<<<<<<<<<<<< Omitted text unchanged >>>>>>>>>>>>>>>>>>>>

RequestedSRSTransmissionCharacteristics ::= SEQUENCE {
	numberOfTransmissions		INTEGER (0..500, ...)		OPTIONAL,
-- The IE shall be present if the Resource Type IE is set to “periodic” --
	resourceType				ENUMERATED  {periodic, semi-persistent, aperiodic,...},
	bandwidthSRS				BandwidthSRS,
	sRSResourceSetList 			SRSResourceSetList				OPTIONAL,
	sSBInformation				SSBInformation				OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { RequestedSRSTransmissionCharacteristics-ExtIEs} } OPTIONAL
}

RequestedSRSTransmissionCharacteristics-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-SrsFrequency		CRITICALITY ignore EXTENSION SrsFrequency		PRESENCE optional },}|
	{ ID id-BW-Aggregation-Request-Information		CRITICALITY ignore EXTENSION BW-Aggregation-Request-Information		PRESENCE optional },
	...
}

<<<<<<<<<<<<<<<<<<< Omitted text unchanged >>>>>>>>>>>>>>>>>>>>

SLPositioning-Ranging-Service-Info ::= SEQUENCE{
	sLPositioning-Ranging-Authorized		SLPositioning-Ranging-Authorized,
	rSPP-transport-QoS-parameters			RSPP-transport-QoS-parameters	OPTIONAL,
	--FFS,	
iE-Extensions		ProtocolExtensionContainer { { SLPositioning-Ranging-Service-Info-ExtIEs} }	OPTIONAL
}

SLPositioning-Ranging-Service-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


SLPositioning-Ranging-Authorized ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

RSPP-transport-QoS-parameters ::= SEQUENCE {
	rSPPQoSFlowList				RSPPQoSFlowList,
	rSPPLinkAggregateBitRates	BitRate												OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { SLPositioning-Ranging-QoS-parameters-ExtIEs} }	OPTIONAL,
	...
}

RSPP-transport-QoS-parameters-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}
RSPPQoSFlowList ::= SEQUENCE (SIZE(1..maxnoofRSPPQoSFlows)) OF RSPPQoSFlowItem

RSPPQoSFlowItem ::= SEQUENCE {
	pQI					FiveQI,
	rSPPFlowBitRates	RSPPFlowBitRates											OPTIONAL,
	range				Range														OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { RSPPQoSFlowItem-ExtIEs} }	OPTIONAL,
	...
}

RSPPQoSFlowItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RSPPFlowBitRates ::= SEQUENCE {
	guaranteedFlowBitRate		BitRate,
	maximumFlowBitRate			BitRate,
	iE-Extensions		ProtocolExtensionContainer { { RSPPFlowBitRates-ExtIEs} }	OPTIONAL,
	...
}

RSPPFlowBitRates-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

<<<<<<<<<<<<<<<<<<< Omitted text unchanged >>>>>>>>>>>>>>>>>>>>
TimeStampSlotIndex ::= CHOICE {
	sCS-15			INTEGER(0..9),
	sCS-30			INTEGER(0..19),
	sCS-60			INTEGER(0..39),
	sCS-120			INTEGER(0..79),
	choice-extension		ProtocolIE-SingleContainer { { TimeStampSlotIndex-ExtIEs} }
}

TimeStampSlotIndex-ExtIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SCS-480		CRITICALITY reject	TYPE SCS-480 PRESENCE mandatory}|
	{ ID id-SCS-960		CRITICALITY reject	TYPE SCS-960 PRESENCE mandatory},
	...
}

TimeToWait ::= ENUMERATED {v1s, v2s, v5s, v10s, v20s, v60s, ...}
	...
}

TimingReportingGranularityFactorExtended ::=INTEGER(0..1) -- FFS

TimeWindowInformation-Measurement ::= SEQUENCE {
	--FFS TYPE
}

TimeWindowInformation-SRS ::= SEQUENCE {
	--FFS TYPE
}

<<<<<<<<<<<<<<<<<<< Omitted text unchanged >>>>>>>>>>>>>>>>>>>>
UL-RTOA-MeasurementItem ::= CHOICE {
	k0					INTEGER (0..1970049),
	k1					INTEGER (0..985025),
	k2					INTEGER (0..492513),
	k3					INTEGER (0..246257),
	k4					INTEGER (0..123129),
	k5					INTEGER (0..61565),	 
	choice-extension			ProtocolIE-SingleContainer { { UL-RTOA-MeasurementItem-ExtIEs } }
}

[bookmark: _Hlk114051624]UL-RTOA-MeasurementItem-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
	{ID id-ReportingGranularitykminus1 	CRITICALITY ignore EXTENSION ReportingGranularitykminus1 PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus2 	CRITICALITY ignore EXTENSION ReportingGranularitykminus2 PRESENCE mandatory },	
	...
}

UL-SRS-RSRP ::= INTEGER (0..126)

UL-SRS-RSRPP ::= SEQUENCE {
	firstPathRSRPP				INTEGER (0..126),
	iE-extensions			ProtocolExtensionContainer { { UL-SRS-RSRPP-ExtIEs } }	OPTIONAL,
	...
}

UL-SRS-RSRPP-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UL-RSCP	::= SEQUENCE {
	--FFS TYPE			
	iE-extensions			ProtocolExtensionContainer { { UL-RSCP -ExtIEs } }	OPTIONAL,
	...
}

UL-RSCP-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

<<<<<<<<<<<<<<<<<<<< No change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20956005][bookmark: _Toc29893131][bookmark: _Toc36557068][bookmark: _Toc45832588][bookmark: _Toc51763910][bookmark: _Toc64449082][bookmark: _Toc66289741][bookmark: _Toc74154854][bookmark: _Toc81383598][bookmark: _Toc88658232][bookmark: _Toc97911144][bookmark: _Toc99038968][bookmark: _Toc99731231][bookmark: _Toc105511366][bookmark: _Toc105927898][bookmark: _Toc106110438][bookmark: _Toc113835880][bookmark: _Toc120124736][bookmark: _Toc121161736]9.4.7	Constant Definitions
-- ASN1START 
<<<<<<<<<<<<<<<<<<<< next change >>>>>>>>>>>>>>>>>>>>
maxnoofSLdestinations					INTEGER ::= 32
maxnoofNSAGs							INTEGER ::= 256
maxnoofSDTBearers						INTEGER ::= 72
maxnoofServingCellMOs					INTEGER ::= 16
maxNrofBWPs								INTEGER ::= 8
maxnoofPosSITypes						INTEGER ::= 32
maxnoofRSPPQoSFlows						INTEGER ::= 2048

<<<<<<<<<<<<<<<<<<<< next change >>>>>>>>>>>>>>>>>>>>
id-ExtendedUEIdentityIndexValue						ProtocolIE-ID ::= 694
id-ServingCellMO-List								ProtocolIE-ID ::= 695
id-ServingCellMO-List-Item							ProtocolIE-ID ::= 696
id-ServingCellMO-encoded-in-CGC-List				ProtocolIE-ID ::= 697
id-HashedUEIdentityIndexValue						ProtocolIE-ID ::= 698
id-UE-MulticastMRBs-Setupnew-List					ProtocolIE-ID ::= 699
id-UE-MulticastMRBs-Setupnew-Item					ProtocolIE-ID ::= 700
id-ncd-SSB-RedCapInitialBWP-SDT						ProtocolIE-ID ::= 701
id-nrofSymbolsExtended								ProtocolIE-ID ::= 702
id-repetitionFactorExtended							ProtocolIE-ID ::= 703
id-startRBHopping									ProtocolIE-ID ::= 704
id-startRBIndex										ProtocolIE-ID ::= 705
id-transmissionCombn8								ProtocolIE-ID ::= 706
id-ServCellInfoList                                 ProtocolIE-ID ::= 707
id-SLPositioning-Ranging-Service-Info				ProtocolIE-ID ::= xx0
id-TimeWindowInformation-SRS						ProtocolIE-ID ::= xx1
id-TimeWindowInformation-Measurement				ProtocolIE-ID ::= xx2
id-UL-RSCP											ProtocolIE-ID ::= xx3
id-BW-Aggregation-Request-Information				ProtocolIE-ID ::= xx4
id-PosSRSResourceAggregationID						ProtocolIE-ID ::= xx5
id-ReportingGranularitykminus1						ProtocolIE-ID ::= xx6
id-ReportingGranularitykminus2						ProtocolIE-ID ::= xx7
id-TimingReportingGranularityFactorExtended			ProtocolIE-ID ::= xx8



<<<<<<<<<<<<<<<<<<<< End of change >>>>>>>>>>>>>>>>>>>>
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