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Introduction

At RAN3#119bis meeting, RAN3 got time units for the first time to proceed with the work according to the eNPN NR WID agreed in RP-230788 [3]. The WI introduces RAN impacts of the SA2 work item Enhanced NPN phase 2 in release 18 [2]. According to [3], RAN3 is impacted by the two following features:
· Support for enhanced mobility by enabling support for idle and connected mode mobility between SNPNs without new network selection [RAN3, RAN2]

· Support for non-3GPP access for SNPN [RAN3]

At RAN3#119bis meeting the following agreements were made for NGAP:
· The Equivalent SNPNs IE is introduced the NPN Mobility Information IE contained in the Mobility Restriction List IE over XnAP and NGAP.
· To support the NG based mobility across SNPNs, the Selected NID IE is introduced in the current Target ID IE contained in the HANDOVER REQUIRED message.
· To support Xn-based HO across equivalent SNPNs, there is no need to add a new selected SNPN ID in the HANDOVER REQUEST message, because the MRL can indicate the selected SNPN.
· To support non-3GPP access for SNPN services, a non-3GPP access specific selected NID should be added in the INITIAL UE MESSAGE over NG interface
At RAN3#120 meeting the following agreements were made for XnAP:

· To add the Selected NID in the top level of Initial UE Message.
However, some open issues remain to be resolved, as follows:

· FFS on whether there is a need for MN to indicate the selected NID to SN during SN addition and SN modification procedure

The paper concentrates on the open issues and proposes corresponding TPs.
XnAP: Need to indicate the selected NID to SN
For dual connectivity with PLMNs, it has been specified that the selected target PLMN is sent separately so that the Mobility Restriction List reflects the current serving PLMN restrictions. We see no reason why to do differently for SNPNs.

Therefore, the selected SNPN can be sent separately as well.
For this, the NID would need to be included in the SN ADDITION REQUEST and SN MODIFICATION REQUEST messages. This is proposed in the TP in [4].

Proposal 1: agree the XnAP TP for TS 38.423 in [4] to add the Selected NID into the XnAP SN Addition Request and SN Modification Request messages.

Conclusion and Proposals
This paper has provided analysis of the remaining open issues related to release 18 further NPN Enhancements with the following proposals:

Proposal 1: agree the XnAP TP for TS 38.423 in [4] to add the Selected NID into the XnAP SN Addition Request and SN Modification Request messages.
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