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Figure 8.16.1.2-1: QoE Information Transfer procedure
The gNB-CU initiates the procedure by sending the QOE INFORMATION TRANSFER message to the gNB-DU.
If the QoE Information List IE is included in QOE INFORMATION TRANSFER message, the gNB-DU may take it into account for the QoE measurement configuration designated by the QoE Reference IE, according to TS 38.300 [6].
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Not applicable.
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9.2.16.1	QOE INFORMATION TRANSFER 
This message is sent by a gNB-CU to a gNB-DU, to indicate information related to RAN visible QoE.
Direction: gNB-CU  gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	M
	
	9.3.1.5
	
	YES
	reject

	QoE Information List
	
	
	0..1
	
	YES
	ignore

	>QoE Information Item
	
	
	1..<maxnoofQoEInformation>
	
	Each
	ignore 

	>>QoE Metrics
	O
	
	9.3.1.260
	
	-
	-

	>>QoE Reference
	O
	
	OCTET STRING (SIZE(6))
	QoE Reference, as defined in clause 5.2 of TS 28.405 [48]. It consists of MCC+MNC+QMC ID, where the MCC and MNC are coming with the QMC activation request from the management system to identify one PLMN containing the management system, and QMC ID is a 3 bytes Octet String.
	
	



	Range bound
	Explanation

	maxnoofQoEInformation
	Maximum no. of QoE information for one UE, the maximum value is 16.
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9.4.5	Information Element Definitions
-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
	id-gNB-CUSystemInformation,
	id-HandoverPreparationInformation,
	id-TAISliceSupportList,
	id-RANAC,
	id-BearerTypeChange,
	id-Cell-Direction,
	id-Cell-Type,

	>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<

	id-TwoPHRModeMCG,
	id-TwoPHRModeSCG,
	id-ncd-SSB-RedCapInitialBWP-SDT,
	id-nrofSymbolsExtended,
	id-repetitionFactorExtended,
	id-startRBHopping,
	id-startRBIndex,
	id-transmissionCombn8,
	id-QoEReference,
	maxNRARFCN,
	maxnoofErrors,
	maxnoofBPLMNs,
>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<
-- Q
QCI ::= INTEGER (0..255)

QoEInformation ::= SEQUENCE {
	qoEInformationList		QoEInformationList,
	iE-Extensions			ProtocolExtensionContainer { { QoEInformation-ExtIEs} } OPTIONAL
}

QoEInformation-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

QoEInformationList ::= SEQUENCE (SIZE(1.. maxnoofQoEInformation)) OF QoEInformationList-Item

QoEInformationList-Item ::= SEQUENCE {
	qoEMetrics			QoEMetrics	OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { QoEInformationList-Item-ExtIEs} } 	OPTIONAL
}

QoEInformationList-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
    {ID id-QoEReference CRITICALITY ignore EXTENSION QoEReference PRESENCE optional},
	...
}

QoEMetrics ::= SEQUENCE {
	appLayerBufferLevelList				AppLayerBufferLevelList  OPTIONAL,
	playoutDelayForMediaStartup			PlayoutDelayForMediaStartup OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { QoEMetrics-ExtIEs} } OPTIONAL,
	...
}

QoEMetrics-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

QoEReference ::= OCTET STRING (SIZE (6))
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>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<
-- IEs
--
-- **************************************************************

id-Cause											ProtocolIE-ID ::= 0
id-Cells-Failed-to-be-Activated-List				ProtocolIE-ID ::= 1
id-Cells-Failed-to-be-Activated-List-Item			ProtocolIE-ID ::= 2
id-Cells-to-be-Activated-List						ProtocolIE-ID ::= 3
id-Cells-to-be-Activated-List-Item					ProtocolIE-ID ::= 4
id-Cells-to-be-Deactivated-List						ProtocolIE-ID ::= 5
id-Cells-to-be-Deactivated-List-Item				ProtocolIE-ID ::= 6
id-CriticalityDiagnostics							ProtocolIE-ID ::= 7
id-CUtoDURRCInformation								ProtocolIE-ID ::= 9
id-DRBs-FailedToBeModified-Item						ProtocolIE-ID ::= 12
id-DRBs-FailedToBeModified-List						ProtocolIE-ID ::= 13
id-DRBs-FailedToBeSetup-Item						ProtocolIE-ID ::= 14
id-DRBs-FailedToBeSetup-List						ProtocolIE-ID ::= 15
id-DRBs-FailedToBeSetupMod-Item						ProtocolIE-ID ::= 16
id-DRBs-FailedToBeSetupMod-List						ProtocolIE-ID ::= 17
id-DRBs-ModifiedConf-Item							ProtocolIE-ID ::= 18

>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<

id-UE-MulticastMRBs-Setup-Item						ProtocolIE-ID ::= 680
id-MulticastF1UContextReferenceCU					ProtocolIE-ID ::= 681
id-PosSItypeList									ProtocolIE-ID ::= 682
id-DAPS-HO-Status									ProtocolIE-ID ::= 683
[bookmark: _Hlk120276272]id-UplinkTxDirectCurrentTwoCarrierListInfo			ProtocolIE-ID ::= 684
id-UE-MulticastMRBs-ToBeSetup-atModify-List			ProtocolIE-ID ::= 685
id-UE-MulticastMRBs-ToBeSetup-atModify-Item			ProtocolIE-ID ::= 686
id-MC-PagingCell-List								ProtocolIE-ID ::= 687
id-MC-PagingCell-Item								ProtocolIE-ID ::= 688
id-SRSPosRRCInactiveQueryIndication					ProtocolIE-ID ::= 689
id-UlTxDirectCurrentMoreCarrierInformation	        ProtocolIE-ID ::= 690
id-CPACMCGInformation								ProtocolIE-ID ::= 691
id-TwoPHRModeMCG									ProtocolIE-ID ::= 692
id-TwoPHRModeSCG									ProtocolIE-ID ::= 693
id-ExtendedUEIdentityIndexValue						ProtocolIE-ID ::= 694
id-ServingCellMO-List								ProtocolIE-ID ::= 695
id-ServingCellMO-List-Item							ProtocolIE-ID ::= 696
id-ServingCellMO-encoded-in-CGC-List				ProtocolIE-ID ::= 697
id-HashedUEIdentityIndexValue						ProtocolIE-ID ::= 698
id-UE-MulticastMRBs-Setupnew-List					ProtocolIE-ID ::= 699
id-UE-MulticastMRBs-Setupnew-Item					ProtocolIE-ID ::= 700
id-ncd-SSB-RedCapInitialBWP-SDT						ProtocolIE-ID ::= 701
id-nrofSymbolsExtended								ProtocolIE-ID ::= 702
id-repetitionFactorExtended							ProtocolIE-ID ::= 703
id-startRBHopping									ProtocolIE-ID ::= 704
id-startRBIndex										ProtocolIE-ID ::= 705
id-transmissionCombn8								ProtocolIE-ID ::= 706
id-QoEReference										ProtocolIE-ID :== xxx
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