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	Reason for change:
	In the MBS Distribution Setup Response Transfer IE defined in 9.3.5.8, the Shared NG-U Multicast TNL Information IE is included, this is the case since the first version of Rel-17 NGAP specification, i.e. v17.0.0, and this is aligned with the asn.1 part in section 9.4.5, i.e. link to SharedNG-U-Multicast-TNL-Information, in v17.0.0.
In the latest version v17.5.0, the tabular part is correct, but the asn.1 part incorrectly refers to the MBS-SessionTNLInfo5GCItem which additionally includes an MBS-AreaSessionID on the top of the SharedNG-U-Multicast-TNL-Information.
As the MBS Distribution Setup Response Transfer IE already includes the MBS Area Session ID IE, with this error, the MBS Area Session ID is included twice in the same message in different level and in case they are mismatched, it is unclear how to handle the case.


	
	

	Summary of change:
	Change the wrongly updated asn.1 part back, i.e. in the MBS-DistributionSetupResponseTransfer, change the MBS-SessionTNLInfo5GCItem back to SharedNGU-MulticastTNLInformation. 
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--------Start of the First Change-------- (for information part, unchanged)
[bookmark: _Toc99123747][bookmark: _Toc99662553][bookmark: _Toc105152631][bookmark: _Toc105174437][bookmark: _Toc106109435][bookmark: _Toc107409893][bookmark: _Toc112757082][bookmark: _Toc138761220]9.3.5.8	MBS Distribution Setup Response Transfer
This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBS Session ID
	M
	
	9.3.1.206
	

	MBS Area Session ID
	O
	
	9.3.1.207
	

	Shared NG-U Multicast TNL Information
	O
	
	9.3.2.16
	

	MBS QoS Flows To Be Setup List
	M
	
	9.3.1.236
	

	MBS Session Status 
	M
	
	9.3.1.217
	

	MBS Service Area 
	O
	
	9.3.1.208
	



	Range bound
	Explanation

	maxnoofMBSQoSFlows
	Maximum no. of QoS Flows allowed within one MBS session. Value is 64.



//skip of unchanged part
[bookmark: _Toc105152531][bookmark: _Toc105174337][bookmark: _Toc106109335][bookmark: _Toc107409793][bookmark: _Toc112756982][bookmark: _Toc138761119]9.3.2.15	MBS Session TNL Information 5GC
This IE provides 5GC TNL information for location dependent and location independent MBS sessions.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Session Type
	M
	
	
	

	>location independent 
	
	
	
	

	>>Shared NG-U Multicast TNL Information
	M
	
	9.3.2.16
	

	>location dependent 
	
	
	
	

	>>MBS Session TNL Information 5GC List
	
	1
	
	

	>>>MBS Session TNL Information 5GC Item
	
	1..<maxnoofMBSServiceAreaInformation>
	
	

	>>>>MBS Area Session ID
	M
	
	9.3.1.207
	

	>>>>Shared NG-U Multicast TNL Information
	M
	
	9.3.2.16
	



	Range bound
	Explanation

	maxnoofMBSServiceAreaInformation
	Maximum no. of MBS Service Area Information. Value is 256.



[bookmark: _Toc105152532][bookmark: _Toc105174338][bookmark: _Toc106109336][bookmark: _Toc107409794][bookmark: _Toc112756983][bookmark: _Toc138761120]9.3.2.16	Shared NG-U Multicast TNL Information
This IE provides the shared NG user plane transport layer information associated with an MBS session at the 5GC.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	IP Multicast Address
	M
	
	Transport Layer Address
9.3.2.4
	

	IP Source Address
	M
	
	Transport Layer Address
9.3.2.4
	

	GTP-TEID at 5GC
	M
	
	GTP-TEID
9.3.2.5
	



--------Start of the Next Change--------
[bookmark: _Toc20955356][bookmark: _Toc29503809][bookmark: _Toc29504393][bookmark: _Toc29504977][bookmark: _Toc36553430][bookmark: _Toc36555157][bookmark: _Toc45652556][bookmark: _Toc45658988][bookmark: _Toc45720808][bookmark: _Toc45798688][bookmark: _Toc45898077][bookmark: _Toc51746284][bookmark: _Toc64446549][bookmark: _Toc73982419][bookmark: _Toc88652509][bookmark: _Toc97891553][bookmark: _Toc99123758][bookmark: _Toc99662564][bookmark: _Toc105152643][bookmark: _Toc105174449][bookmark: _Toc106109447][bookmark: _Toc107409905][bookmark: _Toc112757094][bookmark: _Toc138761232]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NGAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

	id-AdditionalDLForwardingUPTNLInformation,
	id-AdditionalULForwardingUPTNLInformation,
	id-AdditionalDLQosFlowPerTNLInformation,
	id-AdditionalDLUPTNLInformationForHOList,
//skip unchanged part
MBS-DistributionSetupRequestTransfer ::= SEQUENCE {
	mBS-SessionID							MBS-SessionID,
	mBS-AreaSessionID						MBS-AreaSessionID												OPTIONAL,
	sharedNGU-UnicastTNLInformation			UPTransportLayerInformation										OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { MBS-DistributionSetupRequestTransfer-ExtIEs} } 	OPTIONAL,
	...
}

MBS-DistributionSetupRequestTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-DistributionSetupResponseTransfer ::= SEQUENCE {
	mBS-SessionID								MBS-SessionID,
	mBS-AreaSessionID							MBS-AreaSessionID				OPTIONAL,
	sharedNGU-MulticastTNLInformation			SharedNGU-MulticastTNLInformationMBS-SessionTNLInfo5GCItem		OPTIONAL,
[bookmark: _Hlk100247159]	mBS-QoSFlowsToBeSetupList					MBS-QoSFlowsToBeSetupList,
	mBSSessionStatus							MBSSessionStatus,
	mBS-ServiceArea								MBS-ServiceArea					OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {MBS-DistributionSetupResponseTransfer-ExtIEs} }	OPTIONAL,
	...
}

MBS-DistributionSetupResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

--------Start of the Next Change--------

