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The impact can be considered isolated because the change affects only the data forwarding from MBS supporting to non-supporting node. 

	
	

	Consequences if not approved:
	Cannot support MC MBS session level forwarding resource to support handover to a gNB not supporting NR MBS.

	
	

	Clauses affected:
	9.4.5

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


--------Start of the First Change-------- (for information part, unchanged)
[bookmark: _Toc112687897][bookmark: _Toc138865876]9.3.1.133	MBS Session Associated Information
This IE provides the means to establish a MC MBS session level forwarding resource to support handover to a gNB not supporting NR MBS.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Associated QoS Flow Information List
	
	1..<maxnoofQoSflows>
	
	

	>MBS QoS Flow Identifier
	M
	
	QoS Flow Identifier
9.3.1.24
	

	>Associated Unicast QoS Flow Identifier
	M
	
	QoS Flow Identifier
9.3.1.24
	

	MBS Session Forwarding Address
	M
	
	UP Transport Layer Information 
9.3.2.1
	



//skip of unchanged part
[bookmark: _Toc20955649][bookmark: _Toc29461091][bookmark: _Toc29505823][bookmark: _Toc36556348][bookmark: _Toc45881834][bookmark: _Toc51852475][bookmark: _Toc56620426][bookmark: _Toc64448066][bookmark: _Toc74152842][bookmark: _Toc88656268][bookmark: _Toc88657327][bookmark: _Toc105657421][bookmark: _Toc106108802][bookmark: _Toc112687905][bookmark: _Toc138865886]9.3.2.1	UP Transport Layer Information
The UP Transport Layer Information IE identifies an transport bearer associated to a DRB. It contains a Transport Layer Address and a GTP Tunnel Endpoint Identifier. The Transport Layer Address is an IP address to be used for the user plane transport. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Transport Layer Information
	M
	
	
	

	 >GTP Tunnel
	
	
	
	

	   >>Transport Layer Address
	M
	
	9.3.2.4
	

	   >>GTP-TEID
	M
	
	9.3.2.3
	



//skip of unchanged part
[bookmark: _Toc20955652][bookmark: _Toc29461094][bookmark: _Toc29505826][bookmark: _Toc36556351][bookmark: _Toc45881837][bookmark: _Toc51852478][bookmark: _Toc56620429][bookmark: _Toc64448069][bookmark: _Toc74152845][bookmark: _Toc88656271][bookmark: _Toc88657330][bookmark: _Toc105657424][bookmark: _Toc106108805][bookmark: _Toc112687908][bookmark: _Toc138865889]9.3.2.4	Transport Layer Address
This Transport Layer Address IE is an IP address.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Transport Layer Address
	M
	
	BIT STRING (SIZE(1..160, …))
	The Radio Network Layer is not supposed to interpret the address information. It should pass it to the Transport Layer for interpretation.
For details, see TS 38.414 [16].



--------Start of the Next Change--------
[bookmark: _Toc20955684][bookmark: _Toc29461127][bookmark: _Toc29505859][bookmark: _Toc36556384][bookmark: _Toc45881871][bookmark: _Toc51852512][bookmark: _Toc56620463][bookmark: _Toc64448105][bookmark: _Toc74152881][bookmark: _Toc88656307][bookmark: _Toc88657366][bookmark: _Toc105657472][bookmark: _Toc106108853][bookmark: _Toc112687956][bookmark: _Toc138865937]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

E1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS	
	
	id-CommonNetworkInstance,
	id-SNSSAI,
	id-OldQoSFlowMap-ULendmarkerexpected,
//skip of unchanged part
MBSSessionAssociatedInformation ::= SEQUENCE {
	mbsSessionAssociatedInformationList		MBSSessionAssociatedInformationList,
	mbsSessionForwardingAddress				UP-TNL-InformationTransportLayerAddress,
	iE-Extensions		ProtocolExtensionContainer { {MBSSessionAssociatedInformation-ExtIEs} }	OPTIONAL,
	...
}

MBSSessionAssociatedInformation-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

--------Start of the Next Change--------

