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1. Introduction
This document provides the TP to TS 38.401 and TS 38.470 for the support of L1/L2 based inter-cell mobility. 
2. Text Proposal


Annex 1: (TP to TS 38.401) Support of L1/L2 based inter-cell mobility

--------------------------------------------------------- the start of change -------------------------------------------------------------

8.2.1.X	Intra-gNB-DU LTM 
This procedure is used for the case when the UE moves within the same gNB-DU during NR operation for LTM. Figure 8.2.1.x-1 shows the intra-gNB-DU LTM procedure for intra-NR.





Figure 8.2.1.x-1: Intra-gNB-DU LTM
1. The UE sends a MeasurementReport message (L3 measurement result FFS) to the gNB-DU containing measurements of neighboring cells. The gNB-DU sends an UL RRC MESSAGE TRANSFER message conveying the received MeasurementReport message to the gNB-CU. 
2. The gNB-CU determines to initiate LTM configuration. 
3. The gNB-CU sends a UE CONTEXT MODIFICATION REQUEST message to the gNB-DU containing one target candidate cell ID. 
4. If the gNB-DU accepts the request of LTM configuration, it responds to the gNB-CU with a UE CONTEXT MODIFICATION RESPONSE message including the generated lower layer RRC configurations for the accepted target candidate cell. 

5. The gNB-CU sends a DL RRC MESSAGE TRANSFER message to the gNB-DU, which includes the generated RRCReconfiguration message with the LTM configuration. 

6. The gNB-DU forwards the received RRCReconfiguration message to the UE.
7. The UE responds to the gNB-DU with an RRCReconfigurationComplete message.
8. The gNB-DU forwards the RRCReconfigurationComplete message to the gNB-CU via an UL RRC MESSAGE TRANSFER message. 

9. The UE sends the L1 measurement result to the gNB-DU. The gNB-DU decides to execute LTM.
10. The gNB-DU sends the LTM command to the UE. 
Editor’s note: The LTM command needs to be updated according to RAN2’s discussion.
11. The gNB-DU sends the LTM CELL CHANGE NOTIFICATION message to the gNB-CU to indicate the initiation of the LTM command to the UE including the target cell ID. 
12. FFS: How the target gNB-DU detects the UE access.
13. The target gNB-DU sends the ACCESS SUCCESS message to the gNB-CU with the target Cell ID.
14.  The gNB-CU may send the UE CONTEXT MODIFICATION message to the gNB-DU to release the resources of prepared cells.
15.  The gNB-DU responds with a UE CONTEXT MODIFICATION RESPONSE message.

---------------------------------------------------------Next change -------------------------------------------------------------

8.2.1.Y	Inter-gNB-DU LTM
This procedure is used for the case when the UE moves from one gNB-DU to another gNB-DU within the same gNB-CU during NR operation for LTM. Figure 8.2.1.Y-1 shows the inter-gNB-DU LTM procedure for intra-NR.




Figure 8.2.1.Y-1: Inter-gNB-DU LTM
1. The UE sends a MeasurementReport message (L3 measurement result FFS) to the source gNB-DU containing measurements of neighboring cells. The source gNB-DU sends an UL RRC MESSAGE TRANSFER message conveying the received MeasurementReport message to the gNB-CU. 
2. The gNB-CU determines to initiate LTM configuration. 
3. The gNB-CU sends a UE CONTEXT SETUP REQUEST message to the candidate gNB-DU, containing one target candidate cell ID and the reference configuration. 
4. If the candidate gNB-DU accepts the request of LTM configuration, it responds to the gNB-CU with a UE CONTEXT SETUP RESPONSE message including the generated lower layer RRC configuration for the accepted target candidate cell.
5. The gNB-CU sends a UE CONTEXT MODIFICATION REQUEST message to the source gNB-DU, which includes the generated RRCReconfiguration message with the LTM configuration.

6. The source gNB-DU forwards the received RRCReconfiguration message to the UE.
7. The UE responds to the source gNB-DU with an RRCReconfigurationComplete message.
8. The source gNB-DU forwards the RRCReconfigurationComplete message to the gNB-CU via a UE CONTEXT MODIFICATION RESPONSE message. 

9. The UE sends the L1 measurement result to the source gNB-DU. 
10. The source gNB-DU decides to execute LTM to a candidate target cell.
FFS: Notifying the LTM triggering decision to the other nodes as well.
11. The source gNB-DU sends LTM command to the UE. 
Editor’s note: The LTM command needs to be updated according to RAN2’s discussion. 
12. The source gNB-DU sends the LTM CELL CHANGE NOTIFICATION message to the gNB-CU to indicate the initiation of the LTM command to the UE including the target cell ID.
13. FFS:  how the target gNB-DU detects the UE access.
14. [bookmark: OLE_LINK1]The target gNB-DU sends the ACCESS SUCCESS message to the gNB-CU with the target cell ID.
15. The gNB-CU may send the UE CONTEXT RELEASE COMMAND message to the source gNB-DU to release the resources of prepared cells.
16.	The source gNB-DU responds with a UE CONTEXT RELEASE COMPLETE message.

--------------------------------------------------------- the end of change -------------------------------------------------------------
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[bookmark: _Toc13920076][bookmark: _Toc29392992][bookmark: _Toc29393040][bookmark: _Toc36556394][bookmark: _Toc45833058][bookmark: _Toc64448115][bookmark: _Toc74152911][bookmark: _Toc97909407][bookmark: _Toc98932573][bookmark: _Toc105668002][bookmark: _Toc112769893][bookmark: _Toc138760755]3.1	Definitions
[bookmark: OLE_LINK6][bookmark: OLE_LINK7][bookmark: OLE_LINK8]For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
BH RLC channel: as defined in TS 38.300 [8].
en-gNB: as defined in TS 37.340 [9].
gNB-CU: as defined in TS 38.401 [2].
gNB-DU: as defined in TS 38.401 [2].
gNB: as defined in TS 38.300 [8].
IAB-MT: as defined in TS 38.300 [8].
IAB-DU: as defined in TS 38.300 [8].
IAB-node: as defined in TS 38.300 [8].
IAB-donor: as defined in TS 38.300 [8].
IAB-donor-CU: as defined in TS 38.401 [2].
IAB-donor-DU: as defined in TS 38.401 [2].
LTM: as defined in TS TS 38.300 [8].
PC5 Relay RLC channel: as defined in TS 38.300 [8].
[bookmark: _Toc13920077][bookmark: _Toc29392993][bookmark: _Toc29393041][bookmark: _Toc36556395][bookmark: _Toc45833059][bookmark: _Toc64448116][bookmark: _Toc74152912][bookmark: _Toc97909408]U2N Relay UE: as defined in TS 38.300 [8].
U2N Remote UE: as defined in TS 38.300 [8].
Uu Relay RLC channel: as defined in TS 38.300 [8].
[bookmark: _Toc98932574][bookmark: _Toc105668003][bookmark: _Toc112769894][bookmark: _Toc138760756]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
BH	Backhaul
DRB	Data Radio Bearers
eDRX	extended Discontinuous Reception
F1-U	F1 User plane interface
F1-C	F1 Control plane interface
F1AP	F1 Application Protocol
GTP-U	GPRS Tunnelling Protocol 
IAB	Integrated Access and Backhaul
IP	Internet Protocol
L2	Layer-2
MBS	Multicast/Broadcast Service
NR-MIB	NR-Master Information Block
NSAG	Network Slice AS Group
O&M	Operation and Maintenance
PA	Paging Area
PDC	Propagation Delay Compensation
PF	Paging Frame
PH	Paging Hyperframes
PO	Paging Occasion
PTP	Point to Point
PTM	Point to Multipoint
QMC	QoE Measurement Collection
QoE	Quality of Experience
QoS	Quality of Service
RedCap	Reduced Capability
RIM	Remote Interference Management
RLC	Radio Link Control
RRC	Radio Resource Control
SCTP	Stream Control Transmission Protocol
SRB	Signalling Radio Bearers
SIB1	System Information Block 1
SIB10	System Information Block 10 
SIB12	System Information Block 12
SIB13	System Information Block 13
SIB14	System Information Block 14
SIB15	System Information Block 15
SIB17	System Information Block 17
SIB18	System Information Block 18
SL	Sidelink
TNL	Transport Network Layer
U2N 	UE-to-Network
V2X	Vehicle-to-Everything
[bookmark: _Toc13920078][bookmark: _Toc29392994][bookmark: _Toc29393042][bookmark: _Toc36556396][bookmark: _Toc45833060][bookmark: _Toc64448117][bookmark: _Toc74152913][bookmark: _Toc97909409][bookmark: _Toc98932575][bookmark: _Toc105668004][bookmark: _Toc112769895][bookmark: _Toc138760757]4	General aspects
This clause captures the F1 interface principles and characteristics. 
[bookmark: _Toc13920079][bookmark: _Toc29392995][bookmark: _Toc29393043][bookmark: _Toc36556397][bookmark: _Toc45833061][bookmark: _Toc64448118][bookmark: _Toc74152914][bookmark: _Toc97909410][bookmark: _Toc98932576][bookmark: _Toc105668005][bookmark: _Toc112769896][bookmark: _Toc138760758]4.1	F1 interface general principles
The general principles for the specification of the F1 interface are as follows:
-	the F1 interface is open;
-	the F1 interface supports the exchange of signalling information between the endpoints, in addition the interface supports data transmission to the respective endpoints;
-	from a logical standpoint, the F1 is a point-to-point interface between the endpoints. 
NOTE:	A point-to-point logical interface should be feasible even in the absence of a physical direct connection between the endpoints.
-	the F1 interface supports control plane and user plane separation;
-	the F1 interface separates Radio Network Layer and Transport Network Layer;
-	the F1 interface enables exchange of UE associated information and non-UE associated information;
-	the F1 interface is designed in a future proof way to fulfil different new requirements, support new services and new functions;
-	one gNB-CU and a set of gNB-DUs are visible to other logical nodes as a gNB or an en-gNB where the gNB terminates the Xn and the NG interfaces, and the en-gNB terminates the X2 and the S1-U interfaces;
-	the gNB-CU may be separated in control plane (CP) and user plane (UP).
[bookmark: _Toc13920080][bookmark: _Toc29392996][bookmark: _Toc29393044][bookmark: _Toc36556398][bookmark: _Toc45833062][bookmark: _Toc64448119][bookmark: _Toc74152915][bookmark: _Toc97909411][bookmark: _Toc98932577][bookmark: _Toc105668006][bookmark: _Toc112769897][bookmark: _Toc138760759]4.2	F1 interface specification objectives
The F1 interface specifications facilitate the following:
-	inter-connection of a gNB-CU and a gNB-DU supplied by different manufacturers.
[bookmark: _Toc13920081][bookmark: _Toc29392997][bookmark: _Toc29393045][bookmark: _Toc36556399][bookmark: _Toc45833063][bookmark: _Toc64448120][bookmark: _Toc74152916][bookmark: _Toc97909412][bookmark: _Toc98932578][bookmark: _Toc105668007][bookmark: _Toc112769898][bookmark: _Toc138760760]4.3	F1 interface capabilities 
The F1 interface supports:
-	procedures to establish, maintain and release radio bearers for the NG-RAN part of PDU sessions and MBS Sessions, and for E-UTRAN Radio Access Bearers;
-	procedures to establish, maintain and release BH RLC channels;
-	the separation of each UE on the protocol level for user specific signalling management;
-	the separation of each IAB-MT on the protocol level for IAB-MT specific signalling management;
-	the transfer of RRC signalling messages between the UE and the gNB-CU.
[bookmark: _Toc13920082][bookmark: _Toc29392998][bookmark: _Toc29393046][bookmark: _Toc36556400][bookmark: _Toc45833064][bookmark: _Toc64448121][bookmark: _Toc74152917][bookmark: _Toc97909413]-	procedures to establish, maintain and release Uu Relay RLC channels and PC5 Relay RLC channels.
[bookmark: _Toc98932579][bookmark: _Toc105668008][bookmark: _Toc112769899][bookmark: _Toc138760761]4.4	Void
[bookmark: _Toc13920083][bookmark: _Toc29392999][bookmark: _Toc29393047][bookmark: _Toc36556401][bookmark: _Toc45833065][bookmark: _Toc64448122][bookmark: _Toc74152918][bookmark: _Toc97909414][bookmark: _Toc98932580][bookmark: _Toc105668009][bookmark: _Toc112769900][bookmark: _Toc138760762]5	Functions of the F1 interface
[bookmark: _Toc13920084][bookmark: _Toc29393000][bookmark: _Toc29393048][bookmark: _Toc36556402][bookmark: _Toc45833066][bookmark: _Toc64448123][bookmark: _Toc74152919][bookmark: _Toc97909415][bookmark: _Toc98932581][bookmark: _Toc105668010][bookmark: _Toc112769901][bookmark: _Toc138760763]5.1	General
The following clauses describe the functions supported over F1-C and F1-U. 
[bookmark: _Toc13920085][bookmark: _Toc29393001][bookmark: _Toc29393049][bookmark: _Toc36556403][bookmark: _Toc45833067][bookmark: _Toc64448124][bookmark: _Toc74152920][bookmark: _Toc97909416][bookmark: _Toc98932582][bookmark: _Toc105668011][bookmark: _Toc112769902][bookmark: _Toc138760764]5.2	F1-C functions
[bookmark: _Toc13920086][bookmark: _Toc29393002][bookmark: _Toc29393050][bookmark: _Toc36556404][bookmark: _Toc45833068][bookmark: _Toc64448125][bookmark: _Toc74152921][bookmark: _Toc97909417][bookmark: _Toc98932583][bookmark: _Toc105668012][bookmark: _Toc112769903][bookmark: _Toc138760765]5.2.1	F1 interface management function
The error indication function is used by the gNB-DU or gNB-CU to indicate to the gNB-CU or gNB-DU that an error has occurred.
The reset function is used to initialize the peer entity after node setup and after a failure event occurred. This procedure can be used by both the gNB-DU and the gNB-CU.
The F1 setup function allows to exchange application level data needed for the gNB-DU and gNB-CU to interoperate correctly on the F1 interface, and exchange the intended TDD DL-UL configuration originating from the gNB-DU or destined to the gNB-DU. The F1 setup is initiated by the gNB-DU.
The gNB-CU Configuration Update and gNB-DU Configuration Update functions allow to update application level configuration data needed between gNB-CU and gNB-DU to interoperate correctly over the F1 interface, and may activate or deactivate cells. For cross-link interference mitigation, the gNB-CU may coordinate the exchange of  intended TDD DL-UL configuration by merging, forwarding and selective forwarding of intended TDD DL-UL configuration(s) between its gNB-DUs, or between its gNB-DUs and other gNBs, gNB-CUs. With the gNB-CU Configuration Update function, energy saving with cell activation/deactivation can be supported as defined in TS 38.300 [8].
The F1 setup and gNB-DU Configuration Update functions allow to inform the S-NSSAI(s), NSAG(s), CAG ID(s) and NID(s) supported by the gNB-DU.
The F1 setup and gNB-DU Configuration Update functions allow to provide information on RedCap access configuration at the gNB-DU.
The F1 setup and gNB-CU Configuration Update functions allow to inform the NID(s) available at the gNB-CU.
The F1 resource coordination function is used to transfer information about frequency resource sharing between gNB-CU and gNB-DU. In case of split gNB architecture, the gNB-CU may consolidate the outgoing messages from multiple gNB-DUs and distribute the incoming messages to the involved gNB-DUs, to perform resource coordination.
The gNB-DU status indication function allows the gNB-DU to indicate overload status to gNB-CU. In case of IAB, the IAB-donor-DU or IAB-DU can indicate the downlink congestion status to the IAB-donor-CU.
The network access rate reduction function is used to indicate to the gNB-DU that the rate at which UEs are accessing the network need to be reduced.
The F1 removal function is used to remove the interface instance and all related resources between the gNB-DU and the gNB-CU in a controlled manner.
[bookmark: _Toc13920087][bookmark: _Toc29393003][bookmark: _Toc29393051][bookmark: _Toc36556405][bookmark: _Toc45833069][bookmark: _Toc64448126][bookmark: _Toc74152922][bookmark: _Toc97909418][bookmark: _Toc98932584][bookmark: _Toc105668013][bookmark: _Toc112769904][bookmark: _Toc138760766]5.2.2	System Information management function
Scheduling of system broadcast information is carried out in the gNB-DU. The gNB-DU is responsible for transmitting the system information according to the scheduling parameters available.
The gNB-DU is responsible for the encoding of the NR-MIB message. In case broadcast of SIB1 and other SIBs is needed, the gNB-DU is responsible for the encoding of the SIB1 message, SIB10, SIB12, SIB13, SIB14, SIB15, SIB17, SIB18 and SIB20, and the gNB-CU is responsible for the encoding of other SIBs. The gNB-DU may re-encode SIB9. The gNB-DU is responsible for the generation of the SystemInformation message.
NOTE:	The SIB19 is generated by the gNB-DU.
The gNB-CU is responsible for receiving the positioning assistance information from LMF, e.g. the positioning related SIBs. The gNB-CU notifies gNB-DU about the SIBs, and the gNB-DU signals them directly. 
To support Msg3 based on-demand SI and RRC Dedicated SIB Request as described in TS 38.331 [11], the gNB-CU can confirm the received SI request from the UE by including the UE identity, and command the gNB-DU to broadcast the requested SystemInformation messages including the other SI.
5.2.3	F1 UE context management function
The F1 UE context management function supports the establishment and modification of the necessary overall UE context.
The establishment of the F1 UE context is initiated by the gNB-CU and accepted or rejected by the gNB-DU based on admission control criteria (e.g., resource not available).
The modification of the F1 UE context can be initiated by either gNB-CU or gNB-DU. The receiving node can accept or reject the modification. The F1 UE context management function also supports the release of the context previously established in the gNB-DU. The release of the context is triggered by the gNB-CU either directly or following a request received from the gNB-DU. The gNB-CU request the gNB-DU to release the UE Context when the UE enters RRC_IDLE or RRC_INACTIVE. In case of configured grant small data transmission, this function allows the gNB-CU to request the gNB-DU to keep part of the UE context, including at least the lower layer configuration for SDT DRB(s)/SRB(s), C-RNTI, CS-RNTI, F1AP association, and F1 tunnel information, when the gNB-CU sends the UE into RRC_INACTIVE state. In case of positioning when the gNB-CU sends the UE into RRC_INACTIVE state, this function allows the gNB-CU to request the gNB-DU to keep part of the positioning context, including the SRS configuration for the UE.
This function can be also used to manage DRBs, SRBs and SL DRBs, i.e., establishing, modifying and releasing DRB, SRB and SL DRB resources. The establishment and modification of DRB, or SL DRB resources are triggered by the gNB-CU and accepted/rejected by the gNB-DU based on resource reservation information and QoS information to be provided to the gNB-DU. For each DRB to be setup or modified, the S-NSSAI may be provided by gNB-CU to the gNB-DU in the UE Context Setup procedure and the UE Context Modification procedure. In case of NG-RAN sharing, the gNB-CU includes the serving PLMN ID (for SNPNs the serving SNPN ID) in the UE Context Setup procedure.
This function is also used to manage a UE's configuration with multicast resources and to provide information about the multicast MRBs which are established for the multicast MBS Sessions the UE has joined.
[bookmark: _Hlk40876787]For Uu, the mapping between QoS flows and radio bearers is performed by gNB-CU and the granularity of bearer related management over F1 is radio bearer level. For NG-RAN, the gNB-CU decides an aggregated DRB QoS profile for each radio bearer based on received QoS flow profile, and provides both aggregated DRB QoS profile and QoS flow profile to the gNB-DU, and the gNB-DU either accepts the request or rejects it with appropriate cause value. With this function, gNB-DU could also notify gNB-CU whether the QoS for already established DRBs is not fulfilled any longer or it is fulfilled again. The function can be also used to inform the gNB-DU the alternative QoS Parameters Sets when available for a QoS flow. To support packet duplication for intra-gNB-DU CA as described in TS 38.300 [8], one data radio bearer should be configured with at least two GTP-U tunnels between gNB-CU and a gNB-DU.
For SL, the mapping between QoS flows and radio bearers is performed by gNB-CU and the granularity of bearer related management over F1 is radio bearer level. For NG-RAN, the gNB-CU decides an aggregated SL DRB QoS profile for each radio bearer based on received QoS flow profile, and provides both aggregated SL DRB QoS profile and QoS flow profile to the gNB-DU, and the gNB-DU either accepts the request or rejects it with appropriate cause value.
With this function, gNB-CU requests the gNB-DU to setup or change of the SpCell (as defined in TS 38.321 [10]) for the UE, and the gNB-DU either accepts or rejects the request with appropriate cause value. This function also enables the gNB-DU to inform the gNB-CU of which cell the UE has successfully accessed during conditional mobility or LTM.
With this function, the gNB-CU requests the setup of the SCell(s) at the gNB-DU side, and the gNB-DU accepts all, some or none of the SCell(s) and replies to the gNB-CU. The gNB-CU requests the removal of the SCell(s) for the UE.
With this function, the gNB-CU indicates the UL UE AMBR limit to the gNB-DU, and the gNB-DU enforces the indicated limit.
With this function, the gNB-DU indicates that a bearer, or a UE is inactive or active. The gNB-CU consolidates all the serving gNB-DUs for the UE and takes further action.
With this function, the gNB-CU indicates the gNB-DU that the UE context concerns mobility enhancement operation, and the gNB-DU takes corresponding actions.
With this function, the gNB-CU requests the gNB-DU to setup or change of the LTM candidate cells configuration for the UE. This function also enables the gNB-DU to inform the gNB-CU of which cell the LTM cell switch command has initiated to the UE.
In addition, for IAB-nodes and IAB-donors:
-	The F1 UE context management function is used for managing BH RLC channels, i.e. establishing, modifying and releasing BH RLC channel resources. The establishment of BH RLC channels is triggered by the IAB-donor-CU. The establishment and modification is accepted/rejected by the IAB-node’s parent, based on e.g. resource reservation information and QoS information provided to the IAB-node’s parent.
-	The DRB QoS profile framework is reused for BH RLC channels carrying DRBs. Prioritization of traffic on the F1-C interface is based on traffic type (e.g. UE-associated F1AP signalling, non-UE-associated F1AP signalling) and is enforced in the IAB-donor-DU and in IAB-nodes, considering that the traffic on the F1-C interface has higher priority than other traffic; in-sequence delivery over the signaling connection is always ensured.
-	The IAB-donor-CU associates each BH RLC channel carrying control plane traffic with one of the signaled control plane traffic type values.
For L2 U2N Relay:
-	The F1 UE context management function is used for managing Uu Relay RLC channels and PC5 Relay RLC channels for L2 U2N relay, i.e. establishing, modifying and releasing Uu Relay RLC channel and PC5 Relay RLC channel resources. The establishment of Uu Relay RLC channels and PC5 Relay RLC channels are triggered by the gNB-CU. The establishment and modification is accepted/rejected by the gNB-DU based on resource reservation information and QoS information provided to the gNB-DU. The modification of Uu/PC5 Relay RLC channels can be triggered by the gNB-CU or the gNB-DU.
-	The gNB-CU determines the QoS for the PC5 Relay RLC channel and the QoS for the Uu Relay RLC channel based on the received QoS profile for the L2 U2N Remote UE, and provides the QoS information to the gNB-DU.
-	The gNB-CU configures the gNB-DU about the SRB(s)/DRB(s) to Uu Relay RLC channel(s) mapping, which is used by the gNB-DU to perform data transfer of L2 U2N Remote UE. The mapping between DRB and Uu Relay RLC channel is configured at the granularity of GTP-U tunnel.
-	The gNB-CU is responsible for the local ID allocation and update for L2 U2N Remote UE.
[bookmark: _Toc98932586][bookmark: _Toc105668015][bookmark: _Toc112769906][bookmark: _Toc138760768]5.2.4	RRC message transfer function
This function allows to transfer RRC messages between gNB-CU and gNB-DU. RRC messages are transferred over F1-C. The gNB-CU is responsible for the encoding of the dedicated RRC message with assistance information provided by gNB-DU. This function also allows gNB-DU to report to gNB-CU if the downlink RRC message has been successfully delivered to UE or not. The function also allows the gNB-DU to report to the gNB-CU if the accessing UE is a Reduced Capability UE as defined in TS 38.300 [8]. This function also allows the gNB-DU to duplicate the downlink RRC message according to the duplication information provided by gNB-CU.
For IAB-nodes, this function allows to transfer RRC messages for setting up and configuring the IAB-MT side of the BH RLC channel. These RRC messages are carried on F1-C between the IAB-donor-CU and the parent IAB-DU, i.e. the gNB-DU side of the BH RLC channel.
[bookmark: _Toc13920090][bookmark: _Toc29393006][bookmark: _Toc29393054][bookmark: _Toc36556408][bookmark: _Toc45833072][bookmark: _Toc64448129][bookmark: _Toc74152925][bookmark: _Toc97909421][bookmark: _Toc98932587][bookmark: _Toc105668016][bookmark: _Toc112769907][bookmark: _Toc138760769]5.2.5	Paging function
The gNB-CU is responsible for filtering target cells for paging based on the UE Radio Capability for Paging.
The gNB-DU is responsible for transmitting the paging information according to the scheduling parameters provided. The gNB-DU also takes the UE paging capability into account for paging when provided by the gNB-CU.
The gNB-CU provides paging information to enable the gNB-DU to calculate the exact PH, if the eDRX is configured, PO and PF. The gNB-CU determines the PA. The gNB-DU consolidates all the paging records for a particular PH, PO, PF and PA, and encodes the final RRC message and broadcasts the paging message on the respective PH, PO, PF in the PA.
[bookmark: _Toc13920091][bookmark: _Toc29393007][bookmark: _Toc29393055][bookmark: _Toc36556409][bookmark: _Toc45833073][bookmark: _Toc64448130][bookmark: _Toc74152926][bookmark: _Toc97909422]The paging function also supports CN controlled subgrouping paging for UE Power Saving.
[bookmark: _Toc98932588][bookmark: _Toc105668017][bookmark: _Toc112769908][bookmark: _Toc138760770]5.2.6	Warning messages information transfer function
This function allows to cooperate with the warning message transmission procedures over NG interface. The gNB-CU is responsible for encoding the warning related SI message and sending it together with other warning related information for the gNB-DU to broadcast over the radio interface.
[bookmark: _Toc29393008][bookmark: _Toc29393056][bookmark: _Toc36556410][bookmark: _Toc45833074][bookmark: _Toc64448131][bookmark: _Toc74152927][bookmark: _Toc97909423][bookmark: _Toc98932589][bookmark: _Toc105668018][bookmark: _Toc112769909][bookmark: _Toc138760771]5.2.7	Remote Interference Management (RIM) message transfer function
This function enables the transfer of Remote Interference Management (RIM) backhaul messages between the gNB-CU and the gNB-DU. RIM messages are transferred over F1-C. The gNB-CU acts as a coordinator on behalf of its affiliated gNB-DUs, by merging the RIM information received from its gNB-DUs and forwarding the merged information to the target gNBs or gNB-CUs, transparently via the core network. Similarly, a gNB-CU distributes an incoming RIM backhaul message to all its concerned gNB-DUs.
[bookmark: _Toc5612693][bookmark: _Toc29393009][bookmark: _Toc29393057][bookmark: _Toc36556411][bookmark: _Toc45833075][bookmark: _Toc64448132][bookmark: _Toc74152928][bookmark: _Toc97909424][bookmark: _Toc98932590][bookmark: _Toc105668019][bookmark: _Toc112769910][bookmark: _Toc138760772]5.2.8	Trace function
The Trace function provides means to control trace sessions for a UE over F1 interface.
[bookmark: _Toc45833076][bookmark: _Toc64448133][bookmark: _Toc74152929][bookmark: _Toc97909425][bookmark: _Toc98932591][bookmark: _Toc105668020][bookmark: _Toc112769911][bookmark: _Toc138760773]5.2.9	Load management function
The load management function allows a gNB-CU to request the reporting of load measurements to gNB-DU and is used by gNB-DU to report the result of measurements admitted by gNB-DU.
[bookmark: _Toc45833077][bookmark: _Toc64448134][bookmark: _Toc74152930][bookmark: _Toc97909426][bookmark: _Toc98932592][bookmark: _Toc105668021][bookmark: _Toc112769912][bookmark: _Toc138760774][bookmark: _Toc13919281][bookmark: _Toc29461954]5.2.10	Self-optimisation support function
This function allows the gNB-CU to provide information to the gNB-DU in order to support self-optimization functionality.
[bookmark: _Toc64448135][bookmark: _Toc74152931][bookmark: _Toc97909427][bookmark: _Toc98932593][bookmark: _Toc105668022][bookmark: _Toc112769913][bookmark: _Toc138760775]5.2.11	Positioning function
This function allows to transfer location management messages between gNB-CU and gNB-DU. With this function, gNB-CU request TRP information from gNB-DU, and gNB-DU response to gNB-CU with the TRP information. With this function, gNB-CU request positioning measurements from gNB-DU, and gNB-DU response to gNB-CU with the positioning measurements.
[bookmark: _Toc64448136][bookmark: _Toc74152932][bookmark: _Toc97909428][bookmark: _Toc98932594][bookmark: _Toc105668023][bookmark: _Toc112769914]The function allows the gNB-CU to 
[bookmark: _Hlk131190426]-	transfer the positioning assistance data to gNB-DU. The gNB-DU is responsible for broadcasting the positioning assistance data according to the scheduling parameters available.
-	request the gNB-DU to configure SRS transmissions for UE.
-	request the gNB-DU to configure PRS transmissions.
-	request the gNB-DU to configure measurement gap or PRS processing window.
-	request the gNB-DU to activate or deactivate preconfigured measurement gap or PRS processing window.
-	request the gNB-DU to broadcast positioning system information.
[bookmark: _Toc138760776]5.2.12	IAB support function
The support for IAB comprises several functions.
The BAP mapping configuration function allows the IAB-donor-CU to provide BAP mapping which includes the backhaul routing configuration and/or BH RLC channel mapping information for IAB-donor-DU or IAB-DU. This function also enables the IAB-donor-CU to provide the BAP header rewriting configuration, or other BAP related configurations to the IAB-DU. This function also enables the IAB-donor-CU to provide the BAP related configurations to the IAB-donor-DU.
The gNB-DU resource configuration function is used by the IAB-donor-CU to provide cell resource configuration for an IAB-donor-DU or an IAB-DU, and/or NA resource configuration of a parent node IAB-DU or IAB-donor-DU serving the co-located IAB-MT for an IAB-DU, and/or information about the child node’s cell resource configuration and other periodic configurations to a parent IAB-node or an IAB-donor-DU. This function also allows the IAB-donor-CU to provide the semi-static cell resource configuration of a neighbour node or a peer parent-node of a child node, whereas this neighbor node or a peer parent can be an IAB-donor-DU or an IAB-DU.
The IAB TNL address configuration function enables the IAB-donor-CU to request IP address(es) to be used for IAB-node(s) from an IAB-donor-DU, or to request from an IAB-donor-DU the removal of IP address(es) used for IAB-node(s). This function is also used by the IAB-donor-CU to provide an IAB-donor-DU with the IP address information of the traffic to be transferred to a peer IAB-donor-DU via an inter-donor-DU tunnel.
The IAB UP configuration update function allows the update of BH information or the UP TNL information between the IAB-donor-CU and an IAB-DU.
[bookmark: _Toc51763018][bookmark: _Toc98932595][bookmark: _Toc105668024][bookmark: _Toc112769915][bookmark: _Toc138760777][bookmark: _Toc13920092][bookmark: _Toc29393010][bookmark: _Toc29393058][bookmark: _Toc36556412][bookmark: _Toc45833078][bookmark: _Toc64448137][bookmark: _Toc74152933][bookmark: _Toc97909429]5.2.13	NR MBS function
The NR MBS function supports establishing, modifying and releasing the MRB resources and the user data transport.
The multicast group paging function supports the sending of multicast group paging request to the gNB-DUs in order to group-page UEs that have joined the multicast MBS session.
[bookmark: _Toc98932596][bookmark: _Toc105668025][bookmark: _Toc112769916][bookmark: _Toc138760778]5.2.14	PDC measurement function
The PDC measurement function allows the gNB-CU to request the gNB-DU to report measurements used for propagation delay compensation at the gNB-CU or UE.
[bookmark: _Toc98932597][bookmark: _Toc105668026][bookmark: _Toc112769917][bookmark: _Toc138760779]5.2.15	QMC support function
This function enables the transfer of RAN visible QoE information from the gNB-CU to the gNB-DU.
[bookmark: _Toc98932598][bookmark: _Toc105668027][bookmark: _Toc112769918][bookmark: _Toc138760780]5.3	F1-U functions
[bookmark: _Toc13920093][bookmark: _Toc29393011][bookmark: _Toc29393059][bookmark: _Toc36556413][bookmark: _Toc45833079][bookmark: _Toc64448138][bookmark: _Toc74152934][bookmark: _Toc97909430][bookmark: _Toc98932599][bookmark: _Toc105668028][bookmark: _Toc112769919][bookmark: _Toc138760781]5.3.1	Transfer of user data 
This function allows to transfer of user data between gNB-CU and gNB-DU.
[bookmark: _Toc13920094][bookmark: _Toc29393012][bookmark: _Toc29393060][bookmark: _Toc36556414][bookmark: _Toc45833080][bookmark: _Toc64448139][bookmark: _Toc74152935][bookmark: _Toc97909431][bookmark: _Toc98932600][bookmark: _Toc105668029][bookmark: _Toc112769920][bookmark: _Toc138760782]5.3.2	Flow control function 
This function allows to control the downlink user data flow to the gNB-DU. The detailed protocol is specified in TS 38.425 [7].
[bookmark: _Toc13920095][bookmark: _Toc29393013][bookmark: _Toc29393061][bookmark: _Toc36556415][bookmark: _Toc45833081][bookmark: _Toc64448140][bookmark: _Toc74152936][bookmark: _Toc97909432][bookmark: _Toc98932601][bookmark: _Toc105668030][bookmark: _Toc112769921][bookmark: _Toc138760783]5.4	TEIDs allocation
The gNB-DU is responsible for the allocation of the F1-U DL GTP TEID for each data radio bearer.
[bookmark: _Toc13920096][bookmark: _Toc29393014][bookmark: _Toc29393062][bookmark: _Toc36556416][bookmark: _Toc45833082][bookmark: _Toc64448141][bookmark: _Toc74152937][bookmark: _Toc97909433][bookmark: _Toc98932602][bookmark: _Toc105668031][bookmark: _Toc112769922][bookmark: _Toc138760784]6	Procedures of the F1 interface
[bookmark: _Toc13920097][bookmark: _Toc29393015][bookmark: _Toc29393063][bookmark: _Toc36556417][bookmark: _Toc45833083][bookmark: _Toc64448142][bookmark: _Toc74152938][bookmark: _Toc97909434][bookmark: _Toc98932603][bookmark: _Toc105668032][bookmark: _Toc112769923][bookmark: _Toc138760785]6.1	Control plane procedures
[bookmark: _Toc13920098][bookmark: _Toc29393016][bookmark: _Toc29393064][bookmark: _Toc36556418][bookmark: _Toc45833084][bookmark: _Toc64448143][bookmark: _Toc74152939][bookmark: _Toc97909435][bookmark: _Toc98932604][bookmark: _Toc105668033][bookmark: _Toc112769924][bookmark: _Toc138760786]6.1.1	Interface Management procedures
The F1 Interface management procedures are listed below:
-	Reset procedure
-	Error Indication procedure
-	F1 Setup procedure
-	gNB-DU Configuration Update procedure
-	gNB-CU Configuration Update procedure
-	gNB-DU Resource Coordination procedure
-	gNB-DU Status Indication procedure
-	F1 Removal procedure
-	Network Access Rate Reduction procedure
[bookmark: _Toc13920099][bookmark: _Toc29393017][bookmark: _Toc29393065][bookmark: _Toc36556419][bookmark: _Toc45833085][bookmark: _Toc64448144][bookmark: _Toc74152940][bookmark: _Toc97909436][bookmark: _Toc98932605][bookmark: _Toc105668034][bookmark: _Toc112769925][bookmark: _Toc138760787]6.1.2	Context Management procedures
The F1 Context management procedures are listed below:
-	UE Context setup procedure
-	UE Context Release Request (gNB-DU initiated) procedure
-	UE Context Release (gNB-CU initiated) procedure
-	UE Context Modification (gNB-CU initiated) procedure
-	UE Context Modification Required (gNB-DU initiated) procedure
-	UE Inactivity Notification procedure
-	Notify procedure
-	Access Success procedure
-	LTM Cell Change Notification procedure
[bookmark: _Toc13920100][bookmark: _Toc29393018][bookmark: _Toc29393066][bookmark: _Toc36556420][bookmark: _Toc45833086][bookmark: _Toc64448145][bookmark: _Toc74152941][bookmark: _Toc97909437][bookmark: _Toc98932606][bookmark: _Toc105668035][bookmark: _Toc112769926][bookmark: _Toc138760788]6.1.3	RRC Message Transfer procedures
The F1 RRC message transfer procedures are listed below:
-	Initial UL RRC Message Transfer procedure
-	UL RRC Message Transfer procedure
-	DL RRC Message Transfer procedure
-	RRC Delivery Report procedure
[bookmark: _Toc13920101][bookmark: _Toc29393019][bookmark: _Toc29393067][bookmark: _Toc36556421][bookmark: _Toc45833087][bookmark: _Toc64448146][bookmark: _Toc74152942][bookmark: _Toc97909438][bookmark: _Toc98932607][bookmark: _Toc105668036][bookmark: _Toc112769927][bookmark: _Toc138760789]6.1.3A	Warning Message Transmission procedures
The F1 Warning message transmission procedures are listed below:
-	Write-Replace Warning procedure
-	PWS Cancel procedure
-	PWS Restart Indication procedure
-	PWS Failure Indication procedure
[bookmark: _Toc13920102][bookmark: _Toc29393020][bookmark: _Toc29393068][bookmark: _Toc36556422][bookmark: _Toc45833088][bookmark: _Toc64448147][bookmark: _Toc74152943][bookmark: _Toc97909439][bookmark: _Toc98932608][bookmark: _Toc105668037][bookmark: _Toc112769928][bookmark: _Toc138760790]6.1.4	System Information procedures
The F1 System information procedures are listed below:
-	System Information Delivery procedure
[bookmark: _Toc13920103][bookmark: _Toc29393021][bookmark: _Toc29393069][bookmark: _Toc36556423][bookmark: _Toc45833089][bookmark: _Toc64448148][bookmark: _Toc74152944][bookmark: _Toc97909440][bookmark: _Toc98932609][bookmark: _Toc105668038][bookmark: _Toc112769929][bookmark: _Toc138760791]6.1.5	Paging procedures 
The F1 Paging procedures are listed below:
-	Paging procedure
[bookmark: _Toc13920104][bookmark: _Toc29393022][bookmark: _Toc29393070][bookmark: _Toc36556424][bookmark: _Toc45833090][bookmark: _Toc64448149][bookmark: _Toc74152945][bookmark: _Toc97909441][bookmark: _Toc98932610][bookmark: _Toc105668039][bookmark: _Toc112769930][bookmark: _Toc138760792]6.1.6	Void
[bookmark: _Toc5612699][bookmark: _Toc29393023][bookmark: _Toc29393071][bookmark: _Toc36556425][bookmark: _Toc45833091][bookmark: _Toc64448150][bookmark: _Toc74152946][bookmark: _Toc97909442][bookmark: _Toc98932611][bookmark: _Toc105668040][bookmark: _Toc112769931][bookmark: _Toc138760793]6.1.7	Radio information transfer procedures
The F1 Radio information transfer procedures are listed below:
-	DU-CU Radio Information Transfer procedure
- 	CU-DU Radio Information Transfer procedure
[bookmark: _Toc29393024][bookmark: _Toc29393072][bookmark: _Toc36556426][bookmark: _Toc45833092][bookmark: _Toc64448151][bookmark: _Toc74152947][bookmark: _Toc97909443][bookmark: _Toc98932612][bookmark: _Toc105668041][bookmark: _Toc112769932][bookmark: _Toc138760794]6.1.8	UE Tracing procedures
The following procedures are used to trace the UE:
-	Trace Start procedure
-	Deactivate Trace procedure
-	Cell Traffic Trace procedure
[bookmark: _Toc45833093][bookmark: _Toc64448152][bookmark: _Toc74152948][bookmark: _Toc97909444][bookmark: _Toc98932613][bookmark: _Toc105668042][bookmark: _Toc112769933][bookmark: _Toc138760795]6.1.9	Load management procedures
The load management procedures are listed as below:
-	Resource Status Reporting Initiation procedure
-	Resource Status Reporting procedure
[bookmark: _Toc45833094][bookmark: _Toc64448153][bookmark: _Toc74152949][bookmark: _Toc97909445][bookmark: _Toc98932614][bookmark: _Toc105668043][bookmark: _Toc112769934][bookmark: _Toc138760796]6.1.10	Self-optimisation support procedure
The self-optimisation support procedure is used to transfer failure and mobility related information from the gNB-CU to the gNB-DU to enable self-optimisation
-	Access and Mobility Indication procedure
[bookmark: _Toc64448154][bookmark: _Toc74152950][bookmark: _Toc97909446][bookmark: _Toc98932615][bookmark: _Toc105668044][bookmark: _Toc112769935][bookmark: _Toc138760797][bookmark: _Toc13920105][bookmark: _Toc29393025][bookmark: _Toc29393073][bookmark: _Toc36556427][bookmark: _Toc45833095]6.1.11	Positioning procedures 
The F1 Positioning procedures are listed below:
-	Positioning Assistance Information Control procedure;
-	Positioning Assistance Information Feedback procedure;
-	Positioning Measurement procedure;
-	Positioning Measurement Report procedure;
-	Positioning Measurement Abort procedure;
-	Positioning Measurement Failure Indication procedure;
-	Positioning Measurement Update procedure;
-	TRP Information Exchange procedure;
-	Positioning Information Update; 
-	Positioning Information Exchange procedure;
-	Positioning Activation procedure;
-	Positioning Deactivation procedure;
-	E-CID Measurement Initiation;
-	E-CID Measurement Failure Indication procedure;
-	E-CID Measurement Report procedure;
-	E-CID Measurement Termination procedure.
[bookmark: _Toc64448155][bookmark: _Toc74152951][bookmark: _Toc97909447]-	PRS Configuration Exchange procedure;
-	Measurement Preconfiguration;
-	Measurement Activation;
[bookmark: _Toc98932616][bookmark: _Toc105668045][bookmark: _Toc112769936]-	Positioning System Information Delivery procedure.
[bookmark: _Toc138760798]6.1.12	IAB procedures
The IAB procedures are listed below:
-	BAP Mapping Configuration procedure
-	gNB-DU Resource Configuration procedure
-	IAB TNL Address Allocation procedure
-	IAB UP Configuration Update procedure
[bookmark: _Toc51763036][bookmark: _Toc98932617][bookmark: _Toc105668046][bookmark: _Toc112769937][bookmark: _Toc138760799][bookmark: _Toc64448156][bookmark: _Toc74152952][bookmark: _Toc97909448]6.1.13	NR MBS procedures 
The F1 MBS procedures are listed below:
-	Broadcast Context Setup;
	Broadcast Context Release (gNB-CU initiated);
-	Broadcast Context Modification;
-	Broadcast Context Release Request (gNB-DU initiated);
-	Multicast Group Paging procedure; 
-	Multicast Context Setup;
-	Multicast Context Release (gNB-CU initiated);
-	Multicast Context Modification;
-	Multicast Context Release Request (gNB-DU initiated);
-	Multicast Distribution Setup;
-	Multicast Distribution Release.
[bookmark: _Toc98932618][bookmark: _Toc105668047][bookmark: _Toc112769938][bookmark: _Toc138760800]6.1.14	PDC Measurement procedures
The PDC measurement procedures are listed below:
-	PDC Measurement Initiation procedure
-	PDC Measurement Report procedure
[bookmark: _Toc98932619][bookmark: _Toc105668048][bookmark: _Toc112769939][bookmark: _Toc138760801]6.1.15	QMC procedures
The QMC procedures are listed below:
-	QoE Information Transfer procedure.
[bookmark: _Toc98932620][bookmark: _Toc105668049][bookmark: _Toc112769940][bookmark: _Toc138760802]6.2	User plane procedures
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