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<<<<<<<<<<<<<<<<<<<< Start of Changes>>>>>>>>>>>>>>>>>>>>

9.2.70	UE Reporting Information
This IE contains the UE Reporting Information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Reporting Amount
	M
	
	ENUMERATED (0, 1, 2, 4, 8, 16, 32, 64)
	Value 0 represents an infinite number of periodic reporting

	Reporting Interval
	M
	
	ENUMERATED (none, 1, 2, 4, 8, 10, 16, 20, 32, 64, …)
	Unit: seconds




9.3.5	Information Element definitions
-- U
 
UARFCN ::= INTEGER (0..16383, ...)
 
UE-Measurement-ID ::= INTEGER (1..15, ..., 16..256)
 
UEReportingInformation::= SEQUENCE {
	reportingAmount				ENUMERATED {ma0, ma1, ma2, ma4, ma8, ma16, ma32, ma64},
	reportingInterval			ENUMERATED {none, one, two, four, eight, ten, sixteen, twenty, thirty-two, sixty-four, ...},
	iE-extensions			ProtocolExtensionContainer { { UEReportingInformation-ExtIEs } }	OPTIONAL,
	...
}

<<<<<<<<<<<<<<<<<<<< End of Changes>>>>>>>>>>>>>>>>>>>>
