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	Reason for change:
	
In section 9.2.121 UE Application layer measurement configuration, the reference of the E-CGI, TAC, TAI, PLMN Identity are referred to the related sections in TS 38.413. 
Generally, the E-CGI shall refer to 9.2.14(ECGI). The PLMN Identity shall refer to 9.2.4(PLMN Identity).
Considering there is no specific section defined for either TAC and TAI in TS 36.423, the tabular correction of these two IEs can take what has been defined in MDT tabular as baseline.

The presence of the Area Scope IE in NR QoE is optional. Meanwhile, the presence of the Area Scope IE in LTE QoE is mandatory but SA5 does not modify the basic definition of QoE area scope during recent years. 
The reason why the Area Scope IE of QoE shall be optional is that the target  node does not need to receive the area scope from source node during the handover if the target node has already received it, which is the case, for management based QoE.
To fix the misalignment of the description for QoE Area Scope in SA5 spec(e.g. TS28.405) and RAN3 spec(TS36.413, TS36.423), and to sync up the presence of Area Scope IE in LTE QoE and NR QoE, the presence of the Area Scope IE for LTE QoE shall be corrected from M to O.




	
	

	Summary of change:
	
· Correct the E-CGI within  Cell ID List for QMC to ECGI and correct its reference from 9.2.1.38 to 9.2.14.
· Correct the reference of PLMN Identity within the  PLMN List for QMC from 9.2.3.8 to 9.2.4.
· Correct the reference of TAC within the TA List for QMC from 9.2.3.7 to “OCTET STRING (2)”.
· Correct the structure of TAI List for QMC and consider the TAI List for MDT as baseline.
· Correct the presence of the Area Scope IE from M to O.
· 


Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has an impact under protocol point of view.

The impact can be considered isolated because the change only affects QoE.

The CR is non-backwards compatible.  



	
	

	Consequences if not approved:
	
The tabular of the Area Scope of QMC misaligns with ASN.1.
ECGI, PLMN Identity, TAC, and TAI IE refers to the wrong sections.

The presence of Area Scope IE for LTE QoE in Rel-15 does not align the presence of this IE in NR specifications.  The TS36.423 can not fully reflect QoE handover mechanism and SA5 definition.
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The IE defines configuration information for the QoE Measurement Collection (QMC) function.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Container for application layer measurement configuration
	M
	
	OCTET STRING (1..1000)
	Indicates application layer measurement configuration, see Annex L in [36].
	-
	

	CHOICE Area Scope of QMC
	OM
	
	
	
	-
	

	>Cell based
	
	
	
	
	
	

	>>Cell ID List for QMC
	
	1 .. <maxnoofCellIDforQMC>
	
	
	
	

	>>>E-CGI
	M
	
	9.2.1.389.2.14
	
	-
	

	>TA based
	
	
	
	
	
	

	>>TA List for QMC
	
	1 .. <maxnoofTAforQMC>
	
	
	
	

	>>>TAC
	M
	
	OCTET STRING (2)
9.2.3.7
	The TAI is derived using the current serving PLMN.
	-
	

	>TAI based
	
	
	
	
	-
	

	>>TAI List for QMC
	
	1 .. <maxnoofTAforQMC>
	
	
	-
	

	>>>TACI
	M
	
	OCTET STRING (29.2.3.16)
	Tracking Area Code
	-
	

	>>>PLMN Identity
	M
	
	9.2.4
	
	
	

	>PLMN area based
	
	
	
	
	
	

	>>PLMN List for QMC
	
	1 .. <maxnoofPLMNforQMC>
	
	
	
	

	>>>PLMN Identity
	M
	
	9.2.3.89.2.4
	
	-
	

	Service Type
	M
	
	ENUMERATED
(QMC for streaming service, QMC for MTSI service, ...)
	This IE indicates the service type of UE application layer measurements.
	-
	



	Range bound
	Explanation

	maxnoofCellIDforQMC
	Maximum no. of Cell ID subject for QMC scope. Value is 32.

	maxnoofTAforQMC
	Maximum no. of TA subject for QMC scope. Value is 8.

	maxnoofPLMNforQMC
	Maximum no. of PLMNs in the PLMN list for QMC scope. Value is 16.
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************
==== Skip Unchanged Part ====
UEAppLayerMeasConfig ::= SEQUENCE {
	containerForAppLayerMeasConfig			OCTET STRING (SIZE(1..1000)),
	areaScopeOfQMC		AreaScopeOfQMC		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {UEAppLayerMeasConfig-ExtIEs} } OPTIONAL,
	...
}

UEAppLayerMeasConfig-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	{ID id-serviceType	CRITICALITY ignore	EXTENSION ServiceType	PRESENCE optional},
	...
}
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