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Start of the change
[bookmark: _Toc99038637][bookmark: _Toc99730900][bookmark: _Toc105511029][bookmark: _Toc105927561][bookmark: _Toc106110101][bookmark: _Toc113835538][bookmark: _Toc120124385][bookmark: _Toc121161385]9.2.12.28	PRS CONFIGURATION RESPONSE
This message is sent by a gNB-DU to acknowledge configuring or updating the PRS transmissions.
Direction: gNB-DU  gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	PRS Transmission TRP List
	
	0..1
	
	
	YES
	ignore

	>PRS Transmission TRP Item
	
	1 .. <maxnoofTRPs>
	
	
	EACH
	ignore

	>>TRP ID
	M
	
	9.3.1.197
	
	-
	

	>>PRS Configuration
	M
	
	9.3.1.117177
	
	-
	

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofTRPs
	Maximum no. of TRPs in a gNB-DU Value is 65535.
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