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This message is sent by a gNB-CU to request a gNB-DU to configure or update PRS transmissions.
Direction: gNB-CU  gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	PRS Configuration Request Type
	M
	
	ENUMERATED (configure, off, …) 
	
	YES
	reject

	PRS TRP List
	
	1
	
	
	YES
	ignore

	>PRS TRP Item
	
	1 .. <maxnoofTRPs>
	
	
	EACH
	ignore

	>>TRP ID
	M
	
	9.3.1.197
	
	-
	

	>>Requested DL PRS Transmission Characteristics 
	C-ifConf
	
	9.3.1.235
	
	-
	

	>>PRS Transmission Off Information
	C-ifOff
	
	9.3.1.237
	
	-
	



	Range bound
	Explanation

	maxnoofTRPs
	Maximum no. of TRPs in a gNB-DU Value is 65535



	Condition
	Explanation

	ifConf
	This IE shall be present if the PRS Configuration Request Type IE is set to the value "configure".

	ifOff
	This IE shall be present if the PRS Configuration Request Type IE is set to the value "off".
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-- **************************************************************
--
-- PRS CONFIGURATION REQUEST
--
-- **************************************************************

PRSConfigurationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{PRSConfigurationRequest-IEs}},
	...
}

PRSConfigurationRequest-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID			CRITICALITY reject	TYPE TransactionID						PRESENCE mandatory }|
	{ ID id-PRSConfigRequestType	CRITICALITY reject	TYPE PRSConfigRequestType				PRESENCE mandatory }|
	{ ID id-PRSTRPList				CRITICALITY ignore	TYPE PRSTRPList							PRESENCE mandatory },
	...
}

-- **************************************************************
--
-- PRS CONFIGURATION RESPONSE
--
-- **************************************************************
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