	
[bookmark: _Hlk19781073][bookmark: _Ref452454252]3GPP TSG-RAN WG3 Meeting #121	R3-234727
[bookmark: _Hlk19781143]Toulouse, France, 21 – 25 Aug, 2023


[bookmark: _GoBack]Agenda Item:	23.2.3
Source:	Samsung, Huawei, CATT, Cybercore
Title:	                 TP to BLCR 38.473 on reporting granularity for SRS BW aggregation
Document for:	Approval
1	Introduction
This paper provides the TP to BLCR 38.455 on reporting granularity for SRS BW aggregation
2	TP to BLCR for TS 38.473
Page 1


<<<<<<<<<<<<<<<<<<< Begin Informative no change >>>>>>>>>>>>>>>>>>>>
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This message is sent by the gNB-CU to request the gNB-DU to configure a positioning measurement.
Direction: gNB-CU  gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	LMF Measurement ID
	M
	
	INTEGER (1..65536, …)
	
	YES
	reject

	RAN Measurement ID
	M
	
	INTEGER (1..65536, …)
	
	YES
	reject

	TRP Measurement Request List
	
	1
	
	
	YES
	reject

	>TRP Measurement Request Item
	
	1..<maxnoofMeasTRPs>
	
	
	
	

	>>TRP ID
	M
	
	9.3.1.197
	
	
	

	>>Search Window Information
	O
	
	9.3.1.204
	
	
	

	>>NR CGI
	O
	
	9.3.1.12
	The Cell ID of the TRP identified by the TRP ID IE.
	YES
	ignore

	>>AoA Search Window Information
	O
	
	UL-AoA Assistance Information 9.3.1.238
	
	YES
	ignore

	>>Number of TRP Rx TEGs
	O
	
	ENUMERATED (2, 3, 4, 6, 8, …)
	
	YES
	ignore

	>>Number of TRP RxTx TEGs
	O
	
	ENUMERATED (2, 3, 4, 6, 8, …)
	
	YES
	ignore

	Positioning Report Characteristics
	M
	
	ENUMERATED (OnDemand, Periodic, …)
	
	YES
	reject

	Positioning Measurement Periodicity
	C-ifReportCharacteristicsPeriodic
	
	ENUMERATED (120ms, 240ms, 480ms, 640ms, 1024ms, 2048ms, 5120ms, 10240ms, 1min, 6min, 12min, 30min, …, 20480ms, 40960ms, extended)
	The codepoint 120ms, 240ms, 480ms, 1024ms, 2048ms, 1min, 6min, 12min, and 30min are not applicable.
	YES
	reject

	Positioning Measurement Quantities
	
	1
	
	
	YES
	reject

	>Positioning Measurement Quantities Item
	
	1..<maxnoofPosMeas>
	
	
	EACH
	

	>>Positioning Measurement Type
	M
	
	ENUMERATED (gNB RX-TX, UL-SRS-RSRP, UL AoA, UL RTOA, …, Multiple UL AoA, UL SRS-RSRPP) 
	
	
	-

	>>Timing Reporting Granularity Factor
	O
	
	INTEGER (0..5)
	TS 38.133 [38]
This IE is ignored when the Timing Reporting Granularity Factor Extended IE is included.
	
	

	>>Timing Reporting Granularity Factor Extended
	O
	
	FFS
	FFS
	
	

	SFN Initialisation Time
	O
	
	Relative Time 1900
9.3.1.183
	If this IE is not present, the TRP may assume that the value is same as its own SFN initialisation time.
	YES
	ignore

	SRS Configuration
	O
	
	9.3.1.192
	
	YES
	ignore

	Measurement Beam Information Request
	O
	
	ENUMERATED (true, ...)
	This IE is ignored when the Measurement characteristics Request Indicator IE is included.
	YES
	ignore

	System Frame Number
	O 
	
	INTEGER(0..1023)
	
	YES
	ignore

	Slot Number
	O
	
	INTEGER(0..79)
	
	YES
	ignore

	Measurement Periodicity Extended
	C-ifMeasPerExt
	
	ENUMERATED (160ms, 320ms, 1280ms, 2560ms, 61440ms,
81920ms, 368640ms, 737280ms, 1843200ms, …)
	
	YES
	reject

	Response Time
	O
	
	9.3.1.242
	This IE is ignored when the Positioning Report Characteristics IE is set to “Periodic”.
	YES
	ignore

	Measurement Characteristics Request Indicator
	O
	
	9.3.1.254
	
	YES
	ignore

	Measurement Time Occasion
	O
	
	ENUMERATED (o1, o4,…)
	
	YES
	ignore

	Positioning Measurement Amount
	O
	
	ENUMERATED (0, 1, 2, 4, 8, 16, 32, 64)
	This IE is ignored if the Positioning Report Characteristics IE is set to ‘OnDemand’. 
Value 0 represents an infinite number of periodic reporting.
	YES
	ignore



	Range bound
	Explanation

	maxnoofPosMeas
	Maximum no. of measured quantities that can be configured and reported with one message. Value is 16384.

	maxnoofMeasTRPs
	Maximum no. of TRPs that can be included within one measurement message. Value is 64.



	Condition
	Explanation

	ifReportCharacteristicsPeriodic
	This IE shall be present if the Positioning Report Characteristics IE is set to the value "Periodic".

	ifMeasPerExt
	This IE shall be present if the Positioning Measurement Periodicity IE is set to the value "extended".



Editor’s note: whether the IE should be extendable, cover the previous value and the coding could start by (-1...) need further check.
<<<<<<<<<<<<<<<<<< Next change Text Omitted >>>>>>>>>>>>>>>>>>>
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This information element contains the uplink RTOA measurement.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	CHOICE UL RTOA Measurement
	M
	
	
	
	-
	

	>k0
	
	
	
	
	
	

	>>k0
	M
	
	INTEGER (0.. 1970049)
	TS 38.133 [38]
	-
	

	>k1
	
	
	
	
	
	

	>>k1
	M
	
	INTEGER (0.. 985025)
	TS 38.133 [38]
	-
	

	>k2
	
	
	
	
	
	

	>>k2
	M
	
	INTEGER (0.. 492513)
	TS 38.133 [38]
	-
	

	>k3
	
	
	
	
	
	

	>>k3
	M
	
	INTEGER (0.. 246257)
	TS 38.133 [38]
	-
	

	>k4
	
	
	
	
	
	

	>>k4
	M
	
	INTEGER (0.. 123129)
	TS 38.133 [38]
	-
	

	>k5
	
	
	
	
	
	

	>>k5
	M
	
	INTEGER (0.. 61565)
	TS 38.133 [38]
	-
	

	>kminus1
	
	
	
	
	
	

	>>kminus1
	M
	
	INTEGER (0.. 3940097)
	TS 38.133 [38]
	YES
	ignore

	>kminus2
	
	
	
	
	
	

	>>kminus2
	M
	
	INTEGER (0.. 7880193)
	TS 38.133 [38]
	YES
	ignore

	Additional Path List
	O
	
	9.3.1.169
	This IE is ignored if the Extended Additional Path List IE is included
	-
	

	Extended Additional Path List
	O
	
	9.3.1.248
	
	YES
	ignore

	TRP Rx TEG Information
	O
	
	9.3.1.280
	
	YES
	ignore



Editor’s Notes: The values of k and the value range of the granularity factor are FFS.
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This information element contains the additional path results of time measurement.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Additional Path Item
	
	1..<maxnoofPath>
	
	
	-
	

	>CHOICE Relative Path Delay
	M
	
	
	
	-
	

	>>k0
	
	
	
	
	
	

	>>>k0
	M
	
	INTEGER(0..16351)
	
	-
	

	>>k1
	
	
	
	
	
	

	>>>k1
	M
	
	INTEGER(0..8176)
	
	-
	

	>>k2
	
	
	
	
	
	

	>>>k2
	M
	
	INTEGER(0..4088)
	
	-
	

	>>k3
	
	
	
	
	
	

	>>>k3
	M
	
	INTEGER(0..2044)
	
	-
	

	>>k4
	
	
	
	
	
	

	>>>k4
	M
	
	INTEGER(0..1022)
	
	-
	

	>>k5
	
	
	
	
	
	

	>>>k5
	M
	
	INTEGER(0..511)
	
	-
	

	>>kminus1
	
	
	
	
	
	

	>>>kminus1
	M
	
	INTEGER (0.. 32701)
	
	YES
	ignore

	>>kminus2
	
	
	
	
	
	

	>>>kminus2
	M
	
	INTEGER (0.. 65401)
	
	YES
	ignore

	>Path Quality
	O
	
	TRP Measurement Quality
9.3.1.172
	
	-
	

	>Multiple UL AoA
	O
	
	9.3.1.245
	
	YES
	ignore

	>Path Power
	O
	
	UL SRS-RSRPP
9.3.1.246
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofPath
	Maximum no. of additional path measurements. Value is 2.



Editor’s Notes: The values of k and the value range of the granularity factor are FFS.
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This information element contains the gNB Rx-Tx Time Difference measurement.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	CHOICE gNB Rx-Tx Time Difference Measurement
	M
	
	
	
	-
	

	>k0
	
	
	
	
	
	

	>>k0
	M
	
	INTEGER (0.. 1970049)
	TS 38.133 [38]
	-
	

	>k1
	
	
	
	
	
	

	>>k1
	M
	
	INTEGER (0.. 985025)
	TS 38.133 [38]
	-
	

	>k2
	
	
	
	
	
	

	>>k2
	M
	
	INTEGER (0.. 492513)
	TS 38.133 [38]
	-
	

	>k3
	
	
	
	
	
	

	>>k3
	M
	
	INTEGER (0.. 246257)
	TS 38.133 [38]
	-
	

	>k4
	
	
	
	
	
	

	>>k4
	M
	
	INTEGER (0.. 123129)
	TS 38.133 [38]
	-
	

	>k5
	
	
	
	
	
	

	>>k5
	M
	
	INTEGER (0.. 61565)
	TS 38.133 [38]
	-
	

	>kminus1
	
	
	
	
	
	

	>>kminus1
	M
	
	INTEGER (0.. 3940097)
	TS 38.133 [38]
	YES
	ignore

	>kminus2
	
	
	
	
	
	

	>>kminus2
	M
	
	INTEGER (0.. 7880193)
	TS 38.133 [38]
	YES
	ignore

	Additional Path List
	O
	
	9.3.1.169
	
	-
	

	Extended Additional Path List
	O
	
	9.3.1.248
	
	YES
	ignore

	TRP TEG Information
	O
	
	9.3.1.253
	
	YES
	ignore



Editor’s Notes: The values of k and the value range of the granularity factor are FFS.
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This IE contains the extended additional path results of time measurement.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Additional Path Item
	
	1..< maxNoPathExtended>
	
	
	
	

	>CHOICE Relative Path Delay
	M
	
	
	
	
	

	>>k0
	
	
	
	
	
	

	>>>k0
	M
	
	INTEGER(0..16351)
	
	
	

	>>k1
	
	
	
	
	
	

	>>>k1
	M
	
	INTEGER(0..8176)
	
	
	

	>>k2
	
	
	
	
	
	

	>>>k2
	M
	
	INTEGER(0..4088)
	
	
	

	>>k3
	
	
	
	
	
	

	>>>k3
	M
	
	INTEGER(0..2044)
	
	
	

	>>k4
	
	
	
	
	
	

	>>>k4
	M
	
	INTEGER(0..1022)
	
	
	

	>>k5
	
	
	
	
	
	

	>>>k5
	M
	
	INTEGER(0..511)
	
	
	

	>>kminus1
	
	
	
	
	
	

	>>>kminus1
	M
	
	INTEGER (0.. 32701)
	
	YES
	ignore

	>>kminus2
	
	
	
	
	
	

	>>>kminus2
	M
	
	INTEGER (0.. 65401)
	
	YES
	ignore

	>Path Quality
	O
	
	TRP Measurement Quality
9.3.1.172
	
	
	

	>Path Power
	O
	
	UL SRS-RSRPP
9.3.1.246
	
	
	

	>Multiple UL AoA
	O
	
	9.3.1.245
	
	
	



	Range bound
	Explanation

	maxNoPathExtended
	Maximum no. of additional path measurement. Value is 8.



Editor’s Notes: The values of k and the value range of the granularity factor are FFS.
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-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

	id-ncd-SSB-RedCapInitialBWP-SDT,
	id-nrofSymbolsExtended,
	id-repetitionFactorExtended,
	id-startRBHopping,
	id-startRBIndex,
	id-transmissionCombn8,
	id-ReportingGranularitykminus1,
	id-ReportingGranularitykminus2,
	id-TimingReportingGranularityFactorExtended,

<<<<<<<<<<<<<<<<<< Next change Text Omitted >>>>>>>>>>>>>>>>>>>
GNBRxTxTimeDiffMeas ::= CHOICE {
	k0			INTEGER (0.. 1970049),
	k1			INTEGER (0.. 985025),
	k2			INTEGER (0.. 492513),
	k3			INTEGER (0.. 246257),
	k4			INTEGER (0.. 123129),
	k5			INTEGER (0.. 61565),
	choice-extension		ProtocolIE-SingleContainer { { GNBRxTxTimeDiffMeas-ExtIEs } } 
}

GNBRxTxTimeDiffMeas-ExtIEs		F1AP-PROTOCOL-IES ::= {
	{ID id-ReportingGranularitykminus1 	CRITICALITY ignore EXTENSION ReportingGranularitykminus1 PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus2 	CRITICALITY ignore EXTENSION ReportingGranularitykminus2 PRESENCE mandatory },
	...
}


<<<<<<<<<<<<<<<<<< Next change Text Omitted >>>>>>>>>>>>>>>>>>>
RelativePathDelay ::= CHOICE {
	k0					INTEGER (0..16351),
	k1					INTEGER (0..8176),
	k2					INTEGER (0..4088),
	k3					INTEGER (0..2044),
	k4					INTEGER (0..1022),
	k5					INTEGER (0..511),	 
	choice-extension			ProtocolIE-SingleContainer { { RelativePathDelay-ExtIEs } }
}

RelativePathDelay-ExtIEs F1AP-PROTOCOL-IES ::= {
	{ID id-ReportingGranularitykminus1 	CRITICALITY ignore EXTENSION ReportingGranularitykminus1AdditionalPath PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus2 	CRITICALITY ignore EXTENSION ReportingGranularitykminus2AdditionalPath PRESENCE mandatory },
	...
}


ReportingGranularitykminus1 ::= INTEGER(0..3940097)

ReportingGranularitykminus2 ::= INTEGER(0..7880193)

ReportingGranularitykminus1AdditionalPath ::= INTEGER(0..32701)

ReportingGranularitykminus2AdditionalPath ::= INTEGER(0..65401)


<<<<<<<<<<<<<<<<<< Next change Text Omitted >>>>>>>>>>>>>>>>>>>
TimeStampSlotIndex ::= CHOICE {
	sCS-15			INTEGER(0..9),
	sCS-30			INTEGER(0..19),
	sCS-60			INTEGER(0..39),
	sCS-120			INTEGER(0..79),
	choice-extension		ProtocolIE-SingleContainer { { TimeStampSlotIndex-ExtIEs} }
}

TimeStampSlotIndex-ExtIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SCS-480		CRITICALITY reject	TYPE SCS-480 PRESENCE mandatory}|
	{ ID id-SCS-960		CRITICALITY reject	TYPE SCS-960 PRESENCE mandatory},
	...
}

TimeToWait ::= ENUMERATED {v1s, v2s, v5s, v10s, v20s, v60s, ...}
	...
}

TimingReportingGranularityFactorExtended ::=INTEGER(0..1)


<<<<<<<<<<<<<<<<<< Next change Text Omitted >>>>>>>>>>>>>>>>>>>
PosMeasurementQuantities ::= SEQUENCE (SIZE(1.. maxnoofPosMeas)) OF PosMeasurementQuantities-Item

PosMeasurementQuantities-Item ::= SEQUENCE {
	posMeasurementType					PosMeasurementType,
	timingReportingGranularityFactor	INTEGER (0..5) OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { PosMeasurementQuantities-ItemExtIEs} } OPTIONAL
}

PosMeasurementQuantities-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-TimingReportingGranularityFactorExtended	CRITICALITY ignore EXTENSION TimingReportingGranularityFactorExtended PRESENCE optional},

	...
}

<<<<<<<<<<<<<<<<<< Next change Text Omitted >>>>>>>>>>>>>>>>>>>
UL-RTOA-MeasurementItem ::= CHOICE {
	k0					INTEGER (0..1970049),
	k1					INTEGER (0..985025),
	k2					INTEGER (0..492513),
	k3					INTEGER (0..246257),
	k4					INTEGER (0..123129),
	k5					INTEGER (0..61565),	 
	choice-extension			ProtocolIE-SingleContainer { { UL-RTOA-MeasurementItem-ExtIEs } }
}

[bookmark: _Hlk114051624]UL-RTOA-MeasurementItem-ExtIEs F1AP-PROTOCOL-IES ::= {
	{ID id-ReportingGranularitykminus1 	CRITICALITY ignore EXTENSION ReportingGranularitykminus1 PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus2 	CRITICALITY ignore EXTENSION ReportingGranularitykminus2 PRESENCE mandatory },
	...
}

<<<<<<<<<<<<<<<<<< Next change Text Omitted >>>>>>>>>>>>>>>>>>>
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-- ASN1START 
-- **************************************************************
--
-- Container definitions
--
-- **************************************************************

F1AP-Containers {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Containers (5) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<<<<<<<<<<<<<<<<<< Next change Text Omitted >>>>>>>>>>>>>>>>>>>
id-CPACMCGInformation								ProtocolIE-ID ::= 691
id-TwoPHRModeMCG									ProtocolIE-ID ::= 692
id-TwoPHRModeSCG									ProtocolIE-ID ::= 693
id-ExtendedUEIdentityIndexValue						ProtocolIE-ID ::= 694
id-ServingCellMO-List								ProtocolIE-ID ::= 695
id-ServingCellMO-List-Item							ProtocolIE-ID ::= 696
id-ServingCellMO-encoded-in-CGC-List				ProtocolIE-ID ::= 697
id-HashedUEIdentityIndexValue						ProtocolIE-ID ::= 698
id-ReportingGranularitykminus1						ProtocolIE-ID ::= xxx
id-ReportingGranularitykminus2						ProtocolIE-ID ::= yyy
id-TimingReportingGranularityFactorExtended			ProtocolIE-ID ::= zzz

<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>
