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1 Introduction
This contribution provides the XnAP TP, as per the discussion in CB: # R18NPN_Solution.
Annex. 1
TP to TS 38.423 (based on BLCR R3-232515)
<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>
8.3.1
S-NG-RAN node Addition Preparation

8.3.1.1
General

The purpose of the S-NG-RAN node Addition Preparation procedure is to request the S-NG-RAN node to allocate resources for dual connectivity operation for a specific UE.
The procedure uses UE-associated signalling.

8.3.1.2
Successful Operation
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Figure 8.3.1.2-1: S-NG-RAN node Addition Preparation, successful operation

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

If the S-NODE ADDITION REQUEST message contains the Selected PLMN IE, the S-NG-RAN node may use it for RRM purposes. If the S-NODE ADDITION REQUEST message also contains the Selected NID IE, the S-NG-RAN node may decide to use the SNPN identified by the Selected PLMN IE and Selected NID IE for its own usage.
If the S-NODE ADDITION REQUEST message contains the Expected UE Behaviour IE, the S-NG-RAN node shall, if supported, store this information and may use it to optimize resource allocation.

<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>

8.3.3
M-NG-RAN node initiated S-NG-RAN node Modification Preparation

8.3.3.1
General

This procedure is used to enable an M-NG-RAN node to request an S-NG-RAN node to either modify the UE context at the S-NG-RAN node or to query the current SCG configuration for supporting delta signalling in M-NG-RAN node initiated S-NG-RAN node change, or to provide the S-RLF-related information to the S-NG-RAN node.

The procedure uses UE-associated signalling.

8.3.3.2
Successful Operation
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Figure 8.3.3.2-1: M-NG-RAN node initiated S-NG-RAN node Modification Preparation, successful operation
The M-NG-RAN node initiates the procedure by sending the S-NODE MODIFICATION REQUEST message to the S-NG-RAN node.

When the M-NG-RAN node sends the S-NODE MODIFICATION REQUEST message, it shall start the timer TXnDCprep.

The S-NODE MODIFICATION REQUEST message may contain

-
within the UE Context Information IE;

-
PDU session resources to be added within the PDU Session Resources To Be Added Item IE;

-
PDU session resources to be modified within the PDU Session Resources To Be Modified Item IE;

-
PDU session resources to be released within the PDU Session Resources To Be Released Item IE;

-
the S-NG-RAN node Security Key IE;

-
the S-NG-RAN node UE Aggregate Maximum Bit Rate IE;

-
the M-NG-RAN node to S-NG-RAN node Container IE;

-
the PDCP Change Indication IE;

-
the SCG Configuration Query IE;

-
the Requested split SRBs IE;
-
the Requested split SRBs release IE;
-
the Requested fast MCG recovery via SRB3 IE;

-
the Requested fast MCG recovery via SRB3 Release IE;
-
the Additional DRB IDs IE;

-
the MR-DC Resource Coordination Information IE.
If the S-NODE MODIFICATION REQUEST message contains the Selected PLMN IE, the S-NG-RAN node may use it for RRM purposes. If the S-NODE MODIFICATION REQUEST message also contains the Selected NID IE, the S-NG-RAN node may decide to use the SNPN identified by the Selected PLMN IE and Selected NID IE for its own usage.
If the S-NODE MODIFICATION REQUEST message contains the Mobility Restriction List IE, the S-NG-RAN node shall
-
replace the previously provided Mobility Restriction List by the received Mobility Restriction List in the UE context;
-
use this information to select an appropriate SCG.

<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>
9.1.2.1
S-NODE ADDITION REQUEST
This message is sent by the M-NG-RAN node to the S-NG-RAN node to request the preparation of resources for dual connectivity operation for a specific UE.
Direction: M-NG-RAN node ( S-NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	UE Security Capabilities
	M
	
	9.2.3.49
	
	YES
	reject

	S-NG-RAN node Security Key
	M
	
	9.2.3.51
	
	YES
	reject

	S-NG-RAN node UE Aggregate Maximum Bit Rate
	M
	
	UE Aggregate Maximum Bit Rate
9.2.3.17
	The UE Aggregate Maximum Bit Rate is split into M-NG-RAN node UE Aggregate Maximum Bit Rate and S-NG-RAN node UE Aggregate Maximum Bit Rate which are enforced by M-NG-RAN node and S-NG-RAN node respectively.
	YES
	reject

	Selected PLMN
	O
	
	PLMN Identity

9.2.2.4
	The selected PLMN of the SCG in the S-NG-RAN node.
	YES
	ignore

	<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

	S-NG-RAN node UE Slice Maximum Bit Rate
	O
	
	UE Slice Maximum Bit Rate List
9.2.3.167
	This IE indicates the S-NG-RAN node portion of the UE Slice Aggregate Maximum Bit Rate as specified in TS 23.501 [7]
	YES
	reject

	F1-terminating IAB-donor Indicator
	O
	
	ENUMERATED (true, ...)
	This IE applies only if the UE is an IAB-MT.
	YES
	reject

	Selected NID
	O
	
	NID

9.2.2.65
	This IE, together with the Selected PLMN IE, indicates the SNPN proposed for the SCG to the S-NG-RAN node.
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256


	Condition
	Explanation

	ifSNterminated
	This IE shall be present if there is at least one PDU Session Resource Setup Info – SN terminated in the PDU Session Resources To Be Added List IE.


<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>
9.1.2.5
S-NODE MODIFICATION REQUEST

This message is sent by the M-NG-RAN node to the S-NG-RAN node to either request the preparation to modify S-NG-RAN node resources for a specific UE, or to query for the current SCG configuration, or to provide the S-RLF-related information to the S-NG-RAN node.

Direction: M-NG-RAN node ( S-NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID 9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	PDCP Change Indication
	O
	
	9.2.3.74
	
	YES
	ignore

	Selected PLMN
	O
	
	PLMN Identity

9.2.2.4
	The selected PLMN of the SCG in the S-NG-RAN node.
	YES
	ignore

	Mobility Restriction List
	O
	
	9.2.3.53
	
	YES
	ignore

	SCG Configuration Query
	O
	
	9.2.3.27
	
	YES
	ignore

	<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

	S-NG-RAN node UE Slice Maximum Bit Rate
	O
	
	UE Slice Maximum Bit Rate List
9.2.3.167
	This IE indicates the S-NG-RAN node portion of the UE Slice Aggregate Maximum Bit Rate as specified in TS 23.501 [7]
	YES
	ignore

	Management Based MDT PLMN Modification List
	O
	
	MDT PLMN Modification List
9.2.3.169
	
	YES
	ignore

	Selected NID
	O
	
	NID

9.2.2.65
	This IE, together with the Selected PLMN IE, indicates the SNPN proposed for the SCG to the S-NG-RAN node.
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofPSCellCandidate
	Maximum no. of PSCell candidates. Value is 8

	maxnoofTargetSNs
	Maximum no. of the target S-NG-RAN nodes. Value is 8


<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>

9.3.4
PDU Definitions
-- ASN1START

-- **************************************************************

--

-- PDU definitions for XnAP.

--

-- **************************************************************
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

SDTPartialUEContextInfo,

SDTDataForwardingDRBList,

PEIPSassistanceInformation,

UESliceMaximumBitRateList,


PagingCause,

MDTPLMNModificationList,


F1-terminatingIAB-donorIndicator,


SRB-ID,


AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated,


HashedUEIdentityIndexValue,

NID
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

id-SDTDataForwardingDRBList,

id-PEIPSassistanceInformation,

id-UESliceMaximumBitRateList,


id-S-NG-RANnodeUE-Slice-MBR,

id-ManagementBasedMDTPLMNModificationList,


id-F1-terminatingIAB-donorIndicator,


id-AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated,


id-HashedUEIdentityIndexValue,

id-SelectedNID,

maxnoofCellsinNG-RANnode,


maxnoofDRBs,


maxnoofPDUSessions,


maxnoofQoSFlows,

maxnoofServedCellsIAB,


maxnoofTrafficIndexEntries,


maxnoofTLAsIAB,


maxnoofBAPControlPDURLCCHs,


maxnoofServingCells
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
SNodeAdditionRequest-IEs XNAP-PROTOCOL-IES ::= {


{ ID id-M-NG-RANnodeUEXnAPID



CRITICALITY reject

TYPE NG-RANnodeUEXnAPID







PRESENCE mandatory}|


{ ID id-UESecurityCapabilities



CRITICALITY reject

TYPE UESecurityCapabilities





PRESENCE mandatory}|


{ ID id-s-ng-RANnode-SecurityKey


CRITICALITY reject

TYPE S-NG-RANnode-SecurityKey




PRESENCE mandatory}|

{ ID id-S-NG-RANnodeUE-AMBR




CRITICALITY reject

TYPE UEAggregateMaximumBitRate




PRESENCE mandatory}|


{ ID id-selectedPLMN





CRITICALITY ignore

TYPE PLMN-Identity








PRESENCE optional }|


{ ID id-MobilityRestrictionList



CRITICALITY ignore

TYPE MobilityRestrictionList





PRESENCE optional }|

{ ID id-indexToRatFrequSelectionPriority
CRITICALITY reject

TYPE RFSP-Index









PRESENCE optional }|


{ ID id-PDUSessionToBeAddedAddReq


CRITICALITY reject

TYPE PDUSessionToBeAddedAddReq




PRESENCE mandatory}|


{ ID id-MN-to-SN-Container




CRITICALITY reject

TYPE OCTET STRING








PRESENCE mandatory}|


{ ID id-S-NG-RANnodeUEXnAPID



CRITICALITY reject

TYPE NG-RANnodeUEXnAPID







PRESENCE optional }|


{ ID id-ExpectedUEBehaviour




CRITICALITY ignore

TYPE ExpectedUEBehaviour






PRESENCE optional }|


{ ID id-requestedSplitSRB




CRITICALITY reject

TYPE SplitSRBsTypes








PRESENCE optional }|


{ ID id-PCellID







CRITICALITY reject

TYPE GlobalNG-RANCell-ID






PRESENCE optional }|


{ ID id-DesiredActNotificationLevel


CRITICALITY ignore

TYPE DesiredActNotificationLevel



PRESENCE optional }|


{ ID id-AvailableDRBIDs





CRITICALITY reject

TYPE DRB-List









PRESENCE conditional}

 -- The IE shall be present if there is at least one  PDUSessionResourceSetupInfo-SNterminated included --|


{ ID id-S-NG-RANnodeMaxIPDataRate-UL

CRITICALITY reject

TYPE BitRate









PRESENCE optional }|


{ ID id-S-NG-RANnodeMaxIPDataRate-DL

CRITICALITY reject

TYPE BitRate









PRESENCE optional }|


{ ID id-LocationInformationSNReporting

CRITICALITY ignore

TYPE LocationInformationSNReporting


PRESENCE optional }|


{ ID id-MR-DC-ResourceCoordinationInfo

CRITICALITY ignore

TYPE MR-DC-ResourceCoordinationInfo


PRESENCE optional }|


{ ID id-MaskedIMEISV





CRITICALITY ignore

TYPE MaskedIMEISV








PRESENCE optional }|


{ ID id-NE-DC-TDM-Pattern




CRITICALITY ignore

TYPE NE-DC-TDM-Pattern







PRESENCE optional }|


{ ID id-S-NG-RANnode-Addition-Trigger-Ind
CRITICALITY reject

TYPE S-NG-RANnode-Addition-Trigger-Ind

PRESENCE optional }|


{ ID id-TraceActivation





CRITICALITY ignore

TYPE TraceActivation







PRESENCE optional }|


{ ID id-RequestedFastMCGRecoveryViaSRB3

CRITICALITY ignore

TYPE RequestedFastMCGRecoveryViaSRB3


PRESENCE optional }|


{ ID id-UERadioCapabilityID




CRITICALITY reject

TYPE UERadioCapabilityID






PRESENCE optional }|


{ ID id-SourceNG-RAN-node-ID



CRITICALITY ignore

TYPE GlobalNG-RANNode-ID






PRESENCE optional }|


{ ID id-ManagementBasedMDTPLMNList


CRITICALITY ignore

TYPE MDTPLMNList








PRESENCE optional }|


{ ID id-UEHistoryInformation



CRITICALITY ignore

TYPE UEHistoryInformation






PRESENCE optional }|


{ ID id-UEHistoryInformationFromTheUE

CRITICALITY ignore

TYPE UEHistoryInformationFromTheUE



PRESENCE optional }|


{ ID id-PSCellChangeHistory




CRITICALITY ignore

TYPE PSCellChangeHistory






PRESENCE optional }|

{ ID id-IABNodeIndication




CRITICALITY reject

TYPE IABNodeIndication







PRESENCE optional }|


{ ID id-NoPDUSessionIndication



CRITICALITY ignore

TYPE NoPDUSessionIndication





PRESENCE optional }|

{ ID id-CHOinformation-AddReq



CRITICALITY reject

TYPE CHOinformation-AddReq





PRESENCE optional }|


{ ID id-SCGActivationRequest



CRITICALITY ignore

TYPE SCGActivationRequest






PRESENCE optional }|


{ ID id-CPAInformationRequest



CRITICALITY reject

TYPE CPAInformationRequest





PRESENCE optional }|


{ ID id-S-NG-RANnodeUE-Slice-MBR



CRITICALITY reject

TYPE UESliceMaximumBitRateList




PRESENCE optional }|


{ ID id-F1-terminatingIAB-donorIndicator

CRITICALITY reject

TYPE F1-terminatingIAB-donorIndicator


PRESENCE optional }|

{ ID id-SelectedNID







CRITICALITY
ignore

TYPE NID











PRESENCE optional },

...

}

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

SNodeModificationRequest-IEs XNAP-PROTOCOL-IES ::= {


{ ID id-M-NG-RANnodeUEXnAPID




CRITICALITY reject

TYPE NG-RANnodeUEXnAPID






PRESENCE mandatory}|


{ ID id-S-NG-RANnodeUEXnAPID




CRITICALITY reject

TYPE NG-RANnodeUEXnAPID






PRESENCE mandatory}|


{ ID id-Cause








CRITICALITY ignore

TYPE Cause










PRESENCE mandatory}|


{ ID id-PDCPChangeIndication




CRITICALITY ignore

TYPE PDCPChangeIndication





PRESENCE optional }|


{ ID id-selectedPLMN






CRITICALITY ignore

TYPE PLMN-Identity








PRESENCE optional }|


{ ID id-MobilityRestrictionList




CRITICALITY ignore

TYPE MobilityRestrictionList




PRESENCE optional }|

{ ID id-SCGConfigurationQuery




CRITICALITY ignore

TYPE SCGConfigurationQuery





PRESENCE optional }|


{ ID id-UEContextInfo-SNModRequest



CRITICALITY reject

TYPE UEContextInfo-SNModRequest



PRESENCE optional }|


{ ID id-MN-to-SN-Container





CRITICALITY ignore

TYPE OCTET STRING








PRESENCE optional }|


{ ID id-requestedSplitSRB





CRITICALITY ignore

TYPE SplitSRBsTypes








PRESENCE optional }|


{ ID id-requestedSplitSRBrelease



CRITICALITY ignore

TYPE SplitSRBsTypes








PRESENCE optional }|


{ ID id-DesiredActNotificationLevel



CRITICALITY ignore

TYPE DesiredActNotificationLevel



PRESENCE optional }|


{ ID id-AdditionalDRBIDs





CRITICALITY reject

TYPE DRB-List









PRESENCE optional }|


{ ID id-S-NG-RANnodeMaxIPDataRate-UL


CRITICALITY reject

TYPE BitRate









PRESENCE optional }|


{ ID id-S-NG-RANnodeMaxIPDataRate-DL


CRITICALITY reject

TYPE BitRate









PRESENCE optional }|


{ ID id-LocationInformationSNReporting


CRITICALITY ignore

TYPE LocationInformationSNReporting


PRESENCE optional }|


{ ID id-MR-DC-ResourceCoordinationInfo


CRITICALITY ignore

TYPE MR-DC-ResourceCoordinationInfo


PRESENCE optional }|


{ ID id-PCellID








CRITICALITY reject

TYPE GlobalNG-RANCell-ID






PRESENCE optional }|


{ ID id-NE-DC-TDM-Pattern





CRITICALITY ignore

TYPE NE-DC-TDM-Pattern






PRESENCE optional}|


{ ID id-RequestedFastMCGRecoveryViaSRB3


CRITICALITY ignore

TYPE RequestedFastMCGRecoveryViaSRB3


PRESENCE optional }|


{ ID id-RequestedFastMCGRecoveryViaSRB3Release
CRITICALITY ignore

TYPE RequestedFastMCGRecoveryViaSRB3Release
PRESENCE optional }|


{ ID id-SNTriggered







CRITICALITY ignore

TYPE SNTriggered








PRESENCE optional }|


{ ID id-TargetNodeID






CRITICALITY ignore

TYPE GlobalNG-RANNode-ID






PRESENCE optional }|


{ ID id-PSCellHistoryInformationRetrieve

CRITICALITY ignore

TYPE PSCellHistoryInformationRetrieve

PRESENCE optional }|


{ ID id-UEHistoryInformationFromTheUE


CRITICALITY ignore

TYPE UEHistoryInformationFromTheUE


PRESENCE optional }|


{ ID id-CHOinformation-ModReq




CRITICALITY ignore

TYPE CHOinformation-ModReq





PRESENCE optional }|


{ ID id-SCGActivationRequest




CRITICALITY ignore

TYPE SCGActivationRequest





PRESENCE optional }|

{ ID id-CPAInformationModReq




CRITICALITY ignore

TYPE CPAInformationModReq





PRESENCE optional }|


{ ID id-CPCInformationUpdate




CRITICALITY ignore

TYPE CPCInformationUpdate





PRESENCE optional }|


{ ID id-S-NG-RANnodeUE-Slice-MBR




CRITICALITY ignore

TYPE UESliceMaximumBitRateList




PRESENCE optional }|


{ ID id-ManagementBasedMDTPLMNModificationList
CRITICALITY
ignore

TYPE MDTPLMNModificationList




PRESENCE optional }|

{ ID id-SelectedNID







CRITICALITY
ignore

TYPE NID










PRESENCE optional },

...

}

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

9.3.7
Constant definitions

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

id-UEAssistantIdentifier


















ProtocolIE-ID ::= 361

id-ManagementBasedMDTPLMNModificationList














ProtocolIE-ID ::= 362

id-F1-terminatingIAB-donorIndicator
















ProtocolIE-ID ::= 363

id-TAINSAGSupportList



















ProtocolIE-ID ::= 364

id-SCGreconfigNotification


















ProtocolIE-ID ::= 365

id-earlyMeasurement




















ProtocolIE-ID ::= 366
id-BeamMeasurementsReportConfiguration















ProtocolIE-ID ::= 367
id-CoverageModificationCause


















ProtocolIE-ID ::= 368

id-AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated








ProtocolIE-ID ::= 369

id-UERLFReportContainerLTEExtension















ProtocolIE-ID ::= 370
id-ExcessPacketDelayThresholdConfiguration














ProtocolIE-ID ::= 371
id-EquivalentSNPNs




















ProtocolIE-ID ::= 999 -- to be allocated
id-SelectedNID





















ProtocolIE-ID ::= yyy
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
