[bookmark: _GoBack]3GPP TSG-RAN WG3 Meeting #121	R3-234821
Toulouse, France, 21 – 25 Aug, 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.413
	CR
	0972
	rev
	5
	Current version:
	17.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	X



	

	Title:	
	(BLCR to 38.413) Introduction of 5G Timing Resiliency and URLLC enhancements

	
	

	Source to WG:
	Huawei, China Unicom, Nokia, Nokia Shanghai Bell, Samsung, Ericsson, ZTE, CATT

	Source to TSG:
	R3

	
	

	Work item code:
	TRS_URLLC-NR-Core
	
	Date:
	2023-09-15

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	
The WID on NR Timing Resiliency and URLLC enhancements was approved in RP-230754.  This CR is to specify the necessary functions and procedures to support the objectives. 


	
	

	Summary of change:
	
· Support the 5GS network timing synchronization status and reporting.
· Support adapting downstream and upstream scheduling based on RAN feedback for low latency communication.
 

	
	

	Consequences if not approved:
	
No support of the NR Timing Resiliency and URLLC enhancements. 
Misalignment between the RAN3 spec and SA2 spec.   



	
	

	Clauses affected:
	3.2, 8.1, 8.xx, 9.2.yy, 9.3.1.131, 9.3.1.220, 9.3.1.x1, 9.3.1.x2, 9.3.1.x3, 9.3.1.x5, 9.3.1.x6, 9.3.1.z1, 9.3.1.z2, 9.3.1.z3, 9.3.1.z4, 9.3.1.z5, 9.3.4.2, 9.3.4.4, 9.3.4.5

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications	
	TS 38.423 CR1049
TS 38.473 CR1168

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	Rev0: R3-231413 
Rev1: R3-231998
  Revert the changes.
Merge the agreed TPs in R3-231969 and R3-231970. 
Rev2: R3-232551
Resubmission.
Rev3: R3-233574
Merge the agreed TP in R3-233477.
Rev4: R3-233755
Resubmission (no change needed against the latest specification).
Rev5: R3-234821
    Merge the agreed TP in R3-234599.



Page 1


[bookmark: _Toc525567631][bookmark: _Toc525567067][bookmark: _Toc534900834][bookmark: _Toc535237692][bookmark: _Toc5694163]
	[bookmark: _Toc384916784][bookmark: _Toc384916783][bookmark: _Toc20954837]Change Begins



[bookmark: _Toc45651847][bookmark: _Toc45658279][bookmark: _Toc45720099][bookmark: _Toc45797979][bookmark: _Toc45897368][bookmark: _Toc51745568][bookmark: _Toc64445832][bookmark: _Toc73981702][bookmark: _Toc88651791][bookmark: _Toc97890834][bookmark: _Toc99122909][bookmark: _Toc99661712][bookmark: _Toc105151773][bookmark: _Toc105173579][bookmark: _Toc106108578][bookmark: _Toc106122483][bookmark: _Toc107409036][bookmark: _Toc112756225][bookmark: _Toc120536719]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
5GC	5G Core Network
5QI	5G QoS Identifier
ACL	Access Control List
AMF	Access and Mobility Management Function
CAG	Closed Access Group
CGI	Cell Global Identifier
CP	Control Plane
DAPS	Dual Active Protocol Stacks
DC	Dual Connectivity
DL	Downlink
EPC	Evolved Packet Core
FN-RG	Fixed Network Residential Gateway 
GUAMI	Globally Unique AMF Identifier
HFC	Hybrid Fiber-Coax
IAB	Integrated Access and Backhaul
IMEISV	International Mobile station Equipment Identity and Software Version number
LMF	Location Management Function
MBS	Multicast/Broadcast Service
N3IWF	Non 3GPP InterWorking Function
NB-IoT	Narrow Band Internet of Things
NID	Network Identifier
NGAP	NG Application Protocol
NPN	Non-Public Network
NRPPa	NR Positioning Protocol Annex
NSAG	Network Slice AS Group
NSCI	New Security Context Indicator
NSSAI	Network Slice Selection Assistance Information
OTDOA	Observed Time Difference of Arrival
PEIPS	Paging Early Indication with Paging Subgrouping
PNI-NPN	Public Network Integrated Non-Public Network
ProSe	Proximity Services 
PSCell	Primary SCG Cell
PTP	Point to Point
PTM	Point to Multipoint
QMC	QoE Measurement Collection
QoE	Quality of Experience
RedCap	Reduced Capability
RIM	Remote Interference Management
RIM-RS	RIM Reference Signal
RSN	Redundancy Sequence Number
SCG	Secondary Cell Group
SCTP	Stream Control Transmission Protocol
SgNB	Secondary gNB
SMF	Session Management Function
S-NG-RAN node	Secondary NG-RAN node
SNPN	Stand-alone Non-Public Network
S-NSSAI	Single Network Slice Selection Assistance Information
TAC	Tracking Area Code
TAI	Tracking Area Identity
TSS	Timing Synchronisation Status
TNAP	Trusted Non-3GPP Access Point
TNGF	Trusted Non-3GPP Gateway Function
TNLA	Transport Network Layer Association
TWAP	Trusted WLAN Access Point
TWIF	Trusted WLAN Interworking Function
UL	Uplink
UP	User Plane
UPF	User Plane Function 
V2X	Vehicle-to-Everything
W-AGF	Wireline Access Gateway Function
WUS	Wake Up Signal
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
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In the following tables, all EPs are divided into Class 1 and Class 2 EPs (see subclause 3.1 for explanation of the different classes):
Table 8.1-1: Class 1 procedures
	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	AMF Configuration Update
	AMF CONFIGURATION UPDATE
	AMF CONFIGURATION UPDATE ACKNOWLEDGE
	AMF CONFIGURATION UPDATE FAILURE

	RAN Configuration Update
	RAN CONFIGURATION UPDATE
	RAN CONFIGURATION UPDATE ACKNOWLEDGE
	RAN CONFIGURATION UPDATE FAILURE

	<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>


	Distribution Release
	DISTRIBUTION RELEASE REQUEST
	DISTRIBUTION RELEASE RESPONSE
	

	Multicast Session Activation
	MULTICAST SESSION ACTIVATION REQUEST 
	MULTICAST SESSION ACTIVATION RESPONSE
	MULTICAST SESSION ACTIVATION FAILURE

	Multicast Session Deactivation
	MULTICAST SESSION DEACTIVATION REQUEST
	MULTICAST SESSION DEACTIVATION RESPONSE
	

	Multicast Session Update
	MULTICAST SESSION UPDATE REQUEST
	MULTICAST SESSION UPDATE RESPONSE
	MULTICAST SESSION UPDATE FAILURE

	Timing Synchronisation Status
	TIMING SYNCHRONISATION STATUS REQUEST
	TIMING SYNCHRONISATION STATUS RESPONSE
	TIMING SYNCHRONISATION STATUS FAILURE



Table 8.1-2: Class 2 procedures
	Elementary Procedure
	Message

	Downlink RAN Configuration Transfer
	DOWNLINK RAN CONFIGURATION TRANSFER

	Downlink RAN Status Transfer
	DOWNLINK RAN STATUS TRANSFER

	Downlink NAS Transport
	DOWNLINK NAS TRANSPORT

	Error Indication
	ERROR INDICATION

	Uplink RAN Configuration Transfer
	UPLINK RAN CONFIGURATION TRANSFER

	Uplink RAN Status Transfer
	UPLINK RAN STATUS TRANSFER

	Handover Notification
	HANDOVER NOTIFY

	<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

	Uplink RAN Early Status Transfer
	UPLINK RAN EARLY STATUS TRANSFER

	Downlink RAN Early Status Transfer
	DOWNLINK RAN EARLY STATUS TRANSFER

	Multicast Group Paging
	MULTICAST GROUP PAGING

	Broadcast Session Release Required
	BROADCAST SESSION RELEASE REQUIRED

	Timing Synchronisation Status Report
	TIMING SYNCHRONISATION STATUS REPORT



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
8.xx		Timing Synchronisation Status Reporting Procedures
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8.xx.1.1	General
The purpose of the Timing Synchronisation Status procedure is to enable the AMF to request the NG-RAN node to start or stop reporting of RAN timing synchronisation status information as specified in TS 23.501 [9] and TS 23.502 [10]. The procedure uses non-UE associated signalling.
8.xx.1.2	Successful Operation


Figure 8.xx.1.2-1: Timing synchronisation status procedure: successful operation
The AMF initiates the procedure by sending a TIMING SYNCHRONISATION STATUS REQUEST message to the NG-RAN node. 
If the RAN TSS Request Type IE included in the TIMING SYNCHRONISATION STATUS REQUEST message is set to “start”, the NG-RAN node shall start the RAN TSS reporting. If the RAN TSS Request Type IE is set to “stop”, the NG-RAN node shall stop the report.
8.xx.1.3	Unsuccessful Operation


Figure 8.xx.1.3-1: Timing synchronisation status procedure: unsuccessful operation
If the NG-RAN node is not able to report timing synchronisation status, it shall consider the procedure as failed and reply with the TIMING SYNCHRONISATION STATUS FAILURE message.
8.xx.1.4	Abnormal Conditions
Void.
8.xx.2	Timing Synchronisation Status Report
8.xx.2.1	General
The purpose of the Timing Synchronisation Status Report procedure is to enable the NG-RAN node to provide RAN timing synchronisation status information to the AMF as specified in TS 23.501 [9] and TS 23.502 [10]. The procedure uses non-UE associated signalling.
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Figure 8.xx.2.2-1: Timing synchronisation status report
The NG-RAN node initiates the procedure by sending a TIMING SYNCHRONISATION STATUS REPORT message to the AMF.
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Void.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.2.yy		Timing Synchronisation Status Reporting Messages
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This message is sent by the AMF to request the NG-RAN node to start or stop reporting of RAN timing synchronization status information.
Direction: AMF  NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	RAN TSS Request Type
	M
	
	ENUMERATED
(start, stop, …)
	
	YES
	reject



9.2.yy.2	TIMING SYNCHRONISATION STATUS RESPONSE
This message is sent by the NG-RAN node to confirm the request to start or stop reporting of RAN timing synchronization status information.
Direction: NG-RAN node  AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	Criticality Diagnostics 
	O
	
	9.3.1.3
	
	YES
	ignore



9.2.yy.3	TIMING SYNCHRONISATION STATUS FAILURE
This message is sent by the NG-RAN node to indicate that reporting of RAN timing synchronisation status information cannot be initiated.
Direction: NG-RAN node  AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	Cause
	M
	
	9.3.1.2
	
	YES
	Ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore



9.2.yy.4	TIMING SYNCHRONISATION STATUS REPORT
This message is sent by the NG-RAN node to report previously requested RAN timing synchronisation status information.
Direction: NG-RAN node  AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	RAN Timing Synchronisation Status Information
	M
	
	9.3.1.x3
	
	YES
	ignore

	RAN TSS Scope
	M
	
	9.3.1.x6
	
	YES
	ignore



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.3.1.131	TSC Assistance Information
This IE provides the TSC assistance information for a TSC QoS flow in the uplink or downlink (see TS 23.501 [9]). 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Periodicity
	M
	
	9.3.1.132
	
	-
	

	Burst Arrival Time
	O
	
	9.3.1.133
	
	-
	

	Survival Time
	O
	
	9.3.1.221
	
	YES
	ignore

	CHOICE RAN feedback type
	
	0..1
	
	
	YES
	ignore

	>proactive
	
	
	
	
	
	

	>>Burst Arrival Time Window
	M
	
	9.3.1.z1
	
	-
	

	>>Periodicity Range
	O
	
	9.3.1.z2
	
	-
	

	>reactive
	
	
	
	
	
	

	>>Capability for BAT Adaptation
	M
	
	ENUMERATED (true, …)
	
	-
	



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.3.1.220	Time Synchronisation Assistance Information
This IE indicates 5G access stratum time distribution parameters as defined in TS 23.501 [9].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Time Distribution Indication
	M
	
	ENUMERATED (enabled, disabled, …)
	
	-
	

	Uu Time Synchronisation Error Budget 
	C-ifEnabled
	
	INTEGER (1..1000000, …)
	Expressed in units of 1ns.
	-
	

	Clock Quality Reporting Control Information
	O
	
	9.3.1.x1
	
	Yes
	ignore



	Condition
	Explanation

	C-ifEnabled
	This IE shall be present if the Time Distribution Indication IE is set to “enabled”.



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.3.1.x1	Clock Quality Reporting Control Information
This IE indicates the clock quality reporting control information as defined in TS 23.501 [9]. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Clock Quality Detail Level
	M
	
	
	

	>clock quality metrics
	
	
	
	

	>acceptance indication
	
	
	
	

	>>Clock Quality Acceptance Criteria
	M
	
	9.3.1.x2
	



9.3.1.x2	Clock Quality Acceptance Criteria
This IE indicates the clock quality acceptance criteria as defined in TS 23.501 [9]. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	[FFS]
	
	
	
	



9.3.1.x3	RAN Timing Synchronisation Status Information
This IE indicates the RAN timing synchronisation status information provided towards the AMF as defined in TS 23.501 [9]. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Synchronisation State
	O
	
	ENUMERATED (locked, holdover, freeRun, …)
	

	Traceable to UTC
	O
	
	ENUMERATED (true, false, …)
	

	Traceable to GNSS
	O
	
	ENUMERATED (true, false, …)
	

	Clock Frequency Stability
	O
	
	BIT STRING (SIZE (16))
	Indicates the offsetScaledLogVariance as specified in TS 23.501 [9].

	Clock Accuracy
	O
	
	9.3.1.x5
	

	Parent Time Source
	O
	
	ENUMERATED (syncE, pTP, gNSS, atomicClock, terrestrialRadio, serialTimeCode, nTP, handSet, other, …)
	



9.3.1.x5	Clock Accuracy
This IE indicates the clock accuracy as defined in TS 23.501 [9]. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Clock Accuracy
	M
	
	
	

	>choice1
	
	
	
	

	>>[FFS]
	
	
	
	



Editor’s Note: Encoding of the Clock Accuracy IE is to be decided by RAN3 and should allow for different RAN implementations (e.g., CHOICE structure). Details FFS.
9.3.1.x6	RAN TSS Scope
This IE indicates the scope of the RAN timing synchronisation status as defined in TS 23.501 [9]. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE RAN TSS scope
	M
	
	
	

	>RAN node level
	
	
	
	

	>>Global gNB ID
	M
	
	9.3.1.6
	

	>cell list level
	
	
	
	

	>>RAN TSS Cell List
	
	1
	
	

	>>>RAN TSS Cell Item
	
	1..<maxnoofCellsTSS>
	
	

	>>>>NR CGI
	M
	
	9.3.1.7
	



	Range bound
	Explanation

	maxnoofCellsTSS
	Maximum no. of Cell IDs in the scope of the RAN timing synchronisation status. Value is FFS.



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.3.1.z1	Burst Arrival Time Window
This IE indicates the burst arrival time window of the TSC QoS flow as defined in TS 23.501 [9]. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Burst Arrival Time Window Start
	M
	
	INTEGER (0..640000, …)
	Start of the burst arrival time window calculated with reference to the Burst Arrival Time IE, expressed in units of 1 us. Integer values are negative.

	Burst Arrival Time Window End
	M
	
	INTEGER (0..640000, …)
	End of the burst arrival time window calculated with reference to the Burst Arrival Time IE, expressed in units of 1 us. Integer values are positive.



9.3.1.z2	Periodicity Range
This IE indicates the periodicity range for the TSC QoS flow as defined in TS 23.501 [9]. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Periodicity Range
	M
	
	
	

	>Periodicity Bound
	
	
	
	

	>>Periodicity Lower Bound
	M
	
	Periodicity
9.3.1.132
	

	>>Periodicity Upper Bound
	M
	
	Periodicity
9.3.1.132
	

	>Periodicity List
	
	
	
	

	>>Allowed Periodicity List
	
	1
	
	

	>>>Allowed Periodicity Item
	
	1..<maxnoofPeriodicities>
	
	

	>>>>Allowed Periodicity
	M
	
	Periodicity
9.3.1.132
	



	Range bound
	Explanation

	maxnoofPeriodicities
	Maximum no. of allowed periodicities. Value is 8 [FFS].




9.3.1.z4	TSC Traffic Characteristics Feedback
This IE provides the TSC traffic characteristics feedback of a TSC QoS flow (see TS 23.501 [9]. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TSC Feedback Information Downlink
	O
	
	TSC Feedback Information
9.3.1.z5
	

	TSC Feedback Information Uplink
	O
	
	TSC Feedback Information
9.3.1.z5
	



9.3.1.z5	TSC Feedback Information
This IE provides the TSC feedback information for a TSC QoS flow in the uplink or downlink (see TS 23.501 [9]). 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Burst Arrival Time Offset
	M
	
	INTEGER (-640000..640000, …)
	Burst arrival time offset expressed in units of 1 us.

	Adjusted Periodicity
	O
	
	Periodicity
9.3.1.132
	Not applicable to reactive RAN feedback.
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[bookmark: _Hlk510526702]9.3.4.2	PDU Session Resource Setup Response Transfer
This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL QoS Flow per TNL Information
	M
	
	QoS Flow per TNL Information
9.3.2.8
	NG-RAN node endpoint of the NG-U transport bearer for delivery of DL PDUs, together with associated QoS flows.
	-
	

	Additional DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of DL PDUs for split PDU session, together with associated QoS flows and corresponding to the Additional UL NG-U UP TNL Information IE in the PDU Session Resource Setup Request Transfer IE.
	-
	

	Security Result
	O
	
	9.3.1.59
	
	-
	

	QoS Flow Failed to Setup List
	O
	
	QoS Flow List with Cause
9.3.1.13
	
	-
	

	Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information
9.3.2.8
	NG-RAN node endpoint of the NG-U transport bearer(s) for delivery of DL PDUs of the indicated Redundant QoS Flow(s) and corresponding to the Redundant UL NG-U UP TNL Information IE in the PDU Session Resource Setup Request Transfer IE.
	YES
	ignore

	Additional Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of redundant DL PDUs for split PDU session, together with associated QoS flows and corresponding to the Additional Redundant UL NG-U UP TNL Information IE in the PDU Session Resource Setup Request Transfer IE.
	YES
	ignore

	Used RSN Information
	O
	
	Redundant PDU Session Information
9.3.1.136
	
	YES
	ignore

	Global RAN Node ID of Secondary NG-RAN Node
	O
	
	Global RAN Node ID
9.3.1.5
	
	YES
	ignore

	MBS Support Indicator
	O
	
	9.3.1.210
	
	YES
	ignore

	MBS Session Setup Response List
	O
	
	9.3.1.213
	
	YES
	ignore

	MBS Session Failed to Setup List
	O
	
	9.3.1.214
	
	YES
	ignore

	QoS Flow TSC Feedback List
	
	0..1
	
	
	YES
	ignore

	>QoS Flow TSC Feedback Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>TSC Traffic Characteristics Feedback
	M
	
	9.3.1.z4
	
	-
	



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.3.4.4	PDU Session Resource Modify Response Transfer
This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs.
	-
	

	UL NG-U UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	Identifies the NG-U transport bearer at the 5GC node.
	-
	

	QoS Flow Add or Modify Response List
	
	0..1
	
	
	-
	

	>QoS Flow Add or Modify Response Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>Current QoS Parameters Set Index
	O
	
	Alternative QoS Parameters Set Index
9.3.1.152
	Index to the currently fulfilled alternative QoS parameters set
	YES
	ignore

	>>TSC Traffic Characteristics Feedback
	O
	
	9.3.1.z4
	
	YES
	ignore

	Additional DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of DL PDUs for split PDU session, together with associated QoS flows.
	-
	

	QoS Flow Failed to Add or Modify List
	O
	
	QoS Flow List with Cause
9.3.1.13
	
	-
	

	Additional NG-U UP TNL Information
	O
	
	UP Transport Layer Information Pair List
9.3.2.11
	NG-RAN node endpoint of the NG-U transport bearer corresponding to the modified UPF endpoint received in the PDU Session Resource Modify Request Transfer IE in case of PDU session split. 
	YES
	ignore

	Redundant DL NG-U UP TNL Information 
	O
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs for the redundant transmission.
	YES
	ignore

	Redundant UL NG-U UP TNL Information 
	O
	
	UP Transport Layer Information
9.3.2.2
	Identifies the NG-U transport bearer at the 5GC node for the redundant transmission.
	YES
	ignore

	Additional Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of redundant DL PDUs for split PDU session, together with associated QoS flows.
	YES
	ignore

	Additional Redundant NG-U UP TNL Information
	O
	
	UP Transport Layer Information Pair List
9.3.2.11
	NG-RAN node endpoint of the NG-U transport bearer for delivery of redundant DL PDUs corresponding to the modified UPF endpoint(s) received in the UL NG-U UP TNL Modify List IE of the PDU Session Resource Modify Request Transfer IE in case of PDU session split. 
	YES
	ignore

	Secondary RAT Usage Information
	O
	
	9.3.1.114
	
	YES
	ignore

	MBS Support Indicator
	O
	
	9.3.1.210
	
	YES
	ignore

	MBS Session Setup or Modify Response List
	O
	
	MBS Session Setup Response List 
9.3.1.213
	
	YES
	ignore

	MBS Session Failed to Setup or Modify List
	O
	
	MBS Session Failed to Setup List 
9.3.1.214
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.



9.3.4.5	PDU Session Resource Notify Transfer
This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	QoS Flow Notify List
	
	0..1
	
	
	-
	

	>QoS Flow Notify Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>Notification Cause
	M
	
	ENUMERATED (fullfilled, not fulfilled, …)
	
	-
	

	>>Current QoS Parameters Set Index
	O
	
	Alternative QoS Parameters Set Notify Index
9.3.1.153
	Index to the currently fulfilled alternative QoS parameters set. Value 0 indicates that NG-RAN cannot even fulfil the lowest alternative parameters set.
	YES
	ignore

	>>TSC Traffic Characteristics Feedback
	O
	
	9.3.1.z4
	
	YES
	ignore

	QoS Flow Released List 
	O
	
	QoS Flow List with Cause
9.3.1.13
	
	-
	

	Secondary RAT Usage Information
	O
	
	9.3.1.114
	
	YES
	ignore

	QoS Flow Feedback List
	
	0..1
	
	
	YES
	ignore

	>QoS Flow Feedback Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>Update Feedback 
	O
	
	BIT STRING {
CN PDB DL(0),
CN PDB UL(1)}
(SIZE(8, …))
	Each position in the bitmap represents a QoS parameter. 
If a bit is set to "1", the respective parameter was not updated.
If a bit is set to "0", the respective parameter was successfully updated.
Bits 2-7 reserved for future use.
	-
	

	>>CN Packet Delay Budget Downlink
	O
	
	Extended Packet Delay Budget
9.3.1.135
	Indicates when the packet delay budget downlink was not updated in path switch that NG-RAN can offer this value
	-
	

	>>CN Packet Delay Budget Uplink
	O
	
	Extended Packet Delay Budget
9.3.1.135
	Indicates when the packet delay budget uplink was not updated in path switch that NG-RAN can offer this value
	-
	



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.
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