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8.17.1	Broadcast Session Setup
[bookmark: _Toc99123216][bookmark: _Toc99662020][bookmark: _Toc105152081][bookmark: _Toc105173887][bookmark: _Toc106108886][bookmark: _Toc106122791][bookmark: _Toc107409344][bookmark: _Toc112756533][bookmark: _Toc146270685]8.17.1.1	General
The purpose of the Broadcast Session Setup procedure is to request the NG-RAN node to setup MBS session resources for a broadcast MBS session. The procedure uses non-UE associated signalling.
[bookmark: _Toc99123217][bookmark: _Toc99662021][bookmark: _Toc105152082][bookmark: _Toc105173888][bookmark: _Toc106108887][bookmark: _Toc106122792][bookmark: _Toc107409345][bookmark: _Toc112756534][bookmark: _Toc146270686]8.17.1.2	Successful Operation


Figure 8.17.1.2-1: Broadcast Session Setup, successful operation.
The AMF initiates the procedure by sending a BROADCAST SESSION SETUP REQUEST message to the NG-RAN node. If the NG-RAN node accepts all the MBS QoS flows in the MBS session at least in one of its cells, the NG-RAN node responds with the BROADCAST SESSION SETUP RESPONSE message.
If the MBS Service Area IE is included in the BROADCAST SESSION SETUP REQUEST message, the NG-RAN node shall take it into account as specified in TS 23.247 [44].
[bookmark: _Toc99123218][bookmark: _Toc99662022]If the MBS Session FSA ID List IE is included in the BROADCAST SESSION SETUP REQUEST message, the NG-RAN node shall take it into account to determine cells/frequencies within the MBS service area to broadcast MBS session data as specified in TS 23.247 [44].
If the Redcap UE information IE is included in the BROADCAST SESSION SETUP REQUEST message, the NG-RAN node shall take it into account to determine the transmission resource for the broadcast MBS session.
[bookmark: _Toc105152083][bookmark: _Toc105173889][bookmark: _Toc106108888][bookmark: _Toc106122793][bookmark: _Toc107409346][bookmark: _Toc112756535][bookmark: _Toc146270687]8.17.1.3	Unsuccessful Operation


Figure 8.17.1.3-1: Broadcast Session Setup, unsuccessful operation.
If the NG-RAN node is not able to provide the requested MBS session resources for all the MBS QoS flows in the MBS session in any of its cells, it shall send the BROADCAST SESSION SETUP FAILURE message.
[bookmark: _Toc99123219][bookmark: _Toc99662023][bookmark: _Toc105152084][bookmark: _Toc105173890][bookmark: _Toc106108889][bookmark: _Toc106122794][bookmark: _Toc107409347][bookmark: _Toc112756536][bookmark: _Toc146270688]8.17.1.4		Abnormal Conditions
Void.
[bookmark: _Toc99123220][bookmark: _Toc99662024][bookmark: _Toc105152085][bookmark: _Toc105173891][bookmark: _Toc106108890][bookmark: _Toc106122795][bookmark: _Toc107409348][bookmark: _Toc112756537][bookmark: _Toc146270689]8.17.2	Broadcast Session Modification
[bookmark: _Toc99123221][bookmark: _Toc99662025][bookmark: _Toc105152086][bookmark: _Toc105173892][bookmark: _Toc106108891][bookmark: _Toc106122796][bookmark: _Toc107409349][bookmark: _Toc112756538][bookmark: _Toc146270690]8.17.2.1	General
The purpose of the Broadcast Session Modification procedure is to request the NG-RAN node to update the MBS session resources or the area related to a previously established broadcast MBS session. The procedure uses non-UE associated signalling.
[bookmark: _Toc99123222][bookmark: _Toc99662026][bookmark: _Toc105152087][bookmark: _Toc105173893][bookmark: _Toc106108892][bookmark: _Toc106122797][bookmark: _Toc107409350][bookmark: _Toc112756539][bookmark: _Toc146270691]8.17.2.2	Successful Operation


Figure 8.17.2.2-1: Broadcast Session Modification, successful operation.
The AMF initiates the procedure by sending a BROADCAST SESSION MODIFICATION REQUEST message to the NG-RAN node.
If the MBS Service Area IE is included in the BROADCAST SESSION MODIFICATION REQUEST message, the NG-RAN node shall update the MBS service area and send the BROADCAST SESSION MODIFICATION RESPONSE message.
If the MBS Session Modification Request Transfer IE is included in the BROADCAST SESSION MODIFICATION REQUEST message, the NG-RAN node shall replace the previously provided information by the newly received one and update the MBS session resources and area as requested and send the BROADCAST SESSION MODIFICATION RESPONSE message.
If the Redcap UE information IE is included in the BROADCAST SESSION MODIFICATION REQUEST message, the NG-RAN node shall take it into account to determine the transmission resource for the broadcast MBS session.
[bookmark: _Toc99123223][bookmark: _Toc99662027][bookmark: _Toc105152088][bookmark: _Toc105173894][bookmark: _Toc106108893][bookmark: _Toc106122798][bookmark: _Toc107409351][bookmark: _Toc112756540][bookmark: _Toc146270692]8.17.2.3	Unsuccessful Operation


Figure 8.17.2.3-1: Broadcast Session Modification, unsuccessful operation.
If the NG-RAN node fails to update any requested modification, the NG-RAN node shall send the BROADCAST SESSION MODIFICATION FAILURE message.
[bookmark: _Toc99123224][bookmark: _Toc99662028][bookmark: _Toc105152089][bookmark: _Toc105173895][bookmark: _Toc106108894][bookmark: _Toc106122799][bookmark: _Toc107409352][bookmark: _Toc112756541][bookmark: _Toc146270693]8.17.2.4	Abnormal Conditions
Void.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc146271129][bookmark: _Toc112756976][bookmark: _Toc107409787][bookmark: _Toc106109329][bookmark: _Toc105174331][bookmark: _Toc105152525][bookmark: _Toc99662450][bookmark: _Toc99123644][bookmark: _Toc97891462][bookmark: _Toc88652418][bookmark: _Toc73982328][bookmark: _Toc64446458][bookmark: _Toc51746194][bookmark: _Toc45897989][bookmark: _Toc45798600][bookmark: _Toc45720722][bookmark: _Toc45658902][bookmark: _Toc45652470][bookmark: _Toc36555092][bookmark: _Toc36553365][bookmark: _Toc29504913][bookmark: _Toc29504329][bookmark: _Toc29503745][bookmark: _Toc20955294]9.3.2.x	Redcap UE Information
This IE indicates the RedCap UE information for MBS session.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Redcap UE Information
	O
	
	ENUMERATED (only RedCap UE, only non-RedCap UE, both RedCap UE and non-RedCap UE, …)
	Indicates whether the MBS session is intended for only RedCap UE, or only non-RedCap UE, or both RedCap UE and non-RedCap UE.




<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.3.5.3	MBS Session Setup or Modification Request Transfer
This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MBS Session TNL Information 5GC
	O
	
	9.3.2.15
	
	YES
	reject

	MBS QoS Flows To Be Setup or Modified List
	M
	
	MBS QoS Flows To Be Setup List
9.3.1.236
	
	YES
	reject

	MBS Session FSA ID List
	
	0..<maxnoofMBSFSAs>
	
	
	YES
	ignore

	>MBS Frequency Selection Area Identity
	M
	
	OCTET STRING (SIZE(3))
	
	-
	

	Redcap UE Information
	O
	
	9.3.2.x
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofMBSQoSFlows
	Maximum no. of QoS Flows allowed within one MBS session. Value is 64.

	maxnoofMBSFSAs
	Maximum no. of FSA IDs for one MBS session. Value is 64.




<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>


[bookmark: _Toc20955356][bookmark: _Toc29503809][bookmark: _Toc29504393][bookmark: _Toc29504977][bookmark: _Toc36553430][bookmark: _Toc36555157][bookmark: _Toc45652556][bookmark: _Toc45658988][bookmark: _Toc45720808][bookmark: _Toc45798688][bookmark: _Toc45898077][bookmark: _Toc51746284][bookmark: _Toc64446549][bookmark: _Toc73982419][bookmark: _Toc88652509][bookmark: _Toc97891553][bookmark: _Toc99123758][bookmark: _Toc99662564][bookmark: _Toc105152643][bookmark: _Toc105174449][bookmark: _Toc106109447][bookmark: _Toc107409905][bookmark: _Toc112757094][bookmark: _Toc146271248]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************
## Omit unchanged part  

[bookmark: _Hlk512952190]	id-QosMonitoringReportingFrequency,
	id-SuccessfulHandoverReportList,
	id-UEContextReferenceAtSource,
	id-RAT-Information,
	id-RedcapUEInformation,
	id-RedundantCommonNetworkInstance,
	id-RedundantDL-NGU-TNLInformationReused,
	id-RedundantDL-NGU-UP-TNLInformation,
	id-RedundantDLQosFlowPerTNLInformation,
	id-RedundantPDUSessionInformation,
	id-RedundantQosFlowIndicator,

## Omit unchanged part  

MBSSessionSetupOrModRequestTransferIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionTNLInfo5GC				CRITICALITY reject	TYPE MBS-SessionTNLInfo5GC				PRESENCE	optional		}|
	{ ID id-MBS-QoSFlowsToBeSetupModList		CRITICALITY reject	TYPE MBS-QoSFlowsToBeSetupList		PRESENCE	mandatory	}|
	{ ID id-MBS-SessionFSAIDList				CRITICALITY ignore	TYPE MBS-SessionFSAIDList				PRESENCE	optional		}|
	{ ID id-RedcapUEInformation					CRITICALITY ignore	TYPE RedcapUEInformation				PRESENCE	optional		},
	...
}	

## Omit unchanged part  

RedCapIndication ::= ENUMERATED {
	redcap,
	...
}

RedcapUEInformation ::= ENUMERATED {
	only-RedCapUE,
	only-non-RedCapUE,
[bookmark: _Hlk149750045]	both-RedCapUE-and-non-RedCapUE,
	...
}

RedirectionVoiceFallback ::= ENUMERATED {
	possible,
	not-possible,
	...
}
## Omit unchanged part  

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc20955358][bookmark: _Toc29503811][bookmark: _Toc29504395][bookmark: _Toc29504979][bookmark: _Toc36553432][bookmark: _Toc36555159][bookmark: _Toc45652558][bookmark: _Toc45658990][bookmark: _Toc45720810][bookmark: _Toc45798690][bookmark: _Toc45898079][bookmark: _Toc51746286][bookmark: _Toc64446551][bookmark: _Toc73982421][bookmark: _Toc88652511][bookmark: _Toc97891555][bookmark: _Toc99123760][bookmark: _Toc99662566][bookmark: _Toc105152645][bookmark: _Toc105174451][bookmark: _Toc106109449][bookmark: _Toc107409907][bookmark: _Toc112757096][bookmark: _Toc146271250]9.4.7	Constant Definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

## Omit unchanged part  
	id-TargetHomeENB-ID										ProtocolIE-ID ::= 364
	id-HashedUEIdentityIndexValue							ProtocolIE-ID ::= 365
	id-ExtendedMobilityInformation							ProtocolIE-ID ::= 366
	id-RedcapUEInformation									ProtocolIE-ID ::= FFS


END
-- ASN1STOP
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>




image1.emf
NG-RAN node

BROADCAST SESSION SETUP REQUEST

BROADCAST SESSION SETUP RESPONSE

AMF


Microsoft_Visio_2003-2010_Drawing75.vsd
NG-RAN node


AMF


BROADCAST SESSION SETUP REQUEST


BROADCAST SESSION SETUP RESPONSE



image2.emf
NG-RAN node

BROADCAST SESSION SETUP REQUEST

BROADCAST SESSION SETUP FAILURE

AMF


Microsoft_Visio_2003-2010_Drawing76.vsd
NG-RAN node


AMF


BROADCAST SESSION SETUP REQUEST


BROADCAST SESSION SETUP FAILURE



image3.emf
NG-RAN node

BROADCAST SESSION MODIFICATION REQUEST

BROADCAST SESSION MODIFICATION RESPONSE

AMF


Microsoft_Visio_2003-2010_Drawing77.vsd
NG-RAN node


AMF


BROADCAST SESSION MODIFICATION REQUEST


BROADCAST SESSION MODIFICATION RESPONSE



image4.emf
NG-RAN node

BROADCAST SESSION MODIFICATION REQUEST

BROADCAST SESSION MODIFICATION FAILURE

AMF


Microsoft_Visio_2003-2010_Drawing78.vsd
NG-RAN node


AMF


BROADCAST SESSION MODIFICATION REQUEST


BROADCAST SESSION MODIFICATION FAILURE



