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8.17.1.2
Successful Operation


[image: image1.emf]NG-RAN node

BROADCAST SESSION SETUP REQUEST

BROADCAST SESSION SETUP RESPONSE

AMF


Figure 8.17.1.2-1: Broadcast Session Setup, successful operation.

The AMF initiates the procedure by sending a BROADCAST SESSION SETUP REQUEST message to the NG-RAN node. If the NG-RAN node accepts all the MBS QoS flows in the MBS session at least in one of its cells, the NG-RAN node responds with the BROADCAST SESSION SETUP RESPONSE message.

If the MBS Service Area IE is included in the BROADCAST SESSION SETUP REQUEST message, the NG-RAN node shall take it into account as specified in TS 23.247 [44].

If the MBS Session FSA ID List IE is included in the BROADCAST SESSION SETUP REQUEST message, the NG-RAN node shall take it into account to determine cells/frequencies within the MBS service area to broadcast MBS session data as specified in TS 23.247 [44].

If the Redcap Information IE is included in the MBS Session Setup or Modification Request Transfer IE in BROADCAST SESSION SETUP REQUEST message, the NG-RAN node shall, if supported, take it into account when determining whether to use a Common Frequency Resource dedicated for Redcap UEs. 
Not modified
9.3.1.236
MBS QoS Flows To Be Setup List

This IE contains a list of QoS flows and their associated QoS parameters.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBS QoS Flows Setup Request Item
	
	1..<maxnoofMBSQoSFlows>
	
	

	>MBS QoS Flow Identifier
	M
	
	QoS Flow Identifier

9.3.1.51
	

	>MBS QoS Flow Level QoS Parameters
	M
	
	QoS Flow Level QoS Parameters

9.3.1.12
	

	> Redcap Information
	O
	
	9.3.2.x
	


	Range bound
	Explanation

	maxnoofMBSQoSflows
	Maximum no. of MBS QoS flows allowed within one MBS session. Value is 64.


Not modified
9.3.2.x
Redcap Information

This IE indicates Redcap information associated with the broadcast session.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Redcap Status
	M
	
	ENUMERATED (redcap only, redcap with associated non-redcap QoS flow, redcap and non-redcap)
	

	Associated non-redcap QoS Flow Identifier
	C-Ifassociatednon-redcap
	
	QoS Flow Identifier

9.3.1.51 
	


	Condition
	Explanation

	C-ifassociatednonredcap
	This IE shall be present if the Redcap Status IE is set to “redcap only with associated non-redcap QoS flow”.


Not modified
9.4.5
Information Element Definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

NGAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
Not modified

id-RAT-Information,

id-RedcapInformation,

id-RedundantCommonNetworkInstance,


id-RedundantDL-NGU-TNLInformationReused,


id-RedundantDL-NGU-UP-TNLInformation,

Not modified
MRB-ProgressInformation ::= CHOICE {


pDCP-SN-Length12



INTEGER (0..4095),


pDCP-SN-Length18



INTEGER (0..262143),


choice-Extensions

ProtocolIE-SingleContainer { { MRB-ProgressInformation-ExtIEs} }

}

MRB-ProgressInformation-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}

MBS-QoSFlowsToBeSetupList ::= SEQUENCE (SIZE(1.. maxnoofMBSQoSFlows)) OF MBS-QoSFlowsToBeSetupItem

MBS-QoSFlowsToBeSetupItem ::= SEQUENCE {


mBSqosFlowIdentifier



QosFlowIdentifier,


mBSqosFlowLevelQosParameters

QosFlowLevelQosParameters,


iE-Extensions





ProtocolExtensionContainer { {MBS-QoSFlowsToBeSetupItem-ExtIEs} }
OPTIONAL,


...

}

MBS-QoSFlowsToBeSetupItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {

{ ID id-RedcapInformation


CRITICALITY ignore
EXTENSION RedcapInformation



PRESENCE optional
},

...

}

Not modified
RedCapIndication ::= ENUMERATED {


redcap,


...

}

RedcapInformation ::= SEQUENCE {


redcapStatus


RedcapStatus,

qosFlowIdentifier

QosFlowIdentifier
OPTIONAL,

iE-Extensions


ProtocolExtensionContainer { { RedcapInformation-ExtIEs} }
OPTIONAL,


...

}

RedcapInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

RedcapStatus ::= ENUMERATED {


Redcap-only,


Redcap-with-associated-nonRedcap-Qosflow,

Redcap-and-nonredcap,


...

}

RedirectionVoiceFallback ::= ENUMERATED {


possible,


not-possible,


...

}

Not modified
9.4.7
Constant Definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NGAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
Not modified

id-HFCNode-ID-new









ProtocolIE-ID ::= 362


id-GlobalCable-ID-new








ProtocolIE-ID ::= 363


id-TargetHomeENB-ID









ProtocolIE-ID ::= 364


id-HashedUEIdentityIndexValue






ProtocolIE-ID ::= 365


id-ExtendedMobilityInformation






ProtocolIE-ID ::= 366

id-RedcapInformation








ProtocolIE-ID ::= xxx
END

-- ASN1STOP


