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1	Introduction
This document contains 2 TPs for TS 38.423 and TS 36.423 to clean up the following FFS remaining in the BLCR.	
	>>PSCell List Container
	O
	
	OCTET STRING
	[FFS – Name to be decided by RAN2] IE as defined in subclause [FFS – to be decided by RAN2] in TS 36.331 [14].
	YES
	ignore



It is proposed to update the sematic text according to RAN2 runing CR and remove the FFS.
Proposal: It is proposed to update the sematic text according to RAN2 runing CR and remove the FFS.
[bookmark: _GoBack]2 Annex:	TP for SON BLCR for TS 38.423
/*********************Start of changes********************************/
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This message is sent by NG-RAN node1 to transfer access and mobility related information to NG-RAN node2.
Direction: NG-RAN node 1  NG-RAN node 2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	RACHRA Report List
	
	0..1
	
	
	YES
	ignore

	>RACHRA Report List Item
	
	1 .. < maxnoofRACHReportsmaxnoofRAReports >
	
	
	EACH
	ignore

	[bookmark: _Hlk39132149]>>RACHRA Report Container
	M
	
	OCTET STRING
	Includes the RA-ReportList IE as defined in subclause 6.2.2 in TS 38.331 [10].
	YES
	ignore

	>>UE Assistant Identifier
	O
	
	NG-RAN node UE XnAP ID
9.2.3.16
	
	YES
	ignore

	>>PSCell List Container
	O
	
	OCTET STRING
	Includes the PSCellIdListNR IE as defined in subclause 6.2.2 in TS 36.331 [14].
	YES
	ignore

	Successful HO Report List
	
	0..1
	
	
	YES
	ignore

	>Successful HO Report List Item
	
	1 .. <maxnoofSuccessfulHOReports>
	
	
	–
	

	>>Successful HO Report Container
	M
	
	OCTET STRING
	Includes the SuccessHO-Report IE as defined in subclause 6.2.2 in TS 38.331 [10].
	–
	

	Successful PSCell Change Report List
	
	0..1
	
	
	YES
	ignore

	>Successful PSCell Change Report List Item
	
	1 .. <maxnoofSuccessfulPSCellChangeReports>
	
	
	–
	

	>>Successful PSCell Change Report Container
	M
	
	OCTET STRING
	FFS: pending on RAN2
	–
	

	>>SN Mobility Information
	
	
	BIT STRING (SIZE (32))
	Mobility Information in the PSCell of the source SN in case this message is sent from the MN to the source SN;
Mobility Information in the PSCell of the target SN in case this message is sent from the MN to the target SN.
	–
	



/*********************End of changes********************************/
