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	Reason for change:
	There is a misalignment between TS 38.413 and TS 23.502 related to UE context Release.
In TS 38.413, Chapter 8.3.2.2, it states:
Interactions with UE Context Release procedure:
The UE Context Release procedure should be initiated upon reception of a UE CONTEXT RELEASE REQUEST message. 
In TS 23.502, from later release in Rel-16, it states in chapter 4.2.6:
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 There is a misalignment between the two specifications causes deadlock: after NG-RAN node has initiated UE CONTEXT RELEASE REQUEST due to e.g. Inactivity, NG-RAN node according to TS 38.413 awaits for the UE Context Release, but AMF observes the DL data and may initiate PDU session setup procedure. Both Nodes have to wait for internal time out and perform clean up in the end.
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· when the release cause is user inactive or AS RAI, but there is no pending MT traffic or downlink signaling.
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The purpose of the UE Context Release Request procedure is to enable the NG-RAN node to request the AMF to release the UE-associated logical NG-connection due to NG-RAN node generated reasons. The procedure uses UE-associated signalling.
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Figure 8.3.2.2-1: UE context release request
The NG-RAN node controlling a UE-associated logical NG-connection initiates the procedure by sending a UE CONTEXT RELEASE REQUEST message towards the affected AMF. 
The UE CONTEXT RELEASE REQUEST message shall indicate the appropriate cause value, e.g., "TXnRELOCOverall Expiry", "Redirection", for the requested UE-associated logical NG-connection release. 
If the PDU Session Resource List IE is included in the UE CONTEXT RELEASE REQUEST message, the AMF shall handle this information as specified in TS 23.502 [10].
Interactions with UE Context Release procedure:
[bookmark: _Hlk8937189]The UE Context Release procedure should be initiated upon reception of a UE CONTEXT RELEASE REQUEST message with the release cause different than user inactivity or AS RAI. The UE Context Release procedure should be initiated upon reception of a UE CONTEXT RELEASE REQUEST message with release cause user inactivity or AS RAI and there is no pending MT traffic or downlink signaling, refer to TS 23.502. If the UE was configured with DC radio resources at the time UE Context Release Request procedure was triggered, and the PSCell information was available, the NG-RAN node shall store the PSCell information in the UE context.
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Void.
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