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1	Introduction
In last RAN3 meeting, some agreements are achieved on various aspects related to resource efficiency on MBS reception in RAN sharing scenario. In this contribution, we make further analysis based on the agreements and work assumption and provide corresponding observations and proposals.
2 Discussion
[bookmark: OLE_LINK36][bookmark: OLE_LINK37][bookmark: OLE_LINK4][bookmark: OLE_LINK10]2.1 Whether DU is allowed to trigger the F1-U establishment (Impact on F1AP and E1AP)
[bookmark: OLE_LINK31][bookmark: OLE_LINK32]In the last RAN3 meeting there were the agreements and FFS made as below：
For multiple cell-ID broadcast scenario, DUs decides how many F1-U tunnels to be set up. The decision of CU-CP on establishment of NG-U tunnel takes the feedback of DU on establishment of a set of F1-U tunnels into account. Whether DU is allowed to trigger the F1-U establishment needs to be further discussed.
It is already agreed that it is not necessary to establish F1-U tunnel towards all CU-UPs for multiple cell-ID broadcast scenario, then similar as in NGAP, if one PLMN decides to release the MBS service while F1-U tunnel is only established for this PLMN, it is needed for gNB-DU to trigger the establishment of F1-U towards another CU-UP. To support this function, it is needed to introduce a new procedure i.e. Broadcast Context ransport request/response/failure procedure.
During the discussion in RAN3#121bis meeting, there was concern that there maybe confliction between the agreement on flexible F1-U tunnels establishment for Multiple Cell-ID Broadcast scenario and the agreement of establishing one set of F1-U tunnels for MOCN scenario. The rationalee is that in case of  combination of Multiple Cell-ID Broadcast scenario and MOCN scenario, if the logical DUs decide to not establish F1-U tunnel towars one CU while there are several PLMNs share this CU, then it would violate the principle that one set of F1-U tunnel should be established and kept for the MBS session for MOCN scenario.
To resolve the concern from companies, we could clarify in the spec that for the case of combination of Multiple Cell-ID broadcast scenario and MOCN scenario,it should be guaranteed that one set of F1-U tunnel is always established towards the shared CU.
Proposal 1：It is proposed to introduce Broadcast Context transport request/response/failure procedure which enables gNB-DU node to trigger the establishment of F1-U tunnel in F1 interface.
[bookmark: OLE_LINK19][bookmark: OLE_LINK28]As to whether to introduce a new IE to indicate the F1-U tunnel establishment in E1AP, since gNB-DU could trigger the establishment of F1-U tunnel, it is natural that CU-CP provides the indication to CU-UP on request of F1-U tunnels establishment via MBS Bearer context management procedure. So we propose to introduce a new F1-U Establishment IE in the BC BEARER CONTEXT MODIFICATION REQUST message to indicate to gNB-UP on request of F1-U tunnels establishment.
Proposal 2：It is proposed to introduce a new F1-U Establishment IE in the BC BEARER CONTEXT MODIFICATION REQUST message to indicate to gNB-UP on request of F1-U tunnels establishment.
2.2 The establishment of F1/NG-U tunnels(Impact on F1AP and E1AP)
FFS on whether to introduce a new IE in F1AP BROADCAST CONTEXT SETUP REQUEST message to enable CU-CP to indicate to DU to ignore the BC Bearer Context F1-U TNL Info at CU IE.
FFS whether BC Bearer Context should be established in CU-UP or not if NG-U and F1-U is not established for the PLMN.
[bookmark: OLE_LINK49][bookmark: OLE_LINK52][bookmark: OLE_LINK55][bookmark: OLE_LINK58]For multiple cell-ID broadcast scenario, since CU-CP is not aware of whether NG-U tunnel for the same MBS session is  already established or not, CU-CP would always request CU-UP to establish NG-U tunnel and thereby it is not necessary for CU-CP to indicate DU to ignore the BC Bearer Context F1-U TNL Info at CU IE. For MOCN scenario, if shared CU-CP decides not to establish the NG-U resources before contacting DU, it is natural that there is no F1-U TNL Infor at CU allocated in CU-UP. Therefore, when sending BROADCAST CONTEXT SETUP REQUEST message to DU, CU-CP does not have valid/relevant F1-U TNL information at CU for this PLMN. There could be two options to resolve this problem. One option is for CU-CP to provide the same F1-U TNL information at CU for all PLMNs and another option is to introduce a new IE in F1AP BROADCAST CONTEXT SETUP REQUEST message to indicate to DU to ignore the BC Bearer Context F1-U TNL Info at CU IE. Since it is not preferred by many companies to provide the same F1-U TNL information at CU to DU for all PLMNs, then it seems introducing a new IE is a straightforward solution.
Proposal 3 : It is proposed to introduce a new IE in F1AP BROADCAST CONTEXT SETUP REQUEST message to indicate to DU to ignore the BC Bearer Context F1-U TNL Info at CU IE. 
As to whether to establish Bearer context in case NG-U and F1-U is not established, although our initial thought is to initiate BC Bearer context setup procedure with indication that NG-U tunnel is not established, we think it seems more appropricate for CU-CP to not contact CU-UP at all. Considering there is neither NG-U tunnel nor PDCP entities for this MBS session of this PLMN, there seems no BC Bearer context for this PLMN as well. So,we propose to not establish BC Bearer context in the case.
Proposal 4: If both NG-U tunnel and F1-U tunnel are not established for the PLMN, it is not necessary to establish the BC Bearer Context for the PLMN.

In the last RAN3 meeting, there was another open issue to discuss:
Explicit indicator from CU-CP to CU-UP on F1-U not establishment in E1AP i.e. introduce a F1-U tunnel not established IE in E1AP BC BEARER CONTEXT MODICIFCATION REQUEST. FFS on the CU-UP behavior when it receives this indicator
[bookmark: OLE_LINK59][bookmark: OLE_LINK60]If the F1-U tunnel not established IE is include in the BC BEARER CONTEXT MODICIFCATION REQUEST message, the gNB-UP node shall release all resources which has been allocated to the F1-U tunnel. 
[bookmark: _Hlk149305060]Proposal 5：If the F1-U tunnel not established IE is included in the BC BEARER CONTEXT MODICIFCATION REQUEST message, the gNB-CU-UP node shall release all resources which has been allocated to the F1-U tunnel. 
2.3 Mapping relationship between the set of F1-U tunnel and NG-U tunnel
For multiple cell-ID broadcast scenario, it is already agreed that the decision of CU-CP on establishment of NG-U tunnel takes the feedback of DU on establishment of a set of F1-U tunnels into account while it is still FFS whether the set of F1-U tunnel(s) and NG-U tunnel are always one to one mapping or not. 
From our point of view,if the F1-U tunnel is established for the current PLMN, the NG-U tunnel for the current PLMN will definitely be established. However, if the F1-U tunnel is not established for the current PLMN, it maybe still valuable to establish NG-U tunnel which could enable the F1-U tunnel establishment faster in case DU requests to setup F1-U towards this CU-UP later, i.e.saving some time on establishment of NG-U tunnel.Of course,it is not mandatory to establish the NG-U tunnel if F1-U tunnel is not available towards this CU-UP.So, we propose that it depends on gNB-CU-CP implementation on whether to establish NG-U tunnel when the F1-U tunnel is not established.
Proposal 6: For multiple cell-ID broadcast scenario, if the F1-U tunnel is established for the current PLMN, the NG-U tunnel will certainly be established. While it depends on gNB-CU-CP implementation on whether to establish NG-U tunnel when the F1-U tunnel is not established for the PLMN.
[bookmark: OLE_LINK134][bookmark: OLE_LINK135]2.4 PDCP configurations for RAN sharing with multiple Cell ID broadcast
Open issues discussed in last RAN3 meeting was whether to provide the used MRB-PDCP-ConfigBroadcast from DU to CU and whether CU could reject the PDCP configuration provided by DU and fall back to Rel-17 behaviour. 
On whether DU needs to provide the used MRB-PDCP-ConfigBroadcast to CU, we think it is not necessary since there seems no subsequent bahaviour in CU-CP side even it receives the used MRB-PDCP-ConfigBroadcast.As to whether CU could reject and fall back to Rel-17 behaviour, our view is that gNB-CU of each PLMN could inform DU in advance whether the PDCP configuration can be changed which follows the similar mechanism for shared CU-UP scenario in Rel-17 i.e. CU-CP informs DU whether DU could use the available configuration if different with the configuration provided by CU-CP or only the configuration provided by CU-CP could be used.
[bookmark: OLE_LINK117][bookmark: OLE_LINK118]Proposal 7: The gNB-CU of each PLMN could inform DU in advance whether the PDCP Configuration can be changed or not i.e. introduce Requested Action for Multiple Cell-IDs Broadcast IE in BROADCAST CONTEXT SETUP REQUEST. 
Proposal 8: It is not necessary for gNB-DU to provide the current MRB configuration to the gNB-CU.

2.5 Comments on FFS and editor’s notes of the current BLCR in stage 2 and stage 3 
Whether MBS service area for location independent service should be transferred in E1AP
[bookmark: OLE_LINK29][bookmark: OLE_LINK30]Editor’s Note:	FFS whether the “location independent” part of MBS Service Area needs to be included
In RAN3#121 meeting, Associated session ID IE and MBS service area IE were introduced in BC BEARER CONTEXT SETUP REQUEST message and MBS Service Area IEincludes both location independent cases and location dependent cases. In our opinion, for location dependent service, it is necessary to introduce MBS Service Area to enable gNB-CU-UP to be aware that the same MBS content is delivered in the MBS service areas allocated by different PLMNs, then CU-UP could know whether a new PDCP entity should be established or an existing one could be reused. But for location independent service, it is not necessary to inform CU-UP of the broadcast service area since anyway one PDCP entity is enough as long as the associated session ID is the same. With that, our proposal is that MBS service area for location independent service does not needs to be provided from CU-CP to CU-UP.
[bookmark: OLE_LINK99][bookmark: OLE_LINK100][bookmark: _Hlk138879730]Proposal 9: The MBS service area of location independent service does not need to be provided from CU-CP to CU-UP.

[bookmark: _Hlk149311630]Definition of Associated Session ID IE
It has been agreed to add Associated Session ID IE in the related NG/F1/E1 messages, but the detailed encoding of the Associated Session ID IE is still FFS. In TS 23.003 clause 30.5, the Structure of Associated Session ID is described as follows :
The concept of Associated Session ID is defined in 3GPP TS 23.247 [140].
The Associated Session ID is used to enable NG-RAN to identify the multiple MBS sessions delivering the same content when AF creates multiple broadcast MBS Sessions via different Core Networks in network sharing scenarios.
An Associated Session ID may comprise a Source Specific IP Multicast Address (SSM) or a string. See clause 5.9.4.21.1 of 3GPP TS 29.571 [129] for the encoding of Associated Session ID in 5GC SBIs.
And in TS 29.571 clause 5.9.4.21.1, the encoding of Associated Session ID is described as follows :
[bookmark: OLE_LINK20][bookmark: OLE_LINK21][bookmark: OLE_LINK22][bookmark: OLE_LINK23][bookmark: OLE_LINK24][bookmark: OLE_LINK25][bookmark: OLE_LINK26]5.9.6.21.1-1: Definition of type AssociatedSessionId as a list of non-exclusive alternative data types
	Data type
	Cardinality
	Description

	Ssm
	1
	AssociatedSessionId encoded as an SSM.

	string
	1
	AssociatedSessionId encoded as a string.


In RAN3,we propose to follow the definition of Associated Session ID in CT4.
Proposal 10 : Define Associated Session ID as OCTET STRING and refer to TS29.571.

Whether Shared NG-U Not Established IE and Broadcast Session Transport procedure also applied to multicast transport
	[bookmark: OLE_LINK15][bookmark: OLE_LINK16]Shared NG-U Not Established
	O
	
	ENUMERATED (true, ...)
	Editor’s Note: whether this IE is applicable for both, unicast and multicast NG-U transport or only for unicast transport is FFS
	YES
	ignore


[bookmark: OLE_LINK39][bookmark: OLE_LINK40][bookmark: OLE_LINK41]Since it is gNB-CU-CP to decide whether to  provide the Shared NG-U Not Established IE to 5GC, which does not have any information on whether multicast transport or broadcast transport would be used by gNB-CU-UP,if the above IE is needed, it is applicable for both unicast and multicast NG-U transport. Then ,similarly,the Distribtuion Setup procedure would also applied to both unicast and multicast transport which enables MB-SMF understand the change of NG-U availability for this PLMN..
In RAN3#121bis meeting, there is also proposal to remove this change.From our point of view,since there is no subsequent behavior in MB-SMF in case Shared NG-U Not Established IE is included and the intention is just to let MB-SMF knew the situation,it is OK to remove this IE.In this case,the Distribtuion setup procedure only applied to unicast transport. 
[bookmark: OLE_LINK53][bookmark: OLE_LINK54][bookmark: OLE_LINK56][bookmark: OLE_LINK44][bookmark: OLE_LINK45][bookmark: OLE_LINK42][bookmark: OLE_LINK43][bookmark: OLE_LINK47][bookmark: OLE_LINK48]Proposal 11: If the Shared NG-U Not Established IE has to be kept,  the above IE and Broadcast Session Transport procedure are applicable for both, unicast and multicast NG-U transport.And we are also OK to remove Shared NG-U Not Established IE.
2.7 [For information] Call flow for Broadcast MBS Session Setup/Release

                        Figure 1: The overall procedure for Broadcast MBS Session Setup
1 The PLMN1 5GC starts the broadcast session by sending the NGAP Broadcast Session Setup Request message to the gNB-CU1-CP containing 5GC NG-U TNL 1, Associated Session ID and so on.
2 The PLMN2 5GC sends the NGAP Broadcast Session Setup Request message to the gNB-CU2-CP containing 5GC NG-U TNL 2, Associated Session ID and so on.
3-1 The gNB-CU1-CP sets up the broadcast bearer context, providing 5GC NG-U TNL 1 at 5GC to the gNB-CU1-UP.
3-2 The gNB-CU2-CP sets up the broadcast bearer context, providing 5GC NG-U TNL 2 at 5GC to the gNB-CU2-UP.
4-1 The gNB-CU1-CP receives  NG-U unicast transport address gNB NG-U TNL 1 and F1-U TNL CU1 from gNB-CU1-UP.
4-2 The gNB-CU2-CP receives NG-U unicast transport addressgNB NG-U TNL 2 and F1-U TNL CU2 from the gNB-CU2-UP.
5-1/6-1	The gNB-CU1-CP establishes the Broadcast MBS Session Context at the shared gNB-DU, providing the F1-U TNL CU1, Associated Session ID. In the response message, DU provides F1-U TNL DU1 to CU-CP.
5-2/6-2	The gNB-CU2-CP establishes the Broadcast MBS Session Context at the shared gNB-DU, providing the F1-U TNL CU2, Associated Session ID. In the response message, DU informs CU-CP that F1-U tunnel is not established.
7-1/8-1		The gNB-CU1-CP triggers BC Bearer Context Modification Request procedure towards gNB-CU1-UP to provide the F1-U TNL DU1.
7-2/8-2	The gNB-CU2-CP triggers BC Bearer Context Release procedure towards gNB-CU2-UP to release the MBS session.
9	The gNB-DU configures broadcast resources and provides broadcast configuration information to the UEs by means of MCCH.
10	The gNB-CU1-CP successfully terminates the NGAP broadcast Session Setup procedureand providing the NG-U unicast .i.e. gNB NG-U TNL 1 to the PLMN1 5GC.
11	The gNB-CU2-CP sends the NGAP Broadcast Session Setup Response message to PLMN2 5GC indicating the shared NG-U tunnel is not established.
The overall procedure for Broadcast MBS Session Release (multiple cell-ID broadcast case)
Figure 2 illustrates the overall procedure for Broadcast MBS Session Release for CP and UP not shared case.


Figure 2: The overall procedure for Broadcast MBS Session Release 
Assumption: The NG-U tunnel and F1-U tunnel are only established for PLMN1. 
1	The PLMN1 5GC sends NGAP Broadcast Session Release Request message to the gNB-CU1-CP.
2	The gNB-CU1-CP sends F1AP Broadcast Context Release Command message to the shared gNB-DU.
3	The shared gNB-DU triggers F1AP Broadcast Context Transport Request (name FFS) towards the gNB-CU2-CP which provides F1-U TNL at DU2.
4	The gNB-CU2-CP triggers BC Bearer Context Modification Request towards the gNB-CU2-UP to provide the F1-U TNL at DU2 , and include the new F1-U Established IE to  request CU2-UP to establish F1-U tunnel.
5	The gNB-CU2-CP receives from gNB-CU2-UP the NG-U unicast transport address.i.e. gNB NG-U TNL 2 and F1-U TNL CU2-UP.
6	The gNB-CU2-CP triggers NGAP Broadcast Transport Setup Request procedure  towards PLMN2 5GC to reqeust the establishment of NG-U tunnel.
7	The PLMN2 5GC provides NG-U TNL2 at 5GC to gNB-CU2-CP via sending a NGAP Broadcast Transport Setup Response message.
8/9	gNB-CU-CP provides NG-U TNL at 5GC to gNB-CU2-UP via BC Bearer Context Modification procedure.
10	The gNB-CU2-CP provides F1-U TNL CU2 to DU by sending a F1AP Broadcast Context Transport Response message (name FFS). 
11	The shared gNB-DU successfully terminates F1AP Broadcast Context Release procedure.
12	The gNB-CU2-CP successfully terminates NGAP Broadcast Session Release procedure.
3	Conclusion
Based on the discussion in section 2, we have the following proposals
Proposal 1：It is proposed to introduce Broadcast Context transport request/response/failure procedure which enables gNB-DU node to trigger the establishment of F1-U tunnel in F1 interface.
Proposal 2：It is proposed to introduce a new F1-U Establishment IE in the BC BEARER CONTEXT MODIFICATION REQUST message to indicate to gNB-UP on request of F1-U tunnels establishment.
Proposal 3 : It is proposed to introduce a new IE in F1AP BROADCAST CONTEXT SETUP REQUEST message to indicate to DU to ignore the BC Bearer Context F1-U TNL Info at CU IE. 
Proposal 4:  If both NG-U tunnel and F1-U tunnel are not established for the PLMN, it is not necessary to establish the BC Bearer Context for the PLMN.
Proposal 5：If the F1-U tunnel not established IE is included in the BC BEARER CONTEXT MODICIFCATION REQUEST message, the gNB-CU-UP node shall release all resources which has been allocated to the F1-U tunnel. 
Proposal 6: For multiple cell-ID broadcast scenario, if the F1-U tunnel is established for the current PLMN, the NG-U tunnel will certainly be established. While it depends on gNB-CU-CP implementation on whether to establish NG-U tunnel when the F1-U tunnel is not established for the PLMN.
Proposal 7: The gNB-CU of each PLMN could inform DU in advance whether the PDCP Configuration can be changed or not i.e. introduce Requested Action for Multiple Cell-IDs Broadcast IE in BROADCAST CONTEXT SETUP REQUEST. 
Proposal 8: It is not necessary for gNB-DU to provide the current MRB configuration to the gNB-CU.
Proposal 9: The MBS service area of location independent service does not need to be provided from CU-CP to CU-UP.
Proposal 10 : Define Associated Session ID as OCTET STRING and refer to TS29.571.
[bookmark: _GoBack]Proposal 11: If the Shared NG-U Not Established IE has to be kept,  the above IE and Broadcast Session Transport procedure are applicable for both, unicast and multicast NG-U transport. And we are OK to remove Shared NG-U Not Established IE.
The TP for NGAP, F1AP, E1AP, 38.300 and 38.401 are provided in annex.
4	Reference
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5	TP for BLCR on 38.300
[bookmark: _Toc130939024]first change
[bookmark: _Toc139018263][bookmark: _Hlk117689625]16.10.5	Multicast Handling
16.10.5.1	Session Management
There are two delivery modes as specified in TS 23.247 [45]:
-	5GC Shared MBS traffic delivery;
-	5GC Individual MBS traffic delivery.
As specified in TS 23.247 [45], if the gNB supports MBS, the network shall use the 5GC Shared MBS traffic delivery in which case an MBS Session Resource context for a multicast session is setup in the gNB when the first UE joins the multicast session.
For 5GC Shared MBS traffic delivery mode, shared NG-U resources are used to provide MBS user data to the gNB. The gNB initiates the Multicast Distribution Setup procedure towards the 5GC, to allocate shared NG-U resources for a multicast session. In case multiple MBS session areas as specified in TS 23.247 [45] are associated with the same multicast session for location dependent MBS services, multiple NG-U shared resources are established for the same multicast session per MBS Area Session ID served by the gNB.
A shared NG-U resource applies one of the following transport options:
-	unicast transport;
-	multicast transport.
For 5GC Shared MBS traffic delivery an MBS Session Resource comprises one or several MRBs. If minimisation of data loss is applied for a given MRB, synchronisation of allocation of PDCP COUNT values is applied by either or a combination of the following methods:
-	derivation of the PDCP COUNT values by means of a DL MBS QFI Sequence Number provided on NG-U. Synchronisation in terms of MBS QoS flow to MRB mapping and PDCP SN size of the corresponding MRB among gNBs are achieved by means of network implementation.
-	deployment of a Shared NG-U Termination at NG-RAN, shared among gNBs, which comprises a common entity for assignment of PDCP COUNT values. Synchronisation in terms of MBS QoS flow to MRB mapping and PDCP SN size of the corresponding MRB among gNBs may be achieved by means of network implementation.
If PDCP COUNT values are derived from a DL MBS QFI Sequence Number provided on NG-U and only one QoS Flow is mapped to an MRB, the gNB shall set the PDCP COUNT value of PDCP PDU to the value of the DL MBS QFI Sequence Number provided with the received packet over NG-U. If PDCP COUNT values are derived from a DL MBS QFI Sequence Number provided on NG-U and multiple QoS Flows are mapped to an MRB, the gNB may derive the PDCP COUNT value of the PDCP PDU from the sum of the DL MBS QFI Sequence Numbers of the QoS Flows mapped to this MRB.
NOTE:	Synchronisation of PDCP COUNT values in case user data for MBS QoS flows mapped to the same MRB arrive over NG-U at different gNBs in different order or in case of loss of data over NG-U, and related handling of minimisation of data loss is left to implementation.
For a UE able to receive multicast session data in RRC_INACTIVE state, the gNB decides the RRC state within which the UE receives multicast session data. The QoS requirements of the multicast session apply regardless of the RRC state within which the UE receives multicast session data.
As specified in TS 23.247 [45], the gNB may receive from the 5GC for a UE MBS Assistance Information associated with a multicast MBS session, which assists the gNB in configuring the UE properly. The MBS Assistance Information indicates that the UE is expected to require dedicated resources very frequently. Based on this information, the gNB may decide the RRC state of the UE. 
Not modified
16.10.6.x	Support of Resource Sharing across multiple Broadcast MBS sessions in RAN Sharing Scenario

NGAP supports resource sharing efficient scheme for broadcast delivery in RAN sharing. Such scheme enables the gNB to identify broadcast MBS sessions from different PLMNs providing identical content. The identification is based on information provided by the involved 5GCs in the Associated Session ID as specified in TS 23.247 [x]
If in the MBS Broadcast Setup Request message an Associated Session ID is received from a 5GC participating in RAN sharing, the gNB uses it to determine whether MBS Session resources can be shared with a broadcast MBS session(s) associated with the same Associated Session ID requested from another 5GC participating in RAN sharing.
The identification of MBS Broadcast Sessions providing identical content may also be based on implementation specific configuration as specified in TS 23.247 [45].
The gNB applying this resource efficiency scheme,
-	may decide whether NG-U resources are established towards all involved 5GCs or only some of them.
-	resolves different QoS requirements or different S-NSSAIs received from the participating 5GCs in an implementation specific way.
The gNB may also trigger the NGAP Broadcast Session Transport procedure towards one 5GC participating in RAN sharing to set up NG-U resources to maintain NG-U connectivity as specified in TS 23.247 [45].

not modified


	TP for BLCR on 38.401
------------Start of the First Change-----------------
[bookmark: _Toc145327356]7.7	Support for NR MBS
The Support of NR MBS in non-split gNB case is specified in TS 38.300 [2].
[bookmark: _Toc145327357]7.7.1	Support of dynamic PTP and PTM switching
For UEs in RRC_CONNECTED, NG-RAN supports dynamic switch between PTP and PTM for MBS as specified in TS 38.300 [2].
In case of split gNB architecture, for a MRB with common PDCP involving both PTP (RLC leg) and PTM (RLC leg), upon receiving the MBS data from the gNB-CU via a shared F1-U tunnel, the gNB-DU makes decision of using PTP (RLC leg) or PTM (RLC leg) or both.
For UEs in RRC_INACTIVE only PTM is supported as specified in TS 38.300 [2].
7.7.x	Support of resource efficiency for RAN Sharing 
7.7.x.1	General
Resource efficiency for RAN Sharing is supported in both MOCN scenario and multiple Cell-ID broadcast scenario. 
7.7.x.2	Support of resource efficiency for MOCN
Information enabling identifying broadcast MBS sessions for which RAN resources could be shared by the involved gNB-DUs and the gNB-CU-UP is provided by the gNB-CU-CP. Only one set of shared F1-U resources is established and kept as long as there is one PLMN keeping the Multicast service.
7.7.x.3	Support of resource efficiency for RAN Sharing with multiple cell-ID broadcast
gNB-DUs sharing the same physical cell resources receive via F1-C information enabling identifying broadcast MBS sessions providing identical content. The identification is based on Associated Session ID, for location dependent MBS services, the MBS Service Area is also taken into account.
Applying resource efficiency for RAN Sharing with multiple cell-ID broadcast
-	resolve different QoS requirements received from the participating 5GCs in an implementation specific way.
-	F1-U resources are established towards either all involved gNB-CUs or only some of them which is decided by the entity controlling the involved gNB-DUs sharing the same physical cell resources.
-	the gNB-CU-CP takes into account the decision F1-U resources have been established or not to decide whether to establish NG-U resources.
For the case of combination of Multiple Cell-ID broadcast scenario and MOCN scenario,it should be guaranteed that one set of F1-U tunnel is always established towards the CU which is shared by multiple PLMNs.

7.7.y	Support of Multicast reception for UEs in RRC_INACTIVE
F1AP supports to enable and disable multicast reception for UEs in RRC_INACTIVE state for a specific multicast session on cell level.
The gNB-CU decides whether multicast reception in RRC_INACTIVE is applied.
------------End of the Change-----------------


[bookmark: OLE_LINK51][bookmark: OLE_LINK50]7	TP for BLCR on 38.413
<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20954825][bookmark: _Toc29503262][bookmark: _Toc29503846][bookmark: _Toc29504430][bookmark: _Toc36552876][bookmark: _Toc36554603][bookmark: _Toc45651856][bookmark: _Toc45658288][bookmark: _Toc45720108][bookmark: _Toc45797988][bookmark: _Toc45897377][bookmark: _Toc51745577][bookmark: _Toc64445841][bookmark: _Toc73981711][bookmark: _Toc88651800][bookmark: _Toc97890843][bookmark: _Toc99122918][bookmark: _Toc99661721][bookmark: _Toc105151782][bookmark: _Toc105173588][bookmark: _Toc106108587][bookmark: _Toc106122492][bookmark: _Toc107409045][bookmark: _Toc112756234][bookmark: _Toc146270386]8.1	List of NGAP Elementary Procedures
In the following tables, all EPs are divided into Class 1 and Class 2 EPs (see subclause 3.1 for explanation of the different classes):
Table 8.1-1: Class 1 procedures
	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	AMF Configuration Update
	AMF CONFIGURATION UPDATE
	AMF CONFIGURATION UPDATE ACKNOWLEDGE
	AMF CONFIGURATION UPDATE FAILURE

	RAN Configuration Update
	RAN CONFIGURATION UPDATE
	RAN CONFIGURATION UPDATE ACKNOWLEDGE
	RAN CONFIGURATION UPDATE FAILURE

	Handover Cancellation
	HANDOVER CANCEL
	HANDOVER CANCEL ACKNOWLEDGE
	

	Handover Preparation
	HANDOVER REQUIRED
	HANDOVER COMMAND
	HANDOVER PREPARATION FAILURE

	Handover Resource Allocation
	HANDOVER REQUEST
	HANDOVER REQUEST ACKNOWLEDGE
	HANDOVER FAILURE

	Initial Context Setup
	INITIAL CONTEXT SETUP REQUEST
	INITIAL CONTEXT SETUP RESPONSE
	INITIAL CONTEXT SETUP FAILURE

	NG Reset
	NG RESET
	NG RESET ACKNOWLEDGE
	

	NG Setup
	NG SETUP REQUEST
	NG SETUP RESPONSE
	NG SETUP FAILURE

	Path Switch Request
	PATH SWITCH REQUEST
	PATH SWITCH REQUEST ACKNOWLEDGE
	PATH SWITCH REQUEST FAILURE

	PDU Session Resource Modify
	PDU SESSION RESOURCE MODIFY REQUEST
	PDU SESSION RESOURCE MODIFY RESPONSE
	

	PDU Session Resource Modify Indication
	PDU SESSION RESOURCE MODIFY INDICATION
	PDU SESSION RESOURCE MODIFY CONFIRM
	

	PDU Session Resource Release
	PDU SESSION RESOURCE RELEASE COMMAND
	PDU SESSION RESOURCE RELEASE RESPONSE
	

	PDU Session Resource Setup
	PDU SESSION RESOURCE SETUP REQUEST
	PDU SESSION RESOURCE SETUP RESPONSE
	

	UE Context Modification
	UE CONTEXT MODIFICATION REQUEST
	UE CONTEXT MODIFICATION RESPONSE
	UE CONTEXT MODIFICATION FAILURE

	UE Context Release
	UE CONTEXT RELEASE COMMAND
	UE CONTEXT RELEASE COMPLETE
	

	Write-Replace Warning 
	WRITE-REPLACE WARNING REQUEST
	WRITE-REPLACE WARNING RESPONSE
	

	PWS Cancel
	PWS CANCEL REQUEST
	PWS CANCEL RESPONSE
	

	UE Radio Capability Check
	UE RADIO CAPABILITY CHECK REQUEST
	UE RADIO CAPABILITY CHECK RESPONSE
	

	UE Context Suspend
	UE CONTEXT SUSPEND REQUEST
	UE CONTEXT SUSPEND RESPONSE
	UE CONTEXT SUSPEND FAILURE

	UE Context Resume
	UE CONTEXT RESUME REQUEST
	UE CONTEXT RESUME RESPONSE
	UE CONTEXT RESUME FAILURE

	UE Radio Capability ID Mapping
	UE RADIO CAPABILITY ID MAPPING REQUEST
	UE RADIO CAPABILITY ID MAPPING RESPONSE
	

	Broadcast Session Setup
	BROADCAST SESSION SETUP REQUEST
	BROADCAST SESSION SETUP RESPONSE
	BROADCAST SESSION SETUP FAILURE

	Broadcast Session Modification
	BROADCAST SESSION MODIFICATION REQUEST
	BROADCAST SESSION MODIFICATION RESPONSE
	BROADCAST SESSION MODIFICATION FAILURE

	Broadcast Session Release
	BROADCAST SESSION RELEASE REQUEST
	BROADCAST SESSION RELEASE RESPONSE
	

	Distribution Setup
	DISTRIBUTION SETUP REQUEST
	DISTRIBUTION SETUP RESPONSE
	DISTRIBUTION SETUP FAILURE

	Distribution Release
	DISTRIBUTION RELEASE REQUEST
	DISTRIBUTION RELEASE RESPONSE
	

	Multicast Session Activation
	MULTICAST SESSION ACTIVATION REQUEST 
	MULTICAST SESSION ACTIVATION RESPONSE
	MULTICAST SESSION ACTIVATION FAILURE

	Multicast Session Deactivation
	MULTICAST SESSION DEACTIVATION REQUEST
	MULTICAST SESSION DEACTIVATION RESPONSE
	

	Multicast Session Update
	MULTICAST SESSION UPDATE REQUEST
	MULTICAST SESSION UPDATE RESPONSE
	MULTICAST SESSION UPDATE FAILURE

	Broadcast Session Transport
	BROADCAST SESSION TRANSPORT REQUEST
	BROADCAST SESSION TRANSPORT RESPONSE
	BROADCAST SESSION TRANSPORT FAILURE
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[bookmark: _Toc99123215][bookmark: _Toc99662019][bookmark: _Toc105152080][bookmark: _Toc105173886][bookmark: _Toc106108885][bookmark: _Toc106122790][bookmark: _Toc107409343][bookmark: _Toc112756532][bookmark: _Toc120537026][bookmark: _Toc99123611][bookmark: _Toc99662416][bookmark: _Toc105152483][bookmark: _Toc105174289][bookmark: _Toc106109287][bookmark: _Toc107409745][bookmark: _Toc112756934][bookmark: _Toc120537428]8.17.1	Broadcast Session Setup
[bookmark: _Toc99123216][bookmark: _Toc99662020][bookmark: _Toc105152081][bookmark: _Toc105173887][bookmark: _Toc106108886][bookmark: _Toc106122791][bookmark: _Toc107409344][bookmark: _Toc112756533][bookmark: _Toc120537027]8.17.1.1	General
The purpose of the Broadcast Session Setup procedure is to request the NG-RAN node to setup MBS session resources for a broadcast MBS session. The procedure uses non-UE associated signalling.
[bookmark: _Toc99123217][bookmark: _Toc99662021][bookmark: _Toc105152082][bookmark: _Toc105173888][bookmark: _Toc106108887][bookmark: _Toc106122792][bookmark: _Toc107409345][bookmark: _Toc112756534][bookmark: _Toc120537028]8.17.1.2	Successful Operation


Figure 8.17.1.2-1: Broadcast Session Setup, successful operation.
The AMF initiates the procedure by sending a BROADCAST SESSION SETUP REQUEST message to the NG-RAN node. If the NG-RAN node accepts all the MBS QoS flows in the MBS session at least in one of its cells, the NG-RAN node responds with the BROADCAST SESSION SETUP RESPONSE message.
If the MBS Service Area IE is included in the BROADCAST SESSION SETUP REQUEST message, the NG-RAN node shall take it into account as specified in TS 23.247 [44].
[bookmark: _Toc99123218][bookmark: _Toc99662022]If the MBS Session FSA ID List IE is included in the BROADCAST SESSION SETUP REQUEST message, the NG-RAN node shall take it into account to determine cells/frequencies within the MBS service area to broadcast MBS session data as specified in TS 23.247 [44]. 
If the Associated Session ID IE is included in the BROADCAST SESSION SETUP REQUEST message the NG-RAN node shall, if supported, take this information into account to determine whether MBS session resource sharing is possible, as specified in TS 38.300 [8]. If the NG-RAN node decides to not establish shared NG-U resources towards the 5GC it shall include the Shared NG-U Not Established IE set to "not established" in the MBS Session Setup or Modification Response Transfer IE.
[bookmark: _Toc105152083][bookmark: _Toc105173889][bookmark: _Toc106108888][bookmark: _Toc106122793][bookmark: _Toc107409346][bookmark: _Toc112756535][bookmark: _Toc120537029]8.17.1.3	Unsuccessful Operation


Figure 8.17.1.3-1: Broadcast Session Setup, unsuccessful operation.
If the NG-RAN node is not able to provide the requested MBS session resources for all the MBS QoS flows in the MBS session in any of its cells, it shall send the BROADCAST SESSION SETUP FAILURE message.
[bookmark: _Toc99123219][bookmark: _Toc99662023][bookmark: _Toc105152084][bookmark: _Toc105173890][bookmark: _Toc106108889][bookmark: _Toc106122794][bookmark: _Toc107409347][bookmark: _Toc112756536][bookmark: _Toc120537030]8.17.1.4		Abnormal Conditions
Void.
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
8.17.X	Broadcast Session Transport
8.17.X.1	General
The purpose of the Broadcast Session Transport procedure is to assign NG-U resources for a broadcast MBS session. The procedure uses non-UE associated signalling.
8.17.X.2	Successful Operation


Figure 8.17.X.2-1: Broadcast Session Transport, successful operation.
The NG-RAN node initiates the procedure by sending a BROADCAST SESSION TRANSPORT REQUEST message to AMF. The AMF responds with a BROADCAST SESSION TRANSPORT RESPONSE message.
If the Shared NG-U Unicast TNL Information IE is included in the MBS Session TNL Information NG-RAN IE within the MBS Session Transport Request Transfer IE in the BROADCAST SESSION TRANSPORT REQUEST message, the MB-SMF shall use the included information as the downlink termination point for the shared NG-U transport.
8.17.X.3	Unsuccessful Operation


Figure 8.17.X.3-1: Broadcast Session Transport, unsuccessful operation.
In case the shared NG-U transport cannot be setup successfully, the AMF shall respond with the BROADCAST SESSION TRANSPORT FAILURE message to the NG-RAN node with an appropriate cause value.
[bookmark: _Toc106108894][bookmark: _Toc112756541][bookmark: _Toc120537035][bookmark: _Toc107409352][bookmark: _Toc106122799][bookmark: _Toc99662028][bookmark: _Toc99123224][bookmark: _Toc105173895][bookmark: _Toc105152089]8.17.X.4	Abnormal Conditions
Void.
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc99123376][bookmark: _Toc99662180][bookmark: _Toc105152246][bookmark: _Toc105174052][bookmark: _Toc106109050][bookmark: _Toc106122955][bookmark: _Toc107409508][bookmark: _Toc112756697][bookmark: _Toc138760833]9.2.16	Broadcast Session Management Messages
9.2.16.1	BROADCAST SESSION SETUP REQUEST
This message is sent by the AMF to establish MBS session resources for a broadcast MBS session.
Direction: AMF  NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	MBS Session ID
	M
	
	9.3.1.206
	
	YES
	reject

	S-NSSAI
	M
	
	9.3.1.24
	
	YES
	reject

	MBS Service Area 
	M
	
	9.3.1.208
	
	YES
	reject

	MBS Session Setup Request Transfer
	M
	
	OCTET STRING
	Containing the MBS Session Setup or Modification Request Transfer IE specified in subclause 9.3.5.3
	YES
	reject

	Associated Session ID
	O
	
	9.3.1.y
	
	YES
	ignore



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc120537195][bookmark: _Toc107409512][bookmark: _Toc112756701][bookmark: _Toc106122959][bookmark: _Toc99662184][bookmark: _Toc106109054][bookmark: _Toc105174056][bookmark: _Toc105152250][bookmark: _Toc99123380]9.2.16.X1	BROADCAST SESSION TRANSPORT REQUEST
This message is sent by the NG-RAN node to request the setup of the NG-U transport for a broadcast MBS session.
Direction: NG-RAN node  AMF
	[bookmark: _Hlk127215511]IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	MBS Session ID
	M
	
	9.3.1.206
	
	YES
	reject

	Broadcast Transport Request Transfer
	M
	
	OCTET STRING
	Containing the Broadcast Transport Request Transfer IE specified in subclause 9.3.5.x
	YES
	reject


[bookmark: _Toc107409510][bookmark: _Toc112756699][bookmark: _Toc120537193][bookmark: _Toc106122957][bookmark: _Toc106109052][bookmark: _Toc99123378][bookmark: _Toc105152248][bookmark: _Toc105174054][bookmark: _Toc99662182]
9.2.16.Y	BROADCAST SESSION TRANSPORT RESPONSE
This message is sent by the AMF to confirm the setup of the NG-U transport for the broadcast MBS session.
Direction: AMF  NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	MBS Session ID
	M
	
	9.3.1.206
	
	YES
	reject

	Broadcast Transport Response Transfer
	M
	
	OCTET STRING
	Containing the Broadcast Transport Response Transfer IE specified in subclause 9.3.5.y
	YES
	reject

	Criticality Diagnostics 
	O
	
	9.3.1.3
	
	YES
	ignore


[bookmark: _Toc106122968][bookmark: _Toc105152259][bookmark: _Toc99662192][bookmark: _Toc112756710][bookmark: _Toc99123387][bookmark: _Toc120537204][bookmark: _Toc107409521][bookmark: _Toc106109063][bookmark: _Toc105174065]
9.2.16.Z	BROADCAST SESSION TRANSPORT FAILURE
This message is sent by the AMF to indicate that the setup of the NG-U transport was unsuccessful.
Direction: AMF  NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	MBS Session ID
	M
	
	9.3.1.206
	
	YES
	reject

	Broadcast Transport Failure Transfer
	M
	
	OCTET STRING
	Containing the Broadcast Transport Failure Transfer IE specified in subclause 9.3.5.z
	YES
	ignore

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore
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<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.3.1.y	Associated Session ID
This IE is used to associate MBS Session IDs providing identical user data.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Associated Session ID
	M
	
	 OCTET STRING
	[bookmark: OLE_LINK27][bookmark: OLE_LINK33] This IE contains the AssociatedSessionId defined in TS 29.571 [XX].
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[bookmark: _Toc20955282][bookmark: _Toc29503731][bookmark: _Toc29504315][bookmark: _Toc29504899][bookmark: _Toc36553345][bookmark: _Toc36555072][bookmark: _Toc45652384][bookmark: _Toc45658816][bookmark: _Toc45720636][bookmark: _Toc45798516][bookmark: _Toc45897905][bookmark: _Toc51746109][bookmark: _Toc64446373][bookmark: _Toc73982243][bookmark: _Toc88652332][bookmark: _Toc97891375][bookmark: _Toc99123518][bookmark: _Toc99662323][bookmark: _Toc105152390][bookmark: _Toc105174196][bookmark: _Toc106109194][bookmark: _Toc107409652][bookmark: _Toc112756841][bookmark: _Toc120537335][bookmark: _Hlk131321774]9.3.1.x	MBS Assistance Information
[bookmark: _Hlk131404871]This IE provides MBS Assistance Information as specified in TS 38.300 [8] and TS 23.247 [44].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBS Assistance Information
	M
	
	ENUMERATED 
(true, ...)
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[bookmark: _Toc99123612][bookmark: _Toc99662417][bookmark: _Toc105152484][bookmark: _Toc105174290][bookmark: _Toc106109288][bookmark: _Toc107409746][bookmark: _Toc112756935][bookmark: _Toc120537429]9.3.1.211	MBS Session Setup Request List
This IE provides information related to MBS sessions joined by the UE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MBS Session Setup Request List
	
	1
	
	
	-
	

	>MBS Session Setup Request Item
	
	1..<maxnoofMBSSessions>
	
	
	-
	

	>>MBS Session ID
	M
	
	9.3.1.206
	
	-
	

	>>MBS Area Session ID
	O
	
	9.3.1.207
	
	-
	

	>>Associated MBS QoS Flow Setup Request List
	
	0..1
	
	
	-
	

	>>>Associated MBS QoS Flow Setup Request Item
	
	1..<maxnoofMBSQoSflows>
	
	
	-
	

	>>>>MBS QoS Flow Identifier
	M
	
	QoS Flow Identifier
9.3.1.51
	
	-
	

	>>>>Associated Unicast QoS Flow Identifier
	M 
	
	QoS Flow Identifier
9.3.1.51
	
	-
	

	>>MBS Assistance Information
	O
	
	9.3.1.x
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofMBSSessions
	Maximum no. of MBS sessions allowed within one PDU session. Value is 32.

	maxnoofMBSQoSflows
	Maximum no. of MBS QoS flows allowed within one MBS session. Value is 64.



9.3.1.212	MBS Session Setup or Modify Request List
This IE provides information related to MBS sessions joined by the UE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MBS Session Setup or Modify Request List
	
	1
	
	
	-
	

	>MBS Session Setup or Modify Request Item
	
	1..<maxnoofMBSSessions>
	
	
	-
	

	>>MBS Session ID
	M
	
	9.3.1.206
	
	-
	

	>>MBS Area Session ID
	O
	
	9.3.1.207
	
	-
	

	>>Associated MBS QoS Flow Setup or Modify Request List
	
	0..1
	
	
	-
	

	>>>Associated MBS QoS Flow Setup or Modify Request Item
	
	1..<maxnoofMBSQoSflows>
	
	
	-
	

	>>>>MBS QoS Flow Identifier
	M
	
	QoS Flow Identifier
9.3.1.51
	
	-
	

	>>>>Associated Unicast QoS Flow Identifier
	M 
	
	QoS Flow Identifier
9.3.1.51
	
	-
	

	>>MBS QoS Flow To Release List
	O
	
	QoS Flow List with Cause
9.3.1.13
	This IE indicates the MBS QoS Flow Identifiers of the MBS QoS Flows to be released.
	-
	

	>>MBS Assistance Information
	O
	
	9.3.1.x
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofMBSSessions
	Maximum no. of MBS sessions allowed within one PDU session. Value is 32.

	maxnoofMBSQoSflows
	Maximum no. of MBS QoS flows allowed within one MBS session. Value is 64.
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[bookmark: _Toc99123742][bookmark: _Toc99662548][bookmark: _Toc105152626][bookmark: _Toc105174432][bookmark: _Toc106109430][bookmark: _Toc107409888][bookmark: _Toc112757077][bookmark: _Toc120537572][bookmark: _Hlk93841245]9.3.5.5	MBS Session Setup or Modification Response Transfer
This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MBS Session TNL Information NG-RAN
	O
	
	9.3.2.17
	
	-
	

	Shared NG-U Not Established
	O
	
	ENUMERATED (true, ...)
	This IE is applicable for both, unicast and multicast.
	YES
	ignore



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc112757081][bookmark: _Toc105174436][bookmark: _Toc99662552][bookmark: _Toc105152630][bookmark: _Toc120537576][bookmark: _Toc107409892][bookmark: _Toc106109434][bookmark: _Toc99123746]9.3.5.x	Broadcast Transport Request Transfer
This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBS Session ID
	M
	
	9.3.1.206
	

	MBS Session TNL Information NG-RAN
	M
	
	9.3.2.17
	


[bookmark: _Toc112757082][bookmark: _Toc105152631][bookmark: _Toc107409893][bookmark: _Toc99662553][bookmark: _Toc105174437][bookmark: _Toc99123747][bookmark: _Toc106109435][bookmark: _Toc120537577]
9.3.5.y	Broadcast Transport Response Transfer
This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBS Session ID
	M
	
	9.3.1.206
	



[bookmark: _Toc107409894][bookmark: _Toc112757083][bookmark: _Toc120537578][bookmark: _Toc99123748][bookmark: _Toc105174438][bookmark: _Toc106109436][bookmark: _Toc99662554][bookmark: _Toc105152632]9.3.5.z	Broadcast Transport Failure Transfer
This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBS Session ID
	M
	
	9.3.1.206
	

	Cause
	M
	
	9.3.1.2
	

	Criticality Diagnostics
	O
	
	9.3.1.3
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[bookmark: _Toc146271246]9.4.3	Elementary Procedure Definitions
-- ASN1START
-- **************************************************************
--
-- Elementary Procedure definitions
--
-- **************************************************************

NGAP-PDU-Descriptions  { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Descriptions (0)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS

	Criticality,
	ProcedureCode
FROM NGAP-CommonDataTypes

	AMFConfigurationUpdate,
	AMFConfigurationUpdateAcknowledge,
	AMFConfigurationUpdateFailure,
	AMFCPRelocationIndication,
	AMFStatusIndication,
	BroadcastSessionModificationFailure,
	BroadcastSessionModificationRequest,
	BroadcastSessionModificationResponse,
	BroadcastSessionReleaseRequest,
	BroadcastSessionReleaseRequired,
	BroadcastSessionReleaseResponse,
	BroadcastSessionSetupFailure,
	BroadcastSessionSetupRequest,
	BroadcastSessionSetupResponse,
	BroadcastSessionTransportFailure,
	BroadcastSessionTransportRequest,
	BroadcastSessionTransportResponse,
	CellTrafficTrace,
	ConnectionEstablishmentIndication,
	DeactivateTrace,
	DistributionReleaseRequest,
	DistributionReleaseResponse,
	DistributionSetupFailure,
	DistributionSetupRequest,
	DistributionSetupResponse,
	DownlinkNASTransport,
	DownlinkNonUEAssociatedNRPPaTransport,
	DownlinkRANConfigurationTransfer,
	DownlinkRANEarlyStatusTransfer,
	DownlinkRANStatusTransfer,
	DownlinkUEAssociatedNRPPaTransport,
	ErrorIndication,
	HandoverCancel,
	HandoverCancelAcknowledge,
	HandoverCommand,
	HandoverFailure,
	HandoverNotify,
	HandoverPreparationFailure,
	HandoverRequest,
	HandoverRequestAcknowledge,
	HandoverRequired,
	HandoverSuccess,
	InitialContextSetupFailure,
	InitialContextSetupRequest,
	InitialContextSetupResponse,
	InitialUEMessage,
	LocationReport,
	LocationReportingControl,
	LocationReportingFailureIndication,
	MulticastSessionActivationFailure,
	MulticastSessionActivationRequest,
	MulticastSessionActivationResponse,
	MulticastSessionDeactivationRequest,
	MulticastSessionDeactivationResponse,
	MulticastSessionUpdateFailure,
	MulticastSessionUpdateRequest,
	MulticastSessionUpdateResponse,
	MulticastGroupPaging,
	NASNonDeliveryIndication,
	NGReset,
	NGResetAcknowledge,
	NGSetupFailure,
	NGSetupRequest,
	NGSetupResponse,
	OverloadStart,
	OverloadStop,
	Paging,
	PathSwitchRequest,
	PathSwitchRequestAcknowledge,
	PathSwitchRequestFailure,	
	PDUSessionResourceModifyConfirm,
	PDUSessionResourceModifyIndication,
	PDUSessionResourceModifyRequest,
	PDUSessionResourceModifyResponse,
	PDUSessionResourceNotify,
	PDUSessionResourceReleaseCommand,
	PDUSessionResourceReleaseResponse,
	PDUSessionResourceSetupRequest,
	PDUSessionResourceSetupResponse,
	PrivateMessage,
	PWSCancelRequest,
	PWSCancelResponse,
	PWSFailureIndication,
	PWSRestartIndication,
	RANConfigurationUpdate,
	RANConfigurationUpdateAcknowledge,
	RANConfigurationUpdateFailure,
	RANCPRelocationIndication,
	RerouteNASRequest,
	RetrieveUEInformation,
	RRCInactiveTransitionReport,
	SecondaryRATDataUsageReport,
	TraceFailureIndication,
	TraceStart,
	UEContextModificationFailure,
	UEContextModificationRequest,
	UEContextModificationResponse,
	UEContextReleaseCommand,
	UEContextReleaseComplete,
	UEContextReleaseRequest,
	UEContextResumeRequest,
	UEContextResumeResponse,
	UEContextResumeFailure,
	UEContextSuspendRequest,
	UEContextSuspendResponse,
	UEContextSuspendFailure,
	UEInformationTransfer,
	UERadioCapabilityCheckRequest,
	UERadioCapabilityCheckResponse,
	UERadioCapabilityIDMappingRequest,
	UERadioCapabilityIDMappingResponse,
	UERadioCapabilityInfoIndication,
	UETNLABindingReleaseRequest,
	UplinkNASTransport,
	UplinkNonUEAssociatedNRPPaTransport,
	UplinkRANConfigurationTransfer,
	UplinkRANEarlyStatusTransfer,
	UplinkRANStatusTransfer,
	UplinkUEAssociatedNRPPaTransport,
	WriteReplaceWarningRequest,
	WriteReplaceWarningResponse,
	UplinkRIMInformationTransfer,
[bookmark: _Hlk44353707]	DownlinkRIMInformationTransfer

FROM NGAP-PDU-Contents

	id-AMFConfigurationUpdate,
	id-AMFCPRelocationIndication,
	id-AMFStatusIndication,
	id-BroadcastSessionModification,
	id-BroadcastSessionRelease,
	id-BroadcastSessionReleaseRequired,
	id-BroadcastSessionSetup,
	id-BroadcastSessionTransport,
	id-CellTrafficTrace,
	id-ConnectionEstablishmentIndication,
	id-DeactivateTrace,
	id-DistributionSetup,
	id-DistributionRelease,
	id-DownlinkNASTransport,
	id-DownlinkNonUEAssociatedNRPPaTransport,
	id-DownlinkRANConfigurationTransfer,
	id-DownlinkRANEarlyStatusTransfer,
	id-DownlinkRANStatusTransfer,
	id-DownlinkUEAssociatedNRPPaTransport,
	id-ErrorIndication,
	id-HandoverCancel,
	id-HandoverNotification,
	id-HandoverPreparation,
	id-HandoverResourceAllocation,
	id-HandoverSuccess,
	id-InitialContextSetup,
	id-InitialUEMessage,
	id-LocationReport,
	id-LocationReportingControl,
	id-LocationReportingFailureIndication,
	id-MulticastSessionActivation,
	id-MulticastSessionDeactivation,
	id-MulticastSessionUpdate,
	id-MulticastGroupPaging,
	id-NASNonDeliveryIndication,
	id-NGReset,
	id-NGSetup,
	id-OverloadStart,
	id-OverloadStop,
	id-Paging,
	id-PathSwitchRequest,
	id-PDUSessionResourceModify,
	id-PDUSessionResourceModifyIndication,
	id-PDUSessionResourceNotify,
	id-PDUSessionResourceRelease,
	id-PDUSessionResourceSetup,
	id-PrivateMessage,
	id-PWSCancel,
	id-PWSFailureIndication,
	id-PWSRestartIndication,
	id-RANConfigurationUpdate,
	id-RANCPRelocationIndication,
	id-RerouteNASRequest,
	id-RetrieveUEInformation,
	id-RRCInactiveTransitionReport,
	id-SecondaryRATDataUsageReport,
	id-TraceFailureIndication,
	id-TraceStart,
	id-UEContextModification,
	id-UEContextRelease,
	id-UEContextReleaseRequest,
	id-UEContextResume,
	id-UEContextSuspend,
	id-UEInformationTransfer,
	id-UERadioCapabilityCheck,
	id-UERadioCapabilityIDMapping,
	id-UERadioCapabilityInfoIndication,
	id-UETNLABindingRelease,
	id-UplinkNASTransport,
	id-UplinkNonUEAssociatedNRPPaTransport,
	id-UplinkRANConfigurationTransfer,
	id-UplinkRANEarlyStatusTransfer,
	id-UplinkRANStatusTransfer,
	id-UplinkUEAssociatedNRPPaTransport,
	id-WriteReplaceWarning,
	id-UplinkRIMInformationTransfer,
[bookmark: _Hlk44353831]	id-DownlinkRIMInformationTransfer

FROM NGAP-Constants;

-- **************************************************************
--
-- Interface Elementary Procedure Class
--
-- **************************************************************

NGAP-ELEMENTARY-PROCEDURE ::= CLASS {
	&InitiatingMessage				,
	&SuccessfulOutcome							OPTIONAL,
	&UnsuccessfulOutcome						OPTIONAL,
	&procedureCode				ProcedureCode	UNIQUE,
	&criticality				Criticality	DEFAULT ignore
}

WITH SYNTAX {
	INITIATING MESSAGE			&InitiatingMessage
	[SUCCESSFUL OUTCOME			&SuccessfulOutcome]
	[UNSUCCESSFUL OUTCOME		&UnsuccessfulOutcome]
	PROCEDURE CODE				&procedureCode
	[CRITICALITY				&criticality]
}

-- **************************************************************
--
-- Interface PDU Definition
--
-- **************************************************************

NGAP-PDU ::= CHOICE {
	initiatingMessage			InitiatingMessage,
	successfulOutcome			SuccessfulOutcome,
	unsuccessfulOutcome			UnsuccessfulOutcome,
	...
}

InitiatingMessage ::= SEQUENCE {
	procedureCode	NGAP-ELEMENTARY-PROCEDURE.&procedureCode		({NGAP-ELEMENTARY-PROCEDURES}),
	criticality		NGAP-ELEMENTARY-PROCEDURE.&criticality			({NGAP-ELEMENTARY-PROCEDURES}{@procedureCode}),
	value			NGAP-ELEMENTARY-PROCEDURE.&InitiatingMessage	({NGAP-ELEMENTARY-PROCEDURES}{@procedureCode})
}

SuccessfulOutcome ::= SEQUENCE {
	procedureCode	NGAP-ELEMENTARY-PROCEDURE.&procedureCode		({NGAP-ELEMENTARY-PROCEDURES}),
	criticality		NGAP-ELEMENTARY-PROCEDURE.&criticality			({NGAP-ELEMENTARY-PROCEDURES}{@procedureCode}),
	value			NGAP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome	({NGAP-ELEMENTARY-PROCEDURES}{@procedureCode})
}

UnsuccessfulOutcome ::= SEQUENCE {
	procedureCode	NGAP-ELEMENTARY-PROCEDURE.&procedureCode		({NGAP-ELEMENTARY-PROCEDURES}),
	criticality		NGAP-ELEMENTARY-PROCEDURE.&criticality			({NGAP-ELEMENTARY-PROCEDURES}{@procedureCode}),
	value			NGAP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome	({NGAP-ELEMENTARY-PROCEDURES}{@procedureCode})
}

-- **************************************************************
--
-- Interface Elementary Procedure List
--
-- **************************************************************

NGAP-ELEMENTARY-PROCEDURES NGAP-ELEMENTARY-PROCEDURE ::= {
	NGAP-ELEMENTARY-PROCEDURES-CLASS-1			|
	NGAP-ELEMENTARY-PROCEDURES-CLASS-2,	
	...
}

[bookmark: _Hlk99625080]NGAP-ELEMENTARY-PROCEDURES-CLASS-1 NGAP-ELEMENTARY-PROCEDURE ::= {
	aMFConfigurationUpdate			|
	broadcastSessionModification	|
	broadcastSessionRelease			|
	broadcastSessionSetup			|
	broadcastSessionTransport					|
	distributionSetup				|
	distributionRelease				|
	handoverCancel					|
	handoverPreparation				|
	handoverResourceAllocation		|
	initialContextSetup				|
	multicastSessionActivation					|
	multicastSessionDeactivation				|
	multicastSessionUpdate			|
	nGReset							|
	nGSetup							|
	pathSwitchRequest				|
	pDUSessionResourceModify		|
	pDUSessionResourceModifyIndication			|
	pDUSessionResourceRelease		|
	pDUSessionResourceSetup			|
	pWSCancel						|
	rANConfigurationUpdate			|
	uEContextModification			|
	uEContextRelease				|
	uEContextResume								|
	uEContextSuspend							|
	uERadioCapabilityCheck			|
	uERadioCapabilityIDMapping		|
	writeReplaceWarning,
	...
}

[bookmark: _Hlk99625100]NGAP-ELEMENTARY-PROCEDURES-CLASS-2 NGAP-ELEMENTARY-PROCEDURE ::= {	
	aMFCPRelocationIndication		|
	aMFStatusIndication				|
	broadcastSessionReleaseRequired	|
	cellTrafficTrace				|
	connectionEstablishmentIndication	|
	deactivateTrace					|
	downlinkNASTransport			|
	downlinkNonUEAssociatedNRPPaTransport	|
	downlinkRANConfigurationTransfer	|
	downlinkRANEarlyStatusTransfer	|
	downlinkRANStatusTransfer		|
	downlinkRIMInformationTransfer	|
	downlinkUEAssociatedNRPPaTransport	|
	errorIndication					|
	handoverNotification			|
	handoverSuccess								|
	initialUEMessage				|
	locationReport					|
	locationReportingControl		|
	locationReportingFailureIndication	|
[bookmark: _Hlk99625043]	multicastGroupPaging			|
	nASNonDeliveryIndication		|
	overloadStart					|
	overloadStop					|
	paging							|
	pDUSessionResourceNotify		|
	privateMessage					|
	pWSFailureIndication						|
	pWSRestartIndication			|
	rANCPRelocationIndication		|
	rerouteNASRequest				|
	retrieveUEInformation						|
	rRCInactiveTransitionReport					|
	secondaryRATDataUsageReport		|
	traceFailureIndication			|
	traceStart						|
	uEContextReleaseRequest			|
	uEInformationTransfer						|
	uERadioCapabilityInfoIndication	|
	uETNLABindingRelease			|
	uplinkNASTransport				|
	uplinkNonUEAssociatedNRPPaTransport	|
	uplinkRANConfigurationTransfer	|
	uplinkRANEarlyStatusTransfer				|
	uplinkRANStatusTransfer			|
	uplinkRIMInformationTransfer				|
	uplinkUEAssociatedNRPPaTransport,
	...

}

-- **************************************************************
--
-- Interface Elementary Procedures
--
-- **************************************************************

aMFConfigurationUpdate NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		AMFConfigurationUpdate
	SUCCESSFUL OUTCOME		AMFConfigurationUpdateAcknowledge
	UNSUCCESSFUL OUTCOME	AMFConfigurationUpdateFailure
	PROCEDURE CODE			id-AMFConfigurationUpdate
	CRITICALITY				reject
}

aMFCPRelocationIndication NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		AMFCPRelocationIndication
	PROCEDURE CODE			id-AMFCPRelocationIndication
	CRITICALITY				reject
}

aMFStatusIndication NGAP-ELEMENTARY-PROCEDURE ::={
	INITIATING MESSAGE		AMFStatusIndication
	PROCEDURE CODE			id-AMFStatusIndication
	CRITICALITY				ignore
}

broadcastSessionModification NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		BroadcastSessionModificationRequest
	SUCCESSFUL OUTCOME		BroadcastSessionModificationResponse
	UNSUCCESSFUL OUTCOME	BroadcastSessionModificationFailure
	PROCEDURE CODE			id-BroadcastSessionModification
	CRITICALITY				reject
}

broadcastSessionRelease NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		BroadcastSessionReleaseRequest
	SUCCESSFUL OUTCOME		BroadcastSessionReleaseResponse
	PROCEDURE CODE			id-BroadcastSessionRelease
	CRITICALITY				reject
}

broadcastSessionReleaseRequired NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		BroadcastSessionReleaseRequired
	PROCEDURE CODE			id-BroadcastSessionReleaseRequired
	CRITICALITY				reject
}

broadcastSessionSetup NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		BroadcastSessionSetupRequest
	SUCCESSFUL OUTCOME		BroadcastSessionSetupResponse
	UNSUCCESSFUL OUTCOME	BroadcastSessionSetupFailure
	PROCEDURE CODE			id-BroadcastSessionSetup
	CRITICALITY				reject
}

broadcastSessionTransport NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		BroadcastSessionTransportRequest
	SUCCESSFUL OUTCOME		BroadcastSessionTransportResponse
	UNSUCCESSFUL OUTCOME	BroadcastSessionTransportFailure
	PROCEDURE CODE			id-BroadcastSessionTransport
	CRITICALITY				reject
}

cellTrafficTrace NGAP-ELEMENTARY-PROCEDURE ::={
	INITIATING MESSAGE		CellTrafficTrace
	PROCEDURE CODE			id-CellTrafficTrace
	CRITICALITY				ignore
}

connectionEstablishmentIndication NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		ConnectionEstablishmentIndication
	PROCEDURE CODE			id-ConnectionEstablishmentIndication
	CRITICALITY				reject
}

deactivateTrace NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		DeactivateTrace
	PROCEDURE CODE			id-DeactivateTrace
	CRITICALITY				ignore
}

distributionSetup NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		DistributionSetupRequest
	SUCCESSFUL OUTCOME		DistributionSetupResponse
	UNSUCCESSFUL OUTCOME	DistributionSetupFailure
	PROCEDURE CODE			id-DistributionSetup
	CRITICALITY				reject
}

distributionRelease NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		DistributionReleaseRequest
	SUCCESSFUL OUTCOME		DistributionReleaseResponse
	PROCEDURE CODE			id-DistributionRelease
	CRITICALITY				reject
}

downlinkNASTransport NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		DownlinkNASTransport
	PROCEDURE CODE			id-DownlinkNASTransport
	CRITICALITY				ignore
}

downlinkNonUEAssociatedNRPPaTransport NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		DownlinkNonUEAssociatedNRPPaTransport
	PROCEDURE CODE			id-DownlinkNonUEAssociatedNRPPaTransport
	CRITICALITY				ignore
}

downlinkRANConfigurationTransfer NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		DownlinkRANConfigurationTransfer
	PROCEDURE CODE			id-DownlinkRANConfigurationTransfer
	CRITICALITY				ignore
}

downlinkRANEarlyStatusTransfer NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		DownlinkRANEarlyStatusTransfer
	PROCEDURE CODE			id-DownlinkRANEarlyStatusTransfer
	CRITICALITY				ignore
}

downlinkRANStatusTransfer NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		DownlinkRANStatusTransfer
	PROCEDURE CODE			id-DownlinkRANStatusTransfer
	CRITICALITY				ignore
}

downlinkUEAssociatedNRPPaTransport NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		DownlinkUEAssociatedNRPPaTransport
	PROCEDURE CODE			id-DownlinkUEAssociatedNRPPaTransport
	CRITICALITY				ignore
}

errorIndication NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		ErrorIndication
	PROCEDURE CODE			id-ErrorIndication
	CRITICALITY				ignore
}

handoverCancel NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		HandoverCancel
	SUCCESSFUL OUTCOME		HandoverCancelAcknowledge
	PROCEDURE CODE			id-HandoverCancel
	CRITICALITY				reject
}

handoverNotification NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		HandoverNotify
	PROCEDURE CODE			id-HandoverNotification
	CRITICALITY				ignore
}

handoverPreparation NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		HandoverRequired
	SUCCESSFUL OUTCOME		HandoverCommand
	UNSUCCESSFUL OUTCOME	HandoverPreparationFailure
	PROCEDURE CODE			id-HandoverPreparation
	CRITICALITY				reject
}

handoverResourceAllocation NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		HandoverRequest
	SUCCESSFUL OUTCOME		HandoverRequestAcknowledge
	UNSUCCESSFUL OUTCOME	HandoverFailure
	PROCEDURE CODE			id-HandoverResourceAllocation
	CRITICALITY				reject
}

handoverSuccess NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		HandoverSuccess
	PROCEDURE CODE			id-HandoverSuccess
	CRITICALITY				ignore
}

initialContextSetup NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		InitialContextSetupRequest
	SUCCESSFUL OUTCOME		InitialContextSetupResponse
	UNSUCCESSFUL OUTCOME	InitialContextSetupFailure
	PROCEDURE CODE			id-InitialContextSetup
	CRITICALITY				reject
}

initialUEMessage NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		InitialUEMessage
	PROCEDURE CODE			id-InitialUEMessage
	CRITICALITY				ignore
}

locationReport NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		LocationReport
	PROCEDURE CODE			id-LocationReport
	CRITICALITY				ignore
}

locationReportingControl NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		LocationReportingControl
	PROCEDURE CODE			id-LocationReportingControl
	CRITICALITY				ignore
}

locationReportingFailureIndication NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		LocationReportingFailureIndication
	PROCEDURE CODE			id-LocationReportingFailureIndication
	CRITICALITY				ignore
}

multicastSessionActivation NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MulticastSessionActivationRequest
	SUCCESSFUL OUTCOME		MulticastSessionActivationResponse
	UNSUCCESSFUL OUTCOME	MulticastSessionActivationFailure
	PROCEDURE CODE			id-MulticastSessionActivation
	CRITICALITY				reject
}

multicastSessionDeactivation NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MulticastSessionDeactivationRequest
	SUCCESSFUL OUTCOME		MulticastSessionDeactivationResponse
	PROCEDURE CODE			id-MulticastSessionDeactivation
	CRITICALITY				reject
}

multicastSessionUpdate NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MulticastSessionUpdateRequest
	SUCCESSFUL OUTCOME		MulticastSessionUpdateResponse
	UNSUCCESSFUL OUTCOME	MulticastSessionUpdateFailure
	PROCEDURE CODE			id-MulticastSessionUpdate
	CRITICALITY				reject
}

multicastGroupPaging 		NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MulticastGroupPaging
	PROCEDURE CODE			id-MulticastGroupPaging
	CRITICALITY				ignore
}

nASNonDeliveryIndication NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		NASNonDeliveryIndication
	PROCEDURE CODE			id-NASNonDeliveryIndication
	CRITICALITY				ignore
}

nGReset NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		NGReset
	SUCCESSFUL OUTCOME		NGResetAcknowledge
	PROCEDURE CODE			id-NGReset
	CRITICALITY				reject
}

nGSetup NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		NGSetupRequest
	SUCCESSFUL OUTCOME		NGSetupResponse
	UNSUCCESSFUL OUTCOME	NGSetupFailure
	PROCEDURE CODE			id-NGSetup
	CRITICALITY				reject
}

overloadStart NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		OverloadStart
	PROCEDURE CODE			id-OverloadStart
	CRITICALITY				ignore
}

overloadStop NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		OverloadStop
	PROCEDURE CODE			id-OverloadStop
	CRITICALITY				reject
}

paging NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		Paging
	PROCEDURE CODE			id-Paging
	CRITICALITY				ignore
}

pathSwitchRequest NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PathSwitchRequest
	SUCCESSFUL OUTCOME		PathSwitchRequestAcknowledge
	UNSUCCESSFUL OUTCOME	PathSwitchRequestFailure
	PROCEDURE CODE			id-PathSwitchRequest
	CRITICALITY				reject
}

pDUSessionResourceModify NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PDUSessionResourceModifyRequest
	SUCCESSFUL OUTCOME		PDUSessionResourceModifyResponse
	PROCEDURE CODE			id-PDUSessionResourceModify
	CRITICALITY				reject
}

pDUSessionResourceModifyIndication NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PDUSessionResourceModifyIndication
	SUCCESSFUL OUTCOME		PDUSessionResourceModifyConfirm
	PROCEDURE CODE			id-PDUSessionResourceModifyIndication
	CRITICALITY				reject
}

pDUSessionResourceNotify NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PDUSessionResourceNotify
	PROCEDURE CODE			id-PDUSessionResourceNotify
	CRITICALITY				ignore
}

pDUSessionResourceRelease NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PDUSessionResourceReleaseCommand
	SUCCESSFUL OUTCOME		PDUSessionResourceReleaseResponse
	PROCEDURE CODE			id-PDUSessionResourceRelease
	CRITICALITY				reject
}

pDUSessionResourceSetup NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PDUSessionResourceSetupRequest
	SUCCESSFUL OUTCOME		PDUSessionResourceSetupResponse
	PROCEDURE CODE			id-PDUSessionResourceSetup
	CRITICALITY				reject
}

privateMessage NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PrivateMessage
	PROCEDURE CODE			id-PrivateMessage
	CRITICALITY				ignore
}

pWSCancel NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PWSCancelRequest
	SUCCESSFUL OUTCOME		PWSCancelResponse
	PROCEDURE CODE			id-PWSCancel
	CRITICALITY				reject
}

pWSFailureIndication NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PWSFailureIndication
	PROCEDURE CODE			id-PWSFailureIndication
	CRITICALITY				ignore
}

pWSRestartIndication NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PWSRestartIndication
	PROCEDURE CODE			id-PWSRestartIndication
	CRITICALITY				ignore
}

rANConfigurationUpdate NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		RANConfigurationUpdate
	SUCCESSFUL OUTCOME		RANConfigurationUpdateAcknowledge
	UNSUCCESSFUL OUTCOME	RANConfigurationUpdateFailure
	PROCEDURE CODE			id-RANConfigurationUpdate
	CRITICALITY				reject
}

rANCPRelocationIndication NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		RANCPRelocationIndication
	PROCEDURE CODE			id-RANCPRelocationIndication
	CRITICALITY				reject
}

rerouteNASRequest NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		RerouteNASRequest
	PROCEDURE CODE			id-RerouteNASRequest
	CRITICALITY				reject
}


retrieveUEInformation NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		RetrieveUEInformation
	PROCEDURE CODE			id-RetrieveUEInformation
	CRITICALITY				reject
}

rRCInactiveTransitionReport NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		RRCInactiveTransitionReport
	PROCEDURE CODE			id-RRCInactiveTransitionReport
	CRITICALITY				ignore
}

secondaryRATDataUsageReport NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		SecondaryRATDataUsageReport
	PROCEDURE CODE			id-SecondaryRATDataUsageReport
	CRITICALITY				ignore
}

traceFailureIndication NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		TraceFailureIndication
	PROCEDURE CODE			id-TraceFailureIndication
	CRITICALITY				ignore
}

traceStart NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		TraceStart
	PROCEDURE CODE			id-TraceStart
	CRITICALITY				ignore
}

uEContextModification NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UEContextModificationRequest
	SUCCESSFUL OUTCOME		UEContextModificationResponse
	UNSUCCESSFUL OUTCOME	UEContextModificationFailure
	PROCEDURE CODE			id-UEContextModification
	CRITICALITY				reject
}

uEContextRelease NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UEContextReleaseCommand
	SUCCESSFUL OUTCOME		UEContextReleaseComplete
	PROCEDURE CODE			id-UEContextRelease
	CRITICALITY				reject
}

uEContextReleaseRequest NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UEContextReleaseRequest
	PROCEDURE CODE			id-UEContextReleaseRequest
	CRITICALITY				ignore
}

uEContextResume NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UEContextResumeRequest
	SUCCESSFUL OUTCOME		UEContextResumeResponse
	UNSUCCESSFUL OUTCOME	UEContextResumeFailure
	PROCEDURE CODE			id-UEContextResume
	CRITICALITY				reject
}

uEContextSuspend NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UEContextSuspendRequest
	SUCCESSFUL OUTCOME		UEContextSuspendResponse
	UNSUCCESSFUL OUTCOME	UEContextSuspendFailure
	PROCEDURE CODE			id-UEContextSuspend
	CRITICALITY				reject
}

uEInformationTransfer NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UEInformationTransfer
	PROCEDURE CODE			id-UEInformationTransfer
	CRITICALITY				reject
}

uERadioCapabilityCheck NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UERadioCapabilityCheckRequest
	SUCCESSFUL OUTCOME		UERadioCapabilityCheckResponse
	PROCEDURE CODE			id-UERadioCapabilityCheck
	CRITICALITY				reject
}

uERadioCapabilityIDMapping NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UERadioCapabilityIDMappingRequest
	SUCCESSFUL OUTCOME		UERadioCapabilityIDMappingResponse
	PROCEDURE CODE			id-UERadioCapabilityIDMapping
	CRITICALITY				reject
}

uERadioCapabilityInfoIndication NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UERadioCapabilityInfoIndication
	PROCEDURE CODE			id-UERadioCapabilityInfoIndication
	CRITICALITY				ignore
}

uETNLABindingRelease NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UETNLABindingReleaseRequest
	PROCEDURE CODE			id-UETNLABindingRelease
	CRITICALITY				ignore
}

uplinkNASTransport NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UplinkNASTransport
	PROCEDURE CODE			id-UplinkNASTransport
	CRITICALITY				ignore
}

uplinkNonUEAssociatedNRPPaTransport NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UplinkNonUEAssociatedNRPPaTransport
	PROCEDURE CODE			id-UplinkNonUEAssociatedNRPPaTransport
	CRITICALITY				ignore
}

uplinkRANConfigurationTransfer NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UplinkRANConfigurationTransfer
	PROCEDURE CODE			id-UplinkRANConfigurationTransfer
	CRITICALITY				ignore
}

uplinkRANEarlyStatusTransfer NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UplinkRANEarlyStatusTransfer
	PROCEDURE CODE			id-UplinkRANEarlyStatusTransfer
	CRITICALITY				reject
}

uplinkRANStatusTransfer NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UplinkRANStatusTransfer
	PROCEDURE CODE			id-UplinkRANStatusTransfer
	CRITICALITY				ignore
}

uplinkUEAssociatedNRPPaTransport NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UplinkUEAssociatedNRPPaTransport
	PROCEDURE CODE			id-UplinkUEAssociatedNRPPaTransport
	CRITICALITY				ignore
}

writeReplaceWarning NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		WriteReplaceWarningRequest
	SUCCESSFUL OUTCOME		WriteReplaceWarningResponse
	PROCEDURE CODE			id-WriteReplaceWarning
	CRITICALITY				reject
}

uplinkRIMInformationTransfer NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UplinkRIMInformationTransfer
	PROCEDURE CODE			id-UplinkRIMInformationTransfer
	CRITICALITY				ignore
}

downlinkRIMInformationTransfer NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		DownlinkRIMInformationTransfer
	PROCEDURE CODE			id-DownlinkRIMInformationTransfer
	CRITICALITY				ignore
}

END
-- ASN1STOP

[bookmark: _Toc146271247]9.4.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for NGAP.
--
-- **************************************************************

NGAP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS

	AllowedNSSAI,
	AMFName,
	AMFSetID,
	AMF-TNLAssociationSetupList,
	AMF-TNLAssociationToAddList,
	AMF-TNLAssociationToRemoveList,
	AMF-TNLAssociationToUpdateList,
	AMF-UE-NGAP-ID,
	AssistanceDataForPaging,
	AssociatedSessionID,
	AuthenticatedIndication,
	BroadcastCancelledAreaList,
	BroadcastCompletedAreaList,
	BroadcastTransportFailureTransfer,
	BroadcastTransportRequestTransfer,
	BroadcastTransportResponseTransfer,
	CancelAllWarningMessages,
	Cause,
	CellIDListForRestart,
	CEmodeBrestricted,
	CEmodeBSupport-Indicator,
	CNAssistedRANTuning,
	ConcurrentWarningMessageInd,
	CoreNetworkAssistanceInformationForInactive,
	CPTransportLayerInformation,
	CriticalityDiagnostics,
	DataCodingScheme,
	DL-CP-SecurityInformation,
	DirectForwardingPathAvailability,
	EarlyStatusTransfer-TransparentContainer,
	EDT-Session,
	EmergencyAreaIDListForRestart,
	EmergencyFallbackIndicator,
	EN-DCSONConfigurationTransfer,
	EndIndication,
	Enhanced-CoverageRestriction,
	EUTRA-CGI,
	EUTRA-PagingeDRXInformation,
	Extended-AMFName,
	Extended-ConnectedTime,
	Extended-RANNodeName,
	FiveG-ProSeAuthorized, 
	FiveG-ProSePC5QoSParameters,
	FiveG-S-TMSI,
	GlobalRANNodeID,
	GUAMI,
	HandoverFlag,
	HandoverType,
	IAB-Authorized,
	IAB-Supported,
	IABNodeIndication,
	IMSVoiceSupportIndicator,
	IndexToRFSP,
	InfoOnRecommendedCellsAndRANNodesForPaging,
	IntersystemSONConfigurationTransfer,
	LAI,
	LTEM-Indication,
	LocationReportingRequestType,
	LTEUESidelinkAggregateMaximumBitrate,
	LTEV2XServicesAuthorized,
	MaskedIMEISV,
	MBS-AreaSessionID,
	MBS-ServiceArea,
	MBS-SessionID,
	MBS-DistributionReleaseRequestTransfer,
	MBS-DistributionSetupRequestTransfer,
	MBS-DistributionSetupResponseTransfer,
	MBS-DistributionSetupUnsuccessfulTransfer,
	MBSSessionReleaseResponseTransfer,
	MBSSessionSetupOrModFailureTransfer,
	MBSSessionSetupOrModRequestTransfer,
	MBSSessionSetupOrModResponseTransfer,
	MessageIdentifier,
	MDTPLMNList,
	MDTPLMNModificationList,
	MobilityRestrictionList,
	MulticastSessionActivationRequestTransfer,
	MulticastSessionDeactivationRequestTransfer,
	MulticastSessionUpdateRequestTransfer,
	MulticastGroupPagingAreaList,
	NAS-PDU,
	NASSecurityParametersFromNGRAN,
	NB-IoT-DefaultPagingDRX,
	NB-IoT-PagingDRX,
	NB-IoT-Paging-eDRXInfo,
	NB-IoT-UEPriority,
	NewSecurityContextInd,
	NGRAN-CGI,
	NGRAN-TNLAssociationToRemoveList,
	NGRANTraceID,
	NotifySourceNGRANNode,
	NPN-AccessInformation,
	NR-CGI,
	NR-PagingeDRXInformation,
	NRPPa-PDU,
	NumberOfBroadcastsRequested,
	NRUESidelinkAggregateMaximumBitrate,
	NRV2XServicesAuthorized,
	OverloadResponse,
	OverloadStartNSSAIList,
	PagingAssisDataforCEcapabUE,
	PagingCause,
	PagingDRX,
	PagingOrigin,
	PagingPriority,
	PDUSessionAggregateMaximumBitRate,
	PDUSessionResourceAdmittedList,
	PDUSessionResourceFailedToModifyListModCfm,
	PDUSessionResourceFailedToModifyListModRes,
	PDUSessionResourceFailedToResumeListRESReq,
	PDUSessionResourceFailedToResumeListRESRes,
	PDUSessionResourceFailedToSetupListCxtFail,
	PDUSessionResourceFailedToSetupListCxtRes,
	PDUSessionResourceFailedToSetupListHOAck,
	PDUSessionResourceFailedToSetupListPSReq,
	PDUSessionResourceFailedToSetupListSURes,
	PDUSessionResourceHandoverList,
	PDUSessionResourceListCxtRelCpl,
	PDUSessionResourceListCxtRelReq,
	PDUSessionResourceListHORqd,
	PDUSessionResourceModifyListModCfm,
	PDUSessionResourceModifyListModInd,
	PDUSessionResourceModifyListModReq,
	PDUSessionResourceModifyListModRes,
	PDUSessionResourceNotifyList,
	PDUSessionResourceReleasedListNot,
	PDUSessionResourceReleasedListPSAck,
	PDUSessionResourceReleasedListPSFail,
	PDUSessionResourceReleasedListRelRes,
	PDUSessionResourceResumeListRESReq,
	PDUSessionResourceResumeListRESRes,
	PDUSessionResourceSecondaryRATUsageList,
	PDUSessionResourceSetupListCxtReq,
	PDUSessionResourceSetupListCxtRes,
	PDUSessionResourceSetupListHOReq,
	PDUSessionResourceSetupListSUReq,
	PDUSessionResourceSetupListSURes,
	PDUSessionResourceSuspendListSUSReq,
	PDUSessionResourceSwitchedList,
	PDUSessionResourceToBeSwitchedDLList,
	PDUSessionResourceToReleaseListHOCmd,
	PDUSessionResourceToReleaseListRelCmd,
	PEIPSassistanceInformation,
	PLMNIdentity,
	PLMNSupportList,
	PrivacyIndicator,
	PWSFailedCellIDList,
	PC5QoSParameters,
	QMCConfigInfo,
	QMCDeactivation,
	RANNodeName,
	RANPagingPriority,
	RANStatusTransfer-TransparentContainer,
	RAN-UE-NGAP-ID,
	RedCapIndication,
	RedirectionVoiceFallback,
	RelativeAMFCapacity,
	RepetitionPeriod,
	ResetType,
	RGLevelWirelineAccessCharacteristics,
	RoutingID,
	RRCEstablishmentCause,
	RRCInactiveTransitionReportRequest,
	RRCState,
	SecurityContext,
	SecurityKey,
	SerialNumber,
	ServedGUAMIList,
	SliceSupportList,
	S-NSSAI,
	SONConfigurationTransfer,
	SourceToTarget-TransparentContainer,
	SourceToTarget-AMFInformationReroute,
	SRVCCOperationPossible,
	SupportedTAList,
	Suspend-Request-Indication,
	Suspend-Response-Indication,
	TAI,
	TAIListForPaging,
	TAIListForRestart,
	TargetID,
	TargetNSSAIInformation,
	TargetToSource-TransparentContainer,
	TargettoSource-Failure-TransparentContainer,
	TimeSyncAssistanceInfo,
	TimeToWait,
	TNLAssociationList,
	TraceActivation,
	TrafficLoadReductionIndication,
	TransportLayerAddress,
	UEAggregateMaximumBitRate,
	UE-associatedLogicalNG-connectionList,
	UECapabilityInfoRequest,
	UEContextRequest,
	UE-DifferentiationInfo,
	UE-NGAP-IDs,
	UEPagingIdentity,
	UEPresenceInAreaOfInterestList,
	UERadioCapability,
	UERadioCapabilityForPaging,
	UERadioCapabilityID,
	UERetentionInformation,
	UESecurityCapabilities,
	UESliceMaximumBitRateList,
	UE-UP-CIoT-Support,
	UL-CP-SecurityInformation,
	UnavailableGUAMIList,
	URI-address,
	UserLocationInformation,
	WarningAreaCoordinates,
	WarningAreaList,
	WarningMessageContents,
	WarningSecurityInfo,
	WarningType,
	WUS-Assistance-Information,
	RIMInformationTransfer

FROM NGAP-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerList{},
	ProtocolIE-ContainerPair{},
	ProtocolIE-SingleContainer{},
	NGAP-PRIVATE-IES,
	NGAP-PROTOCOL-EXTENSION,
	NGAP-PROTOCOL-IES,
	NGAP-PROTOCOL-IES-PAIR
FROM NGAP-Containers

[bookmark: _Hlk512956689]	id-AllowedNSSAI,
	id-AMFName,
	id-AMFOverloadResponse,
	id-AMFSetID,
	id-AMF-TNLAssociationFailedToSetupList,
	id-AMF-TNLAssociationSetupList,
	id-AMF-TNLAssociationToAddList,
	id-AMF-TNLAssociationToRemoveList,
	id-AMF-TNLAssociationToUpdateList,
	id-AMFTrafficLoadReductionIndication,
	id-AMF-UE-NGAP-ID,
	id-AssistanceDataForPaging,
	id-AssociatedSessionID,
	id-AuthenticatedIndication,
	id-BroadcastCancelledAreaList,
	id-BroadcastCompletedAreaList,
	id-BroadcastTransportFailureTransfer,
	id-BroadcastTransportRequestTransfer,
	id-BroadcastTransportResponseTransfer,
	id-CancelAllWarningMessages,
	id-Cause,
	id-CellIDListForRestart,
	id-CEmodeBrestricted,
	id-CEmodeBSupport-Indicator,
	id-CNAssistedRANTuning,
	id-ConcurrentWarningMessageInd,
	id-CoreNetworkAssistanceInformationForInactive,
	id-CriticalityDiagnostics,
	id-DataCodingScheme,
	id-DefaultPagingDRX,
	id-DirectForwardingPathAvailability,
	id-DL-CP-SecurityInformation,
	id-EarlyStatusTransfer-TransparentContainer,
	id-EDT-Session,
	id-EmergencyAreaIDListForRestart,
	id-EmergencyFallbackIndicator,
	id-ENDC-SONConfigurationTransferDL,
	id-ENDC-SONConfigurationTransferUL,
	id-EndIndication,
	id-Enhanced-CoverageRestriction,
	id-EUTRA-CGI,
	id-EUTRA-PagingeDRXInformation,
	id-Extended-AMFName,
	id-Extended-ConnectedTime,
	id-Extended-RANNodeName,
	id-FiveG-ProSeAuthorized,
	id-FiveG-ProSeUEPC5AggregateMaximumBitRate,
	id-FiveG-ProSePC5QoSParameters,
	id-FiveG-S-TMSI,
	id-GlobalRANNodeID,
	id-GUAMI,
	id-HandoverFlag,
	id-HandoverType,
	id-IAB-Authorized,
	id-IAB-Supported,
	id-IABNodeIndication,
	id-IMSVoiceSupportIndicator,
	id-IndexToRFSP,
	id-InfoOnRecommendedCellsAndRANNodesForPaging,
	id-IntersystemSONConfigurationTransferDL,
	id-IntersystemSONConfigurationTransferUL,
	id-LocationReportingRequestType,
	id-LTEM-Indication,
	id-LTEV2XServicesAuthorized,
	id-LTEUESidelinkAggregateMaximumBitrate,
	id-ManagementBasedMDTPLMNList,
	id-ManagementBasedMDTPLMNModificationList,
	id-MaskedIMEISV,
	id-MBS-AreaSessionID,
	id-MBS-ServiceArea,
	id-MBS-SessionID,
	id-MBS-DistributionReleaseRequestTransfer,
	id-MBS-DistributionSetupRequestTransfer,
	id-MBS-DistributionSetupResponseTransfer,
	id-MBS-DistributionSetupUnsuccessfulTransfer,
	id-MBSSessionModificationFailureTransfer,
	id-MBSSessionModificationRequestTransfer,
	id-MBSSessionModificationResponseTransfer,
	id-MBSSessionReleaseResponseTransfer,
	id-MBSSessionSetupFailureTransfer,
	id-MBSSessionSetupRequestTransfer,
	id-MBSSessionSetupResponseTransfer,
	id-MessageIdentifier,
	id-MobilityRestrictionList,
	id-MulticastSessionActivationRequestTransfer,
	id-MulticastSessionDeactivationRequestTransfer,
	id-MulticastSessionUpdateRequestTransfer,
	id-MulticastGroupPagingAreaList,
	id-NAS-PDU,
	id-NASC,
	id-NASSecurityParametersFromNGRAN,
	id-NB-IoT-DefaultPagingDRX,
	id-NB-IoT-PagingDRX,
	id-NB-IoT-Paging-eDRXInfo,
	id-NB-IoT-UEPriority,
	id-NewAMF-UE-NGAP-ID,
	id-NewGUAMI,
	id-NewSecurityContextInd,
	id-NGAP-Message,
	id-NGRAN-CGI,
	id-NGRAN-TNLAssociationToRemoveList,
	id-NGRANTraceID,
	id-NotifySourceNGRANNode,
	id-NPN-AccessInformation,
	id-NR-PagingeDRXInformation,
	id-NRPPa-PDU,
	id-NRV2XServicesAuthorized,
	id-NRUESidelinkAggregateMaximumBitrate,
	id-NumberOfBroadcastsRequested,
	id-OldAMF,
	id-OverloadStartNSSAIList,
	id-PagingAssisDataforCEcapabUE,
	id-PagingCause,
	id-PagingDRX,
	id-PagingOrigin,
	id-PagingPriority,
	id-PDUSessionResourceAdmittedList,
	id-PDUSessionResourceFailedToModifyListModCfm,
	id-PDUSessionResourceFailedToModifyListModRes,
	id-PDUSessionResourceFailedToResumeListRESReq,
	id-PDUSessionResourceFailedToResumeListRESRes,
	id-PDUSessionResourceFailedToSetupListCxtFail,
	id-PDUSessionResourceFailedToSetupListCxtRes,
	id-PDUSessionResourceFailedToSetupListHOAck,
	id-PDUSessionResourceFailedToSetupListPSReq,
	id-PDUSessionResourceFailedToSetupListSURes,
	id-PDUSessionResourceHandoverList,
	id-PDUSessionResourceListCxtRelCpl,
	id-PDUSessionResourceListCxtRelReq,
	id-PDUSessionResourceListHORqd,
	id-PDUSessionResourceModifyListModCfm,
	id-PDUSessionResourceModifyListModInd,
	id-PDUSessionResourceModifyListModReq,
	id-PDUSessionResourceModifyListModRes,
	id-PDUSessionResourceNotifyList,
	id-PDUSessionResourceReleasedListNot,
	id-PDUSessionResourceReleasedListPSAck,
	id-PDUSessionResourceReleasedListPSFail,
	id-PDUSessionResourceReleasedListRelRes,
	id-PDUSessionResourceResumeListRESReq,
	id-PDUSessionResourceResumeListRESRes,
	id-PDUSessionResourceSecondaryRATUsageList,
	id-PDUSessionResourceSetupListCxtReq,
	id-PDUSessionResourceSetupListCxtRes,
	id-PDUSessionResourceSetupListHOReq,
	id-PDUSessionResourceSetupListSUReq,
	id-PDUSessionResourceSetupListSURes,
	id-PDUSessionResourceSuspendListSUSReq,
	id-PDUSessionResourceSwitchedList,
	id-PDUSessionResourceToBeSwitchedDLList,
	id-PDUSessionResourceToReleaseListHOCmd,
	id-PDUSessionResourceToReleaseListRelCmd,
	id-PEIPSassistanceInformation,
	id-PLMNSupportList,
	id-PrivacyIndicator,
	id-PWSFailedCellIDList,
	id-PC5QoSParameters,
	id-QMCConfigInfo,
	id-QMCDeactivation,
	id-RANNodeName,
	id-RANPagingPriority,
	id-RANStatusTransfer-TransparentContainer,
	id-RAN-UE-NGAP-ID,
	id-RedCapIndication,
	id-RedirectionVoiceFallback,
	id-RelativeAMFCapacity,
	id-RepetitionPeriod,
	id-ResetType,
	id-RGLevelWirelineAccessCharacteristics,
	id-RoutingID,
	id-RRCEstablishmentCause,
	id-RRCInactiveTransitionReportRequest,
	id-RRC-Resume-Cause,
	id-RRCState,
	id-SecurityContext,
	id-SecurityKey,
	id-SelectedPLMNIdentity,
	id-SerialNumber,
	id-ServedGUAMIList,
	id-SliceSupportList,
	id-S-NSSAI,
	id-SONConfigurationTransferDL,
	id-SONConfigurationTransferUL,
	id-SourceAMF-UE-NGAP-ID,
	id-SourceToTarget-TransparentContainer,
	id-SourceToTarget-AMFInformationReroute,
	id-SRVCCOperationPossible,
	id-SupportedTAList,
	id-Suspend-Request-Indication,
	id-Suspend-Response-Indication,
	id-TAI,
	id-TAIListForPaging,
	id-TAIListForRestart,
	id-TargetID,
	id-TargetNSSAIInformation,
	id-TargetToSource-TransparentContainer,
	id-TargettoSource-Failure-TransparentContainer,
	id-TimeSyncAssistanceInfo,
	id-TimeToWait,
	id-TNGFIdentityInformation,
	id-TraceActivation,
	id-TraceCollectionEntityIPAddress,
	id-TraceCollectionEntityURI,
	id-TWIFIdentityInformation,
	id-UEAggregateMaximumBitRate,
	id-UE-associatedLogicalNG-connectionList,
	id-UECapabilityInfoRequest,
	id-UEContextRequest,
	id-UE-DifferentiationInfo,
	id-UE-NGAP-IDs,
	id-UEPagingIdentity,
	id-UEPresenceInAreaOfInterestList,
	id-UERadioCapability,
	id-UERadioCapabilityForPaging,
	id-UERadioCapabilityID,
	id-UERadioCapability-EUTRA-Format,
	id-UERetentionInformation,
	id-UESecurityCapabilities,
	id-UESliceMaximumBitRateList,
	id-UE-UP-CIoT-Support,
	id-UL-CP-SecurityInformation,
	id-UnavailableGUAMIList,
	id-UserLocationInformation,
	id-W-AGFIdentityInformation,
	id-WarningAreaCoordinates,
	id-WarningAreaList,
	id-WarningMessageContents,
	id-WarningSecurityInfo,
	id-WarningType,
	id-WUS-Assistance-Information,
	id-RIMInformationTransfer

FROM NGAP-Constants;

-- **************************************************************
--
-- PDU SESSION MANAGEMENT ELEMENTARY PROCEDURES
--
-- **************************************************************

-- **************************************************************
--
-- PDU Session Resource Setup Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- PDU SESSION RESOURCE SETUP REQUEST
--
-- **************************************************************

PDUSessionResourceSetupRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {PDUSessionResourceSetupRequestIEs} },
	...
}

PDUSessionResourceSetupRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID							CRITICALITY reject	TYPE AMF-UE-NGAP-ID								PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID							CRITICALITY reject	TYPE RAN-UE-NGAP-ID								PRESENCE mandatory	}|
	{ ID id-RANPagingPriority						CRITICALITY ignore	TYPE RANPagingPriority							PRESENCE optional		}|
	{ ID id-NAS-PDU									CRITICALITY reject	TYPE NAS-PDU									PRESENCE optional		}|
	{ ID id-PDUSessionResourceSetupListSUReq		CRITICALITY reject	TYPE PDUSessionResourceSetupListSUReq		PRESENCE mandatory	}|
	{ ID id-UEAggregateMaximumBitRate				CRITICALITY ignore	TYPE UEAggregateMaximumBitRate				PRESENCE optional		}|
	{ ID id-UESliceMaximumBitRateList				CRITICALITY ignore	TYPE UESliceMaximumBitRateList				PRESENCE optional		},
	...
}

-- **************************************************************
--
-- PDU SESSION RESOURCE SETUP RESPONSE
--
-- **************************************************************

PDUSessionResourceSetupResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {PDUSessionResourceSetupResponseIEs} },
	...
}

PDUSessionResourceSetupResponseIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID								CRITICALITY ignore	TYPE AMF-UE-NGAP-ID											PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID								CRITICALITY ignore	TYPE RAN-UE-NGAP-ID											PRESENCE mandatory	}|
	{ ID id-PDUSessionResourceSetupListSURes			CRITICALITY ignore	TYPE PDUSessionResourceSetupListSURes				PRESENCE optional		}|
	{ ID id-PDUSessionResourceFailedToSetupListSURes	CRITICALITY ignore	TYPE PDUSessionResourceFailedToSetupListSURes		PRESENCE optional		}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics								PRESENCE optional		}|
	{ ID id-UserLocationInformation						CRITICALITY ignore	TYPE UserLocationInformation							PRESENCE optional		},
	...	
}

-- **************************************************************
--
-- PDU Session Resource Release Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- PDU SESSION RESOURCE RELEASE COMMAND
--
-- **************************************************************

PDUSessionResourceReleaseCommand ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {PDUSessionResourceReleaseCommandIEs} },
	...
}

PDUSessionResourceReleaseCommandIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID								CRITICALITY reject	TYPE AMF-UE-NGAP-ID										PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID								CRITICALITY reject	TYPE RAN-UE-NGAP-ID										PRESENCE mandatory	}|
	{ ID id-RANPagingPriority							CRITICALITY ignore	TYPE RANPagingPriority								PRESENCE optional		}|
	{ ID id-NAS-PDU										CRITICALITY ignore	TYPE NAS-PDU											PRESENCE optional		}|
	{ ID id-PDUSessionResourceToReleaseListRelCmd		CRITICALITY reject	TYPE PDUSessionResourceToReleaseListRelCmd		PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- PDU SESSION RESOURCE RELEASE RESPONSE
--
-- **************************************************************

PDUSessionResourceReleaseResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {PDUSessionResourceReleaseResponseIEs} },
	...
}

PDUSessionResourceReleaseResponseIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID								CRITICALITY ignore	TYPE AMF-UE-NGAP-ID										PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID								CRITICALITY ignore	TYPE RAN-UE-NGAP-ID										PRESENCE mandatory	}|
	{ ID id-PDUSessionResourceReleasedListRelRes			CRITICALITY ignore	TYPE PDUSessionResourceReleasedListRelRes		PRESENCE mandatory	}|
	{ ID id-UserLocationInformation						CRITICALITY ignore	TYPE UserLocationInformation						PRESENCE optional		}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics							PRESENCE optional		},
	...
}

-- **************************************************************
--
-- PDU Session Resource Modify Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- PDU SESSION RESOURCE MODIFY REQUEST
--
-- **************************************************************

PDUSessionResourceModifyRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {PDUSessionResourceModifyRequestIEs} },
	...
}

PDUSessionResourceModifyRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID							CRITICALITY reject	TYPE AMF-UE-NGAP-ID								PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID							CRITICALITY reject	TYPE RAN-UE-NGAP-ID								PRESENCE mandatory	}|
	{ ID id-RANPagingPriority						CRITICALITY ignore	TYPE RANPagingPriority							PRESENCE optional		}|
	{ ID id-PDUSessionResourceModifyListModReq		CRITICALITY reject	TYPE PDUSessionResourceModifyListModReq	PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- PDU SESSION RESOURCE MODIFY RESPONSE
--
-- **************************************************************

PDUSessionResourceModifyResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {PDUSessionResourceModifyResponseIEs} },
	...
}

PDUSessionResourceModifyResponseIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID									CRITICALITY ignore	TYPE AMF-UE-NGAP-ID										PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID									CRITICALITY ignore	TYPE RAN-UE-NGAP-ID										PRESENCE mandatory	}|
	{ ID id-PDUSessionResourceModifyListModRes				CRITICALITY ignore	TYPE PDUSessionResourceModifyListModRes			PRESENCE optional		}|
	{ ID id-PDUSessionResourceFailedToModifyListModRes		CRITICALITY ignore	TYPE PDUSessionResourceFailedToModifyListModRes		PRESENCE optional	}|
	{ ID id-UserLocationInformation							CRITICALITY ignore	TYPE UserLocationInformation							PRESENCE optional		}|
	{ ID id-CriticalityDiagnostics							CRITICALITY ignore	TYPE CriticalityDiagnostics							PRESENCE optional		},
	...
}


-- **************************************************************
--
-- PDU Session Resource Notify Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- PDU SESSION RESOURCE NOTIFY
--
-- **************************************************************

PDUSessionResourceNotify ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {PDUSessionResourceNotifyIEs} },
	...
}

PDUSessionResourceNotifyIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID							CRITICALITY reject	TYPE AMF-UE-NGAP-ID									PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID							CRITICALITY reject	TYPE RAN-UE-NGAP-ID									PRESENCE mandatory	}|
	{ ID id-PDUSessionResourceNotifyList			CRITICALITY reject	TYPE PDUSessionResourceNotifyList				PRESENCE optional		}|
	{ ID id-PDUSessionResourceReleasedListNot		CRITICALITY ignore	TYPE PDUSessionResourceReleasedListNot		PRESENCE optional		}|
	{ ID id-UserLocationInformation					CRITICALITY ignore	TYPE UserLocationInformation						PRESENCE optional		},
	...
}


-- **************************************************************
--
-- PDU Session Resource Modify Indication Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- PDU SESSION RESOURCE MODIFY INDICATION
--
-- **************************************************************

PDUSessionResourceModifyIndication ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {PDUSessionResourceModifyIndicationIEs} },
	...
}

PDUSessionResourceModifyIndicationIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID							CRITICALITY reject	TYPE AMF-UE-NGAP-ID									PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID							CRITICALITY reject	TYPE RAN-UE-NGAP-ID									PRESENCE mandatory	}|
	{ ID id-PDUSessionResourceModifyListModInd		CRITICALITY reject	TYPE PDUSessionResourceModifyListModInd		PRESENCE mandatory	}|
	{ ID id-UserLocationInformation					CRITICALITY ignore	TYPE UserLocationInformation						PRESENCE optional		},
	...
}

-- **************************************************************
--
-- PDU SESSION RESOURCE MODIFY CONFIRM
--
-- **************************************************************

PDUSessionResourceModifyConfirm ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {PDUSessionResourceModifyConfirmIEs} },
	...
}

PDUSessionResourceModifyConfirmIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID								CRITICALITY ignore	TYPE AMF-UE-NGAP-ID									PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID								CRITICALITY ignore	TYPE RAN-UE-NGAP-ID									PRESENCE mandatory	}|
	{ ID id-PDUSessionResourceModifyListModCfm			CRITICALITY ignore	TYPE PDUSessionResourceModifyListModCfm		PRESENCE optional	}|
	{ ID id-PDUSessionResourceFailedToModifyListModCfm	CRITICALITY ignore	TYPE PDUSessionResourceFailedToModifyListModCfm		PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional		},
	...
}

-- **************************************************************
--
-- UE CONTEXT MANAGEMENT ELEMENTARY PROCEDURES
--
-- **************************************************************

-- **************************************************************
--
-- Initial Context Setup Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- INITIAL CONTEXT SETUP REQUEST
--
-- **************************************************************

InitialContextSetupRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {InitialContextSetupRequestIEs} },
	...
}

InitialContextSetupRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID							CRITICALITY reject	TYPE AMF-UE-NGAP-ID										PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID							CRITICALITY reject	TYPE RAN-UE-NGAP-ID										PRESENCE mandatory	}|
	{ ID id-OldAMF									CRITICALITY reject	TYPE AMFName											PRESENCE optional		}|
	{ ID id-UEAggregateMaximumBitRate				CRITICALITY reject	TYPE UEAggregateMaximumBitRate						PRESENCE conditional	}|
	{ ID id-CoreNetworkAssistanceInformationForInactive		CRITICALITY ignore	TYPE CoreNetworkAssistanceInformationForInactive		PRESENCE optional		}|
	{ ID id-GUAMI									CRITICALITY reject	TYPE GUAMI												PRESENCE mandatory	}|
	{ ID id-PDUSessionResourceSetupListCxtReq		CRITICALITY reject	TYPE PDUSessionResourceSetupListCxtReq			PRESENCE optional		}|
	{ ID id-AllowedNSSAI							CRITICALITY reject	TYPE AllowedNSSAI										PRESENCE mandatory	}|
	{ ID id-UESecurityCapabilities					CRITICALITY reject	TYPE UESecurityCapabilities							PRESENCE mandatory	}|
	{ ID id-SecurityKey								CRITICALITY reject	TYPE SecurityKey										PRESENCE mandatory	}|
	{ ID id-TraceActivation							CRITICALITY ignore	TYPE TraceActivation									PRESENCE optional		}|
	{ ID id-MobilityRestrictionList					CRITICALITY ignore	TYPE MobilityRestrictionList							PRESENCE optional		}|
	{ ID id-UERadioCapability						CRITICALITY ignore	TYPE UERadioCapability									PRESENCE optional		}|
	{ ID id-IndexToRFSP								CRITICALITY ignore	TYPE IndexToRFSP										PRESENCE optional		}|
	{ ID id-MaskedIMEISV							CRITICALITY ignore	TYPE MaskedIMEISV										PRESENCE optional		}|
	{ ID id-NAS-PDU									CRITICALITY ignore	TYPE NAS-PDU											PRESENCE optional		}|
	{ ID id-EmergencyFallbackIndicator				CRITICALITY reject	TYPE EmergencyFallbackIndicator						PRESENCE optional		}|
	{ ID id-RRCInactiveTransitionReportRequest		CRITICALITY ignore	TYPE RRCInactiveTransitionReportRequest			PRESENCE optional		}|
	{ ID id-UERadioCapabilityForPaging				CRITICALITY ignore	TYPE UERadioCapabilityForPaging						PRESENCE optional		}|
	{ ID id-RedirectionVoiceFallback				CRITICALITY ignore	TYPE RedirectionVoiceFallback						PRESENCE optional		}|
	{ ID id-LocationReportingRequestType			CRITICALITY ignore	TYPE LocationReportingRequestType					PRESENCE optional		}|
	{ ID id-CNAssistedRANTuning						CRITICALITY ignore	TYPE CNAssistedRANTuning								PRESENCE optional		}|
	{ ID id-SRVCCOperationPossible					CRITICALITY ignore	TYPE SRVCCOperationPossible							PRESENCE optional		}|
	{ ID id-IAB-Authorized							CRITICALITY ignore	TYPE IAB-Authorized										PRESENCE optional		}|
	{ ID id-Enhanced-CoverageRestriction			CRITICALITY ignore	TYPE Enhanced-CoverageRestriction					PRESENCE optional		}|
	{ ID id-Extended-ConnectedTime					CRITICALITY ignore	TYPE Extended-ConnectedTime							PRESENCE optional		}|
	{ ID id-UE-DifferentiationInfo					CRITICALITY ignore	TYPE UE-DifferentiationInfo							PRESENCE optional		}|
{ ID id-NRV2XServicesAuthorized					CRITICALITY ignore	TYPE NRV2XServicesAuthorized							PRESENCE optional		}|
{ ID id-LTEV2XServicesAuthorized				CRITICALITY ignore	TYPE LTEV2XServicesAuthorized						PRESENCE optional		}|
{ ID id-NRUESidelinkAggregateMaximumBitrate		CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate			PRESENCE optional		}|
{ ID id-LTEUESidelinkAggregateMaximumBitrate	CRITICALITY ignore	TYPE LTEUESidelinkAggregateMaximumBitrate		PRESENCE optional		}|
	{ ID id-PC5QoSParameters						CRITICALITY ignore	TYPE PC5QoSParameters									PRESENCE optional 	}|
	{ ID id-CEmodeBrestricted						CRITICALITY ignore	TYPE CEmodeBrestricted									PRESENCE optional		}|
	{ ID id-UE-UP-CIoT-Support						CRITICALITY ignore	TYPE UE-UP-CIoT-Support									PRESENCE optional		}|
	{ ID id-RGLevelWirelineAccessCharacteristics	CRITICALITY ignore	TYPE RGLevelWirelineAccessCharacteristics		PRESENCE optional		}|
	{ ID id-ManagementBasedMDTPLMNList				CRITICALITY ignore	TYPE MDTPLMNList										PRESENCE optional		}|
	{ ID id-UERadioCapabilityID						CRITICALITY reject	TYPE UERadioCapabilityID								PRESENCE optional		}|
	{ ID id-TimeSyncAssistanceInfo					CRITICALITY ignore	TYPE TimeSyncAssistanceInfo							PRESENCE optional		}|
	{ ID id-QMCConfigInfo							CRITICALITY ignore	TYPE QMCConfigInfo										PRESENCE optional		}|
	{ ID id-TargetNSSAIInformation					CRITICALITY ignore	TYPE TargetNSSAIInformation							PRESENCE optional		}|
	{ ID id-UESliceMaximumBitRateList				CRITICALITY ignore	TYPE UESliceMaximumBitRateList						PRESENCE optional		}|
	{ ID id-FiveG-ProSeAuthorized					CRITICALITY ignore	TYPE FiveG-ProSeAuthorized							PRESENCE optional		}|
	{ ID id-FiveG-ProSeUEPC5AggregateMaximumBitRate	CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate			PRESENCE optional		}|
	{ ID id-FiveG-ProSePC5QoSParameters				CRITICALITY ignore	TYPE FiveG-ProSePC5QoSParameters					PRESENCE optional		},
	...
}

-- **************************************************************
--
-- INITIAL CONTEXT SETUP RESPONSE
--
-- **************************************************************

InitialContextSetupResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {InitialContextSetupResponseIEs} },
	...
}

InitialContextSetupResponseIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID								CRITICALITY ignore	TYPE AMF-UE-NGAP-ID												PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID								CRITICALITY ignore	TYPE RAN-UE-NGAP-ID												PRESENCE mandatory	}|
	{ ID id-PDUSessionResourceSetupListCxtRes			CRITICALITY ignore	TYPE PDUSessionResourceSetupListCxtRes					PRESENCE optional		}|
	{ ID id-PDUSessionResourceFailedToSetupListCxtRes	CRITICALITY ignore	TYPE PDUSessionResourceFailedToSetupListCxtRes		PRESENCE optional		}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics									PRESENCE optional		},
	...
}


-- **************************************************************
--
-- INITIAL CONTEXT SETUP FAILURE
--
-- **************************************************************

InitialContextSetupFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {InitialContextSetupFailureIEs} },
	...
}

InitialContextSetupFailureIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID								CRITICALITY ignore	TYPE AMF-UE-NGAP-ID												PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID								CRITICALITY ignore	TYPE RAN-UE-NGAP-ID												PRESENCE mandatory	}|
	{ ID id-PDUSessionResourceFailedToSetupListCxtFail	CRITICALITY ignore	TYPE PDUSessionResourceFailedToSetupListCxtFail		PRESENCE optional		}|
	{ ID id-Cause										CRITICALITY ignore	TYPE Cause														PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics									PRESENCE optional		},
	...
}

-- **************************************************************
--
-- UE Context Release Request Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- UE CONTEXT RELEASE REQUEST
--
-- **************************************************************

UEContextReleaseRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {UEContextReleaseRequest-IEs} },
	...
}

UEContextReleaseRequest-IEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID						CRITICALITY reject	TYPE AMF-UE-NGAP-ID								PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID						CRITICALITY reject	TYPE RAN-UE-NGAP-ID								PRESENCE mandatory	}|
	{ ID id-PDUSessionResourceListCxtRelReq		CRITICALITY reject	TYPE PDUSessionResourceListCxtRelReq		PRESENCE optional		}|
	{ ID id-Cause								CRITICALITY ignore	TYPE Cause										PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- UE Context Release Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- UE CONTEXT RELEASE COMMAND
--
-- **************************************************************

UEContextReleaseCommand ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {UEContextReleaseCommand-IEs} },
	...
}

UEContextReleaseCommand-IEs NGAP-PROTOCOL-IES ::= {
	{ ID id-UE-NGAP-IDs				CRITICALITY reject	TYPE UE-NGAP-IDs			PRESENCE mandatory	}|
	{ ID id-Cause					CRITICALITY ignore	TYPE Cause					PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- UE CONTEXT RELEASE COMPLETE
--
-- **************************************************************

UEContextReleaseComplete ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {UEContextReleaseComplete-IEs} },
	...
}

UEContextReleaseComplete-IEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID								CRITICALITY ignore	TYPE AMF-UE-NGAP-ID											PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID								CRITICALITY ignore	TYPE RAN-UE-NGAP-ID											PRESENCE mandatory	}|
	{ ID id-UserLocationInformation						CRITICALITY ignore	TYPE UserLocationInformation							PRESENCE optional		}|
	{ ID id-InfoOnRecommendedCellsAndRANNodesForPaging	CRITICALITY ignore	TYPE InfoOnRecommendedCellsAndRANNodesForPaging	PRESENCE optional		}|
	{ ID id-PDUSessionResourceListCxtRelCpl				CRITICALITY	reject	TYPE PDUSessionResourceListCxtRelCpl					PRESENCE optional		}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics								PRESENCE optional		}|
	{ ID id-PagingAssisDataforCEcapabUE					CRITICALITY ignore	TYPE PagingAssisDataforCEcapabUE						PRESENCE optional		},
	...
}

-- **************************************************************
--
-- UE Context Resume Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- UE CONTEXT RESUME REQUEST
--
-- **************************************************************

UEContextResumeRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {UEContextResumeRequestIEs} },
	...
}

UEContextResumeRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID							CRITICALITY reject	TYPE AMF-UE-NGAP-ID										PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID							CRITICALITY reject	TYPE RAN-UE-NGAP-ID										PRESENCE mandatory	}|
	{ ID id-RRC-Resume-Cause						CRITICALITY ignore	TYPE RRCEstablishmentCause							PRESENCE mandatory	}|
	{ ID id-PDUSessionResourceResumeListRESReq		CRITICALITY reject	TYPE PDUSessionResourceResumeListRESReq			PRESENCE optional		}|
	{ ID id-PDUSessionResourceFailedToResumeListRESReq		CRITICALITY reject	TYPE PDUSessionResourceFailedToResumeListRESReq			PRESENCE optional		}|
	{ ID id-Suspend-Request-Indication				CRITICALITY ignore	TYPE Suspend-Request-Indication						PRESENCE optional		}|
	{ ID id-InfoOnRecommendedCellsAndRANNodesForPaging	CRITICALITY ignore	TYPE InfoOnRecommendedCellsAndRANNodesForPaging		PRESENCE optional		}|
	{ ID id-PagingAssisDataforCEcapabUE					CRITICALITY ignore	TYPE PagingAssisDataforCEcapabUE							PRESENCE optional		},
	...
}

-- **************************************************************
--
-- UE CONTEXT RESUME RESPONSE
--
-- **************************************************************

UEContextResumeResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {UEContextResumeResponseIEs} },
	...
}

UEContextResumeResponseIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID							CRITICALITY ignore	TYPE AMF-UE-NGAP-ID										PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID							CRITICALITY ignore	TYPE RAN-UE-NGAP-ID										PRESENCE mandatory	}|
	{ ID id-PDUSessionResourceResumeListRESRes		CRITICALITY reject	TYPE PDUSessionResourceResumeListRESRes			PRESENCE optional		}|
	{ ID id-PDUSessionResourceFailedToResumeListRESRes		CRITICALITY reject	TYPE PDUSessionResourceFailedToResumeListRESRes			PRESENCE optional		}|
	{ ID id-SecurityContext							CRITICALITY reject	TYPE SecurityContext									PRESENCE optional		}|
	{ ID id-Suspend-Response-Indication				CRITICALITY ignore	TYPE Suspend-Response-Indication					PRESENCE optional		}|
	{ ID id-Extended-ConnectedTime					CRITICALITY ignore	TYPE Extended-ConnectedTime							PRESENCE optional		}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics							PRESENCE optional		},
	...
}

-- **************************************************************
--
-- UE CONTEXT RESUME FAILURE
--
-- **************************************************************

UEContextResumeFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { UEContextResumeFailureIEs} },
	...
}

UEContextResumeFailureIEs NGAP-PROTOCOL-IES ::= {	
	{ ID id-AMF-UE-NGAP-ID				CRITICALITY ignore	TYPE AMF-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID				CRITICALITY ignore	TYPE RAN-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional		},
	...
}


-- **************************************************************
--
-- UE Context Suspend Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- UE CONTEXT SUSPEND REQUEST
--
-- **************************************************************

UEContextSuspendRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {UEContextSuspendRequestIEs} },
	...
}

UEContextSuspendRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID								CRITICALITY reject	TYPE AMF-UE-NGAP-ID												PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID								CRITICALITY reject	TYPE RAN-UE-NGAP-ID												PRESENCE mandatory	}|
	{ ID id-InfoOnRecommendedCellsAndRANNodesForPaging	CRITICALITY ignore	TYPE InfoOnRecommendedCellsAndRANNodesForPaging		PRESENCE optional		}|
	{ ID id-PagingAssisDataforCEcapabUE					CRITICALITY ignore	TYPE PagingAssisDataforCEcapabUE							PRESENCE optional		}|
	{ ID id-PDUSessionResourceSuspendListSUSReq			CRITICALITY reject	TYPE PDUSessionResourceSuspendListSUSReq				PRESENCE optional		},	...
}

-- **************************************************************
--
-- UE CONTEXT SUSPEND RESPONSE
--
-- **************************************************************

UEContextSuspendResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {UEContextSuspendResponseIEs} },
	...
}

UEContextSuspendResponseIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID							CRITICALITY ignore	TYPE AMF-UE-NGAP-ID										PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID							CRITICALITY ignore	TYPE RAN-UE-NGAP-ID										PRESENCE mandatory	}|
	{ ID id-SecurityContext							CRITICALITY reject	TYPE SecurityContext									PRESENCE optional		}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics							PRESENCE optional		},
	...
}

-- **************************************************************
--
-- UE CONTEXT SUSPEND FAILURE
--
-- **************************************************************

UEContextSuspendFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { UEContextSuspendFailureIEs} },
	...
}

UEContextSuspendFailureIEs NGAP-PROTOCOL-IES ::= {	
	{ ID id-AMF-UE-NGAP-ID				CRITICALITY ignore	TYPE AMF-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID				CRITICALITY ignore	TYPE RAN-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional		},
	...
}

-- **************************************************************
--
-- UE Context Modification Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- UE CONTEXT MODIFICATION REQUEST
--
-- **************************************************************

UEContextModificationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {UEContextModificationRequestIEs} },
	...
}

UEContextModificationRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID							CRITICALITY reject	TYPE AMF-UE-NGAP-ID									PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID							CRITICALITY reject	TYPE RAN-UE-NGAP-ID									PRESENCE mandatory	}|
	{ ID id-RANPagingPriority						CRITICALITY ignore	TYPE RANPagingPriority								PRESENCE optional		}|
	{ ID id-SecurityKey								CRITICALITY reject	TYPE SecurityKey									PRESENCE optional		}|
	{ ID id-IndexToRFSP								CRITICALITY ignore	TYPE IndexToRFSP									PRESENCE optional		}|
	{ ID id-UEAggregateMaximumBitRate				CRITICALITY ignore	TYPE UEAggregateMaximumBitRate					PRESENCE optional		}|
	{ ID id-UESecurityCapabilities					CRITICALITY reject	TYPE UESecurityCapabilities						PRESENCE optional		}|
	{ ID id-CoreNetworkAssistanceInformationForInactive		CRITICALITY ignore	TYPE CoreNetworkAssistanceInformationForInactive		PRESENCE optional		}|
	{ ID id-EmergencyFallbackIndicator				CRITICALITY reject	TYPE EmergencyFallbackIndicator					PRESENCE optional		}|
	{ ID id-NewAMF-UE-NGAP-ID						CRITICALITY reject	TYPE AMF-UE-NGAP-ID									PRESENCE optional		}|
	{ ID id-RRCInactiveTransitionReportRequest		CRITICALITY ignore	TYPE RRCInactiveTransitionReportRequest		PRESENCE optional		}|
	{ ID id-NewGUAMI								CRITICALITY reject	TYPE GUAMI											PRESENCE optional		}|
	{ ID id-CNAssistedRANTuning						CRITICALITY ignore	TYPE CNAssistedRANTuning							PRESENCE optional		}|
	{ ID id-SRVCCOperationPossible					CRITICALITY ignore	TYPE SRVCCOperationPossible						PRESENCE optional		}|
	{ ID id-IAB-Authorized							CRITICALITY ignore	TYPE IAB-Authorized									PRESENCE optional		}|
	{ ID id-NRV2XServicesAuthorized					CRITICALITY ignore	TYPE NRV2XServicesAuthorized						PRESENCE optional		}|
	{ ID id-LTEV2XServicesAuthorized				CRITICALITY ignore	TYPE LTEV2XServicesAuthorized					PRESENCE optional		}|
	{ ID id-NRUESidelinkAggregateMaximumBitrate		CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate		PRESENCE optional		}|
	{ ID id-LTEUESidelinkAggregateMaximumBitrate	CRITICALITY ignore	TYPE LTEUESidelinkAggregateMaximumBitrate	PRESENCE optional		}|
	{ ID id-PC5QoSParameters						CRITICALITY ignore	TYPE PC5QoSParameters								PRESENCE optional 	}|
	{ ID id-UERadioCapabilityID						CRITICALITY reject	TYPE UERadioCapabilityID							PRESENCE optional		}|
	{ ID id-RGLevelWirelineAccessCharacteristics	CRITICALITY ignore	TYPE RGLevelWirelineAccessCharacteristics	PRESENCE optional		}|
	{ ID id-TimeSyncAssistanceInfo					CRITICALITY ignore	TYPE TimeSyncAssistanceInfo						PRESENCE optional		}|
	{ ID id-QMCConfigInfo							CRITICALITY ignore	TYPE QMCConfigInfo									PRESENCE optional		}|
	{ ID id-QMCDeactivation							CRITICALITY ignore	TYPE QMCDeactivation									PRESENCE optional		}|
	{ ID id-UESliceMaximumBitRateList				CRITICALITY ignore	TYPE UESliceMaximumBitRateList					PRESENCE optional		}|
	{ ID id-ManagementBasedMDTPLMNModificationList	CRITICALITY ignore	TYPE MDTPLMNModificationList						PRESENCE optional		}|
	{ ID id-FiveG-ProSeAuthorized					CRITICALITY ignore	TYPE FiveG-ProSeAuthorized						PRESENCE optional		}|
	{ ID id-FiveG-ProSeUEPC5AggregateMaximumBitRate	CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate		PRESENCE optional		}|
	{ ID id-FiveG-ProSePC5QoSParameters				CRITICALITY ignore	TYPE FiveG-ProSePC5QoSParameters				PRESENCE optional		},
	...
}

-- **************************************************************
--
-- UE CONTEXT MODIFICATION RESPONSE
--
-- **************************************************************

UEContextModificationResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {UEContextModificationResponseIEs} },
	...
}

UEContextModificationResponseIEs NGAP-PROTOCOL-IES ::= {	
	{ ID id-AMF-UE-NGAP-ID				CRITICALITY ignore	TYPE AMF-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID				CRITICALITY ignore	TYPE RAN-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-RRCState					CRITICALITY ignore	TYPE RRCState					PRESENCE optional		}|
	{ ID id-UserLocationInformation		CRITICALITY ignore	TYPE UserLocationInformation	PRESENCE optional 	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional		},
	...
}

-- **************************************************************
--
-- UE CONTEXT MODIFICATION FAILURE
--
-- **************************************************************

UEContextModificationFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {UEContextModificationFailureIEs} },
	...
}

UEContextModificationFailureIEs NGAP-PROTOCOL-IES ::= {	
	{ ID id-AMF-UE-NGAP-ID				CRITICALITY ignore	TYPE AMF-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID				CRITICALITY ignore	TYPE RAN-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional		},
	...
}

-- **************************************************************
--
-- RRC INACTIVE TRANSITION REPORT
--
-- **************************************************************

RRCInactiveTransitionReport ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {RRCInactiveTransitionReportIEs} },
	...
}

RRCInactiveTransitionReportIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID				CRITICALITY reject	TYPE AMF-UE-NGAP-ID					PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID				CRITICALITY reject	TYPE RAN-UE-NGAP-ID					PRESENCE mandatory	}|
	{ ID id-RRCState					CRITICALITY ignore	TYPE RRCState						PRESENCE mandatory	}|
	{ ID id-UserLocationInformation		CRITICALITY ignore	TYPE UserLocationInformation		PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- Retrieve UE Information 
--
-- **************************************************************

RetrieveUEInformation ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { RetrieveUEInformationIEs} },
	...
}

RetrieveUEInformationIEs NGAP-PROTOCOL-IES ::= {
		{ ID id-FiveG-S-TMSI					CRITICALITY reject	TYPE FiveG-S-TMSI				PRESENCE mandatory	},
	...

}

-- **************************************************************

-- UE Information Transfer
--
-- **************************************************************

UEInformationTransfer ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {  UEInformationTransferIEs} },
	...
}

UEInformationTransferIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-FiveG-S-TMSI				CRITICALITY reject 	TYPE FiveG-S-TMSI				PRESENCE mandatory	}|
	{ ID id-NB-IoT-UEPriority			CRITICALITY ignore	TYPE NB-IoT-UEPriority			PRESENCE optional		}|
	{ ID id-UERadioCapability			CRITICALITY ignore	TYPE UERadioCapability			PRESENCE optional		}|
	{ ID id-S-NSSAI						CRITICALITY ignore	TYPE S-NSSAI					PRESENCE optional		}|
	{ ID id-AllowedNSSAI				CRITICALITY ignore	TYPE AllowedNSSAI				PRESENCE optional		}|
	{ ID id-UE-DifferentiationInfo		CRITICALITY ignore	TYPE UE-DifferentiationInfo		PRESENCE optional		}|
	{ ID id-MaskedIMEISV				CRITICALITY ignore	TYPE MaskedIMEISV				PRESENCE optional		},
	...
}

-- **************************************************************
--
-- RAN CP Relocation Indication
--
-- **************************************************************

RANCPRelocationIndication ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container { { RANCPRelocationIndicationIEs} },
	...
}

RANCPRelocationIndicationIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-RAN-UE-NGAP-ID					CRITICALITY reject	TYPE RAN-UE-NGAP-ID					PRESENCE mandatory	}|
	{ ID id-FiveG-S-TMSI					CRITICALITY reject	TYPE FiveG-S-TMSI					PRESENCE mandatory	}|
	{ ID id-EUTRA-CGI						CRITICALITY ignore	TYPE EUTRA-CGI						PRESENCE mandatory	}|
	{ ID id-TAI								CRITICALITY ignore	TYPE TAI							PRESENCE mandatory	}|
	{ ID id-UL-CP-SecurityInformation		CRITICALITY reject	TYPE UL-CP-SecurityInformation		PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- UE MOBILITY MANAGEMENT ELEMENTARY PROCEDURES
--
-- **************************************************************

-- **************************************************************
--
-- Handover Preparation Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- HANDOVER REQUIRED
--
-- **************************************************************

HandoverRequired ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {HandoverRequiredIEs} },
	...
}

HandoverRequiredIEs NGAP-PROTOCOL-IES ::= {	
	{ ID id-AMF-UE-NGAP-ID							CRITICALITY reject	TYPE AMF-UE-NGAP-ID									PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID							CRITICALITY reject	TYPE RAN-UE-NGAP-ID									PRESENCE mandatory	}|
	{ ID id-HandoverType							CRITICALITY reject	TYPE HandoverType									PRESENCE mandatory	}|
	{ ID id-Cause									CRITICALITY ignore	TYPE Cause											PRESENCE mandatory	}|
	{ ID id-TargetID								CRITICALITY reject	TYPE TargetID										PRESENCE mandatory	}|
	{ ID id-DirectForwardingPathAvailability		CRITICALITY ignore	TYPE DirectForwardingPathAvailability			PRESENCE optional		}|
	{ ID id-PDUSessionResourceListHORqd				CRITICALITY reject	TYPE PDUSessionResourceListHORqd				PRESENCE mandatory	}|
	{ ID id-SourceToTarget-TransparentContainer		CRITICALITY reject	TYPE SourceToTarget-TransparentContainer		PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- HANDOVER COMMAND
--
-- **************************************************************

HandoverCommand ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {HandoverCommandIEs} },
	...
}

HandoverCommandIEs NGAP-PROTOCOL-IES ::= {	
	{ ID id-AMF-UE-NGAP-ID								CRITICALITY reject	TYPE AMF-UE-NGAP-ID											PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID								CRITICALITY reject	TYPE RAN-UE-NGAP-ID											PRESENCE mandatory	}|
	{ ID id-HandoverType								CRITICALITY reject	TYPE HandoverType											PRESENCE mandatory	}|
	{ ID id-NASSecurityParametersFromNGRAN				CRITICALITY reject	TYPE NASSecurityParametersFromNGRAN					PRESENCE conditional	}|
	-- This IE shall be present if HandoverType IE is set to value "5GStoEPPS" or “5GStoUTRAN” --
	{ ID id-PDUSessionResourceHandoverList				CRITICALITY ignore	TYPE PDUSessionResourceHandoverList					PRESENCE optional		}|
	{ ID id-PDUSessionResourceToReleaseListHOCmd		CRITICALITY ignore	TYPE PDUSessionResourceToReleaseListHOCmd			PRESENCE optional		}|
	{ ID id-TargetToSource-TransparentContainer			CRITICALITY reject	TYPE TargetToSource-TransparentContainer			PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics								PRESENCE optional		},
	...
}


-- **************************************************************
--
-- HANDOVER PREPARATION FAILURE
--
-- **************************************************************

HandoverPreparationFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {HandoverPreparationFailureIEs} },
	...
}

HandoverPreparationFailureIEs NGAP-PROTOCOL-IES ::= {	
	{ ID id-AMF-UE-NGAP-ID				CRITICALITY ignore	TYPE AMF-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID				CRITICALITY ignore	TYPE RAN-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional		}|
	{ ID id-TargettoSource-Failure-TransparentContainer		CRITICALITY ignore	TYPE TargettoSource-Failure-TransparentContainer		PRESENCE optional		},
	...
}

-- **************************************************************
--
-- Handover Resource Allocation Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- HANDOVER REQUEST
--
-- **************************************************************

HandoverRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {HandoverRequestIEs} },
	...
}

HandoverRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID							CRITICALITY reject	TYPE AMF-UE-NGAP-ID									PRESENCE mandatory	}|
	{ ID id-HandoverType							CRITICALITY reject	TYPE HandoverType									PRESENCE mandatory	}|
	{ ID id-Cause									CRITICALITY ignore	TYPE Cause											PRESENCE mandatory	}|
	{ ID id-UEAggregateMaximumBitRate				CRITICALITY reject	TYPE UEAggregateMaximumBitRate					PRESENCE mandatory	}|
	{ ID id-CoreNetworkAssistanceInformationForInactive		CRITICALITY ignore	TYPE CoreNetworkAssistanceInformationForInactive		PRESENCE optional		}|
	{ ID id-UESecurityCapabilities					CRITICALITY reject	TYPE UESecurityCapabilities						PRESENCE mandatory	}|
	{ ID id-SecurityContext							CRITICALITY reject	TYPE SecurityContext								PRESENCE mandatory	}|
	{ ID id-NewSecurityContextInd					CRITICALITY reject	TYPE NewSecurityContextInd						PRESENCE optional		}|
	{ ID id-NASC									CRITICALITY reject	TYPE NAS-PDU										PRESENCE optional		}|
	{ ID id-PDUSessionResourceSetupListHOReq		CRITICALITY reject	TYPE PDUSessionResourceSetupListHOReq			PRESENCE mandatory	}|
	{ ID id-AllowedNSSAI							CRITICALITY reject	TYPE AllowedNSSAI									PRESENCE mandatory	}|
	{ ID id-TraceActivation							CRITICALITY ignore	TYPE TraceActivation								PRESENCE optional		}|
	{ ID id-MaskedIMEISV							CRITICALITY ignore	TYPE MaskedIMEISV									PRESENCE optional		}|
	{ ID id-SourceToTarget-TransparentContainer		CRITICALITY reject	TYPE SourceToTarget-TransparentContainer		PRESENCE mandatory	}|
	{ ID id-MobilityRestrictionList					CRITICALITY ignore	TYPE MobilityRestrictionList						PRESENCE optional		}|
	{ ID id-LocationReportingRequestType			CRITICALITY ignore	TYPE LocationReportingRequestType				PRESENCE optional		}|
	{ ID id-RRCInactiveTransitionReportRequest		CRITICALITY ignore	TYPE RRCInactiveTransitionReportRequest		PRESENCE optional		}|
	{ ID id-GUAMI									CRITICALITY reject	TYPE GUAMI											PRESENCE mandatory	}|
	{ ID id-RedirectionVoiceFallback				CRITICALITY ignore	TYPE RedirectionVoiceFallback					PRESENCE optional		}|
	{ ID id-CNAssistedRANTuning						CRITICALITY ignore	TYPE CNAssistedRANTuning							PRESENCE optional		}|
	{ ID id-SRVCCOperationPossible					CRITICALITY ignore	TYPE SRVCCOperationPossible						PRESENCE optional		}|
	{ ID id-IAB-Authorized							CRITICALITY reject	TYPE IAB-Authorized									PRESENCE optional		}|
	{ ID id-Enhanced-CoverageRestriction			CRITICALITY ignore	TYPE Enhanced-CoverageRestriction				PRESENCE optional		}|
	{ ID id-UE-DifferentiationInfo					CRITICALITY ignore	TYPE UE-DifferentiationInfo						PRESENCE optional		}|
	{ ID id-NRV2XServicesAuthorized					CRITICALITY ignore	TYPE NRV2XServicesAuthorized						PRESENCE optional		}|
	{ ID id-LTEV2XServicesAuthorized				CRITICALITY ignore	TYPE LTEV2XServicesAuthorized					PRESENCE optional		}|
	{ ID id-NRUESidelinkAggregateMaximumBitrate		CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate		PRESENCE optional		}|
	{ ID id-LTEUESidelinkAggregateMaximumBitrate	CRITICALITY ignore	TYPE LTEUESidelinkAggregateMaximumBitrate	PRESENCE optional		}|
	{ ID id-PC5QoSParameters						CRITICALITY ignore	TYPE PC5QoSParameters								PRESENCE optional 	}|
	{ ID id-CEmodeBrestricted						CRITICALITY ignore	TYPE CEmodeBrestricted								PRESENCE optional		}|
	{ ID id-UE-UP-CIoT-Support						CRITICALITY ignore	TYPE UE-UP-CIoT-Support								PRESENCE optional		}|
	{ ID id-ManagementBasedMDTPLMNList				CRITICALITY ignore	TYPE MDTPLMNList									PRESENCE optional		}|
	{ ID id-UERadioCapabilityID						CRITICALITY reject	TYPE UERadioCapabilityID							PRESENCE optional		}|
	{ ID id-Extended-ConnectedTime					CRITICALITY ignore	TYPE Extended-ConnectedTime						PRESENCE optional		}|
	{ ID id-TimeSyncAssistanceInfo					CRITICALITY ignore	TYPE TimeSyncAssistanceInfo						PRESENCE optional		}|
	{ ID id-UESliceMaximumBitRateList				CRITICALITY ignore	TYPE UESliceMaximumBitRateList					PRESENCE optional		}|
	{ ID id-FiveG-ProSeAuthorized					CRITICALITY ignore	TYPE FiveG-ProSeAuthorized						PRESENCE optional		}|
	{ ID id-FiveG-ProSeUEPC5AggregateMaximumBitRate	CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate		PRESENCE optional		}|
	{ ID id-FiveG-ProSePC5QoSParameters				CRITICALITY ignore	TYPE FiveG-ProSePC5QoSParameters				PRESENCE optional		},
	...
}

-- **************************************************************
--
-- HANDOVER REQUEST ACKNOWLEDGE
--
-- **************************************************************

HandoverRequestAcknowledge ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {HandoverRequestAcknowledgeIEs} },
	...
}

HandoverRequestAcknowledgeIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID								CRITICALITY ignore	TYPE AMF-UE-NGAP-ID											PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID								CRITICALITY ignore	TYPE RAN-UE-NGAP-ID											PRESENCE mandatory	}|
	{ ID id-PDUSessionResourceAdmittedList				CRITICALITY ignore	TYPE PDUSessionResourceAdmittedList					PRESENCE mandatory	}|
	{ ID id-PDUSessionResourceFailedToSetupListHOAck	CRITICALITY ignore	TYPE PDUSessionResourceFailedToSetupListHOAck		PRESENCE optional		}|
	{ ID id-TargetToSource-TransparentContainer			CRITICALITY reject	TYPE TargetToSource-TransparentContainer			PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics								PRESENCE optional		}|
	{ ID id-NPN-AccessInformation						CRITICALITY reject	TYPE NPN-AccessInformation								PRESENCE optional		}|
	{ ID id-RedCapIndication							CRITICALITY ignore	TYPE RedCapIndication										PRESENCE optional		},
	...
}


-- **************************************************************
--
-- HANDOVER FAILURE
--
-- **************************************************************

HandoverFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { HandoverFailureIEs} },
	...
}

HandoverFailureIEs NGAP-PROTOCOL-IES ::= {	
	{ ID id-AMF-UE-NGAP-ID				CRITICALITY ignore	TYPE AMF-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional		}|
	{ ID id-TargettoSource-Failure-TransparentContainer		CRITICALITY ignore	TYPE TargettoSource-Failure-TransparentContainer		PRESENCE optional		},
	...
}

-- **************************************************************
--
-- Handover Notification Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- HANDOVER NOTIFY
--
-- **************************************************************

HandoverNotify ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { HandoverNotifyIEs} },
	...
}

HandoverNotifyIEs NGAP-PROTOCOL-IES ::= {	
	{ ID id-AMF-UE-NGAP-ID				CRITICALITY reject	TYPE AMF-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID				CRITICALITY reject	TYPE RAN-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-UserLocationInformation		CRITICALITY ignore	TYPE UserLocationInformation	PRESENCE mandatory	}|
	{ ID id-NotifySourceNGRANNode		CRITICALITY ignore	TYPE NotifySourceNGRANNode		PRESENCE optional   	},
	...
}

-- **************************************************************
--
-- Path Switch Request Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- PATH SWITCH REQUEST
--
-- **************************************************************

PathSwitchRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { PathSwitchRequestIEs} },
	...
}

PathSwitchRequestIEs NGAP-PROTOCOL-IES ::= {	
	{ ID id-RAN-UE-NGAP-ID								CRITICALITY reject	TYPE RAN-UE-NGAP-ID											PRESENCE mandatory	}|
	{ ID id-SourceAMF-UE-NGAP-ID						CRITICALITY reject	TYPE AMF-UE-NGAP-ID											PRESENCE mandatory	}|
	{ ID id-UserLocationInformation						CRITICALITY ignore	TYPE UserLocationInformation							PRESENCE mandatory	}|
	{ ID id-UESecurityCapabilities						CRITICALITY ignore	TYPE UESecurityCapabilities								PRESENCE mandatory	}|
	{ ID id-PDUSessionResourceToBeSwitchedDLList		CRITICALITY reject	TYPE PDUSessionResourceToBeSwitchedDLList			PRESENCE mandatory	}|
	{ ID id-PDUSessionResourceFailedToSetupListPSReq	CRITICALITY ignore	TYPE PDUSessionResourceFailedToSetupListPSReq		PRESENCE optional		}|
	{ ID id-RRC-Resume-Cause							CRITICALITY ignore	TYPE RRCEstablishmentCause								PRESENCE optional		}|
	{ ID id-RedCapIndication							CRITICALITY ignore	TYPE RedCapIndication										PRESENCE optional		},
	...
}


-- **************************************************************
--
-- PATH SWITCH REQUEST ACKNOWLEDGE
--
-- **************************************************************

PathSwitchRequestAcknowledge ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { PathSwitchRequestAcknowledgeIEs} },
	...
}

PathSwitchRequestAcknowledgeIEs NGAP-PROTOCOL-IES ::= {	
	{ ID id-AMF-UE-NGAP-ID								CRITICALITY ignore	TYPE AMF-UE-NGAP-ID										PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID								CRITICALITY ignore	TYPE RAN-UE-NGAP-ID										PRESENCE mandatory	}|
	{ ID id-UESecurityCapabilities						CRITICALITY reject	TYPE UESecurityCapabilities							PRESENCE optional		}|
	{ ID id-SecurityContext								CRITICALITY reject	TYPE SecurityContext									PRESENCE mandatory	}|
	{ ID id-NewSecurityContextInd						CRITICALITY reject	TYPE NewSecurityContextInd							PRESENCE optional		}|
	{ ID id-PDUSessionResourceSwitchedList				CRITICALITY ignore	TYPE PDUSessionResourceSwitchedList				PRESENCE mandatory	}|
	{ ID id-PDUSessionResourceReleasedListPSAck			CRITICALITY ignore	TYPE PDUSessionResourceReleasedListPSAck		PRESENCE optional		}|
	{ ID id-AllowedNSSAI								CRITICALITY reject	TYPE AllowedNSSAI										PRESENCE mandatory	}|
	{ ID id-CoreNetworkAssistanceInformationForInactive		CRITICALITY ignore	TYPE CoreNetworkAssistanceInformationForInactive		PRESENCE optional		}|
	{ ID id-RRCInactiveTransitionReportRequest			CRITICALITY ignore	TYPE RRCInactiveTransitionReportRequest			PRESENCE optional		}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics							PRESENCE optional		}|
	{ ID id-RedirectionVoiceFallback					CRITICALITY ignore	TYPE RedirectionVoiceFallback						PRESENCE optional		}|
	{ ID id-CNAssistedRANTuning							CRITICALITY ignore	TYPE CNAssistedRANTuning								PRESENCE optional		}|
	{ ID id-SRVCCOperationPossible						CRITICALITY ignore	TYPE SRVCCOperationPossible							PRESENCE optional		}|
	{ ID id-Enhanced-CoverageRestriction				CRITICALITY ignore	TYPE Enhanced-CoverageRestriction					PRESENCE optional		}|
	{ ID id-Extended-ConnectedTime						CRITICALITY ignore	TYPE Extended-ConnectedTime							PRESENCE optional		}|
	{ ID id-UE-DifferentiationInfo						CRITICALITY ignore	TYPE UE-DifferentiationInfo							PRESENCE optional		}|
	{ ID id-NRV2XServicesAuthorized						CRITICALITY ignore	TYPE NRV2XServicesAuthorized						PRESENCE optional		}|
	{ ID id-LTEV2XServicesAuthorized					CRITICALITY ignore	TYPE LTEV2XServicesAuthorized						PRESENCE optional		}|
	{ ID id-NRUESidelinkAggregateMaximumBitrate			CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate		PRESENCE optional		}|
	{ ID id-LTEUESidelinkAggregateMaximumBitrate		CRITICALITY ignore	TYPE LTEUESidelinkAggregateMaximumBitrate		PRESENCE optional		}|
	{ ID id-PC5QoSParameters							CRITICALITY ignore	TYPE PC5QoSParameters									PRESENCE optional 	}|
	{ ID id-CEmodeBrestricted							CRITICALITY ignore	TYPE CEmodeBrestricted								PRESENCE optional		}|
	{ ID id-UE-UP-CIoT-Support							CRITICALITY ignore	TYPE UE-UP-CIoT-Support								PRESENCE optional		}|
	{ ID id-UERadioCapabilityID							CRITICALITY reject	TYPE UERadioCapabilityID								PRESENCE optional		}|
	{ ID id-ManagementBasedMDTPLMNList					CRITICALITY ignore	TYPE MDTPLMNList										PRESENCE optional		}|
	{ ID id-TimeSyncAssistanceInfo						CRITICALITY ignore	TYPE TimeSyncAssistanceInfo							PRESENCE optional		}|
	{ ID id-FiveG-ProSeAuthorized						CRITICALITY ignore	TYPE FiveG-ProSeAuthorized							PRESENCE optional		}|
	{ ID id-FiveG-ProSeUEPC5AggregateMaximumBitRate		CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate		PRESENCE optional		}|
	{ ID id-FiveG-ProSePC5QoSParameters					CRITICALITY ignore	TYPE FiveG-ProSePC5QoSParameters					PRESENCE optional		}|
	{ ID id-ManagementBasedMDTPLMNModificationList		CRITICALITY ignore	TYPE MDTPLMNModificationList						PRESENCE optional		}|
	{ ID id-IAB-Authorized								CRITICALITY ignore	TYPE IAB-Authorized										PRESENCE optional		},
	...
}


-- **************************************************************
--
-- PATH SWITCH REQUEST FAILURE
--
-- **************************************************************

PathSwitchRequestFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { PathSwitchRequestFailureIEs} },
	...
}

PathSwitchRequestFailureIEs NGAP-PROTOCOL-IES ::= {	
	{ ID id-AMF-UE-NGAP-ID							CRITICALITY ignore	TYPE AMF-UE-NGAP-ID									PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID							CRITICALITY ignore	TYPE RAN-UE-NGAP-ID									PRESENCE mandatory	}|
	{ ID id-PDUSessionResourceReleasedListPSFail	CRITICALITY ignore	TYPE PDUSessionResourceReleasedListPSFail	PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional		},
	...
}

-- **************************************************************
--
-- Handover Cancellation Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- HANDOVER CANCEL
--
-- **************************************************************

HandoverCancel ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { HandoverCancelIEs} },
	...
}

HandoverCancelIEs NGAP-PROTOCOL-IES ::= {	
	{ ID id-AMF-UE-NGAP-ID		CRITICALITY reject	TYPE AMF-UE-NGAP-ID		PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID		CRITICALITY reject	TYPE RAN-UE-NGAP-ID		PRESENCE mandatory	}|
	{ ID id-Cause				CRITICALITY ignore	TYPE Cause				PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- HANDOVER CANCEL ACKNOWLEDGE
--
-- **************************************************************

HandoverCancelAcknowledge ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { HandoverCancelAcknowledgeIEs} },
	...
}

HandoverCancelAcknowledgeIEs NGAP-PROTOCOL-IES ::= {	
	{ ID id-AMF-UE-NGAP-ID				CRITICALITY ignore	TYPE AMF-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID				CRITICALITY ignore	TYPE RAN-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional		},
	...
}

-- **************************************************************
--
-- HANDOVER SUCCESS ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- HANDOVER SUCCESS
--
-- **************************************************************

HandoverSuccess ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { HandoverSuccessIEs} },
	...
}

HandoverSuccessIEs NGAP-PROTOCOL-IES ::= {	
	{ ID id-AMF-UE-NGAP-ID		CRITICALITY reject	TYPE AMF-UE-NGAP-ID		PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID		CRITICALITY reject	TYPE RAN-UE-NGAP-ID		PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- UPLINK RAN EARLY STATUS TRANSFER ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Uplink RAN Early Status Transfer
--
-- **************************************************************

UplinkRANEarlyStatusTransfer ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {UplinkRANEarlyStatusTransferIEs} },
	...
}

UplinkRANEarlyStatusTransferIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID								CRITICALITY reject	TYPE AMF-UE-NGAP-ID		PRESENCE mandatory}|
	{ ID id-RAN-UE-NGAP-ID								CRITICALITY reject	TYPE RAN-UE-NGAP-ID		PRESENCE mandatory}|
	{ ID id-EarlyStatusTransfer-TransparentContainer    CRITICALITY reject  TYPE EarlyStatusTransfer-TransparentContainer	PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- DOWNLINK RAN EARLY STATUS TRANSFER ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Downlink RAN Early Status Transfer
--
-- **************************************************************

DownlinkRANEarlyStatusTransfer ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {DownlinkRANEarlyStatusTransferIEs} },
	...
}

DownlinkRANEarlyStatusTransferIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID								CRITICALITY reject	TYPE AMF-UE-NGAP-ID		PRESENCE mandatory}|
	{ ID id-RAN-UE-NGAP-ID								CRITICALITY reject	TYPE RAN-UE-NGAP-ID		PRESENCE mandatory}|
	{ ID id-EarlyStatusTransfer-TransparentContainer	CRITICALITY reject	TYPE EarlyStatusTransfer-TransparentContainer		PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- Uplink RAN Status Transfer Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- UPLINK RAN STATUS TRANSFER
--
-- **************************************************************

UplinkRANStatusTransfer ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {UplinkRANStatusTransferIEs} },
	...
}

UplinkRANStatusTransferIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID								CRITICALITY reject	TYPE AMF-UE-NGAP-ID		PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID								CRITICALITY reject	TYPE RAN-UE-NGAP-ID		PRESENCE mandatory	}|
	{ ID id-RANStatusTransfer-TransparentContainer		CRITICALITY reject	TYPE RANStatusTransfer-TransparentContainer	PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- Downlink RAN Status Transfer Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- DOWNLINK RAN STATUS TRANSFER
--
-- **************************************************************

DownlinkRANStatusTransfer ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {DownlinkRANStatusTransferIEs} },
	...
}

DownlinkRANStatusTransferIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID								CRITICALITY reject	TYPE AMF-UE-NGAP-ID			PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID								CRITICALITY reject	TYPE RAN-UE-NGAP-ID			PRESENCE mandatory	}|
	{ ID id-RANStatusTransfer-TransparentContainer		CRITICALITY reject	TYPE RANStatusTransfer-TransparentContainer		PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- PAGING ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- PAGING
--
-- **************************************************************

Paging ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {PagingIEs} },
	...
}

PagingIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-UEPagingIdentity				CRITICALITY ignore	TYPE UEPagingIdentity				PRESENCE mandatory	}|
	{ ID id-PagingDRX						CRITICALITY ignore	TYPE PagingDRX						PRESENCE optional		}|
	{ ID id-TAIListForPaging				CRITICALITY ignore	TYPE TAIListForPaging				PRESENCE mandatory	}|
	{ ID id-PagingPriority					CRITICALITY ignore	TYPE PagingPriority					PRESENCE optional		}|
	{ ID id-UERadioCapabilityForPaging		CRITICALITY ignore	TYPE UERadioCapabilityForPaging		PRESENCE optional		}|
	{ ID id-PagingOrigin					CRITICALITY ignore	TYPE PagingOrigin					PRESENCE optional		}|
	{ ID id-AssistanceDataForPaging			CRITICALITY ignore	TYPE AssistanceDataForPaging		PRESENCE optional		}|
	{ ID id-NB-IoT-Paging-eDRXInfo			CRITICALITY ignore	TYPE NB-IoT-Paging-eDRXInfo			PRESENCE optional		}|
	{ ID id-NB-IoT-PagingDRX				CRITICALITY ignore	TYPE NB-IoT-PagingDRX				PRESENCE optional		}|
	{ ID id-Enhanced-CoverageRestriction	CRITICALITY ignore	TYPE Enhanced-CoverageRestriction	PRESENCE optional		}|
	{ ID id-WUS-Assistance-Information		CRITICALITY ignore	TYPE WUS-Assistance-Information		PRESENCE optional		}|
	{ ID id-EUTRA-PagingeDRXInformation		CRITICALITY ignore	TYPE EUTRA-PagingeDRXInformation	PRESENCE optional		}|
	{ ID id-CEmodeBrestricted				CRITICALITY ignore	TYPE CEmodeBrestricted				PRESENCE optional		}|
	{ ID id-NR-PagingeDRXInformation		CRITICALITY ignore	TYPE NR-PagingeDRXInformation		PRESENCE optional		}|
	{ ID id-PagingCause						CRITICALITY ignore	TYPE PagingCause					PRESENCE optional		}|
	{ ID id-PEIPSassistanceInformation		CRITICALITY ignore	TYPE PEIPSassistanceInformation		PRESENCE optional		},
	...
}

-- **************************************************************
--
-- NAS TRANSPORT ELEMENTARY PROCEDURES
--
-- **************************************************************

-- **************************************************************
--
-- INITIAL UE MESSAGE
--
-- **************************************************************

InitialUEMessage ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {InitialUEMessage-IEs} },
	...
}

InitialUEMessage-IEs NGAP-PROTOCOL-IES ::= {
	{ ID id-RAN-UE-NGAP-ID							CRITICALITY reject	TYPE RAN-UE-NGAP-ID									PRESENCE mandatory	}|
	{ ID id-NAS-PDU									CRITICALITY reject	TYPE NAS-PDU										PRESENCE mandatory	}|
	{ ID id-UserLocationInformation					CRITICALITY reject	TYPE UserLocationInformation						PRESENCE mandatory	}|
	{ ID id-RRCEstablishmentCause					CRITICALITY ignore	TYPE RRCEstablishmentCause						PRESENCE mandatory	}|
	{ ID id-FiveG-S-TMSI							CRITICALITY reject	TYPE FiveG-S-TMSI									PRESENCE optional		}|
	{ ID id-AMFSetID								CRITICALITY ignore	TYPE AMFSetID										PRESENCE optional		}|
	{ ID id-UEContextRequest						CRITICALITY ignore	TYPE UEContextRequest								PRESENCE optional		}|
	{ ID id-AllowedNSSAI							CRITICALITY reject	TYPE AllowedNSSAI									PRESENCE optional		}|
	{ ID id-SourceToTarget-AMFInformationReroute	CRITICALITY ignore	TYPE SourceToTarget-AMFInformationReroute	PRESENCE optional		}|
	{ ID id-SelectedPLMNIdentity					CRITICALITY ignore	TYPE PLMNIdentity									PRESENCE optional		}|
	{ ID id-IABNodeIndication						CRITICALITY reject	TYPE IABNodeIndication								PRESENCE optional		}|
	{ ID id-CEmodeBSupport-Indicator				CRITICALITY reject	TYPE CEmodeBSupport-Indicator					PRESENCE optional		}|
	{ ID id-LTEM-Indication							CRITICALITY ignore	TYPE LTEM-Indication								PRESENCE optional		}|
	{ ID id-EDT-Session								CRITICALITY ignore	TYPE EDT-Session									PRESENCE optional		}|
	{ ID id-AuthenticatedIndication					CRITICALITY ignore	TYPE AuthenticatedIndication						PRESENCE optional		}|
	{ ID id-NPN-AccessInformation					CRITICALITY reject	TYPE NPN-AccessInformation						PRESENCE optional		}|
	{ ID id-RedCapIndication						CRITICALITY ignore	TYPE RedCapIndication								PRESENCE optional		},
	...
}

-- **************************************************************
--
-- DOWNLINK NAS TRANSPORT
--
-- **************************************************************

DownlinkNASTransport ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {DownlinkNASTransport-IEs} },
	...
}

DownlinkNASTransport-IEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID					CRITICALITY reject	TYPE AMF-UE-NGAP-ID					PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID					CRITICALITY reject	TYPE RAN-UE-NGAP-ID					PRESENCE mandatory	}|
	{ ID id-OldAMF							CRITICALITY reject	TYPE AMFName						PRESENCE optional		}|
	{ ID id-RANPagingPriority				CRITICALITY ignore	TYPE RANPagingPriority				PRESENCE optional		}|
	{ ID id-NAS-PDU							CRITICALITY reject	TYPE NAS-PDU						PRESENCE mandatory	}|
	{ ID id-MobilityRestrictionList			CRITICALITY ignore	TYPE MobilityRestrictionList		PRESENCE optional		}|
	{ ID id-IndexToRFSP						CRITICALITY ignore	TYPE IndexToRFSP					PRESENCE optional		}|
	{ ID id-UEAggregateMaximumBitRate		CRITICALITY ignore	TYPE UEAggregateMaximumBitRate		PRESENCE optional		}|
	{ ID id-AllowedNSSAI					CRITICALITY reject	TYPE AllowedNSSAI					PRESENCE optional		}|
	{ ID id-SRVCCOperationPossible			CRITICALITY ignore	TYPE SRVCCOperationPossible			PRESENCE optional		}|
	{ ID id-Enhanced-CoverageRestriction	CRITICALITY ignore	TYPE Enhanced-CoverageRestriction	PRESENCE optional		}|
	{ ID id-Extended-ConnectedTime			CRITICALITY ignore	TYPE Extended-ConnectedTime			PRESENCE optional		}|
	{ ID id-UE-DifferentiationInfo			CRITICALITY ignore	TYPE UE-DifferentiationInfo			PRESENCE optional		}|
	{ ID id-CEmodeBrestricted				CRITICALITY ignore	TYPE CEmodeBrestricted				PRESENCE optional		}|
	{ ID id-UERadioCapability				CRITICALITY ignore	TYPE UERadioCapability				PRESENCE optional		}|
	{ ID id-UECapabilityInfoRequest			CRITICALITY ignore	TYPE UECapabilityInfoRequest		PRESENCE optional		}|
	{ ID id-EndIndication					CRITICALITY ignore	TYPE EndIndication					PRESENCE optional		}|
	{ ID id-UERadioCapabilityID				CRITICALITY reject	TYPE UERadioCapabilityID			PRESENCE optional		}|
	{ ID id-TargetNSSAIInformation			CRITICALITY ignore	TYPE TargetNSSAIInformation			PRESENCE optional		}|
	{ ID id-MaskedIMEISV					CRITICALITY ignore	TYPE MaskedIMEISV					PRESENCE optional		},
	...
}

-- **************************************************************
--
-- UPLINK NAS TRANSPORT
--
-- **************************************************************

UplinkNASTransport ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{ {UplinkNASTransport-IEs} },
	...
}

UplinkNASTransport-IEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID				CRITICALITY reject	TYPE AMF-UE-NGAP-ID					PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID				CRITICALITY reject	TYPE RAN-UE-NGAP-ID					PRESENCE mandatory	}|
	{ ID id-NAS-PDU						CRITICALITY reject	TYPE NAS-PDU						PRESENCE mandatory	}|
	{ ID id-UserLocationInformation		CRITICALITY ignore	TYPE UserLocationInformation		PRESENCE mandatory	}|
	{ ID id-W-AGFIdentityInformation	CRITICALITY reject	TYPE OCTET STRING					PRESENCE optional	}|
	{ ID id-TNGFIdentityInformation		CRITICALITY reject	TYPE OCTET STRING					PRESENCE optional	}|
	{ ID id-TWIFIdentityInformation		CRITICALITY reject	TYPE OCTET STRING					PRESENCE optional	},
	...
}

-- **************************************************************
--
-- NAS NON DELIVERY INDICATION
--
-- **************************************************************

NASNonDeliveryIndication ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {NASNonDeliveryIndication-IEs} },
	...
}

NASNonDeliveryIndication-IEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID		CRITICALITY reject	TYPE AMF-UE-NGAP-ID		PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID		CRITICALITY reject	TYPE RAN-UE-NGAP-ID		PRESENCE mandatory	}|
	{ ID id-NAS-PDU				CRITICALITY ignore	TYPE NAS-PDU			PRESENCE mandatory	}|
	{ ID id-Cause				CRITICALITY ignore	TYPE Cause				PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- REROUTE NAS REQUEST
--
-- **************************************************************

RerouteNASRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {RerouteNASRequest-IEs} },
	...
}

RerouteNASRequest-IEs NGAP-PROTOCOL-IES ::= {
	{ ID id-RAN-UE-NGAP-ID							CRITICALITY reject	TYPE RAN-UE-NGAP-ID									PRESENCE mandatory	}|
	{ ID id-AMF-UE-NGAP-ID							CRITICALITY ignore	TYPE AMF-UE-NGAP-ID									PRESENCE optional		}|
	{ ID id-NGAP-Message							CRITICALITY reject	TYPE OCTET STRING									PRESENCE mandatory	}|
	{ ID id-AMFSetID								CRITICALITY reject	TYPE AMFSetID										PRESENCE mandatory	}|
	{ ID id-AllowedNSSAI							CRITICALITY reject	TYPE AllowedNSSAI									PRESENCE optional		}|
	{ ID id-SourceToTarget-AMFInformationReroute	CRITICALITY ignore	TYPE SourceToTarget-AMFInformationReroute	PRESENCE optional 	},
	...
}

-- **************************************************************
--
-- INTERFACE MANAGEMENT ELEMENTARY PROCEDURES
--
-- **************************************************************

-- **************************************************************
--
-- NG Setup Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- NG SETUP REQUEST
--
-- **************************************************************

NGSetupRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {NGSetupRequestIEs} },
	...
}

NGSetupRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-GlobalRANNodeID				CRITICALITY reject	TYPE GlobalRANNodeID				PRESENCE mandatory	}|
	{ ID id-RANNodeName					CRITICALITY ignore	TYPE RANNodeName					PRESENCE optional	}|
	{ ID id-SupportedTAList				CRITICALITY reject	TYPE SupportedTAList				PRESENCE mandatory	}|
	{ ID id-DefaultPagingDRX			CRITICALITY ignore	TYPE PagingDRX						PRESENCE mandatory	}|
	{ ID id-UERetentionInformation		CRITICALITY ignore	TYPE UERetentionInformation			PRESENCE optional	}|
	{ ID id-NB-IoT-DefaultPagingDRX		CRITICALITY ignore	TYPE NB-IoT-DefaultPagingDRX		PRESENCE optional	}|
	{ ID id-Extended-RANNodeName		CRITICALITY ignore	TYPE Extended-RANNodeName			PRESENCE optional	},
	...
}

-- **************************************************************
--
-- NG SETUP RESPONSE
--
-- **************************************************************

NGSetupResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {NGSetupResponseIEs} },
	...
}

NGSetupResponseIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMFName						CRITICALITY reject	TYPE AMFName					PRESENCE mandatory	}|
	{ ID id-ServedGUAMIList				CRITICALITY reject	TYPE ServedGUAMIList			PRESENCE mandatory	}|
	{ ID id-RelativeAMFCapacity			CRITICALITY ignore	TYPE RelativeAMFCapacity		PRESENCE mandatory	}|
	{ ID id-PLMNSupportList				CRITICALITY reject	TYPE PLMNSupportList			PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional		}|
	{ ID id-UERetentionInformation		CRITICALITY ignore	TYPE UERetentionInformation		PRESENCE optional		}|
	{ ID id-IAB-Supported				CRITICALITY ignore	TYPE IAB-Supported				PRESENCE optional		}|
	{ ID id-Extended-AMFName			CRITICALITY ignore	TYPE Extended-AMFName			PRESENCE optional		},
	...
}

-- **************************************************************
--
-- NG SETUP FAILURE
--
-- **************************************************************

NGSetupFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {NGSetupFailureIEs} },
	...
}

NGSetupFailureIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-TimeToWait					CRITICALITY ignore	TYPE TimeToWait					PRESENCE optional		}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional		},
	...
}

-- **************************************************************
--
-- RAN Configuration Update Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- RAN CONFIGURATION UPDATE 
--
-- **************************************************************

RANConfigurationUpdate ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {RANConfigurationUpdateIEs} },
	...
}

RANConfigurationUpdateIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-RANNodeName								CRITICALITY ignore	TYPE RANNodeName									PRESENCE optional	}|
	{ ID id-SupportedTAList							CRITICALITY reject	TYPE SupportedTAList								PRESENCE optional	}|
	{ ID id-DefaultPagingDRX						CRITICALITY ignore	TYPE PagingDRX										PRESENCE optional	}|
	{ ID id-GlobalRANNodeID							CRITICALITY ignore	TYPE GlobalRANNodeID								PRESENCE optional	}|
	{ ID id-NGRAN-TNLAssociationToRemoveList		CRITICALITY reject	TYPE NGRAN-TNLAssociationToRemoveList			PRESENCE optional	}|
	{ ID id-NB-IoT-DefaultPagingDRX					CRITICALITY ignore	TYPE NB-IoT-DefaultPagingDRX						PRESENCE optional	}|
	{ ID id-Extended-RANNodeName					CRITICALITY ignore	TYPE Extended-RANNodeName							PRESENCE optional	},
	...
}

-- **************************************************************
--
-- RAN CONFIGURATION UPDATE ACKNOWLEDGE
--
-- **************************************************************

RANConfigurationUpdateAcknowledge ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {RANConfigurationUpdateAcknowledgeIEs} },
	...
}

RANConfigurationUpdateAcknowledgeIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional		},
	...
}

-- **************************************************************
--
-- RAN CONFIGURATION UPDATE FAILURE
--
-- **************************************************************

RANConfigurationUpdateFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {RANConfigurationUpdateFailureIEs} },
	...
}

RANConfigurationUpdateFailureIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-TimeToWait					CRITICALITY ignore	TYPE TimeToWait					PRESENCE optional		}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional		},
...
}

-- **************************************************************
--
-- AMF Configuration Update Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- AMF CONFIGURATION UPDATE 
--
-- **************************************************************

AMFConfigurationUpdate ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {AMFConfigurationUpdateIEs} },
	...
}

AMFConfigurationUpdateIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMFName								CRITICALITY reject	TYPE AMFName								PRESENCE optional		}|
	{ ID id-ServedGUAMIList						CRITICALITY reject	TYPE ServedGUAMIList						PRESENCE optional		}|
	{ ID id-RelativeAMFCapacity					CRITICALITY ignore	TYPE RelativeAMFCapacity					PRESENCE optional		}|
	{ ID id-PLMNSupportList						CRITICALITY reject	TYPE PLMNSupportList						PRESENCE optional		}|
	{ ID id-AMF-TNLAssociationToAddList			CRITICALITY ignore	TYPE AMF-TNLAssociationToAddList			PRESENCE optional		}|
	{ ID id-AMF-TNLAssociationToRemoveList		CRITICALITY ignore	TYPE AMF-TNLAssociationToRemoveList		PRESENCE optional		}|
	{ ID id-AMF-TNLAssociationToUpdateList		CRITICALITY ignore	TYPE AMF-TNLAssociationToUpdateList		PRESENCE optional		}|
	{ ID id-Extended-AMFName					CRITICALITY ignore	TYPE Extended-AMFName						PRESENCE optional		},
	...
}

-- **************************************************************
--
-- AMF CONFIGURATION UPDATE ACKNOWLEDGE
--
-- **************************************************************

AMFConfigurationUpdateAcknowledge ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {AMFConfigurationUpdateAcknowledgeIEs} },
	...
}

AMFConfigurationUpdateAcknowledgeIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-TNLAssociationSetupList				CRITICALITY ignore	TYPE AMF-TNLAssociationSetupList			PRESENCE optional		}|
	{ ID id-AMF-TNLAssociationFailedToSetupList		CRITICALITY ignore	TYPE TNLAssociationList							PRESENCE optional		}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics					PRESENCE optional		},
	...
}

-- **************************************************************
--
-- AMF CONFIGURATION UPDATE FAILURE
--
-- **************************************************************

AMFConfigurationUpdateFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {AMFConfigurationUpdateFailureIEs} },
	...
}

AMFConfigurationUpdateFailureIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-TimeToWait					CRITICALITY ignore	TYPE TimeToWait					PRESENCE optional		}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional		},
	...
}

-- **************************************************************
--
-- AMF Status Indication Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- AMF STATUS INDICATION
--
-- **************************************************************

AMFStatusIndication ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {AMFStatusIndicationIEs} },
	...
}

AMFStatusIndicationIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-UnavailableGUAMIList		CRITICALITY reject	TYPE UnavailableGUAMIList		PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- NG Reset Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- NG RESET
--
-- **************************************************************

NGReset ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {NGResetIEs} },
	...
}

NGResetIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-ResetType					CRITICALITY reject	TYPE ResetType					PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- NG RESET ACKNOWLEDGE
--
-- **************************************************************

NGResetAcknowledge ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {NGResetAcknowledgeIEs} },
	...
}

NGResetAcknowledgeIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-UE-associatedLogicalNG-connectionList			CRITICALITY ignore	TYPE UE-associatedLogicalNG-connectionList			PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics							CRITICALITY ignore	TYPE CriticalityDiagnostics								PRESENCE optional	},
	...
}

-- **************************************************************
--
-- Error Indication Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- ERROR INDICATION
--
-- **************************************************************

ErrorIndication ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {ErrorIndicationIEs} },
	...
}

ErrorIndicationIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID				CRITICALITY ignore	TYPE AMF-UE-NGAP-ID				PRESENCE optional		}|
	{ ID id-RAN-UE-NGAP-ID				CRITICALITY ignore	TYPE RAN-UE-NGAP-ID				PRESENCE optional		}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE optional		}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional		}|
	{ ID id-FiveG-S-TMSI				CRITICALITY ignore	TYPE FiveG-S-TMSI				PRESENCE optional		},
	...
}

-- **************************************************************
--
-- OVERLOAD START
--
-- **************************************************************

OverloadStart ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {OverloadStartIEs} },
	...
}

OverloadStartIEs NGAP-PROTOCOL-IES ::= {	
	{ ID id-AMFOverloadResponse						CRITICALITY reject	TYPE OverloadResponse							PRESENCE optional 	}|
	{ ID id-AMFTrafficLoadReductionIndication		CRITICALITY ignore	TYPE TrafficLoadReductionIndication		PRESENCE optional		}|
	{ ID id-OverloadStartNSSAIList					CRITICALITY ignore	TYPE OverloadStartNSSAIList					PRESENCE optional		},
	...
}

-- **************************************************************
--
-- OVERLOAD STOP
--
-- **************************************************************

OverloadStop ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {OverloadStopIEs} },
	...
}

OverloadStopIEs NGAP-PROTOCOL-IES ::= {	
	...
}

-- **************************************************************
--
-- CONFIGURATION TRANSFER ELEMENTARY PROCEDURES
--
-- **************************************************************

-- **************************************************************
--
-- UPLINK RAN CONFIGURATION TRANSFER
--
-- **************************************************************

UplinkRANConfigurationTransfer ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {UplinkRANConfigurationTransferIEs} },
	...
}

UplinkRANConfigurationTransferIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-SONConfigurationTransferUL					CRITICALITY ignore	TYPE SONConfigurationTransfer						PRESENCE optional		}|
	{ ID id-ENDC-SONConfigurationTransferUL				CRITICALITY ignore	TYPE EN-DCSONConfigurationTransfer				PRESENCE optional		}|
	{ ID id-IntersystemSONConfigurationTransferUL		CRITICALITY ignore	TYPE IntersystemSONConfigurationTransfer		PRESENCE optional		},
	...
}

-- **************************************************************
--
-- DOWNLINK RAN CONFIGURATION TRANSFER
--
-- **************************************************************

DownlinkRANConfigurationTransfer ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {DownlinkRANConfigurationTransferIEs} },
	...
}

DownlinkRANConfigurationTransferIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-SONConfigurationTransferDL					CRITICALITY ignore	TYPE SONConfigurationTransfer						PRESENCE optional		}|
	{ ID id-ENDC-SONConfigurationTransferDL				CRITICALITY ignore	TYPE EN-DCSONConfigurationTransfer				PRESENCE optional		}|
	{ ID id-IntersystemSONConfigurationTransferDL		CRITICALITY ignore	TYPE IntersystemSONConfigurationTransfer		PRESENCE optional		},
	...
}

-- **************************************************************
--
-- WARNING MESSAGE TRANSMISSION ELEMENTARY PROCEDURES 
--
-- **************************************************************

-- **************************************************************
--
-- Write-Replace Warning Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- WRITE-REPLACE WARNING REQUEST
--
-- **************************************************************

WriteReplaceWarningRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {WriteReplaceWarningRequestIEs} },
	...
}

WriteReplaceWarningRequestIEs NGAP-PROTOCOL-IES ::= {	
	{ ID id-MessageIdentifier				CRITICALITY reject	TYPE MessageIdentifier					PRESENCE mandatory	}|
	{ ID id-SerialNumber					CRITICALITY reject	TYPE SerialNumber						PRESENCE mandatory	}|
	{ ID id-WarningAreaList					CRITICALITY ignore	TYPE WarningAreaList					PRESENCE optional		}|
	{ ID id-RepetitionPeriod				CRITICALITY reject	TYPE RepetitionPeriod					PRESENCE mandatory	}|
	{ ID id-NumberOfBroadcastsRequested		CRITICALITY reject	TYPE NumberOfBroadcastsRequested		PRESENCE mandatory	}|
	{ ID id-WarningType						CRITICALITY ignore	TYPE WarningType						PRESENCE optional		}|
	{ ID id-WarningSecurityInfo				CRITICALITY ignore	TYPE WarningSecurityInfo				PRESENCE optional		}|
	{ ID id-DataCodingScheme				CRITICALITY ignore	TYPE DataCodingScheme					PRESENCE optional		}|
	{ ID id-WarningMessageContents			CRITICALITY ignore	TYPE WarningMessageContents				PRESENCE optional		}|
	{ ID id-ConcurrentWarningMessageInd		CRITICALITY reject	TYPE ConcurrentWarningMessageInd		PRESENCE optional		}|
	{ ID id-WarningAreaCoordinates			CRITICALITY ignore	TYPE WarningAreaCoordinates				PRESENCE optional		},
	...
}

-- **************************************************************
--
-- WRITE-REPLACE WARNING RESPONSE
--
-- **************************************************************

WriteReplaceWarningResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container		{ {WriteReplaceWarningResponseIEs} },
	...
}

WriteReplaceWarningResponseIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MessageIdentifier				CRITICALITY reject	TYPE MessageIdentifier					PRESENCE mandatory	}|
	{ ID id-SerialNumber					CRITICALITY reject	TYPE SerialNumber						PRESENCE mandatory	}|
	{ ID id-BroadcastCompletedAreaList		CRITICALITY ignore	TYPE BroadcastCompletedAreaList			PRESENCE optional		}|
	{ ID id-CriticalityDiagnostics			CRITICALITY ignore	TYPE CriticalityDiagnostics				PRESENCE optional		},
	...
}

-- **************************************************************
--
-- PWS Cancel Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- PWS CANCEL REQUEST
--
-- **************************************************************

PWSCancelRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {PWSCancelRequestIEs} },
	...
}

PWSCancelRequestIEs NGAP-PROTOCOL-IES ::= {	
	{ ID id-MessageIdentifier			CRITICALITY reject	TYPE MessageIdentifier				PRESENCE mandatory	}|
	{ ID id-SerialNumber				CRITICALITY reject	TYPE SerialNumber					PRESENCE mandatory	}|
	{ ID id-WarningAreaList				CRITICALITY ignore	TYPE WarningAreaList				PRESENCE optional	}|
	{ ID id-CancelAllWarningMessages	CRITICALITY reject	TYPE CancelAllWarningMessages		PRESENCE optional	},
	...
}

-- **************************************************************
--
-- PWS CANCEL RESPONSE
--
-- **************************************************************

PWSCancelResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {PWSCancelResponseIEs} },
	...
}

PWSCancelResponseIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MessageIdentifier			CRITICALITY reject	TYPE MessageIdentifier				PRESENCE mandatory	}|
	{ ID id-SerialNumber				CRITICALITY reject	TYPE SerialNumber					PRESENCE mandatory	}|
	{ ID id-BroadcastCancelledAreaList	CRITICALITY ignore	TYPE BroadcastCancelledAreaList		PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional	},
	...
}

-- **************************************************************
--
-- PWS Restart Indication Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- PWS RESTART INDICATION
--
-- **************************************************************

PWSRestartIndication ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {PWSRestartIndicationIEs} },
	...
}

PWSRestartIndicationIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-CellIDListForRestart			CRITICALITY reject	TYPE CellIDListForRestart				PRESENCE mandatory	}|
	{ ID id-GlobalRANNodeID					CRITICALITY reject	TYPE GlobalRANNodeID					PRESENCE mandatory	}|
	{ ID id-TAIListForRestart				CRITICALITY reject	TYPE TAIListForRestart					PRESENCE mandatory	}|
	{ ID id-EmergencyAreaIDListForRestart	CRITICALITY reject	TYPE EmergencyAreaIDListForRestart	PRESENCE optional		},
	...
}

-- **************************************************************
--
-- PWS Failure Indication Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- PWS FAILURE INDICATION
--
-- **************************************************************

PWSFailureIndication ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {PWSFailureIndicationIEs} },
	...
}

PWSFailureIndicationIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-PWSFailedCellIDList			CRITICALITY reject	TYPE PWSFailedCellIDList	PRESENCE mandatory	}|
	{ ID id-GlobalRANNodeID				CRITICALITY reject	TYPE GlobalRANNodeID		PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- NRPPA TRANSPORT ELEMENTARY PROCEDURES
--
-- **************************************************************

-- **************************************************************
--
-- DOWNLINK UE ASSOCIATED NRPPA TRANSPORT
--
-- **************************************************************

DownlinkUEAssociatedNRPPaTransport ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {DownlinkUEAssociatedNRPPaTransportIEs} },
	...
}

DownlinkUEAssociatedNRPPaTransportIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID			CRITICALITY reject	TYPE AMF-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID			CRITICALITY reject	TYPE RAN-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-RoutingID				CRITICALITY reject	TYPE RoutingID					PRESENCE mandatory	}|
	{ ID id-NRPPa-PDU				CRITICALITY reject	TYPE NRPPa-PDU					PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- UPLINK UE ASSOCIATED NRPPA TRANSPORT
--
-- **************************************************************

UplinkUEAssociatedNRPPaTransport ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {UplinkUEAssociatedNRPPaTransportIEs} },
	...
}

UplinkUEAssociatedNRPPaTransportIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID			CRITICALITY reject	TYPE AMF-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID			CRITICALITY reject	TYPE RAN-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-RoutingID				CRITICALITY reject	TYPE RoutingID					PRESENCE mandatory	}|
	{ ID id-NRPPa-PDU				CRITICALITY reject	TYPE NRPPa-PDU					PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- DOWNLINK NON UE ASSOCIATED NRPPA TRANSPORT
--
-- **************************************************************

DownlinkNonUEAssociatedNRPPaTransport ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {DownlinkNonUEAssociatedNRPPaTransportIEs} },
	...
}

DownlinkNonUEAssociatedNRPPaTransportIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-RoutingID				CRITICALITY reject	TYPE RoutingID					PRESENCE mandatory	}|
	{ ID id-NRPPa-PDU				CRITICALITY reject	TYPE NRPPa-PDU					PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- UPLINK NON UE ASSOCIATED NRPPA TRANSPORT
--
-- **************************************************************

UplinkNonUEAssociatedNRPPaTransport ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {UplinkNonUEAssociatedNRPPaTransportIEs} },
	...
}

UplinkNonUEAssociatedNRPPaTransportIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-RoutingID				CRITICALITY reject	TYPE RoutingID					PRESENCE mandatory	}|
	{ ID id-NRPPa-PDU				CRITICALITY reject	TYPE NRPPa-PDU					PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- TRACE ELEMENTARY PROCEDURES
--
-- **************************************************************

-- **************************************************************
--
-- TRACE START
--
-- **************************************************************

TraceStart ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {TraceStartIEs} },
	...
}

TraceStartIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID				CRITICALITY reject	TYPE AMF-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID				CRITICALITY reject	TYPE RAN-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-TraceActivation				CRITICALITY ignore	TYPE TraceActivation			PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- TRACE FAILURE INDICATION
--
-- **************************************************************

TraceFailureIndication ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {TraceFailureIndicationIEs} },
	...
}

TraceFailureIndicationIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID				CRITICALITY reject	TYPE AMF-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID				CRITICALITY reject	TYPE RAN-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-NGRANTraceID				CRITICALITY ignore	TYPE NGRANTraceID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- DEACTIVATE TRACE
--
-- **************************************************************

DeactivateTrace ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {DeactivateTraceIEs} },
	...
}

DeactivateTraceIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID				CRITICALITY reject	TYPE AMF-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID				CRITICALITY reject	TYPE RAN-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-NGRANTraceID				CRITICALITY ignore	TYPE NGRANTraceID				PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- CELL TRAFFIC TRACE
--
-- **************************************************************

CellTrafficTrace ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {CellTrafficTraceIEs} },
	...
}

CellTrafficTraceIEs NGAP-PROTOCOL-IES ::= {
	{ID id-AMF-UE-NGAP-ID					CRITICALITY reject	TYPE AMF-UE-NGAP-ID				PRESENCE mandatory	}|
	{ID id-RAN-UE-NGAP-ID					CRITICALITY reject	TYPE RAN-UE-NGAP-ID				PRESENCE mandatory	}|
	{ID id-NGRANTraceID						CRITICALITY ignore	TYPE NGRANTraceID				PRESENCE mandatory	}|
	{ID id-NGRAN-CGI						CRITICALITY ignore	TYPE NGRAN-CGI					PRESENCE mandatory	}|
	{ID id-TraceCollectionEntityIPAddress	CRITICALITY ignore	TYPE TransportLayerAddress		PRESENCE mandatory	}|
	{ID id-PrivacyIndicator					CRITICALITY ignore	TYPE PrivacyIndicator			PRESENCE optional	}|
	{ID id-TraceCollectionEntityURI			CRITICALITY ignore	TYPE URI-address				PRESENCE optional	},
	...
}

-- **************************************************************
--
-- LOCATION REPORTING ELEMENTARY PROCEDURES
--
-- **************************************************************

-- **************************************************************
--
-- LOCATION REPORTING CONTROL
--
-- **************************************************************

LocationReportingControl ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container		{ {LocationReportingControlIEs} },
	...
}

LocationReportingControlIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID					CRITICALITY reject	TYPE AMF-UE-NGAP-ID						PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID					CRITICALITY reject	TYPE RAN-UE-NGAP-ID						PRESENCE mandatory	}|
	{ ID id-LocationReportingRequestType	CRITICALITY ignore	TYPE LocationReportingRequestType		PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- LOCATION REPORTING FAILURE INDICATION
--
-- **************************************************************

LocationReportingFailureIndication ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container		{ {LocationReportingFailureIndicationIEs} },
	...
}

LocationReportingFailureIndicationIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID			CRITICALITY reject	TYPE AMF-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID			CRITICALITY reject	TYPE RAN-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-Cause					CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- LOCATION REPORT
--
-- **************************************************************

LocationReport ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container		{ {LocationReportIEs} },
	...
}

LocationReportIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID						CRITICALITY reject	TYPE AMF-UE-NGAP-ID							PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID						CRITICALITY reject	TYPE RAN-UE-NGAP-ID							PRESENCE mandatory	}|
	{ ID id-UserLocationInformation				CRITICALITY ignore	TYPE UserLocationInformation				PRESENCE mandatory	}|
	{ ID id-UEPresenceInAreaOfInterestList		CRITICALITY ignore	TYPE UEPresenceInAreaOfInterestList		PRESENCE optional		}|
	{ ID id-LocationReportingRequestType		CRITICALITY ignore	TYPE LocationReportingRequestType		PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- UE TNLA BINDING ELEMENTARY PROCEDURES
--
-- **************************************************************

-- **************************************************************
--
-- UE TNLA BINDING RELEASE REQUEST
--
-- **************************************************************

UETNLABindingReleaseRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container		{ {UETNLABindingReleaseRequestIEs} },
	...
}

UETNLABindingReleaseRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID		CRITICALITY reject	TYPE AMF-UE-NGAP-ID		PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID		CRITICALITY reject	TYPE RAN-UE-NGAP-ID		PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- UE RADIO CAPABILITY MANAGEMENT ELEMENTARY PROCEDURES
--
-- **************************************************************

-- **************************************************************
--
-- UE RADIO CAPABILITY INFO INDICATION
--
-- **************************************************************

UERadioCapabilityInfoIndication ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container		{ {UERadioCapabilityInfoIndicationIEs} },
	...
}

UERadioCapabilityInfoIndicationIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID					CRITICALITY reject	TYPE AMF-UE-NGAP-ID					PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID					CRITICALITY reject	TYPE RAN-UE-NGAP-ID					PRESENCE mandatory	}|
	{ ID id-UERadioCapability				CRITICALITY ignore	TYPE UERadioCapability				PRESENCE mandatory	}|
	{ ID id-UERadioCapabilityForPaging		CRITICALITY ignore	TYPE UERadioCapabilityForPaging		PRESENCE optional		}|
	{ ID id-UERadioCapability-EUTRA-Format	CRITICALITY ignore	TYPE UERadioCapability				PRESENCE optional		},
	...
}

-- **************************************************************
--
-- UE Radio Capability Check Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- UE RADIO CAPABILITY CHECK REQUEST
--
-- **************************************************************

UERadioCapabilityCheckRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {UERadioCapabilityCheckRequestIEs} },
	...
}

UERadioCapabilityCheckRequestIEs NGAP-PROTOCOL-IES ::= {	
	{ ID id-AMF-UE-NGAP-ID			CRITICALITY reject	TYPE AMF-UE-NGAP-ID			PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID			CRITICALITY reject	TYPE RAN-UE-NGAP-ID			PRESENCE mandatory	}|
	{ ID id-UERadioCapability		CRITICALITY ignore	TYPE UERadioCapability		PRESENCE optional	}|
	{ ID id-UERadioCapabilityID		CRITICALITY reject	TYPE UERadioCapabilityID	PRESENCE optional	},
	...
}

-- **************************************************************
--
-- UE RADIO CAPABILITY CHECK RESPONSE
--
-- **************************************************************

UERadioCapabilityCheckResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {UERadioCapabilityCheckResponseIEs} },
	...
}

UERadioCapabilityCheckResponseIEs NGAP-PROTOCOL-IES ::= {	
	{ ID id-AMF-UE-NGAP-ID					CRITICALITY ignore	TYPE AMF-UE-NGAP-ID					PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID					CRITICALITY ignore	TYPE RAN-UE-NGAP-ID					PRESENCE mandatory	}|
	{ ID id-IMSVoiceSupportIndicator		CRITICALITY reject	TYPE IMSVoiceSupportIndicator		PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics			CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional		},
	...
}

-- **************************************************************
--
-- PRIVATE MESSAGE ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- PRIVATE MESSAGE
--
-- **************************************************************

PrivateMessage ::= SEQUENCE {
	privateIEs		PrivateIE-Container		{ { PrivateMessageIEs } },
	...
}

PrivateMessageIEs NGAP-PRIVATE-IES ::= {
	...
}
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-- **************************************************************
--
-- DATA USAGE REPORTING ELEMENTARY PROCEDURES
--
-- **************************************************************

-- **************************************************************
--
-- SECONDARY RAT DATA USAGE REPORT
--
-- **************************************************************

SecondaryRATDataUsageReport ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {SecondaryRATDataUsageReportIEs} },
	...
}

SecondaryRATDataUsageReportIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID								CRITICALITY ignore	TYPE AMF-UE-NGAP-ID												PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID								CRITICALITY ignore	TYPE RAN-UE-NGAP-ID												PRESENCE mandatory	}|
	{ ID id-PDUSessionResourceSecondaryRATUsageList		CRITICALITY ignore	TYPE PDUSessionResourceSecondaryRATUsageList			PRESENCE mandatory	}|
	{ ID id-HandoverFlag								CRITICALITY ignore	TYPE HandoverFlag												PRESENCE optional		}|
	{ ID id-UserLocationInformation						CRITICALITY ignore	TYPE UserLocationInformation								PRESENCE optional 	},
	...
}

-- **************************************************************
--
-- RIM INFORMATION TRANSFER ELEMENTARY PROCEDURES
--
-- **************************************************************

-- **************************************************************
--
-- UPLINK RIM INFORMATION TRANSFER
--
-- **************************************************************

UplinkRIMInformationTransfer ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {UplinkRIMInformationTransferIEs} },
	...
}

UplinkRIMInformationTransferIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-RIMInformationTransfer	CRITICALITY ignore	TYPE RIMInformationTransfer	PRESENCE optional	},
	...
}
-- **************************************************************
--
-- DOWNLINK RIM INFORMATION TRANSFER
--
-- **************************************************************

DownlinkRIMInformationTransfer ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {DownlinkRIMInformationTransferIEs} },
	...
}

DownlinkRIMInformationTransferIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-RIMInformationTransfer	CRITICALITY ignore	TYPE RIMInformationTransfer	PRESENCE optional	},

	...
}

-- **************************************************************
--
-- Connection Establishment Indication
--
-- **************************************************************

ConnectionEstablishmentIndication::= SEQUENCE {
	protocolIEs			ProtocolIE-Container { {ConnectionEstablishmentIndicationIEs} },
	...
}

ConnectionEstablishmentIndicationIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID					CRITICALITY reject	TYPE AMF-UE-NGAP-ID					PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID					CRITICALITY reject	TYPE RAN-UE-NGAP-ID					PRESENCE mandatory	}|
	{ ID id-UERadioCapability				CRITICALITY ignore	TYPE UERadioCapability				PRESENCE optional 	}|
	{ ID id-EndIndication					CRITICALITY ignore	TYPE EndIndication					PRESENCE optional		}|
[bookmark: _Hlk38475115]	{ ID id-S-NSSAI							CRITICALITY ignore	TYPE S-NSSAI						PRESENCE optional		}|
	{ ID id-AllowedNSSAI					CRITICALITY ignore	TYPE AllowedNSSAI					PRESENCE optional		}|
	{ ID id-UE-DifferentiationInfo			CRITICALITY ignore	TYPE UE-DifferentiationInfo			PRESENCE optional		}|
	{ ID id-DL-CP-SecurityInformation		CRITICALITY ignore	TYPE DL-CP-SecurityInformation		PRESENCE optional		}|
	{ ID id-NB-IoT-UEPriority				CRITICALITY ignore	TYPE NB-IoT-UEPriority				PRESENCE optional		}|
	{ ID id-Enhanced-CoverageRestriction	CRITICALITY ignore	TYPE Enhanced-CoverageRestriction	PRESENCE optional		}|
	{ ID id-CEmodeBrestricted				CRITICALITY ignore	TYPE CEmodeBrestricted				PRESENCE optional		}|
	{ ID id-UERadioCapabilityID				CRITICALITY reject	TYPE UERadioCapabilityID			PRESENCE optional		}|
	{ ID id-MaskedIMEISV					CRITICALITY ignore	TYPE MaskedIMEISV					PRESENCE optional		}|
	{ ID id-OldAMF							CRITICALITY reject	TYPE AMFName						PRESENCE optional		},
	...
}


-- **************************************************************
--
-- UE RADIO CAPABILITY ID MAPPING ELEMENTARY PROCEDURES
--
-- **************************************************************

-- **************************************************************
--
-- UE RADIO CAPABILITY ID MAPPING REQUEST
--
-- **************************************************************

UERadioCapabilityIDMappingRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {UERadioCapabilityIDMappingRequestIEs} },
	...
}

UERadioCapabilityIDMappingRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-UERadioCapabilityID		CRITICALITY reject	TYPE UERadioCapabilityID	PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- UE RADIO CAPABILITY ID MAPPING RESPONSE
--
-- **************************************************************

UERadioCapabilityIDMappingResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {UERadioCapabilityIDMappingResponseIEs} },
	...
}

UERadioCapabilityIDMappingResponseIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-UERadioCapabilityID			CRITICALITY reject	TYPE UERadioCapabilityID		PRESENCE mandatory	}|
	{ ID id-UERadioCapability			CRITICALITY ignore	TYPE UERadioCapability			PRESENCE mandatory 	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional		},
	...
}

-- **************************************************************
--
-- AMF CP Relocation Indication
--
-- **************************************************************

AMFCPRelocationIndication ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container { { AMFCPRelocationIndicationIEs} },
	...
}

AMFCPRelocationIndicationIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID				CRITICALITY reject	TYPE AMF-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID				CRITICALITY reject	TYPE RAN-UE-NGAP-ID				PRESENCE mandatory	}|
	{ ID id-S-NSSAI						CRITICALITY ignore	TYPE S-NSSAI					PRESENCE optional		}|
	{ ID id-AllowedNSSAI				CRITICALITY ignore	TYPE AllowedNSSAI				PRESENCE optional		},
	...
}

-- **************************************************************
--
-- MBS SESSION MANAGEMENT ELEMENTARY PROCEDURES
--
-- **************************************************************

-- **************************************************************
--
-- Broadcast Session Setup Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- BROADCAST SESSION SETUP REQUEST
--
-- **************************************************************

BroadcastSessionSetupRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {BroadcastSessionSetupRequestIEs} },
	...
}

BroadcastSessionSetupRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID							CRITICALITY reject	TYPE MBS-SessionID									PRESENCE mandatory	}|
	{ ID id-S-NSSAI									CRITICALITY reject	TYPE S-NSSAI											PRESENCE mandatory	}|
	{ ID id-MBS-ServiceArea							CRITICALITY reject	TYPE MBS-ServiceArea									PRESENCE mandatory	}|
	{ ID id-MBSSessionSetupRequestTransfer		CRITICALITY reject	TYPE OCTET STRING (CONTAINING MBSSessionSetupOrModRequestTransfer)		PRESENCE mandatory	},|
	{ ID id-AssociatedSessionID					CRITICALITY ignore	TYPE AssociatedSessionID							PRESENCE optional		},
	...
}

-- **************************************************************
--
-- BROADCAST SESSION SETUP RESPONSE
--
-- **************************************************************

BroadcastSessionSetupResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {BroadcastSessionSetupResponseIEs} },
	...
}

BroadcastSessionSetupResponseIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID									CRITICALITY reject	TYPE MBS-SessionID									PRESENCE mandatory	}|
	{ ID id-MBSSessionSetupResponseTransfer		CRITICALITY reject	TYPE OCTET STRING (CONTAINING MBSSessionSetupOrModResponseTransfer)	PRESENCE optional		}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional		},
	...
}

-- **************************************************************
--
-- BROADCAST SESSION SETUP FAILURE
--
-- **************************************************************

BroadcastSessionSetupFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {BroadcastSessionSetupFailureIEs} },
	...
}

BroadcastSessionSetupFailureIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID							CRITICALITY reject	TYPE MBS-SessionID									PRESENCE mandatory	}|
	{ ID id-MBSSessionSetupFailureTransfer		CRITICALITY ignore	TYPE OCTET STRING (CONTAINING MBSSessionSetupOrModFailureTransfer	)	PRESENCE optional 	}|
	{ ID id-Cause										CRITICALITY ignore	TYPE Cause												PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional		},
	...
}

-- **************************************************************
--
-- Broadcast Session Modification Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- BROADCAST SESSION MODIFICATION REQUEST
--
-- **************************************************************

BroadcastSessionModificationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {BroadcastSessionModificationRequestIEs} },
	...
}

BroadcastSessionModificationRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID									CRITICALITY reject	TYPE MBS-SessionID									PRESENCE mandatory	}|
	{ ID id-MBS-ServiceArea									CRITICALITY reject	TYPE MBS-ServiceArea									PRESENCE optional		}|
	{ ID id-MBSSessionModificationRequestTransfer	CRITICALITY reject	TYPE OCTET STRING (CONTAINING MBSSessionSetupOrModRequestTransfer)		PRESENCE optional		},
	...
}

-- **************************************************************
--
-- BROADCAST SESSION MODIFICATION RESPONSE
--
-- **************************************************************

BroadcastSessionModificationResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {BroadcastSessionModificationResponseIEs} },
	...
}

BroadcastSessionModificationResponseIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID									CRITICALITY reject	TYPE MBS-SessionID									PRESENCE mandatory	}|
	{ ID id-MBSSessionModificationResponseTransfer	CRITICALITY reject	TYPE OCTET STRING (CONTAINING MBSSessionSetupOrModResponseTransfer)	PRESENCE optional 	}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional		},
	...
}

-- **************************************************************
--
-- BROADCAST SESSION MODIFICATION  FAILURE
--
-- **************************************************************

BroadcastSessionModificationFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {BroadcastSessionModificationFailureIEs} },
	...
}

BroadcastSessionModificationFailureIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID									CRITICALITY reject	TYPE MBS-SessionID									PRESENCE mandatory	}|
	{ ID id-MBSSessionModificationFailureTransfer	CRITICALITY ignore	TYPE OCTET STRING (CONTAINING MBSSessionSetupOrModFailureTransfer)	PRESENCE optional	}|
	{ ID id-Cause												CRITICALITY ignore	TYPE Cause												PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional		},
	...
}

-- **************************************************************
--
-- Broadcast Session Release Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- BROADCAST SESSION RELEASE REQUEST
--
-- **************************************************************

BroadcastSessionReleaseRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {BroadcastSessionReleaseRequestIEs} },
	...
}

BroadcastSessionReleaseRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID							CRITICALITY reject	TYPE MBS-SessionID								PRESENCE mandatory	}|
	{ ID id-Cause										CRITICALITY ignore	TYPE Cause											PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- Broadcast Session Release Required Elementary Procedure 
--
-- **************************************************************

-- **************************************************************
--
-- BROADCAST SESSION RELEASE REQUIRED
--
-- **************************************************************

BroadcastSessionReleaseRequired ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {BroadcastSessionReleaseRequiredIEs} },
	...
}

BroadcastSessionReleaseRequiredIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID							CRITICALITY reject	TYPE MBS-SessionID								PRESENCE mandatory	}|
	{ ID id-Cause										CRITICALITY ignore	TYPE Cause											PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- BROADCAST SESSION RELEASE RESPONSE
--
-- **************************************************************

BroadcastSessionReleaseResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {BroadcastSessionReleaseResponseIEs} },
	...
}

BroadcastSessionReleaseResponseIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID								CRITICALITY reject	TYPE MBS-SessionID								PRESENCE mandatory	}|
	{ ID id-MBSSessionReleaseResponseTransfer		CRITICALITY ignore	TYPE OCTET STRING (CONTAINING MBSSessionReleaseResponseTransfer)		PRESENCE optional		}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics					PRESENCE optional		},
	...
}


-- **************************************************************
--
-- Broadcast Session Transport Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- BROADCAST SESSION TRANSPORT REQUEST
--
-- **************************************************************

BroadcastSessionTransportRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {BroadcastSessionTransportRequestIEs} },
	...
}

BroadcastSessionTransportRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID						CRITICALITY reject	TYPE MBS-SessionID				PRESENCE mandatory	}|
	{ ID id-BroadcastTransportRequestTransfer	CRITICALITY reject	TYPE OCTET STRING (CONTAINING BroadcastTransportRequestTransfer)		PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- BROADCAST SESSION TRANSPORT RESPONSE
--
-- **************************************************************

BroadcastSessionTransportResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {BroadcastSessionTransportResponseIEs} },
	...
}

BroadcastSessionTransportResponseIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID						CRITICALITY reject	TYPE MBS-SessionID				PRESENCE mandatory	}|
	{ ID id-BroadcastTransportResponseTransfer	CRITICALITY reject	TYPE OCTET STRING (CONTAINING BroadcastTransportResponseTransfer)	PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional		},
	...
}

-- **************************************************************
--
-- BROADCAST SESSION TRANSPORT FAILURE
--
-- **************************************************************

BroadcastSessionTransportFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {BroadcastSessionTransportFailureIEs} },
	...
}

BroadcastSessionTransportFailureIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID						CRITICALITY reject	TYPE MBS-SessionID				PRESENCE mandatory	}|
	{ ID id-BroadcastTransportFailureTransfer	CRITICALITY ignore	TYPE OCTET STRING (CONTAINING BroadcastTransportFailureTransfer)	PRESENCE 	mandatory	}|
	{ ID id-Cause								CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional		},
	...
}


-- **************************************************************
--
-- Distribution Setup Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- DISTRIBUTION SETUP REQUEST
--
-- **************************************************************

DistributionSetupRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {DistributionSetupRequestIEs} },
	...
}

DistributionSetupRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID								CRITICALITY reject	TYPE MBS-SessionID											PRESENCE mandatory	}|
	{ ID id-MBS-AreaSessionID							CRITICALITY reject	TYPE MBS-AreaSessionID									PRESENCE optional		}|
	{ ID id-MBS-DistributionSetupRequestTransfer			CRITICALITY reject	TYPE OCTET STRING (CONTAINING MBS-DistributionSetupRequestTransfer)			PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- DISTRIBUTION SETUP RESPONSE
--
-- **************************************************************

DistributionSetupResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {DistributionSetupResponseIEs} },
	...
}

DistributionSetupResponseIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID								CRITICALITY reject	TYPE MBS-SessionID											PRESENCE mandatory	}|
	{ ID id-MBS-AreaSessionID							CRITICALITY reject	TYPE MBS-AreaSessionID									PRESENCE optional		}|
	{ ID id-MBS-DistributionSetupResponseTransfer		CRITICALITY reject	TYPE OCTET STRING (CONTAINING MBS-DistributionSetupResponseTransfer)			PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics								PRESENCE optional		},
	...
}

-- **************************************************************
--
-- DISTRIBUTION SETUP FAILURE
--
-- **************************************************************

DistributionSetupFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {DistributionSetupFailureIEs} },
	...
}

DistributionSetupFailureIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID								CRITICALITY reject	TYPE MBS-SessionID											PRESENCE mandatory	}|
	{ ID id-MBS-AreaSessionID							CRITICALITY reject	TYPE MBS-AreaSessionID									PRESENCE optional		}|
	{ ID id-MBS-DistributionSetupUnsuccessfulTransfer	CRITICALITY ignore	TYPE OCTET STRING (CONTAINING MBS-DistributionSetupUnsuccessfulTransfer)	PRESENCE mandatory	}|
	{ ID id-Cause										CRITICALITY ignore	TYPE Cause													PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics								PRESENCE optional		},
	...
}

-- **************************************************************
--
-- Distribution Release Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- DISTRIBUTION RELEASE REQUEST
--
-- **************************************************************

DistributionReleaseRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {DistributionReleaseRequestIEs} },
	...
}

DistributionReleaseRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID								CRITICALITY reject	TYPE MBS-SessionID											PRESENCE mandatory	}|
	{ ID id-MBS-AreaSessionID							CRITICALITY reject	TYPE MBS-AreaSessionID									PRESENCE optional		}|
	{ ID id-MBS-DistributionReleaseRequestTransfer		CRITICALITY reject	TYPE OCTET STRING (CONTAINING MBS-DistributionReleaseRequestTransfer)		PRESENCE mandatory	}|
	{ ID id-Cause										CRITICALITY ignore	TYPE Cause													PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- DISTRIBUTION RELEASE RESPONSE
--
-- **************************************************************

DistributionReleaseResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {DistributionReleaseResponseIEs} },
	...
}

DistributionReleaseResponseIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID								CRITICALITY reject	TYPE MBS-SessionID											PRESENCE mandatory	}|
	{ ID id-MBS-AreaSessionID							CRITICALITY reject	TYPE MBS-AreaSessionID									PRESENCE optional		}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics								PRESENCE optional		},
	...
}

-- **************************************************************
--
-- Multicast Session Activation Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- MULTICAST SESSION ACTIVATION REQUEST
--
-- **************************************************************

MulticastSessionActivationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {MulticastSessionActivationRequestIEs} },
	...
}

MulticastSessionActivationRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID								CRITICALITY reject	TYPE MBS-SessionID											PRESENCE mandatory	}|
	{ ID id-MulticastSessionActivationRequestTransfer	CRITICALITY reject	TYPE OCTET STRING (CONTAINING MulticastSessionActivationRequestTransfer)	PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- MULTICAST SESSION ACTIVATION RESPONSE
--
-- **************************************************************

MulticastSessionActivationResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {MulticastSessionActivationResponseIEs} },
	...
}

MulticastSessionActivationResponseIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID								CRITICALITY reject	TYPE MBS-SessionID											PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics								PRESENCE optional		},
	...
}

-- **************************************************************
--
-- MULTICAST SESSION ACTIVATION FAILURE
--
-- **************************************************************

MulticastSessionActivationFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {MulticastSessionActivationFailureIEs} },
	...
}

MulticastSessionActivationFailureIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID									CRITICALITY reject	TYPE MBS-SessionID										PRESENCE mandatory	}|
	{ ID id-Cause											CRITICALITY ignore	TYPE Cause													PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics							CRITICALITY ignore	TYPE CriticalityDiagnostics							PRESENCE optional		},
	...
}

-- **************************************************************
--
-- Multicast Session Deactivation Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- MULTICAST SESSION DEACTIVATION REQUEST
--
-- **************************************************************

MulticastSessionDeactivationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {MulticastSessionDeactivationRequestIEs} },
	...
}

MulticastSessionDeactivationRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID								CRITICALITY reject	TYPE MBS-SessionID											PRESENCE mandatory	}|
	{ ID id-MulticastSessionDeactivationRequestTransfer	CRITICALITY reject	TYPE OCTET STRING (CONTAINING MulticastSessionDeactivationRequestTransfer)	PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- MULTICAST SESSION DEACTIVATION RESPONSE
--
-- **************************************************************

MulticastSessionDeactivationResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {MulticastSessionDeactivationResponseIEs} },
	...
}

MulticastSessionDeactivationResponseIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID									CRITICALITY reject	TYPE MBS-SessionID										PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics							CRITICALITY ignore	TYPE CriticalityDiagnostics							PRESENCE optional		},
	...
}

-- **************************************************************
--
-- Multicast Session Update Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- MULTICAST SESSION UPDATE REQUEST
--
-- **************************************************************

MulticastSessionUpdateRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {MulticastSessionUpdateRequestIEs} },
	...
}

MulticastSessionUpdateRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID								CRITICALITY reject	TYPE MBS-SessionID											PRESENCE mandatory	}|
	{ ID id-MBS-AreaSessionID							CRITICALITY reject	TYPE MBS-AreaSessionID									PRESENCE optional		}|
	{ ID id-MulticastSessionUpdateRequestTransfer		CRITICALITY reject	TYPE OCTET STRING (CONTAINING MulticastSessionUpdateRequestTransfer)			PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- MULTICAST SESSION UPDATE RESPONSE
--
-- **************************************************************

MulticastSessionUpdateResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {MulticastSessionUpdateResponseIEs} },
	...
}

MulticastSessionUpdateResponseIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID								CRITICALITY reject	TYPE MBS-SessionID											PRESENCE mandatory	}|
	{ ID id-MBS-AreaSessionID							CRITICALITY reject	TYPE MBS-AreaSessionID									PRESENCE optional		}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics								PRESENCE optional		},
	...
}

-- **************************************************************
--
-- MULTICAST SESSION UPDATE FAILURE
--
-- **************************************************************

MulticastSessionUpdateFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {MulticastSessionUpdateFailureIEs} },
	...
}

MulticastSessionUpdateFailureIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID									CRITICALITY reject	TYPE MBS-SessionID										PRESENCE mandatory	}|
	{ ID id-MBS-AreaSessionID								CRITICALITY reject	TYPE MBS-AreaSessionID									PRESENCE optional		}|
	{ ID id-Cause											CRITICALITY ignore	TYPE Cause													PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics							CRITICALITY ignore	TYPE CriticalityDiagnostics							PRESENCE optional		},
	...
}

-- **************************************************************
--
-- MULTICAST GROUP PAGING ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- MULTICAST GROUP PAGING
--
-- **************************************************************

MulticastGroupPaging ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {MulticastGroupPagingIEs} },
	...
}

MulticastGroupPagingIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID							CRITICALITY ignore	TYPE MBS-SessionID						PRESENCE mandatory	}|
	{ ID id-MBS-ServiceArea						CRITICALITY ignore	TYPE MBS-ServiceArea					PRESENCE optional		}|
	{ ID id-MulticastGroupPagingAreaList			CRITICALITY ignore	TYPE MulticastGroupPagingAreaList	PRESENCE mandatory	},
	...
}


END
-- ASN1STOP
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NGAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

	id-AdditionalDLForwardingUPTNLInformation,
	id-AdditionalULForwardingUPTNLInformation,
	id-AdditionalDLQosFlowPerTNLInformation,
	id-AdditionalDLUPTNLInformationForHOList,
	id-AdditionalNGU-UP-TNLInformation,
	id-AdditionalRedundantDL-NGU-UP-TNLInformation,
	id-AdditionalRedundantDLQosFlowPerTNLInformation,
	id-AdditionalRedundantNGU-UP-TNLInformation,
	id-AdditionalRedundantUL-NGU-UP-TNLInformation,
	id-AdditionalUL-NGU-UP-TNLInformation,
	id-AlternativeQoSParaSetList,
	id-BurstArrivalTimeDownlink,
	id-Cause,
	id-CNPacketDelayBudgetDL,
	id-CNPacketDelayBudgetUL,
	id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,
	id-CommonNetworkInstance,
	id-ConfiguredTACIndication,
	id-CurrentQoSParaSetIndex,
	id-DAPSRequestInfo,
	id-DAPSResponseInfoList,
	id-DataForwardingNotPossible,
	id-DataForwardingResponseERABList,
	id-DirectForwardingPathAvailability,
	id-DL-NGU-UP-TNLInformation,
	id-EndpointIPAddressAndPort,
	id-EnergySavingIndication,
	id-ExtendedMobilityInformation,
	id-ExtendedPacketDelayBudget,
	id-ExtendedRATRestrictionInformation,
	id-ExtendedReportIntervalMDT,
	id-ExtendedSliceSupportList,
	id-ExtendedTAISliceSupportList,
	id-ExtendedUEIdentityIndexValue,
	id-EUTRA-PagingeDRXInformation,
	id-GlobalCable-ID,
	id-GlobalRANNodeID,
	id-GlobalTNGF-ID,
 	id-GlobalTWIF-ID,
	id-GlobalW-AGF-ID,
	id-GUAMIType,
id-HashedUEIdentityIndexValue,
	id-IncludeBeamMeasurementsIndication,
	id-IntersystemSONInformationRequest,
	id-IntersystemSONInformationReply,
	id-IntersystemResourceStatusUpdate,
	id-LastEUTRAN-PLMNIdentity,
	id-LastVisitedPSCellList,
	id-LocationReportingAdditionalInfo,
	id-M4ReportAmount,
	id-M5ReportAmount,
	id-M6ReportAmount,
	id-ExcessPacketDelayThresholdConfiguration,
	id-M7ReportAmount,
	id-MaximumIntegrityProtectedDataRate-DL,
	id-MBS-AreaSessionID,
	id-MBS-QoSFlowsToBeSetupList,
	id-MBS-QoSFlowsToBeSetupModList,
	id-MBS-QoSFlowToReleaseList,
	id-MBS-ServiceArea,
	id-MBS-SessionFSAIDList,
	id-MBS-SessionID,
	id-MBS-ActiveSessionInformation-SourcetoTargetList,
	id-MBS-ActiveSessionInformation-TargettoSourceList,
	id-MBS-AssistanceInformation,
	id-MBS-SessionTNLInfo5GC,
	id-MBS-SupportIndicator, 
	id-MBSSessionFailedtoSetupList,
	id-MBSSessionFailedtoSetuporModifyList,
	id-MBSSessionSetupResponseList,
	id-MBSSessionSetuporModifyResponseList,
	id-MBSSessionToReleaseList,
	id-MBSSessionSetupRequestList,
	id-MBSSessionSetuporModifyRequestList,
	id-MDTConfiguration,
	id-MicoAllPLMN,
	id-NetworkInstance,
	id-NGAPIESupportInformationRequestList,
	id-NGAPIESupportInformationResponseList,
	id-NID,
	id-NR-CGI,
	id-NRNTNTAIInformation,
	id-NPN-MobilityInformation,
	id-NPN-PagingAssistanceInformation,
	id-NPN-Support,
	id-NR-PagingeDRXInformation,
	id-OldAssociatedQosFlowList-ULendmarkerexpected,
	id-OnboardingSupport,
	id-PagingAssisDataforCEcapabUE,
	id-PagingCauseIndicationForVoiceService,
	id-PDUSessionAggregateMaximumBitRate,
	id-PduSessionExpectedUEActivityBehaviour,
	id-PDUSessionPairID,
	id-PDUSessionResourceFailedToSetupListCxtFail,
	id-PDUSessionResourceReleaseResponseTransfer,
	id-PDUSessionType,
	id-PEIPSassistanceInformation,
	id-PSCellInformation,
	id-QMCConfigInfo,
	id-QosFlowAddOrModifyRequestList,
	id-QosFlowFailedToSetupList,
	id-QosFlowFeedbackList,
	id-QosFlowParametersList,
	id-QosFlowSetupRequestList,
	id-QosFlowToReleaseList,
	id-QosMonitoringRequest,
	id-QosMonitoringReportingFrequency,
	id-SuccessfulHandoverReportList,
	id-UEContextReferenceAtSource,
	id-RAT-Information,
	id-RedundantCommonNetworkInstance,
	id-RedundantDL-NGU-TNLInformationReused,
	id-RedundantDL-NGU-UP-TNLInformation,
	id-RedundantDLQosFlowPerTNLInformation,
	id-RedundantPDUSessionInformation,
	id-RedundantQosFlowIndicator,
	id-RedundantUL-NGU-UP-TNLInformation,
	id-SCTP-TLAs,
	id-SecondaryRATUsageInformation,
	id-SecurityIndication,
	id-SecurityResult,
	id-SgNB-UE-X2AP-ID, 
	id-SharedNGUNotEstablished,
	id-S-NSSAI,
	id-SONInformationReport,
	id-SourceNodeID,
	id-SourceNodeTNLAddrInfo,
	id-SourceTNLAddrInfo,
	id-SurvivalTime,
	id-TNLAssociationTransportLayerAddressNGRAN,
	id-TAINSAGSupportList,
	id-TargetHomeENB-ID,
	id-TargetRNC-ID,
	id-TraceCollectionEntityURI,
	id-TSCTrafficCharacteristics,
	id-UEHistoryInformationFromTheUE,
	id-UERadioCapabilityForPaging,
	id-UERadioCapabilityForPagingOfNB-IoT,
	id-UL-NGU-UP-TNLInformation,
	id-UL-NGU-UP-TNLModifyList,
	id-ULForwarding,
	id-ULForwardingUP-TNLInformation,
	id-UsedRSNInformation,
	id-UserLocationInformationTNGF,
	id-UserLocationInformationTWIF,
	id-UserLocationInformationW-AGF,
	id-EarlyMeasurement,
	id-BeamMeasurementsReportConfiguration,
	id-TAI,
	id-HFCNode-ID-new,
	id-GlobalCable-ID-new,
	maxnoofAllowedAreas,
	maxnoofAllowedCAGsperPLMN,
	maxnoofAllowedS-NSSAIs,
	maxnoofBluetoothName,
	maxnoofBPLMNs,
	maxnoofCAGSperCell,
	maxnoofCandidateCells,
	maxnoofCellIDforMDT,
	maxnoofCellIDforQMC,
	maxnoofCellIDforWarning,
	maxnoofCellinAoI,
	maxnoofCellinEAI,
	maxnoofCellsforMBS,
	maxnoofCellsingNB,
	maxnoofCellsinngeNB,
	maxnoofCellsinNGRANNode,
	maxnoofCellinTAI,
	maxnoofCellsinUEHistoryInfo,
	maxnoofCellsUEMovingTrajectory,
	maxnoofDRBs,
	maxnoofEmergencyAreaID,
	maxnoofEAIforRestart,
	maxnoofEPLMNs,
	maxnoofEPLMNsPlusOne,
	maxnoofE-RABs,
	maxnoofErrors,
	maxnoofExtSliceItems,
	maxnoofForbTACs,
	maxnoofFreqforMDT,
	maxnoofMBSFSAs,
	maxnoofMBSQoSFlows,
	maxnoofMBSServiceAreaInformation,
	maxnoofMBSAreaSessionIDs,
	maxnoofMBSSessions,
	maxnoofMBSSessionsofUE,
	maxnoofMDTPLMNs,
	maxnoofMRBs,
	maxnoofMultiConnectivity,
	maxnoofMultiConnectivityMinusOne,
	maxnoofNeighPCIforMDT,
	maxnoofNGAPIESupportInfo,
	maxnoofNGConnectionsToReset,
	maxNRARFCN,
	maxnoofNRCellBands,
	maxnoofNSAGs,
	maxnoofPagingAreas,
[bookmark: _Hlk44941446]	maxnoofPC5QoSFlows,
	maxnoofPDUSessions,
	maxnoofPLMNs,
	maxnoofPLMNforQMC,
	maxnoofQosFlows,
	maxnoofQosParaSets,
	maxnoofRANNodeinAoI,
	maxnoofRecommendedCells,
	maxnoofRecommendedRANNodes,
	maxnoofAoI,
	maxnoofPSCellsPerPrimaryCellinUEHistoryInfo,
	maxnoofReportedCells,
	maxnoofSensorName,
	maxnoofServedGUAMIs,
	maxnoofSliceItems,
	maxnoofSNSSAIforQMC,
	maxnoofSuccessfulHOReports,
	maxnoofTACs,
	maxnoofTACsinNTN,
	maxnoofTAforMDT,
	maxnoofTAforQMC,
	maxnoofTAIforInactive,
	maxnoofTAIforMBS,
	maxnoofTAIforPaging,
	maxnoofTAIforRestart,
	maxnoofTAIforWarning,
	maxnoofTAIinAoI,
	maxnoofTargetS-NSSAIs,
	maxnoofTimePeriods,
	maxnoofTNLAssociations,
	maxnoofUEAppLayerMeas,
	maxnoofUEsforPaging,
	maxnoofWLANName,
	maxnoofXnExtTLAs,
	maxnoofXnGTP-TLAs,
	maxnoofXnTLAs,
	maxnoofThresholdsForExcessPacketDelay

FROM NGAP-Constants

	Criticality,
	ProcedureCode,
	ProtocolIE-ID,
	TriggeringMessage
FROM NGAP-CommonDataTypes

	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	NGAP-PROTOCOL-EXTENSION,
	ProtocolIE-SingleContainer{},
	NGAP-PROTOCOL-IES
FROM NGAP-Containers;

-- A

AdditionalDLUPTNLInformationForHOList ::= SEQUENCE (SIZE(1..maxnoofMultiConnectivityMinusOne)) OF AdditionalDLUPTNLInformationForHOItem

AdditionalDLUPTNLInformationForHOItem ::= SEQUENCE {
	additionalDL-NGU-UP-TNLInformation				UPTransportLayerInformation,
	additionalQosFlowSetupResponseList				QosFlowListWithDataForwarding,
	additionalDLForwardingUPTNLInformation			UPTransportLayerInformation 							OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { AdditionalDLUPTNLInformationForHOItem-ExtIEs} }	OPTIONAL,
	...
}

AdditionalDLUPTNLInformationForHOItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-AdditionalRedundantDL-NGU-UP-TNLInformation	CRITICALITY ignore	EXTENSION UPTransportLayerInformation		PRESENCE optional		},
	...
}

AdditionalQosFlowInformation ::= ENUMERATED {
	more-likely,
	...
}

AllocationAndRetentionPriority ::= SEQUENCE {
	priorityLevelARP				PriorityLevelARP,
	pre-emptionCapability			Pre-emptionCapability,
	pre-emptionVulnerability		Pre-emptionVulnerability,
	iE-Extensions		ProtocolExtensionContainer { {AllocationAndRetentionPriority-ExtIEs} } OPTIONAL,
	...
}

AllocationAndRetentionPriority-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

Allowed-CAG-List-per-PLMN ::= SEQUENCE (SIZE(1..maxnoofAllowedCAGsperPLMN)) OF CAG-ID

AllowedNSSAI ::= SEQUENCE (SIZE(1..maxnoofAllowedS-NSSAIs)) OF AllowedNSSAI-Item

AllowedNSSAI-Item ::= SEQUENCE {
	s-NSSAI				S-NSSAI,
	iE-Extensions		ProtocolExtensionContainer { {AllowedNSSAI-Item-ExtIEs} } OPTIONAL,
	...
}

AllowedNSSAI-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

Allowed-PNI-NPN-List ::= SEQUENCE (SIZE(1..maxnoofEPLMNsPlusOne)) OF Allowed-PNI-NPN-Item

Allowed-PNI-NPN-Item ::= SEQUENCE {
	pLMNIdentity				PLMNIdentity,
	pNI-NPN-restricted			ENUMERATED {restricted, not-restricted, ...},
	allowed-CAG-List-per-PLMN	Allowed-CAG-List-per-PLMN,
	iE-Extensions			ProtocolExtensionContainer { {Allowed-PNI-NPN-Item-ExtIEs} } OPTIONAL,
	...
}

Allowed-PNI-NPN-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

AllowedTACs ::= SEQUENCE (SIZE(1..maxnoofAllowedAreas)) OF TAC

AlternativeQoSParaSetIndex ::= INTEGER (1..8, ...)

AlternativeQoSParaSetNotifyIndex ::= INTEGER (0..8, ...)

AlternativeQoSParaSetList ::= SEQUENCE (SIZE(1..maxnoofQosParaSets)) OF AlternativeQoSParaSetItem

AlternativeQoSParaSetItem ::= SEQUENCE {
	alternativeQoSParaSetIndex			AlternativeQoSParaSetIndex,
	guaranteedFlowBitRateDL				BitRate												OPTIONAL,
	guaranteedFlowBitRateUL				BitRate												OPTIONAL,
	packetDelayBudget					PacketDelayBudget									OPTIONAL,
	packetErrorRate						PacketErrorRate										OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {AlternativeQoSParaSetItem-ExtIEs} }	OPTIONAL,
	...
}

AlternativeQoSParaSetItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

AMFName ::= PrintableString (SIZE(1..150, ...))

AMFNameVisibleString ::= VisibleString (SIZE(1..150, ...))

AMFNameUTF8String ::= UTF8String (SIZE(1..150, ...))

AMFPagingTarget ::= CHOICE {
	globalRANNodeID			GlobalRANNodeID,
	tAI						TAI,
	choice-Extensions		ProtocolIE-SingleContainer { {AMFPagingTarget-ExtIEs} }
}

AMFPagingTarget-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

AMFPointer ::= BIT STRING (SIZE(6))

AMFRegionID ::= BIT STRING (SIZE(8))

AMFSetID ::= BIT STRING (SIZE(10))

AMF-TNLAssociationSetupList ::= SEQUENCE (SIZE(1..maxnoofTNLAssociations)) OF AMF-TNLAssociationSetupItem

AMF-TNLAssociationSetupItem ::= SEQUENCE {
	aMF-TNLAssociationAddress		CPTransportLayerInformation,
	iE-Extensions		ProtocolExtensionContainer { {AMF-TNLAssociationSetupItem-ExtIEs} }	OPTIONAL,
	...
}

AMF-TNLAssociationSetupItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

AMF-TNLAssociationToAddList ::= SEQUENCE (SIZE(1..maxnoofTNLAssociations)) OF AMF-TNLAssociationToAddItem

AMF-TNLAssociationToAddItem ::= SEQUENCE {
	aMF-TNLAssociationAddress		CPTransportLayerInformation,
	tNLAssociationUsage				TNLAssociationUsage										OPTIONAL,
	tNLAddressWeightFactor			TNLAddressWeightFactor,
	iE-Extensions		ProtocolExtensionContainer { {AMF-TNLAssociationToAddItem-ExtIEs} }	OPTIONAL,
	...
}

AMF-TNLAssociationToAddItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

AMF-TNLAssociationToRemoveList ::= SEQUENCE (SIZE(1..maxnoofTNLAssociations)) OF AMF-TNLAssociationToRemoveItem

AMF-TNLAssociationToRemoveItem ::= SEQUENCE {
	aMF-TNLAssociationAddress		CPTransportLayerInformation,
	iE-Extensions		ProtocolExtensionContainer { {AMF-TNLAssociationToRemoveItem-ExtIEs} }	OPTIONAL,
	...
}

AMF-TNLAssociationToRemoveItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ID id-TNLAssociationTransportLayerAddressNGRAN	CRITICALITY reject	EXTENSION CPTransportLayerInformation	PRESENCE optional},
	...
}

AMF-TNLAssociationToUpdateList ::= SEQUENCE (SIZE(1..maxnoofTNLAssociations)) OF AMF-TNLAssociationToUpdateItem

AMF-TNLAssociationToUpdateItem ::= SEQUENCE {
	aMF-TNLAssociationAddress		CPTransportLayerInformation,
	tNLAssociationUsage				TNLAssociationUsage											OPTIONAL,
	tNLAddressWeightFactor			TNLAddressWeightFactor										OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {AMF-TNLAssociationToUpdateItem-ExtIEs} }	OPTIONAL,
	...
}

AMF-TNLAssociationToUpdateItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

AMF-UE-NGAP-ID ::= INTEGER (0..1099511627775)

AreaOfInterest ::= SEQUENCE {
	areaOfInterestTAIList			AreaOfInterestTAIList						OPTIONAL,
	areaOfInterestCellList			AreaOfInterestCellList						OPTIONAL,
 	areaOfInterestRANNodeList		AreaOfInterestRANNodeList					OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {AreaOfInterest-ExtIEs} }	OPTIONAL,
	...
}

AreaOfInterest-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

AreaOfInterestCellList ::= SEQUENCE (SIZE(1..maxnoofCellinAoI)) OF AreaOfInterestCellItem

AreaOfInterestCellItem ::= SEQUENCE {
	nGRAN-CGI			NGRAN-CGI,
	iE-Extensions		ProtocolExtensionContainer { {AreaOfInterestCellItem-ExtIEs} }	OPTIONAL,
	...
}

AreaOfInterestCellItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

AreaOfInterestList ::= SEQUENCE (SIZE(1..maxnoofAoI)) OF AreaOfInterestItem

AreaOfInterestItem ::= SEQUENCE {
	areaOfInterest						AreaOfInterest,
	locationReportingReferenceID		LocationReportingReferenceID,
	iE-Extensions		ProtocolExtensionContainer { {AreaOfInterestItem-ExtIEs} }	OPTIONAL,
	...
}

AreaOfInterestItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

AreaOfInterestRANNodeList ::= SEQUENCE (SIZE(1..maxnoofRANNodeinAoI)) OF AreaOfInterestRANNodeItem

AreaOfInterestRANNodeItem ::= SEQUENCE {
	globalRANNodeID		GlobalRANNodeID,
	iE-Extensions		ProtocolExtensionContainer { {AreaOfInterestRANNodeItem-ExtIEs} }	OPTIONAL,
	...
}

AreaOfInterestRANNodeItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

AreaOfInterestTAIList ::= SEQUENCE (SIZE(1..maxnoofTAIinAoI)) OF AreaOfInterestTAIItem

AreaOfInterestTAIItem ::= SEQUENCE {
	tAI					TAI,
	iE-Extensions		ProtocolExtensionContainer { {AreaOfInterestTAIItem-ExtIEs} }	OPTIONAL,
	...
}

AreaOfInterestTAIItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

AssistanceDataForPaging ::= SEQUENCE {
	assistanceDataForRecommendedCells		AssistanceDataForRecommendedCells			OPTIONAL,
	pagingAttemptInformation				PagingAttemptInformation					OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {AssistanceDataForPaging-ExtIEs} } OPTIONAL,
	...
}

[bookmark: _Hlk44365080]AssistanceDataForPaging-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-NPN-PagingAssistanceInformation		CRITICALITY ignore	EXTENSION NPN-PagingAssistanceInformation			PRESENCE optional	}|
	{ ID id-PagingAssisDataforCEcapabUE			CRITICALITY ignore	EXTENSION PagingAssisDataforCEcapabUE				PRESENCE optional	},
	...
}

AssistanceDataForRecommendedCells ::= SEQUENCE {
	recommendedCellsForPaging		RecommendedCellsForPaging, 
	iE-Extensions		ProtocolExtensionContainer { {AssistanceDataForRecommendedCells-ExtIEs} }	OPTIONAL,
	...
}

AssistanceDataForRecommendedCells-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

AssociatedMBSQosFlowSetupRequestList ::= SEQUENCE (SIZE(1..maxnoofMBSQoSFlows)) OF AssociatedMBSQosFlowSetupRequestItem

AssociatedMBSQosFlowSetupRequestItem ::= SEQUENCE {
	mBS-QosFlowIdentifier				QosFlowIdentifier,
	associatedUnicastQosFlowIdentifier	QosFlowIdentifier,
	iE-Extensions						ProtocolExtensionContainer { { AssociatedMBSQosFlowSetupRequestItem-ExtIEs} }	OPTIONAL,
	...
}

AssociatedMBSQosFlowSetupRequestItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

AssociatedMBSQosFlowSetuporModifyRequestList ::= SEQUENCE (SIZE(1..maxnoofMBSQoSFlows)) OF AssociatedMBSQosFlowSetuporModifyRequestItem

AssociatedMBSQosFlowSetuporModifyRequestItem ::= SEQUENCE {
	mBS-QosFlowIdentifier				QosFlowIdentifier,
	associatedUnicastQosFlowIdentifier	QosFlowIdentifier,
	iE-Extensions						ProtocolExtensionContainer { { AssociatedMBSQosFlowSetuporModifyRequestItem-ExtIEs} }	OPTIONAL,
	...
}

AssociatedMBSQosFlowSetuporModifyRequestItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

AssociatedQosFlowList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF AssociatedQosFlowItem

AssociatedQosFlowItem ::= SEQUENCE {
	qosFlowIdentifier				QosFlowIdentifier,
	qosFlowMappingIndication		ENUMERATED {ul, dl, ...}							OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {AssociatedQosFlowItem-ExtIEs} }	OPTIONAL,
	...
}

AssociatedQosFlowItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-CurrentQoSParaSetIndex	CRITICALITY ignore	EXTENSION AlternativeQoSParaSetIndex	PRESENCE optional	},
	...
}

AssociatedSessionID ::= OCTET STRING 

AuthenticatedIndication ::= ENUMERATED {true, ...}

AveragingWindow ::= INTEGER (0..4095, ...)

[bookmark: OLE_LINK84]AreaScopeOfMDT-NR ::= CHOICE {	
	cellBased					CellBasedMDT-NR,
	tABased						TABasedMDT,
	pLMNWide					NULL,
	tAIBased					TAIBasedMDT,
	choice-Extensions		ProtocolIE-SingleContainer { {AreaScopeOfMDT-NR-ExtIEs} }
}

[bookmark: OLE_LINK142]AreaScopeOfMDT-NR-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

AreaScopeOfMDT-EUTRA ::= CHOICE {	
	cellBased					CellBasedMDT-EUTRA,
	tABased						TABasedMDT,
	pLMNWide					NULL,
	tAIBased					TAIBasedMDT,
	choice-Extensions		ProtocolIE-SingleContainer { {AreaScopeOfMDT-EUTRA-ExtIEs} }
}

AreaScopeOfMDT-EUTRA-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

AreaScopeOfNeighCellsList ::= SEQUENCE (SIZE(1..maxnoofFreqforMDT)) OF AreaScopeOfNeighCellsItem
AreaScopeOfNeighCellsItem ::= SEQUENCE {
	nrFrequencyInfo				NRFrequencyInfo,
	pciListForMDT				PCIListForMDT												OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { AreaScopeOfNeighCellsItem-ExtIEs} }	OPTIONAL,
	...
}

AreaScopeOfNeighCellsItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

AreaScopeOfQMC ::= CHOICE {	
	cellBased				CellBasedQMC,
	tABased					TABasedQMC,
	tAIBased					TAIBasedQMC,
	pLMNAreaBased			PLMNAreaBasedQMC,
	choice-Extensions		ProtocolIE-SingleContainer { { AreaScopeOfQMC-ExtIEs} }
}

AreaScopeOfQMC-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

AvailableRANVisibleQoEMetrics ::= SEQUENCE {
	applicationLayerBufferLevelList		ENUMERATED {true, ...}		OPTIONAL,
	playoutDelayForMediaStartup			ENUMERATED {true, ...}		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { AvailableRANVisibleQoEMetrics-ExtIEs} }	OPTIONAL,
	...
}

AvailableRANVisibleQoEMetrics-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


-- B

BeamMeasurementsReportConfiguration ::= SEQUENCE {
	beamMeasurementsReportQuantity			BeamMeasurementsReportQuantity 	OPTIONAL,
	maxNrofRS-IndexesToReport               MaxNrofRS-IndexesToReport		OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer { { BeamMeasurementsReportConfiguration-ExtIEs} } OPTIONAL,
	...
}

BeamMeasurementsReportConfiguration-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

BeamMeasurementsReportQuantity ::= SEQUENCE {
    rSRP						ENUMERATED {true, ...},
    rSRQ						ENUMERATED {true, ...},
    sINR						ENUMERATED {true, ...},
	iE-Extensions			ProtocolExtensionContainer { { BeamMeasurementsReportQuantity-ExtIEs} } OPTIONAL,
	...
}

BeamMeasurementsReportQuantity-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

BitRate	::= INTEGER (0..4000000000000, ...) 

BroadcastCancelledAreaList ::= CHOICE {
	cellIDCancelledEUTRA				CellIDCancelledEUTRA,
	tAICancelledEUTRA					TAICancelledEUTRA,
	emergencyAreaIDCancelledEUTRA		EmergencyAreaIDCancelledEUTRA,
	cellIDCancelledNR					CellIDCancelledNR,
	tAICancelledNR						TAICancelledNR,
	emergencyAreaIDCancelledNR			EmergencyAreaIDCancelledNR,
	choice-Extensions		ProtocolIE-SingleContainer { {BroadcastCancelledAreaList-ExtIEs} }
}

BroadcastCancelledAreaList-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

BroadcastCompletedAreaList ::= CHOICE {
	cellIDBroadcastEUTRA				CellIDBroadcastEUTRA,
	tAIBroadcastEUTRA					TAIBroadcastEUTRA,
	emergencyAreaIDBroadcastEUTRA		EmergencyAreaIDBroadcastEUTRA,
	cellIDBroadcastNR					CellIDBroadcastNR,
	tAIBroadcastNR						TAIBroadcastNR,
	emergencyAreaIDBroadcastNR			EmergencyAreaIDBroadcastNR,
	choice-Extensions		ProtocolIE-SingleContainer { {BroadcastCompletedAreaList-ExtIEs} }
}

BroadcastCompletedAreaList-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

BroadcastPLMNList ::= SEQUENCE (SIZE(1..maxnoofBPLMNs)) OF BroadcastPLMNItem

BroadcastPLMNItem ::= SEQUENCE {
	pLMNIdentity			PLMNIdentity,
	tAISliceSupportList		SliceSupportList,
	iE-Extensions		ProtocolExtensionContainer { {BroadcastPLMNItem-ExtIEs} } OPTIONAL,
	...
}

BroadcastPLMNItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ID id-NPN-Support					CRITICALITY reject	EXTENSION NPN-Support				PRESENCE optional}|
	{ID id-ExtendedTAISliceSupportList	CRITICALITY reject	EXTENSION ExtendedSliceSupportList 	PRESENCE optional}|
	{ID id-TAINSAGSupportList			CRITICALITY ignore	EXTENSION TAINSAGSupportList		PRESENCE optional},
	...
}

BroadcastTransportFailureTransfer ::= SEQUENCE {
	mBS-SessionID 				MBS-SessionID,
	cause						Cause,
	criticalityDiagnostics		CriticalityDiagnostics															OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { BroadcastTransportFailureTransfer-ExtIEs} }	OPTIONAL,
	...
}

BroadcastTransportFailureTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastTransportRequestTransfer ::= SEQUENCE {
	mBS-SessionID 				MBS-SessionID,
	mBS-SessionTNLInfoNGRAN 	MBS-SessionTNLInfoNGRAN,
	iE-Extensions				ProtocolExtensionContainer { {BroadcastTransportRequestTransfer-ExtIEs} }		OPTIONAL,
	...
}

BroadcastTransportRequestTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastTransportResponseTransfer ::= SEQUENCE {
	mBS-SessionID 			MBS-SessionID,
	iE-Extensions			ProtocolExtensionContainer { {BroadcastTransportResponseTransfer-ExtIEs} }		OPTIONAL,
	...
}

BroadcastTransportResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

BluetoothMeasurementConfiguration ::= SEQUENCE {
	bluetoothMeasConfig				BluetoothMeasConfig,
	bluetoothMeasConfigNameList		BluetoothMeasConfigNameList											OPTIONAL,
	bt-rssi							ENUMERATED {true, ...}												OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { BluetoothMeasurementConfiguration-ExtIEs } } 	OPTIONAL,
	...
}

BluetoothMeasurementConfiguration-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

BluetoothMeasConfigNameList ::= SEQUENCE (SIZE(1..maxnoofBluetoothName)) OF BluetoothMeasConfigNameItem

BluetoothMeasConfigNameItem ::= SEQUENCE {
	bluetoothName		BluetoothName,
	iE-Extensions		ProtocolExtensionContainer { { BluetoothMeasConfigNameItem-ExtIEs } } 	OPTIONAL,
	...
}

BluetoothMeasConfigNameItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

BluetoothMeasConfig::= ENUMERATED {setup,...}

BluetoothName ::= OCTET STRING (SIZE (1..248))

BurstArrivalTime ::= OCTET STRING

-- C

CAG-ID ::= BIT STRING (SIZE(32))

CancelAllWarningMessages ::= ENUMERATED {
	true,
	...
}

CancelledCellsInEAI-EUTRA ::= SEQUENCE (SIZE(1..maxnoofCellinEAI)) OF CancelledCellsInEAI-EUTRA-Item

CancelledCellsInEAI-EUTRA-Item ::= SEQUENCE {
	eUTRA-CGI				EUTRA-CGI,
	numberOfBroadcasts		NumberOfBroadcasts,
	iE-Extensions		ProtocolExtensionContainer { {CancelledCellsInEAI-EUTRA-Item-ExtIEs} } OPTIONAL,
	...
}

CancelledCellsInEAI-EUTRA-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CancelledCellsInEAI-NR ::= SEQUENCE (SIZE(1..maxnoofCellinEAI)) OF CancelledCellsInEAI-NR-Item

CancelledCellsInEAI-NR-Item ::= SEQUENCE {
	nR-CGI					NR-CGI,
	numberOfBroadcasts		NumberOfBroadcasts,
	iE-Extensions		ProtocolExtensionContainer { {CancelledCellsInEAI-NR-Item-ExtIEs} } OPTIONAL,
	...
}

CancelledCellsInEAI-NR-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CancelledCellsInTAI-EUTRA ::= SEQUENCE (SIZE(1..maxnoofCellinTAI)) OF CancelledCellsInTAI-EUTRA-Item

CancelledCellsInTAI-EUTRA-Item ::= SEQUENCE {
	eUTRA-CGI				EUTRA-CGI,
	numberOfBroadcasts		NumberOfBroadcasts,
	iE-Extensions		ProtocolExtensionContainer { {CancelledCellsInTAI-EUTRA-Item-ExtIEs} } OPTIONAL,
	...
}

CancelledCellsInTAI-EUTRA-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CancelledCellsInTAI-NR ::= SEQUENCE (SIZE(1..maxnoofCellinTAI)) OF CancelledCellsInTAI-NR-Item

CancelledCellsInTAI-NR-Item ::= SEQUENCE{
	nR-CGI					NR-CGI,
	numberOfBroadcasts		NumberOfBroadcasts,
	iE-Extensions		ProtocolExtensionContainer { {CancelledCellsInTAI-NR-Item-ExtIEs} } OPTIONAL,
	...
}

CancelledCellsInTAI-NR-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CandidateCellList ::= SEQUENCE (SIZE(1.. maxnoofCandidateCells)) OF CandidateCellItem

CandidateCellItem ::= SEQUENCE{
	candidateCell		CandidateCell,
	iE-Extensions		ProtocolExtensionContainer { {CandidateCellItem-ExtIEs} } OPTIONAL,
	...
}

CandidateCellItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CandidateCell::= CHOICE {
	candidateCGI			CandidateCellID,
	candidatePCI			CandidatePCI,
	choice-Extensions		ProtocolIE-SingleContainer { { CandidateCell-ExtIEs} }
}

CandidateCell-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}


CandidateCellID::= SEQUENCE {
	candidateCellID			NR-CGI,
	iE-Extensions			ProtocolExtensionContainer { { CandidateCellID-ExtIEs} }			OPTIONAL,
	...
}

CandidateCellID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CandidatePCI::= SEQUENCE {
	candidatePCI			INTEGER (0..1007, ...),
	candidateNRARFCN		INTEGER (0..maxNRARFCN),
	iE-Extensions			ProtocolExtensionContainer { { CandidatePCI-ExtIEs} }			OPTIONAL,
	...
}

CandidatePCI-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

Cause ::= CHOICE {
	radioNetwork		CauseRadioNetwork,
	transport			CauseTransport,
	nas					CauseNas,
	protocol			CauseProtocol,
	misc				CauseMisc,
	choice-Extensions		ProtocolIE-SingleContainer { {Cause-ExtIEs} }
}

Cause-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

CauseMisc ::= ENUMERATED {
	control-processing-overload,
	not-enough-user-plane-processing-resources,
	hardware-failure,
	om-intervention,
	unknown-PLMN-or-SNPN,
	unspecified,
	...
}

CauseNas ::= ENUMERATED {
	normal-release,
	authentication-failure,
	deregister,
	unspecified,
	...,
	uE-not-in-PLMN-serving-area
}

CauseProtocol ::= ENUMERATED {
	transfer-syntax-error,
	abstract-syntax-error-reject,
	abstract-syntax-error-ignore-and-notify,
	message-not-compatible-with-receiver-state,
	semantic-error,
	abstract-syntax-error-falsely-constructed-message,
	unspecified,
	...
}

CauseRadioNetwork ::= ENUMERATED {
	unspecified,
	txnrelocoverall-expiry,
	successful-handover,
	release-due-to-ngran-generated-reason,
	release-due-to-5gc-generated-reason,
	handover-cancelled,	
	partial-handover,	
	ho-failure-in-target-5GC-ngran-node-or-target-system,
	ho-target-not-allowed,
	tngrelocoverall-expiry,
	tngrelocprep-expiry,
	cell-not-available,
	unknown-targetID,
	no-radio-resources-available-in-target-cell,
	unknown-local-UE-NGAP-ID,
	inconsistent-remote-UE-NGAP-ID,
	handover-desirable-for-radio-reason,
	time-critical-handover,
	resource-optimisation-handover,
	reduce-load-in-serving-cell,
	user-inactivity,
	radio-connection-with-ue-lost,
	radio-resources-not-available,
	invalid-qos-combination,
	failure-in-radio-interface-procedure,
	interaction-with-other-procedure,
	unknown-PDU-session-ID,
	unkown-qos-flow-ID,
	multiple-PDU-session-ID-instances,
	multiple-qos-flow-ID-instances,
	encryption-and-or-integrity-protection-algorithms-not-supported,
	ng-intra-system-handover-triggered,
	ng-inter-system-handover-triggered,
	xn-handover-triggered,
	not-supported-5QI-value,
	ue-context-transfer,
	ims-voice-eps-fallback-or-rat-fallback-triggered,
	up-integrity-protection-not-possible,
	up-confidentiality-protection-not-possible,
	slice-not-supported,
	ue-in-rrc-inactive-state-not-reachable,
	redirection,
	resources-not-available-for-the-slice,
	ue-max-integrity-protected-data-rate-reason,
	release-due-to-cn-detected-mobility,
	...,
	n26-interface-not-available,
	release-due-to-pre-emption,
	multiple-location-reporting-reference-ID-instances,
	rsn-not-available-for-the-up,
	npn-access-denied,
[bookmark: _Hlk53047934]	cag-only-access-denied,
	insufficient-ue-capabilities,
	redcap-ue-not-supported,
	unknown-MBS-Session-ID,
	indicated-MBS-session-area-information-not-served-by-the-gNB,
	inconsistent-slice-info-for-the-session,
	misaligned-association-for-multicast-unicast
}

CauseTransport ::= ENUMERATED {
	transport-resource-unavailable,
	unspecified,
	...
}

Cell-CAGInformation ::= SEQUENCE {
	nGRAN-CGI				NGRAN-CGI,
	cellCAGList			CellCAGList,
	iE-Extensions		ProtocolExtensionContainer { {Cell-CAGInformation-ExtIEs} } OPTIONAL,
	...
}

Cell-CAGInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


CellCAGList ::= SEQUENCE (SIZE(1..maxnoofCAGSperCell)) OF CAG-ID

CellIDBroadcastEUTRA ::= SEQUENCE (SIZE(1..maxnoofCellIDforWarning)) OF CellIDBroadcastEUTRA-Item

CellIDBroadcastEUTRA-Item ::= SEQUENCE {
	eUTRA-CGI			EUTRA-CGI,
	iE-Extensions		ProtocolExtensionContainer { {CellIDBroadcastEUTRA-Item-ExtIEs} } OPTIONAL,
	...
}

CellIDBroadcastEUTRA-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CellIDBroadcastNR ::= SEQUENCE (SIZE(1..maxnoofCellIDforWarning)) OF CellIDBroadcastNR-Item

CellIDBroadcastNR-Item ::= SEQUENCE {
	nR-CGI				NR-CGI,
	iE-Extensions		ProtocolExtensionContainer { {CellIDBroadcastNR-Item-ExtIEs} } OPTIONAL,
	...
}

CellIDBroadcastNR-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CellIDCancelledEUTRA ::= SEQUENCE (SIZE(1..maxnoofCellIDforWarning)) OF CellIDCancelledEUTRA-Item

CellIDCancelledEUTRA-Item ::= SEQUENCE {
	eUTRA-CGI				EUTRA-CGI,
	numberOfBroadcasts		NumberOfBroadcasts,
	iE-Extensions		ProtocolExtensionContainer { {CellIDCancelledEUTRA-Item-ExtIEs} } OPTIONAL,
	...
}

CellIDCancelledEUTRA-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CellIDCancelledNR ::= SEQUENCE (SIZE(1..maxnoofCellIDforWarning)) OF CellIDCancelledNR-Item

CellIDCancelledNR-Item ::= SEQUENCE {
	nR-CGI					NR-CGI,
	numberOfBroadcasts		NumberOfBroadcasts,
	iE-Extensions		ProtocolExtensionContainer { {CellIDCancelledNR-Item-ExtIEs} } OPTIONAL,
	...
}

CellIDCancelledNR-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CellIDListForRestart ::= CHOICE {
	eUTRA-CGIListforRestart		EUTRA-CGIList,
	nR-CGIListforRestart		NR-CGIList,
	choice-Extensions		ProtocolIE-SingleContainer { {CellIDListForRestart-ExtIEs} }
}

CellIDListForRestart-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

CellSize ::= ENUMERATED {verysmall, small, medium, large, ...}


CellType ::= SEQUENCE {
	cellSize		CellSize,
	iE-Extensions		ProtocolExtensionContainer { {CellType-ExtIEs} }	OPTIONAL,
	...
}

CellType-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CEmodeBSupport-Indicator ::= ENUMERATED {supported,...}


CEmodeBrestricted ::= ENUMERATED {
	restricted,
	not-restricted,
	...
}

CNAssistedRANTuning ::= SEQUENCE {
	expectedUEBehaviour					ExpectedUEBehaviour							OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {CNAssistedRANTuning-ExtIEs} }	OPTIONAL,
	...
}

CNAssistedRANTuning-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CNsubgroupID ::= INTEGER (0..7, ...)

CNTypeRestrictionsForEquivalent ::= SEQUENCE (SIZE(1..maxnoofEPLMNs)) OF CNTypeRestrictionsForEquivalentItem

CNTypeRestrictionsForEquivalentItem ::= SEQUENCE {
	plmnIdentity		PLMNIdentity,
	cn-Type				ENUMERATED {epc-forbidden, fiveGC-forbidden, ...},
	iE-Extensions		ProtocolExtensionContainer { {CNTypeRestrictionsForEquivalentItem-ExtIEs} }		OPTIONAL,
	...
}

CNTypeRestrictionsForEquivalentItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::={
	...
}

CNTypeRestrictionsForServing ::= ENUMERATED {
	epc-forbidden,
	...
}

CommonNetworkInstance ::= OCTET STRING

CompletedCellsInEAI-EUTRA ::= SEQUENCE (SIZE(1..maxnoofCellinEAI)) OF CompletedCellsInEAI-EUTRA-Item

CompletedCellsInEAI-EUTRA-Item ::= SEQUENCE {
	eUTRA-CGI			EUTRA-CGI,
	iE-Extensions		ProtocolExtensionContainer { {CompletedCellsInEAI-EUTRA-Item-ExtIEs} } OPTIONAL,
	...
}

CompletedCellsInEAI-EUTRA-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CompletedCellsInEAI-NR ::= SEQUENCE (SIZE(1..maxnoofCellinEAI)) OF CompletedCellsInEAI-NR-Item

CompletedCellsInEAI-NR-Item ::= SEQUENCE {
	nR-CGI				NR-CGI,
	iE-Extensions		ProtocolExtensionContainer { {CompletedCellsInEAI-NR-Item-ExtIEs} }	OPTIONAL,
	...
}

CompletedCellsInEAI-NR-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CompletedCellsInTAI-EUTRA ::= SEQUENCE (SIZE(1..maxnoofCellinTAI)) OF CompletedCellsInTAI-EUTRA-Item

CompletedCellsInTAI-EUTRA-Item ::= SEQUENCE{
	eUTRA-CGI			EUTRA-CGI,
	iE-Extensions		ProtocolExtensionContainer { {CompletedCellsInTAI-EUTRA-Item-ExtIEs} } OPTIONAL,
	...
}

CompletedCellsInTAI-EUTRA-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CompletedCellsInTAI-NR ::= SEQUENCE (SIZE(1..maxnoofCellinTAI)) OF CompletedCellsInTAI-NR-Item

CompletedCellsInTAI-NR-Item ::= SEQUENCE{
	nR-CGI				NR-CGI,
	iE-Extensions		ProtocolExtensionContainer { {CompletedCellsInTAI-NR-Item-ExtIEs} } OPTIONAL,
	...
}

CompletedCellsInTAI-NR-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

ConcurrentWarningMessageInd ::= ENUMERATED {
	true,
	...
}

ConfidentialityProtectionIndication ::= ENUMERATED {
	required,
	preferred,
	not-needed,
	...
}

ConfidentialityProtectionResult ::= ENUMERATED {
	performed,
	not-performed,
	...
}

ConfiguredTACIndication ::= ENUMERATED {
	true,
	...
}

CoreNetworkAssistanceInformationForInactive ::= SEQUENCE {
	uEIdentityIndexValue				UEIdentityIndexValue,
	uESpecificDRX						PagingDRX																	OPTIONAL,
	periodicRegistrationUpdateTimer		PeriodicRegistrationUpdateTimer,
	mICOModeIndication					MICOModeIndication															OPTIONAL,
	tAIListForInactive					TAIListForInactive,
	expectedUEBehaviour					ExpectedUEBehaviour															OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {CoreNetworkAssistanceInformationForInactive-ExtIEs} }	OPTIONAL,
	...
}

CoreNetworkAssistanceInformationForInactive-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-EUTRA-PagingeDRXInformation					CRITICALITY ignore	EXTENSION EUTRA-PagingeDRXInformation					PRESENCE optional	}|
	{ ID id-ExtendedUEIdentityIndexValue				CRITICALITY ignore	EXTENSION ExtendedUEIdentityIndexValue					PRESENCE optional	}|
	{ ID id-UERadioCapabilityForPaging					CRITICALITY ignore	EXTENSION UERadioCapabilityForPaging						PRESENCE optional	}|
	{ ID id-MicoAllPLMN									CRITICALITY ignore	EXTENSION MicoAllPLMN											PRESENCE optional	}|
	{ ID id-NR-PagingeDRXInformation					CRITICALITY ignore	EXTENSION NR-PagingeDRXInformation						PRESENCE optional	}|
	{ ID id-PagingCauseIndicationForVoiceService		CRITICALITY ignore	EXTENSION PagingCauseIndicationForVoiceService		PRESENCE optional	}|
	{ ID id-PEIPSassistanceInformation					CRITICALITY ignore	EXTENSION PEIPSassistanceInformation						PRESENCE optional	}|
	{ ID id-HashedUEIdentityIndexValue					CRITICALITY ignore	EXTENSION HashedUEIdentityIndexValue						PRESENCE optional	},
	...
}

COUNTValueForPDCP-SN12 ::= SEQUENCE {
	pDCP-SN12			INTEGER (0..4095),
	hFN-PDCP-SN12		INTEGER (0..1048575),
	iE-Extensions		ProtocolExtensionContainer { {COUNTValueForPDCP-SN12-ExtIEs} }	OPTIONAL,
	...
}

COUNTValueForPDCP-SN12-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

COUNTValueForPDCP-SN18 ::= SEQUENCE {
	pDCP-SN18			INTEGER (0..262143),
	hFN-PDCP-SN18		INTEGER (0..16383),
	iE-Extensions		ProtocolExtensionContainer { {COUNTValueForPDCP-SN18-ExtIEs} }	OPTIONAL,
	...
}

COUNTValueForPDCP-SN18-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CoverageEnhancementLevel ::= OCTET STRING

CPTransportLayerInformation ::= CHOICE {
	endpointIPAddress		TransportLayerAddress,
	choice-Extensions		ProtocolIE-SingleContainer { {CPTransportLayerInformation-ExtIEs} }
}

CPTransportLayerInformation-ExtIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-EndpointIPAddressAndPort		CRITICALITY reject	TYPE EndpointIPAddressAndPort		PRESENCE mandatory	},
	...
}

CriticalityDiagnostics ::= SEQUENCE {
	procedureCode					ProcedureCode											OPTIONAL,
	triggeringMessage				TriggeringMessage										OPTIONAL,
	procedureCriticality			Criticality												OPTIONAL,
	iEsCriticalityDiagnostics		CriticalityDiagnostics-IE-List							OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer {{CriticalityDiagnostics-ExtIEs}}		OPTIONAL,
	...
}

CriticalityDiagnostics-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE(1..maxnoofErrors)) OF CriticalityDiagnostics-IE-Item

CriticalityDiagnostics-IE-Item ::= SEQUENCE {
	iECriticality		Criticality,
	iE-ID				ProtocolIE-ID,
	typeOfError			TypeOfError,
	iE-Extensions		ProtocolExtensionContainer {{CriticalityDiagnostics-IE-Item-ExtIEs}} OPTIONAL,
	...
}

CriticalityDiagnostics-IE-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CellBasedMDT-NR::= SEQUENCE {
	cellIdListforMDT	CellIdListforMDT-NR,
	iE-Extensions		ProtocolExtensionContainer { {CellBasedMDT-NR-ExtIEs} } OPTIONAL,
	...
}

CellBasedMDT-NR-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CellIdListforMDT-NR ::= SEQUENCE (SIZE(1..maxnoofCellIDforMDT)) OF NR-CGI


CellBasedMDT-EUTRA::= SEQUENCE {
	cellIdListforMDT	CellIdListforMDT-EUTRA,
	iE-Extensions		ProtocolExtensionContainer { {CellBasedMDT-EUTRA-ExtIEs} } OPTIONAL,
	...
}

CellBasedMDT-EUTRA-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CellBasedQMC ::= SEQUENCE {
	cellIdListforQMC 	CellIdListforQMC,
	iE-Extensions		ProtocolExtensionContainer { {CellBasedQMC-ExtIEs} } OPTIONAL,
	...
}

CellBasedQMC-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CellIdListforQMC ::= SEQUENCE (SIZE(1..maxnoofCellIDforQMC)) OF NGRAN-CGI

CellIdListforMDT-EUTRA ::= SEQUENCE (SIZE(1..maxnoofCellIDforMDT)) OF EUTRA-CGI


-- D

DataCodingScheme ::= BIT STRING (SIZE(8))

DataForwardingAccepted ::= ENUMERATED {
	data-forwarding-accepted,
	...
}

DataForwardingNotPossible ::= ENUMERATED {
	data-forwarding-not-possible,
	...
}

DataForwardingResponseDRBList ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DataForwardingResponseDRBItem

DataForwardingResponseDRBItem ::= SEQUENCE {
	dRB-ID								DRB-ID,
	dLForwardingUP-TNLInformation		UPTransportLayerInformation								OPTIONAL,
	uLForwardingUP-TNLInformation		UPTransportLayerInformation								OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer {{DataForwardingResponseDRBItem-ExtIEs}}		OPTIONAL,
	...
}

DataForwardingResponseDRBItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

DAPSRequestInfo ::= SEQUENCE {
	dAPSIndicator				ENUMERATED {daps-ho-required, ...},
	iE-Extensions				ProtocolExtensionContainer { {DAPSRequestInfo-ExtIEs} } OPTIONAL,
	...
}

DAPSRequestInfo-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

DAPSResponseInfoList ::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DAPSResponseInfoItem

DAPSResponseInfoItem ::= SEQUENCE {
	dRB-ID				DRB-ID,
	dAPSResponseInfo		DAPSResponseInfo,
	iE-Extension			ProtocolExtensionContainer { {DAPSResponseInfoItem-ExtIEs} }		OPTIONAL,
	...
}

DAPSResponseInfoItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

DAPSResponseInfo ::= SEQUENCE {
	dapsresponseindicator		ENUMERATED {daps-ho-accepted, daps-ho-not-accepted, ...},
	iE-Extensions			ProtocolExtensionContainer { { DAPSResponseInfo-ExtIEs} } 	OPTIONAL,
	...
}

DAPSResponseInfo-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


DataForwardingResponseERABList ::= SEQUENCE (SIZE(1..maxnoofE-RABs)) OF DataForwardingResponseERABListItem

DataForwardingResponseERABListItem ::= SEQUENCE {
	e-RAB-ID							E-RAB-ID,
	dLForwardingUP-TNLInformation		UPTransportLayerInformation,
	iE-Extensions		ProtocolExtensionContainer { {DataForwardingResponseERABListItem-ExtIEs} }	OPTIONAL,
	...
}

DataForwardingResponseERABListItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

DelayCritical ::= ENUMERATED {
	delay-critical,
	non-delay-critical,
	...
}

DL-CP-SecurityInformation ::= SEQUENCE {
	dl-NAS-MAC				DL-NAS-MAC,
	iE-Extensions			ProtocolExtensionContainer { { DL-CP-SecurityInformation-ExtIEs} }	OPTIONAL,
	...
}

DL-CP-SecurityInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

DL-NAS-MAC ::= BIT STRING (SIZE (16))

DLForwarding ::= ENUMERATED {
	dl-forwarding-proposed,
	...
}

DL-NGU-TNLInformationReused ::= ENUMERATED {
	true,
	...
}

DirectForwardingPathAvailability ::= ENUMERATED {
	direct-path-available,
	...
}

DRB-ID ::= INTEGER (1..32, ...)

DRBsSubjectToStatusTransferList ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DRBsSubjectToStatusTransferItem

DRBsSubjectToStatusTransferItem ::= SEQUENCE {
	dRB-ID				DRB-ID,
	dRBStatusUL			DRBStatusUL,
	dRBStatusDL			DRBStatusDL,
	iE-Extension		ProtocolExtensionContainer { {DRBsSubjectToStatusTransferItem-ExtIEs} }	OPTIONAL,
	...
}

DRBsSubjectToStatusTransferItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-OldAssociatedQosFlowList-ULendmarkerexpected	CRITICALITY ignore EXTENSION AssociatedQosFlowList	 PRESENCE optional },
	...
}

DRBStatusDL ::= CHOICE {
	dRBStatusDL12			DRBStatusDL12,
	dRBStatusDL18			DRBStatusDL18,
	choice-Extensions		ProtocolIE-SingleContainer { {DRBStatusDL-ExtIEs} }
}

DRBStatusDL-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

DRBStatusDL12 ::= SEQUENCE {
	dL-COUNTValue		COUNTValueForPDCP-SN12,
	iE-Extension		ProtocolExtensionContainer { {DRBStatusDL12-ExtIEs} }		OPTIONAL,
	...
}

DRBStatusDL12-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

DRBStatusDL18 ::= SEQUENCE {
	dL-COUNTValue		COUNTValueForPDCP-SN18,
	iE-Extension		ProtocolExtensionContainer { {DRBStatusDL18-ExtIEs} }		OPTIONAL,
	...
}

DRBStatusDL18-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

DRBStatusUL ::= CHOICE {
	dRBStatusUL12			DRBStatusUL12,
	dRBStatusUL18			DRBStatusUL18,
	choice-Extensions		ProtocolIE-SingleContainer { {DRBStatusUL-ExtIEs} }
}

DRBStatusUL-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

DRBStatusUL12 ::= SEQUENCE {
	uL-COUNTValue					COUNTValueForPDCP-SN12,
	receiveStatusOfUL-PDCP-SDUs		BIT STRING (SIZE(1..2048))						OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { {DRBStatusUL12-ExtIEs} }		OPTIONAL,
	...
}

DRBStatusUL12-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

DRBStatusUL18 ::= SEQUENCE {
	uL-COUNTValue					COUNTValueForPDCP-SN18,
	receiveStatusOfUL-PDCP-SDUs		BIT STRING (SIZE(1..131072))					OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { {DRBStatusUL18-ExtIEs} }		OPTIONAL,
	...
}

DRBStatusUL18-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

DRBsToQosFlowsMappingList ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DRBsToQosFlowsMappingItem

DRBsToQosFlowsMappingItem ::= SEQUENCE {
	dRB-ID								DRB-ID,
	associatedQosFlowList				AssociatedQosFlowList,
	iE-Extensions		ProtocolExtensionContainer { {DRBsToQosFlowsMappingItem-ExtIEs} }		OPTIONAL,
	...
}

DRBsToQosFlowsMappingItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-DAPSRequestInfo	CRITICALITY ignore	EXTENSION DAPSRequestInfo	PRESENCE optional  },
	...
}

Dynamic5QIDescriptor ::= SEQUENCE {
	priorityLevelQos			PriorityLevelQos,
	packetDelayBudget			PacketDelayBudget,
	packetErrorRate				PacketErrorRate,
	fiveQI						FiveQI													OPTIONAL,
	delayCritical				DelayCritical											OPTIONAL,
-- The above IE shall be present in case of GBR QoS flow
	averagingWindow				AveragingWindow											OPTIONAL,
-- The above IE shall be present in case of GBR QoS flow
	maximumDataBurstVolume		MaximumDataBurstVolume									OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {Dynamic5QIDescriptor-ExtIEs} }	OPTIONAL,
	...
}

Dynamic5QIDescriptor-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
[bookmark: _Hlk44365010]	{ ID id-ExtendedPacketDelayBudget	CRITICALITY ignore	EXTENSION ExtendedPacketDelayBudget		PRESENCE optional		}|
	{ ID id-CNPacketDelayBudgetDL		CRITICALITY ignore	EXTENSION ExtendedPacketDelayBudget		PRESENCE optional		}|
	{ ID id-CNPacketDelayBudgetUL		CRITICALITY ignore	EXTENSION ExtendedPacketDelayBudget		PRESENCE optional		},
	...
}

-- E

[bookmark: _Hlk113970253]EarlyMeasurement ::= ENUMERATED {true, ...}

EarlyStatusTransfer-TransparentContainer ::= SEQUENCE {
	procedureStage			ProcedureStageChoice,
	iE-Extensions			ProtocolExtensionContainer { {EarlyStatusTransfer-TransparentContainer-ExtIEs} }	OPTIONAL,
	...
}

EarlyStatusTransfer-TransparentContainer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

ProcedureStageChoice ::= CHOICE {
	first-dl-count			FirstDLCount,
	choice-Extensions		ProtocolIE-SingleContainer { {ProcedureStageChoice-ExtIEs} }
}

ProcedureStageChoice-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

FirstDLCount ::= SEQUENCE {
	dRBsSubjectToEarlyStatusTransfer		DRBsSubjectToEarlyStatusTransfer-List,
	iE-Extension		ProtocolExtensionContainer { {FirstDLCount-ExtIEs} }		OPTIONAL,
	...
}

FirstDLCount-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

DRBsSubjectToEarlyStatusTransfer-List ::= SEQUENCE (SIZE (1.. maxnoofDRBs)) OF DRBsSubjectToEarlyStatusTransfer-Item

DRBsSubjectToEarlyStatusTransfer-Item ::= SEQUENCE {
	dRB-ID				DRB-ID,
	firstDLCOUNT		DRBStatusDL,
	iE-Extension		ProtocolExtensionContainer { { DRBsSubjectToEarlyStatusTransfer-Item-ExtIEs} }	OPTIONAL,
	...
}

DRBsSubjectToEarlyStatusTransfer-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk40861179]EDT-Session ::= ENUMERATED {
	true,
	...
}

EmergencyAreaID ::= OCTET STRING (SIZE(3))

EmergencyAreaIDBroadcastEUTRA ::= SEQUENCE (SIZE(1..maxnoofEmergencyAreaID)) OF EmergencyAreaIDBroadcastEUTRA-Item

EmergencyAreaIDBroadcastEUTRA-Item ::= SEQUENCE {
	emergencyAreaID					EmergencyAreaID,
	completedCellsInEAI-EUTRA		CompletedCellsInEAI-EUTRA,
	iE-Extensions		ProtocolExtensionContainer { {EmergencyAreaIDBroadcastEUTRA-Item-ExtIEs} } OPTIONAL,
	...
}

EmergencyAreaIDBroadcastEUTRA-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

EmergencyAreaIDBroadcastNR ::= SEQUENCE (SIZE(1..maxnoofEmergencyAreaID)) OF EmergencyAreaIDBroadcastNR-Item

EmergencyAreaIDBroadcastNR-Item ::= SEQUENCE {
	emergencyAreaID				EmergencyAreaID,
	completedCellsInEAI-NR		CompletedCellsInEAI-NR,
	iE-Extensions		ProtocolExtensionContainer { {EmergencyAreaIDBroadcastNR-Item-ExtIEs} }	OPTIONAL,
	...
}

EmergencyAreaIDBroadcastNR-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

EmergencyAreaIDCancelledEUTRA ::= SEQUENCE (SIZE(1..maxnoofEmergencyAreaID)) OF EmergencyAreaIDCancelledEUTRA-Item

EmergencyAreaIDCancelledEUTRA-Item ::= SEQUENCE {
	emergencyAreaID					EmergencyAreaID,
	cancelledCellsInEAI-EUTRA		CancelledCellsInEAI-EUTRA,
	iE-Extensions		ProtocolExtensionContainer { {EmergencyAreaIDCancelledEUTRA-Item-ExtIEs} } OPTIONAL,
	...
}

EmergencyAreaIDCancelledEUTRA-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

EmergencyAreaIDCancelledNR ::= SEQUENCE (SIZE(1..maxnoofEmergencyAreaID)) OF EmergencyAreaIDCancelledNR-Item

EmergencyAreaIDCancelledNR-Item ::= SEQUENCE {
	emergencyAreaID				EmergencyAreaID,
	cancelledCellsInEAI-NR		CancelledCellsInEAI-NR,
	iE-Extensions		ProtocolExtensionContainer { {EmergencyAreaIDCancelledNR-Item-ExtIEs} }	OPTIONAL,
	...
}

EmergencyAreaIDCancelledNR-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

EmergencyAreaIDList ::= SEQUENCE (SIZE(1..maxnoofEmergencyAreaID)) OF EmergencyAreaID

EmergencyAreaIDListForRestart ::= SEQUENCE (SIZE(1..maxnoofEAIforRestart)) OF EmergencyAreaID

EmergencyFallbackIndicator ::= SEQUENCE {
	emergencyFallbackRequestIndicator		EmergencyFallbackRequestIndicator,
	emergencyServiceTargetCN				EmergencyServiceTargetCN						OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {EmergencyFallbackIndicator-ExtIEs} }	OPTIONAL,
	...
}

EmergencyFallbackIndicator-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

EmergencyFallbackRequestIndicator ::= ENUMERATED {
	emergency-fallback-requested,
	...
}

EmergencyServiceTargetCN ::= ENUMERATED {
	fiveGC,
	epc,
	...
}

ENB-ID ::= CHOICE {
	macroENB-ID				BIT STRING (SIZE(20)),
	homeENB-ID				BIT STRING (SIZE(28)),
	short-macroENB-ID 		BIT STRING (SIZE(18)),
	long-macroENB-ID		BIT STRING (SIZE(21)),
	choice-Extensions		ProtocolIE-SingleContainer { { ENB-ID-ExtIEs} }
}

ENB-ID-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}


Enhanced-CoverageRestriction ::= ENUMERATED {restricted, ... }


[bookmark: _Hlk44331363]Extended-ConnectedTime ::= INTEGER (0..255)

EN-DCSONConfigurationTransfer ::= OCTET STRING

EndpointIPAddressAndPort ::=SEQUENCE {
	endpointIPAddress TransportLayerAddress,
	portNumber			PortNumber,
	iE-Extensions		ProtocolExtensionContainer { { EndpointIPAddressAndPort-ExtIEs} } OPTIONAL
}
[bookmark: _Hlk40861221]
EndIndication ::= ENUMERATED {
	no-further-data,
	further-data-exists,
	...
}

EndpointIPAddressAndPort-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

EquivalentPLMNs ::= SEQUENCE (SIZE(1..maxnoofEPLMNs)) OF PLMNIdentity

EPS-TAC ::= OCTET STRING (SIZE(2))

EPS-TAI ::= SEQUENCE {
	pLMNIdentity		PLMNIdentity,
	ePS-TAC				EPS-TAC,
	iE-Extensions		ProtocolExtensionContainer { {EPS-TAI-ExtIEs} } OPTIONAL,
	...
}

EPS-TAI-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

E-RAB-ID ::= INTEGER (0..15, ...)

E-RABInformationList ::= SEQUENCE (SIZE(1..maxnoofE-RABs)) OF E-RABInformationItem

E-RABInformationItem ::= SEQUENCE {
	e-RAB-ID			E-RAB-ID,
	dLForwarding		DLForwarding													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {E-RABInformationItem-ExtIEs} }	OPTIONAL,
	...
}

E-RABInformationItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ID id-SourceTNLAddrInfo		CRITICALITY ignore	EXTENSION TransportLayerAddress	PRESENCE optional}|
	{ID id-SourceNodeTNLAddrInfo	CRITICALITY ignore	EXTENSION TransportLayerAddress	PRESENCE optional},
	...
}

EUTRACellIdentity ::= BIT STRING (SIZE(28))

EUTRA-CGI ::= SEQUENCE {
	pLMNIdentity			PLMNIdentity,
	eUTRACellIdentity		EUTRACellIdentity,
	iE-Extensions		ProtocolExtensionContainer { {EUTRA-CGI-ExtIEs} } OPTIONAL,
	...
}

EUTRA-CGI-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

EUTRA-CGIList ::= SEQUENCE (SIZE(1..maxnoofCellsinngeNB)) OF EUTRA-CGI

EUTRA-CGIListForWarning ::= SEQUENCE (SIZE(1..maxnoofCellIDforWarning)) OF EUTRA-CGI

EUTRA-PagingeDRXInformation ::= SEQUENCE {
	eUTRA-paging-eDRX-Cycle		EUTRA-Paging-eDRX-Cycle,
	eUTRA-paging-Time-Window	EUTRA-Paging-Time-Window					OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {EUTRA-PagingeDRXInformation-ExtIEs} }	OPTIONAL,
	...
}

EUTRA-PagingeDRXInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

EUTRA-Paging-eDRX-Cycle ::= ENUMERATED {
	hfhalf, hf1, hf2, hf4, hf6, 
	hf8, hf10, hf12, hf14, hf16, 
	hf32, hf64, hf128, hf256,
	...
}

EUTRA-Paging-Time-Window ::= ENUMERATED {
	s1, s2, s3, s4, s5, 
	s6, s7, s8, s9, s10, 
	s11, s12, s13, s14, s15, s16,
	...
}

EUTRAencryptionAlgorithms ::= BIT STRING (SIZE(16, ...))

EUTRAintegrityProtectionAlgorithms ::= BIT STRING (SIZE(16, ...))

EventType ::= ENUMERATED {
	direct,
	change-of-serve-cell,
	ue-presence-in-area-of-interest,
	stop-change-of-serve-cell,
	stop-ue-presence-in-area-of-interest,
	cancel-location-reporting-for-the-ue,
	...
}

ExcessPacketDelayThresholdConfiguration ::= SEQUENCE (SIZE(1..maxnoofThresholdsForExcessPacketDelay)) OF ExcessPacketDelayThresholdItem

ExcessPacketDelayThresholdItem ::= SEQUENCE {
	fiveQi		FiveQI,
	excessPacketDelayThresholdValue			ExcessPacketDelayThresholdValue,
	iE-Extensions		ProtocolExtensionContainer { { ExcessPacketDelayThresholdItem-ExtIEs} }	OPTIONAL,
	...
}

ExcessPacketDelayThresholdItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

ExcessPacketDelayThresholdValue ::= ENUMERATED {
ms0dot25, ms0dot5, ms1, ms2, ms4, ms5, ms10, ms20, ms30, ms40, ms50, ms60, ms70, ms80, ms90, ms100, ms150, ms300, ms500,
	...
}

ExpectedActivityPeriod ::= INTEGER (1..30|40|50|60|80|100|120|150|180|181, ...)

ExpectedHOInterval ::= ENUMERATED {
	sec15, sec30, sec60, sec90, sec120, sec180, long-time,
	...
}

ExpectedIdlePeriod ::= INTEGER (1..30|40|50|60|80|100|120|150|180|181, ...)

ExpectedUEActivityBehaviour ::= SEQUENCE {
	expectedActivityPeriod						ExpectedActivityPeriod						OPTIONAL,
	expectedIdlePeriod							ExpectedIdlePeriod							OPTIONAL,
	sourceOfUEActivityBehaviourInformation		SourceOfUEActivityBehaviourInformation		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {ExpectedUEActivityBehaviour-ExtIEs} }	OPTIONAL,
	...
}

ExpectedUEActivityBehaviour-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

ExpectedUEBehaviour ::= SEQUENCE {
	expectedUEActivityBehaviour		ExpectedUEActivityBehaviour 					OPTIONAL,
	expectedHOInterval				ExpectedHOInterval		 						OPTIONAL,
	expectedUEMobility				ExpectedUEMobility								OPTIONAL,
	expectedUEMovingTrajectory		ExpectedUEMovingTrajectory						OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {ExpectedUEBehaviour-ExtIEs} }	OPTIONAL,
	...
}

ExpectedUEBehaviour-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

ExpectedUEMobility ::= ENUMERATED {
	stationary,
	mobile,
	...
}

ExpectedUEMovingTrajectory ::= SEQUENCE (SIZE(1..maxnoofCellsUEMovingTrajectory)) OF ExpectedUEMovingTrajectoryItem

ExpectedUEMovingTrajectoryItem ::= SEQUENCE {
	nGRAN-CGI				NGRAN-CGI,
	timeStayedInCell		INTEGER (0..4095)													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {ExpectedUEMovingTrajectoryItem-ExtIEs} }	OPTIONAL,
	...
}

ExpectedUEMovingTrajectoryItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

Extended-AMFName	 ::= SEQUENCE {
	aMFNameVisibleString		AMFNameVisibleString				OPTIONAL,
	aMFNameUTF8String			AMFNameUTF8String					OPTIONAL, 
	iE-Extensions				ProtocolExtensionContainer { { Extended-AMFName-ExtIEs } } OPTIONAL,
	...
}

Extended-AMFName-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Hlk132983030]ExtendedPacketDelayBudget ::= INTEGER (1..65535, ..., 65536..109999) 


Extended-RANNodeName	 ::= SEQUENCE {
	rANNodeNameVisibleString		RANNodeNameVisibleString					OPTIONAL,
	rANNodeNameUTF8String			RANNodeNameUTF8String						OPTIONAL, 
	iE-Extensions					ProtocolExtensionContainer { { Extended-RANNodeName-ExtIEs } } OPTIONAL,	...
}

Extended-RANNodeName-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

ExtendedRATRestrictionInformation ::= SEQUENCE {
	primaryRATRestriction		BIT STRING (SIZE(8, ...)),
	secondaryRATRestriction		BIT STRING (SIZE(8, ...)),
	iE-Extensions		ProtocolExtensionContainer { {ExtendedRATRestrictionInformation-ExtIEs} }	OPTIONAL,
	...
}

ExtendedRATRestrictionInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

ExtendedRNC-ID					::= INTEGER (4096..65535)

ExtendedSliceSupportList ::= SEQUENCE (SIZE(1..maxnoofExtSliceItems)) OF SliceSupportItem

ExtendedUEIdentityIndexValue ::= BIT STRING (SIZE(16))

EventTrigger::= CHOICE {
	outOfCoverage				ENUMERATED {true, ...},
	eventL1LoggedMDTConfig		EventL1LoggedMDTConfig,
	choice-Extensions		ProtocolIE-SingleContainer { { EventTrigger-ExtIEs} }
}

EventTrigger-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

EventL1LoggedMDTConfig ::= SEQUENCE {
	l1Threshold					MeasurementThresholdL1LoggedMDT,
[bookmark: OLE_LINK95]	hysteresis					Hysteresis,
	timeToTrigger				TimeToTrigger,
	iE-Extensions				ProtocolExtensionContainer { { EventL1LoggedMDTConfig-ExtIEs} } OPTIONAL,
	...
}

EventL1LoggedMDTConfig-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

MeasurementThresholdL1LoggedMDT ::= CHOICE {
	threshold-RSRP				Threshold-RSRP,
	threshold-RSRQ				Threshold-RSRQ,
	choice-Extensions		ProtocolIE-SingleContainer { { MeasurementThresholdL1LoggedMDT-ExtIEs} }
}

MeasurementThresholdL1LoggedMDT-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

-- F

FailureIndication ::= SEQUENCE {
	uERLFReportContainer 	UERLFReportContainer,
	iE-Extensions		ProtocolExtensionContainer { { FailureIndication-ExtIEs} }	OPTIONAL,
	...
}

FailureIndication-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

FiveG-ProSeAuthorized ::= SEQUENCE {
	fiveGProSeDirectDiscovery				FiveGProSeDirectDiscovery						OPTIONAL,
	fiveGProSeDirectCommunication			FiveGProSeDirectCommunication					OPTIONAL,
	fiveGProSeLayer2UEtoNetworkRelay			FiveGProSeLayer2UEtoNetworkRelay					OPTIONAL,
	fiveGProSeLayer3UEtoNetworkRelay			FiveGProSeLayer3UEtoNetworkRelay					OPTIONAL,
	fiveGProSeLayer2RemoteUE					FiveGProSeLayer2RemoteUE							OPTIONAL, 
	iE-Extensions		ProtocolExtensionContainer { {FiveG-ProSeAuthorized-ExtIEs} }		OPTIONAL,
	...
}

FiveG-ProSeAuthorized-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

FiveGProSeDirectDiscovery ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

FiveGProSeDirectCommunication ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

FiveGProSeLayer2UEtoNetworkRelay ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

FiveGProSeLayer3UEtoNetworkRelay ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

FiveGProSeLayer2RemoteUE ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}



FiveG-ProSePC5QoSParameters ::= SEQUENCE {
	fiveGProSepc5QoSFlowList					FiveGProSePC5QoSFlowList,
	fiveGProSepc5LinkAggregateBitRates		BitRate												OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { FiveG-ProSePC5QoSParameters-ExtIEs} }	OPTIONAL,
	...
}

FiveG-ProSePC5QoSParameters-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

FiveGProSePC5QoSFlowList ::= SEQUENCE (SIZE(1..maxnoofPC5QoSFlows)) OF FiveGProSePC5QoSFlowItem

[bookmark: _Hlk99391185]FiveGProSePC5QoSFlowItem ::= SEQUENCE {
	fiveGproSepQI				FiveQI,
	fiveGproSepc5FlowBitRates	FiveGProSePC5FlowBitRates				OPTIONAL,
	fiveGproSerange				Range									OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { FiveGProSePC5QoSFlowItem-ExtIEs} }	OPTIONAL,
	...
}

FiveGProSePC5QoSFlowItem-ExtIEs  NGAP-PROTOCOL-EXTENSION ::= {
	...
}

FiveGProSePC5FlowBitRates ::= SEQUENCE {
	fiveGproSeguaranteedFlowBitRate		BitRate,
	fiveGproSemaximumFlowBitRate		BitRate,
	iE-Extensions		ProtocolExtensionContainer { { FiveGProSePC5FlowBitRates-ExtIEs} }	OPTIONAL,
	...
}

FiveGProSePC5FlowBitRates-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


FiveG-S-TMSI ::= SEQUENCE {
	aMFSetID			AMFSetID,
	aMFPointer			AMFPointer,
	fiveG-TMSI			FiveG-TMSI,
	iE-Extensions		ProtocolExtensionContainer { {FiveG-S-TMSI-ExtIEs} }	OPTIONAL,
	...
}

FiveG-S-TMSI-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

FiveG-TMSI ::= OCTET STRING (SIZE(4))

FiveQI ::= INTEGER (0..255, ...)

ForbiddenAreaInformation ::= SEQUENCE (SIZE(1.. maxnoofEPLMNsPlusOne)) OF ForbiddenAreaInformation-Item

ForbiddenAreaInformation-Item ::= SEQUENCE {
	pLMNIdentity		PLMNIdentity,
	forbiddenTACs		ForbiddenTACs,
	iE-Extensions		ProtocolExtensionContainer { {ForbiddenAreaInformation-Item-ExtIEs} } OPTIONAL,
	...
}

ForbiddenAreaInformation-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

ForbiddenTACs ::= SEQUENCE (SIZE(1..maxnoofForbTACs)) OF TAC

FromEUTRANtoNGRAN ::= SEQUENCE {
	sourceeNBID				IntersystemSONeNBID,
	targetNGRANnodeID		IntersystemSONNGRANnodeID,
	iE-Extensions			ProtocolExtensionContainer { { FromEUTRANtoNGRAN-ExtIEs} }			OPTIONAL
}

FromEUTRANtoNGRAN-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

FromNGRANtoEUTRAN ::= SEQUENCE {
	sourceNGRANnodeID		IntersystemSONNGRANnodeID,
	targeteNBID				IntersystemSONeNBID,
	iE-Extensions			ProtocolExtensionContainer { { FromNGRANtoEUTRAN-ExtIEs} }			OPTIONAL
}

FromNGRANtoEUTRAN-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

-- G

GBR-QosInformation ::= SEQUENCE {
	maximumFlowBitRateDL		BitRate,
	maximumFlowBitRateUL		BitRate,
	guaranteedFlowBitRateDL		BitRate,
	guaranteedFlowBitRateUL		BitRate,
	notificationControl			NotificationControl									OPTIONAL,
	maximumPacketLossRateDL		PacketLossRate										OPTIONAL,
	maximumPacketLossRateUL		PacketLossRate										OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {GBR-QosInformation-ExtIEs} }	OPTIONAL,
	...
}

GBR-QosInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-AlternativeQoSParaSetList	CRITICALITY ignore	EXTENSION AlternativeQoSParaSetList	PRESENCE optional	},
	...
}

GlobalCable-ID ::= OCTET STRING

GlobalCable-ID-new ::= SEQUENCE {
	globalCable-ID			GlobalCable-ID,
	tAI						TAI,
	iE-Extensions			ProtocolExtensionContainer { { GlobalCable-ID-new-ExtIEs} }		OPTIONAL,
	...
}

GlobalCable-ID-new-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

GlobalENB-ID ::= SEQUENCE {
	pLMNidentity			PLMNIdentity,
	eNB-ID					ENB-ID,
	iE-Extensions			ProtocolExtensionContainer { {GlobalENB-ID-ExtIEs} }		OPTIONAL,
	...
}

GlobalENB-ID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


GlobalGNB-ID ::= SEQUENCE {
	pLMNIdentity		PLMNIdentity,
	gNB-ID				GNB-ID,
	iE-Extensions		ProtocolExtensionContainer { {GlobalGNB-ID-ExtIEs} } OPTIONAL,
	...
}

GlobalGNB-ID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

GlobalN3IWF-ID ::= SEQUENCE {
	pLMNIdentity		PLMNIdentity,
	n3IWF-ID			N3IWF-ID,
	iE-Extensions		ProtocolExtensionContainer { {GlobalN3IWF-ID-ExtIEs} } OPTIONAL,
	...
}

GlobalN3IWF-ID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

GlobalLine-ID ::= SEQUENCE {
	globalLineIdentity		GlobalLineIdentity,
	lineType			LineType									OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {GlobalLine-ID-ExtIEs} } 		OPTIONAL,
	...
}

GlobalLine-ID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-TAI				CRITICALITY ignore	EXTENSION TAI							PRESENCE optional	},
	...
}

GlobalLineIdentity ::= OCTET STRING

GlobalNgENB-ID ::= SEQUENCE {
	pLMNIdentity		PLMNIdentity,
	ngENB-ID			NgENB-ID,
	iE-Extensions		ProtocolExtensionContainer { {GlobalNgENB-ID-ExtIEs} } OPTIONAL,
	...
}

GlobalNgENB-ID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

GlobalRANNodeID ::= CHOICE {
	globalGNB-ID			GlobalGNB-ID,
	globalNgENB-ID			GlobalNgENB-ID,
	globalN3IWF-ID			GlobalN3IWF-ID,
	choice-Extensions		ProtocolIE-SingleContainer { {GlobalRANNodeID-ExtIEs} }
}

GlobalRANNodeID-ExtIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-GlobalTNGF-ID		CRITICALITY reject	TYPE GlobalTNGF-ID		PRESENCE mandatory	}|
	{ ID id-GlobalTWIF-ID		CRITICALITY reject	TYPE GlobalTWIF-ID			PRESENCE mandatory 	}|
	{ ID id-GlobalW-AGF-ID		CRITICALITY reject	TYPE GlobalW-AGF-ID			PRESENCE mandatory 	},
	...
}

GlobalTNGF-ID ::= SEQUENCE {
	pLMNIdentity		PLMNIdentity,
	tNGF-ID				TNGF-ID,
	iE-Extensions		ProtocolExtensionContainer { { GlobalTNGF-ID-ExtIEs} } OPTIONAL,
	...
}

GlobalTNGF-ID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


GlobalTWIF-ID ::= SEQUENCE {
	pLMNIdentity		PLMNIdentity,
	tWIF-ID				TWIF-ID,
	iE-Extensions		ProtocolExtensionContainer { { GlobalTWIF-ID-ExtIEs} } OPTIONAL,
	...
}

GlobalTWIF-ID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


GlobalW-AGF-ID ::= SEQUENCE {
	pLMNIdentity			PLMNIdentity,
	w-AGF-ID				W-AGF-ID,
	iE-Extensions			ProtocolExtensionContainer { { GlobalW-AGF-ID-ExtIEs} } OPTIONAL,
	...
}

GlobalW-AGF-ID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

GNB-ID ::= CHOICE {
	gNB-ID		BIT STRING (SIZE(22..32)),
	choice-Extensions		ProtocolIE-SingleContainer { {GNB-ID-ExtIEs} }
}

GNB-ID-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

GTP-TEID ::= OCTET STRING (SIZE(4))

GTPTunnel ::= SEQUENCE {
	transportLayerAddress		TransportLayerAddress,
	gTP-TEID					GTP-TEID,
	iE-Extensions		ProtocolExtensionContainer { {GTPTunnel-ExtIEs} } OPTIONAL,
	...
}

GTPTunnel-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

GUAMI ::= SEQUENCE {
	pLMNIdentity		PLMNIdentity,
	aMFRegionID			AMFRegionID,
	aMFSetID			AMFSetID,
	aMFPointer			AMFPointer,
	iE-Extensions		ProtocolExtensionContainer { {GUAMI-ExtIEs} } OPTIONAL,
	...
}

GUAMI-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

GUAMIType ::= ENUMERATED {native, mapped, ...}

-- H

HandoverCommandTransfer ::= SEQUENCE {
	dLForwardingUP-TNLInformation		UPTransportLayerInformation						OPTIONAL,
	qosFlowToBeForwardedList			QosFlowToBeForwardedList						OPTIONAL,
	dataForwardingResponseDRBList		DataForwardingResponseDRBList					OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {HandoverCommandTransfer-ExtIEs} } OPTIONAL,
	...
}

HandoverCommandTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-AdditionalDLForwardingUPTNLInformation		CRITICALITY ignore	EXTENSION QosFlowPerTNLInformationList			PRESENCE optional		}|
	{ ID id-ULForwardingUP-TNLInformation				CRITICALITY reject	EXTENSION UPTransportLayerInformation			PRESENCE optional		}|
	{ ID id-AdditionalULForwardingUPTNLInformation		CRITICALITY reject	EXTENSION UPTransportLayerInformationList		PRESENCE optional		}|
	{ ID id-DataForwardingResponseERABList				CRITICALITY ignore	EXTENSION DataForwardingResponseERABList		PRESENCE optional		}|
	{ ID id-QosFlowFailedToSetupList					CRITICALITY ignore	EXTENSION QosFlowListWithCause						PRESENCE optional		},
	...
}

HandoverFlag ::= ENUMERATED {
	handover-preparation,
	...
}

HandoverPreparationUnsuccessfulTransfer ::= SEQUENCE {
	cause				Cause,
	iE-Extensions		ProtocolExtensionContainer { {HandoverPreparationUnsuccessfulTransfer-ExtIEs} }	OPTIONAL,
	...
}

HandoverPreparationUnsuccessfulTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

HandoverRequestAcknowledgeTransfer ::= SEQUENCE {
	dL-NGU-UP-TNLInformation			UPTransportLayerInformation,
	dLForwardingUP-TNLInformation		UPTransportLayerInformation										OPTIONAL,
	securityResult						SecurityResult													OPTIONAL,
	qosFlowSetupResponseList			QosFlowListWithDataForwarding,
	qosFlowFailedToSetupList			QosFlowListWithCause											OPTIONAL,
	dataForwardingResponseDRBList		DataForwardingResponseDRBList									OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {HandoverRequestAcknowledgeTransfer-ExtIEs} }	OPTIONAL,
	...
}

HandoverRequestAcknowledgeTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-AdditionalDLUPTNLInformationForHOList		CRITICALITY ignore	EXTENSION AdditionalDLUPTNLInformationForHOList		PRESENCE optional	}|
	{ ID id-ULForwardingUP-TNLInformation				CRITICALITY reject	EXTENSION UPTransportLayerInformation					PRESENCE optional	}|
	{ ID id-AdditionalULForwardingUPTNLInformation		CRITICALITY reject	EXTENSION UPTransportLayerInformationList				PRESENCE optional	}|
	{ ID id-DataForwardingResponseERABList				CRITICALITY ignore	EXTENSION DataForwardingResponseERABList 				PRESENCE optional	}|
	{ ID id-RedundantDL-NGU-UP-TNLInformation			CRITICALITY ignore	EXTENSION UPTransportLayerInformation 					PRESENCE optional	}|
	{ ID id-UsedRSNInformation							CRITICALITY ignore	EXTENSION RedundantPDUSessionInformation				PRESENCE optional	}|
	{ ID id-GlobalRANNodeID 								CRITICALITY ignore	EXTENSION GlobalRANNodeID									PRESENCE optional	}|
	{ ID id-MBS-SupportIndicator						CRITICALITY ignore	EXTENSION MBS-SupportIndicator								PRESENCE optional	},
	...
}

HandoverRequiredTransfer ::= SEQUENCE {
	directForwardingPathAvailability		DirectForwardingPathAvailability				OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {HandoverRequiredTransfer-ExtIEs} }	OPTIONAL,
	...
}

HandoverRequiredTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

HandoverResourceAllocationUnsuccessfulTransfer ::= SEQUENCE {
	cause						Cause,
	criticalityDiagnostics		CriticalityDiagnostics																	OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {HandoverResourceAllocationUnsuccessfulTransfer-ExtIEs} }	OPTIONAL,
	...
}

HandoverResourceAllocationUnsuccessfulTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

HandoverType ::= ENUMERATED {
	intra5gs,
	fivegs-to-eps,
	eps-to-5gs,
	...,
	fivegs-to-utran
}

HashedUEIdentityIndexValue ::= BIT STRING (SIZE(13, ...))


HFCNode-ID ::= OCTET STRING

HFCNode-ID-new ::= SEQUENCE {
	hFCNode-ID			HFCNode-ID,
	tAI					TAI,
	iE-Extensions		ProtocolExtensionContainer { { HFCNode-ID-new-ExtIEs} }	OPTIONAL,
	...
}

HFCNode-ID-new-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

HOReport::= SEQUENCE {
	handoverReportType			ENUMERATED {ho-too-early, ho-to-wrong-cell, intersystem-ping-pong, ...},
	handoverCause				Cause,
	sourcecellCGI				NGRAN-CGI,
	targetcellCGI				NGRAN-CGI,
	reestablishmentcellCGI		NGRAN-CGI									OPTIONAL,
	-- The above IE shall be present if the Handover Report Type IE is set to the value "HO to wrong cell" --
	sourcecellC-RNTI			BIT STRING (SIZE(16))						OPTIONAL,
	targetcellinE-UTRAN			EUTRA-CGI									OPTIONAL,
	-- The above IE shall be present if the Handover Report Type IE is set to the value "Inter System ping-pong" --
	mobilityInformation			MobilityInformation							OPTIONAL,
	uERLFReportContainer		UERLFReportContainer						OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { HOReport-ExtIEs} }	OPTIONAL,
	...
}

HOReport-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-ExtendedMobilityInformation				CRITICALITY ignore	EXTENSION ExtendedMobilityInformation				PRESENCE optional		},
	...
}


Hysteresis ::=                      INTEGER (0..30)

-- I

IAB-Authorized ::= ENUMERATED {
	authorized,
	not-authorized,
	...
}

IAB-Supported ::= ENUMERATED {
	true,
	...
}

IABNodeIndication ::= ENUMERATED {
	true,
	...
}

IMSVoiceSupportIndicator ::= ENUMERATED {
	supported,
	not-supported,
	...
}

IndexToRFSP ::= INTEGER (1..256, ...)

InfoOnRecommendedCellsAndRANNodesForPaging ::= SEQUENCE {
	recommendedCellsForPaging		RecommendedCellsForPaging,
	recommendRANNodesForPaging		RecommendedRANNodesForPaging,
	iE-Extensions		ProtocolExtensionContainer { {InfoOnRecommendedCellsAndRANNodesForPaging-ExtIEs} }	OPTIONAL,
	...
}

InfoOnRecommendedCellsAndRANNodesForPaging-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


IntegrityProtectionIndication ::= ENUMERATED {
	required,
	preferred,
	not-needed,
	...
}

IntegrityProtectionResult ::= ENUMERATED {
	performed,
	not-performed,
	...
}

IntendedNumberOfPagingAttempts ::= INTEGER (1..16, ...)

InterfacesToTrace ::= BIT STRING (SIZE(8))

ImmediateMDTNr ::= SEQUENCE { 
	measurementsToActivate					MeasurementsToActivate,
	m1Configuration							M1Configuration						OPTIONAL, 
-- The above IE shall be present if the Measurements to Activate IE has the first bit set to “1”
	m4Configuration							M4Configuration						OPTIONAL, 
-- The above IE shall be present if the Measurements to Activate IE has the third bit set to “1”
	m5Configuration							M5Configuration						OPTIONAL,
-- The above IE shall be present if the Measurements to Activate IE has the fourth bit set to “1”
	m6Configuration							M6Configuration						OPTIONAL,
-- The above IE shall be present if the Measurements to Activate IE has the fifth bit set to “1”
[bookmark: OLE_LINK67]	m7Configuration							M7Configuration						OPTIONAL,
-- The above IE shall be present if the Measurements to Activate IE has the sixth bit set to “1”
	bluetoothMeasurementConfiguration		BluetoothMeasurementConfiguration	OPTIONAL,
	wLANMeasurementConfiguration			WLANMeasurementConfiguration 		OPTIONAL,
[bookmark: OLE_LINK182]	mDT-Location-Info 						MDT-Location-Info 					OPTIONAL,
	sensorMeasurementConfiguration			SensorMeasurementConfiguration		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { ImmediateMDTNr-ExtIEs} } OPTIONAL,
	...
}

ImmediateMDTNr-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

InterSystemFailureIndication ::= SEQUENCE {
	uERLFReportContainer		UERLFReportContainer	OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { InterSystemFailureIndication-ExtIEs} }			OPTIONAL,
	...
}

InterSystemFailureIndication-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

IntersystemSONConfigurationTransfer ::= SEQUENCE {
	transferType				IntersystemSONTransferType,
	intersystemSONInformation	IntersystemSONInformation,
	iE-Extensions			ProtocolExtensionContainer { { IntersystemSONConfigurationTransfer-ExtIEs} }			OPTIONAL,
	...
}

IntersystemSONConfigurationTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

IntersystemSONTransferType ::= CHOICE {
	fromEUTRANtoNGRAN				FromEUTRANtoNGRAN,
	fromNGRANtoEUTRAN				FromNGRANtoEUTRAN,
	choice-Extensions		ProtocolIE-SingleContainer { { IntersystemSONTransferType-ExtIEs} }
}
IntersystemSONTransferType-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

IntersystemSONeNBID ::= SEQUENCE {
	globaleNBID				GlobalENB-ID,
	selectedEPSTAI			EPS-TAI,
	iE-Extensions			ProtocolExtensionContainer { { IntersystemSONeNBID-ExtIEs} }			OPTIONAL,
	...
}

IntersystemSONeNBID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

IntersystemSONNGRANnodeID ::= SEQUENCE {
	globalRANNodeID		GlobalRANNodeID,
	selectedTAI			TAI,
	iE-Extensions		ProtocolExtensionContainer { { IntersystemSONNGRANnodeID-ExtIEs} }			OPTIONAL,
	...
}

IntersystemSONNGRANnodeID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

IntersystemSONInformation ::= CHOICE {
	intersystemSONInformationReport 	IntersystemSONInformationReport,
	choice-Extensions		ProtocolIE-SingleContainer { { IntersystemSONInformation-ExtIEs} }
}

IntersystemSONInformation-ExtIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-IntersystemSONInformationRequest		CRITICALITY ignore	TYPE IntersystemSONInformationRequest			PRESENCE mandatory }|
	{ ID id-IntersystemSONInformationReply			CRITICALITY ignore	TYPE IntersystemSONInformationReply			PRESENCE mandatory },
	...
}

-- --------------------------------------------------------------------
-- INTER SYSTEM SON INFORMATION REQUEST
-- --------------------------------------------------------------------

IntersystemSONInformationRequest ::= CHOICE {
	nGRAN-CellActivation		IntersystemCellActivationRequest,
	resourceStatus				IntersystemResourceStatusRequest,
	choice-Extensions		ProtocolIE-SingleContainer { { IntersystemSONInformationRequest-ExtIEs} }
}

IntersystemSONInformationRequest-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

IntersystemCellActivationRequest ::= SEQUENCE {
	activationID			INTEGER (0..16384, ...),
	cellsToActivateList		CellsToActivateList,
	iE-Extensions		ProtocolExtensionContainer { { IntersystemCellActivationRequest-ExtIEs} } OPTIONAL,
	...
}

IntersystemCellActivationRequest-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CellsToActivateList ::= SEQUENCE (SIZE(1..maxnoofCellsinNGRANNode)) OF NGRAN-CGI


-- --------------------------------------------------------------------
-- Inter System Resource Status Request
-- --------------------------------------------------------------------

IntersystemResourceStatusRequest ::= SEQUENCE {
	reportingSystem				ReportingSystem,
	reportCharacteristics		ReportCharacteristics,
	reportType					ReportType,
	iE-Extensions		ProtocolExtensionContainer { { IntersystemResourceStatusRequest-ExtIEs} }	OPTIONAL,
	...
}

IntersystemResourceStatusRequest-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

ReportingSystem ::= CHOICE {
	eUTRAN			EUTRAN-ReportingSystemIEs,
	nGRAN			NGRAN-ReportingSystemIEs,
	noReporting		NULL,
	choice-Extensions		ProtocolIE-SingleContainer { { ReportingSystem-ExtIEs}}
}

ReportingSystem-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

EUTRAN-ReportingSystemIEs::= SEQUENCE {
	eUTRAN-CellToReportList				EUTRAN-CellToReportList,
	iE-Extensions		ProtocolExtensionContainer { {EUTRAN-ReportingSystemIEs-ExtIEs} } OPTIONAL,
	...
}

EUTRAN-ReportingSystemIEs-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

NGRAN-ReportingSystemIEs ::= SEQUENCE {
	nGRAN-CellToReportList				NGRAN-CellToReportList,
	iE-Extensions		ProtocolExtensionContainer { {NGRAN-ReportingSystemIEs-ExtIEs} } OPTIONAL,
	...
}

NGRAN-ReportingSystemIEs-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

EUTRAN-CellToReportList ::= SEQUENCE (SIZE(1..maxnoofReportedCells)) OF EUTRAN-CellToReportItem

EUTRAN-CellToReportItem::= SEQUENCE {
	eCGI				EUTRA-CGI,
	iE-Extensions		ProtocolExtensionContainer { {EUTRAN-CellToReportItem-ExtIEs} } OPTIONAL,
	...
}

EUTRAN-CellToReportItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


NGRAN-CellToReportList ::= SEQUENCE (SIZE(1.. maxnoofReportedCells)) OF NGRAN-CellToReportItem

NGRAN-CellToReportItem::= SEQUENCE {
	nGRAN-CGI				NGRAN-CGI,
	iE-Extensions		ProtocolExtensionContainer { {NGRAN-CellToReportItem-ExtIEs} } OPTIONAL,
	...
}

NGRAN-CellToReportItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

ReportCharacteristics ::=  BIT STRING(SIZE(32))

ReportType ::= CHOICE {
	eventBasedReporting		EventBasedReportingIEs,
	periodicReporting		PeriodicReportingIEs,
	choice-Extensions		ProtocolIE-SingleContainer { { ReportType-ExtIEs}}
}

ReportType-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

EventBasedReportingIEs ::= SEQUENCE {
	intersystemResourceThresholdLow				IntersystemResourceThreshold,
	intersystemResourceThresholdHigh				IntersystemResourceThreshold,
	numberOfMeasurementReportingLevels				NumberOfMeasurementReportingLevels,
	iE-Extensions		ProtocolExtensionContainer { {EventBasedReportingIEs-ExtIEs} } OPTIONAL,
	...
}
EventBasedReportingIEs-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

IntersystemResourceThreshold ::= INTEGER(0..100)

NumberOfMeasurementReportingLevels ::= ENUMERATED {n2, n3, n4, n5, n10, ..., n0}

PeriodicReportingIEs ::= SEQUENCE {
	reportingPeriodicity			ReportingPeriodicity,
	iE-Extensions		ProtocolExtensionContainer { {PeriodicReportingIEs-ExtIEs} } OPTIONAL,
	...
}

PeriodicReportingIEs-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

ReportingPeriodicity ::= ENUMERATED {
	stop,
	single,
	ms1000,
	ms2000,
	ms5000,
	ms10000,
	...
}


-- --------------------------------------------------------------------
-- INTER SYSTEM SON INFORMATION REPLY
-- --------------------------------------------------------------------

IntersystemSONInformationReply ::= CHOICE {
	nGRAN-CellActivation		IntersystemCellActivationReply,
	resourceStatus				IntersystemResourceStatusReply,
	choice-Extensions		ProtocolIE-SingleContainer { { IntersystemSONInformationReply-ExtIEs} }
}

IntersystemSONInformationReply-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

IntersystemCellActivationReply ::= SEQUENCE {
	activatedCellList		ActivatedCellList,
	activation-ID			INTEGER(0..16384, ...),
	iE-Extensions			ProtocolExtensionContainer { { IntersystemCellActivationReply-ExtIEs} } OPTIONAL,
	...
}

IntersystemCellActivationReply-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

ActivatedCellList ::= SEQUENCE (SIZE(1..maxnoofCellsinNGRANNode)) OF NGRAN-CGI


-- --------------------------------------------------------------------
-- Inter System Resource Status Reply
-- --------------------------------------------------------------------

IntersystemResourceStatusReply ::= SEQUENCE {
	reportingsystem				ReportingSystem,
	iE-Extensions		ProtocolExtensionContainer { { IntersystemResourceStatusReply-ExtIEs} }		OPTIONAL,
	...
}

IntersystemResourceStatusReply-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


-- --------------------------------------------------------------------
-- INTER SYSTEM SON INFORMATION REPORT
-- --------------------------------------------------------------------

IntersystemSONInformationReport::= CHOICE {
	hOReportInformation				InterSystemHOReport,
	failureIndicationInformation	InterSystemFailureIndication,
	choice-Extensions		ProtocolIE-SingleContainer { { IntersystemSONInformationReport-ExtIEs} }
}

IntersystemSONInformationReport-ExtIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-EnergySavingIndication				CRITICALITY ignore	TYPE IntersystemCellStateIndication						PRESENCE mandatory }|
	{ ID id-IntersystemResourceStatusUpdate		CRITICALITY ignore	TYPE IntersystemResourceStatusReport					PRESENCE mandatory },
	...
}

IntersystemCellStateIndication ::= SEQUENCE {
	notificationCellList	NotificationCellList,
	iE-Extensions		ProtocolExtensionContainer { { IntersystemCellStateIndication-ExtIEs} } OPTIONAL,
	...
}	

IntersystemCellStateIndication-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

NotificationCellList ::= SEQUENCE (SIZE(1.. maxnoofCellsinNGRANNode)) OF NotificationCell-Item

NotificationCell-Item ::= SEQUENCE {
	nGRAN-CGI				NGRAN-CGI,
	notifyFlag				ENUMERATED {activated, deactivated, ...},
	iE-Extensions		ProtocolExtensionContainer { { NotificationCell-Item-ExtIEs} } OPTIONAL,
	...
}

NotificationCell-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

-- --------------------------------------------------------------------
-- Inter System Resource Status Report
-- --------------------------------------------------------------------

IntersystemResourceStatusReport ::= SEQUENCE {
	reportingSystem		ResourceStatusReportingSystem,
	iE-Extensions					ProtocolExtensionContainer { { IntersystemResourceStatusReport-ExtIEs} }		OPTIONAL,
	...
}

IntersystemResourceStatusReport-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

ResourceStatusReportingSystem ::= CHOICE {
	eUTRAN-ReportingStatus		EUTRAN-ReportingStatusIEs,
	nGRAN-ReportingStatus		NGRAN-ReportingStatusIEs,
	choice-Extensions			ProtocolIE-SingleContainer { { ResourceStatusReportingSystem-ExtIEs}}
}	

ResourceStatusReportingSystem-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

EUTRAN-ReportingStatusIEs::= SEQUENCE {
	eUTRAN-CellReportList						EUTRAN-CellReportList,
	iE-Extensions		ProtocolExtensionContainer { {EUTRAN-ReportingStatusIEs-ExtIEs} }	OPTIONAL,
	...
}

EUTRAN-ReportingStatusIEs-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

EUTRAN-CellReportList ::= SEQUENCE (SIZE(1..maxnoofReportedCells)) OF EUTRAN-CellReportItem

EUTRAN-CellReportItem ::= SEQUENCE {
	eCGI										EUTRA-CGI,
	eUTRAN-CompositeAvailableCapacityGroup		EUTRAN-CompositeAvailableCapacityGroup,
	eUTRAN-NumberOfActiveUEs					EUTRAN-NumberOfActiveUEs					OPTIONAL,
	eUTRAN-NoofRRCConnections					NGRAN-NoofRRCConnections					OPTIONAL,
	eUTRAN-RadioResourceStatus					EUTRAN-RadioResourceStatus					OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {EUTRAN-CellReportItem-ExtIEs} }		OPTIONAL,
	...
}

EUTRAN-CellReportItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


EUTRAN-CompositeAvailableCapacityGroup	::= SEQUENCE {
	dL-CompositeAvailableCapacity					CompositeAvailableCapacity,
	uL-CompositeAvailableCapacity					CompositeAvailableCapacity,
	iE-Extensions		ProtocolExtensionContainer { { EUTRAN-CompositeAvailableCapacityGroup-ExtIEs} }		OPTIONAL,
	...
}

EUTRAN-CompositeAvailableCapacityGroup-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CompositeAvailableCapacity ::= SEQUENCE {
	cellCapacityClassValue		INTEGER (1..100, ...)				OPTIONAL,
	capacityValue				INTEGER (0..100),
	iE-Extensions		ProtocolExtensionContainer { {CompositeAvailableCapacity-ExtIEs} } OPTIONAL,
	...
}

CompositeAvailableCapacity-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

EUTRAN-NumberOfActiveUEs ::= INTEGER (0..16777215, ...)

EUTRAN-RadioResourceStatus ::= SEQUENCE {
	dL-GBR-PRB-usage							INTEGER (0..100),
	uL-GBR-PRB-usage							INTEGER (0..100),
	dL-non-GBR-PRB-usage						INTEGER (0..100),
	uL-non-GBR-PRB-usage						INTEGER (0..100),
	dL-Total-PRB-usage							INTEGER (0..100),
	uL-Total-PRB-usage							INTEGER (0..100),
	dL-scheduling-PDCCH-CCE-usage				INTEGER (0..100)	OPTIONAL,
	uL-scheduling-PDCCH-CCE-usage				INTEGER (0..100)	OPTIONAL,
	iE-Extensions								ProtocolExtensionContainer { {EUTRAN-RadioResourceStatus-ExtIEs} } OPTIONAL,
	...
}

EUTRAN-RadioResourceStatus-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

NGRAN-ReportingStatusIEs ::= SEQUENCE {
	nGRAN-CellReportList						NGRAN-CellReportList,
	iE-Extensions		ProtocolExtensionContainer { {NGRAN-ReportingStatusIEs-ExtIEs} }	OPTIONAL,
	...
}

NGRAN-ReportingStatusIEs-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

NGRAN-CellReportList ::= SEQUENCE (SIZE(1..maxnoofReportedCells)) OF NGRAN-CellReportItem

NGRAN-CellReportItem ::= SEQUENCE {
	nGRAN-CGI									NGRAN-CGI,
	nGRAN-CompositeAvailableCapacityGroup		EUTRAN-CompositeAvailableCapacityGroup,
	nGRAN-NumberOfActiveUEs						NGRAN-NumberOfActiveUEs						OPTIONAL,
	nGRAN-NoofRRCConnections					NGRAN-NoofRRCConnections					OPTIONAL,
	nGRAN-RadioResourceStatus					NGRAN-RadioResourceStatus					OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {NGRAN-CellReportItem-ExtIEs} }		OPTIONAL,
	...
}

NGRAN-CellReportItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


NGRAN-NumberOfActiveUEs ::= INTEGER (0..16777215, ...)

NGRAN-NoofRRCConnections ::= INTEGER (1..65536, ...)

NGRAN-RadioResourceStatus	::= SEQUENCE {
	dL-GBR-PRB-usage-for-MIMO				INTEGER (0..100),
	uL-GBR-PRB-usage-for-MIMO				INTEGER (0..100),
	dL-non-GBR-PRB-usage-for-MIMO			INTEGER (0..100),
	uL-non-GBR-PRB-usage-for-MIMO			INTEGER (0..100),
	dL-Total-PRB-usage-for-MIMO				INTEGER (0..100),
	uL-Total-PRB-usage-for-MIMO				INTEGER (0..100),
	iE-Extensions							ProtocolExtensionContainer { { NGRAN-RadioResourceStatus-ExtIEs} }	OPTIONAL,
	...
}

NGRAN-RadioResourceStatus-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

InterSystemHOReport ::= SEQUENCE {
	handoverReportType		InterSystemHandoverReportType,
	iE-Extensions			ProtocolExtensionContainer { { InterSystemHOReport-ExtIEs} }			OPTIONAL,
	...
}

InterSystemHOReport-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

InterSystemHandoverReportType ::= CHOICE {
	tooearlyIntersystemHO				TooearlyIntersystemHO,
	intersystemUnnecessaryHO			IntersystemUnnecessaryHO,
	choice-Extensions		ProtocolIE-SingleContainer { { InterSystemHandoverReportType-ExtIEs} }
}

InterSystemHandoverReportType-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

IntersystemUnnecessaryHO ::= SEQUENCE {
	sourcecellID			NGRAN-CGI,
	targetcellID			EUTRA-CGI,
	earlyIRATHO				ENUMERATED {true, false, ...},
	candidateCellList		CandidateCellList,
	iE-Extensions			ProtocolExtensionContainer { { IntersystemUnnecessaryHO-ExtIEs} }			OPTIONAL,
	...
}

IntersystemUnnecessaryHO-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

-- J
-- K
-- L

LAC	::= OCTET STRING (SIZE (2))

LAI ::= SEQUENCE {
	pLMNidentity		PLMNIdentity,
	lAC					LAC,
	iE-Extensions		ProtocolExtensionContainer { {LAI-ExtIEs} } OPTIONAL,
	...
}

LAI-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

LastVisitedCellInformation ::= CHOICE {
	nGRANCell		LastVisitedNGRANCellInformation,
	eUTRANCell		LastVisitedEUTRANCellInformation,
	uTRANCell		LastVisitedUTRANCellInformation,
	gERANCell		LastVisitedGERANCellInformation,
	choice-Extensions		ProtocolIE-SingleContainer { {LastVisitedCellInformation-ExtIEs} }
}

LastVisitedCellInformation-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

LastVisitedCellItem ::= SEQUENCE {
	lastVisitedCellInformation		LastVisitedCellInformation,
	iE-Extensions		ProtocolExtensionContainer { {LastVisitedCellItem-ExtIEs} }	OPTIONAL,
	...
}

LastVisitedCellItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

LastVisitedEUTRANCellInformation ::= OCTET STRING

LastVisitedGERANCellInformation ::= OCTET STRING

LastVisitedNGRANCellInformation::= SEQUENCE {
	globalCellID								NGRAN-CGI,
	cellType									CellType,
	timeUEStayedInCell							TimeUEStayedInCell,
	timeUEStayedInCellEnhancedGranularity		TimeUEStayedInCellEnhancedGranularity 			OPTIONAL,
	hOCauseValue								Cause		 									OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {LastVisitedNGRANCellInformation-ExtIEs} }	OPTIONAL,
	...
}

LastVisitedNGRANCellInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-LastVisitedPSCellList	CRITICALITY ignore	EXTENSION LastVisitedPSCellList	PRESENCE optional },
	...
}

LastVisitedPSCellList ::= SEQUENCE (SIZE(1..maxnoofPSCellsPerPrimaryCellinUEHistoryInfo)) OF LastVisitedPSCellInformation

LastVisitedPSCellInformation ::= SEQUENCE {
	pSCellID			NGRAN-CGI	 			OPTIONAL,
	timeStay			INTEGER (0..40950),
	iE-Extensions		ProtocolExtensionContainer { {LastVisitedPSCellInformation-ExtIEs} }	OPTIONAL,
	...
}

LastVisitedPSCellInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

LastVisitedUTRANCellInformation ::= OCTET STRING

LineType ::= ENUMERATED {
	dsl,
	pon,
	...
}


LocationReportingAdditionalInfo ::= ENUMERATED {
	includePSCell,
	...
}

LocationReportingReferenceID ::= INTEGER (1..64, ...)

LocationReportingRequestType ::= SEQUENCE {
	eventType										EventType,
	reportArea										ReportArea,
	areaOfInterestList								AreaOfInterestList								OPTIONAL,
	locationReportingReferenceIDToBeCancelled		LocationReportingReferenceID					OPTIONAL,
-- The above IE shall be present if the event type is set to “stop reporting UE presence in the area of interest”
	iE-Extensions		ProtocolExtensionContainer { {LocationReportingRequestType-ExtIEs} }		OPTIONAL,
	...
}

LocationReportingRequestType-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-LocationReportingAdditionalInfo	CRITICALITY ignore	EXTENSION LocationReportingAdditionalInfo		PRESENCE optional },
	...
}

LoggedMDTNr ::= SEQUENCE {
	loggingInterval						LoggingInterval,
	loggingDuration						LoggingDuration,
	loggedMDTTrigger						LoggedMDTTrigger,
	bluetoothMeasurementConfiguration	BluetoothMeasurementConfiguration	OPTIONAL,
	wLANMeasurementConfiguration		WLANMeasurementConfiguration		OPTIONAL,
	sensorMeasurementConfiguration		SensorMeasurementConfiguration		OPTIONAL,
	areaScopeOfNeighCellsList			AreaScopeOfNeighCellsList			OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {LoggedMDTNr-ExtIEs} } OPTIONAL,
	...
}

LoggedMDTNr-ExtIEs	NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-EarlyMeasurement		CRITICALITY ignore	EXTENSION EarlyMeasurement		PRESENCE optional	},
	...
}

LoggingInterval ::= ENUMERATED { 
	ms320, ms640, ms1280, ms2560, ms5120, ms10240, ms20480, ms30720, ms40960, ms61440,
	infinity,
	...
}

LoggingDuration ::= ENUMERATED {m10, m20, m40, m60, m90, m120, ...}

Links-to-log ::= ENUMERATED {
	uplink, 
	downlink, 
	both-uplink-and-downlink, 
	...
}

LoggedMDTTrigger ::= CHOICE{
	periodical			NULL,
	eventTrigger			EventTrigger,
	choice-Extensions		ProtocolIE-SingleContainer { {LoggedMDTTrigger-ExtIEs} }
}

LoggedMDTTrigger-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

LTEM-Indication	::= ENUMERATED {lte-m,...}

LTEUERLFReportContainer ::= OCTET STRING

LTEV2XServicesAuthorized ::= SEQUENCE {
	vehicleUE			VehicleUE															OPTIONAL,
	pedestrianUE 		PedestrianUE														OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {LTEV2XServicesAuthorized-ExtIEs} }	OPTIONAL,
	...
}

LTEV2XServicesAuthorized-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

LTEUESidelinkAggregateMaximumBitrate ::= SEQUENCE {
	uESidelinkAggregateMaximumBitRate		BitRate,
	iE-Extensions		ProtocolExtensionContainer { {LTEUE-Sidelink-Aggregate-MaximumBitrates-ExtIEs} } OPTIONAL,
	...
}

LTEUE-Sidelink-Aggregate-MaximumBitrates-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

-- M

MaskedIMEISV ::= BIT STRING (SIZE(64))

MaximumDataBurstVolume ::= INTEGER (0..4095, ..., 4096.. 2000000)

MessageIdentifier ::= BIT STRING (SIZE(16))

MaximumIntegrityProtectedDataRate ::= ENUMERATED {
	bitrate64kbs,
	maximum-UE-rate,
	...
}


MBS-AreaSessionID ::= INTEGER (0..65535, ...) 

MBS-DataForwardingResponseMRBList ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF MBS-DataForwardingResponseMRBItem

MBS-DataForwardingResponseMRBItem ::= SEQUENCE {
	mRB-ID 								MRB-ID,
	dL-Forwarding-UPTNLInformation		UPTransportLayerInformation,
	mRB-ProgressInformation				MRB-ProgressInformation			OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { MBS-DataForwardingResponseMRBItem-ExtIEs} }	OPTIONAL,
	...
}

MBS-DataForwardingResponseMRBItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-MappingandDataForwardingRequestList ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF MBS-MappingandDataForwardingRequestItem

MBS-MappingandDataForwardingRequestItem ::= SEQUENCE {
	mRB-ID 								MRB-ID,
	mBS-QoSFlowList						MBS-QoSFlowList,
	mRB-ProgressInformation				MRB-ProgressInformation				OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { MBS-MappingandDataForwardingRequestItem-ExtIEs} }	OPTIONAL,
	...
}

MBS-MappingandDataForwardingRequestItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-QoSFlowList ::= SEQUENCE (SIZE(1..maxnoofMBSQoSFlows)) OF QosFlowIdentifier

MRB-ProgressInformation ::= CHOICE {
	pDCP-SN-Length12				INTEGER (0..4095),
	pDCP-SN-Length18				INTEGER (0..262143),
	choice-Extensions		ProtocolIE-SingleContainer { { MRB-ProgressInformation-ExtIEs} }
}

MRB-ProgressInformation-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

MBS-QoSFlowsToBeSetupList ::= SEQUENCE (SIZE(1.. maxnoofMBSQoSFlows)) OF MBS-QoSFlowsToBeSetupItem

MBS-QoSFlowsToBeSetupItem ::= SEQUENCE {
	mBSqosFlowIdentifier				QosFlowIdentifier,
	mBSqosFlowLevelQosParameters		QosFlowLevelQosParameters,
	iE-Extensions						ProtocolExtensionContainer { {MBS-QoSFlowsToBeSetupItem-ExtIEs} }	OPTIONAL,
	...
}

MBS-QoSFlowsToBeSetupItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


MBS-ServiceArea ::= CHOICE {
	locationindependent		MBS-ServiceAreaInformation,
	locationdependent		MBS-ServiceAreaInformationList,
	choice-Extensions		ProtocolIE-SingleContainer { {MBS-ServiceArea-ExtIEs} }
}

MBS-ServiceArea-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

MBS-ServiceAreaInformationList ::= SEQUENCE (SIZE(1..maxnoofMBSServiceAreaInformation)) OF MBS-ServiceAreaInformationItem


MBS-ServiceAreaInformationItem ::= SEQUENCE {
	mBS-AreaSessionID				MBS-AreaSessionID,
	mBS-ServiceAreaInformation		MBS-ServiceAreaInformation,
	iE-Extensions					ProtocolExtensionContainer { {MBS-ServiceAreaInformationItem-ExtIEs} }	OPTIONAL,
	...
}

MBS-ServiceAreaInformationItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-ServiceAreaInformation ::= SEQUENCE {
	mBS-ServiceAreaCellList		MBS-ServiceAreaCellList																OPTIONAL,
	mBS-ServiceAreaTAIList		MBS-ServiceAreaTAIList																OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {MBS-ServiceAreaInformation-ExtIEs} }	OPTIONAL,
	...
}

MBS-ServiceAreaInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-ServiceAreaCellList ::= SEQUENCE (SIZE(1.. maxnoofCellsforMBS)) OF NR-CGI

MBS-ServiceAreaTAIList ::= SEQUENCE (SIZE(1.. maxnoofTAIforMBS)) OF TAI

MBS-SessionID ::= SEQUENCE {
	tMGI								TMGI,
	nID								NID																			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {MBS-SessionID-ExtIEs} } 		OPTIONAL,
	...
}

MBS-SessionID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

MBSSessionFailedtoSetupList ::= SEQUENCE (SIZE(1.. maxnoofMBSSessions)) OF MBSSessionFailedtoSetupItem

MBSSessionFailedtoSetupItem ::= SEQUENCE {
	mBS-SessionID			MBS-SessionID,
	mBS-AreaSessionID		MBS-AreaSessionID															OPTIONAL,
	cause					Cause,
	iE-Extensions			ProtocolExtensionContainer { { MBSSessionFailedtoSetupItem-ExtIEs} }		OPTIONAL,
	...
}

MBSSessionFailedtoSetupItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-ActiveSessionInformation-SourcetoTargetList ::= SEQUENCE (SIZE(1..maxnoofMBSSessionsofUE)) OF MBS-ActiveSessionInformation-SourcetoTargetItem

MBS-ActiveSessionInformation-SourcetoTargetItem ::= SEQUENCE {
	mBS-SessionID 								MBS-SessionID,
	mBS-AreaSessionID							MBS-AreaSessionID							OPTIONAL,
	mBS-ServiceArea								MBS-ServiceArea								OPTIONAL,
	mBS-QoSFlowsToBeSetupList 					MBS-QoSFlowsToBeSetupList,
	mBS-MappingandDataForwardingRequestList 	MBS-MappingandDataForwardingRequestList		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { MBS-ActiveSessionInformation-SourcetoTargetItem-ExtIEs} }	OPTIONAL,
	...
}

MBS-ActiveSessionInformation-SourcetoTargetItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-ActiveSessionInformation-TargettoSourceList ::= SEQUENCE (SIZE(1..maxnoofMBSSessionsofUE)) OF MBS-ActiveSessionInformation-TargettoSourceItem

MBS-ActiveSessionInformation-TargettoSourceItem ::= SEQUENCE {
	mBS-SessionID 						MBS-SessionID,
	mBS-DataForwardingResponseMRBList	MBS-DataForwardingResponseMRBList													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { MBS-ActiveSessionInformation-TargettoSourceItem-ExtIEs} }		OPTIONAL,
	...
}

MBS-ActiveSessionInformation-TargettoSourceItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-AssistanceInformation ::= ENUMERATED {true, ...}

MBSSessionSetupOrModFailureTransfer ::= SEQUENCE {
	cause						Cause,
	criticalityDiagnostics		CriticalityDiagnostics		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { MBSSessionSetupOrModFailureTransfer-ExtIEs} }	OPTIONAL,
	...
}

MBSSessionSetupOrModFailureTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

MBSSessionSetupResponseList ::= SEQUENCE (SIZE(1.. maxnoofMBSSessions)) OF MBSSessionSetupResponseItem

MBSSessionSetupResponseItem ::= SEQUENCE {
	mBS-SessionID			MBS-SessionID,
	mBS-AreaSessionID		MBS-AreaSessionID													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { MBSSessionSetupResponseItem-ExtIEs} }	OPTIONAL,
	...
}

MBSSessionSetupResponseItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

MBSSessionSetupOrModRequestTransfer ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {MBSSessionSetupOrModRequestTransferIEs} },
	...
}

MBSSessionSetupOrModRequestTransferIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionTNLInfo5GC				CRITICALITY reject	TYPE MBS-SessionTNLInfo5GC				PRESENCE	optional		}|
	{ ID id-MBS-QoSFlowsToBeSetupModList		CRITICALITY reject	TYPE MBS-QoSFlowsToBeSetupList		PRESENCE	mandatory	}|
	{ ID id-MBS-SessionFSAIDList				CRITICALITY ignore	TYPE MBS-SessionFSAIDList				PRESENCE	optional		},
	...
}	

MBS-SessionFSAIDList ::= SEQUENCE (SIZE(1.. maxnoofMBSFSAs)) OF MBS-SessionFSAID

MBS-SessionFSAID ::= OCTET STRING (SIZE(3))

MBSSessionReleaseResponseTransfer ::= SEQUENCE {
	mBS-SessionTNLInfoNGRAN		MBS-SessionTNLInfoNGRAN				OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {MBSSessionReleaseResponseTransfer-ExtIEs} }	OPTIONAL,
	...
}

MBSSessionReleaseResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

MBSSessionSetupOrModResponseTransfer ::= SEQUENCE {
	mBS-SessionTNLInfoNGRAN 	MBS-SessionTNLInfoNGRAN														OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {MBSSessionSetupOrModResponseTransfer-ExtIEs} }		OPTIONAL,
	...
}

MBSSessionSetupOrModResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-SharedNGUNotEstablished				CRITICALITY ignore	EXTENSION SharedNGUNotEstablished			PRESENCE optional		},
	...
}

MBS-SupportIndicator ::= ENUMERATED {
	true,
	...
}

MBS-SessionTNLInfo5GC ::= CHOICE {
	locationindependent			SharedNGU-MulticastTNLInformation,
	locationdependent			MBS-SessionTNLInfo5GCList,
	choice-Extensions		ProtocolIE-SingleContainer { {MBS-SessionTNLInfo5GC-ExtIEs} }
}

MBS-SessionTNLInfo5GC-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

MBS-SessionTNLInfo5GCList ::= SEQUENCE (SIZE(1..maxnoofMBSServiceAreaInformation)) OF MBS-SessionTNLInfo5GCItem

MBS-SessionTNLInfo5GCItem ::= SEQUENCE {
	mBS-AreaSessionID						MBS-AreaSessionID,
	sharedNGU-MulticastTNLInformation		SharedNGU-MulticastTNLInformation,
	iE-Extensions		ProtocolExtensionContainer { {MBS-SessionTNLInfo5GCItem-ExtIEs} } 	OPTIONAL,
	...
}

MBS-SessionTNLInfo5GCItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-SessionTNLInfoNGRAN ::= CHOICE {
	locationindependent			UPTransportLayerInformation,
	locationdependent			MBS-SessionTNLInfoNGRANList,
	choice-Extensions		ProtocolIE-SingleContainer { {MBS-SessionTNLInfoNGRAN-ExtIEs} }
}

MBS-SessionTNLInfoNGRAN-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

MBS-SessionTNLInfoNGRANList ::= SEQUENCE (SIZE(1..maxnoofMBSServiceAreaInformation)) OF MBS-SessionTNLInfoNGRANItem

MBS-SessionTNLInfoNGRANItem ::= SEQUENCE {
	mBS-AreaSessionID					MBS-AreaSessionID,
	sharedNGU-UnicastTNLInformation		UPTransportLayerInformation								OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {MBS-SessionTNLInfoNGRANItem-ExtIEs} } 	OPTIONAL,
	...
}

MBS-SessionTNLInfoNGRANItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-DistributionReleaseRequestTransfer ::= SEQUENCE {
	mBS-SessionID							MBS-SessionID,
	mBS-AreaSessionID						MBS-AreaSessionID												OPTIONAL,
	sharedNGU-UnicastTNLInformation			UPTransportLayerInformation										OPTIONAL,
	cause									Cause,
	iE-Extensions		ProtocolExtensionContainer { { MBS-DistributionReleaseRequesTransfer-ExtIEs} } 	OPTIONAL,
	...
}

MBS-DistributionReleaseRequesTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-DistributionSetupRequestTransfer ::= SEQUENCE {
	mBS-SessionID							MBS-SessionID,
	mBS-AreaSessionID						MBS-AreaSessionID												OPTIONAL,
	sharedNGU-UnicastTNLInformation			UPTransportLayerInformation										OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { MBS-DistributionSetupRequestTransfer-ExtIEs} } 	OPTIONAL,
	...
}

MBS-DistributionSetupRequestTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-DistributionSetupResponseTransfer ::= SEQUENCE {
	mBS-SessionID								MBS-SessionID,
	mBS-AreaSessionID							MBS-AreaSessionID						OPTIONAL,
	sharedNGU-MulticastTNLInformation			SharedNGU-MulticastTNLInformation		OPTIONAL,
[bookmark: _Hlk100247159]	mBS-QoSFlowsToBeSetupList					MBS-QoSFlowsToBeSetupList,
	mBSSessionStatus							MBSSessionStatus,
	mBS-ServiceArea								MBS-ServiceArea							OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {MBS-DistributionSetupResponseTransfer-ExtIEs} }	OPTIONAL,
	...
}

MBS-DistributionSetupResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


MBS-DistributionSetupUnsuccessfulTransfer ::= SEQUENCE {
	mBS-SessionID				MBS-SessionID,
	mBS-AreaSessionID			MBS-AreaSessionID																	OPTIONAL,
	cause						Cause,
	criticalityDiagnostics		CriticalityDiagnostics																OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { MBS-DistributionSetupUnsuccessfulTransfer-ExtIEs} } 	OPTIONAL,
	...
}

MBS-DistributionSetupUnsuccessfulTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

MBSSessionSetupRequestList ::= SEQUENCE (SIZE(1..maxnoofMBSSessions)) OF MBSSessionSetupRequestItem

MBSSessionSetupRequestItem ::= SEQUENCE {
	mBS-SessionID									MBS-SessionID,
	mBS-AreaSessionID								MBS-AreaSessionID																	OPTIONAL,
	associatedMBSQosFlowSetupRequestList			AssociatedMBSQosFlowSetupRequestList												OPTIONAL,
	iE-Extensions									ProtocolExtensionContainer { { MBSSessionSetupRequestItem-ExtIEs} }		OPTIONAL,
	...
}

MBSSessionSetupRequestItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-MBS-AssistanceInformation			CRITICALITY ignore	EXTENSION MBS-AssistanceInformation		PRESENCE	optional		},
	...
}

MBSSessionSetuporModifyRequestList ::= SEQUENCE (SIZE(1..maxnoofMBSSessions)) OF MBSSessionSetuporModifyRequestItem

MBSSessionSetuporModifyRequestItem ::= SEQUENCE {
	mBS-SessionID										MBS-SessionID,
	mBS-AreaSessionID									MBS-AreaSessionID									OPTIONAL,
	associatedMBSQosFlowSetuporModifyRequestList		AssociatedMBSQosFlowSetuporModifyRequestList		OPTIONAL,
	mBS-QosFlowToReleaseList 							QosFlowListWithCause								OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer {{MBSSessionSetuporModifyRequestItem-ExtIEs}}			OPTIONAL,
	...
}

MBSSessionSetuporModifyRequestItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-MBS-AssistanceInformation			CRITICALITY ignore	EXTENSION MBS-AssistanceInformation		PRESENCE	optional		},
	...
}


MBSSessionToReleaseList ::= SEQUENCE (SIZE(1..maxnoofMBSSessions)) OF MBSSessionToReleaseItem

MBSSessionToReleaseItem ::= SEQUENCE {
	mBS-SessionID		MBS-SessionID,
	cause				Cause,
	iE-Extensions		ProtocolExtensionContainer { { MBSSessionToReleaseItem-ExtIEs} }	OPTIONAL,
	...
}

MBSSessionToReleaseItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

MBSSessionStatus ::= ENUMERATED {
	activated,
	deactivated,
	...
}

MicoAllPLMN ::= ENUMERATED {
	true,
	...
}


MICOModeIndication ::= ENUMERATED {
	true,
	...
}

MobilityInformation ::= BIT STRING (SIZE(16))

ExtendedMobilityInformation ::= BIT STRING (SIZE(32))

MobilityRestrictionList ::= SEQUENCE {
	servingPLMN					PLMNIdentity,
	equivalentPLMNs				EquivalentPLMNs											OPTIONAL,
	rATRestrictions				RATRestrictions											OPTIONAL,
	forbiddenAreaInformation	ForbiddenAreaInformation								OPTIONAL, 
	serviceAreaInformation		ServiceAreaInformation									OPTIONAL, 
	iE-Extensions		ProtocolExtensionContainer { {MobilityRestrictionList-ExtIEs} }	OPTIONAL,
	...
}

MobilityRestrictionList-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-LastEUTRAN-PLMNIdentity				CRITICALITY ignore	EXTENSION PLMNIdentity								PRESENCE optional		}|
	{ ID id-CNTypeRestrictionsForServing		CRITICALITY ignore	EXTENSION CNTypeRestrictionsForServing			PRESENCE optional		}|
	{ ID id-CNTypeRestrictionsForEquivalent		CRITICALITY ignore	EXTENSION CNTypeRestrictionsForEquivalent		PRESENCE optional		}|
	{ ID id-NPN-MobilityInformation				CRITICALITY reject	EXTENSION NPN-MobilityInformation				PRESENCE optional		},
	...
}

MDT-AlignmentInfo ::= CHOICE {
	s-basedMDT				NGRANTraceID,
	choice-Extensions		ProtocolIE-SingleContainer { { MDT-AlignmentInfo-ExtIEs} }
}

MDT-AlignmentInfo-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

[bookmark: OLE_LINK46]MDTPLMNList ::= SEQUENCE (SIZE(1..maxnoofMDTPLMNs)) OF PLMNIdentity

MDTPLMNModificationList ::= SEQUENCE (SIZE(0..maxnoofMDTPLMNs)) OF PLMNIdentity

MDT-Configuration ::= SEQUENCE {
	mdt-Config-NR		MDT-Configuration-NR		OPTIONAL,
	mdt-Config-EUTRA	MDT-Configuration-EUTRA		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { MDT-Configuration-ExtIEs} } OPTIONAL,
	...
}

[bookmark: OLE_LINK61]MDT-Configuration-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

MDT-Configuration-NR ::= SEQUENCE {
	mdt-Activation				MDT-Activation,
	areaScopeOfMDT				AreaScopeOfMDT-NR,
	mDTModeNr					MDTModeNr,
	signallingBasedMDTPLMNList 	MDTPLMNList												OPTIONAL,
[bookmark: OLE_LINK68]	iE-Extensions		ProtocolExtensionContainer { { MDT-Configuration-NR-ExtIEs} } 	OPTIONAL,
	...
}

[bookmark: OLE_LINK65]MDT-Configuration-NR-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

MDT-Configuration-EUTRA ::= SEQUENCE {
	mdt-Activation				MDT-Activation,
[bookmark: OLE_LINK76]	areaScopeOfMDT				AreaScopeOfMDT-EUTRA,
	mDTMode						MDTModeEutra,
	signallingBasedMDTPLMNList 	MDTPLMNList													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { MDT-Configuration-EUTRA-ExtIEs} } 	OPTIONAL,
	...
}

MDT-Configuration-EUTRA-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

MDT-Activation 	::= ENUMERATED { 
	immediate-MDT-only,
	logged-MDT-only,
	immediate-MDT-and-Trace,
	...
}

MDTModeNr ::= CHOICE {
[bookmark: OLE_LINK128]	immediateMDTNr				ImmediateMDTNr,
[bookmark: OLE_LINK90]	loggedMDTNr					LoggedMDTNr,
	choice-Extensions		ProtocolIE-SingleContainer { {MDTModeNr-ExtIEs} }
}

MDTModeNr-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

MDTModeEutra ::= OCTET STRING

MeasurementsToActivate ::= BIT STRING(SIZE(8))

MRB-ID ::= INTEGER (1..512, ...)

MulticastSessionActivationRequestTransfer ::= SEQUENCE {
	mBS-SessionID				MBS-SessionID,
	iE-Extensions				ProtocolExtensionContainer { { MulticastSessionActivationRequestTransfer-ExtIEs} } 	OPTIONAL,
	...
}

MulticastSessionActivationRequestTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastSessionDeactivationRequestTransfer ::= SEQUENCE {
	mBS-SessionID				MBS-SessionID,
	iE-Extensions				ProtocolExtensionContainer { { MulticastSessionDeactivationRequestTransfer-ExtIEs} } 	OPTIONAL,
	...
}

MulticastSessionDeactivationRequestTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastSessionUpdateRequestTransfer ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {MulticastSessionUpdateRequestTransferIEs} },
	...
}

MulticastSessionUpdateRequestTransferIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID						CRITICALITY reject	TYPE MBS-SessionID						PRESENCE mandatory	}|
	{ ID id-MBS-ServiceArea						CRITICALITY reject	TYPE MBS-ServiceArea					PRESENCE	optional		}|
[bookmark: _Hlk100247214]	{ ID id-MBS-QoSFlowsToBeSetupModList		CRITICALITY reject	TYPE MBS-QoSFlowsToBeSetupList		PRESENCE	optional		}|
	{ ID id-MBS-QoSFlowToReleaseList			CRITICALITY reject	TYPE QosFlowListWithCause				PRESENCE	optional		}|
	{ ID id-MBS-SessionTNLInfo5GC				CRITICALITY reject	TYPE MBS-SessionTNLInfo5GC				PRESENCE	optional		},
	...
}


MulticastGroupPagingAreaList ::= SEQUENCE (SIZE(1..maxnoofPagingAreas)) OF MulticastGroupPagingAreaItem

MulticastGroupPagingAreaItem ::= SEQUENCE {
	multicastGroupPagingArea		MulticastGroupPagingArea,
	uE-PagingList					UE-PagingList 												OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { MulticastGroupPagingAreaItem-ExtIEs} }	OPTIONAL,
	...
}

MulticastGroupPagingAreaItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-AreaTAIList ::= SEQUENCE (SIZE(1..maxnoofTAIforPaging)) OF TAI

MulticastGroupPagingArea ::= SEQUENCE {
	mBS-AreaTAIList		MBS-AreaTAIList,
	iE-Extensions		ProtocolExtensionContainer { { MulticastGroupPagingArea-ExtIEs} } OPTIONAL,
	...
}

MulticastGroupPagingArea-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

UE-PagingList ::= SEQUENCE (SIZE(1..maxnoofUEsforPaging)) OF UE-PagingItem

UE-PagingItem ::= SEQUENCE {
	uEIdentityIndexValue		UEIdentityIndexValue,
	pagingDRX					PagingDRX 										OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { UE-PagingItem-ExtIEs} }	OPTIONAL,
	...
}

UE-PagingItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

M1Configuration ::= SEQUENCE {
	m1reportingTrigger			M1ReportingTrigger,
[bookmark: OLE_LINK105]	m1thresholdEventA2			M1ThresholdEventA2									OPTIONAL,
--	The above IE shall be present if the M1 Reporting Trigger IE is set to “A2event-triggered” or “A2event-triggered periodic”
	m1periodicReporting			M1PeriodicReporting									OPTIONAL,
--	The above IE shall be present if the M1 Reporting Trigger IE is set to “periodic” or “A2event-triggered periodic”
	iE-Extensions		ProtocolExtensionContainer { { M1Configuration-ExtIEs} } 	OPTIONAL,
	...
}

M1Configuration-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-IncludeBeamMeasurementsIndication		CRITICALITY ignore	EXTENSION IncludeBeamMeasurementsIndication		PRESENCE optional			}|
[bookmark: _Hlk110358897]	{ ID id-BeamMeasurementsReportConfiguration		CRITICALITY ignore	EXTENSION BeamMeasurementsReportConfiguration	PRESENCE conditional		},
-- The above IE shall be present if the IncludeBeamMeasurementsIndication IE is set to “true”
	...
}

IncludeBeamMeasurementsIndication ::= ENUMERATED {
	true,
	...
}

MaxNrofRS-IndexesToReport ::= INTEGER (1..64, ...)

M1ReportingTrigger ::= ENUMERATED {
	periodic,
	a2eventtriggered,
	a2eventtriggered-periodic,
	...
}

M1ThresholdEventA2 ::= SEQUENCE { 
	m1ThresholdType		M1ThresholdType,
	iE-Extensions		ProtocolExtensionContainer { { M1ThresholdEventA2-ExtIEs} } OPTIONAL,
	...
}

M1ThresholdEventA2-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

M1ThresholdType ::= CHOICE { 
	threshold-RSRP				Threshold-RSRP,
	threshold-RSRQ				Threshold-RSRQ,
	threshold-SINR				Threshold-SINR,
	choice-Extensions		ProtocolIE-SingleContainer { {M1ThresholdType-ExtIEs} }
}

M1ThresholdType-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

M1PeriodicReporting ::= SEQUENCE { 
	reportInterval				ReportIntervalMDT,
	reportAmount				ReportAmountMDT,
	iE-Extensions		ProtocolExtensionContainer { { M1PeriodicReporting-ExtIEs} } OPTIONAL,
	...
}

M1PeriodicReporting-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ID id-ExtendedReportIntervalMDT		CRITICALITY ignore	EXTENSION ExtendedReportIntervalMDT		PRESENCE optional},
	...
}

M4Configuration ::= SEQUENCE {
	m4period			M4period,
	m4-links-to-log		Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M4Configuration-ExtIEs} } OPTIONAL,
	...
}

[bookmark: OLE_LINK91]M4Configuration-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-M4ReportAmount		CRITICALITY ignore	EXTENSION M4ReportAmountMDT		PRESENCE optional		},
	...
}

M4ReportAmountMDT ::= ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity, ...}

M4period ::= ENUMERATED {ms1024, ms2048, ms5120, ms10240, min1, ... } 

M5Configuration ::= SEQUENCE {
	m5period			M5period,
	m5-links-to-log		Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M5Configuration-ExtIEs} } OPTIONAL,
	...
}

M5Configuration-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-M5ReportAmount		CRITICALITY ignore	EXTENSION M5ReportAmountMDT		PRESENCE optional		},
	...
}

M5ReportAmountMDT ::= ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity, ...} 


M5period ::= ENUMERATED {ms1024, ms2048, ms5120, ms10240, min1, ... } 

M6Configuration ::= SEQUENCE {
	m6report-Interval	M6report-Interval,
	m6-links-to-log		Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M6Configuration-ExtIEs} } OPTIONAL,
	...
}

M6Configuration-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-M6ReportAmount		CRITICALITY ignore	EXTENSION M6ReportAmountMDT		PRESENCE optional		}|
	{ ID id-ExcessPacketDelayThresholdConfiguration	CRITICALITY ignore	EXTENSION ExcessPacketDelayThresholdConfiguration		PRESENCE optional		},
	...
}


M6ReportAmountMDT ::= ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity, ...}

M6report-Interval ::= ENUMERATED { 
	ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, ms20480, ms40960, min1, min6, min12, min30,
	...
}


[bookmark: OLE_LINK75][bookmark: OLE_LINK190]M7Configuration ::= SEQUENCE {
	m7period			M7period,
	m7-links-to-log		Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M7Configuration-ExtIEs} } OPTIONAL,
	...
}

M7Configuration-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-M7ReportAmount		CRITICALITY ignore	EXTENSION M7ReportAmountMDT		PRESENCE optional		},
	...
}

M7ReportAmountMDT ::= ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity, ...}

M7period ::= INTEGER(1..60, ...)

[bookmark: OLE_LINK192]MDT-Location-Info ::= SEQUENCE {
[bookmark: OLE_LINK191]	mDT-Location-Information	MDT-Location-Information,
	iE-Extensions		ProtocolExtensionContainer { { MDT-Location-Info-ExtIEs} } OPTIONAL,
	...
}

MDT-Location-Info-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: OLE_LINK189]MDT-Location-Information::= BIT STRING (SIZE (8))

-- N

N3IWF-ID ::= CHOICE {
	n3IWF-ID				BIT STRING (SIZE(16)),
	choice-Extensions		ProtocolIE-SingleContainer { {N3IWF-ID-ExtIEs} }
}

N3IWF-ID-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

NAS-PDU ::= OCTET STRING

NASSecurityParametersFromNGRAN ::= OCTET STRING

NB-IoT-DefaultPagingDRX ::= ENUMERATED {
	rf128, rf256, rf512, rf1024, 
	... 
}

NB-IoT-PagingDRX ::= ENUMERATED {
	rf32, rf64, rf128, rf256, rf512, rf1024, 
	... 
}

NB-IoT-Paging-eDRXCycle ::= ENUMERATED {
	hf2, hf4, hf6, hf8, hf10, hf12, hf14, hf16, hf32, hf64, hf128, hf256, hf512, hf1024, 
	...
}

NB-IoT-Paging-TimeWindow ::= ENUMERATED {
	s1, s2, s3, s4, s5, s6, s7, s8, s9, s10, s11, s12, s13, s14, s15, s16, 
	... 
}

NB-IoT-Paging-eDRXInfo ::= SEQUENCE {
	nB-IoT-Paging-eDRXCycle 	NB-IoT-Paging-eDRXCycle,
	nB-IoT-Paging-TimeWindow 	NB-IoT-Paging-TimeWindow 								OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { NB-IoT-Paging-eDRXInfo-ExtIEs} } OPTIONAL,
	...
}

NB-IoT-Paging-eDRXInfo-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

NB-IoT-UEPriority ::= INTEGER (0..255, ...)

NetworkInstance ::= INTEGER (1..256, ...)

NewSecurityContextInd ::= ENUMERATED {
	true,
	...
}

NextHopChainingCount ::= INTEGER (0..7)

NextPagingAreaScope ::= ENUMERATED {
	same,
	changed,
	...
}

NGAPIESupportInformationRequestList ::= SEQUENCE (SIZE(1.. maxnoofNGAPIESupportInfo)) OF NGAPIESupportInformationRequestItem

NGAPIESupportInformationRequestItem ::= SEQUENCE {
	ngap-ProtocolIE-Id		ProtocolIE-ID,
	iE-Extensions		ProtocolExtensionContainer { { NGAPIESupportInformationRequestItem-ExtIEs} }	OPTIONAL,
	...
}

NGAPIESupportInformationRequestItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

NGAPIESupportInformationResponseList ::= SEQUENCE (SIZE(1.. maxnoofNGAPIESupportInfo)) OF NGAPIESupportInformationResponseItem

NGAPIESupportInformationResponseItem ::= SEQUENCE {
	ngap-ProtocolIE-Id				ProtocolIE-ID,
	ngap-ProtocolIESupportInfo		ENUMERATED {supported, not-supported, ...},
	ngap-ProtocolIEPresenceInfo		ENUMERATED {present, not-present, ...},
	iE-Extensions		ProtocolExtensionContainer { { NGAPIESupportInformationResponseItem-ExtIEs} }	OPTIONAL,
	...
}

NGAPIESupportInformationResponseItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

NgENB-ID ::= CHOICE {
	macroNgENB-ID			BIT STRING (SIZE(20)),
	shortMacroNgENB-ID		BIT STRING (SIZE(18)),
	longMacroNgENB-ID		BIT STRING (SIZE(21)),
	choice-Extensions		ProtocolIE-SingleContainer { {NgENB-ID-ExtIEs} }
}

NgENB-ID-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

NotifySourceNGRANNode ::= ENUMERATED {
	notifySource,
	...
}

NGRAN-CGI ::= CHOICE {
	nR-CGI			NR-CGI,
	eUTRA-CGI		EUTRA-CGI,
	choice-Extensions		ProtocolIE-SingleContainer { {NGRAN-CGI-ExtIEs} }
}

NGRAN-CGI-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

NGRAN-TNLAssociationToRemoveList ::= SEQUENCE (SIZE(1..maxnoofTNLAssociations)) OF NGRAN-TNLAssociationToRemoveItem

NGRAN-TNLAssociationToRemoveItem::= SEQUENCE {
	tNLAssociationTransportLayerAddress			CPTransportLayerInformation,
	tNLAssociationTransportLayerAddressAMF		CPTransportLayerInformation								OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { NGRAN-TNLAssociationToRemoveItem-ExtIEs} } 	OPTIONAL
}

NGRAN-TNLAssociationToRemoveItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

NGRANTraceID ::= OCTET STRING (SIZE(8))

NID ::= BIT STRING (SIZE(44))

NonDynamic5QIDescriptor ::= SEQUENCE {
	fiveQI						FiveQI,
	priorityLevelQos			PriorityLevelQos										OPTIONAL,
	averagingWindow				AveragingWindow											OPTIONAL,
	maximumDataBurstVolume		MaximumDataBurstVolume									OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {NonDynamic5QIDescriptor-ExtIEs} }	OPTIONAL,
	...
}

NonDynamic5QIDescriptor-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-CNPacketDelayBudgetDL	CRITICALITY ignore	EXTENSION ExtendedPacketDelayBudget		PRESENCE optional		}|
	{ ID id-CNPacketDelayBudgetUL	CRITICALITY ignore	EXTENSION ExtendedPacketDelayBudget		PRESENCE optional		},
	...
}

NotAllowedTACs ::= SEQUENCE (SIZE(1..maxnoofAllowedAreas)) OF TAC

NotificationCause ::= ENUMERATED {
	fulfilled,
	not-fulfilled,
	...
}

NotificationControl ::= ENUMERATED {
	notification-requested,
	...
}

NPN-AccessInformation ::= CHOICE {
	pNI-NPN-Access-Information		CellCAGList,
	choice-Extensions				ProtocolIE-SingleContainer { {NPN-AccessInformation-ExtIEs} }
}

NPN-AccessInformation-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

NPN-MobilityInformation ::= CHOICE {
	sNPN-MobilityInformation		SNPN-MobilityInformation,
	pNI-NPN-MobilityInformation		PNI-NPN-MobilityInformation,
	choice-Extensions				ProtocolIE-SingleContainer { {NPN-MobilityInformation-ExtIEs} }
}

NPN-MobilityInformation-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}


NPN-PagingAssistanceInformation ::= CHOICE {
	pNI-NPN-PagingAssistance		Allowed-PNI-NPN-List,
	choice-Extensions				ProtocolIE-SingleContainer { {NPN-PagingAssistanceInformation-ExtIEs} }
}

NPN-PagingAssistanceInformation-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

NPN-Support ::= CHOICE {
	sNPN					NID,
	choice-Extensions		ProtocolIE-SingleContainer { {NPN-Support-ExtIEs} }
}

NPN-Support-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

NRCellIdentity ::= BIT STRING (SIZE(36))

NR-CGI ::= SEQUENCE {
	pLMNIdentity		PLMNIdentity,
	nRCellIdentity		NRCellIdentity,
	iE-Extensions		ProtocolExtensionContainer { {NR-CGI-ExtIEs} } OPTIONAL,
	...
}

NR-CGI-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

NR-CGIList ::= SEQUENCE (SIZE(1..maxnoofCellsingNB)) OF NR-CGI

NR-CGIListForWarning ::= SEQUENCE (SIZE(1..maxnoofCellIDforWarning)) OF NR-CGI

NR-PagingeDRXInformation ::= SEQUENCE {
	nR-paging-eDRX-Cycle		NR-Paging-eDRX-Cycle,
	nR-paging-Time-Window		NR-Paging-Time-Window					OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {NR-PagingeDRXInformation-ExtIEs} }	OPTIONAL,
	...
}

NR-PagingeDRXInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

NR-Paging-eDRX-Cycle ::= ENUMERATED {
	hfquarter, hfhalf, hf1, hf2, hf4, hf8, hf16, 
	hf32, hf64, hf128, hf256, hf512, hf1024,
	...
}

NR-Paging-Time-Window ::= ENUMERATED {
	s1, s2, s3, s4, s5, 
	s6, s7, s8, s9, s10, 
	s11, s12, s13, s14, s15, s16,
	...,
	s17, s18, s19, s20, s21, s22, s23, s24,
	s25, s26, s27, s28, s29, s30, s31, s32
}

NRencryptionAlgorithms ::= BIT STRING (SIZE(16, ...))

NRintegrityProtectionAlgorithms ::= BIT STRING (SIZE(16, ...))

NRMobilityHistoryReport ::= OCTET STRING

NRPPa-PDU ::= OCTET STRING

NRUERLFReportContainer ::= OCTET STRING

NRNTNTAIInformation	::= SEQUENCE {
	servingPLMN							PLMNIdentity,
	tACListInNRNTN						TACListInNRNTN,
	uELocationDerivedTACInNRNTN			TAC							OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { NRNTNTAIInformation-ExtIEs} } OPTIONAL,
	...
}

NRNTNTAIInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


NumberOfBroadcasts ::= INTEGER (0..65535)

NumberOfBroadcastsRequested ::= INTEGER (0..65535)

NRARFCN	::= INTEGER (0.. maxNRARFCN)

NRFrequencyBand ::= INTEGER (1..1024, ...)

NRFrequencyBand-List ::= SEQUENCE (SIZE(1..maxnoofNRCellBands)) OF NRFrequencyBandItem

NRFrequencyBandItem ::= SEQUENCE {
	nr-frequency-band			NRFrequencyBand,
	iE-Extension		ProtocolExtensionContainer { {NRFrequencyBandItem-ExtIEs} } 	OPTIONAL,
	...
}

NRFrequencyBandItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Hlk515377712]NRFrequencyInfo ::= SEQUENCE {
	nrARFCN				NRARFCN,
	frequencyBand-List		NRFrequencyBand-List,
	iE-Extension		ProtocolExtensionContainer { {NRFrequencyInfo-ExtIEs} }		OPTIONAL,
	...
}

NRFrequencyInfo-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

NR-PCI ::= INTEGER (0..1007, ...)

NRV2XServicesAuthorized ::= SEQUENCE {
	vehicleUE			VehicleUE														OPTIONAL,
	pedestrianUE 		PedestrianUE													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {NRV2XServicesAuthorized-ExtIEs} }	OPTIONAL,
	...
}

NRV2XServicesAuthorized-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

VehicleUE ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

PedestrianUE ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

NRUESidelinkAggregateMaximumBitrate ::= SEQUENCE {
	uESidelinkAggregateMaximumBitRate		BitRate,
	iE-Extensions		ProtocolExtensionContainer { {NRUESidelinkAggregateMaximumBitrate-ExtIEs} } OPTIONAL,
	...
}

NRUESidelinkAggregateMaximumBitrate-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

NSAG-ID ::= INTEGER (0..255, ...)

-- O

OnboardingSupport ::= ENUMERATED {
	true,
	...
}

OverloadAction ::= ENUMERATED {
	reject-non-emergency-mo-dt,
	reject-rrc-cr-signalling,
	permit-emergency-sessions-and-mobile-terminated-services-only,
	permit-high-priority-sessions-and-mobile-terminated-services-only,
	...
}

OverloadResponse ::= CHOICE {
	overloadAction			OverloadAction,
	choice-Extensions		ProtocolIE-SingleContainer { {OverloadResponse-ExtIEs} }
}

OverloadResponse-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

OverloadStartNSSAIList ::= SEQUENCE (SIZE (1..maxnoofSliceItems)) OF OverloadStartNSSAIItem

OverloadStartNSSAIItem ::= SEQUENCE {
	sliceOverloadList						SliceOverloadList,
	sliceOverloadResponse					OverloadResponse								OPTIONAL,
	sliceTrafficLoadReductionIndication		TrafficLoadReductionIndication				OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {OverloadStartNSSAIItem-ExtIEs} }	OPTIONAL,
	...
}

OverloadStartNSSAIItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

-- P

PacketDelayBudget ::= INTEGER (0..1023, ...)

PacketErrorRate ::= SEQUENCE {
	pERScalar		INTEGER (0..9, ...),
	pERExponent		INTEGER (0..9, ...),
	iE-Extensions		ProtocolExtensionContainer { {PacketErrorRate-ExtIEs} }	OPTIONAL,
	...
}

PacketErrorRate-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PacketLossRate ::= INTEGER (0..1000, ...)

PagingAssisDataforCEcapabUE ::= SEQUENCE {
	eUTRA-CGI							EUTRA-CGI,
	coverageEnhancementLevel			CoverageEnhancementLevel, 
	iE-Extensions						ProtocolExtensionContainer { { PagingAssisDataforCEcapabUE-ExtIEs} } OPTIONAL,
	...
}

PagingAssisDataforCEcapabUE-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PagingAttemptInformation ::= SEQUENCE {
	pagingAttemptCount					PagingAttemptCount,
	intendedNumberOfPagingAttempts		IntendedNumberOfPagingAttempts,
	nextPagingAreaScope					NextPagingAreaScope									OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {PagingAttemptInformation-ExtIEs} }	OPTIONAL,
	...
}

PagingAttemptInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PagingAttemptCount ::= INTEGER (1..16, ...)

PagingCause ::= ENUMERATED {
	voice,
	...
}

PagingCauseIndicationForVoiceService ::= ENUMERATED {
	supported,
	...
}

PagingDRX ::= ENUMERATED {
	v32,
	v64,
	v128,
	v256,
	...
}

PagingOrigin ::= ENUMERATED {
	non-3gpp,
	...
}

PagingPriority ::= ENUMERATED {
	priolevel1,
	priolevel2,
	priolevel3,
	priolevel4,
	priolevel5,
	priolevel6,
	priolevel7,
	priolevel8,
	...
}

PagingProbabilityInformation ::= ENUMERATED {
	p00, p05, p10, p15, p20, p25, p30, p35, p40, p45, p50, p55, p60, p65, p70, p75, p80, p85, p90, p95, p100, 
	...
}

PathSwitchRequestAcknowledgeTransfer ::= SEQUENCE {
	uL-NGU-UP-TNLInformation		UPTransportLayerInformation											OPTIONAL,
	securityIndication				SecurityIndication													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {PathSwitchRequestAcknowledgeTransfer-ExtIEs} }	OPTIONAL,
	...
}

PathSwitchRequestAcknowledgeTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-AdditionalNGU-UP-TNLInformation				CRITICALITY ignore	EXTENSION UPTransportLayerInformationPairList		PRESENCE optional	}|
	{ ID id-RedundantUL-NGU-UP-TNLInformation			CRITICALITY ignore	EXTENSION UPTransportLayerInformation				PRESENCE optional	}|
	{ ID id-AdditionalRedundantNGU-UP-TNLInformation	CRITICALITY ignore	EXTENSION UPTransportLayerInformationPairList		PRESENCE optional	}|
	{ ID id-QosFlowParametersList						CRITICALITY ignore	EXTENSION QosFlowParametersList						PRESENCE optional },
	...
}

PathSwitchRequestSetupFailedTransfer ::= SEQUENCE {
	cause				Cause,
	iE-Extensions		ProtocolExtensionContainer { {PathSwitchRequestSetupFailedTransfer-ExtIEs} }	OPTIONAL,
	...
}

PathSwitchRequestSetupFailedTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PathSwitchRequestTransfer ::= SEQUENCE {
	dL-NGU-UP-TNLInformation			UPTransportLayerInformation,
	dL-NGU-TNLInformationReused			DL-NGU-TNLInformationReused							OPTIONAL,
	userPlaneSecurityInformation		UserPlaneSecurityInformation						OPTIONAL,
	qosFlowAcceptedList					QosFlowAcceptedList,
	iE-Extensions		ProtocolExtensionContainer { {PathSwitchRequestTransfer-ExtIEs} }	OPTIONAL,
	...
}

PathSwitchRequestTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-AdditionalDLQosFlowPerTNLInformation				CRITICALITY ignore	EXTENSION QosFlowPerTNLInformationList		PRESENCE optional	}|
	{ ID id-RedundantDL-NGU-UP-TNLInformation					CRITICALITY ignore	EXTENSION UPTransportLayerInformation			PRESENCE optional	}|
	{ ID id-RedundantDL-NGU-TNLInformationReused				CRITICALITY ignore	EXTENSION DL-NGU-TNLInformationReused			PRESENCE optional	}|
	{ ID id-AdditionalRedundantDLQosFlowPerTNLInformation		CRITICALITY ignore	EXTENSION QosFlowPerTNLInformationList		PRESENCE optional	}|
	{ ID id-UsedRSNInformation									CRITICALITY ignore	EXTENSION RedundantPDUSessionInformation		PRESENCE optional	}|
	{ ID id-GlobalRANNodeID 										CRITICALITY ignore	EXTENSION GlobalRANNodeID							PRESENCE optional	}|
	{ ID id-MBS-SupportIndicator								CRITICALITY ignore	EXTENSION MBS-SupportIndicator					PRESENCE optional	},
	...
}

PathSwitchRequestUnsuccessfulTransfer ::= SEQUENCE {
	cause				Cause,
	iE-Extensions		ProtocolExtensionContainer { {PathSwitchRequestUnsuccessfulTransfer-ExtIEs} }	OPTIONAL,
	...
}

PathSwitchRequestUnsuccessfulTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PC5QoSParameters ::= SEQUENCE {
	pc5QoSFlowList				PC5QoSFlowList,
	pc5LinkAggregateBitRates	BitRate												OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { PC5QoSParameters-ExtIEs} }	OPTIONAL,
	...
}

PC5QoSParameters-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
             ...
}

PC5QoSFlowList ::= SEQUENCE (SIZE(1..maxnoofPC5QoSFlows)) OF PC5QoSFlowItem

PC5QoSFlowItem::= SEQUENCE {
	pQI					FiveQI,
	pc5FlowBitRates		PC5FlowBitRates											OPTIONAL,
	range				Range													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { PC5QoSFlowItem-ExtIEs} }	OPTIONAL,
	...
}

PC5QoSFlowItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
             ...
}

PC5FlowBitRates ::= SEQUENCE {
	guaranteedFlowBitRate		BitRate,
	maximumFlowBitRate			BitRate,
	iE-Extensions		ProtocolExtensionContainer { { PC5FlowBitRates-ExtIEs} }	OPTIONAL,
	...
}

PC5FlowBitRates-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


PCIListForMDT ::= SEQUENCE (SIZE(1.. maxnoofNeighPCIforMDT)) OF NR-PCI

PrivacyIndicator ::= ENUMERATED {
	immediate-MDT,	
	logged-MDT,	
	...
}

PDUSessionAggregateMaximumBitRate ::= SEQUENCE {
	pDUSessionAggregateMaximumBitRateDL		BitRate,
	pDUSessionAggregateMaximumBitRateUL		BitRate,
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionAggregateMaximumBitRate-ExtIEs} } OPTIONAL,
	...
}

PDUSessionAggregateMaximumBitRate-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionID ::= INTEGER (0..255)

PDUSessionPairID ::= INTEGER (0..255, ...)

PDUSessionResourceAdmittedList ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceAdmittedItem

PDUSessionResourceAdmittedItem ::= SEQUENCE {
	pDUSessionID							PDUSessionID,
	handoverRequestAcknowledgeTransfer		OCTET STRING (CONTAINING HandoverRequestAcknowledgeTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceAdmittedItem-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceAdmittedItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceFailedToModifyListModCfm ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceFailedToModifyItemModCfm

PDUSessionResourceFailedToModifyItemModCfm ::= SEQUENCE {
	pDUSessionID												PDUSessionID,
	pDUSessionResourceModifyIndicationUnsuccessfulTransfer		OCTET STRING (CONTAINING PDUSessionResourceModifyIndicationUnsuccessfulTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceFailedToModifyItemModCfm-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceFailedToModifyItemModCfm-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceFailedToModifyListModRes ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceFailedToModifyItemModRes

PDUSessionResourceFailedToModifyItemModRes ::= SEQUENCE {
	pDUSessionID										PDUSessionID,
	pDUSessionResourceModifyUnsuccessfulTransfer		OCTET STRING (CONTAINING PDUSessionResourceModifyUnsuccessfulTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceFailedToModifyItemModRes-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceFailedToModifyItemModRes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceFailedToResumeListRESReq ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceFailedToResumeItemRESReq

PDUSessionResourceFailedToResumeItemRESReq ::= SEQUENCE {
	pDUSessionID						PDUSessionID,
	cause								Cause,
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceFailedToResumeItemRESReq-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceFailedToResumeItemRESReq-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


PDUSessionResourceFailedToResumeListRESRes ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceFailedToResumeItemRESRes

PDUSessionResourceFailedToResumeItemRESRes ::= SEQUENCE {
	pDUSessionID						PDUSessionID,
	cause								Cause,
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceFailedToResumeItemRESRes-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceFailedToResumeItemRESRes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceFailedToSetupListCxtFail ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceFailedToSetupItemCxtFail

PDUSessionResourceFailedToSetupItemCxtFail ::= SEQUENCE {
	pDUSessionID									PDUSessionID,
	pDUSessionResourceSetupUnsuccessfulTransfer		OCTET STRING (CONTAINING PDUSessionResourceSetupUnsuccessfulTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceFailedToSetupItemCxtFail-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceFailedToSetupItemCxtFail-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceFailedToSetupListCxtRes ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceFailedToSetupItemCxtRes

PDUSessionResourceFailedToSetupItemCxtRes ::= SEQUENCE {
	pDUSessionID									PDUSessionID,
	pDUSessionResourceSetupUnsuccessfulTransfer		OCTET STRING (CONTAINING PDUSessionResourceSetupUnsuccessfulTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceFailedToSetupItemCxtRes-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceFailedToSetupItemCxtRes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceFailedToSetupListHOAck ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceFailedToSetupItemHOAck

PDUSessionResourceFailedToSetupItemHOAck ::= SEQUENCE {
	pDUSessionID										PDUSessionID,
	handoverResourceAllocationUnsuccessfulTransfer		OCTET STRING (CONTAINING HandoverResourceAllocationUnsuccessfulTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceFailedToSetupItemHOAck-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceFailedToSetupItemHOAck-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceFailedToSetupListPSReq ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceFailedToSetupItemPSReq

PDUSessionResourceFailedToSetupItemPSReq ::= SEQUENCE {
	pDUSessionID								PDUSessionID,
	pathSwitchRequestSetupFailedTransfer		OCTET STRING (CONTAINING PathSwitchRequestSetupFailedTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceFailedToSetupItemPSReq-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceFailedToSetupItemPSReq-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceFailedToSetupListSURes ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceFailedToSetupItemSURes

PDUSessionResourceFailedToSetupItemSURes ::= SEQUENCE {
	pDUSessionID									PDUSessionID,
	pDUSessionResourceSetupUnsuccessfulTransfer		OCTET STRING (CONTAINING PDUSessionResourceSetupUnsuccessfulTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceFailedToSetupItemSURes-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceFailedToSetupItemSURes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceHandoverList ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceHandoverItem

PDUSessionResourceHandoverItem ::= SEQUENCE {
	pDUSessionID						PDUSessionID,
	handoverCommandTransfer				OCTET STRING (CONTAINING HandoverCommandTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceHandoverItem-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceHandoverItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceInformationList ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceInformationItem

PDUSessionResourceInformationItem ::= SEQUENCE {
	pDUSessionID					PDUSessionID,
	qosFlowInformationList			QosFlowInformationList,
	dRBsToQosFlowsMappingList		DRBsToQosFlowsMappingList										OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceInformationItem-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceInformationItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceListCxtRelCpl ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceItemCxtRelCpl

PDUSessionResourceItemCxtRelCpl ::= SEQUENCE {
	pDUSessionID		PDUSessionID,
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceItemCxtRelCpl-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceItemCxtRelCpl-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-PDUSessionResourceReleaseResponseTransfer	CRITICALITY ignore	EXTENSION OCTET STRING (CONTAINING PDUSessionResourceReleaseResponseTransfer)	PRESENCE optional	},
	...
}

PDUSessionResourceListCxtRelReq ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceItemCxtRelReq

PDUSessionResourceItemCxtRelReq ::= SEQUENCE {
	pDUSessionID		PDUSessionID,
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceItemCxtRelReq-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceItemCxtRelReq-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceListHORqd ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceItemHORqd

PDUSessionResourceItemHORqd ::= SEQUENCE {
	pDUSessionID							PDUSessionID,
	handoverRequiredTransfer				OCTET STRING (CONTAINING HandoverRequiredTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceItemHORqd-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceItemHORqd-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceModifyConfirmTransfer ::= SEQUENCE {
	qosFlowModifyConfirmList			QosFlowModifyConfirmList,
	uLNGU-UP-TNLInformation				UPTransportLayerInformation,
	additionalNG-UUPTNLInformation		UPTransportLayerInformationPairList									OPTIONAL,
	qosFlowFailedToModifyList			QosFlowListWithCause												OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceModifyConfirmTransfer-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceModifyConfirmTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-RedundantUL-NGU-UP-TNLInformation			CRITICALITY ignore	EXTENSION UPTransportLayerInformation				PRESENCE optional	}|
	{ ID id-AdditionalRedundantNGU-UP-TNLInformation	CRITICALITY ignore	EXTENSION UPTransportLayerInformationPairList		PRESENCE optional	},
	...
}

PDUSessionResourceModifyIndicationUnsuccessfulTransfer ::= SEQUENCE {
	cause				Cause,
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceModifyIndicationUnsuccessfulTransfer-ExtIEs} }		OPTIONAL,
	...
}

PDUSessionResourceModifyIndicationUnsuccessfulTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceModifyRequestTransfer ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {PDUSessionResourceModifyRequestTransferIEs} },
	...
}

PDUSessionResourceModifyRequestTransferIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-PDUSessionAggregateMaximumBitRate			CRITICALITY reject	TYPE PDUSessionAggregateMaximumBitRate		PRESENCE	optional		}|
	{ ID id-UL-NGU-UP-TNLModifyList						CRITICALITY reject	TYPE UL-NGU-UP-TNLModifyList					PRESENCE	optional		}|
	{ ID id-NetworkInstance								CRITICALITY reject	TYPE NetworkInstance								PRESENCE optional		}|
	{ ID id-QosFlowAddOrModifyRequestList				CRITICALITY reject	TYPE QosFlowAddOrModifyRequestList			PRESENCE optional		}|
	{ ID id-QosFlowToReleaseList						CRITICALITY reject	TYPE QosFlowListWithCause						PRESENCE optional		}|
	{ ID id-AdditionalUL-NGU-UP-TNLInformation			CRITICALITY reject	TYPE UPTransportLayerInformationList			PRESENCE optional		}|
	{ ID id-CommonNetworkInstance						CRITICALITY ignore	TYPE CommonNetworkInstance						PRESENCE optional		}|
	{ ID id-AdditionalRedundantUL-NGU-UP-TNLInformation	CRITICALITY ignore	TYPE UPTransportLayerInformationList			PRESENCE optional		}|
	{ ID id-RedundantCommonNetworkInstance				CRITICALITY ignore	TYPE CommonNetworkInstance						PRESENCE optional		}|
	{ ID id-RedundantUL-NGU-UP-TNLInformation			CRITICALITY ignore	TYPE UPTransportLayerInformation				PRESENCE optional	 	}|
	{ ID id-SecurityIndication							CRITICALITY ignore	TYPE SecurityIndication							PRESENCE optional		}|
	{ ID id-MBSSessionSetuporModifyRequestList			CRITICALITY ignore	TYPE MBSSessionSetuporModifyRequestList		PRESENCE optional		}|
	{ ID id-MBSSessionToReleaseList						CRITICALITY ignore	TYPE MBSSessionToReleaseList					PRESENCE optional		},
	...
}	

PDUSessionResourceModifyResponseTransfer ::= SEQUENCE {
	dL-NGU-UP-TNLInformation				UPTransportLayerInformation											OPTIONAL,
	uL-NGU-UP-TNLInformation				UPTransportLayerInformation											OPTIONAL,
	qosFlowAddOrModifyResponseList			QosFlowAddOrModifyResponseList										OPTIONAL,
	additionalDLQosFlowPerTNLInformation	QosFlowPerTNLInformationList										OPTIONAL,
	qosFlowFailedToAddOrModifyList			QosFlowListWithCause												OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceModifyResponseTransfer-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceModifyResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-AdditionalNGU-UP-TNLInformation					CRITICALITY ignore	EXTENSION UPTransportLayerInformationPairList	PRESENCE optional	}|
	{ ID id-RedundantDL-NGU-UP-TNLInformation				CRITICALITY ignore	EXTENSION UPTransportLayerInformation				PRESENCE optional	}|
	{ ID id-RedundantUL-NGU-UP-TNLInformation				CRITICALITY ignore	EXTENSION UPTransportLayerInformation				PRESENCE optional	}|
	{ ID id-AdditionalRedundantDLQosFlowPerTNLInformation	CRITICALITY ignore	EXTENSION QosFlowPerTNLInformationList				PRESENCE optional	}|
	{ ID id-AdditionalRedundantNGU-UP-TNLInformation		CRITICALITY ignore	EXTENSION UPTransportLayerInformationPairList	PRESENCE optional	}|
	{ ID id-SecondaryRATUsageInformation					CRITICALITY ignore	EXTENSION SecondaryRATUsageInformation				PRESENCE optional	}|
	{ ID id-MBS-SupportIndicator							CRITICALITY ignore	EXTENSION MBS-SupportIndicator						PRESENCE optional	}|
	{ ID id-MBSSessionSetuporModifyResponseList				CRITICALITY ignore	EXTENSION MBSSessionSetupResponseList				PRESENCE optional	}|
	{ ID id-MBSSessionFailedtoSetuporModifyList				CRITICALITY ignore	EXTENSION MBSSessionFailedtoSetupList				PRESENCE optional	},
	...
}

PDUSessionResourceModifyIndicationTransfer ::= SEQUENCE {
	dLQosFlowPerTNLInformation					QosFlowPerTNLInformation,
	additionalDLQosFlowPerTNLInformation		QosFlowPerTNLInformationList 									OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceModifyIndicationTransfer-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceModifyIndicationTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-SecondaryRATUsageInformation					CRITICALITY ignore	EXTENSION SecondaryRATUsageInformation		PRESENCE optional	}|
	{ ID id-SecurityResult									CRITICALITY ignore	EXTENSION SecurityResult						PRESENCE optional	}|
	{ ID id-RedundantDLQosFlowPerTNLInformation				CRITICALITY ignore	EXTENSION QosFlowPerTNLInformation			PRESENCE optional	}|
	{ ID id-AdditionalRedundantDLQosFlowPerTNLInformation	CRITICALITY ignore	EXTENSION QosFlowPerTNLInformationList		PRESENCE optional	}|
	{ ID id-GlobalRANNodeID 								CRITICALITY ignore	EXTENSION GlobalRANNodeID						PRESENCE optional	},
	...
}

PDUSessionResourceModifyListModCfm ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceModifyItemModCfm

PDUSessionResourceModifyItemModCfm ::= SEQUENCE {
	pDUSessionID								PDUSessionID,
	pDUSessionResourceModifyConfirmTransfer		OCTET STRING (CONTAINING PDUSessionResourceModifyConfirmTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceModifyItemModCfm-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceModifyItemModCfm-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceModifyListModInd ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceModifyItemModInd

PDUSessionResourceModifyItemModInd ::= SEQUENCE {
	pDUSessionID									PDUSessionID,
	pDUSessionResourceModifyIndicationTransfer		OCTET STRING (CONTAINING PDUSessionResourceModifyIndicationTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceModifyItemModInd-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceModifyItemModInd-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceModifyListModReq ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceModifyItemModReq

PDUSessionResourceModifyItemModReq ::= SEQUENCE {
	pDUSessionID								PDUSessionID,
	nAS-PDU										NAS-PDU													OPTIONAL,
	pDUSessionResourceModifyRequestTransfer		OCTET STRING (CONTAINING PDUSessionResourceModifyRequestTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceModifyItemModReq-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceModifyItemModReq-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-S-NSSAI											CRITICALITY reject	EXTENSION S-NSSAI						PRESENCE optional	}|
	{ ID id-PduSessionExpectedUEActivityBehaviour			CRITICALITY ignore	EXTENSION ExpectedUEActivityBehaviour	PRESENCE optional	},
	...
}

PDUSessionResourceModifyListModRes ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceModifyItemModRes

PDUSessionResourceModifyItemModRes ::= SEQUENCE {
	pDUSessionID									PDUSessionID,
	pDUSessionResourceModifyResponseTransfer		OCTET STRING (CONTAINING PDUSessionResourceModifyResponseTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceModifyItemModRes-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceModifyItemModRes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceModifyUnsuccessfulTransfer ::= SEQUENCE {
	cause						Cause,
	criticalityDiagnostics		CriticalityDiagnostics																OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceModifyUnsuccessfulTransfer-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceModifyUnsuccessfulTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceNotifyList ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceNotifyItem

PDUSessionResourceNotifyItem ::= SEQUENCE {
	pDUSessionID						PDUSessionID,
	pDUSessionResourceNotifyTransfer	OCTET STRING (CONTAINING PDUSessionResourceNotifyTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceNotifyItem-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceNotifyItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceNotifyReleasedTransfer ::= SEQUENCE {
	cause				Cause,
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceNotifyReleasedTransfer-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceNotifyReleasedTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {	
	{ ID id-SecondaryRATUsageInformation		CRITICALITY ignore	EXTENSION SecondaryRATUsageInformation		PRESENCE optional	},
	...
}

PDUSessionResourceNotifyTransfer ::= SEQUENCE {
	qosFlowNotifyList		QosFlowNotifyList														OPTIONAL,
	qosFlowReleasedList		QosFlowListWithCause													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceNotifyTransfer-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceNotifyTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-SecondaryRATUsageInformation		CRITICALITY ignore	EXTENSION SecondaryRATUsageInformation		PRESENCE optional	}|
	{ ID id-QosFlowFeedbackList					CRITICALITY ignore	EXTENSION QosFlowFeedbackList					PRESENCE optional	},
	...
}

PDUSessionResourceReleaseCommandTransfer ::= SEQUENCE {
	cause				Cause,
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceReleaseCommandTransfer-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceReleaseCommandTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceReleasedListNot ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceReleasedItemNot

PDUSessionResourceReleasedItemNot ::= SEQUENCE {
	pDUSessionID									PDUSessionID,
	pDUSessionResourceNotifyReleasedTransfer		OCTET STRING (CONTAINING PDUSessionResourceNotifyReleasedTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceReleasedItemNot-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceReleasedItemNot-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceReleasedListPSAck ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceReleasedItemPSAck

PDUSessionResourceReleasedItemPSAck ::= SEQUENCE {
	pDUSessionID								PDUSessionID,
	pathSwitchRequestUnsuccessfulTransfer		OCTET STRING (CONTAINING PathSwitchRequestUnsuccessfulTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceReleasedItemPSAck-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceReleasedItemPSAck-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceReleasedListPSFail ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceReleasedItemPSFail

PDUSessionResourceReleasedItemPSFail ::= SEQUENCE {
	pDUSessionID								PDUSessionID,
	pathSwitchRequestUnsuccessfulTransfer		OCTET STRING (CONTAINING PathSwitchRequestUnsuccessfulTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceReleasedItemPSFail-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceReleasedItemPSFail-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceReleasedListRelRes ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceReleasedItemRelRes

PDUSessionResourceReleasedItemRelRes ::= SEQUENCE {
	pDUSessionID									PDUSessionID,
	pDUSessionResourceReleaseResponseTransfer		OCTET STRING (CONTAINING PDUSessionResourceReleaseResponseTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceReleasedItemRelRes-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceReleasedItemRelRes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceReleaseResponseTransfer ::= SEQUENCE {
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceReleaseResponseTransfer-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceReleaseResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-SecondaryRATUsageInformation		CRITICALITY ignore	EXTENSION SecondaryRATUsageInformation		PRESENCE optional	},
	...
}

PDUSessionResourceResumeListRESReq ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceResumeItemRESReq

PDUSessionResourceResumeItemRESReq ::= SEQUENCE {
	pDUSessionID						PDUSessionID,
	uEContextResumeRequestTransfer		OCTET STRING (CONTAINING UEContextResumeRequestTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceResumeItemRESReq-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceResumeItemRESReq-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceResumeListRESRes ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceResumeItemRESRes

PDUSessionResourceResumeItemRESRes ::= SEQUENCE {
	pDUSessionID						PDUSessionID,
	uEContextResumeResponseTransfer		OCTET STRING (CONTAINING UEContextResumeResponseTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceResumeItemRESRes-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceResumeItemRESRes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceSecondaryRATUsageList ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceSecondaryRATUsageItem

PDUSessionResourceSecondaryRATUsageItem ::= SEQUENCE {
	pDUSessionID							PDUSessionID,
	secondaryRATDataUsageReportTransfer		OCTET STRING (CONTAINING SecondaryRATDataUsageReportTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceSecondaryRATUsageItem-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceSecondaryRATUsageItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceSetupListCxtReq ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceSetupItemCxtReq

PDUSessionResourceSetupItemCxtReq ::= SEQUENCE {
	pDUSessionID								PDUSessionID,
	nAS-PDU										NAS-PDU												OPTIONAL,
	s-NSSAI										S-NSSAI,
	pDUSessionResourceSetupRequestTransfer		OCTET STRING (CONTAINING PDUSessionResourceSetupRequestTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceSetupItemCxtReq-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceSetupItemCxtReq-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-PduSessionExpectedUEActivityBehaviour			CRITICALITY ignore	EXTENSION ExpectedUEActivityBehaviour	PRESENCE optional	},
	...
}

PDUSessionResourceSetupListCxtRes ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceSetupItemCxtRes

PDUSessionResourceSetupItemCxtRes ::= SEQUENCE {
	pDUSessionID								PDUSessionID,
	pDUSessionResourceSetupResponseTransfer		OCTET STRING (CONTAINING PDUSessionResourceSetupResponseTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceSetupItemCxtRes-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceSetupItemCxtRes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceSetupListHOReq ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceSetupItemHOReq

PDUSessionResourceSetupItemHOReq ::= SEQUENCE {
	pDUSessionID				PDUSessionID,
	s-NSSAI						S-NSSAI,
	handoverRequestTransfer		OCTET STRING (CONTAINING PDUSessionResourceSetupRequestTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceSetupItemHOReq-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceSetupItemHOReq-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
[bookmark: _Hlk54097509]	{ ID id-PduSessionExpectedUEActivityBehaviour			CRITICALITY ignore	EXTENSION ExpectedUEActivityBehaviour	PRESENCE optional	},
	...
}

PDUSessionResourceSetupListSUReq ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceSetupItemSUReq

PDUSessionResourceSetupItemSUReq ::= SEQUENCE {
	pDUSessionID								PDUSessionID,
	pDUSessionNAS-PDU							NAS-PDU												OPTIONAL,
	s-NSSAI										S-NSSAI,
	pDUSessionResourceSetupRequestTransfer		OCTET STRING (CONTAINING PDUSessionResourceSetupRequestTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceSetupItemSUReq-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceSetupItemSUReq-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-PduSessionExpectedUEActivityBehaviour			CRITICALITY ignore	EXTENSION ExpectedUEActivityBehaviour	PRESENCE optional	},
	...
}

PDUSessionResourceSetupListSURes ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceSetupItemSURes

PDUSessionResourceSetupItemSURes ::= SEQUENCE {
	pDUSessionID											PDUSessionID,
	pDUSessionResourceSetupResponseTransfer					OCTET STRING (CONTAINING PDUSessionResourceSetupResponseTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceSetupItemSURes-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceSetupItemSURes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceSetupRequestTransfer ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {PDUSessionResourceSetupRequestTransferIEs} },
	...
}

PDUSessionResourceSetupRequestTransferIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-PDUSessionAggregateMaximumBitRate			CRITICALITY reject	TYPE PDUSessionAggregateMaximumBitRate		PRESENCE optional		}|
	{ ID id-UL-NGU-UP-TNLInformation					CRITICALITY reject	TYPE UPTransportLayerInformation				PRESENCE mandatory	}|
	{ ID id-AdditionalUL-NGU-UP-TNLInformation			CRITICALITY reject	TYPE UPTransportLayerInformationList			PRESENCE optional		}|
	{ ID id-DataForwardingNotPossible					CRITICALITY reject	TYPE DataForwardingNotPossible					PRESENCE optional		}|
	{ ID id-PDUSessionType								CRITICALITY reject	TYPE PDUSessionType									PRESENCE mandatory	}|
	{ ID id-SecurityIndication							CRITICALITY reject	TYPE SecurityIndication							PRESENCE optional		}|
	{ ID id-NetworkInstance								CRITICALITY reject	TYPE NetworkInstance								PRESENCE optional		}|
	{ ID id-QosFlowSetupRequestList						CRITICALITY reject	TYPE QosFlowSetupRequestList					PRESENCE mandatory	}|
	{ ID id-CommonNetworkInstance						CRITICALITY ignore	TYPE CommonNetworkInstance						PRESENCE optional		}|
	{ ID id-DirectForwardingPathAvailability			CRITICALITY ignore	TYPE DirectForwardingPathAvailability		PRESENCE optional	 	}|
	{ ID id-RedundantUL-NGU-UP-TNLInformation			CRITICALITY ignore	TYPE UPTransportLayerInformation				PRESENCE optional	 	}|
	{ ID id-AdditionalRedundantUL-NGU-UP-TNLInformation	CRITICALITY ignore	TYPE UPTransportLayerInformationList			PRESENCE optional		}|
	{ ID id-RedundantCommonNetworkInstance				CRITICALITY ignore	TYPE CommonNetworkInstance						PRESENCE optional		}|
	{ ID id-RedundantPDUSessionInformation				CRITICALITY ignore	TYPE RedundantPDUSessionInformation 			PRESENCE optional		}|
	{ ID id-MBSSessionSetupRequestList					CRITICALITY ignore	TYPE MBSSessionSetupRequestList				PRESENCE optional		},
	...
}

PDUSessionResourceSetupResponseTransfer ::= SEQUENCE {
	dLQosFlowPerTNLInformation				QosFlowPerTNLInformation,
	additionalDLQosFlowPerTNLInformation	QosFlowPerTNLInformationList										OPTIONAL,
	securityResult							SecurityResult														OPTIONAL,
	qosFlowFailedToSetupList				QosFlowListWithCause												OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceSetupResponseTransfer-ExtIEs} }		OPTIONAL,
	...
}

PDUSessionResourceSetupResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-RedundantDLQosFlowPerTNLInformation				CRITICALITY ignore	EXTENSION QosFlowPerTNLInformation			PRESENCE optional	 	}|
	{ ID id-AdditionalRedundantDLQosFlowPerTNLInformation	CRITICALITY ignore	EXTENSION QosFlowPerTNLInformationList		PRESENCE optional	 	}|
	{ ID id-UsedRSNInformation								CRITICALITY ignore	EXTENSION RedundantPDUSessionInformation	PRESENCE optional		}|
	{ ID id-GlobalRANNodeID 									CRITICALITY ignore	EXTENSION GlobalRANNodeID						PRESENCE optional		}|
	{ ID id-MBS-SupportIndicator							CRITICALITY ignore	EXTENSION MBS-SupportIndicator				PRESENCE optional		}|
	{ ID id-MBSSessionSetupResponseList						CRITICALITY ignore	EXTENSION MBSSessionSetupResponseList		PRESENCE optional		}|
	{ ID id-MBSSessionFailedtoSetupList						CRITICALITY ignore	EXTENSION MBSSessionFailedtoSetupList		PRESENCE optional		},
	...
}

PDUSessionResourceSetupUnsuccessfulTransfer ::= SEQUENCE {
	cause						Cause,
	criticalityDiagnostics		CriticalityDiagnostics																OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceSetupUnsuccessfulTransfer-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceSetupUnsuccessfulTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceSuspendListSUSReq ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceSuspendItemSUSReq

PDUSessionResourceSuspendItemSUSReq ::= SEQUENCE {
	pDUSessionID						PDUSessionID,
	uEContextSuspendRequestTransfer		OCTET STRING (CONTAINING UEContextSuspendRequestTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceSuspendItemSUSReq-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceSuspendItemSUSReq-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceSwitchedList ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceSwitchedItem

PDUSessionResourceSwitchedItem ::= SEQUENCE {
	pDUSessionID								PDUSessionID,
	pathSwitchRequestAcknowledgeTransfer		OCTET STRING (CONTAINING PathSwitchRequestAcknowledgeTransfer),
	iE-Extensions		ProtocolExtensionContainer { { PDUSessionResourceSwitchedItem-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceSwitchedItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-PduSessionExpectedUEActivityBehaviour			CRITICALITY ignore	EXTENSION ExpectedUEActivityBehaviour	PRESENCE optional	},
	...
}

PDUSessionResourceToBeSwitchedDLList ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceToBeSwitchedDLItem

PDUSessionResourceToBeSwitchedDLItem ::= SEQUENCE {
	pDUSessionID					PDUSessionID,
	pathSwitchRequestTransfer		OCTET STRING (CONTAINING PathSwitchRequestTransfer),
	iE-Extensions		ProtocolExtensionContainer { { PDUSessionResourceToBeSwitchedDLItem-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceToBeSwitchedDLItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceToReleaseListHOCmd ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceToReleaseItemHOCmd

PDUSessionResourceToReleaseItemHOCmd ::= SEQUENCE {
	pDUSessionID								PDUSessionID,
	handoverPreparationUnsuccessfulTransfer		OCTET STRING (CONTAINING HandoverPreparationUnsuccessfulTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceToReleaseItemHOCmd-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceToReleaseItemHOCmd-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PDUSessionResourceToReleaseListRelCmd ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceToReleaseItemRelCmd

PDUSessionResourceToReleaseItemRelCmd ::= SEQUENCE {
	pDUSessionID									PDUSessionID,
	pDUSessionResourceReleaseCommandTransfer		OCTET STRING (CONTAINING PDUSessionResourceReleaseCommandTransfer),
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionResourceToReleaseItemRelCmd-ExtIEs} }	OPTIONAL,
	...
}

PDUSessionResourceToReleaseItemRelCmd-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}
PDUSessionType ::= ENUMERATED {
	ipv4,
	ipv6,
	ipv4v6,
	ethernet,
	unstructured,
	...
}

PDUSessionUsageReport ::= SEQUENCE {
	rATType								ENUMERATED {nr, eutra, ..., nr-unlicensed, e-utra-unlicensed},
	pDUSessionTimedReportList			VolumeTimedReportList,
	iE-Extensions		ProtocolExtensionContainer { {PDUSessionUsageReport-ExtIEs} } OPTIONAL,
	...
}

PDUSessionUsageReport-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PEIPSassistanceInformation ::= SEQUENCE {
	cNsubgroupID			CNsubgroupID,
	iE-Extensions		ProtocolExtensionContainer { {PEIPSassistanceInformation-ExtIEs} } OPTIONAL,
	...
}

PEIPSassistanceInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

Periodicity ::= INTEGER (0..640000, ...)

PeriodicRegistrationUpdateTimer ::= BIT STRING (SIZE(8))

PLMNIdentity ::= OCTET STRING (SIZE(3)) 

PLMNAreaBasedQMC ::= SEQUENCE {
	plmnListforQMC		PLMNListforQMC,
	iE-Extensions		ProtocolExtensionContainer { {PLMNAreaBasedQMC-ExtIEs} } OPTIONAL,
	...
}

PLMNAreaBasedQMC-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PLMNListforQMC ::= SEQUENCE (SIZE(1..maxnoofPLMNforQMC)) OF PLMNIdentity

PLMNSupportList ::= SEQUENCE (SIZE(1..maxnoofPLMNs)) OF PLMNSupportItem

PLMNSupportItem ::= SEQUENCE {
	pLMNIdentity			PLMNIdentity,
	sliceSupportList		SliceSupportList,
	iE-Extensions		ProtocolExtensionContainer { {PLMNSupportItem-ExtIEs} } OPTIONAL,
	...
}

PLMNSupportItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
[bookmark: _Hlk44365036]	{ ID id-NPN-Support						CRITICALITY reject	EXTENSION NPN-Support					PRESENCE optional	}|
	{ ID id-ExtendedSliceSupportList		CRITICALITY reject	EXTENSION ExtendedSliceSupportList 	PRESENCE optional	}|
	{ ID id-OnboardingSupport				CRITICALITY ignore	EXTENSION OnboardingSupport 			PRESENCE optional	},
	...
}

PNI-NPN-MobilityInformation ::= SEQUENCE {
	allowed-PNI-NPI-List		Allowed-PNI-NPN-List,
	iE-Extensions				ProtocolExtensionContainer { {PNI-NPN-MobilityInformation-ExtIEs} }	OPTIONAL,
	...
}

PNI-NPN-MobilityInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Hlk20607447]PortNumber ::= OCTET STRING (SIZE(2))

Pre-emptionCapability ::= ENUMERATED {
	shall-not-trigger-pre-emption,
	may-trigger-pre-emption,
	...
}

Pre-emptionVulnerability ::= ENUMERATED {
	not-pre-emptable,
	pre-emptable,
	...
}

PriorityLevelARP ::= INTEGER (1..15)

PriorityLevelQos ::= INTEGER (1..127, ...)

PWSFailedCellIDList ::= CHOICE {
	eUTRA-CGI-PWSFailedList		EUTRA-CGIList,
	nR-CGI-PWSFailedList		NR-CGIList,
	choice-Extensions		ProtocolIE-SingleContainer { {PWSFailedCellIDList-ExtIEs} }
}

PWSFailedCellIDList-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

-- Q

QMCConfigInfo ::= SEQUENCE {
	uEAppLayerMeasInfoList				UEAppLayerMeasInfoList,
	iE-Extensions		ProtocolExtensionContainer { { QMCConfigInfo-ExtIEs} } OPTIONAL,
	...
}

QMCConfigInfo-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

QMCDeactivation ::= SEQUENCE {
	qoEReferenceList				QoEReferenceList,
	iE-Extensions		ProtocolExtensionContainer { { QMCDeactivation-ExtIEs} } OPTIONAL,
	...
}

QMCDeactivation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

QoEReferenceList ::= SEQUENCE (SIZE(1..maxnoofUEAppLayerMeas)) OF QoEReference

QoEReference ::= OCTET STRING (SIZE(6))

QosCharacteristics ::= CHOICE {
	nonDynamic5QI		NonDynamic5QIDescriptor,
	dynamic5QI			Dynamic5QIDescriptor,
	choice-Extensions		ProtocolIE-SingleContainer { {QosCharacteristics-ExtIEs} }
}

QosCharacteristics-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

QosFlowAcceptedList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowAcceptedItem

QosFlowAcceptedItem ::= SEQUENCE {
	qosFlowIdentifier		QosFlowIdentifier,
	iE-Extensions		ProtocolExtensionContainer { {QosFlowAcceptedItem-ExtIEs} } OPTIONAL,
	...
}

QosFlowAcceptedItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-CurrentQoSParaSetIndex	CRITICALITY ignore	EXTENSION AlternativeQoSParaSetIndex	PRESENCE optional	},
	...
}

QosFlowAddOrModifyRequestList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowAddOrModifyRequestItem

QosFlowAddOrModifyRequestItem ::= SEQUENCE {
	qosFlowIdentifier				QosFlowIdentifier,
	qosFlowLevelQosParameters		QosFlowLevelQosParameters									OPTIONAL,
	e-RAB-ID						E-RAB-ID													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {QosFlowAddOrModifyRequestItem-ExtIEs} }	OPTIONAL,
	...
}

QosFlowAddOrModifyRequestItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ID id-TSCTrafficCharacteristics	CRITICALITY ignore	EXTENSION TSCTrafficCharacteristics		PRESENCE optional }|
	{ID id-RedundantQosFlowIndicator	CRITICALITY ignore	EXTENSION RedundantQosFlowIndicator		PRESENCE optional },
	...
}

QosFlowAddOrModifyResponseList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowAddOrModifyResponseItem

QosFlowAddOrModifyResponseItem ::= SEQUENCE {
	qosFlowIdentifier		QosFlowIdentifier,
	iE-Extensions		ProtocolExtensionContainer { {QosFlowAddOrModifyResponseItem-ExtIEs} }	OPTIONAL,
	...
}

QosFlowAddOrModifyResponseItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-CurrentQoSParaSetIndex	CRITICALITY ignore	EXTENSION AlternativeQoSParaSetIndex	PRESENCE optional	},
	...
}

QosFlowFeedbackList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowFeedbackItem

QosFlowFeedbackItem ::= SEQUENCE {
	qosFlowIdentifier			QosFlowIdentifier,
	updateFeedback				UpdateFeedback								OPTIONAL,
	cNpacketDelayBudgetDL		ExtendedPacketDelayBudget					OPTIONAL,
	cNpacketDelayBudgetUL		ExtendedPacketDelayBudget					OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {QosFlowFeedbackItem-ExtIEs} }	OPTIONAL,
	...
}

QosFlowFeedbackItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

QosFlowIdentifier ::= INTEGER (0..63, ...)

QosFlowInformationList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowInformationItem

QosFlowInformationItem ::= SEQUENCE {
	qosFlowIdentifier	QosFlowIdentifier,
	dLForwarding		DLForwarding													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {QosFlowInformationItem-ExtIEs} }	OPTIONAL,
	...
}

QosFlowInformationItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ID id-ULForwarding				CRITICALITY ignore	EXTENSION ULForwarding			PRESENCE optional}|
	{ID id-SourceTNLAddrInfo		CRITICALITY ignore	EXTENSION TransportLayerAddress	PRESENCE optional}|
	{ID id-SourceNodeTNLAddrInfo	CRITICALITY ignore	EXTENSION TransportLayerAddress	PRESENCE optional},
	...
}

QosFlowLevelQosParameters ::= SEQUENCE {
	qosCharacteristics					QosCharacteristics,
	allocationAndRetentionPriority		AllocationAndRetentionPriority,
	gBR-QosInformation					GBR-QosInformation									OPTIONAL,
	reflectiveQosAttribute				ReflectiveQosAttribute								OPTIONAL,
	additionalQosFlowInformation		AdditionalQosFlowInformation						OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {QosFlowLevelQosParameters-ExtIEs} }	OPTIONAL,
	...
}

QosFlowLevelQosParameters-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ID id-QosMonitoringRequest	CRITICALITY ignore	EXTENSION QosMonitoringRequest	PRESENCE optional}|
	{ID id-QosMonitoringReportingFrequency	CRITICALITY ignore	EXTENSION QosMonitoringReportingFrequency	PRESENCE optional},
	...
}


QosMonitoringRequest ::= ENUMERATED {ul, dl, both, ..., stop}

QosMonitoringReportingFrequency ::= INTEGER (1..1800, ...)

QoSFlowList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowIdentifier

QosFlowListWithCause ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowWithCauseItem

QosFlowWithCauseItem ::= SEQUENCE {
	qosFlowIdentifier		QosFlowIdentifier,
	cause					Cause,
	iE-Extensions		ProtocolExtensionContainer { {QosFlowWithCauseItem-ExtIEs} } OPTIONAL,
	...
}

QosFlowWithCauseItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

QosFlowModifyConfirmList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowModifyConfirmItem

QosFlowModifyConfirmItem ::= SEQUENCE {
	qosFlowIdentifier		QosFlowIdentifier,
	iE-Extensions		ProtocolExtensionContainer { {QosFlowModifyConfirmItem-ExtIEs} }	OPTIONAL,
	...
}

QosFlowModifyConfirmItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

QosFlowNotifyList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowNotifyItem

QosFlowNotifyItem ::= SEQUENCE {
	qosFlowIdentifier			QosFlowIdentifier,
	notificationCause			NotificationCause,
	iE-Extensions		ProtocolExtensionContainer { {QosFlowNotifyItem-ExtIEs} }	OPTIONAL,
	...
}

QosFlowNotifyItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-CurrentQoSParaSetIndex	CRITICALITY ignore	EXTENSION AlternativeQoSParaSetNotifyIndex	PRESENCE optional	},
	...
}
QosFlowParametersList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowParametersItem

QosFlowParametersItem ::= SEQUENCE {
	qosFlowIdentifier				QosFlowIdentifier,
	alternativeQoSParaSetList		AlternativeQoSParaSetList							OPTIONAL,	
	iE-Extensions		ProtocolExtensionContainer { {QosFlowParametersItem-ExtIEs} }	OPTIONAL,
	...
}

QosFlowParametersItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-CNPacketDelayBudgetDL			CRITICALITY ignore	EXTENSION ExtendedPacketDelayBudget		PRESENCE optional	}|
	{ ID id-CNPacketDelayBudgetUL			CRITICALITY ignore	EXTENSION ExtendedPacketDelayBudget		PRESENCE optional	}|
	{ ID id-BurstArrivalTimeDownlink		CRITICALITY ignore	EXTENSION BurstArrivalTime					PRESENCE optional	},
	...
}

QosFlowPerTNLInformation ::= SEQUENCE {
	uPTransportLayerInformation		UPTransportLayerInformation,
	associatedQosFlowList			AssociatedQosFlowList,
	iE-Extensions		ProtocolExtensionContainer { { QosFlowPerTNLInformation-ExtIEs} }	OPTIONAL,
	...
}

QosFlowPerTNLInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

QosFlowPerTNLInformationList ::= SEQUENCE (SIZE(1..maxnoofMultiConnectivityMinusOne)) OF QosFlowPerTNLInformationItem

QosFlowPerTNLInformationItem ::= SEQUENCE {
	qosFlowPerTNLInformation				QosFlowPerTNLInformation,
	iE-Extensions		ProtocolExtensionContainer { { QosFlowPerTNLInformationItem-ExtIEs} }	OPTIONAL,
	...
}

QosFlowPerTNLInformationItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

QosFlowSetupRequestList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowSetupRequestItem

QosFlowSetupRequestItem ::= SEQUENCE {
	qosFlowIdentifier				QosFlowIdentifier,
	qosFlowLevelQosParameters		QosFlowLevelQosParameters,
	e-RAB-ID						E-RAB-ID											OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {QosFlowSetupRequestItem-ExtIEs} } OPTIONAL,
	...
}

QosFlowSetupRequestItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ID id-TSCTrafficCharacteristics	CRITICALITY ignore	EXTENSION TSCTrafficCharacteristics		PRESENCE optional }|
	{ID id-RedundantQosFlowIndicator	CRITICALITY ignore	EXTENSION RedundantQosFlowIndicator		PRESENCE optional },
	...
}

QosFlowListWithDataForwarding ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowItemWithDataForwarding

QosFlowItemWithDataForwarding ::= SEQUENCE {
	qosFlowIdentifier			QosFlowIdentifier,
	dataForwardingAccepted		DataForwardingAccepted											OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {QosFlowItemWithDataForwarding-ExtIEs} }	OPTIONAL,
	...
}

QosFlowItemWithDataForwarding-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-CurrentQoSParaSetIndex	CRITICALITY ignore	EXTENSION AlternativeQoSParaSetIndex	PRESENCE optional	},
	...
}

QosFlowToBeForwardedList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowToBeForwardedItem

QosFlowToBeForwardedItem ::= SEQUENCE {
	qosFlowIdentifier		QosFlowIdentifier,
	iE-Extensions		ProtocolExtensionContainer { {QosFlowToBeForwardedItem-ExtIEs} }	OPTIONAL,
	...
}

QosFlowToBeForwardedItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

QoSFlowsUsageReportList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QoSFlowsUsageReport-Item

QoSFlowsUsageReport-Item ::= SEQUENCE {
	qosFlowIdentifier					QosFlowIdentifier,
	rATType								ENUMERATED {nr, eutra, ..., nr-unlicensed, e-utra-unlicensed},
	qoSFlowsTimedReportList				VolumeTimedReportList,
	iE-Extensions		ProtocolExtensionContainer { {QoSFlowsUsageReport-Item-ExtIEs} } OPTIONAL,
	...
}

QoSFlowsUsageReport-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

-- R

Range ::= ENUMERATED {m50, m80, m180, m200, m350, m400, m500, m700, m1000, ...}

RANNodeName ::= PrintableString (SIZE(1..150, ...))

RANNodeNameVisibleString ::= VisibleString (SIZE(1..150, ...))

RANNodeNameUTF8String ::= UTF8String (SIZE(1..150, ...))

RANPagingPriority ::= INTEGER (1..256)

RANStatusTransfer-TransparentContainer ::= SEQUENCE {
[bookmark: _Hlk513994477]	dRBsSubjectToStatusTransferList		DRBsSubjectToStatusTransferList,
	iE-Extensions		ProtocolExtensionContainer { {RANStatusTransfer-TransparentContainer-ExtIEs} }	OPTIONAL,
	...
}

RANStatusTransfer-TransparentContainer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

RAN-UE-NGAP-ID ::= INTEGER (0..4294967295)

RAT-Information ::= ENUMERATED {
	unlicensed,
	nb-IoT,
	..., 
	nR-LEO,
	nR-MEO,
	nR-GEO,
	nR-OTHERSAT
}

RATRestrictions ::= SEQUENCE (SIZE(1..maxnoofEPLMNsPlusOne)) OF RATRestrictions-Item

RATRestrictions-Item ::= SEQUENCE {
	pLMNIdentity					PLMNIdentity,
	rATRestrictionInformation		RATRestrictionInformation,
	iE-Extensions		ProtocolExtensionContainer { {RATRestrictions-Item-ExtIEs} }		OPTIONAL,
	...
}

RATRestrictions-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-ExtendedRATRestrictionInformation		CRITICALITY ignore	EXTENSION ExtendedRATRestrictionInformation		PRESENCE optional	},
	...
}

RATRestrictionInformation ::= BIT STRING (SIZE(8, ...))

RecommendedCellsForPaging ::= SEQUENCE {
	recommendedCellList			RecommendedCellList,
	iE-Extensions		ProtocolExtensionContainer { {RecommendedCellsForPaging-ExtIEs} }	OPTIONAL,
	...
}

RecommendedCellsForPaging-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

RecommendedCellList ::= SEQUENCE (SIZE(1..maxnoofRecommendedCells)) OF RecommendedCellItem

RecommendedCellItem ::= SEQUENCE {
	nGRAN-CGI				NGRAN-CGI,
	timeStayedInCell		INTEGER (0..4095)		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {RecommendedCellItem-ExtIEs} }	OPTIONAL,
	...
}

RecommendedCellItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

RecommendedRANNodesForPaging ::= SEQUENCE {
	recommendedRANNodeList		RecommendedRANNodeList,
	iE-Extensions		ProtocolExtensionContainer { {RecommendedRANNodesForPaging-ExtIEs} }	OPTIONAL,
	...
}

RecommendedRANNodesForPaging-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

RecommendedRANNodeList::= SEQUENCE (SIZE(1..maxnoofRecommendedRANNodes)) OF RecommendedRANNodeItem

RecommendedRANNodeItem ::= SEQUENCE {
	aMFPagingTarget		AMFPagingTarget,
	iE-Extensions		ProtocolExtensionContainer { {RecommendedRANNodeItem-ExtIEs} }	OPTIONAL,
	...
}

RecommendedRANNodeItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

RedCapIndication ::= ENUMERATED {
	redcap,
	...
}

RedirectionVoiceFallback ::= ENUMERATED {
	possible,
	not-possible,
	...
}

RedundantPDUSessionInformation ::= SEQUENCE {
	rSN					RSN,
	iE-Extensions		ProtocolExtensionContainer { {RedundantPDUSessionInformation-ExtIEs} }	OPTIONAL,
	...
}

RedundantPDUSessionInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-PDUSessionPairID	CRITICALITY ignore	EXTENSION PDUSessionPairID	PRESENCE optional	},
	...
}

RedundantQosFlowIndicator ::= ENUMERATED {true, false}

ReflectiveQosAttribute ::= ENUMERATED {
	subject-to,
	...
}

RelativeAMFCapacity ::= INTEGER (0..255)

ReportArea ::= ENUMERATED {
	cell,
	...
}

RepetitionPeriod ::= INTEGER (0..131071)

ResetAll ::= ENUMERATED {
	reset-all,
	...
}

[bookmark: OLE_LINK177]ReportAmountMDT ::= ENUMERATED {
	r1, r2, r4, r8, r16, r32, r64, rinfinity
}

ReportIntervalMDT ::= ENUMERATED {
	ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, min1, min6, min12, min30, min60
} 

ExtendedReportIntervalMDT ::= ENUMERATED {
	ms20480, ms40960, ...
}

ResetType ::= CHOICE {
	nG-Interface			ResetAll,
	partOfNG-Interface		UE-associatedLogicalNG-connectionList,
	choice-Extensions		ProtocolIE-SingleContainer { {ResetType-ExtIEs} }
}

ResetType-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

RGLevelWirelineAccessCharacteristics ::= OCTET STRING

RNC-ID ::= INTEGER (0..4095)

RoutingID ::= OCTET STRING

RRCContainer ::= OCTET STRING

RRCEstablishmentCause ::= ENUMERATED {
	emergency,
	highPriorityAccess,
	mt-Access,
	mo-Signalling,
	mo-Data,
	mo-VoiceCall,
	mo-VideoCall,
	mo-SMS,
	mps-PriorityAccess,
	mcs-PriorityAccess,
	...,
	notAvailable,
	mo-ExceptionData
}

RRCInactiveTransitionReportRequest ::= ENUMERATED {
	subsequent-state-transition-report,
	single-rrc-connected-state-report,
	cancel-report,
	...
}

RRCState ::= ENUMERATED {
	inactive,
	connected,
	...
}

RSN ::= ENUMERATED {v1, v2, ...}

RIMInformationTransfer ::= SEQUENCE {
	targetRANNodeID-RIM			TargetRANNodeID-RIM,
	sourceRANNodeID				SourceRANNodeID,
	rIMInformation				RIMInformation,
	iE-Extensions				ProtocolExtensionContainer { {RIMInformationTransfer-ExtIEs} }	OPTIONAL,
	...
}

RIMInformationTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


RIMInformation	::= SEQUENCE		{
	targetgNBSetID			GNBSetID,
	rIM-RSDetection			ENUMERATED	{rs-detected, rs-disappeared, ...},
	iE-Extensions			ProtocolExtensionContainer { {RIMInformation-ExtIEs} }	OPTIONAL,
	...
}

RIMInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

GNBSetID ::= BIT STRING (SIZE(22))

-- S

ScheduledCommunicationTime ::= SEQUENCE {
	dayofWeek			BIT STRING (SIZE(7))												OPTIONAL,
	timeofDayStart		INTEGER (0..86399, ...)												OPTIONAL,
	timeofDayEnd		INTEGER (0..86399, ...)												OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { ScheduledCommunicationTime-ExtIEs}}	OPTIONAL,
	...
}

ScheduledCommunicationTime-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

SCTP-TLAs	::= SEQUENCE (SIZE(1..maxnoofXnTLAs)) OF TransportLayerAddress

SD ::= OCTET STRING (SIZE(3))

SecondaryRATUsageInformation ::= SEQUENCE {
	pDUSessionUsageReport		PDUSessionUsageReport											OPTIONAL,
	qosFlowsUsageReportList		QoSFlowsUsageReportList											OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { {SecondaryRATUsageInformation-ExtIEs} }	OPTIONAL,
	...
}

SecondaryRATUsageInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

SecondaryRATDataUsageReportTransfer ::= SEQUENCE {
	secondaryRATUsageInformation		SecondaryRATUsageInformation									OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {SecondaryRATDataUsageReportTransfer-ExtIEs} }	OPTIONAL,
	...
}

SecondaryRATDataUsageReportTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

SecurityContext ::= SEQUENCE {
	nextHopChainingCount		NextHopChainingCount,
	nextHopNH					SecurityKey,
	iE-Extensions		ProtocolExtensionContainer { {SecurityContext-ExtIEs} }	OPTIONAL,
	...
}

SecurityContext-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

SecurityIndication ::= SEQUENCE {
	integrityProtectionIndication				IntegrityProtectionIndication,
	confidentialityProtectionIndication			ConfidentialityProtectionIndication,
	maximumIntegrityProtectedDataRate-UL			MaximumIntegrityProtectedDataRate		OPTIONAL,
-- The above IE shall be present if integrity protection is required or preferred
	iE-Extensions		ProtocolExtensionContainer { {SecurityIndication-ExtIEs} }		OPTIONAL,
	...
}

SecurityIndication-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-MaximumIntegrityProtectedDataRate-DL	CRITICALITY ignore	EXTENSION MaximumIntegrityProtectedDataRate	PRESENCE optional	},
	...
}

SecurityKey	::= BIT STRING (SIZE(256))

SecurityResult ::= SEQUENCE {
	integrityProtectionResult			IntegrityProtectionResult,
	confidentialityProtectionResult		ConfidentialityProtectionResult,
	iE-Extensions		ProtocolExtensionContainer { {SecurityResult-ExtIEs} }	OPTIONAL,
	...
}

SecurityResult-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

SensorMeasurementConfiguration ::=	SEQUENCE {
	sensorMeasConfig            SensorMeasConfig,
	sensorMeasConfigNameList	SensorMeasConfigNameList            								OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {SensorMeasurementConfiguration-ExtIEs} } 	OPTIONAL,
	...
}

SensorMeasurementConfiguration-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

SensorMeasConfigNameList ::= SEQUENCE (SIZE(1..maxnoofSensorName)) OF SensorMeasConfigNameItem

SensorMeasConfigNameItem ::= SEQUENCE {
	sensorNameConfig		SensorNameConfig,
	iE-Extensions		ProtocolExtensionContainer { { SensorMeasConfigNameItem-ExtIEs } } 	OPTIONAL,
	...
}

SensorMeasConfigNameItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

SensorMeasConfig::= ENUMERATED {setup,...}

SensorNameConfig ::= CHOICE {
	uncompensatedBarometricConfig		ENUMERATED {true, ...},
	ueSpeedConfig						ENUMERATED {true, ...},
	ueOrientationConfig					ENUMERATED {true, ...},
	choice-Extensions		ProtocolIE-SingleContainer { {SensorNameConfig-ExtIEs} }
}

SensorNameConfig-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

SerialNumber ::= BIT STRING (SIZE(16))

ServedGUAMIList ::= SEQUENCE (SIZE(1..maxnoofServedGUAMIs)) OF ServedGUAMIItem

ServedGUAMIItem ::= SEQUENCE {
	gUAMI				GUAMI,
	backupAMFName		AMFName													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {ServedGUAMIItem-ExtIEs} }	OPTIONAL,
	...
}

ServedGUAMIItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ID id-GUAMIType		CRITICALITY ignore	EXTENSION GUAMIType		PRESENCE optional	},
	...
}

ServiceAreaInformation ::= SEQUENCE (SIZE(1.. maxnoofEPLMNsPlusOne)) OF ServiceAreaInformation-Item

ServiceAreaInformation-Item ::= SEQUENCE {
	pLMNIdentity		PLMNIdentity,
	allowedTACs			AllowedTACs																OPTIONAL,
	notAllowedTACs		NotAllowedTACs															OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {ServiceAreaInformation-Item-ExtIEs} }		OPTIONAL,
	...
}

ServiceAreaInformation-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

ServiceType ::=  ENUMERATED {streaming, mTSI, vR, ...}

SgNB-UE-X2AP-ID ::= INTEGER (0..4294967295)

SharedNGU-MulticastTNLInformation ::= SEQUENCE {
	iP-MulticastAddress 		TransportLayerAddress,
	iP-SourceAddress			TransportLayerAddress,
	gTP-TEID						GTP-TEID,
	iE-Extensions				ProtocolExtensionContainer { {SharedNGU-MulticastTNLInformation-ExtIEs} } 	OPTIONAL,
	...
}

SharedNGU-MulticastTNLInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

SharedNGUNotEstablished ::= ENUMERATED {
	true,
	...
}

SliceOverloadList ::= SEQUENCE (SIZE(1..maxnoofSliceItems)) OF SliceOverloadItem

SliceOverloadItem ::= SEQUENCE {
	s-NSSAI				S-NSSAI,
	iE-Extensions		ProtocolExtensionContainer { {SliceOverloadItem-ExtIEs} }	OPTIONAL,
	...
}

SliceOverloadItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

SliceSupportList ::= SEQUENCE (SIZE(1..maxnoofSliceItems)) OF SliceSupportItem

SliceSupportItem ::= SEQUENCE {
	s-NSSAI				S-NSSAI,
	iE-Extensions		ProtocolExtensionContainer { {SliceSupportItem-ExtIEs} }	OPTIONAL,
	...
}

SliceSupportItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

SliceSupportListQMC ::= SEQUENCE (SIZE(1..maxnoofSNSSAIforQMC)) OF SliceSupportQMC-Item

SliceSupportQMC-Item ::= SEQUENCE {
	s-NSSAI				S-NSSAI,
	iE-Extensions		ProtocolExtensionContainer { {SliceSupportQMC-Item-ExtIEs} }		OPTIONAL,
	...
}

SliceSupportQMC-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

SNPN-MobilityInformation ::= SEQUENCE {
	serving-NID			NID,
	iE-Extensions		ProtocolExtensionContainer { {SNPN-MobilityInformation-ExtIEs} }	OPTIONAL,
	...
}

SNPN-MobilityInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

S-NSSAI ::= SEQUENCE {
	sST					SST,
	sD					SD													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { S-NSSAI-ExtIEs} }	OPTIONAL,
	...
}

S-NSSAI-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

SONConfigurationTransfer ::= SEQUENCE {
	targetRANNodeID-SON			TargetRANNodeID-SON,
	sourceRANNodeID				SourceRANNodeID,
	sONInformation				SONInformation,
	xnTNLConfigurationInfo		XnTNLConfigurationInfo										OPTIONAL,
-- The above IE shall be present if the SON Information IE contains the SON Information Request IE set to “Xn TNL Configuration Info”
	iE-Extensions		ProtocolExtensionContainer { {SONConfigurationTransfer-ExtIEs} }	OPTIONAL,
	...
}

SONConfigurationTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

SONInformation ::= CHOICE {
	sONInformationRequest		SONInformationRequest,
	sONInformationReply			SONInformationReply,
	choice-Extensions		ProtocolIE-SingleContainer { {SONInformation-ExtIEs} }
}

SONInformation-ExtIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-SONInformationReport		CRITICALITY ignore	TYPE SONInformationReport		PRESENCE mandatory	},
	...
}

SONInformationReply ::= SEQUENCE {
	xnTNLConfigurationInfo		XnTNLConfigurationInfo									OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {SONInformationReply-ExtIEs} }		OPTIONAL,
	...
}

SONInformationReply-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

SONInformationReport::= CHOICE {
	failureIndicationInformation	FailureIndication,
	hOReportInformation				HOReport,
	choice-Extensions		ProtocolIE-SingleContainer { { SONInformationReport-ExtIEs} }
}

SONInformationReport-ExtIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-SuccessfulHandoverReportList			    CRITICALITY ignore	TYPE SuccessfulHandoverReportList			PRESENCE mandatory },
	...
}

-- --------------------------------------------------------------------
-- SON Information Report
-- --------------------------------------------------------------------

SuccessfulHandoverReportList ::= SEQUENCE (SIZE(1..maxnoofSuccessfulHOReports)) OF SuccessfulHandoverReport-Item

SuccessfulHandoverReport-Item ::= SEQUENCE {
	successfulHOReportContainer			OCTET STRING,
	iE-Extensions		ProtocolExtensionContainer { { SuccessfulHandoverReport-Item-ExtIEs} } OPTIONAL,
	...
}

SuccessfulHandoverReport-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

SONInformationRequest ::= ENUMERATED { 
	xn-TNL-configuration-info,
	...
}

SourceNGRANNode-ToTargetNGRANNode-TransparentContainer ::= SEQUENCE {
	rRCContainer							RRCContainer,
	pDUSessionResourceInformationList		PDUSessionResourceInformationList													OPTIONAL,
	e-RABInformationList					E-RABInformationList																OPTIONAL,
	targetCell-ID							NGRAN-CGI,
	indexToRFSP								IndexToRFSP																			OPTIONAL,
	uEHistoryInformation					UEHistoryInformation,
	iE-Extensions		ProtocolExtensionContainer { {SourceNGRANNode-ToTargetNGRANNode-TransparentContainer-ExtIEs} }	OPTIONAL,
	...
}

[bookmark: _Hlk45033035]SourceNGRANNode-ToTargetNGRANNode-TransparentContainer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-SgNB-UE-X2AP-ID								CRITICALITY ignore	EXTENSION SgNB-UE-X2AP-ID 							PRESENCE optional		}|
	{ ID id-UEHistoryInformationFromTheUE				CRITICALITY ignore	EXTENSION UEHistoryInformationFromTheUE			PRESENCE optional		}|
	{ ID id-SourceNodeID								CRITICALITY ignore	EXTENSION SourceNodeID								PRESENCE optional		}|
	{ ID id-UEContextReferenceAtSource 					CRITICALITY ignore	EXTENSION RAN-UE-NGAP-ID								PRESENCE optional		}|
	{ ID id-MBS-ActiveSessionInformation-SourcetoTargetList	CRITICALITY ignore	EXTENSION MBS-ActiveSessionInformation-SourcetoTargetList		PRESENCE optional		}|
	{ ID id-QMCConfigInfo								CRITICALITY ignore	EXTENSION QMCConfigInfo								PRESENCE optional		}|
	{ ID id-NGAPIESupportInformationRequestList			CRITICALITY ignore	EXTENSION NGAPIESupportInformationRequestList	PRESENCE optional		},
	...
}

SourceNodeID ::= CHOICE {
	sourceengNB-ID			GlobalGNB-ID,
	choice-Extensions		ProtocolIE-SingleContainer { { SourceNodeID-ExtIEs} }
}

SourceNodeID-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

SourceOfUEActivityBehaviourInformation ::= ENUMERATED {
	subscription-information,
	statistics,
	...
}

SourceRANNodeID ::= SEQUENCE {
	globalRANNodeID		GlobalRANNodeID,
	selectedTAI			TAI,
	iE-Extensions		ProtocolExtensionContainer { {SourceRANNodeID-ExtIEs} } OPTIONAL,
	...
}

SourceRANNodeID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

SourceToTarget-TransparentContainer ::= OCTET STRING
-- This IE includes a transparent container from the source RAN node to the target RAN node. 
-- The octets of the OCTET STRING are encoded according to the specifications of the target system.

SourceToTarget-AMFInformationReroute ::= SEQUENCE {
	configuredNSSAI					ConfiguredNSSAI														OPTIONAL,
	rejectedNSSAIinPLMN				RejectedNSSAIinPLMN													OPTIONAL,
	rejectedNSSAIinTA				RejectedNSSAIinTA													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {SourceToTarget-AMFInformationReroute-ExtIEs} }	OPTIONAL,
	...
}

SourceToTarget-AMFInformationReroute-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

-- This IE includes information from the source Core node to the target Core node for reroute information provide by NSSF. 
-- The octets of the OCTET STRING are encoded according to the specifications of the Core network.

SRVCCOperationPossible ::= ENUMERATED {
	possible, 
	notPossible,
	...
}

ConfiguredNSSAI  ::=  OCTET STRING (SIZE(128))

RejectedNSSAIinPLMN ::= OCTET STRING (SIZE(32))

RejectedNSSAIinTA ::= OCTET STRING (SIZE(32))

SST ::= OCTET STRING (SIZE(1))

SupportedTAList ::= SEQUENCE (SIZE(1..maxnoofTACs)) OF SupportedTAItem

SupportedTAItem ::= SEQUENCE {
	tAC						TAC,
	broadcastPLMNList		BroadcastPLMNList,
	iE-Extensions		ProtocolExtensionContainer { {SupportedTAItem-ExtIEs} } OPTIONAL,
	...
}

SupportedTAItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ID id-ConfiguredTACIndication		CRITICALITY ignore	EXTENSION ConfiguredTACIndication	PRESENCE optional	}|
	{ID id-RAT-Information				CRITICALITY reject	EXTENSION RAT-Information			PRESENCE optional	},
	...
}

SuspendIndicator ::= ENUMERATED {
	true,
	...
}

Suspend-Request-Indication ::= ENUMERATED {
	suspend-requested,
	...
}

Suspend-Response-Indication ::= ENUMERATED {
	suspend-indicated,
	...
}

SurvivalTime ::= INTEGER (0..1920000, ...)


-- T

TAC ::= OCTET STRING (SIZE(3))

TACListInNRNTN ::= SEQUENCE (SIZE(1..maxnoofTACsinNTN)) OF TAC

TAI ::= SEQUENCE {
	pLMNIdentity		PLMNIdentity,
	tAC					TAC,
	iE-Extensions		ProtocolExtensionContainer { {TAI-ExtIEs} } OPTIONAL,
	...
}

TAI-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

TAIBroadcastEUTRA ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAIBroadcastEUTRA-Item

TAIBroadcastEUTRA-Item ::= SEQUENCE {
	tAI								TAI,
	completedCellsInTAI-EUTRA		CompletedCellsInTAI-EUTRA,
	iE-Extensions		ProtocolExtensionContainer { {TAIBroadcastEUTRA-Item-ExtIEs} } OPTIONAL,
	...
}

TAIBroadcastEUTRA-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

TAIBroadcastNR ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAIBroadcastNR-Item

TAIBroadcastNR-Item ::= SEQUENCE {
	tAI							TAI,
	completedCellsInTAI-NR		CompletedCellsInTAI-NR,
	iE-Extensions		ProtocolExtensionContainer { {TAIBroadcastNR-Item-ExtIEs} } OPTIONAL,
	...
}

TAIBroadcastNR-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

TAICancelledEUTRA ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAICancelledEUTRA-Item

TAICancelledEUTRA-Item ::= SEQUENCE {
	tAI								TAI,
	cancelledCellsInTAI-EUTRA		CancelledCellsInTAI-EUTRA,
	iE-Extensions		ProtocolExtensionContainer { {TAICancelledEUTRA-Item-ExtIEs} } OPTIONAL,
	...
}

TAICancelledEUTRA-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

TAICancelledNR ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAICancelledNR-Item

TAICancelledNR-Item ::= SEQUENCE {
	tAI							TAI,
	cancelledCellsInTAI-NR		CancelledCellsInTAI-NR,
	iE-Extensions		ProtocolExtensionContainer { {TAICancelledNR-Item-ExtIEs} } OPTIONAL,
	...
}

TAICancelledNR-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

TAIListForInactive ::= SEQUENCE (SIZE(1..maxnoofTAIforInactive)) OF TAIListForInactiveItem

TAIListForInactiveItem ::= SEQUENCE {
	tAI					TAI,
	iE-Extensions		ProtocolExtensionContainer { {TAIListForInactiveItem-ExtIEs} } OPTIONAL,
	...
}

TAIListForInactiveItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

TAIListForPaging ::= SEQUENCE (SIZE(1..maxnoofTAIforPaging)) OF TAIListForPagingItem

TAIListForPagingItem ::= SEQUENCE {
	tAI					TAI,
	iE-Extensions		ProtocolExtensionContainer { {TAIListForPagingItem-ExtIEs} } OPTIONAL,
	...
}

TAIListForPagingItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

TAIListForRestart ::= SEQUENCE (SIZE(1..maxnoofTAIforRestart)) OF TAI

TAIListForWarning ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAI

TAINSAGSupportList ::= SEQUENCE (SIZE(1..maxnoofNSAGs)) OF TAINSAGSupportItem

TAINSAGSupportItem ::= SEQUENCE {
	nSAG-ID						NSAG-ID,
	nSAGSliceSupportList		ExtendedSliceSupportList,
	iE-Extensions		ProtocolExtensionContainer { {TAINSAGSupportItem-ExtIEs} } OPTIONAL,
	...
}

TAINSAGSupportItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

TargeteNB-ID ::= SEQUENCE {
	globalENB-ID		GlobalNgENB-ID,
	selected-EPS-TAI	EPS-TAI,
	iE-Extensions		ProtocolExtensionContainer { {TargeteNB-ID-ExtIEs} } OPTIONAL,
	...
}

TargeteNB-ID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

TargetHomeENB-ID ::= SEQUENCE {
	pLMNidentity		PLMNIdentity,
	homeENB-ID			BIT STRING (SIZE(28)),
	selected-EPS-TAI	EPS-TAI,
	iE-Extensions		ProtocolExtensionContainer { {TargetHomeENB-ID-ExtIEs} } OPTIONAL,
	...
}

TargetHomeENB-ID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

TargetID ::= CHOICE {
	targetRANNodeID			TargetRANNodeID,
	targeteNB-ID			TargeteNB-ID,
	choice-Extensions		ProtocolIE-SingleContainer { {TargetID-ExtIEs} }
}

TargetID-ExtIEs NGAP-PROTOCOL-IES ::= {
	{ID id-TargetRNC-ID			CRITICALITY reject	TYPE TargetRNC-ID 		PRESENCE mandatory }|
	{ID id-TargetHomeENB-ID		CRITICALITY reject	TYPE TargetHomeENB-ID	PRESENCE mandatory },
	...
}

TargetNGRANNode-ToSourceNGRANNode-TransparentContainer ::= SEQUENCE {
	rRCContainer		RRCContainer,
	iE-Extensions		ProtocolExtensionContainer { {TargetNGRANNode-ToSourceNGRANNode-TransparentContainer-ExtIEs} } OPTIONAL,
	...
}

TargetNGRANNode-ToSourceNGRANNode-TransparentContainer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-DAPSResponseInfoList						CRITICALITY ignore	EXTENSION DAPSResponseInfoList									PRESENCE optional }|
	{ ID id-DirectForwardingPathAvailability			CRITICALITY ignore	EXTENSION DirectForwardingPathAvailability					PRESENCE optional }|
	{ ID id-MBS-ActiveSessionInformation-TargettoSourceList	CRITICALITY ignore	EXTENSION MBS-ActiveSessionInformation-TargettoSourceList		PRESENCE optional }|
	{ ID id-NGAPIESupportInformationResponseList		CRITICALITY ignore	EXTENSION NGAPIESupportInformationResponseList 			PRESENCE optional },
	...
}

TargetNGRANNode-ToSourceNGRANNode-FailureTransparentContainer ::= SEQUENCE {
	cell-CAGInformation		Cell-CAGInformation			OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { {TargetNGRANNode-ToSourceNGRANNode-FailureTransparentContainer-ExtIEs} } OPTIONAL,
	...
}

TargetNGRANNode-ToSourceNGRANNode-FailureTransparentContainer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-NGAPIESupportInformationResponseList	CRITICALITY ignore	EXTENSION NGAPIESupportInformationResponseList 		PRESENCE optional },
	...
}

TargetNSSAI ::= SEQUENCE (SIZE(1..maxnoofTargetS-NSSAIs)) OF TargetNSSAI-Item

TargetNSSAI-Item ::= SEQUENCE {
	s-NSSAI				S-NSSAI,
	iE-Extensions		ProtocolExtensionContainer { {TargetNSSAI-Item-ExtIEs} } OPTIONAL,
	...
}

TargetNSSAI-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

TargetNSSAIInformation ::= SEQUENCE {
	targetNSSAI			TargetNSSAI,
	indexToRFSP				IndexToRFSP,
	iE-Extensions		ProtocolExtensionContainer { {TargetNSSAIInformation-Item-ExtIEs} } OPTIONAL,
	...
}

TargetNSSAIInformation-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

TargetRANNodeID ::= SEQUENCE {
	globalRANNodeID		GlobalRANNodeID,
	selectedTAI			TAI,
	iE-Extensions		ProtocolExtensionContainer { {TargetRANNodeID-ExtIEs} } OPTIONAL,
	...
}

TargetRANNodeID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

TargetRANNodeID-RIM ::= SEQUENCE {
	globalRANNodeID		GlobalRANNodeID,
	selectedTAI			TAI,
	iE-Extensions		ProtocolExtensionContainer { {TargetRANNodeID-RIM-ExtIEs} } OPTIONAL,
	...
}

TargetRANNodeID-RIM-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

TargetRANNodeID-SON ::= SEQUENCE {
	globalRANNodeID		GlobalRANNodeID,
	selectedTAI			TAI,
	iE-Extensions		ProtocolExtensionContainer { {TargetRANNodeID-SON-ExtIEs} } OPTIONAL,
	...
}

TargetRANNodeID-SON-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ID id-NR-CGI	CRITICALITY ignore	EXTENSION NR-CGI PRESENCE optional },
	...
}

TargetRNC-ID ::= SEQUENCE {
	lAI					LAI,
	rNC-ID				RNC-ID,
	extendedRNC-ID		ExtendedRNC-ID											OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {TargetRNC-ID-ExtIEs} } 	OPTIONAL,
	...
}

TargetRNC-ID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

TargetToSource-TransparentContainer ::= OCTET STRING
-- This IE includes a transparent container from the target RAN node to the source RAN node. 
-- The octets of the OCTET STRING are encoded according to the specifications of the target system.

TargettoSource-Failure-TransparentContainer ::= OCTET STRING
-- This IE includes a transparent container from the target RAN node to the source RAN node. 
-- The octets of the OCTET STRING are encoded according to the specifications of the target system (if applicable).

TimerApproachForGUAMIRemoval ::= ENUMERATED { 
	apply-timer,
	...
}

TimeStamp ::= OCTET STRING (SIZE(4))

TimeSyncAssistanceInfo ::= SEQUENCE {
	timeDistributionIndication		ENUMERATED {enabled, disabled, ...},
	uUTimeSyncErrorBudget			INTEGER (1..1000000, ...)							OPTIONAL,
	-- The above IE shall be present if the Time Distribution Indication IE is set to the value “enabled”
	iE-Extensions		ProtocolExtensionContainer { {TimeSyncAssistanceInfo-ExtIEs} }	OPTIONAL,
	...
}

TimeSyncAssistanceInfo-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

TimeToWait ::= ENUMERATED {v1s, v2s, v5s, v10s, v20s, v60s, ...}

TimeUEStayedInCell ::= INTEGER (0..4095)

TimeUEStayedInCellEnhancedGranularity ::= INTEGER (0..40950)

TMGI ::=  OCTET STRING (SIZE(6))

TNAP-ID ::= OCTET STRING 

TNGF-ID ::= CHOICE {
	tNGF-ID				 	BIT STRING (SIZE(32, ...)),
	choice-Extensions		ProtocolIE-SingleContainer { {TNGF-ID-ExtIEs} }
}

TNGF-ID-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

TNLAddressWeightFactor ::= INTEGER (0..255)

TNLAssociationList ::= SEQUENCE (SIZE(1..maxnoofTNLAssociations)) OF TNLAssociationItem

TNLAssociationItem ::= SEQUENCE {
	tNLAssociationAddress		CPTransportLayerInformation,
	cause						Cause,
	iE-Extensions		ProtocolExtensionContainer { {TNLAssociationItem-ExtIEs} } OPTIONAL,
	...
}

TNLAssociationItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

TNLAssociationUsage ::= ENUMERATED { 
	ue,
	non-ue,
	both,
	...
}

TooearlyIntersystemHO::= SEQUENCE {
	sourcecellID			EUTRA-CGI,
	failurecellID			NGRAN-CGI,
	uERLFReportContainer	UERLFReportContainer		OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { TooearlyIntersystemHO-ExtIEs} }			OPTIONAL,
	...
}

TooearlyIntersystemHO-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

TraceActivation ::= SEQUENCE {
	nGRANTraceID						NGRANTraceID,
	interfacesToTrace					InterfacesToTrace,
traceDepth							TraceDepth,
traceCollectionEntityIPAddress		TransportLayerAddress,
	iE-Extensions		ProtocolExtensionContainer { {TraceActivation-ExtIEs} }	OPTIONAL,
	...
}

TraceActivation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-MDTConfiguration			CRITICALITY ignore	EXTENSION MDT-Configuration		PRESENCE optional 	}|
	{ ID id-TraceCollectionEntityURI	CRITICALITY ignore	EXTENSION URI-address			PRESENCE optional		},
	...
}

TraceDepth ::= ENUMERATED { 
	minimum,
	medium,
	maximum,
	minimumWithoutVendorSpecificExtension,
	mediumWithoutVendorSpecificExtension,
	maximumWithoutVendorSpecificExtension,
	...
}

TrafficLoadReductionIndication ::= INTEGER (1..99)

TransportLayerAddress ::= BIT STRING (SIZE(1..160, ...))

TypeOfError ::= ENUMERATED {
	not-understood,
	missing,
	...
}

[bookmark: OLE_LINK136]TAIBasedMDT ::= SEQUENCE {
	tAIListforMDT			TAIListforMDT,
	iE-Extensions			ProtocolExtensionContainer { {TAIBasedMDT-ExtIEs} } OPTIONAL,
	...
}

TAIBasedMDT-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

TAIListforMDT ::= SEQUENCE (SIZE(1..maxnoofTAforMDT)) OF TAI

TAIBasedQMC ::= SEQUENCE {
	tAIListforQMC			TAIListforQMC,
	iE-Extensions			ProtocolExtensionContainer { {TAIBasedQMC-ExtIEs} } OPTIONAL,
	...
}

TAIBasedQMC-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

TAIListforQMC ::= SEQUENCE (SIZE(1..maxnoofTAforQMC)) OF TAI

TABasedQMC ::= SEQUENCE {
	tAListforQMC			TAListforQMC,
	iE-Extensions		ProtocolExtensionContainer { {TABasedQMC-ExtIEs} } OPTIONAL,
	...
}

TABasedQMC-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

TAListforQMC ::= SEQUENCE (SIZE(1..maxnoofTAforQMC)) OF TAC


TABasedMDT ::= SEQUENCE {
	tAListforMDT		TAListforMDT,
	iE-Extensions		ProtocolExtensionContainer { {TABasedMDT-ExtIEs} } OPTIONAL,
	...
}

TABasedMDT-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

TAListforMDT ::= SEQUENCE (SIZE(1..maxnoofTAforMDT)) OF TAC

Threshold-RSRP ::= INTEGER(0..127)

Threshold-RSRQ ::= INTEGER(0..127)

Threshold-SINR ::= INTEGER(0..127)

TimeToTrigger ::= ENUMERATED {ms0, ms40, ms64, ms80, ms100, ms128, ms160, ms256, ms320, ms480, ms512, ms640, ms1024, ms1280, ms2560, ms5120}


TWAP-ID ::= OCTET STRING

TWIF-ID ::= CHOICE {
	tWIF-ID				 	BIT STRING (SIZE(32, ...)),
	choice-Extensions		ProtocolIE-SingleContainer { {TWIF-ID-ExtIEs} }
}

TWIF-ID-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

TSCAssistanceInformation ::= SEQUENCE {
	periodicity				Periodicity,
	burstArrivalTime		BurstArrivalTime												OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {TSCAssistanceInformation-ExtIEs} }	OPTIONAL,
	...
}

TSCAssistanceInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-SurvivalTime		CRITICALITY ignore	EXTENSION SurvivalTime			PRESENCE optional},
	...
}

TSCTrafficCharacteristics ::= SEQUENCE {
	tSCAssistanceInformationDL		TSCAssistanceInformation								OPTIONAL,
	tSCAssistanceInformationUL		TSCAssistanceInformation								OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {TSCTrafficCharacteristics-ExtIEs} }	OPTIONAL,
	...
}

TSCTrafficCharacteristics-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

-- U

UEAggregateMaximumBitRate ::= SEQUENCE {
	uEAggregateMaximumBitRateDL		BitRate,
	uEAggregateMaximumBitRateUL		BitRate,
	iE-Extensions		ProtocolExtensionContainer { {UEAggregateMaximumBitRate-ExtIEs} } OPTIONAL,
	...
}

UEAggregateMaximumBitRate-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

UEAppLayerMeasInfoList ::= SEQUENCE (SIZE(1..maxnoofUEAppLayerMeas)) OF UEAppLayerMeasInfoItem

UEAppLayerMeasInfoItem ::= SEQUENCE {
	uEAppLayerMeasConfigInfo		UEAppLayerMeasConfigInfo,
	iE-Extensions		ProtocolExtensionContainer { { UEAppLayerMeasInfoItem-ExtIEs} } OPTIONAL,
	...
}

UEAppLayerMeasInfoItem-ExtIEs NGAP-PROTOCOL-EXTENSION::= {
	...
}

UEAppLayerMeasConfigInfo ::= SEQUENCE {
	qoEReference								QoEReference,
	serviceType								ServiceType,
	areaScopeOfQMC							AreaScopeOfQMC									OPTIONAL,
	measCollEntityIPAddress					TransportLayerAddress,
	qoEMeasurementStatus						ENUMERATED {ongoing,...}					OPTIONAL,
	containerForAppLayerMeasConfig			OCTET STRING (SIZE(1..8000))				OPTIONAL,
	measConfigAppLayerID						INTEGER (0..15, ...) 					OPTIONAL,
	sliceSupportListQMC						SliceSupportListQMC 						OPTIONAL,
	mDT-AlignmentInfo						MDT-AlignmentInfo						OPTIONAL,
	availableRANVisibleQoEMetrics			AvailableRANVisibleQoEMetrics			OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { UEAppLayerMeasConfigInfo-ExtIEs} }		OPTIONAL,
	...
}

UEAppLayerMeasConfigInfo-ExtIEs NGAP-PROTOCOL-EXTENSION::= {
	...
}

UE-associatedLogicalNG-connectionList ::= SEQUENCE (SIZE(1..maxnoofNGConnectionsToReset)) OF UE-associatedLogicalNG-connectionItem

UE-associatedLogicalNG-connectionItem ::= SEQUENCE {
	aMF-UE-NGAP-ID		AMF-UE-NGAP-ID																		OPTIONAL,
	rAN-UE-NGAP-ID		RAN-UE-NGAP-ID																		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {UE-associatedLogicalNG-connectionItem-ExtIEs} }	OPTIONAL,
	...
}

UE-associatedLogicalNG-connectionItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Hlk40861280]UECapabilityInfoRequest ::= ENUMERATED {
	requested,
	...
}

UEContextRequest ::= ENUMERATED {requested, ...}


UEContextResumeRequestTransfer ::= SEQUENCE {
	qosFlowFailedToResumeList				QosFlowListWithCause									OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {UEContextResumeRequestTransfer-ExtIEs} }		OPTIONAL,
	...
}

UEContextResumeRequestTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

UEContextResumeResponseTransfer ::= SEQUENCE {
	qosFlowFailedToResumeList				QosFlowListWithCause									OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {UEContextResumeResponseTransfer-ExtIEs} }		OPTIONAL,
	...
}

UEContextResumeResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

UEContextSuspendRequestTransfer ::= SEQUENCE {
	suspendIndicator				SuspendIndicator												OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {UEContextSuspendRequestTransfer-ExtIEs} }		OPTIONAL,
	...
}

UEContextSuspendRequestTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

UE-DifferentiationInfo ::= SEQUENCE {
	periodicCommunicationIndicator	ENUMERATED {periodically, ondemand, ... }			OPTIONAL,
	periodicTime					INTEGER (1..3600, ...)								OPTIONAL,
	scheduledCommunicationTime		ScheduledCommunicationTime 							OPTIONAL,
	stationaryIndication			ENUMERATED {stationary, mobile, ...}				OPTIONAL,
	trafficProfile					ENUMERATED {single-packet, dual-packets, multiple-packets, ...}	OPTIONAL,
	batteryIndication				ENUMERATED {battery-powered, battery-powered-not-rechargeable-or-replaceable, not-battery-powered, ...}		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { UE-DifferentiationInfo-ExtIEs} } OPTIONAL,
	...
}

UE-DifferentiationInfo-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

UEHistoryInformation ::= SEQUENCE (SIZE(1..maxnoofCellsinUEHistoryInfo)) OF LastVisitedCellItem

UEHistoryInformationFromTheUE ::= CHOICE {
	nR						NRMobilityHistoryReport,
	choice-Extensions		ProtocolIE-SingleContainer { {UEHistoryInformationFromTheUE-ExtIEs} }
}

UEHistoryInformationFromTheUE-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

UEIdentityIndexValue ::= CHOICE {
	indexLength10			BIT STRING (SIZE(10)),
[bookmark: _Hlk519497363]	choice-Extensions		ProtocolIE-SingleContainer { {UEIdentityIndexValue-ExtIEs} }
}

[bookmark: _Hlk519497409]UEIdentityIndexValue-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

UE-NGAP-IDs ::= CHOICE {
	uE-NGAP-ID-pair		UE-NGAP-ID-pair,
	aMF-UE-NGAP-ID		AMF-UE-NGAP-ID,
	choice-Extensions		ProtocolIE-SingleContainer { {UE-NGAP-IDs-ExtIEs} }
}

UE-NGAP-IDs-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

UE-NGAP-ID-pair ::= SEQUENCE{
	aMF-UE-NGAP-ID		AMF-UE-NGAP-ID,
	rAN-UE-NGAP-ID		RAN-UE-NGAP-ID,
	iE-Extensions		ProtocolExtensionContainer { {UE-NGAP-ID-pair-ExtIEs} } OPTIONAL,
	...
}

UE-NGAP-ID-pair-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

UEPagingIdentity ::= CHOICE {
	fiveG-S-TMSI		FiveG-S-TMSI,
	choice-Extensions		ProtocolIE-SingleContainer { {UEPagingIdentity-ExtIEs} }
	}

UEPagingIdentity-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

UEPresence ::= ENUMERATED {in, out, unknown, ...}

UEPresenceInAreaOfInterestList ::= SEQUENCE (SIZE(1..maxnoofAoI)) OF UEPresenceInAreaOfInterestItem

UEPresenceInAreaOfInterestItem ::= SEQUENCE {
	locationReportingReferenceID		LocationReportingReferenceID,
	uEPresence							UEPresence,
	iE-Extensions		ProtocolExtensionContainer { {UEPresenceInAreaOfInterestItem-ExtIEs} }	OPTIONAL,
	...
}

UEPresenceInAreaOfInterestItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

UERadioCapability ::= OCTET STRING

UERadioCapabilityForPaging ::= SEQUENCE {
	uERadioCapabilityForPagingOfNR		UERadioCapabilityForPagingOfNR					OPTIONAL,
	uERadioCapabilityForPagingOfEUTRA		UERadioCapabilityForPagingOfEUTRA				OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {UERadioCapabilityForPaging-ExtIEs} }	OPTIONAL,
	...
}

UERadioCapabilityForPaging-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-UERadioCapabilityForPagingOfNB-IoT		CRITICALITY ignore	EXTENSION UERadioCapabilityForPagingOfNB-IoT		PRESENCE optional	},
	...
}

UERadioCapabilityForPagingOfNB-IoT ::= OCTET STRING

UERadioCapabilityForPagingOfNR ::= OCTET STRING

UERadioCapabilityForPagingOfEUTRA ::= OCTET STRING

UERadioCapabilityID ::= OCTET STRING

UERetentionInformation ::= ENUMERATED {
	ues-retained,
	...
}

UERLFReportContainer ::= CHOICE {
	nR			NRUERLFReportContainer,
	lTE			LTEUERLFReportContainer,
	choice-Extensions		ProtocolIE-SingleContainer { {UERLFReportContainer-ExtIEs} }
}

UERLFReportContainer-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

UESecurityCapabilities ::= SEQUENCE {
	nRencryptionAlgorithms					NRencryptionAlgorithms,
	nRintegrityProtectionAlgorithms			NRintegrityProtectionAlgorithms,
	eUTRAencryptionAlgorithms				EUTRAencryptionAlgorithms,
	eUTRAintegrityProtectionAlgorithms		EUTRAintegrityProtectionAlgorithms,
	iE-Extensions		ProtocolExtensionContainer { {UESecurityCapabilities-ExtIEs} }	OPTIONAL,
	...
}

UESecurityCapabilities-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

UESliceMaximumBitRateList ::= SEQUENCE (SIZE(1..maxnoofAllowedS-NSSAIs)) OF UESliceMaximumBitRateItem

UESliceMaximumBitRateItem ::= SEQUENCE {
	s-NSSAI						S-NSSAI,
	uESliceMaximumBitRateDL		BitRate,
	uESliceMaximumBitRateUL		BitRate,
	iE-Extensions		ProtocolExtensionContainer { { UESliceMaximumBitRateItem-ExtIEs} } OPTIONAL,
	...
}

UESliceMaximumBitRateItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


UE-UP-CIoT-Support ::= ENUMERATED {supported, ...}

UL-CP-SecurityInformation ::= SEQUENCE {
	ul-NAS-MAC				UL-NAS-MAC,
	ul-NAS-Count			UL-NAS-Count,
	iE-Extensions			ProtocolExtensionContainer { { UL-CP-SecurityInformation-ExtIEs} }	OPTIONAL,
	...
}

UL-CP-SecurityInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

UL-NAS-MAC ::= BIT STRING (SIZE (16))

UL-NAS-Count ::= BIT STRING (SIZE (5))

UL-NGU-UP-TNLModifyList ::= SEQUENCE (SIZE(1..maxnoofMultiConnectivity)) OF UL-NGU-UP-TNLModifyItem

UL-NGU-UP-TNLModifyItem ::= SEQUENCE {
	uL-NGU-UP-TNLInformation		UPTransportLayerInformation,
	dL-NGU-UP-TNLInformation		UPTransportLayerInformation,
	iE-Extensions		ProtocolExtensionContainer { {UL-NGU-UP-TNLModifyItem-ExtIEs} } OPTIONAL,
	...
}

UL-NGU-UP-TNLModifyItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-RedundantUL-NGU-UP-TNLInformation	CRITICALITY ignore	EXTENSION UPTransportLayerInformation		PRESENCE optional	 	}|
	{ ID id-RedundantDL-NGU-UP-TNLInformation	CRITICALITY ignore	EXTENSION UPTransportLayerInformation		PRESENCE optional	 	},
	...
}

UnavailableGUAMIList ::= SEQUENCE (SIZE(1..maxnoofServedGUAMIs)) OF UnavailableGUAMIItem

UnavailableGUAMIItem ::= SEQUENCE {
	gUAMI								GUAMI,
	timerApproachForGUAMIRemoval		TimerApproachForGUAMIRemoval					OPTIONAL,
	backupAMFName						AMFName											OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {UnavailableGUAMIItem-ExtIEs} }	OPTIONAL,
	...
}

UnavailableGUAMIItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

ULForwarding ::= ENUMERATED {
	ul-forwarding-proposed,
	...
}

UpdateFeedback ::= BIT STRING (SIZE(8, ...))

UPTransportLayerInformation ::= CHOICE {
	gTPTunnel				GTPTunnel,
	choice-Extensions		ProtocolIE-SingleContainer { {UPTransportLayerInformation-ExtIEs} }
}

UPTransportLayerInformation-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

UPTransportLayerInformationList ::= SEQUENCE (SIZE(1..maxnoofMultiConnectivityMinusOne)) OF UPTransportLayerInformationItem

UPTransportLayerInformationItem ::= SEQUENCE {
	nGU-UP-TNLInformation		UPTransportLayerInformation,
	iE-Extensions		ProtocolExtensionContainer { {UPTransportLayerInformationItem-ExtIEs} } OPTIONAL,
	...
}

UPTransportLayerInformationItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-CommonNetworkInstance				CRITICALITY ignore	EXTENSION  CommonNetworkInstance						PRESENCE optional		},
	...
}


UPTransportLayerInformationPairList ::= SEQUENCE (SIZE(1..maxnoofMultiConnectivityMinusOne)) OF UPTransportLayerInformationPairItem

UPTransportLayerInformationPairItem ::= SEQUENCE {
	uL-NGU-UP-TNLInformation		UPTransportLayerInformation,
	dL-NGU-UP-TNLInformation		UPTransportLayerInformation,
	iE-Extensions		ProtocolExtensionContainer { {UPTransportLayerInformationPairItem-ExtIEs} } OPTIONAL,
	...
}

UPTransportLayerInformationPairItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

URI-address ::= VisibleString

UserLocationInformation ::= CHOICE {
	userLocationInformationEUTRA	UserLocationInformationEUTRA,
	userLocationInformationNR		UserLocationInformationNR,
	userLocationInformationN3IWF	UserLocationInformationN3IWF,
	choice-Extensions		ProtocolIE-SingleContainer { {UserLocationInformation-ExtIEs} }
}

UserLocationInformation-ExtIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-UserLocationInformationTNGF		CRITICALITY ignore	TYPE UserLocationInformationTNGF		PRESENCE mandatory	}|
	{ ID id-UserLocationInformationTWIF		CRITICALITY ignore	TYPE UserLocationInformationTWIF		PRESENCE mandatory	}|
	{ ID id-UserLocationInformationW-AGF	CRITICALITY ignore	TYPE UserLocationInformationW-AGF		PRESENCE mandatory	},
	...
}

UserLocationInformationEUTRA ::= SEQUENCE {
	eUTRA-CGI			EUTRA-CGI,
	tAI					TAI,
	timeStamp			TimeStamp																OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {UserLocationInformationEUTRA-ExtIEs} }	OPTIONAL,
	...
}

UserLocationInformationEUTRA-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-PSCellInformation	CRITICALITY ignore	EXTENSION NGRAN-CGI				PRESENCE optional},
	...
}

UserLocationInformationN3IWF ::= SEQUENCE {
	iPAddress			TransportLayerAddress,
	portNumber			PortNumber,
	iE-Extensions		ProtocolExtensionContainer { {UserLocationInformationN3IWF-ExtIEs} }	OPTIONAL,
	...
}

UserLocationInformationN3IWF-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-TAI			CRITICALITY ignore	EXTENSION TAI							PRESENCE optional	},
	...
}

UserLocationInformationTNGF ::= SEQUENCE {
	tNAP-ID				TNAP-ID,
	iPAddress			TransportLayerAddress,
	portNumber			PortNumber															OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {UserLocationInformationTNGF-ExtIEs} }	OPTIONAL,
	...
}

UserLocationInformationTNGF-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-TAI			CRITICALITY ignore	EXTENSION TAI							PRESENCE optional	},
	...
}

UserLocationInformationTWIF ::= SEQUENCE {
	tWAP-ID				TWAP-ID,
	iPAddress			TransportLayerAddress,
	portNumber			PortNumber															OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {UserLocationInformationTWIF-ExtIEs} }	OPTIONAL,
	...
}

UserLocationInformationTWIF-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-TAI			CRITICALITY ignore	EXTENSION TAI							PRESENCE optional	},
	...
}

UserLocationInformationW-AGF ::= CHOICE {
	globalLine-ID	GlobalLine-ID,
	hFCNode-ID		HFCNode-ID,
	choice-Extensions		ProtocolIE-SingleContainer { { UserLocationInformationW-AGF-ExtIEs} }
}

UserLocationInformationW-AGF-ExtIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-GlobalCable-ID 	CRITICALITY 	ignore 	TYPE 	GlobalCable-ID 		PRESENCE 	mandatory }|
	{ ID id-HFCNode-ID-new 	CRITICALITY 	ignore 	TYPE 	HFCNode-ID-new 		PRESENCE 	mandatory }|
	{ ID id-GlobalCable-ID-new 	CRITICALITY ignore 	TYPE 	GlobalCable-ID-new 	PRESENCE 	mandatory },
	...
}

UserLocationInformationNR ::= SEQUENCE {
	nR-CGI				NR-CGI,
	tAI					TAI,
	timeStamp			TimeStamp															OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {UserLocationInformationNR-ExtIEs} }	OPTIONAL,
	...
}

UserLocationInformationNR-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-PSCellInformation	CRITICALITY ignore	EXTENSION NGRAN-CGI				PRESENCE optional	}|
	{ ID id-NID					CRITICALITY reject	EXTENSION NID					PRESENCE optional	}|
	{ ID id-NRNTNTAIInformation	CRITICALITY ignore	EXTENSION NRNTNTAIInformation 	PRESENCE optional	},
	...
}

UserPlaneSecurityInformation ::= SEQUENCE {
	securityResult			SecurityResult,
	securityIndication		SecurityIndication,
	iE-Extensions		ProtocolExtensionContainer { {UserPlaneSecurityInformation-ExtIEs} }	OPTIONAL,
	...
}

UserPlaneSecurityInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

-- V

VolumeTimedReportList ::= SEQUENCE (SIZE(1..maxnoofTimePeriods)) OF VolumeTimedReport-Item

VolumeTimedReport-Item ::= SEQUENCE {
	startTimeStamp				OCTET STRING (SIZE(4)),
	endTimeStamp				OCTET STRING (SIZE(4)),
	usageCountUL				INTEGER (0..18446744073709551615),
	usageCountDL				INTEGER (0..18446744073709551615),
	iE-Extensions		ProtocolExtensionContainer { {VolumeTimedReport-Item-ExtIEs} } OPTIONAL,
	...
}

VolumeTimedReport-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

-- W

W-AGF-ID ::= CHOICE {
	w-AGF-ID				BIT STRING (SIZE(16, ...)),
	choice-Extensions		ProtocolIE-SingleContainer { {W-AGF-ID-ExtIEs} }
}

W-AGF-ID-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

WarningAreaCoordinates ::= OCTET STRING (SIZE(1..1024))

WarningAreaList ::= CHOICE {
	eUTRA-CGIListForWarning			EUTRA-CGIListForWarning,
	nR-CGIListForWarning			NR-CGIListForWarning,
	tAIListForWarning				TAIListForWarning,
	emergencyAreaIDList				EmergencyAreaIDList,
	choice-Extensions		ProtocolIE-SingleContainer { {WarningAreaList-ExtIEs} }
}

WarningAreaList-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

WarningMessageContents ::= OCTET STRING (SIZE(1..9600))

WarningSecurityInfo ::= OCTET STRING (SIZE(50))

WarningType ::= OCTET STRING (SIZE(2))

WLANMeasurementConfiguration ::= SEQUENCE {
	wlanMeasConfig             	WLANMeasConfig,
	wlanMeasConfigNameList		WLANMeasConfigNameList            								OPTIONAL,
	wlan-rssi                  	ENUMERATED {true, ...}            								OPTIONAL,
	wlan-rtt                   	ENUMERATED {true, ...}            								OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { WLANMeasurementConfiguration-ExtIEs } } 	OPTIONAL,
	...
}

WLANMeasurementConfiguration-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

WLANMeasConfigNameList ::= SEQUENCE (SIZE(1..maxnoofWLANName)) OF WLANMeasConfigNameItem

WLANMeasConfigNameItem ::= SEQUENCE {
	wLANName			WLANName,
	iE-Extensions		ProtocolExtensionContainer { { WLANMeasConfigNameItem-ExtIEs } } 	OPTIONAL,
	...
}

WLANMeasConfigNameItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

WLANMeasConfig::= ENUMERATED {setup,...}

WLANName ::= OCTET STRING (SIZE (1..32))   

WUS-Assistance-Information  ::= SEQUENCE {
	pagingProbabilityInformation             PagingProbabilityInformation,
	iE-Extensions		ProtocolExtensionContainer { { WUS-Assistance-Information-ExtIEs } } OPTIONAL,
	...
}

WUS-Assistance-Information-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

-- X

XnExtTLAs ::= SEQUENCE (SIZE(1..maxnoofXnExtTLAs)) OF XnExtTLA-Item

XnExtTLA-Item ::= SEQUENCE {
	iPsecTLA					TransportLayerAddress							OPTIONAL,
	gTP-TLAs					XnGTP-TLAs										OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {XnExtTLA-Item-ExtIEs} } 	OPTIONAL,
	...
}

XnExtTLA-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-SCTP-TLAs		CRITICALITY ignore	EXTENSION SCTP-TLAs		PRESENCE optional },
	...
}

XnGTP-TLAs ::= SEQUENCE (SIZE(1..maxnoofXnGTP-TLAs)) OF TransportLayerAddress

XnTLAs ::= SEQUENCE (SIZE(1..maxnoofXnTLAs)) OF TransportLayerAddress

XnTNLConfigurationInfo ::= SEQUENCE {
	xnTransportLayerAddresses			XnTLAs,
	xnExtendedTransportLayerAddresses	XnExtTLAs										OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {XnTNLConfigurationInfo-ExtIEs} }	OPTIONAL,
	...
}

XnTNLConfigurationInfo-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

-- Y
-- Z

END
-- ASN1STOP
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-- ASN1START
-- **************************************************************
--
-- Common definitions
--
-- **************************************************************

NGAP-CommonDataTypes {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-CommonDataTypes (3) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Criticality		::= ENUMERATED { reject, ignore, notify }

Presence		::= ENUMERATED { optional, conditional, mandatory }

PrivateIE-ID	::= CHOICE {
	local				INTEGER (0..65535),
	global				OBJECT IDENTIFIER
}

ProcedureCode		::= INTEGER (0..255)

ProtocolExtensionID	::= INTEGER (0..65535)

ProtocolIE-ID		::= INTEGER (0..65535)

TriggeringMessage	::= ENUMERATED { initiating-message, successful-outcome, unsuccessful-outcome }

END
-- ASN1STOP
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-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

NGAP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS

	ProcedureCode,
	ProtocolIE-ID
FROM NGAP-CommonDataTypes;


-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

id-AMFConfigurationUpdate					ProcedureCode ::= 0
id-AMFStatusIndication						ProcedureCode ::= 1
id-CellTrafficTrace							ProcedureCode ::= 2
id-DeactivateTrace							ProcedureCode ::= 3
id-DownlinkNASTransport						ProcedureCode ::= 4
id-DownlinkNonUEAssociatedNRPPaTransport	ProcedureCode ::= 5
id-DownlinkRANConfigurationTransfer			ProcedureCode ::= 6
id-DownlinkRANStatusTransfer				ProcedureCode ::= 7
id-DownlinkUEAssociatedNRPPaTransport		ProcedureCode ::= 8
id-ErrorIndication							ProcedureCode ::= 9
id-HandoverCancel							ProcedureCode ::= 10
id-HandoverNotification						ProcedureCode ::= 11
id-HandoverPreparation						ProcedureCode ::= 12
id-HandoverResourceAllocation				ProcedureCode ::= 13
id-InitialContextSetup						ProcedureCode ::= 14
id-InitialUEMessage							ProcedureCode ::= 15
id-LocationReportingControl					ProcedureCode ::= 16
id-LocationReportingFailureIndication		ProcedureCode ::= 17
id-LocationReport							ProcedureCode ::= 18
id-NASNonDeliveryIndication					ProcedureCode ::= 19
id-NGReset									ProcedureCode ::= 20
id-NGSetup									ProcedureCode ::= 21
id-OverloadStart							ProcedureCode ::= 22
id-OverloadStop								ProcedureCode ::= 23
id-Paging									ProcedureCode ::= 24
id-PathSwitchRequest						ProcedureCode ::= 25
id-PDUSessionResourceModify					ProcedureCode ::= 26
id-PDUSessionResourceModifyIndication		ProcedureCode ::= 27
id-PDUSessionResourceRelease				ProcedureCode ::= 28
id-PDUSessionResourceSetup					ProcedureCode ::= 29
id-PDUSessionResourceNotify					ProcedureCode ::= 30
id-PrivateMessage							ProcedureCode ::= 31
id-PWSCancel								ProcedureCode ::= 32
id-PWSFailureIndication						ProcedureCode ::= 33
id-PWSRestartIndication						ProcedureCode ::= 34
id-RANConfigurationUpdate					ProcedureCode ::= 35
id-RerouteNASRequest						ProcedureCode ::= 36
id-RRCInactiveTransitionReport				ProcedureCode ::= 37
id-TraceFailureIndication					ProcedureCode ::= 38
id-TraceStart								ProcedureCode ::= 39
id-UEContextModification					ProcedureCode ::= 40
id-UEContextRelease							ProcedureCode ::= 41
id-UEContextReleaseRequest					ProcedureCode ::= 42
id-UERadioCapabilityCheck					ProcedureCode ::= 43
id-UERadioCapabilityInfoIndication			ProcedureCode ::= 44
id-UETNLABindingRelease						ProcedureCode ::= 45
id-UplinkNASTransport						ProcedureCode ::= 46
id-UplinkNonUEAssociatedNRPPaTransport		ProcedureCode ::= 47
id-UplinkRANConfigurationTransfer			ProcedureCode ::= 48
id-UplinkRANStatusTransfer					ProcedureCode ::= 49
id-UplinkUEAssociatedNRPPaTransport			ProcedureCode ::= 50
id-WriteReplaceWarning						ProcedureCode ::= 51
id-SecondaryRATDataUsageReport				ProcedureCode ::= 52
id-UplinkRIMInformationTransfer				ProcedureCode ::= 53
id-DownlinkRIMInformationTransfer			ProcedureCode ::= 54
id-RetrieveUEInformation					ProcedureCode ::= 55
id-UEInformationTransfer					ProcedureCode ::= 56
id-RANCPRelocationIndication				ProcedureCode ::= 57
id-UEContextResume							ProcedureCode ::= 58
id-UEContextSuspend							ProcedureCode ::= 59
id-UERadioCapabilityIDMapping				ProcedureCode ::= 60
id-HandoverSuccess							ProcedureCode ::= 61
id-UplinkRANEarlyStatusTransfer				ProcedureCode ::= 62
id-DownlinkRANEarlyStatusTransfer			ProcedureCode ::= 63
[bookmark: _Hlk44941722]id-AMFCPRelocationIndication				ProcedureCode ::= 64
[bookmark: _Hlk44941731]id-ConnectionEstablishmentIndication		ProcedureCode ::= 65
id-BroadcastSessionModification				ProcedureCode ::= 66
id-BroadcastSessionRelease					ProcedureCode ::= 67
id-BroadcastSessionSetup					ProcedureCode ::= 68
id-DistributionSetup 						ProcedureCode ::= 69
id-DistributionRelease 						ProcedureCode ::= 70
id-MulticastSessionActivation 				ProcedureCode ::= 71
id-MulticastSessionDeactivation 			ProcedureCode ::= 72
id-MulticastSessionUpdate 					ProcedureCode ::= 73
id-MulticastGroupPaging						ProcedureCode ::= 74
id-BroadcastSessionReleaseRequired			ProcedureCode ::= 75
id-BroadcastSessionTransport				ProcedureCode ::= 90 -- to be allocated

-- **************************************************************
--
-- Extension constants
--
-- **************************************************************

maxPrivateIEs							INTEGER ::= 65535
maxProtocolExtensions					INTEGER ::= 65535
maxProtocolIEs							INTEGER ::= 65535

-- **************************************************************
--
-- Lists
--
-- **************************************************************

	maxnoofAllowedAreas							INTEGER ::= 16
	maxnoofAllowedCAGsperPLMN					INTEGER ::= 256
	maxnoofAllowedS-NSSAIs						INTEGER ::= 8
	maxnoofBluetoothName						INTEGER ::= 4
	maxnoofBPLMNs								INTEGER ::= 12
	maxnoofCAGSperCell							INTEGER ::= 64
	maxnoofCellIDforMDT							INTEGER ::= 32
	maxnoofCellIDforWarning						INTEGER ::= 65535
	maxnoofCellinAoI							INTEGER ::= 256
	maxnoofCellinEAI							INTEGER ::= 65535
	maxnoofCellinTAI							INTEGER ::= 65535
	maxnoofCellsforMBS							INTEGER ::= 8192
	maxnoofCellsingNB							INTEGER ::= 16384
	maxnoofCellsinngeNB							INTEGER ::= 256
	maxnoofCellsinNGRANNode						INTEGER ::= 16384
	maxnoofCellsinUEHistoryInfo					INTEGER ::= 16
	maxnoofCellsUEMovingTrajectory				INTEGER ::= 16
	maxnoofDRBs									INTEGER ::= 32
	maxnoofEmergencyAreaID						INTEGER ::= 65535
	maxnoofEAIforRestart						INTEGER ::= 256
	maxnoofEPLMNs								INTEGER ::= 15
	maxnoofEPLMNsPlusOne						INTEGER ::= 16
	maxnoofE-RABs								INTEGER ::= 256
	maxnoofErrors								INTEGER ::= 256
	maxnoofExtSliceItems						INTEGER ::= 65535
	maxnoofForbTACs								INTEGER ::= 4096
	maxnoofFreqforMDT							INTEGER ::= 8
	maxnoofMBSAreaSessionIDs					INTEGER ::= 256
	maxnoofMBSFSAs								INTEGER ::= 64
	maxnoofMBSQoSFlows							INTEGER ::= 64
	maxnoofMBSSessions							INTEGER ::= 32
	maxnoofMBSSessionsofUE						INTEGER ::= 256
	maxnoofMBSServiceAreaInformation			INTEGER ::= 256
	maxnoofMDTPLMNs								INTEGER ::= 16
	maxnoofMRBs									INTEGER ::= 32
	maxnoofMultiConnectivity					INTEGER ::= 4
	maxnoofMultiConnectivityMinusOne			INTEGER ::= 3
	maxnoofNeighPCIforMDT						INTEGER ::= 32
	maxnoofNGAPIESupportInfo					INTEGER ::= 32
	maxnoofNGConnectionsToReset					INTEGER ::= 65536
	maxnoofNRCellBands							INTEGER ::= 32
	maxnoofNSAGs								INTEGER ::= 256
	maxnoofPagingAreas							INTEGER ::= 64
	maxnoofPC5QoSFlows 							INTEGER ::= 2048
	maxnoofPDUSessions							INTEGER ::= 256
	maxnoofPLMNs								INTEGER ::= 12
	maxnoofPSCellsPerPrimaryCellinUEHistoryInfo	INTEGER ::= 8
	maxnoofQosFlows								INTEGER ::= 64
	maxnoofQosParaSets							INTEGER ::= 8
	maxnoofRANNodeinAoI							INTEGER ::= 64
	maxnoofRecommendedCells						INTEGER ::= 16
	maxnoofRecommendedRANNodes					INTEGER ::= 16
	maxnoofAoI									INTEGER ::= 64
	maxnoofReportedCells						INTEGER ::= 256
	maxnoofSensorName							INTEGER ::= 3
	maxnoofServedGUAMIs							INTEGER ::= 256
	maxnoofSliceItems							INTEGER ::= 1024
	maxnoofSuccessfulHOReports					INTEGER ::= 64
	maxnoofTACs									INTEGER ::= 256
	maxnoofTACsinNTN							INTEGER ::= 12
	maxnoofTAforMDT								INTEGER ::= 8
	maxnoofTAIforInactive						INTEGER ::= 16
	maxnoofTAIforMBS							INTEGER ::= 1024
	maxnoofTAIforPaging							INTEGER ::= 16
	maxnoofTAIforRestart						INTEGER ::= 2048
	maxnoofTAIforWarning						INTEGER ::= 65535
	maxnoofTAIinAoI								INTEGER ::= 16
	maxnoofTimePeriods							INTEGER ::= 2
	maxnoofTNLAssociations						INTEGER ::= 32
	maxnoofUEsforPaging							INTEGER ::=	4096
	maxnoofWLANName								INTEGER ::= 4
	maxnoofXnExtTLAs							INTEGER ::= 16
	maxnoofXnGTP-TLAs							INTEGER ::= 16
	maxnoofXnTLAs								INTEGER ::= 2
	maxnoofCandidateCells						INTEGER ::= 32
	maxnoofTargetS-NSSAIs						INTEGER ::= 8
	maxNRARFCN									INTEGER ::= 3279165
	maxnoofCellIDforQMC							INTEGER ::= 32
	maxnoofPLMNforQMC							INTEGER ::= 16
	maxnoofUEAppLayerMeas						INTEGER ::= 16
	maxnoofSNSSAIforQMC							INTEGER ::= 16
	maxnoofTAforQMC								INTEGER ::= 8
	maxnoofThresholdsForExcessPacketDelay		INTEGER ::= 255

-- **************************************************************
--
-- IEs
--
-- **************************************************************

	id-AllowedNSSAI											ProtocolIE-ID ::= 0
	id-AMFName												ProtocolIE-ID ::= 1
	id-AMFOverloadResponse									ProtocolIE-ID ::= 2
	id-AMFSetID												ProtocolIE-ID ::= 3
	id-AMF-TNLAssociationFailedToSetupList					ProtocolIE-ID ::= 4
	id-AMF-TNLAssociationSetupList							ProtocolIE-ID ::= 5
	id-AMF-TNLAssociationToAddList							ProtocolIE-ID ::= 6
	id-AMF-TNLAssociationToRemoveList						ProtocolIE-ID ::= 7
	id-AMF-TNLAssociationToUpdateList						ProtocolIE-ID ::= 8
	id-AMFTrafficLoadReductionIndication					ProtocolIE-ID ::= 9
	id-AMF-UE-NGAP-ID										ProtocolIE-ID ::= 10
	id-AssistanceDataForPaging								ProtocolIE-ID ::= 11
	id-BroadcastCancelledAreaList							ProtocolIE-ID ::= 12
	id-BroadcastCompletedAreaList							ProtocolIE-ID ::= 13
	id-CancelAllWarningMessages								ProtocolIE-ID ::= 14
	id-Cause												ProtocolIE-ID ::= 15
	id-CellIDListForRestart									ProtocolIE-ID ::= 16
	id-ConcurrentWarningMessageInd							ProtocolIE-ID ::= 17
	id-CoreNetworkAssistanceInformationForInactive			ProtocolIE-ID ::= 18
	id-CriticalityDiagnostics								ProtocolIE-ID ::= 19
	id-DataCodingScheme										ProtocolIE-ID ::= 20
	id-DefaultPagingDRX										ProtocolIE-ID ::= 21
	id-DirectForwardingPathAvailability						ProtocolIE-ID ::= 22
	id-EmergencyAreaIDListForRestart						ProtocolIE-ID ::= 23
	id-EmergencyFallbackIndicator							ProtocolIE-ID ::= 24
	id-EUTRA-CGI											ProtocolIE-ID ::= 25
	id-FiveG-S-TMSI											ProtocolIE-ID ::= 26
	id-GlobalRANNodeID										ProtocolIE-ID ::= 27
	id-GUAMI												ProtocolIE-ID ::= 28
	id-HandoverType											ProtocolIE-ID ::= 29
	id-IMSVoiceSupportIndicator								ProtocolIE-ID ::= 30
	id-IndexToRFSP											ProtocolIE-ID ::= 31
	id-InfoOnRecommendedCellsAndRANNodesForPaging			ProtocolIE-ID ::= 32
	id-LocationReportingRequestType							ProtocolIE-ID ::= 33
	id-MaskedIMEISV											ProtocolIE-ID ::= 34
	id-MessageIdentifier									ProtocolIE-ID ::= 35
	id-MobilityRestrictionList								ProtocolIE-ID ::= 36
	id-NASC													ProtocolIE-ID ::= 37
	id-NAS-PDU												ProtocolIE-ID ::= 38
	id-NASSecurityParametersFromNGRAN						ProtocolIE-ID ::= 39
	id-NewAMF-UE-NGAP-ID									ProtocolIE-ID ::= 40
	id-NewSecurityContextInd								ProtocolIE-ID ::= 41
	id-NGAP-Message											ProtocolIE-ID ::= 42
	id-NGRAN-CGI											ProtocolIE-ID ::= 43
	id-NGRANTraceID											ProtocolIE-ID ::= 44
	id-NR-CGI												ProtocolIE-ID ::= 45
	id-NRPPa-PDU											ProtocolIE-ID ::= 46
	id-NumberOfBroadcastsRequested							ProtocolIE-ID ::= 47
	id-OldAMF												ProtocolIE-ID ::= 48
	id-OverloadStartNSSAIList								ProtocolIE-ID ::= 49
	id-PagingDRX											ProtocolIE-ID ::= 50
	id-PagingOrigin											ProtocolIE-ID ::= 51
	id-PagingPriority										ProtocolIE-ID ::= 52
	id-PDUSessionResourceAdmittedList						ProtocolIE-ID ::= 53
	id-PDUSessionResourceFailedToModifyListModRes			ProtocolIE-ID ::= 54
	id-PDUSessionResourceFailedToSetupListCxtRes			ProtocolIE-ID ::= 55
	id-PDUSessionResourceFailedToSetupListHOAck				ProtocolIE-ID ::= 56
	id-PDUSessionResourceFailedToSetupListPSReq				ProtocolIE-ID ::= 57
	id-PDUSessionResourceFailedToSetupListSURes				ProtocolIE-ID ::= 58
	id-PDUSessionResourceHandoverList						ProtocolIE-ID ::= 59
	id-PDUSessionResourceListCxtRelCpl						ProtocolIE-ID ::= 60
	id-PDUSessionResourceListHORqd							ProtocolIE-ID ::= 61
	id-PDUSessionResourceModifyListModCfm					ProtocolIE-ID ::= 62
	id-PDUSessionResourceModifyListModInd					ProtocolIE-ID ::= 63
	id-PDUSessionResourceModifyListModReq					ProtocolIE-ID ::= 64
	id-PDUSessionResourceModifyListModRes					ProtocolIE-ID ::= 65
	id-PDUSessionResourceNotifyList							ProtocolIE-ID ::= 66
	id-PDUSessionResourceReleasedListNot					ProtocolIE-ID ::= 67
	id-PDUSessionResourceReleasedListPSAck					ProtocolIE-ID ::= 68
	id-PDUSessionResourceReleasedListPSFail					ProtocolIE-ID ::= 69
	id-PDUSessionResourceReleasedListRelRes					ProtocolIE-ID ::= 70
	id-PDUSessionResourceSetupListCxtReq					ProtocolIE-ID ::= 71
	id-PDUSessionResourceSetupListCxtRes					ProtocolIE-ID ::= 72
	id-PDUSessionResourceSetupListHOReq						ProtocolIE-ID ::= 73
	id-PDUSessionResourceSetupListSUReq						ProtocolIE-ID ::= 74
	id-PDUSessionResourceSetupListSURes						ProtocolIE-ID ::= 75
	id-PDUSessionResourceToBeSwitchedDLList					ProtocolIE-ID ::= 76
	id-PDUSessionResourceSwitchedList						ProtocolIE-ID ::= 77
	id-PDUSessionResourceToReleaseListHOCmd					ProtocolIE-ID ::= 78
	id-PDUSessionResourceToReleaseListRelCmd				ProtocolIE-ID ::= 79
	id-PLMNSupportList										ProtocolIE-ID ::= 80
	id-PWSFailedCellIDList									ProtocolIE-ID ::= 81
	id-RANNodeName											ProtocolIE-ID ::= 82
	id-RANPagingPriority									ProtocolIE-ID ::= 83
	id-RANStatusTransfer-TransparentContainer				ProtocolIE-ID ::= 84
	id-RAN-UE-NGAP-ID										ProtocolIE-ID ::= 85
	id-RelativeAMFCapacity									ProtocolIE-ID ::= 86
	id-RepetitionPeriod										ProtocolIE-ID ::= 87
	id-ResetType											ProtocolIE-ID ::= 88
	id-RoutingID											ProtocolIE-ID ::= 89
	id-RRCEstablishmentCause								ProtocolIE-ID ::= 90
	id-RRCInactiveTransitionReportRequest					ProtocolIE-ID ::= 91
	id-RRCState												ProtocolIE-ID ::= 92
	id-SecurityContext										ProtocolIE-ID ::= 93
	id-SecurityKey											ProtocolIE-ID ::= 94
	id-SerialNumber											ProtocolIE-ID ::= 95
	id-ServedGUAMIList										ProtocolIE-ID ::= 96
	id-SliceSupportList										ProtocolIE-ID ::= 97
	id-SONConfigurationTransferDL							ProtocolIE-ID ::= 98
	id-SONConfigurationTransferUL							ProtocolIE-ID ::= 99
	id-SourceAMF-UE-NGAP-ID									ProtocolIE-ID ::= 100
	id-SourceToTarget-TransparentContainer					ProtocolIE-ID ::= 101
	id-SupportedTAList										ProtocolIE-ID ::= 102
	id-TAIListForPaging										ProtocolIE-ID ::= 103
	id-TAIListForRestart									ProtocolIE-ID ::= 104
	id-TargetID												ProtocolIE-ID ::= 105
	id-TargetToSource-TransparentContainer					ProtocolIE-ID ::= 106
	id-TimeToWait											ProtocolIE-ID ::= 107
	id-TraceActivation										ProtocolIE-ID ::= 108
	id-TraceCollectionEntityIPAddress						ProtocolIE-ID ::= 109
	id-UEAggregateMaximumBitRate							ProtocolIE-ID ::= 110
	id-UE-associatedLogicalNG-connectionList				ProtocolIE-ID ::= 111
	id-UEContextRequest										ProtocolIE-ID ::= 112
	id-UE-NGAP-IDs											ProtocolIE-ID ::= 114
	id-UEPagingIdentity										ProtocolIE-ID ::= 115
	id-UEPresenceInAreaOfInterestList						ProtocolIE-ID ::= 116
	id-UERadioCapability									ProtocolIE-ID ::= 117
	id-UERadioCapabilityForPaging							ProtocolIE-ID ::= 118
	id-UESecurityCapabilities								ProtocolIE-ID ::= 119
	id-UnavailableGUAMIList									ProtocolIE-ID ::= 120
	id-UserLocationInformation								ProtocolIE-ID ::= 121
	id-WarningAreaList										ProtocolIE-ID ::= 122
	id-WarningMessageContents								ProtocolIE-ID ::= 123
	id-WarningSecurityInfo									ProtocolIE-ID ::= 124
	id-WarningType											ProtocolIE-ID ::= 125
	id-AdditionalUL-NGU-UP-TNLInformation					ProtocolIE-ID ::= 126
	id-DataForwardingNotPossible							ProtocolIE-ID ::= 127
	id-DL-NGU-UP-TNLInformation								ProtocolIE-ID ::= 128
	id-NetworkInstance										ProtocolIE-ID ::= 129
	id-PDUSessionAggregateMaximumBitRate					ProtocolIE-ID ::= 130
	id-PDUSessionResourceFailedToModifyListModCfm			ProtocolIE-ID ::= 131
	id-PDUSessionResourceFailedToSetupListCxtFail			ProtocolIE-ID ::= 132
	id-PDUSessionResourceListCxtRelReq						ProtocolIE-ID ::= 133
	id-PDUSessionType										ProtocolIE-ID ::= 134
	id-QosFlowAddOrModifyRequestList						ProtocolIE-ID ::= 135
	id-QosFlowSetupRequestList								ProtocolIE-ID ::= 136
	id-QosFlowToReleaseList									ProtocolIE-ID ::= 137
	id-SecurityIndication									ProtocolIE-ID ::= 138
	id-UL-NGU-UP-TNLInformation								ProtocolIE-ID ::= 139
	id-UL-NGU-UP-TNLModifyList								ProtocolIE-ID ::= 140
	id-WarningAreaCoordinates								ProtocolIE-ID ::= 141
	id-PDUSessionResourceSecondaryRATUsageList				ProtocolIE-ID ::= 142
	id-HandoverFlag											ProtocolIE-ID ::= 143
	id-SecondaryRATUsageInformation							ProtocolIE-ID ::= 144
	id-PDUSessionResourceReleaseResponseTransfer			ProtocolIE-ID ::= 145
	id-RedirectionVoiceFallback								ProtocolIE-ID ::= 146
	id-UERetentionInformation								ProtocolIE-ID ::= 147
	id-S-NSSAI												ProtocolIE-ID ::= 148
	id-PSCellInformation									ProtocolIE-ID ::= 149
	id-LastEUTRAN-PLMNIdentity								ProtocolIE-ID ::= 150
	id-MaximumIntegrityProtectedDataRate-DL					ProtocolIE-ID ::= 151
	id-AdditionalDLForwardingUPTNLInformation				ProtocolIE-ID ::= 152
	id-AdditionalDLUPTNLInformationForHOList				ProtocolIE-ID ::= 153
	id-AdditionalNGU-UP-TNLInformation						ProtocolIE-ID ::= 154
	id-AdditionalDLQosFlowPerTNLInformation					ProtocolIE-ID ::= 155
	id-SecurityResult										ProtocolIE-ID ::= 156
	id-ENDC-SONConfigurationTransferDL						ProtocolIE-ID ::= 157
	id-ENDC-SONConfigurationTransferUL						ProtocolIE-ID ::= 158
	id-OldAssociatedQosFlowList-ULendmarkerexpected			ProtocolIE-ID ::= 159
	id-CNTypeRestrictionsForEquivalent						ProtocolIE-ID ::= 160
	id-CNTypeRestrictionsForServing							ProtocolIE-ID ::= 161
	id-NewGUAMI												ProtocolIE-ID ::= 162
	id-ULForwarding											ProtocolIE-ID ::= 163
	id-ULForwardingUP-TNLInformation						ProtocolIE-ID ::= 164
	id-CNAssistedRANTuning									ProtocolIE-ID ::= 165
	id-CommonNetworkInstance								ProtocolIE-ID ::= 166
	id-NGRAN-TNLAssociationToRemoveList						ProtocolIE-ID ::= 167
	id-TNLAssociationTransportLayerAddressNGRAN				ProtocolIE-ID ::= 168
	id-EndpointIPAddressAndPort								ProtocolIE-ID ::= 169
	id-LocationReportingAdditionalInfo						ProtocolIE-ID ::= 170
	id-SourceToTarget-AMFInformationReroute					ProtocolIE-ID ::= 171
	id-AdditionalULForwardingUPTNLInformation				ProtocolIE-ID ::= 172
	id-SCTP-TLAs											ProtocolIE-ID ::= 173
	id-SelectedPLMNIdentity									ProtocolIE-ID ::= 174
	id-RIMInformationTransfer								ProtocolIE-ID ::= 175
	id-GUAMIType											ProtocolIE-ID ::= 176
	id-SRVCCOperationPossible								ProtocolIE-ID ::= 177
	id-TargetRNC-ID											ProtocolIE-ID ::= 178
	id-RAT-Information										ProtocolIE-ID ::= 179
	id-ExtendedRATRestrictionInformation					ProtocolIE-ID ::= 180
	id-QosMonitoringRequest									ProtocolIE-ID ::= 181
	id-SgNB-UE-X2AP-ID										ProtocolIE-ID ::= 182
	id-AdditionalRedundantDL-NGU-UP-TNLInformation			ProtocolIE-ID ::= 183
	id-AdditionalRedundantDLQosFlowPerTNLInformation		ProtocolIE-ID ::= 184
	id-AdditionalRedundantNGU-UP-TNLInformation				ProtocolIE-ID ::= 185
	id-AdditionalRedundantUL-NGU-UP-TNLInformation			ProtocolIE-ID ::= 186
	id-CNPacketDelayBudgetDL								ProtocolIE-ID ::= 187
	id-CNPacketDelayBudgetUL								ProtocolIE-ID ::= 188
	id-ExtendedPacketDelayBudget							ProtocolIE-ID ::= 189
	id-RedundantCommonNetworkInstance						ProtocolIE-ID ::= 190
	id-RedundantDL-NGU-TNLInformationReused					ProtocolIE-ID ::= 191
	id-RedundantDL-NGU-UP-TNLInformation					ProtocolIE-ID ::= 192
	id-RedundantDLQosFlowPerTNLInformation					ProtocolIE-ID ::= 193
	id-RedundantQosFlowIndicator							ProtocolIE-ID ::= 194
	id-RedundantUL-NGU-UP-TNLInformation					ProtocolIE-ID ::= 195
	id-TSCTrafficCharacteristics							ProtocolIE-ID ::= 196
	id-RedundantPDUSessionInformation 						ProtocolIE-ID ::= 197
	id-UsedRSNInformation									ProtocolIE-ID ::= 198
	id-IAB-Authorized										ProtocolIE-ID ::= 199
	id-IAB-Supported										ProtocolIE-ID ::= 200
	id-IABNodeIndication									ProtocolIE-ID ::= 201
	id-NB-IoT-PagingDRX										ProtocolIE-ID ::= 202
	id-NB-IoT-Paging-eDRXInfo								ProtocolIE-ID ::= 203
	id-NB-IoT-DefaultPagingDRX								ProtocolIE-ID ::= 204
	id-Enhanced-CoverageRestriction							ProtocolIE-ID ::= 205
	id-Extended-ConnectedTime								ProtocolIE-ID ::= 206
	id-PagingAssisDataforCEcapabUE							ProtocolIE-ID ::= 207
	id-WUS-Assistance-Information							ProtocolIE-ID ::= 208
	id-UE-DifferentiationInfo								ProtocolIE-ID ::= 209
	id-NB-IoT-UEPriority									ProtocolIE-ID ::= 210
	id-UL-CP-SecurityInformation							ProtocolIE-ID ::= 211
	id-DL-CP-SecurityInformation							ProtocolIE-ID ::= 212
	id-TAI													ProtocolIE-ID ::= 213
	id-UERadioCapabilityForPagingOfNB-IoT					ProtocolIE-ID ::= 214
	id-LTEV2XServicesAuthorized								ProtocolIE-ID ::= 215
	id-NRV2XServicesAuthorized								ProtocolIE-ID ::= 216
	id-LTEUESidelinkAggregateMaximumBitrate					ProtocolIE-ID ::= 217
	id-NRUESidelinkAggregateMaximumBitrate					ProtocolIE-ID ::= 218
	id-PC5QoSParameters										ProtocolIE-ID ::= 219
	id-AlternativeQoSParaSetList							ProtocolIE-ID ::= 220
	id-CurrentQoSParaSetIndex								ProtocolIE-ID ::= 221
	id-CEmodeBrestricted									ProtocolIE-ID ::= 222
 	id-EUTRA-PagingeDRXInformation							ProtocolIE-ID ::= 223
	id-CEmodeBSupport-Indicator								ProtocolIE-ID ::= 224
	id-LTEM-Indication										ProtocolIE-ID ::= 225
	id-EndIndication										ProtocolIE-ID ::= 226
	id-EDT-Session											ProtocolIE-ID ::= 227
	id-UECapabilityInfoRequest								ProtocolIE-ID ::= 228
	id-PDUSessionResourceFailedToResumeListRESReq			ProtocolIE-ID ::= 229
	id-PDUSessionResourceFailedToResumeListRESRes			ProtocolIE-ID ::= 230
	id-PDUSessionResourceSuspendListSUSReq					ProtocolIE-ID ::= 231
	id-PDUSessionResourceResumeListRESReq					ProtocolIE-ID ::= 232
	id-PDUSessionResourceResumeListRESRes					ProtocolIE-ID ::= 233
	id-UE-UP-CIoT-Support									ProtocolIE-ID ::= 234
	id-Suspend-Request-Indication							ProtocolIE-ID ::= 235
	id-Suspend-Response-Indication							ProtocolIE-ID ::= 236
	id-RRC-Resume-Cause										ProtocolIE-ID ::= 237
	id-RGLevelWirelineAccessCharacteristics					ProtocolIE-ID ::= 238
	id-W-AGFIdentityInformation								ProtocolIE-ID ::= 239
	id-GlobalTNGF-ID										ProtocolIE-ID ::= 240
	id-GlobalTWIF-ID										ProtocolIE-ID ::= 241
	id-GlobalW-AGF-ID										ProtocolIE-ID ::= 242
	id-UserLocationInformationW-AGF							ProtocolIE-ID ::= 243
	id-UserLocationInformationTNGF							ProtocolIE-ID ::= 244
	id-AuthenticatedIndication								ProtocolIE-ID ::= 245
	id-TNGFIdentityInformation								ProtocolIE-ID ::= 246
	id-TWIFIdentityInformation								ProtocolIE-ID ::= 247
	id-UserLocationInformationTWIF							ProtocolIE-ID ::= 248
	id-DataForwardingResponseERABList						ProtocolIE-ID ::= 249
	id-IntersystemSONConfigurationTransferDL				ProtocolIE-ID ::= 250
	id-IntersystemSONConfigurationTransferUL				ProtocolIE-ID ::= 251
	id-SONInformationReport									ProtocolIE-ID ::= 252
	id-UEHistoryInformationFromTheUE						ProtocolIE-ID ::= 253
	id-ManagementBasedMDTPLMNList							ProtocolIE-ID ::= 254
	id-MDTConfiguration										ProtocolIE-ID ::= 255
	id-PrivacyIndicator										ProtocolIE-ID ::= 256
	id-TraceCollectionEntityURI								ProtocolIE-ID ::= 257
	id-NPN-Support											ProtocolIE-ID ::= 258
	id-NPN-AccessInformation								ProtocolIE-ID ::= 259
	id-NPN-PagingAssistanceInformation						ProtocolIE-ID ::= 260
	id-NPN-MobilityInformation								ProtocolIE-ID ::= 261
	id-TargettoSource-Failure-TransparentContainer			ProtocolIE-ID ::= 262
	id-NID													ProtocolIE-ID ::= 263
	id-UERadioCapabilityID									ProtocolIE-ID ::= 264
	id-UERadioCapability-EUTRA-Format						ProtocolIE-ID ::= 265
	id-DAPSRequestInfo									ProtocolIE-ID ::= 266
	id-DAPSResponseInfoList								ProtocolIE-ID ::= 267
	id-EarlyStatusTransfer-TransparentContainer 			ProtocolIE-ID ::= 268
	id-NotifySourceNGRANNode								ProtocolIE-ID ::= 269
	id-ExtendedSliceSupportList								ProtocolIE-ID ::= 270
	id-ExtendedTAISliceSupportList							ProtocolIE-ID ::= 271
	id-ConfiguredTACIndication								ProtocolIE-ID ::= 272
	id-Extended-RANNodeName									ProtocolIE-ID ::= 273
	id-Extended-AMFName										ProtocolIE-ID ::= 274
	id-GlobalCable-ID										ProtocolIE-ID ::= 275
	id-QosMonitoringReportingFrequency						ProtocolIE-ID ::= 276
	id-QosFlowParametersList								ProtocolIE-ID ::= 277
	id-QosFlowFeedbackList									ProtocolIE-ID ::= 278
	id-BurstArrivalTimeDownlink								ProtocolIE-ID ::= 279
	id-ExtendedUEIdentityIndexValue							ProtocolIE-ID ::= 280
	id-PduSessionExpectedUEActivityBehaviour				ProtocolIE-ID ::= 281
	id-MicoAllPLMN											ProtocolIE-ID ::= 282
	id-QosFlowFailedToSetupList								ProtocolIE-ID ::= 283
	id-SourceTNLAddrInfo									ProtocolIE-ID ::= 284
	id-ExtendedReportIntervalMDT							ProtocolIE-ID ::= 285
	id-SourceNodeID											ProtocolIE-ID ::= 286
	id-NRNTNTAIInformation									ProtocolIE-ID ::= 287
	id-UEContextReferenceAtSource							ProtocolIE-ID ::= 288
	id-LastVisitedPSCellList								ProtocolIE-ID ::= 289
	id-IntersystemSONInformationRequest						ProtocolIE-ID ::= 290
	id-IntersystemSONInformationReply						ProtocolIE-ID ::= 291
	id-EnergySavingIndication								ProtocolIE-ID ::= 292
	id-IntersystemResourceStatusUpdate						ProtocolIE-ID ::= 293
	id-SuccessfulHandoverReportList							ProtocolIE-ID ::= 294
	id-MBS-AreaSessionID 									ProtocolIE-ID ::= 295
	id-MBS-QoSFlowsToBeSetupList							ProtocolIE-ID ::= 296
	id-MBS-QoSFlowsToBeSetupModList							ProtocolIE-ID ::= 297
	id-MBS-ServiceArea 										ProtocolIE-ID ::= 298
	id-MBS-SessionID 										ProtocolIE-ID ::= 299
	id-MBS-DistributionReleaseRequestTransfer				ProtocolIE-ID ::= 300
	id-MBS-DistributionSetupRequestTransfer 				ProtocolIE-ID ::= 301
	id-MBS-DistributionSetupResponseTransfer				ProtocolIE-ID ::= 302
	id-MBS-DistributionSetupUnsuccessfulTransfer			ProtocolIE-ID ::= 303
	id-MulticastSessionActivationRequestTransfer			ProtocolIE-ID ::= 304
	id-MulticastSessionDeactivationRequestTransfer			ProtocolIE-ID ::= 305
	id-MulticastSessionUpdateRequestTransfer				ProtocolIE-ID ::= 306
	id-MulticastGroupPagingAreaList							ProtocolIE-ID ::= 307
	id-MBS-SupportIndicator									ProtocolIE-ID ::= 309
	id-MBSSessionFailedtoSetupList							ProtocolIE-ID ::= 310
	id-MBSSessionFailedtoSetuporModifyList					ProtocolIE-ID ::= 311
	id-MBSSessionSetupResponseList							ProtocolIE-ID ::= 312
	id-MBSSessionSetuporModifyResponseList					ProtocolIE-ID ::= 313
	id-MBSSessionSetupFailureTransfer						ProtocolIE-ID ::= 314
	id-MBSSessionSetupRequestTransfer						ProtocolIE-ID ::= 315
	id-MBSSessionSetupResponseTransfer						ProtocolIE-ID ::= 316
	id-MBSSessionToReleaseList								ProtocolIE-ID ::= 317
	id-MBSSessionSetupRequestList 							ProtocolIE-ID ::= 318
	id-MBSSessionSetuporModifyRequestList 					ProtocolIE-ID ::= 319
	id-MBS-ActiveSessionInformation-SourcetoTargetList		ProtocolIE-ID ::= 323
	id-MBS-ActiveSessionInformation-TargettoSourceList		ProtocolIE-ID ::= 324
	id-OnboardingSupport									ProtocolIE-ID ::= 325
	id-TimeSyncAssistanceInfo								ProtocolIE-ID ::= 326
	id-SurvivalTime											ProtocolIE-ID ::= 327
	id-QMCConfigInfo										ProtocolIE-ID ::= 328
	id-QMCDeactivation										ProtocolIE-ID ::= 329
	id-PDUSessionPairID										ProtocolIE-ID ::= 331
	id-NR-PagingeDRXInformation								ProtocolIE-ID ::= 332
	id-RedCapIndication										ProtocolIE-ID ::= 333
	id-TargetNSSAIInformation								ProtocolIE-ID ::= 334
	id-UESliceMaximumBitRateList							ProtocolIE-ID ::= 335
	id-M4ReportAmount										ProtocolIE-ID ::= 336
	id-M5ReportAmount										ProtocolIE-ID ::= 337
	id-M6ReportAmount										ProtocolIE-ID ::= 338
	id-M7ReportAmount										ProtocolIE-ID ::= 339
	id-IncludeBeamMeasurementsIndication					ProtocolIE-ID ::= 340
	id-ExcessPacketDelayThresholdConfiguration				ProtocolIE-ID ::= 341
	id-PagingCause											ProtocolIE-ID ::= 342
	id-PagingCauseIndicationForVoiceService					ProtocolIE-ID ::= 343
	id-PEIPSassistanceInformation							ProtocolIE-ID ::= 344
	id-FiveG-ProSeAuthorized								ProtocolIE-ID ::= 345
	id-FiveG-ProSeUEPC5AggregateMaximumBitRate				ProtocolIE-ID ::= 346
	id-FiveG-ProSePC5QoSParameters							ProtocolIE-ID ::= 347
	id-MBSSessionModificationFailureTransfer				ProtocolIE-ID ::= 348
	id-MBSSessionModificationRequestTransfer				ProtocolIE-ID ::= 349
	id-MBSSessionModificationResponseTransfer				ProtocolIE-ID ::= 350
	id-MBS-QoSFlowToReleaseList								ProtocolIE-ID ::= 351
	id-MBS-SessionTNLInfo5GC								ProtocolIE-ID ::= 352
	id-TAINSAGSupportList									ProtocolIE-ID ::= 353
	id-SourceNodeTNLAddrInfo								ProtocolIE-ID ::= 354
	id-NGAPIESupportInformationRequestList					ProtocolIE-ID ::= 355
	id-NGAPIESupportInformationResponseList					ProtocolIE-ID ::= 356
	id-MBS-SessionFSAIDList									ProtocolIE-ID ::= 357
	id-MBSSessionReleaseResponseTransfer					ProtocolIE-ID ::= 358
	id-ManagementBasedMDTPLMNModificationList				ProtocolIE-ID ::= 359
	id-EarlyMeasurement										ProtocolIE-ID ::= 360
	id-BeamMeasurementsReportConfiguration					ProtocolIE-ID ::= 361
	id-HFCNode-ID-new										ProtocolIE-ID ::= 362
	id-GlobalCable-ID-new									ProtocolIE-ID ::= 363
	id-TargetHomeENB-ID										ProtocolIE-ID ::= 364
	id-HashedUEIdentityIndexValue							ProtocolIE-ID ::= 365
	id-ExtendedMobilityInformation							ProtocolIE-ID ::= 366
	id-AssociatedSessionID									ProtocolIE-ID ::= 998 -- to be allocated
	id-SharedNGUNotEstablished								ProtocolIE-ID ::= 999 -- to be allocated
	id-MBS-AssistanceInformation							ProtocolIE-ID ::= 1000 -- to be allocated
	id-BroadcastTransportFailureTransfer					ProtocolIE-ID ::= 1001 -- to be allocated
	id-BroadcastTransportRequestTransfer					ProtocolIE-ID ::= 1002 -- to be allocated
	id-BroadcastTransportResponseTransfer					ProtocolIE-ID ::= 1003 -- to be allocated


END
-- ASN1STOP
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-- ASN1START
-- **************************************************************
--
-- Container definitions
--
-- **************************************************************

NGAP-Containers {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Containers (5) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS

	Criticality,
	Presence,
	PrivateIE-ID,
	ProtocolExtensionID,
	ProtocolIE-ID
FROM NGAP-CommonDataTypes

	maxPrivateIEs,
	maxProtocolExtensions,
	maxProtocolIEs
FROM NGAP-Constants;

-- **************************************************************
--
-- Class Definition for Protocol IEs
--
-- **************************************************************

NGAP-PROTOCOL-IES ::= CLASS {
	&id				ProtocolIE-ID					UNIQUE,
	&criticality	Criticality,
	&Value,
	&presence		Presence
}
WITH SYNTAX {
	ID				&id
	CRITICALITY		&criticality
	TYPE			&Value
	PRESENCE		&presence
}

-- **************************************************************
--
-- Class Definition for Protocol IEs
--
-- **************************************************************

NGAP-PROTOCOL-IES-PAIR ::= CLASS {
	&id					ProtocolIE-ID				UNIQUE,
	&firstCriticality	Criticality,
	&FirstValue,
	&secondCriticality	Criticality,
	&SecondValue,
	&presence			Presence
}
WITH SYNTAX {
	ID						&id
	FIRST CRITICALITY		&firstCriticality
	FIRST TYPE				&FirstValue
	SECOND CRITICALITY		&secondCriticality
	SECOND TYPE				&SecondValue
	PRESENCE				&presence
}

-- **************************************************************
--
-- Class Definition for Protocol Extensions
--
-- **************************************************************

NGAP-PROTOCOL-EXTENSION ::= CLASS {
	&id				ProtocolExtensionID			UNIQUE,
	&criticality	Criticality,
	&Extension,
	&presence		Presence
}
WITH SYNTAX {
	ID				&id
	CRITICALITY		&criticality
	EXTENSION		&Extension
	PRESENCE		&presence
}

-- **************************************************************
--
-- Class Definition for Private IEs
--
-- **************************************************************

NGAP-PRIVATE-IES ::= CLASS {
	&id				PrivateIE-ID,
	&criticality	Criticality,
	&Value,
	&presence		Presence
}
WITH SYNTAX {
	ID				&id
	CRITICALITY		&criticality
	TYPE			&Value
	PRESENCE		&presence
}

-- **************************************************************
--
-- Container for Protocol IEs
--
-- **************************************************************

ProtocolIE-Container {NGAP-PROTOCOL-IES : IEsSetParam} ::= 
	SEQUENCE (SIZE (0..maxProtocolIEs)) OF
	ProtocolIE-Field {{IEsSetParam}}

ProtocolIE-SingleContainer {NGAP-PROTOCOL-IES : IEsSetParam} ::= 
	ProtocolIE-Field {{IEsSetParam}}

ProtocolIE-Field {NGAP-PROTOCOL-IES : IEsSetParam} ::= SEQUENCE {
	id				NGAP-PROTOCOL-IES.&id				({IEsSetParam}),
	criticality		NGAP-PROTOCOL-IES.&criticality		({IEsSetParam}{@id}),
	value			NGAP-PROTOCOL-IES.&Value			({IEsSetParam}{@id})
}

-- **************************************************************
--
-- Container for Protocol IE Pairs
--
-- **************************************************************

ProtocolIE-ContainerPair {NGAP-PROTOCOL-IES-PAIR : IEsSetParam} ::= 
	SEQUENCE (SIZE (0..maxProtocolIEs)) OF
	ProtocolIE-FieldPair {{IEsSetParam}}

ProtocolIE-FieldPair {NGAP-PROTOCOL-IES-PAIR : IEsSetParam} ::= SEQUENCE {
	id					NGAP-PROTOCOL-IES-PAIR.&id					({IEsSetParam}),
	firstCriticality	NGAP-PROTOCOL-IES-PAIR.&firstCriticality	({IEsSetParam}{@id}),
	firstValue			NGAP-PROTOCOL-IES-PAIR.&FirstValue			({IEsSetParam}{@id}),
	secondCriticality	NGAP-PROTOCOL-IES-PAIR.&secondCriticality	({IEsSetParam}{@id}),
	secondValue			NGAP-PROTOCOL-IES-PAIR.&SecondValue			({IEsSetParam}{@id})
}

-- **************************************************************
--
-- Container Lists for Protocol IE Containers
--
-- **************************************************************

ProtocolIE-ContainerList {INTEGER : lowerBound, INTEGER : upperBound, NGAP-PROTOCOL-IES : IEsSetParam} ::=
	SEQUENCE (SIZE (lowerBound..upperBound)) OF
	ProtocolIE-SingleContainer {{IEsSetParam}}

ProtocolIE-ContainerPairList {INTEGER : lowerBound, INTEGER : upperBound, NGAP-PROTOCOL-IES-PAIR : IEsSetParam} ::=
	SEQUENCE (SIZE (lowerBound..upperBound)) OF
	ProtocolIE-ContainerPair {{IEsSetParam}}

-- **************************************************************
--
-- Container for Protocol Extensions
--
-- **************************************************************

ProtocolExtensionContainer {NGAP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= 
	SEQUENCE (SIZE (1..maxProtocolExtensions)) OF
	ProtocolExtensionField {{ExtensionSetParam}}

ProtocolExtensionField {NGAP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= SEQUENCE {
	id					NGAP-PROTOCOL-EXTENSION.&id				({ExtensionSetParam}),
	criticality			NGAP-PROTOCOL-EXTENSION.&criticality	({ExtensionSetParam}{@id}),
	extensionValue		NGAP-PROTOCOL-EXTENSION.&Extension		({ExtensionSetParam}{@id})
}

-- **************************************************************
--
-- Container for Private IEs
--
-- **************************************************************

PrivateIE-Container {NGAP-PRIVATE-IES : IEsSetParam } ::= 
	SEQUENCE (SIZE (1..maxPrivateIEs)) OF
	PrivateIE-Field {{IEsSetParam}}

PrivateIE-Field {NGAP-PRIVATE-IES : IEsSetParam} ::= SEQUENCE {
	id					NGAP-PRIVATE-IES.&id				({IEsSetParam}),
	criticality			NGAP-PRIVATE-IES.&criticality		({IEsSetParam}{@id}),
	value				NGAP-PRIVATE-IES.&Value				({IEsSetParam}{@id})
}

END
-- ASN1STOP


<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
8.1	List of F1AP Elementary procedures
In the following tables, all EPs are divided into Class 1 and Class 2 EPs (see subclause 3.1 for explanation of the different classes):
Table 1: Class 1 procedures
	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Reset
	RESET
	RESET ACKNOWLEDGE
	

	F1 Setup
	F1 SETUP REQUEST
	F1 SETUP RESPONSE
	F1 SETUP FAILURE

	gNB-DU Configuration Update
	GNB-DU CONFIGURATION UPDATE
	GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE
	GNB-DU CONFIGURATION UPDATE FAILURE

	gNB-CU Configuration Update
	GNB-CU CONFIGURATION UPDATE
	GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE
	GNB-CU CONFIGURATION UPDATE FAILURE

	UE Context Setup
	UE CONTEXT SETUP REQUEST
	UE CONTEXT SETUP RESPONSE
	UE CONTEXT SETUP FAILURE

	UE Context Release (gNB-CU initiated)
	UE CONTEXT RELEASE COMMAND
	UE CONTEXT RELEASE COMPLETE
	

	UE Context Modification (gNB-CU initiated)
	UE CONTEXT MODIFICATION REQUEST
	UE CONTEXT MODIFICATION RESPONSE
	UE CONTEXT MODIFICATION FAILURE

	UE Context Modification Required (gNB-DU initiated)
	UE CONTEXT MODIFICATION REQUIRED
	UE CONTEXT MODIFICATION CONFIRM
	UE CONTEXT MODIFICATION REFUSE

	Write-Replace Warning 
	WRITE-REPLACE WARNING REQUEST
	WRITE-REPLACE WARNING RESPONSE
	

	PWS Cancel
	PWS CANCEL REQUEST
	PWS CANCEL RESPONSE
	

	gNB-DU Resource Coordination
	GNB-DU RESOURCE COORDINATION REQUEST
	GNB-DU RESOURCE COORDINATION RESPONSE
	

	F1 Removal
	F1 REMOVAL REQUEST
	F1 REMOVAL RESPONSE
	F1 REMOVAL FAILURE

	BAP Mapping Configuration
	BAP MAPPING CONFIGURATION 
	BAP MAPPING CONFIGURATION ACKNOWLEDGE
	BAP MAPPING CONFIGURATION FAILURE

	GNB-DU Resource Configuration
	GNB-DU RESOURCE CONFIGURATION
	GNB-DU RESOURCE CONFIGURATION ACKNOWLEDGE
	GNB-DU RESOURCE CONFIGURATION FAILURE

	IAB TNL Address Allocation
	IAB TNL ADDRESS REQUEST
	IAB TNL ADDRESS RESPONSE
	IAB TNL ADDRESS FAILURE

	IAB UP Configuration Update
	IAB UP CONFIGURATION UPDATE REQUEST
	IAB UP CONFIGURATION UPDATE RESPONSE
	IAB UP CONFIGURATION UPDATE FAILURE

	Resource Status Reporting Initiation
	RESOURCE STATUS REQUEST
	RESOURCE STATUS RESPONSE
	RESOURCE STATUS FAILURE

	Positioning Measurement
	POSITIONING MEASUREMENT REQUEST
	POSITIONING MEASUREMENT RESPONSE
	POSITIONING MEASUREMENT FAILURE

	Positioning Information Exchange
	POSITIONING INFORMATION REQUEST
	POSITIONING INFORMATION RESPONSE
	POSITIONING INFORMATION FAILURE

	TRP Information Exchange
	TRP INFORMATION REQUEST
	TRP INFORMATION RESPONSE
	TRP INFORMATION FAILURE

	Positioning Activation
	POSITIONING ACTIVATION REQUEST
	POSITIONING ACTIVATION RESPONSE
	POSITIONING ACTIVATION FAILURE

	E-CID Measurement Initiation
	E-CID MEASUREMENT INITIATION REQUEST
	E-CID MEASUREMENT INITIATION RESPONSE
	E-CID MEASUREMENT INITIATION FAILURE

	Broadcast Context Setup
	BROADCAST CONTEXT SETUP REQUEST
	BROADCAST CONTEXT SETUP RESPONSE
	BROADCAST CONTEXT SETUP FAILURE

	Broadcast Context Release
	BROADCAST CONTEXT RELEASE COMMAND
	BROADCAST CONTEXT RELEASE COMPLETE
	

	Broadcast Context Modification
	BROADCAST CONTEXT MODIFICATION REQUEST
	BROADCAST CONTEXT MODIFICATION RESPONSE
	BROADCAST CONTEXT MODIFICATION FAILURE

	Multicast Context Setup
	MULTICAST CONTEXT SETUP REQUEST
	MULTICAST CONTEXT SETUP RESPONSE
	MULTICAST CONTEXT SETUP FAILURE

	Multicast Context Release
	MULTICAST CONTEXT RELEASE COMMAND
	MULTICAST CONTEXT RELEASE COMPLETE
	

	Multicast Context Modification
	MULTICAST CONTEXT MODIFICATION REQUEST
	MULTICAST CONTEXT MODIFICATION RESPONSE
	MULTICAST CONTEXT MODIFICATION FAILURE

	Multicast Distribution Setup
	MULTICAST DISTRIBUTION SETUP REQUEST
	MULTICAST DISTRIBUTION SETUP RESPONSE
	MULTICAST DISTRIBUTION SETUP FAILURE

	Multicast Distribution Release
	MULTICAST DISTRIBUTION RELEASE COMMAND
	MULTICAST DISTRIBUTION RELEASE COMPLETE
	

	PDC Measurement Initiation
	PDC MEASUREMENT INITIATION REQUEST
	PDC MEASUREMENT INITIATION RESPONSE
	PDC MEASUREMENT INITIATION FAILURE

	PRS Configuration Exchange
	PRS CONFIGURATION REQUEST
	PRS CONFIGURATION RESPONSE
	PRS CONFIGURATION FAILURE

	Measurement Preconfiguration
	MEASUREMENT PRECONFIGURATION REQUIRED 
	MEASUREMENT PRECONFIGURATION CONFIRM 
	MEASUREMENT PRECONFIGURATION REFUSE

	MBS Context Notification
	MBS CONTEXT NOTIFICATION INDICATION
	MBS CONTEXT NOTIFICATION CONFIRM
	MBS CONTEXT NOTIFICATION REFUSE

	Broadcast Context Transport
	BROADCAST CONTEXT TRANSPORT REQUEST
	BROADCAST  CONTEXT TRANSPORT RESPONSE
	BROADCAST  CONTEXT TRANSPORT FAILURE




Table 2: Class 2 procedures
	Elementary Procedure
	Message

	Error Indication
	ERROR INDICATION

	UE Context Release Request (gNB-DU initiated)
	UE CONTEXT RELEASE REQUEST

	Initial UL RRC Message Transfer
	INITIAL UL RRC MESSAGE TRANSFER

	DL RRC Message Transfer
	DL RRC MESSAGE TRANSFER

	UL RRC Message Transfer
	UL RRC MESSAGE TRANSFER

	UE Inactivity Notification 
	UE INACTIVITY NOTIFICATION

	System Information Delivery
	SYSTEM INFORMATION DELIVERY COMMAND

	Paging
	PAGING

	Notify
	NOTIFY

	PWS Restart Indication
	PWS RESTART INDICATION

	PWS Failure Indication
	PWS FAILURE INDICATION

	gNB-DU Status Indication
	GNB-DU STATUS INDICATION

	RRC Delivery Report
	RRC DELIVERY REPORT

	Network Access Rate Reduction
	NETWORK ACCESS RATE REDUCTION

	Trace Start
	TRACE START

	Deactivate Trace
	DEACTIVATE TRACE

	DU-CU Radio Information Transfer
	DU-CU RADIO INFORMATION TRANSFER

	CU-DU Radio Information Transfer
	CU-DU RADIO INFORMATION TRANSFER

	Resource Status Reporting
	RESOURCE STATUS UPDATE

	Access And Mobility Indication
	ACCESS AND MOBILITY INDICATION

	Reference Time Information Reporting Control
	REFERENCE TIME INFORMATION REPORTING CONTROL

	Reference Time Information Report
	REFERENCE TIME INFORMATION REPORT

	Access Success
	ACCESS SUCCESS

	Cell Traffic Trace
	CELL TRAFFIC TRACE

	Positioning Assistance Information Control
	POSITIONING ASSISTANCE INFORMATION CONTROL

	Positioning Assistance Information Feedback
	POSITIONING ASSISTANCE INFORMATION FEEDBACK

	Positioning Measurement Report
	POSITIONING MEASUREMENT REPORT

	Positioning Measurement Abort
	POSITIONING MEASUREMENT ABORT

	Positioning Measurement Failure Indication
	POSITIONING MEASUREMENT FAILURE INDICATION

	Positioning Measurement Update
	POSITIONING MEASUREMENT UPDATE

	Positioning Deactivation
	POSITIONING DEACTIVATION

	E-CID Measurement Failure Indication
	E-CID MEASUREMENT FAILURE INDICATION

	E-CID Measurement Report
	E-CID MEASUREMENT REPORT

	E-CID Measurement Termination
	E-CID MEASUREMENT TERMINATION COMMAND

	Positioning Information Update
	POSITIONING INFORMATION UPDATE

	Multicast Group Paging
	MULTICAST GROUP PAGING

	Broadcast Context Release Request
	BROADCAST CONTEXT RELEASE REQUEST

	Multicast Context Release Request
	MULTICAST CONTEXT RELEASE REQUEST

	PDC Measurement Report
	PDC MEASUREMENT REPORT

	PDC Measurement Termination
	PDC MEASUREMENT TERMINATION COMMAND

	PDC Measurement Failure Indication
	PDC MEASUREMENT FAILURE INDICATION

	PDC Measurement Termination
	PDC MEASUREMENT TERMINATION COMMAND

	Measurement Activation 
	MEASUREMENT ACTIVATION 

	QoE Information Transfer
	QOE INFORMATION TRANSFER

	Positioning System Information Delivery
	POSITIONING SYSTEM INFORMATION DELIVERY COMMAND



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
8.14	NR MBS Procedures
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The purpose of the Broadcast Context Setup procedure is to establish an MBS Session context for a broadcast session in the gNB-DU. 
The procedure uses MBS-associated signalling.
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Figure 8.14.1.2-1: Broadcast Context Setup procedure: Successful Operation
The gNB-CU initiates the procedure by sending BROADCAST CONTEXT SETUP REQUEST message to the gNB-DU. If the gNB-DU succeeds to establish the broadcast MBS Session context, it replies to the gNB-CU with BROADCAST CONTEXT SETUP RESPONSE. 
If the MBS Service Area IE is included in the BROADCAST CONTEXT SETUP REQUEST message, the gNB-DU shall take this information into account for shared F1-U tunnel assignment.
The gNB-DU shall report to the gNB-CU, in the BROADCAST CONTEXT SETUP RESPONSE message, the result of all the requested Broadcast MRBs in the following way:
-	A list of MRBs which have been successfully established shall be included in the Broadcast MRB Setup List IE;
-	A list of MRBs which failed to be established shall be included in the Broadcast MRB Failed To Be Setup List IE;
If the Broadcast MRB Failed To Setup List IE is contained in the BROADCAST CONTEXT SETUP RESPONSE message, the gNB-CU shall regard the Broadcast MRB(s) failed to be setup with an appropriate cause value for each Broadcast MRB failed to setup.
If 
-	either the MBS Service Area IE was included in the BROADCAST CONTEXT SETUP REQUEST message, 
-	or the the MBS Service Area IE was not included in the BROADCAST CONTEXT SETUP REQUEST message and the gNB-DU was not able to establish MBS Session Resources in all cells served by the gNB-DU,
the Broadcast Area Scope IE shall be included in the BROADCAST CONTEXT SETUP RESPONSE message to indicate the cells where MBS Session resources have been successfully established in the gNB-DU.
If the Associated Session ID IE is contained in the BROADCAST CONTEXT SETUP REQUEST message, the gNB-DU shall, if supported, take this information into account to determine whether MBS session resource sharing is possible, as specified in TS 38.401 [4]. If the gNB-DU decides to not establish F1-U tunnel towards the gNB-CU it shall include the F1-U tunnel Not Established IE set to "true" in the BROADCAST CONTEXT SETUP RESPONSE message.

[bookmark: _Toc99038460][bookmark: _Toc99730723][bookmark: _Toc105510842][bookmark: _Toc105927374][bookmark: _Toc106109914][bookmark: _Toc113835351][bookmark: _Toc120124198][bookmark: _Toc121161198]8.14.1.3	Unsuccessful Operation


Figure 8.14.1.3-1: Broadcast Context Setup procedure: unsuccessful Operation
If the gNB-DU is not able to establish the requested MBS session context it shall consider the procedure as failed and reply with the BROADCAST CONTEXT SETUP FAILURE message. 
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Not applicable.
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8.14.6	Multicast Context Setup 
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The purpose of the Multicast Context Setup procedure is to establish an MBS Session context in the gNB-DU for a multicast session. 
The procedure uses MBS-associated signalling.
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Figure 8.14.6.2-1: Multicast Context Setup procedure: Successful Operation
The gNB-CU initiates the procedure by sending MULTICAST CONTEXT SETUP REQUEST message to the gNB-DU. If the gNB-DU succeeds to establish the multicast MBS Session context, it replies to the gNB-CU with MULTICAST CONTEXT SETUP RESPONSE. 
If the MBS Service Area IE is included in the MULTICAST CONTEXT SETUP REQUEST message, the gNB-DU shall take this information into account for shared F1-U tunnel assignment.
The gNB-DU shall report to the gNB-CU, in the MULTICAST CONTEXT SETUP RSPONSE message, the result of all the requested Multicast MRBs in the following way:
-	A list of MRBs which have been successfully established shall be included in the Multicast MRB Setup List IE;
-	A list of MRBs which failed to be established shall be included in the Multicast MRB Failed To Be Setup List IE;
If the Multicast MRB Failed To Setup List IE is contained in the MULTICAST CONTEXT SETUP RESPONSE message, the gNB-CU shall regard the Multicast MRB(s) failed to be setup with an appropriate cause value for each Multicast MRB failed to setup.
If the MULTICAST CONTEXT SETUP REQUEST message contains the MBS Multicast Configuration Request IE in the Multicast CU to DU RRC Information IE set to "query" and 
-	if the gNB-DU is able to provide information about the requested resources, the gNB-DU shall, if supported, include the MBS Multicast Configuration IE in the MBS Multicast Configuration Response Information IE in the Multicast DU to CU RRC Information IE,
-	else if the gNB-DU is not able to provide information about the requested resources, the gNB-DU shall, if supported, include the MBS Multicast Configuration not available IE in the MBS Multicast Configuration Response Information IE in the Multicast DU to CU RRC Information IE set to "not available".
Interaction with the Multicast Distribution Context Setup procedure: 
Upon reception of the MULTICAST CONTEXT SETUP REQUEST procedure, the gNB-DU shall trigger either per cell or per MBS Area Session ID or for the whole gNB-DU the Multicast Distribution Context Setup procedure to establish per cell or per MBS Area Session ID or the the whole gNB DU per accepted MRB a shared F1-U tunnel.
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Figure 8.14.6.3-1: Multicast Context Setup procedure: unsuccessful Operation
If the gNB-DU is not able to establish the MBS session context it shall consider the procedure as failed and reply with the MULTICAST CONTEXT SETUP FAILURE message. 
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Not applicable.
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The purpose of the Multicast Context Modification procedure is to modify an established MBS session context in the gNB-DU for a multicast session.
The procedure uses MBS-associated signalling.
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Figure 8.14.9.2-1: Multicast Context Modification procedure. Successful operation
The MULTICAST CONTEXT MODIFICATION REQUEST message is initiated by the gNB-CU.
Upon reception of the MULTICAST CONTEXT MODIFICATION REQUEST message, the gNB-DU shall perform the modifications, and, if successful, report the update in the MULTICAST CONTEXT MODIFICATION RESPONSE message.
If the Multicast MRB To Be Setup List IE is contained in the MULTICAST CONTEXT MODIFICATION REQUEST message, the gNB-DU shall setup the corresponding resources for the requested MRB(s), and report to the gNB-CU, in the MULTICAST CONTEXT MODIFICATION RESPONSE message, the result of all the requested Multicast MRBs in the following way:
-	A list of MRBs which have been successfully established shall be included in the Multicast MRB Setup List IE;
-	A list of MRBs which failed to be established shall be included in the Multicast MRB Failed To Be Setup List IE;
If the Multicast MRB Failed To Be Setup List IE is contained in the MULTICAST CONTEXT MODIFICATION RESPONSE message, the gNB-CU shall regard the setup of the indicated MRB(s) as failed and indicated the resource for the failure with an appropriate cause value for each MRB failed to be setup.
If the Multicast MRB To Be Modified List IE is contained in the MULTICAST CONTEXT MODIFICATION REQUEST message, the gNB-DU shall update the corresponding context and resources for the requested MRB(s), and report to the gNB-CU, in the MULTICAST CONTEXT MODIFICATION RESPONSE message, the modification result of all the requested Multicast MRBs in the following way:
-	A list of MRBs which have been successfully modified shall be included in the Multicast MRB Modified List IE;
-	A list of MRBs which failed to be modified shall be included in the Multicast MRB Failed To Be Modified List IE;
If the Multicast MRB Failed To Be Modified List IE is contained in the MULTICAST CONTEXT MODIFICATION RESPONSE message, the gNB-CU shall regard the Multicast MRB(s) failed to be modified with an appropriate cause value for each Multicast MRB failed to modify.
If the MULTICAST CONTEXT MODIFICATION REQUEST message contains the MBS Multicast Configuration Request IE in the Multicast CU to DU RRC Information IE set to "query" and 
-	if the gNB-DU is able to provide information about the requested resources, the gNB-DU shall, if supported, include the MBS Multicast Configuration IE in the MBS Multicast Configuration Response Information IE in the Multicast DU to CU RRC Information IE,
-	else if the gNB-DU is not able to provide information about the requested resources, the gNB-DU shall, if supported, include the MBS Multicast Configuration not available IE in the MBS Multicast Configuration Response Information IE in the Multicast DU to CU RRC Information IE set to "not available".

[bookmark: _Toc99038499][bookmark: _Toc99730762][bookmark: _Toc105510881][bookmark: _Toc105927413][bookmark: _Toc113835390][bookmark: _Toc146226504][bookmark: _Toc106109953][bookmark: _Toc120124237]8.14.9.3	Unsuccessful Operation


Figure 8.14.9.3-1: Multicast Context Modification procedure. Unsuccessful operation
In case none of the requested modifications of the multicast context can be successfully performed, the gNB-DU shall respond with the MULTICAST CONTEXT MODIFICATION FAILURE message with an appropriate cause value. 
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Not applicable.
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
8.14.A	Multicast Context Notification
[bookmark: _Toc105927382][bookmark: _Toc146226473][bookmark: _Toc105510850][bookmark: _Toc113835359][bookmark: _Toc120124206][bookmark: _Toc99730731][bookmark: _Toc106109922][bookmark: _Toc99038468]8.14.A.1	General
The purpose of the Multicast Context Notification is to inform the gNB-CU about changes in the multicast context configuration during an active multicast MBS session.
The procedure uses MBS-associated signalling.
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Figure 8.14.A.2-1: Multicast Context Notification. Successful operation
The gNB-DU initiates the procedure by sending the MULTICAST CONTEXT NOTIFICATION INDICATION message to the gNB-CU.
If the MULTICAST CONTEXT NOTIFICATION INDICATION message contains the MBS Multicast Configuration Notification IE within the Multicast DU to CU RRC Information IE, the gNB-CU shall replace, for the respective cell, the Multicast Configuration Information previously received with information received in the MBS Multicast Configuration Notification IE.
If the gNB-CU is able to execute the requested functions, the gNB-CU shall respond with the MULTICAST CONTEXT NOTIFICATION CONFIRM message to the gNB-DU.
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Figure 8.14.A.3-1: Multicast Context Notification. Unsuccessful operation
If the gNB-CU is not able to execute the requested functions, the gNB-CU shall respond with the MULTICAST CONTEXT NOTIFICATION REFUSE message to the gNB-DU.
8.14.A.4	Abnormal Conditions
Not applicable.
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
8.14.X	Broadcast Context Transport
8.14.X.1	General
The purpose of the Broadcast Context Transport procedure is to assign F1-U resources for a broadcast context.The procedure uses non-UE-associated signalling.
8.17.X.2	Successful Operation


Figure 8.17.X.2-1: Broadcast Context Transport, successful operation.
The gNB-DU node initiates the procedure by sending a BROADCAST CONTEXT TRANSPORT REQUEST message to the gNB-CU. The gNB-CU responds with a BROADCAST CONTEXT TRANSPORT RESPONSE message.
8.17.X.3	Unsuccessful Operation


Figure 8.17.X.3-1: Broadcast Context Transport, unsuccessful operation.
In case the F1-U transport cannot be setup successfully, the gNB-CU shall respond with the BROADCAST CONTEXT TRANSPORT FAILURE message to the gNB-CU with an appropriate cause value. 
8.17.X.4	Abnormal Conditions
Void.
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.2.13	Broadcast Context Management messages
[bookmark: _Toc120124393][bookmark: _Toc121161393]9.2.13.1	BROADCAST CONTEXT SETUP REQUEST
This message is sent by the gNB-CU to request the setup of an MBS session context for a broadcast session, and establish an MBS-associated logical F1-connection.
Direction: gNB-CU  gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU MBS F1AP ID
	M
	
	9.3.1.219
	
	YES
	reject

	MBS Session ID
	M
	
	9.3.1.218
	
	YES
	reject

	MBS Service Area
	O
	
	9.3.1.222
	
	YES
	reject

	MBS CU to DU RRC Information
	M
	
	9.3.1.225
	
	YES
	reject

	S-NSSAI
	M
	
	9.3.1.38
	
	YES
	reject

	Broadcast MRB To Be Setup List
	
	1
	
	
	YES
	reject

	>Broadcast MRB to Be Setup Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	EACH
	reject

	>>MRB ID
	M
	
	MRB ID
9.3.1.224
	
	-
	

	>>MRB QoS Information
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>MBS QoS Flows Mapped to MRB Item
	
	1 .. <maxnoofMBSQoSFlows>
	
	
	-
	

	>>>MBS QoS Flow Identifier
	M
	
	QoS Flow Identifier 9.3.1.63
	
	-
	

	>>>MBS QoS Flow Level QoS Parameters
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>BC Bearer Context F1-U TNL Info at CU
	O
	
	BC Bearer Context F1-U TNL Info
9.3.2.7
	gNB-CU endpoint(s) of the F1 transport bearer(s). For delivery of F1-U PDU Type 1.
	-
	

	>>F1-U TNL Info at CU to be ignored
	O
	
	ENUMERATED (to be ignored, ...)
	
	YES
	reject

	Associated Session ID
	O
	
	9.3.1.x
	
	YES
	ignore

	Requested Action for Multiple Cell-IDs Broadcast
	O
	
	9.3.1.y
	
	YES
	reject



	Range bound
	Explanation

	maxnoofMRBs
	Maximum no. of MRB allowed to be setup for one MBS Session, the maximum value is 32.

	maxnoofMBSQoSFlows

	Maximum no. of flows allowed to be mapped to one MRB, the maximum value is 64.



[bookmark: _Hlk138022016][bookmark: _Toc99038645][bookmark: _Toc99730908][bookmark: _Toc105511037][bookmark: _Toc105927569][bookmark: _Toc106110109][bookmark: _Toc113835546][bookmark: _Toc120124394][bookmark: _Toc146226661]9.2.13.2	BROADCAST CONTEXT SETUP RESPONSE
This message is sent by the gNB-DU to confirm the setup of a broadcast context.
Direction: gNB-DU  gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU MBS F1AP ID
	M
	
	9.3.1.219
	
	YES
	reject

	gNB-DU MBS F1AP ID
	M
	
	9.3.1.220
	
	YES
	reject

	Broadcast MRB Setup List
	
	1
	
	
	YES
	reject

	>Broadcast MRB Setup Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	EACH
	reject

	>>MRB ID
	M
	
	MRB ID
9.3.1.224
	
	-
	

	>>BC Bearer Context F1-U TNL Info at DU
	M
	
	BC Bearer Context F1-U TNL Info
9.3.2.7
	gNB-DU endpoint(s) of the F1-U transport bearer(s). For delivery of DL PDUs.
	-
	

	Broadcast MRB Failed To Be Setup List
	
	0..1
	
	
	YES
	ignore

	>Broadcast MRB Failed To Be Setup Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	EACH
	ignore

	>>MRB ID
	M
	
	MRB ID
9.3.1.224
	
	-
	

	>>Cause
	O
	
	9.3.1.2
	
	-
	

	[bookmark: _Hlk138020747]Broadcast Area Scope
	O
	
	9.3.1.287
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore

	F1-U Tunnel Not Established
	O
	
	ENUMERATED (true, ...)
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofMRBs
	Maximum no. of MRB allowed to be setup for one MBS Session, the maximum value is 32.
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<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.2.13.a	BROADCAST CONTEXT TRANSPORT REQUEST
This message is sent by the gNB-DU to request the setup of the F1-U transport for a broadcast MBS session context.
Direction: gNB-DU  gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	MBS Session ID
	M
	
	9.3.1.218
	
	YES
	reject

	gNB-DU MBS F1AP ID
	M
	
	9.3.1.220
	
	YES
	reject

	Broadcast Context Transport Request List
	
	1
	
	
	YES
	reject

	> Broadcast Context Transport Request Item
	
	0..<maxnoofMBSAreaSessionIDs>
	
	
	EACH
	reject

	>> MBS Area Session ID
	O
	
	9.3.1.221
	
	YES
	reject

	>>F1-U Transport Request List
	
	0..1
	
	
	YES
	reject

	>>>F1-U Transport Request Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	EACH
	reject

	>>>>MRB ID
	M
	
	MRB ID
9.3.1.224
	
	-
	

	>>>>BC Bearer Context F1-U TNL Info at DU
	M
	
	BC Bearer Context F1-U TNL Info
9.3.2.7
	gNB-DU endpoint(s) of the F1-U transport bearer(s). For delivery of DL PDUs.
	-
	



9.2.13.b	BROADCAST CONTEXT TRANSPORT RESPONSE
This message is sent by the gNB-CU to confirm the setup of the F1-U transport.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	MBS Session ID
	M
	
	9.3.1.218
	
	YES
	reject

	gNB-CU MBS F1AP ID
	M
	
	9.3.1.219
	
	YES
	reject

	gNB-DU MBS F1AP ID
	M
	
	9.3.1.220
	
	YES
	reject

	Broadcast Context Transport Response List
	
	1
	
	
	YES
	reject

	> Broadcast Context Transport Response Item
	
	0..<maxnoofMBSAreaSessionIDs>
	
	
	EACH
	reject

	>> MBS Area Session ID
	O
	
	9.3.1.221
	
	YES
	reject

	>>F1-U Transport Response List
	
	0..1
	
	
	YES
	reject

	>>>F1-U Transport Response Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	EACH
	reject

	>>>>MRB ID
	M
	
	MRB ID
9.3.1.224
	
	-
	

	>>>> BC Bearer Context F1-U TNL Info at CU
	M
	
	BC Bearer Context F1-U TNL Info
9.3.2.7
	gNB-CU endpoint(s) of the F1 transport bearer(s). For delivery of F1-U PDU Type 1.
	-
	

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore



9.2.13.c	BROADCAST CONTEXT TRANSPORT FAILURE
This message is sent by the gNB-CU to indicate that the setup of the F1-U transport was unsuccessful.
Direction:gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU MBS F1AP ID
	M
	
	9.3.1.219
	
	YES
	reject

	gNB-DU MBS F1AP ID
	M
	
	9.3.1.220
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc99038654][bookmark: _Toc99730917][bookmark: _Toc105511046][bookmark: _Toc105927578][bookmark: _Toc106110118][bookmark: _Toc113835555][bookmark: _Toc120124403][bookmark: _Toc138795769]9.2.14.1	MULTICAST GROUP PAGING
This message is sent by the gNB-CU and is used to request the gNB-DU to multicast group page UEs.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	MBS Session ID
	M
	
	9.3.1.218
	
	YES
	reject

	UE Identity List for Paging
	
	0..1
	
	
	YES
	ignore

	>UE Identity for Paging Item
	
	1..<maxnoofUEIDforPaging>
	
	
	-
	

	>>UE Identity Index value
	M
	
	9.3.1.39
	
	-
	

	>>Paging DRX 

	O
	
	9.3.1.40
	
	-
	

	MC Paging Cell List 
	
	0..1
	
	
	YES
	ignore

	>MC Paging Cell Item IEs
	
	1 .. <maxnoofPagingCells>
	
	
	EACH
	ignore

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	Indication for Multicast RRC_INACTIVE Reception
	O
	
	ENUMERATED (true, ...)
	Editor’s Note: This IE follows the RAN2 decision to Introduce a new indication per tmgi in the group paging which informs Rel-18 UEs having a valid PTM configuration to receive the multicast in RRC_INACTIVE.
IE name, codepoint name, and semantics are FFS.
	YES
	ignore



	Range bound
	Explanation

	maxnoofUEIDforPaging
	Maximum no. of UE ID for multicast group paging. Value is 4096.

	maxnoofPagingCells
	Maximum no. of paging cells, the maximum value is 512. 



9.2.14.2	MULTICAST CONTEXT SETUP REQUEST
This message is sent by the gNB-CU to request the setup of an MBS session context for a multicast session, and establish an MBS-associated logical F1-connection.
Direction: gNB-CU  gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU MBS F1AP ID
	M
	
	9.3.1.219
	
	YES
	reject

	MBS Session ID
	M
	
	9.3.1.218
	
	YES
	reject

	MBS Service Area
	O
	
	9.3.1.222
	
	YES
	reject

	S-NSSAI
	M
	
	9.3.1.38
	
	YES
	reject

	Multicast MRBs To Be Setup List
	
	1
	
	
	YES
	reject

	>Multicast MRBs to Be Setup Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	EACH
	reject

	>>MRB ID
	M
	
	MRB ID
9.3.1.224
	
	-
	

	>>MRB QoS Information
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>MBS QoS Flows Mapped to MRB Item
	
	1 .. <maxnoofMBSQoSFlows>
	
	
	-
	

	>>>MBS QoS Flow Identifier
	M
	
	QoS Flow Identifier 9.3.1.63
	
	-
	

	>>>MBS QoS Flow Level QoS Parameters
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>DL PDCP SN Length
	M
	
	ENUMERATED (12bits, 18bits, ...)
	
	-
	

	Multicast CU to DU RRC Information
	O
	
	9.3.1.x1
	
	YES
	reject

	MBS Multicast Session State
	O
	
	9.3.1.x2
	
	YES
	reject



	Range bound
	Explanation

	maxnoofMRBs
	Maximum no. of MRB allowed to be setup for one MBS Session, the maximum value is 32.

	maxnoofMBSQoSFlows

	Maximum no. of flows allowed to be mapped to one MRB, the maximum value is 64.



[bookmark: _Toc146226672][bookmark: _Toc113835557][bookmark: _Toc105511048][bookmark: _Toc99730919][bookmark: _Toc120124405][bookmark: _Toc99038656][bookmark: _Toc105927580][bookmark: _Toc106110120]9.2.14.3	MULTICAST CONTEXT SETUP RESPONSE
This message is sent by the gNB-DU to confirm the setup of a multicast context.
Direction: gNB-DU  gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU MBS F1AP ID
	M
	
	9.3.1.219
	
	YES
	reject

	gNB-DU MBS F1AP ID
	M
	
	9.3.1.220
	
	YES
	reject

	Multicast MRB Setup List
	
	1
	
	
	YES
	reject

	>Multicast MRB Setup Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	EACH
	Reject

	>>MRB ID
	M
	
	MRB ID
9.3.1.224
	
	-
	

	Multicast MRB Failed To Be Setup List
	
	0..1
	
	
	YES
	ignore

	>Multicast MRB Failed To Be Setup Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	EACH
	ignore

	>>MRB ID
	M
	
	MRB ID
9.3.1.224
	
	-
	

	>>Cause
	O
	
	9.3.1.2
	
	-
	

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore

	Multicast DU to CU RRC Information
	O
	
	9.3.1.x11
	
	YES
	reject



	Range bound
	Explanation

	maxnoofMRBs
	Maximum no. of MRB allowed to be setup for one MBS Session, the maximum value is 32.




<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
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This message is sent by the gNB-CU to request the gNB-DU to modify multicast context information.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU MBS F1AP ID
	M
	
	9.3.1.219
	
	YES
	reject

	gNB-DU MBS F1AP ID
	M
	
	9.3.1.220
	
	YES
	reject

	MBS Service Area
	O
	
	9.3.1.222
	
	YES
	reject

	Multicast MRB To Be Setup List
	
	0..1
	
	
	YES
	reject

	>Multicast MRB to Be Setup Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	EACH
	reject

	>>MRB ID
	M
	
	9.3.1.224
	
	-
	

	>>MRB QoS Information
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>MBS QoS Flows Mapped to MRB Item
	
	1 .. <maxnoofMBSQoSFlows>
	
	
	-
	

	>>>MBS QoS Flow Identifier
	M
	
	QoS Flow Identifier 9.3.1.63
	
	-
	

	>>>MBS QoS Flow Level QoS Parameters
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>DL PDCP SN Length
	M
	
	ENUMERATED (12bits, 18bits, ...)
	
	-
	

	Multicast MRB To Be Modified List
	
	0..1
	
	
	YES
	reject

	>Multicast MRB to Be Modified Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	EACH
	reject

	>>MRB ID
	M
	
	9.3.1.224
	
	-
	

	>>MRB QoS Information
	O
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>MBS QoS Flows Mapped to MRB Item
	
	0 .. <maxnoofMBSQoSFlows>
	
	
	-
	

	>>>MBS QoS Flow Identifier
	M
	
	QoS Flow Identifier 9.3.1.63
	
	-
	

	>>>MBS QoS Flow Level QoS Parameters
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>DL PDCP SN Length
	O
	
	ENUMERATED (12bits, 18bits, ...)
	
	-
	

	Multicast MRB To Be Released List
	
	0..1
	
	
	YES
	reject

	>Multicast MRB to Be Released Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	YES
	reject

	>>MRB ID
	M
	
	9.3.1.224
	
	-
	

	Multicast CU to DU RRC Information
	O
	
	9.3.1.x1
	
	YES
	reject

	MBS Multicast Session State
	O
	
	9.3.1.x2
	
	YES
	reject
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This message is sent by the gNB-DU to confirm the modification of a multicast context.
Direction: gNB-DU  gNB-CU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU MBS F1AP ID
	M
	
	9.3.1.219
	
	YES
	reject

	gNB-DU MBS F1AP ID
	M
	
	9.3.1.220
	
	YES
	reject

	Multicast MRB Setup List
	
	0..1
	
	
	YES
	reject

	>Multicast MRB Setup Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	EACH
	reject

	>>MRB ID
	M
	
	9.3.1.224
	
	-
	

	Multicast MRB Failed To Be Setup List
	
	0..1
	
	
	YES
	ignore

	>Multicast MRB Failed To Be Setup Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	EACH
	ignore

	>>MRB ID
	M
	
	9.3.1.224
	
	-
	

	>>Cause
	O
	
	9.3.1.2
	
	-
	

	Multicast MRB Modified List
	
	0..1
	
	
	YES
	reject

	>Multicast MRB Modified Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	EACH
	reject

	>>MRB ID
	M
	
	9.3.1.224
	
	-
	

	Multicast MRB Failed To Be Modified List
	
	0..1
	
	
	YES
	ignore

	>Multicast MRB Failed To Be Modified Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	EACH
	ignore

	>>MRB ID
	M
	
	9.3.1.224
	
	-
	

	>>Cause
	O
	
	9.3.1.2
	
	-
	

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore

	Multicast DU to CU RRC Information
	O
	
	9.3.1.x11
	
	YES
	reject



	Range bound
	Explanation

	maxnoofMRBs
	Maximum no. of MRB allowed to be setup for one MBS Session, the maximum value is 32. 



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.2.14.B1	MULTICAST CONTEXT NOTIFICATION INDICATION
This message is sent by the gNB-DU to notify the gNB-CU about changes of the multicast context.
Direction: gNB-DU  gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU MBS F1AP ID
	M
	
	9.3.1.219
	
	YES
	reject

	gNB-DU MBS F1AP ID
	M
	
	9.3.1.220
	
	YES
	reject

	Multicast DU to CU RRC Information
	O
	
	9.3.1.x11
	
	YES
	reject



9.2.14.B2	MULTICAST CONTEXT NOTIFICATION CONFIRM
This message is sent by the gNB-CU to notify the gNB-DU to confirm the execution of the requested functions.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU MBS F1AP ID
	M
	
	9.3.1.219
	
	YES
	reject

	gNB-DU MBS F1AP ID
	M
	
	9.3.1.220
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore



9.2.14.B3	MULTICAST CONTEXT NOTIFICATION REFUSE
This message is sent by the gNB-CU to notify the gNB-DU that the execution of the requested functions was not successful.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU MBS F1AP ID
	M
	
	9.3.1.219
	
	YES
	reject

	gNB-DU MBS F1AP ID
	M
	
	9.3.1.220
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.3.1.x 	Associated Session ID
This IE is used to associate MBS Session IDs providing identical user data.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Associated Session ID
	M
	
	 OCTET STRING
	This IE contains the AssociatedSessionId defined in TS 29.571 [XX].




<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc99038904][bookmark: _Toc99731167][bookmark: _Toc105511298][bookmark: _Toc105927830][bookmark: _Toc106110370][bookmark: _Toc113835807][bookmark: _Toc120124655][bookmark: _Toc138796021]9.3.1.x1	Multicast CU to DU RRC Information
This IE indicates the multicast specific CU to DU RRC Information.
Editor’s Note:	IE names, their presence, ranges, semantics and references to field/IE/messages names in TS 38.331 are FFS.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBS Multicast Cell List
	
	FFS
	
	

	>MBS Multicast Cell Item
	
	1 .. <maxCellingNBDU>
	
	

	>>NR CGI
	M
	
	NR CGI 9.3.1.12
	

	>>RRC Multicast MTCH Neighbour Cell Information
	O
	
	OCTET STRING
	
Includes the mtch-NeighbourCell in the MBS-SessionInfoListMulticast IE as specified in TS 38.331 [8].

	>>ThresholdIndex
	O
	
	INTEGER (0..maxnoofThresholdMBS)
	Corresponds to the thresholdIndex as specified in TS 38.331 [8].
Editor’s Note: to be aligned with running RRC CR.

	>>MBS Multicast Configuration Request
	O
	
	ENUMERATED (query, ...)
	

	MBS Multicast MRB List
	
	FFS
	
	

	>MBS Multicast MRB Item
	
	1 .. <maxnoofMRBs>
	
	

	>>MRB ID
	M
	
	9.3.1.224
	

	>>MRB PDCP Config Broadcast
	M
	
	OCTET STRING
	Includes the MRB-PDCP-ConfigBroadcast IE, as defined in TS 38.331 [8]. 



	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.

	maxnoofMRBs
	Maximum no. MRBs allowed to be setup for one MBS session, the maximum value is 32.

	maxnoofThresholdMBS
	Maximum no. thresholds configured in a cell. Value is 64. Editor’s Note: value is FFS.



9.3.1.x11	Multicast DU to CU RRC Information
This IE indicates the multicast specific DU to CU RRC Information.
Editor’s Note:	IE names, their presence, ranges, semantics and references to field/IE/messages names in TS 38.331 are FFS.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBS Multicast Cell List
	
	0..1
	
	

	>MBS Multicast Cell Item
	
	1 .. <maxCellingNBDU>
	
	

	>>NR CGI
	M
	
	NR CGI 9.3.1.12
	

	>>MBS Multicast Configuration Response Information
	O
	
	9.3.1.x12
	Editor’s Note: whether both Multicast Configuration related IEs could be also encoded in a CHOICE structure could be considered in future discussions.

	>>MBS Multicast Configuration Notification
	O
	
	OCTET STRING
	Includes the MBSMulticastConfiguration message as defined in TS 38.331 [8].



	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.



9.3.1.x12	MBS Multicast Configuration Response Information
This IE contains information on the gNB-DU’s response to the requested multicast configuration for reception RRC_INACTIVE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE MBS Multicast Configuration Response Information
	O
	
	
	

	>MBS Multicast Configuration available
	
	
	
	

	>>MBS Multicast Configuration
	M
	
	OCTET STRING
	Includes the MBSMulticastConfiguration message as defined in TS 38.331 [8].

	>MBS Multicast Configuration not available
	
	
	
	

	>>MBS Multicast Configuration not available
	M
	
	ENUMERATED (not available, ...)
	



9.3.1.x2	MBS Multicast Session State
This IE indicates the state of MBS Multicast Session. The MBS Multicast Session state is defined in TS 23.247 [x3].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBS Multicast Session State
	M
	
	ENUMERATED (active, inactive, …)
	




3GPP
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This IE provides information about the requested gNB-DU’s action with regards to a potentially available MRB PDCP configuration.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Requested Action for Multiple Cell-IDs Broadcast
	M
	
	ENUMERATED (apply available configuration,
apply requested configuration,
,apply available configuration if same as requested…)
	


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
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[bookmark: _Hlk120261232]-- ASN1START 
-- **************************************************************
--
-- Elementary Procedure definitions
--
-- **************************************************************

F1AP-PDU-Descriptions  { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Descriptions (0)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	Criticality,
	ProcedureCode

FROM F1AP-CommonDataTypes
	Reset,
	ResetAcknowledge,
	F1SetupRequest,
	F1SetupResponse,
	F1SetupFailure, 
	GNBDUConfigurationUpdate,
	GNBDUConfigurationUpdateAcknowledge,
	GNBDUConfigurationUpdateFailure,
	GNBCUConfigurationUpdate,
	GNBCUConfigurationUpdateAcknowledge,
	GNBCUConfigurationUpdateFailure,
	UEContextSetupRequest,
	UEContextSetupResponse,
	UEContextSetupFailure,
	UEContextReleaseCommand,
	UEContextReleaseComplete,
	UEContextModificationRequest,
	UEContextModificationResponse,
	UEContextModificationFailure,
	UEContextModificationRequired,
	UEContextModificationConfirm,
	ErrorIndication,
	UEContextReleaseRequest,
	DLRRCMessageTransfer,
	ULRRCMessageTransfer,
	GNBDUResourceCoordinationRequest,
	GNBDUResourceCoordinationResponse,
	PrivateMessage,
	UEInactivityNotification,
	InitialULRRCMessageTransfer,
	SystemInformationDeliveryCommand,
	Paging,
	Notify,
	WriteReplaceWarningRequest,
	WriteReplaceWarningResponse,
	PWSCancelRequest,
	PWSCancelResponse,
	PWSRestartIndication,
	PWSFailureIndication,
	GNBDUStatusIndication,
	RRCDeliveryReport,
	UEContextModificationRefuse,
	F1RemovalRequest,
	F1RemovalResponse,
	F1RemovalFailure,
	NetworkAccessRateReduction,
	TraceStart,
	DeactivateTrace,
	DUCURadioInformationTransfer,
	CUDURadioInformationTransfer,
	BAPMappingConfiguration,
	BAPMappingConfigurationAcknowledge,
	BAPMappingConfigurationFailure,
	GNBDUResourceConfiguration,
	GNBDUResourceConfigurationAcknowledge,
	GNBDUResourceConfigurationFailure,
	IABTNLAddressRequest,
	IABTNLAddressResponse,
	IABTNLAddressFailure,
	IABUPConfigurationUpdateRequest,
	IABUPConfigurationUpdateResponse,
	IABUPConfigurationUpdateFailure,
	ResourceStatusRequest,
	ResourceStatusResponse,
	ResourceStatusFailure,
	ResourceStatusUpdate,
	AccessAndMobilityIndication,
	ReferenceTimeInformationReportingControl,
	ReferenceTimeInformationReport,
	AccessSuccess,
	CellTrafficTrace,
	PositioningMeasurementRequest,
	PositioningMeasurementResponse,
	PositioningMeasurementFailure,
	PositioningAssistanceInformationControl,
	PositioningAssistanceInformationFeedback,
	PositioningMeasurementReport,
	PositioningMeasurementAbort,
	PositioningMeasurementFailureIndication,
	PositioningMeasurementUpdate,
	TRPInformationRequest,
	TRPInformationResponse,
	TRPInformationFailure,
	PositioningInformationRequest,
	PositioningInformationResponse,
	PositioningInformationFailure,
	PositioningActivationRequest,
	PositioningActivationResponse,
	PositioningActivationFailure,
	PositioningDeactivation,
	PositioningInformationUpdate,
	E-CIDMeasurementInitiationRequest,
	E-CIDMeasurementInitiationResponse,
	E-CIDMeasurementInitiationFailure,
	E-CIDMeasurementFailureIndication,
	E-CIDMeasurementReport,
	E-CIDMeasurementTerminationCommand,
	BroadcastContextSetupRequest,
	BroadcastContextSetupResponse,
	BroadcastContextSetupFailure,
	BroadcastContextReleaseCommand,
	BroadcastContextReleaseComplete,
	BroadcastContextReleaseRequest,
	BroadcastContextModificationRequest,
	BroadcastContextModificationResponse,
	BroadcastContextModificationFailure,
	BroadcastContextTransportFailure,
	BroadcastContextTransportRequest,
	BroadcastContextTransportResponse,
	MulticastGroupPaging,
	MulticastContextSetupRequest,
	MulticastContextSetupResponse,
	MulticastContextSetupFailure,
	MulticastContextReleaseCommand,
	MulticastContextReleaseComplete,
	MulticastContextReleaseRequest,
	MulticastContextModificationRequest,
	MulticastContextModificationResponse,
	MulticastContextModificationFailure,
	MulticastDistributionSetupRequest,
	MulticastDistributionSetupResponse,
	MulticastDistributionSetupFailure,
	MulticastDistributionReleaseCommand,
	MulticastDistributionReleaseComplete,
	PDCMeasurementInitiationRequest,
	PDCMeasurementInitiationResponse,
	PDCMeasurementInitiationFailure,
	PDCMeasurementReport,
	PDCMeasurementTerminationCommand,
	PDCMeasurementFailureIndication,
	PRSConfigurationRequest,
	PRSConfigurationResponse,
	PRSConfigurationFailure,
	MeasurementPreconfigurationRequired,
	MeasurementPreconfigurationConfirm,
	MeasurementPreconfigurationRefuse,
	MeasurementActivation,
	QoEInformationTransfer,
	PosSystemInformationDeliveryCommand,
	MulticastContextNotificationIndication,
	MulticastContextNotificationConfirm,
	MulticastContextNotificationRefuse




FROM F1AP-PDU-Contents
	id-Reset,
	id-F1Setup,
	id-gNBDUConfigurationUpdate,
	id-gNBCUConfigurationUpdate,
	id-UEContextSetup,
	id-UEContextRelease,
	id-UEContextModification,
	id-UEContextModificationRequired,
	id-ErrorIndication, 
	id-UEContextReleaseRequest,
	id-DLRRCMessageTransfer,
	id-ULRRCMessageTransfer,
	id-GNBDUResourceCoordination,
	id-privateMessage,
	id-UEInactivityNotification,
	id-InitialULRRCMessageTransfer,
	id-SystemInformationDeliveryCommand,
	id-Paging,
	id-Notify,
	id-WriteReplaceWarning,
	id-PWSCancel,
	id-PWSRestartIndication,
	id-PWSFailureIndication,
	id-GNBDUStatusIndication,
	id-RRCDeliveryReport,
	id-F1Removal,
	id-NetworkAccessRateReduction,
	id-TraceStart,
	id-DeactivateTrace,
	id-DUCURadioInformationTransfer,
	id-CUDURadioInformationTransfer,
	id-BAPMappingConfiguration,
	id-GNBDUResourceConfiguration,
	id-IABTNLAddressAllocation,
	id-IABUPConfigurationUpdate,
	id-resourceStatusReportingInitiation,
	id-resourceStatusReporting,
	id-accessAndMobilityIndication,
	id-ReferenceTimeInformationReportingControl,
	id-ReferenceTimeInformationReport,
	id-accessSuccess,
	id-cellTrafficTrace,
	id-PositioningMeasurementExchange,
	id-PositioningAssistanceInformationControl,
	id-PositioningAssistanceInformationFeedback,
	id-PositioningMeasurementReport,
	id-PositioningMeasurementAbort,
	id-PositioningMeasurementFailureIndication,
	id-PositioningMeasurementUpdate,
	id-TRPInformationExchange,
	id-PositioningInformationExchange,
	id-PositioningActivation,
	id-PositioningDeactivation,
	id-PositioningInformationUpdate,
	id-E-CIDMeasurementInitiation,
	id-E-CIDMeasurementFailureIndication,
	id-E-CIDMeasurementReport,
	id-E-CIDMeasurementTermination,
	id-BroadcastContextSetup,
	id-BroadcastContextRelease,
	id-BroadcastContextReleaseRequest,
	id-BroadcastContextModification,
	id-BroadcastContextTransport,
	id-MulticastGroupPaging,
	id-MulticastContextSetup,
	id-MulticastContextRelease,
	id-MulticastContextReleaseRequest,
	id-MulticastContextModification,
	id-MulticastDistributionSetup,
	id-MulticastDistributionRelease,
	id-PDCMeasurementInitiation,
	id-PDCMeasurementInitiationRequest,
	id-PDCMeasurementInitiationResponse,
	id-PDCMeasurementInitiationFailure,
	id-PDCMeasurementTerminationCommand,
	id-PDCMeasurementFailureIndication,
	id-PDCMeasurementReport,
	id-pRSConfigurationExchange,
	id-measurementPreconfiguration,
	id-measurementActivation,
	id-QoEInformationTransfer,
	id-PosSystemInformationDeliveryCommand,
	id-MulticastContextNotification


FROM F1AP-Constants

	ProtocolIE-SingleContainer{},
	F1AP-PROTOCOL-IES

FROM F1AP-Containers;


-- **************************************************************
--
-- Interface Elementary Procedure Class
--
-- **************************************************************

F1AP-ELEMENTARY-PROCEDURE ::= CLASS {
	&InitiatingMessage				,
	&SuccessfulOutcome							OPTIONAL,
	&UnsuccessfulOutcome						OPTIONAL,
	&procedureCode				ProcedureCode 	UNIQUE,
	&criticality				Criticality 	DEFAULT ignore
}
WITH SYNTAX {
	INITIATING MESSAGE			&InitiatingMessage
	[SUCCESSFUL OUTCOME			&SuccessfulOutcome]
	[UNSUCCESSFUL OUTCOME		&UnsuccessfulOutcome]
	PROCEDURE CODE				&procedureCode
	[CRITICALITY				&criticality]
}

-- **************************************************************
--
-- Interface PDU Definition
--
-- **************************************************************

F1AP-PDU ::= CHOICE {
	initiatingMessage	InitiatingMessage,
	successfulOutcome	SuccessfulOutcome,
	unsuccessfulOutcome	UnsuccessfulOutcome, 
	choice-extension	ProtocolIE-SingleContainer { { F1AP-PDU-ExtIEs} }
}

F1AP-PDU-ExtIEs F1AP-PROTOCOL-IES ::= { -- this extension is not used
	...
}

InitiatingMessage ::= SEQUENCE {
	procedureCode	F1AP-ELEMENTARY-PROCEDURE.&procedureCode		({F1AP-ELEMENTARY-PROCEDURES}),
	criticality		F1AP-ELEMENTARY-PROCEDURE.&criticality			({F1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),
	value			F1AP-ELEMENTARY-PROCEDURE.&InitiatingMessage	({F1AP-ELEMENTARY-PROCEDURES}{@procedureCode})
}

SuccessfulOutcome ::= SEQUENCE {
	procedureCode	F1AP-ELEMENTARY-PROCEDURE.&procedureCode		({F1AP-ELEMENTARY-PROCEDURES}),
	criticality		F1AP-ELEMENTARY-PROCEDURE.&criticality			({F1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),
	value			F1AP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome	({F1AP-ELEMENTARY-PROCEDURES}{@procedureCode})
}

UnsuccessfulOutcome ::= SEQUENCE {
	procedureCode	F1AP-ELEMENTARY-PROCEDURE.&procedureCode		({F1AP-ELEMENTARY-PROCEDURES}),
	criticality		F1AP-ELEMENTARY-PROCEDURE.&criticality			({F1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),
	value			F1AP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome	({F1AP-ELEMENTARY-PROCEDURES}{@procedureCode})
}

-- **************************************************************
--
-- Interface Elementary Procedure List
--
-- **************************************************************

F1AP-ELEMENTARY-PROCEDURES F1AP-ELEMENTARY-PROCEDURE ::= {
	F1AP-ELEMENTARY-PROCEDURES-CLASS-1			|
	F1AP-ELEMENTARY-PROCEDURES-CLASS-2,	
	...
}


F1AP-ELEMENTARY-PROCEDURES-CLASS-1 F1AP-ELEMENTARY-PROCEDURE ::= {
	reset							|
	f1Setup							|
	gNBDUConfigurationUpdate		|
	gNBCUConfigurationUpdate		|
	uEContextSetup					|
	uEContextRelease				|
	uEContextModification			|
	uEContextModificationRequired	|
	writeReplaceWarning				|
	pWSCancel					|
	gNBDUResourceCoordination		|
	f1Removal						|
	bAPMappingConfiguration			|
	gNBDUResourceConfiguration		|
	iABTNLAddressAllocation			|
	iABUPConfigurationUpdate		|
	resourceStatusReportingInitiation	|
	positioningMeasurementExchange	|
	tRPInformationExchange			|
	positioningInformationExchange	|
	positioningActivation			|
	e-CIDMeasurementInitiation		|
	broadcastContextSetup			|
	broadcastContextRelease			|
	broadcastContextModification|
	broadcastContextTransport		|
	multicastContextSetup			|
	multicastContextRelease		|
	multicastContextModification	|
	multicastDistributionSetup		|
	multicastDistributionRelease	|
	pDCMeasurementInitiation		|
	pRSConfigurationExchange		|
	measurementPreconfiguration		|
	multicastContextNotification,
	...
}

F1AP-ELEMENTARY-PROCEDURES-CLASS-2 F1AP-ELEMENTARY-PROCEDURE ::= {	
	errorIndication							|
	uEContextReleaseRequest					|
	dLRRCMessageTransfer					|
	uLRRCMessageTransfer					|
	uEInactivityNotification				|
	privateMessage							|
	initialULRRCMessageTransfer				|
	systemInformationDelivery				|
	paging									|
	notify									|
	pWSRestartIndication					|
	pWSFailureIndication					|
	gNBDUStatusIndication					|
	rRCDeliveryReport						|
	networkAccessRateReduction				|
	traceStart								|
	deactivateTrace							|
	dUCURadioInformationTransfer			|
	cUDURadioInformationTransfer			|
	resourceStatusReporting					|
	accessAndMobilityIndication				|
	referenceTimeInformationReportingControl|
	referenceTimeInformationReport			|
	accessSuccess							|
	cellTrafficTrace						|
	positioningAssistanceInformationControl		|
	positioningAssistanceInformationFeedback	|
	positioningMeasurementReport				|
	positioningMeasurementAbort					|
	positioningMeasurementFailureIndication		|
	positioningMeasurementUpdate				|
	positioningDeactivation						|
	e-CIDMeasurementFailureIndication			|
	e-CIDMeasurementReport						|
	e-CIDMeasurementTermination					|
	positioningInformationUpdate				|
	multicastGroupPaging						|
	broadcastContextReleaseRequest				|
	multicastContextReleaseRequest				|
	pDCMeasurementReport						|
	pDCMeasurementTerminationCommand			|
	pDCMeasurementFailureIndication				|
	measurementActivation						|
	qoEInformationTransfer						|
	posSystemInformationDelivery,
	...
}
-- **************************************************************
--
-- Interface Elementary Procedures
--
-- **************************************************************

reset F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		Reset
	SUCCESSFUL OUTCOME		ResetAcknowledge
	PROCEDURE CODE			id-Reset
	CRITICALITY				reject
}

f1Setup F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		F1SetupRequest
	SUCCESSFUL OUTCOME		F1SetupResponse
	UNSUCCESSFUL OUTCOME	F1SetupFailure
	PROCEDURE CODE			id-F1Setup
	CRITICALITY				reject
}

gNBDUConfigurationUpdate F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		GNBDUConfigurationUpdate
	SUCCESSFUL OUTCOME		GNBDUConfigurationUpdateAcknowledge
	UNSUCCESSFUL OUTCOME	GNBDUConfigurationUpdateFailure
	PROCEDURE CODE			id-gNBDUConfigurationUpdate
	CRITICALITY				reject
}

gNBCUConfigurationUpdate F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		GNBCUConfigurationUpdate
	SUCCESSFUL OUTCOME		GNBCUConfigurationUpdateAcknowledge
	UNSUCCESSFUL OUTCOME	GNBCUConfigurationUpdateFailure
	PROCEDURE CODE			id-gNBCUConfigurationUpdate
	CRITICALITY				reject
}

uEContextSetup F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UEContextSetupRequest
	SUCCESSFUL OUTCOME		UEContextSetupResponse
	UNSUCCESSFUL OUTCOME	UEContextSetupFailure
	PROCEDURE CODE			id-UEContextSetup
	CRITICALITY				reject
}

uEContextRelease F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UEContextReleaseCommand
	SUCCESSFUL OUTCOME		UEContextReleaseComplete
	PROCEDURE CODE			id-UEContextRelease
	CRITICALITY				reject
}

uEContextModification F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UEContextModificationRequest
	SUCCESSFUL OUTCOME		UEContextModificationResponse
	UNSUCCESSFUL OUTCOME	UEContextModificationFailure
	PROCEDURE CODE			id-UEContextModification
	CRITICALITY				reject
}

uEContextModificationRequired F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UEContextModificationRequired
	SUCCESSFUL OUTCOME		UEContextModificationConfirm
	UNSUCCESSFUL OUTCOME	UEContextModificationRefuse
	PROCEDURE CODE			id-UEContextModificationRequired
	CRITICALITY				reject
}

writeReplaceWarning F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		WriteReplaceWarningRequest
	SUCCESSFUL OUTCOME		WriteReplaceWarningResponse
	PROCEDURE CODE			id-WriteReplaceWarning
	CRITICALITY				reject
}

pWSCancel F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PWSCancelRequest
	SUCCESSFUL OUTCOME		PWSCancelResponse
	PROCEDURE CODE			id-PWSCancel
	CRITICALITY				reject
}

errorIndication F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		ErrorIndication
	PROCEDURE CODE			id-ErrorIndication
	CRITICALITY				ignore
}

uEContextReleaseRequest F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UEContextReleaseRequest
	PROCEDURE CODE			id-UEContextReleaseRequest
	CRITICALITY				ignore
}


initialULRRCMessageTransfer F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		InitialULRRCMessageTransfer
	PROCEDURE CODE			id-InitialULRRCMessageTransfer
	CRITICALITY				ignore
}

dLRRCMessageTransfer F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		DLRRCMessageTransfer
	PROCEDURE CODE			id-DLRRCMessageTransfer
	CRITICALITY				ignore
}

uLRRCMessageTransfer F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		ULRRCMessageTransfer
	PROCEDURE CODE			id-ULRRCMessageTransfer
	CRITICALITY				ignore
}


uEInactivityNotification  F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		UEInactivityNotification
	PROCEDURE CODE			id-UEInactivityNotification
	CRITICALITY				ignore
}

gNBDUResourceCoordination F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		GNBDUResourceCoordinationRequest
	SUCCESSFUL OUTCOME		GNBDUResourceCoordinationResponse
	PROCEDURE CODE			id-GNBDUResourceCoordination
	CRITICALITY				reject
}

privateMessage F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PrivateMessage
	PROCEDURE CODE			id-privateMessage
	CRITICALITY				ignore
}

systemInformationDelivery F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		SystemInformationDeliveryCommand
	PROCEDURE CODE			id-SystemInformationDeliveryCommand
	CRITICALITY				ignore
}


paging F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		Paging
	PROCEDURE CODE			id-Paging
	CRITICALITY				ignore
}

notify F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		Notify
	PROCEDURE CODE			id-Notify
	CRITICALITY				ignore
}

networkAccessRateReduction F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		NetworkAccessRateReduction
	PROCEDURE CODE			id-NetworkAccessRateReduction
	CRITICALITY				ignore
}


pWSRestartIndication F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PWSRestartIndication
	PROCEDURE CODE			id-PWSRestartIndication
	CRITICALITY				ignore
}

pWSFailureIndication F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PWSFailureIndication
	PROCEDURE CODE			id-PWSFailureIndication
	CRITICALITY				ignore
}

gNBDUStatusIndication 	F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		GNBDUStatusIndication
	PROCEDURE CODE			id-GNBDUStatusIndication
	CRITICALITY				ignore
}


rRCDeliveryReport F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		RRCDeliveryReport
	PROCEDURE CODE			id-RRCDeliveryReport
	CRITICALITY				ignore
}

f1Removal F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		F1RemovalRequest
	SUCCESSFUL OUTCOME		F1RemovalResponse
	UNSUCCESSFUL OUTCOME	F1RemovalFailure
	PROCEDURE CODE			id-F1Removal
	CRITICALITY				reject
}

traceStart F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		TraceStart
	PROCEDURE CODE			id-TraceStart
	CRITICALITY				ignore
}

deactivateTrace F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		DeactivateTrace
	PROCEDURE CODE			id-DeactivateTrace
	CRITICALITY				ignore
}

dUCURadioInformationTransfer F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		DUCURadioInformationTransfer
	PROCEDURE CODE			id-DUCURadioInformationTransfer
	CRITICALITY				ignore
}

cUDURadioInformationTransfer F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		CUDURadioInformationTransfer
	PROCEDURE CODE			id-CUDURadioInformationTransfer
	CRITICALITY				ignore
}

bAPMappingConfiguration F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		BAPMappingConfiguration
	SUCCESSFUL OUTCOME		BAPMappingConfigurationAcknowledge
	UNSUCCESSFUL OUTCOME	BAPMappingConfigurationFailure
	PROCEDURE CODE			id-BAPMappingConfiguration
	CRITICALITY				reject
}

gNBDUResourceConfiguration F1AP-ELEMENTARY-PROCEDURE ::= { 
	INITIATING MESSAGE		GNBDUResourceConfiguration
	SUCCESSFUL OUTCOME		GNBDUResourceConfigurationAcknowledge
	UNSUCCESSFUL OUTCOME	GNBDUResourceConfigurationFailure
	PROCEDURE CODE			id-GNBDUResourceConfiguration
	CRITICALITY				reject
}

iABTNLAddressAllocation F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		IABTNLAddressRequest
	SUCCESSFUL OUTCOME		IABTNLAddressResponse
	UNSUCCESSFUL OUTCOME	IABTNLAddressFailure
	PROCEDURE CODE			id-IABTNLAddressAllocation
	CRITICALITY				reject
}

iABUPConfigurationUpdate F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		IABUPConfigurationUpdateRequest
	SUCCESSFUL OUTCOME		IABUPConfigurationUpdateResponse
	UNSUCCESSFUL OUTCOME	IABUPConfigurationUpdateFailure
	PROCEDURE CODE			id-IABUPConfigurationUpdate
	CRITICALITY				reject
}

resourceStatusReportingInitiation F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		ResourceStatusRequest
	SUCCESSFUL OUTCOME		ResourceStatusResponse
	UNSUCCESSFUL OUTCOME	ResourceStatusFailure
	PROCEDURE CODE			id-resourceStatusReportingInitiation
	CRITICALITY				reject
}

resourceStatusReporting F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		ResourceStatusUpdate
	PROCEDURE CODE			id-resourceStatusReporting
	CRITICALITY				ignore
}

accessAndMobilityIndication F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		AccessAndMobilityIndication
	PROCEDURE CODE			id-accessAndMobilityIndication
	CRITICALITY				ignore
}

referenceTimeInformationReportingControl F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		ReferenceTimeInformationReportingControl
	PROCEDURE CODE			id-ReferenceTimeInformationReportingControl
	CRITICALITY				ignore
}

referenceTimeInformationReport F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		ReferenceTimeInformationReport
	PROCEDURE CODE			id-ReferenceTimeInformationReport
	CRITICALITY				ignore
}

accessSuccess F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		AccessSuccess
	PROCEDURE CODE			id-accessSuccess
	CRITICALITY				ignore
}

cellTrafficTrace F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		CellTrafficTrace
	PROCEDURE CODE			id-cellTrafficTrace
	CRITICALITY				ignore
}

positioningAssistanceInformationControl F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningAssistanceInformationControl
	PROCEDURE CODE			id-PositioningAssistanceInformationControl
	CRITICALITY				ignore
}

positioningAssistanceInformationFeedback F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningAssistanceInformationFeedback
	PROCEDURE CODE			id-PositioningAssistanceInformationFeedback
	CRITICALITY				ignore
}

positioningMeasurementExchange F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningMeasurementRequest
	SUCCESSFUL OUTCOME		PositioningMeasurementResponse
	UNSUCCESSFUL OUTCOME	PositioningMeasurementFailure
	PROCEDURE CODE			id-PositioningMeasurementExchange
	CRITICALITY				reject
}

positioningMeasurementReport F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningMeasurementReport
	PROCEDURE CODE			id-PositioningMeasurementReport
	CRITICALITY				ignore
}

positioningMeasurementAbort F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningMeasurementAbort
	PROCEDURE CODE			id-PositioningMeasurementAbort
	CRITICALITY				ignore
}

positioningMeasurementFailureIndication F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningMeasurementFailureIndication
	PROCEDURE CODE			id-PositioningMeasurementFailureIndication
	CRITICALITY				ignore
}

positioningMeasurementUpdate F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningMeasurementUpdate
	PROCEDURE CODE			id-PositioningMeasurementUpdate
	CRITICALITY				ignore
}


tRPInformationExchange F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		TRPInformationRequest
	SUCCESSFUL OUTCOME		TRPInformationResponse
	UNSUCCESSFUL OUTCOME	TRPInformationFailure
	PROCEDURE CODE			id-TRPInformationExchange
	CRITICALITY				reject
}

positioningInformationExchange F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningInformationRequest
	SUCCESSFUL OUTCOME		PositioningInformationResponse
	UNSUCCESSFUL OUTCOME	PositioningInformationFailure
	PROCEDURE CODE			id-PositioningInformationExchange
	CRITICALITY				reject
}

positioningActivation F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningActivationRequest
	SUCCESSFUL OUTCOME		PositioningActivationResponse
	UNSUCCESSFUL OUTCOME	PositioningActivationFailure
	PROCEDURE CODE			id-PositioningActivation
	CRITICALITY				reject
}

positioningDeactivation F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningDeactivation
	PROCEDURE CODE			id-PositioningDeactivation
	CRITICALITY				ignore
}

e-CIDMeasurementInitiation F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		E-CIDMeasurementInitiationRequest
	SUCCESSFUL OUTCOME		E-CIDMeasurementInitiationResponse
	UNSUCCESSFUL OUTCOME	E-CIDMeasurementInitiationFailure
	PROCEDURE CODE			id-E-CIDMeasurementInitiation
	CRITICALITY				reject
}

e-CIDMeasurementFailureIndication F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		E-CIDMeasurementFailureIndication
	PROCEDURE CODE			id-E-CIDMeasurementFailureIndication
	CRITICALITY				ignore
}

e-CIDMeasurementReport F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		E-CIDMeasurementReport
	PROCEDURE CODE			id-E-CIDMeasurementReport
	CRITICALITY				ignore
}

e-CIDMeasurementTermination F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		E-CIDMeasurementTerminationCommand
	PROCEDURE CODE			id-E-CIDMeasurementTermination
	CRITICALITY				ignore
}

positioningInformationUpdate F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningInformationUpdate
	PROCEDURE CODE			id-PositioningInformationUpdate
	CRITICALITY				ignore
}

broadcastContextSetup F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		BroadcastContextSetupRequest
	SUCCESSFUL OUTCOME		BroadcastContextSetupResponse
	UNSUCCESSFUL OUTCOME	BroadcastContextSetupFailure
	PROCEDURE CODE			id-BroadcastContextSetup
	CRITICALITY				reject
}

broadcastContextRelease F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		BroadcastContextReleaseCommand
	SUCCESSFUL OUTCOME		BroadcastContextReleaseComplete
	PROCEDURE CODE			id-BroadcastContextRelease
	CRITICALITY				reject
}

broadcastContextReleaseRequest F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		BroadcastContextReleaseRequest
	PROCEDURE CODE			id-BroadcastContextReleaseRequest
	CRITICALITY				reject
}

broadcastContextModification F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		BroadcastContextModificationRequest
	SUCCESSFUL OUTCOME		BroadcastContextModificationResponse
	UNSUCCESSFUL OUTCOME	BroadcastContextModificationFailure
	PROCEDURE CODE			id-BroadcastContextModification
	CRITICALITY				reject
}


broadcastContextTransport NGAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		BroadcastContextTransportRequest
	SUCCESSFUL OUTCOME		BroadcastContextTransportResponse
	UNSUCCESSFUL OUTCOME	BroadcastContextTransportFailure
	PROCEDURE CODE			id-BroadcastContextTransport
	CRITICALITY				reject
}

multicastGroupPaging F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MulticastGroupPaging
	PROCEDURE CODE			id-MulticastGroupPaging
	CRITICALITY				ignore
}


multicastContextSetup F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MulticastContextSetupRequest
	SUCCESSFUL OUTCOME		MulticastContextSetupResponse
	UNSUCCESSFUL OUTCOME	MulticastContextSetupFailure
	PROCEDURE CODE			id-MulticastContextSetup
	CRITICALITY				reject
}

multicastContextRelease F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MulticastContextReleaseCommand
	SUCCESSFUL OUTCOME		MulticastContextReleaseComplete
	PROCEDURE CODE			id-MulticastContextRelease
	CRITICALITY				reject
}

multicastContextReleaseRequest F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MulticastContextReleaseRequest
	PROCEDURE CODE			id-MulticastContextReleaseRequest
	CRITICALITY				reject
}

multicastContextModification F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MulticastContextModificationRequest
	SUCCESSFUL OUTCOME		MulticastContextModificationResponse
	UNSUCCESSFUL OUTCOME	MulticastContextModificationFailure
	PROCEDURE CODE			id-MulticastContextModification
	CRITICALITY				reject
}

multicastDistributionSetup F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MulticastDistributionSetupRequest
	SUCCESSFUL OUTCOME		MulticastDistributionSetupResponse
	UNSUCCESSFUL OUTCOME	MulticastDistributionSetupFailure
	PROCEDURE CODE			id-MulticastDistributionSetup
	CRITICALITY				reject
}

multicastDistributionRelease F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MulticastDistributionReleaseCommand
	SUCCESSFUL OUTCOME		MulticastDistributionReleaseComplete
	PROCEDURE CODE			id-MulticastDistributionRelease
	CRITICALITY				reject
}


pDCMeasurementInitiation F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PDCMeasurementInitiationRequest
	SUCCESSFUL OUTCOME		PDCMeasurementInitiationResponse
	UNSUCCESSFUL OUTCOME	PDCMeasurementInitiationFailure
	PROCEDURE CODE			id-PDCMeasurementInitiation
	CRITICALITY				reject
}

pDCMeasurementReport F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PDCMeasurementReport
	PROCEDURE CODE			id-PDCMeasurementReport
	CRITICALITY				ignore
}

pDCMeasurementTerminationCommand F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PDCMeasurementTerminationCommand
	PROCEDURE CODE			id-PDCMeasurementTerminationCommand
	CRITICALITY				ignore
}

pDCMeasurementFailureIndication F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PDCMeasurementFailureIndication
	PROCEDURE CODE			id-PDCMeasurementFailureIndication
	CRITICALITY				ignore
}

pRSConfigurationExchange F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PRSConfigurationRequest
	SUCCESSFUL OUTCOME		PRSConfigurationResponse
	UNSUCCESSFUL OUTCOME	PRSConfigurationFailure
	PROCEDURE CODE			id-pRSConfigurationExchange
	CRITICALITY				reject
}

measurementPreconfiguration F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MeasurementPreconfigurationRequired
	SUCCESSFUL OUTCOME		MeasurementPreconfigurationConfirm
	UNSUCCESSFUL OUTCOME	MeasurementPreconfigurationRefuse
	PROCEDURE CODE			id-measurementPreconfiguration
	CRITICALITY				reject
}
 

measurementActivation		F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MeasurementActivation
	PROCEDURE CODE			id-measurementActivation
	CRITICALITY				ignore
}

qoEInformationTransfer F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		QoEInformationTransfer
	PROCEDURE CODE			id-QoEInformationTransfer 
	CRITICALITY				ignore
}

posSystemInformationDelivery F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PosSystemInformationDeliveryCommand
	PROCEDURE CODE			id-PosSystemInformationDeliveryCommand
	CRITICALITY				ignore
}

multicastContextNotification F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MulticastContextNotificationIndication
	SUCCESSFUL OUTCOME		MulticastContextNotificationConfirm
	UNSUCCESSFUL OUTCOME	MulticastContextNotificationRefuse
	PROCEDURE CODE			id-MulticastContextNotification
	CRITICALITY				reject
}

END
-- ASN1STOP 

[bookmark: _Toc146227003]9.4.4	PDU Definitions
[bookmark: _Hlk120261233]-- ASN1START 
-- **************************************************************
--
-- PDU definitions for F1AP.
--
-- **************************************************************

F1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	AssociatedSessionID,
	BroadcastMRBs-FailedToBeModified-Item,
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	NRPCI,
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	RRCContainer-RRCSetupComplete,
	RRCReconfigurationCompleteIndicator,
	SCellIndex,
	SCell-ToBeRemoved-Item,
	SCell-ToBeSetup-Item,
	SCell-ToBeSetupMod-Item,
	SCell-FailedtoSetup-Item,
	SCell-FailedtoSetupMod-Item, 
	ServCellIndex,
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	Served-Cells-To-Add-Item,
	Served-Cells-To-Delete-Item,
	Served-Cells-To-Modify-Item,
	ServingCellMO,
	SNSSAI,
	SRBID,
	SRBs-FailedToBeSetup-Item,
	SRBs-FailedToBeSetupMod-Item,
	SRBs-Required-ToBeReleased-Item,
	SRBs-ToBeReleased-Item,
	SRBs-ToBeSetup-Item,
	SRBs-ToBeSetupMod-Item,
	SRBs-Modified-Item,
	SRBs-Setup-Item,
	SRBs-SetupMod-Item,
	TimeToWait,
	TransactionID,
	TransmissionActionIndicator,
	UE-associatedLogicalF1-ConnectionItem,
	UEIdentity-List-For-Paging-Item,
	DUtoCURRCContainer,
	PagingCell-Item, 
	SItype-List,
	UEIdentityIndexValue,
	GNB-CU-TNL-Association-Setup-Item,
	GNB-CU-TNL-Association-Failed-To-Setup-Item,
	GNB-CU-TNL-Association-To-Add-Item,
	GNB-CU-TNL-Association-To-Remove-Item,
	GNB-CU-TNL-Association-To-Update-Item,
	MaskedIMEISV,
	PagingDRX,
	PagingPriority,
	PagingIdentity,
	Cells-to-be-Barred-Item,
	PWSSystemInformation,
	Broadcast-To-Be-Cancelled-Item,
	Cells-Broadcast-Cancelled-Item,
	NR-CGI-List-For-Restart-Item,
	PWS-Failed-NR-CGI-Item,
	RepetitionPeriod,
	NumberofBroadcastRequest,
	Cells-To-Be-Broadcast-Item,
	Cells-Broadcast-Completed-Item,
	Cancel-all-Warning-Messages-Indicator,
	EUTRA-NR-CellResourceCoordinationReq-Container,
	EUTRA-NR-CellResourceCoordinationReqAck-Container,
	RequestType,
	PLMN-Identity,
	RLCFailureIndication, 
	UplinkTxDirectCurrentListInformation,
	SULAccessIndication,
	Protected-EUTRA-Resources-Item,
	GNB-DUConfigurationQuery,
	BitRate,
	RRC-Version,
	GNBDUOverloadInformation,
	RRCDeliveryStatusRequest,
	NeedforGap,
	RRCDeliveryStatus,
	ResourceCoordinationTransferInformation,
	Dedicated-SIDelivery-NeededUE-Item,
	Associated-SCell-Item,
	IgnoreResourceCoordinationContainer,
	PagingOrigin,
	UAC-Assistance-Info,
	RANUEID,
	GNB-DU-TNL-Association-To-Remove-Item,
	NotificationInformation,
	TraceActivation,
	TraceID,
	Neighbour-Cell-Information-Item,
	SymbolAllocInSlot,
	NumDLULSymbols,
	AdditionalRRMPriorityIndex,
	DUCURadioInformationType,
	CUDURadioInformationType,
	Transport-Layer-Address-Info,
	BHChannels-ToBeSetup-Item,
	BHChannels-Setup-Item,
	BHChannels-FailedToBeSetup-Item,
	BHChannels-ToBeModified-Item,
	BHChannels-ToBeReleased-Item,
	BHChannels-ToBeSetupMod-Item,
	BHChannels-FailedToBeModified-Item,
	BHChannels-FailedToBeSetupMod-Item,
	BHChannels-Modified-Item,
	BHChannels-SetupMod-Item,
	BHChannels-Required-ToBeReleased-Item,
	BAPAddress,
	BAPPathID,
	BAPRoutingID,
	BH-Routing-Information-Added-List-Item,
	BH-Routing-Information-Removed-List-Item,
	Child-Nodes-List,
	Child-Nodes-List-Item,
	Child-Node-Cells-List,
	Child-Node-Cells-List-Item,
	Activated-Cells-to-be-Updated-List,
	Activated-Cells-to-be-Updated-List-Item,
	UL-BH-Non-UP-Traffic-Mapping,
	IABTNLAddressesRequested,
	IABIPv6RequestType,
	IAB-TNL-Addresses-To-Remove-Item,
	IABTNLAddress,
	IAB-Allocated-TNL-Address-Item,
	IABv4AddressesRequested,
	TrafficMappingInfo,
	UL-UP-TNL-Information-to-Update-List-Item,
	UL-UP-TNL-Address-to-Update-List-Item,
	DL-UP-TNL-Address-to-Update-List-Item,
	NRV2XServicesAuthorized,
	LTEV2XServicesAuthorized,
	NRUESidelinkAggregateMaximumBitrate,
	LTEUESidelinkAggregateMaximumBitrate,
	SLDRBs-SetupMod-Item,
	SLDRBs-ModifiedConf-Item,
	SLDRBID,
	SLDRBs-FailedToBeModified-Item,
	SLDRBs-FailedToBeSetup-Item,
	SLDRBs-FailedToBeSetupMod-Item,
	SLDRBs-Modified-Item,
	SLDRBs-Required-ToBeModified-Item,
	SLDRBs-Required-ToBeReleased-Item,
	SLDRBs-Setup-Item,
	SLDRBs-ToBeModified-Item,
	SLDRBs-ToBeReleased-Item,
	SLDRBs-ToBeSetup-Item,
	SLDRBs-ToBeSetupMod-Item,
	GNBCUMeasurementID,
	GNBDUMeasurementID,
	RegistrationRequest,
	ReportCharacteristics,
	CellToReportList,
	HardwareLoadIndicator,
	CellMeasurementResultList,
	ReportingPeriodicity,
	TNLCapacityIndicator,
	RACHReportInformationList,
	RLFReportInformationList,
	ReportingRequestType,
	TimeReferenceInformation,
	ConditionalInterDUMobilityInformation,
	ConditionalIntraDUMobilityInformation,
	TargetCellList,
	MDTPLMNList,
	PrivacyIndicator,
	TransportLayerAddress,
	URI-address,
	NID,
	PosAssistance-Information,
	PosBroadcast,
	PositioningBroadcastCells,
	RoutingID,
	PosAssistanceInformationFailureList,
	PosMeasurementQuantities,
	PosMeasurementResultList,
	PosReportCharacteristics,
	TRPInformationTypeItem,
	TRPInformationItem,
	LMF-MeasurementID,
	RAN-MeasurementID,
	SDT-Termination-Request,
	SRSResourceSetID,
	SpatialRelationInfo,
	SRSResourceTrigger,
	SRSConfiguration,
	TRPList,
	E-CID-MeasurementQuantities,
	MeasurementPeriodicity,
	E-CID-MeasurementResult,
	Cell-Portion-ID,
	LMF-UE-MeasurementID,
	RAN-UE-MeasurementID,
	RelativeTime1900,
	SystemFrameNumber,
	SlotNumber,
	AbortTransmission,
	TRP-MeasurementRequestList,
	MeasurementBeamInfoRequest,
	E-CID-ReportCharacteristics,
	Extended-GNB-CU-Name,
	Extended-GNB-DU-Name,
	F1CTransferPath,
	SCGIndicator,
	SpatialRelationPerSRSResource,
	MeasurementPeriodicityExtended,
	SuccessfulHOReportInformationList,
	Coverage-Modification-Notification,
	CCO-Assistance-Information,
	CellsForSON-List,
	IABCongestionIndication,
	IABConditionalRRCMessageDeliveryIndication,
	F1CTransferPathNRDC,
	BufferSizeThresh,
	IAB-TNL-Addresses-Exception,
	BAP-Header-Rewriting-Added-List-Item,
	Re-routingEnableIndicator,
	NonF1terminatingTopologyIndicator,
	EgressNonF1terminatingTopologyIndicator, 
	IngressNonF1terminatingTopologyIndicator,
	Neighbour-Node-Cells-List,
	Neighbour-Node-Cells-List-Item,
	NA-Resource-Configuration-List,
	NA-Resource-Configuration-Item,
	Serving-Cells-List,
	Serving-Cells-List-Item,
	RBSetConfiguration,
	PDCMeasurementPeriodicity,
	PDCMeasurementQuantities,
	PDCMeasurementResult,
	PDCReportType,
	RAN-UE-PDC-MeasID,
	SCGActivationRequest,
	SCGActivationStatus,
	TRP-MeasurementUpdateList,
	PRSTRPList,
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	TRP-PRS-Info-List,
	PRS-Measurement-Info-List,
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	UEReportingInformation,
	PosConextRevIndication,
	NRRedCapUEIndication,
	NRPagingeDRXInformation,
	NRPagingeDRXInformationforRRCINACTIVE,
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	CG-SDTQueryIndication,
	CG-SDTKeptIndicator,
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	UuRLCChannelSetupList,
	UuRLCChannelFailedToBeSetupList,
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	PosSItypeList,
	DAPS-HO-Status,
	UuRLCChannelID,
	UplinkTxDirectCurrentTwoCarrierListInfo,
	SRSPosRRCInactiveQueryIndication,
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FROM F1AP-Constants;


-- **************************************************************
--
-- RESET ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Reset
--
-- **************************************************************

Reset ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {ResetIEs} },
	...
}

ResetIEs F1AP-PROTOCOL-IES ::= { 
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-ResetType					CRITICALITY reject	TYPE ResetType					PRESENCE mandatory	},
	...
}

ResetType ::= CHOICE {
	f1-Interface					ResetAll,
	partOfF1-Interface				UE-associatedLogicalF1-ConnectionListRes, 
	choice-extension				ProtocolIE-SingleContainer { { ResetType-ExtIEs} }
}

ResetType-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}


ResetAll ::= ENUMERATED {
	reset-all,
	...
}

UE-associatedLogicalF1-ConnectionListRes ::= SEQUENCE (SIZE(1.. maxnoofIndividualF1ConnectionsToReset)) OF ProtocolIE-SingleContainer { { UE-associatedLogicalF1-ConnectionItemRes } }

UE-associatedLogicalF1-ConnectionItemRes F1AP-PROTOCOL-IES ::= {
	{ ID id-UE-associatedLogicalF1-ConnectionItem	CRITICALITY reject	TYPE UE-associatedLogicalF1-ConnectionItem	PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- Reset Acknowledge
--
-- **************************************************************

ResetAcknowledge ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {ResetAcknowledgeIEs} },
	...
}

ResetAcknowledgeIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID									CRITICALITY reject	TYPE TransactionID													PRESENCE mandatory	}|
	{ ID id-UE-associatedLogicalF1-ConnectionListResAck		CRITICALITY ignore	TYPE UE-associatedLogicalF1-ConnectionListResAck			PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional	},
	...
}

UE-associatedLogicalF1-ConnectionListResAck ::= SEQUENCE (SIZE(1.. maxnoofIndividualF1ConnectionsToReset)) OF ProtocolIE-SingleContainer { { UE-associatedLogicalF1-ConnectionItemResAck } }

UE-associatedLogicalF1-ConnectionItemResAck 	F1AP-PROTOCOL-IES ::= {
	{ ID id-UE-associatedLogicalF1-ConnectionItem	 CRITICALITY ignore 	TYPE UE-associatedLogicalF1-ConnectionItem  	PRESENCE mandatory },
	...
}

-- **************************************************************
--
-- ERROR INDICATION ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Error Indication
--
-- **************************************************************

ErrorIndication ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ErrorIndicationIEs}},
	...
}

ErrorIndicationIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory}|
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY ignore	TYPE GNB-CU-UE-F1AP-ID			PRESENCE optional	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY ignore	TYPE GNB-DU-UE-F1AP-ID			PRESENCE optional	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	},
	...
}

-- **************************************************************
--
-- F1 SETUP ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- F1 Setup Request
--
-- **************************************************************

F1SetupRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {F1SetupRequestIEs} },
	...
}

F1SetupRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID						PRESENCE mandatory	}|
	{ ID id-gNB-DU-ID						CRITICALITY reject	TYPE GNB-DU-ID							PRESENCE mandatory	}|
	{ ID id-gNB-DU-Name						CRITICALITY ignore	TYPE GNB-DU-Name						PRESENCE optional	}|
	{ ID id-gNB-DU-Served-Cells-List		CRITICALITY reject	TYPE GNB-DU-Served-Cells-List			PRESENCE optional	}|
	{ ID id-GNB-DU-RRC-Version				CRITICALITY reject	TYPE RRC-Version						PRESENCE mandatory	}|
	{ ID id-Transport-Layer-Address-Info	CRITICALITY ignore	TYPE Transport-Layer-Address-Info		PRESENCE optional	}|
	{ ID id-BAPAddress						CRITICALITY ignore	TYPE BAPAddress							PRESENCE optional	}|
	{ ID id-Extended-GNB-DU-Name			CRITICALITY ignore	TYPE Extended-GNB-DU-Name				PRESENCE optional	},
	...
} 


GNB-DU-Served-Cells-List 	::= SEQUENCE (SIZE(1.. maxCellingNBDU)) OF ProtocolIE-SingleContainer { { GNB-DU-Served-Cells-ItemIEs } }

GNB-DU-Served-Cells-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-GNB-DU-Served-Cells-Item		CRITICALITY reject	TYPE		GNB-DU-Served-Cells-Item	PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- F1 Setup Response
--
-- **************************************************************

F1SetupResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {F1SetupResponseIEs} },
	...
}


F1SetupResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID						PRESENCE mandatory	}|
	{ ID id-gNB-CU-Name						CRITICALITY ignore	TYPE GNB-CU-Name						PRESENCE optional	}|
	{ ID id-Cells-to-be-Activated-List		CRITICALITY reject	TYPE Cells-to-be-Activated-List			PRESENCE optional	}|
	{ ID id-GNB-CU-RRC-Version				CRITICALITY reject	TYPE RRC-Version						PRESENCE mandatory	}|
	{ ID id-Transport-Layer-Address-Info	CRITICALITY ignore	TYPE Transport-Layer-Address-Info		PRESENCE optional	}|
	{ ID id-UL-BH-Non-UP-Traffic-Mapping	CRITICALITY reject	TYPE UL-BH-Non-UP-Traffic-Mapping		PRESENCE optional	}|
	{ ID id-BAPAddress						CRITICALITY ignore	TYPE BAPAddress							PRESENCE optional	}|
	{ ID id-Extended-GNB-CU-Name			CRITICALITY ignore	TYPE Extended-GNB-CU-Name				PRESENCE optional	},
	...
}


Cells-to-be-Activated-List	::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Cells-to-be-Activated-List-ItemIEs } }

Cells-to-be-Activated-List-ItemIEs	F1AP-PROTOCOL-IES::= {
	{ ID id-Cells-to-be-Activated-List-Item				CRITICALITY reject	TYPE Cells-to-be-Activated-List-Item						PRESENCE mandatory},
	...
}



-- **************************************************************
--
-- F1 Setup Failure
--
-- **************************************************************

F1SetupFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {F1SetupFailureIEs} },
	...
}

F1SetupFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-TimeToWait					CRITICALITY ignore	TYPE TimeToWait					PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	},
	...
}


-- **************************************************************
--
-- GNB-DU CONFIGURATION UPDATE ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- GNB-DU CONFIGURATION UPDATE
--
-- **************************************************************

GNBDUConfigurationUpdate::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {GNBDUConfigurationUpdateIEs} },
	...
}

GNBDUConfigurationUpdateIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID							CRITICALITY reject	TYPE TransactionID												PRESENCE mandatory	}|
	{ ID id-Served-Cells-To-Add-List				CRITICALITY reject	TYPE Served-Cells-To-Add-List								PRESENCE optional	}|
	{ ID id-Served-Cells-To-Modify-List				CRITICALITY reject	TYPE Served-Cells-To-Modify-List							PRESENCE optional	}|
	{ ID id-Served-Cells-To-Delete-List				CRITICALITY reject	TYPE Served-Cells-To-Delete-List							PRESENCE optional	}|
	{ ID id-Cells-Status-List						CRITICALITY reject	TYPE Cells-Status-List											PRESENCE optional	}|
	{ ID id-Dedicated-SIDelivery-NeededUE-List		CRITICALITY ignore	TYPE Dedicated-SIDelivery-NeededUE-List					PRESENCE optional	}|
	{ ID id-gNB-DU-ID								CRITICALITY reject	TYPE GNB-DU-ID													PRESENCE optional	}|
	{ ID id-GNB-DU-TNL-Association-To-Remove-List	CRITICALITY reject	TYPE GNB-DU-TNL-Association-To-Remove-List				PRESENCE optional	}|
	{ ID id-Transport-Layer-Address-Info			CRITICALITY ignore	TYPE Transport-Layer-Address-Info							PRESENCE optional	}|
	{ ID id-Coverage-Modification-Notification		CRITICALITY ignore	TYPE Coverage-Modification-Notification					PRESENCE optional	}|
	{ ID id-gNB-DU-Name								CRITICALITY ignore	TYPE GNB-DU-Name												PRESENCE optional	}|
	{ ID id-Extended-GNB-DU-Name					CRITICALITY ignore	TYPE Extended-GNB-DU-Name										PRESENCE optional	},
	...
} 

Served-Cells-To-Add-List		::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Served-Cells-To-Add-ItemIEs } }
Served-Cells-To-Modify-List	::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Served-Cells-To-Modify-ItemIEs } }
Served-Cells-To-Delete-List	::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Served-Cells-To-Delete-ItemIEs } }
Cells-Status-List	::= SEQUENCE (SIZE(0.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Cells-Status-ItemIEs } }

Dedicated-SIDelivery-NeededUE-List::= SEQUENCE (SIZE(1.. maxnoofUEIDs))	OF ProtocolIE-SingleContainer { { Dedicated-SIDelivery-NeededUE-ItemIEs } }

GNB-DU-TNL-Association-To-Remove-List	::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))	OF ProtocolIE-SingleContainer { { GNB-DU-TNL-Association-To-Remove-ItemIEs } }


Served-Cells-To-Add-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Served-Cells-To-Add-Item		CRITICALITY reject	TYPE	Served-Cells-To-Add-Item				PRESENCE mandatory	},
	...
}

Served-Cells-To-Modify-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Served-Cells-To-Modify-Item			CRITICALITY reject	TYPE		Served-Cells-To-Modify-Item							PRESENCE mandatory	},
	...
}

Served-Cells-To-Delete-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Served-Cells-To-Delete-Item				CRITICALITY reject	TYPE		Served-Cells-To-Delete-Item					PRESENCE mandatory	},
	...
}

Cells-Status-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Cells-Status-Item				CRITICALITY reject	TYPE		Cells-Status-Item					PRESENCE mandatory	},
	...
}

Dedicated-SIDelivery-NeededUE-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Dedicated-SIDelivery-NeededUE-Item		CRITICALITY ignore	TYPE	Dedicated-SIDelivery-NeededUE-Item				PRESENCE mandatory	},
	...
} 

GNB-DU-TNL-Association-To-Remove-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-GNB-DU-TNL-Association-To-Remove-Item		CRITICALITY reject	TYPE	 GNB-DU-TNL-Association-To-Remove-Item			PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE
--
-- **************************************************************

GNBDUConfigurationUpdateAcknowledge ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {GNBDUConfigurationUpdateAcknowledgeIEs} },
	...
}


GNBDUConfigurationUpdateAcknowledgeIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID						CRITICALITY reject	TYPE TransactionID								PRESENCE mandatory	}|
	{ ID id-Cells-to-be-Activated-List			CRITICALITY reject	TYPE Cells-to-be-Activated-List				PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional	}|
	{ ID id-Cells-to-be-Deactivated-List		CRITICALITY reject	TYPE Cells-to-be-Deactivated-List			PRESENCE optional	}|
	{ ID id-Transport-Layer-Address-Info		CRITICALITY ignore	TYPE Transport-Layer-Address-Info			PRESENCE optional	}|
	{ ID id-UL-BH-Non-UP-Traffic-Mapping		CRITICALITY reject	TYPE UL-BH-Non-UP-Traffic-Mapping			PRESENCE optional	}|
	{ ID id-BAPAddress							CRITICALITY ignore  TYPE BAPAddress									PRESENCE optional }|
	{ ID id-CellsForSON-List					CRITICALITY ignore  TYPE CellsForSON-List							PRESENCE optional	},
	...
}

-- **************************************************************
--
-- GNB-DU CONFIGURATION UPDATE FAILURE
--
-- **************************************************************

GNBDUConfigurationUpdateFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {GNBDUConfigurationUpdateFailureIEs} },
	...
}

GNBDUConfigurationUpdateFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-TimeToWait					CRITICALITY ignore	TYPE TimeToWait					PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	},
	...
}

-- **************************************************************
--
-- GNB-CU CONFIGURATION UPDATE ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- GNB-CU CONFIGURATION UPDATE
--
-- **************************************************************

GNBCUConfigurationUpdate ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { GNBCUConfigurationUpdateIEs} },
	...
}

GNBCUConfigurationUpdateIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID							CRITICALITY reject	TYPE	TransactionID											PRESENCE mandatory	}|
	{ ID id-Cells-to-be-Activated-List				CRITICALITY reject	TYPE	Cells-to-be-Activated-List							PRESENCE optional	}|
	{ ID id-Cells-to-be-Deactivated-List			CRITICALITY reject	TYPE	Cells-to-be-Deactivated-List						PRESENCE optional	}|
	{ ID id-GNB-CU-TNL-Association-To-Add-List		CRITICALITY ignore	TYPE	GNB-CU-TNL-Association-To-Add-List				PRESENCE optional	}|
	{ ID id-GNB-CU-TNL-Association-To-Remove-List	CRITICALITY ignore	TYPE	GNB-CU-TNL-Association-To-Remove-List			PRESENCE optional	}|
	{ ID id-GNB-CU-TNL-Association-To-Update-List	CRITICALITY ignore	TYPE	GNB-CU-TNL-Association-To-Update-List			PRESENCE optional	}|
	{ ID id-Cells-to-be-Barred-List					CRITICALITY ignore	TYPE	Cells-to-be-Barred-List								PRESENCE optional	}|
	{ ID id-Protected-EUTRA-Resources-List			CRITICALITY reject	TYPE	Protected-EUTRA-Resources-List					PRESENCE optional	}|
	{ ID id-Neighbour-Cell-Information-List			CRITICALITY ignore	TYPE	Neighbour-Cell-Information-List					PRESENCE optional	}|
	{ ID id-Transport-Layer-Address-Info			CRITICALITY ignore	TYPE	Transport-Layer-Address-Info						PRESENCE optional	}|
	{ ID id-UL-BH-Non-UP-Traffic-Mapping			CRITICALITY reject	TYPE	UL-BH-Non-UP-Traffic-Mapping						PRESENCE optional	}|
	{ ID id-BAPAddress								CRITICALITY ignore  TYPE 	BAPAddress												PRESENCE optional }|
	{ ID id-CCO-Assistance-Information				CRITICALITY ignore	TYPE 	CCO-Assistance-Information							PRESENCE optional	}|
	{ ID id-CellsForSON-List						CRITICALITY ignore	TYPE	CellsForSON-List										PRESENCE optional }|
	{ ID id-gNB-CU-Name								CRITICALITY ignore	TYPE	GNB-CU-Name												PRESENCE optional	}|
	{ ID id-Extended-GNB-CU-Name					CRITICALITY ignore	TYPE	Extended-GNB-CU-Name									PRESENCE optional	},
	...
} 

Cells-to-be-Deactivated-List	::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Cells-to-be-Deactivated-List-ItemIEs } }
GNB-CU-TNL-Association-To-Add-List		::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))	OF ProtocolIE-SingleContainer { { GNB-CU-TNL-Association-To-Add-ItemIEs } }
GNB-CU-TNL-Association-To-Remove-List	::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))	OF ProtocolIE-SingleContainer { { GNB-CU-TNL-Association-To-Remove-ItemIEs } }
GNB-CU-TNL-Association-To-Update-List	::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))	OF ProtocolIE-SingleContainer { { GNB-CU-TNL-Association-To-Update-ItemIEs } }
Cells-to-be-Barred-List			::= SEQUENCE(SIZE(1.. maxCellingNBDU)) OF ProtocolIE-SingleContainer { { Cells-to-be-Barred-ItemIEs } }


Cells-to-be-Deactivated-List-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Cells-to-be-Deactivated-List-Item						CRITICALITY reject	TYPE	Cells-to-be-Deactivated-List-Item					PRESENCE mandatory	},
	...
}


GNB-CU-TNL-Association-To-Add-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-GNB-CU-TNL-Association-To-Add-Item		CRITICALITY ignore	TYPE	 GNB-CU-TNL-Association-To-Add-Item			PRESENCE mandatory	},
	...
}

GNB-CU-TNL-Association-To-Remove-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-GNB-CU-TNL-Association-To-Remove-Item		CRITICALITY ignore	TYPE	 GNB-CU-TNL-Association-To-Remove-Item			PRESENCE mandatory	},
	...
}

GNB-CU-TNL-Association-To-Update-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-GNB-CU-TNL-Association-To-Update-Item		CRITICALITY ignore	TYPE	 GNB-CU-TNL-Association-To-Update-Item			PRESENCE mandatory	},
	...
}

Cells-to-be-Barred-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Cells-to-be-Barred-Item		CRITICALITY ignore	TYPE	 Cells-to-be-Barred-Item				PRESENCE mandatory	},
	...
}

Protected-EUTRA-Resources-List ::= SEQUENCE (SIZE(1.. maxCellineNB))	OF ProtocolIE-SingleContainer { { Protected-EUTRA-Resources-ItemIEs } }
Protected-EUTRA-Resources-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Protected-EUTRA-Resources-Item 					CRITICALITY reject 	TYPE Protected-EUTRA-Resources-Item							PRESENCE mandatory},
	...
}

Neighbour-Cell-Information-List ::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Neighbour-Cell-Information-ItemIEs } }
Neighbour-Cell-Information-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Neighbour-Cell-Information-Item 					CRITICALITY ignore 	TYPE Neighbour-Cell-Information-Item							PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE
--
-- **************************************************************

GNBCUConfigurationUpdateAcknowledge ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { GNBCUConfigurationUpdateAcknowledgeIEs} },
	...
}


GNBCUConfigurationUpdateAcknowledgeIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID								CRITICALITY reject	TYPE TransactionID											PRESENCE mandatory	}|
	{ ID id-Cells-Failed-to-be-Activated-List			CRITICALITY reject	TYPE Cells-Failed-to-be-Activated-List				PRESENCE optional}|
	{ ID id-CriticalityDiagnostics							CRITICALITY ignore	TYPE CriticalityDiagnostics								PRESENCE optional	}|
	{ ID id-GNB-CU-TNL-Association-Setup-List			CRITICALITY ignore	TYPE GNB-CU-TNL-Association-Setup-List				PRESENCE optional	}|
	{ ID id-GNB-CU-TNL-Association-Failed-To-Setup-List	CRITICALITY ignore	TYPE GNB-CU-TNL-Association-Failed-To-Setup-List	PRESENCE optional	}|
	{ ID id-Dedicated-SIDelivery-NeededUE-List				CRITICALITY ignore	TYPE Dedicated-SIDelivery-NeededUE-List				PRESENCE optional	}|
	{ ID id-Transport-Layer-Address-Info				CRITICALITY ignore	TYPE Transport-Layer-Address-Info						PRESENCE optional	},
	...
}

Cells-Failed-to-be-Activated-List	::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Cells-Failed-to-be-Activated-List-ItemIEs } }
GNB-CU-TNL-Association-Setup-List ::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))	OF ProtocolIE-SingleContainer { { GNB-CU-TNL-Association-Setup-ItemIEs } }
GNB-CU-TNL-Association-Failed-To-Setup-List ::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))	OF ProtocolIE-SingleContainer { { GNB-CU-TNL-Association-Failed-To-Setup-ItemIEs } }

Cells-Failed-to-be-Activated-List-ItemIEs F1AP-PROTOCOL-IES		::= {
	{ ID id-Cells-Failed-to-be-Activated-List-Item		CRITICALITY reject	TYPE Cells-Failed-to-be-Activated-List-Item		PRESENCE mandatory	},
	...
}

GNB-CU-TNL-Association-Setup-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-GNB-CU-TNL-Association-Setup-Item		CRITICALITY ignore	TYPE	 GNB-CU-TNL-Association-Setup-Item			PRESENCE mandatory	},
	...
}


GNB-CU-TNL-Association-Failed-To-Setup-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-GNB-CU-TNL-Association-Failed-To-Setup-Item		CRITICALITY ignore	TYPE	 GNB-CU-TNL-Association-Failed-To-Setup-Item			PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- GNB-CU CONFIGURATION UPDATE FAILURE
--
-- **************************************************************

GNBCUConfigurationUpdateFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { GNBCUConfigurationUpdateFailureIEs} },
	...
}

GNBCUConfigurationUpdateFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-TimeToWait					CRITICALITY ignore	TYPE TimeToWait					PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	},
	...
}


-- **************************************************************
--
-- GNB-DU RESOURCE COORDINATION REQUEST 
--
-- **************************************************************

GNBDUResourceCoordinationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{{GNBDUResourceCoordinationRequest-IEs}},
	...
}

GNBDUResourceCoordinationRequest-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID									CRITICALITY reject	TYPE TransactionID									PRESENCE mandatory	}|
	{ ID id-RequestType										CRITICALITY reject	TYPE RequestType										PRESENCE mandatory	}|
	{ ID id-EUTRA-NR-CellResourceCoordinationReq-Container	CRITICALITY reject	TYPE EUTRA-NR-CellResourceCoordinationReq-Container	PRESENCE mandatory}|
	{ ID id-IgnoreResourceCoordinationContainer				CRITICALITY reject	TYPE IgnoreResourceCoordinationContainer		PRESENCE optional },
	...
}


-- **************************************************************
--
-- GNB-DU RESOURCE COORDINATION RESPONSE 
--
-- **************************************************************

GNBDUResourceCoordinationResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{{GNBDUResourceCoordinationResponse-IEs}},
	...
}

GNBDUResourceCoordinationResponse-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID										CRITICALITY reject	TYPE TransactionID						PRESENCE mandatory	}|
	{ ID id-EUTRA-NR-CellResourceCoordinationReqAck-Container	CRITICALITY reject	TYPE EUTRA-NR-CellResourceCoordinationReqAck-Container		PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- UE Context Setup ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- UE CONTEXT SETUP REQUEST
--
-- **************************************************************

UEContextSetupRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { UEContextSetupRequestIEs} },
	...
}

UEContextSetupRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID									PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID						CRITICALITY ignore	TYPE GNB-DU-UE-F1AP-ID									PRESENCE optional 	}|
	{ ID id-SpCell-ID								CRITICALITY reject	TYPE NRCGI												PRESENCE mandatory	}|
	{ ID id-ServCellIndex							CRITICALITY reject	TYPE ServCellIndex										PRESENCE mandatory	}|
	{ ID id-SpCellULConfigured						CRITICALITY ignore	TYPE CellULConfigured									PRESENCE optional	}|
	{ ID id-CUtoDURRCInformation					CRITICALITY reject	TYPE CUtoDURRCInformation								PRESENCE mandatory}|
	{ ID id-Candidate-SpCell-List					CRITICALITY ignore	TYPE Candidate-SpCell-List							PRESENCE optional	}|
	{ ID id-DRXCycle								CRITICALITY ignore	TYPE DRXCycle											PRESENCE optional	}|
	{ ID id-ResourceCoordinationTransferContainer	CRITICALITY ignore	TYPE ResourceCoordinationTransferContainer		PRESENCE optional	}|
	{ ID id-SCell-ToBeSetup-List					CRITICALITY ignore	TYPE SCell-ToBeSetup-List								PRESENCE optional	}|
	{ ID id-SRBs-ToBeSetup-List						CRITICALITY reject	TYPE SRBs-ToBeSetup-List								PRESENCE optional	}|
	{ ID id-DRBs-ToBeSetup-List						CRITICALITY reject	TYPE DRBs-ToBeSetup-List								PRESENCE optional	}|
	{ ID id-InactivityMonitoringRequest				CRITICALITY reject	TYPE InactivityMonitoringRequest					PRESENCE optional	}|
	{ ID id-RAT-FrequencyPriorityInformation		CRITICALITY reject	TYPE RAT-FrequencyPriorityInformation				PRESENCE optional	}|
	{ ID id-RRCContainer							CRITICALITY ignore	TYPE RRCContainer										PRESENCE optional	}|
	{ ID id-MaskedIMEISV							CRITICALITY ignore	TYPE MaskedIMEISV										PRESENCE optional	}|
	{ ID id-ServingPLMN								CRITICALITY ignore	TYPE PLMN-Identity										PRESENCE optional	}|
	{ ID id-GNB-DU-UE-AMBR-UL						CRITICALITY ignore	TYPE BitRate											PRESENCE conditional }|
	{ ID id-RRCDeliveryStatusRequest				CRITICALITY ignore	TYPE RRCDeliveryStatusRequest						PRESENCE optional }|
	{ ID id-ResourceCoordinationTransferInformation	CRITICALITY ignore	TYPE ResourceCoordinationTransferInformation	PRESENCE optional	}|
	{ ID id-ServingCellMO							CRITICALITY ignore	TYPE ServingCellMO										PRESENCE optional	}|
	{ ID id-new-gNB-CU-UE-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID									PRESENCE optional }|
	{ ID id-RANUEID									CRITICALITY ignore	TYPE RANUEID											PRESENCE optional	}|
	{ ID id-TraceActivation							CRITICALITY ignore	TYPE TraceActivation									PRESENCE optional	}|
	{ ID id-AdditionalRRMPriorityIndex				CRITICALITY ignore	TYPE AdditionalRRMPriorityIndex						PRESENCE optional }|
	{ ID id-BHChannels-ToBeSetup-List				CRITICALITY reject	TYPE BHChannels-ToBeSetup-List						PRESENCE optional	}|
	{ ID id-ConfiguredBAPAddress					CRITICALITY reject	TYPE BAPAddress											PRESENCE optional	}|
	{ ID id-NRV2XServicesAuthorized					CRITICALITY ignore	TYPE NRV2XServicesAuthorized							PRESENCE optional }|
	{ ID id-LTEV2XServicesAuthorized				CRITICALITY ignore	TYPE LTEV2XServicesAuthorized						PRESENCE optional }|
	{ ID id-NRUESidelinkAggregateMaximumBitrate		CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate			PRESENCE optional }|
	{ ID id-LTEUESidelinkAggregateMaximumBitrate	CRITICALITY ignore	TYPE LTEUESidelinkAggregateMaximumBitrate		PRESENCE optional }|
	{ ID id-PC5LinkAMBR								CRITICALITY ignore	TYPE BitRate											PRESENCE optional}|
	{ ID id-SLDRBs-ToBeSetup-List					CRITICALITY reject	TYPE SLDRBs-ToBeSetup-List							PRESENCE optional	}|
	{ ID id-ConditionalInterDUMobilityInformation	CRITICALITY reject	TYPE ConditionalInterDUMobilityInformation		PRESENCE optional}|
	{ ID id-ManagementBasedMDTPLMNList				CRITICALITY ignore	TYPE 		MDTPLMNList									PRESENCE optional }|
	{ ID id-ServingNID								CRITICALITY reject	TYPE NID												PRESENCE optional }|
	{ ID id-F1CTransferPath							CRITICALITY reject	TYPE F1CTransferPath									PRESENCE optional }|
	{ ID id-F1CTransferPathNRDC						CRITICALITY reject	TYPE F1CTransferPathNRDC								PRESENCE optional }|
	{ ID id-MDTPollutedMeasurementIndicator			CRITICALITY ignore	TYPE MDTPollutedMeasurementIndicator				PRESENCE optional }|
	{ ID id-SCGActivationRequest					CRITICALITY ignore	TYPE SCGActivationRequest								PRESENCE optional }|
	{ ID id-CG-SDTSessionInfoOld					CRITICALITY ignore	TYPE CG-SDTSessionInfo									PRESENCE optional }|
	{ ID id-FiveG-ProSeAuthorized					CRITICALITY ignore	TYPE FiveG-ProSeAuthorized							PRESENCE optional }|
	{ ID id-FiveG-ProSeUEPC5AggregateMaximumBitrate	CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate			PRESENCE optional }|
	{ ID id-FiveG-ProSePC5LinkAMBR					CRITICALITY ignore	TYPE BitRate											PRESENCE optional}|
	{ ID id-UuRLCChannelToBeSetupList				CRITICALITY reject	TYPE UuRLCChannelToBeSetupList						PRESENCE optional}|
	{ ID id-PC5RLCChannelToBeSetupList				CRITICALITY reject	TYPE PC5RLCChannelToBeSetupList						PRESENCE optional}|
	{ ID id-PathSwitchConfiguration					CRITICALITY ignore	TYPE PathSwitchConfiguration				 			PRESENCE optional	}|
	{ ID id-GNBDUUESliceMaximumBitRateList			CRITICALITY ignore  TYPE GNBDUUESliceMaximumBitRateList 				PRESENCE optional }|
	{ ID id-MulticastMBSSessionSetupList			CRITICALITY reject	TYPE MulticastMBSSessionList							PRESENCE optional }|
	{ ID id-UE-MulticastMRBs-ToBeSetup-List			CRITICALITY reject	TYPE UE-MulticastMRBs-ToBeSetup-List				PRESENCE optional	}|
	{ ID id-ServingCellMO-List						CRITICALITY ignore	TYPE ServingCellMO-List									PRESENCE optional	},
	...
} 

Candidate-SpCell-List::= SEQUENCE (SIZE(1..maxnoofCandidateSpCells)) OF ProtocolIE-SingleContainer { { Candidate-SpCell-ItemIEs} }
SCell-ToBeSetup-List::= SEQUENCE (SIZE(1..maxnoofSCells)) OF ProtocolIE-SingleContainer { { SCell-ToBeSetup-ItemIEs} }
SRBs-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-ToBeSetup-ItemIEs} }
DRBs-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-ToBeSetup-ItemIEs} }
BHChannels-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofBHRLCChannels)) OF ProtocolIE-SingleContainer { { BHChannels-ToBeSetup-ItemIEs} }
SLDRBs-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofSLDRBs)) OF ProtocolIE-SingleContainer { { SLDRBs-ToBeSetup-ItemIEs} }
UE-MulticastMRBs-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofMRBsforUE)) OF ProtocolIE-SingleContainer { { UE-MulticastMRBs-ToBeSetup-ItemIEs} }
ServingCellMO-List ::= SEQUENCE (SIZE(1..maxnoofServingCellMOs)) OF ProtocolIE-SingleContainer { { ServingCellMO-List-ItemIEs} }

Candidate-SpCell-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-Candidate-SpCell-Item					CRITICALITY ignore	TYPE Candidate-SpCell-Item						PRESENCE mandatory	},
	...
}


SCell-ToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SCell-ToBeSetup-Item						CRITICALITY ignore	TYPE SCell-ToBeSetup-Item					PRESENCE mandatory	},
	...
}

SRBs-ToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SRBs-ToBeSetup-Item		CRITICALITY reject		TYPE SRBs-ToBeSetup-Item		PRESENCE mandatory},
	...
}

DRBs-ToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-ToBeSetup-Item					CRITICALITY reject	TYPE DRBs-ToBeSetup-Item					PRESENCE mandatory},
	...
}

BHChannels-ToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BHChannels-ToBeSetup-Item					CRITICALITY reject	TYPE BHChannels-ToBeSetup-Item					PRESENCE mandatory},
	...
}

SLDRBs-ToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SLDRBs-ToBeSetup-Item					CRITICALITY reject	TYPE SLDRBs-ToBeSetup-Item					PRESENCE mandatory},
	...
}

UE-MulticastMRBs-ToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-UE-MulticastMRBs-ToBeSetup-Item			CRITICALITY reject	TYPE UE-MulticastMRBs-ToBeSetup-Item			PRESENCE mandatory},
	...
}

ServingCellMO-List-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-ServingCellMO-List-Item			CRITICALITY reject	TYPE ServingCellMO-List-Item	PRESENCE mandatory},
	...
}
-- **************************************************************
--
-- UE CONTEXT SETUP RESPONSE
--
-- **************************************************************

UEContextSetupResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { UEContextSetupResponseIEs} },
	...
}


UEContextSetupResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID								PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID								PRESENCE mandatory	}|
	{ ID id-DUtoCURRCInformation					CRITICALITY reject	TYPE DUtoCURRCInformation							PRESENCE mandatory }|
	{ ID id-C-RNTI									CRITICALITY ignore	TYPE C-RNTI											PRESENCE optional	}|
	{ ID id-ResourceCoordinationTransferContainer	CRITICALITY ignore	TYPE ResourceCoordinationTransferContainer	PRESENCE optional	}|
	{ ID id-FullConfiguration						CRITICALITY reject	TYPE FullConfiguration								PRESENCE optional	}|
	{ ID id-DRBs-Setup-List							CRITICALITY ignore	TYPE DRBs-Setup-List								PRESENCE optional	}|
	{ ID id-SRBs-FailedToBeSetup-List				CRITICALITY ignore	TYPE SRBs-FailedToBeSetup-List					PRESENCE optional	}|
	{ ID id-DRBs-FailedToBeSetup-List				CRITICALITY ignore	TYPE DRBs-FailedToBeSetup-List					PRESENCE optional	}|
	{ ID id-SCell-FailedtoSetup-List				CRITICALITY ignore	TYPE SCell-FailedtoSetup-List					PRESENCE optional	}|
	{ ID id-InactivityMonitoringResponse			CRITICALITY reject	TYPE InactivityMonitoringResponse				PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional	}|
	{ ID id-SRBs-Setup-List							CRITICALITY ignore	TYPE SRBs-Setup-List								PRESENCE optional	}|
	{ ID id-BHChannels-Setup-List					CRITICALITY ignore	TYPE BHChannels-Setup-List						PRESENCE optional	}|
	{ ID id-BHChannels-FailedToBeSetup-List			CRITICALITY ignore	TYPE BHChannels-FailedToBeSetup-List			PRESENCE optional	}|
	{ ID id-SLDRBs-Setup-List						CRITICALITY ignore	TYPE SLDRBs-Setup-List								PRESENCE optional	}|
	{ ID id-SLDRBs-FailedToBeSetup-List				CRITICALITY ignore	TYPE SLDRBs-FailedToBeSetup-List				PRESENCE optional	}|
	{ ID id-requestedTargetCellGlobalID				CRITICALITY reject	TYPE NRCGI											PRESENCE optional}|
	{ ID id-SCGActivationStatus						CRITICALITY ignore	TYPE SCGActivationStatus							PRESENCE optional }|
	{ ID id-UuRLCChannelSetupList					CRITICALITY ignore	TYPE UuRLCChannelSetupList						PRESENCE optional}|
	{ ID id-UuRLCChannelFailedToBeSetupList			CRITICALITY ignore	TYPE UuRLCChannelFailedToBeSetupList			PRESENCE optional}|
	{ ID id-PC5RLCChannelSetupList					CRITICALITY ignore	TYPE PC5RLCChannelSetupList						PRESENCE optional}|
	{ ID id-PC5RLCChannelFailedToBeSetupList		CRITICALITY ignore	TYPE PC5RLCChannelFailedToBeSetupList			PRESENCE optional}|
	{ ID id-ServingCellMO-encoded-in-CGC-List		CRITICALITY ignore	TYPE ServingCellMO-encoded-in-CGC-List			PRESENCE optional}|
	{ ID id-UE-MulticastMRBs-Setupnew-List			CRITICALITY reject	TYPE UE-MulticastMRBs-Setupnew-List				PRESENCE optional},
	...
}

DRBs-Setup-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-Setup-ItemIEs} }


SRBs-FailedToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-FailedToBeSetup-ItemIEs} }
DRBs-FailedToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-FailedToBeSetup-ItemIEs} }
SCell-FailedtoSetup-List ::= SEQUENCE (SIZE(1..maxnoofSCells)) OF ProtocolIE-SingleContainer { { SCell-FailedtoSetup-ItemIEs} }
SRBs-Setup-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-Setup-ItemIEs} }
BHChannels-Setup-List ::= SEQUENCE (SIZE(1..maxnoofBHRLCChannels)) OF ProtocolIE-SingleContainer { { BHChannels-Setup-ItemIEs} }
BHChannels-FailedToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofBHRLCChannels)) OF ProtocolIE-SingleContainer { { BHChannels-FailedToBeSetup-ItemIEs} }

DRBs-Setup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-Setup-Item						CRITICALITY ignore	TYPE DRBs-Setup-Item						PRESENCE mandatory},
	...
}

SRBs-Setup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SRBs-Setup-Item						CRITICALITY ignore	TYPE SRBs-Setup-Item						PRESENCE mandatory},
	...
}

SRBs-FailedToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SRBs-FailedToBeSetup-Item		CRITICALITY ignore		TYPE SRBs-FailedToBeSetup-Item		PRESENCE mandatory},
	...
}


DRBs-FailedToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-FailedToBeSetup-Item		CRITICALITY ignore	TYPE DRBs-FailedToBeSetup-Item			PRESENCE mandatory},
	...
}

SCell-FailedtoSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SCell-FailedtoSetup-Item			CRITICALITY ignore	TYPE SCell-FailedtoSetup-Item			PRESENCE mandatory},
	...
}

BHChannels-Setup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BHChannels-Setup-Item						CRITICALITY ignore	TYPE BHChannels-Setup-Item						PRESENCE mandatory},
	...
}

BHChannels-FailedToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BHChannels-FailedToBeSetup-Item						CRITICALITY ignore	TYPE BHChannels-FailedToBeSetup-Item		PRESENCE mandatory},
	...
}

SLDRBs-Setup-List ::= SEQUENCE (SIZE(1..maxnoofSLDRBs)) OF ProtocolIE-SingleContainer { { SLDRBs-Setup-ItemIEs} }

SLDRBs-FailedToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofSLDRBs)) OF ProtocolIE-SingleContainer { { SLDRBs-FailedToBeSetup-ItemIEs} }

SLDRBs-Setup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SLDRBs-Setup-Item						CRITICALITY ignore	TYPE SLDRBs-Setup-Item						PRESENCE mandatory},
	...
}

SLDRBs-FailedToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SLDRBs-FailedToBeSetup-Item		CRITICALITY ignore	TYPE SLDRBs-FailedToBeSetup-Item			PRESENCE mandatory},
	...
}

UE-MulticastMRBs-Setupnew-List ::= SEQUENCE (SIZE(1..maxnoofMRBsforUE)) OF ProtocolIE-SingleContainer { { UE-MulticastMRBs-Setupnew-ItemIEs } }

UE-MulticastMRBs-Setupnew-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-UE-MulticastMRBs-Setupnew-Item		CRITICALITY reject	TYPE UE-MulticastMRBs-Setupnew-Item		PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- UE CONTEXT SETUP FAILURE
--
-- **************************************************************

UEContextSetupFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { UEContextSetupFailureIEs} },
	...
}

UEContextSetupFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY ignore	TYPE GNB-DU-UE-F1AP-ID			PRESENCE optional	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	}|
	{ ID id-Potential-SpCell-List		CRITICALITY ignore	TYPE Potential-SpCell-List		PRESENCE optional	}|
	{ ID id-requestedTargetCellGlobalID	CRITICALITY reject	TYPE NRCGI						PRESENCE optional},
	...
}

Potential-SpCell-List::= SEQUENCE (SIZE(0..maxnoofPotentialSpCells)) OF ProtocolIE-SingleContainer { { Potential-SpCell-ItemIEs} }

Potential-SpCell-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-Potential-SpCell-Item				CRITICALITY ignore	TYPE Potential-SpCell-Item					PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- UE Context Release Request ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- UE Context Release Request
--
-- **************************************************************

UEContextReleaseRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ UEContextReleaseRequestIEs}},
	...
}

UEContextReleaseRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-Cause							CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	}|
	{ ID id-targetCellsToCancel				CRITICALITY reject	TYPE TargetCellList					PRESENCE optional		},
	...
}


-- **************************************************************
--
-- UE Context Release (gNB-CU initiated) ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- UE CONTEXT RELEASE COMMAND 
--
-- **************************************************************

UEContextReleaseCommand ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { UEContextReleaseCommandIEs} },
	...
}

UEContextReleaseCommandIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-Cause							CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	}|
	{ ID id-RRCContainer					CRITICALITY ignore	TYPE RRCContainer					PRESENCE optional	}|
	{ ID id-SRBID							CRITICALITY ignore	TYPE SRBID							PRESENCE conditional	}|
	{ ID id-oldgNB-DU-UE-F1AP-ID			CRITICALITY ignore	TYPE GNB-DU-UE-F1AP-ID				PRESENCE optional	}|
	{ ID id-ExecuteDuplication				CRITICALITY ignore	TYPE ExecuteDuplication				PRESENCE optional}|
	{ ID id-RRCDeliveryStatusRequest		CRITICALITY ignore	TYPE RRCDeliveryStatusRequest		PRESENCE optional }|
	{ ID id-targetCellsToCancel				CRITICALITY reject	TYPE TargetCellList					PRESENCE optional}|
	{ ID id-PosConextRevIndication			CRITICALITY reject	TYPE PosConextRevIndication			PRESENCE optional}|
	{ ID id-CG-SDTKeptIndicator				CRITICALITY ignore	TYPE CG-SDTKeptIndicator			PRESENCE optional},
	...
} 

-- **************************************************************
--
-- UE CONTEXT RELEASE COMPLETE
--
-- **************************************************************

UEContextReleaseComplete ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { UEContextReleaseCompleteIEs} },
	...
}


UEContextReleaseCompleteIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	},
	...
}

-- **************************************************************
--
-- UE Context Modification ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- UE CONTEXT MODIFICATION REQUEST
--
-- **************************************************************

UEContextModificationRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { UEContextModificationRequestIEs} },
	...
}

UEContextModificationRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID									PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID									PRESENCE mandatory	}|
	{ ID id-SpCell-ID								CRITICALITY ignore	TYPE NRCGI												PRESENCE optional	}|
	{ ID id-ServCellIndex							CRITICALITY reject	TYPE ServCellIndex										PRESENCE optional	}|
	{ ID id-SpCellULConfigured						CRITICALITY ignore	TYPE CellULConfigured									PRESENCE optional	}|
	{ ID id-DRXCycle								CRITICALITY ignore	TYPE DRXCycle											PRESENCE optional	}|
	{ ID id-CUtoDURRCInformation					CRITICALITY reject	TYPE CUtoDURRCInformation								PRESENCE optional	}|
	{ ID id-TransmissionActionIndicator				CRITICALITY ignore	TYPE TransmissionActionIndicator					PRESENCE optional	}|
	{ ID id-ResourceCoordinationTransferContainer	CRITICALITY ignore	TYPE ResourceCoordinationTransferContainer		PRESENCE optional	}|
	{ ID id-RRCReconfigurationCompleteIndicator		CRITICALITY ignore	TYPE RRCReconfigurationCompleteIndicator			PRESENCE optional	}|
	{ ID id-RRCContainer							CRITICALITY reject	TYPE RRCContainer										PRESENCE optional	}|
	{ ID id-SCell-ToBeSetupMod-List					CRITICALITY ignore	TYPE SCell-ToBeSetupMod-List							PRESENCE optional	}|
	{ ID id-SCell-ToBeRemoved-List					CRITICALITY ignore	TYPE SCell-ToBeRemoved-List 							PRESENCE optional }|
	{ ID id-SRBs-ToBeSetupMod-List					CRITICALITY reject	TYPE SRBs-ToBeSetupMod-List							PRESENCE optional	}|
	{ ID id-DRBs-ToBeSetupMod-List					CRITICALITY reject	TYPE DRBs-ToBeSetupMod-List							PRESENCE optional	}|
	{ ID id-DRBs-ToBeModified-List					CRITICALITY reject	TYPE DRBs-ToBeModified-List							PRESENCE optional	}|
	{ ID id-SRBs-ToBeReleased-List					CRITICALITY reject	TYPE SRBs-ToBeReleased-List							PRESENCE optional	}|
	{ ID id-DRBs-ToBeReleased-List					CRITICALITY reject	TYPE DRBs-ToBeReleased-List							PRESENCE optional	}|
	{ ID id-InactivityMonitoringRequest				CRITICALITY reject	TYPE InactivityMonitoringRequest					PRESENCE optional	}|
	{ ID id-RAT-FrequencyPriorityInformation		CRITICALITY reject	TYPE RAT-FrequencyPriorityInformation				PRESENCE optional	}|
	{ ID id-DRXConfigurationIndicator				CRITICALITY ignore	TYPE DRXConfigurationIndicator						PRESENCE optional	}|
	{ ID id-RLCFailureIndication					CRITICALITY ignore	TYPE RLCFailureIndication								PRESENCE optional	}|
	{ ID id-UplinkTxDirectCurrentListInformation	CRITICALITY ignore	TYPE UplinkTxDirectCurrentListInformation		PRESENCE optional	}|
	{ ID id-GNB-DUConfigurationQuery				CRITICALITY reject	TYPE GNB-DUConfigurationQuery						PRESENCE optional	}|
	{ ID id-GNB-DU-UE-AMBR-UL						CRITICALITY ignore	TYPE BitRate											PRESENCE optional	}|
	{ ID id-ExecuteDuplication						CRITICALITY ignore	TYPE ExecuteDuplication									PRESENCE optional}|
	{ ID id-RRCDeliveryStatusRequest				CRITICALITY ignore	TYPE RRCDeliveryStatusRequest						PRESENCE optional }|
	{ ID id-ResourceCoordinationTransferInformation	CRITICALITY ignore	TYPE ResourceCoordinationTransferInformation	PRESENCE optional	}|
	{ ID id-ServingCellMO							CRITICALITY ignore	TYPE ServingCellMO										PRESENCE optional	}|
	{ ID id-NeedforGap								CRITICALITY ignore	TYPE NeedforGap											PRESENCE optional	}|
	{ ID id-FullConfiguration						CRITICALITY reject	TYPE FullConfiguration									PRESENCE optional	}|
	{ ID id-AdditionalRRMPriorityIndex				CRITICALITY ignore	TYPE AdditionalRRMPriorityIndex						PRESENCE optional }|
	{ ID id-LowerLayerPresenceStatusChange			CRITICALITY ignore	TYPE LowerLayerPresenceStatusChange				PRESENCE optional	}|
	{ ID id-BHChannels-ToBeSetupMod-List			CRITICALITY reject	TYPE BHChannels-ToBeSetupMod-List					PRESENCE optional	}|
	{ ID id-BHChannels-ToBeModified-List			CRITICALITY reject	TYPE BHChannels-ToBeModified-List					PRESENCE optional	}|
	{ ID id-BHChannels-ToBeReleased-List			CRITICALITY reject	TYPE BHChannels-ToBeReleased-List					PRESENCE optional	}|
	{ ID id-NRV2XServicesAuthorized					CRITICALITY ignore	TYPE NRV2XServicesAuthorized							PRESENCE optional }|
	{ ID id-LTEV2XServicesAuthorized				CRITICALITY ignore	TYPE LTEV2XServicesAuthorized						PRESENCE optional }|
	{ ID id-NRUESidelinkAggregateMaximumBitrate		CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate			PRESENCE optional }|
	{ ID id-LTEUESidelinkAggregateMaximumBitrate	CRITICALITY ignore	TYPE LTEUESidelinkAggregateMaximumBitrate		PRESENCE optional }|
	{ ID id-PC5LinkAMBR								CRITICALITY ignore	TYPE BitRate											PRESENCE optional}|
	{ ID id-SLDRBs-ToBeSetupMod-List				CRITICALITY reject	TYPE SLDRBs-ToBeSetupMod-List						PRESENCE optional	}|
	{ ID id-SLDRBs-ToBeModified-List				CRITICALITY reject	TYPE SLDRBs-ToBeModified-List						PRESENCE optional	}|
	{ ID id-SLDRBs-ToBeReleased-List				CRITICALITY reject	TYPE SLDRBs-ToBeReleased-List						PRESENCE optional	}|
	{ ID id-ConditionalIntraDUMobilityInformation	CRITICALITY reject	TYPE ConditionalIntraDUMobilityInformation		PRESENCE optional}|
	{ ID id-F1CTransferPath							CRITICALITY reject	TYPE F1CTransferPath									PRESENCE optional }|
	{ ID id-SCGIndicator							CRITICALITY ignore	TYPE SCGIndicator										PRESENCE optional	}|
	{ ID id-UplinkTxDirectCurrentTwoCarrierListInfo		CRITICALITY ignore	TYPE UplinkTxDirectCurrentTwoCarrierListInfo	PRESENCE optional	}|
	{ ID id-IABConditionalRRCMessageDeliveryIndication				CRITICALITY reject	TYPE IABConditionalRRCMessageDeliveryIndication							PRESENCE optional	}|
	{ ID id-F1CTransferPathNRDC							CRITICALITY reject	TYPE F1CTransferPathNRDC								PRESENCE optional }|
	{ ID id-MDTPollutedMeasurementIndicator				CRITICALITY ignore	TYPE MDTPollutedMeasurementIndicator				PRESENCE optional }|
	{ ID id-SCGActivationRequest						CRITICALITY ignore	TYPE SCGActivationRequest							PRESENCE optional }|
	{ ID id-CG-SDTQueryIndication						CRITICALITY ignore	TYPE CG-SDTQueryIndication							PRESENCE optional	}|
	{ ID id-FiveG-ProSeAuthorized						CRITICALITY ignore	TYPE FiveG-ProSeAuthorized							PRESENCE optional }|
	{ ID id-FiveG-ProSeUEPC5AggregateMaximumBitrate		CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate		PRESENCE optional }|
	{ ID id-FiveG-ProSePC5LinkAMBR						CRITICALITY ignore	TYPE BitRate											PRESENCE optional}|
	{ ID id-UpdatedRemoteUELocalID						CRITICALITY ignore	TYPE RemoteUELocalID				 					PRESENCE optional	}|
	{ ID id-UuRLCChannelToBeSetupList					CRITICALITY reject	TYPE UuRLCChannelToBeSetupList						PRESENCE optional}|
	{ ID id-UuRLCChannelToBeModifiedList				CRITICALITY reject	TYPE UuRLCChannelToBeModifiedList					PRESENCE optional}|
	{ ID id-UuRLCChannelToBeReleasedList				CRITICALITY reject	TYPE UuRLCChannelToBeReleasedList					PRESENCE optional}|
	{ ID id-PC5RLCChannelToBeSetupList					CRITICALITY reject	TYPE PC5RLCChannelToBeSetupList					PRESENCE optional}|
	{ ID id-PC5RLCChannelToBeModifiedList				CRITICALITY reject	TYPE PC5RLCChannelToBeModifiedList				PRESENCE optional}|
	{ ID id-PC5RLCChannelToBeReleasedList				CRITICALITY reject	TYPE PC5RLCChannelToBeReleasedList				PRESENCE optional}|
	{ ID id-PathSwitchConfiguration						CRITICALITY ignore	TYPE PathSwitchConfiguration				 		PRESENCE optional	}|
	{ ID id-GNBDUUESliceMaximumBitRateList				CRITICALITY ignore	TYPE GNBDUUESliceMaximumBitRateList				PRESENCE optional }|
	{ ID id-MulticastMBSSessionSetupList				CRITICALITY reject	TYPE MulticastMBSSessionList						PRESENCE optional }|
	{ ID id-MulticastMBSSessionRemoveList				CRITICALITY reject	TYPE MulticastMBSSessionList						PRESENCE optional }|
	{ ID id-UE-MulticastMRBs-ToBeSetup-atModify-List	CRITICALITY reject	TYPE UE-MulticastMRBs-ToBeSetup-atModify-List	PRESENCE optional	}|
	{ ID id-UE-MulticastMRBs-ToBeReleased-List			CRITICALITY reject	TYPE UE-MulticastMRBs-ToBeReleased-List			PRESENCE optional	}|
	{ ID id-SLDRXCycleList								CRITICALITY ignore  TYPE SLDRXCycleList 										PRESENCE optional }|
	{ ID id-ManagementBasedMDTPLMNModificationList		CRITICALITY ignore	TYPE MDTPLMNModificationList						PRESENCE optional }|
	{ ID id-SDTBearerConfigurationQueryIndication		CRITICALITY ignore	TYPE SDTBearerConfigurationQueryIndication		PRESENCE optional }|
	{ ID id-DAPS-HO-Status								CRITICALITY ignore	TYPE DAPS-HO-Status										PRESENCE optional }|
	{ ID id-ServingCellMO-List							CRITICALITY ignore	TYPE ServingCellMO-List								PRESENCE optional	}|
	{ ID id-UlTxDirectCurrentMoreCarrierInformation	    CRITICALITY ignore	TYPE UlTxDirectCurrentMoreCarrierInformation	PRESENCE optional	}|
	{ ID id-CPACMCGInformation						CRITICALITY ignore	TYPE CPACMCGInformation									PRESENCE optional },
	...
} 

SCell-ToBeSetupMod-List::= SEQUENCE (SIZE(1..maxnoofSCells)) OF ProtocolIE-SingleContainer { { SCell-ToBeSetupMod-ItemIEs} }
SCell-ToBeRemoved-List::= SEQUENCE (SIZE(1..maxnoofSCells)) OF ProtocolIE-SingleContainer { { SCell-ToBeRemoved-ItemIEs} }
SRBs-ToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-ToBeSetupMod-ItemIEs} }
DRBs-ToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-ToBeSetupMod-ItemIEs} }
BHChannels-ToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofBHRLCChannels)) OF ProtocolIE-SingleContainer { { BHChannels-ToBeSetupMod-ItemIEs} }

DRBs-ToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-ToBeModified-ItemIEs} }
BHChannels-ToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofBHRLCChannels)) OF ProtocolIE-SingleContainer { { BHChannels-ToBeModified-ItemIEs} }
SRBs-ToBeReleased-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-ToBeReleased-ItemIEs} }
DRBs-ToBeReleased-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-ToBeReleased-ItemIEs} }
BHChannels-ToBeReleased-List ::= SEQUENCE (SIZE(1..maxnoofBHRLCChannels)) OF ProtocolIE-SingleContainer { { BHChannels-ToBeReleased-ItemIEs} }
UE-MulticastMRBs-ToBeSetup-atModify-List ::= SEQUENCE (SIZE(1..maxnoofMRBsforUE)) OF 
										ProtocolIE-SingleContainer { { UE-MulticastMRBs-ToBeSetup-atModify-ItemIEs} }

UE-MulticastMRBs-ToBeReleased-List ::= SEQUENCE (SIZE(1..maxnoofMRBsforUE)) OF ProtocolIE-SingleContainer { { UE-MulticastMRBs-ToBeReleased-ItemIEs} }

SCell-ToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SCell-ToBeSetupMod-Item			CRITICALITY ignore	TYPE SCell-ToBeSetupMod-Item			PRESENCE mandatory	},
	...
}

SCell-ToBeRemoved-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SCell-ToBeRemoved-Item			CRITICALITY ignore	TYPE SCell-ToBeRemoved-Item			PRESENCE mandatory	},
	...
}


SRBs-ToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SRBs-ToBeSetupMod-Item		CRITICALITY reject	TYPE SRBs-ToBeSetupMod-Item		PRESENCE mandatory},
	...
}


DRBs-ToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-ToBeSetupMod-Item		CRITICALITY reject	TYPE DRBs-ToBeSetupMod-Item		PRESENCE mandatory},
	...
}

DRBs-ToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-ToBeModified-Item		CRITICALITY reject	TYPE DRBs-ToBeModified-Item			PRESENCE mandatory},
	...
}


SRBs-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SRBs-ToBeReleased-Item	CRITICALITY reject	TYPE SRBs-ToBeReleased-Item		PRESENCE mandatory},
	...
}

DRBs-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-ToBeReleased-Item		CRITICALITY reject	TYPE DRBs-ToBeReleased-Item		PRESENCE mandatory},
	...
}

BHChannels-ToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BHChannels-ToBeSetupMod-Item		CRITICALITY reject	TYPE BHChannels-ToBeSetupMod-Item		PRESENCE mandatory},
	...
}

BHChannels-ToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BHChannels-ToBeModified-Item		CRITICALITY reject	TYPE BHChannels-ToBeModified-Item		PRESENCE mandatory},
	...
}

BHChannels-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BHChannels-ToBeReleased-Item		CRITICALITY reject	TYPE BHChannels-ToBeReleased-Item		PRESENCE mandatory},
	...
}

SLDRBs-ToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofSLDRBs)) OF ProtocolIE-SingleContainer { { SLDRBs-ToBeSetupMod-ItemIEs} }
SLDRBs-ToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofSLDRBs)) OF ProtocolIE-SingleContainer { { SLDRBs-ToBeModified-ItemIEs} }
SLDRBs-ToBeReleased-List ::= SEQUENCE (SIZE(1..maxnoofSLDRBs)) OF ProtocolIE-SingleContainer { { SLDRBs-ToBeReleased-ItemIEs} }

SLDRBs-ToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SLDRBs-ToBeSetupMod-Item		CRITICALITY reject	TYPE SLDRBs-ToBeSetupMod-Item		PRESENCE mandatory},
	...
}

SLDRBs-ToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SLDRBs-ToBeModified-Item		CRITICALITY reject	TYPE SLDRBs-ToBeModified-Item		PRESENCE mandatory},
	...
}

SLDRBs-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SLDRBs-ToBeReleased-Item		CRITICALITY reject	TYPE SLDRBs-ToBeReleased-Item		PRESENCE mandatory},
	...
}

UE-MulticastMRBs-ToBeSetup-atModify-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-UE-MulticastMRBs-ToBeSetup-atModify-Item	CRITICALITY reject	TYPE UE-MulticastMRBs-ToBeSetup-atModify-Item			PRESENCE mandatory},
	...
}


UE-MulticastMRBs-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-UE-MulticastMRBs-ToBeReleased-Item		CRITICALITY reject	TYPE UE-MulticastMRBs-ToBeReleased-Item		PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- UE CONTEXT MODIFICATION RESPONSE
--
-- **************************************************************

UEContextModificationResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { UEContextModificationResponseIEs} },
	...
}


[bookmark: _Hlk131093089]UEContextModificationResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID								PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID								PRESENCE mandatory	}|
	{ ID id-ResourceCoordinationTransferContainer	CRITICALITY ignore	TYPE ResourceCoordinationTransferContainer	PRESENCE optional	}|
	{ ID id-DUtoCURRCInformation					CRITICALITY reject	TYPE DUtoCURRCInformation							PRESENCE optional}|
	{ ID id-DRBs-SetupMod-List						CRITICALITY ignore	TYPE DRBs-SetupMod-List								PRESENCE optional}|
	{ ID id-DRBs-Modified-List						CRITICALITY ignore	TYPE DRBs-Modified-List								PRESENCE optional}|
	{ ID id-SRBs-FailedToBeSetupMod-List			CRITICALITY ignore	TYPE SRBs-FailedToBeSetupMod-List				PRESENCE optional	}|
	{ ID id-DRBs-FailedToBeSetupMod-List			CRITICALITY ignore	TYPE DRBs-FailedToBeSetupMod-List				PRESENCE optional	}|
	{ ID id-SCell-FailedtoSetupMod-List				CRITICALITY ignore	TYPE SCell-FailedtoSetupMod-List				PRESENCE optional	}|
	{ ID id-DRBs-FailedToBeModified-List			CRITICALITY ignore	TYPE DRBs-FailedToBeModified-List				PRESENCE optional	}|
	{ ID id-InactivityMonitoringResponse			CRITICALITY reject	TYPE InactivityMonitoringResponse				PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional	}|
	{ ID id-C-RNTI									CRITICALITY ignore	TYPE C-RNTI											PRESENCE optional	}|
	{ ID id-Associated-SCell-List					CRITICALITY ignore  TYPE Associated-SCell-List						PRESENCE optional	}|
	{ ID id-SRBs-SetupMod-List						CRITICALITY ignore	TYPE SRBs-SetupMod-List								PRESENCE optional	}|
	{ ID id-SRBs-Modified-List						CRITICALITY ignore	TYPE SRBs-Modified-List								PRESENCE optional	}|
	{ ID id-FullConfiguration						CRITICALITY reject	TYPE FullConfiguration								PRESENCE optional	}|
	{ ID id-BHChannels-SetupMod-List				CRITICALITY ignore	TYPE BHChannels-SetupMod-List					PRESENCE optional}|
	{ ID id-BHChannels-Modified-List				CRITICALITY ignore	TYPE BHChannels-Modified-List					PRESENCE optional}|
	{ ID id-BHChannels-FailedToBeSetupMod-List		CRITICALITY ignore	TYPE BHChannels-FailedToBeSetupMod-List		PRESENCE optional	}|
	{ ID id-BHChannels-FailedToBeModified-List		CRITICALITY ignore	TYPE BHChannels-FailedToBeModified-List		PRESENCE optional	}|
	{ ID id-SLDRBs-SetupMod-List					CRITICALITY ignore	TYPE SLDRBs-SetupMod-List							PRESENCE optional	}|
	{ ID id-SLDRBs-Modified-List					CRITICALITY ignore	TYPE SLDRBs-Modified-List							PRESENCE optional	}|
	{ ID id-SLDRBs-FailedToBeSetupMod-List			CRITICALITY ignore	TYPE SLDRBs-FailedToBeSetupMod-List			PRESENCE optional	}|
	{ ID id-SLDRBs-FailedToBeModified-List			CRITICALITY ignore	TYPE SLDRBs-FailedToBeModified-List			PRESENCE optional	}|
	{ ID id-requestedTargetCellGlobalID				CRITICALITY reject	TYPE NRCGI											PRESENCE optional}|
	{ ID id-SCGActivationStatus						CRITICALITY ignore	TYPE SCGActivationStatus							PRESENCE optional }|
	{ ID id-UuRLCChannelSetupList					CRITICALITY ignore	TYPE UuRLCChannelSetupList						PRESENCE optional}|
	{ ID id-UuRLCChannelFailedToBeSetupList			CRITICALITY ignore	TYPE UuRLCChannelFailedToBeSetupList			PRESENCE optional}|
	{ ID id-UuRLCChannelModifiedList				CRITICALITY ignore	TYPE UuRLCChannelModifiedList					PRESENCE optional}|
	{ ID id-UuRLCChannelFailedToBeModifiedList		CRITICALITY ignore	TYPE UuRLCChannelFailedToBeModifiedList		PRESENCE optional}|
	{ ID id-PC5RLCChannelSetupList					CRITICALITY ignore	TYPE PC5RLCChannelSetupList						PRESENCE optional}|
	{ ID id-PC5RLCChannelFailedToBeSetupList		CRITICALITY ignore	TYPE PC5RLCChannelFailedToBeSetupList			PRESENCE optional}|
	{ ID id-PC5RLCChannelModifiedList				CRITICALITY ignore	TYPE PC5RLCChannelModifiedList					PRESENCE optional}|
	{ ID id-PC5RLCChannelFailedToBeModifiedList		CRITICALITY ignore	TYPE PC5RLCChannelFailedToBeModifiedList		PRESENCE optional}|
	{ ID id-SDTBearerConfigurationInfo				CRITICALITY ignore	TYPE SDTBearerConfigurationInfo					PRESENCE optional}|
	{ ID id-UE-MulticastMRBs-Setup-List				CRITICALITY reject	TYPE UE-MulticastMRBs-Setup-List				PRESENCE optional}|
	{ ID id-ServingCellMO-encoded-in-CGC-List		CRITICALITY ignore	TYPE ServingCellMO-encoded-in-CGC-List		PRESENCE optional},
	...
}


DRBs-SetupMod-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-SetupMod-ItemIEs} }
DRBs-Modified-List::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-Modified-ItemIEs } } 
SRBs-SetupMod-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-SetupMod-ItemIEs} }
SRBs-Modified-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-Modified-ItemIEs } }
DRBs-FailedToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-FailedToBeModified-ItemIEs} }
SRBs-FailedToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-FailedToBeSetupMod-ItemIEs} }
DRBs-FailedToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-FailedToBeSetupMod-ItemIEs} }
SCell-FailedtoSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofSCells)) OF ProtocolIE-SingleContainer { { SCell-FailedtoSetupMod-ItemIEs} }
BHChannels-SetupMod-List ::= SEQUENCE (SIZE(1..maxnoofBHRLCChannels)) OF ProtocolIE-SingleContainer { { BHChannels-SetupMod-ItemIEs} }
BHChannels-Modified-List ::= SEQUENCE (SIZE(1..maxnoofBHRLCChannels)) OF ProtocolIE-SingleContainer { { BHChannels-Modified-ItemIEs } } 
BHChannels-FailedToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofBHRLCChannels)) OF ProtocolIE-SingleContainer { { BHChannels-FailedToBeModified-ItemIEs} }
BHChannels-FailedToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofBHRLCChannels)) OF ProtocolIE-SingleContainer { { BHChannels-FailedToBeSetupMod-ItemIEs} }

Associated-SCell-List ::= SEQUENCE (SIZE(1.. maxnoofSCells)) OF ProtocolIE-SingleContainer { { Associated-SCell-ItemIEs} }

DRBs-SetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-SetupMod-Item		CRITICALITY ignore		TYPE DRBs-SetupMod-Item		PRESENCE mandatory},
	...
}


DRBs-Modified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-Modified-Item			CRITICALITY ignore	TYPE DRBs-Modified-Item		PRESENCE mandatory},
	...
}

SRBs-SetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SRBs-SetupMod-Item		CRITICALITY ignore		TYPE SRBs-SetupMod-Item		PRESENCE mandatory},
	...
}


SRBs-Modified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SRBs-Modified-Item			CRITICALITY ignore	TYPE SRBs-Modified-Item		PRESENCE mandatory},
	...
}

SRBs-FailedToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SRBs-FailedToBeSetupMod-Item		CRITICALITY ignore	TYPE SRBs-FailedToBeSetupMod-Item		PRESENCE mandatory},
	...
}


DRBs-FailedToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-FailedToBeSetupMod-Item		CRITICALITY ignore	TYPE DRBs-FailedToBeSetupMod-Item		PRESENCE mandatory},
	...
}


DRBs-FailedToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-FailedToBeModified-Item		CRITICALITY ignore	TYPE DRBs-FailedToBeModified-Item		PRESENCE mandatory},
	...
}

SCell-FailedtoSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SCell-FailedtoSetupMod-Item			CRITICALITY ignore	TYPE SCell-FailedtoSetupMod-Item			PRESENCE mandatory},
	...
}

Associated-SCell-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-Associated-SCell-Item			CRITICALITY ignore	TYPE Associated-SCell-Item			PRESENCE mandatory},
	...
}

BHChannels-SetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BHChannels-SetupMod-Item		CRITICALITY ignore		TYPE BHChannels-SetupMod-Item		PRESENCE mandatory},
	...
}


BHChannels-Modified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BHChannels-Modified-Item		CRITICALITY ignore	TYPE BHChannels-Modified-Item		PRESENCE mandatory},
	...
}

BHChannels-FailedToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BHChannels-FailedToBeSetupMod-Item		CRITICALITY ignore	TYPE BHChannels-FailedToBeSetupMod-Item		PRESENCE mandatory},
	...
}

BHChannels-FailedToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BHChannels-FailedToBeModified-Item		CRITICALITY ignore	TYPE BHChannels-FailedToBeModified-Item		PRESENCE mandatory},
	...
}

SLDRBs-SetupMod-List 			::= SEQUENCE (SIZE(1..maxnoofSLDRBs)) OF ProtocolIE-SingleContainer { { SLDRBs-SetupMod-ItemIEs} }
SLDRBs-Modified-List				::= SEQUENCE (SIZE(1..maxnoofSLDRBs)) OF ProtocolIE-SingleContainer { { SLDRBs-Modified-ItemIEs } } 
SLDRBs-FailedToBeModified-List 	::= SEQUENCE (SIZE(1..maxnoofSLDRBs)) OF ProtocolIE-SingleContainer { { SLDRBs-FailedToBeModified-ItemIEs} }
SLDRBs-FailedToBeSetupMod-List 	::= SEQUENCE (SIZE(1..maxnoofSLDRBs)) OF ProtocolIE-SingleContainer { { SLDRBs-FailedToBeSetupMod-ItemIEs} }

SLDRBs-SetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SLDRBs-SetupMod-Item		CRITICALITY ignore		TYPE SLDRBs-SetupMod-Item		PRESENCE mandatory},
	...
}

SLDRBs-Modified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SLDRBs-Modified-Item			CRITICALITY ignore	TYPE SLDRBs-Modified-Item		PRESENCE mandatory},
	...
}

SLDRBs-FailedToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SLDRBs-FailedToBeSetupMod-Item		CRITICALITY ignore	TYPE SLDRBs-FailedToBeSetupMod-Item		PRESENCE mandatory},
	...
}

SLDRBs-FailedToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SLDRBs-FailedToBeModified-Item		CRITICALITY ignore	TYPE SLDRBs-FailedToBeModified-Item		PRESENCE mandatory},
	...
}

UE-MulticastMRBs-Setup-List ::= SEQUENCE (SIZE(1..maxnoofMRBsforUE)) OF ProtocolIE-SingleContainer { { UE-MulticastMRBs-Setup-ItemIEs } }

UE-MulticastMRBs-Setup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-UE-MulticastMRBs-Setup-Item		CRITICALITY reject	TYPE UE-MulticastMRBs-Setup-Item		PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- UE CONTEXT MODIFICATION FAILURE
--
-- **************************************************************

UEContextModificationFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { UEContextModificationFailureIEs} },
	...
}

UEContextModificationFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-Cause							CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics			CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional	}|
	{ ID id-requestedTargetCellGlobalID		CRITICALITY reject	TYPE NRCGI							PRESENCE optional},
	...
}


-- **************************************************************
--
-- UE Context Modification Required (gNB-DU initiated) ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- UE CONTEXT MODIFICATION REQUIRED
--
-- **************************************************************

UEContextModificationRequired ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { UEContextModificationRequiredIEs} },
	...
}

UEContextModificationRequiredIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID							CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID									PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID							CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID									PRESENCE mandatory	}|
	{ ID id-ResourceCoordinationTransferContainer		CRITICALITY ignore	TYPE ResourceCoordinationTransferContainer			PRESENCE optional	}|
	{ ID id-DUtoCURRCInformation						CRITICALITY reject	TYPE DUtoCURRCInformation								PRESENCE optional}|
	{ ID id-DRBs-Required-ToBeModified-List				CRITICALITY reject	TYPE DRBs-Required-ToBeModified-List					PRESENCE optional}|
	{ ID id-SRBs-Required-ToBeReleased-List				CRITICALITY reject	TYPE SRBs-Required-ToBeReleased-List					PRESENCE optional}|
	{ ID id-DRBs-Required-ToBeReleased-List				CRITICALITY reject	TYPE DRBs-Required-ToBeReleased-List					PRESENCE optional}|
	{ ID id-Cause										CRITICALITY ignore	TYPE Cause													PRESENCE mandatory	}|
	{ ID id-BHChannels-Required-ToBeReleased-List		CRITICALITY reject	TYPE BHChannels-Required-ToBeReleased-List			PRESENCE optional}|
	{ ID id-SLDRBs-Required-ToBeModified-List			CRITICALITY reject	TYPE SLDRBs-Required-ToBeModified-List				PRESENCE optional}|
	{ ID id-SLDRBs-Required-ToBeReleased-List			CRITICALITY reject	TYPE SLDRBs-Required-ToBeReleased-List				PRESENCE optional}|
	{ ID id-targetCellsToCancel							CRITICALITY reject	TYPE TargetCellList											PRESENCE optional}|
	{ ID id-UuRLCChannelRequiredToBeModifiedList		CRITICALITY reject	TYPE UuRLCChannelRequiredToBeModifiedList			PRESENCE optional}|
	{ ID id-UuRLCChannelRequiredToBeReleasedList		CRITICALITY reject	TYPE UuRLCChannelRequiredToBeReleasedList			PRESENCE optional}|
	{ ID id-PC5RLCChannelRequiredToBeModifiedList		CRITICALITY reject	TYPE PC5RLCChannelRequiredToBeModifiedList			PRESENCE optional}|
	{ ID id-PC5RLCChannelRequiredToBeReleasedList		CRITICALITY reject	TYPE PC5RLCChannelRequiredToBeReleasedList			PRESENCE optional}|
	{ ID id-UE-MulticastMRBs-RequiredToBeModified-List	CRITICALITY reject	TYPE UE-MulticastMRBs-RequiredToBeModified-List	PRESENCE optional  }|
	{ ID id-UE-MulticastMRBs-RequiredToBeReleased-List	CRITICALITY reject	TYPE UE-MulticastMRBs-RequiredToBeReleased-List	PRESENCE optional  },
	...
} 

DRBs-Required-ToBeModified-List::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-Required-ToBeModified-ItemIEs } }
DRBs-Required-ToBeReleased-List::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-Required-ToBeReleased-ItemIEs } }

SRBs-Required-ToBeReleased-List::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-Required-ToBeReleased-ItemIEs } }

BHChannels-Required-ToBeReleased-List ::= SEQUENCE (SIZE(1..maxnoofBHRLCChannels)) OF ProtocolIE-SingleContainer { { BHChannels-Required-ToBeReleased-ItemIEs } }

DRBs-Required-ToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-Required-ToBeModified-Item			CRITICALITY reject	TYPE DRBs-Required-ToBeModified-Item		PRESENCE mandatory},
	...
}

DRBs-Required-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-Required-ToBeReleased-Item			CRITICALITY reject	TYPE DRBs-Required-ToBeReleased-Item		PRESENCE mandatory},
	...
}

SRBs-Required-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SRBs-Required-ToBeReleased-Item			CRITICALITY reject	TYPE SRBs-Required-ToBeReleased-Item			PRESENCE mandatory},
	...
}

BHChannels-Required-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BHChannels-Required-ToBeReleased-Item			CRITICALITY reject	TYPE BHChannels-Required-ToBeReleased-Item		PRESENCE mandatory},
	...
}

SLDRBs-Required-ToBeModified-List::= SEQUENCE (SIZE(1..maxnoofSLDRBs)) OF ProtocolIE-SingleContainer { { SLDRBs-Required-ToBeModified-ItemIEs } }
SLDRBs-Required-ToBeReleased-List::= SEQUENCE (SIZE(1..maxnoofSLDRBs)) OF ProtocolIE-SingleContainer { { SLDRBs-Required-ToBeReleased-ItemIEs } }

SLDRBs-Required-ToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SLDRBs-Required-ToBeModified-Item			CRITICALITY reject	TYPE SLDRBs-Required-ToBeModified-Item		PRESENCE mandatory},
	...
}

SLDRBs-Required-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SLDRBs-Required-ToBeReleased-Item			CRITICALITY reject	TYPE SLDRBs-Required-ToBeReleased-Item		PRESENCE mandatory},
	...
}

UE-MulticastMRBs-RequiredToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofMRBsforUE)) OF 
							ProtocolIE-SingleContainer { { UE-MulticastMRBs-RequiredToBeModified-ItemIEs} }

UE-MulticastMRBs-RequiredToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-UE-MulticastMRBs-RequiredToBeModified-Item	CRITICALITY reject	TYPE UE-MulticastMRBs-RequiredToBeModified-Item		PRESENCE mandatory},
	...
}

UE-MulticastMRBs-RequiredToBeReleased-List ::= SEQUENCE (SIZE(1..maxnoofMRBsforUE)) OF 
							ProtocolIE-SingleContainer { { UE-MulticastMRBs-RequiredToBeReleased-ItemIEs} }

UE-MulticastMRBs-RequiredToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-UE-MulticastMRBs-RequiredToBeReleased-Item		CRITICALITY reject	TYPE UE-MulticastMRBs-RequiredToBeReleased-Item		PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- UE CONTEXT MODIFICATION CONFIRM
--
-- **************************************************************

UEContextModificationConfirm::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { UEContextModificationConfirmIEs} },
	...
}


UEContextModificationConfirmIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID							CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID									PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID							CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID									PRESENCE mandatory	}|
	{ ID id-ResourceCoordinationTransferContainer		CRITICALITY ignore	TYPE ResourceCoordinationTransferContainer			PRESENCE optional		}|
	{ ID id-DRBs-ModifiedConf-List						CRITICALITY ignore	TYPE DRBs-ModifiedConf-List								PRESENCE optional		}|
	{ ID id-RRCContainer								CRITICALITY ignore	TYPE RRCContainer											PRESENCE optional		}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics								PRESENCE optional		}|
	{ ID id-ExecuteDuplication							CRITICALITY ignore	TYPE ExecuteDuplication									PRESENCE optional		}|
	{ ID id-ResourceCoordinationTransferInformation		CRITICALITY ignore	TYPE ResourceCoordinationTransferInformation		PRESENCE optional		}|
	{ ID id-SLDRBs-ModifiedConf-List					CRITICALITY ignore	TYPE SLDRBs-ModifiedConf-List							PRESENCE optional		}|
	{ ID id-UuRLCChannelModifiedList					CRITICALITY reject	TYPE UuRLCChannelModifiedList							PRESENCE optional		}|
	{ ID id-PC5RLCChannelModifiedList					CRITICALITY reject	TYPE PC5RLCChannelModifiedList							PRESENCE optional		}|
	{ ID id-UE-MulticastMRBs-ConfirmedToBeModified-List	CRITICALITY reject	TYPE UE-MulticastMRBs-ConfirmedToBeModified-List	PRESENCE optional		},
	...
}

DRBs-ModifiedConf-List::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-ModifiedConf-ItemIEs } }

DRBs-ModifiedConf-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRBs-ModifiedConf-Item		CRITICALITY ignore	TYPE DRBs-ModifiedConf-Item			PRESENCE mandatory},
	...
}

SLDRBs-ModifiedConf-List::= SEQUENCE (SIZE(1..maxnoofSLDRBs)) OF ProtocolIE-SingleContainer { { SLDRBs-ModifiedConf-ItemIEs } }

SLDRBs-ModifiedConf-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SLDRBs-ModifiedConf-Item		CRITICALITY ignore	TYPE SLDRBs-ModifiedConf-Item			PRESENCE mandatory},
	...
}

UE-MulticastMRBs-ConfirmedToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofMRBsforUE)) OF 
							ProtocolIE-SingleContainer { { UE-MulticastMRBs-ConfirmedToBeModified-ItemIEs} }

UE-MulticastMRBs-ConfirmedToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-UE-MulticastMRBs-ConfirmedToBeModified-Item	CRITICALITY reject	TYPE UE-MulticastMRBs-ConfirmedToBeModified-Item		PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- UE CONTEXT MODIFICATION REFUSE
--
-- **************************************************************

UEContextModificationRefuse::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { UEContextModificationRefuseIEs} },
	...
}


UEContextModificationRefuseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-Cause							CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics			CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional	},
	...
}


-- ************************************************************** 
-- 
-- WRITE-REPLACE WARNING ELEMENTARY PROCEDURE 
-- 
-- ************************************************************** 

-- ************************************************************** 
-- 
-- Write-Replace Warning Request 
-- 
-- ************************************************************** 

WriteReplaceWarningRequest ::= SEQUENCE { 
	protocolIEs ProtocolIE-Container { {WriteReplaceWarningRequestIEs} }, 
	... 
} 

WriteReplaceWarningRequestIEs F1AP-PROTOCOL-IES ::= { 
	{ ID id-TransactionID						CRITICALITY reject	TYPE TransactionID								PRESENCE mandatory	}|
	{ ID id-PWSSystemInformation 				CRITICALITY reject	TYPE PWSSystemInformation 						PRESENCE mandatory }| 
	{ ID id-RepetitionPeriod 					CRITICALITY reject	TYPE RepetitionPeriod 							PRESENCE mandatory }| 
	{ ID id-NumberofBroadcastRequest 			CRITICALITY reject	TYPE NumberofBroadcastRequest 				PRESENCE mandatory }| 
	{ ID id-Cells-To-Be-Broadcast-List			CRITICALITY reject	TYPE Cells-To-Be-Broadcast-List				PRESENCE optional	},
	... 
}

Cells-To-Be-Broadcast-List		::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Cells-To-Be-Broadcast-List-ItemIEs } }

Cells-To-Be-Broadcast-List-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Cells-To-Be-Broadcast-Item		CRITICALITY reject	TYPE	Cells-To-Be-Broadcast-Item		PRESENCE mandatory	},
	...
}

-- ************************************************************** 
-- 
-- Write-Replace Warning Response 
-- 
-- ************************************************************** 

WriteReplaceWarningResponse ::= SEQUENCE { 
	protocolIEs ProtocolIE-Container { {WriteReplaceWarningResponseIEs} }, 
	... 
} 

WriteReplaceWarningResponseIEs F1AP-PROTOCOL-IES ::= { 
	{ ID id-TransactionID							CRITICALITY reject	TYPE TransactionID										PRESENCE mandatory	}|
	{ ID id-Cells-Broadcast-Completed-List			CRITICALITY reject	TYPE Cells-Broadcast-Completed-List				PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics							PRESENCE optional	}|
	{ ID id-Dedicated-SIDelivery-NeededUE-List		CRITICALITY ignore	TYPE Dedicated-SIDelivery-NeededUE-List			PRESENCE optional	},
	...
}

Cells-Broadcast-Completed-List		::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Cells-Broadcast-Completed-List-ItemIEs } }

Cells-Broadcast-Completed-List-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Cells-Broadcast-Completed-Item		CRITICALITY reject	TYPE	Cells-Broadcast-Completed-Item		PRESENCE mandatory	},
	...
}


-- ************************************************************** 
-- 
-- PWS CANCEL ELEMENTARY PROCEDURE 
-- 
-- ************************************************************** 

-- ************************************************************** 
-- 
-- PWS Cancel Request 
-- 
-- ************************************************************** 

PWSCancelRequest ::= SEQUENCE { 
	protocolIEs ProtocolIE-Container { {PWSCancelRequestIEs} }, 
	... 
} 

PWSCancelRequestIEs F1AP-PROTOCOL-IES ::= { 
	{ ID id-TransactionID							CRITICALITY reject TYPE TransactionID									PRESENCE mandatory	}|
	{ ID id-NumberofBroadcastRequest 				CRITICALITY reject TYPE NumberofBroadcastRequest						PRESENCE mandatory }| 
	{ ID id-Broadcast-To-Be-Cancelled-List			CRITICALITY reject TYPE Broadcast-To-Be-Cancelled-List				PRESENCE optional	}|
	{ ID id-Cancel-all-Warning-Messages-Indicator	CRITICALITY reject TYPE Cancel-all-Warning-Messages-Indicator	PRESENCE optional	}|
	{ ID id-NotificationInformation					CRITICALITY reject TYPE NotificationInformation						PRESENCE optional},
	... 
}

Broadcast-To-Be-Cancelled-List		::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Broadcast-To-Be-Cancelled-List-ItemIEs } }

Broadcast-To-Be-Cancelled-List-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Broadcast-To-Be-Cancelled-Item		CRITICALITY reject	TYPE	Broadcast-To-Be-Cancelled-Item		PRESENCE mandatory	},
	...
}

-- ************************************************************** 
-- 
-- PWS Cancel Response 
-- 
-- ************************************************************** 

PWSCancelResponse ::= SEQUENCE { 
	protocolIEs ProtocolIE-Container { {PWSCancelResponseIEs} }, 
	... 
} 

PWSCancelResponseIEs F1AP-PROTOCOL-IES ::= { 
	{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID						PRESENCE mandatory	}|
	{ ID id-Cells-Broadcast-Cancelled-List	CRITICALITY reject	TYPE Cells-Broadcast-Cancelled-List	PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics			CRITICALITY ignore	TYPE CriticalityDiagnostics				PRESENCE optional	},
	... 
}

Cells-Broadcast-Cancelled-List		::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { Cells-Broadcast-Cancelled-List-ItemIEs } }

Cells-Broadcast-Cancelled-List-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Cells-Broadcast-Cancelled-Item		CRITICALITY reject	TYPE	Cells-Broadcast-Cancelled-Item		PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- UE Inactivity Notification ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- UE Inactivity Notification
--
-- **************************************************************

UEInactivityNotification ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ UEInactivityNotificationIEs}},
	...
}

UEInactivityNotificationIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID							CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID							CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-DRB-Activity-List							CRITICALITY reject	TYPE DRB-Activity-List							PRESENCE mandatory	}|
	{ ID id-SDT-Termination-Request						CRITICALITY ignore	TYPE SDT-Termination-Request					PRESENCE optional 	},
	...
}

DRB-Activity-List::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRB-Activity-ItemIEs } }

DRB-Activity-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRB-Activity-Item			CRITICALITY reject	TYPE DRB-Activity-Item		PRESENCE mandatory},
	...
}
-- **************************************************************
--
-- Initial UL RRC Message Transfer ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- INITIAL UL RRC Message Transfer
--
-- **************************************************************

InitialULRRCMessageTransfer ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ InitialULRRCMessageTransferIEs}},
	...
}

InitialULRRCMessageTransferIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-DU-UE-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID						PRESENCE mandatory	}|
	{ ID id-NRCGI								CRITICALITY reject	TYPE NRCGI									PRESENCE mandatory	}|
	{ ID id-C-RNTI								CRITICALITY reject	TYPE C-RNTI									PRESENCE mandatory	}|
	{ ID id-RRCContainer						CRITICALITY reject	TYPE RRCContainer							PRESENCE mandatory	}|
	{ ID id-DUtoCURRCContainer					CRITICALITY reject	TYPE DUtoCURRCContainer						PRESENCE optional	}|
	{ ID id-SULAccessIndication					CRITICALITY ignore	TYPE SULAccessIndication					PRESENCE optional	}|
	{ ID id-TransactionID						CRITICALITY ignore	TYPE TransactionID							PRESENCE mandatory	}|
	{ ID id-RANUEID								CRITICALITY ignore	TYPE RANUEID								PRESENCE optional	}|
	{ ID id-RRCContainer-RRCSetupComplete		CRITICALITY ignore	TYPE RRCContainer-RRCSetupComplete 			PRESENCE optional	}|
	{ ID id-NRRedCapUEIndication				CRITICALITY ignore	TYPE NRRedCapUEIndication  					PRESENCE optional	}|
	{ ID id-SDTInformation						CRITICALITY ignore	TYPE SDTInformation							PRESENCE optional	}|
	{ ID id-SidelinkRelayConfiguration			CRITICALITY ignore	TYPE SidelinkRelayConfiguration			PRESENCE optional	},
	...
}


-- **************************************************************
--
-- DL RRC Message Transfer ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- DL RRC Message Transfer
--
-- **************************************************************

DLRRCMessageTransfer ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ DLRRCMessageTransferIEs}},
	...
}

DLRRCMessageTransferIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID							CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID							CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-oldgNB-DU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID							PRESENCE optional	}|
	{ ID id-SRBID										CRITICALITY reject	TYPE SRBID											PRESENCE mandatory	}|
	{ ID id-ExecuteDuplication							CRITICALITY ignore	TYPE ExecuteDuplication							PRESENCE optional}|
	{ ID id-RRCContainer								CRITICALITY reject	TYPE RRCContainer									PRESENCE mandatory	}|
	{ ID id-RAT-FrequencyPriorityInformation			CRITICALITY reject	TYPE RAT-FrequencyPriorityInformation		PRESENCE optional	}|
	{ ID id-RRCDeliveryStatusRequest					CRITICALITY ignore	TYPE RRCDeliveryStatusRequest					PRESENCE optional }|
	{ ID id-UEContextNotRetrievable						CRITICALITY reject	TYPE UEContextNotRetrievable					PRESENCE optional }|
	{ ID id-RedirectedRRCmessage						CRITICALITY reject	TYPE OCTET STRING									PRESENCE optional }|
	{ ID id-PLMNAssistanceInfoForNetShar				CRITICALITY ignore	TYPE PLMN-Identity									PRESENCE optional }|
	{ ID id-new-gNB-CU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID							PRESENCE optional }|
	{ ID id-AdditionalRRMPriorityIndex					CRITICALITY ignore	TYPE AdditionalRRMPriorityIndex				PRESENCE optional }|
	{ ID id-SRBMappingInfo								CRITICALITY ignore	TYPE UuRLCChannelID					 				PRESENCE optional },
	...
}
-- **************************************************************
--
-- UL RRC Message Transfer ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- UL RRC Message Transfer
--
-- **************************************************************

ULRRCMessageTransfer ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ ULRRCMessageTransferIEs}},
	...
}

ULRRCMessageTransferIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-SRBID							CRITICALITY reject	TYPE SRBID							PRESENCE mandatory	}|
	{ ID id-RRCContainer					CRITICALITY reject	TYPE RRCContainer					PRESENCE mandatory	}|
	{ ID id-SelectedPLMNID					CRITICALITY reject	TYPE PLMN-Identity					PRESENCE optional		}|
	{ ID id-new-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE optional		},
	...
}

-- **************************************************************
--
-- PRIVATE MESSAGE
--
-- **************************************************************

PrivateMessage ::= SEQUENCE {
	privateIEs		PrivateIE-Container	{{PrivateMessage-IEs}},
	...
}

PrivateMessage-IEs F1AP-PRIVATE-IES ::= {
	...
}


-- **************************************************************
--
-- System Information ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- System information Delivery Command
--
-- **************************************************************

SystemInformationDeliveryCommand ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ SystemInformationDeliveryCommandIEs}},
	...
}

SystemInformationDeliveryCommandIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID			CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-NRCGI					CRITICALITY reject	TYPE NRCGI							PRESENCE mandatory	}|
	{ ID id-SItype-List				CRITICALITY reject	TYPE SItype-List					PRESENCE mandatory	}|
	{ ID id-ConfirmedUEID 			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- Paging PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Paging
--
-- **************************************************************

Paging ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ PagingIEs}},
	...
}

PagingIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-UEIdentityIndexValue	CRITICALITY reject	TYPE UEIdentityIndexValue		PRESENCE mandatory	}|
	{ ID id-PagingIdentity			CRITICALITY reject	TYPE PagingIdentity				PRESENCE mandatory	}|
	{ ID id-PagingDRX				CRITICALITY ignore	TYPE PagingDRX					PRESENCE optional	}|
	{ ID id-PagingPriority			CRITICALITY ignore	TYPE PagingPriority				PRESENCE optional	}|
	{ ID id-PagingCell-List			CRITICALITY ignore	TYPE PagingCell-list			PRESENCE mandatory	}|
	{ ID id-PagingOrigin			CRITICALITY ignore	TYPE PagingOrigin				PRESENCE optional	}|
	{ ID id-RANUEPagingDRX			CRITICALITY ignore	TYPE PagingDRX					PRESENCE optional	}|
	{ ID id-CNUEPagingDRX			CRITICALITY ignore	TYPE PagingDRX					PRESENCE optional	}|
	{ ID id-NRPagingeDRXInformation	CRITICALITY ignore	TYPE NRPagingeDRXInformation	PRESENCE optional	}|
	{ ID id-NRPagingeDRXInformationforRRCINACTIVE	CRITICALITY ignore	TYPE NRPagingeDRXInformationforRRCINACTIVE	PRESENCE optional	}|
	{ ID id-PagingCause			CRITICALITY ignore	TYPE PagingCause				PRESENCE optional	}|
	{ ID id-PEIPSAssistanceInfo		CRITICALITY ignore	TYPE PEIPSAssistanceInfo		PRESENCE optional	}|
	{ ID id-UEPagingCapability		CRITICALITY ignore	TYPE UEPagingCapability			PRESENCE optional	}|
	{ ID id-ExtendedUEIdentityIndexValue	CRITICALITY ignore	TYPE ExtendedUEIdentityIndexValue		PRESENCE optional}|
	{ ID id-HashedUEIdentityIndexValue		CRITICALITY ignore	TYPE HashedUEIdentityIndexValue			PRESENCE optional},
	...
}

PagingCell-list::= SEQUENCE (SIZE(1.. maxnoofPagingCells)) OF ProtocolIE-SingleContainer { { PagingCell-ItemIEs } }

PagingCell-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-PagingCell-Item		CRITICALITY ignore	TYPE PagingCell-Item			PRESENCE mandatory}	,
	...
}



-- **************************************************************
--
-- Notify
--
-- **************************************************************

Notify ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ NotifyIEs}},
	...
}

NotifyIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID						PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID						PRESENCE mandatory	}|
	{ ID id-DRB-Notify-List						CRITICALITY reject	TYPE DRB-Notify-List						PRESENCE mandatory	},
	...
}

DRB-Notify-List::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRB-Notify-ItemIEs } }

DRB-Notify-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DRB-Notify-Item			CRITICALITY reject	TYPE DRB-Notify-Item		PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- NETWORK ACCESS RATE REDUCTION ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Network Access Rate Reduction
--
-- **************************************************************

NetworkAccessRateReduction ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ NetworkAccessRateReductionIEs }},
	...
}

NetworkAccessRateReductionIEs F1AP-PROTOCOL-IES ::= { 
	{ ID id-TransactionID 					CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-UAC-Assistance-Info				CRITICALITY reject	TYPE UAC-Assistance-Info			PRESENCE mandatory	},
	...
}

-- ************************************************************** 
-- 
-- PWS RESTART INDICATION ELEMENTARY PROCEDURE 
-- 
-- ************************************************************** 

-- ************************************************************** 
-- 
-- PWS Restart Indication 
-- 
-- ************************************************************** 

PWSRestartIndication ::= SEQUENCE { 
	protocolIEs ProtocolIE-Container { { PWSRestartIndicationIEs} }, 
	... 
} 

PWSRestartIndicationIEs F1AP-PROTOCOL-IES ::= { 
	{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-NR-CGI-List-For-Restart-List	CRITICALITY reject	TYPE NR-CGI-List-For-Restart-List	PRESENCE mandatory	},
	... 
}

NR-CGI-List-For-Restart-List		::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { NR-CGI-List-For-Restart-List-ItemIEs } }

NR-CGI-List-For-Restart-List-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-NR-CGI-List-For-Restart-Item		CRITICALITY reject	TYPE	NR-CGI-List-For-Restart-Item		PRESENCE mandatory	},
	...
}

-- ************************************************************** 
-- 
-- PWS FAILURE INDICATION ELEMENTARY PROCEDURE 
-- 
-- ************************************************************** 

-- ************************************************************** 
-- 
-- PWS Failure Indication 
-- 
-- ************************************************************** 

PWSFailureIndication ::= SEQUENCE { 
	protocolIEs ProtocolIE-Container { { PWSFailureIndicationIEs} }, 
	... 
} 

PWSFailureIndicationIEs F1AP-PROTOCOL-IES ::= { 
	{ ID id-TransactionID			CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-PWS-Failed-NR-CGI-List	CRITICALITY reject	TYPE PWS-Failed-NR-CGI-List		PRESENCE optional	},
	... 
}

PWS-Failed-NR-CGI-List		::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { PWS-Failed-NR-CGI-List-ItemIEs } }

PWS-Failed-NR-CGI-List-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-PWS-Failed-NR-CGI-Item		CRITICALITY reject	TYPE	PWS-Failed-NR-CGI-Item		PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- gNB-DU STATUS INDICATION ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- gNB-DU Status Indication
--
-- **************************************************************

GNBDUStatusIndication ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {GNBDUStatusIndicationIEs} },
	...
}

GNBDUStatusIndicationIEs F1AP-PROTOCOL-IES ::= { 
	{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-GNBDUOverloadInformation		CRITICALITY reject	TYPE GNBDUOverloadInformation		PRESENCE mandatory	}|
	{ ID id-IABCongestionIndication			CRITICALITY ignore	TYPE IABCongestionIndication		PRESENCE optional		},
	...
}



-- **************************************************************
--
-- RRC Delivery Report ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- RRC Delivery Report
--
-- **************************************************************

RRCDeliveryReport ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ RRCDeliveryReportIEs}},
	...
}

RRCDeliveryReportIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID	CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID	PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID	CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID	PRESENCE mandatory	}|
	{ ID id-RRCDeliveryStatus	CRITICALITY ignore	TYPE RRCDeliveryStatus	PRESENCE mandatory	}|
	{ ID id-SRBID				CRITICALITY ignore	TYPE SRBID				PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- F1 Removal ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- F1 Removal Request
--
-- **************************************************************

F1RemovalRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ F1RemovalRequestIEs }},
	...
}

F1RemovalRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID			CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- F1 Removal Response
--
-- **************************************************************

F1RemovalResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ F1RemovalResponseIEs }},
	...
}

F1RemovalResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional	},

	...
}

-- **************************************************************
--
-- F1 Removal Failure
--
-- **************************************************************

F1RemovalFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ F1RemovalFailureIEs }},
	...
}

F1RemovalFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional	},

	...
}


-- **************************************************************
--
-- TRACE ELEMENTARY PROCEDURES
--
-- **************************************************************

-- **************************************************************
--
-- TRACE START
--
-- **************************************************************

TraceStart ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {TraceStartIEs} },
	...
}

TraceStartIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-TraceActivation				CRITICALITY ignore	TYPE TraceActivation				PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- DEACTIVATE TRACE
--
-- **************************************************************

DeactivateTrace ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {DeactivateTraceIEs} },
	...
}

DeactivateTraceIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-TraceID						CRITICALITY ignore	TYPE TraceID						PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- CELL TRAFFIC TRACE
--
-- **************************************************************

CellTrafficTrace ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {CellTrafficTraceIEs} },
	...
}

CellTrafficTraceIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ID id-TraceID							CRITICALITY ignore	TYPE TraceID						PRESENCE mandatory	}|
	{ID id-TraceCollectionEntityIPAddress	CRITICALITY ignore	TYPE TransportLayerAddress			PRESENCE mandatory	}|
	{ID id-PrivacyIndicator					CRITICALITY ignore	TYPE PrivacyIndicator				PRESENCE optional	}|

	{ID id-TraceCollectionEntityURI	CRITICALITY ignore	TYPE URI-address		PRESENCE optional	},
	...

}

-- **************************************************************
--
-- DU-CU Radio Information Transfer ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- DU-CU Radio Information Transfer
--
-- **************************************************************

DUCURadioInformationTransfer ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ DUCURadioInformationTransferIEs}},
	...
}

DUCURadioInformationTransferIEs F1AP-PROTOCOL-IES ::= {
		{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID						PRESENCE mandatory	}|
	{ ID id-DUCURadioInformationType		CRITICALITY ignore	TYPE DUCURadioInformationType				PRESENCE mandatory	},
	...
}



-- **************************************************************
--
-- CU-DU Radio Information Transfer ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- CU-DU Radio Information Transfer
--
-- **************************************************************

CUDURadioInformationTransfer ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ CUDURadioInformationTransferIEs}},
	...
}

CUDURadioInformationTransferIEs F1AP-PROTOCOL-IES ::= {
		{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID						PRESENCE mandatory	}|
	{ ID id-CUDURadioInformationType	CRITICALITY ignore	TYPE CUDURadioInformationType				PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- IAB PROCEDURES 
--
-- **************************************************************
-- **************************************************************
--
-- BAP Mapping Configuration ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- BAP MAPPING CONFIGURATION
-- **************************************************************


BAPMappingConfiguration ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{ {BAPMappingConfiguration-IEs} },
	...
 }

BAPMappingConfiguration-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID							CRITICALITY reject	TYPE	TransactionID								PRESENCE mandatory}|
	{ ID id-BH-Routing-Information-Added-List		CRITICALITY ignore	TYPE	BH-Routing-Information-Added-List	PRESENCE optional}|
	{ ID id-BH-Routing-Information-Removed-List		CRITICALITY ignore	TYPE	BH-Routing-Information-Removed-List	PRESENCE optional}|
	{ ID id-TrafficMappingInformation				CRITICALITY ignore	TYPE	TrafficMappingInfo						PRESENCE optional}|
	{ ID id-BufferSizeThresh						CRITICALITY ignore	TYPE	BufferSizeThresh							PRESENCE optional}|
	{ ID id-BAP-Header-Rewriting-Added-List			CRITICALITY ignore	TYPE	BAP-Header-Rewriting-Added-List		PRESENCE optional}|
	{ ID id-Re-routingEnableIndicator				CRITICALITY ignore	TYPE	Re-routingEnableIndicator				PRESENCE optional}|	
	{ ID id-BAP-Header-Rewriting-Removed-List		CRITICALITY ignore	TYPE	BAP-Header-Rewriting-Removed-List	PRESENCE optional},
	...
}

BH-Routing-Information-Added-List ::= SEQUENCE (SIZE(1.. maxnoofRoutingEntries))	OF ProtocolIE-SingleContainer { { BH-Routing-Information-Added-List-ItemIEs } }
BH-Routing-Information-Removed-List ::= SEQUENCE (SIZE(1.. maxnoofRoutingEntries))	OF ProtocolIE-SingleContainer { { BH-Routing-Information-Removed-List-ItemIEs } }

BH-Routing-Information-Added-List-ItemIEs	F1AP-PROTOCOL-IES ::= {
	{ ID id-BH-Routing-Information-Added-List-Item				CRITICALITY ignore	TYPE BH-Routing-Information-Added-List-Item						PRESENCE optional},
	...
}

BH-Routing-Information-Removed-List-ItemIEs	F1AP-PROTOCOL-IES ::= {
	{ ID id-BH-Routing-Information-Removed-List-Item				CRITICALITY ignore	TYPE BH-Routing-Information-Removed-List-Item						PRESENCE optional},
	...
}

BAP-Header-Rewriting-Added-List ::= SEQUENCE (SIZE(1.. maxnoofRoutingEntries))	OF ProtocolIE-SingleContainer { { BAP-Header-Rewriting-Added-List-ItemIEs } }

BAP-Header-Rewriting-Added-List-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BAP-Header-Rewriting-Added-List-Item	CRITICALITY ignore	TYPE BAP-Header-Rewriting-Added-List-Item PRESENCE optional},
	...
}

BAP-Header-Rewriting-Removed-List ::= SEQUENCE (SIZE(1.. maxnoofRoutingEntries))	OF ProtocolIE-SingleContainer { { BAP-Header-Rewriting-Removed-List-ItemIEs } }

BAP-Header-Rewriting-Removed-List-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BAP-Header-Rewriting-Removed-List-Item	CRITICALITY ignore	TYPE BAP-Header-Rewriting-Removed-List-Item PRESENCE optional},
	...
}

-- **************************************************************
--
-- BAP MAPPING CONFIGURATION ACKNOWLEDGE
-- **************************************************************

BAPMappingConfigurationAcknowledge ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {BAPMappingConfigurationAcknowledge-IEs} },
	... 
}

BAPMappingConfigurationAcknowledge-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID			CRITICALITY reject	TYPE	TransactionID			PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics	CRITICALITY ignore	TYPE	CriticalityDiagnostics	PRESENCE optional},
	...
}

-- **************************************************************
--
-- BAP MAPPING CONFIGURATION FAILURE
--
-- **************************************************************

BAPMappingConfigurationFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container		{ { BAPMappingConfigurationFailureIEs} },
	...
}

BAPMappingConfigurationFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-TimeToWait					CRITICALITY ignore	TYPE TimeToWait					PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	},
	...
}


-- **************************************************************
--
-- GNB-DU Configuration ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- GNB-DU RESOURCE CONFIGURATION
-- **************************************************************


GNBDUResourceConfiguration ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container		{{ GNBDUResourceConfigurationIEs}},
	...
}


GNBDUResourceConfigurationIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID							CRITICALITY reject	TYPE TransactionID								PRESENCE mandatory	}|
	{ ID id-Activated-Cells-to-be-Updated-List		CRITICALITY reject	TYPE Activated-Cells-to-be-Updated-List	PRESENCE optional}|
	{ ID id-Child-Nodes-List						CRITICALITY reject	TYPE Child-Nodes-List							PRESENCE optional}|
	{ ID id-Neighbour-Node-Cells-List				CRITICALITY reject	TYPE Neighbour-Node-Cells-List				PRESENCE optional}|
	{ ID id-Serving-Cells-List						CRITICALITY reject	TYPE Serving-Cells-List							PRESENCE optional},
	...
} 




-- **************************************************************
--
-- GNB-DU RESOURCE CONFIGURATION ACKNOWLEDGE
-- **************************************************************


GNBDUResourceConfigurationAcknowledge ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container		{ { GNBDUResourceConfigurationAcknowledgeIEs} },
	...
}


GNBDUResourceConfigurationAcknowledgeIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID						CRITICALITY reject	TYPE TransactionID							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics					PRESENCE optional	},
	...
}

-- **************************************************************
--
-- GNB-DU RESOURCE CONFIGURATION FAILURE
--
-- **************************************************************

GNBDUResourceConfigurationFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container		{ { GNBDUResourceConfigurationFailureIEs} },
	...
}

GNBDUResourceConfigurationFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-TimeToWait					CRITICALITY ignore	TYPE TimeToWait					PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	},
	...
}


-- **************************************************************
--
-- IAB TNL Address Allocation ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- IAB TNL ADDRESS REQUEST
-- **************************************************************



IABTNLAddressRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container		{ {IABTNLAddressRequestIEs} },
	...
}

IABTNLAddressRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID						CRITICALITY reject	TYPE TransactionID								PRESENCE mandatory	}|
	{ ID id-IABv4AddressesRequested				CRITICALITY reject	TYPE IABv4AddressesRequested					PRESENCE optional	}|
	{ ID id-IABIPv6RequestType					CRITICALITY reject	TYPE IABIPv6RequestType							PRESENCE optional	}|
	{ ID id-IAB-TNL-Addresses-To-Remove-List	CRITICALITY reject	TYPE IAB-TNL-Addresses-To-Remove-List		PRESENCE optional	}|
	{ ID id-IAB-TNL-Addresses-Exception			CRITICALITY reject	TYPE IAB-TNL-Addresses-Exception				PRESENCE optional	},
	...
}


IAB-TNL-Addresses-To-Remove-List	::= SEQUENCE (SIZE(1..maxnoofTLAsIAB))	OF ProtocolIE-SingleContainer { { IAB-TNL-Addresses-To-Remove-ItemIEs } }

IAB-TNL-Addresses-To-Remove-ItemIEs	F1AP-PROTOCOL-IES::= {
	{ ID id-IAB-TNL-Addresses-To-Remove-Item			CRITICALITY reject	TYPE IAB-TNL-Addresses-To-Remove-Item					PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- IAB TNL ADDRESS RESPONSE
-- **************************************************************


IABTNLAddressResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container		{ {IABTNLAddressResponseIEs} },
	...
}


IABTNLAddressResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID								CRITICALITY reject	TYPE TransactionID									PRESENCE mandatory	}|
	{ ID id-IAB-Allocated-TNL-Address-List				CRITICALITY reject	TYPE IAB-Allocated-TNL-Address-List			PRESENCE mandatory	},
	...
}


IAB-Allocated-TNL-Address-List ::= SEQUENCE (SIZE(1.. maxnoofTLAsIAB))	OF ProtocolIE-SingleContainer { { IAB-Allocated-TNL-Address-List-ItemIEs } }


IAB-Allocated-TNL-Address-List-ItemIEs	F1AP-PROTOCOL-IES::= {
	{ ID id-IAB-Allocated-TNL-Address-Item			CRITICALITY reject	TYPE IAB-Allocated-TNL-Address-Item					PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- IAB TNL ADDRESS FAILURE
--
-- **************************************************************

IABTNLAddressFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container		{ { IABTNLAddressFailureIEs} },
	...
}

IABTNLAddressFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-TimeToWait					CRITICALITY ignore	TYPE TimeToWait					PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	},
	...
}

-- **************************************************************
--
-- IAB UP Configuration Update ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- IAB UP Configuration Update Request
--
-- **************************************************************

IABUPConfigurationUpdateRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container		{ { IABUPConfigurationUpdateRequestIEs} },
	...
}

IABUPConfigurationUpdateRequestIEs F1AP-PROTOCOL-IES ::= { 
	{ ID id-TransactionID							CRITICALITY reject	TYPE TransactionID										PRESENCE mandatory  }|
	{ ID id-UL-UP-TNL-Information-to-Update-List	CRITICALITY ignore	TYPE UL-UP-TNL-Information-to-Update-List		PRESENCE optional	}|
	{ ID id-UL-UP-TNL-Address-to-Update-List		CRITICALITY ignore	TYPE UL-UP-TNL-Address-to-Update-List				PRESENCE optional	},
	...
}

UL-UP-TNL-Information-to-Update-List ::= SEQUENCE (SIZE(1.. maxnoofULUPTNLInformationforIAB))	OF ProtocolIE-SingleContainer { { UL-UP-TNL-Information-to-Update-List-ItemIEs } }

UL-UP-TNL-Information-to-Update-List-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-UL-UP-TNL-Information-to-Update-List-Item	CRITICALITY ignore	TYPE UL-UP-TNL-Information-to-Update-List-Item PRESENCE mandatory },
	...
}

UL-UP-TNL-Address-to-Update-List ::= SEQUENCE (SIZE(1.. maxnoofUPTNLAddresses))	OF ProtocolIE-SingleContainer { { UL-UP-TNL-Address-to-Update-List-ItemIEs } }

UL-UP-TNL-Address-to-Update-List-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-UL-UP-TNL-Address-to-Update-List-Item	CRITICALITY ignore	TYPE UL-UP-TNL-Address-to-Update-List-Item PRESENCE mandatory },
	...
}


-- **************************************************************
--
-- IAB UP Configuration Update Response
--
-- **************************************************************

IABUPConfigurationUpdateResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container		{ { IABUPConfigurationUpdateResponseIEs} },
	...
}

IABUPConfigurationUpdateResponseIEs F1AP-PROTOCOL-IES ::= { 
	{ ID id-TransactionID						CRITICALITY reject	TYPE TransactionID							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics					PRESENCE optional	}|
	{ ID id-DL-UP-TNL-Address-to-Update-List	CRITICALITY reject	TYPE DL-UP-TNL-Address-to-Update-List	PRESENCE optional	},
	...
}

DL-UP-TNL-Address-to-Update-List ::= SEQUENCE (SIZE(1.. maxnoofUPTNLAddresses))	OF ProtocolIE-SingleContainer { { DL-UP-TNL-Address-to-Update-List-ItemIEs } }

DL-UP-TNL-Address-to-Update-List-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-DL-UP-TNL-Address-to-Update-List-Item	CRITICALITY ignore	TYPE DL-UP-TNL-Address-to-Update-List-Item	PRESENCE mandatory },
	...
}

-- **************************************************************
--
-- IAB UP Configuration Update Failure
--
-- **************************************************************

IABUPConfigurationUpdateFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container		{ { IABUPConfigurationUpdateFailureIEs} },
	...
}

IABUPConfigurationUpdateFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-TimeToWait					CRITICALITY ignore	TYPE TimeToWait					PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	},
	...
}

-- **************************************************************
--
-- Resource Status Reporting Initiation ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Resource Status Request
--
-- **************************************************************

ResourceStatusRequest::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {ResourceStatusRequestIEs} },
	...
}

ResourceStatusRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID			CRITICALITY reject	TYPE TransactionID			PRESENCE mandatory	}|
	{ ID id-gNBCUMeasurementID		CRITICALITY reject	TYPE GNBCUMeasurementID		PRESENCE mandatory	}|
	{ ID id-gNBDUMeasurementID		CRITICALITY ignore	TYPE GNBDUMeasurementID		PRESENCE conditional	}|
	{ ID id-RegistrationRequest		CRITICALITY ignore	TYPE RegistrationRequest	PRESENCE mandatory	}|
	{ ID id-ReportCharacteristics	CRITICALITY ignore	TYPE ReportCharacteristics	PRESENCE conditional	}|
	{ ID id-CellToReportList		CRITICALITY ignore	TYPE CellToReportList		PRESENCE optional	}|
	{ ID id-ReportingPeriodicity	CRITICALITY ignore	TYPE ReportingPeriodicity	PRESENCE  optional	},
	...
}


-- **************************************************************
--
-- Resource Status Response
--
-- **************************************************************

ResourceStatusResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { ResourceStatusResponseIEs} },
	...
}


ResourceStatusResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID			CRITICALITY reject	TYPE TransactionID			PRESENCE mandatory	}|
	{ ID id-gNBCUMeasurementID		CRITICALITY reject	TYPE GNBCUMeasurementID		PRESENCE mandatory	}|
	{ ID id-gNBDUMeasurementID		CRITICALITY ignore	TYPE GNBDUMeasurementID		PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics	CRITICALITY ignore	TYPE CriticalityDiagnostics	PRESENCE optional	},
	...
}


-- **************************************************************
--
-- Resource Status Failure
--
-- **************************************************************

ResourceStatusFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { ResourceStatusFailureIEs} },
	...
}

ResourceStatusFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID			CRITICALITY reject	TYPE TransactionID			PRESENCE mandatory	}|
	{ ID id-gNBCUMeasurementID		CRITICALITY reject	TYPE GNBCUMeasurementID		PRESENCE mandatory	}|
	{ ID id-gNBDUMeasurementID		CRITICALITY ignore	TYPE GNBDUMeasurementID		PRESENCE mandatory	}|
	{ ID id-Cause					CRITICALITY ignore	TYPE Cause					PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics	CRITICALITY ignore	TYPE CriticalityDiagnostics	PRESENCE optional	},
	...
}

-- **************************************************************
--
-- Resource Status Reporting ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Resource Status Update 
--
-- **************************************************************

ResourceStatusUpdate ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ ResourceStatusUpdateIEs}},
	...
}

ResourceStatusUpdateIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID			PRESENCE mandatory	}|
	{ ID id-gNBCUMeasurementID			CRITICALITY reject	TYPE GNBCUMeasurementID				PRESENCE mandatory	}|
	{ ID id-gNBDUMeasurementID			CRITICALITY ignore	TYPE GNBDUMeasurementID			PRESENCE mandatory	}|
	{ ID id-HardwareLoadIndicator			CRITICALITY ignore	TYPE HardwareLoadIndicator			PRESENCE optional	}|
	{ ID id-TNLCapacityIndicator			CRITICALITY ignore	TYPE TNLCapacityIndicator		PRESENCE optional	}|
	{ ID id-CellMeasurementResultList		CRITICALITY ignore	TYPE CellMeasurementResultList	PRESENCE optional	},
	...
}

-- **************************************************************
--
--  Access And Mobility Indication ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Access And Mobility Indication 
--
-- **************************************************************

[bookmark: OLE_LINK114]AccessAndMobilityIndication ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { AccessAndMobilityIndicationIEs} },
	...
}

AccessAndMobilityIndicationIEs F1AP-PROTOCOL-IES ::= { 
	{ ID id-TransactionID							CRITICALITY reject	TYPE TransactionID						PRESENCE mandatory }|
	{ ID id-RACHReportInformationList				CRITICALITY ignore	TYPE RACHReportInformationList			PRESENCE optional }|
	{ ID id-RLFReportInformationList				CRITICALITY ignore	TYPE RLFReportInformationList				PRESENCE optional }|
	{ ID id-SuccessfulHOReportInformationList		CRITICALITY ignore	TYPE SuccessfulHOReportInformationList	PRESENCE optional },
	...
}


-- **************************************************************
--
-- REFERENCE TIME INFORMATION REPORTING CONTROL
--
-- **************************************************************

ReferenceTimeInformationReportingControl::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { ReferenceTimeInformationReportingControlIEs} },
	...
}

ReferenceTimeInformationReportingControlIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-ReportingRequestType		CRITICALITY reject	TYPE ReportingRequestType		PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- REFERENCE TIME INFORMATION REPORT
--
-- **************************************************************

ReferenceTimeInformationReport::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { ReferenceTimeInformationReportIEs} },
	...
}

ReferenceTimeInformationReportIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY ignore	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-TimeReferenceInformation	CRITICALITY ignore	TYPE TimeReferenceInformation		PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- Access Success
--
-- **************************************************************

AccessSuccess ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ AccessSuccessIEs}},
	...
}

AccessSuccessIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID						PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID						PRESENCE mandatory	}|
	{ ID id-NRCGI								CRITICALITY reject	TYPE NRCGI									PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- POSITIONING ASSISTANCE INFORMATION CONTROL ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Assistance Information Control
--
-- **************************************************************

PositioningAssistanceInformationControl ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ PositioningAssistanceInformationControlIEs}},
	...
}

PositioningAssistanceInformationControlIEs F1AP-PROTOCOL-IES ::= {
		{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
		{ ID id-PosAssistance-Information		CRITICALITY reject	TYPE PosAssistance-Information		PRESENCE optional}|
		{ ID id-PosBroadcast					CRITICALITY reject	TYPE PosBroadcast				PRESENCE optional}|
		{ ID id-PositioningBroadcastCells		CRITICALITY reject	TYPE PositioningBroadcastCells		PRESENCE optional}|
		{ ID id-RoutingID						CRITICALITY reject	TYPE RoutingID				PRESENCE optional},
	...
}

-- **************************************************************
--
-- POSITIONING ASSISTANCE INFORMATION FEEDBACK ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Assistance Information Feedback
--
-- **************************************************************

PositioningAssistanceInformationFeedback ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ PositioningAssistanceInformationFeedbackIEs}},
	...
}

PositioningAssistanceInformationFeedbackIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID							CRITICALITY reject	TYPE TransactionID							PRESENCE mandatory	}|
	{ ID id-PosAssistanceInformationFailureList	CRITICALITY reject	TYPE PosAssistanceInformationFailureList	PRESENCE optional}|
	{ ID id-PositioningBroadcastCells				CRITICALITY reject	TYPE PositioningBroadcastCells				PRESENCE optional}|
	{ ID id-RoutingID								CRITICALITY reject	TYPE RoutingID									PRESENCE optional}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional},
	...
}

-- **************************************************************
--
-- POSITONING MEASUREMENT EXCHANGE ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Measurement Request
--
-- **************************************************************

PositioningMeasurementRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningMeasurementRequestIEs} },
	...
}

PositioningMeasurementRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID							CRITICALITY reject	TYPE TransactionID									PRESENCE mandatory}|
	{ ID id-LMF-MeasurementID						CRITICALITY reject	TYPE LMF-MeasurementID								PRESENCE mandatory}|
	{ ID id-RAN-MeasurementID						CRITICALITY reject	TYPE RAN-MeasurementID								PRESENCE mandatory}|
	{ ID id-TRP-MeasurementRequestList				CRITICALITY reject	TYPE TRP-MeasurementRequestList					PRESENCE mandatory}|
	{ ID id-PosReportCharacteristics				CRITICALITY reject	TYPE PosReportCharacteristics					PRESENCE mandatory}|
	{ ID id-PosMeasurementPeriodicity				CRITICALITY reject	TYPE MeasurementPeriodicity						PRESENCE conditional }|
	-- The above IE shall be present if the PosReportCharacteristics IE is set to “periodic” --
	{ ID id-PosMeasurementQuantities				CRITICALITY reject	TYPE PosMeasurementQuantities					PRESENCE mandatory}|
	{ ID id-SFNInitialisationTime					CRITICALITY ignore	TYPE RelativeTime1900	PRESENCE optional	}|
	{ ID id-SRSConfiguration						CRITICALITY ignore	TYPE SRSConfiguration								PRESENCE optional}|
	{ ID id-MeasurementBeamInfoRequest				CRITICALITY ignore	TYPE MeasurementBeamInfoRequest	PRESENCE optional	}|
	{ ID id-SystemFrameNumber						CRITICALITY ignore	TYPE SystemFrameNumber		PRESENCE optional}|
	{ ID id-SlotNumber								CRITICALITY ignore	TYPE SlotNumber				PRESENCE optional}|
	{ ID id-PosMeasurementPeriodicityExtended		CRITICALITY reject	TYPE MeasurementPeriodicityExtended			PRESENCE conditional }|
	-- The IE shall be present the MeasurementPeriodicity IE is set to the value "extended"

	{ ID id-ResponseTime							CRITICALITY ignore	TYPE ResponseTime									PRESENCE optional}|
	{ ID id-MeasurementCharacteristicsRequestIndicator			CRITICALITY ignore	TYPE MeasurementCharacteristicsRequestIndicator	PRESENCE optional}|
	{ ID id-MeasurementTimeOccasion					CRITICALITY ignore	TYPE MeasurementTimeOccasion	PRESENCE optional	}|
	{ ID id-PosMeasurementAmount					CRITICALITY ignore	TYPE PosMeasurementAmount	PRESENCE optional	},
	...
} 


-- **************************************************************
--
-- Positioning Measurement Response
--
-- **************************************************************

PositioningMeasurementResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningMeasurementResponseIEs} },
	...
}


PositioningMeasurementResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID							CRITICALITY reject	TYPE TransactionID									PRESENCE mandatory}|
	{ ID id-LMF-MeasurementID						CRITICALITY reject	TYPE LMF-MeasurementID								PRESENCE mandatory}|
	{ ID id-RAN-MeasurementID						CRITICALITY reject	TYPE RAN-MeasurementID								PRESENCE mandatory}|
	{ ID id-PosMeasurementResultList				CRITICALITY reject	TYPE PosMeasurementResultList					PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional	},
	...
}


-- **************************************************************
--
-- Positioning Measurement Failure
--
-- **************************************************************

PositioningMeasurementFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningMeasurementFailureIEs} },
	...
}

PositioningMeasurementFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-LMF-MeasurementID				CRITICALITY reject	TYPE LMF-MeasurementID			PRESENCE mandatory	}|
	{ ID id-RAN-MeasurementID				CRITICALITY reject	TYPE RAN-MeasurementID				PRESENCE mandatory	}|
	{ ID id-Cause							CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics			CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional	},
	...
}


-- **************************************************************
--
-- POSITIONING MEASUREMENT REPORT ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Measurement Report
--
-- **************************************************************

PositioningMeasurementReport ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { PositioningMeasurementReportIEs} },
	...
}

PositioningMeasurementReportIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-LMF-MeasurementID			CRITICALITY reject	TYPE LMF-MeasurementID			PRESENCE mandatory	}|
	{ ID id-RAN-MeasurementID			CRITICALITY reject	TYPE RAN-MeasurementID			PRESENCE mandatory	}|
	{ ID id-PosMeasurementResultList	CRITICALITY reject	TYPE PosMeasurementResultList	PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- POSITIONING MEASUREMENT ABORT ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Measurement Abort
--
-- **************************************************************

PositioningMeasurementAbort ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { PositioningMeasurementAbortIEs} },
	...
}

PositioningMeasurementAbortIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|	
	{ ID id-LMF-MeasurementID				CRITICALITY reject	TYPE LMF-MeasurementID				PRESENCE mandatory	}|
	{ ID id-RAN-MeasurementID				CRITICALITY reject	TYPE RAN-MeasurementID				PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- POSITIONING MEASUREMENT FAILURE INDICATION ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Measurement Failure Indication
--
-- **************************************************************

PositioningMeasurementFailureIndication ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { PositioningMeasurementFailureIndicationIEs} },
	...
}

PositioningMeasurementFailureIndicationIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-LMF-MeasurementID			CRITICALITY reject	TYPE LMF-MeasurementID				PRESENCE mandatory	}|
	{ ID id-RAN-MeasurementID			CRITICALITY reject	TYPE RAN-MeasurementID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- POSITIONING MEASUREMENT UPDATE ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Measurement Update
--
-- **************************************************************

PositioningMeasurementUpdate ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { PositioningMeasurementUpdateIEs} },
	...
}

PositioningMeasurementUpdateIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-LMF-MeasurementID			CRITICALITY reject	TYPE LMF-MeasurementID			PRESENCE mandatory	}|
	{ ID id-RAN-MeasurementID			CRITICALITY reject	TYPE RAN-MeasurementID			PRESENCE mandatory	}|
	{ ID id-SRSConfiguration			CRITICALITY ignore	TYPE SRSConfiguration			PRESENCE optional}|
	{ ID id-TRP-MeasurementUpdateList	CRITICALITY reject	TYPE TRP-MeasurementUpdateList 	PRESENCE optional}|
	{ ID id-MeasurementCharacteristicsRequestIndicator	CRITICALITY ignore	TYPE	MeasurementCharacteristicsRequestIndicator	PRESENCE optional}|
	{ ID id-MeasurementTimeOccasion		CRITICALITY ignore	TYPE MeasurementTimeOccasion	PRESENCE optional	},
	...
}


-- **************************************************************
--
-- TRP INFORMATION EXCHANGE ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- TRP Information Request
--
-- **************************************************************

TRPInformationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { TRPInformationRequestIEs} },
	...
}

TRPInformationRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID						CRITICALITY reject	TYPE TransactionID								PRESENCE mandatory	}|
	{ ID id-TRPList								CRITICALITY ignore	TYPE TRPList									PRESENCE optional	}|
	{ ID id-TRPInformationTypeListTRPReq		CRITICALITY reject	TYPE TRPInformationTypeListTRPReq			PRESENCE mandatory	},
	...
}

TRPInformationTypeListTRPReq ::= SEQUENCE (SIZE(1.. maxnoofTRPInfoTypes)) OF ProtocolIE-SingleContainer { { TRPInformationTypeItemTRPReq } }

TRPInformationTypeItemTRPReq 	F1AP-PROTOCOL-IES ::= {
	{ ID id-TRPInformationTypeItem	 CRITICALITY reject		TYPE TRPInformationTypeItem  	PRESENCE mandatory },
	...
}


-- **************************************************************
--
-- TRP Information Response
--
-- **************************************************************

TRPInformationResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { TRPInformationResponseIEs} },
	...
}

TRPInformationResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-TRPInformationListTRPResp		CRITICALITY ignore	TYPE TRPInformationListTRPResp		PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics			CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional	},
	...
}

TRPInformationListTRPResp ::= SEQUENCE (SIZE(1.. maxnoofTRPs)) OF ProtocolIE-SingleContainer { { TRPInformationItemTRPResp } }

TRPInformationItemTRPResp 	F1AP-PROTOCOL-IES ::= {
	{ ID id-TRPInformationItem	 CRITICALITY ignore		TYPE TRPInformationItem  	PRESENCE mandatory },
	...
}


-- **************************************************************
--
-- TRP Information Failure
--
-- **************************************************************

TRPInformationFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { TRPInformationFailureIEs} },
	...
}

TRPInformationFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID				CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	},
	...
}


-- **************************************************************
--
-- POSITIONING INFORMATION EXCHANGE ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Information Request
--
-- **************************************************************

PositioningInformationRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningInformationRequestIEs} },
	...
}

PositioningInformationRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID									PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID						CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID									PRESENCE mandatory	}|
	{ ID id-RequestedSRSTransmissionCharacteristics	CRITICALITY ignore	TYPE RequestedSRSTransmissionCharacteristics	PRESENCE optional}|
	{ ID id-UEReportingInformation					CRITICALITY ignore	TYPE UEReportingInformation							PRESENCE optional}|
	{ ID id-SRSPosRRCInactiveQueryIndication		CRITICALITY ignore	TYPE SRSPosRRCInactiveQueryIndication				PRESENCE optional},
	...
} 


-- **************************************************************
--
-- Positioning Information Response
--
-- **************************************************************

PositioningInformationResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningInformationResponseIEs} },
	...
}


PositioningInformationResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|	
	{ ID id-SRSConfiguration			CRITICALITY ignore	TYPE SRSConfiguration			PRESENCE optional}|
	{ ID id-SFNInitialisationTime		CRITICALITY ignore	TYPE RelativeTime1900			PRESENCE optional}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional }|
	{ ID id-SRSPosRRCInactiveConfig		CRITICALITY ignore	TYPE SRSPosRRCInactiveConfig	PRESENCE optional},
	...
}


-- **************************************************************
--
-- Positioning Information Failure
--
-- **************************************************************

PositioningInformationFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningInformationFailureIEs} },
	...
}

PositioningInformationFailureIEs F1AP-PROTOCOL-IES ::= {
	
	{ ID id-gNB-CU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional },
	...
}


-- **************************************************************
--
-- POSITIONING ACTIVATION PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Activation Request
--
-- **************************************************************

PositioningActivationRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningActivationRequestIEs} },
	...
}

PositioningActivationRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-SRSType					CRITICALITY reject	TYPE SRSType					PRESENCE mandatory	}|
	{ ID id-ActivationTime			CRITICALITY ignore	TYPE RelativeTime1900		PRESENCE optional	},
	...
} 

SRSType ::= CHOICE {
	semipersistentSRS				SemipersistentSRS,
	aperiodicSRS					AperiodicSRS, 
	choice-extension				ProtocolIE-SingleContainer { { SRSType-ExtIEs} }
}

SRSType-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

SemipersistentSRS ::= SEQUENCE {
	sRSResourceSetID			SRSResourceSetID,
	sRSSpatialRelation			SpatialRelationInfo	OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {SemipersistentSRS-ExtIEs} } OPTIONAL,
	...
}

SemipersistentSRS-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-SRSSpatialRelationPerSRSResource	CRITICALITY ignore	EXTENSION SpatialRelationPerSRSResource PRESENCE optional},
	...
}

AperiodicSRS ::= SEQUENCE {
	aperiodic					ENUMERATED {true, ...},
	sRSResourceTrigger			SRSResourceTrigger		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {AperiodicSRS-ExtIEs} } OPTIONAL,
	...
}

AperiodicSRS-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


-- **************************************************************
--
-- Positioning Activation Response
--
-- **************************************************************

PositioningActivationResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningActivationResponseIEs} },
	...
}


PositioningActivationResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-SystemFrameNumber		CRITICALITY ignore	TYPE SystemFrameNumber			PRESENCE optional }|
	{ ID id-SlotNumber				CRITICALITY ignore	TYPE SlotNumber					PRESENCE optional }|
	{ ID id-CriticalityDiagnostics	CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional },
	...
}




-- **************************************************************
--
-- Positioning Activation Failure
--
-- **************************************************************

PositioningActivationFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningActivationFailureIEs} },
	...
}

PositioningActivationFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional },
	...
}


-- **************************************************************
--
-- POSITIONING DEACTIVATION PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Deactivation
--
-- **************************************************************

PositioningDeactivation ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningDeactivationIEs} },
	...
}

PositioningDeactivationIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-AbortTransmission		CRITICALITY ignore	TYPE AbortTransmission			PRESENCE mandatory	},
	...
} 

-- **************************************************************
--
-- POSITIONING INFORMATION UPDATE PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Information Update
--
-- **************************************************************

PositioningInformationUpdate ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningInformationUpdateIEs} },
	...
}


PositioningInformationUpdateIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-SRSConfiguration		CRITICALITY ignore	TYPE SRSConfiguration			PRESENCE optional}|
	{ ID id-SFNInitialisationTime	CRITICALITY ignore	TYPE RelativeTime1900			PRESENCE optional},
	...
}

-- **************************************************************
--
-- E-CID MEASUREMENT PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- E-CID Measurement Initiation Request
--
-- **************************************************************

E-CIDMeasurementInitiationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{E-CIDMeasurementInitiationRequest-IEs}},
	...
}

E-CIDMeasurementInitiationRequest-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID					PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID					PRESENCE mandatory	}|
	{ ID id-LMF-UE-MeasurementID			CRITICALITY reject	TYPE LMF-UE-MeasurementID				PRESENCE mandatory	}|
	{ ID id-RAN-UE-MeasurementID			CRITICALITY reject	TYPE RAN-UE-MeasurementID				PRESENCE mandatory	}|
	{ ID id-E-CID-ReportCharacteristics		CRITICALITY reject	TYPE E-CID-ReportCharacteristics		PRESENCE mandatory	}|
	{ ID id-E-CID-MeasurementPeriodicity	CRITICALITY reject	TYPE MeasurementPeriodicity		PRESENCE conditional	}|
-- The above IE shall be present if the E-CID-ReportCharacteristics IE is set to “periodic” –-
	{ ID id-E-CID-MeasurementQuantities		CRITICALITY reject	TYPE E-CID-MeasurementQuantities	PRESENCE mandatory}|
	{ ID id-PosMeasurementPeriodicityNR-AoA	CRITICALITY reject	TYPE PosMeasurementPeriodicityNR-AoA		PRESENCE conditional},
-- The IE shall be present if the E-CID-ReportCharacteristics IE is set to “periodic” and the E-CID-MeasurementQuantities-Item IE in the E-CID-MeasurementQuantities IE is set to the value "angleOfArrivalNR"--
	...
}

-- **************************************************************
--
-- E-CID Measurement Initiation Response
--
-- **************************************************************

E-CIDMeasurementInitiationResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{E-CIDMeasurementInitiationResponse-IEs}},
	...
}

E-CIDMeasurementInitiationResponse-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-LMF-UE-MeasurementID		CRITICALITY reject	TYPE LMF-UE-MeasurementID			PRESENCE mandatory	}|
	{ ID id-RAN-UE-MeasurementID		CRITICALITY reject	TYPE RAN-UE-MeasurementID			PRESENCE mandatory	}|
	{ ID id-E-CID-MeasurementResult		CRITICALITY ignore	TYPE E-CID-MeasurementResult		PRESENCE optional}|
	{ ID id-Cell-Portion-ID				CRITICALITY ignore	TYPE Cell-Portion-ID				PRESENCE optional}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional},
	...
}

-- **************************************************************
--
-- E-CID Measurement Initiation Failure
--
-- **************************************************************

E-CIDMeasurementInitiationFailure ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{E-CIDMeasurementInitiationFailure-IEs}},
	...
}


E-CIDMeasurementInitiationFailure-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-LMF-UE-MeasurementID		CRITICALITY reject	TYPE LMF-UE-MeasurementID			PRESENCE mandatory	}|
	{ ID id-RAN-UE-MeasurementID		CRITICALITY reject	TYPE RAN-UE-MeasurementID			PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional},
	...
}

-- **************************************************************
--
-- E-CID MEASUREMENT FAILURE INDICATION PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- E-CID Measurement Failure Indication
--
-- **************************************************************

E-CIDMeasurementFailureIndication ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{E-CIDMeasurementFailureIndication-IEs}},
	...
}


E-CIDMeasurementFailureIndication-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-LMF-UE-MeasurementID		CRITICALITY reject	TYPE LMF-UE-MeasurementID		PRESENCE mandatory	}|
	{ ID id-RAN-UE-MeasurementID		CRITICALITY reject	TYPE RAN-UE-MeasurementID		PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- E-CID MEASUREMENT REPORT PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- E-CID Measurement Report
--
-- **************************************************************

E-CIDMeasurementReport ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{E-CIDMeasurementReport-IEs}},
	...
}


E-CIDMeasurementReport-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-LMF-UE-MeasurementID		CRITICALITY reject	TYPE LMF-UE-MeasurementID			PRESENCE mandatory	}|
	{ ID id-RAN-UE-MeasurementID		CRITICALITY reject	TYPE RAN-UE-MeasurementID			PRESENCE mandatory	}|
	{ ID id-E-CID-MeasurementResult		CRITICALITY ignore	TYPE E-CID-MeasurementResult		PRESENCE mandatory }|
	{ ID id-Cell-Portion-ID				CRITICALITY ignore	TYPE Cell-Portion-ID				PRESENCE optional},

	...
}

-- **************************************************************
--
-- E-CID MEASUREMENT TERMINATION PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- E-CID Measurement Termination Command
--
-- **************************************************************


E-CIDMeasurementTerminationCommand ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{E-CIDMeasurementTerminationCommand-IEs}},
	...
}


E-CIDMeasurementTerminationCommand-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID					PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID					PRESENCE mandatory	}|
	{ ID id-LMF-UE-MeasurementID		CRITICALITY reject	TYPE LMF-UE-MeasurementID				PRESENCE mandatory	}|
	{ ID id-RAN-UE-MeasurementID		CRITICALITY reject	TYPE RAN-UE-MeasurementID				PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- BROADCAST CONTEXT SETUP ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- BROADCAST CONTEXT SETUP REQUEST
--
-- **************************************************************

BroadcastContextSetupRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { BroadcastContextSetupRequestIEs} },
	...
}

BroadcastContextSetupRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID				CRITICALITY reject	TYPE	GNB-CU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-MBS-Session-ID					CRITICALITY reject 	TYPE	MBS-Session-ID					PRESENCE mandatory	}|
	{ ID id-MBS-ServiceArea					CRITICALITY reject 	TYPE	MBS-ServiceArea					PRESENCE optional   }|
	{ ID id-MBS-CUtoDURRCInformation		CRITICALITY reject	TYPE	MBS-CUtoDURRCInformation		PRESENCE mandatory	}|
	{ ID id-SNSSAI							CRITICALITY reject	TYPE	SNSSAI							PRESENCE mandatory	}|
	{ ID id-BroadcastMRBs-ToBeSetup-List	CRITICALITY reject	TYPE	BroadcastMRBs-ToBeSetup-List	PRESENCE mandatory	}|
	{ ID id-AssociatedSessionID				CRITICALITY ignore	TYPE	AssociatedSessionID				PRESENCE optional		}|
	{ ID id-RequestedActionforMultipleCellIDsBroadcast	CRITICALITY reject	TYPE	RequestedActionforMultipleCell-IDsBroadcast			PRESENCE optional   },
	...
} 

BroadcastMRBs-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { BroadcastMRBs-ToBeSetup-ItemIEs} }


BroadcastMRBs-ToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BroadcastMRBs-ToBeSetup-Item	CRITICALITY reject	TYPE 	BroadcastMRBs-ToBeSetup-Item	PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- BROADCAST CONTEXT SETUP RESPONSE
--
-- **************************************************************

BroadcastContextSetupResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { BroadcastContextSetupResponseIEs} },
	...
}

BroadcastContextSetupResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject TYPE GNB-CU-MBS-F1AP-ID						PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject TYPE GNB-DU-MBS-F1AP-ID						PRESENCE mandatory	}|
	{ ID id-BroadcastMRBs-Setup-List			CRITICALITY reject TYPE BroadcastMRBs-Setup-List				PRESENCE mandatory	}|
	{ ID id-BroadcastMRBs-FailedToBeSetup-List	CRITICALITY ignore TYPE BroadcastMRBs-FailedToBeSetup-List	PRESENCE optional	}|
[bookmark: OLE_LINK165][bookmark: OLE_LINK166][bookmark: OLE_LINK163][bookmark: OLE_LINK164]	{ ID id-BroadcastAreaScope					CRITICALITY ignore TYPE BroadcastAreaScope						PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore TYPE CriticalityDiagnostics					PRESENCE optional	}|
	{ ID id-F1UTunnelNotEstablished				CRITICALITY ignore TYPE F1UTunnelNotEstablished					PRESENCE optional},
	...
}

BroadcastMRBs-Setup-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { BroadcastMRBs-Setup-ItemIEs} }

BroadcastMRBs-FailedToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { BroadcastMRBs-FailedToBeSetup-ItemIEs} }

BroadcastMRBs-Setup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BroadcastMRBs-Setup-Item			CRITICALITY reject	TYPE BroadcastMRBs-Setup-Item			PRESENCE mandatory},
	...
}

BroadcastMRBs-FailedToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BroadcastMRBs-FailedToBeSetup-Item	CRITICALITY ignore	TYPE BroadcastMRBs-FailedToBeSetup-Item	PRESENCE mandatory},	...
}


-- **************************************************************
--
-- BROADCAST CONTEXT SETUP FAILURE
--
-- **************************************************************

BroadcastContextSetupFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { BroadcastContextSetupFailureIEs} },
	...
}

BroadcastContextSetupFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID			CRITICALITY ignore	TYPE GNB-DU-UE-F1AP-ID			PRESENCE optional	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	},
	...
}

-- **************************************************************
--
-- BROADCAST CONTEXT RELEASE ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- BROADCAST CONTEXT RELEASE COMMAND 
--
-- **************************************************************

BroadcastContextReleaseCommand ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { BroadcastContextReleaseCommandIEs} },
	...
}

BroadcastContextReleaseCommandIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID				CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID				CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-Cause							CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	},
	...
} 

-- **************************************************************
--
-- BROADCAST CONTEXT RELEASE COMPLETE
--
-- **************************************************************

BroadcastContextReleaseComplete ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { BroadcastContextReleaseCompleteIEs} },
	...
}
BroadcastContextReleaseCompleteIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional	},
	...
}


-- **************************************************************
--
-- BROADCAST CONTEXT RELEASE REQUEST ELEMENTARY PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- BROADCAST CONTEXT RELEASE REQUEST
--
-- **************************************************************

BroadcastContextReleaseRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ BroadcastContextReleaseRequestIEs}},
	...
}

BroadcastContextReleaseRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-Cause								CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- BROADCAST CONTEXT MODIFICATION ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- BROADCAST CONTEXT MODIFICATION REQUEST
--
-- **************************************************************

BroadcastContextModificationRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { BroadcastContextModificationRequestIEs} },
	...
}

BroadcastContextModificationRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID						PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID						PRESENCE mandatory	}|
	{ ID id-MBS-ServiceArea						CRITICALITY reject	TYPE MBS-ServiceArea						PRESENCE optional		}|
	{ ID id-MBS-CUtoDURRCInformation			CRITICALITY reject	TYPE MBS-CUtoDURRCInformation				PRESENCE mandatory	}|
	{ ID id-BroadcastMRBs-ToBeSetupMod-List		CRITICALITY reject	TYPE BroadcastMRBs-ToBeSetupMod-List	PRESENCE optional	}|
	{ ID id-BroadcastMRBs-ToBeModified-List		CRITICALITY reject	TYPE BroadcastMRBs-ToBeModified-List	PRESENCE optional	}|
	{ ID id-BroadcastMRBs-ToBeReleased-List		CRITICALITY reject	TYPE BroadcastMRBs-ToBeReleased-List	PRESENCE optional	},
	...
} 

BroadcastMRBs-ToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { BroadcastMRBs-ToBeSetupMod-ItemIEs} }
BroadcastMRBs-ToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { BroadcastMRBs-ToBeModified-ItemIEs} }
BroadcastMRBs-ToBeReleased-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { BroadcastMRBs-ToBeReleased-ItemIEs} }

BroadcastMRBs-ToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BroadcastMRBs-ToBeSetupMod-Item		CRITICALITY reject	TYPE BroadcastMRBs-ToBeSetupMod-Item		PRESENCE mandatory},
	...
}

BroadcastMRBs-ToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BroadcastMRBs-ToBeModified-Item		CRITICALITY reject	TYPE BroadcastMRBs-ToBeModified-Item		PRESENCE mandatory},
	...
}

BroadcastMRBs-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BroadcastMRBs-ToBeReleased-Item		CRITICALITY reject	TYPE BroadcastMRBs-ToBeReleased-Item		PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- BROADCAST CONTEXT MODIFICATION RESPONSE
--
-- **************************************************************

BroadcastContextModificationResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { BroadcastContextModificationResponseIEs} },
	...
}


BroadcastContextModificationResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID						CRITICALITY reject TYPE GNB-CU-MBS-F1AP-ID								PRESENCE mandatory}|
	{ ID id-gNB-DU-MBS-F1AP-ID						CRITICALITY reject TYPE GNB-DU-MBS-F1AP-ID								PRESENCE mandatory}|

	{ ID id-BroadcastMRBs-SetupMod-List				CRITICALITY reject TYPE BroadcastMRBs-SetupMod-List					PRESENCE optional}|
	{ ID id-BroadcastMRBs-FailedToBeSetupMod-List	CRITICALITY ignore TYPE BroadcastMRBs-FailedToBeSetupMod-List	PRESENCE optional}|
	{ ID id-BroadcastMRBs-Modified-List				CRITICALITY reject TYPE BroadcastMRBs-Modified-List					PRESENCE optional}|
	{ ID id-BroadcastMRBs-FailedToBeModified-List	CRITICALITY ignore TYPE BroadcastMRBs-FailedToBeModified-List	PRESENCE optional}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional}|
	{ ID id-BroadcastAreaScope						CRITICALITY ignore TYPE BroadcastAreaScope								PRESENCE optional},
	...
}

BroadcastMRBs-SetupMod-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { BroadcastMRBs-SetupMod-ItemIEs} }

BroadcastMRBs-FailedToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { BroadcastMRBs-FailedToBeSetupMod-ItemIEs} }

BroadcastMRBs-Modified-List::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { BroadcastMRBs-Modified-ItemIEs } } 

BroadcastMRBs-FailedToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { BroadcastMRBs-FailedToBeModified-ItemIEs} }


BroadcastMRBs-SetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BroadcastMRBs-SetupMod-Item				CRITICALITY		reject	TYPE BroadcastMRBs-SetupMod-Item			PRESENCE mandatory},
	...
}

BroadcastMRBs-FailedToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BroadcastMRBs-FailedToBeSetupMod-Item	CRITICALITY		ignore	TYPE BroadcastMRBs-FailedToBeSetupMod-Item		PRESENCE mandatory},
	...
}

BroadcastMRBs-Modified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BroadcastMRBs-Modified-Item				CRITICALITY		reject	TYPE BroadcastMRBs-Modified-Item			PRESENCE mandatory},
	...
}

BroadcastMRBs-FailedToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-BroadcastMRBs-FailedToBeModified-Item	CRITICALITY 	ignore	TYPE BroadcastMRBs-FailedToBeModified-Item		PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- BROADCAST CONTEXT MODIFICATION FAILURE
--
-- **************************************************************

BroadcastContextModificationFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { BroadcastContextModificationFailureIEs} },
	...
}

BroadcastContextModificationFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID				CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID				CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-Cause							CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics			CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional	},
	...
}


-- **************************************************************
--
-- BROADCAST CONTEXT TRANSPORT ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- BROADCAST CONTEXT TRANSPORT REQUEST
--
-- **************************************************************

BroadcastContextTransportRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {BroadcastContextTransportRequestIEs} },
	...
}

BroadcastContextTransportRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-Session-ID								CRITICALITY reject	TYPE MBS-SessionID											PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID			CRITICALITY reject	TYPE gNB-DU-MBS-F1AP-ID														PRESENCE mandatory	}|
	{ ID id-BroadcastContextTransportRequestList	CRITICALITY reject	TYPE BroadcastContextTransportRequestList	PRESENCE mandatory	},
	...
}




-- **************************************************************
--
-- BROADCAST CONTEXT TRANSPORT RESPONSE
--
-- **************************************************************

BroadcastContextTransportResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {BroadcastContextTransportResponseIEs} },
	...
}

BroadcastContextTransportRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-Session-ID								CRITICALITY reject	TYPE MBS-SessionID											PRESENCE mandatory	}|
	{ ID id-gNB-CU-MBS-F1AP-ID			CRITICALITY reject	TYPE gNB-CU-MBS-F1AP-ID														PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID			CRITICALITY reject	TYPE gNB-DU-MBS-F1AP-ID														PRESENCE mandatory	}|
	{ ID id-BroadcastContextTransportResponseList	CRITICALITY reject	TYPE BroadcastContextTransportResponseList	PRESENCE mandatory	},
	...
}




-- **************************************************************
--
-- BROADCAST CONTEXT TRANSPORT FAILURE
--
-- **************************************************************

BroadcastContextTransportFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {BroadcastContextTransportFailureIEs} },
	...
}

BroadcastContextTransportFailureIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID			CRITICALITY reject	TYPE gNB-CU-MBS-F1AP-ID														PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID			CRITICALITY reject	TYPE gNB-DU-MBS-F1AP-ID														PRESENCE mandatory	}|
	{ ID id-Cause										CRITICALITY ignore	TYPE Cause													PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics								PRESENCE optional		},
	...
}


-- **************************************************************
--
-- Multicast Group Paging PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- Multicast Group Paging
--
-- **************************************************************

MulticastGroupPaging ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastGroupPagingIEs}},
	...
}

MulticastGroupPagingIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MBS-Session-ID					CRITICALITY reject	TYPE MBS-Session-ID							PRESENCE mandatory	}|
	{ ID id-UEIdentity-List-For-Paging-List	CRITICALITY ignore	TYPE UEIdentity-List-For-Paging-List		PRESENCE optional		}|
	{ ID id-MC-PagingCell-List				CRITICALITY ignore	TYPE MC-PagingCell-list						PRESENCE optional		}|
	{ ID id-IndicationMCInactiveReception	CRITICALITY ignore	TYPE IndicationMCInactiveReception		PRESENCE optional		},
	...
}

UEIdentity-List-For-Paging-List	 ::= SEQUENCE (SIZE(1.. maxnoofUEIDforPaging)) OF ProtocolIE-SingleContainer { { UEIdentity-List-For-Paging-ItemIEs } }


UEIdentity-List-For-Paging-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-UEIdentity-List-For-Paging-Item	CRITICALITY ignore	TYPE UEIdentity-List-For-Paging-Item 			PRESENCE optional }	,
	...
}

MC-PagingCell-list::= SEQUENCE (SIZE(1.. maxnoofPagingCells)) OF ProtocolIE-SingleContainer { { MC-PagingCell-ItemIEs } }

MC-PagingCell-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MC-PagingCell-Item		CRITICALITY ignore	TYPE MC-PagingCell-Item			PRESENCE mandatory}	,
	...
}



-- **************************************************************
--
-- MULTICAST CONTEXT SETUP ELEMENTARY PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- MULTICAST CONTEXT SETUP REQUEST
--
-- **************************************************************

MulticastContextSetupRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastContextSetupRequestIEs}},
	...
}

MulticastContextSetupRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID				CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID						PRESENCE mandatory  }|
	{ ID id-MBS-Session-ID					CRITICALITY reject 	TYPE	MBS-Session-ID						PRESENCE mandatory  }|
	{ ID id-MBS-ServiceArea					CRITICALITY reject TYPE	MBS-ServiceArea							PRESENCE optional   }|
	{ ID id-SNSSAI							CRITICALITY reject	TYPE	SNSSAI								PRESENCE mandatory  }|
	{ ID id-MulticastMRBs-ToBeSetup-List	CRITICALITY reject	TYPE	MulticastMRBs-ToBeSetup-List		PRESENCE mandatory  }|
	{ ID id-MulticastCU2DURRCInfo			CRITICALITY reject	TYPE	MulticastCU2DURRCInfo				PRESENCE optional   }|
	{ ID id-MBSMulticastSessionState		CRITICALITY reject	TYPE	MBSMulticastSessionState			PRESENCE optional   },
	...
} 

MulticastMRBs-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { MulticastMRBs-ToBeSetup-ItemIEs} }


MulticastMRBs-ToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastMRBs-ToBeSetup-Item	CRITICALITY reject	TYPE 	MulticastMRBs-ToBeSetup-Item	PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- MULTICAST CONTEXT SETUP RESPONSE
--
-- **************************************************************

MulticastContextSetupResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastContextSetupResponseIEs}},
	...
}

MulticastContextSetupResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-MulticastMRBs-Setup-List			CRITICALITY reject TYPE MulticastMRBs-Setup-List					PRESENCE mandatory	}|
	{ ID id-MulticastMRBs-FailedToBeSetup-List	CRITICALITY ignore TYPE MulticastMRBs-FailedToBeSetup-List 	PRESENCE optional	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore TYPE CriticalityDiagnostics						PRESENCE optional	}|
	{ ID id-MulticastDU2CURRCInfo				CRITICALITY reject TYPE MulticastDU2CURRCInfo						PRESENCE optional	},
	...
}

MulticastMRBs-Setup-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { MulticastMRBs-Setup-ItemIEs} }

MulticastMRBs-FailedToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { MulticastMRBs-FailedToBeSetup-ItemIEs} }

MulticastMRBs-Setup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastMRBs-Setup-Item			CRITICALITY reject	TYPE MulticastMRBs-Setup-Item			PRESENCE mandatory},
	...
}

MulticastMRBs-FailedToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastMRBs-FailedToBeSetup-Item		CRITICALITY ignore	TYPE MulticastMRBs-FailedToBeSetup-Item	PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- MULTICAST CONTEXT SETUP FAILURE
--
-- **************************************************************

MulticastContextSetupFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastContextSetupFailureIEs}},
	...
}

MulticastContextSetupFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY ignore	TYPE GNB-DU-MBS-F1AP-ID				PRESENCE optional	}|
	{ ID id-Cause								CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional	},
	...
}


-- **************************************************************
--
-- MULTICAST CONTEXT RELEASE ELEMENTARY PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- MULTICAST CONTEXT RELEASE COMMAND
--
-- **************************************************************

MulticastContextReleaseCommand ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastContextReleaseCommandIEs}},
	...
}

MulticastContextReleaseCommandIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-Cause								CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- MULTICAST CONTEXT RELEASE COMPLETE
--
-- **************************************************************

MulticastContextReleaseComplete ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastContextReleaseCompleteIEs}},
	...
}

MulticastContextReleaseCompleteIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore TYPE CriticalityDiagnostics			PRESENCE optional	},
	...
}


-- **************************************************************
--
-- MULTICAST CONTEXT RELEASE REQUEST ELEMENTARY PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- MULTICAST CONTEXT RELEASE REQUEST
--
-- **************************************************************

MulticastContextReleaseRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastContextReleaseRequestIEs}},
	...
}

MulticastContextReleaseRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-Cause								CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- MULTICAST CONTEXT MODIFICATION ELEMENTARY PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- MULTICAST CONTEXT MODIFICATION REQUEST
--
-- **************************************************************

MulticastContextModificationRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastContextModificationRequestIEs}},
	...
}

MulticastContextModificationRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID						PRESENCE mandatory }|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID						PRESENCE mandatory }|
	{ ID id-MBS-ServiceArea						CRITICALITY reject	TYPE MBS-ServiceArea						PRESENCE optional  }|
	{ ID id-MulticastMRBs-ToBeSetupMod-List		CRITICALITY reject	TYPE MulticastMRBs-ToBeSetupMod-List	PRESENCE optional  }|
	{ ID id-MulticastMRBs-ToBeModified-List		CRITICALITY reject	TYPE MulticastMRBs-ToBeModified-List	PRESENCE optional  }|
	{ ID id-MulticastMRBs-ToBeReleased-List		CRITICALITY reject	TYPE MulticastMRBs-ToBeReleased-List	PRESENCE optional  }|
	{ ID id-MulticastCU2DURRCInfo				CRITICALITY reject	TYPE	MulticastCU2DURRCInfo					PRESENCE optional  }|
	{ ID id-MBSMulticastSessionState			CRITICALITY reject	TYPE MBSMulticastSessionState				PRESENCE optional  },
	...
} 

MulticastMRBs-ToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { MulticastMRBs-ToBeSetupMod-ItemIEs} }
MulticastMRBs-ToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastMRBs-ToBeSetupMod-Item		CRITICALITY reject	TYPE MulticastMRBs-ToBeSetupMod-Item		PRESENCE mandatory},
	...
}

MulticastMRBs-ToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { MulticastMRBs-ToBeModified-ItemIEs} }
MulticastMRBs-ToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastMRBs-ToBeModified-Item		CRITICALITY reject	TYPE MulticastMRBs-ToBeModified-Item		PRESENCE mandatory},
	...
}


MulticastMRBs-ToBeReleased-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { MulticastMRBs-ToBeReleased-ItemIEs} }
MulticastMRBs-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastMRBs-ToBeReleased-Item		CRITICALITY reject	TYPE MulticastMRBs-ToBeReleased-Item		PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- MULTICAST CONTEXT MODIFICATION RESPONSE
--
-- **************************************************************

MulticastContextModificationResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastContextModificationResponseIEs}},
	...
}

MulticastContextModificationResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID						CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID								PRESENCE mandatory }|
	{ ID id-gNB-DU-MBS-F1AP-ID						CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID								PRESENCE mandatory }|
	{ ID id-MulticastMRBs-SetupMod-List			CRITICALITY reject TYPE MulticastMRBs-SetupMod-List						PRESENCE optional  }|
	{ ID id-MulticastMRBs-FailedToBeSetupMod-List	CRITICALITY ignore TYPE MulticastMRBs-FailedToBeSetupMod-List	PRESENCE optional  }|
	{ ID id-MulticastMRBs-Modified-List			CRITICALITY reject TYPE MulticastMRBs-Modified-List						PRESENCE optional  }|
	{ ID id-MulticastMRBs-FailedToBeModified-List	CRITICALITY ignore TYPE MulticastMRBs-FailedToBeModified-List	PRESENCE optional  }|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional  }|
	{ ID id-MulticastDU2CURRCInfo					CRITICALITY reject TYPE MulticastDU2CURRCInfo							PRESENCE optional	},
	...
}

MulticastMRBs-SetupMod-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { MulticastMRBs-SetupMod-ItemIEs} }
MulticastMRBs-SetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastMRBs-SetupMod-Item				CRITICALITY		reject	TYPE MulticastMRBs-SetupMod-Item			PRESENCE mandatory},
	...
}

MulticastMRBs-FailedToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { MulticastMRBs-FailedToBeSetupMod-ItemIEs} }
MulticastMRBs-FailedToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastMRBs-FailedToBeSetupMod-Item	CRITICALITY		ignore	TYPE MulticastMRBs-FailedToBeSetupMod-Item		PRESENCE mandatory},
	...
}

MulticastMRBs-Modified-List::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { MulticastMRBs-Modified-ItemIEs } } 
MulticastMRBs-Modified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastMRBs-Modified-Item				CRITICALITY		reject	TYPE MulticastMRBs-Modified-Item			PRESENCE mandatory},
	...
}

MulticastMRBs-FailedToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { MulticastMRBs-FailedToBeModified-ItemIEs} }
MulticastMRBs-FailedToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastMRBs-FailedToBeModified-Item	CRITICALITY 	ignore	TYPE MulticastMRBs-FailedToBeModified-Item		PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- MULTICAST CONTEXT MODIFICATION FAILURE
--
-- **************************************************************

MulticastContextModificationFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastContextModificationFailureIEs}},
	...
}

MulticastContextModificationFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-Cause								CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional	},
	...
}


-- **************************************************************
--
-- MULTICAST CONTEXT NOTIFICATION PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- MULTICAST CONTEXT NOTIFICATION INDICATION
--
-- **************************************************************

MulticastContextNotificationIndication ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{MulticastContextNotificationIndicationIEs}},
	...
}

MulticastContextNotificationIndicationIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-MulticastDU2CURRCInfo				CRITICALITY reject	TYPE MulticastDU2CURRCInfo						PRESENCE optional		},
	...
}


-- **************************************************************
--
-- MULTICAST CONTEXT NOTIFICATION CONFIRM
--
-- **************************************************************

MulticastContextNotificationConfirm ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{MulticastContextNotificationConfirmIEs}},
	...
}

MulticastContextNotificationConfirmIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional		},
	...
}


-- **************************************************************
--
-- MULTICAST CONTEXT NOTIFICATION REFUSE
--
-- **************************************************************

MulticastContextNotificationRefuse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{MulticastContextNotificationRefuseIEs}},
	...
}

MulticastContextNotificationRefuseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional		},
	...
}


-- **************************************************************
--
-- MULTICAST DISTRIBUTION SETUP ELEMENTARY PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- MULTICAST DISTRIBUTION SETUP REQUEST
--
-- **************************************************************

MulticastDistributionSetupRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastDistributionSetupRequestIEs}},
	...
}

MulticastDistributionSetupRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-MBSMulticastF1UContextDescriptor	CRITICALITY reject	TYPE MBSMulticastF1UContextDescriptor		PRESENCE mandatory	}|
	{ ID id-MulticastF1UContext-ToBeSetup-List	CRITICALITY reject	TYPE MulticastF1UContext-ToBeSetup-List	PRESENCE mandatory	},
	...
}

MulticastF1UContext-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF 
																	ProtocolIE-SingleContainer { { MulticastF1UContext-ToBeSetup-ItemIEs} }
MulticastF1UContext-ToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastF1UContext-ToBeSetup-Item				CRITICALITY		reject	TYPE MulticastF1UContext-ToBeSetup-Item			PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- MULTICAST DISTRIBUTION SETUP RESPONSE
--
-- **************************************************************

MulticastDistributionSetupResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastDistributionSetupResponseIEs}},
	...
}

MulticastDistributionSetupResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID							CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID									PRESENCE mandatory}|
	{ ID id-gNB-DU-MBS-F1AP-ID							CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID									PRESENCE mandatory}|
	{ ID id-MBSMulticastF1UContextDescriptor			CRITICALITY reject	TYPE MBSMulticastF1UContextDescriptor				PRESENCE mandatory}|
	{ ID id-MulticastF1UContext-Setup-List				CRITICALITY reject	TYPE MulticastF1UContext-Setup-List					PRESENCE mandatory}|
	{ ID id-MulticastF1UContext-FailedToBeSetup-List	CRITICALITY ignore	TYPE MulticastF1UContext-FailedToBeSetup-List		PRESENCE optional}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics								PRESENCE optional }|
	{ ID id-MulticastF1UContextReferenceCU				CRITICALITY reject	TYPE MulticastF1UContextReferenceCU					PRESENCE mandatory},
	...
}

MulticastF1UContext-Setup-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { MulticastF1UContext-Setup-ItemIEs} }
MulticastF1UContext-Setup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastF1UContext-Setup-Item				CRITICALITY		reject	TYPE MulticastF1UContext-Setup-Item			PRESENCE mandatory},
	...
}

MulticastF1UContext-FailedToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF 
																ProtocolIE-SingleContainer { { MulticastF1UContext-FailedToBeSetup-ItemIEs} }
MulticastF1UContext-FailedToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastF1UContext-FailedToBeSetup-Item	CRITICALITY	 ignore	TYPE MulticastF1UContext-FailedToBeSetup-Item	 PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- MULTICAST DISTRIBUTION SETUP FAILURE
--
-- **************************************************************

MulticastDistributionSetupFailure ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastDistributionSetupFailureIEs}},
	...
}

MulticastDistributionSetupFailureIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY ignore	TYPE GNB-DU-MBS-F1AP-ID							PRESENCE optional	}|
	{ ID id-MBSMulticastF1UContextDescriptor	CRITICALITY reject	TYPE MBSMulticastF1UContextDescriptor		PRESENCE mandatory	}|
	{ ID id-Cause								CRITICALITY ignore	TYPE Cause										PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional	},
	...
}


-- **************************************************************
--
-- MULTICAST DISTRIBUTION RELEASE ELEMENTARY PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- MULTICAST DISTRIBUTION RELEASE COMMAND
--
-- **************************************************************

MulticastDistributionReleaseCommand ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastDistributionReleaseCommandIEs}},
	...
}

MulticastDistributionReleaseCommandIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-MBSMulticastF1UContextDescriptor	CRITICALITY reject	TYPE MBSMulticastF1UContextDescriptor		PRESENCE mandatory	}|
	{ ID id-Cause								CRITICALITY ignore	TYPE Cause										PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- MULTICAST DISTRIBUTION RELEASE COMPLETE
--
-- **************************************************************

MulticastDistributionReleaseComplete ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastDistributionReleaseCompleteIEs}},
	...
}

MulticastDistributionReleaseCompleteIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID							PRESENCE mandatory	}|
	{ ID id-MBSMulticastF1UContextDescriptor	CRITICALITY reject	TYPE MBSMulticastF1UContextDescriptor		PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional	},
	...
}


-- **************************************************************
--
-- PDC MEASUREMENT PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- PDC Measurement Initiation Request
--
-- **************************************************************

PDCMeasurementInitiationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{PDCMeasurementInitiationRequest-IEs}},
	...
}

PDCMeasurementInitiationRequest-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID					PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID				CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID					PRESENCE mandatory	}|
	{ ID id-RAN-UE-PDC-MeasID				CRITICALITY reject	TYPE RAN-UE-PDC-MeasID					PRESENCE mandatory	}|
	{ ID id-PDCReportType					CRITICALITY reject	TYPE PDCReportType						PRESENCE mandatory	}|
	{ ID id-PDCMeasurementPeriodicity		CRITICALITY reject	TYPE PDCMeasurementPeriodicity			PRESENCE conditional	}|
-- The above IE shall be present if the PDCReportType IE is set to “periodic” –-
	{ ID id-PDCMeasurementQuantities		CRITICALITY reject	TYPE PDCMeasurementQuantities			PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- PDC Measurement Initiation Response
--
-- **************************************************************

PDCMeasurementInitiationResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{PDCMeasurementInitiationResponse-IEs}},
	...
}

PDCMeasurementInitiationResponse-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-RAN-UE-PDC-MeasID			CRITICALITY reject	TYPE RAN-UE-PDC-MeasID			PRESENCE mandatory	}|
	{ ID id-PDCMeasurementResult		CRITICALITY ignore	TYPE PDCMeasurementResult		PRESENCE optional		}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional		},
	...
}

-- **************************************************************
--
-- PDC Measurement Initiation Failure
--
-- **************************************************************

PDCMeasurementInitiationFailure ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{PDCMeasurementInitiationFailure-IEs}},
	...
}

PDCMeasurementInitiationFailure-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-RAN-UE-PDC-MeasID			CRITICALITY ignore	TYPE RAN-UE-PDC-MeasID				PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional	},
	...
}

-- **************************************************************
--
-- PDC MEASUREMENT REPORT PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- PDC Measurement Report
--
-- **************************************************************

PDCMeasurementReport ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{PDCMeasurementReport-IEs}},
	...
}

PDCMeasurementReport-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-RAN-UE-PDC-MeasID			CRITICALITY reject	TYPE RAN-UE-PDC-MeasID			PRESENCE mandatory	}|
	{ ID id-PDCMeasurementResult		CRITICALITY ignore	TYPE PDCMeasurementResult		PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- PDC MEASUREMENT TERMINATION PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- PDC Measurement Termination
--
-- **************************************************************

PDCMeasurementTerminationCommand ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { PDCMeasurementTerminationCommand-IEs} },
	...
}


PDCMeasurementTerminationCommand-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-RAN-UE-PDC-MeasID			CRITICALITY	ignore	TYPE RAN-UE-PDC-MeasID			PRESENCE mandatory	},
	...
}


-- **************************************************************
--
-- PDC MEASUREMENT FAILURE INDICATION PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- PDC Measurement Failure Indication
--
-- **************************************************************


PDCMeasurementFailureIndication ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ { PDCMeasurementFailureIndication-IEs} },
	...
}

PDCMeasurementFailureIndication-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-RAN-UE-PDC-MeasID			CRITICALITY ignore	TYPE RAN-UE-PDC-MeasID			PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	},
	...
}

-- **************************************************************
--
-- PRS CONFIGURATION REQUEST
--
-- **************************************************************

PRSConfigurationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{PRSConfigurationRequest-IEs}},
	...
}

PRSConfigurationRequest-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID			CRITICALITY reject	TYPE TransactionID						PRESENCE mandatory }|
	{ ID id-PRSConfigRequestType	CRITICALITY reject	TYPE PRSConfigRequestType				PRESENCE mandatory }|
	{ ID id-PRSTRPList				CRITICALITY ignore	TYPE PRSTRPList							PRESENCE mandatory },
	...
}

-- **************************************************************
--
-- PRS CONFIGURATION RESPONSE
--
-- **************************************************************

PRSConfigurationResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ PRSConfigurationResponse-IEs}},
	...
}

PRSConfigurationResponse-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID			CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory}|
	{ ID id-PRSTransmissionTRPList	CRITICALITY ignore	TYPE PRSTransmissionTRPList			PRESENCE optional}|
	{ ID id-CriticalityDiagnostics	CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional},
	...
}

-- **************************************************************
--
-- PRS CONFIGURATION FAILURE
--
-- **************************************************************

PRSConfigurationFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ PRSConfigurationFailure-IEs}},
	...
}

PRSConfigurationFailure-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID			CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory}|
	{ ID id-Cause	CRITICALITY ignore	TYPE Cause	PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics	CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional},
	...
}


-- **************************************************************
--
-- MEASUREMENT PRECONFIGURATION PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Preconfiguration Required
--
-- **************************************************************

MeasurementPreconfigurationRequired ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ MeasurementPreconfigurationRequired-IEs}},
	...
}

MeasurementPreconfigurationRequired-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID	CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID	PRESENCE mandatory}|
	{ ID id-gNB-DU-UE-F1AP-ID	CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID	PRESENCE mandatory}|
	{ ID id-TRP-PRS-Info-List	CRITICALITY ignore	TYPE TRP-PRS-Info-List	PRESENCE mandatory},
	...
}


-- **************************************************************
--
-- Positioning Preconfiguration Confirm
--
-- **************************************************************

MeasurementPreconfigurationConfirm ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { MeasurementPreconfigurationConfirm-IEs} },
	...
}


MeasurementPreconfigurationConfirm-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-PosMeasGapPreConfigList		CRITICALITY ignore	TYPE PosMeasGapPreConfigList		PRESENCE optional }|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics			PRESENCE optional },
	...
}




-- **************************************************************
--
-- Positioning Preconfiguration Refuse
--
-- **************************************************************

MeasurementPreconfigurationRefuse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { MeasurementPreconfigurationRefuse-IEs} },
	...
}

MeasurementPreconfigurationRefuse-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional },
	...
}


-- **************************************************************
--
-- MEASUREMENT ACTIVATION PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Measurement Activation
--
-- **************************************************************

MeasurementActivation ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { MeasurementActivation-IEs} },
	...
}

MeasurementActivation-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	}|
	{ ID id-ActivationRequestType		CRITICALITY reject	TYPE ActivationRequestType 			PRESENCE mandatory}|
	{ ID id-PRS-Measurement-Info-List	CRITICALITY ignore	TYPE PRS-Measurement-Info-List		PRESENCE optional},
	...
} 

-- **************************************************************
--
-- QOE INFORMATION TRANSFER
--
-- **************************************************************

-- **************************************************************
--
-- QoE Information Transfer
--
-- **************************************************************


QoEInformationTransfer ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{QoEInformationTransfer-IEs}},
	...
}


QoEInformationTransfer-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID					PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID					PRESENCE mandatory	}|
	{ ID id-QoEInformation				CRITICALITY ignore	TYPE QoEInformation						PRESENCE optional	},
	...
}

-- **************************************************************
--
-- Positioning System information Delivery Command
--
-- **************************************************************

PosSystemInformationDeliveryCommand ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ PosSystemInformationDeliveryCommandIEs}},
	...
}

PosSystemInformationDeliveryCommandIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID			CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-NRCGI					CRITICALITY reject	TYPE NRCGI							PRESENCE mandatory	}|
	{ ID id-PosSItypeList			CRITICALITY reject	TYPE PosSItypeList					PRESENCE mandatory	}|
	{ ID id-ConfirmedUEID 			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID				PRESENCE mandatory	},
	...
}


END
-- ASN1STOP 
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-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
	id-gNB-CUSystemInformation,
	id-HandoverPreparationInformation,
	id-TAISliceSupportList,
	id-RANAC,
	id-BearerTypeChange,
	id-Cell-Direction,
	id-Cell-Type,
	id-CellGroupConfig,
	id-AvailablePLMNList,
	id-PDUSessionID,
	id-ULPDUSessionAggregateMaximumBitRate, 
	id-DC-Based-Duplication-Configured,
	id-DC-Based-Duplication-Activation,
	id-Duplication-Activation,
	id-DLPDCPSNLength,
	id-ULPDCPSNLength,
	id-RLC-Status,
	id-MeasurementTimingConfiguration,
	id-DRB-Information,
	id-QoSFlowMappingIndication,
	id-ServingCellMO,
	id-RLCMode,
	id-ExtendedServedPLMNs-List,
	id-ExtendedAvailablePLMN-List,
	id-DRX-LongCycleStartOffset,
	id-SelectedBandCombinationIndex,
	id-SelectedFeatureSetEntryIndex,
	id-Ph-InfoSCG,
	id-latest-RRC-Version-Enhanced,
	id-RequestedBandCombinationIndex,
	id-RequestedFeatureSetEntryIndex,
	id-DRX-Config,
	id-UEAssistanceInformation,
	id-PDCCH-BlindDetectionSCG,
	id-Requested-PDCCH-BlindDetectionSCG,
	id-BPLMN-ID-Info-List,
	id-NotificationInformation,
	id-TNLAssociationTransportLayerAddressgNBDU,
	id-portNumber,
	id-AdditionalSIBMessageList,
	id-IgnorePRACHConfiguration,
	id-CG-Config,
	id-Ph-InfoMCG,
	id-AggressorgNBSetID,
	id-VictimgNBSetID,
	id-MeasGapSharingConfig,
	id-systemInformationAreaID,
	id-areaScope,
	id-IntendedTDD-DL-ULConfig,
	id-QosMonitoringRequest,
	id-BHInfo,
	id-IAB-Info-IAB-DU,
	id-IAB-Info-IAB-donor-CU,
	id-IAB-Barred,
	id-SIB12-message,
	id-SIB13-message,
	id-SIB14-message,
	id-UEAssistanceInformationEUTRA,
	id-SL-PHY-MAC-RLC-Config,
	id-SL-ConfigDedicatedEUTRA-Info,
	id-AlternativeQoSParaSetList,
	id-CurrentQoSParaSetIndex,
	id-CarrierList,
	id-ULCarrierList,
	id-FrequencyShift7p5khz,
	id-SSB-PositionsInBurst,
	id-NRPRACHConfig, 
	id-TDD-UL-DLConfigCommonNR,
	id-CNPacketDelayBudgetDownlink,
	id-CNPacketDelayBudgetUplink,
	id-ExtendedPacketDelayBudget,
	id-TSCTrafficCharacteristics,
	id-AdditionalPDCPDuplicationTNL-List,
	id-RLCDuplicationInformation,
	id-AdditionalDuplicationIndication,
	id-mdtConfiguration,
	id-TraceCollectionEntityURI,
	id-NID,
	id-NPNSupportInfo,
	id-NPNBroadcastInformation,
	id-AvailableSNPN-ID-List,
	id-SIB10-message,
	id-RequestedP-MaxFR2,
	id-DLCarrierList,
	id-ExtendedTAISliceSupportList,
	id-E-CID-MeasurementQuantities-Item,
	id-ConfiguredTACIndication,
	id-NRCGI,
	id-SFN-Offset,
	id-TransmissionStopIndicator,
	id-SrsFrequency,
	id-EstimatedArrivalProbability,
	id-Supported-MBS-FSA-ID-List,
	id-TRPType,
	id-SRSSpatialRelationPerSRSResource,
	id-MBS-Broadcast-NeighbourCellList,
	id-PDCPTerminatingNodeDLTNLAddrInfo,
	id-ENBDLTNLAddress,
	id-PRS-Resource-ID,
	id-LocationMeasurementInformation,
	id-SliceRadioResourceStatus,
	id-CompositeAvailableCapacity-SUL,
	id-NR-U,
	id-NR-U-Channel-List,
	id-MIMOPRBusageInformation,
	id-IngressNonF1terminatingTopologyIndicator,
	id-NonF1terminatingTopologyIndicator,
	id-EgressNonF1terminatingTopologyIndicator,
	id-rBSetConfiguration,
	id-frequency-Domain-HSNA-Configuration-List,
	id-child-IAB-Nodes-NA-Resource-List,
	id-Parent-IAB-Nodes-NA-Resource-Configuration-List,
	id-uL-FreqInfo,
	id-uL-Transmission-Bandwidth,
	id-dL-FreqInfo,
	id-dL-Transmission-Bandwidth,
	id-uL-NR-Carrier-List,
	id-dL-NR-Carrier-List,
	id-nRFreqInfo,
	id-transmission-Bandwidth,
	id-nR-Carrier-List,
	id-permutation,
	id-M5ReportAmount,
	id-M6ReportAmount,
	id-M7ReportAmount,
	id-SurvivalTime,
	id-PDCMeasurementQuantities-Item,
	id-OnDemandPRS,
	id-AoA-SearchWindow,
	id-ZoAInformation, 
	id-ARPLocationInfo,
	id-ARP-ID,
	id-MultipleULAoA,
	id-UL-SRS-RSRPP,
	id-SRSResourcetype,
	id-ExtendedAdditionalPathList,
	id-LoS-NLoSInformation,
	id-NumberOfTRPRxTEG,
	id-NumberOfTRPRxTxTEG,
	id-TRPTxTEGAssociation,
	id-TRPTEGInformation,
[bookmark: _Hlk120261944]	id-TRPRx-TEGInformation,
	id-TRPBeamAntennaInformation,
	id-Redcap-Bcast-Information,
	id-NR-TADV,
	id-SDT-MAC-PHY-CG-Config,
	id-CG-SDTindicatorSetup,
	id-CG-SDTindicatorMod,
	id-SDTRLCBearerConfiguration,
	id-SRBMappingInfo,
	id-DRBMappingInfo,
	id-LastUsedCellIndication,
	id-SIB17-message,
	id-MUSIM-GapConfig,
	id-SIB20-message,
	id-pathPower,
	id-DU-RX-MT-RX-Extend,
	id-DU-TX-MT-TX-Extend,
	id-DU-RX-MT-TX-Extend,
	id-DU-TX-MT-RX-Extend,
	id-TAINSAGSupportList,
	id-SL-RLC-ChannelToAddModList,
	id-SIB15-message,
	id-InterFrequencyConfig-NoGap,
	id-MBSInterestIndication,
	id-L571Info,
	id-L1151Info,
	id-SCS-480,
	id-SCS-960,
	id-SRSPortIndex,
	id-PEISubgroupingSupportIndication,
	id-NeedForGapsInfoNR,
	id-NeedForGapNCSGInfoNR,
	id-NeedForGapNCSGInfoEUTRA,
	id-Source-MRB-ID,
	id-RedCapIndication,
	id-UL-GapFR2-Config,
	id-ConfigRestrictInfoDAPS,
	id-MulticastF1UContextReferenceCU,
	id-TwoPHRModeMCG,
	id-TwoPHRModeSCG,
	id-ncd-SSB-RedCapInitialBWP-SDT,
	id-nrofSymbolsExtended,
	id-repetitionFactorExtended,
	id-startRBHopping,
	id-startRBIndex,
	id-transmissionCombn8,
	id-ServCellInfoList,
	id-F1U-TransportRequestList,
	id-F1U-TransportResponseList,
	id-F1UTNLInfoAtCUtobeignored,
	maxNRARFCN,
	maxnoofErrors,
	maxnoofBPLMNs,
	maxnoofBPLMNsNR,
	maxnoofDLUPTNLInformation,
	maxnoofNrCellBands,
	maxnoofULUPTNLInformation,
	maxnoofQoSFlows,
	maxnoofSliceItems,
	maxnoofSIBTypes,
	maxnoofSITypes,
	maxCellineNB,
	maxnoofExtendedBPLMNs,
	maxnoofAdditionalSIBs,
	maxnoofUACPLMNs,
	maxnoofUACperPLMN,
	maxCellingNBDU,
	maxnoofTLAs,
	maxnoofGTPTLAs,
	maxnoofslots,
	maxnoofNonUPTrafficMappings,
	maxnoofServingCells,
	maxnoofServedCellsIAB,
	maxnoofChildIABNodes,
	maxnoofIABSTCInfo,
	maxnoofSymbols,
	maxnoofDUFSlots,
	maxnoofHSNASlots,
	maxnoofEgressLinks,
	maxnoofMappingEntries,
	maxnoofDSInfo,
	maxnoofQoSParaSets,
	maxnoofPC5QoSFlows,
	maxnoofSSBAreas,
	maxnoofNRSCSs,
	maxnoofPhysicalResourceBlocks,
	maxnoofPhysicalResourceBlocks-1,
	maxnoofPRACHconfigs,
	maxnoofRACHReports,
	maxnoofRLFReports,
	maxnoofAdditionalPDCPDuplicationTNL,
	maxnoofRLCDuplicationState,
	maxnoofCHOcells,
	maxnoofMDTPLMNs,
	maxnoofCAGsupported,
	maxnoofNIDsupported,
	maxnoofExtSliceItems,
	maxnoofPosMeas,
	maxnoofTRPInfoTypes,
	maxnoofSRSTriggerStates,
	maxnoofSpatialRelations,
	maxnoBcastCell,
	maxnoofTRPs,
	maxnoofAngleInfo,
	maxnooflcs-gcs-translation,
	maxnoofPath,
	maxnoofMeasE-CID,
	maxnoofSSBs,
	maxnoSRS-ResourceSets,
	maxnoSRS-ResourcePerSet,
	maxnoSRS-Carriers,
	maxnoSCSs,
	maxnoSRS-Resources,
	maxnoSRS-PosResources,
	maxnoSRS-PosResourceSets,
	maxnoSRS-PosResourcePerSet,
	maxnoofPRS-ResourceSets,
	maxnoofPRS-ResourcesPerSet,
	maxNoOfMeasTRPs,
	maxnoofPRSresourceSets,
	maxnoofPRSresources,
	maxnoofSuccessfulHOReports,
	maxnoofNR-UChannelIDs,
	maxServedCellforSON,
	maxNeighbourCellforSON,
	maxAffectedCells,
	maxnoofMBSQoSFlows,
	maxnoofMBSFSAs,
	maxnoofMBSAreaSessionIDs,
	maxnoofMBSServiceAreaInformation,
	maxnoofTAIforMBS,
	maxnoofCellsforMBS,
	maxnoofIABCongInd,
	maxnoofBHRLCChannels,
	maxnoofTLAsIAB,
	maxnoofRBsetsPerCell,
	maxnoofRBsetsPerCell-1,
	maxnoofNeighbourNodeCellsIAB,
	maxnoofMeasPDC,
	maxnoARPs,
	maxnoofULAoAs,
	maxNoPathExtended,
	maxnoTRPTEGs,
	maxFreqLayers,
	maxNumResourcesPerAngle,
	maxnoAzimuthAngles,
	maxnoElevationAngles,
	maxnoofPRSTRPs,
	maxnoofQoEInformation,
	maxnoofUuRLCChannels,
	maxnoofPC5RLCChannels,
	maxnoofSMBRValues,
	maxnoofMBSSessionsofUE,
	maxnoofSLdestinations,
	maxnoofNSAGs,
	maxnoofSDTBearers,
	maxnoofPosSITypes,
	maxnoofMRBs,
	maxNrofBWPs,
	maxnoofThresholdMBS



FROM F1AP-Constants

	Criticality,
	ProcedureCode,
	ProtocolIE-ID,
	TriggeringMessage

FROM F1AP-CommonDataTypes

	ProtocolExtensionContainer{},
	F1AP-PROTOCOL-EXTENSION,
	ProtocolIE-SingleContainer{},
	F1AP-PROTOCOL-IES

FROM F1AP-Containers;

-- A

AbortTransmission ::= CHOICE {
	sRSResourceSetID		SRSResourceSetID,
	releaseALL				NULL,
	choice-extension		ProtocolIE-SingleContainer { { AbortTransmission-ExtIEs } }
}

AbortTransmission-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

AccessPointPosition ::= SEQUENCE {
	latitudeSign				ENUMERATED {north, south},
	latitude					INTEGER (0..8388607),
	longitude					INTEGER (-8388608..8388607),
	directionOfAltitude			ENUMERATED {height, depth},
	altitude					INTEGER (0..32767),
	uncertaintySemi-major		INTEGER (0..127),
	uncertaintySemi-minor		INTEGER (0..127),
	orientationOfMajorAxis		INTEGER (0..179),
	uncertaintyAltitude			INTEGER (0..127),
	confidence					INTEGER (0..100),
	iE-Extensions				ProtocolExtensionContainer { { AccessPointPosition-ExtIEs} } OPTIONAL
}

AccessPointPosition-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Activated-Cells-to-be-Updated-List ::= SEQUENCE (SIZE(1..maxnoofServedCellsIAB)) OF Activated-Cells-to-be-Updated-List-Item

Activated-Cells-to-be-Updated-List-Item ::=	SEQUENCE{
	nRCGI								NRCGI,
	iAB-DU-Cell-Resource-Configuration-Mode-Info	IAB-DU-Cell-Resource-Configuration-Mode-Info,
	iE-Extensions						ProtocolExtensionContainer { { Activated-Cells-to-be-Updated-List-Item-ExtIEs} } OPTIONAL
}

Activated-Cells-to-be-Updated-List-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ActivationRequestType ::= ENUMERATED {activate, deactivate, ...}

ActiveULBWP  ::= SEQUENCE {
	locationAndBandwidth		INTEGER (0..37949,...),
	subcarrierSpacing           ENUMERATED {kHz15, kHz30, kHz60, kHz120,..., kHz480, kHz960},
	cyclicPrefix				ENUMERATED {normal, extended},
	txDirectCurrentLocation		INTEGER (0..3301,...),
	shift7dot5kHz				ENUMERATED {true, ...} OPTIONAL,
	sRSConfig					SRSConfig,
	iE-Extensions					ProtocolExtensionContainer { { ActiveULBWP-ExtIEs} } OPTIONAL
}

ActiveULBWP-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

AdditionalDuplicationIndication ::= ENUMERATED { 
	three,
	four,
	...
}


AdditionalPath-List::= SEQUENCE (SIZE(1..maxnoofPath)) OF AdditionalPath-Item

AdditionalPath-Item ::=SEQUENCE {
	relativePathDelay	RelativePathDelay, 
	pathQuality			TRPMeasurementQuality 	OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { AdditionalPath-Item-ExtIEs } }	OPTIONAL
}

AdditionalPath-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-MultipleULAoA	CRITICALITY ignore EXTENSION MultipleULAoA		PRESENCE optional}|
	{ ID id-pathPower		CRITICALITY ignore EXTENSION UL-SRS-RSRPP		PRESENCE optional},
	...
}

ExtendedAdditionalPathList ::= SEQUENCE (SIZE (1.. maxNoPathExtended)) OF ExtendedAdditionalPathList-Item


ExtendedAdditionalPathList-Item ::= SEQUENCE {
	relativeTimeOfPath	RelativePathDelay,
	pathQuality			TRPMeasurementQuality	OPTIONAL,
	multipleULAoA		MultipleULAoA  			OPTIONAL,
	pathPower			UL-SRS-RSRPP			OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { ExtendedAdditionalPathList-Item-ExtIEs} } OPTIONAL,
	...
}

ExtendedAdditionalPathList-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

AdditionalPDCPDuplicationTNL-List ::= SEQUENCE (SIZE(1..maxnoofAdditionalPDCPDuplicationTNL)) OF AdditionalPDCPDuplicationTNL-Item

AdditionalPDCPDuplicationTNL-Item ::=SEQUENCE {
	additionalPDCPDuplicationUPTNLInformation		UPTransportLayerInformation, 
	iE-Extensions	ProtocolExtensionContainer { { AdditionalPDCPDuplicationTNL-ItemExtIEs } }	OPTIONAL,
	...
}

AdditionalPDCPDuplicationTNL-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
{ ID id-BHInfo		CRITICALITY ignore	EXTENSION BHInfo		PRESENCE optional	},
	...
}

AdditionalSIBMessageList ::= SEQUENCE (SIZE(1..maxnoofAdditionalSIBs)) OF AdditionalSIBMessageList-Item

AdditionalSIBMessageList-Item ::= SEQUENCE {
	additionalSIB			OCTET STRING,
	iE-Extensions		ProtocolExtensionContainer { { AdditionalSIBMessageList-Item-ExtIEs} } OPTIONAL
}

AdditionalSIBMessageList-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

AdditionalRRMPriorityIndex ::= BIT STRING (SIZE(32))

AffectedCellsAndBeams-List ::= SEQUENCE (SIZE (1.. maxAffectedCells)) OF AffectedCellsAndBeams-Item

AffectedCellsAndBeams-Item::= SEQUENCE {
	nRCGI					NRCGI,
	affectedSSB-List		AffectedSSB-List OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { AffectedCellsAndBeams-Item-ExtIEs} } OPTIONAL,
	...
}
AffectedCellsAndBeams-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


AffectedSSB-List::= SEQUENCE (SIZE (1..maxnoofSSBAreas)) OF AffectedSSB-Item

AffectedSSB-Item::= SEQUENCE {
	sSB-Index	INTEGER(0..63), 
	iE-Extensions		ProtocolExtensionContainer { { AffectedSSB-Item-ExtIEs} } OPTIONAL,
	...
}
AffectedSSB-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


AggressorCellList ::= SEQUENCE (SIZE(1..maxCellingNBDU)) OF AggressorCellList-Item

AggressorCellList-Item ::= SEQUENCE {
	aggressorCell-ID		NRCGI,
	iE-Extensions	ProtocolExtensionContainer { { AggressorCellList-Item-ExtIEs } }		OPTIONAL
}

AggressorCellList-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

AggressorgNBSetID ::= SEQUENCE {
	aggressorgNBSetID		GNBSetID,
	iE-Extensions	ProtocolExtensionContainer { { AggressorgNBSetID-ExtIEs } }	OPTIONAL
}

AggressorgNBSetID-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

AllocationAndRetentionPriority ::= SEQUENCE {
	priorityLevel				PriorityLevel,
	pre-emptionCapability		Pre-emptionCapability,
	pre-emptionVulnerability	Pre-emptionVulnerability,
	iE-Extensions				ProtocolExtensionContainer { {AllocationAndRetentionPriority-ExtIEs} } OPTIONAL,
	...
}

AllocationAndRetentionPriority-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

AlternativeQoSParaSetList ::= SEQUENCE (SIZE(1..maxnoofQoSParaSets)) OF AlternativeQoSParaSetItem

AlternativeQoSParaSetItem ::= SEQUENCE {
	alternativeQoSParaSetIndex			QoSParaSetIndex,
	guaranteedFlowBitRateDL				BitRate					OPTIONAL,
	guaranteedFlowBitRateUL				BitRate					OPTIONAL,
	packetDelayBudget					PacketDelayBudget		OPTIONAL,
	packetErrorRate						PacketErrorRate			OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { {AlternativeQoSParaSetItem-ExtIEs} }	OPTIONAL,
	...
}

AlternativeQoSParaSetItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


AngleMeasurementQuality ::= SEQUENCE {
	azimuthQuality	INTEGER(0..255),
	zenithQuality	INTEGER(0..255) OPTIONAL,
	resolution		ENUMERATED{deg0dot1,...},
	iE-Extensions	ProtocolExtensionContainer { { AngleMeasurementQuality-ExtIEs } }	OPTIONAL
}

AngleMeasurementQuality-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


AperiodicSRSResourceTriggerList ::= SEQUENCE (SIZE(1..maxnoofSRSTriggerStates)) OF AperiodicSRSResourceTrigger

AperiodicSRSResourceTrigger ::= INTEGER (1..3)

Associated-SCell-Item ::= SEQUENCE {
	sCell-ID		NRCGI,
	iE-Extensions	ProtocolExtensionContainer { { Associated-SCell-ItemExtIEs } }	OPTIONAL
}

Associated-SCell-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

AssociatedSessionID ::= OCTET STRING


AvailablePLMNList ::= SEQUENCE (SIZE(1..maxnoofBPLMNs)) OF AvailablePLMNList-Item

AvailablePLMNList-Item ::= SEQUENCE {
	pLMNIdentity			PLMN-Identity,
	iE-Extensions		ProtocolExtensionContainer { { AvailablePLMNList-Item-ExtIEs} } OPTIONAL
}

AvailablePLMNList-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

AvailableSNPN-ID-List ::= SEQUENCE (SIZE(1..maxnoofNIDsupported)) OF AvailableSNPN-ID-List-Item

AvailableSNPN-ID-List-Item ::= SEQUENCE {
	pLMN-Identity				PLMN-Identity,
	availableNIDList			BroadcastNIDList,
	iE-Extensions				ProtocolExtensionContainer { { AvailableSNPN-ID-List-ItemExtIEs} } OPTIONAL,
	...
}

AvailableSNPN-ID-List-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

AveragingWindow  ::= INTEGER (0..4095, ...) 

AreaScope ::= ENUMERATED {true, ...}

AoA-AssistanceInfo ::= SEQUENCE {
	angleMeasurement			AngleMeasurementType,
	lCS-to-GCS-Translation	LCS-to-GCS-Translation		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { AoA-AssistanceInfo-ExtIEs } } OPTIONAL,
	...
}

AoA-AssistanceInfo-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

AngleMeasurementType ::= CHOICE {	
	expected-ULAoA		Expected-UL-AoA,
	expected-ZoA		Expected-ZoA-only,
	choice-extension ProtocolIE-SingleContainer { { AngleMeasurementType-ExtIEs } }
}

AngleMeasurementType-ExtIEs F1AP-PROTOCOL-IES ::= {
...
}

AppLayerBufferLevelList ::= OCTET STRING 

ARP-ID ::= INTEGER (1..16, ...)

ARPLocationInformation ::= SEQUENCE (SIZE (1..maxnoARPs)) OF ARPLocationInformation-Item

ARPLocationInformation-Item ::= SEQUENCE {
	aRP-ID				ARP-ID,
	aRPLocationType		ARPLocationType,
	iE-Extensions		ProtocolExtensionContainer { { ARPLocationInformation-ExtIEs} } OPTIONAL,
...
}

ARPLocationInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ARPLocationType ::= CHOICE {
	aRPPositionRelativeGeodetic			RelativeGeodeticLocation,
	aRPPositionRelativeCartesian		RelativeCartesianLocation,
	choice-extension					ProtocolIE-SingleContainer { { ARPLocationType-ExtIEs } }
}

ARPLocationType-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}


-- B

BAP-Header-Rewriting-Added-List-Item::= SEQUENCE {
	ingressBAPRoutingID		BAPRoutingID,
	egressBAPRoutingID		BAPRoutingID,
	nonF1terminatingTopologyIndicator		NonF1terminatingTopologyIndicator		OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { BAP-Header-Rewriting-Added-List-Item-ExtIEs} }	OPTIONAL
}

BAP-Header-Rewriting-Added-List-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BAP-Header-Rewriting-Removed-List-Item::= SEQUENCE {
	ingressBAPRoutingID		BAPRoutingID,
	iE-Extensions			ProtocolExtensionContainer { { BAP-Header-Rewriting-Removed-List-Item-ExtIEs} } OPTIONAL
}

BAP-Header-Rewriting-Removed-List-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


BandwidthSRS ::= CHOICE { 
	fR1								FR1-Bandwidth,
	fR2								FR2-Bandwidth,
	choice-extension				ProtocolIE-SingleContainer {{ BandwidthSRS-ExtIEs }}
}

BandwidthSRS-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}


BAPAddress ::= BIT STRING (SIZE(10))

BAPCtrlPDUChannel ::= ENUMERATED {true, ...}

BAPlayerBHRLCchannelMappingInfo ::= SEQUENCE {
	bAPlayerBHRLCchannelMappingInfoToAdd			BAPlayerBHRLCchannelMappingInfoList			OPTIONAL,
	bAPlayerBHRLCchannelMappingInfoToRemove			MappingInformationtoRemove					OPTIONAL,
	iE-Extensions									ProtocolExtensionContainer { { BAPlayerBHRLCchannelMappingInfo-ExtIEs} } OPTIONAL,
	...
}

BAPlayerBHRLCchannelMappingInfo-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BAPlayerBHRLCchannelMappingInfoList ::= SEQUENCE (SIZE(1..maxnoofMappingEntries)) OF BAPlayerBHRLCchannelMappingInfo-Item

BAPlayerBHRLCchannelMappingInfo-Item ::= SEQUENCE {
	mappingInformationIndex			MappingInformationIndex,		
	priorHopBAPAddress				BAPAddress		OPTIONAL,		
	ingressbHRLCChannelID			BHRLCChannelID		OPTIONAL,		
	nextHopBAPAddress				BAPAddress		OPTIONAL,		
	egressbHRLCChannelID			BHRLCChannelID		OPTIONAL,		
	iE-Extensions					ProtocolExtensionContainer { { BAPlayerBHRLCchannelMappingInfo-ItemExtIEs} } OPTIONAL,
	...
}

BAPlayerBHRLCchannelMappingInfo-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-IngressNonF1terminatingTopologyIndicator	CRITICALITY ignore	EXTENSION IngressNonF1terminatingTopologyIndicator		PRESENCE optional}|
	{ ID id-EgressNonF1terminatingTopologyIndicator	CRITICALITY ignore	EXTENSION EgressNonF1terminatingTopologyIndicator		PRESENCE optional},
	...
}

BAPPathID ::= BIT STRING (SIZE(10))

BAPRoutingID ::= SEQUENCE {
	bAPAddress		BAPAddress,
	bAPPathID		BAPPathID,
	iE-Extensions	ProtocolExtensionContainer { { BAPRoutingIDExtIEs } }	OPTIONAL
}

BAPRoutingIDExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BCBearerContextF1U-TNLInfo ::= CHOICE {
	locationindpendent				MBSF1UInformation,
	locationdependent				LocationDependentMBSF1UInformation,
	choice-extension	ProtocolIE-SingleContainer	{{BCBearerContextF1U-TNLInfo-ExtIEs}}
}

BCBearerContextF1U-TNLInfo-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

BitRate ::= INTEGER (0..4000000000000,...)

BearerTypeChange ::= ENUMERATED {true, ...}

BHRLCChannelID ::= BIT STRING (SIZE(16))

BHChannels-FailedToBeModified-Item ::= SEQUENCE {
	bHRLCChannelID		BHRLCChannelID,
	cause		Cause		OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { BHChannels-FailedToBeModified-ItemExtIEs } }	OPTIONAL
}

BHChannels-FailedToBeModified-ItemExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BHChannels-FailedToBeSetup-Item ::= SEQUENCE {
	bHRLCChannelID		BHRLCChannelID,
	cause	Cause	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { BHChannels-FailedToBeSetup-ItemExtIEs } }	OPTIONAL
}

BHChannels-FailedToBeSetup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BHChannels-FailedToBeSetupMod-Item ::= SEQUENCE {
	bHRLCChannelID		BHRLCChannelID,
	cause		Cause			OPTIONAL ,
	iE-Extensions	ProtocolExtensionContainer { { BHChannels-FailedToBeSetupMod-ItemExtIEs } }	OPTIONAL
}

BHChannels-FailedToBeSetupMod-ItemExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BHChannels-Modified-Item ::= SEQUENCE {
	bHRLCChannelID			BHRLCChannelID,
	iE-Extensions	ProtocolExtensionContainer { { BHChannels-Modified-ItemExtIEs } }	OPTIONAL
}

BHChannels-Modified-ItemExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BHChannels-Required-ToBeReleased-Item ::= SEQUENCE {
	bHRLCChannelID		BHRLCChannelID,
	iE-Extensions	ProtocolExtensionContainer { { BHChannels-Required-ToBeReleased-ItemExtIEs } }	OPTIONAL
}

BHChannels-Required-ToBeReleased-ItemExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BHChannels-Setup-Item ::= SEQUENCE {
	bHRLCChannelID							BHRLCChannelID,
	iE-Extensions	ProtocolExtensionContainer { { BHChannels-Setup-ItemExtIEs } }	OPTIONAL
}

BHChannels-Setup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BHChannels-SetupMod-Item ::= SEQUENCE {
	bHRLCChannelID							BHRLCChannelID,
	iE-Extensions	ProtocolExtensionContainer { { BHChannels-SetupMod-ItemExtIEs } }	OPTIONAL
}

BHChannels-SetupMod-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BHChannels-ToBeModified-Item ::= SEQUENCE {
	bHRLCChannelID					BHRLCChannelID,
	bHQoSInformation				BHQoSInformation,
	rLCmode				RLCMode	OPTIONAL,
	bAPCtrlPDUChannel	BAPCtrlPDUChannel		OPTIONAL,
	trafficMappingInfo	TrafficMappingInfo		OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { BHChannels-ToBeModified-ItemExtIEs } }	OPTIONAL
}

BHChannels-ToBeModified-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BHChannels-ToBeReleased-Item ::= SEQUENCE {
	bHRLCChannelID		BHRLCChannelID,
	iE-Extensions	ProtocolExtensionContainer { { BHChannels-ToBeReleased-ItemExtIEs } }	OPTIONAL
}

BHChannels-ToBeReleased-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BHChannels-ToBeSetup-Item ::= SEQUENCE	{
	bHRLCChannelID						BHRLCChannelID,
	bHQoSInformation					BHQoSInformation,
	rLCmode								RLCMode,
	bAPCtrlPDUChannel					BAPCtrlPDUChannel		OPTIONAL,
	trafficMappingInfo					TrafficMappingInfo		OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { BHChannels-ToBeSetup-ItemExtIEs } }	OPTIONAL
}

BHChannels-ToBeSetup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BHChannels-ToBeSetupMod-Item ::= SEQUENCE {
	bHRLCChannelID				BHRLCChannelID,
	bHQoSInformation			BHQoSInformation,
	rLCmode				RLCMode,
	bAPCtrlPDUChannel	BAPCtrlPDUChannel		OPTIONAL,
	trafficMappingInfo	TrafficMappingInfo		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { BHChannels-ToBeSetupMod-ItemExtIEs } }	OPTIONAL
}

BHChannels-ToBeSetupMod-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BHInfo ::= SEQUENCE {
	bAProutingID			BAPRoutingID 	OPTIONAL,
	egressBHRLCCHList		EgressBHRLCCHList	OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { BHInfo-ExtIEs} } OPTIONAL
}

BHInfo-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-NonF1terminatingTopologyIndicator	CRITICALITY ignore	EXTENSION NonF1terminatingTopologyIndicator		PRESENCE optional	},
	...
}

BHQoSInformation ::= CHOICE {
	bHRLCCHQoS					QoSFlowLevelQoSParameters,	
	eUTRANBHRLCCHQoS			EUTRANQoS,
	cPTrafficType				CPTrafficType,
	choice-extension			ProtocolIE-SingleContainer { { BHQoSInformation-ExtIEs} }
}

BHQoSInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

BHRLCCHList ::= SEQUENCE (SIZE(1..maxnoofBHRLCChannels)) OF BHRLCCHItem

BHRLCCHItem ::= SEQUENCE {
	bHRLCChannelID			BHRLCChannelID,
	iE-Extensions			ProtocolExtensionContainer {{BHRLCCHItemExtIEs }}	 OPTIONAL
}

BHRLCCHItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BH-Routing-Information-Added-List-Item ::= SEQUENCE {
	bAPRoutingID				BAPRoutingID,
	nextHopBAPAddress			BAPAddress,
	iE-Extensions				ProtocolExtensionContainer { { BH-Routing-Information-Added-List-ItemExtIEs} }	OPTIONAL
}

BH-Routing-Information-Added-List-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-NonF1terminatingTopologyIndicator  CRITICALITY ignore EXTENSION   NonF1terminatingTopologyIndicator		PRESENCE optional},
	...
}

BH-Routing-Information-Removed-List-Item ::= SEQUENCE {
	bAPRoutingID				BAPRoutingID,
	iE-Extensions				ProtocolExtensionContainer { { BH-Routing-Information-Removed-List-ItemExtIEs} }	OPTIONAL
}

BH-Routing-Information-Removed-List-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BPLMN-ID-Info-List ::= SEQUENCE (SIZE(1..maxnoofBPLMNsNR)) OF BPLMN-ID-Info-Item

BPLMN-ID-Info-Item ::= SEQUENCE {
	pLMN-Identity-List			AvailablePLMNList,
	extended-PLMN-Identity-List	ExtendedAvailablePLMN-List	OPTIONAL,
	fiveGS-TAC					FiveGS-TAC					OPTIONAL,
	nr-cell-ID					NRCellIdentity,
	ranac						RANAC						OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { BPLMN-ID-Info-ItemExtIEs} } OPTIONAL,
	...
}

BPLMN-ID-Info-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{	ID id-ConfiguredTACIndication		CRITICALITY ignore	EXTENSION ConfiguredTACIndication		PRESENCE optional }|
	{	ID id-NPNBroadcastInformation		CRITICALITY reject EXTENSION NPNBroadcastInformation		PRESENCE optional},
	...
}

ServedPLMNs-List ::= SEQUENCE (SIZE(1..maxnoofBPLMNs)) OF ServedPLMNs-Item

ServedPLMNs-Item ::= SEQUENCE {
	pLMN-Identity				PLMN-Identity,
	iE-Extensions				ProtocolExtensionContainer { { ServedPLMNs-ItemExtIEs} } OPTIONAL,
	...
}

ServedPLMNs-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
{ ID id-TAISliceSupportList			CRITICALITY ignore	EXTENSION SliceSupportList				PRESENCE optional	}|
{ ID id-NPNSupportInfo				CRITICALITY reject	EXTENSION NPNSupportInfo				PRESENCE optional	}|
{ ID id-ExtendedTAISliceSupportList	CRITICALITY reject	EXTENSION ExtendedSliceSupportList		PRESENCE optional	}|
{ ID id-TAINSAGSupportList			CRITICALITY ignore	EXTENSION NSAGSupportList				PRESENCE optional},
	...
}

BroadcastCAGList ::= SEQUENCE (SIZE(1..maxnoofCAGsupported)) OF CAGID


BroadcastMRBs-FailedToBeModified-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	cause						Cause							OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { BroadcastMRBs-FailedtoBeModified-Item-ExtIEs} } OPTIONAL,
	...
}

BroadcastMRBs-FailedtoBeModified-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastMRBs-FailedToBeSetup-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	cause						Cause							OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { BroadcastMRBs-FailedToBeSetup-Item-ExtIEs} } OPTIONAL,
	...
}

BroadcastMRBs-FailedToBeSetup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastMRBs-FailedToBeSetupMod-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	cause						Cause							OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { BroadcastMRBs-FailedToBeSetupMod-Item-ExtIEs} } OPTIONAL,
	...
}

BroadcastMRBs-FailedToBeSetupMod-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastMRBs-Modified-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	bcBearerCtxtF1U-TNLInfoatDU	BCBearerContextF1U-TNLInfo		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { BroadcastMRBs-Modified-Item-ExtIEs} } OPTIONAL,
	...
}

BroadcastMRBs-Modified-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastMRBs-Setup-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	bcBearerCtxtF1U-TNLInfoatDU	BCBearerContextF1U-TNLInfo,
	iE-Extensions				ProtocolExtensionContainer { { BroadcastMRBs-Setup-Item-ExtIEs} } OPTIONAL,
	...
}

BroadcastMRBs-Setup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastMRBs-SetupMod-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	bcBearerCtxtF1U-TNLInfoatDU	BCBearerContextF1U-TNLInfo,
	iE-Extensions				ProtocolExtensionContainer { { BroadcastMRBs-SetupMod-Item-ExtIEs} } OPTIONAL,
	...
}

BroadcastMRBs-SetupMod-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastMRBs-ToBeModified-Item ::= SEQUENCE {
	mRB-ID							MRB-ID,
	mRB-QoSInformation				QoSFlowLevelQoSParameters		OPTIONAL,
	mBS-Flows-Mapped-To-MRB-List	MBS-Flows-Mapped-To-MRB-List	OPTIONAL,
	bcBearerCtxtF1U-TNLInfoatCU		BCBearerContextF1U-TNLInfo		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { BroadcastMRBs-ToBeModified-Item-ExtIEs} } OPTIONAL,
	...
}

BroadcastMRBs-ToBeModified-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastMRBs-ToBeReleased-Item	::= SEQUENCE {
	mRB-ID						MRB-ID,
	iE-Extensions				ProtocolExtensionContainer { { BroadcastMRBs-ToBeReleased-ItemExtIEs } }	OPTIONAL,
	...
}

BroadcastMRBs-ToBeReleased-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastMRBs-ToBeSetup-Item ::= SEQUENCE {
	mRB-ID							MRB-ID,
	mRB-QoSInformation				QoSFlowLevelQoSParameters,
	mBS-Flows-Mapped-To-MRB-List	MBS-Flows-Mapped-To-MRB-List,
	bcBearerCtxtF1U-TNLInfoatCU		BCBearerContextF1U-TNLInfo	,
	iE-Extensions					ProtocolExtensionContainer { { BroadcastMRBs-ToBeSetup-Item-ExtIEs} },
	...
}

BroadcastMRBs-ToBeSetup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
{ ID id-F1UTNLInfoAtCUtobeignored			CRITICALITY reject	EXTENSION F1UTNLInfoAtCUtobeignored				PRESENCE optional	},
	...
}

BroadcastMRBs-ToBeSetupMod-Item ::= SEQUENCE {
	mRB-ID							MRB-ID,
	mRB-QoSInformation				QoSFlowLevelQoSParameters,
	mBS-Flows-Mapped-To-MRB-List	MBS-Flows-Mapped-To-MRB-List,
	bcBearerCtxtF1U-TNLInfoatCU		BCBearerContextF1U-TNLInfo,
	iE-Extensions					ProtocolExtensionContainer { { BroadcastMRBs-ToBeSetupMod-Item-ExtIEs} },
	...
}

BroadcastMRBs-ToBeSetupMod-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


BroadcastNIDList ::= SEQUENCE (SIZE(1..maxnoofNIDsupported)) OF NID

BroadcastSNPN-ID-List ::= SEQUENCE (SIZE(1..maxnoofNIDsupported)) OF BroadcastSNPN-ID-List-Item

BroadcastSNPN-ID-List-Item ::= SEQUENCE {
	pLMN-Identity				PLMN-Identity,
	broadcastNIDList			BroadcastNIDList,
	iE-Extensions				ProtocolExtensionContainer { { BroadcastSNPN-ID-List-ItemExtIEs} } OPTIONAL,
	...
}

BroadcastSNPN-ID-List-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastPNI-NPN-ID-List ::= SEQUENCE (SIZE(1..maxnoofCAGsupported)) OF BroadcastPNI-NPN-ID-List-Item

BroadcastPNI-NPN-ID-List-Item ::= SEQUENCE {
	pLMN-Identity				PLMN-Identity,
	broadcastCAGList			BroadcastCAGList,
	iE-Extensions				ProtocolExtensionContainer { { BroadcastPNI-NPN-ID-List-ItemExtIEs} } OPTIONAL,
	...
}

BroadcastPNI-NPN-ID-List-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastAreaScope ::= CHOICE {
	completeSuccess			NULL,
[bookmark: OLE_LINK219][bookmark: OLE_LINK220]	partialSuccess			PartialSuccessCell,
[bookmark: OLE_LINK184][bookmark: OLE_LINK185][bookmark: OLE_LINK186][bookmark: OLE_LINK187]	choice-extension		ProtocolIE-SingleContainer { { BroadcastAreaScope-ExtIEs } }
}

BroadcastAreaScope-ExtIEs F1AP-PROTOCOL-IES::={
	...
}

[bookmark: OLE_LINK257][bookmark: OLE_LINK258][bookmark: OLE_LINK265][bookmark: OLE_LINK266]BroadcastCellList ::= SEQUENCE (SIZE(1.. maxCellingNBDU)) OF Broadcast-Cell-List-Item
[bookmark: OLE_LINK267][bookmark: OLE_LINK268]Broadcast-Cell-List-Item ::= SEQUENCE {
	cellID				NRCGI,
[bookmark: OLE_LINK271][bookmark: OLE_LINK272]	iE-Extensions				ProtocolExtensionContainer { { Broadcast-Cell-List-ItemExtIEs} } OPTIONAL,
	...
}

Broadcast-Cell-List-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

BufferSizeThresh ::= INTEGER(0..16777215)

BurstArrivalTime ::= OCTET STRING

BroadcastContextTransportRequestList ::= SEQUENCE (SIZE(0.. maxnoofMBSAreaSessionIDs)) OF ProtocolIE-SingleContainer { { BroadcastContextTransportRequestItem} }


BroadcastContextTransportRequestItem F1AP-PROTOCOL-IES ::= {
	{ ID id-MBS-AreaSessionID							CRITICALITY reject	TYPE MBS-AreaSessionID							PRESENCE optional		}|
	{ ID id-F1U-TransportRequestList					CRITICALITY reject	TYPE F1U-TtransportRequestList					PRESENCE mandatory	},
	...
}


F1U-TransportRequestItem ::= SEQUENCE {
	mRB-ID							MRB-ID,
	bcBearerCtxtF1U-TNLInfoatDU		BCBearerContextF1U-TNLInfo	,
	iE-Extensions					ProtocolExtensionContainer { { F1U-TransportRequestItem-ExtIEs} },
	...
}

F1U-TransportRequestItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}




BroadcastContextTransportResponseList ::= SEQUENCE (SIZE(0.. maxnoofMBSAreaSessionIDs)) OF ProtocolIE-SingleContainer { { BroadcastContextTransportResponseItem} }


BroadcastContextTransportResponseItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MBS-AreaSessionID							CRITICALITY reject	TYPE MBS-AreaSessionID									PRESENCE optional		}|
	{ ID id- F1U-TransportResponseList					CRITICALITY reject	TYPE F1U-TransportResponseList							PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics								PRESENCE optional		},
	...
}

F1U-TransportResponseItem ::= SEQUENCE {
	mRB-ID							MRB-ID,
	bcBearerCtxtF1U-TNLInfoatCU		BCBearerContextF1U-TNLInfo	,
	iE-Extensions					ProtocolExtensionContainer { { F1U-TransportResponseItem-ExtIEs} },
	...
}

F1U-TransportResponseItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

-- C
CAGID ::= BIT STRING (SIZE(32))

Cancel-all-Warning-Messages-Indicator ::= ENUMERATED {true, ...}

Candidate-SpCell-Item ::= SEQUENCE {
	candidate-SpCell-ID			NRCGI	,
	iE-Extensions	ProtocolExtensionContainer { { Candidate-SpCell-ItemExtIEs } }	OPTIONAL,
	...
}

Candidate-SpCell-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

CapacityValue::= SEQUENCE {
	capacityValue				INTEGER (0..100),
	sSBAreaCapacityValueList	SSBAreaCapacityValueList		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { CapacityValue-ExtIEs} } OPTIONAL
}

CapacityValue-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Cause ::= CHOICE {
	radioNetwork		CauseRadioNetwork,
	transport			CauseTransport,
	protocol			CauseProtocol,
	misc				CauseMisc,
	choice-extension	ProtocolIE-SingleContainer { { Cause-ExtIEs} }
}

Cause-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

CauseMisc ::= ENUMERATED {
	control-processing-overload,
	not-enough-user-plane-processing-resources,
	hardware-failure,
	om-intervention,
	unspecified,
	...
}

CauseProtocol ::= ENUMERATED {
	transfer-syntax-error,
	abstract-syntax-error-reject,
	abstract-syntax-error-ignore-and-notify,
	message-not-compatible-with-receiver-state,
	semantic-error,
	abstract-syntax-error-falsely-constructed-message,
	unspecified,
	...
}

CauseRadioNetwork ::= ENUMERATED {
	unspecified,
	rl-failure-rlc,
	unknown-or-already-allocated-gnb-cu-ue-f1ap-id,
	unknown-or-already-allocated-gnb-du-ue-f1ap-id,
	unknown-or-inconsistent-pair-of-ue-f1ap-id,
	interaction-with-other-procedure,
	not-supported-qci-Value,
	action-desirable-for-radio-reasons,
	no-radio-resources-available,
	procedure-cancelled,
	normal-release,
	...,
	cell-not-available,
	rl-failure-others,
	ue-rejection,
	resources-not-available-for-the-slice,
	amf-initiated-abnormal-release,
	release-due-to-pre-emption,
	plmn-not-served-by-the-gNB-CU,
	multiple-drb-id-instances,
	unknown-drb-id,
	multiple-bh-rlc-ch-id-instances,
	unknown-bh-rlc-ch-id,
	cho-cpc-resources-tobechanged,
	nPN-not-supported, 
	nPN-access-denied,
	gNB-CU-Cell-Capacity-Exceeded,
	report-characteristics-empty,
	existing-measurement-ID,
	measurement-temporarily-not-available,
	measurement-not-supported-for-the-object,
	unknown-bh-address,
	unknown-bap-routing-id,
	insufficient-ue-capabilities,
	scg-activation-deactivation-failure,
	scg-deactivation-failure-due-to-data-transmission,
	requested-item-not-supported-on-time,
	unknown-or-already-allocated-gNB-CU-MBS-F1AP-ID,
	unknown-or-already-allocated-gNB-DU-MBS-F1AP-ID,
	unknown-or-inconsistent-pair-of-MBS-F1AP-ID,
	unknown-or-inconsistent-MRB-ID,
	tat-sdt-expiry

}

CauseTransport ::= ENUMERATED {
	unspecified,
	transport-resource-unavailable,
	...,
	unknown-TNL-address-for-IAB,
	unknown-UP-TNL-information-for-IAB
}

CellGroupConfig ::= OCTET STRING

CellCapacityClassValue ::= INTEGER (1..100,...)

Cell-Direction ::= ENUMERATED {dl-only, ul-only}

CellMeasurementResultList ::= SEQUENCE (SIZE(1.. maxCellingNBDU)) OF CellMeasurementResultItem

CellMeasurementResultItem ::= SEQUENCE {
	cellID							NRCGI,
	radioResourceStatus				RadioResourceStatus 			OPTIONAL, 
	compositeAvailableCapacityGroup	CompositeAvailableCapacityGroup	OPTIONAL,
	sliceAvailableCapacity			SliceAvailableCapacity 			OPTIONAL, 
	numberofActiveUEs 				NumberofActiveUEs				OPTIONAL, 
	iE-Extensions					ProtocolExtensionContainer { { CellMeasurementResultItem-ExtIEs} } OPTIONAL
}

CellMeasurementResultItem-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-NR-U-Channel-List	CRITICALITY ignore	EXTENSION NR-U-Channel-List PRESENCE optional },
	...
}

Cell-Portion-ID ::= INTEGER (0..4095,...)

CellsForSON-List ::= SEQUENCE (SIZE(1.. maxServedCellforSON)) OF CellsForSON-Item

CellsForSON-Item ::= SEQUENCE {
	nRCGI											NRCGI,
	neighbourNR-CellsForSON-List					NeighbourNR-CellsForSON-List									OPTIONAL,
	iE-Extensions									ProtocolExtensionContainer { { CellsForSON-Item-ExtIEs} }	OPTIONAL,
	...
}

CellsForSON-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Cells-Failed-to-be-Activated-List-Item ::= SEQUENCE {
	nRCGI				NRCGI,
	cause				Cause,
	iE-Extensions		ProtocolExtensionContainer { { Cells-Failed-to-be-Activated-List-ItemExtIEs } }	OPTIONAL,
	...
}

Cells-Failed-to-be-Activated-List-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Cells-Status-Item ::= SEQUENCE {
	nRCGI			NRCGI,
	service-status		Service-Status,
	iE-Extensions				ProtocolExtensionContainer { { Cells-Status-ItemExtIEs } }	OPTIONAL,
	...
}

Cells-Status-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Cells-To-Be-Broadcast-Item ::= SEQUENCE {
	nRCGI				NRCGI,
	iE-Extensions		ProtocolExtensionContainer { { Cells-To-Be-Broadcast-ItemExtIEs } }	OPTIONAL,
	...
}

Cells-To-Be-Broadcast-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Cells-Broadcast-Completed-Item ::= SEQUENCE {
	nRCGI				NRCGI,
	iE-Extensions		ProtocolExtensionContainer { { Cells-Broadcast-Completed-ItemExtIEs } }	OPTIONAL,
	...
}

Cells-Broadcast-Completed-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Broadcast-To-Be-Cancelled-Item ::= SEQUENCE {
	nRCGI				NRCGI,
	iE-Extensions		ProtocolExtensionContainer { { Broadcast-To-Be-Cancelled-ItemExtIEs } }	OPTIONAL,
	...
}

Broadcast-To-Be-Cancelled-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


Cells-Broadcast-Cancelled-Item ::= SEQUENCE {
	nRCGI				NRCGI,
	numberOfBroadcasts	NumberOfBroadcasts,
	iE-Extensions		ProtocolExtensionContainer { { Cells-Broadcast-Cancelled-ItemExtIEs } }	OPTIONAL,
	...
}

Cells-Broadcast-Cancelled-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Cells-to-be-Activated-List-Item ::= SEQUENCE {
	nRCGI		NRCGI,
	nRPCI		NRPCI		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { Cells-to-be-Activated-List-ItemExtIEs} }	OPTIONAL,
	...
}

Cells-to-be-Activated-List-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-gNB-CUSystemInformation			CRITICALITY reject	EXTENSION GNB-CUSystemInformation				PRESENCE optional }|
	{ ID id-AvailablePLMNList				CRITICALITY ignore	EXTENSION AvailablePLMNList						PRESENCE optional }|
	{ ID id-ExtendedAvailablePLMN-List		CRITICALITY ignore	EXTENSION ExtendedAvailablePLMN-List			PRESENCE optional }|
	{ ID id-IAB-Info-IAB-donor-CU			CRITICALITY ignore	EXTENSION IAB-Info-IAB-donor-CU					PRESENCE optional}|
	{ ID id-AvailableSNPN-ID-List			CRITICALITY ignore	EXTENSION AvailableSNPN-ID-List					PRESENCE optional }|
	{ ID id-MBS-Broadcast-NeighbourCellList	CRITICALITY ignore	EXTENSION MBS-Broadcast-NeighbourCellList	PRESENCE optional },
	...
}

Cells-to-be-Deactivated-List-Item ::= SEQUENCE {
	nRCGI			NRCGI	,
	iE-Extensions				ProtocolExtensionContainer { { Cells-to-be-Deactivated-List-ItemExtIEs } }	OPTIONAL,
	...
}

Cells-to-be-Deactivated-List-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Cells-to-be-Barred-Item::= SEQUENCE {
	nRCGI			NRCGI	,
	cellBarred		CellBarred,
	iE-Extensions				ProtocolExtensionContainer { { Cells-to-be-Barred-Item-ExtIEs } }	OPTIONAL
}

Cells-to-be-Barred-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-IAB-Barred	CRITICALITY ignore	EXTENSION IAB-Barred		PRESENCE optional },

	...
}


CellBarred	::=	ENUMERATED {barred, not-barred, ...}

CellSize ::= ENUMERATED {verysmall, small, medium, large, ...}

CellToReportList ::= SEQUENCE (SIZE(1.. maxCellingNBDU)) OF CellToReportItem

CellToReportItem ::= SEQUENCE {
	cellID		NRCGI,
	sSBToReportList		SSBToReportList		 OPTIONAL,
	sliceToReportList	SliceToReportList	 OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { CellToReportItem-ExtIEs} } OPTIONAL
}

CellToReportItem-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

CellType ::= SEQUENCE {
	cellSize		CellSize,
	iE-Extensions		ProtocolExtensionContainer { {CellType-ExtIEs} }	OPTIONAL,
	...
}

CellType-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

CellULConfigured ::=  ENUMERATED {none, ul, sul, ul-and-sul, ...}

CG-SDTQueryIndication ::=  ENUMERATED {true, ...}

CG-SDTKeptIndicator ::= ENUMERATED {true, ...}

CG-SDTindicatorSetup ::= ENUMERATED {true, ...}

CG-SDTindicatorMod ::= ENUMERATED {true, false, ...}

CG-SDTSessionInfo ::= SEQUENCE {
	gNB-CU-UE-F1AP-ID					GNB-CU-UE-F1AP-ID,
	gNB-DU-UE-F1AP-ID					GNB-DU-UE-F1AP-ID,
	iE-Extensions						ProtocolExtensionContainer {{CG-SDTSessionInfo-ExtIEs}}		OPTIONAL,
	...
}


CG-SDTSessionInfo-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ChannelOccupancyTimePercentage ::= INTEGER (0..100,...)

Child-IAB-Nodes-NA-Resource-List ::= SEQUENCE (SIZE(1..maxnoofChildIABNodes)) OF Child-IAB-Nodes-NA-Resource-List-Item

Child-IAB-Nodes-NA-Resource-List-Item::= SEQUENCE {
	gNB-CU-UE-F1AP-ID	GNB-CU-UE-F1AP-ID,
	gNB-DU-UE-F1AP-ID	GNB-DU-UE-F1AP-ID,
	nA-Resource-Configuration-List		NA-Resource-Configuration-List 		OPTIONAL,	
	iE-Extensions		ProtocolExtensionContainer { { Child-IAB-Nodes-NA-Resource-List-Item-ExtIEs} } OPTIONAL
}

Child-IAB-Nodes-NA-Resource-List-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


Child-Node-Cells-List ::= SEQUENCE (SIZE(1..maxnoofChildIABNodes)) OF Child-Node-Cells-List-Item

Child-Node-Cells-List-Item ::=	SEQUENCE{
	nRCGI 								NRCGI,
	iAB-DU-Cell-Resource-Configuration-Mode-Info 	IAB-DU-Cell-Resource-Configuration-Mode-Info	OPTIONAL,
	iAB-STC-Info						IAB-STC-Info			OPTIONAL,
	rACH-Config-Common					RACH-Config-Common		OPTIONAL,
	rACH-Config-Common-IAB				RACH-Config-Common-IAB	OPTIONAL,
	cSI-RS-Configuration				OCTET STRING			OPTIONAL,
	sR-Configuration					OCTET STRING			OPTIONAL,
	pDCCH-ConfigSIB1					OCTET STRING			OPTIONAL,
	sCS-Common							OCTET STRING	OPTIONAL,
	multiplexingInfo					MultiplexingInfo	OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer {{Child-Node-Cells-List-Item-ExtIEs}}		OPTIONAL
}

Child-Node-Cells-List-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Child-Nodes-List ::= SEQUENCE (SIZE(1..maxnoofChildIABNodes)) OF Child-Nodes-List-Item

Child-Nodes-List-Item ::= SEQUENCE{
	gNB-CU-UE-F1AP-ID	GNB-CU-UE-F1AP-ID,
	gNB-DU-UE-F1AP-ID	GNB-DU-UE-F1AP-ID,
	child-Node-Cells-List 	Child-Node-Cells-List	OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer {{Child-Nodes-List-Item-ExtIEs}}		OPTIONAL
}

Child-Nodes-List-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

CHOtrigger-InterDU ::= ENUMERATED {
	cho-initiation,
	cho-replace,
	...
}

CHOtrigger-IntraDU ::= ENUMERATED {
	cho-initiation,
	cho-replace,
	cho-cancel,
	...
}

CNSubgroupID ::= INTEGER (0..7, ...)

CNUEPagingIdentity ::= CHOICE {
	fiveG-S-TMSI			BIT STRING (SIZE(48)),
	choice-extension			ProtocolIE-SingleContainer { { CNUEPagingIdentity-ExtIEs } }
}

CNUEPagingIdentity-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

CompositeAvailableCapacityGroup ::= SEQUENCE {
	compositeAvailableCapacityDownlink	CompositeAvailableCapacity,
	compositeAvailableCapacityUplink 	CompositeAvailableCapacity,
	iE-Extensions	ProtocolExtensionContainer { { CompositeAvailableCapacityGroup-ExtIEs} } OPTIONAL
}

CompositeAvailableCapacityGroup-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-CompositeAvailableCapacity-SUL		CRITICALITY ignore	EXTENSION CompositeAvailableCapacity		PRESENCE optional	},
	...
}

CompositeAvailableCapacity ::= SEQUENCE {
	cellCapacityClassValue 	CellCapacityClassValue		OPTIONAL,
	capacityValue			CapacityValue,
	iE-Extensions	ProtocolExtensionContainer { { CompositeAvailableCapacity-ExtIEs} } OPTIONAL
}

CompositeAvailableCapacity-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

CHO-Probability ::= INTEGER (1..100)

ConditionalInterDUMobilityInformation ::= SEQUENCE {
	cho-trigger						CHOtrigger-InterDU,
	targetgNB-DUUEF1APID			GNB-DU-UE-F1AP-ID							OPTIONAL
		-- This IE shall be present if the cho-trigger IE is present and set to "cho-replace" --,
	iE-Extensions					ProtocolExtensionContainer { { ConditionalInterDUMobilityInformation-ExtIEs} }	OPTIONAL,
	...
}

ConditionalInterDUMobilityInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::={
	{ ID id-EstimatedArrivalProbability		CRITICALITY ignore		EXTENSION CHO-Probability		PRESENCE optional	},
	...
}

ConditionalIntraDUMobilityInformation ::= SEQUENCE {
	cho-trigger						CHOtrigger-IntraDU,
	targetCellsTocancel				TargetCellList								OPTIONAL,
	-- This IE may be present if the cho-trigger IE is present and set to "cho-cancel"
	iE-Extensions					ProtocolExtensionContainer { { ConditionalIntraDUMobilityInformation-ExtIEs} }	OPTIONAL,
	...
}

ConditionalIntraDUMobilityInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::={
	{ ID id-EstimatedArrivalProbability		CRITICALITY ignore		EXTENSION CHO-Probability		PRESENCE optional	},
	...
}

ConfigRestrictInfoDAPS ::= OCTET STRING

ConfiguredTACIndication ::= ENUMERATED {
	true,
	...
}


CoordinateID ::= INTEGER (0..511, ...)

Coverage-Modification-Notification ::= SEQUENCE {
	coverage-Modification-List				Coverage-Modification-List,
	iE-Extensions								ProtocolExtensionContainer { { Coverage-Modification-Notification-ExtIEs} }	OPTIONAL,
	...
}

Coverage-Modification-Notification-ExtIEs F1AP-PROTOCOL-EXTENSION ::={
	...
}

Coverage-Modification-List ::= SEQUENCE (SIZE (1..maxCellingNBDU)) OF Coverage-Modification-Item

Coverage-Modification-Item ::= SEQUENCE {
	nRCGI								NRCGI,
	cellCoverageState					CellCoverageState,
	sSBCoverageModificationList			SSBCoverageModification-List OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { { Coverage-Modification-Item-ExtIEs} } 				OPTIONAL,
	...
}

Coverage-Modification-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

CellCoverageState ::= INTEGER (0..63, ...)


CCO-Assistance-Information ::= SEQUENCE {
	cCO-issue-detection				CCO-issue-detection		OPTIONAL,
	affectedCellsAndBeams-List		AffectedCellsAndBeams-List 		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { CCO-Assistance-Information-ExtIEs} }	OPTIONAL,
	...
}

CCO-Assistance-Information-ExtIEs F1AP-PROTOCOL-EXTENSION ::={
	...
}


CCO-issue-detection	::=	ENUMERATED {
	coverage, 
	cell-edge-capacity,
	...}


CP-TransportLayerAddress ::= CHOICE {
	endpoint-IP-address				TransportLayerAddress,
	endpoint-IP-address-and-port	Endpoint-IP-address-and-port, 
	choice-extension				ProtocolIE-SingleContainer { { CP-TransportLayerAddress-ExtIEs } }
}

CP-TransportLayerAddress-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

CPACMCGInformation ::= SEQUENCE {
	cpac-trigger					CPAC-trigger,
	pscellid						NRCGI,																	
	iE-Extensions					ProtocolExtensionContainer { { CPACMCGInformation-ExtIEs} }	OPTIONAL,
	...
}
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CPACMCGInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

CPAC-trigger ::= ENUMERATED {
	cpac-preparation,
	cpac-executed,
	...
}

CPTrafficType ::= INTEGER (1..3,...)

CriticalityDiagnostics ::= SEQUENCE {
	procedureCode					ProcedureCode														OPTIONAL,
	triggeringMessage				TriggeringMessage													OPTIONAL,
	procedureCriticality			Criticality															OPTIONAL,
	transactionID					TransactionID														OPTIONAL,
	iEsCriticalityDiagnostics		CriticalityDiagnostics-IE-List										OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer {{CriticalityDiagnostics-ExtIEs}}		OPTIONAL,
	...
}

CriticalityDiagnostics-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1.. maxnoofErrors)) OF CriticalityDiagnostics-IE-Item

CriticalityDiagnostics-IE-Item ::= SEQUENCE {
	iECriticality			Criticality,
	iE-ID					ProtocolIE-ID,
	typeOfError 			TypeOfError,
	iE-Extensions			ProtocolExtensionContainer {{CriticalityDiagnostics-IE-Item-ExtIEs}}	OPTIONAL,
	...
}

CriticalityDiagnostics-IE-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

C-RNTI ::= INTEGER (0..65535, ...)

CUDURadioInformationType ::= CHOICE {
	rIM								CUDURIMInformation,
	choice-extension				ProtocolIE-SingleContainer { { CUDURadioInformationType-ExtIEs} }
}

CUDURadioInformationType-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

CUDURIMInformation ::= SEQUENCE {
	victimgNBSetID			GNBSetID, 
	rIMRSDetectionStatus	RIMRSDetectionStatus,
	iE-Extensions			ProtocolExtensionContainer { { CUDURIMInformation-ExtIEs} }	OPTIONAL
}

CUDURIMInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

CUtoDURRCInformation ::= SEQUENCE {
	cG-ConfigInfo						CG-ConfigInfo						OPTIONAL,
	uE-CapabilityRAT-ContainerList		UE-CapabilityRAT-ContainerList		OPTIONAL,
	measConfig							MeasConfig							OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { CUtoDURRCInformation-ExtIEs} } OPTIONAL,
	...
}

CUtoDURRCInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-HandoverPreparationInformation	CRITICALITY ignore	EXTENSION HandoverPreparationInformation		PRESENCE optional }|
	{ ID id-CellGroupConfig					CRITICALITY ignore	EXTENSION CellGroupConfig							PRESENCE optional }|
	{ ID id-MeasurementTimingConfiguration	CRITICALITY ignore	EXTENSION MeasurementTimingConfiguration		PRESENCE optional }|
	{ ID id-UEAssistanceInformation			CRITICALITY ignore	EXTENSION UEAssistanceInformation					PRESENCE optional }|
	{ ID id-CG-Config						CRITICALITY ignore	EXTENSION CG-Config									PRESENCE optional }|
	{ ID id-UEAssistanceInformationEUTRA	CRITICALITY ignore	EXTENSION UEAssistanceInformationEUTRA			PRESENCE optional }|
	{ ID id-LocationMeasurementInformation	CRITICALITY ignore	EXTENSION LocationMeasurementInformation		PRESENCE optional }|
	{ ID id-MUSIM-GapConfig					CRITICALITY reject	EXTENSION MUSIM-GapConfig							PRESENCE optional }|
	{ ID id-SDT-MAC-PHY-CG-Config			CRITICALITY ignore	EXTENSION SDT-MAC-PHY-CG-Config						PRESENCE optional }|
	{ ID id-MBSInterestIndication			CRITICALITY ignore	EXTENSION MBSInterestIndication						PRESENCE optional }|
	{ ID id-NeedForGapsInfoNR				CRITICALITY ignore	EXTENSION NeedForGapsInfoNR							PRESENCE optional }|
	{ ID id-NeedForGapNCSGInfoNR			CRITICALITY ignore	EXTENSION NeedForGapNCSGInfoNR						PRESENCE optional }|
	{ ID id-NeedForGapNCSGInfoEUTRA			CRITICALITY ignore	EXTENSION NeedForGapNCSGInfoEUTRA					PRESENCE optional }|
	{ ID id-ConfigRestrictInfoDAPS			CRITICALITY ignore	EXTENSION ConfigRestrictInfoDAPS					PRESENCE optional },
	...
}

-- D

DAPS-HO-Status::= ENUMERATED{initiation,... }

DCBasedDuplicationConfigured::= ENUMERATED{true,..., false}

Dedicated-SIDelivery-NeededUE-Item ::= SEQUENCE {
	gNB-CU-UE-F1AP-ID						GNB-CU-UE-F1AP-ID,
	nRCGI									NRCGI,
	iE-Extensions							ProtocolExtensionContainer { { DedicatedSIDeliveryNeededUE-Item-ExtIEs} } OPTIONAL,
	...
}

DedicatedSIDeliveryNeededUE-Item-ExtIEs F1AP-PROTOCOL-EXTENSION::={
	...
}


DL-PRS ::= SEQUENCE {
	prsid 					INTEGER (0..255),
	dl-PRSResourceSetID		PRS-Resource-Set-ID,
	dl-PRSResourceID		PRS-Resource-ID	OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { {DL-PRS-ExtIEs} }	OPTIONAL
}

DL-PRS-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DL-PRSMutingPattern ::= CHOICE {
	two					BIT STRING (SIZE(2)),
	four				BIT STRING (SIZE(4)),
	six					BIT STRING (SIZE(6)),
	eight				BIT STRING (SIZE(8)),
	sixteen				BIT STRING (SIZE(16)),
	thirty-two			BIT STRING (SIZE(32)),
	choice-extension							ProtocolIE-SingleContainer { { DL-PRSMutingPattern-ExtIEs } }
}

DL-PRSMutingPattern-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

DLPRSResourceCoordinates ::= SEQUENCE {
	listofDL-PRSResourceSetARP		SEQUENCE (SIZE(1.. maxnoofPRS-ResourceSets)) OF DLPRSResourceSetARP,
	iE-Extensions					ProtocolExtensionContainer { { DLPRSResourceCoordinates-ExtIEs } } OPTIONAL
}

DLPRSResourceCoordinates-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DLPRSResourceSetARP ::= SEQUENCE {
	dl-PRSResourceSetID				PRS-Resource-Set-ID,
	dL-PRSResourceSetARPLocation	DL-PRSResourceSetARPLocation,
	listofDL-PRSResourceARP			SEQUENCE (SIZE(1.. maxnoofPRS-ResourcesPerSet)) OF DLPRSResourceARP,
	iE-Extensions					ProtocolExtensionContainer { { DLPRSResourceSetARP-ExtIEs } } OPTIONAL
}

DLPRSResourceSetARP-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


DL-PRSResourceSetARPLocation ::= CHOICE {
	relativeGeodeticLocation			RelativeGeodeticLocation,
	relativeCartesianLocation			RelativeCartesianLocation,
	choice-Extension					ProtocolIE-SingleContainer { { DL-PRSResourceSetARPLocation-ExtIEs } }
}

DL-PRSResourceSetARPLocation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}


DLPRSResourceARP ::= SEQUENCE {
	dl-PRSResourceID			PRS-Resource-ID,
	dL-PRSResourceARPLocation	DL-PRSResourceARPLocation,	
	iE-Extensions				ProtocolExtensionContainer { { DLPRSResourceARP-ExtIEs } } OPTIONAL
}

DLPRSResourceARP-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DL-PRSResourceARPLocation ::= CHOICE {
	relativeGeodeticLocation			RelativeGeodeticLocation,
	relativeCartesianLocation			RelativeCartesianLocation,
	choice-Extension					ProtocolIE-SingleContainer { { DL-PRSResourceARPLocation-ExtIEs } }
}

DL-PRSResourceARPLocation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

DL-UP-TNL-Address-to-Update-List-Item	::= SEQUENCE {
	oldIPAdress						TransportLayerAddress,
	newIPAdress						TransportLayerAddress,
	iE-Extensions	ProtocolExtensionContainer { { DL-UP-TNL-Address-to-Update-List-ItemExtIEs } }	OPTIONAL,
	...
}

DL-UP-TNL-Address-to-Update-List-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DLUPTNLInformation-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofDLUPTNLInformation)) OF DLUPTNLInformation-ToBeSetup-Item

DLUPTNLInformation-ToBeSetup-Item ::= SEQUENCE {
	dLUPTNLInformation	UPTransportLayerInformation	,
	iE-Extensions	ProtocolExtensionContainer { { DLUPTNLInformation-ToBeSetup-ItemExtIEs } }	OPTIONAL,
	...
}

DLUPTNLInformation-ToBeSetup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DRB-Activity-Item ::= SEQUENCE {
	dRBID			DRBID,
	dRB-Activity	DRB-Activity		OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { DRB-Activity-ItemExtIEs } }	OPTIONAL,
	...
}

DRB-Activity-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DRB-Activity ::= ENUMERATED {active, not-active}

DRBID ::= INTEGER (1..32, ...)

DRBs-FailedToBeModified-Item	::= SEQUENCE {
	dRBID		DRBID		,
	cause		Cause		OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { DRBs-FailedToBeModified-ItemExtIEs } }	OPTIONAL,
	...
}

DRBs-FailedToBeModified-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DRBs-FailedToBeSetup-Item	::= SEQUENCE {
	dRBID	DRBID,
	cause	Cause	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { DRBs-FailedToBeSetup-ItemExtIEs } }	OPTIONAL,
	...
}

DRBs-FailedToBeSetup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


DRBs-FailedToBeSetupMod-Item	::= SEQUENCE {
	dRBID		DRBID	,
	cause		Cause			OPTIONAL ,
	iE-Extensions	ProtocolExtensionContainer { { DRBs-FailedToBeSetupMod-ItemExtIEs } }	OPTIONAL,
	...
}

DRBs-FailedToBeSetupMod-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DRB-Information	::=	SEQUENCE {
	dRB-QoS		QoSFlowLevelQoSParameters, 
	sNSSAI		SNSSAI, 
	notificationControl		NotificationControl		OPTIONAL,
	flows-Mapped-To-DRB-List	Flows-Mapped-To-DRB-List,
	iE-Extensions	ProtocolExtensionContainer { { DRB-Information-ItemExtIEs } }	OPTIONAL
}

DRB-Information-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DRBs-Modified-Item	::= SEQUENCE {
	dRBID							DRBID,
	lCID								LCID		OPTIONAL,
	dLUPTNLInformation-ToBeSetup-List		DLUPTNLInformation-ToBeSetup-List,
	iE-Extensions	ProtocolExtensionContainer { { DRBs-Modified-ItemExtIEs } }	OPTIONAL,
	...
}

DRBs-Modified-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-RLC-Status							CRITICALITY ignore	EXTENSION RLC-Status									PRESENCE optional }|
	{ ID id-AdditionalPDCPDuplicationTNL-List	CRITICALITY ignore	EXTENSION AdditionalPDCPDuplicationTNL-List		PRESENCE optional }|
	{ ID id-CurrentQoSParaSetIndex				CRITICALITY ignore	EXTENSION QoSParaSetIndex								PRESENCE optional },
	...
}

DRBs-ModifiedConf-Item	::= SEQUENCE {
	dRBID							DRBID,
	uLUPTNLInformation-ToBeSetup-List		ULUPTNLInformation-ToBeSetup-List	,
	iE-Extensions	ProtocolExtensionContainer { { DRBs-ModifiedConf-ItemExtIEs } }	OPTIONAL,
	...
}

DRBs-ModifiedConf-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-AdditionalPDCPDuplicationTNL-List	CRITICALITY ignore	EXTENSION AdditionalPDCPDuplicationTNL-List			PRESENCE optional },
	...
}

DRB-Notify-Item ::= SEQUENCE {
	dRBID			DRBID,
	notification-Cause	Notification-Cause,
	iE-Extensions	ProtocolExtensionContainer { { DRB-Notify-ItemExtIEs } }	OPTIONAL,
	...
}

DRB-Notify-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-CurrentQoSParaSetIndex	CRITICALITY ignore	EXTENSION QoSParaSetNotifyIndex	PRESENCE optional	},
	...
}

DRBs-Required-ToBeModified-Item	::= SEQUENCE {
	dRBID							DRBID,
	dLUPTNLInformation-ToBeSetup-List		DLUPTNLInformation-ToBeSetup-List	,
	iE-Extensions	ProtocolExtensionContainer { { DRBs-Required-ToBeModified-ItemExtIEs } }	OPTIONAL,
	...
}

DRBs-Required-ToBeModified-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-RLC-Status			CRITICALITY ignore			EXTENSION RLC-Status				PRESENCE optional }|
	{ ID id-AdditionalPDCPDuplicationTNL-List	CRITICALITY ignore	EXTENSION AdditionalPDCPDuplicationTNL-List			PRESENCE optional },
	...
}

DRBs-Required-ToBeReleased-Item	::= SEQUENCE {
	dRBID		DRBID,
	iE-Extensions	ProtocolExtensionContainer { { DRBs-Required-ToBeReleased-ItemExtIEs } }	OPTIONAL,
	...
}

DRBs-Required-ToBeReleased-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DRBs-Setup-Item ::= SEQUENCE {
	dRBID							DRBID,
	lCID								LCID		OPTIONAL,
	dLUPTNLInformation-ToBeSetup-List		DLUPTNLInformation-ToBeSetup-List	, 
	iE-Extensions	ProtocolExtensionContainer { { DRBs-Setup-ItemExtIEs } }	OPTIONAL,
	...
}

DRBs-Setup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-AdditionalPDCPDuplicationTNL-List	CRITICALITY ignore	EXTENSION AdditionalPDCPDuplicationTNL-List			PRESENCE optional }|
	{ ID id-CurrentQoSParaSetIndex				CRITICALITY ignore	EXTENSION QoSParaSetIndex									PRESENCE optional },
	...
}

DRBs-SetupMod-Item	::= SEQUENCE {
	dRBID							DRBID,
	lCID								LCID		OPTIONAL,
	dLUPTNLInformation-ToBeSetup-List		DLUPTNLInformation-ToBeSetup-List	,
	iE-Extensions	ProtocolExtensionContainer { { DRBs-SetupMod-ItemExtIEs } }	OPTIONAL,
	...
}

DRBs-SetupMod-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-AdditionalPDCPDuplicationTNL-List	CRITICALITY ignore	EXTENSION AdditionalPDCPDuplicationTNL-List			PRESENCE optional }|
	{ ID id-CurrentQoSParaSetIndex				CRITICALITY ignore	EXTENSION QoSParaSetIndex									PRESENCE optional },
	...
}


DRBs-ToBeModified-Item	::= SEQUENCE {
	dRBID						DRBID,
	qoSInformation				QoSInformation	OPTIONAL,
	uLUPTNLInformation-ToBeSetup-List	ULUPTNLInformation-ToBeSetup-List	, 
	uLConfiguration				ULConfiguration	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { DRBs-ToBeModified-ItemExtIEs } }	OPTIONAL,
	...
}

DRBs-ToBeModified-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-DLPDCPSNLength						CRITICALITY ignore	EXTENSION PDCPSNLength										PRESENCE optional }|
	{ ID id-ULPDCPSNLength						CRITICALITY ignore	EXTENSION PDCPSNLength										PRESENCE optional }|
	{ID id-BearerTypeChange						CRITICALITY ignore	EXTENSION BearerTypeChange									PRESENCE optional}|
	{ ID id-RLCMode								CRITICALITY ignore	EXTENSION RLCMode											PRESENCE optional }|
	{ ID id-Duplication-Activation				CRITICALITY reject	EXTENSION DuplicationActivation							PRESENCE optional }|
	{ ID id-DC-Based-Duplication-Configured		CRITICALITY reject	EXTENSION DCBasedDuplicationConfigured					PRESENCE optional }|
	{ ID id-DC-Based-Duplication-Activation		CRITICALITY reject	EXTENSION DuplicationActivation							PRESENCE optional }|
	{ ID id-AdditionalPDCPDuplicationTNL-List	CRITICALITY ignore	EXTENSION AdditionalPDCPDuplicationTNL-List			PRESENCE optional }|
	{ ID id-RLCDuplicationInformation			CRITICALITY ignore	EXTENSION RLCDuplicationInformation						PRESENCE optional}|
	{ ID id-TransmissionStopIndicator			CRITICALITY ignore	EXTENSION TransmissionStopIndicator						PRESENCE optional}|
	{ ID id-CG-SDTindicatorMod					CRITICALITY reject	EXTENSION CG-SDTindicatorMod								PRESENCE optional },
	...
}

DRBs-ToBeReleased-Item	::= SEQUENCE {
	dRBID	DRBID,
	iE-Extensions	ProtocolExtensionContainer { { DRBs-ToBeReleased-ItemExtIEs } }	OPTIONAL,
	...
}

DRBs-ToBeReleased-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DRBs-ToBeSetup-Item ::= SEQUENCE	{
	dRBID						DRBID,
	qoSInformation				QoSInformation,
	uLUPTNLInformation-ToBeSetup-List	ULUPTNLInformation-ToBeSetup-List	, 
	rLCMode						RLCMode, 
	uLConfiguration				ULConfiguration	OPTIONAL,
	duplicationActivation		DuplicationActivation	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { DRBs-ToBeSetup-ItemExtIEs } }	OPTIONAL,
	...
}

DRBs-ToBeSetup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-DC-Based-Duplication-Configured		CRITICALITY reject	EXTENSION DCBasedDuplicationConfigured				PRESENCE optional }|
	{ ID id-DC-Based-Duplication-Activation		CRITICALITY reject	EXTENSION DuplicationActivation						PRESENCE optional }|
	{ ID id-DLPDCPSNLength						CRITICALITY ignore	EXTENSION PDCPSNLength									PRESENCE mandatory }|
	{ ID id-ULPDCPSNLength						CRITICALITY ignore	EXTENSION PDCPSNLength									PRESENCE optional }|
	{ ID id-AdditionalPDCPDuplicationTNL-List	CRITICALITY ignore	EXTENSION AdditionalPDCPDuplicationTNL-List		PRESENCE optional }|
	{ ID id-RLCDuplicationInformation			CRITICALITY ignore	EXTENSION RLCDuplicationInformation					PRESENCE optional}|
	{ ID id-SDTRLCBearerConfiguration			CRITICALITY ignore	EXTENSION SDTRLCBearerConfiguration					PRESENCE optional },
	...
}


DRBs-ToBeSetupMod-Item	::= SEQUENCE {
	dRBID						DRBID,
	qoSInformation				QoSInformation,
	uLUPTNLInformation-ToBeSetup-List		ULUPTNLInformation-ToBeSetup-List,
	rLCMode						RLCMode, 
	uLConfiguration				ULConfiguration	OPTIONAL,
	duplicationActivation		DuplicationActivation	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { DRBs-ToBeSetupMod-ItemExtIEs } }	OPTIONAL,
	...
}

DRBs-ToBeSetupMod-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-DC-Based-Duplication-Configured		CRITICALITY reject	EXTENSION DCBasedDuplicationConfigured				PRESENCE optional }|
	{ ID id-DC-Based-Duplication-Activation		CRITICALITY reject	EXTENSION DuplicationActivation						PRESENCE optional }|
	{ ID id-DLPDCPSNLength						CRITICALITY ignore	EXTENSION PDCPSNLength									PRESENCE optional }|
	{ ID id-ULPDCPSNLength						CRITICALITY ignore	EXTENSION PDCPSNLength									PRESENCE optional }|
	{ ID id-AdditionalPDCPDuplicationTNL-List	CRITICALITY ignore	EXTENSION AdditionalPDCPDuplicationTNL-List		PRESENCE optional }|
	{ ID id-RLCDuplicationInformation			CRITICALITY ignore	EXTENSION RLCDuplicationInformation					PRESENCE optional}|
	{ ID id-CG-SDTindicatorSetup				CRITICALITY reject	EXTENSION CG-SDTindicatorSetup						PRESENCE optional },
	...
}

DRXCycle	::= SEQUENCE {
	longDRXCycleLength	LongDRXCycleLength,
	shortDRXCycleLength		ShortDRXCycleLength	OPTIONAL,
	shortDRXCycleTimer	ShortDRXCycleTimer OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { DRXCycle-ExtIEs} } OPTIONAL,
	...
}

DRXCycle-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DRX-Config ::= OCTET STRING

DRXConfigurationIndicator	::=	ENUMERATED{	release, ...}

DRX-LongCycleStartOffset ::= INTEGER (0..10239)

DSInformationList ::= SEQUENCE (SIZE(0..maxnoofDSInfo)) OF DSCP

DSCP ::= BIT STRING (SIZE (6))

DUtoCURRCContainer ::= OCTET STRING

DUCURadioInformationType ::= CHOICE {
	rIM								DUCURIMInformation,
	choice-extension				ProtocolIE-SingleContainer { { DUCURadioInformationType-ExtIEs} }
}

DUCURadioInformationType-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

DUCURIMInformation ::= SEQUENCE {
	victimgNBSetID				GNBSetID, 
	rIMRSDetectionStatus		RIMRSDetectionStatus,
	aggressorCellList			AggressorCellList,
	iE-Extensions				ProtocolExtensionContainer { { DUCURIMInformation-ExtIEs} }		OPTIONAL 
}

DUCURIMInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DUF-Slot-Config-Item 	::=	CHOICE {
	explicitFormat				ExplicitFormat,
	implicitFormat				ImplicitFormat,
	choice-extension				ProtocolIE-SingleContainer { { DUF-Slot-Config-Item-ExtIEs} }
}

DUF-Slot-Config-Item-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}
DUF-Slot-Config-List	::= SEQUENCE (SIZE(1..maxnoofDUFSlots)) OF DUF-Slot-Config-Item

DUFSlotformatIndex ::= INTEGER(0..254)

DUFTransmissionPeriodicity ::= ENUMERATED { ms0p5, ms0p625, ms1, ms1p25, ms2, ms2p5, ms5, ms10, ...}

DU-RX-MT-RX ::= ENUMERATED {supported, not-supported }

DU-TX-MT-TX ::= ENUMERATED {supported, not-supported }

DU-RX-MT-TX ::= ENUMERATED {supported, not-supported }

DU-TX-MT-RX ::= ENUMERATED {supported, not-supported }

DU-RX-MT-RX-Extend ::= ENUMERATED {supported, not-supported, supported-and-FDM-required, ...}

DU-TX-MT-TX-Extend ::= ENUMERATED {supported, not-supported, supported-and-FDM-required, ...}

DU-RX-MT-TX-Extend ::= ENUMERATED {supported, not-supported, supported-and-FDM-required, ...}

DU-TX-MT-RX-Extend ::= ENUMERATED {supported, not-supported, supported-and-FDM-required, ...}

DUtoCURRCInformation ::= SEQUENCE {
	cellGroupConfig		CellGroupConfig,
	measGapConfig			MeasGapConfig	OPTIONAL,
	requestedP-MaxFR1				OCTET STRING				OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { DUtoCURRCInformation-ExtIEs} } OPTIONAL,
	...
}

DUtoCURRCInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-DRX-LongCycleStartOffset			CRITICALITY ignore	EXTENSION DRX-LongCycleStartOffset				PRESENCE optional }|
	{ ID id-SelectedBandCombinationIndex		CRITICALITY ignore	EXTENSION SelectedBandCombinationIndex			PRESENCE optional }|
	{ ID id-SelectedFeatureSetEntryIndex		CRITICALITY ignore	EXTENSION SelectedFeatureSetEntryIndex			PRESENCE optional }|
	{ ID id-Ph-InfoSCG							CRITICALITY ignore	EXTENSION Ph-InfoSCG								PRESENCE optional }|
	{ ID id-RequestedBandCombinationIndex		CRITICALITY ignore	EXTENSION RequestedBandCombinationIndex		PRESENCE optional }|
	{ ID id-RequestedFeatureSetEntryIndex		CRITICALITY ignore	EXTENSION RequestedFeatureSetEntryIndex		PRESENCE optional }|
	{ ID id-DRX-Config							CRITICALITY ignore	EXTENSION DRX-Config								PRESENCE optional }|
	{ ID id-PDCCH-BlindDetectionSCG				CRITICALITY ignore	EXTENSION PDCCH-BlindDetectionSCG				PRESENCE optional }|
	{ ID id-Requested-PDCCH-BlindDetectionSCG	CRITICALITY ignore	EXTENSION Requested-PDCCH-BlindDetectionSCG	PRESENCE optional }|
	{ ID id-Ph-InfoMCG							CRITICALITY ignore	EXTENSION Ph-InfoMCG								PRESENCE optional }|
	{ ID id-MeasGapSharingConfig				CRITICALITY ignore	EXTENSION MeasGapSharingConfig					PRESENCE optional }|
	{ ID id-SL-PHY-MAC-RLC-Config				CRITICALITY ignore	EXTENSION SL-PHY-MAC-RLC-Config					PRESENCE optional }|
	{ ID id-SL-ConfigDedicatedEUTRA-Info		CRITICALITY ignore	EXTENSION SL-ConfigDedicatedEUTRA-Info			PRESENCE optional }|
	{ ID id-RequestedP-MaxFR2					CRITICALITY ignore	EXTENSION RequestedP-MaxFR2							PRESENCE optional }|
	{ ID id-SDT-MAC-PHY-CG-Config				CRITICALITY ignore	EXTENSION SDT-MAC-PHY-CG-Config							PRESENCE optional }|
	{ ID id-MUSIM-GapConfig						CRITICALITY ignore	EXTENSION MUSIM-GapConfig							PRESENCE optional }|
	{ ID id-SL-RLC-ChannelToAddModList			CRITICALITY ignore	EXTENSION SL-RLC-ChannelToAddModList			PRESENCE optional }|
	{ ID id-InterFrequencyConfig-NoGap			CRITICALITY ignore	EXTENSION InterFrequencyConfig-NoGap			PRESENCE optional }|
	{ ID id-UL-GapFR2-Config					CRITICALITY ignore	EXTENSION UL-GapFR2-Config							PRESENCE optional }|
	{ ID id-TwoPHRModeMCG						CRITICALITY ignore	EXTENSION TwoPHRModeMCG								PRESENCE optional }|
	{ ID id-TwoPHRModeSCG						CRITICALITY ignore	EXTENSION TwoPHRModeSCG								PRESENCE optional }|
	{ ID id-ncd-SSB-RedCapInitialBWP-SDT		CRITICALITY ignore	EXTENSION Ncd-SSB-RedCapInitialBWP-SDT			PRESENCE optional }|
	{ ID id-ServCellInfoList					CRITICALITY ignore	EXTENSION ServCellInfoList							PRESENCE optional },
	...
}

DuplicationActivation ::= ENUMERATED{active,inactive,... }

DuplicationIndication ::= ENUMERATED {true, ... , false }

DuplicationState ::= ENUMERATED { 
	active,
	inactive,
	...
}

Dynamic5QIDescriptor	::= SEQUENCE {
	qoSPriorityLevel					INTEGER (1..127),
	packetDelayBudget					PacketDelayBudget,
	packetErrorRate						PacketErrorRate,
	fiveQI								INTEGER (0..255, ...)								OPTIONAL,
	delayCritical						ENUMERATED {delay-critical, non-delay-critical}		OPTIONAL,
	-- C-ifGBRflow: This IE shall be present if the GBR QoS Flow Information IE is present in the QoS Flow Level QoS Parameters IE.
	averagingWindow 					AveragingWindow										OPTIONAL,
	-- C-ifGBRflow: This IE shall be present if the GBR QoS Flow Information IE is present in the QoS Flow Level QoS Parameters IE.
	maxDataBurstVolume					MaxDataBurstVolume									OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { Dynamic5QIDescriptor-ExtIEs } } OPTIONAL
}

Dynamic5QIDescriptor-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-ExtendedPacketDelayBudget			CRITICALITY ignore	EXTENSION ExtendedPacketDelayBudget		PRESENCE optional		}|
	{ ID id-CNPacketDelayBudgetDownlink			CRITICALITY ignore	EXTENSION ExtendedPacketDelayBudget		PRESENCE optional		}|
	{ ID id-CNPacketDelayBudgetUplink			CRITICALITY ignore	EXTENSION ExtendedPacketDelayBudget		PRESENCE optional		},
	...
}

DynamicPQIDescriptor	::= SEQUENCE {
	resourceType						ENUMERATED {gbr, non-gbr, delay-critical-grb, ...}	OPTIONAL,
	qoSPriorityLevel					INTEGER (1..8, ...),
	packetDelayBudget					PacketDelayBudget,
	packetErrorRate						PacketErrorRate,
	averagingWindow 					AveragingWindow										OPTIONAL,
	-- C-ifGBRflow: This IE shall be present if the GBR QoS Flow Information IE is present in the QoS Flow Level QoS Parameters IE.
	maxDataBurstVolume					MaxDataBurstVolume									OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { DynamicPQIDescriptor-ExtIEs } } OPTIONAL
}

DynamicPQIDescriptor-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

-- E


E-CID-MeasurementQuantities ::= SEQUENCE (SIZE (1.. maxnoofMeasE-CID)) OF ProtocolIE-SingleContainer { {E-CID-MeasurementQuantities-ItemIEs} }

E-CID-MeasurementQuantities-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-E-CID-MeasurementQuantities-Item	CRITICALITY reject	TYPE E-CID-MeasurementQuantities-Item		PRESENCE mandatory}
}

E-CID-MeasurementQuantities-Item ::= SEQUENCE {
	e-CIDmeasurementQuantitiesValue				E-CID-MeasurementQuantitiesValue,
	iE-Extensions								ProtocolExtensionContainer { { E-CID-MeasurementQuantitiesValue-ExtIEs} } OPTIONAL
}

E-CID-MeasurementQuantitiesValue-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

E-CID-MeasurementQuantitiesValue ::= ENUMERATED {
	default,
	angleOfArrivalNR,
	... ,
	timingAdvanceNR
}

[bookmark: _Hlk515361362]E-CID-MeasurementResult ::= SEQUENCE {
	geographicalCoordinates		GeographicalCoordinates 	OPTIONAL,
	measuredResults-List		E-CID-MeasuredResults-List 	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { E-CID-MeasurementResult-ExtIEs} } OPTIONAL
}

E-CID-MeasurementResult-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

E-CID-MeasuredResults-List ::= SEQUENCE (SIZE(1..maxnoofMeasE-CID)) OF E-CID-MeasuredResults-Item

E-CID-MeasuredResults-Item ::= SEQUENCE {
	e-CID-MeasuredResults-Value 	E-CID-MeasuredResults-Value,
	iE-Extensions			ProtocolExtensionContainer {{ E-CID-MeasuredResults-Item-ExtIEs }}	 OPTIONAL
}

E-CID-MeasuredResults-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

E-CID-MeasuredResults-Value ::= CHOICE {
	valueAngleofArrivalNR	UL-AoA,
	choice-extension		ProtocolIE-SingleContainer { { E-CID-MeasuredResults-Value-ExtIEs} }
}

E-CID-MeasuredResults-Value-ExtIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-NR-TADV			CRITICALITY ignore	TYPE NR-TADV	PRESENCE mandatory	},
	...
}

E-CID-ReportCharacteristics ::= ENUMERATED {
	onDemand,
	periodic,
	...
}

EgressBHRLCCHList ::= SEQUENCE (SIZE(1..maxnoofEgressLinks)) OF EgressBHRLCCHItem

EgressBHRLCCHItem ::= SEQUENCE {
	nextHopBAPAddress 		BAPAddress,
	bHRLCChannelID			BHRLCChannelID,
	iE-Extensions			ProtocolExtensionContainer {{EgressBHRLCCHItemExtIEs }}	 OPTIONAL
}

EgressBHRLCCHItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

EgressNonF1terminatingTopologyIndicator ::= ENUMERATED {true, ...}

Endpoint-IP-address-and-port ::=SEQUENCE {
	endpointIPAddress TransportLayerAddress,
	iE-Extensions					ProtocolExtensionContainer { { Endpoint-IP-address-and-port-ExtIEs} } OPTIONAL
}

Endpoint-IP-address-and-port-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-portNumber	CRITICALITY reject	EXTENSION PortNumber		PRESENCE optional},
	...
}

EnergyDetectionThreshold ::= INTEGER (-100..-50, ...)

ExtendedAvailablePLMN-List ::= SEQUENCE (SIZE(1..maxnoofExtendedBPLMNs)) OF ExtendedAvailablePLMN-Item

ExtendedAvailablePLMN-Item ::= SEQUENCE {
	pLMNIdentity			PLMN-Identity,
	iE-Extensions		ProtocolExtensionContainer { { ExtendedAvailablePLMN-Item-ExtIEs} } OPTIONAL
}

ExplicitFormat ::=	SEQUENCE {
	permutation			Permutation,
	noofDownlinkSymbols	NoofDownlinkSymbols		OPTIONAL,
	noofUplinkSymbols	NoofUplinkSymbols		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { ExplicitFormat-ExtIEs} } OPTIONAL
}

ExplicitFormat-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ExtendedAvailablePLMN-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ExtendedServedPLMNs-List ::= SEQUENCE (SIZE(1.. maxnoofExtendedBPLMNs)) OF ExtendedServedPLMNs-Item

ExtendedServedPLMNs-Item ::= SEQUENCE {
	pLMN-Identity				PLMN-Identity,
	tAISliceSupportList 		SliceSupportList	OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { ExtendedServedPLMNs-ItemExtIEs} } OPTIONAL,
	...
}

ExtendedServedPLMNs-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-NPNSupportInfo				CRITICALITY reject	EXTENSION NPNSupportInfo				PRESENCE optional	}|
	{ ID id-ExtendedTAISliceSupportList	CRITICALITY reject	EXTENSION ExtendedSliceSupportList		PRESENCE optional	}|
	{ ID id-TAINSAGSupportList			CRITICALITY ignore	EXTENSION NSAGSupportList				PRESENCE optional},
	...
}

ExtendedSliceSupportList ::= SEQUENCE (SIZE(1.. maxnoofExtSliceItems)) OF SliceSupportItem

ExtendedUEIdentityIndexValue ::= BIT STRING (SIZE(16))

EUTRACells-List  ::= SEQUENCE (SIZE (1.. maxCellineNB)) OF EUTRACells-List-item

EUTRACells-List-item ::= SEQUENCE {
	eUTRA-Cell-ID					EUTRA-Cell-ID,
	served-EUTRA-Cells-Information	Served-EUTRA-Cells-Information,
	iE-Extensions ProtocolExtensionContainer { { EUTRACells-List-itemExtIEs } }    OPTIONAL
}

EUTRACells-List-itemExtIEs    F1AP-PROTOCOL-EXTENSION ::= {
	...
}


EUTRA-Cell-ID ::= BIT STRING (SIZE(28))

EUTRA-Coex-FDD-Info ::= SEQUENCE {
	uL-EARFCN						ExtendedEARFCN					OPTIONAL,
	dL-EARFCN						ExtendedEARFCN,
	uL-Transmission-Bandwidth		EUTRA-Transmission-Bandwidth	OPTIONAL,
	dL-Transmission-Bandwidth		EUTRA-Transmission-Bandwidth,
	iE-Extensions					ProtocolExtensionContainer { {EUTRA-Coex-FDD-Info-ExtIEs} } OPTIONAL,
	...
}

EUTRA-Coex-FDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

EUTRA-Coex-Mode-Info ::= CHOICE {
	fDD		EUTRA-Coex-FDD-Info,
	tDD		EUTRA-Coex-TDD-Info,
	...
}

EUTRA-Coex-TDD-Info ::= SEQUENCE {
	eARFCN							ExtendedEARFCN,
	transmission-Bandwidth			EUTRA-Transmission-Bandwidth,
	subframeAssignment				EUTRA-SubframeAssignment,
	specialSubframe-Info			EUTRA-SpecialSubframe-Info,
	iE-Extensions					ProtocolExtensionContainer { {EUTRA-Coex-TDD-Info-ExtIEs} } OPTIONAL,
	...
}
EUTRA-Coex-TDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}
EUTRA-CyclicPrefixDL ::= ENUMERATED { 
	normal,
	extended,
	...
}

EUTRA-CyclicPrefixUL ::= ENUMERATED { 
	normal,
	extended,
	...
}

EUTRA-PRACH-Configuration ::= SEQUENCE {
	rootSequenceIndex						INTEGER (0..837),
	zeroCorrelationIndex					INTEGER (0..15),
	highSpeedFlag							BOOLEAN,
	prach-FreqOffset						INTEGER (0..94),
	prach-ConfigIndex						INTEGER (0..63)		OPTIONAL,
	-- C-ifTDD: This IE shall be present if the EUTRA-Mode-Info IE in the Resource Coordination E-UTRA Cell Information IE is set to the value "TDD"
	iE-Extensions							ProtocolExtensionContainer { {EUTRA-PRACH-Configuration-ExtIEs} }	OPTIONAL,
	...
}

EUTRA-PRACH-Configuration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


EUTRA-SpecialSubframe-Info ::= SEQUENCE {
	specialSubframePatterns		EUTRA-SpecialSubframePatterns,
	cyclicPrefixDL				EUTRA-CyclicPrefixDL,
	cyclicPrefixUL				EUTRA-CyclicPrefixUL,
	iE-Extensions				ProtocolExtensionContainer { { EUTRA-SpecialSubframe-Info-ExtIEs} } OPTIONAL,
	...
}

EUTRA-SpecialSubframe-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

EUTRA-SpecialSubframePatterns ::= ENUMERATED { 
	ssp0,
	ssp1, 
	ssp2,
	ssp3,
	ssp4,
	ssp5,
	ssp6,
	ssp7,
	ssp8,
	ssp9,
	ssp10,
	...
}

EUTRA-SubframeAssignment ::= ENUMERATED { 
	sa0,
	sa1, 
	sa2,
	sa3,
	sa4,
	sa5,
	sa6,
	...
}

EUTRA-Transmission-Bandwidth ::= ENUMERATED {
	bw6,
	bw15,
	bw25,
	bw50,
	bw75,
	bw100,
	...
}

EUTRANQoS	::= SEQUENCE {
	qCI								QCI,
	allocationAndRetentionPriority	AllocationAndRetentionPriority,
	gbrQosInformation				GBR-QosInformation									OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { EUTRANQoS-ExtIEs} }	OPTIONAL,
	...
}

EUTRANQoS-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
{ ID id-ENBDLTNLAddress		CRITICALITY ignore	EXTENSION TransportLayerAddress	PRESENCE optional	},
	...
}

ExecuteDuplication ::= ENUMERATED{true,...}

ExtendedEARFCN ::= INTEGER (0..262143)

EUTRA-Mode-Info ::= CHOICE {
	eUTRAFDD		EUTRA-FDD-Info,
	eUTRATDD		EUTRA-TDD-Info,
	choice-extension	ProtocolIE-SingleContainer { { EUTRA-Mode-Info-ExtIEs} }
}

EUTRA-Mode-Info-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

EUTRA-NR-CellResourceCoordinationReq-Container	::= OCTET STRING

EUTRA-NR-CellResourceCoordinationReqAck-Container	::= OCTET STRING

EUTRA-FDD-Info ::= SEQUENCE {
	uL-offsetToPointA				OffsetToPointA,
	dL-offsetToPointA				OffsetToPointA,
	iE-Extensions					ProtocolExtensionContainer { {EUTRA-FDD-Info-ExtIEs} } OPTIONAL,
	...
}

EUTRA-FDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

EUTRA-TDD-Info ::= SEQUENCE {
	offsetToPointA					OffsetToPointA,
	iE-Extensions					ProtocolExtensionContainer { {EUTRA-TDD-Info-ExtIEs} } OPTIONAL,
	...
}

EUTRA-TDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

EventType ::= ENUMERATED {
	on-demand,
	periodic,
	stop,
	...
}

ExtendedPacketDelayBudget ::= INTEGER (1..65535, ..., 65536..109999)

Expected-UL-AoA ::= SEQUENCE {
	expected-Azimuth-AoA	Expected-Azimuth-AoA,
	expected-Zenith-AoA		Expected-Zenith-AoA		OPTIONAL,
	iE-extensions			ProtocolExtensionContainer { { Expected-UL-AoA-ExtIEs } }	OPTIONAL,
	...
}
Expected-UL-AoA-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Expected-ZoA-only ::= SEQUENCE {
	expected-ZoA-only	Expected-Zenith-AoA,
	iE-extensions		ProtocolExtensionContainer { { Expected-ZoA-only-ExtIEs } }	OPTIONAL,
	...
}

Expected-ZoA-only-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Expected-Azimuth-AoA ::= SEQUENCE {
	expected-Azimuth-AoA-value			Expected-Value-AoA,
	expected-Azimuth-AoA-uncertainty	Uncertainty-range-AoA,
	iE-Extensions						ProtocolExtensionContainer { { Expected-Azimuth-AoA-ExtIEs } }		OPTIONAL,
	...
}

Expected-Azimuth-AoA-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}
Expected-Zenith-AoA ::= SEQUENCE {
	expected-Zenith-AoA-value			Expected-Value-ZoA,
	expected-Zenith-AoA-uncertainty		Uncertainty-range-ZoA,
	iE-Extensions						ProtocolExtensionContainer { { Expected-Zenith-AoA-ExtIEs } }		OPTIONAL,
	...
}

Expected-Zenith-AoA-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Expected-Value-AoA ::= INTEGER (0..3599)

Expected-Value-ZoA ::= INTEGER (0..1799)

-- F

F1CPathNSA ::= ENUMERATED {lte, nr, both}

F1CTransferPath ::= SEQUENCE {
	f1CPathNSA						F1CPathNSA,
	iE-Extensions					ProtocolExtensionContainer { { F1CTransferPath-ExtIEs} } OPTIONAL,
	...
}

F1CTransferPath-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

F1CPathNRDC ::= ENUMERATED {mcg, scg, both}   

F1CTransferPathNRDC ::= SEQUENCE {
	f1CPathNRDC						F1CPathNRDC,
	iE-Extensions					ProtocolExtensionContainer { { F1CTransferPathNRDC-ExtIEs} } OPTIONAL,
	...
}

F1CTransferPathNRDC-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

F1UTunnelNotEstablished ::= ENUMERATED {
	true,
	...
}

F1UTNLInfoAtCUtobeignored ::= ENUMERATED {to-be-ignored, ...}

FDD-Info ::= SEQUENCE {
	uL-NRFreqInfo						NRFreqInfo,
	dL-NRFreqInfo						NRFreqInfo,
	uL-Transmission-Bandwidth			Transmission-Bandwidth,
	dL-Transmission-Bandwidth			Transmission-Bandwidth,
	iE-Extensions						ProtocolExtensionContainer { {FDD-Info-ExtIEs} } OPTIONAL,
	...
}

FDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-ULCarrierList				CRITICALITY ignore	EXTENSION NRCarrierList				PRESENCE optional }|
	{ ID id-DLCarrierList				CRITICALITY ignore EXTENSION NRCarrierList				PRESENCE optional },
	...
}

FDD-InfoRel16 ::= SEQUENCE {
	uL-FreqInfo										FreqInfoRel16													OPTIONAL,
	sUL-FreqInfo									FreqInfoRel16													OPTIONAL,
	iE-Extensions									ProtocolExtensionContainer { {FDD-InfoRel16-ExtIEs} }		OPTIONAL,
	...
}

FDD-InfoRel16-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

FiveG-ProSeAuthorized ::= SEQUENCE {
	fiveG-proSeDirectDiscovery					FiveG-ProSeDirectDiscovery									OPTIONAL,
	fiveG-proSeDirectCommunication				FiveG-ProSeDirectCommunication								OPTIONAL,
	fiveG-ProSeLayer2UEtoNetworkRelay			FiveG-ProSeLayer2UEtoNetworkRelay							OPTIONAL,
	fiveG-ProSeLayer3UEtoNetworkRelay			FiveG-ProSeLayer3UEtoNetworkRelay							OPTIONAL,
	fiveG-ProSeLayer2RemoteUE					FiveG-ProSeLayer2RemoteUE									OPTIONAL,
	iE-Extensions								ProtocolExtensionContainer { {FiveG-ProSeAuthorized-ExtIEs} }	OPTIONAL,
	...
}

FiveG-ProSeAuthorized-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

FiveG-ProSeDirectDiscovery ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

FiveG-ProSeDirectCommunication ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

FiveG-ProSeLayer2UEtoNetworkRelay ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

FiveG-ProSeLayer3UEtoNetworkRelay ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

FiveG-ProSeLayer2RemoteUE ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

Flows-Mapped-To-DRB-List	::=	SEQUENCE (SIZE(1.. maxnoofQoSFlows)) OF Flows-Mapped-To-DRB-Item

Flows-Mapped-To-DRB-Item 	::= SEQUENCE {
[bookmark: _Hlk534327072]	qoSFlowIdentifier							QoSFlowIdentifier,
	qoSFlowLevelQoSParameters				QoSFlowLevelQoSParameters,
	iE-Extensions							ProtocolExtensionContainer { { Flows-Mapped-To-DRB-ItemExtIEs} } OPTIONAL
}

Flows-Mapped-To-DRB-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-QoSFlowMappingIndication		CRITICALITY ignore	EXTENSION QoSFlowMappingIndication			PRESENCE optional}|
	{ID id-TSCTrafficCharacteristics	CRITICALITY ignore	EXTENSION TSCTrafficCharacteristics			PRESENCE optional},
	...
}

FR1-Bandwidth ::= ENUMERATED {bw5, bw10, bw20, bw40, bw50, bw80, bw100, ...}

FR2-Bandwidth ::= ENUMERATED {bw50, bw100, bw200, bw400, ..., bw800, bw1600, bw2000}

FreqBandNrItem ::= SEQUENCE {
	freqBandIndicatorNr 		INTEGER (1..1024,...), 
	supportedSULBandList		SEQUENCE (SIZE(0..maxnoofNrCellBands)) OF SupportedSULFreqBandItem,
	iE-Extensions				ProtocolExtensionContainer { {FreqBandNrItem-ExtIEs} } OPTIONAL,
	...
}

FreqBandNrItem-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

FreqDomainLength ::= CHOICE {
	l839							L839Info,
	l139							L139Info,
	choice-extension				ProtocolIE-SingleContainer { {FreqDomainLength-ExtIEs} }
}

FreqDomainLength-ExtIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-L571Info	CRITICALITY reject	TYPE L571Info PRESENCE mandatory}|
	{ ID id-L1151Info	CRITICALITY reject	TYPE L1151Info PRESENCE mandatory},
	...
}

FreqInfoRel16 ::=  SEQUENCE {
	nRARFCN											INTEGER (0..maxNRARFCN)											OPTIONAL,
	frequencyShift7p5khz							FrequencyShift7p5khz											OPTIONAL,
	carrierList										NRCarrierList													OPTIONAL,
	iE-Extensions									ProtocolExtensionContainer { { FreqInfoRel16-ExtIEs} }		OPTIONAL,
	...
}

FreqInfoRel16-ExtIEs		F1AP-PROTOCOL-EXTENSION ::= {
	...
}

FrequencyShift7p5khz ::= ENUMERATED {false, true, ...}

Frequency-Domain-HSNA-Configuration-List ::= SEQUENCE (SIZE(1..maxnoofRBsetsPerCell)) OF Frequency-Domain-HSNA-Configuration-Item

Frequency-Domain-HSNA-Configuration-Item::= SEQUENCE {
	rBSetIndex 		    INTEGER (0..maxnoofRBsetsPerCell-1, ...),
	frequency-Domain-HSNA-Slot-Configuration-List				Frequency-Domain-HSNA-Slot-Configuration-List,	
	iE-Extensions		ProtocolExtensionContainer { { Frequency-Domain-HSNA-Configuration-Item-ExtIEs} } OPTIONAL
}


Frequency-Domain-HSNA-Configuration-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Frequency-Domain-HSNA-Slot-Configuration-List ::= SEQUENCE (SIZE(1..maxnoofHSNASlots)) OF Frequency-Domain-HSNA-Slot-Configuration-Item

Frequency-Domain-HSNA-Slot-Configuration-Item::= SEQUENCE {
	slotIndex				INTEGER (0..5119)		OPTIONAL,
	hSNADownlink			HSNADownlink 			OPTIONAL,
	hSNAUplink				HSNAUplink 				OPTIONAL,
	hSNAFlexible			HSNAFlexible 			OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { Frequency-Domain-HSNA-Slot-Configuration-Item-ExtIEs } } OPTIONAL
}

Frequency-Domain-HSNA-Slot-Configuration-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

FullConfiguration ::= ENUMERATED {full, ...}

FlowsMappedToSLDRB-List ::= SEQUENCE (SIZE(1.. maxnoofPC5QoSFlows)) OF FlowsMappedToSLDRB-Item 

FlowsMappedToSLDRB-Item ::= SEQUENCE {
	pc5QoSFlowIdentifier			PC5QoSFlowIdentifier,
	iE-Extensions					ProtocolExtensionContainer { {FlowsMappedToSLDRB-Item-ExtIEs} } OPTIONAL,
	...
}

FlowsMappedToSLDRB-Item-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

-- G


GBR-QosInformation ::= SEQUENCE {
	e-RAB-MaximumBitrateDL			BitRate,
	e-RAB-MaximumBitrateUL			BitRate,
	e-RAB-GuaranteedBitrateDL		BitRate,
	e-RAB-GuaranteedBitrateUL		BitRate,
	iE-Extensions					ProtocolExtensionContainer { { GBR-QosInformation-ExtIEs} } OPTIONAL,
	...
}

GBR-QosInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

GBR-QoSFlowInformation::= SEQUENCE {
	maxFlowBitRateDownlink			BitRate,
	maxFlowBitRateUplink			BitRate, 
	guaranteedFlowBitRateDownlink	BitRate,
	guaranteedFlowBitRateUplink		BitRate, 
	maxPacketLossRateDownlink		MaxPacketLossRate		OPTIONAL,
	maxPacketLossRateUplink			MaxPacketLossRate		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { GBR-QosFlowInformation-ExtIEs} } OPTIONAL,
	...
}

GBR-QosFlowInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ 	ID id-AlternativeQoSParaSetList	CRITICALITY ignore	EXTENSION AlternativeQoSParaSetList	PRESENCE optional	},
	...
}

CG-Config ::= OCTET STRING

GeographicalCoordinates ::= SEQUENCE {
	tRPPositionDefinitionType	TRPPositionDefinitionType,
	dLPRSResourceCoordinates	DLPRSResourceCoordinates	OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { GeographicalCoordinates-ExtIEs } } OPTIONAL
}

GeographicalCoordinates-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-ARPLocationInfo		CRITICALITY ignore EXTENSION ARPLocationInformation	PRESENCE optional},
	...
}

GNB-CU-MBS-F1AP-ID		::= INTEGER (0..4294967295)

GNBCUMeasurementID ::= INTEGER (0.. 4095, ...)

GNBDUMeasurementID ::= INTEGER (0.. 4095, ...)

GNB-CUSystemInformation::= SEQUENCE {
	sibtypetobeupdatedlist	SEQUENCE (SIZE(1.. maxnoofSIBTypes)) OF SibtypetobeupdatedListItem,
	iE-Extensions					ProtocolExtensionContainer { { GNB-CUSystemInformation-ExtIEs} } OPTIONAL,
	...
}

GNB-CUSystemInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-systemInformationAreaID  CRITICALITY ignore	EXTENSION SystemInformationAreaID PRESENCE optional},
	...
}

GNB-CU-TNL-Association-Setup-Item::= SEQUENCE {
	tNLAssociationTransportLayerAddress		CP-TransportLayerAddress	,
	iE-Extensions							ProtocolExtensionContainer { { GNB-CU-TNL-Association-Setup-Item-ExtIEs} } OPTIONAL
}

GNB-CU-TNL-Association-Setup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

GNB-CU-TNL-Association-Failed-To-Setup-Item ::= SEQUENCE {
	tNLAssociationTransportLayerAddress		CP-TransportLayerAddress	,
	cause									Cause,
	iE-Extensions							ProtocolExtensionContainer { { GNB-CU-TNL-Association-Failed-To-Setup-Item-ExtIEs} } OPTIONAL
}

GNB-CU-TNL-Association-Failed-To-Setup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


GNB-CU-TNL-Association-To-Add-Item ::= SEQUENCE {
	tNLAssociationTransportLayerAddress		CP-TransportLayerAddress	,
	tNLAssociationUsage						TNLAssociationUsage,
	iE-Extensions							ProtocolExtensionContainer { { GNB-CU-TNL-Association-To-Add-Item-ExtIEs} } OPTIONAL
}

GNB-CU-TNL-Association-To-Add-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

GNB-CU-TNL-Association-To-Remove-Item::= SEQUENCE {
	tNLAssociationTransportLayerAddress		CP-TransportLayerAddress	,
	iE-Extensions							ProtocolExtensionContainer { { GNB-CU-TNL-Association-To-Remove-Item-ExtIEs} } OPTIONAL
}

GNB-CU-TNL-Association-To-Remove-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-TNLAssociationTransportLayerAddressgNBDU	CRITICALITY reject	EXTENSION CP-TransportLayerAddress	PRESENCE optional},
	...
}


GNB-CU-TNL-Association-To-Update-Item::= SEQUENCE {
	tNLAssociationTransportLayerAddress		CP-TransportLayerAddress	,
	tNLAssociationUsage						TNLAssociationUsage OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer { { GNB-CU-TNL-Association-To-Update-Item-ExtIEs} } OPTIONAL
}

GNB-CU-TNL-Association-To-Update-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

GNB-CU-UE-F1AP-ID		::= INTEGER (0..4294967295)

GNB-DU-Cell-Resource-Configuration	::= SEQUENCE { 
	subcarrierSpacing				SubcarrierSpacing,
	dUFTransmissionPeriodicity		DUFTransmissionPeriodicity	OPTIONAL,
	dUF-Slot-Config-List			DUF-Slot-Config-List	OPTIONAL,
	hSNATransmissionPeriodicity		HSNATransmissionPeriodicity,
	hsNSASlotConfigList				HSNASlotConfigList	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { GNB-DU-Cell-Resource-Configuration-ExtIEs } } OPTIONAL
}

GNB-DU-Cell-Resource-Configuration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-rBSetConfiguration       CRITICALITY reject	EXTENSION       RBSetConfiguration	PRESENCE optional}|
	{ID id-frequency-Domain-HSNA-Configuration-List	 CRITICALITY reject	EXTENSION    Frequency-Domain-HSNA-Configuration-List   PRESENCE optional}|
	{ID id-child-IAB-Nodes-NA-Resource-List	CRITICALITY reject	EXTENSION Child-IAB-Nodes-NA-Resource-List    PRESENCE optional}|
	{ID id-Parent-IAB-Nodes-NA-Resource-Configuration-List   CRITICALITY reject	EXTENSION  Parent-IAB-Nodes-NA-Resource-Configuration-List  PRESENCE optional},
	...
}

GNB-DU-MBS-F1AP-ID		::= INTEGER (0..4294967295)


GNB-DU-UE-F1AP-ID		::= INTEGER (0..4294967295)

GNB-DU-ID			::= INTEGER (0..68719476735)

GNB-CU-Name ::= PrintableString(SIZE(1..150,...))

GNB-DU-Name ::= PrintableString(SIZE(1..150,...)) 

Extended-GNB-CU-Name	 ::= SEQUENCE {
	gNB-CU-NameVisibleString		GNB-CU-NameVisibleString					OPTIONAL,
	gNB-CU-NameUTF8String			GNB-CU-NameUTF8String						OPTIONAL, 
	iE-Extensions					ProtocolExtensionContainer { { Extended-GNB-CU-Name-ExtIEs } } OPTIONAL,
	...
}

Extended-GNB-CU-Name-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

GNB-CU-NameVisibleString ::= VisibleString(SIZE(1..150,...))

GNB-CU-NameUTF8String ::= UTF8String(SIZE(1..150,...))

Extended-GNB-DU-Name	 ::= SEQUENCE {
	gNB-DU-NameVisibleString		GNB-DU-NameVisibleString					OPTIONAL,
	gNB-DU-NameUTF8String			GNB-DU-NameUTF8String						OPTIONAL, 
	iE-Extensions					ProtocolExtensionContainer { { Extended-GNB-DU-Name-ExtIEs } } OPTIONAL,
	...
}

Extended-GNB-DU-Name-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

GNB-DU-NameVisibleString ::= VisibleString(SIZE(1..150,...))

GNB-DU-NameUTF8String ::= UTF8String(SIZE(1..150,...))


GNB-DU-Served-Cells-Item ::= SEQUENCE {
	served-Cell-Information		Served-Cell-Information,
	gNB-DU-System-Information	GNB-DU-System-Information	OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { GNB-DU-Served-Cells-ItemExtIEs} }	OPTIONAL,
	...
}

GNB-DU-Served-Cells-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

GNB-DU-System-Information ::= SEQUENCE {
	mIB-message		MIB-message,
	sIB1-message		SIB1-message,
	iE-Extensions					ProtocolExtensionContainer { { GNB-DU-System-Information-ExtIEs } } OPTIONAL,
	...
}

GNB-DU-System-Information-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-SIB12-message		CRITICALITY ignore	EXTENSION SIB12-message		PRESENCE optional}|
	{ ID id-SIB13-message		CRITICALITY ignore	EXTENSION SIB13-message		PRESENCE optional}|
	{ ID id-SIB14-message		CRITICALITY ignore	EXTENSION SIB14-message		PRESENCE optional}|
	{ ID id-SIB10-message		CRITICALITY ignore	EXTENSION SIB10-message		PRESENCE optional}|
	{ ID id-SIB17-message		CRITICALITY ignore	EXTENSION SIB17-message		PRESENCE optional}|
	{ ID id-SIB20-message		CRITICALITY ignore	EXTENSION SIB20-message		PRESENCE optional}|
	{ ID id-SIB15-message		CRITICALITY ignore	EXTENSION SIB15-message		PRESENCE optional},
	...
}

GNB-DUConfigurationQuery ::= ENUMERATED {true, ...}

GNBDUOverloadInformation ::= ENUMERATED {overloaded, not-overloaded}

GNB-DU-TNL-Association-To-Remove-Item::= SEQUENCE {
	tNLAssociationTransportLayerAddress				CP-TransportLayerAddress	,
	tNLAssociationTransportLayerAddressgNBCU		CP-TransportLayerAddress		OPTIONAL,
	iE-Extensions									ProtocolExtensionContainer { { GNB-DU-TNL-Association-To-Remove-Item-ExtIEs} } OPTIONAL
}

GNB-DU-TNL-Association-To-Remove-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

GNBDUUESliceMaximumBitRateList::= SEQUENCE (SIZE(1.. maxnoofSMBRValues)) OF GNBDUUESliceMaximumBitRateItem

GNBDUUESliceMaximumBitRateItem::= SEQUENCE {
	sNSSAI		SNSSAI,
	uESliceMaximumBitRateUL		BitRate,
	iE-Extensions				ProtocolExtensionContainer { { GNBDUUESliceMaximumBitRateItem-ExtIEs} } OPTIONAL,
	...
}

GNBDUUESliceMaximumBitRateItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

GNB-RxTxTimeDiff ::= SEQUENCE {
	rxTxTimeDiff			GNBRxTxTimeDiffMeas,
	additionalPath-List		AdditionalPath-List		OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { GNB-RxTxTimeDiff-ExtIEs} }  OPTIONAL
}

GNB-RxTxTimeDiff-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-ExtendedAdditionalPathList		CRITICALITY ignore EXTENSION ExtendedAdditionalPathList 	PRESENCE optional}|
	{ ID id-TRPTEGInformation				CRITICALITY ignore EXTENSION TRPTEGInformation			PRESENCE optional },
	...
}

GNBRxTxTimeDiffMeas ::= CHOICE {
	k0			INTEGER (0.. 1970049),
	k1			INTEGER (0.. 985025),
	k2			INTEGER (0.. 492513),
	k3			INTEGER (0.. 246257),
	k4			INTEGER (0.. 123129),
	k5			INTEGER (0.. 61565),
	choice-extension		ProtocolIE-SingleContainer { { GNBRxTxTimeDiffMeas-ExtIEs } } 
}

GNBRxTxTimeDiffMeas-ExtIEs		F1AP-PROTOCOL-IES ::= {
	...
}

GNBSetID ::= BIT STRING (SIZE(22))

GTP-TEID				::= OCTET STRING (SIZE (4))

GTPTLAs	::= SEQUENCE (SIZE(1.. maxnoofGTPTLAs)) OF	GTPTLA-Item


GTPTLA-Item	::= SEQUENCE {
	gTPTransportLayerAddress				TransportLayerAddress,
	iE-Extensions	ProtocolExtensionContainer { { GTPTLA-Item-ExtIEs } }			OPTIONAL
}

GTPTLA-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

GTPTunnel				::= SEQUENCE {
	transportLayerAddress		TransportLayerAddress,
	gTP-TEID		GTP-TEID,
	iE-Extensions				ProtocolExtensionContainer { { GTPTunnel-ExtIEs } } OPTIONAL,
	...
}

GTPTunnel-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

-- H

HandoverPreparationInformation ::= OCTET STRING

HardwareLoadIndicator ::= SEQUENCE {
	dLHardwareLoadIndicator			INTEGER (0..100, ...),
	uLHardwareLoadIndicator			INTEGER (0..100, ...),
	iE-Extensions					ProtocolExtensionContainer { { HardwareLoadIndicator-ExtIEs } } 	OPTIONAL,
	...
}

HardwareLoadIndicator-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

HSNASlotConfigList ::= SEQUENCE (SIZE(1..maxnoofHSNASlots)) OF HSNASlotConfigItem

HSNASlotConfigItem 	::=	SEQUENCE {
	hSNADownlink			HSNADownlink 		OPTIONAL,
	hSNAUplink				HSNAUplink 			OPTIONAL,
	hSNAFlexible			HSNAFlexible 		OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { HSNASlotConfigItem-ExtIEs } } OPTIONAL
}

HSNASlotConfigItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}
HSNADownlink ::= ENUMERATED { hard, soft, notavailable }

HSNAFlexible ::= ENUMERATED { hard, soft, notavailable }

HSNAUplink ::= ENUMERATED { hard, soft, notavailable }

HSNATransmissionPeriodicity ::=	ENUMERATED { ms0p5, ms0p625, ms1, ms1p25, ms2, ms2p5, ms5, ms10, ms20, ms40, ms80, ms160, ...}

HashedUEIdentityIndexValue ::= BIT STRING (SIZE(13, ...))


-- I

IAB-Barred	::=	ENUMERATED {barred, not-barred, ...}

IABConditionalRRCMessageDeliveryIndication ::= ENUMERATED {true, ...}

IABCongestionIndication ::= SEQUENCE {
	iAB-Congestion-Indication-List			IAB-Congestion-Indication-List,
	iE-Extensions	ProtocolExtensionContainer { { IAB-Congestion-Indication-List-ExtIEs } } OPTIONAL
}

IAB-Congestion-Indication-List-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IAB-Congestion-Indication-List ::= SEQUENCE (SIZE(1..maxnoofIABCongInd)) OF IAB-Congestion-Indication-Item

IAB-Congestion-Indication-Item ::= SEQUENCE {
	childNodeIdentifier				BAPAddress,
    bHRLCCHList		                BHRLCCHList	    OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { IAB-Congestion-Indication-ItemExtIEs } }	OPTIONAL
}

IAB-Congestion-Indication-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= { 
	...
}


IAB-Info-IAB-donor-CU ::=	SEQUENCE{
	iAB-STC-Info	IAB-STC-Info	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { IAB-Info-IAB-donor-CU-ExtIEs } } OPTIONAL
}

IAB-Info-IAB-donor-CU-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IAB-Info-IAB-DU ::=	SEQUENCE{
	multiplexingInfo		MultiplexingInfo	OPTIONAL,
	iAB-STC-Info		IAB-STC-Info	OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { IAB-Info-IAB-DU-ExtIEs } } OPTIONAL
}

IAB-Info-IAB-DU-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IAB-MT-Cell-List ::= SEQUENCE (SIZE(1..maxnoofServingCells)) OF IAB-MT-Cell-List-Item

IAB-MT-Cell-List-Item ::= 	SEQUENCE {
	nRCellIdentity				NRCellIdentity,
	dU-RX-MT-RX					DU-RX-MT-RX,
	dU-TX-MT-TX					DU-TX-MT-TX,
	dU-RX-MT-TX					DU-RX-MT-TX,
	dU-TX-MT-RX					DU-TX-MT-RX,
	iE-Extensions				ProtocolExtensionContainer { { IAB-MT-Cell-List-Item-ExtIEs } } OPTIONAL
}

IAB-MT-Cell-List-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-DU-RX-MT-RX-Extend			CRITICALITY ignore	EXTENSION DU-RX-MT-RX-Extend	PRESENCE optional	}|
	{ ID id-DU-TX-MT-TX-Extend			CRITICALITY ignore	EXTENSION DU-TX-MT-TX-Extend	PRESENCE optional	}|
	{ ID id-DU-RX-MT-TX-Extend			CRITICALITY ignore	EXTENSION DU-RX-MT-TX-Extend	PRESENCE optional	}|
	{ ID id-DU-TX-MT-RX-Extend			CRITICALITY ignore	EXTENSION DU-TX-MT-RX-Extend	PRESENCE optional	},
	...
}



IAB-MT-Cell-NA-Resource-Configuration-Mode-Info	::=	CHOICE {
	fDD		IAB-MT-Cell-NA-Resource-Configuration-FDD-Info,
	tDD		IAB-MT-Cell-NA-Resource-Configuration-TDD-Info,
	choice-extension			ProtocolIE-SingleContainer { { IAB-MT-Cell-NA-Resource-Configuration-Mode-Info-ExtIEs} }
}

IAB-MT-Cell-NA-Resource-Configuration-Mode-Info-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

IAB-MT-Cell-NA-Resource-Configuration-FDD-Info ::= SEQUENCE {
	gNB-DU-Cell-NA-Resource-Configuration-FDD-UL				GNB-DU-Cell-Resource-Configuration,
	gNB-DU-Cell-NA-Resource-Configuration-FDD-DL				GNB-DU-Cell-Resource-Configuration,
	uL-FreqInfo							NRFreqInfo					OPTIONAL,
	uL-Transmission-Bandwidth			Transmission-Bandwidth		OPTIONAL,
	uL-NR-Carrier-List  				NRCarrierList				OPTIONAL,
	dL-FreqInfo							NRFreqInfo					OPTIONAL,
	dL-Transmission-Bandwidth			Transmission-Bandwidth		OPTIONAL,
	dL-NR-Carrier-List  				NRCarrierList				OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { {IAB-MT-Cell-NA-Resource-Configuration-FDD-Info-ExtIEs} } OPTIONAL,
	...
}

IAB-MT-Cell-NA-Resource-Configuration-FDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IAB-MT-Cell-NA-Resource-Configuration-TDD-Info ::= SEQUENCE {
	gNB-DU-Cell-NA-Resourc-Configuration-TDD				GNB-DU-Cell-Resource-Configuration, 
	nRFreqInfo							NRFreqInfo  	OPTIONAL,
	transmission-Bandwidth			    Transmission-Bandwidth  	  OPTIONAL,
	nR-Carrier-List   		  	        NRCarrierList  	OPTIONAL,  
	iE-Extensions					    ProtocolExtensionContainer { {IAB-MT-Cell-NA-Resource-Configuration-TDD-Info-ExtIEs} } OPTIONAL,
	...
}

IAB-MT-Cell-NA-Resource-Configuration-TDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IAB-STC-Info	::=	SEQUENCE{
	iAB-STC-Info-List	IAB-STC-Info-List,
	iE-Extensions		ProtocolExtensionContainer { { IAB-STC-Info-ExtIEs } } OPTIONAL
}

IAB-STC-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IAB-STC-Info-List ::= 	SEQUENCE (SIZE(1..maxnoofIABSTCInfo)) OF IAB-STC-Info-Item

IAB-STC-Info-Item::=	SEQUENCE {
	sSB-freqInfo						SSB-freqInfo,
	sSB-subcarrierSpacing				SSB-subcarrierSpacing,
	sSB-transmissionPeriodicity			SSB-transmissionPeriodicity,
	sSB-transmissionTimingOffset		SSB-transmissionTimingOffset,
	sSB-transmissionBitmap				SSB-transmissionBitmap,
	iE-Extensions		ProtocolExtensionContainer { { IAB-STC-Info-Item-ExtIEs } } OPTIONAL
}

IAB-STC-Info-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IAB-Allocated-TNL-Address-Item	::= SEQUENCE {
	iABTNLAddress				IABTNLAddress,
	iABTNLAddressUsage			IABTNLAddressUsage	 	OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { IAB-Allocated-TNL-Address-Item-ExtIEs } } OPTIONAL
}

IAB-Allocated-TNL-Address-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IAB-DU-Cell-Resource-Configuration-Mode-Info	::=	CHOICE {
	fDD		IAB-DU-Cell-Resource-Configuration-FDD-Info,
	tDD		IAB-DU-Cell-Resource-Configuration-TDD-Info,
	choice-extension			ProtocolIE-SingleContainer { { IAB-DU-Cell-Resource-Configuration-Mode-Info-ExtIEs} }
}

IAB-DU-Cell-Resource-Configuration-Mode-Info-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

IAB-DU-Cell-Resource-Configuration-FDD-Info ::= SEQUENCE {
	gNB-DU-Cell-Resource-Configuration-FDD-UL				GNB-DU-Cell-Resource-Configuration,
	gNB-DU-Cell-Resource-Configuration-FDD-DL				GNB-DU-Cell-Resource-Configuration,
	iE-Extensions					ProtocolExtensionContainer { {IAB-DU-Cell-Resource-Configuration-FDD-Info-ExtIEs} } OPTIONAL,
	...
}

IAB-DU-Cell-Resource-Configuration-FDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-uL-FreqInfo					CRITICALITY reject	EXTENSION	NRFreqInfo					PRESENCE optional}|
	{ID id-uL-Transmission-Bandwidth	CRITICALITY reject	EXTENSION	Transmission-Bandwidth		PRESENCE optional}|
	{ID id-uL-NR-Carrier-List			CRITICALITY reject	EXTENSION	NRCarrierList				PRESENCE optional}|
	{ID id-dL-FreqInfo					CRITICALITY reject	EXTENSION	NRFreqInfo  				PRESENCE optional}|
	{ID id-dL-Transmission-Bandwidth	CRITICALITY reject	EXTENSION	Transmission-Bandwidth		PRESENCE optional}|
	{ID id-dL-NR-Carrier-List			CRITICALITY reject	EXTENSION	NRCarrierList				PRESENCE optional},
	...
}

IAB-DU-Cell-Resource-Configuration-TDD-Info ::= SEQUENCE {
	gNB-DU-Cell-Resourc-Configuration-TDD				GNB-DU-Cell-Resource-Configuration,
	iE-Extensions					ProtocolExtensionContainer { {IAB-DU-Cell-Resource-Configuration-TDD-Info-ExtIEs} } OPTIONAL,
	...
}

IAB-DU-Cell-Resource-Configuration-TDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-nRFreqInfo				CRITICALITY reject	EXTENSION  NRFreqInfo  				PRESENCE optional}|
	{ID id-transmission-Bandwidth	CRITICALITY reject	EXTENSION  Transmission-Bandwidth  	PRESENCE optional}|
	{ID id-nR-Carrier-List			CRITICALITY reject	EXTENSION  NRCarrierList  			PRESENCE optional},
	...
}

IABIPv6RequestType	 ::= CHOICE {
	iPv6Address						IABTNLAddressesRequested,
	iPv6Prefix						IABTNLAddressesRequested, 
	choice-extension				ProtocolIE-SingleContainer { { IABIPv6RequestType-ExtIEs} }
}

IABIPv6RequestType-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

IABTNLAddress ::= CHOICE {
	iPv4Address						BIT STRING (SIZE(32)), 
	iPv6Address						BIT STRING (SIZE(128)), 
	iPv6Prefix						BIT STRING (SIZE(64)), 
	choice-extension				ProtocolIE-SingleContainer { { IABTNLAddress-ExtIEs} }
}

IABTNLAddress-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

IABTNLAddressesRequested ::= SEQUENCE {
	tNLAddressesOrPrefixesRequestedAllTraffic	INTEGER (1..256) 	OPTIONAL,
	tNLAddressesOrPrefixesRequestedF1-C			INTEGER (1..256) 	OPTIONAL,
	tNLAddressesOrPrefixesRequestedF1-U			INTEGER (1..256) 	OPTIONAL,
	tNLAddressesOrPrefixesRequestedNoNF1		INTEGER (1..256) 	OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { IABTNLAddressesRequested-ExtIEs } } OPTIONAL
}

IABTNLAddressesRequested-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IAB-TNL-Addresses-To-Remove-Item ::= SEQUENCE {
	iABTNLAddress			IABTNLAddress,
	iE-Extensions			ProtocolExtensionContainer { { IAB-TNL-Addresses-To-Remove-Item-ExtIEs} } OPTIONAL
}

IAB-TNL-Addresses-To-Remove-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IAB-TNL-Addresses-Exception ::= 	SEQUENCE {
	iABTNLAddressList			IABTNLAddressList,
	iE-Extensions				ProtocolExtensionContainer { { IAB-TNL-Addresses-Exception-ExtIEs} } OPTIONAL
}

IAB-TNL-Addresses-Exception-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IABTNLAddressList ::= SEQUENCE (SIZE(1.. maxnoofTLAsIAB)) OF IABTNLAddress-Item

IABTNLAddress-Item ::= SEQUENCE {
	iABTNLAddress		IABTNLAddress	,
	iE-Extensions	ProtocolExtensionContainer { { IABTNLAddress-ItemExtIEs } }	OPTIONAL
}

IABTNLAddress-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IABTNLAddressUsage ::= ENUMERATED {
	f1-c,
	f1-u,
	non-f1,
	...
}


IABv4AddressesRequested ::= SEQUENCE {
	iABv4AddressesRequested			IABTNLAddressesRequested,
	iE-Extensions		ProtocolExtensionContainer { { IABv4AddressesRequested-ExtIEs} } OPTIONAL
}

IABv4AddressesRequested-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ImplicitFormat	::= SEQUENCE	{ 
	dUFSlotformatIndex 			DUFSlotformatIndex,
	iE-Extensions		ProtocolExtensionContainer { { ImplicitFormat-ExtIEs } } OPTIONAL
}

ImplicitFormat-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IgnorePRACHConfiguration::= ENUMERATED { true,...}

IgnoreResourceCoordinationContainer ::= ENUMERATED { yes,...}
InactivityMonitoringRequest ::= ENUMERATED { true,...}
InactivityMonitoringResponse ::= ENUMERATED { not-supported,...}
InterfacesToTrace ::= BIT STRING (SIZE(8))

IntendedTDD-DL-ULConfig ::= SEQUENCE {
	nRSCS						ENUMERATED { scs15, scs30, scs60, scs120,..., scs480, scs960},
	nRCP						ENUMERATED { normal, extended,...},
	nRDLULTxPeriodicity			ENUMERATED { ms0p5, ms0p625, ms1, ms1p25, ms2, ms2p5, ms3, ms4, ms5, ms10, ms20, ms40, ms60, ms80, ms100, ms120, ms140, ms160, ...},
	slot-Configuration-List 	Slot-Configuration-List,
	iE-Extensions						ProtocolExtensionContainer { {IntendedTDD-DL-ULConfig-ExtIEs} } OPTIONAL
}

InterFrequencyConfig-NoGap ::= ENUMERATED { 
	true,
	...
}

IngressNonF1terminatingTopologyIndicator ::= ENUMERATED {true, ...}

IntendedTDD-DL-ULConfig-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IndicationMCInactiveReception ::= ENUMERATED {true, ...} -- codepoint name is FFS

IPHeaderInformation ::= SEQUENCE {
	destinationIABTNLAddress			IABTNLAddress,
	dsInformationList					DSInformationList	OPTIONAL,
	iPv6FlowLabel						BIT STRING (SIZE (20))	OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { IPHeaderInformation-ItemExtIEs} } OPTIONAL,
	...
}

IPHeaderInformation-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

IPtolayer2TrafficMappingInfo ::= SEQUENCE {
	iPtolayer2TrafficMappingInfoToAdd					IPtolayer2TrafficMappingInfoList		OPTIONAL,
	iPtolayer2TrafficMappingInfoToRemove				MappingInformationtoRemove				OPTIONAL,
	iE-Extensions										ProtocolExtensionContainer { { IPtolayer2TrafficMappingInfo-ItemExtIEs} } OPTIONAL,
	...
}

IPtolayer2TrafficMappingInfoList ::= SEQUENCE (SIZE(1..maxnoofMappingEntries)) OF IPtolayer2TrafficMappingInfo-Item

IPtolayer2TrafficMappingInfo-Item ::= SEQUENCE {
	mappingInformationIndex		MappingInformationIndex,		
	iPHeaderInformation			IPHeaderInformation,
	bHInfo	 					BHInfo,	iE-Extensions				ProtocolExtensionContainer { { IPtolayer2TrafficMappingInfo-ItemExtIEs} } OPTIONAL,
	...
}

IPtolayer2TrafficMappingInfo-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

-- J

-- K

-- L

L139Info ::= SEQUENCE {
	prachSCS						ENUMERATED {scs15, scs30, scs60, scs120, ..., scs480, scs960},
	rootSequenceIndex			INTEGER (0..137)								OPTIONAL,
	iE-Extension				ProtocolExtensionContainer { {L139Info-ExtIEs} } 		OPTIONAL,
	...
}

L139Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

L839Info ::= SEQUENCE {
	rootSequenceIndex			INTEGER (0..837),
	restrictedSetConfig			ENUMERATED {unrestrictedSet, restrictedSetTypeA,
											restrictedSetTypeB, ...},
	iE-Extension		ProtocolExtensionContainer { {L839Info-ExtIEs} } 		OPTIONAL,
	...
}

L839Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

L571Info ::= SEQUENCE {
	prachSCSForL571				ENUMERATED { scs30, scs120, ... , scs480},
	rootSequenceIndex			INTEGER (0..569),
	iE-Extension				ProtocolExtensionContainer { {L571Info-ExtIEs} } 		OPTIONAL,
	...
}

L571Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

L1151Info ::= SEQUENCE {
	prachSCSForL1151				ENUMERATED { scs15, scs120,...},
	rootSequenceIndex				INTEGER (0..1149),
	iE-Extension					ProtocolExtensionContainer { {L1151Info-ExtIEs} } 		OPTIONAL,
	...
}

L1151Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


LastUsedCellIndication ::= ENUMERATED {true, ...}

LCID ::= INTEGER (1..32, ...)


LCS-to-GCS-Translation::= SEQUENCE {
	alpha				INTEGER (0..3599),
	beta				INTEGER (0..3599),
	gamma				INTEGER (0..3599),
	iE-Extensions		ProtocolExtensionContainer { { LCS-to-GCS-Translation-ExtIEs} } OPTIONAL,
	...
}

LCS-to-GCS-Translation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

LCStoGCSTranslationList ::= SEQUENCE (SIZE (1.. maxnooflcs-gcs-translation)) OF LCStoGCSTranslation

LCStoGCSTranslation ::= SEQUENCE {
	alpha			INTEGER (0..359),
	alpha-fine		INTEGER (0..9)		OPTIONAL,
	beta			INTEGER (0..359),
	beta-fine		INTEGER (0..9)		OPTIONAL,
	gamma			INTEGER (0..359),
	gamma-fine		INTEGER (0..9)		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {LCStoGCSTranslation-ExtIEs} } OPTIONAL
}

LCStoGCSTranslation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

LMF-MeasurementID ::= INTEGER (1.. 65536, ...)

LMF-UE-MeasurementID ::= INTEGER (1.. 256, ...)

LocationDependentMBSF1UInformation ::= SEQUENCE (SIZE(1..maxnoofMBSAreaSessionIDs)) OF LocationDependentMBSF1UInformation-Item
LocationDependentMBSF1UInformation-Item ::= SEQUENCE {
	mbsAreaSession-ID				MBS-Area-Session-ID,
	mbs-f1u-info-at-CU				UPTransportLayerInformation,
	iE-Extensions					ProtocolExtensionContainer	{ { LocationDependentMBSF1UInformation-Item-ExtIEs } }	OPTIONAL,
	...
}

LocationDependentMBSF1UInformation-Item-ExtIEs		F1AP-PROTOCOL-EXTENSION ::= {
	...
}

LocationMeasurementInformation ::= OCTET STRING

LocationUncertainty ::= SEQUENCE {
	horizontalUncertainty		INTEGER (0..255),
	horizontalConfidence		INTEGER (0..100),
	verticalUncertainty			INTEGER (0..255),
	verticalConfidence			INTEGER (0..100),
	iE-Extensions				ProtocolExtensionContainer { { LocationUncertainty-ExtIEs} } OPTIONAL
}

LocationUncertainty-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

LongDRXCycleLength ::= 	ENUMERATED
{ms10, ms20, ms32, ms40, ms60, ms64, ms70, ms80, ms128, ms160, ms256, ms320, ms512, ms640, ms1024, ms1280, ms2048, ms2560, ms5120, ms10240, ...}

LowerLayerPresenceStatusChange ::= ENUMERATED {
	suspend-lower-layers,
	resume-lower-layers,
	...

}

LoS-NLoSIndicatorHard ::= ENUMERATED {nLoS, loS}

LoS-NLoSIndicatorSoft ::= INTEGER (0..10)

LoS-NLoSInformation ::= CHOICE {
	loS-NLoSIndicatorSoft		LoS-NLoSIndicatorSoft,
	loS-NLoSIndicatorHard		LoS-NLoSIndicatorHard,
	choice-Extension			ProtocolIE-SingleContainer {{ LoS-NLoSInformation-ExtIEs}}
}

LoS-NLoSInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

LTEUESidelinkAggregateMaximumBitrate ::= SEQUENCE {
	uELTESidelinkAggregateMaximumBitrate		BitRate,
	iE-Extensions					ProtocolExtensionContainer { {LTEUESidelinkAggregateMaximumBitrate-ExtIEs} } OPTIONAL
}

LTEUESidelinkAggregateMaximumBitrate-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

LTEV2XServicesAuthorized ::= SEQUENCE {
	vehicleUE			VehicleUE														OPTIONAL,
	pedestrianUE 		PedestrianUE													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {LTEV2XServicesAuthorized-ExtIEs} }		OPTIONAL
}

LTEV2XServicesAuthorized-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

-- M

MappingInformationIndex	::= BIT STRING (SIZE (26))

MappingInformationtoRemove	::= SEQUENCE (SIZE(1..maxnoofMappingEntries)) OF MappingInformationIndex

MaskedIMEISV ::= 	BIT STRING (SIZE (64))

MaxDataBurstVolume  ::= INTEGER (0..4095, ..., 4096.. 2000000) 
MaxPacketLossRate ::= INTEGER (0..1000)

MBS-Broadcast-NeighbourCellList ::= OCTET STRING

MBS-Flows-Mapped-To-MRB-List	::=	SEQUENCE (SIZE(1.. maxnoofMBSQoSFlows)) OF MBS-Flows-Mapped-To-MRB-Item

MBS-Flows-Mapped-To-MRB-Item 	::= SEQUENCE {
	mBS-QoSFlowIdentifier						QoSFlowIdentifier,
	mbs-QoSFlowLevelQoSParameters				QoSFlowLevelQoSParameters,
	iE-Extensions								ProtocolExtensionContainer { { MBS-Flows-Mapped-To-MRB-Item-ExtIEs} } OPTIONAL
}

MBS-Flows-Mapped-To-MRB-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


MBSF1UInformation ::= SEQUENCE {
	mbs-f1u-info				UPTransportLayerInformation,
	iE-Extensions					ProtocolExtensionContainer	{ { MBSF1UInformation-ExtIEs } }	OPTIONAL,
	...
}

MBSF1UInformation-ExtIEs		F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBSInterestIndication ::= OCTET STRING

MBS-Session-ID ::= SEQUENCE {
	tMGI						TMGI,
	nID							NID					OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { MBS-Session-ID-ExtIEs} } OPTIONAL,
	...
}

MBS-Session-ID-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-Area-Session-ID  ::= INTEGER (0..65535, ...) 


MBS-CUtoDURRCInformation		::= SEQUENCE {
	mBS-Broadcast-Cell-List		MBS-Broadcast-Cell-List,
	mBS-Broadcast-MRB-List		MBS-Broadcast-MRB-List,
	iE-Extensions				ProtocolExtensionContainer { { MBS-CUtoDURRCInformation-ExtIEs } } OPTIONAL,
	...
}

MBS-CUtoDURRCInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-Broadcast-Cell-List	::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF  MBS-Broadcast-Cell-Item

MBS-Broadcast-Cell-Item ::= SEQUENCE {
	nRCGI						NRCGI,
	mtch-neighbourCell			OCTET STRING		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { MBS-Broadcast-Cell-Item-ExtIEs} } OPTIONAL,
	...
}

MBS-Broadcast-Cell-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-Broadcast-MRB-List	::= SEQUENCE (SIZE(1.. maxnoofMRBs))	OF  MBS-Broadcast-MRB-Item

MBS-Broadcast-MRB-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	mRB-PDCP-Config-Broadcast	OCTET STRING,
	iE-Extensions				ProtocolExtensionContainer { { MBS-Broadcast-MRB-Item-ExtIEs} } OPTIONAL,
	...
}

MBS-Broadcast-MRB-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBSMulticastF1UContextDescriptor ::= SEQUENCE {
	multicastF1UContextReferenceF1		MulticastF1UContextReferenceF1,
	mc-F1UCtxtusage 	ENUMERATED {ptm, ptp, ptp-retransmission, ptp-forwarding, ...},
	mbsAreaSession						MBS-Area-Session-ID				OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer	{{MBSMulticastF1UContextDescriptor-ExtIEs}} OPTIONAL,
	...
}

MBSMulticastF1UContextDescriptor-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


MBSMulticastSessionState ::= ENUMERATED {active, inactive, ...}

MulticastCU2DURRCInfo		::= SEQUENCE {
	mBS-Multicast-CU2DU-Cell-List		MBS-Multicast-CU2DU-Cell-List, -- presence is FFS
	mBS-Multicast-MRB-List		MBS-Multicast-MRB-List,  -- presence is FFS
	iE-Extensions				ProtocolExtensionContainer { { MulticastCU2DURRCInfo-ExtIEs } } OPTIONAL,
	...
}

MulticastCU2DURRCInfo-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-Multicast-CU2DU-Cell-List	::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF  MBS-Multicast-CU2DU-Cell-Item

MBS-Multicast-CU2DU-Cell-Item ::= SEQUENCE {
	nRCGI								NRCGI,
	multicast-mtch-neighbourCell		OCTET STRING		OPTIONAL,
	thresholdIndex						INTEGER (0..maxnoofThresholdMBS)		OPTIONAL,
	mbsMulticastConfigurationRequest	ENUMERATED {query, ...}				OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { MBS-Multicast-CU2DU-Cell-Item-ExtIEs} } OPTIONAL,
	...
}

MBS-Multicast-CU2DU-Cell-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-Multicast-MRB-List	::= SEQUENCE (SIZE(1.. maxnoofMRBs))	OF  MBS-Multicast-MRB-Item

MBS-Multicast-MRB-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	mRB-PDCP-Config-Broadcast	OCTET STRING,
	iE-Extensions				ProtocolExtensionContainer { { MBS-Multicast-MRB-Item-ExtIEs} } OPTIONAL,
	...
}

MBS-Multicast-MRB-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastDU2CURRCInfo		::= SEQUENCE {
	mBS-Multicast-DU2CU-Cell-List		MBS-Multicast-DU2CU-Cell-List			OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { MulticastDU2CURRCInfo-ExtIEs } } OPTIONAL,
	...
}

MulticastDU2CURRCInfo-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-Multicast-DU2CU-Cell-List	::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF  MBS-Multicast-DU2CU-Cell-Item

MBS-Multicast-DU2CU-Cell-Item ::= SEQUENCE {
	nRCGI									NRCGI,
	mbsMulticastConfigurationResponseInfo	MBSMulticastConfigurationResponseInfo		OPTIONAL,
	mbsMulticastConfigurationNotification	OCTET STRING								OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { MBS-Multicast-DU2CU-Cell-Item-ExtIEs} } OPTIONAL,
	...
}

MBS-Multicast-DU2CU-Cell-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBSMulticastConfigurationResponseInfo ::= CHOICE {
	mbsMulticastConfiguration-available			OCTET STRING,
	mbsMulticastConfiguration-notavailable		ENUMERATED {not-available, ...},
	choice-extension		ProtocolIE-SingleContainer { {MBSMulticastConfigurationResponseInfo-ExtIEs} }
}

MBSMulticastConfigurationResponseInfo-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}


MulticastF1UContext-ToBeSetup-Item ::= SEQUENCE {
   mRB-ID                  MRB-ID,
   mbs-f1u-info-at-DU      UPTransportLayerInformation,
   mbsProgressInformation		MRB-ProgressInformation						OPTIONAL,
   iE-Extensions           ProtocolExtensionContainer { {MulticastF1UContext-ToBeSetup-Item-ExtIEs} }	OPTIONAL,
	...
}

MulticastF1UContext-ToBeSetup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Hlk114049939]MulticastF1UContext-Setup-Item ::= SEQUENCE {
   mRB-ID                  MRB-ID,
   mbs-f1u-info-at-CU      UPTransportLayerInformation,
   iE-Extensions           ProtocolExtensionContainer { {MulticastF1UContext-Setup-Item-ExtIEs} }	OPTIONAL,
	...
}

MulticastF1UContext-Setup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


MulticastF1UContext-FailedToBeSetup-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	cause						Cause							OPTIONAL,
   iE-Extensions           ProtocolExtensionContainer { {MulticastF1UContext-FailedToBeSetup-Item-ExtIEs} }	OPTIONAL,
	...
}

MulticastF1UContext-FailedToBeSetup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


MBSPTPRetransmissionTunnelRequired ::= ENUMERATED {true,	...}


MBS-ServiceArea ::= CHOICE {
	locationindependent		MBS-ServiceAreaInformation,
	locationdependent		MBS-ServiceAreaInformationList,
	choice-Extensions		ProtocolIE-SingleContainer { {MBSServiceArea-ExtIEs} }
}

MBSServiceArea-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}


MBS-ServiceAreaInformation ::= SEQUENCE {
	mBS-ServiceAreaCellList		MBS-ServiceAreaCellList																OPTIONAL,
	mBS-ServiceAreaTAIList		MBS-ServiceAreaTAIList																OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {MBS-ServiceAreaInformation-ExtIEs} }	OPTIONAL,
	...
}

MBS-ServiceAreaInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MBS-ServiceAreaCellList ::= SEQUENCE (SIZE(1.. maxnoofCellsforMBS)) OF NRCGI

MBS-ServiceAreaTAIList ::= SEQUENCE (SIZE(1.. maxnoofTAIforMBS)) OF MBS-ServiceAreaTAIList-Item
MBS-ServiceAreaTAIList-Item ::= SEQUENCE {
	plmn-ID							PLMN-Identity,
	five5-TAC						FiveGS-TAC,
	iE-Extensions					ProtocolExtensionContainer { {MBS-ServiceAreaTAIList-Item-ExtIEs} }	OPTIONAL,
	...
}

MBS-ServiceAreaTAIList-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


MBS-ServiceAreaInformationList ::= SEQUENCE (SIZE(1..maxnoofMBSServiceAreaInformation)) OF MBS-ServiceAreaInformationItem

MBS-ServiceAreaInformationItem ::= SEQUENCE {
	mBS-AreaSessionID					MBS-Area-Session-ID,
	mBS-ServiceAreaInformation 			MBS-ServiceAreaInformation,
	iE-Extensions						ProtocolExtensionContainer { { MBS-ServiceAreaInformationItem-ExtIEs} }	OPTIONAL,
	...
}
MBS-ServiceAreaInformationItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MC-PagingCell-Item ::= SEQUENCE {
	nRCGI			NRCGI,
	iE-Extensions	ProtocolExtensionContainer { { MC-PagingCell-ItemExtIEs } }	OPTIONAL
}

MC-PagingCell-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


MIB-message ::= OCTET STRING

MeasConfig ::= OCTET STRING

MeasGapConfig ::= OCTET STRING

MeasGapSharingConfig ::= OCTET STRING

PosMeasurementAmount ::= ENUMERATED {ma0, ma1, ma2, ma4, ma8, ma16, ma32, ma64}

MeasurementBeamInfoRequest ::= ENUMERATED {true, ...}

MeasurementBeamInfo	 ::= SEQUENCE {
	pRS-Resource-ID				PRS-Resource-ID		OPTIONAL,
	pRS-Resource-Set-ID			PRS-Resource-Set-ID	OPTIONAL,
	sSB-Index					SSB-Index			OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { MeasurementBeamInfo-ExtIEs} } OPTIONAL
}

MeasurementBeamInfo-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


MeasurementTimingConfiguration ::= OCTET STRING

MessageIdentifier ::= BIT STRING (SIZE (16))


MeasurementTimeOccasion ::= ENUMERATED {o1, o4, ...}

MeasurementCharacteristicsRequestIndicator ::= BIT STRING (SIZE (16))

MRB-ProgressInformation ::= CHOICE {
	pdcp-SN12			INTEGER (0..4095),
	pdcp-SN18			INTEGER (0..262143),
	choice-extension		ProtocolIE-SingleContainer { { MRB-ProgressInformation-ExtIEs} }
}

MRB-ProgressInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

MulticastF1UContextReferenceF1 ::= OCTET STRING (SIZE(4))

MulticastF1UContextReferenceCU ::= OCTET STRING (SIZE(4))

MultipleULAoA ::= SEQUENCE {
	multipleULAoA					MultipleULAoA-List,
	iE-Extensions					ProtocolExtensionContainer { { MultipleULAoA-ExtIEs} } OPTIONAL,
	...
}

MultipleULAoA-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MultipleULAoA-List ::= SEQUENCE (SIZE(1.. maxnoofULAoAs)) OF MultipleULAoA-Item

MultipleULAoA-Item ::= CHOICE {	
	uL-AoA		UL-AoA,
	ul-ZoA		ZoAInformation,
	choice-extension ProtocolIE-SingleContainer { { MultipleULAoA-Item-ExtIEs } }
}

MultipleULAoA-Item-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

MDTPollutedMeasurementIndicator	::= ENUMERATED {iDC,no-IDC, ...}

MRB-ID ::= INTEGER (1..512, ...)

MulticastMBSSessionList ::= SEQUENCE (SIZE(1..maxnoofMBSSessionsofUE)) OF MulticastMBSSessionList-Item
MulticastMBSSessionList-Item ::= SEQUENCE {
	mbsSessionId				MBS-Session-ID,
	iE-Extensions				ProtocolExtensionContainer { { MulticastMBSSessionList-Item-ExtIEs } } OPTIONAL,
	...
}

MulticastMBSSessionList-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastMRBs-FailedToBeModified-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	cause						Cause							OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { MulticastMRBs-FailedtoBeModified-Item-ExtIEs} } OPTIONAL,
	...
}

MulticastMRBs-FailedtoBeModified-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastMRBs-FailedToBeSetup-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	cause						Cause							OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { MulticastMRBs-FailedToBeSetup-Item-ExtIEs} } OPTIONAL,
	...
}

MulticastMRBs-FailedToBeSetup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastMRBs-FailedToBeSetupMod-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	cause						Cause							OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { MulticastMRBs-FailedToBeSetupMod-Item-ExtIEs} } OPTIONAL,
	...
}

MulticastMRBs-FailedToBeSetupMod-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastMRBs-Modified-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	iE-Extensions				ProtocolExtensionContainer { { MulticastMRBs-Modified-Item-ExtIEs} } OPTIONAL,
	...
}

MulticastMRBs-Modified-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastMRBs-Setup-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	iE-Extensions				ProtocolExtensionContainer { { MulticastMRBs-Setup-Item-ExtIEs} } OPTIONAL,
	...
}

MulticastMRBs-Setup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastMRBs-SetupMod-Item ::= SEQUENCE {
	mRB-ID						MRB-ID,
	iE-Extensions				ProtocolExtensionContainer { { MulticastMRBs-SetupMod-Item-ExtIEs} } OPTIONAL,
	...
}

MulticastMRBs-SetupMod-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastMRBs-ToBeModified-Item ::= SEQUENCE {
	mRB-ID							MRB-ID,
	mRB-QoSInformation				QoSFlowLevelQoSParameters		OPTIONAL,
	mBS-Flows-Mapped-To-MRB-List	MBS-Flows-Mapped-To-MRB-List	OPTIONAL,
	mBS-DL-PDCP-SN-Length			PDCPSNLength 					OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { MulticastMRBs-ToBeModified-Item-ExtIEs} } OPTIONAL,
	...
}

MulticastMRBs-ToBeModified-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastMRBs-ToBeReleased-Item	::= SEQUENCE {
	mRB-ID						MRB-ID,
	iE-Extensions				ProtocolExtensionContainer { { MulticastMRBs-ToBeReleased-ItemExtIEs } }	OPTIONAL,
	...
}

MulticastMRBs-ToBeReleased-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastMRBs-ToBeSetup-Item ::= SEQUENCE {
	mRB-ID							MRB-ID,
	mRB-QoSInformation				QoSFlowLevelQoSParameters,
	mBS-Flows-Mapped-To-MRB-List	MBS-Flows-Mapped-To-MRB-List,
	mBS-DL-PDCP-SN-Length			PDCPSNLength,
	iE-Extensions					ProtocolExtensionContainer { { MulticastMRBs-ToBeSetup-Item-ExtIEs} },
	...
}

MulticastMRBs-ToBeSetup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MulticastMRBs-ToBeSetupMod-Item ::= SEQUENCE {
	mRB-ID							MRB-ID,
	mRB-QoSInformation				QoSFlowLevelQoSParameters,
	mBS-Flows-Mapped-To-MRB-List	MBS-Flows-Mapped-To-MRB-List,
	mBS-DL-PDCP-SN-Length			PDCPSNLength,
	iE-Extensions					ProtocolExtensionContainer { { MulticastMRBs-ToBeSetupMod-Item-ExtIEs} },
	...
}

MulticastMRBs-ToBeSetupMod-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MultiplexingInfo 	::=	SEQUENCE{
	iAB-MT-Cell-List 	IAB-MT-Cell-List,
	iE-Extensions		ProtocolExtensionContainer { {MultiplexingInfo-ExtIEs} } OPTIONAL
}

MultiplexingInfo-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

M2Configuration ::= ENUMERATED {true, ...}


M5Configuration ::= SEQUENCE {
	m5period			M5period,
	m5-links-to-log		M5-Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M5Configuration-ExtIEs} } OPTIONAL,
	...
}

M5Configuration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ID	id-M5ReportAmount	CRITICALITY ignore	EXTENSION M5ReportAmount PRESENCE optional },
	...
}

M5period ::= ENUMERATED { ms1024, ms2048, ms5120, ms10240, min1, ... } 

M5ReportAmount	::= ENUMERATED { r1, r2, r4, r8, r16, r32, r64, infinity, ... }

M5-Links-to-log	::= ENUMERATED {uplink, downlink, both-uplink-and-downlink, ...}


M6Configuration ::= SEQUENCE {
	m6report-Interval	M6report-Interval,
	m6-links-to-log		M6-Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M6Configuration-ExtIEs} } OPTIONAL,
	...
}

M6Configuration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ID	id-M6ReportAmount	CRITICALITY ignore	EXTENSION M6ReportAmount PRESENCE optional },
	...
}

M6report-Interval ::= ENUMERATED { ms120, ms240, ms640, ms1024, ms2048, ms5120, ms10240, ms20480, ms40960, min1, min6, min12, min30, ..., ms480}

M6ReportAmount	::= ENUMERATED { r1, r2, r4, r8, r16, r32, r64, infinity, ... }


M6-Links-to-log	::= ENUMERATED {uplink, downlink, both-uplink-and-downlink, ...}


M7Configuration ::= SEQUENCE {
	m7period			M7period,
	m7-links-to-log		M7-Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M7Configuration-ExtIEs} } OPTIONAL,
	...
}

M7Configuration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ID	id-M7ReportAmount	CRITICALITY ignore	EXTENSION M7ReportAmount PRESENCE optional},
	...
}

M7period	::= INTEGER(1..60, ...)

M7ReportAmount	::= ENUMERATED { r1, r2, r4, r8, r16, r32, r64, infinity, ... }

M7-Links-to-log	::= ENUMERATED {downlink, ...}

MDT-Activation ::= ENUMERATED { 
	immediate-MDT-only,
	immediate-MDT-and-Trace,
	...
}

MDTConfiguration ::= SEQUENCE {
	mdt-Activation				MDT-Activation,
	measurementsToActivate		MeasurementsToActivate,
	m2Configuration				M2Configuration		OPTIONAL,
	--  C-ifM2: This IE shall be present if the Measurements to Activate IE has the second bit set to "1".
	m5Configuration				M5Configuration		OPTIONAL,
	--  C-ifM5: This IE shall be present if the Measurements to Activate IE has the fifth bit set to "1".
	m6Configuration				M6Configuration		OPTIONAL,
	--  C-ifM6: This IE shall be present if the Measurements to Activate IE has the seventh bit set to "1".
	m7Configuration				M7Configuration		OPTIONAL,
	--  C-ifM7: This IE shall be present if the Measurements to Activate IE has the eighth bit set to "1".
	iE-Extensions				ProtocolExtensionContainer { { MDTConfiguration-ExtIEs} } OPTIONAL,
	...
}
MDTConfiguration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


MDTPLMNList ::= SEQUENCE (SIZE(1..maxnoofMDTPLMNs)) OF PLMN-Identity

MDTPLMNModificationList ::= SEQUENCE (SIZE(0..maxnoofMDTPLMNs)) OF PLMN-Identity

MeasuredResultsValue ::= CHOICE {
	uL-AngleOfArrival	UL-AoA,
	uL-SRS-RSRP			UL-SRS-RSRP,
	uL-RTOA				UL-RTOA-Measurement,
	gNB-RxTxTimeDiff	GNB-RxTxTimeDiff,
	choice-extension	ProtocolIE-SingleContainer { { MeasuredResultsValue-ExtIEs } }
}

MeasuredResultsValue-ExtIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-ZoAInformation	CRITICALITY reject TYPE ZoAInformation	PRESENCE mandatory}|
	{ ID id-MultipleULAoA	CRITICALITY reject TYPE MultipleULAoA	PRESENCE mandatory}|
	{ ID id-UL-SRS-RSRPP	CRITICALITY reject TYPE UL-SRS-RSRPP	PRESENCE mandatory},
	...
}

MeasurementsToActivate ::= BIT STRING (SIZE (8))

MUSIM-GapConfig ::= OCTET STRING


-- N

NA-Resource-Configuration-List ::= SEQUENCE (SIZE(1.. maxnoofHSNASlots)) OF NA-Resource-Configuration-Item

NA-Resource-Configuration-Item ::= SEQUENCE {
	nADownlink					NADownlink 	    OPTIONAL,
	nAUplink					NAUplink 	    OPTIONAL,
	nAFlexible					NAFlexible 	    OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { NA-Resource-Configuration-Item-ExtIEs} } OPTIONAL
}

NA-Resource-Configuration-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NADownlink ::= ENUMERATED { true, false, ...}
NAFlexible ::= ENUMERATED { true, false, ...}
NAUplink ::= ENUMERATED { true, false, ...}

Ncd-SSB-RedCapInitialBWP-SDT ::= OCTET STRING

Neighbour-Node-Cells-List ::= SEQUENCE (SIZE(1..maxnoofNeighbourNodeCellsIAB)) OF Neighbour-Node-Cells-List-Item

Neighbour-Node-Cells-List-Item ::= SEQUENCE{
	nRCGI			 								NRCGI,
	gNB-CU-UE-F1AP-ID	GNB-CU-UE-F1AP-ID 			OPTIONAL,
	gNB-DU-UE-F1AP-ID	GNB-DU-UE-F1AP-ID 			OPTIONAL,
	peer-Parent-Node-Indicator						ENUMERATED {true, ...} 	OPTIONAL,
	iAB-DU-Cell-Resource-Configuration-Mode-Info	IAB-DU-Cell-Resource-Configuration-Mode-Info 	OPTIONAL,
	iAB-STC-Info									IAB-STC-Info	OPTIONAL,
	rACH-Config-Common								RACH-Config-Common	OPTIONAL,
	rACH-Config-Common-IAB							RACH-Config-Common-IAB	OPTIONAL,
	cSI-RS-Configuration							OCTET STRING	OPTIONAL,
	sR-Configuration								OCTET STRING	OPTIONAL,
	pDCCH-ConfigSIB1								OCTET STRING	OPTIONAL,
	sCS-Common										OCTET STRING	OPTIONAL,
	iE-Extensions									ProtocolExtensionContainer {{Neighbour-Node-Cells-List-Item-ExtIEs}}		OPTIONAL
}

Neighbour-Node-Cells-List-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NeedforGap::= ENUMERATED {true, ...}

NeedForGapsInfoNR ::= OCTET STRING

NeedForGapNCSGInfoNR ::= OCTET STRING

NeedForGapNCSGInfoEUTRA ::= OCTET STRING

Neighbour-Cell-Information-Item ::= SEQUENCE {
	nRCGI				NRCGI, 
	intendedTDD-DL-ULConfig		IntendedTDD-DL-ULConfig OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { Neighbour-Cell-Information-ItemExtIEs } }	OPTIONAL
}

Neighbour-Cell-Information-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NeighbourNR-CellsForSON-List ::= SEQUENCE (SIZE(1.. maxNeighbourCellforSON)) OF NeighbourNR-CellsForSON-Item

NeighbourNR-CellsForSON-Item ::= SEQUENCE {
	nRCGI											NRCGI,
	nR-ModeInfoRel16								NR-ModeInfoRel16												OPTIONAL,
	sSB-PositionsInBurst							SSB-PositionsInBurst											OPTIONAL,
	nRPRACHConfig									NRPRACHConfig													OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { NeighbourNR-CellsForSON-Item-ExtIEs} }	OPTIONAL,
	...
}

NeighbourNR-CellsForSON-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NGRANAllocationAndRetentionPriority ::= SEQUENCE {
	priorityLevel				PriorityLevel,
	pre-emptionCapability		Pre-emptionCapability,
	pre-emptionVulnerability	Pre-emptionVulnerability,
	iE-Extensions				ProtocolExtensionContainer { {NGRANAllocationAndRetentionPriority-ExtIEs} } OPTIONAL
}

NGRANAllocationAndRetentionPriority-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


NGRANHighAccuracyAccessPointPosition ::= SEQUENCE {
	latitude					INTEGER (-2147483648.. 2147483647),
	longitude					INTEGER (-2147483648.. 2147483647),
	altitude					INTEGER (-64000..1280000),
	uncertaintySemi-major		INTEGER (0..255),
	uncertaintySemi-minor		INTEGER (0..255),
	orientationOfMajorAxis		INTEGER (0..179),
	horizontalConfidence		INTEGER (0..100),
	uncertaintyAltitude			INTEGER (0..255),
	verticalConfidence			INTEGER (0..100), 

	iE-Extensions				ProtocolExtensionContainer { { NGRANHighAccuracyAccessPointPosition-ExtIEs} } OPTIONAL
}

NGRANHighAccuracyAccessPointPosition-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NID ::= BIT STRING (SIZE(44))

NonF1terminatingTopologyIndicator ::= ENUMERATED {
	true,
	...
}

NR-CGI-List-For-Restart-Item ::= SEQUENCE {
	nRCGI				NRCGI,
	iE-Extensions		ProtocolExtensionContainer { { NR-CGI-List-For-Restart-ItemExtIEs } }	OPTIONAL,
	...
}

NR-CGI-List-For-Restart-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NrofSymbolsExtended ::=  ENUMERATED {n8, n10, n12, n14, ...}

NR-PRSBeamInformation ::= SEQUENCE {
	nR-PRSBeamInformationList		NR-PRSBeamInformationList,
	lCStoGCSTranslationList 		LCStoGCSTranslationList		OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { NR-PRSBeamInformation-ExtIEs } } OPTIONAL
}

NR-PRSBeamInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NR-PRSBeamInformationList ::= SEQUENCE (SIZE(1.. maxnoofPRS-ResourceSets)) OF NR-PRSBeamInformationItem

NR-PRSBeamInformationItem ::= SEQUENCE {
	pRSResourceSetID	PRS-Resource-Set-ID,
	pRSAngleList		PRSAngleList,
	iE-Extensions		ProtocolExtensionContainer { { NR-PRSBeamInformationItem-ExtIEs } } OPTIONAL
}

NR-PRSBeamInformationItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NR-TADV ::= INTEGER (0.. 7690)

NRRedCapUEIndication ::= ENUMERATED {true, ...}

NRPagingeDRXInformation ::= SEQUENCE {
	nrpaging-eDRX-Cycle-Idle		NRPaging-eDRX-Cycle-Idle,
	nrpaging-Time-Window			NRPaging-Time-Window												OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {NRPagingeDRXInformation-ExtIEs} }	OPTIONAL,
	...
}

NRPagingeDRXInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NRPaging-eDRX-Cycle-Idle ::= ENUMERATED {
	hfquarter, hfhalf, hf1, hf2, hf4, 
	hf8, hf16, hf32, hf64, hf128, hf256, hf512, hf1024,
	...
}


NRPaging-Time-Window ::= ENUMERATED {
	s1, s2, s3, s4, s5, 
	s6, s7, s8, s9, s10, 
	s11, s12, s13, s14, s15, s16,
	...,
	s17, s18, s19, s20, s21,
	s22, s23, s24, s25, s26, 
	s27, s28, s29, s30, s31, s32
}

NRPagingeDRXInformationforRRCINACTIVE ::= SEQUENCE {
	nrpaging-eDRX-Cycle-Inactive		NRPaging-eDRX-Cycle-Inactive,
	iE-Extensions			ProtocolExtensionContainer { { NRPagingeDRXInformationforRRCINACTIVE-ExtIEs} }	OPTIONAL,
	...
}

NRPagingeDRXInformationforRRCINACTIVE-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NRPaging-eDRX-Cycle-Inactive ::= ENUMERATED {
	hfquarter, hfhalf, hf1, 
	...
}

NonDynamic5QIDescriptor	::= SEQUENCE {
	fiveQI						INTEGER (0..255, ...),
	qoSPriorityLevel			INTEGER (1..127)				OPTIONAL,
	averagingWindow 			AveragingWindow					OPTIONAL,
	maxDataBurstVolume			MaxDataBurstVolume				OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { NonDynamic5QIDescriptor-ExtIEs } } OPTIONAL
}

NonDynamic5QIDescriptor-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-CNPacketDelayBudgetDownlink	CRITICALITY ignore	EXTENSION ExtendedPacketDelayBudget		PRESENCE optional	}|
	{ ID id-CNPacketDelayBudgetUplink	CRITICALITY ignore	EXTENSION ExtendedPacketDelayBudget		PRESENCE optional	},
	...
}

NonDynamicPQIDescriptor	::= SEQUENCE {
	fiveQI						INTEGER (0..255, ...),
	qoSPriorityLevel			INTEGER (1..8, ...)				OPTIONAL,
	averagingWindow 			AveragingWindow					OPTIONAL,
	maxDataBurstVolume			MaxDataBurstVolume				OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { NonDynamicPQIDescriptor-ExtIEs } } OPTIONAL
}

NonDynamicPQIDescriptor-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NonUPTrafficType ::=	ENUMERATED {ue-associated, non-ue-associated, non-f1, bap-control-pdu,...}

NoofDownlinkSymbols	::= INTEGER (0..14)

NoofUplinkSymbols	::= INTEGER (0..14)

Notification-Cause ::= ENUMERATED {fulfilled, not-fulfilled, ...}

NotificationControl ::= ENUMERATED {active, not-active, ...}

NotificationInformation ::= SEQUENCE {
	message-Identifier	MessageIdentifier,
	serialNumber		SerialNumber,
	iE-Extensions	ProtocolExtensionContainer { { NotificationInformationExtIEs} } OPTIONAL,
	...
}

NotificationInformationExtIEs		F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NPNBroadcastInformation ::= CHOICE {
	sNPN-Broadcast-Information					NPN-Broadcast-Information-SNPN,
	pNI-NPN-Broadcast-Information				NPN-Broadcast-Information-PNI-NPN,
	choice-extension					ProtocolIE-SingleContainer { {NPNBroadcastInformation-ExtIEs} }
}

NPNBroadcastInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

NPN-Broadcast-Information-SNPN ::= SEQUENCE {
	broadcastSNPNID-List		BroadcastSNPN-ID-List,
	iE-Extension				ProtocolExtensionContainer { {NPN-Broadcast-Information-SNPN-ExtIEs} }	OPTIONAL,
	...
}

NPN-Broadcast-Information-SNPN-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}
NPN-Broadcast-Information-PNI-NPN ::= SEQUENCE {
	broadcastPNI-NPN-ID-Information		BroadcastPNI-NPN-ID-List,
	iE-Extension							ProtocolExtensionContainer { {NPN-Broadcast-Information-PNI-NPN-ExtIEs} }	OPTIONAL,
	...
}

NPN-Broadcast-Information-PNI-NPN-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


NPNSupportInfo ::= CHOICE {
	sNPN-Information		NID,
	choice-extension		ProtocolIE-SingleContainer { { NPNSupportInfo-ExtIEs } } 
}

NPNSupportInfo-ExtIEs		F1AP-PROTOCOL-IES ::= {
	...
}

NRCarrierList ::= SEQUENCE (SIZE(1..maxnoofNRSCSs)) OF NRCarrierItem

NRCarrierItem ::= SEQUENCE {
	carrierSCS						NRSCS,
	offsetToCarrier					INTEGER (0..2199, ...),
	carrierBandwidth				INTEGER (0..maxnoofPhysicalResourceBlocks, ...),
	iE-Extension					ProtocolExtensionContainer { {NRCarrierItem-ExtIEs} } 				OPTIONAL,
	...
}

NRCarrierItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NRFreqInfo ::=  SEQUENCE {
	nRARFCN			INTEGER (0..maxNRARFCN),
	sul-Information	SUL-Information		OPTIONAL,
	freqBandListNr	SEQUENCE (SIZE(1..maxnoofNrCellBands)) OF FreqBandNrItem,
	iE-Extensions	ProtocolExtensionContainer { { NRFreqInfoExtIEs} } OPTIONAL,
	...
}

NRFreqInfoExtIEs		F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-FrequencyShift7p5khz	CRITICALITY ignore	EXTENSION FrequencyShift7p5khz	PRESENCE optional },
	...
}

NRCGI ::= SEQUENCE {
	pLMN-Identity			PLMN-Identity,
	nRCellIdentity			NRCellIdentity,
	iE-Extensions			ProtocolExtensionContainer { {NRCGI-ExtIEs} } OPTIONAL,
	...
}

NRCGI-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NR-Mode-Info ::= CHOICE {
	fDD		FDD-Info,
	tDD		TDD-Info,
	choice-extension			ProtocolIE-SingleContainer { { NR-Mode-Info-ExtIEs} }
}

NR-Mode-Info-ExtIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-NR-U		CRITICALITY ignore	TYPE NR-U-Channel-Info-List PRESENCE optional },
	...
}

NR-ModeInfoRel16 ::= CHOICE {
	fDD												FDD-InfoRel16,
	tDD												TDD-InfoRel16,
	choice-extension								ProtocolIE-SingleContainer { { NR-ModeInfoRel16-ExtIEs} }
}

NR-ModeInfoRel16-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}


NRPRACHConfig ::= SEQUENCE {
	ulPRACHConfigList			NRPRACHConfigList									OPTIONAL,
	sulPRACHConfigList			NRPRACHConfigList									OPTIONAL,
	iE-Extension				ProtocolExtensionContainer { {NRPRACHConfig-ExtIEs} } 	OPTIONAL,
	...
}

NRPRACHConfig-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NRCellIdentity ::= BIT STRING (SIZE(36))

NRNRB ::= ENUMERATED { nrb11, nrb18, nrb24, nrb25, nrb31, nrb32, nrb38, nrb51, nrb52, nrb65, nrb66, nrb78, nrb79, nrb93, nrb106, nrb107, nrb121, nrb132, nrb133, nrb135, nrb160, nrb162, nrb189, nrb216, nrb217, nrb245, nrb264, nrb270, nrb273, ..., nrb33, nrb62, nrb124, nrb148, nrb248, nrb44, nrb58, nrb92, nrb119, nrb188, nrb242}

NRPCI ::= INTEGER(0..1007)


NRPRACHConfigList ::= SEQUENCE (SIZE(0..maxnoofPRACHconfigs)) OF NRPRACHConfigItem

NRPRACHConfigItem ::= SEQUENCE {
	nRSCS					NRSCS,
	prachFreqStartfromCarrier	INTEGER (0..maxnoofPhysicalResourceBlocks-1, ...),
	prachFDM					ENUMERATED {one, two, four, eight, ...},
	prachConfigIndex			INTEGER (0..255, ..., 256..262),
	ssb-perRACH-Occasion		ENUMERATED {oneEighth, oneFourth, oneHalf, one, 
											two, four, eight, sixteen, ...},
	freqDomainLength			FreqDomainLength, 
	zeroCorrelZoneConfig		INTEGER (0..15),
	iE-Extension		ProtocolExtensionContainer { { NRPRACHConfigItem-ExtIEs} } 		OPTIONAL,
	...
}

NRPRACHConfigItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NRSCS ::= ENUMERATED { scs15, scs30, scs60, scs120, ..., scs480, scs960}

NRUERLFReportContainer ::= OCTET STRING


NR-U-Channel-Info-List ::= SEQUENCE (SIZE (1..maxnoofNR-UChannelIDs)) OF NR-U-Channel-Info-Item

NR-U-Channel-Info-Item ::= SEQUENCE {
[bookmark: _Hlk131093492]	nr-U-channel-ID			INTEGER(1.. maxnoofNR-UChannelIDs,...),
	nR-ARFCN				INTEGER (0..maxNRARFCN),
	bandwidth				ENUMERATED{mHz-10,mHz-20,mHz-40, mHz-60, mHz-80,...},
	iE-Extensions			ProtocolExtensionContainer { { NR-U-Channel-Info-List-ExtIEs } }		OPTIONAL,
	...
}

NR-U-Channel-Info-List-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


NR-U-Channel-List ::= SEQUENCE (SIZE (1..maxnoofNR-UChannelIDs)) OF NR-U-Channel-Item 

NR-U-Channel-Item ::= SEQUENCE {
	nR-U-ChannelID						INTEGER(1..maxnoofNR-UChannelIDs),
	channelOccupancyTimePercentageDL		ChannelOccupancyTimePercentage, 
	energyDetectionThreshold				EnergyDetectionThreshold, 
	iE-Extensions			ProtocolExtensionContainer { { NR-U-Channel-Item-ExtIEs} } OPTIONAL,
	...
}

NR-U-Channel-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


NumberofActiveUEs ::= INTEGER(0..16777215, ...)

NumberOfBroadcasts ::= INTEGER (0..65535)

NumberofBroadcastRequest ::= INTEGER (0..65535)


NumberOfTRPRxTEG ::= ENUMERATED {two, three, four, six, eight, ...}

NumberOfTRPRxTxTEG ::= ENUMERATED {wo, three, four, six, eight, ...}

NumDLULSymbols ::= SEQUENCE {
	numDLSymbols	INTEGER (0..13, ...),
	numULSymbols	INTEGER (0..13, ...),
	iE-Extensions			ProtocolExtensionContainer { { NumDLULSymbols-ExtIEs} } OPTIONAL
}

NumDLULSymbols-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-permutation		CRITICALITY ignore	EXTENSION Permutation	    PRESENCE optional },
	...
}

NRV2XServicesAuthorized ::= SEQUENCE {
	vehicleUE			VehicleUE														OPTIONAL,
	pedestrianUE 		PedestrianUE													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {NRV2XServicesAuthorized-ExtIEs} }	OPTIONAL
}

NRV2XServicesAuthorized-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NRUESidelinkAggregateMaximumBitrate ::= SEQUENCE {
	uENRSidelinkAggregateMaximumBitrate		BitRate,
	iE-Extensions					ProtocolExtensionContainer { {NRUESidelinkAggregateMaximumBitrate-ExtIEs} } OPTIONAL
}

NRUESidelinkAggregateMaximumBitrate-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NZP-CSI-RS-ResourceID::= INTEGER  (0..191)


-- O

OffsetToPointA	::= INTEGER (0..2199,...)

OnDemandPRS-Info ::= SEQUENCE {
	onDemandPRSRequestAllowed				BIT STRING (SIZE (16)),
	allowedResourceSetPeriodicityValues		BIT STRING (SIZE (24))	OPTIONAL,
	allowedPRSBandwidthValues				BIT STRING (SIZE (64))	OPTIONAL,
	allowedResourceRepetitionFactorValues	BIT STRING (SIZE (8))	OPTIONAL,
	allowedResourceNumberOfSymbolsValues	BIT STRING (SIZE (8))	OPTIONAL,
	allowedCombSizeValues					BIT STRING (SIZE (8))	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { OnDemandPRS-Info-ExtIEs} } OPTIONAL,
	...
}

OnDemandPRS-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


-- P

PacketDelayBudget ::= INTEGER (0..1023, ...) 

PacketErrorRate ::= SEQUENCE {
	pER-Scalar			PER-Scalar,
	pER-Exponent		PER-Exponent,
	iE-Extensions		ProtocolExtensionContainer { {PacketErrorRate-ExtIEs} }	OPTIONAL,
	...
}

PacketErrorRate-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PER-Scalar ::= INTEGER (0..9, ...)
PER-Exponent ::= INTEGER (0..9, ...)

PagingCell-Item ::= SEQUENCE {
	nRCGI		NRCGI	,
	iE-Extensions	ProtocolExtensionContainer { { PagingCell-ItemExtIEs } }	OPTIONAL
}

PagingCell-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{	ID id-LastUsedCellIndication					CRITICALITY ignore 	EXTENSION LastUsedCellIndication						PRESENCE optional }|
	{	ID id-PEISubgroupingSupportIndication			CRITICALITY ignore	EXTENSION PEISubgroupingSupportIndication			PRESENCE optional },
	...
}

PagingDRX ::= ENUMERATED {
	v32,
	v64,
	v128,
	v256,
	...
}

PagingIdentity ::=	CHOICE {
	rANUEPagingIdentity	RANUEPagingIdentity,
	cNUEPagingIdentity	CNUEPagingIdentity, 
	choice-extension			ProtocolIE-SingleContainer { { PagingIdentity-ExtIEs } }
}

PagingCause ::= ENUMERATED { voice,	...}

PagingIdentity-ExtIEs F1AP-PROTOCOL-IES::= {
	...
}

PagingOrigin ::= ENUMERATED { non-3gpp,	...}

PagingPriority ::= ENUMERATED { priolevel1, priolevel2, priolevel3, priolevel4, priolevel5, priolevel6, priolevel7, priolevel8,...} 

PEIPSAssistanceInfo ::= SEQUENCE {
	cNSubgroupID		CNSubgroupID,
	iE-Extensions	ProtocolExtensionContainer { { PEIPSAssistanceInfo-ExtIEs } }	OPTIONAL
}

PEIPSAssistanceInfo-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RelativePathDelay ::= CHOICE {
	k0					INTEGER (0..16351),
	k1					INTEGER (0..8176),
	k2					INTEGER (0..4088),
	k3					INTEGER (0..2044),
	k4					INTEGER (0..1022),
	k5					INTEGER (0..511),	 
	choice-extension			ProtocolIE-SingleContainer { { RelativePathDelay-ExtIEs } }
}

RelativePathDelay-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

Parent-IAB-Nodes-NA-Resource-Configuration-List ::= SEQUENCE (SIZE(1..maxnoofHSNASlots)) OF Parent-IAB-Nodes-NA-Resource-Configuration-Item

Parent-IAB-Nodes-NA-Resource-Configuration-Item::= SEQUENCE {
	nADownlink					NADownlink 	    OPTIONAL,
	nAUplink					NAUplink 	    OPTIONAL,
	nAFlexible					NAFlexible 	    OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { Parent-IAB-Nodes-NA-Resource-Configuration-Item-ExtIEs} } OPTIONAL
}

Parent-IAB-Nodes-NA-Resource-Configuration-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: OLE_LINK235][bookmark: OLE_LINK236][bookmark: OLE_LINK237][bookmark: OLE_LINK238]PartialSuccessCell ::= SEQUENCE {
[bookmark: OLE_LINK247][bookmark: OLE_LINK248]	broadcastCellList		BroadcastCellList,
[bookmark: OLE_LINK241][bookmark: OLE_LINK242]	iE-Extensions				ProtocolExtensionContainer { { PartialSuccessCell-ExtIEs} } OPTIONAL,
	...
}
PartialSuccessCell-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PathlossReferenceInfo ::= SEQUENCE {
	pathlossReferenceSignal			PathlossReferenceSignal,
	iE-Extensions					ProtocolExtensionContainer { {PathlossReferenceInfo-ExtIEs} }	OPTIONAL
}

PathlossReferenceInfo-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PathlossReferenceSignal ::= CHOICE { 
	sSB										SSB,
	dL-PRS									DL-PRS,
	choice-extension						ProtocolIE-SingleContainer {{PathlossReferenceSignal-ExtIEs }}
}

PathlossReferenceSignal-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

PathSwitchConfiguration ::= SEQUENCE { 
	targetRelayUEID			BIT STRING(SIZE(24)), 
	remoteUELocalID			RemoteUELocalID,
	t420					ENUMERATED {ms50, ms100, ms150, ms200, ms500, ms1000, ms2000, ms10000}, 
	iE-Extensions			ProtocolExtensionContainer { { PathSwitchConfiguration-ExtIEs } }		OPTIONAL,
	...
}

PathSwitchConfiguration-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5QoSFlowIdentifier ::= INTEGER (1..2048) 

PC5-QoS-Characteristics ::= CHOICE {
	non-Dynamic-PQI				NonDynamicPQIDescriptor,
	dynamic-PQI					DynamicPQIDescriptor, 
	choice-extension			ProtocolIE-SingleContainer { { PC5-QoS-Characteristics-ExtIEs } }
}

PC5-QoS-Characteristics-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}


PC5QoSParameters	::= SEQUENCE {
    pC5-QoS-Characteristics				PC5-QoS-Characteristics,
	pC5-QoS-Flow-Bit-Rates				PC5FlowBitRates				OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { PC5QoSParameters-ExtIEs } }	OPTIONAL,
	...
}

PC5QoSParameters-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5FlowBitRates ::= SEQUENCE {
	guaranteedFlowBitRate		BitRate,
	maximumFlowBitRate			BitRate,
	iE-Extensions				ProtocolExtensionContainer { { PC5FlowBitRates-ExtIEs } }	OPTIONAL,
	...
}

PC5FlowBitRates-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5RLCChannelID ::= INTEGER (1..512, ...) 

PC5RLCChannelQoSInformation ::= CHOICE {
	pC5RLCChannelQoS				QoSFlowLevelQoSParameters,
	pC5ControlPlaneTrafficType		ENUMERATED {srb1,srb2,...},
	choice-extension				ProtocolIE-SingleContainer { { PC5RLCChannelQoSInformation-ExtIEs} }
}

PC5RLCChannelQoSInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

PC5RLCChannelToBeSetupList ::= SEQUENCE (SIZE(1.. maxnoofPC5RLCChannels)) OF PC5RLCChannelToBeSetupItem

PC5RLCChannelToBeSetupItem ::= SEQUENCE {
	pC5RLCChannelID					PC5RLCChannelID,
	remoteUELocalID					RemoteUELocalID			OPTIONAL,
	pC5RLCChannelQoSInformation		PC5RLCChannelQoSInformation,
	rLCMode							RLCMode,
	iE-Extensions					ProtocolExtensionContainer { { PC5RLCChannelToBeSetupItem-ExtIEs } }	OPTIONAL,
	...
}

PC5RLCChannelToBeSetupItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5RLCChannelToBeModifiedList ::= SEQUENCE (SIZE(1.. maxnoofPC5RLCChannels)) OF PC5RLCChannelToBeModifiedItem

PC5RLCChannelToBeModifiedItem ::= SEQUENCE {
	pC5RLCChannelID					PC5RLCChannelID,
	remoteUELocalID					RemoteUELocalID			OPTIONAL,
	pC5RLCChannelQoSInformation		PC5RLCChannelQoSInformation			OPTIONAL,
	rLCMode							RLCMode			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PC5RLCChannelToBeModifiedItem-ExtIEs } }	OPTIONAL,
	...
}

PC5RLCChannelToBeModifiedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5RLCChannelToBeReleasedList ::= SEQUENCE (SIZE(1.. maxnoofPC5RLCChannels)) OF PC5RLCChannelToBeReleasedItem

PC5RLCChannelToBeReleasedItem ::= SEQUENCE {
	pC5RLCChannelID					PC5RLCChannelID,
	remoteUELocalID					RemoteUELocalID			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PC5RLCChannelToBeReleasedItem-ExtIEs } }	OPTIONAL,
	...
}

PC5RLCChannelToBeReleasedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5RLCChannelSetupList ::= SEQUENCE (SIZE(1.. maxnoofPC5RLCChannels)) OF PC5RLCChannelSetupItem

PC5RLCChannelSetupItem ::= SEQUENCE {
	pC5RLCChannelID					PC5RLCChannelID,
	remoteUELocalID					RemoteUELocalID			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PC5RLCChannelSetupItem-ExtIEs } }	OPTIONAL,
	...
}

PC5RLCChannelSetupItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5RLCChannelFailedToBeSetupList ::= SEQUENCE (SIZE(1.. maxnoofPC5RLCChannels)) OF PC5RLCChannelFailedToBeSetupItem

PC5RLCChannelFailedToBeSetupItem ::= SEQUENCE {
	pC5RLCChannelID					PC5RLCChannelID,
	remoteUELocalID					RemoteUELocalID			OPTIONAL,
	cause							Cause					OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PC5RLCChannelFailedToBeSetupItem-ExtIEs } }	OPTIONAL,
	...
}

PC5RLCChannelFailedToBeSetupItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5RLCChannelModifiedList ::= SEQUENCE (SIZE(1.. maxnoofPC5RLCChannels)) OF PC5RLCChannelModifiedItem

PC5RLCChannelModifiedItem ::= SEQUENCE {
	pC5RLCChannelID					PC5RLCChannelID,
	remoteUELocalID					RemoteUELocalID			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PC5RLCChannelModifiedItem-ExtIEs } }	OPTIONAL,
	...
}

PC5RLCChannelModifiedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5RLCChannelFailedToBeModifiedList ::= SEQUENCE (SIZE(1.. maxnoofPC5RLCChannels)) OF PC5RLCChannelFailedToBeModifiedItem

PC5RLCChannelFailedToBeModifiedItem ::= SEQUENCE {
	pC5RLCChannelID					PC5RLCChannelID,
	remoteUELocalID					RemoteUELocalID			OPTIONAL,
	cause							Cause	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PC5RLCChannelFailedToBeModifiedItem-ExtIEs } }	OPTIONAL,
	...
}

PC5RLCChannelFailedToBeModifiedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5RLCChannelRequiredToBeModifiedList ::= SEQUENCE (SIZE(1.. maxnoofPC5RLCChannels)) OF PC5RLCChannelRequiredToBeModifiedItem

PC5RLCChannelRequiredToBeModifiedItem ::= SEQUENCE {
	pC5RLCChannelID					PC5RLCChannelID,
	remoteUELocalID					RemoteUELocalID			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PC5RLCChannelRequiredToBeModifiedItem-ExtIEs } }	OPTIONAL,
	...
}

PC5RLCChannelRequiredToBeModifiedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5RLCChannelRequiredToBeReleasedList ::= SEQUENCE (SIZE(1.. maxnoofPC5RLCChannels)) OF PC5RLCChannelRequiredToBeReleasedItem

PC5RLCChannelRequiredToBeReleasedItem ::= SEQUENCE {
	pC5RLCChannelID					PC5RLCChannelID,
	remoteUELocalID					RemoteUELocalID			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PC5RLCChannelRequiredToBeReleasedItem-ExtIEs } }	OPTIONAL,
	...
}

PC5RLCChannelRequiredToBeReleasedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PDCCH-BlindDetectionSCG ::= OCTET STRING

PDCMeasurementPeriodicity ::= ENUMERATED 
{ms80, ms120, ms160, ms240, ms320, ms480, ms640, ms1024, ms1280, ms2048, ms2560, ms5120, ...}

PDCMeasurementQuantities ::= SEQUENCE (SIZE (1.. maxnoofMeasPDC)) OF ProtocolIE-SingleContainer { {PDCMeasurementQuantities-ItemIEs} }

PDCMeasurementQuantities-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-PDCMeasurementQuantities-Item	CRITICALITY reject	TYPE PDCMeasurementQuantities-Item		PRESENCE mandatory}
}

PDCMeasurementQuantities-Item ::= SEQUENCE {
	pDCmeasurementQuantitiesValue				PDCMeasurementQuantitiesValue,
	iE-Extensions								ProtocolExtensionContainer { { PDCMeasurementQuantitiesValue-ExtIEs} } OPTIONAL
}

PDCMeasurementQuantitiesValue-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PDCMeasurementQuantitiesValue ::= ENUMERATED {
	nr-pdc-tadv,
	gNB-rx-tx,
	... 
}

PDCMeasurementResult ::= SEQUENCE {
	pDCMeasuredResultsList			PDCMeasuredResultsList,
	iE-Extensions					ProtocolExtensionContainer { { PDCMeasurementResult-ExtIEs} } OPTIONAL
}

PDCMeasurementResult-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PDCMeasuredResultsList ::= SEQUENCE (SIZE(1..maxnoofMeasPDC)) OF PDCMeasuredResults-Item

PDCMeasuredResults-Item ::= SEQUENCE {
	pDCMeasuredResults-Value	PDCMeasuredResults-Value,
	iE-Extensions				ProtocolExtensionContainer {{ PDCMeasuredResults-Item-ExtIEs }}	 OPTIONAL
}

PDCMeasuredResults-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PDCMeasuredResults-Value ::= CHOICE {
	pDC-TADV-NR				PDC-TADV-NR,
	pDC-RxTxTimeDiff		PDC-RxTxTimeDiff,
	choice-extension		ProtocolIE-SingleContainer { { PDCMeasuredResults-Value-ExtIEs} }
}

PDCMeasuredResults-Value-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

PDCReportType ::= ENUMERATED {
	onDemand,
	periodic,
	...
}

PDC-RxTxTimeDiff ::= INTEGER (0..61565, ...)

PDC-TADV-NR ::= INTEGER (0..62500, ...)

PDCP-SN ::= INTEGER (0..4095)

PDCPSNLength	::= ENUMERATED { twelve-bits,eighteen-bits,...}

PDUSessionID ::= INTEGER (0..255)

PEISubgroupingSupportIndication ::= ENUMERATED {true, ...}

ReportingPeriodicityValue ::= INTEGER (0..512, ...)

Periodicity ::= INTEGER (0..640000, ...) 

PeriodicitySRS ::= ENUMERATED { ms0p125, ms0p25, ms0p5, ms0p625, ms1, ms1p25, ms2, ms2p5, ms4, ms5, ms8, ms10, ms16, ms20, ms32, ms40, ms64, ms80, ms160, ms320, ms640, ms1280, ms2560, ms5120, ms10240, ...}

PeriodicityList ::= SEQUENCE (SIZE(1.. maxnoSRS-ResourcePerSet)) OF PeriodicityList-Item

PeriodicityList-Item ::= SEQUENCE {
	periodicitySRS				PeriodicitySRS,
	iE-Extensions				ProtocolExtensionContainer { { PeriodicityList-ItemExtIEs} } OPTIONAL
}

PeriodicityList-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


Permutation ::= ENUMERATED {dfu, ufd, ...}

Ph-InfoMCG  ::= OCTET STRING

Ph-InfoSCG  ::= OCTET STRING

PLMN-Identity ::= OCTET STRING (SIZE(3))

PlayoutDelayForMediaStartup ::= OCTET STRING 

PortNumber ::= BIT STRING (SIZE (16))


PosAssistance-Information ::= OCTET STRING

PosAssistanceInformationFailureList ::= OCTET STRING

PosBroadcast ::= ENUMERATED {
	start,
	stop,
	...
}

PosConextRevIndication ::= ENUMERATED {true, ...}

PositioningBroadcastCells ::= SEQUENCE (SIZE (1..maxnoBcastCell)) OF NRCGI


PosMeasGapPreConfigList ::= SEQUENCE {
	posMeasGapPreConfigToAddModList				OCTET STRING					OPTIONAL,
	posMeasGapPreConfigToReleaseList			OCTET STRING					OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { PosMeasGapPreConfigList-ExtIEs} } OPTIONAL
}

PosMeasGapPreConfigList-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MeasurementPeriodicity ::= ENUMERATED
{ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, min1, min6, min12, min30, ..., ms20480, ms40960, extended }


MeasurementPeriodicityExtended ::= ENUMERATED {ms160, ms320, ms1280, ms2560, ms61440, ms81920,	ms368640, ms737280, ms1843200,	...}

PosMeasurementPeriodicityNR-AoA ::= ENUMERATED {
	ms160,
	ms320,
	ms640,
	ms1280,
	ms2560,
	ms5120,
	ms10240,
	ms20480,
	ms40960,
	ms61440,
	ms81920,
	ms368640,
	ms737280,
	ms1843200,
	...

}

PosMeasurementQuantities ::= SEQUENCE (SIZE(1.. maxnoofPosMeas)) OF PosMeasurementQuantities-Item

PosMeasurementQuantities-Item ::= SEQUENCE {
	posMeasurementType					PosMeasurementType,
	timingReportingGranularityFactor	INTEGER (0..5) OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { PosMeasurementQuantities-ItemExtIEs} } OPTIONAL
}

PosMeasurementQuantities-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PosMeasurementResult ::= SEQUENCE (SIZE (1.. maxnoofPosMeas)) OF PosMeasurementResultItem 

PosMeasurementResultItem ::= SEQUENCE {
	measuredResultsValue				MeasuredResultsValue,
	timeStamp							TimeStamp,
	measurementQuality					TRPMeasurementQuality	OPTIONAL,
	measurementBeamInfo					MeasurementBeamInfo		OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { PosMeasurementResultItemExtIEs } }	OPTIONAL
}

PosMeasurementResultItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-ARP-ID				CRITICALITY ignore EXTENSION ARP-ID 					PRESENCE optional}|
	{ ID id-SRSResourcetype		CRITICALITY ignore EXTENSION SRSResourcetype 			PRESENCE optional}|
	{ ID id-LoS-NLoSInformation	CRITICALITY ignore EXTENSION LoS-NLoSInformation		PRESENCE optional },
	...
}

PosMeasurementResultList ::= SEQUENCE (SIZE(1.. maxNoOfMeasTRPs)) OF PosMeasurementResultList-Item

PosMeasurementResultList-Item ::= SEQUENCE {
	posMeasurementResult			PosMeasurementResult,
	tRPID							TRPID,
	iE-Extensions					ProtocolExtensionContainer { { PosMeasurementResultList-ItemExtIEs} } OPTIONAL
}

PosMeasurementResultList-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-NRCGI	CRITICALITY ignore EXTENSION NRCGI		PRESENCE optional },
	...
}

PosMeasurementType ::= ENUMERATED {
	gnb-rx-tx,
	ul-srs-rsrp,
	ul-aoa,
	ul-rtoa, 
	... ,
	multiple-ul-aoa,
	ul-srs-rsrpp
}

PosReportCharacteristics ::= ENUMERATED {
	ondemand, 
	periodic, 
	...
}

PosResourceSetType  ::= CHOICE {
	periodic			PosResourceSetTypePR,
	semi-persistent		PosResourceSetTypeSP,
	aperiodic			PosResourceSetTypeAP,
	choice-extension	ProtocolIE-SingleContainer {{ PosResourceSetType-ExtIEs }}
}

PosResourceSetType-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

PosResourceSetTypePR ::= SEQUENCE {
	posperiodicSet		ENUMERATED{true, ...},
	iE-Extensions		ProtocolExtensionContainer { { PosResourceSetTypePR-ExtIEs} }	OPTIONAL
}

PosResourceSetTypePR-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PosResourceSetTypeSP ::= SEQUENCE {
	possemi-persistentSet		ENUMERATED{true, ...},
	iE-Extensions				ProtocolExtensionContainer { { PosResourceSetTypeSP-ExtIEs} }	OPTIONAL
}

PosResourceSetTypeSP-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PosResourceSetTypeAP ::= SEQUENCE {
	sRSResourceTrigger-List		INTEGER(1..3),
	iE-Extensions				ProtocolExtensionContainer { { PosResourceSetTypeAP-ExtIEs} }	OPTIONAL
}

PosResourceSetTypeAP-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PosSItypeList ::= SEQUENCE (SIZE(1.. maxnoofPosSITypes)) OF PosSItype-Item
PosSItype-Item ::= SEQUENCE {
	posItype			PosSItype   ,
	iE-Extensions	ProtocolExtensionContainer { { PosSItype-ItemExtIEs } } OPTIONAL
}

PosSItype-ItemExtIEs    F1AP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Hlk116985569]PosSItype ::= INTEGER (1..32, ...)

PosSRSResourceID-List ::= SEQUENCE (SIZE (1..maxnoSRS-PosResourcePerSet)) OF SRSPosResourceID

PosSRSResource-Item ::= SEQUENCE {
	srs-PosResourceId				SRSPosResourceID,
	transmissionCombPos				TransmissionCombPos,
	startPosition					INTEGER (0..13),
	nrofSymbols						ENUMERATED {n1, n2, n4, n8, n12},
	freqDomainShift					INTEGER (0..268),
	c-SRS							INTEGER (0..63),
	groupOrSequenceHopping			ENUMERATED { neither, groupHopping, sequenceHopping },
	resourceTypePos					ResourceTypePos,
	sequenceId						INTEGER (0.. 65535),
	spatialRelationPos				SpatialRelationPos 	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PosSRSResource-Item-ExtIEs} }	OPTIONAL
}

PosSRSResource-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PosSRSResource-List ::= SEQUENCE (SIZE (1..maxnoSRS-PosResources)) OF PosSRSResource-Item

PosSRSResourceSet-Item ::= SEQUENCE {
	possrsResourceSetID				INTEGER(0..15),
	possRSResourceID-List			PosSRSResourceID-List,
	posresourceSetType				PosResourceSetType,
	iE-Extensions		ProtocolExtensionContainer { { PosSRSResourceSet-Item-ExtIEs} }	OPTIONAL
}

PosSRSResourceSet-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PosSRSResourceSet-List ::= SEQUENCE (SIZE (1..maxnoSRS-PosResourceSets)) OF PosSRSResourceSet-Item

PrimaryPathIndication ::= ENUMERATED { 
	true,
	false,
	...
}

Pre-emptionCapability ::= ENUMERATED {
	shall-not-trigger-pre-emption,
	may-trigger-pre-emption
}

Pre-emptionVulnerability ::= ENUMERATED {
	not-pre-emptable,
	pre-emptable
}

PriorityLevel	::= INTEGER { spare (0), highest (1), lowest (14), no-priority (15) } (0..15)

ProtectedEUTRAResourceIndication		::= OCTET STRING

Protected-EUTRA-Resources-Item ::= SEQUENCE {
	spectrumSharingGroupID					SpectrumSharingGroupID, 
	eUTRACells-List		EUTRACells-List,
	iE-Extensions		ProtocolExtensionContainer { { Protected-EUTRA-Resources-ItemExtIEs } }	OPTIONAL
}

Protected-EUTRA-Resources-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRSConfiguration ::= SEQUENCE {
	pRSResourceSet-List			PRSResourceSet-List,
	iE-Extensions				ProtocolExtensionContainer { { PRSConfiguration-ExtIEs } }	OPTIONAL
}

PRSConfiguration-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRSInformationPos  ::= SEQUENCE {
	pRS-IDPos					INTEGER(0..255),	
	pRS-Resource-Set-IDPos		INTEGER(0..7),
	pRS-Resource-IDPos			INTEGER(0..63)	OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { PRSInformationPos-ExtIEs} } OPTIONAL
}

PRSInformationPos-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRS-Measurement-Info-List ::= SEQUENCE (SIZE(1..maxFreqLayers)) OF PRS-Measurement-Info-List-Item

PRS-Measurement-Info-List-Item ::= SEQUENCE {
	pointA						INTEGER (0..3279165),
	measPRSPeriodicity			ENUMERATED {ms20, ms40, ms80, ms160, ...},
	measPRSOffset				INTEGER (0..159, ...),
	measurementPRSLength		ENUMERATED {ms1dot5, ms3, ms3dot5, ms4, ms5dot5, ms6, ms10, ms20},
	iE-Extensions				ProtocolExtensionContainer { { PRS-Measurement-Info-List-Item-ExtIEs} } OPTIONAL,
		...
}

PRS-Measurement-Info-List-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


Potential-SpCell-Item ::= SEQUENCE {
	potential-SpCell-ID			NRCGI	,
	iE-Extensions				ProtocolExtensionContainer { { Potential-SpCell-ItemExtIEs } }	OPTIONAL,
	...
}

Potential-SpCell-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


PRSAngleList ::= SEQUENCE (SIZE(1.. maxnoofPRS-ResourcesPerSet)) OF PRSAngleItem

PRSAngleItem ::= SEQUENCE {
	nR-PRS-Azimuth			INTEGER (0..359),
	nR-PRS-Azimuth-fine		INTEGER (0..9),
	nR-PRS-Elevation		INTEGER (0..180),
	nR-PRS-Elevation-fine	INTEGER (0..9),
	iE-Extensions			ProtocolExtensionContainer { { PRSAngleItem-ItemExtIEs } }	OPTIONAL
}

PRSAngleItem-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-PRS-Resource-ID		CRITICALITY ignore EXTENSION PRS-Resource-ID		PRESENCE optional },
	...
}

PRSConfigRequestType ::= ENUMERATED {configure, off, ...}

PRSMuting::= SEQUENCE {
	pRSMutingOption1			PRSMutingOption1		OPTIONAL,
	pRSMutingOption2			PRSMutingOption2		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { PRSMuting-ExtIEs} } OPTIONAL
}

PRSMuting-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRSMutingOption1 ::= SEQUENCE {
	mutingPattern					DL-PRSMutingPattern,
	mutingBitRepetitionFactor		ENUMERATED{rf1,rf2,rf4,rf8,...},
	iE-Extensions					ProtocolExtensionContainer { { PRSMutingOption1-ExtIEs} } OPTIONAL
}

PRSMutingOption1-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRSMutingOption2 ::= SEQUENCE {
	mutingPattern					DL-PRSMutingPattern,
	iE-Extensions					ProtocolExtensionContainer { { PRSMutingOption2-ExtIEs} } OPTIONAL
}

PRSMutingOption2-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRS-Resource-ID ::= INTEGER (0..63)

PRSResource-List::= SEQUENCE (SIZE (1..maxnoofPRSresources)) OF PRSResource-Item

PRSResource-Item  ::= SEQUENCE {
	pRSResourceID			PRS-Resource-ID,
	sequenceID				INTEGER(0..4095),
	rEOffset				INTEGER(0..11,...),
	resourceSlotOffset		INTEGER(0..511),
	resourceSymbolOffset	INTEGER(0..12),
	qCLInfo					PRSResource-QCLInfo		OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { PRSResource-Item-ExtIEs} } OPTIONAL
}

PRSResource-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRSResource-QCLInfo  ::= CHOICE {
	qCLSourceSSB		PRSResource-QCLSourceSSB,
	qCLSourcePRS		PRSResource-QCLSourcePRS,		
	choice-extension	ProtocolIE-SingleContainer { { PRSResource-QCLInfo-ExtIEs } }
}
PRSResource-QCLInfo-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

PRSResource-QCLSourceSSB ::= SEQUENCE {
	pCI-NR				INTEGER(0..1007),
	sSB-Index 			SSB-Index OPTIONAL,		
	iE-Extensions		ProtocolExtensionContainer { { PRSResource-QCLSourceSSB-ExtIEs} } OPTIONAL,
	...
}

PRSResource-QCLSourceSSB-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRSResource-QCLSourcePRS ::= SEQUENCE {
	qCLSourcePRSResourceSetID		PRS-Resource-Set-ID,
	qCLSourcePRSResourceID 			PRS-Resource-ID OPTIONAL,		
	iE-Extensions					ProtocolExtensionContainer { { PRSResource-QCLSourcePRS-ExtIEs} } OPTIONAL
}

PRSResource-QCLSourcePRS-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRS-Resource-Set-ID ::= INTEGER(0..7)

PRSResourceSet-List ::= SEQUENCE (SIZE (1.. maxnoofPRSresourceSets)) OF PRSResourceSet-Item
PRSResourceSet-Item ::= SEQUENCE {
	pRSResourceSetID				PRS-Resource-Set-ID,
	subcarrierSpacing				ENUMERATED{kHz15, kHz30, kHz60, kHz120, ...},
	pRSbandwidth					INTEGER(1..63),
	startPRB						INTEGER(0..2176),
	pointA							INTEGER (0..3279165),
	combSize						ENUMERATED{n2, n4, n6, n12, ...},
	cPType							ENUMERATED{normal, extended, ...},
	resourceSetPeriodicity			ENUMERATED{n4,n5,n8,n10,n16,n20,n32,n40,n64,n80,n160,n320,n640,n1280,n2560,n5120,n10240,n20480,n40960, n81920,...},
	resourceSetSlotOffset			INTEGER(0..81919,...),
	resourceRepetitionFactor		ENUMERATED{rf1,rf2,rf4,rf6,rf8,rf16,rf32,...},
	resourceTimeGap					ENUMERATED{tg1,tg2,tg4,tg8,tg16,tg32,...},
	resourceNumberofSymbols			ENUMERATED{n2,n4,n6,n12,...},
	pRSMuting						PRSMuting 		OPTIONAL,
	pRSResourceTransmitPower		INTEGER(-60..50),
	pRSResource-List				PRSResource-List,	
	iE-Extensions					ProtocolExtensionContainer { { PRSResourceSet-Item-ExtIEs} } OPTIONAL
}

PRSResourceSet-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRSTransmissionOffIndication ::= CHOICE { 
	pRSTransmissionOffPerTRP				NULL,
	pRSTransmissionOffPerResourceSet		PRSTransmissionOffPerResourceSet,
	pRSTransmissionOffPerResource			PRSTransmissionOffPerResource,
	choice-extension		ProtocolIE-SingleContainer { { PRSTransmissionOffIndication-ExtIEs } }
}

PRSTransmissionOffIndication-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

PRSTransmissionOffPerResource ::= SEQUENCE (SIZE (1..maxnoofPRSresourceSets)) OF PRSTransmissionOffPerResource-Item

PRSTransmissionOffPerResource-Item  ::= SEQUENCE {
	pRSResourceSetID								PRS-Resource-Set-ID,
	pRSTransmissionOffIndicationPerResourceList		SEQUENCE (SIZE(1.. maxnoofPRSresources)) OF PRSTransmissionOffIndicationPerResource-Item,
	iE-Extensions		ProtocolExtensionContainer { { PRSTransmissionOffPerResource-Item-ExtIEs } } OPTIONAL,
	...
}

PRSTransmissionOffPerResource-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRSTransmissionOffIndicationPerResource-Item  ::= SEQUENCE {
	pRSResourceID		PRS-Resource-ID,
	iE-Extensions		ProtocolExtensionContainer { { PRSTransmissionOffIndicationPerResource-Item-ExtIEs } } OPTIONAL,
	...	
}

PRSTransmissionOffIndicationPerResource-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRSTransmissionOffInformation ::= SEQUENCE {
	pRSTransmissionOffIndication	PRSTransmissionOffIndication,
	iE-Extensions					ProtocolExtensionContainer { { PRSTransmissionOffInformation-ExtIEs } } OPTIONAL,
	...
}

PRSTransmissionOffInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRSTransmissionOffPerResourceSet ::= SEQUENCE (SIZE (1..maxnoofPRSresourceSets)) OF PRSTransmissionOffPerResourceSet-Item

PRSTransmissionOffPerResourceSet-Item  ::= SEQUENCE {
	pRSResourceSetID		PRS-Resource-Set-ID,
	iE-Extensions			ProtocolExtensionContainer { { PRSTransmissionOffPerResourceSet-Item-ExtIEs } } OPTIONAL,
	...
}

PRSTransmissionOffPerResourceSet-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


PWS-Failed-NR-CGI-Item ::= SEQUENCE {
	nRCGI				NRCGI,
	numberOfBroadcasts	NumberOfBroadcasts,
	iE-Extensions		ProtocolExtensionContainer { { PWS-Failed-NR-CGI-ItemExtIEs } }	OPTIONAL,
	...
}

PWS-Failed-NR-CGI-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PWSSystemInformation ::= SEQUENCE {
	sIBtype 				SIBType-PWS,
	sIBmessage				OCTET STRING, 
	iE-Extensions			ProtocolExtensionContainer { { PWSSystemInformationExtIEs } }	OPTIONAL,
	...
}

PWSSystemInformationExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-NotificationInformation		CRITICALITY ignore	EXTENSION NotificationInformation		PRESENCE optional}|
	{ ID id-AdditionalSIBMessageList	CRITICALITY reject	EXTENSION AdditionalSIBMessageList		PRESENCE optional},
	...
}

PrivacyIndicator ::= ENUMERATED {immediate-MDT,	logged-MDT,	...}

PRS-ID ::= INTEGER(0..255)

PRSTRPList ::= SEQUENCE (SIZE(1.. maxnoofTRPs)) OF PRSTRPItem

PRSTRPItem ::= SEQUENCE {
	tRP-ID		TRPID,
	requestedDLPRSTransmissionCharacteristics	RequestedDLPRSTransmissionCharacteristics 		OPTIONAL,	
	-- The IE shall be present if the PRS Configuration Request Type IE is set to “configure” --
	pRSTransmissionOffInformation		PRSTransmissionOffInformation				OPTIONAL,
	-- The IE shall be present if the PRS Configuration Request Type IE is set to “off” --
		 
	iE-Extensions	ProtocolExtensionContainer { { PRSTRPItem-ExtIEs} } OPTIONAL,
	...
}

PRSTRPItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RequestedDLPRSTransmissionCharacteristics ::= SEQUENCE {
	requestedDLPRSResourceSet-List		RequestedDLPRSResourceSet-List,
	numberofFrequencyLayers			INTEGER(1..4)										OPTIONAL,
	startTimeAndDuration			StartTimeAndDuration								OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { RequestedDLPRSTransmissionCharacteristics-ExtIEs} } OPTIONAL,
	...
}
RequestedDLPRSTransmissionCharacteristics-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RequestedDLPRSResourceSet-List ::= SEQUENCE (SIZE (1..maxnoofPRSresourceSets)) OF RequestedDLPRSResourceSet-Item

RequestedDLPRSResourceSet-Item ::= SEQUENCE {
	pRSbandwidth					INTEGER(1..63),
	combSize						ENUMERATED{n2, n4, n6, n12, ...}		OPTIONAL,
	resourceSetPeriodicity			ENUMERATED{n4,n5,n8,n10,n16,n20,n32,n40,n64,n80,n160,n320,n640,n1280,n2560,n5120,n10240,n20480,n40960, n81920,...}	OPTIONAL,
	resourceRepetitionFactor		ENUMERATED{rf1,rf2,rf4,rf6,rf8,rf16,rf32,...}		OPTIONAL,
	resourceNumberofSymbols			ENUMERATED{n2,n4,n6,n12,...}						OPTIONAL,
	requestedDLPRSResource-List		RequestedDLPRSResource-List							OPTIONAL,
	resourceSetStartTimeAndDuration	StartTimeAndDuration								OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { RequestedDLPRSResourceSet-Item-ExtIEs} } OPTIONAL,
	...
}

RequestedDLPRSResourceSet-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RequestedDLPRSResource-List::= SEQUENCE (SIZE (1..maxnoofPRSresources)) OF RequestedDLPRSResource-Item

RequestedDLPRSResource-Item  ::= SEQUENCE {
	qCLInfo					PRSResource-QCLInfo		OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { RequestedDLPRSResource-Item-ExtIEs} } OPTIONAL,
	...
}

RequestedDLPRSResource-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


PRSTransmissionTRPList ::= SEQUENCE (SIZE(1.. maxnoofTRPs)) OF PRSTransmissionTRPItem

PRSTransmissionTRPItem ::= SEQUENCE {
		tRP-ID				TRPID,
		pRSConfiguration	PRSConfiguration,
	iE-Extensions			ProtocolExtensionContainer { { PRSTransmissionTRPItem-ExtIEs} } OPTIONAL,
		...
}

PRSTransmissionTRPItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


-- Q

QCI ::= INTEGER (0..255)

QoEInformation ::= SEQUENCE {
	qoEInformationList		QoEInformationList,
	iE-Extensions			ProtocolExtensionContainer { { QoEInformation-ExtIEs} } OPTIONAL
}

QoEInformation-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

QoEInformationList ::= SEQUENCE (SIZE(1.. maxnoofQoEInformation)) OF QoEInformationList-Item

QoEInformationList-Item ::= SEQUENCE {
	qoEMetrics			QoEMetrics	OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { QoEInformationList-Item-ExtIEs} } 	OPTIONAL
}

QoEInformationList-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

QoEMetrics ::= SEQUENCE {
	appLayerBufferLevelList				AppLayerBufferLevelList  OPTIONAL,
	playoutDelayForMediaStartup			PlayoutDelayForMediaStartup OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { QoEMetrics-ExtIEs} } OPTIONAL,
	...
}

QoEMetrics-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

QoS-Characteristics ::= CHOICE {
	non-Dynamic-5QI				NonDynamic5QIDescriptor,
	dynamic-5QI					Dynamic5QIDescriptor, 
	choice-extension			ProtocolIE-SingleContainer { { QoS-Characteristics-ExtIEs } }
}

QoS-Characteristics-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

QoSFlowIdentifier ::= INTEGER (0..63) 

QoSFlowLevelQoSParameters	::= SEQUENCE {
	qoS-Characteristics						QoS-Characteristics,
	nGRANallocationRetentionPriority		NGRANAllocationAndRetentionPriority,
	gBR-QoS-Flow-Information				GBR-QoSFlowInformation				OPTIONAL,
	reflective-QoS-Attribute				ENUMERATED {subject-to, ...}				OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer { { QoSFlowLevelQoSParameters-ExtIEs } }	OPTIONAL
}

QoSFlowLevelQoSParameters-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-PDUSessionID								CRITICALITY ignore	EXTENSION PDUSessionID				PRESENCE optional}|
	{ ID id-ULPDUSessionAggregateMaximumBitRate			CRITICALITY ignore	EXTENSION BitRate						PRESENCE optional}|
	{ ID id-QosMonitoringRequest						CRITICALITY ignore	EXTENSION QosMonitoringRequest		PRESENCE optional}|
	{ ID id-PDCPTerminatingNodeDLTNLAddrInfo			CRITICALITY ignore	EXTENSION TransportLayerAddress	PRESENCE optional	},
	...
}

QoSFlowMappingIndication ::= ENUMERATED {ul,dl,...}

QoSInformation	::=	CHOICE {
	eUTRANQoS					EUTRANQoS,
	choice-extension			ProtocolIE-SingleContainer { { QoSInformation-ExtIEs} }
}

QoSInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	{	ID id-DRB-Information		CRITICALITY ignore TYPE DRB-Information		PRESENCE mandatory},
	...
}

QosMonitoringRequest ::= ENUMERATED {ul, dl, both, ..., stop}

QoSParaSetIndex ::= INTEGER (1..8, ...) 

QoSParaSetNotifyIndex ::= INTEGER (0..8, ...)

-- R

RACH-Config-Common	::= OCTET STRING

RACH-Config-Common-IAB	::= OCTET STRING

RACHReportContainer::= OCTET STRING

RACHReportInformationList	::= SEQUENCE (SIZE(1.. maxnoofRACHReports)) OF RACHReportInformationItem

RACHReportInformationItem	::= SEQUENCE {
	rACHReportContainer				RACHReportContainer,
	uEAssitantIdentifier			GNB-DU-UE-F1AP-ID		OPTIONAL, 
	iE-Extensions					ProtocolExtensionContainer { { RACHReportInformationItem-ExtIEs} }	OPTIONAL,
	...
}

RACHReportInformationItem-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}



RadioResourceStatus ::= SEQUENCE {
	sSBAreaRadioResourceStatusList		SSBAreaRadioResourceStatusList,
	iE-Extensions	ProtocolExtensionContainer { { RadioResourceStatus-ExtIEs} } OPTIONAL
}

RadioResourceStatus-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-SliceRadioResourceStatus		CRITICALITY ignore	EXTENSION SliceRadioResourceStatus		PRESENCE optional	}|
	{ ID id-MIMOPRBusageInformation			CRITICALITY ignore	EXTENSION MIMOPRBusageInformation			PRESENCE optional	},
	...
}

RequestedActionforMultipleCellIDsBroadcast ::= ENUMERATED {
	apply-available-configuration,
	apply-requested-configuration,
	apply-available-configuration-if-same-as-requested,
    …
}

MIMOPRBusageInformation ::= SEQUENCE {
	dl-GBR-PRB-usage-for-MIMO		INTEGER (0..100),
	ul-GBR-PRB-usage-for-MIMO		INTEGER (0..100),
	dl-non-GBR-PRB-usage-for-MIMO	INTEGER (0..100),
	ul-non-GBR-PRB-usage-for-MIMO 	INTEGER (0..100),
	dl-Total-PRB-usage-for-MIMO 	INTEGER (0..100),
	ul-Total-PRB-usage-for-MIMO 	INTEGER (0..100),
	iE-Extensions					ProtocolExtensionContainer { { MIMOPRBusageInformation-ExtIEs} }	OPTIONAL,
	...
}

MIMOPRBusageInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RANAC ::= INTEGER (0..255) 

RAN-MeasurementID ::= INTEGER (1.. 65536, ...)

RAN-UE-MeasurementID ::= INTEGER (1.. 256, ...)

RAN-UE-PDC-MeasID ::= INTEGER (1..16, ...)

RANUEID ::= OCTET STRING (SIZE (8))

RANUEPagingIdentity ::= SEQUENCE	{
	iRNTI						BIT STRING (SIZE(40)),
	iE-Extensions				ProtocolExtensionContainer { { RANUEPagingIdentity-ExtIEs } }	OPTIONAL}

RANUEPagingIdentity-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RAT-FrequencyPriorityInformation::= CHOICE {
	eNDC		SubscriberProfileIDforRFP,
	nGRAN		RAT-FrequencySelectionPriority,
	choice-extension			ProtocolIE-SingleContainer { { RAT-FrequencyPriorityInformation-ExtIEs} }
}

RAT-FrequencyPriorityInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

RAT-FrequencySelectionPriority::= INTEGER (1.. 256, ...)

RBSetConfiguration ::= SEQUENCE {
	subcarrierSpacing				SubcarrierSpacing,
	rBSetSize						RBSetSize,
	nUmberRBsets					INTEGER(1..maxnoofRBsetsPerCell),
	iE-Extensions					ProtocolExtensionContainer { { RBSetConfiguration-ExtIEs} } OPTIONAL
}

RBSetConfiguration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RBSetSize ::=	ENUMERATED { rb2, rb4, rb8, rb16, rb32, rb64}



Re-routingEnableIndicator ::= ENUMERATED {
	true,
	false,
	...
}

Redcap-Bcast-Information ::= BIT STRING(SIZE(8))

RedCapIndication ::= ENUMERATED {true, ...}

Reestablishment-Indication	::=	ENUMERATED  {
	reestablished,
	...
}

ReferencePoint ::= CHOICE {
	coordinateID					CoordinateID,
	referencePointCoordinate		AccessPointPosition,
	referencePointCoordinateHA		NGRANHighAccuracyAccessPointPosition,
	choice-Extension				ProtocolIE-SingleContainer { { ReferencePoint-ExtIEs} }
}

ReferencePoint-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

ReferenceSFN ::= INTEGER (0..1023)

ReferenceSignal ::= CHOICE { 
	nZP-CSI-RS								NZP-CSI-RS-ResourceID,
	sSB										SSB,
	sRS										SRSResourceID,
	positioningSRS							SRSPosResourceID,
	dL-PRS									DL-PRS,
	choice-extension						ProtocolIE-SingleContainer {{ReferenceSignal-ExtIEs }}
}

ReferenceSignal-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

RelativeCartesianLocation ::= SEQUENCE {
	xYZunit						ENUMERATED {mm, cm, dm, ...},
	xvalue						INTEGER (-65536..65535),
	yvalue						INTEGER (-65536..65535),
	zvalue						INTEGER (-32768..32767),
	locationUncertainty			LocationUncertainty,
	iE-Extensions				ProtocolExtensionContainer { { RelativeCartesianLocation-ExtIEs} } OPTIONAL
}

RelativeCartesianLocation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RelativeGeodeticLocation ::= SEQUENCE { 
	milli-Arc-SecondUnits		ENUMERATED {zerodot03, zerodot3, three, ...},	
	heightUnits					ENUMERATED {mm, cm, m, ...}, 
	deltaLatitude				INTEGER (-1024.. 1023),
	deltaLongitude				INTEGER (-1024.. 1023),
	deltaHeight					INTEGER (-1024.. 1023),
	locationUncertainty			LocationUncertainty,
	iE-extensions				ProtocolExtensionContainer {{RelativeGeodeticLocation-ExtIEs }} OPTIONAL
}

RelativeGeodeticLocation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RemoteUELocalID ::= INTEGER (0..255, ...)


ReferenceTime ::= OCTET STRING

RegistrationRequest ::= ENUMERATED{start, stop, add, ...}

[bookmark: _Hlk50711169]ReportCharacteristics ::= BIT STRING (SIZE(32))

ReportingPeriodicity ::= ENUMERATED{ms500, ms1000, ms2000, ms5000, ms10000, ...}

RequestedBandCombinationIndex ::= OCTET STRING

RequestedFeatureSetEntryIndex ::= OCTET STRING

RequestedP-MaxFR2 ::= OCTET STRING

Requested-PDCCH-BlindDetectionSCG ::= OCTET STRING


RequestedSRSTransmissionCharacteristics ::= SEQUENCE {
	numberOfTransmissions		INTEGER (0..500, ...)		OPTIONAL,
-- The IE shall be present if the Resource Type IE is set to “periodic” --
	resourceType				ENUMERATED  {periodic, semi-persistent, aperiodic,...},
	bandwidthSRS				BandwidthSRS,
	sRSResourceSetList 			SRSResourceSetList				OPTIONAL,
	sSBInformation				SSBInformation				OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { RequestedSRSTransmissionCharacteristics-ExtIEs} } OPTIONAL
}

RequestedSRSTransmissionCharacteristics-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-SrsFrequency		CRITICALITY ignore EXTENSION SrsFrequency		PRESENCE optional },
	...
}


RequestType	::= ENUMERATED {offer, execution, ...}

ResourceCoordinationEUTRACellInfo ::= SEQUENCE {
	eUTRA-Mode-Info 						EUTRA-Coex-Mode-Info,
	eUTRA-PRACH-Configuration 				EUTRA-PRACH-Configuration,
	iE-Extensions	ProtocolExtensionContainer { { ResourceCoordinationEUTRACellInfo-ExtIEs } }	OPTIONAL,
	...
}

ResourceCoordinationEUTRACellInfo-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-IgnorePRACHConfiguration		CRITICALITY reject EXTENSION IgnorePRACHConfiguration		PRESENCE optional },
	...
}

ResourceCoordinationTransferInformation ::= SEQUENCE {
	meNB-Cell-ID								EUTRA-Cell-ID,
	resourceCoordinationEUTRACellInfo		ResourceCoordinationEUTRACellInfo	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { ResourceCoordinationTransferInformation-ExtIEs } }	OPTIONAL,
	...
}

ResourceCoordinationTransferInformation-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ResourceCoordinationTransferContainer ::= OCTET STRING

ResourceSetType  ::= CHOICE {
	periodic			ResourceSetTypePeriodic,
	semi-persistent		ResourceSetTypeSemi-persistent,
	aperiodic			ResourceSetTypeAperiodic,
	choice-extension				ProtocolIE-SingleContainer {{ ResourceSetType-ExtIEs }}
}

ResourceSetType-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

ResourceSetTypePeriodic ::= SEQUENCE {
	periodicSet			ENUMERATED{true, ...},
	iE-Extensions		ProtocolExtensionContainer { { ResourceSetTypePeriodic-ExtIEs} }	OPTIONAL
}

ResourceSetTypePeriodic-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ResourceSetTypeSemi-persistent ::= SEQUENCE {
	semi-persistentSet	ENUMERATED{true, ...},
	iE-Extensions		ProtocolExtensionContainer { { ResourceSetTypeSemi-persistent-ExtIEs} }	OPTIONAL
}

ResourceSetTypeSemi-persistent-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ResourceSetTypeAperiodic ::= SEQUENCE {
	sRSResourceTrigger-List 	INTEGER(1..3),
	slotoffset					INTEGER(0..32),
	iE-Extensions				ProtocolExtensionContainer { { ResourceSetTypeAperiodic-ExtIEs} }	OPTIONAL
}

ResourceSetTypeAperiodic-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RepetitionFactorExtended ::=  ENUMERATED {n3, n5, n6, n7, n8, n10, n12, n14, ...}
RepetitionPeriod ::= INTEGER (0..131071, ...)

ReportingRequestType ::= SEQUENCE {
	eventType						EventType,
	reportingPeriodicityValue						ReportingPeriodicityValue		OPTIONAL,
	-- C-ifEventTypeisPeriodic: This IE shall be present if the Event Type IE is set to "periodic" in the Event Type IE.
	iE-Extensions					ProtocolExtensionContainer { {ReportingRequestType-ExtIEs} }	OPTIONAL
}

ReportingRequestType-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ResourceType ::= CHOICE {
	periodic			ResourceTypePeriodic,
	semi-persistent		ResourceTypeSemi-persistent,
	aperiodic			ResourceTypeAperiodic,
	choice-extension				ProtocolIE-SingleContainer {{ ResourceType-ExtIEs }}
}

ResourceType-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

ResourceTypePeriodic ::= SEQUENCE {
	periodicity		   ENUMERATED{slot1, slot2, slot4, slot5, slot8, slot10, slot16, slot20, slot32, slot40, slot64, slot80, slot160, slot320, slot640, slot1280, slot2560, ...},
	offset				INTEGER(0..2559, ...),
	iE-Extensions		ProtocolExtensionContainer { { ResourceTypePeriodic-ExtIEs} }	OPTIONAL
}

ResourceTypePeriodic-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ResourceTypeSemi-persistent ::= SEQUENCE {
	periodicity		   ENUMERATED{slot1, slot2, slot4, slot5, slot8, slot10, slot16, slot20, slot32, slot40, slot64, slot80, slot160, slot320, slot640, slot1280, slot2560, ...},
	offset				INTEGER(0..2559, ...),
	iE-Extensions		ProtocolExtensionContainer { { ResourceTypeSemi-persistent-ExtIEs} }	OPTIONAL
}

ResourceTypeSemi-persistent-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ResourceTypeAperiodic ::= SEQUENCE {
	aperiodicResourceType	   ENUMERATED{true, ...},
	iE-Extensions		ProtocolExtensionContainer { { ResourceTypeAperiodic-ExtIEs} }	OPTIONAL
}

ResourceTypeAperiodic-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ResourceTypePos ::= CHOICE {
	periodic			ResourceTypePeriodicPos,
	semi-persistent		ResourceTypeSemi-persistentPos,
	aperiodic			ResourceTypeAperiodicPos,
	choice-extension	ProtocolIE-SingleContainer {{ ResourceTypePos-ExtIEs }}
}

ResourceTypePos-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

ResourceTypePeriodicPos ::= SEQUENCE {
	periodicity			ENUMERATED{slot1, slot2, slot4, slot5, slot8, slot10, slot16, slot20, slot32, slot40, slot64, slot80, slot160, slot320, slot640, slot1280, slot2560, slot5120, slot10240, slot40960, slot81920, ..., slot128, slot256, slot512, slot20480},
	offset				INTEGER(0..81919, ...),
	iE-Extensions		ProtocolExtensionContainer { { ResourceTypePeriodicPos-ExtIEs} }	OPTIONAL
}

ResourceTypePeriodicPos-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ResourceTypeSemi-persistentPos ::= SEQUENCE {
	periodicity			ENUMERATED{slot1, slot2, slot4, slot5, slot8, slot10, slot16, slot20, slot32, slot40, slot64, slot80, slot160, slot320, slot640, slot1280, slot2560, slot5120, slot10240, slot40960, slot81920, ..., slot128, slot256, slot512, slot20480},
	offset				INTEGER(0..81919, ...),
	iE-Extensions		ProtocolExtensionContainer { { ResourceTypeSemi-persistentPos-ExtIEs} }	OPTIONAL
}

ResourceTypeSemi-persistentPos-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ResourceTypeAperiodicPos ::= SEQUENCE {
	slotOffset			INTEGER (0..32),
	iE-Extensions		ProtocolExtensionContainer { { ResourceTypeAperiodicPos-ExtIEs} }	OPTIONAL
}

ResourceTypeAperiodicPos-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RLCDuplicationInformation ::= SEQUENCE {
	rLCDuplicationStateList 			RLCDuplicationStateList,
	primaryPathIndication			PrimaryPathIndication	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {RLCDuplicationInformation-ExtIEs} }	OPTIONAL
}

RLCDuplicationInformation-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RLCDuplicationStateList	::= SEQUENCE (SIZE(1..maxnoofRLCDuplicationState)) OF RLCDuplicationState-Item

RLCDuplicationState-Item ::=SEQUENCE {
	duplicationState		DuplicationState, 
	iE-Extensions	ProtocolExtensionContainer { {RLCDuplicationState-Item-ExtIEs } }	OPTIONAL,
	...
}


RLCDuplicationState-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RLCFailureIndication ::= SEQUENCE {
	assocatedLCID				LCID,
	iE-Extensions				ProtocolExtensionContainer { {RLCFailureIndication-ExtIEs} } OPTIONAL
}

RLCFailureIndication-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RLCMode ::= ENUMERATED {
	rlc-am,
	rlc-um-bidirectional,
	rlc-um-unidirectional-ul,
	rlc-um-unidirectional-dl,
	...
}

RLC-Status ::= SEQUENCE {
	reestablishment-Indication 	Reestablishment-Indication,
	iE-Extensions				ProtocolExtensionContainer { { RLC-Status-ExtIEs } } OPTIONAL,
	...
}

RLC-Status-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RLFReportInformationList	::= SEQUENCE (SIZE(1.. maxnoofRLFReports)) OF RLFReportInformationItem

RLFReportInformationItem	::= SEQUENCE {
	nRUERLFReportContainer		NRUERLFReportContainer,
	uEAssitantIdentifier		GNB-DU-UE-F1AP-ID		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { RLFReportInformationItem-ExtIEs} }	OPTIONAL,
	...
}

RLFReportInformationItem-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RIMRSDetectionStatus ::= ENUMERATED {rs-detected, rs-disappeared, ...}

RRCContainer ::= OCTET STRING

RRCContainer-RRCSetupComplete ::= OCTET STRING

RRCDeliveryStatus ::= SEQUENCE	{
	delivery-status 			PDCP-SN,
	triggering-message			PDCP-SN,
	iE-Extensions				ProtocolExtensionContainer { { RRCDeliveryStatus-ExtIEs } }	OPTIONAL}

RRCDeliveryStatus-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


RRCDeliveryStatusRequest ::= ENUMERATED {true, ...}

RRCReconfigurationCompleteIndicator	::= ENUMERATED {
	true,
	 ...,
	failure
}

RRC-Version ::= SEQUENCE	{
	latest-RRC-Version			BIT STRING (SIZE(3)),
	iE-Extensions				ProtocolExtensionContainer { { RRC-Version-ExtIEs } }	OPTIONAL}

RRC-Version-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-latest-RRC-Version-Enhanced		CRITICALITY ignore EXTENSION OCTET STRING (SIZE(3))		PRESENCE optional },
	...
}

RoutingID ::= OCTET STRING

ResponseTime ::= SEQUENCE {
	time      			INTEGER (1..128,...),    
	timeUnit	ENUMERATED {second, ten-seconds, ten-milliseconds,...},
	iE-Extensions		ProtocolExtensionContainer { { ResponseTime-ExtIEs} }	OPTIONAL,
	...
}

ResponseTime-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RxTxTimingErrorMargin ::= ENUMERATED {tc0dot5, tc1, tc2, tc4, tc8, tc12, tc16, tc20, tc24, tc32, tc40, tc48, tc64, tc80, tc96, tc128, ...}

-- S

SCell-FailedtoSetup-Item	::= SEQUENCE {
	sCell-ID			NRCGI	, 
	cause		Cause			OPTIONAL ,
	iE-Extensions	ProtocolExtensionContainer { { SCell-FailedtoSetup-ItemExtIEs } }	OPTIONAL,
	...
}

SCell-FailedtoSetup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SCell-FailedtoSetupMod-Item	::= SEQUENCE {
	sCell-ID			NRCGI	, 
	cause		Cause			OPTIONAL ,
	iE-Extensions	ProtocolExtensionContainer { { SCell-FailedtoSetupMod-ItemExtIEs } }	OPTIONAL,
	...
}

SCell-FailedtoSetupMod-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SCell-ToBeRemoved-Item	::= SEQUENCE {
	sCell-ID			NRCGI	, 
	iE-Extensions	ProtocolExtensionContainer { { SCell-ToBeRemoved-ItemExtIEs } }	OPTIONAL,
	...
}

SCell-ToBeRemoved-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SCell-ToBeSetup-Item ::= SEQUENCE {
	sCell-ID			NRCGI	,
	sCellIndex			SCellIndex, 
	sCellULConfigured		CellULConfigured 	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { SCell-ToBeSetup-ItemExtIEs } }	OPTIONAL,
	...
}

SCell-ToBeSetup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-ServingCellMO		CRITICALITY ignore	EXTENSION ServingCellMO		PRESENCE optional	},
	...
}

SCell-ToBeSetupMod-Item	::= SEQUENCE {
	sCell-ID			NRCGI	, 
	sCellIndex			SCellIndex,
	sCellULConfigured		CellULConfigured 	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { SCell-ToBeSetupMod-ItemExtIEs } }	OPTIONAL,
	...
}

SCell-ToBeSetupMod-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-ServingCellMO		CRITICALITY ignore	EXTENSION ServingCellMO		PRESENCE optional	},
	...
}

SCellIndex ::=INTEGER (1..31, ...) 

SCGActivationRequest ::= ENUMERATED {activate-scg, deactivate-scg, ...}

SCGActivationStatus ::= ENUMERATED {scg-activated, scg-deactivated, ...}

SCGIndicator	::=	ENUMERATED{released, ...}

SCS-480	::= INTEGER(0..319)

SCS-960	::= INTEGER(0..639)

SCS-SpecificCarrier ::=					SEQUENCE {
    offsetToCarrier						INTEGER (0..2199,...),
    subcarrierSpacing					ENUMERATED {kHz15, kHz30, kHz60, kHz120,..., kHz480, kHz960},
    carrierBandwidth					INTEGER (1..275,...),
	iE-Extensions						ProtocolExtensionContainer { { SCS-SpecificCarrier-ExtIEs } } OPTIONAL
}

SCS-SpecificCarrier-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SDTBearerConfigurationQueryIndication ::=	ENUMERATED {true, ...}

SDTBearerConfigurationInfo ::= SEQUENCE {
	sDTBearerConfig-List			SDTBearerConfig-List,
	iE-Extensions					ProtocolExtensionContainer { { SDTBearerConfigurationInfo-ExtIEs } } OPTIONAL
}

SDTBearerConfigurationInfo-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SDTBearerConfig-List ::= SEQUENCE (SIZE(1..maxnoofSDTBearers)) OF SDTBearerConfig-List-Item

SDTBearerConfig-List-Item ::= SEQUENCE{
	sDTBearerType 							SDTBearerType,
	sDTRLCBearerConfiguration				SDTRLCBearerConfiguration,
	iE-Extensions			ProtocolExtensionContainer {{ SDTBearerConfig-List-Item-ExtIEs}}		OPTIONAL
}

SDTBearerConfig-List-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SDTBearerType ::= CHOICE {
	sRB					SRBID,
	dRB					DRBID,
	choice-extension				ProtocolIE-SingleContainer {{ SDTBearerType-ExtIEs }}
}

SDTBearerType-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

SDT-MAC-PHY-CG-Config ::= OCTET STRING

SDTInformation ::= SEQUENCE {
[bookmark: _Hlk97485753]	sdtIndicator					ENUMERATED {true,...},
[bookmark: _Hlk97485785]	sdtAssistantInformation			ENUMERATED {singlepacket, multiplepackets,...}	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { SDTInformation-ExtIEs } } OPTIONAL
}

SDTInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SDTRLCBearerConfiguration ::= OCTET STRING

[bookmark: _Hlk105761923]SDT-Termination-Request	::= ENUMERATED {radio-link-problem, normal, ...}


Search-window-information ::= SEQUENCE {
	expectedPropagationDelay		INTEGER (-3841..3841,...),
	delayUncertainty				INTEGER (1..246,...),
	iE-Extensions					ProtocolExtensionContainer { { Search-window-information-ExtIEs } } OPTIONAL
}

Search-window-information-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SerialNumber ::= BIT STRING (SIZE (16))

SIBType-PWS ::=INTEGER (6..8, ...)

SelectedBandCombinationIndex ::= OCTET STRING

SelectedFeatureSetEntryIndex ::= OCTET STRING

CG-ConfigInfo ::= OCTET STRING

ServCellInfoList ::= OCTET STRING

ServCellIndex ::= INTEGER (0..31, ...)

ServingCellMO ::= INTEGER (1..64, ...)

ServingCellMO-List-Item ::= SEQUENCE {
	servingCellMO					ServingCellMO,
	sSB-Frequency					INTEGER (0..3279165),
	iE-Extensions					ProtocolExtensionContainer { { ServingCellMO-List-Item-ExtIEs } } OPTIONAL
}

ServingCellMO-List-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ServingCellMO-encoded-in-CGC-List ::= SEQUENCE (SIZE(1.. maxNrofBWPs)) OF ServingCellMO-encoded-in-CGC-Item

ServingCellMO-encoded-in-CGC-Item ::= SEQUENCE {
	servingCellMO					ServingCellMO,
	iE-Extensions					ProtocolExtensionContainer { { ServingCellMO-encoded-in-CGC-Item-ExtIEs } }	OPTIONAL,
	...
}

ServingCellMO-encoded-in-CGC-Item-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Served-Cell-Information ::= SEQUENCE {
	nRCGI							NRCGI,
	nRPCI							NRPCI,
	fiveGS-TAC						FiveGS-TAC			OPTIONAL,
	configured-EPS-TAC				Configured-EPS-TAC 		OPTIONAL,
	servedPLMNs						ServedPLMNs-List,
	nR-Mode-Info					NR-Mode-Info, 
	measurementTimingConfiguration	OCTET STRING,
	iE-Extensions		ProtocolExtensionContainer { {Served-Cell-Information-ExtIEs} } OPTIONAL,
	...
}

Served-Cell-Information-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{	ID id-RANAC							CRITICALITY ignore	EXTENSION RANAC							PRESENCE optional }|
	{	ID id-ExtendedServedPLMNs-List		CRITICALITY ignore	EXTENSION ExtendedServedPLMNs-List	PRESENCE optional }|
	{	ID id-Cell-Direction				CRITICALITY ignore	EXTENSION Cell-Direction				PRESENCE optional }|
	{	ID id-BPLMN-ID-Info-List			CRITICALITY ignore	EXTENSION BPLMN-ID-Info-List			PRESENCE optional }|
	{	ID id-Cell-Type						CRITICALITY ignore	EXTENSION CellType						PRESENCE optional}|
	{	ID id-ConfiguredTACIndication		CRITICALITY ignore	EXTENSION ConfiguredTACIndication		PRESENCE optional }|
	{	ID id-AggressorgNBSetID				CRITICALITY ignore	EXTENSION AggressorgNBSetID				PRESENCE optional}|
	{	ID id-VictimgNBSetID				CRITICALITY ignore	EXTENSION VictimgNBSetID				PRESENCE optional}|
	{	ID id-IAB-Info-IAB-DU				CRITICALITY ignore	EXTENSION IAB-Info-IAB-DU				PRESENCE optional}|
	{	ID id-SSB-PositionsInBurst			CRITICALITY ignore	EXTENSION SSB-PositionsInBurst			PRESENCE optional }|
	{	ID id-NRPRACHConfig					CRITICALITY ignore	EXTENSION NRPRACHConfig					PRESENCE optional }|
	{	ID id-SFN-Offset					CRITICALITY ignore	EXTENSION SFN-Offset					PRESENCE optional }|
	{	ID id-NPNBroadcastInformation		CRITICALITY reject 	EXTENSION NPNBroadcastInformation		PRESENCE optional }|
	{	ID id-Supported-MBS-FSA-ID-List				CRITICALITY ignore	EXTENSION Supported-MBS-FSA-ID-List						PRESENCE optional }|
	{	ID id-Redcap-Bcast-Information		CRITICALITY ignore	EXTENSION Redcap-Bcast-Information	PRESENCE optional },
	...
}

Serving-Cells-List ::= SEQUENCE (SIZE(1..maxnoofServingCells)) OF Serving-Cells-List-Item

Serving-Cells-List-Item ::= SEQUENCE{
	nRCGI 								NRCGI,
	iAB-MT-Cell-NA-Resource-Configuration-Mode-Info       IAB-MT-Cell-NA-Resource-Configuration-Mode-Info		OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer {{Serving-Cells-List-Item-ExtIEs}}		OPTIONAL
}

Serving-Cells-List-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Supported-MBS-FSA-ID-List::= SEQUENCE (SIZE(1.. maxnoofMBSFSAs)) OF MBS-FrequencySelectionArea-Identity

MBS-FrequencySelectionArea-Identity::= OCTET STRING (SIZE(3))

SFN-Offset ::= SEQUENCE {
	sFN-Time-Offset					BIT STRING (SIZE(24)),
	iE-Extensions		ProtocolExtensionContainer { {SFN-Offset-ExtIEs} } OPTIONAL,
	...
}

SFN-Offset-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
		...
}

Served-Cells-To-Add-Item ::= SEQUENCE {
	served-Cell-Information		Served-Cell-Information,
	gNB-DU-System-Information	GNB-DU-System-Information	 OPTIONAL, 
	iE-Extensions				ProtocolExtensionContainer { { Served-Cells-To-Add-ItemExtIEs} }	OPTIONAL,
	...
}

Served-Cells-To-Add-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Served-Cells-To-Delete-Item ::= SEQUENCE {
	oldNRCGI					NRCGI	,
	iE-Extensions				ProtocolExtensionContainer { { Served-Cells-To-Delete-ItemExtIEs } }	OPTIONAL,
	...
}

Served-Cells-To-Delete-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Served-Cells-To-Modify-Item ::= SEQUENCE {
	oldNRCGI					NRCGI							,
	served-Cell-Information		Served-Cell-Information		,
	gNB-DU-System-Information	GNB-DU-System-Information 	OPTIONAL	,
	iE-Extensions				ProtocolExtensionContainer { { Served-Cells-To-Modify-ItemExtIEs } }	OPTIONAL,
	...
}

Served-Cells-To-Modify-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Served-EUTRA-Cells-Information::= SEQUENCE {
	eUTRA-Mode-Info						EUTRA-Mode-Info,
	protectedEUTRAResourceIndication	ProtectedEUTRAResourceIndication,
	iE-Extensions						ProtocolExtensionContainer { {Served-EUTRA-Cell-Information-ExtIEs} } OPTIONAL,
	...
}

Served-EUTRA-Cell-Information-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Service-State ::= ENUMERATED {
	in-service,
	out-of-service,
	...
}

Service-Status ::= SEQUENCE {
	service-state				Service-State,
	switchingOffOngoing			ENUMERATED {true, ...}	OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { Service-Status-ExtIEs } }	OPTIONAL,
	...
}

Service-Status-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


RelativeTime1900 ::= 	BIT STRING (SIZE (64))

ShortDRXCycleLength ::=  ENUMERATED {ms2, ms3, ms4, ms5, ms6, ms7, ms8, ms10, ms14, ms16, ms20, ms30, ms32, ms35, ms40, ms64, ms80, ms128, ms160, ms256, ms320, ms512, ms640, ...}

ShortDRXCycleTimer ::= INTEGER (1..16)

SIB1-message ::= OCTET STRING

SIB10-message ::= OCTET STRING

SIB12-message ::= OCTET STRING

SIB13-message ::= OCTET STRING

SIB14-message ::= OCTET STRING

SIB15-message ::= OCTET STRING

SIB17-message ::= OCTET STRING

SIB20-message ::= OCTET STRING

SItype ::= INTEGER (1..32, ...)

SItype-List ::= SEQUENCE (SIZE(1.. maxnoofSITypes)) OF SItype-Item

SItype-Item ::= SEQUENCE {
	sItype		SItype	,
	iE-Extensions	ProtocolExtensionContainer { { SItype-ItemExtIEs } }	OPTIONAL
}

SItype-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SibtypetobeupdatedListItem ::= SEQUENCE {
	sIBtype 			INTEGER (2..32,...), 
	sIBmessage			OCTET STRING, 
	valueTag			INTEGER (0..31,...), 
	iE-Extensions		ProtocolExtensionContainer { { SibtypetobeupdatedListItem-ExtIEs } }	OPTIONAL,
	...
}

SibtypetobeupdatedListItem-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ID	id-areaScope	CRITICALITY ignore	EXTENSION	AreaScope	PRESENCE optional},
	...
}

SidelinkRelayConfiguration ::= SEQUENCE { 
	gNB-DU-UE-F1APIDofRelayUE			GNB-DU-UE-F1AP-ID,
	remoteUELocalID						RemoteUELocalID,
	sidelinkConfigurationContainer		SidelinkConfigurationContainer		OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { SidelinkRelayConfiguration-ExtIEs } }		OPTIONAL,
	...
}

SidelinkRelayConfiguration-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


SidelinkConfigurationContainer ::= OCTET STRING

SLDRBID ::= INTEGER (1..512, ...)

SLDRBInformation ::= SEQUENCE {
	sLDRB-QoS				PC5QoSParameters,
	flowsMappedToSLDRB-List	FlowsMappedToSLDRB-List,
	...
}

SLDRBs-FailedToBeModified-Item	::= SEQUENCE {
	sLDRBID		SLDRBID		,
	cause		Cause		OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { SLDRBs-FailedToBeModified-ItemExtIEs } }	OPTIONAL
}

SLDRBs-FailedToBeModified-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SLDRBs-FailedToBeSetup-Item	::= SEQUENCE {
	sLDRBID	SLDRBID,
	cause	Cause	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { SLDRBs-FailedToBeSetup-ItemExtIEs } }		OPTIONAL
}

SLDRBs-FailedToBeSetup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SLDRBs-FailedToBeSetupMod-Item	::= SEQUENCE {
	sLDRBID			SLDRBID	,
	cause			Cause			OPTIONAL ,
	iE-Extensions	ProtocolExtensionContainer { { SLDRBs-FailedToBeSetupMod-ItemExtIEs } }	OPTIONAL
}

SLDRBs-FailedToBeSetupMod-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SLDRBs-Modified-Item	::= SEQUENCE {
	sLDRBID							SLDRBID,
	iE-Extensions	ProtocolExtensionContainer { { SLDRBs-Modified-ItemExtIEs } }	OPTIONAL
}

SLDRBs-Modified-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SLDRBs-ModifiedConf-Item	::= SEQUENCE {
	sLDRBID							SLDRBID,
	iE-Extensions	ProtocolExtensionContainer { { SLDRBs-ModifiedConf-ItemExtIEs } }	OPTIONAL
}

SLDRBs-ModifiedConf-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SLDRBs-Required-ToBeModified-Item	::= SEQUENCE {
	sLDRBID							SLDRBID,
	iE-Extensions	ProtocolExtensionContainer { { SLDRBs-Required-ToBeModified-ItemExtIEs } }	OPTIONAL
}

SLDRBs-Required-ToBeModified-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SLDRBs-Required-ToBeReleased-Item	::= SEQUENCE {
	sLDRBID		SLDRBID,
	iE-Extensions	ProtocolExtensionContainer { { SLDRBs-Required-ToBeReleased-ItemExtIEs } }	OPTIONAL
}

SLDRBs-Required-ToBeReleased-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SLDRBs-Setup-Item ::= SEQUENCE {
	sLDRBID							SLDRBID,
	iE-Extensions	ProtocolExtensionContainer { { SLDRBs-Setup-ItemExtIEs } }	OPTIONAL
}

SLDRBs-Setup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SLDRBs-SetupMod-Item	::= SEQUENCE {
	sLDRBID							SLDRBID,
	iE-Extensions	ProtocolExtensionContainer { { SLDRBs-SetupMod-ItemExtIEs } }	OPTIONAL
}

SLDRBs-SetupMod-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SLDRBs-ToBeModified-Item	::= SEQUENCE {
	sLDRBID						SLDRBID,
	sLDRBInformation			SLDRBInformation		OPTIONAL,
	rLCMode						RLCMode					OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { SLDRBs-ToBeModified-ItemExtIEs } }	OPTIONAL
}

SLDRBs-ToBeModified-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SLDRBs-ToBeReleased-Item	::= SEQUENCE {
	sLDRBID			SLDRBID,
	iE-Extensions	ProtocolExtensionContainer { { SLDRBs-ToBeReleased-ItemExtIEs } }	OPTIONAL
}

SLDRBs-ToBeReleased-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SLDRBs-ToBeSetup-Item ::= SEQUENCE	{
	sLDRBID						SLDRBID,
	sLDRBInformation			SLDRBInformation,
	rLCMode						RLCMode, 

	iE-Extensions	ProtocolExtensionContainer { { SLDRBs-ToBeSetup-ItemExtIEs } }	OPTIONAL
}

SLDRBs-ToBeSetup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SLDRBs-ToBeSetupMod-Item	::= SEQUENCE {
	sLDRBID						SLDRBID,
	sLDRBInformation			SLDRBInformation,
	rLCMode						RLCMode			OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { SLDRBs-ToBeSetupMod-ItemExtIEs } }	OPTIONAL
}

SLDRBs-ToBeSetupMod-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SLDRXCycleList ::= SEQUENCE (SIZE(1.. maxnoofSLdestinations)) OF SLDRXCycleItem
SLDRXCycleItem ::= SEQUENCE {
	rXUEID					BIT STRING (SIZE(24)),
	sLDRXInformation		SLDRXInformation,    
	iE-Extensions			ProtocolExtensionContainer { { SLDRXCycleItem-ExtIEs } }	OPTIONAL,
	...
}

SLDRXCycleItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SLDRXInformation    ::= CHOICE {
	sLDRXCycle			SLDRXCycleLength,
	nosLDRX				SLDRXConfigurationIndicator,
	choice-extension	ProtocolIE-SingleContainer { { SLDRXInformation-ExtIEs} }
}

SLDRXCycleLength ::= ENUMERATED{ms10, ms20, ms32, ms40, ms60, ms64, ms70, ms80, ms128, ms160, ms256, ms320, ms512, ms640, ms1024, ms1280, ms2048, ms2560, ms5120, ms10240, ...}

SLDRXConfigurationIndicator ::= ENUMERATED{ release, ...}


SLDRXInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

SL-PHY-MAC-RLC-Config ::= OCTET STRING

SL-RLC-ChannelToAddModList::= OCTET STRING

SL-ConfigDedicatedEUTRA-Info ::= OCTET STRING

SliceAvailableCapacity ::= SEQUENCE {
	sliceAvailableCapacityList	SliceAvailableCapacityList,
	iE-Extensions				ProtocolExtensionContainer { { SliceAvailableCapacity-ExtIEs} } OPTIONAL
}

SliceAvailableCapacity-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SliceAvailableCapacityList ::= SEQUENCE (SIZE(1.. maxnoofBPLMNsNR)) OF SliceAvailableCapacityItem

SliceAvailableCapacityItem ::= SEQUENCE {
	pLMNIdentity					PLMN-Identity, 
	sNSSAIAvailableCapacity-List	SNSSAIAvailableCapacity-List,
	iE-Extensions	ProtocolExtensionContainer { { SliceAvailableCapacityItem-ExtIEs} } OPTIONAL
}

SliceAvailableCapacityItem-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SNSSAIAvailableCapacity-List ::= SEQUENCE (SIZE(1.. maxnoofSliceItems)) OF SNSSAIAvailableCapacity-Item

SNSSAIAvailableCapacity-Item ::= SEQUENCE {
	sNSSAI		SNSSAI,
	sliceAvailableCapacityValueDownlink	INTEGER (0..100)	OPTIONAL, 
	sliceAvailableCapacityValueUplink	INTEGER (0..100)	OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { SNSSAIAvailableCapacity-Item-ExtIEs } }	OPTIONAL
}

SNSSAIAvailableCapacity-Item-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SliceRadioResourceStatus ::= SEQUENCE {
	sliceRadioResourceStatus	SliceRadioResourceStatus-List,
	iE-Extensions				ProtocolExtensionContainer { { SliceRadioResourceStatus-ExtIEs} } OPTIONAL
}

SliceRadioResourceStatus-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


SliceRadioResourceStatus-List ::= SEQUENCE (SIZE(1..maxnoofBPLMNsNR)) OF SliceRadioResourceStatus-Item

SliceRadioResourceStatus-Item::= SEQUENCE {
	pLMNIdentity					PLMN-Identity, 
	sNSSAIRadioResourceStatus-List	SNSSAIRadioResourceStatus-List,
	iE-Extensions					ProtocolExtensionContainer { { SliceRadioResourceStatus-Item-ExtIEs} } OPTIONAL
}

SliceRadioResourceStatus-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SNSSAIRadioResourceStatus-List ::= SEQUENCE (SIZE(1.. maxnoofSliceItems)) OF SNSSAIRadioResourceStatus-Item

SNSSAIRadioResourceStatus-Item ::= SEQUENCE {
	sNSSAI		SNSSAI,
	sNSSAIdlGBRPRBusage			INTEGER (0..100),
	sNSSAIulGBRPRBusage			INTEGER (0..100),
	sNSSAIdlNonGBRPRBusage		INTEGER (0..100),
	sNSSAIulNonGBRPRBusage		INTEGER (0..100),
	sNSSAIdlTotalPRBallocation	INTEGER (0..100),
	sNSSAIulTotalPRBallocation	INTEGER (0..100),
	iE-Extensions				ProtocolExtensionContainer { { SNSSAIRadioResourceStatus-Item-ExtIEs } }	OPTIONAL
}

SNSSAIRadioResourceStatus-Item-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SliceSupportList ::= SEQUENCE (SIZE(1.. maxnoofSliceItems)) OF SliceSupportItem

SliceSupportItem ::= SEQUENCE {
	sNSSAI	SNSSAI,
	iE-Extensions				ProtocolExtensionContainer { { SliceSupportItem-ExtIEs } }	OPTIONAL
}

SliceSupportItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SliceToReportList ::= SEQUENCE (SIZE(1.. maxnoofBPLMNsNR)) OF SliceToReportItem

SliceToReportItem ::= SEQUENCE {
	pLMNIdentity				PLMN-Identity, 
	sNSSAIlist					SNSSAI-list,
	iE-Extensions				ProtocolExtensionContainer { { SliceToReportItem-ExtIEs} } OPTIONAL
}

SliceToReportItem-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SlotNumber ::= INTEGER (0..79)

SNSSAI-list ::= SEQUENCE (SIZE(1.. maxnoofSliceItems)) OF SNSSAI-Item

SNSSAI-Item ::= SEQUENCE {
	sNSSAI		SNSSAI,
	iE-Extensions				ProtocolExtensionContainer { { SNSSAI-Item-ExtIEs } }	OPTIONAL
}

SNSSAI-Item-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Slot-Configuration-List ::= SEQUENCE (SIZE(1.. maxnoofslots)) OF Slot-Configuration-Item

Slot-Configuration-Item ::= SEQUENCE {
	slotIndex				INTEGER (0..5119, ...),
	symbolAllocInSlot		SymbolAllocInSlot,
	iE-Extensions			ProtocolExtensionContainer { { Slot-Configuration-ItemExtIEs } }	OPTIONAL
}

Slot-Configuration-ItemExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


SNSSAI ::= SEQUENCE {
	sST			OCTET STRING (SIZE(1)),
	sD			OCTET STRING (SIZE(3)) 	OPTIONAL	,
	iE-Extensions				ProtocolExtensionContainer { { SNSSAI-ExtIEs } }	OPTIONAL
}

SNSSAI-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SpatialDirectionInformation ::= SEQUENCE {
	nR-PRSBeamInformation			NR-PRSBeamInformation,
	iE-Extensions					ProtocolExtensionContainer { { SpatialDirectionInformation-ExtIEs } } OPTIONAL
}

SpatialDirectionInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SpatialRelationInfo ::= SEQUENCE {
	spatialRelationforResourceID					SpatialRelationforResourceID,
	iE-Extensions		ProtocolExtensionContainer { {SpatialRelationInfo-ExtIEs} }	OPTIONAL
}

SpatialRelationInfo-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SpatialRelationforResourceID ::= SEQUENCE (SIZE(1..maxnoofSpatialRelations)) OF SpatialRelationforResourceIDItem

SpatialRelationforResourceIDItem ::= SEQUENCE {
	referenceSignal		ReferenceSignal,
	iE-Extensions		ProtocolExtensionContainer { {SpatialRelationforResourceIDItem-ExtIEs} }	OPTIONAL
}

SpatialRelationforResourceIDItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SpatialRelationPerSRSResource ::= SEQUENCE {
	spatialRelationPerSRSResource-List	SpatialRelationPerSRSResource-List,
	iE-Extensions		ProtocolExtensionContainer { { SpatialRelationPerSRSResource-ExtIEs} }	OPTIONAL,
	...
}

SpatialRelationPerSRSResource-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SpatialRelationPerSRSResource-List::= SEQUENCE(SIZE (1.. maxnoSRS-ResourcePerSet)) OF SpatialRelationPerSRSResourceItem

SpatialRelationPerSRSResourceItem ::= SEQUENCE {
	referenceSignal		ReferenceSignal,
	iE-Extensions		ProtocolExtensionContainer { { SpatialRelationPerSRSResourceItem-ExtIEs} }	OPTIONAL,
	...
}

SpatialRelationPerSRSResourceItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SpatialRelationPos ::= CHOICE {
	sSBPos					SSB,
	pRSInformationPos		PRSInformationPos,
	choice-extension		ProtocolIE-SingleContainer {{ SpatialInformationPos-ExtIEs }}
}

SpatialInformationPos-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

SpectrumSharingGroupID ::= INTEGER (1..maxCellineNB)

SRBID ::= INTEGER (0..3, ...)

SRBs-FailedToBeSetup-Item	::= SEQUENCE {
	sRBID		SRBID	,
	cause		Cause	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { SRBs-FailedToBeSetup-ItemExtIEs } }	OPTIONAL,
	...
}

SRBs-FailedToBeSetup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SRBs-FailedToBeSetupMod-Item	::= SEQUENCE {
	sRBID		SRBID		,
	cause		Cause		OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { SRBs-FailedToBeSetupMod-ItemExtIEs } }	OPTIONAL,
	...
}

SRBs-FailedToBeSetupMod-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SRBs-Modified-Item ::= SEQUENCE {
	sRBID							SRBID,
	lCID							LCID,
	iE-Extensions	ProtocolExtensionContainer { { SRBs-Modified-ItemExtIEs } }	OPTIONAL,
	...
}

SRBs-Modified-ItemExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SRBs-Required-ToBeReleased-Item	::= SEQUENCE {
	sRBID	SRBID,
	iE-Extensions	ProtocolExtensionContainer { { SRBs-Required-ToBeReleased-ItemExtIEs } }	OPTIONAL,
	...
}

SRBs-Required-ToBeReleased-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SRBs-Setup-Item ::= SEQUENCE {
	sRBID							SRBID,
	lCID								LCID,
	iE-Extensions	ProtocolExtensionContainer { { SRBs-Setup-ItemExtIEs } }	OPTIONAL,
	...
}

SRBs-Setup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SRBs-SetupMod-Item ::= SEQUENCE {
	sRBID						SRBID,
	lCID							LCID,
	iE-Extensions	ProtocolExtensionContainer { { SRBs-SetupMod-ItemExtIEs } }	OPTIONAL,
	...
}

SRBs-SetupMod-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SRBs-ToBeReleased-Item	::= SEQUENCE {
	sRBID		SRBID,
	iE-Extensions	ProtocolExtensionContainer { { SRBs-ToBeReleased-ItemExtIEs } }	OPTIONAL,
	...
}

SRBs-ToBeReleased-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SRBs-ToBeSetup-Item ::= SEQUENCE {
	sRBID	 SRBID	,
	duplicationIndication	DuplicationIndication	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { SRBs-ToBeSetup-ItemExtIEs } }	OPTIONAL,
	...
}

SRBs-ToBeSetup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-AdditionalDuplicationIndication	CRITICALITY ignore	EXTENSION AdditionalDuplicationIndication		PRESENCE optional	}|
	{ ID id-SDTRLCBearerConfiguration		CRITICALITY ignore	EXTENSION SDTRLCBearerConfiguration				PRESENCE optional }|
	{ ID id-SRBMappingInfo					CRITICALITY ignore	EXTENSION UuRLCChannelID							PRESENCE optional	},
	...
}

SRBs-ToBeSetupMod-Item	::= SEQUENCE {
	sRBID	SRBID,
	duplicationIndication	DuplicationIndication	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { SRBs-ToBeSetupMod-ItemExtIEs } }	OPTIONAL,
	...
}

SRBs-ToBeSetupMod-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-AdditionalDuplicationIndication	CRITICALITY ignore	EXTENSION AdditionalDuplicationIndication		PRESENCE optional	}|
	{ ID id-SRBMappingInfo					CRITICALITY ignore	EXTENSION UuRLCChannelID							PRESENCE optional	}|
	{ ID id-CG-SDTindicatorSetup			CRITICALITY reject	EXTENSION CG-SDTindicatorSetup						PRESENCE optional },
	...
}

SRSCarrier-List ::= SEQUENCE (SIZE(1.. maxnoSRS-Carriers)) OF SRSCarrier-List-Item

SRSCarrier-List-Item ::= SEQUENCE {
	pointA							INTEGER (0..3279165),
	uplinkChannelBW-PerSCS-List		UplinkChannelBW-PerSCS-List,
	activeULBWP						ActiveULBWP,
	pci								NRPCI		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { SRSCarrier-List-Item-ExtIEs } } OPTIONAL
}

SRSCarrier-List-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SRSConfig  ::= SEQUENCE {
	sRSResource-List			SRSResource-List 		OPTIONAL,
	posSRSResource-List			PosSRSResource-List 	OPTIONAL,
	sRSResourceSet-List			SRSResourceSet-List 	OPTIONAL,
	posSRSResourceSet-List		PosSRSResourceSet-List 	OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { SRSConfig-ExtIEs } } OPTIONAL
}

SRSConfig-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SRSConfiguration ::= SEQUENCE {
	sRSCarrier-List		SRSCarrier-List,
	iE-Extensions		ProtocolExtensionContainer { { SRSConfiguration-ExtIEs } } OPTIONAL
}

SRSConfiguration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
} 

SrsFrequency ::= INTEGER (0..3279165)

SRSPortIndex ::= ENUMERATED {id1000, id1001, id1002, id1003,...}

SRSPosResourceID ::= INTEGER (0..63)

SRSResource::= SEQUENCE {
	sRSResourceID					SRSResourceID,
	nrofSRS-Ports					ENUMERATED {port1, ports2, ports4},
	transmissionComb				TransmissionComb,
	startPosition					INTEGER (0..13),
	nrofSymbols						ENUMERATED {n1, n2, n4},
	repetitionFactor				ENUMERATED {n1, n2, n4},
	freqDomainPosition				INTEGER (0..67),
	freqDomainShift					INTEGER (0..268),
	c-SRS							INTEGER (0..63),
	b-SRS							INTEGER (0..3),
	b-hop							INTEGER (0..3),
	groupOrSequenceHopping			ENUMERATED { neither, groupHopping, sequenceHopping },
	resourceType					ResourceType,
	sequenceId						INTEGER (0..1023),
	iE-Extensions					ProtocolExtensionContainer { { SRSResource-ExtIEs } } OPTIONAL
}

[bookmark: _Hlk138022593]SRSResource-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
{ ID id-nrofSymbolsExtended			CRITICALITY ignore EXTENSION NrofSymbolsExtended			PRESENCE optional}|
{ ID id-repetitionFactorExtended		CRITICALITY ignore EXTENSION RepetitionFactorExtended 	PRESENCE optional}|
{ ID id-startRBHopping			CRITICALITY ignore EXTENSION StartRBHopping 			PRESENCE optional}|
{ ID id-startRBIndex			CRITICALITY ignore EXTENSION StartRBIndex 			PRESENCE optional},
	...
}

SRSResourceID ::= INTEGER (0..63)

SRSResourceID-List::= SEQUENCE (SIZE (1..maxnoSRS-ResourcePerSet)) OF SRSResourceID

SRSResource-List ::= SEQUENCE (SIZE (1..maxnoSRS-Resources)) OF SRSResource

SRSResourceSet::= SEQUENCE {
	sRSResourceSetID				SRSResourceSetID,
	sRSResourceID-List				SRSResourceID-List,
	resourceSetType					ResourceSetType,
	iE-Extensions					ProtocolExtensionContainer { { SRSResourceSet-ExtIEs } } OPTIONAL
}

SRSResourceSet-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SRSResourceSetID ::= INTEGER (0..15, ...)

SRSResourceSetList ::= SEQUENCE (SIZE(1.. maxnoSRS-ResourceSets)) OF SRSResourceSetItem

SRSResourceSetItem ::= SEQUENCE {
	numSRSresourcesperset		INTEGER (1..16, ...)	OPTIONAL,
	periodicityList				PeriodicityList			OPTIONAL,
	spatialRelationInfo			SpatialRelationInfo		OPTIONAL,
	pathlossReferenceInfo		PathlossReferenceInfo	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { SRSResourceSetItemExtIEs } }	OPTIONAL
}

SRSResourceSetItemExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-SRSSpatialRelationPerSRSResource	CRITICALITY ignore	EXTENSION SpatialRelationPerSRSResource PRESENCE optional},
	...
}

SRSResourceSet-List ::= SEQUENCE (SIZE (1..maxnoSRS-ResourceSets)) OF SRSResourceSet 

SRSResourceTrigger ::= SEQUENCE {
	aperiodicSRSResourceTriggerList					AperiodicSRSResourceTriggerList,
	iE-Extensions		ProtocolExtensionContainer { {SRSResourceTrigger-ExtIEs} }	OPTIONAL
}

SRSResourceTrigger-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


SRSResourcetype ::= SEQUENCE {
	sRSResourceTypeChoice					SRSResourceTypeChoice,
	iE-Extensions		ProtocolExtensionContainer { { SRSResourcetype-ExtIEs} }	OPTIONAL,
	...
}

SRSResourcetype-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-SRSPortIndex			CRITICALITY ignore EXTENSION SRSPortIndex	PRESENCE optional },
	...
}

SRSResourceTypeChoice ::= CHOICE {
	sRSResourceInfo				SRSInfo,
	posSRSResourceInfo			PosSRSInfo,
	choice-extension			ProtocolIE-SingleContainer { { SRSResourceTypeChoice-ExtIEs} }
}

SRSResourceTypeChoice-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

SRSInfo ::= SEQUENCE {
	sRSResource			SRSResourceID,
	...
}

SRSPosRRCInactiveConfig ::= OCTET STRING

SRSPosRRCInactiveQueryIndication ::= ENUMERATED {true, ...}

PosSRSInfo ::= SEQUENCE {
	posSRSResourceID		SRSPosResourceID,
	...
}

SSB ::= SEQUENCE {
	pCI-NR				NRPCI,
	ssb-index			SSB-Index	OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {SSB-ExtIEs} }	OPTIONAL
}

SSBCoverageModification-List ::= SEQUENCE (SIZE (1..maxnoofSSBAreas)) OF SSBCoverageModification-Item

SSBCoverageModification-Item::= SEQUENCE {
	sSBIndex						INTEGER(0..63),
	sSBCoverageState				SSBCoverageState,	
	iE-Extensions		ProtocolExtensionContainer { { SSBCoverageModification-Item-ExtIEs} }	OPTIONAL,
...
}

SSBCoverageModification-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


SSBCoverageState ::= INTEGER (0..15, ...)


SSB-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SSB-freqInfo ::= INTEGER (0..maxNRARFCN) 

SSB-Index ::= INTEGER(0..63)

SSB-subcarrierSpacing ::=  ENUMERATED {kHz15, kHz30, kHz120, kHz240, spare3, spare2, spare1, ...}

SSB-transmissionPeriodicity	::= ENUMERATED {sf10, sf20, sf40, sf80, sf160, sf320, sf640, ...}

SSB-transmissionTimingOffset ::= INTEGER (0..127, ...)

SSB-transmissionBitmap ::= CHOICE {
	shortBitmap			BIT STRING (SIZE (4)),
	mediumBitmap		BIT STRING (SIZE (8)),
	longBitmap			BIT STRING (SIZE (64)),
	choice-extension	ProtocolIE-SingleContainer { { SSB-transmisisonBitmap-ExtIEs} }
}

SSB-transmisisonBitmap-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

SSBAreaCapacityValueList ::= SEQUENCE (SIZE(1.. maxnoofSSBAreas)) OF	SSBAreaCapacityValueItem

SSBAreaCapacityValueItem ::= SEQUENCE {
	sSBIndex				INTEGER(0..63),
	sSBAreaCapacityValue	INTEGER (0..100),
	iE-Extensions			ProtocolExtensionContainer { { SSBAreaCapacityValueItem-ExtIEs} } OPTIONAL
}

SSBAreaCapacityValueItem-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SSBAreaRadioResourceStatusList::= SEQUENCE (SIZE(1.. maxnoofSSBAreas)) OF	SSBAreaRadioResourceStatusItem

SSBAreaRadioResourceStatusItem::= SEQUENCE {
	sSBIndex					INTEGER(0..63),
	sSBAreaDLGBRPRBusage		INTEGER (0..100),
	sSBAreaULGBRPRBusage		INTEGER (0..100),
	sSBAreaDLnon-GBRPRBusage	INTEGER (0..100),
	sSBAreaULnon-GBRPRBusage	INTEGER (0..100),
	sSBAreaDLTotalPRBusage		INTEGER (0..100),
	sSBAreaULTotalPRBusage		INTEGER (0..100),
	dLschedulingPDCCHCCEusage	INTEGER (0..100)		OPTIONAL,
	uLschedulingPDCCHCCEusage	INTEGER (0..100) 		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { SSBAreaRadioResourceStatusItem-ExtIEs} } OPTIONAL
}

SSBAreaRadioResourceStatusItem-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SSBInformation ::= SEQUENCE {
	sSBInformationList	SSBInformationList,
	iE-Extensions		ProtocolExtensionContainer { { SSBInformation-ExtIEs } }	OPTIONAL
}

SSBInformation-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SSBInformationList ::= SEQUENCE (SIZE(1.. maxnoofSSBs)) OF SSBInformationItem

SSBInformationItem ::= SEQUENCE {
	sSB-Configuration	SSB-TF-Configuration,
	pCI-NR				NRPCI,
	iE-Extensions		ProtocolExtensionContainer { { SSBInformationItem-ExtIEs } }	OPTIONAL
}

SSBInformationItem-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SSB-PositionsInBurst ::= CHOICE {
	shortBitmap						BIT STRING (SIZE (4)),
	mediumBitmap					BIT STRING (SIZE (8)),
	longBitmap						BIT STRING (SIZE (64)),
	choice-extension				ProtocolIE-SingleContainer { {SSB-PositionsInBurst-ExtIEs} }
}

SSB-PositionsInBurst-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

SSB-TF-Configuration ::= SEQUENCE {
	sSB-frequency				INTEGER (0..3279165),
	sSB-subcarrier-spacing		ENUMERATED {kHz15, kHz30, kHz60, kHz120, kHz240, ..., kHz480, kHz960},
	-- The value kHz60 is not supported in this version of the specification.
	sSB-Transmit-power			INTEGER (-60..50),
	sSB-periodicity				ENUMERATED {ms5, ms10, ms20, ms40, ms80, ms160, ...},
	sSB-half-frame-offset		INTEGER(0..1),
	sSB-SFN-offset				INTEGER(0..15),
	sSB-position-in-burst		SSB-PositionsInBurst		OPTIONAL,
	sFNInitialisationTime		RelativeTime1900		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { SSB-TF-Configuration-ExtIEs} } OPTIONAL
}

SSB-TF-Configuration-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


SSBToReportList ::= SEQUENCE (SIZE(1.. maxnoofSSBAreas)) OF SSBToReportItem

SSBToReportItem ::= SEQUENCE {
	sSBIndex					INTEGER(0..63),
	iE-Extensions				ProtocolExtensionContainer { { SSBToReportItem-ExtIEs} } OPTIONAL
}

SSBToReportItem-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Hlk138022680]StartRBIndex  ::= CHOICE{
	freqScalingFactor2   INTEGER(0..1),
	freqScalingFactor4   INTEGER(0..3),
[bookmark: _Hlk138021100]	choice-extension	 ProtocolIE-SingleContainer { { StartRBIndex-ExtIEs} }
}
[bookmark: _Hlk138021083]StartRBIndex-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

StartRBHopping  ::= ENUMERATED {enable}

StartTimeAndDuration ::= SEQUENCE {
	startTime			RelativeTime1900				OPTIONAL,
	duration			INTEGER (0..90060, ...)			OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { StartTimeAndDuration-ExtIEs } }	OPTIONAL,
	...
}

StartTimeAndDuration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SUL-Information ::= SEQUENCE {
	sUL-NRARFCN							INTEGER (0..maxNRARFCN),
	sUL-transmission-Bandwidth			Transmission-Bandwidth,
	iE-Extensions						ProtocolExtensionContainer { { SUL-InformationExtIEs} } OPTIONAL,
	...
}

SUL-InformationExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-CarrierList				CRITICALITY ignore	EXTENSION NRCarrierList			PRESENCE optional }|
	{ ID id-FrequencyShift7p5khz	CRITICALITY ignore	EXTENSION FrequencyShift7p5khz	PRESENCE optional },
	...
}

SubcarrierSpacing ::=	ENUMERATED { kHz15, kHz30, kHz60, kHz120, kHz240, spare3, spare2, spare1, ...}

SubscriberProfileIDforRFP ::= INTEGER (1..256, ...)

SuccessfulHOReportInformationList::= SEQUENCE (SIZE(1.. maxnoofSuccessfulHOReports)) OF SuccessfulHOReportInformation-Item

SuccessfulHOReportInformation-Item ::= SEQUENCE {
	successfulHOReportContainer				OCTET STRING,
	iE-Extensions	ProtocolExtensionContainer { { SuccessfulHOReportInformation-Item-ExtIEs } }	OPTIONAL
}

SuccessfulHOReportInformation-Item-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SULAccessIndication ::= ENUMERATED {true,...}


SupportedSULFreqBandItem ::= SEQUENCE {
	freqBandIndicatorNr 			INTEGER (1..1024,...),
	iE-Extensions					ProtocolExtensionContainer { { SupportedSULFreqBandItem-ExtIEs} } OPTIONAL,
	...
}

SupportedSULFreqBandItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

SurvivalTime ::= INTEGER (0.. 1920000,...)

SymbolAllocInSlot ::= CHOICE {
	all-DL					NULL,
	all-UL					NULL, 
	both-DL-and-UL			NumDLULSymbols,	
	choice-extension		ProtocolIE-SingleContainer { { SymbolAllocInSlot-ExtIEs } }
}

SymbolAllocInSlot-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

SystemFrameNumber ::= INTEGER (0..1023)

SystemInformationAreaID ::=BIT STRING (SIZE (24))

-- T

FiveGS-TAC ::= OCTET STRING (SIZE(3))

Configured-EPS-TAC ::= OCTET STRING (SIZE(2))

TargetCellList ::= SEQUENCE (SIZE(1..maxnoofCHOcells)) OF TargetCellList-Item

TargetCellList-Item ::= SEQUENCE {
	target-cell								NRCGI,
	iE-Extensions							ProtocolExtensionContainer { { TargetCellList-Item-ExtIEs} } OPTIONAL
}

TargetCellList-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NSAGSupportList ::= SEQUENCE (SIZE(1.. maxnoofNSAGs)) OF NSAGSupportItem

NSAGSupportItem ::= SEQUENCE {
	nSAG-ID					NSAG-ID,
	nSAGSliceSupport		ExtendedSliceSupportList,
	iE-Extensions			ProtocolExtensionContainer { {NSAGSupportItem-ExtIEs} }	OPTIONAL,
	...
}

NSAGSupportItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NSAG-ID ::= INTEGER (0..255, ...)

TDD-Info ::= SEQUENCE {
	nRFreqInfo						NRFreqInfo,
	transmission-Bandwidth			Transmission-Bandwidth,
	iE-Extensions					ProtocolExtensionContainer { {TDD-Info-ExtIEs} } OPTIONAL,
	...
}

TDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ID	id-IntendedTDD-DL-ULConfig	CRITICALITY ignore	EXTENSION	IntendedTDD-DL-ULConfig	PRESENCE optional}|
	{ID id-TDD-UL-DLConfigCommonNR	CRITICALITY ignore	EXTENSION TDD-UL-DLConfigCommonNR	PRESENCE optional }|
	{ID id-CarrierList				CRITICALITY ignore	EXTENSION NRCarrierList				PRESENCE optional },
	...
}

TDD-InfoRel16 ::= SEQUENCE {
	tDD-FreqInfo									FreqInfoRel16													OPTIONAL,
	sUL-FreqInfo									FreqInfoRel16													OPTIONAL,
	tDD-UL-DLConfigCommonNR							TDD-UL-DLConfigCommonNR											OPTIONAL,
	iE-Extensions									ProtocolExtensionContainer { {TDD-InfoRel16-ExtIEs} }		OPTIONAL,
	...
}

TDD-InfoRel16-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


TDD-UL-DLConfigCommonNR ::= OCTET STRING

TRPTEGInformation ::= CHOICE {
	rxTx-TEG			RxTxTEG,
	rx-TEG				RxTEG,
	choice-extension		ProtocolIE-SingleContainer { { TRPTEGInformation-ExtIEs} }
}

TRPTEGInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

RxTxTEG ::= SEQUENCE {
	tRP-RxTx-TEGInformation			TRP-RxTx-TEGInformation,
	tRP-Tx-TEGInformation			TRP-Tx-TEGInformation		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { RxTxTEG-ExtIEs } }		OPTIONAL,
	...
}

RxTxTEG-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RxTEG ::= SEQUENCE {
	tRP-Rx-TEGInformation		TRP-Rx-TEGInformation,
	tRP-Tx-TEGInformation		TRP-Tx-TEGInformation,
	iE-Extensions			ProtocolExtensionContainer { { RxTEG-ExtIEs } }		OPTIONAL,
	...
}

RxTEG-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TimeReferenceInformation ::= SEQUENCE {
	referenceTime					ReferenceTime,
	referenceSFN					ReferenceSFN,
	uncertainty						Uncertainty,
	timeInformationType				TimeInformationType,
	iE-Extensions		ProtocolExtensionContainer { {TimeReferenceInformation-ExtIEs} }	OPTIONAL
}

TimeReferenceInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TimeInformationType ::= ENUMERATED {localClock}

TimeStamp ::= SEQUENCE {
	systemFrameNumber		SystemFrameNumber,
	slotIndex				TimeStampSlotIndex,
	measurementTime			RelativeTime1900	OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { { TimeStamp-ExtIEs} }	OPTIONAL
}

TimeStamp-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TimeStampSlotIndex ::= CHOICE {
	sCS-15			INTEGER(0..9),
	sCS-30			INTEGER(0..19),
	sCS-60			INTEGER(0..39),
	sCS-120			INTEGER(0..79),
	choice-extension		ProtocolIE-SingleContainer { { TimeStampSlotIndex-ExtIEs} }
}

TimeStampSlotIndex-ExtIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-SCS-480		CRITICALITY reject	TYPE SCS-480 PRESENCE mandatory}|
	{ ID id-SCS-960		CRITICALITY reject	TYPE SCS-960 PRESENCE mandatory},
	...
}

TimeToWait ::= ENUMERATED {v1s, v2s, v5s, v10s, v20s, v60s, ...}

TimingErrorMargin ::= ENUMERATED {m0Tc, m2Tc, m4Tc, m6Tc, m8Tc, m12Tc, m16Tc, m20Tc, m24Tc, m32Tc, m40Tc, m48Tc, m56Tc, m64Tc, m72Tc, m80Tc, ...}

TimingMeasurementQuality ::= SEQUENCE {
	measurementQuality		INTEGER(0..31),
	resolution				ENUMERATED{m0dot1, m1, m10, m30, ...},
	iE-Extensions			ProtocolExtensionContainer { { TimingMeasurementQuality-ExtIEs} }	OPTIONAL
}

TimingMeasurementQuality-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TMGI ::=  OCTET STRING (SIZE(6))

TNLAssociationUsage ::= ENUMERATED {
	ue,
	non-ue,
	both, 
	...
}

TNLCapacityIndicator::= SEQUENCE {
	dLTNLOfferedCapacity		INTEGER (1.. 16777216,...),
	dLTNLAvailableCapacity		INTEGER (0.. 100,...),
	uLTNLOfferedCapacity		INTEGER (1.. 16777216,...),
	uLTNLAvailableCapacity		INTEGER (0.. 100,...),
	iE-Extensions	ProtocolExtensionContainer { { TNLCapacityIndicator-ExtIEs} } OPTIONAL
}

TNLCapacityIndicator-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TraceActivation ::= SEQUENCE {
	traceID								TraceID,
	interfacesToTrace					InterfacesToTrace,
	traceDepth							TraceDepth,
	traceCollectionEntityIPAddress		TransportLayerAddress,
	iE-Extensions		ProtocolExtensionContainer { {TraceActivation-ExtIEs} }	OPTIONAL
}

TraceActivation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ID id-mdtConfiguration			CRITICALITY ignore	EXTENSION	MDTConfiguration		PRESENCE optional}|
	{ID id-TraceCollectionEntityURI	CRITICALITY ignore	EXTENSION URI-address				PRESENCE optional	},
	...
}

TraceDepth ::= ENUMERATED { 
	minimum,
	medium,
	maximum,
	minimumWithoutVendorSpecificExtension,
	mediumWithoutVendorSpecificExtension,
	maximumWithoutVendorSpecificExtension,
	...
}

TraceID ::= OCTET STRING (SIZE(8))

TrafficMappingInfo	::= CHOICE {
	iPtolayer2TrafficMappingInfo					IPtolayer2TrafficMappingInfo,
	bAPlayerBHRLCchannelMappingInfo					BAPlayerBHRLCchannelMappingInfo,
	choice-extension								ProtocolIE-SingleContainer { { TrafficMappingInfo-ExtIEs} }
}

TrafficMappingInfo-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

TransportLayerAddress		::= BIT STRING (SIZE(1..160, ...))

TransactionID				::= INTEGER (0..255, ...)

Transmission-Bandwidth ::= SEQUENCE {
	nRSCS	NRSCS,
	nRNRB	NRNRB,
	iE-Extensions				ProtocolExtensionContainer { { Transmission-Bandwidth-ExtIEs} } OPTIONAL,
	...
}

Transmission-Bandwidth-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TransmissionComb ::= CHOICE {
	n2    SEQUENCE {
            combOffset-n2              INTEGER (0..1),
            cyclicShift-n2             INTEGER (0..7)
        },
    n4    SEQUENCE {
            combOffset-n4              INTEGER (0..3),
            cyclicShift-n4             INTEGER (0..11)
        },
	choice-extension				ProtocolIE-SingleContainer { { TransmissionComb-ExtIEs} }
}
TransmissionComb-ExtIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-transmissionCombn8	CRITICALITY reject TYPE TransmissionCombn8 PRESENCE mandatory},
	...
}

TransmissionCombn8 ::= SEQUENCE {
	combOffset-n8              INTEGER (0..7),
	cyclicShift-n8             INTEGER (0..5),
	iE-Extensions			   ProtocolExtensionContainer { { TransmissionCombn8-ExtIEs} } OPTIONAL
}

TransmissionCombn8-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TransmissionCombPos ::= CHOICE {
	n2    SEQUENCE {
            combOffset-n2              INTEGER (0..1),
            cyclicShift-n2             INTEGER (0..7)
        },
    n4    SEQUENCE {
            combOffset-n4              INTEGER (0..3),
            cyclicShift-n4             INTEGER (0..11)
        },
    n8    SEQUENCE {
            combOffset-n8              INTEGER (0..7),
            cyclicShift-n8             INTEGER (0..5)
        },

	choice-extension				ProtocolIE-SingleContainer { { TransmissionCombPos-ExtIEs} }
}
TransmissionCombPos-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

TransmissionStopIndicator ::= ENUMERATED {true, ... }

Transport-UP-Layer-Address-Info-To-Add-List	::= SEQUENCE (SIZE(1.. maxnoofTLAs)) OF Transport-UP-Layer-Address-Info-To-Add-Item

Transport-UP-Layer-Address-Info-To-Add-Item ::= SEQUENCE {
	iP-SecTransportLayerAddress		TransportLayerAddress,
	gTPTransportLayerAddressToAdd			GTPTLAs							OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { Transport-UP-Layer-Address-Info-To-Add-ItemExtIEs } }	OPTIONAL
}

Transport-UP-Layer-Address-Info-To-Add-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= { 
	...
}

Transport-UP-Layer-Address-Info-To-Remove-List	::= SEQUENCE (SIZE(1.. maxnoofTLAs)) OF Transport-UP-Layer-Address-Info-To-Remove-Item

Transport-UP-Layer-Address-Info-To-Remove-Item ::= SEQUENCE {
	iP-SecTransportLayerAddress		TransportLayerAddress,
	gTPTransportLayerAddressToRemove			GTPTLAs							OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { Transport-UP-Layer-Address-Info-To-Remove-ItemExtIEs } }	OPTIONAL
}

Transport-UP-Layer-Address-Info-To-Remove-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= { 
	...
}

TransmissionActionIndicator ::= ENUMERATED {stop, ..., restart }

TRPBeamAntennaInformation ::= SEQUENCE {
	choice-TRP-Beam-Antenna-Info-Item		Choice-TRP-Beam-Antenna-Info-Item								,
	iE-Extensions			ProtocolExtensionContainer {{ TRPBeamAntennaInformation-ExtIEs}}				OPTIONAL,
	...
}

TRPBeamAntennaInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

Choice-TRP-Beam-Antenna-Info-Item ::= CHOICE {
	reference					TRPID,
	explicit					TRP-BeamAntennaExplicitInformation,
	noChange					NULL,
	choice-extension			ProtocolIE-SingleContainer { { Choice-TRP-Beam-Info-Item-ExtIEs } }
}

Choice-TRP-Beam-Info-Item-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

TRP-BeamAntennaExplicitInformation ::= SEQUENCE {
	trp-BeamAntennaAngles					TRP-BeamAntennaAngles,
	lcs-to-gcs-translation	 				LCS-to-GCS-Translation										OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer {{ TRP-BeamAntennaExplicitInformation-ExtIEs}}				OPTIONAL,
	...
}

TRP-BeamAntennaExplicitInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}



TRP-BeamAntennaAngles ::= SEQUENCE (SIZE (1.. maxnoAzimuthAngles)) OF TRP-BeamAntennaAnglesList-Item

TRP-BeamAntennaAnglesList-Item ::= SEQUENCE {
	trp-azimuth-angle					INTEGER (0..359),
	trp-azimuth-angle-fine				INTEGER (0..9)	OPTIONAL,
	trp-elevation-angle-list			SEQUENCE (SIZE (1.. maxnoElevationAngles)) OF TRP-ElevationAngleList-Item,
	iE-Extensions			ProtocolExtensionContainer {{ TRP-BeamAntennaAnglesList-Item-ExtIEs}}			OPTIONAL,
	...
}

TRP-BeamAntennaAnglesList-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TRP-ElevationAngleList-Item ::= SEQUENCE {
	trp-elevation-angle					INTEGER (0..180),
	trp-elevation-angle-fine			INTEGER (0..9)	OPTIONAL,
	trp-beam-power-list					SEQUENCE (SIZE (2..maxNumResourcesPerAngle)) OF TRP-Beam-Power-Item,
	iE-Extensions			ProtocolExtensionContainer {{ TRP-ElevationAngleList-Item-ExtIEs}}			OPTIONAL,
...
}
TRP-ElevationAngleList-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TRP-Beam-Power-Item ::= SEQUENCE {
	pRSResourceSetID				PRS-Resource-Set-ID													OPTIONAL,
	pRSResourceID					PRS-Resource-ID,
	relativePower					INTEGER (0..30), --negative value
	relativePowerFine				INTEGER (0..9)			OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer {{ TRP-Beam-Power-Item-ExtIEs}}					OPTIONAL,
	...
}

TRP-Beam-Power-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


TRPID ::= INTEGER (0.. maxnoofTRPs, ...)

TRPInformation ::= SEQUENCE {
	tRPID							TRPID,
	tRPInformationTypeResponseList	TRPInformationTypeResponseList,
	iE-Extensions					ProtocolExtensionContainer { { TRPInformation-ExtIEs } }		OPTIONAL
}

TRPInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TRPInformationItem ::= SEQUENCE {
	tRPInformation					TRPInformation,
	iE-Extensions					ProtocolExtensionContainer { { TRPInformationItem-ExtIEs } }	OPTIONAL
}

TRPInformationItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= { 
	...
}

TRPInformationTypeItem ::= ENUMERATED { 
		nrPCI,
		nG-RAN-CGI,
		arfcn, 
		pRSConfig,
		sSBConfig,
		sFNInitTime,
		spatialDirectInfo,
		geoCoord,
		...,
		trp-type,
		ondemandPRS,
		trpTxTeg,
		beam-antenna-info
}


TRPInformationTypeResponseList ::= SEQUENCE (SIZE(1.. maxnoofTRPInfoTypes)) OF TRPInformationTypeResponseItem 

TRPInformationTypeResponseItem ::= CHOICE {
	pCI-NR								NRPCI,
	nG-RAN-CGI							NRCGI,
	nRARFCN								INTEGER (0..maxNRARFCN),
	pRSConfiguration					PRSConfiguration,
	sSBinformation						SSBInformation,
	sFNInitialisationTime				RelativeTime1900,
	spatialDirectionInformation			SpatialDirectionInformation,
	geographicalCoordinates				GeographicalCoordinates,
	choice-extension					ProtocolIE-SingleContainer { { TRPInformationTypeResponseItem-ExtIEs} }
}

TRPInformationTypeResponseItem-ExtIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TRPType						CRITICALITY reject		TYPE TRPType					PRESENCE mandatory }|
	{ ID id-OnDemandPRS	 				CRITICALITY reject		TYPE OnDemandPRS-Info			PRESENCE mandatory}|
	{ ID id-TRPTxTEGAssociation			CRITICALITY reject		TYPE TRPTxTEGAssociation		PRESENCE optional }|
	{ ID id-TRPBeamAntennaInformation	CRITICALITY reject		TYPE TRPBeamAntennaInformation	PRESENCE mandatory },
	...
}


TRPList ::= SEQUENCE (SIZE(1.. maxnoofTRPs)) OF TRPListItem

TRPListItem ::= SEQUENCE {
	tRPID							TRPID,
	iE-Extensions					ProtocolExtensionContainer { { TRPListItem-ExtIEs } }	OPTIONAL
}

TRPListItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= { 
	...
}

TRPMeasurementQuality ::= SEQUENCE {
	tRPmeasurementQuality-Item 	TRPMeasurementQuality-Item,
	iE-Extensions				ProtocolExtensionContainer { {TRPMeasurementQuality-ExtIEs} } OPTIONAL
}

TRPMeasurementQuality-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TRPMeasurementQuality-Item ::= CHOICE {
	timingMeasurementQuality	TimingMeasurementQuality,
	angleMeasurementQuality		AngleMeasurementQuality,
	choice-extension			ProtocolIE-SingleContainer { { TRPMeasurementQuality-Item-ExtIEs } }
}

TRPMeasurementQuality-Item-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

TRP-MeasurementRequestList ::= SEQUENCE (SIZE (1..maxNoOfMeasTRPs)) OF TRP-MeasurementRequestItem

TRP-MeasurementRequestItem ::= SEQUENCE {
	tRPID							TRPID, 
	search-window-information		Search-window-information	OPTIONAL, 
	iE-extensions		ProtocolExtensionContainer { { TRP-MeasurementRequestItem-ExtIEs } } OPTIONAL
}

TRP-MeasurementRequestItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-NRCGI					CRITICALITY ignore EXTENSION NRCGI					PRESENCE optional }|
	{ ID id-AoA-SearchWindow		CRITICALITY ignore EXTENSION AoA-AssistanceInfo		PRESENCE optional }|
	{ ID id-NumberOfTRPRxTEG		CRITICALITY ignore EXTENSION NumberOfTRPRxTEG		PRESENCE optional }|
	{ ID id-NumberOfTRPRxTxTEG		CRITICALITY ignore EXTENSION NumberOfTRPRxTxTEG		PRESENCE optional },
	...
}

TRP-PRS-Info-List ::= SEQUENCE (SIZE(1.. maxnoofPRSTRPs)) OF TRP-PRS-Info-List-Item

TRP-PRS-Info-List-Item ::= SEQUENCE {
		tRP-ID				TRPID,
		nR-PCI				NRPCI,
		cGI-NR				NRCGI					OPTIONAL,
		pRSConfiguration							PRSConfiguration,
		iE-Extensions	ProtocolExtensionContainer { { TRP-PRS-Info-List-Item-ExtIEs} } OPTIONAL,
		...
}

TRP-PRS-Info-List-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


TRPPositionDefinitionType ::= CHOICE {
	direct		TRPPositionDirect,
	referenced	TRPPositionReferenced,
	choice-extension							ProtocolIE-SingleContainer { { TRPPositionDefinitionType-ExtIEs } }
}

TRPPositionDefinitionType-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

TRPPositionDirect ::= SEQUENCE {
	accuracy	TRPPositionDirectAccuracy,
	iE-extensions		ProtocolExtensionContainer { { TRPPositionDirect-ExtIEs } }	OPTIONAL
}

TRPPositionDirect-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TRPPositionDirectAccuracy ::= CHOICE {
	tRPPosition				AccessPointPosition,
	tRPHAposition			NGRANHighAccuracyAccessPointPosition,
	choice-extension		ProtocolIE-SingleContainer { { TRPPositionDirectAccuracy-ExtIEs } }
}

TRPPositionDirectAccuracy-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

TRPPositionReferenced ::= SEQUENCE {
	referencePoint					ReferencePoint,
	referencePointType				TRPReferencePointType,
	iE-extensions					ProtocolExtensionContainer { { TRPPositionReferenced-ExtIEs } } 	OPTIONAL
}

TRPPositionReferenced-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TRPReferencePointType ::= CHOICE {
	tRPPositionRelativeGeodetic			RelativeGeodeticLocation,
	tRPPositionRelativeCartesian		RelativeCartesianLocation,
	choice-extension					ProtocolIE-SingleContainer { { TRPReferencePointType-ExtIEs } }
}

TRPReferencePointType-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

TRP-Rx-TEGInformation ::= SEQUENCE {
	tRP-Rx-TEGID					INTEGER (0..31),
	tRP-Rx-TimingErrorMargin		TimingErrorMargin,
	iE-Extensions		ProtocolExtensionContainer { { TRP-Rx-TEGInformation-ExtIEs } } OPTIONAL,
	...
}

TRP-Rx-TEGInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TRP-RxTx-TEGInformation ::= SEQUENCE {
	tRP-RxTx-TEGID					INTEGER (0..255),
	tRP-RxTx-TimingErrorMargin		RxTxTimingErrorMargin,
	iE-Extensions		ProtocolExtensionContainer { { TRP-RxTx-TEGInformation-ExtIEs } } OPTIONAL,
	...
}

TRP-RxTx-TEGInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


TRP-Tx-TEGInformation ::= SEQUENCE {
	tRP-Tx-TEGID					INTEGER (0..7),
	tRP-Tx-TimingErrorMargin		TimingErrorMargin,
	iE-Extensions		ProtocolExtensionContainer { { TRP-Tx-TEGInformation-ExtIEs } } OPTIONAL,
	...
}

TRP-Tx-TEGInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TRPTxTEGAssociation ::= SEQUENCE (SIZE(1.. maxnoTRPTEGs)) OF TRPTEG-Item

TRPTEG-Item ::= SEQUENCE {
		tRP-Tx-TEGInformation		TRP-Tx-TEGInformation,
		dl-PRSResourceSetID			PRS-Resource-Set-ID,
		dl-PRSResourceID-List	SEQUENCE (SIZE(1.. maxnoofPRS-ResourcesPerSet)) OF DLPRSResourceID-Item OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { TRPTEGItem-ExtIEs } } OPTIONAL,
	...
}

TRPTEGItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

DLPRSResourceID-Item ::= SEQUENCE {
	dl-PRSResourceID		PRS-Resource-ID,
	iE-Extensions			ProtocolExtensionContainer { { DLPRSResource-Item-ExtIEs} }	OPTIONAL,
	...
}

DLPRSResource-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


TypeOfError ::= ENUMERATED {
	not-understood,
	missing,
	...
}

Transport-Layer-Address-Info ::= SEQUENCE {
	transport-UP-Layer-Address-Info-To-Add-List		Transport-UP-Layer-Address-Info-To-Add-List							OPTIONAL,
	transport-UP-Layer-Address-Info-To-Remove-List	Transport-UP-Layer-Address-Info-To-Remove-List					OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { Transport-Layer-Address-Info-ExtIEs } }								OPTIONAL
}

Transport-Layer-Address-Info-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TRPType ::= ENUMERATED {
	prsOnlyTP, 
	srsOnlyRP,
	tp,
	rp,
	trp,
	...
}

TSCAssistanceInformation ::= SEQUENCE {
	periodicity				Periodicity,
	burstArrivalTime		BurstArrivalTime													OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { {TSCAssistanceInformation-ExtIEs} }	OPTIONAL,
	...
}

TSCAssistanceInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-SurvivalTime	CRITICALITY ignore	EXTENSION SurvivalTime	PRESENCE optional },
	...
}

TSCTrafficCharacteristics ::= SEQUENCE {
	tSCAssistanceInformationDL		TSCAssistanceInformation								OPTIONAL,
	tSCAssistanceInformationUL		TSCAssistanceInformation								OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {TSCTrafficCharacteristics-ExtIEs} }	OPTIONAL,
	...
}

TSCTrafficCharacteristics-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

TRP-MeasurementUpdateList ::= SEQUENCE (SIZE (1..maxNoOfMeasTRPs)) OF TRP-MeasurementUpdateItem

TRP-MeasurementUpdateItem ::= SEQUENCE {
	tRP-ID						TRPID, 
	aoA-window-information		AoA-AssistanceInfo	OPTIONAL, 
	iE-extensions				ProtocolExtensionContainer { { TRP-MeasurementUpdateItem-ExtIEs } } OPTIONAL,
	...
}

TRP-MeasurementUpdateItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-NumberOfTRPRxTEG		CRITICALITY ignore EXTENSION NumberOfTRPRxTEG		PRESENCE optional }|
	{ ID id-NumberOfTRPRxTxTEG		CRITICALITY ignore EXTENSION NumberOfTRPRxTxTEG		PRESENCE optional },
	...
}

TwoPHRModeMCG ::= ENUMERATED {enabled, ...}

TwoPHRModeSCG ::= ENUMERATED {enabled, ...}


-- U
UAC-Assistance-Info ::= SEQUENCE {
	uACPLMN-List		UACPLMN-List,
	iE-Extensions		ProtocolExtensionContainer { { UAC-Assistance-InfoExtIEs} } OPTIONAL
}

UAC-Assistance-InfoExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UACPLMN-List ::= SEQUENCE (SIZE(1..maxnoofUACPLMNs)) OF UACPLMN-Item

UACPLMN-Item::= SEQUENCE {
	pLMNIdentity				PLMN-Identity,
	uACType-List				UACType-List,	iE-Extensions		ProtocolExtensionContainer { { UACPLMN-Item-ExtIEs} } OPTIONAL
}

UACPLMN-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-NID	CRITICALITY ignore	EXTENSION NID	PRESENCE optional },
	...
}

UACType-List ::= SEQUENCE (SIZE(1..maxnoofUACperPLMN)) OF UACType-Item

UACType-Item::= SEQUENCE {
	uACReductionIndication 		UACReductionIndication,
	uACCategoryType				UACCategoryType,
	iE-Extensions		ProtocolExtensionContainer { { UACType-Item-ExtIEs } } OPTIONAL
}

UACType-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UACCategoryType ::= CHOICE {
	uACstandardized				UACAction,
	uACOperatorDefined			UACOperatorDefined, 
	choice-extension			ProtocolIE-SingleContainer { { UACCategoryType-ExtIEs } }
}

UACCategoryType-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

UACOperatorDefined ::= SEQUENCE {
	accessCategory					INTEGER (32..63,...),
	accessIdentity					BIT STRING (SIZE(7)),
	iE-Extensions		ProtocolExtensionContainer { { UACOperatorDefined-ExtIEs} } OPTIONAL
}

UACOperatorDefined-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


UACAction ::= ENUMERATED {
	reject-non-emergency-mo-dt,
	reject-rrc-cr-signalling,
	permit-emergency-sessions-and-mobile-terminated-services-only,
	permit-high-priority-sessions-and-mobile-terminated-services-only,
	...
}

UACReductionIndication ::= INTEGER (0..100)


UE-associatedLogicalF1-ConnectionItem ::= SEQUENCE {
	gNB-CU-UE-F1AP-ID		GNB-CU-UE-F1AP-ID	 OPTIONAL,
	gNB-DU-UE-F1AP-ID		GNB-DU-UE-F1AP-ID	 OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { UE-associatedLogicalF1-ConnectionItemExtIEs} } OPTIONAL,
	...
}

UEAssistanceInformation ::= OCTET STRING

UEAssistanceInformationEUTRA ::= OCTET STRING

UE-associatedLogicalF1-ConnectionItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UE-CapabilityRAT-ContainerList::= OCTET STRING

UEContextNotRetrievable ::= ENUMERATED {true, ...}

UEIdentityIndexValue ::= CHOICE {
	indexLength10			BIT STRING (SIZE (10)),
	choice-extension		ProtocolIE-SingleContainer { {UEIdentityIndexValueChoice-ExtIEs} }	
}

UEIdentityIndexValueChoice-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

UEIdentity-List-For-Paging-Item		::= SEQUENCE {
	uEIdentityIndexValue						UEIdentityIndexValue,
	pagingDRX									PagingDRX		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { UEIdentity-List-For-Paging-Item-ExtIEs} } OPTIONAL
}

UEIdentity-List-For-Paging-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UE-MulticastMRBs-ConfirmedToBeModified-Item::= SEQUENCE {
	mRB-ID						MRB-ID,
	mrb-type-reconfiguration	MBSPTPRetransmissionTunnelRequired			OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { UE-MulticastMRBs-ConfirmedToBeModified-Item-ExtIEs } } OPTIONAL
}

UE-MulticastMRBs-ConfirmedToBeModified-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}
UE-MulticastMRBs-RequiredToBeModified-Item::= SEQUENCE {
	mRB-ID							MRB-ID,
	mrb-type-reconfiguration		ENUMERATED {true, ...}							OPTIONAL,
	mrb-reconfigured-RLCtype		ENUMERATED {
												rlc-um-ptp,
												rlc-am-ptp, 
												rlc-um-dl-ptm, 
												two-rlc-um-dl-ptp-and-dl-ptm, 
												three-rlc-um-dl-ptp-ul-ptp-dl-ptm, 
												two-rlc-am-ptp-um-dl-ptm,
												...}								OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { UE-MulticastMRBs-RequiredToBeModified-Item-ExtIEs } } OPTIONAL
}

UE-MulticastMRBs-RequiredToBeModified-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
[bookmark: _Hlk120261340]	{ ID id-MulticastF1UContextReferenceCU				CRITICALITY reject	EXTENSION MulticastF1UContextReferenceCU					PRESENCE optional},
	...
}
 
UE-MulticastMRBs-RequiredToBeReleased-Item::= SEQUENCE {
	mRB-ID					MRB-ID,
	iE-Extensions			ProtocolExtensionContainer { { UE-MulticastMRBs-RequiredToBeReleased-Item-ExtIEs } } OPTIONAL
}

UE-MulticastMRBs-RequiredToBeReleased-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UE-MulticastMRBs-Setup-Item	::= SEQUENCE {
	mRB-ID							MRB-ID,
	multicastF1UContextReferenceCU	MulticastF1UContextReferenceCU	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { UE-MulticastMRBs-Setup-Item-ExtIEs } } OPTIONAL
}

UE-MulticastMRBs-Setup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UE-MulticastMRBs-Setupnew-Item	::= SEQUENCE {
	mRB-ID							MRB-ID,
	multicastF1UContextReferenceCU	MulticastF1UContextReferenceCU,
	iE-Extensions					ProtocolExtensionContainer { { UE-MulticastMRBs-Setupnew-Item-ExtIEs } } OPTIONAL
}

UE-MulticastMRBs-Setupnew-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UE-MulticastMRBs-ToBeReleased-Item	::= SEQUENCE {
	mRB-ID					MRB-ID,
	iE-Extensions			ProtocolExtensionContainer { { UE-MulticastMRBs-ToBeReleased-Item-ExtIEs } } OPTIONAL
}

UE-MulticastMRBs-ToBeReleased-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UE-MulticastMRBs-ToBeSetup-Item	::= SEQUENCE {
	mRB-ID									MRB-ID,
	mbsPTPRetransmissionTunnelRequired		MBSPTPRetransmissionTunnelRequired			OPTIONAL,
	mbsPTPForwardingRequiredInformation		MRB-ProgressInformation						OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { UE-MulticastMRBs-ToBeSetup-Item-ExtIEs } } OPTIONAL
}

UE-MulticastMRBs-ToBeSetup-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-Source-MRB-ID		CRITICALITY ignore EXTENSION MRB-ID		PRESENCE optional },
	...
}

UE-MulticastMRBs-ToBeSetup-atModify-Item	::= SEQUENCE {
	mRB-ID									MRB-ID,
	mbsPTPRetransmissionTunnelRequired		MBSPTPRetransmissionTunnelRequired			OPTIONAL,
	mbsPTPForwardingRequiredInformation		MRB-ProgressInformation						OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { UE-MulticastMRBs-ToBeSetup-atModify-Item-ExtIEs } } OPTIONAL
}

UE-MulticastMRBs-ToBeSetup-atModify-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk99014651]UEPagingCapability ::= SEQUENCE {
	iNACTIVEStatePODetermination						ENUMERATED {supported, ...} 	OPTIONAL,
	iE-Extension				ProtocolExtensionContainer { { UEPagingCapability-ExtIEs} } 		OPTIONAL,
	...
}

UEPagingCapability-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{	ID id-RedCapIndication		CRITICALITY ignore 	EXTENSION RedCapIndication		PRESENCE optional },
	...
}

UEReportingInformation::= SEQUENCE {
	reportingAmount				ENUMERATED {ma0, ma1, ma2, ma4, ma8, ma16, ma32, ma64},
	reportingInterval			ENUMERATED {none, one, two, four, eight, ten, sixteen, twenty, thirty-two, sixty-four, ...},
	iE-extensions			ProtocolExtensionContainer { { UEReportingInformation-ExtIEs } }	OPTIONAL,
	...
}


UEReportingInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}
UlTxDirectCurrentMoreCarrierInformation::= OCTET STRING

UL-AoA ::= SEQUENCE {
	azimuthAoA					INTEGER (0..3599),
	zenithAoA					INTEGER (0..1799)		OPTIONAL,
	lCS-to-GCS-Translation	LCS-to-GCS-Translation		OPTIONAL,
	iE-extensions			ProtocolExtensionContainer { { UL-AoA-ExtIEs } }	OPTIONAL,
	...
}

UL-AoA-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UL-BH-Non-UP-Traffic-Mapping ::= SEQUENCE {
	uL-BH-Non-UP-Traffic-Mapping-List			UL-BH-Non-UP-Traffic-Mapping-List,
	iE-Extensions	ProtocolExtensionContainer { { UL-BH-Non-UP-Traffic-Mapping-ExtIEs } } OPTIONAL
}

UL-BH-Non-UP-Traffic-Mapping-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UL-BH-Non-UP-Traffic-Mapping-List ::= SEQUENCE (SIZE(1..maxnoofNonUPTrafficMappings)) OF UL-BH-Non-UP-Traffic-Mapping-Item

UL-BH-Non-UP-Traffic-Mapping-Item ::= SEQUENCE {
	nonUPTrafficType				NonUPTrafficType,
	bHInfo						BHInfo,
	iE-Extensions					ProtocolExtensionContainer { { UL-BH-Non-UP-Traffic-Mapping-ItemExtIEs } }	OPTIONAL
}

UL-BH-Non-UP-Traffic-Mapping-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= { 
	...
}

ULConfiguration ::= SEQUENCE	{
	uLUEConfiguration		ULUEConfiguration,
	iE-Extensions	ProtocolExtensionContainer { { ULConfigurationExtIEs } }	OPTIONAL,
	...
}
ULConfigurationExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UL-GapFR2-Config ::= OCTET STRING

UL-RTOA-Measurement ::= SEQUENCE {
	uL-RTOA-MeasurementItem		UL-RTOA-MeasurementItem,
	additionalPath-List			AdditionalPath-List OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { UL-RTOA-Measurement-ExtIEs } }	OPTIONAL
}

[bookmark: _Hlk114051598]UL-RTOA-Measurement-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-ExtendedAdditionalPathList	CRITICALITY ignore EXTENSION ExtendedAdditionalPathList	PRESENCE optional}|
	{ ID id-TRPRx-TEGInformation		CRITICALITY ignore EXTENSION TRP-Rx-TEGInformation		PRESENCE optional},
	...
}

UL-RTOA-MeasurementItem ::= CHOICE {
	k0					INTEGER (0..1970049),
	k1					INTEGER (0..985025),
	k2					INTEGER (0..492513),
	k3					INTEGER (0..246257),
	k4					INTEGER (0..123129),
	k5					INTEGER (0..61565),	 
	choice-extension			ProtocolIE-SingleContainer { { UL-RTOA-MeasurementItem-ExtIEs } }
}

[bookmark: _Hlk114051624]UL-RTOA-MeasurementItem-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

UL-SRS-RSRP ::= INTEGER (0..126)

UL-SRS-RSRPP ::= SEQUENCE {
	firstPathRSRPP				INTEGER (0..126),
	iE-extensions			ProtocolExtensionContainer { { UL-SRS-RSRPP-ExtIEs } }	OPTIONAL,
	...
}

UL-SRS-RSRPP-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


ULUEConfiguration ::= ENUMERATED {no-data, shared, only, ...}

UL-UP-TNL-Information-to-Update-List-Item	::= SEQUENCE {
	uLUPTNLInformation		UPTransportLayerInformation,
	newULUPTNLInformation	UPTransportLayerInformation		OPTIONAL,
	bHInfo	BHInfo,
	iE-Extensions	ProtocolExtensionContainer { { UL-UP-TNL-Information-to-Update-List-ItemExtIEs } }	OPTIONAL,
	...
}

UL-UP-TNL-Information-to-Update-List-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UL-UP-TNL-Address-to-Update-List-Item	::= SEQUENCE {
	oldIPAdress						TransportLayerAddress,
	newIPAdress						TransportLayerAddress,
	iE-Extensions	ProtocolExtensionContainer { { UL-UP-TNL-Address-to-Update-List-ItemExtIEs } }	OPTIONAL,
	...
}

UL-UP-TNL-Address-to-Update-List-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ULUPTNLInformation-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofULUPTNLInformation)) OF ULUPTNLInformation-ToBeSetup-Item

ULUPTNLInformation-ToBeSetup-Item ::=SEQUENCE {
	uLUPTNLInformation		UPTransportLayerInformation, 
	iE-Extensions	ProtocolExtensionContainer { { ULUPTNLInformation-ToBeSetup-ItemExtIEs } }	OPTIONAL,
	...
}

ULUPTNLInformation-ToBeSetup-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-BHInfo			CRITICALITY ignore	EXTENSION BHInfo			PRESENCE optional	}|
	{ ID id-DRBMappingInfo	CRITICALITY ignore	EXTENSION UuRLCChannelID	PRESENCE optional	},
	...
}

Uncertainty ::= INTEGER (0..32767, ...)

UplinkChannelBW-PerSCS-List ::= SEQUENCE (SIZE (1..maxnoSCSs)) OF SCS-SpecificCarrier

UplinkTxDirectCurrentListInformation ::= OCTET STRING

UplinkTxDirectCurrentTwoCarrierListInfo ::= OCTET STRING

UPTransportLayerInformation		::= CHOICE {
	gTPTunnel		GTPTunnel,
	choice-extension			ProtocolIE-SingleContainer { { UPTransportLayerInformation-ExtIEs} }
}

UPTransportLayerInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

URI-address ::= VisibleString

Uncertainty-range-AoA ::= INTEGER (0..3599)

Uncertainty-range-ZoA ::= INTEGER (0..1799)


UuRLCChannelID ::= INTEGER (1..32)

UuRLCChannelQoSInformation ::= CHOICE {
	uuRLCChannelQoS					QoSFlowLevelQoSParameters,
	uuControlPlaneTrafficType		ENUMERATED {srb0,srb1,srb2,...},
	choice-extension		ProtocolIE-SingleContainer { { UuRLCChannelQoSInformation-ExtIEs} }
}

UuRLCChannelQoSInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

UuRLCChannelToBeSetupList ::= SEQUENCE (SIZE(1.. maxnoofUuRLCChannels)) OF UuRLCChannelToBeSetupItem

UuRLCChannelToBeSetupItem ::= SEQUENCE {
	uuRLCChannelID					UuRLCChannelID,
	uuRLCChannelQoSInformation		UuRLCChannelQoSInformation,
	rLCMode							RLCMode,
	iE-Extensions					ProtocolExtensionContainer { { UuRLCChannelToBeSetupItem-ExtIEs } }	OPTIONAL,
	...
}

UuRLCChannelToBeSetupItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UuRLCChannelToBeModifiedList ::= SEQUENCE (SIZE(1.. maxnoofUuRLCChannels)) OF UuRLCChannelToBeModifiedItem

UuRLCChannelToBeModifiedItem ::= SEQUENCE {
	uuRLCChannelID					UuRLCChannelID,
	uuRLCChannelQoSInformation		UuRLCChannelQoSInformation			OPTIONAL,
	rLCMode							RLCMode			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { UuRLCChannelToBeModifiedItem-ExtIEs } }	OPTIONAL,
	...
}

UuRLCChannelToBeModifiedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UuRLCChannelToBeReleasedList ::= SEQUENCE (SIZE(1.. maxnoofUuRLCChannels)) OF UuRLCChannelToBeReleasedItem

UuRLCChannelToBeReleasedItem ::= SEQUENCE {
	uuRLCChannelID			UuRLCChannelID,
	iE-Extensions			ProtocolExtensionContainer { { UuRLCChannelToBeReleasedItem-ExtIEs } }	OPTIONAL,
	...
}

UuRLCChannelToBeReleasedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UuRLCChannelSetupList ::= SEQUENCE (SIZE(1.. maxnoofUuRLCChannels)) OF UuRLCChannelSetupItem

UuRLCChannelSetupItem ::= SEQUENCE {
	uuRLCChannelID			UuRLCChannelID,
	iE-Extensions			ProtocolExtensionContainer { { UuRLCChannelSetupItem-ExtIEs } }	OPTIONAL,
	...
}

UuRLCChannelSetupItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UuRLCChannelFailedToBeSetupList ::= SEQUENCE (SIZE(1.. maxnoofUuRLCChannels)) OF UuRLCChannelFailedToBeSetupItem

UuRLCChannelFailedToBeSetupItem ::= SEQUENCE {
	uuRLCChannelID			UuRLCChannelID,
	cause					Cause	OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { UuRLCChannelFailedToBeSetupItem-ExtIEs } }	OPTIONAL,
	...
}

UuRLCChannelFailedToBeSetupItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UuRLCChannelModifiedList ::= SEQUENCE (SIZE(1.. maxnoofUuRLCChannels)) OF UuRLCChannelModifiedItem

UuRLCChannelModifiedItem ::= SEQUENCE {
	uuRLCChannelID			UuRLCChannelID,
	iE-Extensions			ProtocolExtensionContainer { { UuRLCChannelModifiedItem-ExtIEs } }	OPTIONAL,
	...
}

UuRLCChannelModifiedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UuRLCChannelFailedToBeModifiedList ::= SEQUENCE (SIZE(1.. maxnoofUuRLCChannels)) OF UuRLCChannelFailedToBeModifiedItem

UuRLCChannelFailedToBeModifiedItem ::= SEQUENCE {
	uuRLCChannelID			UuRLCChannelID,
	cause					Cause	OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { UuRLCChannelFailedToBeModifiedItem-ExtIEs } }	OPTIONAL,
	...
}

UuRLCChannelFailedToBeModifiedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UuRLCChannelRequiredToBeModifiedList ::= SEQUENCE (SIZE(1.. maxnoofUuRLCChannels)) OF UuRLCChannelRequiredToBeModifiedItem

UuRLCChannelRequiredToBeModifiedItem ::= SEQUENCE {
	uuRLCChannelID			UuRLCChannelID,
	iE-Extensions			ProtocolExtensionContainer { { UuRLCChannelRequiredToBeModifiedItem-ExtIEs } }	OPTIONAL,
	...
}

UuRLCChannelRequiredToBeModifiedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UuRLCChannelRequiredToBeReleasedList ::= SEQUENCE (SIZE(1.. maxnoofUuRLCChannels)) OF UuRLCChannelRequiredToBeReleasedItem

UuRLCChannelRequiredToBeReleasedItem ::= SEQUENCE {
	uuRLCChannelID			UuRLCChannelID,
	iE-Extensions			ProtocolExtensionContainer { { UuRLCChannelRequiredToBeReleasedItem-ExtIEs } }	OPTIONAL,
	...
}

UuRLCChannelRequiredToBeReleasedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


-- V

VictimgNBSetID ::= SEQUENCE {
	victimgNBSetID		GNBSetID,
	iE-Extensions		ProtocolExtensionContainer { { VictimgNBSetID-ExtIEs } }		OPTIONAL
}

VictimgNBSetID-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

VehicleUE ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

PedestrianUE ::= ENUMERATED { 
	authorized,
	not-authorized,
	...
}

-- W

-- X

-- Y

-- Z

ZoAInformation ::= SEQUENCE {
	zenithAoA					INTEGER (0..1799),
	lCS-to-GCS-Translation	LCS-to-GCS-Translation		OPTIONAL,
	iE-extensions			ProtocolExtensionContainer { { ZoAInformation-ExtIEs } }	OPTIONAL,
	...
}

ZoAInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


END
-- ASN1STOP 
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[bookmark: _Hlk120261235]-- ASN1START 
-- **************************************************************
--
-- Common definitions
--
-- **************************************************************

F1AP-CommonDataTypes {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-CommonDataTypes (3) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Criticality		::= ENUMERATED { reject, ignore, notify }

Presence		::= ENUMERATED { optional, conditional, mandatory }

PrivateIE-ID	::= CHOICE {
	local				INTEGER (0..65535),
	global				OBJECT IDENTIFIER
}

ProcedureCode		::= INTEGER (0..255)

ProtocolExtensionID	::= INTEGER (0..65535)

ProtocolIE-ID		::= INTEGER (0..65535)

TriggeringMessage	::= ENUMERATED { initiating-message, successful-outcome, unsuccessful-outcome }

END
-- ASN1STOP 
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[bookmark: _Hlk120261236]-- ASN1START 
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

F1AP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	ProcedureCode,
	ProtocolIE-ID

FROM F1AP-CommonDataTypes;


-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

id-Reset									ProcedureCode ::= 0
id-F1Setup									ProcedureCode ::= 1
id-ErrorIndication							ProcedureCode ::= 2
id-gNBDUConfigurationUpdate					ProcedureCode ::= 3
id-gNBCUConfigurationUpdate					ProcedureCode ::= 4
id-UEContextSetup							ProcedureCode ::= 5
id-UEContextRelease							ProcedureCode ::= 6
id-UEContextModification					ProcedureCode ::= 7
id-UEContextModificationRequired			ProcedureCode ::= 8
id-UEMobilityCommand						ProcedureCode ::= 9
id-UEContextReleaseRequest					ProcedureCode ::= 10
id-InitialULRRCMessageTransfer				ProcedureCode ::= 11
id-DLRRCMessageTransfer						ProcedureCode ::= 12
id-ULRRCMessageTransfer						ProcedureCode ::= 13
id-privateMessage							ProcedureCode ::= 14
id-UEInactivityNotification					ProcedureCode ::= 15
id-GNBDUResourceCoordination				ProcedureCode ::= 16
id-SystemInformationDeliveryCommand			ProcedureCode ::= 17
id-Paging									ProcedureCode ::= 18
id-Notify									ProcedureCode ::= 19
id-WriteReplaceWarning						ProcedureCode ::= 20
id-PWSCancel								ProcedureCode ::= 21
id-PWSRestartIndication						ProcedureCode ::= 22
id-PWSFailureIndication						ProcedureCode ::= 23
id-GNBDUStatusIndication 					ProcedureCode ::= 24
id-RRCDeliveryReport		 				ProcedureCode ::= 25
id-F1Removal								ProcedureCode ::= 26
id-NetworkAccessRateReduction				ProcedureCode ::= 27
id-TraceStart								ProcedureCode ::= 28
id-DeactivateTrace							ProcedureCode ::= 29
id-DUCURadioInformationTransfer				ProcedureCode ::= 30
id-CUDURadioInformationTransfer				ProcedureCode ::= 31
id-BAPMappingConfiguration					ProcedureCode ::= 32
id-GNBDUResourceConfiguration				ProcedureCode ::= 33
id-IABTNLAddressAllocation					ProcedureCode ::= 34
id-IABUPConfigurationUpdate					ProcedureCode ::= 35
id-resourceStatusReportingInitiation		ProcedureCode ::= 36
id-resourceStatusReporting					ProcedureCode ::= 37
id-accessAndMobilityIndication				ProcedureCode ::= 38
id-accessSuccess							ProcedureCode ::= 39
id-cellTrafficTrace 							ProcedureCode ::= 40 
id-PositioningMeasurementExchange			ProcedureCode ::= 41
id-PositioningAssistanceInformationControl	ProcedureCode ::= 42
id-PositioningAssistanceInformationFeedback	ProcedureCode ::= 43
id-PositioningMeasurementReport				ProcedureCode ::= 44
id-PositioningMeasurementAbort				ProcedureCode ::= 45
id-PositioningMeasurementFailureIndication	ProcedureCode ::= 46
id-PositioningMeasurementUpdate				ProcedureCode ::= 47
id-TRPInformationExchange					ProcedureCode ::= 48
id-PositioningInformationExchange			ProcedureCode ::= 49
id-PositioningActivation					ProcedureCode ::= 50
id-PositioningDeactivation					ProcedureCode ::= 51
id-E-CIDMeasurementInitiation				ProcedureCode ::= 52
id-E-CIDMeasurementFailureIndication		ProcedureCode ::= 53
id-E-CIDMeasurementReport					ProcedureCode ::= 54
id-E-CIDMeasurementTermination				ProcedureCode ::= 55
id-PositioningInformationUpdate				ProcedureCode ::= 56
id-ReferenceTimeInformationReport			ProcedureCode ::= 57
id-ReferenceTimeInformationReportingControl	ProcedureCode ::= 58
id-BroadcastContextSetup					ProcedureCode ::= 59
id-BroadcastContextRelease					ProcedureCode ::= 60
id-BroadcastContextReleaseRequest			ProcedureCode ::= 61
id-BroadcastContextModification				ProcedureCode ::= 62
id-MulticastGroupPaging						ProcedureCode ::= 63
id-MulticastContextSetup					ProcedureCode ::= 64
id-MulticastContextRelease					ProcedureCode ::= 65
id-MulticastContextReleaseRequest			ProcedureCode ::= 66
id-MulticastContextModification				ProcedureCode ::= 67
id-MulticastDistributionSetup				ProcedureCode ::= 68
id-MulticastDistributionRelease				ProcedureCode ::= 69
id-PDCMeasurementInitiation					ProcedureCode ::= 70
id-PDCMeasurementReport						ProcedureCode ::= 71
id-PDCMeasurementInitiationRequest			ProcedureCode ::= 72
id-PDCMeasurementInitiationResponse			ProcedureCode ::= 73
id-PDCMeasurementInitiationFailure			ProcedureCode ::= 74
id-pRSConfigurationExchange					ProcedureCode ::= 75
id-measurementPreconfiguration				ProcedureCode ::= 76
id-measurementActivation					ProcedureCode ::= 77
id-QoEInformationTransfer					ProcedureCode ::= 78
id-PDCMeasurementTerminationCommand			ProcedureCode ::= 79
id-PDCMeasurementFailureIndication 			ProcedureCode ::= 80
id-PosSystemInformationDeliveryCommand		ProcedureCode ::= 81
id-MulticastContextNotification 			ProcedureCode ::= 100 -- to be allocated
id-BroadcastContextTransport				ProcedureCode ::= 101 -- to be allocated


-- **************************************************************
--
-- Extension constants
--
-- **************************************************************

maxPrivateIEs							INTEGER ::= 65535
maxProtocolExtensions					INTEGER ::= 65535
maxProtocolIEs							INTEGER ::= 65535
-- **************************************************************
--
-- Lists
--
-- **************************************************************

maxNRARFCN								INTEGER ::= 3279165
maxnoofErrors							INTEGER ::= 256
maxnoofIndividualF1ConnectionsToReset	INTEGER ::= 65536
maxCellingNBDU							INTEGER ::= 512
maxnoofSCells							INTEGER ::= 32
maxnoofSRBs								INTEGER ::= 8
maxnoofDRBs								INTEGER ::= 64
maxnoofULUPTNLInformation				INTEGER ::= 2
maxnoofDLUPTNLInformation				INTEGER ::= 2
maxnoofBPLMNs							INTEGER ::= 6
maxnoofCandidateSpCells					INTEGER ::= 64
maxnoofPotentialSpCells					INTEGER ::= 64
maxnoofNrCellBands						INTEGER ::= 32
maxnoofSIBTypes							INTEGER ::= 32
maxnoofSITypes							INTEGER ::= 32
maxnoofPagingCells						INTEGER ::= 512
maxnoofTNLAssociations					INTEGER ::= 32
maxnoofQoSFlows							INTEGER ::= 64
maxnoofSliceItems						INTEGER ::= 1024
maxCellineNB							INTEGER ::= 256
maxnoofExtendedBPLMNs					INTEGER ::= 6
maxnoofUEIDs							INTEGER ::= 65536
maxnoofBPLMNsNR							INTEGER ::= 12
maxnoofUACPLMNs							INTEGER ::= 12
maxnoofUACperPLMN						INTEGER ::= 64
maxnoofAdditionalSIBs					INTEGER ::= 63
maxnoofslots							INTEGER ::= 5120
maxnoofTLAs								INTEGER ::=	16
maxnoofGTPTLAs							INTEGER ::=	16
maxnoofBHRLCChannels					INTEGER ::= 65536
maxnoofRoutingEntries					INTEGER ::= 1024
maxnoofIABSTCInfo						INTEGER ::= 45
maxnoofSymbols							INTEGER ::= 14
maxnoofServingCells						INTEGER ::= 32
maxnoofDUFSlots							INTEGER ::= 320
maxnoofHSNASlots						INTEGER ::= 5120
maxnoofServedCellsIAB					INTEGER ::= 512 
maxnoofChildIABNodes					INTEGER ::= 1024
maxnoofNonUPTrafficMappings				INTEGER ::= 32
maxnoofTLAsIAB							INTEGER ::= 1024
maxnoofMappingEntries					INTEGER ::= 67108864
maxnoofDSInfo							INTEGER ::= 64
maxnoofEgressLinks						INTEGER ::= 2
maxnoofULUPTNLInformationforIAB			INTEGER ::= 32678
maxnoofUPTNLAddresses					INTEGER ::= 8
maxnoofSLDRBs							INTEGER ::= 512
maxnoofQoSParaSets						INTEGER ::= 8
maxnoofPC5QoSFlows						INTEGER ::= 2048
maxnoofSSBAreas							INTEGER ::=	64
maxnoofPhysicalResourceBlocks			INTEGER ::= 275
maxnoofPhysicalResourceBlocks-1			INTEGER ::= 274
maxnoofPRACHconfigs						INTEGER ::= 16
maxnoofRACHReports						INTEGER ::= 64
maxnoofRLFReports						INTEGER ::= 64
maxnoofAdditionalPDCPDuplicationTNL		INTEGER ::=	2
maxnoofRLCDuplicationState				INTEGER ::=	3
maxnoofCHOcells							INTEGER ::= 8
maxnoofMDTPLMNs							INTEGER ::=	16
maxnoofCAGsupported						INTEGER ::= 12
maxnoofNIDsupported						INTEGER ::= 12
maxnoofNRSCSs							INTEGER ::= 5
[bookmark: _Hlk47004989]maxnoofExtSliceItems					INTEGER ::= 65535 
maxnoofPosMeas							INTEGER ::=	16384
maxnoofTRPInfoTypes						INTEGER ::=	64 
maxnoofTRPs								INTEGER ::=	65535 
maxnoofSRSTriggerStates					INTEGER ::= 3
maxnoofSpatialRelations					INTEGER ::= 64
maxnoBcastCell							INTEGER ::= 16384
maxnoofAngleInfo						INTEGER ::= 65535
maxnooflcs-gcs-translation				INTEGER ::= 3
maxnoofPath								INTEGER ::= 2
maxnoofMeasE-CID						INTEGER ::= 64
maxnoofSSBs								INTEGER ::= 255
maxnoSRS-ResourceSets					INTEGER ::= 16
maxnoSRS-ResourcePerSet					INTEGER ::= 16
maxnoSRS-Carriers						INTEGER ::= 32
maxnoSCSs								INTEGER ::= 5
maxnoSRS-Resources						INTEGER ::= 64
maxnoSRS-PosResources					INTEGER ::= 64
maxnoSRS-PosResourceSets				INTEGER ::= 16
maxnoSRS-PosResourcePerSet				INTEGER ::= 16
maxnoofPRS-ResourceSets					INTEGER ::= 2
maxnoofPRS-ResourcesPerSet				INTEGER ::= 64
maxNoOfMeasTRPs							INTEGER ::= 64
maxnoofPRSresourceSets					INTEGER ::= 8
maxnoofPRSresources						INTEGER ::= 64
maxnoofSuccessfulHOReports				INTEGER ::= 64
maxnoofNR-UChannelIDs					INTEGER ::= 16
maxServedCellforSON						INTEGER ::= 256
maxNeighbourCellforSON					INTEGER ::= 32
maxAffectedCells						INTEGER ::= 32
maxnoofMRBs								INTEGER ::= 32
maxnoofMBSQoSFlows						INTEGER ::= 64
maxnoofMBSFSAs 							INTEGER ::= 256
maxnoofUEIDforPaging 					INTEGER ::= 4096
maxnoofCellsforMBS						INTEGER ::= 512
maxnoofTAIforMBS						INTEGER ::= 512
maxnoofMBSAreaSessionIDs				INTEGER ::= 256
maxnoofMBSServiceAreaInformation		INTEGER ::= 256
maxnoofIABCongInd						INTEGER ::= 1024
maxnoofNeighbourNodeCellsIAB			INTEGER ::= 1024 
maxnoofRBsetsPerCell					INTEGER ::= 8
maxnoofRBsetsPerCell-1					INTEGER ::= 7
maxnoofMeasPDC							INTEGER ::= 16
maxnoARPs								INTEGER ::=	16
maxnoofULAoAs							INTEGER ::= 8
maxNoPathExtended						INTEGER ::= 8
maxnoTRPTEGs							INTEGER ::= 8
maxFreqLayers							INTEGER ::= 4
maxNumResourcesPerAngle					INTEGER ::= 24
maxnoAzimuthAngles						INTEGER ::= 3600
maxnoElevationAngles					INTEGER ::= 1801
maxnoofPRSTRPs							INTEGER ::= 256
maxnoofQoEInformation					INTEGER ::= 16
maxnoofUuRLCChannels					INTEGER ::= 32
maxnoofPC5RLCChannels					INTEGER ::= 512
maxnoofSMBRValues						INTEGER ::= 8
maxnoofMRBsforUE						INTEGER ::= 64
maxnoofMBSSessionsofUE					INTEGER ::= 256
maxnoofSLdestinations					INTEGER ::= 32
maxnoofNSAGs							INTEGER ::= 256
maxnoofSDTBearers						INTEGER ::= 72
maxnoofServingCellMOs					INTEGER ::= 16
maxNrofBWPs								INTEGER ::= 8
maxnoofPosSITypes						INTEGER ::= 32
maxnoofThresholdMBS						INTEGER ::= 64




-- **************************************************************
--
-- IEs
--
-- **************************************************************

id-Cause											ProtocolIE-ID ::= 0
id-Cells-Failed-to-be-Activated-List				ProtocolIE-ID ::= 1
id-Cells-Failed-to-be-Activated-List-Item			ProtocolIE-ID ::= 2
id-Cells-to-be-Activated-List						ProtocolIE-ID ::= 3
id-Cells-to-be-Activated-List-Item					ProtocolIE-ID ::= 4
id-Cells-to-be-Deactivated-List						ProtocolIE-ID ::= 5
id-Cells-to-be-Deactivated-List-Item				ProtocolIE-ID ::= 6
id-CriticalityDiagnostics							ProtocolIE-ID ::= 7
id-CUtoDURRCInformation								ProtocolIE-ID ::= 9
id-DRBs-FailedToBeModified-Item						ProtocolIE-ID ::= 12
id-DRBs-FailedToBeModified-List						ProtocolIE-ID ::= 13
id-DRBs-FailedToBeSetup-Item						ProtocolIE-ID ::= 14
id-DRBs-FailedToBeSetup-List						ProtocolIE-ID ::= 15
id-DRBs-FailedToBeSetupMod-Item						ProtocolIE-ID ::= 16
id-DRBs-FailedToBeSetupMod-List						ProtocolIE-ID ::= 17
id-DRBs-ModifiedConf-Item							ProtocolIE-ID ::= 18
id-DRBs-ModifiedConf-List							ProtocolIE-ID ::= 19
id-DRBs-Modified-Item								ProtocolIE-ID ::= 20
id-DRBs-Modified-List								ProtocolIE-ID ::= 21
id-DRBs-Required-ToBeModified-Item					ProtocolIE-ID ::= 22
id-DRBs-Required-ToBeModified-List					ProtocolIE-ID ::= 23
id-DRBs-Required-ToBeReleased-Item					ProtocolIE-ID ::= 24
id-DRBs-Required-ToBeReleased-List					ProtocolIE-ID ::= 25
id-DRBs-Setup-Item									ProtocolIE-ID ::= 26
id-DRBs-Setup-List									ProtocolIE-ID ::= 27
id-DRBs-SetupMod-Item								ProtocolIE-ID ::= 28
id-DRBs-SetupMod-List								ProtocolIE-ID ::= 29
id-DRBs-ToBeModified-Item							ProtocolIE-ID ::= 30
id-DRBs-ToBeModified-List							ProtocolIE-ID ::= 31
id-DRBs-ToBeReleased-Item							ProtocolIE-ID ::= 32
id-DRBs-ToBeReleased-List							ProtocolIE-ID ::= 33
id-DRBs-ToBeSetup-Item								ProtocolIE-ID ::= 34
id-DRBs-ToBeSetup-List								ProtocolIE-ID ::= 35
id-DRBs-ToBeSetupMod-Item							ProtocolIE-ID ::= 36
id-DRBs-ToBeSetupMod-List							ProtocolIE-ID ::= 37
id-DRXCycle											ProtocolIE-ID ::= 38
id-DUtoCURRCInformation								ProtocolIE-ID ::= 39
id-gNB-CU-UE-F1AP-ID								ProtocolIE-ID ::= 40
id-gNB-DU-UE-F1AP-ID								ProtocolIE-ID ::= 41
id-gNB-DU-ID										ProtocolIE-ID ::= 42
id-GNB-DU-Served-Cells-Item							ProtocolIE-ID ::= 43
id-gNB-DU-Served-Cells-List							ProtocolIE-ID ::= 44
id-gNB-DU-Name										ProtocolIE-ID ::= 45
id-NRCellID											ProtocolIE-ID ::= 46
id-oldgNB-DU-UE-F1AP-ID								ProtocolIE-ID ::= 47
id-ResetType										ProtocolIE-ID ::= 48
id-ResourceCoordinationTransferContainer			ProtocolIE-ID ::= 49
id-RRCContainer										ProtocolIE-ID ::= 50
id-SCell-ToBeRemoved-Item							ProtocolIE-ID ::= 51
id-SCell-ToBeRemoved-List							ProtocolIE-ID ::= 52
id-SCell-ToBeSetup-Item								ProtocolIE-ID ::= 53
id-SCell-ToBeSetup-List								ProtocolIE-ID ::= 54
id-SCell-ToBeSetupMod-Item							ProtocolIE-ID ::= 55
id-SCell-ToBeSetupMod-List							ProtocolIE-ID ::= 56
id-Served-Cells-To-Add-Item							ProtocolIE-ID ::= 57
id-Served-Cells-To-Add-List							ProtocolIE-ID ::= 58
id-Served-Cells-To-Delete-Item						ProtocolIE-ID ::= 59
id-Served-Cells-To-Delete-List						ProtocolIE-ID ::= 60
id-Served-Cells-To-Modify-Item						ProtocolIE-ID ::= 61
id-Served-Cells-To-Modify-List						ProtocolIE-ID ::= 62
id-SpCell-ID										ProtocolIE-ID ::= 63
id-SRBID											ProtocolIE-ID ::= 64
id-SRBs-FailedToBeSetup-Item						ProtocolIE-ID ::= 65
id-SRBs-FailedToBeSetup-List						ProtocolIE-ID ::= 66
id-SRBs-FailedToBeSetupMod-Item						ProtocolIE-ID ::= 67
id-SRBs-FailedToBeSetupMod-List						ProtocolIE-ID ::= 68
id-SRBs-Required-ToBeReleased-Item					ProtocolIE-ID ::= 69
id-SRBs-Required-ToBeReleased-List					ProtocolIE-ID ::= 70
id-SRBs-ToBeReleased-Item							ProtocolIE-ID ::= 71
id-SRBs-ToBeReleased-List							ProtocolIE-ID ::= 72
id-SRBs-ToBeSetup-Item								ProtocolIE-ID ::= 73
id-SRBs-ToBeSetup-List								ProtocolIE-ID ::= 74
id-SRBs-ToBeSetupMod-Item							ProtocolIE-ID ::= 75
id-SRBs-ToBeSetupMod-List							ProtocolIE-ID ::= 76
id-TimeToWait										ProtocolIE-ID ::= 77
id-TransactionID									ProtocolIE-ID ::= 78
id-TransmissionActionIndicator						ProtocolIE-ID ::= 79
id-UE-associatedLogicalF1-ConnectionItem 			ProtocolIE-ID ::= 80
id-UE-associatedLogicalF1-ConnectionListResAck		ProtocolIE-ID ::= 81
id-gNB-CU-Name										ProtocolIE-ID ::= 82
id-SCell-FailedtoSetup-List							ProtocolIE-ID ::= 83
id-SCell-FailedtoSetup-Item							ProtocolIE-ID ::= 84
id-SCell-FailedtoSetupMod-List						ProtocolIE-ID ::= 85
id-SCell-FailedtoSetupMod-Item						ProtocolIE-ID ::= 86
id-RRCReconfigurationCompleteIndicator 				ProtocolIE-ID ::= 87
id-Cells-Status-Item								ProtocolIE-ID ::= 88
id-Cells-Status-List								ProtocolIE-ID ::= 89
id-Candidate-SpCell-List							ProtocolIE-ID ::= 90
id-Candidate-SpCell-Item							ProtocolIE-ID ::= 91
id-Potential-SpCell-List							ProtocolIE-ID ::= 92
id-Potential-SpCell-Item							ProtocolIE-ID ::= 93
id-FullConfiguration								ProtocolIE-ID ::= 94
id-C-RNTI											ProtocolIE-ID ::= 95
id-SpCellULConfigured								ProtocolIE-ID ::= 96
id-InactivityMonitoringRequest						ProtocolIE-ID ::= 97
id-InactivityMonitoringResponse						ProtocolIE-ID ::= 98
id-DRB-Activity-Item								ProtocolIE-ID ::= 99
id-DRB-Activity-List								ProtocolIE-ID ::= 100
id-EUTRA-NR-CellResourceCoordinationReq-Container	ProtocolIE-ID ::= 101
id-EUTRA-NR-CellResourceCoordinationReqAck-Container	ProtocolIE-ID ::= 102
id-Protected-EUTRA-Resources-List					ProtocolIE-ID ::= 105
id-RequestType 										ProtocolIE-ID ::= 106
id-ServCellIndex									ProtocolIE-ID ::= 107 
id-RAT-FrequencyPriorityInformation					ProtocolIE-ID ::= 108
id-ExecuteDuplication								ProtocolIE-ID ::= 109
id-NRCGI											ProtocolIE-ID ::= 111
id-PagingCell-Item									ProtocolIE-ID ::= 112
id-PagingCell-List									ProtocolIE-ID ::= 113
id-PagingDRX										ProtocolIE-ID ::= 114
id-PagingPriority 									ProtocolIE-ID ::= 115
id-SItype-List										ProtocolIE-ID ::= 116
id-UEIdentityIndexValue								ProtocolIE-ID ::= 117
id-gNB-CUSystemInformation							ProtocolIE-ID ::= 118
id-HandoverPreparationInformation					ProtocolIE-ID ::= 119
id-GNB-CU-TNL-Association-To-Add-Item				ProtocolIE-ID ::= 120
id-GNB-CU-TNL-Association-To-Add-List				ProtocolIE-ID ::= 121
id-GNB-CU-TNL-Association-To-Remove-Item			ProtocolIE-ID ::= 122
id-GNB-CU-TNL-Association-To-Remove-List			ProtocolIE-ID ::= 123
id-GNB-CU-TNL-Association-To-Update-Item			ProtocolIE-ID ::= 124
id-GNB-CU-TNL-Association-To-Update-List			ProtocolIE-ID ::= 125
id-MaskedIMEISV										ProtocolIE-ID ::= 126
id-PagingIdentity									ProtocolIE-ID ::= 127
id-DUtoCURRCContainer								ProtocolIE-ID ::= 128
id-Cells-to-be-Barred-List							ProtocolIE-ID ::= 129
id-Cells-to-be-Barred-Item							ProtocolIE-ID ::= 130
id-TAISliceSupportList								ProtocolIE-ID ::= 131
id-GNB-CU-TNL-Association-Setup-List				ProtocolIE-ID ::= 132
id-GNB-CU-TNL-Association-Setup-Item				ProtocolIE-ID ::= 133
id-GNB-CU-TNL-Association-Failed-To-Setup-List		ProtocolIE-ID ::= 134
id-GNB-CU-TNL-Association-Failed-To-Setup-Item		ProtocolIE-ID ::= 135
id-DRB-Notify-Item									ProtocolIE-ID ::= 136
id-DRB-Notify-List									ProtocolIE-ID ::= 137
id-NotficationControl								ProtocolIE-ID ::= 138
id-RANAC											ProtocolIE-ID ::= 139
id-PWSSystemInformation								ProtocolIE-ID ::= 140
id-RepetitionPeriod									ProtocolIE-ID ::= 141
id-NumberofBroadcastRequest							ProtocolIE-ID ::= 142
id-Cells-To-Be-Broadcast-List						ProtocolIE-ID ::= 144
id-Cells-To-Be-Broadcast-Item						ProtocolIE-ID ::= 145
id-Cells-Broadcast-Completed-List 					ProtocolIE-ID ::= 146
id-Cells-Broadcast-Completed-Item 					ProtocolIE-ID ::= 147
id-Broadcast-To-Be-Cancelled-List 					ProtocolIE-ID ::= 148
id-Broadcast-To-Be-Cancelled-Item 					ProtocolIE-ID ::= 149
id-Cells-Broadcast-Cancelled-List 					ProtocolIE-ID ::= 150
id-Cells-Broadcast-Cancelled-Item 					ProtocolIE-ID ::= 151
id-NR-CGI-List-For-Restart-List 						ProtocolIE-ID ::= 152
id-NR-CGI-List-For-Restart-Item 						ProtocolIE-ID ::= 153
id-PWS-Failed-NR-CGI-List 							ProtocolIE-ID ::= 154
id-PWS-Failed-NR-CGI-Item 							ProtocolIE-ID ::= 155
id-ConfirmedUEID									ProtocolIE-ID ::= 156
id-Cancel-all-Warning-Messages-Indicator			ProtocolIE-ID ::= 157
id-GNB-DU-UE-AMBR-UL								ProtocolIE-ID ::= 158
id-DRXConfigurationIndicator						ProtocolIE-ID ::= 159
id-RLC-Status										ProtocolIE-ID ::= 160
id-DLPDCPSNLength									ProtocolIE-ID ::= 161
id-GNB-DUConfigurationQuery							ProtocolIE-ID ::= 162
id-MeasurementTimingConfiguration					ProtocolIE-ID ::= 163
id-DRB-Information									ProtocolIE-ID ::= 164
id-ServingPLMN										ProtocolIE-ID ::= 165
id-Protected-EUTRA-Resources-Item					ProtocolIE-ID ::= 168
id-GNB-CU-RRC-Version								ProtocolIE-ID ::= 170
id-GNB-DU-RRC-Version								ProtocolIE-ID ::= 171
id-GNBDUOverloadInformation							ProtocolIE-ID ::= 172
id-CellGroupConfig									ProtocolIE-ID ::= 173
id-RLCFailureIndication								ProtocolIE-ID ::= 174
id-UplinkTxDirectCurrentListInformation				ProtocolIE-ID ::= 175
id-DC-Based-Duplication-Configured					ProtocolIE-ID ::= 176
id-DC-Based-Duplication-Activation					ProtocolIE-ID ::= 177
id-SULAccessIndication								ProtocolIE-ID ::= 178
id-AvailablePLMNList								ProtocolIE-ID ::= 179
id-PDUSessionID										ProtocolIE-ID ::= 180
id-ULPDUSessionAggregateMaximumBitRate				ProtocolIE-ID ::= 181
id-ServingCellMO									ProtocolIE-ID ::= 182
id-QoSFlowMappingIndication							ProtocolIE-ID ::= 183
id-RRCDeliveryStatusRequest							ProtocolIE-ID ::= 184
id-RRCDeliveryStatus								ProtocolIE-ID ::= 185
id-BearerTypeChange									ProtocolIE-ID ::= 186
id-RLCMode											ProtocolIE-ID ::= 187
id-Duplication-Activation							ProtocolIE-ID ::= 188
id-Dedicated-SIDelivery-NeededUE-List				ProtocolIE-ID ::= 189
id-Dedicated-SIDelivery-NeededUE-Item				ProtocolIE-ID ::= 190
id-DRX-LongCycleStartOffset							ProtocolIE-ID ::= 191
id-ULPDCPSNLength									ProtocolIE-ID ::= 192
id-SelectedBandCombinationIndex						ProtocolIE-ID ::= 193
id-SelectedFeatureSetEntryIndex						ProtocolIE-ID ::= 194
id-ResourceCoordinationTransferInformation			ProtocolIE-ID ::= 195
id-ExtendedServedPLMNs-List							ProtocolIE-ID ::= 196
id-ExtendedAvailablePLMN-List						ProtocolIE-ID ::= 197
id-Associated-SCell-List							ProtocolIE-ID ::= 198
id-latest-RRC-Version-Enhanced						ProtocolIE-ID ::= 199
id-Associated-SCell-Item							ProtocolIE-ID ::= 200
id-Cell-Direction									ProtocolIE-ID ::= 201
id-SRBs-Setup-List									ProtocolIE-ID ::= 202
id-SRBs-Setup-Item									ProtocolIE-ID ::= 203
id-SRBs-SetupMod-List								ProtocolIE-ID ::= 204
id-SRBs-SetupMod-Item								ProtocolIE-ID ::= 205
id-SRBs-Modified-List								ProtocolIE-ID ::= 206
id-SRBs-Modified-Item								ProtocolIE-ID ::= 207
id-Ph-InfoSCG										ProtocolIE-ID ::= 208
id-RequestedBandCombinationIndex					ProtocolIE-ID ::= 209
id-RequestedFeatureSetEntryIndex					ProtocolIE-ID ::= 210
id-RequestedP-MaxFR2								ProtocolIE-ID ::= 211
id-DRX-Config										ProtocolIE-ID ::= 212
id-IgnoreResourceCoordinationContainer				ProtocolIE-ID ::= 213
id-UEAssistanceInformation							ProtocolIE-ID ::= 214
id-NeedforGap										ProtocolIE-ID ::= 215
id-PagingOrigin										ProtocolIE-ID ::= 216
id-new-gNB-CU-UE-F1AP-ID							ProtocolIE-ID ::= 217
id-RedirectedRRCmessage								ProtocolIE-ID ::= 218
id-new-gNB-DU-UE-F1AP-ID							ProtocolIE-ID ::= 219
id-NotificationInformation							ProtocolIE-ID ::= 220
id-PLMNAssistanceInfoForNetShar						ProtocolIE-ID ::= 221
id-UEContextNotRetrievable							ProtocolIE-ID ::= 222
id-BPLMN-ID-Info-List								ProtocolIE-ID ::= 223
id-SelectedPLMNID									ProtocolIE-ID ::= 224
id-UAC-Assistance-Info								ProtocolIE-ID ::= 225
id-RANUEID											ProtocolIE-ID ::= 226
id-GNB-DU-TNL-Association-To-Remove-Item			ProtocolIE-ID ::= 227
id-GNB-DU-TNL-Association-To-Remove-List			ProtocolIE-ID ::= 228
id-TNLAssociationTransportLayerAddressgNBDU			ProtocolIE-ID ::= 229
id-portNumber										ProtocolIE-ID ::= 230
id-AdditionalSIBMessageList							ProtocolIE-ID ::= 231
id-Cell-Type										ProtocolIE-ID ::= 232
id-IgnorePRACHConfiguration							ProtocolIE-ID ::= 233
id-CG-Config										ProtocolIE-ID ::= 234
id-PDCCH-BlindDetectionSCG							ProtocolIE-ID ::= 235
id-Requested-PDCCH-BlindDetectionSCG				ProtocolIE-ID ::= 236
id-Ph-InfoMCG										ProtocolIE-ID ::= 237
id-MeasGapSharingConfig								ProtocolIE-ID ::= 238
id-systemInformationAreaID							ProtocolIE-ID ::= 239
id-areaScope										ProtocolIE-ID ::= 240
id-RRCContainer-RRCSetupComplete					ProtocolIE-ID ::= 241
id-TraceActivation									ProtocolIE-ID ::= 242
id-TraceID											ProtocolIE-ID ::= 243
id-Neighbour-Cell-Information-List					ProtocolIE-ID ::= 244
id-SymbolAllocInSlot								ProtocolIE-ID ::= 246
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id-SL-RLC-ChannelToAddModList						ProtocolIE-ID ::= 645
id-BroadcastAreaScope								ProtocolIE-ID ::= 646
id-ManagementBasedMDTPLMNModificationList 			ProtocolIE-ID ::= 647
id-SIB15-message									ProtocolIE-ID ::= 648
id-ActivationRequestType							ProtocolIE-ID ::= 649
id-PosMeasGapPreConfigList							ProtocolIE-ID ::= 650
id-InterFrequencyConfig-NoGap						ProtocolIE-ID ::= 651
id-MBSInterestIndication							ProtocolIE-ID ::= 652
id-UE-MulticastMRBs-ConfirmedToBeModified-List		ProtocolIE-ID ::= 653
id-UE-MulticastMRBs-ConfirmedToBeModified-Item		ProtocolIE-ID ::= 654
id-UE-MulticastMRBs-RequiredToBeModified-List		ProtocolIE-ID ::= 655
id-UE-MulticastMRBs-RequiredToBeModified-Item		ProtocolIE-ID ::= 656
id-UE-MulticastMRBs-RequiredToBeReleased-List		ProtocolIE-ID ::= 657
id-UE-MulticastMRBs-RequiredToBeReleased-Item		ProtocolIE-ID ::= 658
id-L571Info											ProtocolIE-ID ::= 659
id-L1151Info										ProtocolIE-ID ::= 660
id-SCS-480											ProtocolIE-ID ::= 661
id-SCS-960											ProtocolIE-ID ::= 662
id-SRSPortIndex										ProtocolIE-ID ::= 663
id-PEISubgroupingSupportIndication					ProtocolIE-ID ::= 664
id-NeedForGapsInfoNR								ProtocolIE-ID ::= 665
id-NeedForGapNCSGInfoNR								ProtocolIE-ID ::= 666
id-NeedForGapNCSGInfoEUTRA							ProtocolIE-ID ::= 667
id-procedure-code-668-not-to-be-used				ProtocolIE-ID ::= 668
id-procedure-code-669-not-to-be-used				ProtocolIE-ID ::= 669
id-procedure-code-670-not-to-be-used				ProtocolIE-ID ::= 670
id-Source-MRB-ID									ProtocolIE-ID ::= 671
id-PosMeasurementPeriodicityNR-AoA					ProtocolIE-ID ::= 672
id-RedCapIndication									ProtocolIE-ID ::= 673
id-SRSPosRRCInactiveConfig							ProtocolIE-ID ::= 674
id-SDTBearerConfigurationQueryIndication			ProtocolIE-ID ::= 675
id-SDTBearerConfigurationInfo						ProtocolIE-ID ::= 676
id-UL-GapFR2-Config									ProtocolIE-ID ::= 677
id-ConfigRestrictInfoDAPS							ProtocolIE-ID ::= 678
id-UE-MulticastMRBs-Setup-List						ProtocolIE-ID ::= 679
id-UE-MulticastMRBs-Setup-Item						ProtocolIE-ID ::= 680
id-MulticastF1UContextReferenceCU					ProtocolIE-ID ::= 681
id-PosSItypeList									ProtocolIE-ID ::= 682
id-DAPS-HO-Status									ProtocolIE-ID ::= 683
[bookmark: _Hlk120276272]id-UplinkTxDirectCurrentTwoCarrierListInfo			ProtocolIE-ID ::= 684
id-UE-MulticastMRBs-ToBeSetup-atModify-List			ProtocolIE-ID ::= 685
id-UE-MulticastMRBs-ToBeSetup-atModify-Item			ProtocolIE-ID ::= 686
id-MC-PagingCell-List								ProtocolIE-ID ::= 687
id-MC-PagingCell-Item								ProtocolIE-ID ::= 688
id-SRSPosRRCInactiveQueryIndication					ProtocolIE-ID ::= 689
id-UlTxDirectCurrentMoreCarrierInformation	        ProtocolIE-ID ::= 690
id-CPACMCGInformation								ProtocolIE-ID ::= 691
id-TwoPHRModeMCG									ProtocolIE-ID ::= 692
id-TwoPHRModeSCG									ProtocolIE-ID ::= 693
id-ExtendedUEIdentityIndexValue						ProtocolIE-ID ::= 694
id-ServingCellMO-List								ProtocolIE-ID ::= 695
id-ServingCellMO-List-Item							ProtocolIE-ID ::= 696
id-ServingCellMO-encoded-in-CGC-List				ProtocolIE-ID ::= 697
id-HashedUEIdentityIndexValue						ProtocolIE-ID ::= 698
id-UE-MulticastMRBs-Setupnew-List					ProtocolIE-ID ::= 699
id-UE-MulticastMRBs-Setupnew-Item					ProtocolIE-ID ::= 700
id-ncd-SSB-RedCapInitialBWP-SDT						ProtocolIE-ID ::= 701
id-nrofSymbolsExtended								ProtocolIE-ID ::= 702
id-repetitionFactorExtended							ProtocolIE-ID ::= 703
id-startRBHopping									ProtocolIE-ID ::= 704
id-startRBIndex										ProtocolIE-ID ::= 705
id-transmissionCombn8								ProtocolIE-ID ::= 706
id-ServCellInfoList                                 		ProtocolIE-ID ::= 707
id-AssociatedSessionID								ProtocolIE-ID ::= 994 -- to be allocated
id-IndicationMCInactiveReception					ProtocolIE-ID ::= 999 -- to be allocated
id-MulticastCU2DURRCInfo							ProtocolIE-ID ::= 998 -- to be allocated
id-MBSMulticastSessionState							ProtocolIE-ID ::= 997 -- to be allocated
id-F1UTunnelNotEstablished                       	ProtocolIE-ID ::= 996 -- to be allocated
id-MulticastDU2CURRCInfo							ProtocolIE-ID ::= 995 -- to be allocated
id-RequestedActionforMultipleCellIDsBroadcast		ProtocolIE-ID ::= XXX
id-BroadcastContextTransportRequestList				ProtocolIE-ID ::= XXX
id-BroadcastContextTransportResponseList			ProtocolIE-ID ::= XXX
id-F1U-TransportRequestList							ProtocolIE-ID ::= XXX
id-F1U-TransportResponseList						ProtocolIE-ID ::= XXX
id-F1UTNLInfoAtCUtobeignored						ProtocolIE-ID ::= XXX

END
-- ASN1STOP 
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[bookmark: _Hlk120261237]-- ASN1START 
-- **************************************************************
--
-- Container definitions
--
-- **************************************************************

F1AP-Containers {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Containers (5) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	Criticality,
	Presence,
	PrivateIE-ID,
	ProtocolExtensionID,
	ProtocolIE-ID

FROM F1AP-CommonDataTypes
	maxPrivateIEs,
	maxProtocolExtensions,
	maxProtocolIEs

FROM F1AP-Constants;

-- **************************************************************
--
-- Class Definition for Protocol IEs
--
-- **************************************************************

F1AP-PROTOCOL-IES ::= CLASS {
	&id				ProtocolIE-ID 					UNIQUE,
	&criticality	Criticality,
	&Value,
	&presence		Presence
}
WITH SYNTAX {
	ID				&id
	CRITICALITY		&criticality
	TYPE			&Value
	PRESENCE		&presence
}

-- **************************************************************
--
-- Class Definition for Protocol IEs
--
-- **************************************************************

F1AP-PROTOCOL-IES-PAIR ::= CLASS {
	&id					ProtocolIE-ID 				UNIQUE,
	&firstCriticality	Criticality,
	&FirstValue,
	&secondCriticality	Criticality,
	&SecondValue,
	&presence			Presence
}
WITH SYNTAX {
	ID				&id
	FIRST CRITICALITY		&firstCriticality
	FIRST TYPE				&FirstValue
	SECOND CRITICALITY		&secondCriticality
	SECOND TYPE				&SecondValue
	PRESENCE				&presence
}

-- **************************************************************
--
-- Class Definition for Protocol Extensions
--
-- **************************************************************

F1AP-PROTOCOL-EXTENSION ::= CLASS {
	&id				ProtocolExtensionID			UNIQUE,
	&criticality	Criticality,
	&Extension,
	&presence		Presence
}
WITH SYNTAX {
	ID				&id
	CRITICALITY		&criticality
	EXTENSION		&Extension
	PRESENCE		&presence
}

-- **************************************************************
--
-- Class Definition for Private IEs
--
-- **************************************************************

F1AP-PRIVATE-IES ::= CLASS {
	&id				PrivateIE-ID,
	&criticality	Criticality,
	&Value,
	&presence		Presence
}
WITH SYNTAX {
	ID				&id
	CRITICALITY		&criticality
	TYPE			&Value
	PRESENCE		&presence
}

-- **************************************************************
--
-- Container for Protocol IEs
--
-- **************************************************************

ProtocolIE-Container {F1AP-PROTOCOL-IES : IEsSetParam} ::= 
	SEQUENCE (SIZE (0..maxProtocolIEs)) OF
	ProtocolIE-Field {{IEsSetParam}}

ProtocolIE-SingleContainer {F1AP-PROTOCOL-IES : IEsSetParam} ::= 
	ProtocolIE-Field {{IEsSetParam}}

ProtocolIE-Field {F1AP-PROTOCOL-IES : IEsSetParam} ::= SEQUENCE {
	id				F1AP-PROTOCOL-IES.&id				({IEsSetParam}),
	criticality		F1AP-PROTOCOL-IES.&criticality		({IEsSetParam}{@id}),
	value			F1AP-PROTOCOL-IES.&Value			({IEsSetParam}{@id})
}

-- **************************************************************
--
-- Container for Protocol IE Pairs
--
-- **************************************************************

ProtocolIE-ContainerPair {F1AP-PROTOCOL-IES-PAIR : IEsSetParam} ::= 
	SEQUENCE (SIZE (0..maxProtocolIEs)) OF
	ProtocolIE-FieldPair {{IEsSetParam}}

ProtocolIE-FieldPair {F1AP-PROTOCOL-IES-PAIR : IEsSetParam} ::= SEQUENCE {
	id					F1AP-PROTOCOL-IES-PAIR.&id					({IEsSetParam}),
	firstCriticality	F1AP-PROTOCOL-IES-PAIR.&firstCriticality	({IEsSetParam}{@id}),
	firstValue			F1AP-PROTOCOL-IES-PAIR.&FirstValue			({IEsSetParam}{@id}),
	secondCriticality	F1AP-PROTOCOL-IES-PAIR.&secondCriticality	({IEsSetParam}{@id}),
	secondValue			F1AP-PROTOCOL-IES-PAIR.&SecondValue			({IEsSetParam}{@id})
}

-- **************************************************************
--
-- Container for Protocol Extensions
--
-- **************************************************************

ProtocolExtensionContainer {F1AP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= 
	SEQUENCE (SIZE (1..maxProtocolExtensions)) OF
	ProtocolExtensionField {{ExtensionSetParam}}

ProtocolExtensionField {F1AP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= SEQUENCE {
	id					F1AP-PROTOCOL-EXTENSION.&id				({ExtensionSetParam}),
	criticality			F1AP-PROTOCOL-EXTENSION.&criticality	({ExtensionSetParam}{@id}),
	extensionValue		F1AP-PROTOCOL-EXTENSION.&Extension		({ExtensionSetParam}{@id})
}

-- **************************************************************
--
-- Container for Private IEs
--
-- **************************************************************

PrivateIE-Container {F1AP-PRIVATE-IES : IEsSetParam } ::= 
	SEQUENCE (SIZE (1.. maxPrivateIEs)) OF
	PrivateIE-Field {{IEsSetParam}}

PrivateIE-Field {F1AP-PRIVATE-IES : IEsSetParam} ::= SEQUENCE {
	id					F1AP-PRIVATE-IES.&id				({IEsSetParam}),
	criticality			F1AP-PRIVATE-IES.&criticality		({IEsSetParam}{@id}),
	value				F1AP-PRIVATE-IES.&Value				({IEsSetParam}{@id})
}

END
-- ASN1STOP 

--<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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Figure 8.6.1.1.2-1: BC Bearer Context Setup procedure: Successful Operation.
The gNB-CU-CP initiates the procedure by sending the BC BEARER CONTEXT SETUP REQUEST message to the gNB-CU-UP. If the gNB-CU-UP succeeds to establish the requested MBS session resources, it replies to the gNB-CU-CP with the BC BEARER CONTEXT SETUP RESPONSE message.
The gNB-CU-UP shall report to the gNB-CU-CP, in the BC BEARER CONTEXT SETUP RESPONSE message, the result of all the requested resources in the following way:
-	A list of BC MRBs which are successfully established shall be included in the BC MRB Setup Response List IE;
-	A list of BC MRBs which failed to be established shall be included in the BC MRB Failed List IE;
-	For each established BC MRB, a list of MBS QoS Flows which are successfully established shall be included in the MBS QoS Flow Setup List IE;
-	For each established BC MRB, a list of MBS QoS Flows which failed to be established shall be included in the MBS QoS Flow Failed List IE.
When the gNB-CU-UP reports the unsuccessful establishment of a BC MRB or MBS QoS Flow the cause value should be precise enough to enable the gNB-CU-CP to know the reason for the unsuccessful establishment.
If the Requested Action for Available Shared NG-U Termination IE in the BC Bearer Context To Setup IE in the BC BEARER CONTEXT SETUP REQUEST message is set to
-	"apply available configuration" and an appropriate Shared NG-U Termination is available, the gNB-CU-UP shall apply the radio bearer configuration of the Shared NG-U Termination, and indicate in the BC BEARER CONTEXT SETUP RESPONSE message within the Available BC MRB Configuration IE in the BC Bearer Context To Setup Response IE the radio bearer configuration of the Shared NG-U Termination, if the radio bearer configuration of the Shared NG-U Termination is different than the one requested by the gNB-CU-CP.
-	"apply requested configuration" the gNB-CU-UP shall make use of an available appropriate Shared NG-U Termination if the radio bearer configuration of the Shared NG-U Termination, is the same as the one requested by the gNB-CU-CP, otherwise allocate separate resources as requested by the gNB-CU-CP and indicate in the BC BEARER CONTEXT SETUP RESPONSE message within the Available BC MRB Configuration IE in the BC Bearer Context To Setup Response IE the radio bearer configuration of the Shared NG-U Termination.
-	"apply available configuration if same as requested" the gNB-CU-UP shall make use of an available appropriate Shared NG-U Termination only if the radio bearer configuration of the Shared NG-U Termination is the same as the one requested by the gNB-CU-CP and reply with BC BEARER CONTEXT SETUP RESPONSE message.
[bookmark: _Toc106108547][bookmark: _Toc112687640][bookmark: _Toc120092983][bookmark: _Toc105657166]If the Associated Session ID IE is contained in the BC BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall, if supported, take this information into account to determine the appropriate resources, as specified in TS 38.401 [2].
If the MBS Service Area IE is contained in the BC BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall, if supported, take this information into account to determine the appropriate resources, as specified in TS 38.401 [2].
If the F1-U tunnel not established IE is include in the BC BEARER CONTEXT MODICIFCATION REQUEST message, the gNB-CU-UP node shall release all resources which has been allocated to the F1-U tunnel.
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This message is sent by the gNB-CU-CP to request the gNB-CU-UP to setup MBS session resources for a broadcast MBS session. 
Direction: gNB-CU-CP  gNB-CU-UP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-CP MBS E1AP ID
	M
	
	9.3.1.106
	
	YES
	reject

	Global MBS Session ID
	M
	
	9.3.1.108
	
	YES
	reject

	BC Bearer Context To Setup
	M
	
	9.3.3.26
	
	YES
	reject

	Associated Session ID
	O
	
	9.3.3.x
	
	YES
	ignore

	MBS Service Area
	O
	
	9.3.3.y
	
	YES
	ignore
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This IE contains MBS session resource related information used to request BC Bearer Context Modification.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	BC Bearer Context NG-U TNL Info at 5GC To Setup or Modify
	O
	
	BC Bearer Context NG-U TNL Info at 5GC
9.3.1.112
	
	-
	

	BC MRB To Setup List
	O
	
	BC MRB Setup Configuration
9.3.1.114
	
	-
	

	BC MRB To Modify List
	
	0..<maxnoofMRBs>
	
	
	-
	

	>MRB ID
	M
	
	9.3.1.16a
	
	-
	

	>BC Bearer Context F1-U TNL Info at DU
	O
	
	9.3.1.119
	
	-
	

	>MBS PDCP Configuration
	O
	
	PDCP Configuration
9.3.1.38
	
	-
	

	>MBS QoS Flows Information To Be Setup
	O
	
	QoS Flow QoS Parameters List
9.3.1.25
	
	-
	

	>MRB QoS
	O
	
	QoS Flow Level QoS Parameters
9.3.1.26
	Indicates the MRB QoS when more than one QoS Flow is mapped to the MRB.
	-
	

	BC MRB To Remove List
	
	0..<maxnoofMRBs>
	
	
	-
	

	>MRB ID 
	M
	
	9.3.1.16a
	
	-
	

	F1-U tunnel Not Established
	O
	
	ENUMERATED (true, ...)
	Indicates to not establish F1-U tunnel for this MBS broadcast session.
	YES
	ignore

	F1-U Establishment
	O
	
	ENUMERATED (true, …)
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofMRBs
	Maximum no. of MRBs for one MBS Session. Value is 32.
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9.3.3.x Associated Session ID
This IE is used to associate MBS Session IDs providing identical user data.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Associated Session ID
	M
	
	OCTET STRING
	This IE contains the AssociatedSessionId defined in TS 29.571 [35].
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This IE contains the MBS service area.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	MBS Service Area Information Location Dependent Item
	
	1..maxnoofMBSServiceArea Information
	
	

	>MBS Area Session ID
	M
	
	9.3.1.111
	

	>MBS Service Area Information
	M
	
	9.3.3.z
	



	Range bound
	Explanation

	maxnoofMBSServiceAreaInformation
	Maximum no. of MBS Service Area Information elements in the MBS Service Area Information Location Dependent List IE. Value is 256
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This IE contains MBS service area information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBS Service Area Cell List
	
	0..<maxnoofCellsforMBS>
	
	

	>NR CGI 
	M
	
	9.3.1.14
	

	MBS Service Area TAI List
	
	0..<maxnoofTAIforMBS>
	
	

	>PLMN-Identity
	M
	
	9.3.1.7
	

	>5GS TAC 
	M
	
	9.3.3.w
	



	Range bound
	Explanation

	maxnoofCellsforMBS
	Maximum no. of cells allowed within one MBS Service Area. Value is 512.

	maxnoofTAIforMBS
	Maximum no. of TAs allowed within one MBS Service Area. Value is 512.
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9.3.3.w	5GS TAC
This information element is used to identify Tracking Area Code.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	5GS TAC
	M
	
	OCTET STRING (SIZE (3))
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9.4.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for E1AP
--
-- **************************************************************

E1AP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules
--
-- **************************************************************

IMPORTS
	
[bookmark: _Hlk138944612]	AssociatedSessionID,
	Cause,
	CriticalityDiagnostics,
	GNB-CU-CP-MBS-E1AP-ID,
	GNB-CU-UP-MBS-E1AP-ID,

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
	MCBearerContextToModifyRequired,
	MCBearerContextToModifyConfirm,
	MBSMulticastF1UContextDescriptor,
	MBS-ServiceArea,
	GNB-CU-UP-MBS-Support-Info,
	SDTContinueROHC,
	MDTPLMNModificationList

FROM E1AP-IEs
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
FROM E1AP-Containers
	
	id-AssociatedSessionID,
	id-Cause,
	id-CriticalityDiagnostics,
	id-gNB-CU-CP-UE-E1AP-ID, 

[bookmark: _Hlk138944720]<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
	id-MBSMulticastF1UContextDescriptor,
	id-gNB-CU-UP-MBS-Support-Info,
	id-SDTContinueROHC,
	id-ManagementBasedMDTPLMNModificationList,
	id-MBS-ServiceArea,

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

-- **************************************************************
--
-- BC BEARER CONTEXT SETUP REQUEST
--
-- **************************************************************

BCBearerContextSetupRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { BCBearerContextSetupRequestIEs } },
	...
}

BCBearerContextSetupRequestIEs E1AP-PROTOCOL-IES ::= {
	{ ID id-GNB-CU-CP-MBS-E1AP-ID			CRITICALITY reject	TYPE 	GNB-CU-CP-MBS-E1AP-ID				PRESENCE mandatory	}|
	{ ID id-GlobalMBSSessionID				CRITICALITY reject	TYPE 	GlobalMBSSessionID					PRESENCE mandatory	}|
	{ ID id-BCBearerContextToSetup			CRITICALITY reject	TYPE 	BCBearerContextToSetup				PRESENCE mandatory	}|
	{ ID id-AssociatedSessionID				CRITICALITY ignore	TYPE 	AssociatedSessionID					PRESENCE optional	}|
	{ ID id-MBS-ServiceArea					CRITICALITY ignore	TYPE 	MBS-ServiceArea						PRESENCE optional	},
	...
}
[bookmark: _Toc120093302][bookmark: _Toc20955684][bookmark: _Toc106108853][bookmark: _Toc88656307][bookmark: _Toc51852512][bookmark: _Toc74152881][bookmark: _Toc29461127][bookmark: _Toc29505859][bookmark: _Toc112687956][bookmark: _Toc64448105][bookmark: _Toc56620463][bookmark: _Toc105657472][bookmark: _Toc45881871][bookmark: _Toc88657366][bookmark: _Toc36556384]<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

E1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS	
// skip unchanged part
	id-MCForwardingResourceReleaseIndication,
	id-PDCP-COUNT-Reset,
	id-MBSSessionAssociatedInfoNonSupportToSupport,
	id-VersionID,
	id-MBSAreaSessionID,
	id-Secondary-PDU-Session-Data-Forwarding-Information,
	id-F1UTunnelNotEstablished,
	id-F1UEstablishment,
	maxnoofMBSAreaSessionIDs,
	maxnoofSharedNG-UTerminations,
	maxnoofMRBs,
	maxnoofMBSSessionIDs,
	maxnoofQoSParaSets,
	maxnoofErrors,
	maxnoofSliceItems,
	maxnoofEUTRANQOSParameters,
	maxnoofNGRANQOSParameters,
	maxnoofDRBs,
	maxnoofPDUSessionResource,
	maxnoofQoSFlows,
	maxnoofUPParameters,
	maxnoofCellGroups,
	maxnooftimeperiods,
	maxnoofNRCGI,
	maxnoofTLAs,
	maxnoofGTPTLAs,
	maxnoofSPLMNs,
	maxnoofMDTPLMNs,
	maxnoofExtSliceItems,
	maxnoofDataForwardingTunneltoE-UTRAN,
	maxnoofExtNRCGI,
	maxnoofECGI,
	maxnoofSMBRValues,
	maxnoofCellsforMBS,
	maxnoofTAIforMBS,
	maxnoofMBSServiceAreaInformation


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
AlternativeQoSParaSetItem-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

AssociatedSessionID ::= OCTET STRING

-- B
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
// skip unchanged part
-- BCBearerContextToModify

BCBearerContextToModify ::= SEQUENCE {
	bcBearerContextNGU-TNLInfoat5GC		BCBearerContextNGU-TNLInfoat5GC	OPTIONAL,
	bcMRBToSetupList						BCMRBSetupConfiguration			OPTIONAL,
	bcMRBToModifyList					BCMRBModifyConfiguration			OPTIONAL,
	bcMRBToRemoveList					BCMRBRemoveConfiguration			OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {BCBearerContextToModify-ExtIEs} }	OPTIONAL,
	...
}

BCBearerContextToModify-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-F1UTunnelNotEstablished			CRITICALITY ignore	EXTENSION F1UTunnelNotEstablished			PRESENCE optional}|
	{ ID id-F1UEstablishment		CRITICALITY ignore			EXTENSION F1UEstablishment					PRESENCE optional	},
	...
}

BCMRBModifyConfiguration ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF BCMRBModifyConfiguration-Item

BCMRBModifyConfiguration-Item ::= SEQUENCE {
	mrb-ID							MRB-ID,
	bcBearerContextF1U-TNLInfoatDU 	BCBearerContextF1U-TNLInfoatDU	OPTIONAL,
	mbs-pdcp-config					PDCP-Configuration				OPTIONAL,
	qoS-Flow-QoS-Parameter-List		QoS-Flow-QoS-Parameter-List		OPTIONAL,
	qoSFlowLevelQoSParameters		QoSFlowLevelQoSParameters		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {BCMRBModifyConfiguration-Item-ExtIEs} }	OPTIONAL,
	...
}
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
// skip unchanged part

SDTindicatorMod ::= ENUMERATED {true, false, ...}

SubscriberProfileIDforRFP ::= INTEGER (1..256, ...)

SurvivalTime ::= INTEGER (0..1920000, ...)

F1UTunnelNotEstablished::= ENUMERATED {
	true,
	...
}

F1UEstablishment ::= ENUMERATED {true, ...}

-- T

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
FiveGS-TAC ::= OCTET STRING (SIZE(3))

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>





MBS-ServiceArea ::= SEQUENCE (SIZE(1..maxnoofMBSServiceAreaInformation)) OF MBS-ServiceAreaInformationItem

MBS-ServiceAreaInformationItem ::= SEQUENCE {
	mBS-AreaSessionID					MBSAreaSessionID,
	mBS-ServiceAreaInformation 			MBS-ServiceAreaInformation,
	iE-Extensions						ProtocolExtensionContainer { { MBS-ServiceAreaInformationItem-ExtIEs} }	OPTIONAL,
	...
}

MBSServiceArea-ExtIEs E1AP-PROTOCOL-IES ::= {
	...
}













MBS-ServiceAreaCellList ::= SEQUENCE (SIZE(1.. maxnoofCellsforMBS)) OF NR-CGI

MBS-ServiceAreaTAIList ::= SEQUENCE (SIZE(1.. maxnoofTAIforMBS)) OF MBS-ServiceAreaTAIList-Item
MBS-ServiceAreaTAIList-Item ::= SEQUENCE {
	plmn-ID							PLMN-Identity,
	five5-TAC						FiveGS-TAC,
	iE-Extensions					ProtocolExtensionContainer { {MBS-ServiceAreaTAIList-Item-ExtIEs} }	OPTIONAL,
	...
}

MBS-ServiceAreaTAIList-Item-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}














<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc29505861][bookmark: _Toc105657474][bookmark: _Toc120093304][bookmark: _Toc45881873][bookmark: _Toc106108855][bookmark: _Toc64448107][bookmark: _Toc36556386][bookmark: _Toc74152883][bookmark: _Toc51852514][bookmark: _Toc20955686][bookmark: _Toc29461129][bookmark: _Toc56620465][bookmark: _Toc88656309][bookmark: _Toc112687958][bookmark: _Toc88657368]9.4.7	Constant Definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************


E1AP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
maxnoofCellsforMBS						INTEGER ::= 512
maxnoofTAIforMBS						INTEGER ::= 512
maxnoofMBSServiceAreaInformation		INTEGER ::= 256

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
id-MCForwardingResourceReleaseIndication						ProtocolIE-ID ::= 183
id-PDCP-COUNT-Reset												ProtocolIE-ID ::= 184
id-MBSSessionAssociatedInfoNonSupportToSupport					ProtocolIE-ID ::= 185
id-AssociatedSessionID											ProtocolIE-ID ::= xxx
id-MBS-ServiceArea												ProtocolIE-ID ::= xxx
id-F1UTunnelNotEstablished										ProtocolIE-ID ::= xxx
id-F1UEstablishment												ProtocolIE-ID ::= xxx


END
-- ASN1STOP
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>



image1.emf
PLMN 1 5GC gNB-CU1-UP UE gNB-DU

gNB-CU1-CP

gNB-CU2-CP gNB-CU2-UP PLMN 2 5GC

1. NGAP Broadcast Session Setup Request

2. NGAP Broadcast Session Setup Request

3-1. E1AP BC Bearer Context Setup Request(5GC NG-U TNL 1)

4-1. E1AP BC Bearer Context Setup Response

4-2. E1AP BC Bearer Context Setup Response

3-2. E1AP BC Bearer Context Setup Request(5GC NG-U TNL 2)

5-1. F1AP Broadcast Context Setup Request

6-1.F1AP Broadcast Context Setup Response

5-2. F1AP Broadcast Context Setup Request

6-2.F1AP Broadcast Context Setup Response

(5GC NG-U TNL 1, Associated Session ID)

(5GC NG-U TNL 2, Associated Session ID)

(NG-U unicast : gNB NG-U TNL 1, F1-U TNL CU1)

(5GC NG-U TNL 1, Associated Session ID, MBS Service Area)

(NG-U unicast : gNB NG-U TNL 2, F1-U TNL CU2)

(5GC NG-U TNL 2, Associated Session ID, MBS Service Area)

(F1-U TNL CU 1, Associated Session ID)

( F1-U TNL CU2, Associated Session ID)

(F1-U TNL DU2, F1-Utunnel Not Established)

7-1. E1AP BC Bearer Context Modification Request

8-1. E1AP BC Bearer Context ModificationResponse

(F1-U TNL DU1)

10. NGAP Broadcast Session Setup Response

(NG-U unicast : gNB NG-U TNL 1)

11. NGAP Broadcast Session Setup Response

(Shared NG-U Not Established)

Broadcast MBS Media Stream

9

、

MCCH Configuration

(F1-U TNL DU1)

7-2. E1AP BC Bearer Context Release Command

8-2. E1AP BC Bearer Context ReleaseComplete


oleObject1.bin
PLMN 1 5GC


gNB-CU1-UP



image2.emf
PLMN 1 5GC gNB-CU1-UP gNB-DU

gNB-CU1-CP

gNB-CU2-CP gNB-CU2-UP PLMN 2 5GC

1. NGAP Broadcast Session Release Request

2.)F1AP Broadcast Context Release Command

4. E1AP BC Bearer Context Modification Request

5. E1AP BC Bearer Context Modification Response

3. F1AP Broadcast Context transport request(name FFS)

6. NGAP Broadcast Distribution Setup Request

7. NGAP Broadcast Distribution Setup Response

8. E1AP BC Bearer Context Modification Request

9. E1AP BC Bearer Context Modification Response

10. F1AP Broadcast Context transport response(name FFS)

11. F1AP Broadcast Context Release Complete

12. NGAP Broadcast Session Release Response

 (F1-U TNL DU2,  F1-U Establishment)

 (F1-U TNL DU2)

(NG-U unicast : gNB NG-U TNL 2,F1-U TNL CU2 )

gNB NG-U TNL 2

5GC NG-U TNL 2

5GC NG-U TNL 2

 (F1-U TNL CU2)


Microsoft_Visio_Drawing2336631111111.vsdx
PLMN 1 5GC
gNB-CU1-UP
gNB-DU
gNB-CU1-CP
gNB-CU2-CP
gNB-CU2-UP
PLMN 2 5GC
1. NGAP Broadcast Session Release Request
2.)F1AP Broadcast Context Release Command
4. E1AP BC Bearer Context Modification Request
5. E1AP BC Bearer Context Modification Response
3. F1AP Broadcast Context transport request(name FFS)
6. NGAP Broadcast Distribution Setup Request
7. NGAP Broadcast Distribution Setup Response
8. E1AP BC Bearer Context Modification Request
9. E1AP BC Bearer Context Modification Response
10. F1AP Broadcast Context transport response(name FFS)
11. F1AP Broadcast Context Release Complete
12. NGAP Broadcast Session Release Response
(F1-U TNL DU2,  F1-U Establishment)
(F1-U TNL DU2)
(NG-U unicast : gNB NG-U TNL 2,F1-U TNL CU2 )
gNB NG-U TNL 2
5GC NG-U TNL 2
5GC NG-U TNL 2
(F1-U TNL CU2)



image3.emf
NG-RAN node

BROADCAST SESSION SETUP REQUEST

BROADCAST SESSION SETUP RESPONSE

AMF


oleObject2.bin
NG-RAN node


AMF


BROADCAST SESSION SETUP REQUEST


BROADCAST SESSION SETUP RESPONSE



image4.emf
NG-RAN node

BROADCAST SESSION SETUP REQUEST

BROADCAST SESSION SETUP FAILURE

AMF


oleObject3.bin
NG-RAN node


AMF


BROADCAST SESSION SETUP REQUEST


BROADCAST SESSION SETUP FAILURE



image5.emf
 

AMF   NG - RAN   node  

BROADCAST  SESSION  TRANSPORT   REQUEST  

BROADCAST SESSION  TRANSPORT   RESPONSE  


oleObject4.bin


BROADCAST SESSION TRANSPORT RESPONSE







BROADCAST SESSION TRANSPORT REQUEST







AMF







NG-RAN node












image6.emf
 

AMF   NG - RAN   node  

BROADCAST  SESSION  TRANSPORT  REQUEST  

BROADCAST SESSION  TRANSPORT  FAILURE  


oleObject5.bin


BROADCAST SESSION TRANSPORT FAILURE







BROADCAST SESSION TRANSPORT REQUEST







AMF







NG-RAN node












image7.emf
 

BROADCAST CONTEXT  S ETUP   REQUEST    

gNB - CU  

gNB-DU 

BROADCAST CONTEXT  S ETUP   RE SPONSE  


oleObject6.bin


BROADCAST CONTEXT SETUP RESPONSE







BROADCAST CONTEXT SETUP REQUEST











gNB-DU







gNB-CU












image8.emf
 

BROADCAST CONTEXT  S ETUP   REQUEST    

gNB - CU  

gNB-DU 

BROADCAST CONTEXT  S ETUP   FAILURE  


oleObject7.bin


BROADCAST CONTEXT SETUP FAILURE







BROADCAST CONTEXT SETUP REQUEST











gNB-DU







gNB-CU












image9.emf
 

MULTIC A ST   CONTEXT  S ETUP   REQUEST    

gNB - CU  

gNB-DU 

MULTICAST   CONTEXT  S ETUP   RE SPONSE  


oleObject8.bin


MULTICAST CONTEXT SETUP RESPONSE







MULTICAST CONTEXT SETUP REQUEST











gNB-DU







gNB-CU












image10.emf
 

MULTICAST   CONTEXT  S ETUP   REQUEST    

gNB - CU  

gNB-DU 

MULTICAST  CONTEXT  S ETUP   FAILURE  


oleObject9.bin


MULTICAST CONTEXT SETUP FAILURE







MULTICAST CONTEXT SETUP REQUEST











gNB-DU







gNB-CU












image11.emf
 

MULTI CAST CONTEXT  MODIFICATION   REQUEST    

gNB - CU  

gNB-DU 

MULTI CAST CONTEXT  MODIFICATION   RE SPONSE  


oleObject10.bin


MULTICAST CONTEXT MODIFICATION RESPONSE







MULTICAST CONTEXT MODIFICATION REQUEST











gNB-DU







gNB-CU












image12.emf
 

MULTI CAST CONTEXT  MODIFICATION   REQUEST    

gNB - CU  

gNB-DU 

MULTI CAST CONTEXT  MODIFICATION   FAILURE  


oleObject11.bin


MULTICAST CONTEXT MODIFICATION FAILURE







MULTICAST CONTEXT MODIFICATION REQUEST











gNB-DU







gNB-CU












image13.emf
 

MULTI CAST CONTEXT  NOTIFICATION   INDICATION  

gNB - D U  

gNB-CU 

MULTI CAST CONTEXT  MODIFICATION   CON FIRM  


oleObject12.bin


MULTICAST CONTEXT MODIFICATION CONFIRM







MULTICAST CONTEXT NOTIFICATION INDICATION







gNB-CU







gNB-DU












image14.emf
 

MULTI CAST CONTEXT  NOTIFICATION   INDICATION  

gNB - D U  

gNB-CU 

MULTI CAST CONTEXT  MODIFICATION   REFUSE  


oleObject13.bin


MULTICAST CONTEXT MODIFICATION REFUSE







MULTICAST CONTEXT NOTIFICATION INDICATION







gNB-CU







gNB-DU












image15.emf
gNB-DU

BROADCAST CONTEXT TRANSPORT REQUEST

BROADCAST CONTEXT TRANSPORT RESPONSE 

gNB-CU


oleObject14.bin

image16.emf
gNB-DU

BROADCAST CONTEXT TRANSPORT REQUEST

BROADCAST CONTEXT TRANSPORT FAILURE 

gNB-CU


oleObject15.bin

image17.emf
gNB-CU-CP

BC BEARER CONTEXT SETUP REQUEST

BC BEARER CONTEXT SETUP RESPONSE

gNB-CU-UP


