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1	Introduction
This TP is to clarify the relationship between RSPP and V2X and Prose.
According to SA2’s specification in TS 23.586, the Ranging/SL positioning service information can only be used at least one of the services for V2X and ProSe is authorized, it is proposed to add semantics descriptions i.e. “This IE applies only if the UE is authorized for NR V2X services and/or 5G ProSe services.” in the Ranging and Sidelink Positioning Service Information to clarify the relationship between Ranging/Sidelink Positioning Service and V2X/ProSe service.
2	TP for TS 38.473 BL CR Ranging and Sidelink Positioning Service Information
<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
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This message is sent by the gNB-CU to request the setup of a UE context.
Direction : gNB-CU  gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	O
	
	9.3.1.5
	
	YES
	ignore

	<<<<<<<<<<<<<<<<<<< Omitted rows unchanged >>>>>>>>>>>>>>>>>>>>


	Ranging and Sidelink Positioning Service Information
	O
	
	9.3.1.x1
	This IE applies only if the UE is authorized for NR V2X services and/or 5G ProSe services.
	YES
	ignore
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This message is sent by the gNB-CU to provide UE Context information changes to the gNB-DU.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	<<<<<<<<<<<<<<<<<<< Omitted rows unchanged >>>>>>>>>>>>>>>>>>>>

	Ranging and Sidelink Positioning Service Information
	O
	
	9.3.1.x1
	This IE applies only if the UE is authorized for NR V2X services and/or 5G ProSe services.
	YES
	ignore




