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[bookmark: _Toc367182965][bookmark: _Toc138760776]<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc105668002][bookmark: _Toc112769893][bookmark: _Toc97909407][bookmark: _Toc13920076][bookmark: _Toc45833058][bookmark: _Toc64448115][bookmark: _Toc29392992][bookmark: _Toc74152911][bookmark: _Toc29393040][bookmark: _Toc36556394][bookmark: _Toc145332768][bookmark: _Toc98932573]3.1	Definitions
[bookmark: OLE_LINK6][bookmark: OLE_LINK8][bookmark: OLE_LINK7]For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
BH RLC channel: as defined in TS 38.300 [8].
en-gNB: as defined in TS 37.340 [9].
gNB-CU: as defined in TS 38.401 [2].
gNB-DU: as defined in TS 38.401 [2].
gNB: as defined in TS 38.300 [8].
IAB-MT: as defined in TS 38.300 [8].
IAB-DU: as defined in TS 38.300 [8].
IAB-node: as defined in TS 38.300 [8].
IAB-donor: as defined in TS 38.300 [8].
IAB-donor-CU: as defined in TS 38.401 [2].
IAB-donor-DU: as defined in TS 38.401 [2].
PC5 Relay RLC channel: as defined in TS 38.300 [8].
U2N Relay UE: as defined in TS 38.300 [8].
U2N Remote UE: as defined in TS 38.300 [8].
Uu Relay RLC channel: as defined in TS 38.300 [8].
Mobile IAB-MT: as defined in TS 38.300 [8].
Mobile IAB-DU: as defined in TS 38.300 [8].
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
5.2.1	F1 interface management function
The error indication function is used by the gNB-DU or gNB-CU to indicate to the gNB-CU or gNB-DU that an error has occurred.
The reset function is used to initialize the peer entity after node setup and after a failure event occurred. This procedure can be used by both the gNB-DU and the gNB-CU.
The F1 setup function allows to exchange application level data needed for the gNB-DU and gNB-CU to interoperate correctly on the F1 interface, and exchange the intended TDD DL-UL configuration originating from the gNB-DU or destined to the gNB-DU. The F1 setup is initiated by the gNB-DU. The F1 setup function also allows to send the  information of a mobile IAB-MT from the co-located mobile IAB-DU to the gNB-CU.
The gNB-CU Configuration Update and gNB-DU Configuration Update functions allow to update application level configuration data needed between gNB-CU and gNB-DU to interoperate correctly over the F1 interface, and may activate or deactivate cells. For cross-link interference mitigation, the gNB-CU may coordinate the exchange of  intended TDD DL-UL configuration by merging, forwarding and selective forwarding of intended TDD DL-UL configuration(s) between its gNB-DUs, or between its gNB-DUs and other gNBs, gNB-CUs. With the gNB-CU Configuration Update function, energy saving with cell activation/deactivation can be supported as defined in TS 38.300 [8]. The gNB-DU Configuration Update function also allows to send the  information of a mobile IAB-MT from the co-located mobile IAB-DU to the gNB-CU.
The F1 setup and gNB-DU Configuration Update functions allow to inform the S-NSSAI(s), NSAG(s), CAG ID(s) and NID(s) supported by the gNB-DU.
The F1 setup and gNB-DU Configuration Update functions allow to provide information on RedCap access configuration at the gNB-DU.
The F1 setup and gNB-CU Configuration Update functions allow to inform the NID(s) available at the gNB-CU.
The F1 resource coordination function is used to transfer information about frequency resource sharing between gNB-CU and gNB-DU. In case of split gNB architecture, the gNB-CU may consolidate the outgoing messages from multiple gNB-DUs and distribute the incoming messages to the involved gNB-DUs, to perform resource coordination.
The gNB-DU status indication function allows the gNB-DU to indicate overload status to gNB-CU. In case of IAB, the IAB-donor-DU or IAB-DU can indicate the downlink congestion status to the IAB-donor-CU.
The network access rate reduction function is used to indicate to the gNB-DU that the rate at which UEs are accessing the network need to be reduced.
The F1 removal function is used to remove the interface instance and all related resources between the gNB-DU and the gNB-CU in a controlled manner.
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>


5.2.12	IAB support function
The support for IAB comprises several functions.
The BAP mapping configuration function allows the IAB-donor-CU to provide BAP mapping which includes the backhaul routing configuration and/or BH RLC channel mapping information for IAB-donor-DU or IAB-DU. This function also enables the IAB-donor-CU to provide the BAP header rewriting configuration, or other BAP related configurations to the IAB-DU. This function also enables the IAB-donor-CU to provide the BAP related configurations to the IAB-donor-DU.
The gNB-DU resource configuration function is used by the IAB-donor-CU to provide cell resource configuration for an IAB-donor-DU or an IAB-DU, and/or NA resource configuration of a parent node IAB-DU or IAB-donor-DU serving the co-located IAB-MT for an IAB-DU, and/or information about the child node’s cell resource configuration and other periodic configurations to a parent IAB-node or an IAB-donor-DU. This function also allows the IAB-donor-CU to provide the semi-static cell resource configuration of a neighbour node or a peer parent-node of a child node, whereas this neighbor node or a peer parent can be an IAB-donor-DU or an IAB-DU.
The IAB TNL address configuration function enables the IAB-donor-CU to request IP address(es) to be used for IAB-node(s) from an IAB-donor-DU, or to request from an IAB-donor-DU the removal of IP address(es) used for IAB-node(s). This function is also used by the IAB-donor-CU to provide an IAB-donor-DU with the IP address information of the traffic to be transferred to a peer IAB-donor-DU via an inter-donor-DU tunnel.
The IAB UP configuration update function allows the update of BH information or the UP TNL information between the IAB-donor-CU and an IAB-DU.
The Mobile IAB F1 Setup Triggering function enables the IAB-donor-CU to trigger the new F1 interface establishment between a target logical mobile IAB-DU and a target F1-terminating IAB-donor-CU.
The Mobile IAB F1 Setup Outcome Notification function enables the mobile IAB-DU to report the outcome of the F1 interface setup between a target logical mobile IAB-DU and a target F1-terminating IAB-donor-CU.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc138760798]6.1.12	IAB procedures
The IAB procedures are listed below:
-	BAP Mapping Configuration procedure
-	gNB-DU Resource Configuration procedure
-	IAB TNL Address Allocation procedure
-	IAB UP Configuration Update procedure
-	Mobile IAB F1 Setup Triggering procedure
-	Mobile IAB F1 Setup Outcome Notification procedure

<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>

