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[bookmark: OLE_LINK1]1	Introduction
This paper provides the corresponding TP for TS 38.410 to support XR UP design using new container.
2 Text Proposal for BL CR TS 38.410
[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc534727706][bookmark: _Toc88652258][bookmark: _Toc36555181][bookmark: _Toc98402274][bookmark: _Toc45882550][bookmark: _Toc51762859][bookmark: _Toc64446339]8	Other NG interface specifications
[bookmark: _Toc29391658][bookmark: _Toc45882526][bookmark: _Toc29391598][bookmark: _Toc106108587][bookmark: _Toc36552288][bookmark: _Toc29391718][bookmark: _Toc51762852][bookmark: _Toc105668868][bookmark: _Toc534727724][bookmark: _Toc98401456]8.1	NG-RAN NG interface: NG layer 1 (TS 38.411)
TS 38.411 [2] specifies the physical layer technologies that may be used to support the NG interface. 
[bookmark: _Toc105668869][bookmark: _Toc45882527][bookmark: _Toc98401457][bookmark: _Toc29391599][bookmark: _Toc106108588][bookmark: _Toc29391719][bookmark: _Toc29391659][bookmark: _Toc534727725][bookmark: _Toc51762853][bookmark: _Toc36552289]8.2	NG-RAN NG interface:  NG signalling transport (TS 38.412)
TS 38.412 [3] specifies how the NGAP signalling messages are transported over NG.
[bookmark: _Toc29391600][bookmark: _Toc98401458][bookmark: _Toc29391660][bookmark: _Toc36552290][bookmark: _Toc534727726][bookmark: _Toc105668870][bookmark: _Toc106108589][bookmark: _Toc45882528][bookmark: _Toc29391720][bookmark: _Toc51762854]8.3	NG-RAN NG interface: NG application protocol (NGAP) (TS 38.413)
TS 38.413 [4] specifies the radio network layer signalling procedures of the control plane between the NG-RAN node and the AMF.
[bookmark: _Toc51762855][bookmark: _Toc534727727][bookmark: _Toc36552291][bookmark: _Toc106108590][bookmark: _Toc105668871][bookmark: _Toc98401459][bookmark: _Toc29391721][bookmark: _Toc29391661][bookmark: _Toc29391601][bookmark: _Toc45882529]8.4	NG-RAN NG interface: NG data transport (TS 38.414)
TS 38.414 [5] specifies the standards for user data transport protocols over the NG interface.
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TS 38.415 [9] specifies the PDU Session user plane protocol procedures, and the PDU Set Information user plane protocol procedures over the NG interface.
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