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1 Introduction

This paper contains TP to update the Failed Report Characteristics for UE performance feedback and UE trajectory.
2 TP for TS 38.423:
9.1.3.DD
DATA COLLECTION RESPONSE 
This message is sent by NG-RAN node2 to NG-RAN node1 to indicate that the requested information, for all or part of the measurement objects included in the reporting, is successfully initiated.

Direction: NG-RAN node2 ( NG-RAN node1
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	NG-RAN node1 Measurement ID 
	M
	
	INTEGER (1..4095,...)
	Allocated by NG-RAN node1
	YES
	reject

	NG-RAN node2 Measurement ID 
	M
	
	INTEGER (1..4095,...)
	Allocated by NG-RAN node2
	YES
	reject

	Node Measurement Initiation Result List
	
	0..1
	
	List of measurement objects that failed to be initiated in the node.
	YES
	ignore

	>Node Measurement Initiation Result Item
	
	1 .. <maxFailedMeasPerNode>
	
	
	EACH
	ignore

	>>Measurement Failed Report Characteristics
	M
	
	BITSTRING

(SIZE(128))
	Each position in the bitmap indicates measurement objects that failed to be initiated in the NG-RAN node2.

First Bit = Energy Cost,
Second Bit = Average UE Throughput DL,

Third Bit = Average UE Throughput UL,

Fourth Bit = Average Packet Delay,

Fifth Bit = Average Packet Loss DL,

Sixth Bit = Measured UE Trajectory.
Other bits shall be ignored by the NG-RAN node1.
	–
	

	>>Cause
	M
	
	9.2.3.2
	Failure cause for measurement objects for which the measurement cannot be initiated.
	–
	

	Per Cell Measurement Initiation Result List
	
	0..1
	
	List of measurement objects that failed to be initiated per cell.
	YES
	ignore

	>Per Cell Measurement Initiation Result Item
	
	1 .. <maxnoofCellsinNG-RANnode>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	Global NG-RAN Cell Identity

9.2.2.27
	
	–
	

	>>Measurement Failure Cause List
	
	0..1
	
	Indicates that NG-RAN node2 could not initiate the measurement for at least one of the requested measurement objects in the cell.
	–
	

	>>>Measurement Failure Cause Item
	
	1 .. <maxFailedMeasObjects>
	
	
	–
	

	>>>>Measurement Failed Report Characteristics
	M
	
	BITSTRING

(SIZE(128))
	Each position in the bitmap indicates measurement objects that failed to be initiated in the NG-RAN node2.

First Bit = Predicted Radio Resource Status,

Second Bit = Predicted Number of Active UEs,

Third Bit = Predicted RRC Connections 






Other bits shall be ignored by the NG-RAN node1.
	–
	

	>>>>Cause
	M
	
	9.2.3.2
	Failure cause for measurement objects for which the measurement cannot be initiated.
	–
	

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofCellsinNG-RANnode
	Maximum no. cells that can be served by a NG-RAN node. Value is 16384.

	maxFailedMeasObjects
	Maximum number of measurement objects that can fail per measurement. Value is 124.

	maxFailedMeasPerNode
	Maximum number of measurement objects that can fail per node. Value is 124.


