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[bookmark: OLE_LINK3][bookmark: OLE_LINK4]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 38.401: "NG-RAN; Architecture Description".
[3]	3GPP TS 38.471: "NG-RAN; F1 layer 1". 
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[7]	3GPP TS 38.425: "NG-RAN; Xn interface user plane protocol". 
[8]	3GPP TS 38.300: "NR; Overall description; Stage-2".
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[X]	3GPP TS 38.415: "NG-RAN; PDU Session User Plane Protocol".
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This function allows to transfer of user data between gNB-CU and gNB-DU.
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5.3.2	Flow control function 
This function allows to control the downlink user data flow to the gNB-DU. The detailed protocol is specified in TS 38.425 [7].
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This clause contains the description of the other related 3GPP specifications.
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3GPP TS 38.472 [4] specifies the signalling bearers for the F1AP for the F1-C interface.
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3GPP TS 38.473 [5] specifies the F1AP protocol for radio network control plane signalling over the F1 interface.
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3GPP TS 38.474 [6] specifies the transport bearers for the user plane of the F1-U interface. 
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3GPP TS 38.425 [7] specifies the user plane protocol being used over the F1-U interface.
8.y	NG-RAN F1 interface: PDU Session user plane protocol (TS 38.415)
3GPP TS 38.415 [12] specifies the PDU Set Information user plane protocol for sending PDU Set Information and indication of End of Data Burst over the F1-U interface.
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