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START OF CHANGES
[bookmark: _Toc139018321]16.14.3.2.2	Conditional Handover
The same principle as described in 9.2.3.4 applies to NTN unless hereunder specified.
NTN supports the following additional trigger conditions upon which UE may execute CHO to a candidate cell, as defined in TS 38.331 [12]:
-	The RRM measurement-based event A4;
-	A time-based trigger condition;
-	A location-based trigger condition.
A time-based or a location-based trigger condition is always configured together with one of the measurement-based trigger conditions (CHO events A3/A4/A5) as defined in TS 38.331 [12].
It is up to UE implementation how the UE evaluates the time- or location-based trigger condition together with the RRM measurement-based event.
When a time-based trigger condition is used, the source gNB may signal the corresponding parameters to a single target gNB via the Source NG-RAN Node to Target NG-RAN Node Transparent Container in a NG-C based handover, see TS 23.502 [22]. The source gNB signals the corresponding CHO configuration to the UE in the RRC Reconfiguration message during handover execution.
When time-based trigger condition is used, the source NG-RAN node should consider the time indicated to the UE to decide when start the early data forwarding to the target NG-RAN node.
NEXT CHANGE
[bookmark: _Toc130939088][bookmark: _Toc124536353]16.14.5	NG-RAN signalling
The Cell Identity, as defined in TS 38.413 [26] and TS 38.423 [50], used in following cases corresponds to a Mapped Cell ID, irrespective of the orbit of the NTN payload or the types of service links supported:
-	The Cell Identity indicated by the gNB to the Core Network as part of the User Location Information;
-	The Cell Identity used for Paging Optimization in NG interface;
-	The Cell Identity used for Area of Interest;
-	The Cell Identity used for PWS.
The Cell Identity included within the target identification of the handover messages allows identifying the correct target cell. The cell identity used in the NG and Xn handover messages, Xn Setup and Xn NG-RAN Node Configuration Update procedures is expected to be Uu Cell ID.
The Cell Identities used in the RAN Paging Area during Xn RAN paging allow the identification of the correct target cells for RAN paging.
NOTE 1:	The Cell Identity used for RAN Paging is assumed to typically represent a Uu Cell ID.
The mapping between Mapped Cell IDs and geographical areas is configured in the RAN and Core Network.
NOTE 2:	A specific geographical location may be mapped to multiple Mapped Cell ID(s), and such Mapped Cell IDs may be configured to indicate differerent geographical areas (e.g. overlapping and/or with different dimensions).
The gNB is responsible for constructing the Mapped Cell ID based on the UE location information received from the UE, if available. The mapping may be pre-configured (e.g., up to operator's policy) or up to implementation.
NOTE 3:	As described in TS 23.501 [3], the User Location Information may enable the AMF to determine whether the UE is allowed to operate at its present location. Special Mapped Cell IDs or TACs may be used to indicate areas outside the serving PLMN's country.
The gNB reports the broadcasted TAC(s) of the selected PLMN to the AMF as part of ULI. In case the gNB knows the UE's location information, the gNB may determine the TAI the UE is currently located in and provide that TAI to the AMF as part of ULI.
NEXT CHANGE
[bookmark: _Toc130939089][bookmark: _Toc124536354]16.14.6	AMF (Re-)Selection
The gNB implements the NAS Node Selection Function specified in TS 38.410 [16].
For an RRC_CONNECTED UE, when the gNB is configured to ensure that the UE connects to an AMF that serves the country in which the UE is located, if the gNB detects that the UE is in a different country to that served by the serving AMF, then it should perform an NG handover to change to an appropriate AMF, or initiate an UE Context Release Request procedure towards the serving AMF (in which case the AMF may decide to de-register the UE).
For the purpose of selecting an appropriate AMF, the 5GC may verify the UE location according to TS 23.501 [3] and TS 38.305 [42] after the UE has attached to the network.
NOTE:	UE location verification for AMF selection should not be necessary if NTN cell(s) do not extend across countries.
END OF CHANGES
