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Introduction
In this paper, we are proposing TP to 38.423 on RAN AI/ML to include the UE performance feedback configuration, for the following proposals:
Proposal 1: for the Measurement Collection Duration IE of the measurement for the reporting of the UE performance feedback, it is defined as INTEGER {1..4095}.
Proposal 2: the IE name is to be UE Performance Configuration UE Performance Feedback Configuration IE
Proposal 3: agree the TP.



(TP to TS38.423 on RAN AI/ML UE Performance feedback) 
Skip unchange part
8.4.AA	Data Collection Reporting Initiation
8.4.AA.1	General
This procedure is used by an NG-RAN node to request the reporting of information to another NG-RAN node to support, e.g., AI/ML in NG-RAN.
The procedure uses non UE-associated signalling.
Editor’s Note: FFS other information that can be requested using this procedure.
Editor’s Note: FFS content of AL/ML related information.
8.4.AA.2	Successful Operation


Figure 8.4.AA.2-1: Data Collection Reporting Initiation, successful operation
NG-RAN node1 initiates the procedure by sending the DATA COLLECTION REQUEST message to NG-RAN node2 to start information reporting or to stop information reporting. Upon receipt, NG-RAN node2:

Skip unchange part

8.4.AA	Data Collection Reporting Initiation (FFS on the name)
8.4.AA.1	General
This procedure is used by an NG-RAN node to request the reporting of AI/ML related information to another NG-RAN node.
The procedure uses non UE-associated signalling.
Editor’s Note: FFS other information that can be requested using this procedure.
Editor’s Note: FFS content of AL/ML related information.
8.4.AA.2	Successful Operation


Figure 8.4.AA.2-1: Data Collection Reporting Initiation, successful operation
NG-RAN node1 initiates the procedure by sending the DATA COLLECTION REQUEST message to NG-RAN node2 to start information reporting or to stop information reporting. Upon receipt, NG-RAN node2:
-	shall initiate the requested information reporting according to the parameters given in the request in case the Registration Request IE is set to “start”; or
-	shall stop all measurements and predictions and terminate the reporting in case the Registration Request IE is set to “stop”; or
-	FFS 
If the Registration Request IE is set to “start” in the DATA COLLECTION REQUEST message and the Report Characteristics IE indicates cell-specific information reporting, the Cell To Report List IE shall be included.
If NG-RAN node2 is capable  of providing all of the requested information, it shall initiate the information reporting as requested by NG-RAN node1 and respond with the DATA COLLECTION RESPONSE message.
If NG-RAN node2 is capable of providing some but not all of the requested information, it shall initiate the information reporting for the admitted requested information and include the Node Measurement Initiation Result List IE or the Per Cell Measurement Initiation Result List IE or both in the DATA COLLECTION RESPONSE message.
If the Reporting Periodicity IE in the DATA COLLECTION REQUEST is present, this indicates the periodicity for the reporting of periodic information. The NG-RAN node2 shall report only once, unless otherwise requested within the Reporting Periodicity IE.
If the Requested Prediction Time IE in the DATA COLLECTION REQUEST message is present, it indicates the specific point in time to which the prediction of the requested information applies. The NG-RAN node2 shall take it into account when generating the requested predicted information.
If the Report Time Duration IE contained in the Additional UE Trajectory Reporting Conditions IE (FFS on the IE name) in the DATA COLLECTION REQUEST message is present, the NG-RAN node2 shall use this value as a triggering condition for reporting the UE Trajectory. If the Number of handovers IE (FFS on the IE name) contained in the Additional UE Trajectory Reporting Conditions IE (FFS on the IE name) in the DATA COLLECTION REQUEST message is present, the NG-RAN node2 shall use this value as a triggering condition for reporting the UE Trajectory.
If the UE Performance Configuration (FFS on the name) IE in the DATA COLLECTION REQUEST message is present, it indicates the configuration for the collection of UE performance. The NG-RAN node2 shall take it into account when collecting the UE performance.
Interaction with the Data Collection Reporting procedure


[bookmark: _Toc98351672][bookmark: _Toc98747970][bookmark: _Toc105704356][bookmark: _Toc106108474][bookmark: _Toc107829446][bookmark: _Toc112703205][bookmark: _Toc120012703]Skip unchange part

9.1.3.CC	DATA COLLECTION REQUEST 
This message is sent by NG-RAN node1 to NG-RAN node2 to initiate the requested information reporting according to the parameters given in the message.
Direction: NG-RAN node1  NG-RAN node2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	NG-RAN node1 Measurement ID 
	M
	
	INTEGER (1..4095,...) 
	Allocated by NG-RAN node1
	YES
	reject

	NG-RAN node2 Measurement ID 
	C-ifRegistrationRequestStop
	
	INTEGER (1..4095,...)
	Allocated by NG-RAN node2
	YES
	ignore

	Registration Request
	M
	
	ENUMERATED(start, stop, …) (FFS on others)
	Type of request for which the information is required.
	YES
	reject

	Report Characteristics
	C-ifRegistrationRequestStart
	
	BITSTRING
(SIZE(32))
	Each position in the bitmap indicates the object the NG-RAN node2 is requested to report.
First Bit = Predicted Radio Resource Status,
Second Bit = Predicted Number of Active UEs,
Third Bit = Predicted RRC Connections 
Fourth Bit = Average UE Throughput DL,
Fifth Bit = Average UE Throughput UL,
Sixth Bit = Average Packet Delay,
Seventh Bit = Average Packet Loss
Eighth Bit = Energy Cost
Ninth Bit = Measured UE Trajectory

	YES
	reject

	Cell To Report List
	
	0..1
	
	Cell ID list to which the request applies.
	YES
	ignore

	>Cell To Report Item
	
	1 .. <maxnoofCellsinNG-RANnode>
	
	
	–
	

	>>Cell ID
	M
	
	Global NG-RAN Cell Identity
9.2.2.27

	
	–
	

	Reporting Periodicity
	O
	
	ENUMERATED(500ms, 1000ms, 2000ms, 5000ms, 10000ms, …)
	Periodicity that can be used for reporting of requested objects. Also used as the averaging window length for all objects if supported.
	YES
	ignore

	Requested Prediction Time
	O
	
	INTEGER (1..60, ...)
	For one time reporting, it indicates the point in time, measured from reception of the DATA COLLECTION REQUEST message, for which predictions are provided. For periodic reporting, it indicates the points in time, measured from the reception of the DATA COLLECTION REQUEST message　and shifted by each reporting period, for which predictions are provided.

	YES
	ignore

	Additional UE Trajectory Reporting Conditions (FFS on the name)
	O
	
	9.2.3.P
	
	YES
	ignore

	UE Performance Feedback Configuration 
	O
	
	9.2.3.N
	
	YES
	ignore



	Condition
	Explanation

	ifRegistrationRequestStop
	This IE shall be present if the Registration Request IE is set to the value "stop". 

	ifRegistrationRequestStart
	This IE shall be present if the Registration Request IE is set to the value "start".



	Range bound
	Explanation

	maxnoofCellsinNG-RANnode
	Maximum no. cells that can be served by a NG-RAN node. Value is 16384.



Skip unchange part

9.2.3.N	UE Performance Feedback Configuration 
This IE indicates the configuration for UE performance feedback measurement collection.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Measurement Collection Duration 
	O
	
	INTEGER (1..4095)
	The maximum time duration, in seconds, starting from successful handover execution, after which the target node will report the UE performance feedback information.
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-- ASN1START
-- **************************************************************
--
-- Elementary Procedure definitions
--
-- **************************************************************

XnAP-PDU-Descriptions {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Descriptions (0) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	Criticality,
	ProcedureCode

FROM XnAP-CommonDataTypes
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

	PartialUEContextTransfer,
	PartialUEContextTransferAcknowledge,
[bookmark: _Hlk148727722]	PartialUEContextTransferFailure,
	DataCollectionRequest,
	DataCollectionResponse,
	DataCollectionFailure,
	DataCollectionUpdate

[bookmark: _Toc20955407][bookmark: _Toc29991615][bookmark: _Toc36556018][bookmark: _Toc44497803][bookmark: _Toc45108190][bookmark: _Toc45901810][bookmark: _Toc51850891][bookmark: _Toc56693895][bookmark: _Toc64447439][bookmark: _Toc66286933][bookmark: _Toc74151631][bookmark: _Toc88654105][bookmark: _Toc97904461][bookmark: _Toc98868599][bookmark: _Toc105174885][bookmark: _Toc106109722]<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

	id-cPCCancel,
[bookmark: _Hlk148727707]	id-partialUEContextTransfer,
	id-dataCollectionReportingInitiation,
	id-dataCollectionReporting



FROM XnAP-Constants;
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
XNAP-ELEMENTARY-PROCEDURES-CLASS-1 XNAP-ELEMENTARY-PROCEDURE ::= {
	handoverPreparation										|
	retrieveUEContext										|
	sNGRANnodeAdditionPreparation							|
	mNGRANnodeinitiatedSNGRANnodeModificationPreparation	|
	sNGRANnodeinitiatedSNGRANnodeModificationPreparation	|
	mNGRANnodeinitiatedSNGRANnodeRelease					|
	sNGRANnodeinitiatedSNGRANnodeRelease					|
	sNGRANnodeChange										|
	xnRemoval												|
	xnSetup													|
	nGRANnodeConfigurationUpdate							|
	e-UTRA-NR-CellResourceCoordination						|
	cellActivation											|
	reset													|
	resourceStatusReportingInitiation						|
	mobilitySettingsChange									|
	iABTransportMigrationManagement							|
	iABTransportMigrationModification						|
	iABResourceCoordination									|
[bookmark: _Hlk148727683]	partialUEContextTransfer								,|
	dataCollectionReportingInitiation,
	...
}


XNAP-ELEMENTARY-PROCEDURES-CLASS-2 XNAP-ELEMENTARY-PROCEDURE ::= {
	sNStatusTransfer						|
	handoverCancel							|
	rANPaging								|
	xnUAddressIndication					|
	uEContextRelease						|
	sNGRANnodeReconfigurationCompletion		|
	sNGRANnodeCounterCheck					|
	rRCTransfer								|
	errorIndication							|
	privateMessage							|
	notificationControl						|
	activityNotification					|
	secondaryRATDataUsageReport 			|
	deactivateTrace							|
	traceStart								|
	handoverSuccess							|
	conditionalHandoverCancel				|
	earlyStatusTransfer						|
	failureIndication						|
	handoverReport							|
	resourceStatusReporting					|
	accessAndMobilityIndication				|
	cellTrafficTrace							|
	rANMulticastGroupPaging					|
	scgFailureInformationReport				|
	scgFailureTransfer						|
	f1CTrafficTransfer						|
	retrieveUEContextConfirm				|
[bookmark: _Hlk148727672]	cPCCancel								,|
	dataCollectionReporting,
	...

}

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>


cPCCancel XNAP-ELEMENTARY-PROCEDURE ::={
	INITIATING MESSAGE 		CPCCancel
	PROCEDURE CODE			id-cPCCancel
	CRITICALITY 			ignore
}

[bookmark: _Hlk148727655]dataCollectionReportingInitiation	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE				DataCollectionRequest
	SUCCESSFUL OUTCOME				DataCollectionResponse
	UNSUCCESSFUL OUTCOME			DataCollectionFailure
	PROCEDURE CODE					id-dataCollectionReportingInitiation
	CRITICALITY						reject
}

dataCollectionReporting 	XNAP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		DataCollectionUpdate
	PROCEDURE CODE			id-dataCollectionReporting
	CRITICALITY				ignore
}



END
-- ASN1STOP

9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for XnAP.
--
-- **************************************************************

XnAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS

	ActivationIDforCellActivation,
[bookmark: _Toc407158117]<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
	SRB-ID,
	AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated,
[bookmark: _Hlk148728588][bookmark: _Hlk148729388]	HashedUEIdentityIndexValue,

	CellBasedUETrajectoryPrediction,
	DataCollectionID,
	RequestedPredictionTime,
	NodeMeasurementInitiationResult-List,
	CellMeasurementInitiationResult-List,
	UEAssociatedInfoResult-List,
	EnergyCost,
	AdditionalUETrajectoryReportConditions,
	UEPerformanceFeedbackConfiguration

FROM XnAP-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerList{},
	ProtocolIE-ContainerPair{},
	ProtocolIE-ContainerPairList{},
	ProtocolIE-Single-Container{},
	XNAP-PRIVATE-IES,
	XNAP-PROTOCOL-EXTENSION,
	XNAP-PROTOCOL-IES,
	XNAP-PROTOCOL-IES-PAIR
FROM XnAP-Containers


	id-ActivatedServedCells,
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
	id-F1-terminatingIAB-donorIndicator,
	id-AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated,
	id-HashedUEIdentityIndexValue,

[bookmark: _Hlk148727539]	id-CellBasedUETrajectoryPrediction,
	id-DataCollectionID,
	id-RequestedPredictionTime,
	id-NodeMeasurementInitiationResult-List,
	id-CellMeasurementInitiationResult-List,
	id-UEAssociatedInfoResult-List,
	id-EnergyCost,
	id-AdditionalUETrajectoryReportConditions,
	id-UEPerformanceFeedbackConfiguration,


	maxnoofCellsinNG-RANnode,
	maxnoofDRBs,
	maxnoofPDUSessions,
	maxnoofQoSFlows,
	maxnoofServedCellsIAB,
	maxnoofTrafficIndexEntries,
	maxnoofTLAsIAB,
	maxnoofBAPControlPDURLCCHs,
	maxnoofServingCells

FROM XnAP-Constants;


-- **************************************************************
--
-- HANDOVER REQUEST
--
-- **************************************************************

HandoverRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{HandoverRequest-IEs}},
	...
}

HandoverRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-sourceNG-RANnodeUEXnAPID			CRITICALITY reject	TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-Cause								CRITICALITY reject	TYPE Cause										PRESENCE mandatory}|
	{ ID id-targetCellGlobalID					CRITICALITY reject	TYPE Target-CGI									PRESENCE mandatory}|
	{ ID id-GUAMI								CRITICALITY reject	TYPE GUAMI										PRESENCE mandatory}|
	{ ID id-UEContextInfoHORequest				CRITICALITY reject	TYPE UEContextInfoHORequest						PRESENCE mandatory}|
	{ ID id-TraceActivation						CRITICALITY ignore	TYPE TraceActivation							PRESENCE optional }|
	{ ID id-MaskedIMEISV						CRITICALITY ignore	TYPE MaskedIMEISV								PRESENCE optional }|
	{ ID id-UEHistoryInformation				CRITICALITY ignore	TYPE UEHistoryInformation						PRESENCE mandatory}|
	{ ID id-UEContextRefAtSN-HORequest			CRITICALITY ignore	TYPE UEContextRefAtSN-HORequest				PRESENCE optional }|
	{ ID id-CHOinformation-Req					CRITICALITY reject	TYPE CHOinformation-Req							PRESENCE optional }|
	{ ID id-NRV2XServicesAuthorized				CRITICALITY ignore	TYPE NRV2XServicesAuthorized					PRESENCE optional }|
	{ ID id-LTEV2XServicesAuthorized			CRITICALITY ignore	TYPE LTEV2XServicesAuthorized					PRESENCE optional }|
	{ ID id-PC5QoSParameters					CRITICALITY ignore	TYPE PC5QoSParameters							PRESENCE optional }|
	{ ID id-MobilityInformation					CRITICALITY ignore	TYPE MobilityInformation						PRESENCE optional }|
	{ ID id-UEHistoryInformationFromTheUE		CRITICALITY ignore	TYPE UEHistoryInformationFromTheUE			PRESENCE optional }|
	{ ID id-IABNodeIndication					CRITICALITY reject	TYPE IABNodeIndication							PRESENCE optional }|
	{ ID id-NoPDUSessionIndication				CRITICALITY ignore	TYPE NoPDUSessionIndication						PRESENCE optional }|
	{ ID id-TimeSynchronizationAssistanceInformation	CRITICALITY ignore	TYPE TimeSynchronizationAssistanceInformation		PRESENCE optional }|
	{ ID id-QMCConfigInfo						CRITICALITY ignore	TYPE QMCConfigInfo								PRESENCE optional }|
	{ ID id-FiveGProSeAuthorized				CRITICALITY ignore	TYPE FiveGProSeAuthorized						PRESENCE optional }|
[bookmark: _Hlk148727524]	{ ID id-FiveGProSePC5QoSParameters			CRITICALITY ignore	TYPE FiveGProSePC5QoSParameters				PRESENCE optional },}|

	{ ID id-CellBasedUETrajectoryPrediction		CRITICALITY ignore	TYPE CellBasedUETrajectoryPrediction		PRESENCE optional }|
	{ ID id-DataCollectionID					CRITICALITY ignore	TYPE DataCollectionID							PRESENCE optional },
	...
}

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

[bookmark: _Hlk148727469]-- **************************************************************
--
-- DATA COLLECTION REQUEST
--
-- **************************************************************

DataCollectionRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{DataCollectionRequest-IEs}},
	...
}

DataCollectionRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-NGRAN-Node1-Measurement-ID			CRITICALITY reject	TYPE Measurement-ID					PRESENCE mandatory}|
	{ ID id-NGRAN-Node2-Measurement-ID				CRITICALITY ignore	TYPE Measurement-ID					PRESENCE conditional}|
-- This IE shall be present if the Registration Request IE is set to the value "stop".
	{ ID id-RegistrationRequest					CRITICALITY reject	TYPE RegistrationRequest			PRESENCE mandatory}|
	{ ID id-ReportCharacteristics					CRITICALITY reject	TYPE ReportCharacteristics			PRESENCE conditional}|
-- This IE shall be present if the Registration Request IE is set to the value "start".
	{ ID id-CellToReport						CRITICALITY ignore	TYPE CellToReport					PRESENCE optional}|
	{ ID id-ReportingPeriodicity					CRITICALITY ignore	TYPE ReportingPeriodicity			PRESENCE optional}|
	{ ID id-RequestedPredictionTime					CRITICALITY ignore	TYPE RequestedPredictionTime		PRESENCE optional}|
	{ ID id-AdditionalUETrajectoryReportConditions	CRITICALITY ignore	TYPE AdditionalUETrajectoryReportConditions	PRESENCE optional}|
	{ ID id-UEPerformanceFeedbackConfiguration				CRITICALITY ignore	TYPE UEPerformanceFeedbackConfiguration	PRESENCE optional},
	...
}


-- **************************************************************
--
-- DATA COLLECTION RESPONSE
--
-- **************************************************************

DataCollectionResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{DataCollectionResponse-IEs}},
	...
}

DataCollectionResponse-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-NGRAN-Node1-Measurement-ID					CRITICALITY reject	TYPE Measurement-ID										PRESENCE mandatory}|
	{ ID id-NGRAN-Node2-Measurement-ID					CRITICALITY reject	TYPE Measurement-ID										PRESENCE mandatory}|
	{ ID id-NodeMeasurementInitiationResult-List		CRITICALITY reject	TYPE NodeMeasurementInitiationResult-List		PRESENCE optional}|
	{ ID id-CellMeasurementInitiationResult-List		CRITICALITY reject	TYPE CellMeasurementInitiationResult-List		PRESENCE optional}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics							PRESENCE optional},
	...
}


-- **************************************************************
--
-- DATA COLLECTION FAILURE
--
-- **************************************************************

DataCollectionFailure ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{DataCollectionFailure-IEs}},
	...
}

DataCollectionFailure-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-NGRAN-Node1-Measurement-ID				CRITICALITY reject	TYPE Measurement-ID									PRESENCE mandatory}|
	{ ID id-NGRAN-Node2-Measurement-ID				CRITICALITY reject	TYPE Measurement-ID									PRESENCE mandatory}|
	{ ID id-Cause									CRITICALITY ignore	TYPE Cause											PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics					CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional},
	...
}


-- **************************************************************
--
-- DATA COLLECTION UPDATE
--
-- **************************************************************

DataCollectionUpdate ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{DataCollectionUpdate-IEs}},
	...
}

DataCollectionUpdate-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-NGRAN-Node1-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID					PRESENCE mandatory}|
	{ ID id-NGRAN-Node2-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID					PRESENCE mandatory}|
	{ ID id-CellMeasurementResult			CRITICALITY ignore	TYPE CellMeasurementResult			PRESENCE optional}|
	{ ID id-UEAssociatedInfoResult-List		CRITICALITY ignore	TYPE UEAssociatedInfoResult-List		PRESENCE optional}|
	{ ID id-EnergyCost						CRITICALITY ignore	TYPE EnergyCost						PRESENCE optional},
	...
}
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9.3.5	Information Element definitions
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
Active-MBS-SessionInformation ::= SEQUENCE {
	mBS-QoSFlowsToAdd-List								MBS-QoSFlowsToAdd-List,
	mBS-ServiceArea										MBS-ServiceArea												OPTIONAL,
	mBS-MappingandDataForwardingRequestInfofromSource	MBS-MappingandDataForwardingRequestInfofromSource		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { Active-MBS-SessionInformation-ExtIEs} }		OPTIONAL,
	...
}

Active-MBS-SessionInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk148727445]DataCollectionID ::= SEQUENCE {
	ng-ran-node1UEXnAPID					NG-RANnodeUEXnAPID		OPTIONAL,
	ng-ran-node2UEXnAPID					NG-RANnodeUEXnAPID		OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer { { DataCollectionID-ExtIEs} } OPTIONAL,
	...
}

DataCollectionID-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
maxnoofNeighbour-NG-RAN-Nodes,
maxnoofSRBs,
maxnoofSMBR,
maxnoofNSAGs,
maxnoofRBsetsPerCell1,
maxnoofTargetSNsMinusOne,
[bookmark: _Hlk148729267]maxnoofThresholdsForExcessPacketDelay,
[bookmark: _Hlk148727416]maxnoofCellsTrajectoryPredict,
maxnoofCellsTrajectory,
maxFailedMeasObjects,
maxFailedMeasPerNode,
maxnoofUEReports


FROM XnAP-Constants


<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

-- A

AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated ::= SEQUENCE (SIZE(1..maxnoofTargetSNsMinusOne)) OF AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated-Item

AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated-Item ::= SEQUENCE {
	pDUSessionResourceChangeConfirmInfo-SNterminated				PDUSessionResourceChangeConfirmInfo-SNterminated,
	iE-Extensions		ProtocolExtensionContainer { { AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated-Item-ExtIEs} } OPTIONAL,
	...
}

AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
[bookmark: _Hlk148729237]
[bookmark: _Hlk148727396]AdditionalUETrajectoryReportConditions ::= SEQUENCE {
	reportTimeDuration								INTEGER (1..4095)							OPTIONAL,
-- The IE is FFS --
	numberOfHandovers								INTEGER (1..128)							OPTIONAL,
-- The IE is FFS --
	iE-Extensions					ProtocolExtensionContainer { { AdditionalUETrajectoryReportConditions-ExtIEs} }		OPTIONAL,
	...
}

AdditionalUETrajectoryReportConditions-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

-- C

CellToReport ::= SEQUENCE (SIZE(1..maxnoofCellsinNG-RANnode)) OF CellToReport-Item

CellToReport-Item	::= SEQUENCE {
	cell-ID									GlobalNG-RANCell-ID,
sSBToReport-List                        SSBToReport-List			OPTIONAL,
sliceToReport-List                      SliceToReport-List			OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { CellToReport-Item-ExtIEs} }	OPTIONAL,
	...
}


CellToReport-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}





[bookmark: _Hlk148727387][bookmark: _Hlk148729224]CellBasedUETrajectoryPrediction ::= SEQUENCE (SIZE(1..maxnoofCellsTrajectoryPredict)) OF PredictedUETrajectory-Item



CellMeasurementInitiationResult-List ::= SEQUENCE (SIZE(1..maxnoofCellsinNG-RANnode)) OF CellMeasurementInitiationResult-Item

CellMeasurementInitiationResult-Item ::= SEQUENCE {
	cellID											GlobalCell-ID,
	cellMeasurementFailureCause-List				CellMeasurementFailureCause-List OPTIONAL,
	iE-Extensions									ProtocolExtensionContainer { { CellMeasurementInitiationResult-Item-ExtIEs} }	OPTIONAL,
	...
}
CellMeasurementInitiationResult-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


Cell-Type-Choice ::= CHOICE {
	ng-ran-e-utra			E-UTRA-Cell-Identity,
	ng-ran-nr				NR-Cell-Identity,
	e-utran					E-UTRA-Cell-Identity,
	choice-extension		ProtocolIE-Single-Container { { Cell-Type-Choice-ExtIEs} }
}

Cell-Type-Choice-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


[bookmark: _Hlk148727374][bookmark: _Hlk148729211]CellMeasurementFailureCause-List ::= SEQUENCE (SIZE(1..maxFailedMeasObjects)) OF CellMeasurementFailureCause-Item

CellMeasurementFailureCause-Item ::= SEQUENCE {
	measurementFailedReportCharacteristics		BIT STRING(SIZE(128)),
	cause										Cause,
	iE-Extensions								ProtocolExtensionContainer { { CellMeasurementFailureCause-Item-ExtIEs} } OPTIONAL,
	...
}

CellMeasurementFailureCause-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
-- E

[bookmark: _Hlk148727365]EnergyCost ::= INTEGER (0..10000, ...)
[bookmark: _Hlk148085908]<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

-- M

[bookmark: _Hlk148729188][bookmark: _Hlk148727350]MeasuredUETrajectory ::= SEQUENCE (SIZE(1..maxnoofCellsTrajectory)) OF MeasuredUETrajectory-Item

MeasuredUETrajectory-Item ::= SEQUENCE{
	measuredtrajectoryCellInfo		MeasuredTrajectroyCellInfo,
	iE-Extensions					ProtocolExtensionContainer { { MeasuredUETrajectory-Item-ExtIEs} }	OPTIONAL,
	...
}

MeasuredUETrajectory-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


MeasuredTrajectroyCellInfo ::= CHOICE {
	nG-RAN-Cell						MeasuredTrajectoryNGRANCellInfo,
	choice-extension				ProtocolIE-Single-Container { { MeasuredTrajectroyCellInfo-ExtIEs} }
}

MeasuredTrajectroyCellInfo-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

MeasuredTrajectoryNGRANCellInfo ::= SEQUENCE {
	globalNG-RANCell-ID				GlobalNG-RANCell-ID,
	timeUEStaysInCell				INTEGER (0..4095),
	iE-Extensions					ProtocolExtensionContainer { { MeasuredTrajectoryNGRANCellInfo-ExtIEs} } 	OPTIONAL,
	...
}

MeasuredTrajectoryNGRANCellInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
-- N

NG-RANnode2SSBOffsetsModificationRange ::= SEQUENCE (SIZE(1..maxnoofSSBAreas)) OF SSBOffsetModificationRange

NG-RANnodeUEXnAPID ::= INTEGER (0.. 4294967295)


NumberofActiveUEs::= INTEGER(0..16777215, ...)


[bookmark: _Hlk148729173][bookmark: _Hlk148727340]NodeMeasurementInitiationResult-List ::= SEQUENCE (SIZE(1..maxFailedMeasPerNode)) OF NodeMeasurementInitiationResult-Item


NodeMeasurementInitiationResult-Item ::= SEQUENCE {
	measurementFailedReportCharacteristics			BIT STRING(SIZE(128)),
	cause											Cause,
	iE-Extensions									ProtocolExtensionContainer { { NodeMeasurementInitiationResult-Item-ExtIEs} } OPTIONAL,
	...
}

NodeMeasurementInitiationResult-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


NoofRRCConnections ::= INTEGER (1..65536,...)


<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
-- P

PortNumber ::= BIT STRING (SIZE (16))

[bookmark: _Hlk148727330]PredictedUETrajectory-Item ::= SEQUENCE{
	predictedtrajectoryCellInfo		PredictedTrajectoryCellInfo,
	iE-Extensions					ProtocolExtensionContainer { { PredictedUETrajectory-Item-ExtIEs} }	OPTIONAL,
	...
} 

PredictedUETrajectory-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


PredictedTrajectoryCellInfo::= CHOICE {
	nG-RAN-Cell-Predicted			PredictedTrajectoryNGRANCellInfo,
	choice-extension				ProtocolIE-Single-Container { { PredictedTrajectoryCellInfo-ExtIEs} }
}
 
PredictedTrajectoryCellInfo-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

PredictedTrajectoryNGRANCellInfo ::= SEQUENCE {
	globalNG-RANCell-ID				GlobalNG-RANCell-ID,
	predictedTimeUEStaysInCell		INTEGER (0..4095) 	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PredictedTrajectoryNGRANCellInfo-ExtIEs} } 	OPTIONAL,
	...
}

PredictedTrajectoryNGRANCellInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}




PriorityLevelQoS ::= INTEGER (1..127, ...)

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>



[bookmark: _Toc20955410][bookmark: _Toc29991618][bookmark: _Toc36556021][bookmark: _Toc44497806][bookmark: _Toc45108193][bookmark: _Toc45901813][bookmark: _Toc51850894][bookmark: _Toc56693898][bookmark: _Toc64447442][bookmark: _Toc66286936][bookmark: _Toc74151634][bookmark: _Toc88654108][bookmark: _Toc97904464][bookmark: _Toc98868602][bookmark: _Toc105174888][bookmark: _Toc106109725]-- R

ReportingPeriodicity ::= ENUMERATED {
	half-thousand-ms,
	one-thousand-ms,
	two-thousand-ms,
	five-thousand-ms,
	ten-thousand-ms,
	...
}

[bookmark: _Hlk148727320]RequestedPredictionTime ::= INTEGER (0..60, ...)

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
-- U

[bookmark: _Hlk148727295]UEAssociatedInfoResult-List ::= SEQUENCE (SIZE(1..maxnoofUEReports)) OF UEAssociatedInfoResult-Item

UEAssociatedInfoResult-Item ::= SEQUENCE {
	uEPerformance								UEPerformance,
	measuredUETrajectory						MeasuredUETrajectory,
	iE-Extensions								ProtocolExtensionContainer { { UEAssociatedInfoResult-Item-ExtIEs} } OPTIONAL,
	...
}

UEAssociatedInfoResult-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

UEPerformance ::= SEQUENCE {
	dL-UE-AverageThroughput						BitRate,
	uL-UE-AverageThroughput						BitRate,
	uE-AveragePacketDelay						FFS,
	uE-AveragePacketLoss						PacketLossRate,
	iE-Extensions								ProtocolExtensionContainer { { UEPerformance-ExtIEs} } OPTIONAL,
	...
}

UEPerformance-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

UEPerformanceFeedbackConfiguration ::= SEQUENCE {
	measurementCollectionDuration				INTEGER (1..4095),
	iE-Extensions								ProtocolExtensionContainer { { UEPerformanceFeedbackConfiguration-ExtIEs} } OPTIONAL,
	...
}

UEPerformanceConfiguration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.3.7	Constant definitions
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
IMPORTS
	ProcedureCode,
	ProtocolIE-ID
FROM XnAP-CommonDataTypes;

-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
id-cPCCancel													ProcedureCode ::= 48
id-partialUEContextTransfer										ProcedureCode ::= 49
[bookmark: _Hlk148727260]id-dataCollectionReportingInitiation							ProcedureCode ::= xx
id-dataCollectionReporting										ProcedureCode ::= yy


<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

-- **************************************************************
--
-- Lists
--
-- **************************************************************

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
maxnoofSMBR									INTEGER ::= 8
maxnoofNSAGs								INTEGER ::= 256
maxnoofTargetSNsMinusOne					INTEGER ::= 7
maxnoofThresholdsForExcessPacketDelay		INTEGER ::= 255
[bookmark: _Hlk148727244]maxnoofCellsTrajectoryPredict				INTEGER ::= 16
maxnoofCellsTrajectory						INTEGER	::=	16
maxFailedMeasObjects						INTEGER ::= 124
maxFailedMeasPerNode						INTEGER ::= 124
maxnoofUEReports							INTEGER ::= FFS



-- **************************************************************
--
-- IEs
--
-- **************************************************************

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
id-F1-terminatingIAB-donorIndicator																	ProtocolIE-ID ::= 363
id-TAINSAGSupportList																				ProtocolIE-ID ::= 364
id-SCGreconfigNotification																			ProtocolIE-ID ::= 365
id-earlyMeasurement																					ProtocolIE-ID ::= 366
id-BeamMeasurementsReportConfiguration																ProtocolIE-ID ::= 367
id-CoverageModificationCause																		ProtocolIE-ID ::= 368
id-AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated									ProtocolIE-ID ::= 369
id-UERLFReportContainerLTEExtension																ProtocolIE-ID ::= 370
id-ExcessPacketDelayThresholdConfiguration															ProtocolIE-ID ::= 371
id-HashedUEIdentityIndexValue																		ProtocolIE-ID ::= 372
id-QosFlowMappingIndication																			ProtocolIE-ID ::= 373
id-Full-and-Short-I-RNTI-Profile-List																ProtocolIE-ID ::= 374
[bookmark: _Hlk148727204]id-CellBasedUETrajectoryPrediction																	ProtocolIE-ID ::= xx1
id-DataCollectionID																					ProtocolIE-ID ::= xx2
id-RequestedPredictionTime																			ProtocolIE-ID ::= xx3
id-NodeMeasurementInitiationResult-List																ProtocolIE-ID ::= xx4
id-CellMeasurementInitiationResult-List																ProtocolIE-ID ::= xx5
id-UEAssociatedInfoResult-List																		ProtocolIE-ID ::= xx6
id-EnergyCost																						ProtocolIE-ID ::= xx7
id-AdditionalUETrajectoryReportConditions															ProtocolIE-ID ::= xx8
id-UEPerformanceFeedbackConfiguration																ProtocolIE-ID ::= xx8


<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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