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[bookmark: _Toc145332769][bookmark: _Toc112769894][bookmark: _Toc105668003][bookmark: _Toc98932574]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
BH	Backhaul
DRB	Data Radio Bearers
eDRX	extended Discontinuous Reception
eRedCap              Enhanced Reduced Capability
F1-U	F1 User plane interface
F1-C	F1 Control plane interface
F1AP	F1 Application Protocol
GTP-U	GPRS Tunnelling Protocol 
IAB	Integrated Access and Backhaul
IP	Internet Protocol
L2	Layer-2
MBS	Multicast/Broadcast Service
NR-MIB	NR-Master Information Block
NSAG	Network Slice AS Group
O&M	Operation and Maintenance
PA	Paging Area
PDC	Propagation Delay Compensation
PF	Paging Frame
PH	Paging Hyperframes
PO	Paging Occasion
PTP	Point to Point
PTM	Point to Multipoint
QMC	QoE Measurement Collection
QoE	Quality of Experience
QoS	Quality of Service
RedCap	Reduced Capability
RIM	Remote Interference Management
RLC	Radio Link Control
RRC	Radio Resource Control

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc145332777][bookmark: _Toc112769902][bookmark: _Toc105668011][bookmark: _Toc98932582][bookmark: _Toc97909416][bookmark: _Toc74152920][bookmark: _Toc64448124][bookmark: _Toc45833067][bookmark: _Toc36556403][bookmark: _Toc29393049][bookmark: _Toc29393001][bookmark: _Toc13920085]5.2	F1-C functions
[bookmark: _Toc145332778][bookmark: _Toc112769903][bookmark: _Toc105668012][bookmark: _Toc98932583][bookmark: _Toc97909417][bookmark: _Toc74152921][bookmark: _Toc64448125][bookmark: _Toc45833068][bookmark: _Toc36556404][bookmark: _Toc29393050][bookmark: _Toc29393002][bookmark: _Toc13920086]5.2.1	F1 interface management function
The error indication function is used by the gNB-DU or gNB-CU to indicate to the gNB-CU or gNB-DU that an error has occurred.
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
The F1 setup and gNB-DU Configuration Update functions allow to inform the S-NSSAI(s), NSAG(s), CAG ID(s) and NID(s) supported by the gNB-DU.
The F1 setup and gNB-DU Configuration Update functions allow to provide information on RedCap access configuration and/or eRedCap access configuration at the gNB-DU. 
The F1 setup and gNB-CU Configuration Update functions allow to inform the NID(s) available at the gNB-CU.
The F1 resource coordination function is used to transfer information about frequency resource sharing between gNB-CU and gNB-DU. In case of split gNB architecture, the gNB-CU may consolidate the outgoing messages from multiple gNB-DUs and distribute the incoming messages to the involved gNB-DUs, to perform resource coordination.
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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