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1. Introduction
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]XR Enhancements for NR was approved in RP-230786. The following objectives related to XR enhancement WI are discussed in this document. 
Discard operation of PDU Sets for DL and UL (RAN2, RAN3)
Specify the enhancements for XR Awareness:
· Signalling by CN of semi-static information per QoS flow (e.g. PDU set QoS parameters), dynamic information per PDU set (PDU Set information and Identification) and End of Data Burst indication (RAN3, RAN2);
· Provisioning by UE of XR traffic assistance information e.g. periodicity, UL traffic arrival information (RAN2, RAN3);
· Support signalling the congestion information from RAN to the CN in alignment with SA2 (RAN3)
-2. Discussion
In the following, we discuss the other open issues aiming to close them all.
1. FFS whether to use an explicit PDU Set handling Support indicator, or indicate a list of supported NGAP IE IDs from NG-RAN upon request from SMF
In the last meeting, the below WA was achieved:
WA: Taking Opt1 (Explicit PDU Set handling Support indicator) for XR in R18.
During the mobility in non-homogenous deployment, the PDU Set QoS parameters are not always included in the Handover Request message. Thus the receives node can’t provide the indication based on the PDU Set QoS parameter. The target node should indicate PDU Set handling Support indicator explicitly in the Handover Request Acknowledge Transfer IE, Path Switch Request Transfer IE. 
When the SMF knows the target NG-RAN doesn’t support PDU Set handling, the SMF can include the PDU Set QoS parameters in the Path Switch Request Ack message in order to reduce the user plane latency. It is noted that the existing Path Switch Request Ack message can include a delay budget threshold and the NG-RAN just follow the configuration. There is no negotiation procedure for that budget threshold. Similarly, the PDU Set QoS parameter includes some information that the NG-RAN need not negotiate. Alternatively, the SMF can trigger a separated procedure to send the PDU Set QoS parameters to the target NG-RAN. But this introduces some delay in the user plane.
For the NG based handover, when the SMF knows the target node doesn’t support the PDU set handling, the SMF configures the PSA UPF to activate/deactivate the PDU Set identification. the UPF needn’t to include the PDU set assistance information in the GTP-U header. 
For the Xn based handover, currently the source NG-RAN doesn’t know if the target support PDU set handling. One enhancement is the target NG-RAN can notify the indication of the target supporting PDU Set handling when the target decides to perform data forwarding. If the target NG-RAN doesn’t support PDU Set handling, the source NG-RAN can forward data without PDU set assistance information. 
Proposal 1:	 Change the WA (Explicit PDU Set handling Support indicator) into agreement. 
Proposal 2： The NG-RAN node indicates the support of PDU set handling to the SMF in Handover Request Acknowledge message, Handover Request Acknowledge Transfer IE and Path Switch Request Transfer IE. 
Proposal 3：Include PDU Set QoS parameters in the Path Switch Request Ack message.
Proposal 4：Include the indication of the target not support PDU Set handling in Xn Handover Request Ack message and E1AP. With this indication, the source NG-RAN needn’t include PDU Set related information in the GTP-U header.

2. Enhance existing container or introduce new container to support the PDU Set Parameters on user plane 
Both solutions works. Just think define a new container is more future prove. So the preference is to define a new container. This new container can be included in TS38.415.

3. The encoding of the N6 Jitter Information needs further checking from RAN2 progress
RAN2 discuss to define a jitter Range, but the type is FFS. The jitter Range could be a pair of maximum value and minimum value. We could keep this FFS until RAN2 has conclusion.

4. FFS how gNB-CU-CP handles the received XR UE assistance information (e.g., UL jitter information, BAT). Whether signalling to gNB-DU is needed.
The XR UE assistance information should be provided to the DU, for better UL resource allocation.

5. It is considered beneficial to introduce separate DL and UL PDU Set QoS parameters in the QoS flow QoS Parameters. 
The final conclusion is pending to SA2 LS back. The TP for E1AP is showed in R3-237332.
3. Conclusion
[bookmark: _Toc423020280]Based on the discussion in this paper, we propose the following:
Proposal 1:	 Change the WA (Explicit PDU Set handling Support indicator) into agreement. 
Proposal 2： The NG-RAN node indicates the support of PDU set handling to the SMF in Handover Request Acknowledge message, Handover Request Acknowledge Transfer IE and Path Switch Request Transfer IE. 
Proposal 3：Include PDU Set QoS parameters in the Path Switch Request Ack message.
[bookmark: _GoBack]Proposal 4：Include the indication of the target not support PDU Set handling in Xn Handover Request Ack message and E1AP. With this indication, the source NG-RAN needn’t include PDU Set related information in the GTP-U header.
4	Text Proposal to TS 38.413
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This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL QoS Flow per TNL Information
	M
	
	QoS Flow per TNL Information
9.3.2.8
	NG-RAN node endpoint of the NG-U transport bearer for delivery of DL PDUs, together with associated QoS flows.
	-
	

	Additional DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of DL PDUs for split PDU session, together with associated QoS flows and corresponding to the Additional UL NG-U UP TNL Information IE in the PDU Session Resource Setup Request Transfer IE.
	-
	

	Security Result
	O
	
	9.3.1.59
	
	-
	

	QoS Flow Failed to Setup List
	O
	
	QoS Flow List with Cause
9.3.1.13
	
	-
	

	Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information
9.3.2.8
	NG-RAN node endpoint of the NG-U transport bearer(s) for delivery of DL PDUs of the indicated Redundant QoS Flow(s) and corresponding to the Redundant UL NG-U UP TNL Information IE in the PDU Session Resource Setup Request Transfer IE.
	YES
	ignore

	Additional Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of redundant DL PDUs for split PDU session, together with associated QoS flows and corresponding to the Additional Redundant UL NG-U UP TNL Information IE in the PDU Session Resource Setup Request Transfer IE.
	YES
	ignore

	Used RSN Information
	O
	
	Redundant PDU Session Information
9.3.1.136
	
	YES
	ignore

	Global RAN Node ID of Secondary NG-RAN Node
	O
	
	Global RAN Node ID
9.3.1.5
	
	YES
	ignore

	MBS Support Indicator
	O
	
	9.3.1.210
	
	YES
	ignore

	MBS Session Setup Response List
	O
	
	9.3.1.213
	
	YES
	ignore

	MBS Session Failed to Setup List
	O
	
	9.3.1.214
	
	YES
	ignore

	PDU Set Support Indicator 
	O
	
	9.3.1.x1
	
	YES
	ignore
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This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs.
	-
	

	UL NG-U UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	Identifies the NG-U transport bearer at the 5GC node.
	-
	

	QoS Flow Add or Modify Response List
	
	0..1
	
	
	-
	

	>QoS Flow Add or Modify Response Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>Current QoS Parameters Set Index
	O
	
	Alternative QoS Parameters Set Index
9.3.1.152
	Index to the currently fulfilled alternative QoS parameters set
	YES
	Ignore

	Additional DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of DL PDUs for split PDU session, together with associated QoS flows.
	-
	

	QoS Flow Failed to Add or Modify List
	O
	
	QoS Flow List with Cause
9.3.1.13
	
	-
	

	Additional NG-U UP TNL Information
	O
	
	UP Transport Layer Information Pair List
9.3.2.11
	NG-RAN node endpoint of the NG-U transport bearer corresponding to the modified UPF endpoint received in the PDU Session Resource Modify Request Transfer IE in case of PDU session split. 
	YES
	ignore

	Redundant DL NG-U UP TNL Information 
	O
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs for the redundant transmission.
	YES
	ignore

	Redundant UL NG-U UP TNL Information 
	O
	
	UP Transport Layer Information
9.3.2.2
	Identifies the NG-U transport bearer at the 5GC node for the redundant transmission.
	YES
	ignore

	Additional Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of redundant DL PDUs for split PDU session, together with associated QoS flows.
	YES
	ignore

	Additional Redundant NG-U UP TNL Information
	O
	
	UP Transport Layer Information Pair List
9.3.2.11
	NG-RAN node endpoint of the NG-U transport bearer for delivery of redundant DL PDUs corresponding to the modified UPF endpoint(s) received in the UL NG-U UP TNL Modify List IE of the PDU Session Resource Modify Request Transfer IE in case of PDU session split. 
	YES
	ignore

	Secondary RAT Usage Information
	O
	
	9.3.1.114
	
	YES
	ignore

	MBS Support Indicator
	O
	
	9.3.1.210
	
	YES
	ignore

	MBS Session Setup or Modify Response List
	O
	
	MBS Session Setup Response List 
9.3.1.213
	
	YES
	ignore

	MBS Session Failed to Setup or Modify List
	O
	
	MBS Session Failed to Setup List 
9.3.1.214
	
	YES
	ignore

	PDU Set Support Indicator 
	O
	
	9.3.1.x1
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.
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This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs.
	-
	

	DL NG-U TNL Information Reused
	O
	
	ENUMERATED (true, …)
	Indicates that DL NG-U TNL Information has been reused.
	-
	

	User Plane Security Information
	O
	
	9.3.1.60
	
	-
	

	QoS Flow Accepted List
	
	1
	
	QoS flows associated with the DL NG-U UP TNL Information IE.
	-
	

	>QoS Flow Accepted Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>Current QoS Parameters Set Index
	O
	
	Alternative QoS Parameters Set Index
9.3.1.152
	Index to the currently fulfilled alternative QoS parameters set.
	YES
	ignore

	Additional DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of DL PDUs for split PDU session, together with associated QoS flows.
	YES
	ignore

	Redundant DL NG-U UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of redundant DL PDUs.
	YES
	ignore

	Redundant DL NG-U TNL Information Reused
	O
	
	ENUMERATED (true, …)
	Indicates that Redundant DL NG-U TNL Information has been reused.
	YES
	ignore

	Additional Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of Redundant DL PDUs for split PDU session, together with associated QoS flows.
	YES
	ignore

	Used RSN Information
	O
	
	Redundant PDU Session Information
9.3.1.136
	
	YES
	ignore

	Global RAN Node ID of Secondary NG-RAN Node
	O
	
	Global RAN Node ID
9.3.1.5
	
	YES
	ignore

	MBS Support Indicator
	O
	
	9.3.1.210
	
	YES
	ignore

	PDU Set Support Indicator
	O
	
	9.3.1.x1
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.
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This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	UL NG-U UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	UPF endpoint of the NG-U transport bearer corresponding to the DL NG-U UP TNL Information IE received in the Path Switch Request Transfer IE.
	-
	

	Security Indication
	O
	
	9.3.1.27
	
	-
	

	Additional NG-U UP TNL Information
	O
	
	UP Transport Layer Information Pair List
9.3.2.11
	NG-RAN node endpoint of the NG-U transport bearer indicated in the Path Switch Request Transfer IE and the corresponding UPF endpoint for split PDU session.
	YES
	ignore

	Redundant UL NG-U UP TNL Information 
	O
	
	UP Transport Layer Information
9.3.2.2
	UPF endpoint of the NG-U transport bearer, for delivery of UL PDUs for the redundant transmission.
	YES
	ignore

	Additional Redundant NG-U UP TNL Information
	O
	
	UP Transport Layer Information Pair List
9.3.2.11
	NG-RAN node endpoint of the NG-U transport bearer for the redundant transmission indicated in the Path Switch Request Transfer IE and the corresponding UPF endpoint for split PDU session.
	YES
	ignore

	QoS Flow Parameters List
	
	0..1
	
	
	YES
	ignore

	>QoS Flow Parameters Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>Alternative QoS Parameters Set List
	O
	
	9.3.1.151
	Indicates alternative sets of QoS parameters for the QoS flow.
	-
	

	>>CN Packet Delay Budget Downlink
	O
	
	Extended Packet Delay Budget
9.3.1.135
	Core Network Packet Delay Budget is specified in TS 23.501 [9].
This IE may be present in case of GBR QoS flows and is ignored otherwise.
	YES
	ignore

	>>CN Packet Delay Budget Uplink
	O
	
	Extended Packet Delay Budget
9.3.1.135
	Core Network Packet Delay Budget is specified in TS 23.501 [9].
This IE may be present in case of GBR QoS flows and is ignored otherwise.
	YES
	ignore

	>>Burst Arrival Time Downlink
	O
	
	Burst Arrival Time
9.3.1.133
	Indicates the downlink Burst Arrival Time of the TSC QoS flow
	YES
	ignore

	>>PDU Set QoS Parameters
	O
	
	9.3.1.x
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.
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This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs.
	-
	

	DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	To deliver forwarded DL PDUs.
	-
	

	Security Result
	O
	
	9.3.1.59
	
	-
	

	QoS Flow Setup Response List
	M
	
	QoS Flow List with Data Forwarding 9.3.2.13
	QoS flows associated with the DL NG-U UP TNL Information IE.
	-
	

	QoS Flow Failed to Setup List
	O
	
	QoS Flow List with Cause
9.3.1.13
	
	-
	

	Data Forwarding Response DRB List
	O
	
	9.3.1.77
	
	-
	

	Additional DL UP TNL Information for HO List
	
	0..1
	
	
	YES
	ignore

	>Additional DL UP TNL Information for HO Item
	
	1..<maxnoofMultiConnectivityMinusOne>
	
	Additional DL UP TNL Information for split PDU session, in the same order as the UPF endpoint of the additional NG-U transport bearer(s) received in the Handover Request Transfer IE of the Handover Request message.
	-
	

	>>Additional DL NG-U UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the additional NG-U transport bearer for delivery of DL PDUs.
	-
	

	>>Additional QoS Flow Setup Response List
	M
	
	QoS Flow List with Data Forwarding 9.3.2.13
	QoS flows associated with the Additional DL NG-U UP TNL Information IE.
	-
	

	>>Additional DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint to deliver forwarded DL PDUs.
	-
	

	>>Additional Redundant DL NG-U UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the additional NG-U transport bearer for delivery of redundant DL PDUs.
	YES
	ignore

	UL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	To deliver forwarded UL PDUs
	YES
	reject

	Additional UL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information List
9.3.2.12
	NG-RAN node endpoint to deliver forwarded UL PDUs for split PDU session.
	YES
	reject

	Data Forwarding Response E-RAB List
	O
	
	9.3.1.121
	
	YES
	ignore

	Redundant DL NG-U UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs for the redundant transmission.
	YES
	ignore

	Used RSN Information
	O
	
	Redundant PDU Session Information
9.3.1.136
	
	YES
	ignore

	Global RAN Node ID of Secondary NG-RAN Node
	O
	
	Global RAN Node ID
9.3.1.5
	
	YES
	ignore

	MBS Support Indicator
	O
	
	9.3.1.210
	
	YES
	ignore

	PDU Set Support Indicator
	O
	
	9.3.1.x1
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.

	maxnoofMultiConnectivityMinusOne
	Maximum no. of connectivity allowed for a UE minus one. Value is 3. The current version of the specification supports 1.



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc99123610][bookmark: _Toc99662415][bookmark: _Toc105152482][bookmark: _Toc105174288][bookmark: _Toc106109286][bookmark: _Toc107409744][bookmark: _Toc112756933][bookmark: _Toc138761069]9.3.1.x1	PDU Set Support Indicator
This IE indicates whether PDU Set handling is supported for the NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PDU Set Support Indicator
	M
	
	ENUMERATED (true, false, …)
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NGAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

	id-AdditionalDLForwardingUPTNLInformation,
	id-AdditionalULForwardingUPTNLInformation,
	id-AdditionalDLQosFlowPerTNLInformation,
	id-AdditionalDLUPTNLInformationForHOList,
	id-AdditionalNGU-UP-TNLInformation,
	id-AdditionalRedundantDL-NGU-UP-TNLInformation,
	id-AdditionalRedundantDLQosFlowPerTNLInformation,
	id-AdditionalRedundantNGU-UP-TNLInformation,
	id-AdditionalRedundantUL-NGU-UP-TNLInformation,
	id-AdditionalUL-NGU-UP-TNLInformation,
	id-AlternativeQoSParaSetList,
	id-BurstArrivalTimeDownlink,
	id-Cause,
	id-CNPacketDelayBudgetDL,
	id-CNPacketDelayBudgetUL,
	id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,
	id-CommonNetworkInstance,
	id-ConfiguredTACIndication,
	id-CurrentQoSParaSetIndex,
	id-DAPSRequestInfo,
	id-DAPSResponseInfoList,
	id-DataForwardingNotPossible,
	id-DataForwardingResponseERABList,
	id-DirectForwardingPathAvailability,
	id-DL-NGU-UP-TNLInformation,
	id-EndpointIPAddressAndPort,
	id-EnergySavingIndication,
	id-ExtendedPacketDelayBudget,
	id-ExtendedRATRestrictionInformation,
	id-ExtendedReportIntervalMDT,
	id-ExtendedSliceSupportList,
	id-ExtendedTAISliceSupportList,
	id-ExtendedUEIdentityIndexValue,
	id-EUTRA-PagingeDRXInformation,
	id-GlobalCable-ID,
	id-GlobalRANNodeID,
	id-GlobalTNGF-ID,
 	id-GlobalTWIF-ID,
	id-GlobalW-AGF-ID,
	id-GUAMIType,
id-HashedUEIdentityIndexValue,
	id-IncludeBeamMeasurementsIndication,
	id-IntersystemSONInformationRequest,
	id-IntersystemSONInformationReply,
	id-IntersystemResourceStatusUpdate,
	id-LastEUTRAN-PLMNIdentity,
	id-LastVisitedPSCellList,
	id-LocationReportingAdditionalInfo,
	id-M4ReportAmount,
	id-M5ReportAmount,
	id-M6ReportAmount,
	id-ExcessPacketDelayThresholdConfiguration,
	id-M7ReportAmount,
	id-MaximumIntegrityProtectedDataRate-DL,
[bookmark: OLE_LINK51]	id-MBS-AreaSessionID,
	id-MBS-QoSFlowsToBeSetupList,
	id-MBS-QoSFlowsToBeSetupModList,
	id-MBS-QoSFlowToReleaseList,
	id-MBS-ServiceArea,
	id-MBS-SessionFSAIDList,
	id-MBS-SessionID,
	id-MBS-ActiveSessionInformation-SourcetoTargetList,
	id-MBS-ActiveSessionInformation-TargettoSourceList,
	id-MBS-SessionTNLInfo5GC,
	id-MBS-SupportIndicator, 
	id-MBSSessionFailedtoSetupList,
	id-MBSSessionFailedtoSetuporModifyList,
	id-MBSSessionSetupResponseList,
	id-MBSSessionSetuporModifyResponseList,
	id-MBSSessionToReleaseList,
	id-MBSSessionSetupRequestList,
	id-MBSSessionSetuporModifyRequestList,
	id-MDTConfiguration,
	id-MicoAllPLMN,
	id-NetworkInstance,
	id-NGAPIESupportInformationRequestList,
	id-NGAPIESupportInformationResponseList,
	id-NID,
	id-NR-CGI,
	id-NRNTNTAIInformation,
	id-NPN-MobilityInformation,
	id-NPN-PagingAssistanceInformation,
	id-NPN-Support,
	id-NR-PagingeDRXInformation,
	id-OldAssociatedQosFlowList-ULendmarkerexpected,
	id-OnboardingSupport,
	id-PagingAssisDataforCEcapabUE,
	id-PagingCauseIndicationForVoiceService,
	id-PDUSessionAggregateMaximumBitRate,
	id-PduSessionExpectedUEActivityBehaviour,
	id-PDUSessionPairID,
	id-PDUSessionResourceFailedToSetupListCxtFail,
	id-PDUSessionResourceReleaseResponseTransfer,
	id-PDUSessionType,
	id-PEIPSassistanceInformation,
	id-PSCellInformation,
	id-PDUSetSupportIndicator,
	id-QMCConfigInfo,
	id-QosFlowAddOrModifyRequestList,
	id-QosFlowFailedToSetupList,
	id-QosFlowFeedbackList,
	id-QosFlowParametersList,
	id-QosFlowSetupRequestList,
	id-QosFlowToReleaseList,
	id-QosMonitoringRequest,
	id-QosMonitoringReportingFrequency,
	id-SuccessfulHandoverReportList,
	id-UEContextReferenceAtSource,
	id-RAT-Information,
	id-RedundantCommonNetworkInstance,
	id-RedundantDL-NGU-TNLInformationReused,
	id-RedundantDL-NGU-UP-TNLInformation,
	id-RedundantDLQosFlowPerTNLInformation,
	id-RedundantPDUSessionInformation,
	id-RedundantQosFlowIndicator,
	id-RedundantUL-NGU-UP-TNLInformation,
	id-SCTP-TLAs,
	id-SecondaryRATUsageInformation,
	id-SecurityIndication,
	id-SecurityResult,
	id-SgNB-UE-X2AP-ID,
	id-S-NSSAI,
	id-SONInformationReport,


<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

HandoverRequestAcknowledgeTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-AdditionalDLUPTNLInformationForHOList		CRITICALITY ignore	EXTENSION AdditionalDLUPTNLInformationForHOList		PRESENCE optional	}|
	{ ID id-ULForwardingUP-TNLInformation				CRITICALITY reject	EXTENSION UPTransportLayerInformation					PRESENCE optional	}|
	{ ID id-AdditionalULForwardingUPTNLInformation		CRITICALITY reject	EXTENSION UPTransportLayerInformationList				PRESENCE optional	}|
	{ ID id-DataForwardingResponseERABList				CRITICALITY ignore	EXTENSION DataForwardingResponseERABList 				PRESENCE optional	}|
	{ ID id-RedundantDL-NGU-UP-TNLInformation			CRITICALITY ignore	EXTENSION UPTransportLayerInformation 					PRESENCE optional	}|
	{ ID id-UsedRSNInformation							CRITICALITY ignore	EXTENSION RedundantPDUSessionInformation				PRESENCE optional	}|
	{ ID id-GlobalRANNodeID 								CRITICALITY ignore	EXTENSION GlobalRANNodeID									PRESENCE optional	}|
	{ ID id-MBS-SupportIndicator						CRITICALITY ignore	EXTENSION MBS-SupportIndicator								PRESENCE optional	}|
	{ ID id-PDUSetSupportIndicator CRITICALITY ignore	EXTENSION PDUSetSupportIndicator								PRESENCE optional},
	...
}

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

PDUSetSupportIndicator ::= ENUMERATED {true, false, ...}

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
PathSwitchRequestAcknowledgeTransfer ::= SEQUENCE {
	uL-NGU-UP-TNLInformation		UPTransportLayerInformation											OPTIONAL,
	securityIndication				SecurityIndication													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {PathSwitchRequestAcknowledgeTransfer-ExtIEs} }	OPTIONAL,
	...
}
PathSwitchRequestSetupFailedTransfer ::= SEQUENCE {
	cause				Cause,
	iE-Extensions		ProtocolExtensionContainer { {PathSwitchRequestSetupFailedTransfer-ExtIEs} }	OPTIONAL,
	...
}

PathSwitchRequestSetupFailedTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PathSwitchRequestTransfer ::= SEQUENCE {
	dL-NGU-UP-TNLInformation			UPTransportLayerInformation,
	dL-NGU-TNLInformationReused			DL-NGU-TNLInformationReused							OPTIONAL,
	userPlaneSecurityInformation		UserPlaneSecurityInformation						OPTIONAL,
	qosFlowAcceptedList					QosFlowAcceptedList,
	iE-Extensions		ProtocolExtensionContainer { {PathSwitchRequestTransfer-ExtIEs} }	OPTIONAL,
	...
}

PathSwitchRequestAcknowledgeTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-AdditionalNGU-UP-TNLInformation				CRITICALITY ignore	EXTENSION UPTransportLayerInformationPairList		PRESENCE optional	}|
	{ ID id-RedundantUL-NGU-UP-TNLInformation			CRITICALITY ignore	EXTENSION UPTransportLayerInformation				PRESENCE optional	}|
	{ ID id-AdditionalRedundantNGU-UP-TNLInformation	CRITICALITY ignore	EXTENSION UPTransportLayerInformationPairList		PRESENCE optional	}|
	{ ID id-QosFlowParametersList						CRITICALITY ignore	EXTENSION QosFlowParametersList						PRESENCE optional }|
	{ID id-PDUSetQoSParameters				CRITICALITY ignore	EXTENSION	PDUSetQoSParameters 					PRESENCE optional},
	...
}

PathSwitchRequestTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-AdditionalDLQosFlowPerTNLInformation				CRITICALITY ignore	EXTENSION QosFlowPerTNLInformationList		PRESENCE optional	}|
	{ ID id-RedundantDL-NGU-UP-TNLInformation					CRITICALITY ignore	EXTENSION UPTransportLayerInformation			PRESENCE optional	}|
	{ ID id-RedundantDL-NGU-TNLInformationReused				CRITICALITY ignore	EXTENSION DL-NGU-TNLInformationReused			PRESENCE optional	}|
	{ ID id-AdditionalRedundantDLQosFlowPerTNLInformation		CRITICALITY ignore	EXTENSION QosFlowPerTNLInformationList		PRESENCE optional	}|
	{ ID id-UsedRSNInformation									CRITICALITY ignore	EXTENSION RedundantPDUSessionInformation		PRESENCE optional	}|
	{ ID id-GlobalRANNodeID 										CRITICALITY ignore	EXTENSION GlobalRANNodeID							PRESENCE optional	}|
	{ ID id-MBS-SupportIndicator								CRITICALITY ignore	EXTENSION MBS-SupportIndicator					PRESENCE optional	}|
	{ ID id-PDUSetSupportIndicator CRITICALITY ignore	EXTENSION PDUSetSupportIndicator								PRESENCE optional},
	...
}

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
PDUSessionResourceModifyResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-AdditionalNGU-UP-TNLInformation					CRITICALITY ignore	EXTENSION UPTransportLayerInformationPairList	PRESENCE optional	}|
	{ ID id-RedundantDL-NGU-UP-TNLInformation				CRITICALITY ignore	EXTENSION UPTransportLayerInformation				PRESENCE optional	}|
	{ ID id-RedundantUL-NGU-UP-TNLInformation				CRITICALITY ignore	EXTENSION UPTransportLayerInformation				PRESENCE optional	}|
	{ ID id-AdditionalRedundantDLQosFlowPerTNLInformation	CRITICALITY ignore	EXTENSION QosFlowPerTNLInformationList				PRESENCE optional	}|
	{ ID id-AdditionalRedundantNGU-UP-TNLInformation		CRITICALITY ignore	EXTENSION UPTransportLayerInformationPairList	PRESENCE optional	}|
	{ ID id-SecondaryRATUsageInformation					CRITICALITY ignore	EXTENSION SecondaryRATUsageInformation				PRESENCE optional	}|
	{ ID id-MBS-SupportIndicator							CRITICALITY ignore	EXTENSION MBS-SupportIndicator						PRESENCE optional	}|
	{ ID id-MBSSessionSetuporModifyResponseList				CRITICALITY ignore	EXTENSION MBSSessionSetupResponseList				PRESENCE optional	}|
	{ ID id-MBSSessionFailedtoSetuporModifyList				CRITICALITY ignore	EXTENSION MBSSessionFailedtoSetupList				PRESENCE optional	}|
	{ ID id-PDUSetSupportIndicator CRITICALITY ignore	EXTENSION PDUSetSupportIndicator								PRESENCE optional},
	...
}
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
PDUSessionResourceSetupResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-RedundantDLQosFlowPerTNLInformation				CRITICALITY ignore	EXTENSION QosFlowPerTNLInformation			PRESENCE optional	 	}|
	{ ID id-AdditionalRedundantDLQosFlowPerTNLInformation	CRITICALITY ignore	EXTENSION QosFlowPerTNLInformationList		PRESENCE optional	 	}|
	{ ID id-UsedRSNInformation								CRITICALITY ignore	EXTENSION RedundantPDUSessionInformation	PRESENCE optional		}|
	{ ID id-GlobalRANNodeID 									CRITICALITY ignore	EXTENSION GlobalRANNodeID						PRESENCE optional		}|
	{ ID id-MBS-SupportIndicator							CRITICALITY ignore	EXTENSION MBS-SupportIndicator				PRESENCE optional		}|
	{ ID id-MBSSessionSetupResponseList						CRITICALITY ignore	EXTENSION MBSSessionSetupResponseList		PRESENCE optional		}|
	{ ID id-MBSSessionFailedtoSetupList						CRITICALITY ignore	EXTENSION MBSSessionFailedtoSetupList		PRESENCE optional		}|
	{ ID id-PDUSetSupportIndicator CRITICALITY ignore	EXTENSION PDUSetSupportIndicator								PRESENCE optional},
	...
}

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955358][bookmark: _Toc29503811][bookmark: _Toc29504395][bookmark: _Toc29504979][bookmark: _Toc36553432][bookmark: _Toc36555159][bookmark: _Toc45652558][bookmark: _Toc45658990][bookmark: _Toc45720810][bookmark: _Toc45798690][bookmark: _Toc45898079][bookmark: _Toc51746286][bookmark: _Toc64446551][bookmark: _Toc73982421][bookmark: _Toc88652511][bookmark: _Toc97891555][bookmark: _Toc99123760][bookmark: _Toc99662566][bookmark: _Toc105152645][bookmark: _Toc105174451][bookmark: _Toc106109449][bookmark: _Toc107409907][bookmark: _Toc112757096][bookmark: _Toc138761234]9.4.7	Constant Definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

NGAP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS

	ProcedureCode,
	ProtocolIE-ID
FROM NGAP-CommonDataTypes;

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
	id-NGAPIESupportInformationResponseList					ProtocolIE-ID ::= 356
	id-MBS-SessionFSAIDList									ProtocolIE-ID ::= 357
	id-MBSSessionReleaseResponseTransfer					ProtocolIE-ID ::= 358
	id-ManagementBasedMDTPLMNModificationList				ProtocolIE-ID ::= 359
	id-EarlyMeasurement										ProtocolIE-ID ::= 360
	id-BeamMeasurementsReportConfiguration					ProtocolIE-ID ::= 361
	id-HFCNode-ID-new										ProtocolIE-ID ::= 362
	id-GlobalCable-ID-new									ProtocolIE-ID ::= 363
	id-TargetHomeENB-ID										ProtocolIE-ID ::= 364
	id-HashedUEIdentityIndexValue							ProtocolIE-ID ::= 365
	id-PDUSetSupportIndicator								ProtocolIE-ID ::= xxx


END
-- ASN1STOP

<<<<<<<<<<<<<<<<<<<< End of Change >>>>>>>>>>>>>>>>>>>>


Text Proposal to TS 37.483 BL
[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955654][bookmark: _Toc29461096][bookmark: _Toc29505828][bookmark: _Toc36556353][bookmark: _Toc45881839][bookmark: _Toc51852480][bookmark: _Toc56620431][bookmark: _Toc64448071][bookmark: _Toc74152847][bookmark: _Toc88656273][bookmark: _Toc88657332][bookmark: _Toc105657426][bookmark: _Toc106108807][bookmark: _Toc112687910][bookmark: _Toc145326958]9.3.2.6	Data Forwarding Information
This IE provides the data forwarding information when performing handover or data offloading.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	UL Data Forwarding 
	O
	
	UP Transport Layer Information 
9.3.2.1
	
	-
	-

	DL Data Forwarding 
	O
	
	UP Transport Layer Information 
9.3.2.1
	
	-
	-

	Data Forwarding to NG-RAN QoS Flow Information List
	
	0..1
	
	Providing QoS flows accepted for data forwarding to the source gNB-CU-UP.
	YES
	ignore

	>Data Forwarding to NG-RAN QoS Flow Information List  Item
	
	1..<maxnoofQoSflows>
	
	
	-
	-

	>>QoS Flow Identifier
	M
	
	QoS Flow Identifier
9.3.1.24
	
	-
	-

	PDU Set Support Indicator
	O
	
	ENUMERATED (true, false, …)
	Indicate if the target gNB supports PDU Set handling.
	YES
	ignore



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>


[bookmark: _Toc20955684][bookmark: _Toc29461127][bookmark: _Toc29505859][bookmark: _Toc36556384][bookmark: _Toc45881871][bookmark: _Toc51852512][bookmark: _Toc56620463][bookmark: _Toc64448105][bookmark: _Toc74152881][bookmark: _Toc88656307][bookmark: _Toc88657366][bookmark: _Toc105657472][bookmark: _Toc106108853][bookmark: _Toc112687956][bookmark: _Toc145327004]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

E1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS	

	
	id-CommonNetworkInstance,
	id-SNSSAI,
	id-OldQoSFlowMap-ULendmarkerexpected,
	id-DRB-QoS,
	id-endpoint-IP-Address-and-Port,
	id-NetworkInstance,
	id-QoSFlowMappingIndication,
	id-TNLAssociationTransportLayerAddressgNBCUUP,
	id-Cause,
	id-QoSMonitoringRequest,
	id-QosMonitoringReportingFrequency,
	id-QoSMonitoringDisabled,
	id-PDCP-StatusReportIndication,
	id-RedundantCommonNetworkInstance,
	id-redundant-nG-UL-UP-TNL-Information,
	id-redundant-nG-DL-UP-TNL-Information,
	id-RedundantQosFlowIndicator,
	id-TSCTrafficCharacteristics,
	id-ExtendedPacketDelayBudget,
	id-CNPacketDelayBudgetDownlink,
	id-CNPacketDelayBudgetUplink,
	id-AdditionalPDCPduplicationInformation,
	id-RedundantPDUSessionInformation,
	id-RedundantPDUSessionInformation-used,
	id-QoS-Mapping-Information,
	id-MDTConfiguration,
	id-TraceCollectionEntityURI,
	id-EHC-Parameters,
	id-DAPSRequestInfo,
	id-EarlyForwardingCOUNTReq,
	id-EarlyForwardingCOUNTInfo,
	id-AlternativeQoSParaSetList,
[bookmark: _Hlk56618322]	id-MCG-OfferedGBRQoSFlowInfo,
[bookmark: _Hlk56618347]	id-Number-of-tunnels,
[bookmark: _Hlk56618382]	id-DataForwardingtoE-UTRANInformationList,
	id-DataForwardingtoNG-RANQoSFlowInformationList,
	id-MaxCIDEHCDL,
	id-ignoreMappingRuleIndication,
	id-EarlyDataForwardingIndicator,
	id-QoSFlowsDRBRemapping,
	id-SecurityIndicationModify,
	id-DataForwardingSourceIPAddress,
	id-M4ReportAmount,
	id-M6ReportAmount,
	id-M7ReportAmount,
	id-PDUSession-PairID,
	id-SurvivalTime,
	id-UDC-Parameters,
	id-SecurityIndication,
	id-SecurityResult,
	id-SDTindicatorSetup,
	id-SDTindicatorMod,
	id-DiscardTimerExtended,
	id-MCForwardingResourceRequest,
	id-MCForwardingResourceIndication,
	id-MCForwardingResourceResponse,
	id-MCForwardingResourceRelease,
	id-MCForwardingResourceReleaseIndication,
	id-PDCP-COUNT-Reset,
	id-MBSSessionAssociatedInfoNonSupportToSupport,
	id-VersionID,
	id-MBSAreaSessionID,
	id-Secondary-PDU-Session-Data-Forwarding-Information,
	id-PDUSetSupportIndicator,
	maxnoofMBSAreaSessionIDs,
	maxnoofSharedNG-UTerminations,
	maxnoofMRBs,
	maxnoofMBSSessionIDs,
	maxnoofQoSParaSets,
	maxnoofErrors,

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>


Data-Forwarding-Information-Request	::=	SEQUENCE {
	data-Forwarding-Request					Data-Forwarding-Request,
	qoS-Flows-Forwarded-On-Fwd-Tunnels	QoS-Flow-Mapping-List			OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer { { Data-Forwarding-Information-Request-ExtIEs } }	OPTIONAL,
	...
}

Data-Forwarding-Information-Request-ExtIEs		E1AP-PROTOCOL-EXTENSION ::= {
	...
}

Data-Forwarding-Information	::=	SEQUENCE {
	uL-Data-Forwarding						UP-TNL-Information		OPTIONAL,
	dL-Data-Forwarding						UP-TNL-Information		OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer { { Data-Forwarding-Information-ExtIEs } }	OPTIONAL,
	...
}

Data-Forwarding-Information-ExtIEs		E1AP-PROTOCOL-EXTENSION ::= {
	{ID id-DataForwardingtoNG-RANQoSFlowInformationList	CRITICALITY ignore	EXTENSION DataForwardingtoNG-RANQoSFlowInformationList	PRESENCE optional},
	{ID id-PDUSetSupportIndicator CRITICALITY ignore	EXTENSION PDUSetSupportIndicator								PRESENCE optional},
	...
}

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
PDUSetSupportIndicator ::= ENUMERATED {true, false, ...}

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955686][bookmark: _Toc29461129][bookmark: _Toc29505861][bookmark: _Toc36556386][bookmark: _Toc45881873][bookmark: _Toc51852514][bookmark: _Toc56620465][bookmark: _Toc64448107][bookmark: _Toc74152883][bookmark: _Toc88656309][bookmark: _Toc88657368][bookmark: _Toc105657474][bookmark: _Toc106108855][bookmark: _Toc112687958][bookmark: _Toc145327006]9.4.7	Constant Definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************


E1AP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

	ProcedureCode,
	ProtocolIE-ID

FROM E1AP-CommonDataTypes;
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
id-MBSSessionAssociatedInfoNonSupportToSupport					ProtocolIE-ID ::= 185
id-VersionID													ProtocolIE-ID ::= 186
id-InactivityInformationRequest									ProtocolIE-ID ::= 187
id-UEInactivityInformation										ProtocolIE-ID ::= 188
id-MBSAreaSessionID												ProtocolIE-ID ::= 189
id-Secondary-PDU-Session-Data-Forwarding-Information			ProtocolIE-ID ::= 190
id-PDUSetSupportIndicator 										ProtocolIE-ID ::= 999 – to be assigned
END
-- ASN1STOP

<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>



2	Text Proposal to TS 38.423 BL
<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955252][bookmark: _Toc29991449][bookmark: _Toc36555849][bookmark: _Toc44497569][bookmark: _Toc45107957][bookmark: _Toc45901577][bookmark: _Toc51850656][bookmark: _Toc56693659][bookmark: _Toc64447202][bookmark: _Toc66286696][bookmark: _Toc74151391][bookmark: _Toc88653863][bookmark: _Toc97904219][bookmark: _Toc98868300][bookmark: _Toc105174586][bookmark: _Toc106109423][bookmark: _Toc113825244][bookmark: _Toc146227843]9.2.1.16	Data Forwarding Info from target NG-RAN node
This IE contains TNL information for the establishment of data forwarding tunnels towards the target NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	QoS Flows Accepted For Data Forwarding List
	
	1
	
	
	-
	-

	>QoS Flows Accepted For Data Forwarding Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	-

	>>QoS Flow Identifier
	M
	
	9.2.3.10
	
	
	

	PDU Session level DL data forwarding UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	To forward NG-U DL SDAP SDUs to the target node.
	
	

	PDU Session level UL data forwarding UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	To forward NG-U UL SDAP SDU to the target node.
	
	

	Data Forwarding Response DRB List
	
	0..1
	
	
	
	

	>Data Forwarding Response DRB Item
	
	1..<maxnoofDRBs>
	
	
	
	

	>>DRB ID
	M
	
	9.2.3.33
	
	
	

	>>DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	
	
	

	>>UL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information 9.2.3.30
	
	
	

	PDU Set Support Indicator
	O
	
	ENUMERATED (true, false, …)
	Indicate if the target gNB supports PDU Set handling.
	YES
	ignore



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs. Value is 32.

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>




3GPP
[bookmark: _Toc20955408][bookmark: _Toc29991616][bookmark: _Toc36556019][bookmark: _Toc44497804][bookmark: _Toc45108191][bookmark: _Toc45901811][bookmark: _Toc51850892][bookmark: _Toc56693896][bookmark: _Toc64447440][bookmark: _Toc66286934][bookmark: _Toc74151632][bookmark: _Toc88654106][bookmark: _Toc97904462][bookmark: _Toc98868600][bookmark: _Toc105174886][bookmark: _Toc106109723][bookmark: _Toc113825545][bookmark: _Toc146228150]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


	id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,
	id-Additional-UL-NG-U-TNLatUPF-List,
[bookmark: _Hlk36619637]	id-ConfiguredTACIndication,
	id-AlternativeQoSParaSetList,
	id-CurrentQoSParaSetIndex,
	id-DefaultDRB-Allowed,
	id-DLCarrierList,
	id-EndpointIPAddressAndPort,
	id-ExtendedReportIntervalMDT,
	id-ExtendedTAISliceSupportList,
	id-FiveGCMobilityRestrictionListContainer,
	id-SecondarydataForwardingInfoFromTarget-List,
	id-LastE-UTRANPLMNIdentity,
	id-IntendedTDD-DL-ULConfiguration-NR,
	id-MaxIPrate-DL,
	id-SecurityResult,
	id-OldQoSFlowMap-ULendmarkerexpected,
	id-PDUSessionCommonNetworkInstance,
	id-PDUSession-PairID,
	id-BPLMN-ID-Info-EUTRA,
	id-BPLMN-ID-Info-NR,
	id-DRBsNotAdmittedSetupModifyList,
	id-Secondary-MN-Xn-U-TNLInfoatM,
	id-ULForwardingProposal,
	id-DRB-IDs-takenintouse,
	id-SplitSessionIndicator,
	id-NonGBRResources-Offered,
	id-MDT-Configuration,
	id-TraceCollectionEntityURI,
	id-NPN-Broadcast-Information,
	id-NPNPagingAssistanceInformation,
	id-NPNMobilityInformation,
	id-NPN-Support,
	id-LTEUESidelinkAggregateMaximumBitRate,
	id-NRUESidelinkAggregateMaximumBitRate,
	id-ExtendedRATRestrictionInformation, 
	id-QoSMonitoringRequest,
	id-QoSMonitoringDisabled,
	id-QosMonitoringReportingFrequency,
	id-DAPSRequestInfo, 
	id-OffsetOfNbiotChannelNumberToDL-EARFCN,
	id-OffsetOfNbiotChannelNumberToUL-EARFCN,
	id-NBIoT-UL-DL-AlignmentOffset,
	id-TDDULDLConfigurationCommonNR,
	id-CarrierList,
	id-ULCarrierList,
	id-FrequencyShift7p5khz,
	id-SSB-PositionsInBurst,
	id-NRCellPRACHConfig,
[bookmark: _Hlk34814094]	id-Redundant-UL-NG-U-TNLatUPF,
	id-Redundant-DL-NG-U-TNLatNG-RAN,
	id-CNPacketDelayBudgetDownlink,
	id-CNPacketDelayBudgetUplink,
	id-ExtendedPacketDelayBudget,
	id-Additional-Redundant-UL-NG-U-TNLatUPF-List,
	id-RedundantCommonNetworkInstance,
	id-TSCTrafficCharacteristics,
	id-RedundantQoSFlowIndicator,
	id-Additional-PDCP-Duplication-TNL-List,
	id-RedundantPDUSessionInformation,
	id-UsedRSNInformation,
	id-RLCDuplicationInformation,
	id-CSI-RSTransmissionIndication,
	id-UERadioCapabilityID,
	id-secondary-SN-UL-PDCP-UP-TNLInfo,
	id-pdcpDuplicationConfiguration,
	id-duplicationActivation,
	id-NPRACHConfiguration,
	id-QoSFlowsMappedtoDRB-SetupResponse-MNterminated,
	id-DL-scheduling-PDCCH-CCE-usage,
	id-UL-scheduling-PDCCH-CCE-usage,
	id-SFN-Offset,
	id-QoS-Mapping-Information,
	id-AdditionLocationInformation,
	id-dataForwardingInfoFromTargetE-UTRANnode,
[bookmark: _Hlk89168732]	id-Cause,
	id-SecurityIndication,
	id-RRCConnReestab-Indicator,
	id-SourceDLForwardingIPAddress,
	id-SourceNodeDLForwardingIPAddress,
	id-M4ReportAmount,
	id-M5ReportAmount,
	id-M6ReportAmount,
	id-M7ReportAmount,
	id-BeamMeasurementIndicationM1,
	id-Supported-MBS-FSA-ID-List,
	id-MBS-SessionAssociatedInformation,
	id-MBS-SessionInformation-List,
	id-SliceRadioResourceStatus-List,
	id-CompositeAvailableCapacitySupplementaryUplink,
	id-SSBOffsets-List,
	id-NG-RANnode2SSBOffsetsModificationRange,
	id-NR-U-Channel-List,
	id-NR-U-ChannelInfo-List,
	id-MIMOPRBusageInformation,
	id-UEAssistantIdentifier,
	id-IAB-MT-Cell-List,
	id-NoPDUSessionIndication,
	id-permutation,
	id-UL-GNB-DU-Cell-Resource-Configuration,
	id-DL-GNB-DU-Cell-Resource-Configuration,
	id-tdd-GNB-DU-Cell-Resource-Configuration,
	id-Additional-Measurement-Timing-Configuration-List,
	id-SurvivalTime,
	id-Local-NG-RAN-Node-Identifier,
	id-Neighbour-NG-RAN-Node-List,
	id-FiveGProSeUEPC5AggregateMaximumBitRate,
	id-Redcap-Bcast-Information,
	id-UESliceMaximumBitRateList,
	id-PositioningInformation,
	id-ServedCellSpecificInfoReq-NR,
	id-TAINSAGSupportList,
	id-earlyMeasurement,
	id-BeamMeasurementsReportConfiguration,
	id-CoverageModificationCause,
	id-UERLFReportContainerLTEExtension,
	id-ExcessPacketDelayThresholdConfiguration,
	id-Full-and-Short-I-RNTI-Profile-List,
	id-PDUSetSupportIndicator,
	id-QosFlowMappingIndication,
	maxEARFCN,
	maxnoofAllowedAreas,
	maxnoofAMFRegions,
	maxnoofAoIs,
	maxnoofBPLMNs,
	maxnoofCAGs,
	maxnoofCAGsperPLMN,
	maxnoofCellsinAoI,
	maxnoofCellsinNG-RANnode,
	maxnoofCellsinRNA,
	maxnoofCellsinUEHistoryInfo,
	maxnoofCellsUEMovingTrajectory,
	maxnoofDRBs,
	maxnoofEPLMNs,
	maxnoofEPLMNsplus1,
	maxnoofEUTRABands,
	maxnoofEUTRABPLMNs,
	maxnoofForbiddenTACs,
	maxnoofMBSFNEUTRA,
	maxnoofMultiConnectivityMinusOne,
	maxnoofNeighbours,
	maxnoofNIDs,
	maxnoofNRCellBands,
	maxnoofPDUSessions,
	maxnoofPLMNs,
	maxnoofProtectedResourcePatterns,
	maxnoofQoSFlows,
	maxnoofQoSParaSets,
	maxnoofRANAreaCodes,
	maxnoofRANAreasinRNA,
	maxnoofSCellGroups,
	maxnoofSCellGroupsplus1,
	maxnoofSliceItems,
	maxnoofExtSliceItems,
	maxnoofSNPNIDs,
	maxnoofsupportedTACs,
	maxnoofsupportedPLMNs,
	maxnoofTAI,
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

[bookmark: _Hlk515516966]DataForwardingInfoFromTargetNGRANnode ::= SEQUENCE {
	qosFlowsAcceptedForDataForwarding-List			QoSFLowsAcceptedToBeForwarded-List,
	pduSessionLevelDLDataForwardingInfo				UPTransportLayerInformation								OPTIONAL,
	pduSessionLevelULDataForwardingInfo				UPTransportLayerInformation								OPTIONAL,
	dataForwardingResponseDRBItemList				DataForwardingResponseDRBItemList						OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { {DataForwardingInfoFromTargetNGRANnode-ExtIEs} }	OPTIONAL,
	...
}

DataForwardingInfoFromTargetNGRANnode-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ID id-PDUSetSupportIndicator CRITICALITY ignore	EXTENSION PDUSetSupportIndicator								PRESENCE optional},
...
}
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

PDUSetSupportIndicator ::= ENUMERATED {true, false, ...}

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
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-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

XnAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS
	ProcedureCode,
	ProtocolIE-ID
FROM XnAP-CommonDataTypes;

-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

id-CoverageModificationCause																		ProtocolIE-ID ::= 368
id-AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated									ProtocolIE-ID ::= 369
id-UERLFReportContainerLTEExtension																ProtocolIE-ID ::= 370
id-ExcessPacketDelayThresholdConfiguration															ProtocolIE-ID ::= 371
[bookmark: _Hlk138181653]id-HashedUEIdentityIndexValue																		ProtocolIE-ID ::= 372
id-QosFlowMappingIndication																			ProtocolIE-ID ::= 373
id-Full-and-Short-I-RNTI-Profile-List																ProtocolIE-ID ::= 374
id-PDUSetSupportIndicator 																			ProtocolIE-ID ::= 999 – to be assigned
END
-- ASN1STOP
<<<<<<<<<<<<<<<<<<<< End of Change >>>>>>>>>>>>>>>>>>>>

