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1. Introduction
This contribution proposes the corresponding TP for TS38.413 to support for ECN marking. The changes are remove the FFS related to the ECN Congestion or Congestion Monitoring related IEs. 
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9.3.1.y1	ECN Marking or Congestion Monitoring Request
This IE indicates the NG-RAN node to perform ECN marking or congestion monitoring.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE ECN and Congestion Monitoring Request
	M
	
	
	

	>ECN Marking 
	
	
	
	

	>>ECN Marking Request 
	M
	
	ENUMERATED (ul, dl, both, stop, …)
	

	>Congestion Monitoring 
	
	
	
	

	>>Congestion Monitoring Request
	M
	
	ENUMERATED (ul, dl, both, stop, …)
	



Editor’s note: IE name is FFS
9.3.1.y2 	ECN Marking or Congestion Monitoring Reporting Status
This IE contains a list of QoS flows with activation status information for ECN marking for L4S at NG-RAN or congestion monitoring reporting.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	ECN Marking or Congestion Monitoring Reporting Status Item
	
	1..< maxnoofQoSFlows >
	
	

	>QoS Flow Identifier
	M
	
	9.3.1.51
	

	> Activation Status
	M
	
	ENUMERATED (active, not Active, ,…)
	Indicates whether ECN marking for L4S at NG-RAN or congestion monitoring reporting is active or not active



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.



Editor’s note: IE name is FFS
	


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.3.4	SMF Related IEs
9.3.4.1	PDU Session Resource Setup Request Transfer
This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Aggregate Maximum Bit Rate
	O
	
	9.3.1.102
	This IE shall be present when at least one Non-GBR QoS flow is being setup and is ignored otherwise.
	YES
	reject

	UL NG-U UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.2
	UPF endpoint of the NG-U transport bearer, for delivery of UL PDUs.
	YES
	reject

	Additional UL NG-U UP TNL Information 
	O
	
	UP Transport Layer Information List
9.3.2.12
	UPF endpoint of the additional NG-U transport bearer(s), for delivery of UL PDUs for split PDU session.
	YES
	reject

	Data Forwarding Not Possible
	O
	
	9.3.1.63
	This IE may be present in case of HANDOVER REQUEST message and is ignored otherwise.
	YES
	reject

	PDU Session Type
	M
	
	9.3.1.52
	
	YES
	reject

	Security Indication
	O
	
	9.3.1.27
	
	YES
	reject

	Network Instance
	O
	
	9.3.1.113
	This IE is ignored if the Common Network Instance IE is included.
	YES
	reject

	QoS Flow Setup Request List
	
	1
	
	
	YES
	reject

	>QoS Flow Setup Request Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.12
	
	-
	

	>>E-RAB ID
	O
	
	9.3.2.3
	
	-
	

	>>TSC Traffic Characteristics
	O
	
	9.3.1.130
	This IE may be present in case of GBR QoS flows and is ignored otherwise.Traffic pattern information associated with the QFI. Details in TS 23.501 [9].
	YES
	ignore

	>>Redundant QoS Flow Indicator
	O
	
	9.3.1.134
	This IE indicates whether this QoS flow is requested for the redundant transmission.
	YES
	ignore

	>>ECN Marking or Congestion Monitoring Request 
	O
	
	9.3.1.y1
	
	YES
	ignore

	Common Network Instance
	O
	
	9.3.1.120
	
	YES
	ignore

	Direct Forwarding Path Availability
	O
	
	9.3.1.64
	This IE may be present in case of inter-system handover and intra-system handover.
	YES
	ignore

	Redundant UL NG-U UP TNL Information 
	O
	
	UP Transport Layer Information
9.3.2.2
	UPF endpoint of the NG-U transport bearer, for delivery of UL PDUs for the redundant transmission.
	YES
	ignore

	Additional Redundant UL NG-U UP TNL Information
	O
	
	UP Transport Layer Information List
9.3.2.12
	UPF endpoint of the additional NG-U transport bearer(s), for delivery of redundant UL PDUs for split PDU session.
	YES
	ignore

	Redundant Common Network Instance
	O
	
	Common Network Instance
9.3.1.120
	
	YES
	ignore

	Redundant PDU Session Information
	O
	
	9.3.1.136
	
	YES
	ignore

	MBS Session Setup Request List
	O
	
	9.3.1.211
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.





9.3.4.2	PDU Session Resource Setup Response Transfer
This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL QoS Flow per TNL Information
	M
	
	QoS Flow per TNL Information
9.3.2.8
	NG-RAN node endpoint of the NG-U transport bearer for delivery of DL PDUs, together with associated QoS flows.
	-
	

	Additional DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of DL PDUs for split PDU session, together with associated QoS flows and corresponding to the Additional UL NG-U UP TNL Information IE in the PDU Session Resource Setup Request Transfer IE.
	-
	

	Security Result
	O
	
	9.3.1.59
	
	-
	

	QoS Flow Failed to Setup List
	O
	
	QoS Flow List with Cause
9.3.1.13
	
	-
	

	Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information
9.3.2.8
	NG-RAN node endpoint of the NG-U transport bearer(s) for delivery of DL PDUs of the indicated Redundant QoS Flow(s) and corresponding to the Redundant UL NG-U UP TNL Information IE in the PDU Session Resource Setup Request Transfer IE.
	YES
	ignore

	Additional Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of redundant DL PDUs for split PDU session, together with associated QoS flows and corresponding to the Additional Redundant UL NG-U UP TNL Information IE in the PDU Session Resource Setup Request Transfer IE.
	YES
	ignore

	Used RSN Information
	O
	
	Redundant PDU Session Information
9.3.1.136
	
	YES
	ignore

	Global RAN Node ID of Secondary NG-RAN Node
	O
	
	Global RAN Node ID
9.3.1.5
	
	YES
	ignore

	MBS Support Indicator
	O
	
	9.3.1.210
	
	YES
	ignore

	MBS Session Setup Response List
	O
	
	9.3.1.213
	
	YES
	ignore

	MBS Session Failed to Setup List
	O
	
	9.3.1.214
	
	YES
	ignore

	ECN Marking or Congestion Monitoring Reporting Status 
	O
	
	9.3.1.y2
	
	YES
	ignore



9.3.4.3	PDU Session Resource Modify Request Transfer
This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Aggregate Maximum Bit Rate
	O
	
	9.3.1.102
	
	YES
	reject

	UL NG-U UP TNL Modify List
	
	0..1
	
	
	YES
	reject

	>UL NG-U UP TNL Modify Item
	
	1..<maxnoofMultiConnectivity>
	
	This IE(s) are included only for modification of an existing tunnel.
	-
	

	>>UL NG-U UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.2
	UPF endpoint of the NG-U transport bearer, for delivery of UL PDUs.
	-
	

	>>DL NG-U UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.2
	Identifies the NG-U transport bearer at the NG-RAN node.
	-
	

	>>Redundant UL NG-U UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	UPF endpoint of the NG-U transport bearer, for delivery of UL PDUs for the redundant transmission.
	YES
	ignore

	>>Redundant DL NG-U UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	Identifies the NG-U transport bearer at the NG-RAN node for the redundant transmission.
	YES
	ignore

	Network Instance
	O
	
	9.3.1.113
	This IE is ignored if the Common Network Instance IE is included.
	YES
	reject

	QoS Flow Add or Modify Request List
	
	0..1
	
	
	YES
	reject

	>QoS Flow Add or Modify Request Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>QoS Flow Level QoS Parameters
	O
	
	9.3.1.12
	
	-
	

	>>E-RAB ID
	O
	
	9.3.2.3
	
	-
	

	>>TSC Traffic Characteristics
	O
	
	9.3.1.130
	This IE may be present in case of GBR QoS flows and is ignored otherwise.Traffic pattern information associated with the QFI. Details in TS 23.501 [9].
	YES
	ignore

	>>Redundant QoS Flow Indicator
	O
	
	9.3.1.134
	This IE indicates whether this QoS flow is requested for the redundant transmission.
	YES
	ignore

	>>ECN Marking or Congestion Monitoring Request
	O
	
	9.3.1.y1
	
	YES
	ignore

	QoS Flow to Release List
	O
	
	QoS Flow List with Cause
9.3.1.13
	
	YES
	reject

	Additional UL NG-U UP TNL Information
	O
	
	UP Transport Layer Information List
9.3.2.12
	UPF endpoint of the additional NG-U transport bearer(s) proposed for delivery of UL PDUs for split PDU session.
	YES
	reject

	Common Network Instance
	O
	
	9.3.1.120
	
	YES
	ignore

	Additional Redundant UL NG-U UP TNL Information
	O
	
	UP Transport Layer Information List
9.3.2.12
	UPF endpoint of the additional NG-U transport bearer(s) proposed for delivery of redundant UL PDUs for split PDU session.
	YES
	ignore

	Redundant Common Network Instance
	O
	
	Common Network Instance
9.3.1.120
	
	YES
	ignore

	Redundant UL NG-U UP TNL Information 
	O
	
	UP Transport Layer Information
9.3.2.2
	UPF endpoint of the NG-U transport bearer, for delivery of UL PDUs for the redundant transmission of the Redundant QoS Flow(s).
	YES
	ignore

	Security Indication
	O
	
	9.3.1.27
	
	YES
	ignore

	MBS Session Setup or Modify Request List
	O
	
	9.3.1.212
	
	YES
	ignore

	MBS Session To Release List
	O
	
	9.3.1.215
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.

	maxnoofMultiConnectivity
	Maximum no. of connectivity allowed for a UE. Value is 4. The current version of the specification supports up to 2 connectivity.



9.3.4.4	PDU Session Resource Modify Response Transfer
This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs.
	-
	

	UL NG-U UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	Identifies the NG-U transport bearer at the 5GC node.
	-
	

	QoS Flow Add or Modify Response List
	
	0..1
	
	
	-
	

	>QoS Flow Add or Modify Response Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>Current QoS Parameters Set Index
	O
	
	Alternative QoS Parameters Set Index
9.3.1.152
	Index to the currently fulfilled alternative QoS parameters set
	YES
	Ignore

	Additional DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of DL PDUs for split PDU session, together with associated QoS flows.
	-
	

	QoS Flow Failed to Add or Modify List
	O
	
	QoS Flow List with Cause
9.3.1.13
	
	-
	

	Additional NG-U UP TNL Information
	O
	
	UP Transport Layer Information Pair List
9.3.2.11
	NG-RAN node endpoint of the NG-U transport bearer corresponding to the modified UPF endpoint received in the PDU Session Resource Modify Request Transfer IE in case of PDU session split. 
	YES
	ignore

	Redundant DL NG-U UP TNL Information 
	O
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs for the redundant transmission.
	YES
	ignore

	Redundant UL NG-U UP TNL Information 
	O
	
	UP Transport Layer Information
9.3.2.2
	Identifies the NG-U transport bearer at the 5GC node for the redundant transmission.
	YES
	ignore

	Additional Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of redundant DL PDUs for split PDU session, together with associated QoS flows.
	YES
	ignore

	Additional Redundant NG-U UP TNL Information
	O
	
	UP Transport Layer Information Pair List
9.3.2.11
	NG-RAN node endpoint of the NG-U transport bearer for delivery of redundant DL PDUs corresponding to the modified UPF endpoint(s) received in the UL NG-U UP TNL Modify List IE of the PDU Session Resource Modify Request Transfer IE in case of PDU session split. 
	YES
	ignore

	Secondary RAT Usage Information
	O
	
	9.3.1.114
	
	YES
	ignore

	MBS Support Indicator
	O
	
	9.3.1.210
	
	YES
	ignore

	MBS Session Setup or Modify Response List
	O
	
	MBS Session Setup Response List 
9.3.1.213
	
	YES
	ignore

	MBS Session Failed to Setup or Modify List
	O
	
	MBS Session Failed to Setup List 
9.3.1.214
	
	YES
	ignore

	ECN Marking or Congestion Monitoring Reporting Status 
	O
	
	9.3.1.y2
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.




<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>

