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1. Introduction
This TP is based on the discussion paper R3-237673.
2. TP to 38.423
<<<<<<<<<<<<<<<<<<<< Start of the Change >>>>>>>>>>>>>>>>>>>>
Editor’s note: FFS on the names of new introduced procedures and messages.


**************** skip unchanged part *******************
9.1.3.CC	DATA COLLECTION REQUEST 
This message is sent by NG-RAN node1 to NG-RAN node2 to initiate the requested information reporting according to the parameters given in the message.
Direction: NG-RAN node1  NG-RAN node2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	NG-RAN node1 Measurement ID 
	M
	
	INTEGER (1..4095,...) 
	Allocated by NG-RAN node1
	YES
	reject

	NG-RAN node2 Measurement ID 
	C-ifRegistrationRequestStop
	
	INTEGER (1..4095,...)
	Allocated by NG-RAN node2
	YES
	ignore

	Registration Request
	M
	
	ENUMERATED(start, stop, …) (FFS on others)
	Type of request for which the information is required.
	YES
	reject

	Report Characteristics
	C-ifRegistrationRequestStart
	
	BITSTRING
(SIZE(32))
	Each position in the bitmap indicates the object the NG-RAN node2 is requested to report.
First Bit = Predicted Radio Resource Status,
Second Bit = Predicted Number of Active UEs,
Third Bit = Predicted RRC Connections 
Fourth Bit = Average UE Throughput DL,
Fifth Bit = Average UE Throughput UL,
Sixth Bit = Average Packet Delay,
Seventh Bit = Average Packet Loss
Eighth Bit = Energy Cost
Ninth Bit = Measured UE Trajectory

	YES
	reject

	Cell To Report List
	
	0..1
	
	Cell ID list to which the request applies.
	YES
	ignore

	>Cell To Report Item
	
	1 .. <maxnoofCellsinNG-RANnode>
	
	
	–
	

	>>Cell ID
	M
	
	Global NG-RAN Cell Identity
9.2.2.27

	
	–
	

	Reporting Periodicity
	O
	
	ENUMERATED(500ms, 1000ms, 2000ms, 5000ms, 10000ms, …)
	Periodicity that can be used for reporting of requested objects. Also used as the averaging window length for all objects if supported.
	YES
	ignore

	Requested Prediction Time
	O
	
	INTEGER (1..60, ...)
	For one time reporting, it indicates the point in time, measured from reception of the DATA COLLECTION REQUEST message, for which predictions are provided. For periodic reporting, it indicates the points in time, measured from the reception of the DATA COLLECTION REQUEST message　and shifted by each reporting period, for which predictions are provided.

	YES
	ignore

	Additional UE Trajectory Reporting Conditions (FFS on the name)
	O
	
	9.2.3.P
	
	YES
	ignore

	UE Performance Configuration (FFS on the name)
	O
	
	9.2.3.N
	
	YES
	ignore


 
	Condition
	Explanation

	ifRegistrationRequestStop
	This IE shall be present if the Registration Request IE is set to the value "stop". 

	ifRegistrationRequestStart
	This IE shall be present if the Registration Request IE is set to the value "start".


 
	Range bound
	Explanation

	maxnoofCellsinNG-RANnode
	Maximum no. cells that can be served by a NG-RAN node. Value is 16384.


 
9.1.3.DD	DATA COLLECTION RESPONSE 
This message is sent by NG-RAN node2 to NG-RAN node1 to indicate that the requested information, for all or part of the measurement objects included in the reporting, is successfully initiated.
Direction: NG-RAN node2  NG-RAN node1
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	NG-RAN node1 Measurement ID 
	M
	
	INTEGER (1..4095,...)
	Allocated by NG-RAN node1
	YES
	reject

	NG-RAN node2 Measurement ID 
	M
	
	INTEGER (1..4095,...)
	Allocated by NG-RAN node2
	YES
	reject

	Node Measurement Initiation Result List
	
	0..1
	
	List of measurement objects that failed to be initiated in the node.
	YES
	ignore

	>Node Measurement Initiation Result Item
	
	1 .. <maxFailedMeasPerNode>
	
	
	EACH
	ignore

	>>Measurement Failed Report Characteristics
	M
	
	BITSTRING
(SIZE(128))
	Each position in the bitmap indicates measurement objects that failed to be initiated in the NG-RAN node2.
First Bit = Energy Cost.
Other bits shall be ignored by the NG-RAN node1.
	–
	

	>>Cause
	M
	
	9.2.3.2
	Failure cause for measurement objects for which the measurement cannot be initiated.
	–
	

	>>Available Time Information
	O
	
	9.2.3.Q
	The available time information for which the failed measurement objects can be initiated, or the supported prediction time, or the supported reporting periodicity.
	–
	

	Per Cell Measurement Initiation Result List
	
	0..1
	
	List of measurement objects that failed to be initiated per cell.
	YES
	ignore

	>Per Cell Measurement Initiation Result Item
	
	1 .. <maxnoofCellsinNG-RANnode>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	Global NG-RAN Cell Identity
9.2.2.27
	
	–
	

	>>Measurement Failure Cause List
	
	0..1
	
	Indicates that NG-RAN node2 could not initiate the measurement for at least one of the requested measurement objects in the cell.
	–
	

	>>>Measurement Failure Cause Item
	
	1 .. <maxFailedMeasObjects>
	
	
	–
	

	>>>>Measurement Failed Report Characteristics
	M
	
	BITSTRING
(SIZE(128))
	Each position in the bitmap indicates measurement objects that failed to be initiated in the NG-RAN node2.
First Bit = Predicted Radio Resource Status,
Second Bit = Predicted Number of Active UEs,
Third Bit = Predicted RRC Connections 
Fourth Bit = Average UE Throughput DL,
Fifth Bit = Average UE Throughput UL,
Sixth Bit = Average Packet Delay,
Seventh Bit = Average Packet Loss,
Eighth Bit = Measured UE Trajectory.
Other bits shall be ignored by the NG-RAN node1.
	–
	

	>>>>Cause
	M
	
	9.2.3.2
	Failure cause for measurement objects for which the measurement cannot be initiated.
	–
	

	>>>>Available Time Information
	O
	
	9.2.3.Q
	[bookmark: _GoBack]The available time information for which the failed measurement objects can be initiated, or the supported prediction time, or the supported reporting periodicity.
	–
	

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore


 
	Range bound
	Explanation

	maxnoofCellsinNG-RANnode
	Maximum no. cells that can be served by a NG-RAN node. Value is 16384.

	maxFailedMeasObjects
	Maximum number of measurement objects that can fail per measurement. Value is 124.

	maxFailedMeasPerNode
	Maximum number of measurement objects that can fail per node. Value is 124.



9.2.3.N	UE Performance Configuration (FFS on the name)
This IE indicates the configuration for UE performance measurement collection.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Measurement Collection Duration (FFS on the name)
	O
	
	INTEGER (1..4095..)FFS
	The maximum measurement collection time duration, in seconds, starting from successful handover execution.FFS


 

9.2.3.Q Available Time Information
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Available Requesting Time
	O
	
	INTEGER (1..60, ...)
	The available requesting time indicates that the receiving node can provide the requested measurements when the receiving node receives the DATA COLLECTION REQUEST message.
	
	

	Available Requested Prediction time
	O
	
	INTEGER (1..60, ...)
	The nearest available requested prediction time from the requested prediction time in DATA COLLECTION REQUEST message, in second.
	
	

	Available Reporting Periodicity
	O
	
	ENUMERATED(500ms, 1000ms, 2000ms, 5000ms, 10000ms, …)
	Periodicity that can be used for reporting of requested objects. 
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