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1. Introduction

This contribution tries to capture the agreement regarding the following CB:
CB: # AIML3_ME
- Discuss the open issues above

- Provide TPs if agreeable 

(moderator - CATT)
Summary of offline disc R3-237798
2. For the Chairman’s Notes
Agreement:

Change the presence of Report Time Duration IE from O to M
Add description on termination of UE trajectory collection i.e. condition A,B,C and D, in stage 3 spec.

Other detailed small changes refer to R3-237967

Agree TP for BLCR 38.423 in R3-237967
3. Status of offline discussion
Agreement reached during online discussion:
No consensus to introduce an indication for signalling the requesting node about condition A/B/C/D in R18.
Define the Number of Visited Cells IE in target NR-RAN node within the scope of (1..16).

Define the new Time Duration IE as INTEGER (1..4096...)s.

Presence of Report Time Duration IE

It is analyzed that in some cases where Condition A, B and D are not satisfied, we need Condition C (the report time duration) to terminate the collection of measured UE trajectory in target node timely to avoid the collection keep for a long time. Thereby, it is proposed to change the presence of Report Time Duration IE from O to M.
Proposal: change the presence of Report Time Duration IE from O to M
change the presence of Report Time Duration IE from O to M
Stage 3 description on report triggered by condition A, B, C and D
Proposal on the update:
 If the Additional UE Trajectory Reporting Conditions IE (FFS on the IE name) is present in the DATA COLLECTION REQUEST message, the NG-RAN node2 shall take it into account for the configuration of UE trajectory collection and reporting. NG-RAN node2 shall report the UE trajectory only one time.NG-RAN node2 shall terminate the collection when at least one of the following conditions is fulfilled:

· the time since UE was successfully handed over to NG-RAN node2 is equal to the value of the Report Time Duration IE.
· the number of visited cells within NG-RAN node2 is equal to the value of the Number of Visited Cells IE, if included. 
· UE moves to RRC_INACTIVE or RRC_IDLE state
-UE is handed over to a cell belonging to an NG-RAN node different from NG-RAN node2,
The result of the UE trajectory collection is reported at the next available DATA COLLECTION UPDATE message.

Remove FFS on Additional UE Trajectory Reporting Conditions IE and its sub-level IEs

Proposal on the update:
9.2.3.P
UE Trajectory Collection Configuration
This IE containsconfigurations for UE Trajectory collection after successful handover. 
	IE/Group Name
	Presence
	Range
	
	IE Type and Reference
	Semantics Description

	Collection Time Duration 
	M
	
	
	INTEGER (1..4096) 
	The maximum time duration, in seconds, starting from successful handover execution.

	Number of Visited Cells 
	O
	
	
	INTEGER (1..16) 
	Maximum number of intra-node visited cells 



Update on the description related to Reporting Periodicity IE 
If the Reporting Periodicity IE in the DATA COLLECTION REQUEST is present, this indicates the periodicity for the reporting ofconfigured measurement objects. The NG-RAN node2 shall report only once, unless otherwise requested within the Reporting Periodicity IE.
