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[bookmark: _Hlk149660347]1	Introduction
Proposal 1:
[bookmark: _Hlk151069096]Based on the RAN1 defined RAN1 parameters, the Bandwidth in Requested SRS Transmission Characteristics should be extended.
	NR UL SRS for Positioning BW Aggregation
	Bandwidth
	Existing
	Indicates requested SRS bandwidth including when configuring SRS for positioning bandwidth aggregation.
	Choice of bandwidth for SRS to be extended to include:
FR1 bands: {160, 200M}
FR2 bands: {600, 800}
	Bandwidth in (9.2.27) Requested SRS Transmission Characteristics
	38.455



Proposal 2: Remove FFS on Bandwidth Aggregation Request Information IE in Positioning Information Request message from BL CR.
Proposal 3: SRS positioning resource sets which are aggregated should be indicated from gNB to LMF in Positioning Information Response message, to indicate the SRS positioning resource sets in the two or three carriers that are linked. 
· add a list of aggregated SRS resource sets in SRS Configuration 
Proposal 4: Introduce a new bit in Measurement Characteristics Request Indicator IE to indicate the UL positioning measurement from aggregated SRS resources across multiple CCs is requested for UL-TDOA and/or Multi-RTT.
Proposal 5: Introduce a new IE Aggregated SRS Positioning Resource ID List to the TRP measurement Report to indicate aggregated resource IDs for the reported measurements.
Proposal 6: Introduce a new IE in PRS Configuration in PRS CONFIGURATION RESPONSE message to indicate the aggregation information for PRS per TRP.
Proposal 7: Introduce an indication in TRP INFORMATION REQUEST and PRS CONFIGURATION REQUEST to indicate the PRS aggregation is requested by the LMF.
Proposal 8: Update the Time Window Information of SRS IE and Time Window Information of Measurement IE to align with the definition of RAN1, e.g. extend the IE to a list of time windows with max number of the time windows as 16.
Proposal 9: Introduce Carrier Phase Quality Info reported by gNB to LMF, the definition of the parameters could refer to the RAN1 LS R3-237898:
	Agreement
Support the following for the values of the phase quality index and phase quality resolution for the RSCP quality indication:
phase quality index can be set as [0, …, 179]
phase quality resolution can be set as [0.1, 1} degree.
Note 1: Reporting “phase quality index” = 179 and “phase quality resolution” = 1 degree implies the phase error may exceed 179 degrees.



Proposal 10: Remove the FFS for the Symbol Index IE in the Time Stamp and add the following semantics description: “Applicable to UL RSCP measurement only”.

2	TP to NRPPa BL CR
<<<<<<<<<<<<<<<<<<< Start of Change >>>>>>>>>>>>>>>>>>>>

[bookmark: _Hlk149668796]9.1.1.14	TRP INFORMATION REQUEST
This message is sent by an LMF to request information for TRPs hosted by an NG-RAN node.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	TRP List
	
	0 ..1
	
	
	YES
	ignore

	>TRP Item
	
	1 .. <maxnoTRPs>
	
	
	EACH
	ignore

	>>TRP ID
	M
	
	9.2.24
	
	-
	

	>>PRS Bandwidth Aggregation Request Information
	O
	
	ENUMERATED(true, …)
	
	YES
	ignore

	TRP Information Type List
	
	1
	
	
	
	

	>TRP Information Type Item
	
	1 .. <maxnoTRPInfoTypes>
	
	
	EACH
	reject

	>>TRP Information Type Item
	M
	
	ENUMERATED (nr pci, ng-ran cgi, nr arfcn, prs config, ssb config, sfn init time, spatial direction info, geo-coordinates, …, trp type, on-demand prs, trp tx teg, beam antenna info) 
	
	
	



	Range bound
	Explanation

	maxnoTRPs
	Maximum no. of TRPs in a NG-RAN node. Value is 65535

	maxnoTRPInfoTypes
	Maximum no of TRP information types that can be requested and reported with one message. Value is 64.



<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc51776045][bookmark: _Toc56773067][bookmark: _Toc64447696][bookmark: _Toc74152352][bookmark: _Toc88654205][bookmark: _Toc99056274][bookmark: _Toc99959207][bookmark: _Toc105612393][bookmark: _Toc106109609][bookmark: _Toc112766501][bookmark: _Toc113379417][bookmark: _Toc120091970][bookmark: _Toc138758595]9.2.27	Requested SRS Transmission Characteristics
This IE contains the requested SRS configuration for the UE.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Number Of Periodic Transmissions
	C-ifResourceTypePeriodic
	
	INTEGER (0..500,…)
	The number of periodic SRS transmissions requested. The value of ‘0’ represents an infinite number of periodic SRS transmissions.
	
	

	Resource Type
	M
	
	ENUMERATED (periodic, semi-persistent, aperiodic, …)
	
	
	

	CHOICE Bandwidth
	M
	
	
	
	
	

	>FR1
	M
	
	ENUMERATED (5mHz, 10mHz, 20mHz, 40mHz, 50mHz, 80mHz, 100mHz, ...,160mHz, 200mHz)
	
	
	

	>FR2
	M
	
	ENUMERATED (50mHz, 100mHz, 200mHz, 400mHz,…, 600mHz, 800mHz)
	
	
	

	SRS Resource Set List
	
	0.. 1
	
	
	
	

	>SRS Resource Set Item
	
	1..< maxnoSRS-ResourceSets>
	
	
	
	

	>>Number of SRS Resources Per Set
	O
	
	INTEGER (1..16,...)
	The number of SRS Resources per resource set for SRS transmission. 
	
	

	>>Periodicity List
	
	0.. 1
	
	
	
	

	>>>Periodicity List Item
	
	1..<maxnoSRS-ResourcePerSet>
	
	
	
	

	>>>>PeriodicitySRS
	M
	
	ENUMERATED (0.125, 0.25, 0.5, 0.625, 1, 1.25, 2, 2.5, 4, 5, 8, 10, 16, 20, 32, 40, 64, 80, 160, 320, 640, 1280, 2560, 5120, 10240, …)
	Milli-seconds
	
	

	>>Spatial Relation Information
	O
	
	9.2.34
	This IE is ignored if the Spatial Relation Information per SRS Resource IE is present.
	
	

	>>Pathloss Reference Information
	O
	
	9.2.53
	
	
	

	>>Spatial Relation Information per SRS Resource
	O
	
	9.2.60
	
	
	

	SSB Information
	O
	
	9.2.54
	
	
	

	SRS Frequency
	O
	
	INTEGER(0..3279165)
	NR ARFCN 
The carrier frequency of SRS transmission bandwidth.
	YES
	ignore

	Bandwidth Aggregation Request Information
	O
	
	ENUMERATED(true, …) 
	
	YES
	ignore

	LPHAP Assistance Information
	O
	
	9.2.A1
	
	YES
	ignore




	Condition
	Explanation

	ifResourceTypePeriodic
	This IE shall be present if the Resource Type IE is set to the value "Periodic".



	Range bound
	Explanation

	maxnoSRS-ResourceSets
	Maximum no of requested SRS Resource Sets for SRS transmission. Value is 16.

	maxnoSRS-ResourcePerSet  
	Maximum no of SRS Resources per set. Value is 16.






<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.2.32	Positioning SRS Resource Set
This information element indicates a positioning SRS resource set in the UE for UL SRS transmission.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Positioning SRS Resource Set ID
	M
	
	INTEGER(0..15)
	

	Positioning SRS Resource ID List
	
	1..<maxnoSRS-PosResourcePerSet>
	
	

	>Positioning SRS Resource ID
	M
	
	INTEGER(0..63)
	

	CHOICE Resource Type
	M
	
	
	

	>periodic
	
	
	
	

	>>PosperiodicSet
	M
	
	ENUMERATED(true,…)
	

	>semi-persistent
	
	
	
	

	>>Possemi-persistentSet
	M
	
	ENUMERATED(true,…)
	

	>aperiodic
	
	
	
	

	>>SRS Resource Trigger
	M
	
	INTEGER(1..3)
	

	Aggregated Positioning SRS Resource Set List
	O
	
	9.2.Z1
	



Editor’s note: It is FFS if the SRS Resource Set are also impacted by SRS Bandwidth aggregation.
	Range bound
	Explanation

	maxnoSRS-PosResourcePerSet
	Maximum no of positioning SRS resources per positioning SRS resource set. Value is 16.



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Hlk149667780]9.2.37	TRP Measurement Result
This information element contains the measurement result.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Measured Result Item
	
	1 .. <maxnoPosMeas>
	
	
	
	

	>CHOICE Measured Results Value
	M
	
	
	
	
	

	>>UL Angle of Arrival
	M
	
	9.2.38
	
	-
	

	>>UL SRS-RSRP
	M
	
	INTEGER (0..126)
	
	-
	

	>>UL RTOA
	M
	
	9.2.39
	
	-
	

	>>gNB Rx-Tx Time Difference
	M
	
	9.2.40
	
	-
	

	>>Z-AoA
	M
	
	9.2.67
	
	YES
	reject

	>>Multiple UL-AoA
	M
	
	9.2.71
	
	YES
	reject

	>>UL SRS-RSRPP
	M
	
	9.2.72
	
	YES
	reject

	>>UL RSCP
	M
	
	9.2.x3
	
	YES
	reject

	>Time Stamp
	M
	
	9.2.42
	
	-
	

	>Measurement Quality
	O
	
	9.2.43
	
	-
	

	>Measurement Beam Information
	O
	
	9.2.57
	
	-
	

	>SRS Resource type
	O
	
	9.2.73
	
	YES
	ignore

	>ARP ID
	O
	
	9.2.75
	
	YES
	ignore

	>LoS/NLoS Information
	O
	
	9.2.77
	
	YES
	ignore

	>Aggregated Positioning SRS Resource ID List 
	
	0..1
	9.2.Z1
	Indicates the used SRS for positioning resources across aggregated carriers.
	YES
	ignore

	>>Aggregated Positioning SRS Resource ID Item
	
	0..< maxnoaggregatedPosSRS-Resources >
	
	
	-
	

	>>>Positioning SRS Resource ID
	M
	
	INTEGER (0..63)
	
	
	



	Range bound
	Explanation

	maxnoPosMeas
	Maximum no. of measured quantities that can be configured and reported with one positioning measurement message. Value is 16384.

	[bookmark: _Hlk149667838]maxnoaggregatedPosSRS-Resources
	Maximum no of aggregated Positioning SRS resources per UL BWP. Value is 3.



<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc51776060][bookmark: _Toc56773082][bookmark: _Toc64447711][bookmark: _Toc74152367][bookmark: _Toc88654220][bookmark: _Toc99056289][bookmark: _Toc99959222][bookmark: _Toc105612408][bookmark: _Toc106109624][bookmark: _Toc112766516][bookmark: _Toc113379432][bookmark: _Toc120091985][bookmark: _Toc120534902]9.2.42	Time Stamp
This information element contains the time stamp.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	System Frame Number
	M
	
	INTEGER(0..1023)
	
	-
	

	CHOICE Slot Index
	M
	
	
	
	-
	

	>SCS-15
	M
	
	INTEGER(0..9)
	
	
	

	>SCS-30
	M
	
	INTEGER(0..19)
	
	
	

	>SCS-60
	M
	
	INTEGER(0..39)
	
	
	

	[bookmark: OLE_LINK31][bookmark: OLE_LINK32]>SCS-120
	M
	
	INTEGER(0..79)
	
	
	

	 Measurement time
	O
	
	Relative Time 1900
9.2.36
	
	-
	

	Symbol Index 
	O
	
	INTEGER(0..13)
	Applicable to UL RSCP measurement only
	YES
	Ignore




9.2.43	Measurement Quality
This information element contains the TRP’s best estimate of the quality of the measurement.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	CHOICE Measurement Quality
	M
	
	
	
	
	

	>Timing Measurement Quality
	
	
	
	Corresponds to information provided in NR-TimingQuality IE as defined in TS 37.355 [14]
	
	

	>>Measurement Quality
	M
	
	INTEGER(0..31)
	
	
	

	>>Resolution
	M
	
	ENUMERATED(0.1m, 1m, 10m, 30m, …)
	
	
	

	>Angle Measurement Quality
	
	
	
	
	
	

	>>Azimuth Quality
	M
	
	INTEGER(0..255)
	
	
	

	>>Zenith Quality
	O
	
	INTEGER(0..255)
	
	
	

	>>Resolution
	M
	
	ENUMERATED (0.1deg, …)
	
	
	

	   >Phase Quality
	
	
	
	Corresponds to information provided in NR-PhaseQuality IE as defined in TS 37.355 [14]
	YES
	Ignore

	      >>Phase Quality Index
	M
	
	INTEGER(0..179)
	
	-
	

	      >>Phase Quality Resolution
	M
	
	ENUMERATED (0.1deg, 1deg …)
	
	-
	



[bookmark: _Toc51776062][bookmark: _Toc56773084][bookmark: _Toc64447713][bookmark: _Toc74152369][bookmark: _Toc88654222][bookmark: _Toc99056291][bookmark: _Toc99959224][bookmark: _Toc105612410][bookmark: _Toc106109626][bookmark: _Toc112766518][bookmark: _Toc113379434][bookmark: _Toc120091987][bookmark: _Toc138758612]9.2.44	PRS Configuration
This information element contains the DL PRS configuration for the TRP.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	PRS Resource Set List
	
	1
	
	
	
	

	>PRS Resource Set Item
	
	1..<maxnoofPRSresourceSet>
	
	
	
	

	>>PRS Resource Set ID
	M
	
	INTEGER(0..7)
	
	
	

	>>Subcarrier Spacing
	M
	
	ENUMERATED(kHz15, kHz30, kHz60, kHz120, …)
	
	
	

	>>PRS bandwidth
	M
	
	INTEGER(1..63)
	24,28,…,272 PRBs
	
	

	>>Start PRB
	M
	
	INTEGER(0..2176)
	Starting PRB to Point A
	
	

	>>Point A
	M
	
	INTEGER (0..3279165)
	NR ARFCN
	
	

	>>Comb Size
	M
	
	ENUMERATED(2, 4, 6, 12, …)
	
	
	

	>>CP Type
	M
	
	ENUMERATED(normal, extended, …)
	
	
	

	>>Resource Set Periodicity
	M
	
	ENUMERATED(4,5,8,10,16,20,32,40,64,80,160,320,640,1280,2560,5120,10240,20480,40960,81920,…)
	
	
	

	>>Resource Set Slot Offset
	M
	
	INTEGER(0..81919,…)
	
	
	

	>>Resource Repetition Factor
	M
	
	ENUMERATED(rf1,rf2,rf4,rf6,rf8,rf16,rf32,…)
	
	
	

	>>Resource Time Gap
	M
	
	ENUMERATED(tg1,tg2,tg4,tg8,tg16,tg32,…)
	
	
	

	>>Resource Number of Symbols
	M
	
	ENUMERATED(n2,n4,n6,n12,…)
	
	
	

	>>PRS Muting
	O
	
	
	
	
	

	>>>Option1
	O
	
	
	
	
	

	>>>>Muting Pattern
	M
	
	DL-PRS Muting Pattern
9.2.56
	Muting pattern option 1 is used to mute the whole PRS resource set (within a period)
	
	

	>>>>Muting Bit Repetition Factor
	M
	
	ENUMERATED(1,2,4,8,…)
	
	
	

	>>>Option2
	O
	
	
	
	
	

	[bookmark: _Hlk50056866]>>>>Muting Pattern
	M
	
	DL-PRS Muting Pattern
9.2.56
	Muting pattern option 2 is used to mute the selected repetition of the resource set (within the period)
	
	

	>>PRS Resource Transmit Power
	M
	
	INTEGER(-60..50)
	
	
	

	>>PRS Resource List
	
	1
	
	Corresponds to information provided in NR-DL-PRS-Resource contained in NR-DL-PRS-Info IE as defined in TS 37.355 [14]
	
	

	>>>PRS Resource Item
	
	1..<maxnoofPRSresources>
	
	
	
	

	>>>>PRS Resource ID
	M
	
	INTEGER(0..63)
	
	
	

	>>>>Sequence ID
	M
	
	INTEGER(0..4095)
	
	
	

	>>>>RE Offset
	M
	
	INTEGER(0..11,…)
	
	
	

	>>>>Resource Slot Offset
	M
	
	INTEGER(0..511)
	
	
	

	>>>>Resource Symbol Offset
	M
	
	INTEGER(0..12)
	
	
	

	>>>>CHOICE QCL Info
	O
	
	
	
	
	

	>>>>>SSB
	
	
	
	
	
	

	>>>>>>NR PCI
	M
	
	INTEGER(0..1007)
	
	
	

	>>>>>>SSB Index
	O
	
	INTEGER(0..63)
	
	
	

	>>>>>DL-PRS
	
	
	
	
	
	

	>>>>>>QCL Source PRS Resource Set ID
	M
	
	INTEGER(0..7)
	
	
	

	>>>>>>QCL Source PRS Resource ID 
	O
	
	INTEGER(0..63)
	If it is absent, the QCL source PRS resource ID is the same as the PRS resource ID
	
	

	>>Aggregated PRS Resource Set List
	O
	
	9.2.Z2
	Indicates the PRS Resource Set ID values linked for PRS bandwidth aggregation.
	YES
	Ignore



	Range bound
	Explanation

	maxnoofPRSresourceSet
	Maximum no of PRS resources set. Value is 8.

	maxnoofPRSresource
	Maximum no of PRS resources per PRS resource set. Value is 64.



<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.81	Measurement Characteristics Request Indicator
This IE contains the measurement characteristic information requested by LMF.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Measurement characteristic request indicator
	M
	
	BIT STRING (SIZE(16))
	Each position in the bitmap represents a requested measurement characteristic:

first bit: Measurement Beam Information

Second bit: Extended Additional Path List 

Third bit: Additional Path Power 

Fourth Bit: Multiple UL AoA of Additional Path 

Fifth bit: LoS/NLoS Information 

Sixth bit: TRP Rx TEG association for UL-TDOA

Seventh bit: TRP RxTxTEG-ID information for DL+UL positioning.

Eighth bit: SRS Resource Type 

Ninth bit: Multiple Measurement Instances

X-th bit: Aggregated SRS resources IDs used for joint UL positioning measurement.

Other bits reserved for future use. Value ‘1’ indicates ‘requested measurement characteristic’, Value ‘0’ indicates ‘not requested’.



<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.2.61	Requested DL PRS Transmission Characteristics 
This IE contains the requested PRS configuration for transmission by the LMF.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Requested DL-PRS Resource Set List
	
	1
	
	
	
	

	>Requested DL-PRS Resource Set Item
	
	1..<maxnoofPRSresourceSet>
	
	
	
	

	>>PRS bandwidth
	O
	
	INTEGER(1..63)
	24,28,…,272 PRBs
	
	

	>>Comb Size
	O
	
	ENUMERATED(2, 4, 6, 12, …) 
	
	
	

	>>Resource Set Periodicity
	O
	
	ENUMERATED(4,5,8,10,16,20,32,40,64,80,160,320,640,1280,2560,5120,10240,20480,40960,81920,…)
	
	
	

	>>Resource Repetition Factor
	O
	
	ENUMERATED(rf1,rf2,rf4,rf6,rf8,rf16,rf32,…) 
	
	
	

	>>Resource Number of Symbols
	O
	
	ENUMERATED(n2,n4,n6,n12,…)
	
	
	

	>>Requested DL-PRS Resource List
	O
	
	9.2.62
	
	
	

	>>Resource Set Start Time and Duration
	O
	
	Start Time and Duration
9.2.63
	This IE is ignored if the Start Time and Duration IE is present
	
	

	Number of Frequency Layers
	O
	
	INTEGER(1..4)
	
	
	

	Start Time and Duration
	O
	
	9.2.63
	
	
	

	PRS Bandwidth Aggregation Request Information
	O
	
	ENUMERATED(true, …)
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofPRSresourceSet
	Maximum no of PRS resources set. Value is 8.



<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.2.x1	Time Window Information of SRS
This IE contains the time window(s) when UL SRS transmission is requested.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Time Window SRS List
	
	1
	
	

	>Time Window SRS Item
	
	1..<maxnoofTimeWindowSRS>
	
	

	>>Time Window Start
	
	1
	
	

	>>>System Frame Number
	M
	
	INTEGER(0..1023)
	

	>>>Slot Number
	M
	
	INTEGER(0..79)
	

	>>>Symbol Index
	M
	
	INTEGER(0..13)
	

	>>CHOICE Time Window Duration
	M
	
	
	

	>>>Symbols
	
	
	
	

	>>>>Duration in Symbols
	M
	
	ENUMERATED (1, 2, 4, 8, 12, …)
	

	>>>Slots
	
	
	
	

	>>>>Duration in Slots
	M
	
	ENUMERATED (1, 2, 4, 6, 8, 12, 16, …)
	

	>>Time Window Type
	M
	
	ENUMERATED (single, periodic, …)
	

	>>Time Window Periodicity
	C-ifTimeWindowTypePeriodic
	
	ENUMERATED (0.125, 0.25, 0.5, 0.625, 1, 1.25, 2, 2.5, 4, 5, 8, 10, 16, 20, 32, 40, 64, 80, 160, 320, 640, 1280, 2560, 5120, 10240, …) 
	Unit: Milli-seconds



	Condition
	Explanation

	ifTimeWindowTypePeriodic
	This IE shall be present if the Time Window Type IE is set to the value “periodic”.



	Range bound
	Explanation

	maxnoofTimeWindowSRS
	Maximum no of Time Window of SRS. Value is 16.





9.2.x2	Time Window Information of Measurement
This IE contains the time window(s) when UL SRS measurement is requested.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Time Window Meas List
	
	1
	
	

	 >Time Window Meas Item
	
	1..<maxnoofTimeWindowMeas>
	
	

	>>CHOICE Time Window Duration 
	M
	
	
	Duration of time window with start time given by the System Frame Number IE and Slot Number IE.

	>>>Slots
	
	
	
	

	>>>>Duration in Slots
	M
	
	ENUMERATED (1, 2, 4, 6, 8, 12, 16, …)
	

	>>Time Window Type
	M
	
	ENUMERATED (single, periodic, …)
	

	>>Time Window Periodicity
	C-ifTimeWindowTypePeriodic
	
	ENUMERATED (160, 320, 640, 1280, 2560, 5120, 10240, 20480, 40960, 61440, 81920, 368640, 737280, 1843200, …)
	Unit: Milli-seconds



	Condition
	Explanation

	ifTimeWindowTypePeriodic
	This IE shall be present if the Time Window Type IE is set to the value “periodic”.



	Range bound
	Explanation

	maxnoofTimeWindowMeas
	Maximum no of Time Window for measurement. Value is 16.




<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.Z1	Aggregated Positioning SRS Resource Set List
This information element is used to indicate the aggregated Positioning SRS Resource Set List.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Aggregated SRS Positioning Resource Set List
	
	1
	
	

	 >Aggregated SRS Positioning Resource Set Item
	
	1.. < maxnoaggregatedPosSRS-ResourceSets>
	
	

	>>Point A
	M
	
	INTEGER (0..3279165)
	NR ARFCN

	>>NR PCI
	O
	
	INTEGER(0..1007)
	

	>>Positioning SRS Resource Set ID 
	M
	
	INTEGER(0..15)
	



	Range bound
	Explanation

	maxnoaggregatedPosSRS-ResourceSets
	Maximum no of aggregated SRS Positioning Resource Sets.  Value is 48.



9.2.Z2	Aggregated PRS Resource Set List
This information element is used to indicate the aggregated PRS Resource Set List.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Aggregated PRS Resource Set List
	
	1
	
	

	 >Aggregated Positioning PRS Resource Set Item
	
	1.. < maxnoAggPosPRSResourceSets >
	
	

	>>Point A
	M
	
	INTEGER (0..3279165)
	NR ARFCN

	>>PRS Resource Set ID
	M
	
	INTEGER(0..7)
	



	Range bound
	Explanation

	maxnoAggPosPRSResourceSets
	Maximum no of PRS resource sets aggregated. Value is 3.



<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc534903101][bookmark: _Toc51776080][bookmark: _Toc56773102][bookmark: _Toc64447732][bookmark: _Toc74152388][bookmark: _Toc88654242][bookmark: _Toc99056333][bookmark: _Toc99959266][bookmark: _Toc105612452][bookmark: _Toc106109668][bookmark: _Toc112766561][bookmark: _Toc113379477][bookmark: _Toc120092033][bookmark: _Toc138758658]9.3.3	Elementary Procedure Definitions
-- ASN1START
-- **************************************************************
--
-- Elementary Procedure definitions
--
-- **************************************************************

NRPPA-PDU-Descriptions {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-PDU-Descriptions (0) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	Criticality,
	ProcedureCode,
	NRPPATransactionID

FROM NRPPA-CommonDataTypes


	ErrorIndication,
	PrivateMessage,
	E-CIDMeasurementInitiationRequest,
	E-CIDMeasurementInitiationResponse,
	E-CIDMeasurementInitiationFailure,
	E-CIDMeasurementFailureIndication,
	E-CIDMeasurementReport,
	E-CIDMeasurementTerminationCommand,
	OTDOAInformationRequest,
	OTDOAInformationResponse,
	OTDOAInformationFailure,
	AssistanceInformationControl,
	AssistanceInformationFeedback,
	PositioningInformationRequest,
	PositioningInformationResponse,
	PositioningInformationFailure,
	PositioningInformationUpdate,
	MeasurementRequest,
	MeasurementResponse,
	MeasurementFailure,
	MeasurementReport,
	MeasurementUpdate,
	MeasurementAbort,
	MeasurementFailureIndication,
	TRPInformationRequest,
	TRPInformationResponse,
	TRPInformationFailure,
	PositioningActivationRequest,
	PositioningActivationResponse,
	PositioningActivationFailure,
	PositioningDeactivation,
	PRSConfigurationRequest,
	PRSConfigurationResponse,
	PRSConfigurationFailure,
	MeasurementPreconfigurationRequired,
	MeasurementPreconfigurationConfirm,
	MeasurementPreconfigurationRefuse,
	MeasurementActivation,
	SRSInformationReservationNotification


FROM NRPPA-PDU-Contents

	id-errorIndication,
	id-privateMessage,
	id-e-CIDMeasurementInitiation,
	id-e-CIDMeasurementFailureIndication,
	id-e-CIDMeasurementReport,
	id-e-CIDMeasurementTermination,
[bookmark: _Hlk50049714]	id-oTDOAInformationExchange,
	id-assistanceInformationControl,
	id-assistanceInformationFeedback,
	id-positioningInformationExchange,
	id-positioningInformationUpdate,
	id-Measurement,
	id-MeasurementReport,
	id-MeasurementUpdate,
	id-MeasurementAbort,
	id-MeasurementFailureIndication,
	id-tRPInformationExchange, 
	id-positioningActivation,
	id-positioningDeactivation,
	id-pRSConfigurationExchange,
	id-measurementPreconfiguration,
	id-measurementActivation,
	id-sRSInformationReservationNotification


<<<<<<<<< unchanged texts omitted >>>>>>>>>>>
-- **************************************************************
--
-- Interface Elementary Procedure List
--
-- **************************************************************

NRPPA-ELEMENTARY-PROCEDURES NRPPA-ELEMENTARY-PROCEDURE ::= {
	NRPPA-ELEMENTARY-PROCEDURES-CLASS-1			|
	NRPPA-ELEMENTARY-PROCEDURES-CLASS-2			,
	...
}

NRPPA-ELEMENTARY-PROCEDURES-CLASS-1 NRPPA-ELEMENTARY-PROCEDURE ::= {
	e-CIDMeasurementInitiation	|
[bookmark: _Hlk50049749]	oTDOAInformationExchange	|
	positioningInformationExchange	|
	measurement						|
	tRPInformationExchange		|
	positioningActivation		|
	pRSConfigurationExchange	|
	measurementPreconfiguration,

	...
}

NRPPA-ELEMENTARY-PROCEDURES-CLASS-2 NRPPA-ELEMENTARY-PROCEDURE ::= {
	e-CIDMeasurementFailureIndication		|
	e-CIDMeasurementReport					|
	e-CIDMeasurementTermination				|
	errorIndication							|
	privateMessage							|
[bookmark: OLE_LINK5][bookmark: OLE_LINK6]	assistanceInformationControl			|
	assistanceInformationFeedback 			|
	positioningInformationUpdate			|
	measurementReport						|
	measurementUpdate						|
	measurementAbort						|
	measurementFailureIndication		|
	positioningDeactivation		|
	measurementActivation|
	sRSInformationReservationNotification,
	...
}


-- **************************************************************
--
-- Interface Elementary Procedures
--
-- **************************************************************

<<<<<<<<< unchanged texts omitted >>>>>>>>>>>
sRSInformationReservationNotification NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		SRSInformationReservationNotification
	PROCEDURE CODE			id-sRSInformationReservationNotification
	CRITICALITY				reject
}

<<<<<<<<<<<<<<<<<<< Next Change  >>>>>>>>>>>>>>>>>>>>
9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for NRPPa
--
-- **************************************************************

NRPPA-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules
--
-- **************************************************************

IMPORTS
	
	Cause,
	CriticalityDiagnostics,
	E-CID-MeasurementResult,
	OTDOACells,
	OTDOA-Information-Item,
	Measurement-ID,
[bookmark: _Hlk50049841]	UE-Measurement-ID,
	MeasurementPeriodicity,
	MeasurementQuantities,
	ReportCharacteristics,
	RequestedSRSTransmissionCharacteristics,
	Cell-Portion-ID,
	OtherRATMeasurementQuantities,
	OtherRATMeasurementResult,
	WLANMeasurementQuantities,
[bookmark: _Hlk50049901]	WLANMeasurementResult,
	Assistance-Information,
	Broadcast,
	AssistanceInformationFailureList,
	SRSConfiguration,
	TRPMeasurementQuantities,
	TrpMeasurementResult,
	TRP-ID,
	TRPInformationTypeListTRPReq,
	TRPInformationListTRPResp,
	TRP-MeasurementRequestList,
	TRP-MeasurementResponseList,
	TRP-MeasurementUpdateList,
	MeasurementBeamInfoRequest,
[bookmark: _Hlk42765189]	PositioningBroadcastCells,
	SRSResourceSetID,
	SpatialRelationInfo,
	SRSResourceTrigger,
	TRPList,
	AbortTransmission,
	SystemFrameNumber,
	SlotNumber,
	RelativeTime1900,
	SpatialRelationPerSRSResource,
	MeasurementPeriodicityExtended,
	PRSTRPList,
	PRSTransmissionTRPList,
	ResponseTime,
	UEReportingInformation,
	UETxTEGAssociationList,
	TRP-PRS-Information-List,
	PRS-Measurements-Info-List,
	UE-TEG-Info-Request,
	MeasurementCharacteristicsRequestIndicator,
	MeasurementTimeOccasion,
	PRSConfigRequestType,
[bookmark: _Hlk103412595]	MeasurementAmount,
	PreconfigurationResult,
	RequestType,
	UE-TEG-ReportingPeriodicity,
	MeasurementPeriodicityNR-AoA,
	SRSTransmissionStatus,
	TimeWindowInformation-SRS,
	TimeWindowInformation-Measurement,
	LPHAPValidityAreaCells,
	SRSReservationRequest


	
FROM NRPPA-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerList{},
	ProtocolIE-Single-Container{},
	NRPPA-PRIVATE-IES,
	NRPPA-PROTOCOL-EXTENSION,
	NRPPA-PROTOCOL-IES
FROM NRPPA-Containers

	
	maxnoOTDOAtypes,
	id-Cause,
	id-CriticalityDiagnostics,
[bookmark: _Hlk50049923]	id-LMF-Measurement-ID,
	id-LMF-UE-Measurement-ID,
	id-OTDOACells,
	id-OTDOA-Information-Type-Group,
	id-OTDOA-Information-Type-Item,
	id-ReportCharacteristics,
	id-MeasurementPeriodicity,
	id-MeasurementQuantities,
[bookmark: _Hlk50049941]	id-RAN-Measurement-ID,
	id-RAN-UE-Measurement-ID,
	id-E-CID-MeasurementResult,
	id-RequestedSRSTransmissionCharacteristics,
	id-Cell-Portion-ID,
	id-OtherRATMeasurementQuantities,
	id-OtherRATMeasurementResult,
	id-WLANMeasurementQuantities,
[bookmark: _Hlk50049956]	id-WLANMeasurementResult,
	id-Assistance-Information,
	id-Broadcast,
	id-AssistanceInformationFailureList,
	id-SRSConfiguration,
	id-TRPMeasurementQuantities,
	id-MeasurementResult,
	id-TRP-ID,
	id-TRPInformationTypeListTRPReq,
	id-TRPInformationListTRPResp,
	id-TRP-MeasurementRequestList,
	id-TRP-MeasurementResponseList,
	id-TRP-MeasurementReportList,
	id-TRP-MeasurementUpdateList,
	id-MeasurementBeamInfoRequest,
	id-PositioningBroadcastCells,
[bookmark: _Hlk42765888]	id-SRSType,
	id-ActivationTime,
	id-SRSResourceSetID,
	id-TRPList,
	id-SRSSpatialRelation,
	id-AbortTransmission, 
	id-SystemFrameNumber,
	id-SlotNumber,
	id-SRSResourceTrigger,
	id-SFNInitialisationTime,
	id-SRSSpatialRelationPerSRSResource,
	id-MeasurementPeriodicityExtended,
	id-PRSTRPList,
	id-PRSTransmissionTRPList,
	id-ResponseTime,
	id-UEReportingInformation,
	id-UETxTEGAssociationList,
	id-TRP-PRS-Information-List,
	id-PRS-Measurements-Info-List,
	id-UE-TEG-Info-Request,
	id-MeasurementCharacteristicsRequestIndicator,
	id-MeasurementTimeOccasion,
	id-PRSConfigRequestType,
[bookmark: _Hlk103412652]	id-MeasurementAmount,
	id-PreconfigurationResult,
	id-RequestType,
	id-UE-TEG-ReportingPeriodicity,
	id-MeasurementPeriodicityNR-AoA,
	id-SRSTransmissionStatus,
	id-TimeWindowInformation-SRS,
	id-TimeWindowInformation-Measurement,
	id-LPHAPValidityAreaCells,
	id-SRSReservationRequest


<<<<<<<<<<<<<<<<<<< Next Change  >>>>>>>>>>>>>>>>>>>>
-- POSITIONING INFORMATION REQUEST
--
-- **************************************************************

PositioningInformationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{PositioningInformationRequest-IEs}},
	...
}

PositioningInformationRequest-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-RequestedSRSTransmissionCharacteristics	CRITICALITY ignore	TYPE RequestedSRSTransmissionCharacteristics	PRESENCE optional	}|
	{ ID id-UEReportingInformation					CRITICALITY ignore	TYPE UEReportingInformation							PRESENCE optional	}|
	{ ID id-UE-TEG-Info-Request						CRITICALITY ignore	TYPE UE-TEG-Info-Request								PRESENCE optional	}|
	{ ID id-UE-TEG-ReportingPeriodicity				CRITICALITY reject	TYPE UE-TEG-ReportingPeriodicity					PRESENCE conditional	}|
	{ ID id-TimeWindowInformation-SRS				CRITICALITY ignore	TYPE TimeWindowInformation-SRS						PRESENCE optional	},
-- The IE shall be present if the UE TEG Info Request IE is set to “periodic”
	...
}


<<<<<<<<<<<<<<<<<<< Next Change  >>>>>>>>>>>>>>>>>>>>

-- **************************************************************
--
-- POSITIONING INFORMATION RESPONSE
--
-- **************************************************************

PositioningInformationResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{PositioningInformationResponse-IEs}},
	...
}

PositioningInformationResponse-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-SRSConfiguration			CRITICALITY ignore	TYPE SRSConfiguration			PRESENCE optional}|
[bookmark: _Hlk49878632]	{ ID id-SFNInitialisationTime		CRITICALITY ignore	TYPE RelativeTime1900			PRESENCE optional}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional}|
	{ ID id-UETxTEGAssociationList		CRITICALITY ignore	TYPE UETxTEGAssociationList		PRESENCE optional}|
	{ ID id-LPHAPValidityAreaCells		CRITICALITY ignore	TYPE LPHAPValidityAreaCells		PRESENCE optional},
	...
}

-- **************************************************************
--
-- POSITIONING INFORMATION FAILURE
--
-- **************************************************************

PositioningInformationFailure ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{PositioningInformationFailure-IEs}},
	...
}

PositioningInformationFailure-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional},
	...
}

-- **************************************************************
--
-- POSITIONING INFORMATION UPDATE
--
-- **************************************************************

PositioningInformationUpdate ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{PositioningInformationUpdate-IEs}},
	...
}

PositioningInformationUpdate-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-SRSConfiguration			CRITICALITY ignore	TYPE SRSConfiguration			PRESENCE optional}|
	{ ID id-SFNInitialisationTime		CRITICALITY ignore	TYPE RelativeTime1900			PRESENCE optional}|
	{ ID id-UETxTEGAssociationList		CRITICALITY ignore	TYPE UETxTEGAssociationList		PRESENCE optional}|
	{ ID id-SRSTransmissionStatus		CRITICALITY ignore	TYPE SRSTransmissionStatus	PRESENCE optional},
	...
}

<<<<<<<<<<<<<<<<<<< Next Change  >>>>>>>>>>>>>>>>>>>>

-- **************************************************************
--
-- TRP INFORMATION REQUEST
--
-- **************************************************************

TRPInformationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{TRPInformationRequest-IEs}},
	...
}

TRPInformationRequest-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-TRPList							CRITICALITY ignore	TYPE TRPList				PRESENCE optional}|
	{ ID id-TRPInformationTypeListTRPReq	CRITICALITY reject	TYPE TRPInformationTypeListTRPReq	PRESENCE mandatory},
	...
}

<<<<<<<<<<<<<<<<<<< Next Change  >>>>>>>>>>>>>>>>>>>>
-- MEASUREMENT REQUEST
--
-- **************************************************************

MeasurementRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{MeasurementRequest-IEs}},
	...
}

MeasurementRequest-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-Measurement-ID			CRITICALITY reject	TYPE Measurement-ID					PRESENCE mandatory}|
	{ ID id-TRP-MeasurementRequestList		CRITICALITY reject	TYPE TRP-MeasurementRequestList	PRESENCE mandatory}|
	{ ID id-ReportCharacteristics			CRITICALITY reject	TYPE ReportCharacteristics		PRESENCE mandatory}|
	{ ID id-MeasurementPeriodicity			CRITICALITY reject	TYPE MeasurementPeriodicity		PRESENCE conditional}|
-- The IE shall be present if the Report Characteritics IE is set to “periodic” –
	{ ID id-TRPMeasurementQuantities		CRITICALITY reject	TYPE TRPMeasurementQuantities	PRESENCE mandatory}|
	{ ID id-SFNInitialisationTime			CRITICALITY ignore	TYPE RelativeTime1900			PRESENCE optional}|
	{ ID id-SRSConfiguration				CRITICALITY ignore	TYPE SRSConfiguration			PRESENCE optional}|
	{ ID id-MeasurementBeamInfoRequest		CRITICALITY ignore	TYPE MeasurementBeamInfoRequest	PRESENCE optional}|
	{ ID id-SystemFrameNumber				CRITICALITY ignore	TYPE SystemFrameNumber			PRESENCE optional}|
	{ ID id-SlotNumber						CRITICALITY ignore	TYPE SlotNumber					PRESENCE optional}|
	{ ID id-MeasurementPeriodicityExtended	CRITICALITY reject	TYPE MeasurementPeriodicityExtended PRESENCE conditional}|
-- The IE shall be present the MeasurementPeriodicity IE is set to the value "extended"
	{ ID id-ResponseTime					CRITICALITY ignore	TYPE ResponseTime				PRESENCE optional}|
	{ ID id-MeasurementCharacteristicsRequestIndicator			CRITICALITY ignore	TYPE MeasurementCharacteristicsRequestIndicator	PRESENCE optional}|
	{ ID id-MeasurementTimeOccasion			CRITICALITY ignore	TYPE MeasurementTimeOccasion	PRESENCE optional}|
	{ ID id-MeasurementAmount				CRITICALITY ignore	TYPE MeasurementAmount			PRESENCE optional}|
	{ ID id-TimeWindowInformation-Measurement	CRITICALITY ignore	TYPE TimeWindowInformation-Measurement			PRESENCE optional	},
	...
}

<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
-- **************************************************************
--
-- SRS INFORMATION RESERVATION NOTIFICATION
--
-- **************************************************************

SRSInformationReservationNotification	::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ SRSInformationReservationNotification-IEs}},
	...
}

SRSInformationReservationNotification-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-SRSReservationRequest	CRITICALITY ignore	TYPE SRSReservationRequest		PRESENCE mandatory}|
	{ ID id-SRSConfiguration		CRITICALITY ignore	TYPE SRSConfiguration			PRESENCE mandatory}|
	{ ID id-LPHAPValidityAreaCells	CRITICALITY reject	TYPE LPHAPValidityAreaCells		PRESENCE mandatory},
	...
}
[bookmark: OLE_LINK25][bookmark: OLE_LINK26]-- FFS on details of the IE encoding

<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc534903103][bookmark: _Toc51776082][bookmark: _Toc56773104][bookmark: _Toc64447734][bookmark: _Toc74152390][bookmark: _Toc88654244][bookmark: _Toc99056335][bookmark: _Toc99959268][bookmark: _Toc105612454][bookmark: _Toc106109670][bookmark: _Toc112766563][bookmark: _Toc113379479][bookmark: _Toc120092035][bookmark: _Toc138758660]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NRPPA-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS	
	
	id-MeasurementQuantities-Item,
[bookmark: _Hlk50146160][bookmark: _Hlk50051367]	id-CGI-NR,
	id-SFNInitialisationTime-NR,
	id-GeographicalCoordinates,
	id-ResultSS-RSRP,
	id-ResultSS-RSRQ,
	id-ResultCSI-RSRP,
	id-ResultCSI-RSRQ,
	id-AngleOfArrivalNR,
	id-ResultNR,
	id-ResultEUTRA,
	maxCellinRANnode,
	maxCellReport,
	maxNrOfErrors,
	maxNoMeas,
	maxnoOTDOAtypes,
	maxServCell,
	id-OtherRATMeasurementQuantities-Item,
	id-WLANMeasurementQuantities-Item,
	maxGERANMeas,
	maxUTRANMeas,
	maxWLANchannels,
	maxnoFreqHoppingBandsMinusOne,
[bookmark: _Hlk50051846][bookmark: _Hlk50146182]	id-TDD-Config-EUTRA-Item,
	maxNrOfPosSImessage,
	maxnoAssistInfoFailureListItems,
	maxNrOfSegments,
	maxNrOfPosSIBs,
	maxnoPosMeas,
	maxnoTRPs,
	maxnoTRPInfoTypes,
	maxNoOfMeasTRPs,
	maxNoPath,
	maxnoofAngleInfo,
	maxnolcs-gcs-translation,
	maxnoBcastCell,
[bookmark: _Hlk42766711]	maxnoSRSTriggerStates,
	maxnoSpatialRelations,
	maxNRMeas,
	maxEUTRAMeas,
	maxIndexesReport,
	maxCellReportNR,
	maxnoSRS-Carriers,
	maxnoSCSs,
	maxnoSRS-Resources,
	maxnoSRS-PosResources,
	maxnoSRS-ResourceSets,
	maxnoSRS-ResourcePerSet,
	maxnoSRS-PosResourceSets,
	maxnoSRS-PosResourcePerSet,
	maxPRS-ResourceSets,
	maxPRS-ResourcesPerSet,
	maxNoSSBs,
	maxnoofPRSresourceSet,
	maxnoofPRSresource,
	maxnoofULAoAs,
	maxNoPathExtended,
	maxnoARPs,
	maxnoTRPTEGs,
	maxnoUETEGs,
	maxFreqLayers,
	maxnoPRSTRPs,
	maxNumResourcesPerAngle,
[bookmark: _Hlk96616442]	maxnoAzimuthAngles,
	maxnoElevationAngles,
	maxnoVACell,
	maxnoaggregatedPosSRS-Resources,
	maxnoaggregatedPosSRS-ResourceSets,
	maxnoAggPosPRSResourceSets,
	maxnoofTimeWindowSRS,
	maxnoofTimeWindowMea,
	id-Cell-ID,
	id-TRPInformationTypeItem,
	id-SrsFrequency,
	id-TRPType,
	id-SRSSpatialRelationPerSRSResource,
	id-PRS-Resource-ID,
	id-OnDemandPRS,
	id-AoA-SearchWindow,
	id-ZoA,
	id-MultipleULAoA,
	id-UL-SRS-RSRPP,
	id-SRSResourcetype,
	id-ExtendedAdditionalPathList,
	id-ARPLocationInfo,
	id-ARP-ID,
	id-LoS-NLoSInformation,
	id-NumberOfTRPRxTEG,
	id-NumberOfTRPRxTxTEG,
	id-TRPTxTEGAssociation,
	id-TRPTEGInformation,
	id-TRP-Rx-TEGInformation,
	id-TRPBeamAntennaInformation,
	id-NR-TADV,
	id-pathPower,
	id-SRSPortIndex,
	id-UETxTimingErrorMargin,
	id-nrofSymbolsExtended,
	id-repetitionFactorExtended,
	id-StartRBHopping,
	id-StartRBIndex,
	id-transmissionCombn8,
	id-UL-RSCPMeas,
	id-Bandwidth-Aggregation-Request-Information,
	id-PosSRSResourceSet-Aggregation-List,
	id-ReportingGranularitykminus1,
	id-ReportingGranularitykminus2,
	id-SymbolIndex,
	id-TimingReportingGranularityFactorExtended,
	id-PRSBWAggregationRequestInfo,
	id-AggregatedPosSRSResourceID-List,
	id-AggregatedPRSResourceSetList,
	id-TRPPhaseQuality

<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

-- A

AbortTransmission ::= CHOICE {
	deactivateSRSResourceSetID		SRSResourceSetID,
	releaseALL						NULL,
	choice-extension							ProtocolIE-Single-Container { { AbortTransmission-ExtIEs } }
}

AbortTransmission-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

ActiveULBWP  ::= SEQUENCE {
	locationAndBandwidth		INTEGER (0..37949,...),
	subcarrierSpacing           ENUMERATED {kHz15, kHz30, kHz60, kHz120,..., kHz480, kHz960},
	cyclicPrefix				ENUMERATED {normal, extended},
	txDirectCurrentLocation		INTEGER (0..3301,...),
	shift7dot5kHz				ENUMERATED {true, ...} OPTIONAL,
	sRSConfig					SRSConfig,
	iE-Extensions				ProtocolExtensionContainer { { ActiveULBWP-ExtIEs} } OPTIONAL,
	...
}

ActiveULBWP-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


AdditionalPathList ::= SEQUENCE (SIZE (1.. maxNoPath)) OF AdditionalPathListItem


AdditionalPathListItem ::= SEQUENCE {
	relativeTimeOfPath	RelativePathDelay,
	pathQuality			TrpMeasurementQuality	OPTIONAL,  
	iE-Extensions		ProtocolExtensionContainer { { AdditionalPathListItem-ExtIEs} } OPTIONAL,
	...
}

AdditionalPathListItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-MultipleULAoA	CRITICALITY ignore EXTENSION MultipleULAoA PRESENCE	optional}|
	{ ID id-pathPower		CRITICALITY ignore EXTENSION UL-SRS-RSRPP PRESENCE	optional},
	...
}

AggregatedPosSRSResourceID-List ::= SEQUENCE (SIZE (1..maxnoaggregatedPosSRS-Resources)) OF AggregatedPosSRSResourceID-Item

AggregatedPosSRSResourceID-Item ::= SEQUENCE {
	sRSPosResource-ID	SRSPosResourceID,  
	iE-Extensions		ProtocolExtensionContainer { { AggregatedPosSRSResourceID-Item-ExtIEs} } OPTIONAL,
	...
}

AggregatedPosSRSResourceID-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

AggregatedPRSResourceSetList ::= SEQUENCE (SIZE (1..maxnoAggPosPRSResourceSets)) OF AggregatedPRSResourceSet-Item

AggregatedPRSResourceSet-Item ::= SEQUENCE {
	pointA				INTEGER (0..3279165),
	posPRSResourceSetID	PRS-Resource-Set-ID,
	iE-Extensions		ProtocolExtensionContainer { { AggregatedPRSResourceSet-Item-ExtIEs} } OPTIONAL,
	...
}

AggregatedPRSResourceSet-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
-- B

[bookmark: _Hlk50051885]BandwidthSRS ::= CHOICE {
	fR1		ENUMERATED {mHz5, mHz10, mHz20, mHz40, mHz50, mHz80, mHz100, ..., mHz160, mHz200},
	fR2		ENUMERATED {mHz50, mHz100, mHz200, mHz400, ...,mHz600, mHz800},
	choice-extension		ProtocolIE-Single-Container { { BandwidthSRS-ExtIEs } }
}

BandwidthSRS-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

[bookmark: OLE_LINK19]Bandwidth-Aggregation-Request-Information ::= ENUMERATED { true, ...}  


<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
-- G
[bookmark: OLE_LINK3][bookmark: OLE_LINK4]<<<<<<<<< unchanged texts omitted >>>>>>>>>>>

GNBRxTxTimeDiffMeas ::= CHOICE {
	k0			INTEGER (0.. 1970049),
	k1			INTEGER (0.. 985025),
	k2			INTEGER (0.. 492513),
	k3			INTEGER (0.. 246257),
	k4			INTEGER (0.. 123129),
	k5			INTEGER (0.. 61565),
	choice-extension		ProtocolIE-Single-Container { { GNBRxTxTimeDiffMeas-ExtIEs } } 
}

GNBRxTxTimeDiffMeas-ExtIEs		NRPPA-PROTOCOL-IES ::= {
	{ID id-ReportingGranularitykminus1 	CRITICALITY ignore EXTENSION ReportingGranularitykminus1 PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus2 	CRITICALITY ignore EXTENSION ReportingGranularitykminus2 PRESENCE mandatory },
	...
}

<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
-- L
<<<<<<<<< unchanged texts omitted >>>>>>>>>>>
LPHAPAssistanceInformation   ::= SEQUENCE {
	lPHAPValidityAreaCells 		LPHAPValidityAreaCells,
	lPHAPSrsParameters			LPHAPSrsParameters,
	iE-Extensions		ProtocolExtensionContainer { { LPHAPAssistanceInformation-ExtIEs} }	OPTIONAL,
	...
}

LPHAPAssistanceInformation-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


LPHAPValidityAreaCells   ::= SEQUENCE {
	posValidityAreaCellList 	PosValidityAreaCellList, 
	iE-Extensions				ProtocolExtensionContainer { { LPHAPValidityAreaCells-ExtIEs} }	OPTIONAL,
	...

}

LPHAPValidityAreaCells-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


LPHAPValidityAreaCell-Item	::= SEQUENCE {
	nR-CGI				NG-RAN-CGI,-- FFS on IE type
	nR-PCI				NR-PCI, -- FFS
	iE-Extensions		ProtocolExtensionContainer { { LPHAPValidityAreaCell-Item-ExtIEs} }	OPTIONAL,
	...
}

LPHAPValidityAreaCell-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

-- FFS for the details of the LPHAPSrsParameters
[bookmark: OLE_LINK27][bookmark: OLE_LINK28]LPHAPSrsParameters   ::= SEQUENCE {
	transmissionCombPos				TransmissionCombPos,
	startPosition                   INTEGER (0..13),
	nrofSymbols                     ENUMERATED {n1, n2, n4, n8, n12}, -- FFS on the values
	repetitionFactor				ENUMERATED {n1, n2, n4}, -- FFS on the values
	freqDomainShift                 INTEGER (0..268),
	c-SRS	                        INTEGER (0..63),
	resourceTypePos					ResourceTypePos,
	sequenceId                      INTEGER (0..1023),
	iE-Extensions					ProtocolExtensionContainer { { LPHAPSrsParameters-ExtIEs} }	OPTIONAL,
	...
}

LPHAPSrsParameters-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
-- P
<<<<<<<<< unchanged texts omitted >>>>>>>>>>>
PRSAngleItem  ::= SEQUENCE {
	nRPRSAzimuth			INTEGER (0..359),
	nRPRSAzimuthFine		INTEGER (0..9) OPTIONAL,
	nRPRSElevation			INTEGER (0..180) OPTIONAL,
	nRPRSElevationFine		INTEGER (0..9) OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { PRSAngleItem-ExtIEs} } OPTIONAL,
	...
}

PRSAngleItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-PRS-Resource-ID		CRITICALITY ignore EXTENSION PRS-Resource-ID		PRESENCE optional },
	...
}

PRSBWAggregationRequestInfo ::= ENUMERATED {true, ...}


PRSInformationPos  ::= SEQUENCE {
	pRS-IDPos					INTEGER(0..255),	
	pRS-Resource-Set-IDPos		INTEGER(0..7),
	pRS-Resource-IDPos			INTEGER(0..63)	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PRSInformationPos-ExtIEs} } OPTIONAL,
	...
}

PRSInformationPos-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

PRSConfigRequestType ::= ENUMERATED {configure, off, ...}

PRSConfiguration ::= SEQUENCE {
	pRSResourceSet-List				PRSResourceSet-List,	
	iE-Extensions					ProtocolExtensionContainer { { PRSConfiguration-ExtIEs} } OPTIONAL,
	...
}

PRSConfiguration-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

<<<<<<<<< unchanged texts omitted >>>>>>>>>>>
PRSResourceSet-List ::= SEQUENCE (SIZE (1..maxnoofPRSresourceSet)) OF PRSResourceSet-Item

PRSResourceSet-Item ::= SEQUENCE {
	pRSResourceSetID				PRS-Resource-Set-ID,
	subcarrierSpacing				ENUMERATED{kHz15, kHz30, kHz60, kHz120, ...},
	pRSbandwidth					INTEGER(1..63),
	startPRB						INTEGER(0..2176),
	pointA							INTEGER (0..3279165),
	combSize						ENUMERATED{n2, n4, n6, n12, ...},
	cPType							ENUMERATED{normal, extended, ...},
	resourceSetPeriodicity			ENUMERATED{n4,n5,n8,n10,n16,n20,n32,n40,n64,n80,n160,n320,n640,n1280,n2560,n5120,n10240,n20480,n40960, n81920,...},
	resourceSetSlotOffset			INTEGER(0..81919,...),
	resourceRepetitionFactor		ENUMERATED{rf1,rf2,rf4,rf6,rf8,rf16,rf32,...},
	resourceTimeGap					ENUMERATED{tg1,tg2,tg4,tg8,tg16,tg32,...},
	resourceNumberofSymbols			ENUMERATED{n2,n4,n6,n12,...},
	pRSMuting						PRSMuting 		OPTIONAL,
	pRSResourceTransmitPower		INTEGER(-60..50),
	pRSResource-List				PRSResource-List,	
	iE-Extensions					ProtocolExtensionContainer { { PRSResourceSet-Item-ExtIEs} } OPTIONAL,
	...
}

PRSResourceSet-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ID id-AggregatedPRSResourceSetList 	ignore EXTENSION AggregatedPRSResourceSetList		PRESENCE optional },
	...
}

<<<<<<<<< unchanged texts omitted >>>>>>>>>>>


PosSRSResourceID-List ::= SEQUENCE (SIZE (1..maxnoSRS-PosResources)) OF SRSPosResourceID

PosSRSResourceSet-List ::= SEQUENCE (SIZE (1..maxnoSRS-PosResourceSets)) OF PosSRSResourceSet-Item

PosSRSResourceIDPerSet-List ::= SEQUENCE (SIZE (1..maxnoSRS-PosResourcePerSet)) OF SRSPosResourceID
 

PosSRSResourceSet-Item ::= SEQUENCE {
	possrsResourceSetID				INTEGER(0..15),
	possRSResourceIDPerSet-List		PosSRSResourceIDPerSet-List,
	posresourceSetType				PosResourceSetType,
	iE-Extensions		ProtocolExtensionContainer { { PosSRSResourceSet-Item-ExtIEs} }	OPTIONAL,
	...
}

PosSRSResourceSet-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
{ ID id-PosSRSResourceSet-Aggregation-List	CRITICALITY ignore EXTENSION PosSRSResourceSet-Aggregation-List		PRESENCE optional },
...
}

PosSRSResourceSet-Aggregation-List ::= SEQUENCE (SIZE (1.. maxnoaggregatedPosSRS-ResourceSets)) OF PosSRSResourceSet-Aggregation-Item
 

PosSRSResourceSet-Aggregation-Item ::= SEQUENCE {
	pointA				INTEGER (0..3279165),
	pCI-NR				INTEGER(0..1007)	OPTIONAL,
	possrsResourceSetID	INTEGER(0..15),
	iE-Extensions		ProtocolExtensionContainer { { PosSRSResourceSet-Aggregation-Item-ExtIEs} }	OPTIONAL,
	...
}

PosSRSResourceSet-Aggregation-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}
 

PosResourceSetType  ::= CHOICE {
	periodic			PosResourceSetTypePeriodic,
	semi-persistent		PosResourceSetTypeSemi-persistent,
	aperiodic			PosResourceSetTypeAperiodic,
	choice-extension				ProtocolIE-Single-Container {{ PosResourceSetType-ExtIEs }}
}

PosResourceSetType-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

<<<<<<<<< unchanged texts omitted >>>>>>>>>>>
PosValidityAreaCellList ::= SEQUENCE (SIZE (1..maxnoVACell)) OF LPHAPValidityAreaCell-Item

<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: OLE_LINK20]-- R
<<<<<<<<< unchanged texts omitted >>>>>>>>>>>
RequestedDLPRSTransmissionCharacteristics ::= SEQUENCE {
	requestedDLPRSResourceSet-List		RequestedDLPRSResourceSet-List,
	numberofFrequencyLayers				INTEGER(1..4)			OPTIONAL,
	startTimeAndDuration				StartTimeAndDuration	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { RequestedDLPRSTransmissionCharacteristics-ExtIEs} } OPTIONAL,
	...
}

RequestedDLPRSTransmissionCharacteristics-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-PRSBWAggregationRequestInfo	CRITICALITY ignore	TYPE PRSBWAggregationRequestInfo	PRESENCE optional},
	...
}
<<<<<<<<< unchanged texts omitted >>>>>>>>>>>


RelativePathDelay ::= CHOICE {
	k0			INTEGER(0..16351),
	k1			INTEGER(0..8176),
	k2			INTEGER(0..4088),
	k3		INTEGER(0..2044),
	k4			INTEGER(0..1022),
	k5			INTEGER(0..511),
	choice-Extension		ProtocolIE-Single-Container { { RelativePathDelay-ExtIEs} }
}

RelativePathDelay-ExtIEs NRPPA-PROTOCOL-IES ::= {
	{ID id-ReportingGranularitykminus1 	CRITICALITY ignore TYPE ReportingGranularitykminus1AdditionalPath PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus2 	CRITICALITY ignore TYPE ReportingGranularitykminus2AdditionalPath PRESENCE mandatory},
	...
}

RepetitionFactorExtended ::=  ENUMERATED {n3, n5, n6, n7, n8, n10, n12, n14, ...}

ReportCharacteristics ::= ENUMERATED {
	onDemand,
	periodic,
	...
}

ReportingGranularitykminus1 ::= INTEGER(0..3940097)

ReportingGranularitykminus2 ::= INTEGER(0..7880193)

ReportingGranularitykminus1AdditionalPath ::= INTEGER(0..32701)

ReportingGranularitykminus2AdditionalPath ::= INTEGER(0..65401)


<<<<<<<<< unchanged texts omitted >>>>>>>>>>>
RequestedSRSTransmissionCharacteristics ::= SEQUENCE {
	numberOfTransmissions	INTEGER (0..500,...)							OPTIONAL,
[bookmark: _Hlk54263809]-- The IE shall be present if the Resource Type IE is set to “periodic” --
	resourceType			ENUMERATED {periodic, semi-persistent, aperiodic, ...},
	bandwidth				BandwidthSRS,
	listOfSRSResourceSet	SEQUENCE (SIZE (1.. maxnoSRS-ResourceSets)) OF SRSResourceSet-Item	OPTIONAL,
	sSBInformation			SSBInfo		OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { RequestedSRSTransmissionCharacteristics-ExtIEs} } OPTIONAL,
	...
}

RequestedSRSTransmissionCharacteristics-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-SrsFrequency								CRITICALITY ignore EXTENSION SrsFrequency											PRESENCE optional }|
	{ ID id-Bandwidth-Aggregation-Request-Information 	CRITICALITY ignore EXTENSION Bandwidth-Aggregation-Request-Information	PRESENCE optional }|
	{ ID id-LPHAPAssistanceInformation 					CRITICALITY ignore EXTENSION LPHAPAssistanceInformation  					PRESENCE optional }
,
	...
}

<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
-- S
<<<<<<<<< unchanged texts omitted >>>>>>>>>>>
StartTimeAndDuration ::= SEQUENCE {
	startTime			RelativeTime1900				OPTIONAL,
	duration			INTEGER (0..90060, ...)			OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { StartTimeAndDuration-ExtIEs} }	OPTIONAL,
	...
}

StartTimeAndDuration-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


SymbolIndex ::= INTEGER (0..13)

SystemFrameNumber ::= INTEGER (0..1023)

<<<<<<<<< unchanged texts omitted >>>>>>>>>>>
SRSReservationRequest::= ENUMERATED {reserve, release, ...}


<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
-- T
<<<<<<<<< unchanged texts omitted >>>>>>>>>>>

TimeStamp ::= SEQUENCE {
	systemFrameNumber		SystemFrameNumber,
	slotIndex				TimeStampSlotIndex,
	measurementTime			RelativeTime1900	OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { { TimeStamp-ExtIEs} }	OPTIONAL,
	...
}

TimeStamp-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-SymbolIndex	 CRITICALITY ignore		EXTENSION SymbolIndex  	PRESENCE optional }, -- FFS on the criticality
	...
}

TimeStampSlotIndex ::= CHOICE {
	sCS-15			INTEGER(0..9),
	sCS-30			INTEGER(0..19),
	sCS-60			INTEGER(0..39),
	sCS-120			INTEGER(0..79),
	choice-extension		ProtocolIE-Single-Container { { TimeStampSlotIndex-ExtIEs} }
}

TimeStampSlotIndex-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}
[bookmark: OLE_LINK23][bookmark: OLE_LINK24]TimeWindowDurationMeasurement ::= CHOICE {
	durationSlots		ENUMERATED {n1, n2, n4, n6, n8, n12, n16, ...},
	choice-extension		ProtocolIE-Single-Container { { TimeWindowDurationMeasurement-ExtIEs} }
}

TimeWindowDurationMeasurement-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

TimeWindowDurationSRS ::= CHOICE {
	durationSymbols		ENUMERATED {n1, n2, n4, n8, n12, ...},
	durationSlots		ENUMERATED {n1, n2, n4, n6, n8, n12, n16, ...},
	choice-extension		ProtocolIE-Single-Container { { TimeWindowDurationSRS-ExtIEs} }
}

TimeWindowDurationSRS-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

TimeWindowPeriodicityMeasurement ::= ENUMERATED {ms160, ms320, ms640, ms1280, ms2560, ms5120, ms10240, ...}

TimeWindowPeriodicitySRS ::= ENUMERATED {ms0dot125, ms0dot25, ms0dot5, ms0dot625, ms1, ms1dot25, ms2, ms2dot5, ms4, ms5, ms8, ms10, ms16, ms20, ms32, ms40, ms64, ms80, ms160, ms320, ms640, ms1280, ms2560, ms5120, ms10240, ...}

TimeWindowStartSRS ::= SEQUENCE {
	systemFrameNumber		SystemFrameNumber,
	slotNumber				SlotNumber,
	symbolIndex				INTEGER (0..13),
	iE-Extension			ProtocolExtensionContainer { { TimeWindowStartSRS-ExtIEs} }	OPTIONAL,
	...
}

TimeWindowStartSRS-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TimingReportingGranularityFactorExtended ::=INTEGER(0..1)

TimeWindowInformation-Measurement-List ::= SEQUENCE (SIZE (1.. maxnoofTimeWindowMea)) OF TimeWindowInformation-Measurement-Item


TimeWindowInformation-Measurement-Item ::= SEQUENCE {
	timeWindowDurationMeasurement		TimeWindowDurationMeasurement,
	timeWindowType						ENUMERATED {single, periodic, ...},
	timeWindowPeriodicityMeasurement	TimeWindowPeriodicityMeasurement		OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { { TimeWindowInformation-Measurement-ExtIEs} }	OPTIONAL,
	...
}

TimeWindowInformation-Measurement-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TimeWindowInformation-SRS-List ::= SEQUENCE (SIZE (1.. maxnoofTimeWindowSRS)) OF TimeWindowInformation-SRS-Item


TimeWindowInformation-SRS-Item ::= SEQUENCE {
	timeWindowStartSRS					TimeWindowStartSRS,
	timeWindowDurationSRS				TimeWindowDurationSRS,
	timeWindowType						ENUMERATED {single, periodic, ...},
	timeWindowPeriodicitySRS			TimeWindowPeriodicitySRS				OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { { TimeWindowInformation-SRS-ExtIEs} }	OPTIONAL,
	...
}

TimeWindowInformation-SRS-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

<<<<<<<<< unchanged texts omitted >>>>>>>>>>>
TRPList ::= SEQUENCE (SIZE(1.. maxnoTRPs)) OF TRPItem

TRPItem ::= SEQUENCE {
		tRP-ID		TRP-ID,
	iE-Extensions	ProtocolExtensionContainer { {TRPItem-ExtIEs} } OPTIONAL,
		...
}

TRPItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-PRSBWAggregationRequestInfo	CRITICALITY ignore	TYPE PRSBWAggregationRequestInfo	PRESENCE optional},
	...
}

<<<<<<<<< unchanged texts omitted >>>>>>>>>>>

TRPMeasurementQuantities ::= SEQUENCE (SIZE (1..maxnoPosMeas)) OF TRPMeasurementQuantitiesList-Item

TRPMeasurementQuantitiesList-Item ::= SEQUENCE {
	tRPMeasurementQuantities-Item		TRPMeasurementQuantities-Item,
	timingReportingGranularityFactor	INTEGER (0..5) OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer {{ TRPMeasurementQuantitiesList-Item-ExtIEs}}		OPTIONAL,
	...
}

TRPMeasurementQuantitiesList-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ID id-TimingReportingGranularityFactorExtended	CRITICALITY ignore EXTENSION TimingReportingGranularityFactorExtended PRESENCE optional},
	...
}

<<<<<<<<< unchanged texts omitted >>>>>>>>>>>>>>
TRPMeasurementQuantitiesList-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TRPMeasurementQuantities-Item ::= ENUMERATED {
	gNB-RxTxTimeDiff, 
	uL-SRS-RSRP, 
	uL-AoA, 
	uL-RTOA, 
	...,
	multiple-UL-AoA,
	uL-SRS-RSRPP
}

TrpMeasurementResult ::= SEQUENCE (SIZE (1.. maxnoPosMeas)) OF TrpMeasurementResultItem
TrpMeasurementResultItem ::= SEQUENCE {
	measuredResultsValue				TrpMeasuredResultsValue,
	timeStamp							TimeStamp,
[bookmark: _Hlk50054026]	measurementQuality					TrpMeasurementQuality						OPTIONAL,
	measurementBeamInfo					MeasurementBeamInfo				OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer {{TrpMeasurementResultItem-ExtIEs}}		OPTIONAL,
	...
}

TrpMeasurementResultItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-SRSResourcetype	CRITICALITY ignore EXTENSION SRSResourcetype PRESENCE optional}|
	{ ID id-ARP-ID		CRITICALITY ignore EXTENSION ARP-ID 	PRESENCE optional}|
	{ ID id-LoS-NLoSInformation		CRITICALITY ignore EXTENSION LoS-NLoSInformation		PRESENCE optional }|
	{ ID id-AggregatedPosSRSResourceID-List	CRITICALITY ignore EXTENSION AggregatedPosSRSResourceID-List	PRESENCE optional },
	...
}

TrpMeasuredResultsValue ::= CHOICE {
	uL-AngleOfArrival	UL-AoA,
	uL-SRS-RSRP			UL-SRS-RSRP,
	uL-RTOA				UL-RTOAMeasurement,
	gNB-RxTxTimeDiff	GNB-RxTxTimeDiff,
	choice-extension							ProtocolIE-Single-Container { { TrpMeasuredResultsValue-ExtIEs } }
}

TrpMeasuredResultsValue-ExtIEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-ZoA		CRITICALITY reject TYPE ZoA PRESENCE mandatory}|
	{ ID id-MultipleULAoA	CRITICALITY reject TYPE MultipleULAoA PRESENCE mandatory}|
	{ ID id-UL-SRS-RSRPP	CRITICALITY reject TYPE UL-SRS-RSRPP 	PRESENCE mandatory}|
	{ ID id-UL-RSCPMeas		CRITICALITY reject TYPE UL-RSCPMeas	PRESENCE mandatory},
	...
}
<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
TrpMeasurementQuality ::= CHOICE {
	timingMeasQuality		TrpMeasurementTimingQuality,
	angleMeasQuality		TrpMeasurementAngleQuality,
	choice-Extension		ProtocolIE-Single-Container {{ TrpMeasurementQuality-ExtIEs}}

}

TrpMeasurementQuality-ExtIEs NRPPA-PROTOCOL-IES ::= {
	{ID id-TRPPhaseQuality 	CRITICALITY ignore TYPE TRPPhaseQuality PRESENCE mandatory },
	...
}

TrpMeasurementTimingQuality ::= SEQUENCE {
	measurementQuality		INTEGER (0..31),
	resolution				ENUMERATED {m0dot1, m1, m10, m30, ...},
	iE-extensions			ProtocolExtensionContainer { { TrpMeasurementTimingQuality-ExtIEs } } OPTIONAL,
	...
}

TrpMeasurementTimingQuality-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TrpMeasurementAngleQuality ::= SEQUENCE {
	azimuthQuality		INTEGER (0..255),
	zenithQuality		INTEGER (0..255)	OPTIONAL,
	resolution			ENUMERATED {deg0dot1, ...},
	iE-extensions		ProtocolExtensionContainer { { TrpMeasurementAngleQuality-ExtIEs } } OPTIONAL,
	...
}

TrpMeasurementAngleQuality-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TRPPhaseQuality ::= SEQUENCE {
	phaseQualityIndex	INTEGER(0..179),
	resolution			ENUMERATED {deg0dot1, deg1, ...},
	iE-extensions		ProtocolExtensionContainer { { TRPPhaseQuality-ExtIEs } } OPTIONAL,
	...
}

TRPPhaseQuality-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...

<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

-- U
<<<<<<<<< unchanged texts omitted >>>>>>>>>>>
UL-RSCPMeas ::= SEQUENCE {
	uLRSCP				INTEGER (0..3599),
	iE-extensions		ProtocolExtensionContainer { { UL-RSCPMeas-ExtIEs } }	OPTIONAL,
	...
}

UL-RSCPMeas-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


ULRTOAMeas::= CHOICE {
	k0		INTEGER (0.. 1970049),
	k1		INTEGER (0.. 985025),
	k2		INTEGER (0.. 492513),
	k3		INTEGER (0.. 246257),
	k4		INTEGER (0.. 123129),
	k5		INTEGER (0.. 61565),	
	choice-extension		ProtocolIE-Single-Container { { ULRTOAMeas-ExtIEs } }
}
ULRTOAMeas-ExtIEs NRPPA-PROTOCOL-IES ::= {
	{ID id-ReportingGranularitykminus1 	CRITICALITY ignore TYPE ReportingGranularitykminus1 PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus2 	CRITICALITY ignore TYPE ReportingGranularitykminus2 PRESENCE mandatory },
	...
}
<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc534903105][bookmark: _Toc51776084][bookmark: _Toc56773106][bookmark: _Toc64447736][bookmark: _Toc74152392][bookmark: _Toc88654246][bookmark: _Toc99056337][bookmark: _Toc99959270][bookmark: _Toc105612456][bookmark: _Toc106109672][bookmark: _Toc112766565][bookmark: _Toc113379481][bookmark: _Toc120092037][bookmark: _Toc138758662]9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

NRPPA-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

	ProcedureCode,
	ProtocolIE-ID
FROM NRPPA-CommonDataTypes;

-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

id-errorIndication												ProcedureCode ::= 0
id-privateMessage												ProcedureCode ::= 1
id-e-CIDMeasurementInitiation									ProcedureCode ::= 2
id-e-CIDMeasurementFailureIndication							ProcedureCode ::= 3
id-e-CIDMeasurementReport										ProcedureCode ::= 4
id-e-CIDMeasurementTermination									ProcedureCode ::= 5
id-oTDOAInformationExchange										ProcedureCode ::= 6
[bookmark: _Hlk50053256]id-assistanceInformationControl									ProcedureCode ::= 7
id-assistanceInformationFeedback								ProcedureCode ::= 8
id-positioningInformationExchange								ProcedureCode ::= 9
id-positioningInformationUpdate									ProcedureCode ::= 10
id-Measurement													ProcedureCode ::= 11
id-MeasurementReport											ProcedureCode ::= 12
id-MeasurementUpdate											ProcedureCode ::= 13
id-MeasurementAbort												ProcedureCode ::= 14
id-MeasurementFailureIndication									ProcedureCode ::= 15
id-tRPInformationExchange										ProcedureCode ::= 16
id-positioningActivation										ProcedureCode ::= 17
id-positioningDeactivation										ProcedureCode ::= 18
id-pRSConfigurationExchange										ProcedureCode ::= 19
id-measurementPreconfiguration									ProcedureCode ::= 20
id-measurementActivation										ProcedureCode ::= 21
id-sRSInformationReservationNotification						ProcedureCode ::= xx


-- **************************************************************
--
-- Lists
--
-- **************************************************************

maxNrOfErrors								INTEGER ::= 256
maxCellinRANnode							INTEGER ::= 3840
[bookmark: _Hlk50053312]maxIndexesReport							INTEGER ::= 64
maxNoMeas									INTEGER ::= 64
maxCellReport								INTEGER ::= 9
[bookmark: _Hlk50053328]maxCellReportNR								INTEGER ::= 9
maxnoOTDOAtypes								INTEGER ::= 63
maxServCell									INTEGER ::= 5
[bookmark: _Hlk50147438][bookmark: _Hlk50053339]maxEUTRAMeas								INTEGER ::= 8
maxGERANMeas								INTEGER ::= 8
[bookmark: _Hlk50053350]maxNRMeas									INTEGER ::= 8
maxUTRANMeas								INTEGER ::= 8
maxWLANchannels								INTEGER ::= 16
maxnoFreqHoppingBandsMinusOne				INTEGER ::= 7
[bookmark: _Hlk50053376][bookmark: _Hlk50147461]maxNoPath									INTEGER ::= 2
maxNrOfPosSImessage							INTEGER ::= 32
maxnoAssistInfoFailureListItems				INTEGER ::= 32
maxNrOfSegments								INTEGER ::= 64
[bookmark: _Hlk515623150]maxNrOfPosSIBs								INTEGER ::= 32 
maxNoOfMeasTRPs								INTEGER ::= 64
maxnoTRPs									INTEGER ::= 65535
maxnoTRPInfoTypes							INTEGER ::= 64
maxnoofAngleInfo							INTEGER ::= 65535
maxnolcs-gcs-translation					INTEGER ::= 3
maxnoBcastCell								INTEGER ::= 16384
maxnoSRSTriggerStates						INTEGER ::= 3
maxnoSpatialRelations						INTEGER ::= 64
maxnoPosMeas								INTEGER ::= 16384
maxnoSRS-Carriers							INTEGER ::= 32
maxnoSCSs									INTEGER ::= 5
[bookmark: _Hlk50048717]maxnoSRS-Resources							INTEGER ::= 64
maxnoSRS-PosResources						INTEGER ::= 64
maxnoSRS-ResourceSets						INTEGER ::= 16
maxnoSRS-ResourcePerSet						INTEGER ::= 16
maxnoSRS-PosResourceSets					INTEGER ::= 16
[bookmark: _Hlk50064167]maxnoSRS-PosResourcePerSet					INTEGER ::= 16
maxPRS-ResourceSets							INTEGER ::= 2
maxPRS-ResourcesPerSet						INTEGER ::= 64
maxNoSSBs									INTEGER ::= 255
maxnoofPRSresourceSet						INTEGER ::= 8
maxnoofPRSresource							INTEGER ::= 64
maxnoofULAoAs								INTEGER ::= 8
maxNoPathExtended							INTEGER ::= 8
maxnoARPs									INTEGER ::=	16
maxnoUETEGs									INTEGER ::= 256
maxnoTRPTEGs								INTEGER ::= 8
maxFreqLayers								INTEGER ::= 4
maxNumResourcesPerAngle						INTEGER ::= 24
maxnoAzimuthAngles							INTEGER ::= 3600
maxnoElevationAngles						INTEGER ::= 1801
maxnoPRSTRPs								INTEGER ::= 256
maxnoVAcell									INTEGER ::= 16 –- FFS on value
maxnoaggregatedPosSRS-Resources				INTEGER ::= 3
maxnoaggregatedPosSRS-ResourceSets			INTEGER ::= 48
maxnoAggPosPRSResourceSets					INTEGER ::= 3
maxnoofTimeWindowSRS						INTEGER ::= 16
maxnoofTimeWindowMea						INTEGER ::= 16

<<<<<<<<< unchanged texts omitted >>>>>>>>>>>
id-SRSPortIndex													ProtocolIE-ID ::= 100
id-procedure-code-101-not-to-be-used							ProtocolIE-ID ::= 101
id-procedure-code-102-not-to-be-used							ProtocolIE-ID ::= 102
id-procedure-code-103-not-to-be-used							ProtocolIE-ID ::= 103
id-UETxTimingErrorMargin										ProtocolIE-ID ::= 104
id-MeasurementPeriodicityNR-AoA									ProtocolIE-ID ::= 105
id-SRSTransmissionStatus										ProtocolIE-ID ::= 106
id-nrofSymbolsExtended											ProtocolIE-ID ::= 107
id-repetitionFactorExtended										ProtocolIE-ID ::= 108
id-StartRBHopping												ProtocolIE-ID ::= 109
id-StartRBIndex													ProtocolIE-ID ::= 110
id-transmissionCombn8											ProtocolIE-ID ::= 111
id-Bandwidth-Aggregation-Request-Information					ProtocolIE-ID ::= xx1
id-PosSRSResourceSet-Aggregation-List								ProtocolIE-ID ::= xx2
id-ReportingGranularitykminus1									ProtocolIE-ID ::= xx3
id-ReportingGranularitykminus2									ProtocolIE-ID ::= xx4
id-TimingReportingGranularityFactorExtended						ProtocolIE-ID ::= xx5
[bookmark: OLE_LINK13][bookmark: OLE_LINK14]id-TimeWindowInformation-SRS									ProtocolIE-ID ::= xx6
id-TimeWindowInformation-Measurement							ProtocolIE-ID ::= xx7
id-UL-RSCPMeas													ProtocolIE-ID ::= xx8
id-SymbolIndex													ProtocolIE-ID ::= xx9
id-LPHAPValidityAreaCells 										ProtocolIE-ID ::= x10
id-SRSReservationRequest										ProtocolIE-ID ::= x11
id-PRSBWAggregationRequestInfo									ProtocolIE-ID ::= x12
id-AggregatedPosSRSResourceID-List								ProtocolIE-ID ::= x13
id-AggregatedPRSResourceSetList									ProtocolIE-ID ::= x14
id-TRPPhaseQuality												ProtocolIE-ID ::= x14



END
-- ASN1STOP

<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>

