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1	Introduction
The TP reflects the following agreements from the offline discussion in CB: # AIML2_LB:
· Change the name “Average Packet Loss” IE to “Average Packet Loss DL” IE.
· Introduce Average Packet Delay UL IE and Average Packet Delay DL IE within Average Packet Delay IE. These IE are defined as INTEGER (0..10000).

This TP is based on [1].
[bookmark: _Ref75086397]References
[1]		R3-237028, (BLCR to 38.423) for AI/ML for NG-RAN
Annex	- TP for BL CR to TS 38.423

<<< start of changes >>>
9.2.3.Y	UE Performance
This IE indicates the UE performance measurements metrics. 
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Average UE Throughput DL
	O
	
	9.2.3.4
	

	Average UE Throughput UL
	O
	
	9.2.3.4
	

	Average Packet Delay
	O
	
	9.2.3.xx
	

	Average Packet Loss DL
	O
	
	9.2.3.11
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This IE indicates the RAN part of the average packet delay in the UL and DL directions.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Average Packet Delay UL
	M
	
	INTEGER (0.. 10000)
	Defined in TS 38.314 [42]. 
Unit: 0.1 millisecond

	Average Packet Delay DL
	M
	
	INTEGER (0.. 10000)
	Defined in TS 38.314 [42]. 
Unit: 0.1 millisecond
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9.3.5	Information Element definitions
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
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[bookmark: _Hlk148727295]UEAssociatedInfoResult-List ::= SEQUENCE (SIZE(1..maxnoofUEReports)) OF UEAssociatedInfoResult-Item

UEAssociatedInfoResult-Item ::= SEQUENCE {
	uEPerformance								UEPerformance,
	measuredUETrajectory						MeasuredUETrajectory,
	iE-Extensions								ProtocolExtensionContainer { { UEAssociatedInfoResult-Item-ExtIEs} } OPTIONAL,
	...
}

UEAssociatedInfoResult-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

UEPerformance ::= SEQUENCE {
	dL-UE-AverageThroughput						BitRate,
	uL-UE-AverageThroughput						BitRate,
	uE-AveragePacketDelay						AveragePacketDelay,
	dL-uE-AveragePacketLoss						PacketLossRate,
	iE-Extensions								ProtocolExtensionContainer { { UEPerformance-ExtIEs} } OPTIONAL,
	...
}

UEPerformance-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Hlk515425527]AveragePacketDelay ::= SEQUENCE {
	uL-AveragePacketDelay		AveragePacketDelayValue,
	dL-AveragePacketDelay		AveragePacketDelayValue,
	iE-Extensions		ProtocolExtensionContainer { {AveragePacketDelay-ExtIEs} }	OPTIONAL,
	...
}

AveragePacketDelay-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

AveragePacketDelayValue ::= INTEGER (0..10000)




<<< end of changes >>>

