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[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< 1st Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc45652511][bookmark: _Toc51746235][bookmark: _Toc45658943][bookmark: _Toc45720763][bookmark: _Toc99123685][bookmark: _Toc146271173][bookmark: _Toc107409831][bookmark: _Toc45898030][bookmark: _Toc73982369][bookmark: _Toc99662491][bookmark: _Toc64446499][bookmark: _Toc105174375][bookmark: _Toc112757020][bookmark: _Toc88652459][bookmark: _Toc97891503][bookmark: _Toc105152569][bookmark: _Toc106109373][bookmark: _Toc45798641]9.3.3.35	SON Information Report
This IE contains the configuration information to be transferred.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE SON Information Report 
	M
	
	
	
	-
	

	>Failure Indication Information
	
	
	
	
	
	

	>>Failure Indication
	M
	
	9.3.3.37
	
	-
	

	>HO Report Information
	
	
	
	
	
	

	>>HO Report 
	M
	
	9.3.3.39
	
	-
	

	>Successful HO Report Information
	
	
	
	
	
	

	>>Successful HO Report List
	
	1
	
	
	YES
	ignore

	>>>Successful HO Report Item
	
	1..<maxnoofSuccessfulHOReports>
	
	
	-
	

	>>>>Successful HO Report Container
	M
	
	OCTET STRING
	Includes the SuccessHO-Report IE as defined in TS 38.331 [18].
	-
	

	>Successful PSCell Change Report Information
	
	
	
	
	YES
	ignore

	>>Successful PSCell Change Report List
	
	1
	
	
	
	

	>>>Successful PSCell Change Report Item
	
	1..<maxnoofSuccessfulPSCellChangeReports>
	
	
	-
	

	>>>>Successful PSCell Change Report Container
	M
	
	OCTET STRING
	Includes the SuccessPSCell-Report IE as defined in TS 38.331 [18].
	-
	



	[bookmark: _Hlk99373864]Range bound
	Explanation

	maxnoofSuccessfulHOReports
	Maximum no. of Successful HO Reports. Value is 64.

	maxnoofSuccessfulPSCellChangeReports
	Maximum no. of Successful PSCell Change Reports. Value is 64.



<<<<<<<<<<<<<<<<<<<< End of 1st Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED --
<<<<<<<<<<<<<<<<<<<< 2nd Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc45898034][bookmark: _Toc45798645][bookmark: _Toc51746239][bookmark: _Toc45658947][bookmark: _Toc45720767][bookmark: _Toc64446503][bookmark: _Toc97891507][bookmark: _Toc99123689][bookmark: _Toc88652463][bookmark: _Toc105152573][bookmark: _Toc99662495][bookmark: _Toc73982373][bookmark: _Toc105174379][bookmark: _Toc112757024][bookmark: _Toc106109377][bookmark: _Toc107409835][bookmark: _Toc146271177][bookmark: _Toc45652515]9.3.3.39	HO Report 
This IE contains the HO report to be transferred.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Handover Report Type
	M
	
	ENUMERATED (HO too early, HO to wrong cell, Inter-system ping-pong, …)
	
	-
	

	Handover Cause
	M
	
	Cause
9.3.1.2
	Indicates handover cause employed for handover from source cell
	-
	

	Source Cell CGI
	M
	
	NG-RAN CGI
9.3.1.73
	NG-RAN CGI of the source cell for handover procedure
	-
	

	Target Cell CGI
	M
	
	NG-RAN CGI 9.3.1.73
	NG-RAN CGI of the target cell for handover procedure. 
If the Handover Report Type is set to “Inter-system ping-pong”, it contains the target cell of the inter system handover from the other system to NG-RAN node cell
	-
	

	Re-establishment Cell CGI
	C-
ifHandoverReportType HoToWrongCell
	
	NG-RAN CGI 9.3.1.73
	NG-RAN CGI of the cell where UE attempted re-establishment or where the UE successfully re-connected after the failure
	-
	

	Source Cell C-RNTI
	O
	
	BIT STRING (SIZE (16))
	C-RNTI allocated at the source NG-RAN node
	-
	

	Target Cell in E-UTRAN
	C-
ifHandoverReportType Intersystempingpong
	
	E-UTRA CGI
9.3.1.9
	E-UTRA CGI of the E-UTRAN target cell for handover procedure
	-
	

	Mobility Information
	O
	
	BIT STRING (SIZE (16))
	This IE is not used in the specification. If received, the IE is ignored.
	-
	

	UE RLF Report Container
	O
	
	9.3.3.41
	The UE RLF Report Container IE received in the FAILURE INDICATION message.
	-
	

	[bookmark: _Hlk142509104]Extended Mobility Information
	O
	
	BIT STRING (SIZE (32))
	Corresponds to the Mobility Information IE provided in the HANDOVER REQUEST message from the source NG-RAN node
	YES
	ignore

	Target Cell C-RNTI
	O
	
	BIT STRING (SIZE (16))
	C-RNTI allocated at the target NG-RAN node.
	YES
	ignore

	Time Since Failure
	O
	
	INTEGER (0.. 172800, ...)
	Corresponds to the TimeSinceFailure IE received from the UE in RLF Report as defined in TS 36.331 [21].
	YES
	ignore



	Condition
	Explanation

	ifHandoverReportTypeHoToWrongCell
	This IE shall be present if the Handover Report Type IE is set to the value "HO to wrong cell"

	ifHandoverReportTypeIntersystempingpong
	This IE shall be present if the Handover Report Type IE is set to the value "Inter-system ping-pong"



[bookmark: _Toc112757025][bookmark: _Toc88652464][bookmark: _Toc45798646][bookmark: _Toc45720768][bookmark: _Toc73982374][bookmark: _Toc105174380][bookmark: _Toc64446504][bookmark: _Toc106109378][bookmark: _Toc107409836][bookmark: _Toc45658948][bookmark: _Toc97891508][bookmark: _Toc45898035][bookmark: _Toc51746240][bookmark: _Toc45652516][bookmark: _Toc99123690][bookmark: _Toc99662496][bookmark: _Toc105152574][bookmark: _Toc146271178]9.3.3.40	Inter-system HO Report 
This IE contains the inter-system HO report to be transferred.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE Handover Report Type
	M
	
	
	
	-
	

	>Too early Inter-system HO 
	
	
	
	
	
	

	>>Source Cell ID
	M
	
	E-UTRA CGI
9.3.1.9
	CGI of the source cell for the HO. 
	-
	

	>>Failure Cell ID
	M
	
	NG-RAN CGI 9.3.1.73
	CGI of the target cell for the HO.
	-
	

	>>UE RLF Report Container
	O
	
	9.3.3.41
	
	-
	

	>Inter-system Unnecessary HO
	
	
	
	
	
	

	>>Source Cell CGI
	M
	
	NG-RAN CGI 9.3.1.73
	Source NR cell in NG-RAN
	-
	

	>>Target Cell CGI
	M
	
	E-UTRA CGI
9.3.1.9
	Target cell in E-UTRAN
	-
	

	>>Early IRAT HO
	M
	
	ENUMERATED (true, false, ...)
	Is set to “true” if the measurement period expired due to an inter-RAT handover towards NR executed within the configured measurement duration and otherwise set to “false”
	-
	

	>>Candidate Cell List
	
	1
	
	
	-
	

	>>>Candidate Cell Item
	
	1..<maxnoofCandidateCells>
	
	
	-
	

	>>>>CHOICE Candidate Cell Type
	M
	
	
	
	-
	

	>>>>>Candidate CGI
	
	
	
	
	
	

	>>>>>>Candidate Cell ID
	M
	
	NR CGI
9.3.1.7
	This IE contains an NR CGI.
	-
	

	>>>>>Candidate PCI
	
	
	
	
	
	

	>>>>>>Candidate PCI
	M
	
	INTEGER (0..1007, …)
	This IE includes the NR Physical Cell Identifier of detected cells not included in the Candidate Cell List IE and for which an NR CGI could not be derived.
	-
	

	>>>>>>Candidate NR ARFCN
	M
	
	INTEGER (0.. maxNRARFCN)
	RF Reference Frequency as defined in TS 38.104 [39], section 5.4.2.1. The frequency provided in this IE identifies the absolute frequency position of the reference resource block (Common RB 0) of the carrier. Its lowest subcarrier is also known as Point A.
	-
	

	>Inter-system Mobility Failure for Voice Fallback
	
	
	
	
	YES
	ignore

	>>Source Cell ID
	M
	
	NG-RAN CGI 9.3.1.73
	CGI of the source cell for HO
	-
	

	>>Failure Cell ID
	M
	
	E-UTRA CGI
9.3.1.9
	CGI of the failure cell for HO
	-
	

	>>Re-connect Cell ID
	O
	
	E-UTRA CGI
9.3.1.9
	E-UTRA CGI of the cell where UE attempted re-establishment or where the UE successfully re-connected after the failure.
	-
	

	>>UE RLF Report Container
	O
	
	9.3.3.41
	
	-
	



	Range bound
	Explanation

	maxnoofCandidateCells
	Maximum no. of candidate cells. Value is 32

	maxNRARFCN
	Maximum value of NRARFCNs. Value is 3279165.



<<<<<<<<<<<<<<<<<<<< End of 2nd Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED --


	

<<<<<<<<<<<<<<<<<<<< 3rd Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc29504977][bookmark: _Toc45798688][bookmark: _Toc51746284][bookmark: _Toc45652556][bookmark: _Toc64446549][bookmark: _Toc88652509][bookmark: _Toc20955356][bookmark: _Toc36555157][bookmark: _Toc99123758][bookmark: _Toc73982419][bookmark: _Toc29504393][bookmark: _Toc107409905][bookmark: _Toc29503809][bookmark: _Toc146271248][bookmark: _Toc105152643][bookmark: _Toc45898077][bookmark: _Toc99662564][bookmark: _Toc45720808][bookmark: _Toc97891553][bookmark: _Toc112757094][bookmark: _Toc106109447][bookmark: _Toc36553430][bookmark: _Toc45658988][bookmark: _Toc105174449]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NGAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

[bookmark: _Hlk512952190]	id-AdditionalDLForwardingUPTNLInformation,
	id-AdditionalULForwardingUPTNLInformation,
	id-AdditionalDLQosFlowPerTNLInformation,
	id-AdditionalDLUPTNLInformationForHOList,
	id-AdditionalNGU-UP-TNLInformation,
	id-AdditionalRedundantDL-NGU-UP-TNLInformation,
	id-AdditionalRedundantDLQosFlowPerTNLInformation,
	id-AdditionalRedundantNGU-UP-TNLInformation,
	id-AdditionalRedundantUL-NGU-UP-TNLInformation,
	id-AdditionalUL-NGU-UP-TNLInformation,
	id-AlternativeQoSParaSetList,
	id-BurstArrivalTimeDownlink,
	id-Cause,
	id-CNPacketDelayBudgetDL,
	id-CNPacketDelayBudgetUL,
	id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,
	id-CommonNetworkInstance,
	id-ConfiguredTACIndication,
	id-CurrentQoSParaSetIndex,
	id-DAPSRequestInfo,
	id-DAPSResponseInfoList,
	id-DataForwardingNotPossible,
	id-DataForwardingResponseERABList,
	id-DirectForwardingPathAvailability,
	id-DL-NGU-UP-TNLInformation,
	id-EndpointIPAddressAndPort,
	id-EnergySavingIndication,
	id-ExtendedMobilityInformation,
	id-ExtendedPacketDelayBudget,
	id-ExtendedRATRestrictionInformation,
	id-ExtendedReportIntervalMDT,
	id-ExtendedSliceSupportList,
	id-ExtendedTAISliceSupportList,
	id-ExtendedUEIdentityIndexValue,
	id-EUTRA-PagingeDRXInformation,
	id-GlobalCable-ID,
	id-GlobalRANNodeID,
	id-GlobalTNGF-ID,
 	id-GlobalTWIF-ID,
	id-GlobalW-AGF-ID,
	id-GUAMIType,
id-HashedUEIdentityIndexValue,
	id-IncludeBeamMeasurementsIndication,
	id-IntersystemSONInformationRequest,
	id-IntersystemSONInformationReply,
	id-IntersystemResourceStatusUpdate,
	id-IntersystemMobilityFailureforVoiceFallback,
	id-LastEUTRAN-PLMNIdentity,
	id-LastVisitedPSCellList,
	id-LocationReportingAdditionalInfo,
	id-M4ReportAmount,
	id-M5ReportAmount,
	id-M6ReportAmount,
	id-ExcessPacketDelayThresholdConfiguration,
	id-M7ReportAmount,
	id-MaximumIntegrityProtectedDataRate-DL,
[bookmark: OLE_LINK51]	id-MBS-AreaSessionID,
	id-MBS-QoSFlowsToBeSetupList,
	id-MBS-QoSFlowsToBeSetupModList,
	id-MBS-QoSFlowToReleaseList,
	id-MBS-ServiceArea,
	id-MBS-SessionFSAIDList,
	id-MBS-SessionID,
	id-MBS-ActiveSessionInformation-SourcetoTargetList,
	id-MBS-ActiveSessionInformation-TargettoSourceList,
	id-MBS-SessionTNLInfo5GC,
	id-MBS-SupportIndicator, 
	id-MBSSessionFailedtoSetupList,
	id-MBSSessionFailedtoSetuporModifyList,
	id-MBSSessionSetupResponseList,
	id-MBSSessionSetuporModifyResponseList,
	id-MBSSessionToReleaseList,
	id-MBSSessionSetupRequestList,
	id-MBSSessionSetuporModifyRequestList,
	id-MDTConfiguration,
	id-MicoAllPLMN,
	id-NetworkInstance,
	id-NGAPIESupportInformationRequestList,
	id-NGAPIESupportInformationResponseList,
	id-NID,
	id-NR-CGI,
	id-NRNTNTAIInformation,
	id-NPN-MobilityInformation,
	id-NPN-PagingAssistanceInformation,
	id-NPN-Support,
	id-NR-PagingeDRXInformation,
	id-OldAssociatedQosFlowList-ULendmarkerexpected,
	id-OnboardingSupport,
	id-PagingAssisDataforCEcapabUE,
	id-PagingCauseIndicationForVoiceService,
	id-PDUSessionAggregateMaximumBitRate,
	id-PduSessionExpectedUEActivityBehaviour,
	id-PDUSessionPairID,
	id-PDUSessionResourceFailedToSetupListCxtFail,
	id-PDUSessionResourceReleaseResponseTransfer,
	id-PDUSessionType,
	id-PEIPSassistanceInformation,
	id-PSCellInformation,
	id-QMCConfigInfo,
	id-QosFlowAddOrModifyRequestList,
	id-QosFlowFailedToSetupList,
	id-QosFlowFeedbackList,
	id-QosFlowParametersList,
	id-QosFlowSetupRequestList,
	id-QosFlowToReleaseList,
	id-QosMonitoringRequest,
	id-QosMonitoringReportingFrequency,
	id-SuccessfulHandoverReportList,
	id-UEContextReferenceAtSource,
	id-RAT-Information,
	id-RedundantCommonNetworkInstance,
	id-RedundantDL-NGU-TNLInformationReused,
	id-RedundantDL-NGU-UP-TNLInformation,
	id-RedundantDLQosFlowPerTNLInformation,
	id-RedundantPDUSessionInformation,
	id-RedundantQosFlowIndicator,
	id-RedundantUL-NGU-UP-TNLInformation,
	id-SCTP-TLAs,
	id-SecondaryRATUsageInformation,
	id-SecurityIndication,
	id-SecurityResult,
	id-SgNB-UE-X2AP-ID,
	id-S-NSSAI,
	id-SONInformationReport,
	id-SourceNodeID,
	id-SourceNodeTNLAddrInfo,
	id-SourceTNLAddrInfo,
	id-SurvivalTime,
	id-TNLAssociationTransportLayerAddressNGRAN,
	id-TAINSAGSupportList,
	id-TargetHomeENB-ID,
	id-TargetRNC-ID,
	id-TraceCollectionEntityURI,
	id-TSCTrafficCharacteristics,
	id-UEHistoryInformationFromTheUE,
	id-UERadioCapabilityForPaging,
	id-UERadioCapabilityForPagingOfNB-IoT,
	id-UL-NGU-UP-TNLInformation,
	id-UL-NGU-UP-TNLModifyList,
	id-ULForwarding,
	id-ULForwardingUP-TNLInformation,
	id-UsedRSNInformation,
	id-UserLocationInformationTNGF,
	id-UserLocationInformationTWIF,
	id-UserLocationInformationW-AGF,
	id-EarlyMeasurement,
	id-BeamMeasurementsReportConfiguration,
	id-TAI,
	id-HFCNode-ID-new,
	id-GlobalCable-ID-new,
	id-SuccessfulPSCellChangeReportList,
	id-TargetCellCRNTI,
	id-TimeSinceFailure,
	maxnoofAllowedAreas,
	maxnoofAllowedCAGsperPLMN,
	maxnoofAllowedS-NSSAIs,
	maxnoofBluetoothName,
	maxnoofBPLMNs,
	maxnoofCAGSperCell,
	maxnoofCandidateCells,
	maxnoofCellIDforMDT,
	maxnoofCellIDforQMC,
	maxnoofCellIDforWarning,
	maxnoofCellinAoI,
	maxnoofCellinEAI,
	maxnoofCellsforMBS,
	maxnoofCellsingNB,
	maxnoofCellsinngeNB,
	maxnoofCellsinNGRANNode,
	maxnoofCellinTAI,
	maxnoofCellsinUEHistoryInfo,
	maxnoofCellsUEMovingTrajectory,
	maxnoofDRBs,
	maxnoofEmergencyAreaID,
	maxnoofEAIforRestart,
	maxnoofEPLMNs,
	maxnoofEPLMNsPlusOne,
	maxnoofE-RABs,
	maxnoofErrors,
	maxnoofExtSliceItems,
	maxnoofForbTACs,
	maxnoofFreqforMDT,
	maxnoofMBSFSAs,
	maxnoofMBSQoSFlows,
	maxnoofMBSServiceAreaInformation,
	maxnoofMBSAreaSessionIDs,
	maxnoofMBSSessions,
	maxnoofMBSSessionsofUE,
[bookmark: OLE_LINK134]	maxnoofMDTPLMNs,
	maxnoofMRBs,
	maxnoofMultiConnectivity,
	maxnoofMultiConnectivityMinusOne,
	maxnoofNeighPCIforMDT,
	maxnoofNGAPIESupportInfo,
	maxnoofNGConnectionsToReset,
	maxNRARFCN,
	maxnoofNRCellBands,
	maxnoofNSAGs,
	maxnoofPagingAreas,
[bookmark: _Hlk44941446]	maxnoofPC5QoSFlows,
	maxnoofPDUSessions,
	maxnoofPLMNs,
	maxnoofPLMNforQMC,
	maxnoofQosFlows,
	maxnoofQosParaSets,
	maxnoofRANNodeinAoI,
	maxnoofRecommendedCells,
	maxnoofRecommendedRANNodes,
	maxnoofAoI,
	maxnoofPSCellsPerPrimaryCellinUEHistoryInfo,
	maxnoofReportedCells,
	maxnoofSensorName,
	maxnoofServedGUAMIs,
	maxnoofSliceItems,
	maxnoofSNSSAIforQMC,
	maxnoofSuccessfulHOReports,
	maxnoofTACs,
	maxnoofTACsinNTN,
	maxnoofTAforMDT,
	maxnoofTAforQMC,
	maxnoofTAIforInactive,
	maxnoofTAIforMBS,
	maxnoofTAIforPaging,
	maxnoofTAIforRestart,
	maxnoofTAIforWarning,
	maxnoofTAIinAoI,
	maxnoofTargetS-NSSAIs,
	maxnoofTimePeriods,
	maxnoofTNLAssociations,
	maxnoofUEAppLayerMeas,
	maxnoofUEsforPaging,
	maxnoofWLANName,
	maxnoofXnExtTLAs,
	maxnoofXnGTP-TLAs,
	maxnoofXnTLAs,
	maxnoofThresholdsForExcessPacketDelay,
	maxnoofSuccessfulPSCellChangeReports


-- TEXT OMITTED --
CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE(1..maxnoofErrors)) OF CriticalityDiagnostics-IE-Item

CriticalityDiagnostics-IE-Item ::= SEQUENCE {
	iECriticality		Criticality,
	iE-ID				ProtocolIE-ID,
	typeOfError			TypeOfError,
	iE-Extensions		ProtocolExtensionContainer {{CriticalityDiagnostics-IE-Item-ExtIEs}} OPTIONAL,
	...
}

CriticalityDiagnostics-IE-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

C-RNTI ::= BIT STRING (SIZE(16))

CellBasedMDT-NR::= SEQUENCE {
	cellIdListforMDT	CellIdListforMDT-NR,
	iE-Extensions		ProtocolExtensionContainer { {CellBasedMDT-NR-ExtIEs} } OPTIONAL,
	...
}

-- TEXT OMITTED –
HOReport::= SEQUENCE {
	handoverReportType			ENUMERATED {ho-too-early, ho-to-wrong-cell, intersystem-ping-pong, ...},
	handoverCause				Cause,
	sourcecellCGI				NGRAN-CGI,
	targetcellCGI				NGRAN-CGI,
	reestablishmentcellCGI		NGRAN-CGI									OPTIONAL,
	-- The above IE shall be present if the Handover Report Type IE is set to the value "HO to wrong cell" --
	sourcecellC-RNTI			BIT STRING (SIZE(16))						OPTIONAL,
	targetcellinE-UTRAN			EUTRA-CGI									OPTIONAL,
	-- The above IE shall be present if the Handover Report Type IE is set to the value "Inter System ping-pong" --
	mobilityInformation			MobilityInformation							OPTIONAL,
	uERLFReportContainer		UERLFReportContainer						OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { HOReport-ExtIEs} }	OPTIONAL,
	...
}

HOReport-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-ExtendedMobilityInformation				CRITICALITY ignore	EXTENSION ExtendedMobilityInformation				PRESENCE optional		}|
	{ ID id-TargetCellCRNTI								CRITICALITY ignore	EXTENSION C-RNTI										PRESENCE optional		}|
	{ ID id-TimeSinceFailure						CRITICALITY ignore	EXTENSION TimeSinceFailure							PRESENCE optional		},
	...
}

-- TEXT OMITTED --

InterSystemHandoverReportType ::= CHOICE {
	tooearlyIntersystemHO				TooearlyIntersystemHO,
	intersystemUnnecessaryHO			IntersystemUnnecessaryHO,
	choice-Extensions		ProtocolIE-SingleContainer { { InterSystemHandoverReportType-ExtIEs} }
}

InterSystemHandoverReportType-ExtIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-IntersystemMobilityFailureforVoiceFallback  CRITICALITY ignore	TYPE  IntersystemMobilityFailureforVoiceFallback 	PRESENCE mandatory },
	...
}

IntersystemMobilityFailureforVoiceFallback ::= SEQUENCE {
	sourcecellID			NGRAN-CGI,
	targetcellID			EUTRA-CGI,
	reconnectCellID			EUTRA-CGI						OPTIONAL,
uERLFReportContainer	UERLFReportContainer			OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { IntersystemMobilityFailureforVoiceFallback-ExtIEs} }			OPTIONAL,
	...
}

IntersystemMobilityFailureforVoiceFallback-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

IntersystemUnnecessaryHO ::= SEQUENCE {
	sourcecellID			NGRAN-CGI,
	targetcellID			EUTRA-CGI,
	earlyIRATHO				ENUMERATED {true, false, ...},
	candidateCellList		CandidateCellList,
	iE-Extensions			ProtocolExtensionContainer { { IntersystemUnnecessaryHO-ExtIEs} }			OPTIONAL,
	...
}

IntersystemUnnecessaryHO-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

-- TEXT OMITTED –
SONInformationReport::= CHOICE {
	failureIndicationInformation	FailureIndication,
	hOReportInformation				HOReport,
	choice-Extensions		ProtocolIE-SingleContainer { { SONInformationReport-ExtIEs} }
}

SONInformationReport-ExtIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-SuccessfulHandoverReportList			    CRITICALITY ignore	TYPE SuccessfulHandoverReportList			PRESENCE mandatory }|
	{ ID id-SuccessfulPSCellChangeReportList		    CRITICALITY ignore	TYPE SuccessfulPSCellChangeReportList	PRESENCE mandatory },
	...
}

-- --------------------------------------------------------------------
-- SON Information Report
-- --------------------------------------------------------------------

SuccessfulHandoverReportList ::= SEQUENCE (SIZE(1..maxnoofSuccessfulHOReports)) OF SuccessfulHandoverReport-Item

SuccessfulHandoverReport-Item ::= SEQUENCE {
	successfulHOReportContainer			OCTET STRING,
	iE-Extensions		ProtocolExtensionContainer { { SuccessfulHandoverReport-Item-ExtIEs} } OPTIONAL,
	...
}

SuccessfulHandoverReport-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

SuccessfulPSCellChangeReportList ::= SEQUENCE (SIZE(1..maxnoofSuccessfulPSCellChangeReports)) OF SuccessfulPSCellChangeReport-Item

SuccessfulPSCellChangeReport-Item ::= SEQUENCE {
	successfulPSCellChangeReportContainer			OCTET STRING,
	iE-Extensions		ProtocolExtensionContainer { { SuccessfulPSCellChangeReport-Item-ExtIEs} } OPTIONAL,
	...
}

SuccessfulPSCellChangeReport-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

-- TEXT OMITTED –
TimerApproachForGUAMIRemoval ::= ENUMERATED { 
	apply-timer,
	...
}

TimeSinceFailure ::= INTEGER (0..172800, ...)

TimeStamp ::= OCTET STRING (SIZE(4))

-- TEXT OMITTED –
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-- TEXT OMITTED –
	maxnoofSNSSAIforQMC							INTEGER ::= 16
	maxnoofTAforQMC								INTEGER ::= 8
	maxnoofThresholdsForExcessPacketDelay		INTEGER ::= 255
	maxnoofSuccessfulPSCellChangeReports       	INTEGER ::= 64

-- TEXT OMITTED –
	id-ExtendedMobilityInformation							ProtocolIE-ID ::= 366
	id-SuccessfulPSCellChangeReportList						ProtocolIE-ID ::= 3xx
	id-IntersystemMobilityFailureforVoiceFallback			ProtocolIE-ID ::= 3xx
	id-TargetCellCRNTI                                      ProtocolIE-ID ::= 3XX
	id-TimeSinceFailure                                     ProtocolIE-ID ::= 3XY


END
-- ASN1STOP
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>




