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This message is sent by the gNB-CU to request the setup of a UE context.
Direction: gNB-CU  gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	O
	
	9.3.1.5
	
	YES
	ignore

	SpCell ID
	M
	
	NR CGI 9.3.1.12
	Special Cell as defined in TS 38.321 [16]. For handover case, this IE is considered as target cell.
	YES
	reject

	ServCellIndex
	M
	
	INTEGER (0..31,...)
	
	YES
	reject

	SpCell UL Configured
	O
	
	Cell UL Configured
9.3.1.33
	
	YES
	ignore

	CU to DU RRC Information
	M
	
	9.3.1.25
	
	YES
	reject

	Candidate SpCell List
	
	0..1
	
	
	YES
	ignore

	>Candidate SpCell Item IEs
	
	1 .. <maxnoofCandidateSpCells>
	
	
	EACH
	ignore

	>>Candidate SpCell ID
	M
	
	NR CGI 9.3.1.12
	Special Cell as defined in TS 38.321 [16]
	-
	

	DRX Cycle 
	O
	
	9.3.1.24
	
	YES
	ignore

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the MeNB Resource Coordination Information IE as defined in subclause 9.2.116 of TS 36.423 [9] for EN-DC case or MR-DC Resource Coordination Information IE as defined in TS 38.423 [28] for NGEN-DC and NE-DC cases.
	YES
	ignore

	SCell To Be Setup List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Setup Item IEs
	
	1.. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NR CGI 9.3.1.12
	SCell Identifier in gNB
	-
	

	>>SCellIndex
	M
	
	INTEGER (1..31, ...)
	
	-
	

	>>SCell UL Configured
	O
	
	Cell UL Configured
9.3.1.33
	
	-
	

	>>servingCellMO
	O
	
	INTEGER (1..64, ...)
	
	YES
	ignore

	SRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>SRB to Be Setup Item IEs
	
	1 .. <maxnoofSRBs>
	
	
	EACH
	reject

	>>SRB ID
	M
	
	9.3.1.7
	
	-
	

	>>Duplication Indication
	O
	
	ENUMERATED (true, ..., false)
	If included, it should be set to true. 
This IE is ignored if the Additional Duplication Indication IE is present.
	-
	

	>>Additional Duplication Indication
	O
	
	ENUMERATED (three, four, …)
	
	YES
	ignore

	>>SDT RLC Bearer Configuration
	O
	
	OCTET STRING
	Includes the RLC-BearerConfig IE defined in subclause 6.3.2 of TS 38.331 [8]
	YES
	ignore

	>>SRB Mapping Info
	O
	
	Uu RLC Channel ID 9.3.1.266
	This IE contains the mapped Uu Relay RLC CH ID for the SRB

	YES
	ignore

	DRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Setup Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>CHOICE QoS Information
	M
	
	
	
	-
	

	>>>E-UTRAN QoS
	
	
	
	
	
	

	>>>>E-UTRAN QoS
	M
	
	9.3.1.19
	Shall be used for EN-DC case to convey E-RAB Level QoS Parameters
	-
	

	>>>DRB Information
	
	
	
	
	
	

	>>>>DRB Information
	
	1
	
	Shall be used for NG-RAN cases
	YES
	ignore

	>>>>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>>>>S-NSSAI
	M
	
	9.3.1.38
	
	-
	

	>>>>>Notification Control
	O
	
	9.3.1.56
	
	-
	

	>>>>>Flows Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	-
	

	>>>>>>QoS Flow Identifier
	M
	
	9.3.1.63
	
	-
	

	>>>>>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.45
	
	-
	

	>>>>>>QoS Flow Mapping Indication
	O
	
	9.3.1.72
	
	YES
	ignore

	>>>>>>TSC Traffic Characteristics
	O
	
	9.3.1.141
	Traffic pattern information associated with the QFI. Details in TS 23.501 [21].
	YES
	ignore

	>>>>ECN Marking or Congestion Information Reporting Request
	O
	
	9.3.1.321
	
	YES
	ignore

	>>>>PSI based SDU Discard UL
	O
	
	ENUMERATED (start, stop, …)
	Indicates whether UL PSI based SDU discard is (re)configured or released for the DRB. The codepoint “start” means that UL PSI based discarding is (re)configured, while the codepoint “stop” means that UL PSI based discarding is released. Up to 8 DRBs can be set as “start”.
	YES
	ignore

	>>UL UP TNL Information to be setup List
	
	1
	
	
	-
	

	>>>UL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofULUPTNLInformation>
	
	
	-
	

	>>>>UL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	

	>>>>BH Information
	O
	
	9.3.1.114
	
	YES
	ignore

	>>>>DRB Mapping Info
	O
	
	Uu RLC Channel ID 9.3.1.266
	This IE contains the mapped Uu Relay RLC CH ID of the DL tunnel corresponding to such UL tunnel

	YES
	ignore

	>>RLC Mode
	M
	
	9.3.1.27
	
	-
	

	>>UL Configuration
	O
	
	
9.3.1.31
	Information about UL usage in gNB-DU. 
	-
	

	>>Duplication Activation
	O
	
	9.3.1.36
	Information on the initial state of CA based UL PDCP duplication.
This IE is ignored if the RLC Duplication Information IE is present.
	-
	

	>>DC Based Duplication Configured
	O
	
	ENUMERATED (true, ..., false)
	Indication on whether DC based PDCP duplication is configured or not. If included, it should be set to true.
	YES
	reject

	>>DC Based Duplication Activation
	O
	
	Duplication Activation
9.3.1.36
	Information on the initial state of DC basedUL PDCP duplication.
This IE is ignored if the RLC Duplication Information IE is present.
	YES
	reject

	>>DL PDCP SN length
	M
	
	ENUMERATED (12bits, 18bits, ...)
	
	YES
	ignore

	>>UL PDCP SN length
	O
	
	ENUMERATED (12bits, 18bits, ...)
	
	YES
	ignore

	>>Additional PDCP Duplication TNL List
	
	0..1
	
	
	YES
	ignore

	>>>Additional PDCP Duplication TNL Items
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	EACH
	ignore

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	

	>>>>BH Information
	O
	
	9.3.1.114
	
	YES
	ignore

	>>RLC Duplication Information
	O
	
	9.3.1.146
	
	YES
	ignore

	>>SDT RLC Bearer Configuration
	O
	
	OCTET STRING
	RLC-BearerConfig IE defined in subclause 6.3.2 of TS 38.331 [8]
	YES
	ignore

	Inactivity Monitoring Request 
	O
	
	ENUMERATED (true, ...)
	
	YES
	reject

	RAT-Frequency Priority Information
	O
	
	9.3.1.34
	
	YES
	reject

	RRC-Container
	O
	
	9.3.1.6
	Includes the DL-DCCH-Message message as defined in subclause 6.2 of TS 38.331 [8], encapsulated in a PDCP PDU.
	YES
	ignore

	Masked IMEISV
	O
	
	9.3.1.55
	
	YES
	ignore

	Serving PLMN
	O
	
	PLMN Identity
9.3.1.14
	Indicates the PLMN serving the UE.
	YES
	ignore

	gNB-DU UE Aggregate Maximum Bit Rate Uplink
	C-ifDRBSetup
	
	Bit Rate 9.3.1.22
	The gNB-DU UE Aggregate Maximum Bit Rate Uplink is to be enforced by the gNB-DU.
	YES
	ignore

	RRC Delivery Status Request
	O
	
	ENUMERATED (true, …)
	Indicates whether RRC DELIVERY REPORT procedure is requested for the RRC message.
	YES
	ignore

	Resource Coordination Transfer Information
	O
	
	9.3.1.73
	
	YES
	ignore

	servingCellMO
	O
	
	INTEGER (1..64, ...)
	
	YES
	ignore

	New gNB-CU UE F1AP ID
	O
	
	gNB-CU UE F1AP ID
9.3.1.4
	
	YES
	reject

	RAN UE ID
	O
	
	OCTET STRING (SIZE (8))
	
	YES
	ignore

	Trace Activation
	O
	
	9.3.1.88
	
	YES
	ignore

	Additional RRM Policy Index
	O
	
	9.3.1.90
	
	YES
	ignore

	BH RLC Channel to be Setup List
	
	0..1
	
	
	YES
	reject

	>BH RLC Channel to be Setup Item IEs
	
	1 .. <maxnoofBHRLCChannels>
	
	
	EACH
	reject

	>>BH RLC CH ID
	M
	
	BH RLC Channel ID
9.3.1.113
	
	-
	

	>>CHOICE BH QoS Information
	M
	
	
	
	
	

	>>>BH RLC CH QoS
	
	
	
	
	
	

	>>>>BH RLC CH QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	Shall be used for SA case.
	-
	

	>>>E-UTRAN BH RLC CH QoS
	
	
	
	
	
	

	>>>>E-UTRAN BH RLC CH QoS
	M
	
	E-UTRAN QoS
9.3.1.19
	Shall be used for EN-DC case.
	-
	

	>>>Control Plane Traffic Type
	
	
	
	
	
	

	>>>>Control Plane Traffic Type
	M
	
	9.3.1.115
	
	-
	

	>>RLC Mode
	M
	
	9.3.1.27
	
	-
	

	>>BAP Control PDU Channel
	O
	
	ENUMERATED (true, …)
	
	-
	

	>>Traffic Mapping Information
	O
	
	9.3.1.95
	
	-
	

	Configured BAP Address
	O
	
	BAP Address
9.3.1.111
	The BAP address configured for the corresponding child IAB-node.
	YES
	reject

	NR V2X Services Authorized
	O
	
	9.3.1.116
	
	YES
	ignore

	LTE V2X Services Authorized
	O
	
	9.3.1.117
	
	YES
	ignore

	NR UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.119
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.118
	This IE applies only if the UE is authorized for LTE V2X services.
	YES
	ignore

	PC5 Link Aggregate Bit Rate
	O
	
	Bit Rate
9.3.1.22
	Only applies for non-GBR and unicast QoS Flows.
	YES
	ignore

	SL DRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>SL DRB to Be Setup Item IEs
	
	1 .. <maxnoofSLDRBs>
	
	
	EACH
	reject

	>>SL DRB ID
	M
	
	9.3.1.120
	
	-
	

	>>SL DRB Information
	
	1
	
	
	-
	

	>>>SL DRB QoS
	M
	
	PC5 QoS Parameters
9.3.1.122
	
	-
	

	>>>Flows Mapped to SL DRB Item
	
	1 .. <maxnoofPC5QoSFlows>
	
	
	-
	

	>>>>PC5 QoS Flow Identifier
	
	
	9.3.1.121
	
	-
	

	>>RLC mode
	M
	
	9.3.1.27
	
	-
	

	>>Duplication Indication
	O
	
	ENUMERATED (true, ..., false)
	If included, it should be set to true. 
	-
	

	Conditional Inter-DU Mobility Information
	O
	
	
	
	YES
	reject

	>CHO Trigger
	M
	
	ENUMERATED (CHO-initiation, CHO-replace, …)
	
	-
	-

	>Target gNB-DU UE F1AP ID
	C-ifCHOmod
	
	gNB-DU UE F1AP ID
9.3.1.5
	Allocated at the target gNB-DU
	-
	-

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	
	YES
	ignore

	>S-CPAC Request
	O
	
	ENUMERATED (initiation, …)
	Indicates that SN change is for S-CPAC preparation.
	YES
	reject

	>S-CPAC Lower Layer Reference Config Request
	O
	
	ENUMERATED (true, …)
	
	YES
	reject

	Management Based MDT PLMN List
	O 
	
	MDT PLMN List
9.3.1.151
	
	YES
	ignore

	Serving NID
	O
	
	NID
9.3.1.155
	
	YES
	reject

	F1-C Transfer Path
	O
	
	9.3.1.207
	
	YES
	reject

	F1-C Transfer Path NRDC
	O
	
	9.3.1.228
	
	YES
	reject

	MDT Polluted Measurement Indicator
	O
	
	ENUMERATED (IDC,no-IDC, …)
	Indication on whether MDT Measurement affect (e.g. IDC) is undertaken or not.
	YES
	ignore

	SCG Activation Request 
	O
	
	9.3.1.233
	
	YES
	ignore

	Old CG-SDT Session Info
	O
	
	CG-SDT Session Info
9.3.1.261
	
	YES
	ignore

	5G ProSe Authorized
	O
	
	9.3.1.268
	
	YES
	ignore

	5G ProSe UE PC5 Aggregate Maximum Bit Rate
	O
	
	NR UE Sidelink Aggregate Maximum Bit Rate
9.3.1.119
	This IE applies only if the UE is authorized for 5G ProSe services.
	YES
	ignore

	5G ProSe PC5 Link Aggregate Bit Rate
	O
	
	Bit Rate
9.3.1.22
	This IE applies only if the UE is authorized for 5G ProSe services, and only applies for non-GBR and unicast QoS Flows.
	YES
	ignore

	Uu RLC Channel to Be Setup List
	
	0..1
	
	
	YES
	reject

	>Uu RLC Channel to be Setup Item IEs
	
	1 .. <maxnoofUuRLCChannels>
	
	
	-
	

	>>Uu RLC Channel ID
	M
	
	9.3.1.266
	
	-
	

	>>CHOICE Uu RLC Channel QoS Information
	M
	
	
	
	-
	

	>>>Uu RLC Channel QoS
	
	
	
	
	
	

	>>>>Uu RLC Channel QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>>Uu Control Plane Traffic Type
	
	
	
	
	
	

	>>>>Uu Control Plane Traffic Type
	M
	
	ENUMERATED(SRB0, SRB1, SRB2, …)
	This IE indicates the type of SRB conveyed via the Uu Relay RLC Channel.
	-
	

	>>RLC Mode
	M
	
	9.3.1.27
	
	-
	

	PC5 RLC Channel to Be Setup List
	
	0..1
	
	
	YES
	reject

	>PC5 RLC Channel to be Setup Item IEs
	
	1 .. <maxnoofPC5RLCChannels>
	
	
	-
	

	>>PC5 RLC Channel ID
	M
	
	9.3.1.265
	
	-
	

	>>Remote UE Local ID
	O
	
	9.3.1.267
	This IE is not used in this version of the specification.
	-
	

	>>CHOICE PC5 RLC Channel QoS Information
	M
	
	
	
	-
	

	>>>PC5 RLC Channel QoS
	
	
	
	
	
	

	>>>>PC5 RLC Channel QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45 
	
	-
	

	>>>PC5 Control Plane Traffic Type
	
	
	
	
	
	

	>>>>PC5 Control Plane Traffic Type
	M
	
	ENUMERATED(SRB1, SRB2, …)
	This IE indicates the type of SRB conveyed via the PC5 Relay RLC Channel. 

	-
	

	>>>U2U RLC Channel QoS
	
	
	
	
	YES
	reject

	>>>>U2U RLC Channel QoS
	M
	
	PC5 QoS Parameters
9.3.1.122
	
	-
	

	>>RLC Mode
	M
	
	9.3.1.27
	
	-
	

	>>Peer UE ID
	O
	
	BIT STRING (SIZE(24))
	Corresponds to information provided in the sl-DestinationIdentityL2-U2U IE, defined in TS 38.331 [8].
This IE is included if the F1AP-IDs are associated with a L2 U2U Remote UE or L2 U2U Relay UE.
	YES
	reject

	Path Switch Configuration
	O
	
	9.3.1.263
	
	YES
	ignore

	gNB-DU UE Slice Maximum Bit Rate List
	O
	
	9.3.1.271
	The Slice Maximum Bit Rate List is the maximum aggregate UL bit rate per slice, to be enforced by the gNB-DU, if feasible. This IE is ignored if the DRB to Be Setup List IE is not present.
	YES
	ignore

	[bookmark: OLE_LINK92][bookmark: OLE_LINK91]Multicast MBS Session Setup List
	O
	
	Multicast MBS Session List 9.3.1.272
	The list of MBS Session ID that UE has joined.
	YES
	reject

	UE Multicast MRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>UE Multicast MRB to Be Setup Item IEs
	
	1 .. <maxnoofMRBsforUE>
	
	
	EACH
	reject

	>>MRB ID
	M
	
	9.3.1.224
	MRB ID for the UE.
	-
	

	>>MBS PTP Retransmission Tunnel Required
	O
	
	9.3.2.10
	
	-
	

	>>MBS PTP Forwarding Tunnel Required Information
	O
	
	MRB Progress Information 9.3.2.12
	
	-
	

	>>Source MRB ID
	O
	
	MRB ID
9.3.1.224
	In case of inter-DU handover, indicates the MRB ID provided to the UE in the source cell.
	YES
	ignore

	ServingCellMO List
	
	0..1
	
	For NCD-SSBs
	YES
	ignore

	>ServingCellMO Item IEs
	
	1 .. <maxnoofServingCellMOs>
	
	
	EACH
	ignore

	>>servingCellMO
	M
	
	INTEGER (1..64, ...)
	
	-
	

	>>SSB frequency
	M
	
	INTEGER (0..3279165)
	ARFCN
	-
	

	Network Controlled Repeater Authorized
	O
	
	9.3.1.288
	
	YES
	ignore

	SDT Volume Threshold
	O
	
	INTEGER(1.. 192000,...)
	Unit: byte.
	YES
	ignore

	LTM InformationSetup
	
	0..1
	
	
	YES
	reject

	>LTM Indicator
	M
	
	ENUMERATED (true, …)
	
	-
	

	>LTM Configuration ID
	M
	
	INTEGER (1..8)
	Corresponds to the LTM-CandidateId IE, as defined in TS 38.331 [8].
	-
	

	>Reference Configuration
	O
	
	9.3.1.292
	
	-
	

	>CSI Resource Configuration
	O
	
	9.3.1.330
	
	-
	

	LTM Configuration ID Mapping List
	O
	
	9.3.1.294
	
	YES
	reject

	Early Sync Information Request
	
	0..1
	
	
	YES
	ignore

	>Request for RACH Configuration
	O
	
	ENUMERATED (true, …)
	
	-
	

	>LTM gNB-DUs List
	
	0..1
	
	This IE contains the IDs of the source gNB-DU and candidate gNB-DU(s).
	YES
	reject

	>>LTM gNB-DUs Item IEs
	
	1..< maxnoofLTMgNBDUs>
	
	
	
	

	>>>LTM gNB-DU ID
	M
	
	gNB-DU ID 
9.3.1.9
	
	
	

	Path Addition Information
	O
	
	9.3.1.296
	This IE contains either the Indirect Path Addition IE or the N3C Indirect Path Addition IE.
	YES
	reject

	NR A2X Services Authorized
	O
	
	9.3.1.323
	
	YES
	ignore

	LTE A2X Services Authorized
	O
	
	9.3.1.324
	
	YES
	ignore

	NR UE Sidelink Aggregate Maximum Bit Rate for A2X
	O
	
	NR UE Sidelink Aggregate Maximum Bit Rate
9.3.1.119
	This IE applies only if the UE is authorized for NR A2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate for A2X
	O
	
	LTE UE Sidelink Aggregate Maximum Bit Rate
9.3.1.118
	This IE applies only if the UE is authorized for LTE A2X services.
	YES
	ignore

	DL LBT Failure Information Request
	O
	
	ENUMERATED (inquiry, …)
	
	YES
	ignore

	Ranging and Sidelink Positioning Service Information
	O
	
	9.3.1.331
	This IE applies only if the UE is authorized for NR V2X services and/or 5G ProSe services.
	YES
	ignore



	Range bound
	Explanation

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 32.

	maxnoofServingCellMOs
	Maximum number of ServingCellMOs for NCD-SSB per cell. Maximum value is 16

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofULUPTNLInformation
	Maximum no. of ULUP TNL Information allowed towards one DRB, the maximum value is 2.

	maxnoofCandidateSpCells
	Maximum no. of SpCells allowed towards one UE, the maximum value is 64.

	maxnoofQoSFlows
	Maximum no. of flows allowed to be mapped to one DRB, the maximum value is 64.

	maxnoofBHRLCChannels
	Maximum no. of BH RLC channels allowed towards one IAB-node, the maximum value is 65536.

	maxnoofSLDRBs
	Maximum no. of SL DRB allowed for NR sidelink communication per UE, the maximum value is 512.

	maxnoofPC5QoSFlows
	Maximum no. of PC5 QoS flow allowed towards one UE for NR sidelink communication, the maximum value is 2048.

	maxnoofAdditionalPDCPDuplicationTNL
	Maximum no. of additional UP TNL Information allowed towards one DRB, the maximum value is 2. 

	maxnoofUuRLCChannels
	Maximum no. of Uu Relay RLC channels for L2 U2N relaying per Relay UE, the maximum value is 32.

	maxnoofPC5RLCChannels
	Maximum no. of PC5 Relay RLC channels allowed for L2 U2N or U2U relaying per Remote UE or Relay UE, the maximum value is 512.

	maxnoofMRBsforUE
	Maximum no. of multicast MRB allowed towards one UE, the maximum value is 64.

	maxnoofLTMgNBDUs
	Maximum no. of gNB-DUs allowed to be configured with LTM towards one UE, the maximum value is 8.



	Condition
	Explanation

	ifDRBSetup
	This IE shall be present only if the DRB to Be Setup List IE is present.

	ifCHOmod
	This IE shall be present if the CHO Trigger IE is present and set to "CHO-replace".
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This message is sent by the gNB-CU to provide UE Context information changes to the gNB-DU.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	SpCell ID
	O
	
	NR CGI 9.3.1.12
	Special Cell as defined in TS 38.321 [16]. For handover case, this IE is considered as target cell.
	YES
	ignore

	ServCellIndex
	O
	
	INTEGER (0..31, ...)
	
	YES
	reject

	SpCell UL Configured
	O
	
	Cell UL Configured
9.3.1.33
	
	YES
	ignore

	DRX Cycle 
	O
	
	9.3.1.24
	
	YES
	ignore

	CU to DU RRC Information
	O
	
	9.3.1.25
	
	YES
	reject

	Transmission Action Indicator
	O
	
	9.3.1.11
	
	YES
	ignore

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the MeNB Resource Coordination Information IE as defined in subclause 9.2.116 of TS 36.423 [9] for EN-DC case or MR-DC Resource Coordination Information IE as defined in TS 38.423 [28] for NGEN-DC and NE-DC cases.
	YES
	ignore

	RRC Reconfiguration Complete Indicator
	O
	
	9.3.1.30
	
	YES
	ignore

	RRC-Container
	O
	
	9.3.1.6
	Includes the DL-DCCH-Message message as defined in subclause 6.2 of TS 38.331 [8], encapsulated in a PDCP PDU.
	YES
	reject

	SCell To Be Setup List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Setup Item IEs
	
	1.. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NR CGI 9.3.1.12
	SCell Identifier in gNB
	-
	

	>>SCellIndex
	M
	
	INTEGER (1..31, ...)
	
	-
	

	>>SCell UL Configured
	O
	
	Cell UL Configured
9.3.1.33
	
	-
	

	>>servingCellMO
	O
	
	INTEGER (1..64, ...)
	
	YES
	ignore

	SCell To Be Removed List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Removed Item IEs
	
	1 .. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NR CGI 9.3.1.12
	SCell Identifier in gNB
	-
	

	SRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>SRB to Be Setup Item IEs
	
	1..<maxnoofSRBs>
	
	
	EACH
	reject

	>>SRB ID
	M
	
	9.3.1.7
	
	-
	

	>>Duplication Indication
	O
	
	ENUMERATED (true, ..., false)
	This IE is ignored if the Additional Duplication Indication IE is present.
	-
	

	>>Additional Duplication Indication
	O
	
	ENUMERATED (three, four, …)
	
	YES
	ignore

	>>SRB Mapping Info
	O
	
	Uu RLC Channel ID 9.3.1.266
	This IE contains the mapped Uu Relay RLC CH ID for the SRB
	YES
	ignore

	>>SDT Indicator Setup
	O
	
	ENUMERATED (true, …)
	Indicates SDT SRB.
	YES
	reject

	DRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Setup Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>CHOICE QoS Information
	M
	
	
	
	-
	

	>>>E-UTRAN QoS
	
	
	
	
	
	

	>>>>E-UTRAN QoS
	M
	
	9.3.1.19
	Shall be used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	>>>DRB Information
	
	
	
	
	
	

	>>>>DRB Information
	
	1
	
	Shall be used for NG-RAN cases
	YES
	ignore

	>>>>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>>>>S-NSSAI
	M
	
	9.3.1.38
	
	-
	

	>>>>>Notification Control
	O
	
	9.3.1.56
	
	-
	

	>>>>>Flows Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	-
	

	>>>>>>QoS Flow Identifier
	M
	
	9.3.1.63
	
	-
	

	>>>>>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.45
	
	-
	

	>>>>>>QoS Flow Mapping Indication
	O
	
	9.3.1.72
	
	YES
	ignore

	>>>>>>TSC Traffic Characteristics
	O
	
	9.3.1.141
	Traffic pattern information associated with the QFI. Details in TS 23.501 [21].
	YES
	ignore

	>>>>ECN Marking or Congestion Information Reporting Request
	O
	
	9.3.1.321
	
	YES
	ignore

	>>>>PSI based SDU Discard UL
	O
	
	ENUMERATED (start, stop, …)
	Indicates whether UL PSI based SDU discard is (re)configured or released for the DRB. The codepoint “start” means that UL PSI based discarding is (re)configured, while the codepoint “stop” means that UL PSI based discarding is released. Up to 8 DRBs can be set as “start”.
	YES
	ignore

	>>UL UP TNL Information to be setup List 
	
	1
	
	
	-
	

	>>>UL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofULUPTNLInformation>
	
	
	-
	

	>>>>UL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	

	>>>>BH Information
	O
	
	9.3.1.114
	
	YES
	ignore

	>>>>DRB Mapping Info
	O
	
	Uu RLC Channel ID 9.3.1.266
	This IE contains the mapped Uu Relay RLC CH ID of the DL tunnel corresponding to such UL tunnel
	YES
	ignore

	>>RLC Mode
	M
	
	9.3.1.27
	
	-
	

	>>UL Configuration
	O
	
	9.3.1.31
	Information about UL usage in gNB-DU. 
	-
	

	>>Duplication Activation
	O
	
	9.3.1.36
	Information on the initial state of CA based UL PDCP duplication.
This IE is ignored if the RLC Duplication Information IE is present.
	-
	

	>>DC Based Duplication Configured
	O
	
	ENUMERATED (true, ..., false)
	Indication on whether DC based PDCP duplication is configured or not. If included, it should be set to true.
	YES
	reject

	>>DC Based Duplication Activation
	O
	
	Duplication Activation
9.3.1.36
	Information on the initial state of DC based UL PDCP duplication.
This IE is ignored if the RLC Duplication Information IE is present. 
	YES
	reject

	>>DL PDCP SN length
	O
	
	ENUMERATED (12bits, 18bits, ...)
	
	YES
	ignore

	>>UL PDCP SN length
	O
	
	ENUMERATED (12bits, 18bits, ...)
	
	YES
	ignore

	>>Additional PDCP Duplication TNL List 
	
	0..1
	
	
	YES
	ignore

	>>>Additional PDCP Duplication TNL Items
	
	1 .. < maxnoofAdditionalPDCPDuplicationTNL>
	
	
	EACH
	ignore

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	

	>>>>BH Information
	O
	
	9.3.1.114
	
	YES
	ignore

	>>RLC Duplication Information
	O
	
	9.3.1.146
	
	YES
	ignore

	>>SDT Indicator Setup
	O
	
	ENUMERATED (true, …)
	Indicates SDT DRB.
	YES
	reject

	DRB to Be Modified List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Modified Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>CHOICE QoS Information
	O
	
	
	
	-
	

	>>>E-UTRAN QoS
	
	
	
	
	
	

	>>>>E-UTRAN QoS
	M
	
	9.3.1.19
	Used for EN-DC case to convey E-RAB Level QoS Parameters
	-
	

	>>>DRB Information
	
	
	
	
	
	

	>>>>DRB Information
	
	1
	
	Used for NG-RAN cases
	YES
	ignore

	>>>>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>>>>S-NSSAI
	M
	
	9.3.1.38
	
	-
	

	>>>>>Notification Control
	O
	
	9.3.1.56
	
	-
	

	>>>>>Flows Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	-
	

	>>>>>>QoS Flow Identifier
	M
	
	9.3.1.63
	
	-
	

	>>>>>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.45
	
	-
	

	>>>>>>QoS Flow Mapping Indication
	O
	
	9.3.1.72
	
	YES
	ignore

	>>>>>>TSC Traffic Characteristics
	O
	
	9.3.1.141
	Traffic pattern information associated with the QFI. Details in TS 23.501 [21].
	YES
	ignore

	>>>>ECN Marking or Congestion Information Reporting Request
	O
	
	9.3.1.321
	
	YES
	ignore

	>>>>PSI based SDU Discard UL
	O
	
	ENUMERATED (start, stop, …)
	Indicates whether UL PSI based SDU discard is (re)configured or released for the DRB. The codepoint “start” means that UL PSI based discarding is (re)configured, while the codepoint “stop” means that UL PSI based discarding is released. Up to 8 DRBs can be set as “start”.
	YES
	ignore

	>>UL UP TNL Information to be setup List 
	
	1
	
	
	-
	

	>>>UL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofULUPTNLInformation>
	
	
	-
	

	>>>>UL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	

	>>>>BH Information
	O
	
	9.3.1.114
	
	YES
	ignore

	>>>>DRB Mapping Info
	O
	
	Uu RLC Channel ID 9.3.1.266
	
	YES
	ignore

	>>UL Configuration
	O
	
	9.3.1.31
	Information about UL usage in gNB-DU. 
	-
	

	>>DL PDCP SN length
	O
	
	ENUMERATED(12bits,18bits, ...)
	
	YES
	ignore

	>>UL PDCP SN length
	O
	
	ENUMERATED (12bits, 18bits, ...)
	
	YES
	ignore

	>>Bearer Type Change
	O
	
	ENUMERATED (true, …)
	
	YES
	ignore

	>>RLC Mode
	O
	
	9.3.1.27
	
	YES
	ignore

	>>Duplication Activation
	O
	
	9.3.1.36
	Information on the initial state of CA based UL PDCP duplication.
This IE is ignored if the RLC Duplication Information IE is present.
	YES
	reject

	>>DC Based Duplication Configured
	O
	
	ENUMERATED (true, …, false)
	Indication on whether DC based PDCP duplication is configured or not.
	YES
	reject

	>>DC Based Duplication Activation
	O
	
	Duplication activation
9.3.1.36
	Information on the initial state of DC based UL PDCP duplication.
This IE is ignored if the RLC Duplication Information IE is present. 
	YES
	reject

	>>Additional PDCP Duplication TNL List 
	
	0..1
	
	
	YES
	ignore

	>>>Additional PDCP Duplication TNL Items
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	EACH
	ignore

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	

	>>>>BH Information
	O
	
	9.3.1.114
	
	YES
	ignore

	>>RLC Duplication Information
	O
	
	9.3.1.146
	
	YES
	ignore

	>>Transmission Stop Indicator
	O
	
	9.3.1.209
	
	YES
	ignore

	>>SDT Indicator Modify
	O
	
	ENUMTERATED (true, false, …)
	Indicates SDT DRB or not. 
	YES
	reject

	SRB To Be Released List
	
	0..1
	
	
	YES
	reject

	>SRB To Be Released Item IEs
	
	1.. <maxnoofSRBs>
	
	
	EACH
	reject

	>>SRB ID
	M
	
	9.3.1.7
	
	
	

	DRB to Be Released List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Released Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	Inactivity Monitoring Request
	O
	
	ENUMERATED (true, ...)
	
	YES
	reject

	RAT-Frequency Priority Information
	O
	
	9.3.1.34
	
	YES
	reject

	DRX configuration indicator
	O
	
	ENUMERATED(release,...)
	
	YES
	ignore

	RLC Failure Indication
	O
	
	9.3.1.66
	
	YES
	ignore

	Uplink TxDirectCurrentList Information
	O
	
	9.3.1.67
	
	YES
	ignore

	GNB-DU Configuration Query
	O
	
	ENUMERATED (true, ...)
	Used to request the gNB-DU to provide its configuration.
	YES
	reject

	gNB-DU UE Aggregate Maximum Bit Rate Uplink
	O
	
	Bit Rate 9.3.1.22
	The gNB-DU UE Aggregate Maximum Bit Rate Uplink is to be enforced by the gNB-DU.
	YES
	ignore

	Execute Duplication
	O
	
	ENUMERATED (true, ...)
	This IE may be sent only if duplication has been configured for the UE.
	YES
	ignore

	RRC Delivery Status Request
	O
	
	ENUMERATED (true, …)
	Indicates whether RRC DELIVERY REPORT procedure is requested for the RRC message.
	YES
	ignore

	Resource Coordination Transfer Information
	O
	
	9.3.1.73
	
	YES
	ignore

	servingCellMO
	O
	
	INTEGER (1..64, ...)
	
	YES
	ignore

	Need for Gap
	O
	
	ENUMERATED (true, …)
	Indicate gap for SeNB configured measurement is requested.It only applied to NE DC scenario.
	YES
	ignore

	Full Configuration
	O
	
	ENUMERATED (full, ...)
	
	YES
	reject

	Additional RRM Policy Index
	O
	
	9.3.1.90
	
	YES
	ignore

	Lower Layer Presence Status Change
	O
	
	9.3.1.94
	
	YES
	ignore

	BH RLC Channel to be Setup List
	
	0..1
	
	
	YES
	reject

	>BH RLC Channel to be Setup Item IEs
	
	1 .. <maxnoofBHRLCChannels>
	
	
	EACH
	reject

	>>BH RLC CH ID
	M
	
	BH RLC Channel ID
9.3.1.113
	
	-
	

	>>CHOICE BH QoS information
	M
	
	
	
	
	

	>>>BH RLC CH QoS
	
	
	
	
	
	

	>>>>BH RLC CH QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	Shall be used for SA case.
	
	

	>>>E-UTRAN BH RLC CH QoS
	
	
	
	
	
	

	>>>>E-UTRAN BH RLC CH QoS
	M
	
	E-UTRAN QoS
9.3.1.19
	Shall be used for EN-DC case.
	
	

	>>>Control Plane Traffic Type
	
	
	
	
	
	

	>>>>Control Plane Traffic Type
	M
	
	9.3.1.115
	
	
	

	>>RLC Mode
	M
	
	9.3.1.27
	
	-
	

	>>BAP Control PDU Channel
	O
	
	ENUMERATED (true, …)
	
	-
	

	>>Traffic Mapping Information
	O
	
	9.3.1.95
	
	-
	

	BH RLC Channel to be Modified List
	
	0..1
	
	
	YES
	reject

	>BH RLC Channel to be Modified Item IEs
	
	1 .. <maxnoofBHRLCChannels>
	
	
	EACH
	reject

	>>BH RLC CH ID
	M
	
	BH RLC Channel ID
9.3.1.113
	
	-
	

	>>CHOICE BH QoS information
	O
	
	
	
	
	

	>>>BH RLC CH QoS
	
	
	
	
	
	

	>>>>BH RLC CH QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	Shall be used for SA case.
	-
	

	>>>E-UTRAN BH RLC CH QoS
	
	
	
	
	
	

	>>>>E-UTRAN BH RLC CH QoS
	M
	
	E-UTRAN QoS
9.3.1.19
	Shall be used for EN-DC case.
	-
	

	>>>Control Plane Traffic Type
	
	
	
	
	
	

	>>>>Control Plane Traffic Type
	M
	
	9.3.1.115
	
	-
	

	>>RLC Mode
	O
	
	9.3.1.27
	
	-
	

	>>BAP Control PDU Channel
	O
	
	ENUMERATED (true, …)
	
	-
	

	>>Traffic Mapping Information
	O
	
	9.3.1.95
	
	-
	

	BH RLC Channel to be Released List
	
	0..1
	
	
	YES
	reject

	>BH RLC Channel to be Released Item IEs
	
	1 .. <maxnoofBHRLCChannels >
	
	
	EACH
	reject

	>>BH RLC CH ID
	M
	
	BH RLC Channel ID
9.3.1.113
	
	-
	

	NR V2X Services Authorized
	O
	
	9.3.1.116
	
	YES
	ignore

	LTE V2X Services Authorized
	O
	
	9.3.1.117
	
	YES
	ignore

	NR UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.119
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.118
	This IE applies only if the UE is authorized for LTE V2X services.
	YES
	ignore

	PC5 Link Aggregate Bit Rate
	O
	
	Bit Rate
9.3.1.22
	Only applies for non-GBR and unicast QoS Flows.
	YES
	ignore

	SL DRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>SL DRB to Be Setup Item IEs
	
	1 .. <maxnoofSLDRBs>
	
	
	EACH
	reject

	>>SL DRB ID
	M
	
	9.3.1.120
	
	-
	

	>>SL DRB Information
	
	1
	
	
	-
	

	>>>SL DRB QoS
	M
	
	PC5 QoS Parameters
9.3.1.122
	
	-
	

	>>>Flows Mapped to SL DRB Item
	
	1 .. <maxnoofPC5QoSFlows>
	
	
	-
	

	>>>>PC5 QoS Flow Identifier
	M
	
	9.3.1.121
	
	-
	

	>>RLC mode
	O
	
	9.3.1.27
	
	-
	

	>>Duplication Indication
	O
	
	ENUMERATED (true, ..., false)
	If included, it should be set to true. 
	-
	

	SL DRB to Be Modified List
	
	0..1
	
	
	YES
	reject

	>SL DRB to Be Modified Item IEs
	
	1 .. <maxnoofSLDRBs>
	
	
	EACH
	reject

	>>SL DRB ID
	M
	
	9.3.1.120
	
	-
	

	>>SL DRB Information
	
	1
	
	
	-
	

	>>>SL DRB QoS
	M
	
	PC5 QoS Parameters
9.3.1.122
	
	-
	

	>>>Flows Mapped to SL DRB Item
	
	1 .. <maxnoofPC5QoSFlows>
	
	
	-
	

	>>>>PC5 QoS Flow Identifier
	M
	
	9.3.1.121
	
	-
	

	>>RLC mode
	O 
	
	9.3.1.27
	
	-
	

	>>Duplication Indication
	O
	
	ENUMERATED (true, ..., false)
	
	-
	

	SL DRB to Be Released List
	
	0..1
	
	
	YES
	reject

	>SL DRB to Be Released Item IEs
	
	1 .. <maxnoofSLDRBs>
	
	
	EACH
	reject

	>>SL DRB ID
	M
	
	9.3.1.120
	
	-
	

	Conditional Intra-DU Mobility Information
	O
	
	
	
	YES
	reject

	>CHO Trigger
	M
	
	ENUMERATED (CHO-initiation, CHO-replace, CHO-cancel, …)
	
	-
	-

	[bookmark: _Hlk34836638]>Candidate Cells To Be Cancelled List
	C-ifCHOcancel
	0 .. <maxnoofCellsinCHO>
	
	
	-
	-

	>>Target Cell ID
	M
	
	NR CGI 9.3.1.12
	
	-
	-

	>Estimated Arrival Probability
	O
	
	INTEGER (1..100)
	
	YES
	ignore

	>S-CPAC Request
	O
	
	ENUMERATED (initiation, …)
	Indicates that SN change is for S-CPAC preparation.
	YES
	reject

	>S-CPAC Lower Layer Reference Config Request
	O
	
	ENUMERATED (true, …)
	
	YES
	reject

	F1-C Transfer Path
	O
	
	9.3.1.207
	
	YES
	reject

	SCG Indicator
	O
	
	ENUMERATED(released,...)
	This IE is used at the MN in NR-DC and NE-DC and it indicates the release of an SCG
	YES
	ignore

	Uplink TxDirectCurrentTwoCarrierList Information
	O
	
	9.3.1.283
	
	YES
	ignore

	IAB Conditional RRC Message Delivery Indication
	O
	
	ENUMERATED (true, …)
	Indicates whether the RRC message within should be withheld. This IE is only applicable if the UE is an IAB-MT, and the gNB-DU is an IAB-DU.
	YES
	reject

	F1-C Transfer Path NRDC
	O
	
	9.3.1.228
	This IE is only applicable if the UE is an IAB-MT.
	YES
	reject

	MDT Polluted Measurement Indicator
	O
	
	ENUMERATED (IDC,no-IDC, …)
	Indication on whether MDT Measurement affect (e.g. IDC) is undertaken or not.
	YES
	ignore

	SCG Activation Request
	O
	
	9.3.1.233
	
	YES
	ignore

	CG-SDT Query Indication
	O
	
	ENUMERATED (true, ...)
	
	YES
	ignore

	5G ProSe Authorized
	O
	
	9.3.1.268
	
	YES
	ignore

	5G ProSe UE PC5 Aggregate Maximum Bit Rate
	O
	
	NR UE Sidelink Aggregate Maximum Bit Rate
9.3.1.119
	This IE applies only if the UE is authorized for 5G ProSe services.
	YES
	ignore

	5G ProSe PC5 Link Aggregate Bit Rate
	O
	
	Bit Rate
9.3.1.22
	This IE applies only if the UE is authorized for 5G ProSe services, and only applies for non-GBR and unicast QoS Flows.
	YES
	ignore

	Updated Remote UE Local ID
	O
	
	Remote UE Local ID 9.3.1.267
	This IE indicates the updated Remote UE Local ID for the U2N Remote UE associated with the F1AP-IDs
	YES
	ignore

	Uu RLC Channel to Be Setup List
	
	0..1
	
	
	YES
	reject

	>Uu RLC Channel to be Setup Item IEs
	
	1 .. <maxnoofUuRLCChannels>
	
	
	-
	

	>>Uu RLC Channel ID
	M
	
	9.3.1.266
	
	-
	

	>>CHOICE Uu RLC Channel QoS Information
	M
	
	
	
	-
	

	>>>Uu RLC Channel QoS
	
	
	
	
	
	

	>>>>Uu RLC Channel QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>>Uu Control Plane Traffic Type
	
	
	
	
	
	

	>>>>Uu Control Plane Traffic Type
	M
	
	ENUMERATED(SRB0, SRB1, SRB2, …)
	This IE indicates the type of SRB conveyed via the Uu Relay RLC Channel.
	-
	

	>>RLC Mode
	M
	
	9.3.1.27
	
	-
	

	Uu RLC Channel to Be Modified List
	
	0..1
	
	
	YES
	reject

	>Uu RLC Channel to be Modified Item IEs
	
	1 .. <maxnoofUuRLCChannels>
	
	
	-
	

	>>Uu RLC Channel ID
	M
	
	9.3.1.266
	
	-
	

	>>CHOICE Uu RLC Channel QoS Information
	O
	
	
	
	-
	

	>>>Uu RLC Channel QoS
	
	
	
	
	
	

	>>>>Uu RLC Channel QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45
	
	-
	

	>>>Uu Control Plane Traffic Type
	
	
	
	
	
	

	>>>>Uu Control Plane Traffic Type
	M
	
	ENUMERATED(SRB0, SRB1, SRB2, …)
	This IE indicates the type of SRB conveyed via the Uu Relay RLC Channel.

	-
	

	>>RLC Mode
	O
	
	9.3.1.27
	
	-
	

	Uu RLC Channel to Be Released List
	
	0..1
	
	
	YES
	reject

	>Uu RLC Channel to Be Released Item IEs
	
	1 .. <maxnoofUuRLCChannels>
	
	
	-
	

	>>Uu RLC channel ID
	M
	
	9.3.1.266
	
	-
	

	PC5 RLC Channel to Be Setup List
	
	0..1
	
	
	YES
	reject

	>PC5 RLC Channel to be Setup Item IEs
	
	1 .. <maxnoofPC5RLCChannels>
	
	
	-
	

	>>PC5 RLC Channel ID
	M
	
	9.3.1.265
	
	-
	

	>>Remote UE Local ID
	O
	
	9.3.1.267
	
	-
	

	>>CHOICE PC5 RLC Channel QoS Information
	M
	
	
	
	-
	

	>>>PC5 RLC Channel QoS
	
	
	
	
	
	

	>>>>PC5 RLC Channel QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45 
	
	-
	

	>>>PC5 Control Plane Traffic Type
	
	
	
	
	
	

	>>>>PC5 Control Plane Traffic Type
	M
	
	ENUMERATED(SRB1, SRB2, …)
	This IE indicates the type of SRB conveyed via the PC5 Relay RLC Channel.
	-
	

	>>>U2U RLC Channel QoS
	
	
	
	
	YES
	reject

	>>>>U2U RLC Channel QoS
	M
	
	PC5 QoS Parameters
9.3.1.122
	
	-
	

	>>RLC Mode
	M
	
	9.3.1.27
	
	-
	

	>>Peer UE ID
	O
	
	BIT STRING (SIZE(24))
	Corresponds to information provided in the sl-DestinationIdentityL2-U2U IE, defined in TS 38.331 [8].
This IE is included if the F1AP-IDs are associated with a L2 U2U Remote UE or L2 U2U Relay UE.
	YES
	reject

	PC5 RLC Channel to Be Modified List
	
	0..1
	
	
	YES
	reject

	>PC5 RLC Channel to be Modified Item IEs
	
	1 .. <maxnoofPC5RLCChannels>
	
	
	-
	

	>>PC5 RLC Channel ID
	M
	
	9.3.1.265
	
	-
	

	>>Remote UE Local ID
	O
	
	9.3.1.267
	
	
	

	>>CHOICE PC5 RLC Channel QoS Information
	O
	
	
	
	-
	

	>>>PC5 RLC Channel QoS
	
	
	
	
	
	

	>>>>PC5 RLC Channel QoS
	M
	
	QoS Flow Level QoS Parameters
9.3.1.45 
	
	-
	

	>>>PC5 Control Plane Traffic Type
	
	
	
	
	
	

	>>>>PC5 Control Plane Traffic Type
	M
	
	ENUMERATED(SRB1, SRB2, …)
	This IE indicate the type of SRB conveyed via the PC5 Relay RLC Channel.
	-
	

	>>>U2U RLC Channel QoS
	
	
	
	
	YES
	reject

	>>>>U2U RLC Channel QoS
	M
	
	PC5 QoS Parameters
9.3.1.122
	
	-
	

	>>RLC Mode
	O
	
	9.3.1.27
	
	-
	

	PC5 RLC Channel to Be Released List
	
	0..1
	
	
	YES
	reject

	>PC5 RLC Channel to be Released Item IEs
	
	1 .. <maxnoofPC5RLCChannels>
	
	
	-
	

	[bookmark: _Hlk105755256]>>PC5 RLC Channel ID
	M
	
	9.3.1.265
	
	-
	

	>>Remote UE Local ID
	O
	
	9.3.1.267
	
	-
	

	Path Switch Configuration 
	O
	
	9.3.1.263
	
	YES
	ignore

	gNB-DU UE Slice Maximum Bit Rate List
	O
	
	9.3.1.271
	The Slice Maximum Bit Rate List is the maximum aggregate UL bit rate per slice, to be enforced by the gNB-DU, if feasible.
	YES
	ignore

	Multicast MBS Session Setup List
	O
	
	Multicast MBS Session List 9.3.1.272
	The list of MBS Session ID that UE has joined.
	YES
	reject

	Multicast MBS Session Remove List
	O
	
	Multicast MBS Session List 9.3.1.272
	The list of MBS Session ID that UE has left.
	YES
	reject

	UE Multicast MRB to Be Setup at Modify List
	
	0..1
	
	
	YES
	reject

	>UE Multicast MRB to Be Setup at Modify Item IEs
	
	1 .. <maxnoofMRBsforUE>
	
	
	EACH
	reject

	>>MRB ID
	M
	
	9.3.1.224
	MRB ID for the UE.
	-
	

	>>MBS PTP Retransmission Tunnel Required
	O
	
	9.3.2.10
	
	-
	

	>>MBS PTP Forwarding Tunnel Required Information
	O
	
	MRB Progress Information 9.3.2.12
	
	-
	

	UE Multicast MRB to Be Released List
	
	0..1
	
	
	YES
	reject

	>UE Multicast MRB to Be Released Item IEs
	
	1 .. <maxnoofMRBsforUE>
	
	
	EACH
	reject

	>>MRB ID
	M
	
	9.3.1.224
	MRB ID for the UE.
	-
	

	SL DRX Cycle List
	
	0..1
	
	
	YES
	ignore

	>SL DRX Cycle Item IEs
	
	1 ..
<maxnoofSLdestinations >
	
	
	EACH
	ignore

	>>RX UE ID
	M
	
	BIT STRING (SIZE(24))
	Indicates the destination L2 ID of RX UE associated to this UE.
	-
	

	>>CHOICE SL DRX Information
	M
	
	
	
	-
	

	>>>SL DRX Cycle
	
	
	
	
	
	

	>>>>SL DRX Cycle Length
	M
	
	ENUMERATED
(ms10, ms20, ms32, ms40, ms60, ms64, ms70, ms80, ms128, ms160, ms256, ms320, ms512, ms640, ms1024, ms1280, ms2048, ms2560, ms5120, ms10240, ...)
	Indicates the desired SL DRX cycle for RX UE associated to this UE.
	-
	

	>>>No SL DRX
	
	
	
	
	-
	

	>>>>SL DRX configuration indicator
	M
	
	ENUMERATED(release,...)
	
	-
	

	Management Based MDT PLMN Modification List
	O
	
	MDT PLMN Modification List
9.3.1.274
	
	YES
	ignore

	SDT Bearer Configuration Query Indication
	O
	
	ENUMERATED (true, ...)
	
	YES
	ignore

	DAPS HO status
	O
	
	ENUMERATED(initiation, …)
	This IE is used if DAPS HO is initiated.
	YES
	ignore

	ServingCellMO List
	
	0..1
	
	For NCD-SSBs
	YES
	ignore

	>ServingCellMO Item IEs
	
	1 .. <maxnoofServingCellMOs>
	
	
	EACH
	ignore

	>>servingCellMO
	M
	
	INTEGER (1..64, ...)
	
	-
	

	>>SSB frequency
	M
	
	INTEGER (0..3279165)
	ARFCN
	-
	

	Uplink TxDirectCurrentMoreCarrierList Information 
	O
	
	9.3.1.284
	
	YES
	ignore

	CPAC MCG Information
	
	0..1
	
	This IE is used at the MN for MCG configuration as specified in TS 37.340 [7] for CPAC. 
	YES
	ignore

	>CPAC Trigger
	M
	
	ENUMERATED (CPAC-preparation, CPAC-executed, …)
	
	-
	-

	>PSCell ID
	M
	
	NR CGI 9.3.1.12
	The PSCell corresponding to the included CG-Config IE at CPAC-preparation or the selected PSCell by the UE at CPAC-executed.
	-
	-

	Network Controlled Repeater Authorized
	O
	
	9.3.1.288
	
	YES
	ignore

	SDT Volume Threshold
	O
	
	INTEGER(1.. 192000,...)
	Unit: byte.
	YES
	ignore

	LTM Information Modify
	
	0..1
	
	
	YES
	reject

	>LTM Indicator
	M
	
	ENUMERATED (true, …)
	
	-
	

	>LTM Configuration ID
	M
	
	INTEGER (1..8)
	Corresponds to the LTM-CandidateId IE, as defined in TS 38.331 [8].
	-
	

	>Reference Configuration
	O
	
	9.3.1.292
	
	-
	

	>CSI Resource Configuration
	O
	
	9.3.1.330
	
	-
	

	LTM Configuration ID Mapping List
	O
	
	9.3.1.294
	
	YES
	reject

	Early Sync Information Request
	
	0..1
	
	
	YES
	ignore

	>Request for RACH Configuration
	O
	
	ENUMERATED (true, …)
	
	-
	

	Early Sync Information List
	
	0..1
	
	
	YES
	ignore

	>Early Sync Information Item IEs
	
	1 .. <maxnoofLTMCells>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	NR CGI
9.3.1.12
	
	-
	

	>>TCI States Configurations List
	O
	
	9.3.1.293
	
	
	

	>>Early UL Sync Configuration
	O
	
	9.3.1.328
	
	-
	

	>>Early UL Sync Configuration for SUL
	O
	
	Early UL Sync Configuration
9.3.1.328
	This IE applies for SUL carrier.
	-
	

	>>TA Assistance Information
	O
	
	ENUMERATED (zero, …)
	The value "zero" corresponds to TA value of the cell being equal to zero.
	-
	

	LTM Cells To Be Released List
	O
	
	9.3.1.291
	
	YES
	ignore

	Path Addition Information
	O
	
	9.3.1.296
	
	YES
	reject

	NR A2X Services Authorized
	O
	
	9.3.1.323
	
	YES
	ignore

	LTE A2X Services Authorized
	O
	
	9.3.1.324
	
	YES
	ignore

	NR UE Sidelink Aggregate Maximum Bit Rate for A2X
	O
	
	NR UE Sidelink Aggregate Maximum Bit Rate
9.3.1.119
	This IE applies only if the UE is authorized for NR A2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate for A2X
	O
	
	LTE UE Sidelink Aggregate Maximum Bit Rate
9.3.1.118
	This IE applies only if the UE is authorized for LTE A2X services.
	YES
	ignore

	DL LBT Failure Information Request
	O
	
	ENUMERATED (inquiry, …)
	
	YES
	ignore

	Ranging and Sidelink Positioning Service Information
	O
	
	9.3.1.331
	This IE applies only if the UE is authorized for NR V2X services and/or 5G ProSe services.
	YES
	ignore



	Range bound
	Explanation

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 32.

	maxnoofServingCellMOs
	Maximum number of ServingCellMOs for NCD-SSB per cell. Maximum value is 16

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofULUPTNLInformation
	Maximum no. of UL UP TNL Information allowed towards one DRB, the maximum value is 2.

	maxnoofQoSFlows
	Maximum no. of flows allowed to be mapped to one DRB, the maximum value is 64.

	maxnoofBHRLCChannels
	Maximum no. of BH RLC channels allowed towards one IAB-node, the maximum value is 65536.

	maxnoofSLDRBs
	Maximum no. of SL DRB allowed for NR sidelink communication per UE, the maximum value is 512.

	maxnoofPC5QoSFlows
	Maximum no. of PC5 QoS flow allowed towards one UE for NR sidelink communication, the maximum value is 2048.

	maxnoofAdditionalPDCPDuplicationTNL
	Maximum no. of additional UP TNL Information allowed towards one DRB, the maximum value is 2. 

	maxnoofCellsinCHO
	Maximum no. cells that can be prepared for a conditional mobility. Value is 8.

	maxnoofUuRLCChannels
	Maximum no. of Uu Relay RLC channels for L2 U2N relaying or L2 N3C relaying per Relay UE, the maximum value is 32.

	maxnoofPC5RLCChannels
	Maximum no. of PC5 Relay RLC channel allowed for L2 U2N or U2U relaying per Remote UE or Relay UE, the maximum value is 512.

	maxnoofMRBsforUE
	Maximum no. of multicast MRB allowed towards one UE, the maximum value is 64.

	maxnoofSLdestinations
	Maximum number of destination for NR sidelink communication, the maximum value is 32

	maxnoofLTMCells
	Maximum no. of Cells configured for LTM allowed towards one UE, the maximum value is 8.



	Condition
	Explanation

	ifCHOcancel
	This IE may be present if the CHO Trigger IE is present and set to "CHO-cancel".



<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<Next Change>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>

3GPP

[bookmark: _Toc74154852][bookmark: _Toc120124734][bookmark: _Toc105927896][bookmark: _Toc105511364][bookmark: _Toc29893129][bookmark: _Toc99038966][bookmark: _Toc81383596][bookmark: _Toc20956003][bookmark: _Toc97911142][bookmark: _Toc36557066][bookmark: _Toc66289739][bookmark: _Toc45832586][bookmark: _Toc88658230][bookmark: _Toc113835878][bookmark: _Toc106110436][bookmark: _Toc51763908][bookmark: _Toc64449080][bookmark: _Toc162617965][bookmark: _Toc99731229]9.4.5	Information Element Definitions
-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
	id-gNB-CUSystemInformation,
	id-HandoverPreparationInformation,
	id-TAISliceSupportList,
	id-RANAC,
	id-BearerTypeChange,
	id-Coverage-Modification-Cause,
	id-Cell-Direction,
	id-Cell-Type,
	id-CellGroupConfig,
	id-AvailablePLMNList,
	id-PDUSessionID,
	id-ULPDUSessionAggregateMaximumBitRate, 
	id-DC-Based-Duplication-Configured,
	id-DC-Based-Duplication-Activation,
	id-Duplication-Activation,
	id-DLPDCPSNLength,
	id-ULPDCPSNLength,
	id-RLC-Status,
	id-MeasurementTimingConfiguration,
	id-DRB-Information,
	id-QoSFlowMappingIndication,
	id-ServingCellMO,
	id-RLCMode,
	id-ExtendedServedPLMNs-List,
	id-ExtendedAvailablePLMN-List,
	id-DRX-LongCycleStartOffset,
	id-SelectedBandCombinationIndex,
	id-SelectedFeatureSetEntryIndex,
	id-Ph-InfoSCG,
	id-latest-RRC-Version-Enhanced,
	id-RequestedBandCombinationIndex,
	id-RequestedFeatureSetEntryIndex,
	id-DRX-Config,
	id-UEAssistanceInformation,
	id-PDCCH-BlindDetectionSCG,
	id-Requested-PDCCH-BlindDetectionSCG,
	id-BPLMN-ID-Info-List,
	id-NotificationInformation,
	id-TNLAssociationTransportLayerAddressgNBDU,
	id-portNumber,
	id-AdditionalSIBMessageList,
	id-IgnorePRACHConfiguration,
	id-CG-Config,
	id-Ph-InfoMCG,
	id-AggressorgNBSetID,
	id-VictimgNBSetID,
	id-MeasGapSharingConfig,
	id-systemInformationAreaID,
	id-areaScope,
	id-IntendedTDD-DL-ULConfig,
	id-QosMonitoringRequest,
	id-BHInfo,
	id-IAB-Info-IAB-DU,
	id-IAB-Info-IAB-donor-CU,
	id-IAB-Barred,
	id-SIB12-message,
	id-SIB13-message,
	id-SIB14-message,
	id-UEAssistanceInformationEUTRA,
	id-SL-PHY-MAC-RLC-Config,
	id-SL-ConfigDedicatedEUTRA-Info,
	id-AlternativeQoSParaSetList,
	id-CurrentQoSParaSetIndex,
	id-CarrierList,
	id-ULCarrierList,
	id-FrequencyShift7p5khz,
	id-SSB-PositionsInBurst,
	id-NRPRACHConfig, 
	id-TDD-UL-DLConfigCommonNR,
	id-CNPacketDelayBudgetDownlink,
	id-CNPacketDelayBudgetUplink,
	id-ExtendedPacketDelayBudget,
	id-TSCTrafficCharacteristics,
	id-AdditionalPDCPDuplicationTNL-List,
	id-RLCDuplicationInformation,
	id-AdditionalDuplicationIndication,
	id-mdtConfiguration,
	id-TraceCollectionEntityURI,
	id-NID,
	id-NPNSupportInfo,
	id-NPNBroadcastInformation,
	id-AvailableSNPN-ID-List,
	id-SIB10-message,
	id-RequestedP-MaxFR2,
	id-DLCarrierList,
	id-ExtendedTAISliceSupportList,
	id-E-CID-MeasurementQuantities-Item,
	id-ConfiguredTACIndication,
	id-NRCGI,
	id-SFN-Offset,
	id-TransmissionStopIndicator,
	id-SrsFrequency,
	id-EstimatedArrivalProbability,
	id-Supported-MBS-FSA-ID-List,
	id-TRPType,
	id-SRSSpatialRelationPerSRSResource,
	id-MBS-Broadcast-NeighbourCellList,
	id-PDCPTerminatingNodeDLTNLAddrInfo,
	id-ENBDLTNLAddress,
	id-PRS-Resource-ID,
	id-LocationMeasurementInformation,
	id-SliceRadioResourceStatus,
	id-CompositeAvailableCapacity-SUL,
	id-NR-U,
	id-NR-U-Channel-List,
	id-MIMOPRBusageInformation,
	id-IngressNonF1terminatingTopologyIndicator,
	id-NonF1terminatingTopologyIndicator,
	id-EgressNonF1terminatingTopologyIndicator,
	id-rBSetConfiguration,
	id-frequency-Domain-HSNA-Configuration-List,
	id-child-IAB-Nodes-NA-Resource-List,
	id-Parent-IAB-Nodes-NA-Resource-Configuration-List,
	id-uL-FreqInfo,
	id-uL-Transmission-Bandwidth,
	id-dL-FreqInfo,
	id-dL-Transmission-Bandwidth,
	id-uL-NR-Carrier-List,
	id-dL-NR-Carrier-List,
	id-nRFreqInfo,
	id-transmission-Bandwidth,
	id-nR-Carrier-List,
	id-permutation,
	id-M5ReportAmount,
	id-M6ReportAmount,
	id-M7ReportAmount,
	id-SurvivalTime,
	id-PDCMeasurementQuantities-Item,
	id-OnDemandPRS,
	id-AoA-SearchWindow,
	id-ZoAInformation, 
	id-ARPLocationInfo,
	id-ARP-ID,
	id-MultipleULAoA,
	id-UL-SRS-RSRPP,
	id-SRSResourcetype,
	id-ExtendedAdditionalPathList,
	id-LoS-NLoSInformation,
	id-NumberOfTRPRxTEG,
	id-NumberOfTRPRxTxTEG,
	id-TRPTxTEGAssociation,
	id-TRPTEGInformation,
[bookmark: _Hlk120261944]	id-TRPRx-TEGInformation,
	id-TRPBeamAntennaInformation,
	id-Redcap-Bcast-Information,
	id-NR-TADV,
	id-SDT-MAC-PHY-CG-Config,
	id-CG-SDTindicatorSetup,
	id-CG-SDTindicatorMod,
	id-SDTRLCBearerConfiguration,
	id-SRBMappingInfo,
	id-DRBMappingInfo,
	id-LastUsedCellIndication,
	id-Recommended-SSBs-List,
	id-SSBs-withinTheCell-tobe-Activated-List,
	id-SIB17-message,
	id-MUSIM-GapConfig,
	id-SIB20-message,
	id-pathPower,
	id-DU-RX-MT-RX-Extend,
	id-DU-TX-MT-TX-Extend,
	id-DU-RX-MT-TX-Extend,
	id-DU-TX-MT-RX-Extend,
	id-TAINSAGSupportList,
	id-SL-RLC-ChannelToAddModList,
	id-SIB15-message,
	id-InterFrequencyConfig-NoGap,
	id-MBSInterestIndication,
	id-L571Info,
	id-L1151Info,
	id-SCS-480,
	id-SCS-960,
	id-SRSPortIndex,
	id-PEISubgroupingSupportIndication,
	id-NeedForGapsInfoNR,
	id-NeedForGapNCSGInfoNR,
	id-NeedForGapNCSGInfoEUTRA,
	id-Source-MRB-ID,
	id-RedCapIndication,
	id-UL-GapFR2-Config,
	id-ConfigRestrictInfoDAPS,
	id-MulticastF1UContextReferenceCU,
	id-TwoPHRModeMCG,
	id-TwoPHRModeSCG,
	id-ncd-SSB-RedCapInitialBWP-SDT,
	id-nrofSymbolsExtended,
	id-repetitionFactorExtended,
	id-startRBHopping,
	id-startRBIndex,
	id-transmissionCombn8,
	id-ServCellInfoList,
	id-Preconfigured-measurement-GAP-Request,
	id-BWP-Id,
	id-ExtendedResourceSymbolOffset,
	id-MusimCapabilityRestrictionIndication,
	id-duplicationIndication,
	id-dRB-List,
[bookmark: _Hlk148540007]	id-ChannelOccupancyTimePercentageUL,
	id-RadioResourceStatusNR-U,
	id-FiveG-ProSeLayer2Multipath,
	id-FiveG-ProSeLayer2UEtoUERelay,
	id-FiveG-ProSeLayer2UEtoUERemote,
	id-TSCTrafficCharacteristicsFeedback,
	id-RANfeedbacktype,
	id-Mobile-TRP-LocationInformation,
	id-Mobile-IAB-MT-UE-ID,
	id-MobileAccessPointLocation,
	id-SIB24-message,
	id-PDUSetQoSParameters,
	id-N6JitterInformation,
	id-ECNMarkingorCongestionInformationReportingRequest,
	id-ECNMarkingorCongestionInformationReportingStatus,
	id-ERedcap-Bcast-Information,
	id-NeedForInterruptionInfoNR,
	id-LTMCells-ToBeReleased-Item,
	id-SCPAC-Request,
	id-MobileIAB-Barred,
	id-F1UTunnelNotEstablished,
	id-S-CPACLowerLayerReferenceConfigRequest,
	id-MusimCandidateBandList,
	id-PSIbasedSDUdiscardUL,
	id-SIB22-message,
	id-U2URLCChannelQoS,
	id-SL-PHY-MAC-RLC-ConfigExt,
	id-UL-RSCP,
	id-BW-Aggregation-Request-Indication,
	id-ReportingGranularitykminus1,
	id-ReportingGranularitykminus1additionalpath,
	id-ReportingGranularitykminus2,
	id-ReportingGranularitykminus2additionalpath,
	id-ReportingGranularitykminus3,
	id-ReportingGranularitykminus3additionalpath,
	id-ReportingGranularitykminus4,
	id-ReportingGranularitykminus4additionalpath,
	id-ReportingGranularitykminus5,
	id-ReportingGranularitykminus5additionalpath,
	id-ReportingGranularitykminus6,
	id-ReportingGranularitykminus6additionalpath,
	id-TimingReportingGranularityFactorExtended,
	id-PosValidityAreaCellList,
	id-SymbolIndex,
	id-AggregatedPosSRSResourceIDList,
	id-PhaseQuality,
	id-PRSBandwidthAggregationRequestIndication,
	id-AggregatedPRSResourceSetList,
	id-MeasuredFrequencyHops,
	id-TxHoppingConfiguration,
	id-AggregatedPosSRSResourceSetList,
	id-ValidityAreaSpecificSRSInformation,
	id-PeerUE-ID,
	maxNRARFCN,
<<<<< omitted >>>>>>

<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<Next Change>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>
-- P

PacketDelayBudget ::= INTEGER (0..1023, ...) 

PacketErrorRate ::= SEQUENCE {
	pER-Scalar			PER-Scalar,
	pER-Exponent		PER-Exponent,
	iE-Extensions		ProtocolExtensionContainer { {PacketErrorRate-ExtIEs} }	OPTIONAL,
	...
}

PacketErrorRate-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PathAdditionInformation ::= CHOICE {
	indirectPathAddition			IndirectPathAddition,
	directPathAddition			NULL,
	n3C-indirectPathAddition		N3CIndirectPathAddition,
	choice-extension				ProtocolIE-SingleContainer { { PathAdditionInformation-ExtIEs} }
}

PathAdditionInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}


PER-Scalar ::= INTEGER (0..9, ...)
PER-Exponent ::= INTEGER (0..9, ...)

PagingCell-Item ::= SEQUENCE {
	nRCGI		NRCGI	,
	iE-Extensions	ProtocolExtensionContainer { { PagingCell-ItemExtIEs } }	OPTIONAL
}

PagingCell-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{	ID id-LastUsedCellIndication					CRITICALITY ignore 	EXTENSION LastUsedCellIndication						PRESENCE optional }|
	{	ID id-PEISubgroupingSupportIndication			CRITICALITY ignore	EXTENSION PEISubgroupingSupportIndication			PRESENCE optional }|
	{	ID id-Recommended-SSBs-List						CRITICALITY ignore	EXTENSION Recommended-SSBs-List						PRESENCE optional },
	...
}

Recommended-SSBs-List ::= SEQUENCE (SIZE(1.. maxnoofSSBAreas)) OF RecommendedSSBItem-List-Item

RecommendedSSBItem-List-Item::= SEQUENCE {
	sSB-Index			SSB-Index,
	iE-Extensions		ProtocolExtensionContainer { { RecommendedSSBItem-List-Item-ExtIEs} } OPTIONAL
}

RecommendedSSBItem-List-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PagingDRX ::= ENUMERATED {
	v32,
	v64,
	v128,
	v256,
	...
}

PagingIdentity ::=	CHOICE {
	rANUEPagingIdentity	RANUEPagingIdentity,
	cNUEPagingIdentity	CNUEPagingIdentity, 
	choice-extension			ProtocolIE-SingleContainer { { PagingIdentity-ExtIEs } }
}

PagingCause ::= ENUMERATED { voice,	...}

PagingIdentity-ExtIEs F1AP-PROTOCOL-IES::= {
	...
}

PagingOrigin ::= ENUMERATED { non-3gpp,	...}

PagingPriority ::= ENUMERATED { priolevel1, priolevel2, priolevel3, priolevel4, priolevel5, priolevel6, priolevel7, priolevel8,...} 

ParentTImeSource ::= ENUMERATED {synce, ptp, gnss, atomicclock, terrestrialradio, serialtimecode, ntp, handset, other, ...}

PEIPSAssistanceInfo ::= SEQUENCE {
	cNSubgroupID		CNSubgroupID,
	iE-Extensions	ProtocolExtensionContainer { { PEIPSAssistanceInfo-ExtIEs } }	OPTIONAL
}

PEIPSAssistanceInfo-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RelativePathDelay ::= CHOICE {
	k0					INTEGER (0..16351),
	k1					INTEGER (0..8176),
	k2					INTEGER (0..4088),
	k3					INTEGER (0..2044),
	k4					INTEGER (0..1022),
	k5					INTEGER (0..511),	 
	choice-extension			ProtocolIE-SingleContainer { { RelativePathDelay-ExtIEs } }
}

RelativePathDelay-ExtIEs F1AP-PROTOCOL-IES ::= {
	{ID id-ReportingGranularitykminus1additionalpath 	CRITICALITY ignore TYPE ReportingGranularitykminus1AdditionalPath PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus2additionalpath 	CRITICALITY ignore TYPE ReportingGranularitykminus2AdditionalPath PRESENCE mandatory }|
	{ID id-ReportingGranularitykminus3additionalpath 	CRITICALITY ignore TYPE ReportingGranularitykminus3AdditionalPath PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus4additionalpath 	CRITICALITY ignore TYPE ReportingGranularitykminus4AdditionalPath PRESENCE mandatory }|
	{ID id-ReportingGranularitykminus5additionalpath 	CRITICALITY ignore TYPE ReportingGranularitykminus5AdditionalPath PRESENCE mandatory}|
	{ID id-ReportingGranularitykminus6additionalpath 	CRITICALITY ignore TYPE ReportingGranularitykminus6AdditionalPath PRESENCE mandatory },
	...
}

Parent-IAB-Nodes-NA-Resource-Configuration-List ::= SEQUENCE (SIZE(1..maxnoofHSNASlots)) OF Parent-IAB-Nodes-NA-Resource-Configuration-Item

Parent-IAB-Nodes-NA-Resource-Configuration-Item::= SEQUENCE {
	nADownlink					NADownlink 	    OPTIONAL,
	nAUplink					NAUplink 	    OPTIONAL,
	nAFlexible					NAFlexible 	    OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { Parent-IAB-Nodes-NA-Resource-Configuration-Item-ExtIEs} } OPTIONAL
}

Parent-IAB-Nodes-NA-Resource-Configuration-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: OLE_LINK235][bookmark: OLE_LINK237][bookmark: OLE_LINK236][bookmark: OLE_LINK238]PartialSuccessCell ::= SEQUENCE {
[bookmark: OLE_LINK247][bookmark: OLE_LINK248]	broadcastCellList		BroadcastCellList,
[bookmark: OLE_LINK241][bookmark: OLE_LINK242]	iE-Extensions				ProtocolExtensionContainer { { PartialSuccessCell-ExtIEs} } OPTIONAL,
	...
}
PartialSuccessCell-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PathlossReferenceInfo ::= SEQUENCE {
	pathlossReferenceSignal			PathlossReferenceSignal,
	iE-Extensions					ProtocolExtensionContainer { {PathlossReferenceInfo-ExtIEs} }	OPTIONAL
}

PathlossReferenceInfo-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PathlossReferenceSignal ::= CHOICE { 
	sSB										SSB,
	dL-PRS									DL-PRS,
	choice-extension						ProtocolIE-SingleContainer {{PathlossReferenceSignal-ExtIEs }}
}

PathlossReferenceSignal-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

PathSwitchConfiguration ::= SEQUENCE { 
	targetRelayUEID			BIT STRING(SIZE(24)), 
	remoteUELocalID			RemoteUELocalID,
	t420					ENUMERATED {ms50, ms100, ms150, ms200, ms500, ms1000, ms2000, ms10000}, 
	iE-Extensions			ProtocolExtensionContainer { { PathSwitchConfiguration-ExtIEs } }		OPTIONAL,
	...
}

PathSwitchConfiguration-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5QoSFlowIdentifier ::= INTEGER (1..2048) 

PC5-QoS-Characteristics ::= CHOICE {
	non-Dynamic-PQI				NonDynamicPQIDescriptor,
	dynamic-PQI					DynamicPQIDescriptor, 
	choice-extension			ProtocolIE-SingleContainer { { PC5-QoS-Characteristics-ExtIEs } }
}

PC5-QoS-Characteristics-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}


PC5QoSParameters	::= SEQUENCE {
    pC5-QoS-Characteristics				PC5-QoS-Characteristics,
	pC5-QoS-Flow-Bit-Rates				PC5FlowBitRates				OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { PC5QoSParameters-ExtIEs } }	OPTIONAL,
	...
}

PC5QoSParameters-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5FlowBitRates ::= SEQUENCE {
	guaranteedFlowBitRate		BitRate,
	maximumFlowBitRate			BitRate,
	iE-Extensions				ProtocolExtensionContainer { { PC5FlowBitRates-ExtIEs } }	OPTIONAL,
	...
}

PC5FlowBitRates-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5RLCChannelID ::= INTEGER (1..512, ...) 

PC5RLCChannelQoSInformation ::= CHOICE {
	pC5RLCChannelQoS				QoSFlowLevelQoSParameters,
	pC5ControlPlaneTrafficType		ENUMERATED {srb1,srb2,...},
	choice-extension				ProtocolIE-SingleContainer { { PC5RLCChannelQoSInformation-ExtIEs} }
}

PC5RLCChannelQoSInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
[bookmark: _Hlk160526646]	{	ID id-U2URLCChannelQoS		CRITICALITY reject TYPE PC5QoSParameters		PRESENCE mandatory},
	
	...
}

PC5RLCChannelToBeSetupList ::= SEQUENCE (SIZE(1.. maxnoofPC5RLCChannels)) OF PC5RLCChannelToBeSetupItem

PC5RLCChannelToBeSetupItem ::= SEQUENCE {
	pC5RLCChannelID					PC5RLCChannelID,
	remoteUELocalID					RemoteUELocalID			OPTIONAL,
	pC5RLCChannelQoSInformation		PC5RLCChannelQoSInformation,
	rLCMode							RLCMode,
	iE-Extensions					ProtocolExtensionContainer { { PC5RLCChannelToBeSetupItem-ExtIEs } }	OPTIONAL,
	...
}

PC5RLCChannelToBeSetupItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-PeerUE-ID		CRITICALITY reject		EXTENSION BIT STRING (SIZE (24))		PRESENCE optional },	
	...
}

PC5RLCChannelToBeModifiedList ::= SEQUENCE (SIZE(1.. maxnoofPC5RLCChannels)) OF PC5RLCChannelToBeModifiedItem

PC5RLCChannelToBeModifiedItem ::= SEQUENCE {
	pC5RLCChannelID					PC5RLCChannelID,
	remoteUELocalID					RemoteUELocalID			OPTIONAL,
	pC5RLCChannelQoSInformation		PC5RLCChannelQoSInformation			OPTIONAL,
	rLCMode							RLCMode			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PC5RLCChannelToBeModifiedItem-ExtIEs } }	OPTIONAL,
	...
}

PC5RLCChannelToBeModifiedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5RLCChannelToBeReleasedList ::= SEQUENCE (SIZE(1.. maxnoofPC5RLCChannels)) OF PC5RLCChannelToBeReleasedItem

PC5RLCChannelToBeReleasedItem ::= SEQUENCE {
	pC5RLCChannelID					PC5RLCChannelID,
	remoteUELocalID					RemoteUELocalID			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PC5RLCChannelToBeReleasedItem-ExtIEs } }	OPTIONAL,
	...
}

PC5RLCChannelToBeReleasedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5RLCChannelSetupList ::= SEQUENCE (SIZE(1.. maxnoofPC5RLCChannels)) OF PC5RLCChannelSetupItem

PC5RLCChannelSetupItem ::= SEQUENCE {
	pC5RLCChannelID					PC5RLCChannelID,
	remoteUELocalID					RemoteUELocalID			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PC5RLCChannelSetupItem-ExtIEs } }	OPTIONAL,
	...
}

PC5RLCChannelSetupItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5RLCChannelFailedToBeSetupList ::= SEQUENCE (SIZE(1.. maxnoofPC5RLCChannels)) OF PC5RLCChannelFailedToBeSetupItem

PC5RLCChannelFailedToBeSetupItem ::= SEQUENCE {
	pC5RLCChannelID					PC5RLCChannelID,
	remoteUELocalID					RemoteUELocalID			OPTIONAL,
	cause							Cause					OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PC5RLCChannelFailedToBeSetupItem-ExtIEs } }	OPTIONAL,
	...
}

PC5RLCChannelFailedToBeSetupItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5RLCChannelModifiedList ::= SEQUENCE (SIZE(1.. maxnoofPC5RLCChannels)) OF PC5RLCChannelModifiedItem

PC5RLCChannelModifiedItem ::= SEQUENCE {
	pC5RLCChannelID					PC5RLCChannelID,
	remoteUELocalID					RemoteUELocalID			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PC5RLCChannelModifiedItem-ExtIEs } }	OPTIONAL,
	...
}

PC5RLCChannelModifiedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5RLCChannelFailedToBeModifiedList ::= SEQUENCE (SIZE(1.. maxnoofPC5RLCChannels)) OF PC5RLCChannelFailedToBeModifiedItem

PC5RLCChannelFailedToBeModifiedItem ::= SEQUENCE {
	pC5RLCChannelID					PC5RLCChannelID,
	remoteUELocalID					RemoteUELocalID			OPTIONAL,
	cause							Cause	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PC5RLCChannelFailedToBeModifiedItem-ExtIEs } }	OPTIONAL,
	...
}

PC5RLCChannelFailedToBeModifiedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5RLCChannelRequiredToBeModifiedList ::= SEQUENCE (SIZE(1.. maxnoofPC5RLCChannels)) OF PC5RLCChannelRequiredToBeModifiedItem

PC5RLCChannelRequiredToBeModifiedItem ::= SEQUENCE {
	pC5RLCChannelID					PC5RLCChannelID,
	remoteUELocalID					RemoteUELocalID			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PC5RLCChannelRequiredToBeModifiedItem-ExtIEs } }	OPTIONAL,
	...
}

PC5RLCChannelRequiredToBeModifiedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PC5RLCChannelRequiredToBeReleasedList ::= SEQUENCE (SIZE(1.. maxnoofPC5RLCChannels)) OF PC5RLCChannelRequiredToBeReleasedItem

PC5RLCChannelRequiredToBeReleasedItem ::= SEQUENCE {
	pC5RLCChannelID					PC5RLCChannelID,
	remoteUELocalID					RemoteUELocalID			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PC5RLCChannelRequiredToBeReleasedItem-ExtIEs } }	OPTIONAL,
	...
}

PC5RLCChannelRequiredToBeReleasedItem-ExtIEs	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PDCCH-BlindDetectionSCG ::= OCTET STRING
<<<<< omitted >>>>>>
<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<Next Change>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>
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-- **************************************************************
--
-- IEs
--
-- **************************************************************

id-Cause											ProtocolIE-ID ::= 0
<<<<< omitted >>>>>>
id-PeerUE-ID									ProtocolIE-ID ::= xxx



<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<End of Change>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>



