	
3GPP TSG-RAN WG3 Meeting #123	R3-240075
Athens, Greece, February 26th – March 1st 2024
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.401
	CR
	0319
	rev
	-
	Current version:
	18.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Miscellaneous corrections on mobile IAB

	
	

	Source to WG:
	Fujitsu

	Source to TSG:
	R3

	
	

	Work item code:
	NR_mobile_IAB-Core
	
	Date:
	2024-2-19

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	Issue#1: The TMM procedures are applicable to mobile IAB. The terminology non-F1-terminating IAB-donor and non-F1-terminating topology are used in TMM procedures/messages in TS38.423. However, the definition in TS38.401 on non-F1-terminating IAB-donor is restricted to boundary node. 
The definition of non-F1-terminationg IAB-donor needs to be adapted for the mobile IAB, similar to the definition of F1-terminating IAB-donor. Note that this change does not contradict with the use of RRC-terminating IAB-donor in the mobile IAB procedural text. 
The text related to mobile IAB in XnAP procedures needs to be corrected, too. Please see the CR to TS38.423 in R3-240076.

Issue#2: RAN3 has the agreement in RAN3#119bis-e:
For the downstream data handling arriving at the mobile IAB-node, the upper layers (e.g., IP layer) can differentiate the data to different logical DUs based on upper-layer header information.
The above agreement is not implemented in any spec. We propose to add a Note in mobile IAB-DU migration procedure to reflect the above agreement.


	
	

	Summary of change:
	1. Change the definition of non-F1-terminationg IAB-donor to be applicable to mobile IAB.
2. Add a Note to clarify on the data differentiation for the downstream data arriving at the mobile IAB-node with two logical IAB-DUs. 
3. Some editorial corrections.

Impact Analysis
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release).
The impact can be considered isolated because the change affects only the mobile IAB related procedure.
The changes are backward compatible.


	
	

	Consequences if not approved:
	The terminology used is incorrect. The downlink data transmission for mobile IAB-DU migration is not clarified.

	
	

	Clauses affected:
	3.1,  8.23.3


	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications	
	TS38.423 CR1119

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


Page 1


[bookmark: _Toc500511687][bookmark: _Toc501040585]Start of the Change
[bookmark: _Toc13919106][bookmark: _Toc29391468][bookmark: _Toc36560499][bookmark: _Toc45104732][bookmark: _Toc45883215][bookmark: _Toc51763494][bookmark: _Toc52266308][bookmark: _Toc64445086][bookmark: _Toc73980445][bookmark: _Toc88651141][bookmark: _Toc98351671][bookmark: _Toc98747969][bookmark: _Toc105704355][bookmark: _Toc106108473][bookmark: _Toc107829445][bookmark: _Toc112703204][bookmark: _Toc155906787]3.1	Definitions
For the purpose of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
Associated QoS Flow: as defined in TS 23.247 [27].
Associated QoS flow information: Information encompassing: QoS flow QoS parameters for associated QoS flows and mapping information between mapped (unicast) QoS flows and associated QoS flows. The respective information is included in a way that non-supporting RAN nodes would not establish respective RAN resources irrespective the multicast session state.
Boundary IAB-node: an IAB-node with one RRC interface terminating at a different IAB-donor-CU than the F1 interface. This definition applies to partial migration, inter-donor redundancy and inter-donor RLF recovery.
Conditional Handover: as defined in TS 38.300 [2].
Conditional PSCell Addition: as defined in TS 37.340 [12].
Conditional PSCell Change: as defined in TS 37.340 [12].
DAPS Handover: as defined in TS 38.300 [2].
eNB-CP: as defined in TS 36.401 [28].
eNB-UP: as defined in TS 36.401 [28].
en-gNB: as defined in TS 37.340 [12].
Early Data Forwarding: as defined in TS 38.300 [2].
F1-terminating IAB-donor: Refers to the IAB-donor that terminates F1 for the boundary IAB-node or a mobile IAB-node.
gNB: as defined in TS 38.300 [2].
gNB Central Unit (gNB-CU): a logical node hosting RRC, SDAP and PDCP protocols of the gNB or RRC and PDCP protocols of the en-gNB that controls the operation of one or more gNB-DUs. The gNB-CU terminates the F1 interface connected with the gNB-DU. 
gNB Distributed Unit (gNB-DU): a logical node hosting RLC, MAC and PHY layers of the gNB or en-gNB, and its operation is partly controlled by gNB-CU. One gNB-DU supports one or multiple cells. One cell is supported by only one gNB-DU. The gNB-DU terminates the F1 interface connected with the gNB-CU. For DC operation, the MgNB-DU designates the gNB-DU of an en-gNB or a gNB acting as master node, and the SgNB-DU designates the gNB-DU of an en-gNB or a gNB acting as secondary node.
gNB-CU-Control Plane (gNB-CU-CP): a logical node hosting the RRC and the control plane part of the PDCP protocol of the gNB-CU for an en-gNB or a gNB. The gNB-CU-CP terminates the E1 interface connected with the gNB-CU-UP and the F1-C interface connected with the gNB-DU. For DC operation, the MgNB-CU-CP designates the gNB-CU-CP of the gNB-CU for an en-gNB or a gNB acting as master node, and the SgNB-CU-CP designates the gNB-CU-CP of the gNB-CU for an en-gNB or a gNB acting as secondary node.
gNB-CU-User Plane (gNB-CU-UP): a logical node hosting the user plane part of the PDCP protocol of the gNB-CU for an en-gNB, and the user plane part of the PDCP protocol and the SDAP protocol of the gNB-CU for a gNB. The gNB-CU-UP terminates the E1 interface connected with the gNB-CU-CP and the F1-U interface connected with the gNB-DU. For DC operation, the MgNB-CU-UP designates the gNB-CU-UP of the gNB-CU for an en-gNB or a gNB acting as master node, and the the SgNB-CU-UP designates the gNB-CU-UP of the gNB-CU for an en-gNB or a gNB acting as secondary node.
IAB-node: as defined in TS 38.300 [2].
IAB-donor: as defined in TS 38.300 [2]. 
IAB-donor-CU: the gNB-CU of an IAB-donor, terminating the F1 interface towards IAB-nodes and IAB-donor-DU.
IAB-donor-DU: the gNB-DU of an IAB-donor, hosting the IAB BAP sublayer (as defined in TS 38.340 [22]), providing wireless backhaul to IAB-nodes.
[bookmark: OLE_LINK19]IAB-DU: as defined in TS 38.300 [2].
IAB-MT: as defined in TS 38.300 [2].
IAB Topology: as defined in TS 38.300 [2].
Mapped QoS flows: Unicast QoS flows requested to be established, i.e. included in the legacy QoS flow lists in a way, that non-support RAN nodes would attempt to establish unicast QoS flows and supporting RAN nodes can identify them as mapped QoS flows based on the associated QoS information.
Master node: as defined in TS 37.340 [12].
Master gNB: see TS 37.340 [12].
MBS session resource: This term is used for specification of NG, Xn, F1 and E1 interfaces. It denotes NG-RAN interface and radio resources provided to support an MBS Session.
MP Relay UE: as defined in TS 38.300 [2].
MP Remote UE: as defined in TS 38.300 [2].
Multi-path: as defined in TS 38.300 [2].
ng-eNB: as defined in TS 38.300 [2].
ng-eNB Central Unit (ng-eNB-CU): as defined in TS 37.470 [21].
ng-eNB Distributed Unit (ng-eNB-DU): as defined in TS 37.470 [21].
ng-eNB-CU-Control Plane (ng-eNB-CU-CP): a logical node hosting the RRC and the control plane part of the PDCP protocol of the ng-eNB-CU for an ng-eNB. The ng-eNB-CU-CP terminates the E1 interface connected with the ng-eNB-CU-UP and the W1-C interface connected with the ng-eNB-DU.
ng-eNB-CU-User Plane (ng-eNB-CU-UP): a logical node hosting the user plane part of the PDCP protocol and the SDAP protocol of the ng-eNB-CU for an ng-eNB. The ng-eNB-CU-UP terminates the E1 interface connected with the ng-eNB-CU-CP and the W1-U interface connected with the ng-eNB-DU.
NG-RAN node: as defined in TS 38.300 [2].
Non-F1-terminating IAB-donor of boundary IAB-node: Refers to the IAB-donor that has an RRC connection with the boundary node or a mobile IAB-node but does not terminate F1 with this boundary node or the mobile IAB-node.

Next Change
[bookmark: _Toc155906966]8.23.3	Mobile IAB-DU migration procedure
To support the mobile IAB-DU migration procedure, the mobile IAB-node concurrently supports two logical mobile IAB-DUs, which have F1 connections set up with the source F1-terminating IAB-donor-CU and target F1-terminating IAB-donor-CU, respectively. The mobile IAB-MT’s IAB-donor-CU may be same as either the source F1-termainting IAB-donor CU or the target F1-terminating IAB-donor-CU, or it may be different from both source and target F1-terminating IAB-donor-CUs. 
The UE(s) connected to the mobile IAB-node are handed over from the cell(s) of the source logical mobile IAB-DU that have F1 set up with the source F1-terminating IAB-donor-CU to the cell(s) of the target logical mobile IAB-DU that have F1 set up with the target F1-terminating IAB-donor-CU. After the UE(s) are handed over, the F1 connection between the source logical mobile IAB-DU’s and the source F1-terminating IAB-donor-CU may be removed. 
Figure 8.23.3-1 shows an example of the mobile IAB-DU migration procedure. In this example, the source and the target F1-terminating IAB-donor-CUs are different from the RRC-terminating IAB-donor-CU. 


Figure 8.23.3-1: Mobile IAB-DU inter-CU migration procedure
1. The source F1-terminating IAB-donor-CU may send an MIAB F1 SETUP TRIGGERING message to the source logical mobile IAB-DU to initialize the F1 Setup procedure towards the target F1-terminating IAB-donor-CU. The MIAB F1 SETUP TRIGGERING message includes the gNB ID of the target F1-terminating IAB-donor-CU and the information needed to establish the TNL connection with the target F1-terminating IAB-donor-CU for F1-C.
NOTE:	The mobile IAB-DU migration can also be triggered by the OAM. In this case, the OAM provides the mobile IAB-node with all information to initiate the F1 Setup procedure towards the target F1-terminating IAB-donor-CU, and step 1 is omitted.
2. The target logical mobile IAB-DU initiates TNL establishment and F1 setup (as defined in clause 8.5) with the target F1-terminating IAB-donor-CU. During the F1 Setup procedure, the target logical mobile IAB-DU includes the gNB ID of the RRC-terminating IAB-donor-CU, and the BAP address of the co-located mobile IAB-MT in the F1 SETUP REQUEST message. 
3. The target F1-terminating IAB-donor-CU responds to the target logical mobile IAB-DU with an F1 SETUP RESPONSE message. After F1 setup with the target F1-terminating IAB-donor-CU, the target logical mobile IAB-DU can serve UEs via the target mobile IAB-DU’s activated cell(s).
4. By sending the MIAB F1 SETUP OUTCOME NOTIFICATION message, the source logical mobile IAB-DU informs the source F1-terminating IAB-donor-CU about the outcome of the F1 interface setup between the co-located target logical mobile IAB-DU and the target F1-terminating IAB-donor-CU. The source logical mobile IAB-DU may provide the source F1-terminating IAB-donor-CU with a mapping between activated cells of the source logical mobile IAB-DU and activated cells of the target logical mobile IAB-DU. If the mobile IAB-DU migration is triggered by the OAM, the gNB-ID of the target F1-terminating IAB-donor-CU is included in this message.
5. The source F1-terminating IAB-donor-CU hands over the UE from a source cell served by the source logical mobile IAB-DU to a target cell served by the target logical mobile IAB-DU. The target F1-terminating IAB-donor-CU initiates the IAB Transport Migration Management procedure towards the RRC-terminating IAB-donor-CU for offloading the UE’s traffic during this step. In case the IAB Transport Migration Management procedure is the first procedure for the mobile IAB-MT, it includes the mobile IAB-MT’s BAP address in the IAB TRANSPORT MIGRATION MANAGEMENT REQUEST message. After the completion of the UE handover, the source F1-terminating IAB-donor-CU requests the release of the UE’s traffic offloaded to the RRC-terminating IAB-donor-CU by initiating IAB Transport Migration Management procedure.
NOTE 1:	In step 5, the sequence of procedures for UE Handover and the IAB Transport Migration Management procedure initiated by the target F1-terminating IAB-donor-CU is up to implementation.
NOTE 2:	It is up to RRC-terminating IAB-donor-CU’s implementation to set up new backhaul resources or reuse the existing backhaul resources for the UE’s traffic.
NOTE 3:	How to perform the IAB Transport Migration Management/Modification procedures, and the IAB Resource Coordination procedure between the target F1-terminating IAB-donor-CU and the RRC-terminating IAB-donor-CU without Xn interface is up to implementation. 
NOTE 4:	For the downstream data handling arriving at the mobile IAB-node, the upper layers (e.g., IP layer) can differentiate the data to different logical DUs based on upper-layer header information. 
6. After all the UEs are handed over, the source F1-terminating IAB-donor-CU may initiate the removal of the F1 interface towards the source logical mobile IAB-DU.

End of Change
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