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<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

9.2.2.25
RAN PAGING REQUEST
This message is sent by the AMF to request RAN Paging due to MT data buffered in 5GC or the arrival of DL signalling for the UE.
Direction: AMF ( NG-RAN

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Paging Policy Differentiation
	O
	
	9.3.3.63
	
	YES
	ignore

	DL Signalling
	O
	
	ENUMERATED (true, …)
	
	YES
	ignore


<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

9.4.3
Elementary Procedure Definitions

-- ASN1START

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

NGAP-PDU-Descriptions  { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Descriptions (0)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

rANPagingRequest NGAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RANPagingRequest


PROCEDURE CODE


id-RANPagingRequest


CRITICALITY



reject
}

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

9.4.4
PDU Definitions

-- ASN1START

-- **************************************************************

--

-- PDU definitions for NGAP.

--

-- **************************************************************

NGAP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>

-- **************************************************************

-- RAN Paging Request procedure

--

-- **************************************************************

-- **************************************************************

--

-- RAN PAGING REQUEST

--

-- **************************************************************

RANPagingRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {  RANPagingRequestIEs} },


...

}

RANPagingRequestIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID




CRITICALITY reject
TYPE AMF-UE-NGAP-ID





PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID




CRITICALITY reject
TYPE RAN-UE-NGAP-ID





PRESENCE mandatory
}|


{ ID id-PagingPolicyDifferentiation

CRITICALITY ignore
TYPE PagingPolicyDifferentiation

PRESENCE optional

}|


{ ID id-DL-Signalling




CRITICALITY ignore
TYPE DL-Signalling





PRESENCE optional

},


...

}

<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>


