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---------------------------------------------------------Start of Change------------------------------------------------------
[bookmark: _CR9_2_3_xxx172][bookmark: _Toc155960225]9.2.3.172	MT-SDT Information
This IE provides the assistance information for MT-SDT.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	MT-SDT Indicator
	M
	
	ENUMERATED (true, ...)
	

	MT-SDT Data Size
	M
	
	INTEGER (1.. 19200096000, ...)
	Indicates the total data size for DL NAS signalling and user plane data for all SDT bearers. Unit: byte.
Corresponds to the PDCP SDU size for the DL NAS signalling and the SDAP SDU size for the received DL user plane data.



---------------------------------------------------------Next of Change------------------------------------------------------


	


[bookmark: _Toc20955408][bookmark: _Toc29991616][bookmark: _Toc36556019][bookmark: _Toc44497804][bookmark: _Toc45108191][bookmark: _Toc45901811][bookmark: _Toc51850892][bookmark: _Toc56693896][bookmark: _Toc64447440][bookmark: _Toc66286934][bookmark: _Toc74151632][bookmark: _Toc88654106][bookmark: _Toc97904462][bookmark: _Toc98868600][bookmark: _Toc105174886][bookmark: _Toc106109723][bookmark: _Toc113825545][bookmark: _Toc155960266]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

<skip unrelated part>

MT-SDT-Information ::= SEQUENCE {
	mT-SDT-Indicator			MT-SDT-Indicator,
	mT-SDT-DataSize			MT-SDT-DataSize,
	iE-Extensions				ProtocolExtensionContainer { { MT-SDT-Information-ExtIEs} } OPTIONAL,
	...
}

MT-SDT-Information-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

MT-SDT-DataSize	::= INTEGER (1.. 19200096000, ...)

MT-SDT-Indicator ::= ENUMERATED {true, ...}

---------------------------------------------------------End of Change------------------------------------------------------
