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------------------------------------------------------1st Change ---------------------------------------------------------------
[bookmark: _Toc534727712][bookmark: _Toc36555187][bookmark: _Toc45882556][bookmark: _Toc51762865][bookmark: _Toc64446345][bookmark: _Toc88652264][bookmark: _Toc98402280]4.1	General aspects
The PDU Session User Plane protocol and PDU Set Information User Plane protocol are located in the User Plane of the Radio Network Layer above the Transport Network Layer of the interface.
Each PDU session User Plane protocol instance and PDU Set Information User Plane protocol instance are associated to one PDU Session.
In this version of the present document, the PDU session user plane protocol data is conveyed by GTP-U protocol means, more specifically, by means of the "PDU Session Container" GTP-U Extension Header as defined in TS 29.281 [3]. 
In this version of the present document, the PDU set information user plane protocol data is conveyed by GTP-U protocol means, more specifically, by means of the "GTP-U ContainerPDU Set Information Container" GTP-U Extension Header as defined in TS 29.281 [3].

------------------------------------------------------2nd Change ---------------------------------------------------------------
6.4.1	Transfer of DL PDU Set Information 
6.4.1.1	Successful operation
The purpose of the Transfer of DL PDU Set Information procedure is to send PDU Set information and indication of End of Data Burst related to a QoS flow from UPF to NG-RAN node or between NG-RAN nodes, or from gNB-CU to gNB-DU. 
The DL PDU SET INFORMATION frame includes a QoS Flow Identifier (QFI) field associated with the transferred packet. The NG-RAN shall use the received QFI to determine the QoS flow and QoS profile which are associated with the received packet. 
The DL PDU SET INFORMATION frame may includes the PDU Set Information (i.e., PDU Set Sequence Number, PDU Sequence Number within a PDU Set, PDU Set Size, PDU Set Importance, and End PDU of the PDU Set) as specified in TS 23.501 [5].
The DL PDU SET INFORMATION frame may include indication of End of Data Burst as specified in TS 23.501 [5].


Figure 6.4.1.1-1: Successful Transfer of DL PDU Set Information


Figure 6.4.1.1-2: Successful Transfer of DL PDU Set Information
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