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-------------Start of the First Change---------------
[bookmark: _Toc20955729][bookmark: _Toc29892823][bookmark: _Toc36556760][bookmark: _Toc45832136][bookmark: _Toc51763316][bookmark: _Toc64448479][bookmark: _Toc66289138][bookmark: _Toc74154251][bookmark: _Toc81382995][bookmark: _Toc88657628][bookmark: _Toc97910540][bookmark: _Toc99038179][bookmark: _Toc99730440][bookmark: _Toc105510559][bookmark: _Toc105927091][bookmark: _Toc106109631][bookmark: _Toc113835068][bookmark: _Toc120123911][bookmark: _Toc155980181]8.1	List of F1AP Elementary procedures
In the following tables, all EPs are divided into Class 1 and Class 2 EPs (see subclause 3.1 for explanation of the different classes):
Table 1: Class 1 procedures
	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Reset
	RESET
	RESET ACKNOWLEDGE
	

	F1 Setup
	F1 SETUP REQUEST
	F1 SETUP RESPONSE
	F1 SETUP FAILURE

	gNB-DU Configuration Update
	GNB-DU CONFIGURATION UPDATE
	GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE
	GNB-DU CONFIGURATION UPDATE FAILURE

	gNB-CU Configuration Update
	GNB-CU CONFIGURATION UPDATE
	GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE
	GNB-CU CONFIGURATION UPDATE FAILURE

	UE Context Setup
	UE CONTEXT SETUP REQUEST
	UE CONTEXT SETUP RESPONSE
	UE CONTEXT SETUP FAILURE

	UE Context Release (gNB-CU initiated)
	UE CONTEXT RELEASE COMMAND
	UE CONTEXT RELEASE COMPLETE
	

	UE Context Modification (gNB-CU initiated)
	UE CONTEXT MODIFICATION REQUEST
	UE CONTEXT MODIFICATION RESPONSE
	UE CONTEXT MODIFICATION FAILURE

	UE Context Modification Required (gNB-DU initiated)
	UE CONTEXT MODIFICATION REQUIRED
	UE CONTEXT MODIFICATION CONFIRM
	UE CONTEXT MODIFICATION REFUSE

	Write-Replace Warning 
	WRITE-REPLACE WARNING REQUEST
	WRITE-REPLACE WARNING RESPONSE
	

	PWS Cancel
	PWS CANCEL REQUEST
	PWS CANCEL RESPONSE
	

	gNB-DU Resource Coordination
	GNB-DU RESOURCE COORDINATION REQUEST
	GNB-DU RESOURCE COORDINATION RESPONSE
	

	F1 Removal
	F1 REMOVAL REQUEST
	F1 REMOVAL RESPONSE
	F1 REMOVAL FAILURE

	BAP Mapping Configuration
	BAP MAPPING CONFIGURATION 
	BAP MAPPING CONFIGURATION ACKNOWLEDGE
	BAP MAPPING CONFIGURATION FAILURE

	GNB-DU Resource Configuration
	GNB-DU RESOURCE CONFIGURATION
	GNB-DU RESOURCE CONFIGURATION ACKNOWLEDGE
	GNB-DU RESOURCE CONFIGURATION FAILURE

	IAB TNL Address Allocation
	IAB TNL ADDRESS REQUEST
	IAB TNL ADDRESS RESPONSE
	IAB TNL ADDRESS FAILURE

	IAB UP Configuration Update
	IAB UP CONFIGURATION UPDATE REQUEST
	IAB UP CONFIGURATION UPDATE RESPONSE
	IAB UP CONFIGURATION UPDATE FAILURE

	Resource Status Reporting Initiation
	RESOURCE STATUS REQUEST
	RESOURCE STATUS RESPONSE
	RESOURCE STATUS FAILURE

	Positioning Measurement
	POSITIONING MEASUREMENT REQUEST
	POSITIONING MEASUREMENT RESPONSE
	POSITIONING MEASUREMENT FAILURE

	Positioning Information Exchange
	POSITIONING INFORMATION REQUEST
	POSITIONING INFORMATION RESPONSE
	POSITIONING INFORMATION FAILURE

	TRP Information Exchange
	TRP INFORMATION REQUEST
	TRP INFORMATION RESPONSE
	TRP INFORMATION FAILURE

	Positioning Activation
	POSITIONING ACTIVATION REQUEST
	POSITIONING ACTIVATION RESPONSE
	POSITIONING ACTIVATION FAILURE

	E-CID Measurement Initiation
	E-CID MEASUREMENT INITIATION REQUEST
	E-CID MEASUREMENT INITIATION RESPONSE
	E-CID MEASUREMENT INITIATION FAILURE

	Broadcast Context Setup
	BROADCAST CONTEXT SETUP REQUEST
	BROADCAST CONTEXT SETUP RESPONSE
	BROADCAST CONTEXT SETUP FAILURE

	Broadcast Context Release
	BROADCAST CONTEXT RELEASE COMMAND
	BROADCAST CONTEXT RELEASE COMPLETE
	

	Broadcast Context Modification
	BROADCAST CONTEXT MODIFICATION REQUEST
	BROADCAST CONTEXT MODIFICATION RESPONSE
	BROADCAST CONTEXT MODIFICATION FAILURE

	Multicast Context Setup
	MULTICAST CONTEXT SETUP REQUEST
	MULTICAST CONTEXT SETUP RESPONSE
	MULTICAST CONTEXT SETUP FAILURE

	Multicast Context Release
	MULTICAST CONTEXT RELEASE COMMAND
	MULTICAST CONTEXT RELEASE COMPLETE
	

	Multicast Context Modification
	MULTICAST CONTEXT MODIFICATION REQUEST
	MULTICAST CONTEXT MODIFICATION RESPONSE
	MULTICAST CONTEXT MODIFICATION FAILURE

	Multicast Distribution Setup
	MULTICAST DISTRIBUTION SETUP REQUEST
	MULTICAST DISTRIBUTION SETUP RESPONSE
	MULTICAST DISTRIBUTION SETUP FAILURE

	Multicast Distribution Release
	MULTICAST DISTRIBUTION RELEASE COMMAND
	MULTICAST DISTRIBUTION RELEASE COMPLETE
	

	PDC Measurement Initiation
	PDC MEASUREMENT INITIATION REQUEST
	PDC MEASUREMENT INITIATION RESPONSE
	PDC MEASUREMENT INITIATION FAILURE

	PRS Configuration Exchange
	PRS CONFIGURATION REQUEST
	PRS CONFIGURATION RESPONSE
	PRS CONFIGURATION FAILURE

	Measurement Preconfiguration
	MEASUREMENT PRECONFIGURATION REQUIRED 
	MEASUREMENT PRECONFIGURATION CONFIRM 
	MEASUREMENT PRECONFIGURATION REFUSE

	Timing Synchronisation Status
	TIMING SYNCHRONISATION STATUS REQUEST
	TIMING SYNCHRONISATION STATUS RESPONSE
	TIMING SYNCHRONISATION STATUS FAILURE

	Multicast  Context Notification
	MULTICAST CONTEXT NOTIFICATION INDICATION
	MULTICAST CONTEXT NOTIFICATION CONFIRM
	MULTICAST CONTEXT NOTIFICATION REFUSE

	Multicast MBS Common Configuration
	MULTICAST MBS COMMON CONFIGURATION REQUEST
	MULTICAST MBS COMMON CONFIGURATION RESPONSE
	MULTICAST MBS COMMON CONFIGURATION REFUSE




-------------Start of the Next Change---------------
[bookmark: _Toc155980556]8.14.13	Multicast MBS Common Configuration
[bookmark: _Toc155980557]8.14.13.1	General
The purpose of the Multicast MBS Common Configuration procedure is to allow the gNB-CU to control the configuration of items common to all multicast contexts in the gNB-DU.
The procedure uses non UE-associated signalling.
[bookmark: _Toc155980558]8.14.13.2	Successful Operation


[bookmark: _MON_1767618748]
Figure 8.14.13.2-1: Multicast MBS Common Configuration. Successful operation
The gNB-CU initiates the procedure by sending the MULTICAST MBS COMMON CONFIGURATION REQUEST message to the gNB-DU.
If the Multicast CU to DU Common RRC Information IE is included in the MULTICAST MBS COMMON CONFIGURATION REQUEST message and contains the Multicast Common CU2DU Cell List IE, the gNB-DU shall, if supported, use it to configure MBS session resources accordingly.
[bookmark: _Toc155980559]8.14.13.3	Unsuccessful Operation


[bookmark: _MON_1767618787]
Figure 8.14.13.3-1: Multicast MBS Context Notification. Unsuccessful operation
If the gNB-DU is not able to execute the requested functions, the gNB-DU shall respond with the MULTICAST MBS COMMON CONFIGURATION REFUSE message to the gNB-CU.
[bookmark: _Toc155980560]8.14.13.4	Abnormal Conditions
void.
-------------Start of the Next Change---------------
[bookmark: _Toc155980760]9.2.14.18	MULTICAST MBS COMMON CONFIGURATION REQUEST
This message is sent by the gNB-CU to request the gNB-DU to configure common items in the gNB-DU.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Multicast CU to DU Common RRC Information
	O
	
	9.3.1.314
	
	YES
	reject



[bookmark: _Toc155980761]9.2.14.19	MULTICAST MBS COMMON CONFIGURATION CONFIRM
This message is sent by the gNB-DU to notify the gNB-CU to confirm the execution of the requested functions.
Direction: gNB-DU  gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore



[bookmark: _Toc155980762]9.2.14.20	MULTICAST MBS COMMON CONFIGURATION REFUSE
This message is sent by the gNB-DU to notify the gNB-CU that the execution of the requested functions was not successful.
Direction: gNB-DU  gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore



-------------Start of the Next Change---------------


	

[bookmark: _Toc20956001][bookmark: _Toc29893127][bookmark: _Toc36557064][bookmark: _Toc45832584][bookmark: _Toc51763906][bookmark: _Toc64449078][bookmark: _Toc66289737][bookmark: _Toc74154850][bookmark: _Toc81383594][bookmark: _Toc88658228][bookmark: _Toc97911140][bookmark: _Toc99038964][bookmark: _Toc99731227][bookmark: _Toc105511362][bookmark: _Toc105927894][bookmark: _Toc106110434][bookmark: _Toc113835876][bookmark: _Toc120124732][bookmark: _Toc155981124]9.4.3	Elementary Procedure Definitions
-- ASN1START 
-- **************************************************************
--
-- Elementary Procedure definitions
--
-- **************************************************************

F1AP-PDU-Descriptions  { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Descriptions (0)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	Criticality,
	ProcedureCode

FROM F1AP-CommonDataTypes
	Reset,
	ResetAcknowledge,
	F1SetupRequest,
	F1SetupResponse,
//skip unchanged part
	MIABF1SetupTriggering,
	MIABF1SetupOutcomeNotification,
	MulticastContextNotificationIndication,
	MulticastContextNotificationConfirm,
	MulticastContextNotificationRefuse,
	MulticastMBSCommonConfigurationRequest,
	MulticastMBSCommonConfigurationResponse,
	MulticastMBSCommonConfigurationRefuse,
	BroadcastTransportResourceRequest





FROM F1AP-PDU-Contents
	id-Reset,
	id-F1Setup,
	id-gNBDUConfigurationUpdate,
	id-gNBCUConfigurationUpdate,
	id-UEContextSetup,
	id-UEContextRelease,
	id-UEContextModification,
//skip unchanged part
	id-TimingSynchronisationStatus,
	id-TimingSynchronisationStatusReport,
	id-MIABF1SetupTriggering,
	id-MIABF1SetupOutcomeNotification,
	id-MulticastContextNotification,
	id-MulticastMBSCommonConfiguration,
	id-BroadcastTransportResourceRequest




FROM F1AP-Constants

	ProtocolIE-SingleContainer{},
	F1AP-PROTOCOL-IES

FROM F1AP-Containers;
//skip unchanged part
F1AP-ELEMENTARY-PROCEDURES-CLASS-1 F1AP-ELEMENTARY-PROCEDURE ::= {
	reset							|
	f1Setup							|
	gNBDUConfigurationUpdate		|
	gNBCUConfigurationUpdate		|
	uEContextSetup					|
	uEContextRelease				|
	uEContextModification			|
	uEContextModificationRequired	|
	writeReplaceWarning				|
	pWSCancel						|
	gNBDUResourceCoordination		|
	f1Removal						|
	bAPMappingConfiguration			|
	gNBDUResourceConfiguration		|
	iABTNLAddressAllocation			|
	iABUPConfigurationUpdate		|
	resourceStatusReportingInitiation	|
	positioningMeasurementExchange	|
	tRPInformationExchange			|
	positioningInformationExchange	|
	positioningActivation			|
	e-CIDMeasurementInitiation		|
	broadcastContextSetup			|
	broadcastContextRelease			|
	broadcastContextModification	|
	multicastContextSetup			|
	multicastContextRelease			|
	multicastContextModification	|
	multicastDistributionSetup		|
	multicastDistributionRelease	|
	pDCMeasurementInitiation		|
	pRSConfigurationExchange		|
	measurementPreconfiguration	|
	timingSynchronisationStatus	|
	multicastContextNotification	|
	multicastmBSCommonConfiguration	,
	...
}

//skip unchanged part
multicastContextNotification F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MulticastContextNotificationIndication
	SUCCESSFUL OUTCOME		MulticastContextNotificationConfirm
	UNSUCCESSFUL OUTCOME	MulticastContextNotificationRefuse
	PROCEDURE CODE			id-MulticastContextNotification
	CRITICALITY				reject
}

multicastmBSCommonConfiguration F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MulticastMBSCommonConfigurationRequest
	SUCCESSFUL OUTCOME		MulticastMBSCommonConfigurationResponse
	UNSUCCESSFUL OUTCOME	MulticastMBSCommonConfigurationRefuse
	PROCEDURE CODE			id-MulticastMBSCommonConfiguration
	CRITICALITY				reject
}


-------------Start of the Next Change---------------
[bookmark: _Toc20956002][bookmark: _Toc29893128][bookmark: _Toc36557065][bookmark: _Toc45832585][bookmark: _Toc51763907][bookmark: _Toc64449079][bookmark: _Toc66289738][bookmark: _Toc74154851][bookmark: _Toc81383595][bookmark: _Toc88658229][bookmark: _Toc97911141][bookmark: _Toc99038965][bookmark: _Toc99731228][bookmark: _Toc105511363][bookmark: _Toc105927895][bookmark: _Toc106110435][bookmark: _Toc113835877][bookmark: _Toc120124733][bookmark: _Toc155981125]9.4.4	PDU Definitions
-- ASN1START 
-- **************************************************************
--
-- PDU definitions for F1AP.
--
-- **************************************************************

F1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	AssociatedSessionID,
	BroadcastMRBs-FailedToBeModified-Item,
//skip unchanged part
-- **************************************************************
--
-- MULTICAST MBS COMMON CONFIGURATION PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- MULTICAST MBS COMMON CONFIGURATION REQUEST
--
-- **************************************************************

MulticastMBSCommonConfigurationRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{MulticastMBSCommonConfigurationRequestIEs}},
	...
}

MulticastMBSCommonConfigurationRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastCU2DUCommonRRCInfo				CRITICALITY reject	TYPE MulticastCU2DUCommonRRCInfo						PRESENCE optional		},
	...
}


-- **************************************************************
--
-- MULTICAST MBS COMMON CONFIGURATION RESPONSE
--
-- **************************************************************

MulticastMBSCommonConfigurationResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{MulticastMBSCommonConfigurationResponseIEs}},
	...
}

MulticastMBSCommonConfigurationResponseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional		},
	...
}


-- **************************************************************
--
-- MULTICAST MBS COMMON CONFIGURATION REFUSE
--
-- **************************************************************

MulticastMBSCommonConfigurationRefuse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{MulticastMBSCommonConfigurationRefuseIEs}},
	...
}

MulticastMBSCommonConfigurationRefuseIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-Cause								CRITICALITY ignore	TYPE Cause										PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional		},
...
}

-------------Start of the Next Change---------------
[bookmark: _Toc20956005][bookmark: _Toc29893131][bookmark: _Toc36557068][bookmark: _Toc45832588][bookmark: _Toc51763910][bookmark: _Toc64449082][bookmark: _Toc66289741][bookmark: _Toc74154854][bookmark: _Toc81383598][bookmark: _Toc88658232][bookmark: _Toc97911144][bookmark: _Toc99038968][bookmark: _Toc99731231][bookmark: _Toc105511366][bookmark: _Toc105927898][bookmark: _Toc106110438][bookmark: _Toc113835880][bookmark: _Toc120124736][bookmark: _Toc155981128]9.4.7	Constant Definitions
-- ASN1START 
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

F1AP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	ProcedureCode,
	ProtocolIE-ID

FROM F1AP-CommonDataTypes;


-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

id-Reset									ProcedureCode ::= 0
id-F1Setup									ProcedureCode ::= 1
//skip unchanged part
id-RachIndication							ProcedureCode ::= 87
id-TimingSynchronisationStatus				ProcedureCode ::= 88
id-TimingSynchronisationStatusReport		ProcedureCode ::= 89
id-MIABF1SetupTriggering					ProcedureCode ::= 90
id-MIABF1SetupOutcomeNotification			ProcedureCode ::= 91
id-MulticastContextNotification 			ProcedureCode ::= 92
id-MulticastMBSCommonConfiguration					ProcedureCode ::= 93
id-BroadcastTransportResourceRequest		ProcedureCode ::= 94

//skip unchanged part

-------------End of the Changes---------------
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